
 

IEC 61009-1 
Edition 4.0 2024-11 

INTERNATIONAL 
STANDARD 
 

Residual current operated circuit-breakers with integral overcurrent protection 
for household and similar uses (RCBOs) – 
Part 1: General rules 
 

IE
C

 6
10

09
-1

:2
02

4-
11

(e
n)

 

  

® 
 

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


 

 
  

 THIS PUBLICATION IS COPYRIGHT PROTECTED 
 Copyright © 2024 IEC, Geneva, Switzerland  
 
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form 
or by any means, electronic or mechanical, including photocopying and microfilm, without permission in writing from 
either IEC or IEC's member National Committee in the country of the requester. If you have any questions about IEC 
copyright or have an enquiry about obtaining additional rights to this publication, please contact the address below or 
your local IEC member National Committee for further information. 
 

IEC Secretariat Tel.: +41 22 919 02 11 
3, rue de Varembé info@iec.ch 
CH-1211 Geneva 20 www.iec.ch 
Switzerland 

 
About the IEC 
The International Electrotechnical Commission (IEC) is the leading global organization that prepares and publishes 
International Standards for all electrical, electronic and related technologies. 
 
About IEC publications  
The technical content of IEC publications is kept under constant review by the IEC. Please make sure that you have the 
latest edition, a corrigendum or an amendment might have been published. 
 
IEC publications search - webstore.iec.ch/advsearchform 
The advanced search enables to find IEC publications by a 
variety of criteria (reference number, text, technical 
committee, …). It also gives information on projects, replaced 
and withdrawn publications. 
 
IEC Just Published - webstore.iec.ch/justpublished 
Stay up to date on all new IEC publications. Just Published 
details all new publications released. Available online and once 
a month by email.  
 
IEC Customer Service Centre - webstore.iec.ch/csc 
If you wish to give us your feedback on this publication or need 
further assistance, please contact the Customer Service 
Centre: sales@iec.ch. 
 

IEC Products & Services Portal - products.iec.ch 
Discover our powerful search engine and read freely all the 
publications previews, graphical symbols and the glossary. 
With a subscription you will always have access to up to date 
content tailored to your needs. 
 
Electropedia - www.electropedia.org 
The world's leading online dictionary on electrotechnology, 
containing more than 22 500 terminological entries in English 
and French, with equivalent terms in 25 additional languages. 
Also known as the International Electrotechnical Vocabulary 
(IEV) online. 
 
 

 

 

Full document details: IEC 61009-1 2024

mailto:info@iec.ch
https://www.iec.ch/
https://webstore.iec.ch/advsearchform
https://webstore.iec.ch/justpublished
https://webstore.iec.ch/csc
mailto:sales@iec.ch
https://products.iec.ch/
http://www.electropedia.org/
http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

IEC 61009-1 
Edition 4.0 2024-11 

INTERNATIONAL 
STANDARD 
 

Residual current operated circuit-breakers with integral overcurrent protection 
for household and similar uses (RCBOs) – 
Part 1: General rules 

 
 
 

INTERNATIONAL 
ELECTROTECHNICAL 
COMMISSION 

 
 

ICS 29.120.50   

 

ISBN 978-2-8327-0011-2 
 

® Registered trademark of the International Electrotechnical Commission 

® 
 

   Warning! Make sure that you obtained this publication from an authorized distributor. 

  

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


 – 2 – IEC 61009-1:2024 © IEC 2024 

CONTENTS 

FOREWORD ......................................................................................................................... 10 
INTRODUCTION ................................................................................................................... 12 
1 Scope ............................................................................................................................ 13 
2 Normative references .................................................................................................... 15 
3 Terms and definitions .................................................................................................... 16 
4 Classification ................................................................................................................. 16 

4.1 According to the supply conditions ........................................................................ 16 
4.1.1 RCBO operating correctly on the occurrence of residual current .................... 16 
4.1.2 RCBO with 2 or 4 current paths operating correctly on the occurrence of 

residual current within the voltage range of 1,1 Ue and 85 V ......................... 17 
4.1.3 RCBO according to 4.1.2 fitted with a functional earth (FE) and able to 

continue to provide protection when supplied from just one phase and 
FE ................................................................................................................. 17 

4.1.4 RCBO with 3 current paths operating correctly on the occurrence of 
residual current within the voltage range of 1,1 Ue and 0,7 Ue ...................... 17 

4.1.5 RCBO operating correctly on the occurrence of residual current within 
the voltage range 1,1 Ue and Ux.................................................................... 17 

4.1.6 RCBO according to 4.1.5, however reclosing automatically after 
restoration of the supply voltage .................................................................... 17 

4.2 According to the possibility of adjusting the residual operating current .................. 17 
4.3 According to their operation in response to the type of residual current ................. 17 
4.4 According to time-delay (in the presence of a residual current) ............................. 18 
4.5 According to the protection against external influences ......................................... 18 
4.6 According to the method of mounting .................................................................... 18 
4.7 According to the method of connection ................................................................. 18 
4.8 According to the type of terminals ......................................................................... 18 
4.9 According to the number of poles and current paths .............................................. 18 
4.10 According to the instantaneous tripping current ..................................................... 19 
4.11 According to the I2t characteristics ....................................................................... 19 

5 Characteristics of RCBOs .............................................................................................. 19 
5.1 Summary of characteristics ................................................................................... 19 
5.2 Rated quantities and other characteristics ............................................................. 20 

5.2.1 Rated voltages .............................................................................................. 20 
5.2.2 Rated current (In) .......................................................................................... 20 
5.2.3 Rated frequency ............................................................................................ 20 
5.2.4 Rated short-circuit capacity (Icn) ................................................................... 20 
5.2.5 Rated residual operating current (IΔn) ........................................................... 20 
5.2.6 Rated residual non-operating current (IΔno) .................................................. 21 
5.2.7 Rated residual making and breaking capacity (IΔm) ...................................... 21 
5.2.8 Void ............................................................................................................... 21 
5.2.9 Void ............................................................................................................... 21 
5.2.10 Operating characteristics in response to the type of residual current ............. 21 
5.2.11 RCBO type S ................................................................................................. 21 

5.3 Standard and preferred values .............................................................................. 21 
5.3.1 Standard values of rated operational voltage (Ue) ......................................... 21 

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


IEC 61009-1:2024 © IEC 2024 – 3 –  

5.3.2 Preferred values of rated current (In) ............................................................. 21 
5.3.3 Standard values of rated residual operating current (IΔn) .............................. 21 
5.3.4 Standard value of residual non-operating current (IΔno) ................................ 22 
5.3.5 Preferred values of rated frequency ............................................................... 22 
5.3.6 Standard values of rated impulse withstand voltage (Uimp) ........................... 22 
5.3.7 Standard limit values of break time and non-actuating time for RCBO of 

type AC and A ............................................................................................... 22 
5.3.8 Void ............................................................................................................... 22 
5.3.9 Void ............................................................................................................... 22 
5.3.10 Void ............................................................................................................... 22 
5.3.11 Minimum value of the rated residual making and breaking capacity 

(IΔm) ............................................................................................................. 22 
5.3.12 Void ............................................................................................................... 22 
5.3.13 Void ............................................................................................................... 22 
5.3.14 Values of rated short-circuit capacity ............................................................. 22 
5.3.15 Standard ranges of overcurrent instantaneous tripping .................................. 23 

6 Marking and other product information ........................................................................... 23 
7 Standard conditions for operation in service and for installation ..................................... 24 

7.1 Standard conditions .............................................................................................. 24 
7.2 Conditions of installation ....................................................................................... 24 
7.3 Pollution degree .................................................................................................... 24 

8 Requirements for construction and operation ................................................................. 24 
8.1 Mechanical design ................................................................................................ 24 

8.1.1 General ......................................................................................................... 24 
8.1.2 Mechanism .................................................................................................... 25 
8.1.3 Clearances, creepage distances and solid insulation ..................................... 26 
8.1.4 Screws, current-carrying parts and connections ............................................. 27 
8.1.5 Terminals for external conductors .................................................................. 28 
8.1.6 Non-interchangeability ................................................................................... 30 

8.2 Protection against electric shock ........................................................................... 30 
8.3 Dielectric properties and isolating capability .......................................................... 31 
8.4 Temperature-rise .................................................................................................. 31 

8.4.1 General ......................................................................................................... 31 
8.4.2 Temperature-rise limits .................................................................................. 31 
8.4.3 Ambient air temperature ................................................................................ 31 

8.5 Operating characteristics ...................................................................................... 31 
8.5.1 General ......................................................................................................... 31 
8.5.2 Operation in response to the type of residual current ..................................... 31 
8.5.3 Operation in presence of a residual current equal to or greater than IΔn ........ 32 
8.5.4 Operation under overcurrent conditions ......................................................... 32 

8.6 Mechanical and electrical endurance .................................................................... 33 
8.7 Performance at short-circuit currents .................................................................... 33 
8.8 Resistance to mechanical shock and impact ......................................................... 33 
8.9 Resistance to heat ................................................................................................ 33 
8.10 Resistance to abnormal heat and to fire ................................................................ 34 
8.11 Test device ........................................................................................................... 34 
8.12 Void ...................................................................................................................... 34 
8.13 Void ...................................................................................................................... 34 

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


 – 4 – IEC 61009-1:2024 © IEC 2024 

8.14 Behaviour of RCBOs in the event of current surges caused by impulse 
voltages ................................................................................................................ 34 

8.15 Reliability .............................................................................................................. 35 
8.16 Electromagnetic compatibility (EMC) ..................................................................... 35 
8.17 Resistance to temporary overvoltages (TOV) ........................................................ 35 

9 Tests ............................................................................................................................. 35 
9.1 General ................................................................................................................. 35 
9.2 Test conditions ..................................................................................................... 35 
9.3 Test of indelibility of marking ................................................................................ 36 
9.4 Test of reliability of screws, current-carrying parts and connections ...................... 37 
9.5 Test of reliability of screw-type terminals for external copper conductors .............. 37 
9.6 Verification of protection against electric shock ..................................................... 39 
9.7 Test of dielectric properties ................................................................................... 39 

9.7.1 Resistance to humidity ................................................................................... 39 
9.7.2 Insulation resistance of the main circuit ......................................................... 40 
9.7.3 Dielectric strength of the main circuit ............................................................. 41 
9.7.4 Insulation resistance and dielectric strength of auxiliary circuits..................... 41 
9.7.5 Secondary circuit of detection transformers ................................................... 42 
9.7.6 Capability of control circuits connected to the main circuit to withstand 

high DC voltages due to insulation measurements ......................................... 42 
9.7.7 Verification of impulse withstand voltages ...................................................... 42 

9.8 Test of temperature-rise ........................................................................................ 44 
9.8.1 Ambient air temperature ................................................................................ 44 
9.8.2 Test procedure .............................................................................................. 44 
9.8.3 Measurement of the temperature of parts ...................................................... 45 
9.8.4 Temperature-rise of a part ............................................................................. 45 

9.9 Verification of the operating characteristics ........................................................... 45 
9.9.1 Verification of the operating characteristics under residual current 

conditions ...................................................................................................... 45 
9.9.2 Verification of the operating characteristic under overcurrent conditions ........ 45 

9.10 Verification of mechanical and electrical endurance .............................................. 47 
9.10.1 General test conditions .................................................................................. 47 
9.10.2 Test procedure .............................................................................................. 47 
9.10.3 Condition of the RCBO after test .................................................................... 48 

9.11 Short-circuit tests .................................................................................................. 48 
9.11.1 General conditions for test ............................................................................. 48 
9.11.2 Test circuit for short-circuit performance ........................................................ 49 
9.11.3 Values of test quantities ................................................................................ 50 
9.11.4 Tolerances on test quantities ......................................................................... 50 
9.11.5 Power factor of the test circuit ....................................................................... 50 
9.11.6 Measurement and verification of I2t and of the peak current (Ip) ................... 50 
9.11.7 Calibration of the test circuit .......................................................................... 51 
9.11.8 Interpretation of records ................................................................................ 51 
9.11.9 Condition of the RCBO for test....................................................................... 51 
9.11.10 Behaviour of the RCBO during short-circuit tests ........................................... 52 
9.11.11 Test procedure .............................................................................................. 53 
9.11.12 Verification of the RCBO after short-circuit test .............................................. 56 
9.11.13 Verification of the rated residual making and breaking capacity (IΔm) ........... 56 

9.12 Verification of resistance to mechanical shock and impact .................................... 57 

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


IEC 61009-1:2024 © IEC 2024 – 5 –  

9.12.1 Mechanical shock .......................................................................................... 57 
9.12.2 Mechanical impact ......................................................................................... 58 

9.13 Test of resistance to heat ...................................................................................... 60 
9.13.1 Test on complete RCBOs .............................................................................. 60 
9.13.2 Ball pressure test ........................................................................................... 61 

9.14 Test of resistance to abnormal heat and to fire ..................................................... 62 
9.15 Verification of the trip-free mechanism .................................................................. 63 
9.16 Verification of the operation of the test device at the limits of rated 

operational voltage ............................................................................................... 63 
9.17 Void ...................................................................................................................... 63 
9.18 Void ...................................................................................................................... 63 
9.19 Verification of the behaviour of RCBOs in the event of current surges caused 

by impulse voltages .............................................................................................. 63 
9.19.1 Current surge test for all RCBOs (0,5 µs/100 kHz ring wave test) .................. 63 
9.19.2 Verification of the behaviour at surge currents up to 3 000 A (8/20 µs 

surge current test) ......................................................................................... 64 
9.20 Verification of reliability ......................................................................................... 65 

9.20.1 Climatic test................................................................................................... 65 
9.20.2 Test with temperature of 40 °C ...................................................................... 66 

9.21 Verification of withstand against ageing ................................................................ 67 
9.22 Electromagnetic compatibility (EMC) ..................................................................... 67 
9.23 Test of resistance to rusting .................................................................................. 67 
9.24 Verification of the behaviour of the RCBO under temporary overvoltage 

(TOV) conditions ................................................................................................... 68 
9.24.1 General ......................................................................................................... 68 
9.24.2 TOV test for all RCBOs .................................................................................. 68 
9.24.3 Additional tests for RCBOs with a terminal intended to be connected to 

the PE ........................................................................................................... 68 
9.24.4 Verification after the tests .............................................................................. 68 

Annex A (normative)  Test sequence and number of samples to be submitted for 
certification purposes ............................................................................................................ 99 
Annex B (normative)  Determination of clearances and creepage distances ........................ 100 

B.1 General ............................................................................................................... 100 
B.2 Creepage distances where more than one material is used ................................. 100 
B.3 Creepage distances split by floating conductive part ........................................... 100 
B.4 Measurement of creepage distances and clearances .......................................... 100 

Annex C (normative)  Arrangement for the detection of the emission of ionized gases 
during short-circuit tests ..................................................................................................... 105 
Annex D (normative)  Routine tests ..................................................................................... 108 

D.1 General ............................................................................................................... 108 
D.2 Tripping test ........................................................................................................ 108 
D.3 Dielectric strength test ........................................................................................ 108 
D.4 Performance of the test device ............................................................................ 108 

Annex E (informative)  Methods for determination of short-circuit power-factor ................... 109 
E.1 General ............................................................................................................... 109 
E.2 Method I – Determination from DC components .................................................. 109 
E.3 Method II – Determination with pilot generator .................................................... 110 

Annex F (informative)  Co-ordination under short-circuit conditions between an RCBO 
and another short-circuit protective device (SCPD) associated in the same circuit .............. 111 

F.1 General ............................................................................................................... 111 

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


 – 6 – IEC 61009-1:2024 © IEC 2024 

F.2 Overview............................................................................................................. 112 
F.3 General requirements for the co-ordination of an RCBO with another SCPD ....... 112 

F.3.1 General consideration .................................................................................. 112 
F.3.2 Take-over current ........................................................................................ 112 
F.3.3 Behaviour of C1 in association with another SCPD ...................................... 112 

F.4 Type and characteristics of the associated SCPD ............................................... 112 
F.5 Verification of selectivity ..................................................................................... 113 
F.6 Verification of back-up protection ........................................................................ 113 

F.6.1 Determination of the take-over current ......................................................... 113 
F.6.2 Verification of back-up protection ................................................................. 114 
F.6.3 Tests for verification of back-up protection .................................................. 114 
F.6.4 Results to be obtained ................................................................................. 115 

Annex G (normative)  Additional requirements and tests for RCBOs consisting of a 
circuit-breaker and a residual current unit designed for assembly on site ............................ 119 

G.1 General ............................................................................................................... 119 
G.2 Marking and other product information ................................................................ 119 

G.2.1 Manufacturer's name or trade mark ............................................................. 119 
G.2.2 Marking ....................................................................................................... 119 
G.2.3 Instructions for assembly and operation ....................................................... 120 

G.3 Constructional requirements ............................................................................... 120 
G.3.1 General ....................................................................................................... 120 
G.3.2 Degree of protection .................................................................................... 120 
G.3.3 Mechanical requirements ............................................................................. 121 
G.3.4 Electrical compatibility ................................................................................. 121 

G.4 Type tests and verifications ................................................................................ 121 
G.4.1 Tests on circuit-breakers ............................................................................. 121 
G.4.2 Tests on RC units ........................................................................................ 121 
G.4.3 Tests on assembled circuit-breaker and RC unit (RCBO) ............................. 121 
G.4.4 Verification of marking and constructional requirements of RCBOs .............. 121 

G.5 Routine tests on the RC unit ............................................................................... 122 
Annex H (informative)  Examples of terminal designs .......................................................... 123 
Annex I (informative)  Correspondence between ISO and AWG copper conductors ............. 126 
Annex J (informative)  Follow-up testing program for RCBOs .............................................. 127 

J.1 General ............................................................................................................... 127 
J.2 Follow-up testing program ................................................................................... 127 

J.2.1 General ....................................................................................................... 127 
J.2.2 Quarterly follow-up testing program ............................................................. 127 
J.2.3 Annual follow-up testing program ................................................................. 127 
J.2.4 Sampling procedure ..................................................................................... 128 

Bibliography ........................................................................................................................ 131 
 
Figure 1 – Standard test finger .............................................................................................. 81 
Figure 2 – Void ..................................................................................................................... 82 
Figure 3 – Void ..................................................................................................................... 82 
Figure 4 – Void ..................................................................................................................... 82 
Figure 5 – Typical diagram for all short circuit tests except for the verification of the 
suitability in IT systems ......................................................................................................... 83 
Figure 6 – Typical diagram for the verification of the suitability in IT systems ........................ 84 

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


IEC 61009-1:2024 © IEC 2024 – 7 –  

Figure 7 – Detail of impedances Z, Z1 and Z2 ....................................................................... 84 

Figure 8 – Mechanical shock test apparatus ......................................................................... 85 
Figure 9 – Mechanical impact test apparatus ........................................................................ 86 
Figure 10 – Striking element for pendulum impact test apparatus.......................................... 87 
Figure 11 – Mounting support for sample for mechanical impact test..................................... 88 
Figure 12 – Example of mounting an unenclosed or flush-type RCBO for mechanical 
impact test ............................................................................................................................ 89 
Figure 13 – Example of mounting of panel mounting type RCBO for the mechanical 
impact test ............................................................................................................................ 90 
Figure 14 – Application of force for mechanical test of rail mounted RCBO ........................... 91 
Figure 15 – Ball-pressure test apparatus............................................................................... 91 
Figure 16 – Current ring wave 0,5 µs/100 kHz ...................................................................... 92 
Figure 17 – Test circuit for the ring wave test on RCBOs ...................................................... 92 
Figure 18 – Surge current impulse 8/20 µs ............................................................................ 93 
Figure 19 – Test circuit for the surge current test of RCBOs ................................................. 93 
Figure 20 – Stabilizing period for reliability test ..................................................................... 94 
Figure 21 – Reliability test cycle ........................................................................................... 95 
Figure 22 – Void ................................................................................................................... 95 
Figure 23 – Example of records for short-circuit tests ........................................................... 96 
Figure 24 – Test circuit for the verification of the behaviour under temporary over 
voltage (TOV) conditions for RCBOs with a terminal intended to be connected 
to the PE .............................................................................................................................. 97 
Figure 25 – Void ................................................................................................................... 97 
Figure 26 – Void ................................................................................................................... 97 
Figure 27 – Diagrammatic representation for glow-wire test .................................................. 98 
Figure B.1 – Measuring creepage distances and clearances: Example 1 ............................. 101 
Figure B.2 – Measuring creepage distances and clearances: Example 2 ............................. 101 
Figure B.3 – Measuring creepage distances and clearances: Example 3 ............................. 101 
Figure B.4 – Measuring creepage distances and clearances: Example 4 ............................. 102 
Figure B.5 – Measuring creepage distances and clearances: Example 5 ............................. 102 
Figure B.6 – Measuring creepage distances and clearances: Example 6 ............................. 102 
Figure B.7 – Measuring creepage distances and clearances: Example 7 ............................. 103 
Figure B.8 – Measuring creepage distances and clearances: Example 8 ............................. 103 
Figure B.9 – Measuring creepage distances and clearances: Example 9 ............................. 103 
Figure B.10 – Measuring creepage distances and clearances: Example 10 ......................... 104 
Figure B.11 – Measuring creepage distances and clearances: Example 11 ......................... 104 
Figure C.1 – Example of test arrangement .......................................................................... 106 
Figure C.2 – Grid ................................................................................................................ 107 
Figure C.3 – Grid circuit ...................................................................................................... 107 
Figure F.1 – Overcurrent co-ordination between an RCBO and a fuse or back-up 
protection by a fuse – Operating characteristics .................................................................. 116 
Figure F.2 – Total selectivity ............................................................................................... 117 
Figure F.3 – Back-up protection – Operating characteristics ............................................... 118 
Figure H.1 – Examples of pillar terminals ............................................................................ 123 

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


 – 8 – IEC 61009-1:2024 © IEC 2024 

Figure H.2 – Examples of screw terminals and stud terminals ............................................. 124 
Figure H.3 – Examples of saddle terminals ......................................................................... 125 
Figure H.4 – Examples of lug terminals ............................................................................... 125 
 
Table 1 – Marking ................................................................................................................. 69 
Table 2 – Void ...................................................................................................................... 70 
Table 3 – Void ...................................................................................................................... 70 
Table 4 – Void ...................................................................................................................... 70 
Table 5 – Void ...................................................................................................................... 70 
Table 6 – Void ...................................................................................................................... 70 
Table 7 – Void ...................................................................................................................... 70 
Table 8 – Void ...................................................................................................................... 70 
Table 9 – Void ...................................................................................................................... 70 
Table 10 – Void .................................................................................................................... 70 
Table 11 – Standard limit values of break time and non-actuating time for alternating 
residual currents (RMS values) for type AC and A ................................................................ 70 
Table 12 – Standard maximum values of break time for half-wave residual currents 
(RMS values) for type A ........................................................................................................ 70 
Table 13 – Void .................................................................................................................... 71 
Table 14 – Tripping current limits .......................................................................................... 71 
Table 15 – Void .................................................................................................................... 71 
Table 16 – Void .................................................................................................................... 71 
Table 17 – Void .................................................................................................................... 71 
Table 18 – Void .................................................................................................................... 71 
Table 19 – Rated impulse withstand voltage as a function of the nominal voltage of the 
installation ............................................................................................................................ 71 
Table 20 – Minimum clearances and creepage distances ...................................................... 72 
Table 21 – Test voltage of auxiliary circuits .......................................................................... 73 
Table 22 – Test voltage for verification of rated impulse withstand voltage............................ 73 
Table 23 – Test voltage for verifying the suitability for isolation, with reference to the rated 
impulse withstand voltage of the RCBO  and the altitude where the test is carried out .......... 74 
Table 24 – Connectable cross-sections of copper conductors for screw-type terminals ......... 74 
Table 25 – Test copper conductors corresponding to the rated currents ................................ 74 
Table 26 – Screw thread diameters and applied torques ....................................................... 75 
Table 27 – Pulling forces ...................................................................................................... 75 
Table 28 – Temperature-rise values ...................................................................................... 75 
Table 29 – Power factor ranges of the test circuit ................................................................. 76 
Table 30 – Withstand values and duration of temporary overvoltages ................................... 76 
Table 31 – Void .................................................................................................................... 76 
Table 32 – Void .................................................................................................................... 76 
Table 33 – Void .................................................................................................................... 76 
Table 34 – Void .................................................................................................................... 76 
Table 35 – Void .................................................................................................................... 76 
Table 36 – Void .................................................................................................................... 76 

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


IEC 61009-1:2024 © IEC 2024 – 9 –  

Table 37 – Standard values of rated short circuit capacity..................................................... 76 
Table 38 – Ranges of overcurrent instantaneous tripping ...................................................... 77 
Table 39 – Time-current operating characteristics ................................................................. 77 
Table 40 – List of short-circuit tests ...................................................................................... 77 
Table 41 – Ratio between service short-circuit capacity (Ics) and rated short-circuit 
capacity (Icn) – (factor k) ...................................................................................................... 78 

Table 42 – Test procedure for Ics in the case of single- and two-pole RCBOs ....................... 78 

Table 43 – Test procedure for Ics in the case of three- and four-pole RCBOs ....................... 78 

Table 44 – Test procedure for Icn ......................................................................................... 78 

Table 45 – Void .................................................................................................................... 78 
Table 46 – Standard values of rated operational voltage ....................................................... 79 
Table 47 – Values of influencing quantities ........................................................................... 80 
Table J.1 – Test sequences during follow-up inspections .................................................... 128 
Table J.2 – Number of samples to be tested ....................................................................... 130 

 

  

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


 – 10 – IEC 61009-1:2024 © IEC 2024 

INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
RESIDUAL CURRENT OPERATED CIRCUIT-BREAKERS  

WITH INTEGRAL OVERCURRENT PROTECTION  
FOR HOUSEHOLD AND SIMILAR USES (RCBOs) –  

 
Part 1: General rules 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in 
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), which 
may be required to implement this document. However, implementers are cautioned that this may not represent 
the latest information, which may be obtained from the patent database available at https://patents.iec.ch. IEC 
shall not be held responsible for identifying any or all such patent rights. 

IEC 61009-1 has been prepared by subcommittee 23E: Circuit-breakers and similar equipment 
for household use, of IEC technical committee 23: Electrical accessories. It is an International 
Standard. 

This fourth edition cancels and replaces the third edition published in 2010, Amendment 1:2012 
and Amendment 2:2013. This edition constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) harmonization of all clauses between the IEC 61008, IEC 61009 and IEC 60755 series using 
blocks and modules approach; 
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b) harmonization of all tables and figures between the IEC 61008, IEC 61009 and IEC 60755 
series; 

c) terms and definitions are now referred to IEC 62873-2; 
d) modification of Subclause 4.1 for classification according to supply conditions; 
e) new Subclauses 8.17 and 9.24 for requirements and tests for the resistance to temporary 

overvoltages (TOV); 
f) improvement of Subclause 9.7 for test of dielectric properties; 
g) tests for screwless, flat-quick terminals and aluminium conductors are now referred to in the 

IEC 62873-3 series. 

The text of this International Standard is based on the following documents: 

Draft Report on voting 

23E/1373/FDIS 23E/1388/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English  

This International Standard is to be used in conjunction with the relevant product standard, 
either IEC 61009-2-1:2024 or IEC 61009-2-2:2024. The chosen standard, IEC 61009-2-1:2024 
or IEC 61009-2-2:2024, shall be used consistently throughout the standard. 

In order to maintain the same structure throughout the IEC 61008 and IEC 61009 series, some 
elements that are not applicable to a particular device within the scope of this document are 
labelled void. 

In this document, the following print types are used: 

– compliance statements: in italic type; 
– other statements: in normal type. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/publications. 

A list of all parts in the IEC 61009 series, published under the general title Residual current 
operated circuit-breakers with integral overcurrent protection for household and similar uses 
(RCBOs), can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be 

• reconfirmed, 

• withdrawn, or 

• revised. 
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INTRODUCTION 

The purpose of this document is to harmonize as far as practicable all rules and requirements 
of a general nature applicable to RCBOs in order to obtain uniformity of requirements and tests 
and to avoid the need for testing to different standards. 

All those parts which can be considered as general have therefore been gathered in this 
document, e.g., temperature-rise, dielectric properties, etc. 

For each type of RCBO, two main documents are used to determine all requirements and tests: 

1) this document; 
2) the relevant product standard covering RCBOs: 

– IEC 61009-2-1, Residual current operated circuit-breakers with integral overcurrent 
protection for household and similar uses (RCBOs) – Part 2-1: RCBOs according to 
classification 4.1.1; 

– IEC 61009-2-2, Residual current operated circuit-breakers with integral overcurrent 
protection for household and similar uses (RCBOs) – Part 2-2: RCBOs according to 
classification 4.1.2, 4.1.3, 4.1.4, 4.1.5 and 4.1.6. 

For Type F and Type B RCBOs, IEC 62423 applies in addition to the IEC 61009 series. 
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RESIDUAL CURRENT OPERATED CIRCUIT-BREAKERS  
WITH INTEGRAL OVERCURRENT PROTECTION  

FOR HOUSEHOLD AND SIMILAR USES (RCBOs) –  
 

Part 1: General rules 
 
 
 

1 Scope 

This document gives general requirements and tests for residual current operated 
circuit-breakers with integral overcurrent protection for household and similar uses (hereafter 
referred to as RCBOs), for rated operational voltages not exceeding 440 V AC, with rated 
frequencies of 50 Hz, 60 Hz or 50/60 Hz and rated currents not exceeding 125 A and rated 
short-circuit capacities not exceeding 25 000 A. 

RCBOs are intended to provide fault protection (previously referred to as protection against 
indirect contact), the exposed conductive parts of the installation being connected to an 
appropriate earth electrode. These devices are also intended to protect against overcurrents in 
the wiring installations of buildings and similar applications. They are also intended to be used 
to provide protection against fire hazards due to a persistent earth fault current. 

RCBOs having a rated residual operating current not exceeding 30 mA are used for fault 
protection and additional protection in the case of failure of the protective provisions against 
electric shock. 

This document applies to RCBOs performing simultaneously the functions of detection of the 
residual current, of comparison of the value of this current with the residual operating value and 
of opening of the protected circuit when the residual current exceeds this value. These devices 
also perform the function of making, carrying and breaking overcurrents under specified 
conditions. 

NOTE 1 The requirements for RCBOs are in line with the group safety publication IEC 60755. 

NOTE 2 RCBOs of type AC and type A are covered by the IEC 61009 series. RCBOs of type F and type B are 
covered by IEC 62423 in conjunction with the IEC 61009 series. 

NOTE 3 Installation and selection rules for RCBOs are given in the IEC 60364 series. 

NOTE 4 The content of this document related to operation under residual current conditions is based on 
IEC 61008-1. The content of this document related to protection against overcurrents is based on IEC 60898-1. 

RCBOs are intended to be operated by ordinary or uninstructed persons and designed not to 
require maintenance. 

The requirements of this document apply for standard conditions (see 7.1). Additional 
requirements can be necessary for RCBOs used in locations which have severe environmental 
conditions. RCBOs within the scope of this document are intended for use in an environment 
with pollution degree 2 (see 7.3). 

NOTE 5 For environments with higher pollution degrees, enclosures giving the appropriate degree of protection can 
be used. 

NOTE 6 For RCBOs having a degree of protection higher than IP20 special constructions can be required. 

RCBOs are suitable for isolation. 
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Special precautions (e.g. surge protective devices) can be necessary when excessive 
overvoltages are likely to occur on the supply side (for example in the case of supply through 
overhead lines, see IEC 60364-4-44 and IEC 60364-5-53). 

RCBOs, with the exception of those with an uninterrupted neutral, are suitable for use in IT 
systems. 

RCBOs of the general type are resistant to current surges, including the case where surge 
voltages (as a result of switching transients or induced by lightning) cause loading currents in 
the installation without occurrence of flashover. 

RCBOs of type S are considered to be sufficiently resistant against unwanted tripping even if 
the surge voltage causes a flashover and a follow-on current occurs. 

NOTE 7 Surge protective devices installed downstream of the general type of RCBOs and connected in common 
mode can cause unwanted tripping. 

This document also applies to RCBOs obtained by the assembly of an adaptable residual 
current device with a circuit-breaker. The mechanical assembly is intended to be effected in the 
factory by the manufacturer, or on site, in which case the requirements of Annex G apply. It 
also applies to RCBOs having more than one rated current, provided that the means for 
changing from one discrete rating to another is not accessible in normal service and that the 
rating cannot be changed without the use of a tool. 

Particular requirements are necessary for RCBOs intended to be used at frequencies other than 
50 Hz or 60 Hz. 

For RCBOs incorporated in, or intended for association with socket-outlets only, the 
requirements of this document can be used, as far as applicable, in conjunction with the 
requirements of IEC 60884-1 or the national requirements of the country where the product is 
placed on the market. 

NOTE 8 Residual current devices (RCDs) with or without overcurrent protection for socket-outlets for household 
and similar uses are also covered by IEC 62640. 

NOTE 9 In DK, plugs and socket-outlets are in accordance with the requirements of the heavy current regulations 
section 107. 

NOTE 10 In the UK, the plug part associated with an RCBO complies with BS 1363-1 and the socket-outlet(s) 
associated with an RCBO complies with BS 1363-2. In the UK, the plug part and the socket-outlet(s) associated with 
an RCBO need not comply with any IEC 60884-1 requirements. 

This document does not apply to: 

– RCBOs intended to protect motors; 
– RCBOs the current setting of which is adjustable without a tool; 
– RCBOs including batteries. 

A guide for the coordination of RCBOs with fuses is given in Annex F. 

This document is not intended to be used alone; it is intended to be used in conjunction with 
the relevant product standard, IEC 61009-2-1 or IEC 61009-2-2. 
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2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60060-2, High-voltage test techniques – Part 2: Measuring systems 

IEC 60068-2-30:2005, Environmental testing – Part 2-30: Tests – Test Db: Damp heat, cyclic 
(12 h + 12 h cycle) 

IEC 60068-3-4, Environmental testing – Part 3-4: Supporting documentation and guidance – 
Damp heat tests 

IEC 60228, Conductors of insulated cables 

IEC 60417, Graphical symbols for use on equipment, available at https://www.graphical-
symbols.info/equipment 

IEC 60529, Degrees of protection provided by enclosures (IP Code) 

IEC 60664-1:2020, Insulation coordination for equipment within low-voltage supply systems – 
Part 1: Principles, requirements and tests 

IEC 60664-3, Insulation coordination for equipment within low-voltage systems – Part 3: Use of 
coating, potting or moulding for protection against pollution 

IEC 60695-2-10, Fire hazard testing – Part 2-10: Glowing/hot-wire based test methods – Glow-
wire apparatus and common test procedure 

IEC 60898-1:2015, Electrical accessories – Circuit-breakers for overcurrent protection for 
household and similar installations – Part 1: Circuit-breakers for AC operation  
IEC 60898-1:2015/AMD1:2019 

IEC 60947-2, Low-voltage switchgear and controlgear – Part 2: Circuit-breakers 

IEC 61009-2-1:2024, Residual current operated circuit-breakers with integral overcurrent 
protection for household and similar uses (RCBOs) – Part 2-1: RCBOs according to 
classification 4.1.1 

IEC 61009-2-2:2024 Residual current operated circuit-breakers with integral overcurrent 
protection for household and similar uses (RCBOs) – Part 2-2: RCBOs according to 
classification 4.1.2, 4.1.3, 4.1.4, 4.1.5 and 4.1.6 

IEC 61032, Protection of persons and equipment by enclosures – Probes for verification 

IEC 62873-2, Residual current operated circuit-breakers for household and similar use – Part 2: 
Residual current devices (RCDs) – Vocabulary 

IEC 62873-3-1, Residual current operated circuit-breakers for household and similar use – 
Part 3-1: Particular requirements for devices with screwless-type terminals for external copper 
conductors 

IEC 62873-3-2, Residual current operated circuit-breakers for household and similar use – 
Part 3-2: Particular requirements for devices with flat quick-connect terminations 
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IEC 62873-3-3, Residual current operated circuit-breakers for household and similar use – 
Part 3-3: Specific requirements for RCDs with screw-type terminals for external untreated 
aluminium conductors and with aluminium screw-type terminals for use with copper or with 
aluminium conductors 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 62873-2 and the 
following apply. 

ISO and IEC maintain terminology databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at https://www.electropedia.org/ 

• ISO Online browsing platform: available at https://www.iso.org/obp 

3.1  
live part 
<in electrical installations and equipment> conductive part intended to be energized under 
normal operating conditions, including the neutral conductor and mid-point conductor, but 
excluding the PEN conductor, PEM conductor and PEL conductor 

[SOURCE: IEC 60050-195:2021, 195-02-19] 

3.2  
functional earth 
FE 
wire or terminal intended to be connected to the PE to continue to provide a supply to the RCBO 
when the RCBO is supplied from one phase only 

3.3  
line to neutral voltage 
Uo 
voltage between line conductor and neutral conductor 

3.4  
residual current unit 
RC-unit 
device performing simultaneously the functions of detection of the residual current and of 
comparison of the value of this current with the residual operating value, and incorporating the 
means of operating the tripping mechanism of a circuit-breaker with which it is designed to be 
assembled 

 

4 Classification 

4.1 According to the supply conditions 

4.1.1 RCBO operating correctly on the occurrence of residual current 
– within the voltage range 1,1 Ue and zero volt; and 

– with any number of supply conductors connected. 

The RCBO does not open automatically in the event of loss of supply. 
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4.1.2 RCBO with 2 or 4 current paths operating correctly on the occurrence of 
residual current within the voltage range of 1,1 Ue and 85 V 

The RCBO does not open automatically in the event of loss of supply. 

NOTE 1 In China, the lower limit value of 50 V (line to neutral) is required (for RCBO with IΔn ≤ 30 mA) instead of 
85 V. 

NOTE 2 Devices according to this classification are not allowed in Germany. 

4.1.3 RCBO according to 4.1.2 fitted with a functional earth (FE) and able to continue 
to provide protection when supplied from just one phase and FE 

4.1.3.1 Does not open automatically in the event of loss of supply and continues to provide 
residual current protection in the event of supply from just one phase and FE 

NOTE Devices according to this classification are not allowed in Germany. 

4.1.3.2 Does not open automatically in the event of loss of one or more phases and provides 
protection by opening automatically if supplied from just one phase and FE 

NOTE Devices according to this classification are not allowed in Germany. 

4.1.4 RCBO with 3 current paths operating correctly on the occurrence of residual 
current within the voltage range of 1,1 Ue and 0,7 Ue 

The RCBO does not open automatically in the event of loss of supply. 

These devices are not intended to be supplied from single-phase circuits. 

NOTE Devices according to this classification are not allowed in Germany. 

4.1.5 RCBO operating correctly on the occurrence of residual current within the 
voltage range 1,1 Ue and Ux 

The device opens automatically, with or without delay, in the event of a supply voltage drop to 
a value less than Ux. 

NOTE Devices according to this classification are not allowed in Germany. 

4.1.6 RCBO according to 4.1.5, however reclosing automatically after restoration of 
the supply voltage 

NOTE Devices according to this classification are not allowed in Germany. 

4.2 According to the possibility of adjusting the residual operating current 

4.2.1 RCBO with a single value of rated residual operating current 

4.2.2 RCBO with multiple settings of residual operating current by fixed steps 

4.3 According to their operation in response to the type of residual current 

4.3.1 RCBO of type AC 

NOTE In some countries the use of type AC is not allowed: Germany 

4.3.2 RCBO of type A 
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4.4 According to time-delay (in the presence of a residual current) 

4.4.1 RCBO without time-delay: type for general use 

4.4.2 RCBO with time-delay: type S for selectivity 

4.5 According to the protection against external influences 

4.5.1 Enclosed-type RCBO (not requiring an appropriate enclosure) 

4.5.2 Unenclosed-type RCBO (for use with an appropriate enclosure) 

4.6 According to the method of mounting 

4.6.1 Surface-type RCBO 

4.6.2 Flush-type RCBO 

4.6.3 Panel board type RCBO, also referred to as distribution board type 

NOTE These types can be intended to be mounted on rails. 

4.7 According to the method of connection 

4.7.1 RCBO for which the electrical connections are not associated with the mechanical 
mounting 

4.7.2 RCBO for which the electrical connections are associated with the mechanical 
mounting 

NOTE Examples of this type are: 

• plug-in type; 

• bolt-on type; 

• screw-in type. 

Some RCBOs can be of the plug-in type or bolt-on type on the line side only, the load terminals being usually suitable 
for wiring connection. 

4.8 According to the type of terminals 

4.8.1 RCBO with screw-type terminals for copper conductors 

4.8.2 RCBO with screwless-type terminals for copper conductors 

NOTE Related terminal requirements for RCBOs equipped with these types of terminals are given in IEC 62873‑3‑1. 

4.8.3 RCBO with flat quick-connect terminals for copper conductors 

NOTE Related terminal requirements for RCBOs equipped with these types of terminals are given in IEC 62873‑3‑2. 

4.8.4 RCBO with screw-type terminals for aluminium conductors 

NOTE Related terminal requirements for RCBOs equipped with this type of terminal are given in IEC 62873-3-3. 

4.9 According to the number of poles and current paths 

4.9.1 Single-pole RCBO with one overcurrent protected pole and uninterrupted neutral (two 
current paths) 
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4.9.2 Two-pole RCBO with one overcurrent protected pole 

4.9.3 Two-pole RCBO with two overcurrent protected poles 

4.9.4 Three-pole RCBO with three overcurrent protected poles 

4.9.5 Three-pole RCBO with three overcurrent protected poles and uninterrupted neutral 
(four current paths) 

4.9.6 Four-pole RCBO with three overcurrent protected poles 

4.9.7 Four-pole RCBO with four overcurrent protected poles 

NOTE The pole which is not an overcurrent protected pole can be: 

– "unprotected", or 

– "switched neutral" 

4.10 According to the instantaneous tripping current 

NOTE This classification applies to RCBOs with integral overcurrent protection based on IEC 60898-1. 

4.10.1 B-type 

4.10.2 C-type 

4.10.3 D-type 

4.11 According to the I2t characteristics 

In addition to the I2t characteristic to be provided by the manufacturer in accordance with 
Clause 5, RCBOs may be classified according to their I2t characteristic. 

5 Characteristics of RCBOs 

5.1 Summary of characteristics 

The characteristics of an RCBO shall be stated in the following terms: 

– rated voltages (see 5.2.1); 
– rated current In (see 5.2.2); 

– rated frequency (see 5.2.3); 
– rated short-circuit capacity Icn (see 5.2.4); 

– rated residual operating current IΔn (see 5.2.5); 

– rated residual non-operating current IΔno (see 5.2.6);  

– rated residual making and breaking capacity IΔm (see 5.2.7); 

– time-delay, if applicable (see 5.2.11); 
– operating characteristics in the case of residual currents with DC components (see 5.2.10); 
– degree of protection (see IEC 60529); 
– ranges of overcurrent instantaneous tripping (see 5.3.15). 
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5.2 Rated quantities and other characteristics 

5.2.1 Rated voltages 

5.2.1.1 Rated operational voltage (Ue) 

The rated operational voltage of an RCBO is the value of voltage, assigned by the manufacturer, 
to which its performance is referred. 

NOTE The same RCBO can be assigned a number of rated operational voltages and associated performance 
characteristics. 

5.2.1.2 Rated insulation voltage (Ui) 

The rated insulation voltage is assumed to be equal to the highest rated operational voltage 
assigned to the RCBO. 

Where the rated insulation voltage assigned by the manufacturer exceeds the highest rated 
operational voltage of the RCBO, the dielectric test voltages and creepage distances shall be 
chosen for that rated insulation voltage in accordance with IEC 60664-1. 

5.2.1.3 Rated impulse withstand voltage (Uimp) 

The rated impulse withstand voltage of an RCBO shall comply with the standard values given 
in Table 19. 

5.2.2 Rated current (In) 

The current assigned by the manufacturer which the RCBO can carry in uninterrupted duty, at 
a specified reference ambient air temperature. 

The reference calibration temperature is 30 °C. If a different reference calibration temperature 
for the RCBO is used, the effect on the overload protection of cables shall be taken into account, 
since this is also based on an ambient air temperature of 30 °C, according to installation rules 
(see Clause 523 of IEC 60364-5-52:2009). 

5.2.3 Rated frequency 

The rated frequency of an RCBO is the power frequency for which the RCBO is designed and 
to which the values of the other characteristics correspond. 

NOTE A number of rated frequencies can be assigned to the same RCBO. 

5.2.4 Rated short-circuit capacity (Icn) 

The rated short-circuit capacity of an RCBO is the value of the ultimate short-circuit breaking 
capacity assigned to that RCBO by the manufacturer. 

NOTE An RCBO having a given rated short-circuit capacity (Icn) has a corresponding service short-circuit capacity 
(Ics) (see Table 41). 

5.2.5 Rated residual operating current (IΔn) 

The value of residual operating current, assigned by the manufacturer, at which the RCBO shall 
operate under specified conditions. 

For an RCBO having multiple settings of residual operating current, the highest setting is used 
to designate it. 
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5.2.6 Rated residual non-operating current (IΔno) 

The value of residual non-operating current at which the RCBO does not operate under 
specified conditions. The standard value of residual non-operating current is defined in 5.3.4. 

5.2.7 Rated residual making and breaking capacity (IΔm) 

The RMS value of the AC component of residual prospective current, assigned by the 
manufacturer, which an RCBO can make, carry and break under specified conditions. 

5.2.8 Void 

5.2.9 Void 

5.2.10 Operating characteristics in response to the type of residual current 

5.2.10.1 RCBO type AC 

An RCBO for which tripping is ensured for residual sinusoidal alternating currents, whether 
suddenly applied or slowly rising. 

5.2.10.2 RCBO type A 

An RCBO for which tripping is ensured: 

• as for type AC; 

• for residual pulsating direct currents; and 

• for residual pulsating direct currents superimposed on a smooth direct current of 0,006 A 

with or without phase-angle control, independent of polarity, whether suddenly applied or slowly 
rising. 

5.2.11 RCBO type S 

A time-delay RCBO which complies with the relevant part of Table 11 or Table 12, if applicable. 

5.3 Standard and preferred values 

5.3.1 Standard values of rated operational voltage (Ue) 

Preferred values of rated operational voltage are indicated in Table 46. 

5.3.2 Preferred values of rated current (In) 

Preferred values of rated current are: 

6 A – 8 A – 10 A – 13 A – 16 A – 20 A – 25 A – 32 A –  
40 A – 50 A – 63 A – 80 A – 100 A – 125 A. 

5.3.3 Standard values of rated residual operating current (IΔn) 

Standard values of rated residual operating current are: 

0,006 A – 0,01 A – 0,03 A – 0,1 A – 0,3 A – 0,5 A. 

NOTE In the Republic of Korea and Japan, 0,015 A, 0,2 A and 1 A are also considered as standard values. 
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5.3.4 Standard value of residual non-operating current (IΔno) 

The standard value of residual non-operating current is 0,5 IΔn. 

NOTE For residual pulsating direct currents, residual non-operating currents depend on the phase angle (see 
Table 14). 

5.3.5 Preferred values of rated frequency 

Preferred values of rated frequency are 50 Hz, 60 Hz and 50/60 Hz. 

If another value is used, the rated frequency shall be marked on the device and the tests shall 
be carried out at that frequency. 

5.3.6 Standard values of rated impulse withstand voltage (Uimp) 

Table 19 gives the standard values of rated impulse withstand voltages as a function of the 
nominal voltage of the installation. 

5.3.7 Standard limit values of break time and non-actuating time for RCBO of type AC 
and A 

5.3.7.1 Standard limit values of break time and non-actuating time for alternating 
residual currents (RMS values) of type AC and A 

Standard limit values are indicated in Table 11. 

NOTE In the USA, where the tripping times are specifically related to current, the following formulas apply: 

for 
1,4320

t
I

=  
 
 

 high-resistance faults and 
1,4310

1,25t
V

=  
 
 

 for low-resistance faults. 

5.3.7.2 Standard maximum values of break time for half-wave residual currents (RMS 
values) of type A 

Standard limit values are indicated in Table 12. 

5.3.8 Void 

5.3.9 Void 

5.3.10 Void  

5.3.11 Minimum value of the rated residual making and breaking capacity (IΔm) 

The minimum value of the rated residual making and breaking capacity (IΔm) is 10 In or 500 A, 
whichever is the greater. 

5.3.12 Void 

5.3.13 Void  

5.3.14 Values of rated short-circuit capacity 

Standard values of rated short-circuit capacities up to and including 10 000 A are given in 
Table 37. 

For values above 10 000 A up to and including 25 000 A, preferred values are 15 000 A and 
20 000 A. 
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5.3.15 Standard ranges of overcurrent instantaneous tripping 

Standard ranges of overcurrent instantaneous tripping are given in Table 38. 

6 Marking and other product information 

Each RCBO shall be marked according to Table 1, in a durable manner. 

The suitability for isolation, which is provided by all RCBOs of this document, may be indicated 

by the symbol
 
      (IEC 60417-6169-1:2012-08) on the device. When affixed, this marking 

may be included in a wiring diagram, where it may be combined with symbols of other functions. 

NOTE In Australia, this marking on the circuit-breaker is mandatory but is not required to be visible after installation. 

When the symbol is used on its own (i.e. not in a wiring diagram), combination with symbols of 
other functions is not allowed. 

If a degree of protection higher than IP20 according to IEC 60529 is marked on the device, the 
device shall comply with it, whichever the method of installation. If the higher degree of 
protection is obtained only by a specific method of installation or with the use of specific 
accessories (e.g. terminal covers, enclosures, etc.), this shall be specified in product 
information. 

For RCBOs other than those operated by means of push-button, the open position shall be 
indicated by the symbol "Ο" (a circle) IEC 60417-5008:2002-10 and the closed position by the 
symbol "" (a short vertical straight line) IEC 60417-5007:2002-10. Additional national symbols 
can be required for this indication. These indications shall be readily visible when the RCBO is 
installed. 

For RCBOs operated by means of two push-buttons, the push-button designed for the opening 
operation only shall be in red colour and/or be marked with the symbol "Ο". 

Red colour shall not be used for any other push-button of the RCBO. 

If a push-button is used for closing the contacts and is evidently identified as such, its depressed 
position is sufficient to indicate the closed position. 

If a single push-button is used for closing and opening the contacts and is identified as such, 
the button remaining in its depressed position is sufficient to indicate the closed position. On 
the other hand, if the button does not remain depressed, an additional means indicating the 
position of the contacts shall be provided. 

Terminals intended for the protective conductor, if any, shall be indicated by the symbol  
(IEC 60417-5019:2006-08). 

Universal terminals: 

• no marking. 

Non-universal terminals: 

• terminals declared for rigid-solid conductors shall be marked by the letters "sol"; 

• terminals declared for rigid (solid and stranded) conductors shall be marked by the letter 
"r"; 

• terminals declared for flexible conductors shall be marked by the letter "f". 
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The markings of non-universal terminals should appear on the device or, if the space available 
is not sufficient, on the smallest package unit or in the product information. 

Marking shall be indelible, easily legible and not be placed on screws, washers or other 
removable parts.  

Compliance is checked by inspection and by the test of 9.3. 

7 Standard conditions for operation in service and for installation 

7.1 Standard conditions 

RCBOs shall be capable of operating under the standard conditions shown in Table 47. 

7.2 Conditions of installation 

RCBOs shall be installed in accordance with the manufacturer's instructions. 

7.3 Pollution degree 

RCBOs are intended for an environment with pollution degree 2, i.e. normally, only non-
conductive pollution occurs. However, occasionally, a temporary conductivity caused by 
condensation may be expected. 

8 Requirements for construction and operation 

8.1 Mechanical design 

8.1.1 General 

RCBOs shall be designed and constructed so that, in normal use, their use is safe and without 
danger to the user or to the environment. 

The residual current detection and the residual current release shall be located between the 
incoming and outgoing terminals of the RCBO. 

It shall not be possible to alter the operating characteristics of the RCBO by means of external 
interventions other than those specifically intended for changing the setting of the residual 
operating current or of the time delay.  

Changing from one setting to another shall not be possible without a tool. It shall not be possible 
to disable or inhibit the RCBO function by any means. 

NOTE 1 In Austria, Australia, Germany, Denmark, Italy, the UK, Ireland and Switzerland, multiple settings are not 
allowed. 

RCBOs with continuously adjustable settings are not allowed. 

Provisions for remote tripping of the RCBO, if any, shall: 

– not cause any current to the PE; 
– not cause any fault voltage when actuated, and 
– not impair the isolation function of the RCBO. 

RCBOs shall not be operated by introduction of an external connection for the purpose of 
intentionally creating a residual current to trip the RCBO. 
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NOTE 2 This does not preclude the use of an RCBO with a functional earth connection. 

NOTE 3 This does not preclude the use of a test instrument. 

NOTE 4 This requirement does not apply in Japan. 

8.1.2 Mechanism 

All poles of multipole RCBOs shall be mechanically coupled so that all poles, except the neutral, 
if any, make and break substantially together, whether operated manually or automatically. 

The neutral pole of four-pole RCBOs shall not close after and shall not open before the other 
poles. 

Compliance is checked by inspection and by manual tests, using any appropriate means 
(example: indicator lights, oscilloscope, etc.). 

If a pole having an appropriate short-circuit making and breaking capacity is used as a neutral 
pole and the RCBO has an independent manual operation, then all poles, including the neutral 
pole, may operate substantially together. 

RCBOs shall have a trip-free mechanism. 

It shall be possible to switch the RCBO on and off by hand. For plug-in RCBOs without an 
operating handle, this requirement is not considered to be met by the fact that the RCBO can 
be removed from its base. 

RCBOs shall be so constructed that the moving contacts can come to rest only in the closed 
position or in the open position, even when the operating means is released in an intermediate 
position. 

RCBOs shall provide in the open position an isolation distance in accordance with the 
requirements necessary to satisfy the isolating function (see 8.3). 

Indication of the position of the main contacts shall be provided by one or both of the following 
means: 

– the position of the actuator (this being preferred); or 
– a separate mechanical indicator. 

If a separate mechanical indicator is used to indicate the position of the main contacts, this 
shall show the colour red for the closed position and the colour green for the open position. 

NOTE In the US, the colours red and green are not used for contact position indication. 

The means of indication of the contact position shall be reliable. 

RCBOs shall be designed so that the actuator, front plate or cover can only be correctly fitted 
in a manner which ensures correct indication of the contact position. 

When means are provided or specified by the manufacturer to lock the operating means in the 
open position, locking in that position shall only be possible when the main contacts are in the 
open position. 

Locking of the operating means in the closed position is permitted. 

Compliance is checked by inspection, in accordance with the instructions of the manufacturer. 
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Where the operating means is used to indicate the position of the contacts, the operating means, 
when released, shall automatically take up the position corresponding to that of the moving 
contacts; in this case, the operating means shall have two distinct rest positions corresponding 
to the position of the contacts but, for automatic opening, a third distinct position of the operating 
means may be provided, in which case it shall be necessary to reset the RCBO manually before 
reclosing is possible. 

When an indicator light is used, this shall be lit when the RCBO is in the closed position and be 
of bright colour. The indicator light shall not be the only means to indicate the closed position. 

The action of the mechanism shall not be influenced by the position of enclosures or covers 
and shall be independent of any removable part. 

A cover sealed in position by the manufacturer is considered to be a non-removable part. 

If the cover is used as a guiding means for push-buttons, it shall not be possible to remove the 
buttons from the outside of the RCBO. 

Operating means shall be securely fixed on their shafts and it shall not be possible to remove 
them without the aid of a tool. 

Operating means directly fixed to covers are allowed. If the operating means has an "up-down" 
movement, when the RCBO is mounted as in normal use, the contacts shall be closed by the 
up movement. 

Compliance is checked by inspection, by manual test and, for the trip-free mechanism, by the 
tests of 9.9.2.2, 9.11 and 9.15. 

8.1.3 Clearances, creepage distances and solid insulation 

8.1.3.1 General 

The minimum required clearances and creepage distances are given in Table 20 which is based 
on the RCBO being designed for operating in an environment with pollution degree 2. 

Parts of PCBs connected to the live parts protected against pollution by the use of type 2 
protection according to IEC 60664-3 are exempt from this verification. 

The insulating materials are classified into material groups based on their comparative tracking 
index (CTI) according to IEC 60664-1. 

NOTE 1 The comparative tracking index (CTI) is declared by the manufacturer based on tests carried out on the 
insulating material. 

NOTE 2 Information on the requirements for design of solid insulation is provided in IEC 60664-1. 

For clearances on printed wiring material, footnote c in Table F.2 of IEC 60664-1:2020 applies: 
"For printed wiring material, the values for pollution degree 1 apply except that the value shall 
not be less than 0,04 mm, as specified in Table F.5 of IEC 60664-1:2020. A protection by means 
of a solder resist of high quality is the minimum requirement to allow this clearance reduction". 

All measurements required in this Subclause 8.1.3 are carried out in test sequence A on one 
sample. Tests according to 9.7 are carried out in test sequence B on three samples. 

8.1.3.2 Clearances 

Compliance for item 1 in Table 20 is checked by measurement and by the tests of 9.7.7.3. The 
test is carried out with samples not submitted to the humidity treatment described in 9.7.1. 
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Compliance for items 2 and 4 in Table 20 is checked by measurement and, if the clearances 
are reduced, by the tests of 9.7.7.2. 

The clearances of items 2 and 4 in Table 20 (except for accessible surface after installation, 
see below) may be reduced provided that the measured clearances are not shorter than the 
minimum allowed in IEC 60664-1 for homogenous field conditions. In this case, compliance for 
items 2 and 4 is always checked by the test of 9.7.7.2. 

Accessible surface after installation means any surface accessible by the user when the RCD 
is installed according to the manufacturer's instructions. The test finger can be applied to 
determine whether a surface is accessible or not. 

Compliance for item 3 in Table 20 is checked by measurement. 

8.1.3.3 Creepage distances 

Compliance for items 1, 2, 3 and 4 in Table 20 is checked by measurement. 

8.1.3.4 Solid insulation 

Compliance is checked by the tests according to 9.7.2, 9.7.3, 9.7.4, 9.7.5 and 9.7.7 as 
applicable. 

8.1.3.5 Additional requirements for control circuits connected to the main circuit 

Compliance is checked by the test of 9.7.6. 

8.1.4 Screws, current-carrying parts and connections 

8.1.4.1 Connections 

Connections, whether electrical or mechanical, shall withstand the stresses occurring in normal 
use. 

Screws operated when mounting the RCBO during installation shall not be of the thread-cutting 
type. 

Screws (or nuts) which are operated when mounting the RCBO include screws for fixing covers 
or cover-plates, but not connecting means for screwed conduits and for fixing the base of an 
RCBO. 

NOTE Screwed connections are also considered to be checked by the tests of 9.8, 9.11, 9.12, 9.13 and 9.21. 

Compliance is checked by inspection, by manual test and by the test of 9.4. 

8.1.4.2 Screws in engagement with a thread of insulating material 

For screws in engagement with a thread of insulating material and which are operated when 
mounting the RCBO during installation, correct introduction of the screw into the screw hole or 
nut shall be ensured. 

Compliance is checked by inspection and by manual test. 

The requirement with regard to correct introduction is met if introduction of the screw in a 
slanting manner is prevented, for example by guiding the screw by the part to be fixed, by a 
recess in the female thread or by the use of a screw with the leading thread removed. 

Full document details: IEC 61009-1 2024

http://www.avadocuments.com/doc/iec-61009-1-2024
http://www.avadocuments.com/doc/iec-61009-1-2024


 – 28 – IEC 61009-1:2024 © IEC 2024 

8.1.4.3 Electrical connections 

Electrical connections shall be so designed that contact pressure is not transmitted through 
insulating material other than ceramic, pure mica or other material with characteristics no less 
suitable, unless there is sufficient resilience in the metallic parts to compensate for any possible 
shrinkage or yielding of the insulating material. 

Compliance is checked by inspection. 

NOTE The suitability of the material is considered in respect of the stability of the dimensions. 

8.1.4.4 Current-carrying parts 

Current-carrying parts and parts intended for protective conductors, if any, shall be made of a 
metal having, under the conditions occurring in the equipment, mechanical strength, electrical 
conductivity and resistance to corrosion adequate for their intended use. 

Examples of suitable materials are given below: 

– copper; 
– an alloy containing at least 58 % copper for parts worked cold, or at least 50 % copper for 

other parts; 
– other metal or suitably coated metal, no less resistant to corrosion than copper and having 

mechanical properties no less suitable. 

If using ferrous alloys or suitably coated ferrous alloys, compliance to resistance to corrosion 
is checked by a test of resistance to rusting according to 9.23. 

The requirements of this Subclause 8.1.4.4 do not apply to contacts, magnetic circuits, heater 
elements, bimetals, shunts, electronic components, printed circuit boards, nor to screws, nuts, 
washers, clamping plates, or similar parts of terminals and parts of the test circuit. 

8.1.5 Terminals for external conductors 

8.1.5.1 Terminals for external conductors shall be such that the conductors may be 
connected so as to ensure that the necessary contact pressure is maintained permanently. 

Connection arrangements intended for busbar connection are admissible, provided they are not 
used for the connection of cables. 

The terminals shall be readily accessible under the intended conditions of use. 

Compliance is checked by inspection, by the tests of 9.5 for screw-type terminals, by specific 
tests for plug-in or bolt-on RCBOs included in this document, or by the tests of IEC 62873-3-1, 
IEC 62873-3-2, or IEC 62873-3-3, as relevant for the type of connection. 

8.1.5.2 RCBOs shall be provided with one of the following: 

– terminals which shall allow the connection of copper conductors having nominal cross-
sectional areas as shown in Table 24; or 

NOTE Examples of possible designs of screw-type terminals are given in Annex H. 

– screwless type terminals for copper conductors according to IEC 62873-3-1; or 
– flat quick-connect terminals for copper conductors according to IEC 62973‑3‑2; or 
– terminals for untreated aluminium conductors and with aluminium screw-type terminals for 

use with copper or with aluminium conductors according to IEC 62873-3-3. 
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Compliance for terminals according to the first indent is checked by inspection, by measurement 
and by fitting in turn one conductor of the smallest and one of the largest cross-section as 
specified in Table 24. 

8.1.5.3 The means for clamping the conductors in the terminals shall not serve to fix any 
other component, although they may hold the terminals in place or prevent them from turning. 

Compliance is checked by inspection. 

8.1.5.4 Terminals for rated currents up to and including 32 A shall allow the conductors to 
be connected without special preparation. 

Compliance is checked by inspection. 

NOTE The term "special preparation" covers soldering of wire of the conductor, use of cable lugs, formation of 
eyelets, etc., but not the reshaping of the conductor before its introduction into the terminal or the twisting of a flexible 
conductor to consolidate the end. 

8.1.5.5 Terminals shall have adequate mechanical strength for the intended use. 

Screws and nuts for clamping the conductors shall have a metric ISO thread or a thread 
comparable in pitch and mechanical strength. 

Compliance is checked by inspection and by the tests of 9.4 and 9.5.4. 

8.1.5.6 Terminals shall be so designed that they clamp the conductor without undue damage 
to the conductor. 

Compliance is checked by inspection and by the test of 9.5.4. 

8.1.5.7 Terminals shall be so designed that they clamp the conductor reliably and between 
metal surfaces. 

Compliance is checked by inspection and by the tests of 9.4 and 9.5.4. 

8.1.5.8 Terminals shall be so designed or positioned that neither a rigid solid conductor nor 
a wire of a stranded conductor can slip out while the clamping screws or nuts are tightened. 

This requirement does not apply to lug terminals. 

Compliance is checked by the test of 9.5.4. 

8.1.5.9 Terminals shall be so fixed or located that, when the clamping screws or nuts are 
tightened or loosened, their fixings do not work loose. 

These requirements do not imply that the terminals shall be so designed that their rotation or 
displacement is prevented, but any movement shall be sufficiently limited so as to prevent 
non-compliance with the requirements of this document. 

The use of sealing compound or resin is considered to be sufficient for preventing a terminal 
from working loose, provided that  

• the sealing compound or resin is not subject to stress during normal use; 

• the effectiveness of the sealing compound or resin is not impaired by temperatures attained 
by the terminal under the most unfavourable conditions specified in this document. 

Compliance is checked by inspection, by measurement and by the test of 9.4. 
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8.1.5.10 Clamping screws or nuts of terminals intended for the connection of protective 
conductors shall be adequately secured against accidental loosening and it shall not be possible 
to unclamp them without the use of a tool. 

Compliance is checked by manual test. 

In general, the designs of terminals of which examples are shown in Annex H provide sufficient 
resilience to comply with this requirement; for other designs special provisions, such as the use 
of an adequately resilient part which is not likely to be removed inadvertently, may be necessary. 

8.1.5.11 Screws and nuts of terminals intended for the connection of external conductors 
shall be in engagement with a metal thread and the screws shall not be the thread cutting type. 

Compliance is checked by inspection. 

8.1.6 Non-interchangeability 

For RCBOs intended to be mounted on bases forming a unit therewith (plug-in type or screw-in 
type) it shall not be possible, without the aid of a tool, to replace an RCBO when mounted and 
wired as for normal use by another RCBO of the same make having a higher rated current. 

Compliance is checked by inspection. 

NOTE The expression "as for normal use" implies that the RCBO is mounted according to the manufacturer's 
instructions. 

8.2 Protection against electric shock 

RCBOs shall be so designed that, when they are mounted and wired as for normal use, live 
parts are not accessible. 

A part is considered to be "accessible" if it can be touched by the standard test finger (Figure 1). 

NOTE The term "normal use" implies that RCBOs be installed according to the manufacturer's instructions. 

For RCBOs other than those of the plug-in type, external parts, other than screws or other 
means for fixing covers and labels, which are accessible when the RCBOs are mounted and 
wired as in normal use, shall either be of insulating material, or be lined throughout with 
insulating material. 

Linings shall be fixed in such a way that they are not likely to be lost during installation of the 
RCBOs. They shall have adequate thickness and mechanical strength and shall provide 
adequate protection at places where sharp edges occur. 

Inlet openings for cables or conduits shall either be of insulating material or be provided with 
bushings or similar devices of insulating material. Such devices shall be reliably fixed and shall 
have adequate mechanical strength. 

For plug-in RCBOs, external parts other than screws or other means for fixing covers, which 
are accessible for normal use, shall be of insulating material. 

Metallic operating means shall be insulated from live parts and their conductive parts which 
otherwise would be "exposed conductive parts" shall be covered by insulating material, with the 
exception of means for coupling insulated operating means of several poles. 

Metal parts of the mechanism shall not be accessible. In addition, they shall be insulated from 
accessible metal parts, from metal frames supporting the base of flush-type RCBOs, from 
screws or other means for fixing the base to its support and from metal plates used as support. 
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It shall be possible to replace plug-in RCBOs easily without touching live parts. 

Lacquer and enamel are not considered to provide adequate insulation for the purpose of this 
Subclause 8.2. 

Compliance is checked by inspection and by the test of 9.6. 

8.3 Dielectric properties and isolating capability 

RCBOs shall have adequate dielectric properties. 

Control circuits connected to the main circuit shall not be damaged by high DC voltage due to 
insulation measurements which are normally carried out after RCBOs are installed. 

RCBOs shall ensure isolation. 

Compliance is checked by the tests of 9.7. 

8.4 Temperature-rise 

8.4.1 General 

RCBOs shall not suffer damage impairing its functions and its safe use taking into account the 
ambient air temperature at which they are intended to be used. 

Compliance is checked by the tests of 9.8. 

8.4.2 Temperature-rise limits 

The temperature-rises of the parts of an RCBO specified in Table 28, measured under the 
conditions specified in 9.8.2, shall not exceed the limiting values stated in Table 28. 

8.4.3 Ambient air temperature 

The temperature-rise limits given in Table 28 are applicable only if the ambient air temperature 
remains within the limits given in Table 47. 

8.5 Operating characteristics 

8.5.1 General 

The operating characteristic of RCBOs shall comply with the requirements of 9.9. 

RCBOs shall operate according to the requirements of 8.5.2 to 8.5.4, as applicable. 

8.5.2 Operation in response to the type of residual current 

8.5.2.1 General 

The tripping characteristic of RCBOs shall ensure protection against residual current without 
premature operation.  

The tests shall verify the operation of the RCBOs within their voltage range according to the 
classification. 

Compliance is checked by the tests of 9.9.1. 
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8.5.2.2 Alternating residual current 

RCBOs shall operate in response to a steady increase of alternating residual current of rated 
frequency within the limits of the non-operating current IΔno and the rated residual operating 
current IΔn. 

8.5.2.3 Pulsating DC residual current 

RCBOs type A shall operate in response to a steady increase of pulsating direct residual current 
of rated frequency within specified limits of the non-operating current and the operating current 
in accordance with Table 14. 

The tripping limits shall be maintained, independent of the polarity of the pulsating direct 
residual current. 

8.5.2.4 Pulsating DC residual current superimposed by smooth direct current of 
0,006 A 

RCBOs type A shall operate in response to a steady increase of pulsating direct residual current 
of rated frequency within specified limits of the non-operating current and the operating current 
in accordance with Table 14 also when a smooth direct current of 0,006 A is superimposed. 

The tripping limits of the pulsating direct current shall be maintained, even if the polarity of the 
pulsating direct residual current and the smooth direct current are the same 

8.5.3 Operation in presence of a residual current equal to or greater than IΔn 

Compliance is checked by the tests of 9.9.1. 

8.5.4 Operation under overcurrent conditions 

8.5.4.1 Standard time-current zone 

The tripping characteristic of RCBOs shall ensure protection against overcurrents, without 
premature operation. 

The zone of the time-current characteristic (tripping characteristic) of an RCBO is defined by 
the conditions and the values stated in Table 39. 

Table 39 refers to an RCBO mounted in accordance with the reference conditions (see 9.2) 
operating at the reference calibration temperature of 30 °C, with a tolerance of 5

0
+  °C. 

Checking is carried out at any convenient temperature, the results being referred to 30 °C 
according to the information given by the manufacturer. 

Under no circumstances shall the variation of the test current of Table 39 exceed 1,2 % per K 
of calibration temperature variation. 

If the RCBOs are marked for a calibration temperature different from 30 °C, they are tested for 
that different temperature. 

The manufacturer shall be prepared to give information on the variation of the tripping 
characteristic for calibration temperatures differing from the reference value. 

Compliance is checked by the tests specified in 9.9.2. 
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8.5.4.2 Conventional quantities 
a) Conventional time 

The conventional time is 1 h for RCBOs of rated current up to and including 63 A and 2 h 
for RCBOs of rated current above 63 A. 

b) Conventional non-tripping overcurrent (Int) 

The conventional non-tripping overcurrent of an RCBO is 1,13 times its rated current. 
c) Conventional tripping overcurrent (It) 

The conventional tripping overcurrent of an RCBO is 1,45 times its rated current. 

8.5.4.3 Overcurrent tripping characteristic 

The overcurrent tripping characteristic of RCBOs shall be contained within the zone defined in 
8.5.4.1. 

NOTE Conditions of temperature and mounting different from those specified in 9.2 (e.g. mounting in a special 
enclosure, grouping of several RCBOs in the same enclosure, etc.) can affect the tripping characteristic of RCBOs. 

The manufacturer can provide information on the variation of the tripping characteristic for 
ambient air temperatures differing from the reference calibration temperature. 

8.5.4.4 Effect of the ambient air temperature on the overcurrent tripping 
characteristic 

Ambient air temperatures other than the reference calibration temperature, within the limits of 
−5 °C and +40 °C, shall not unacceptably affect the overcurrent tripping characteristic of 
RCBOs. 

Compliance is checked by the tests of 9.9.2.3. 

8.6 Mechanical and electrical endurance 

RCBOs shall be capable of performing an adequate number of mechanical and electrical 
operations. 

Compliance is checked by the test of 9.10. 

8.7 Performance at short-circuit currents 

RCBOs shall be capable of performing a specified number of short-circuit operations during 
which they shall neither endanger the operator nor initiate a flashover between live conductive 
parts or between live conductive parts and earth. 

Compliance is checked by the tests of 9.11. 

8.8 Resistance to mechanical shock and impact 

RCBOs shall have adequate mechanical behaviour to withstand the stresses imposed during 
installation and use. 

Compliance is checked by the test of 9.12. 

8.9 Resistance to heat 

RCBOs shall be sufficiently resistant to heat. 

Compliance is checked by the test of 9.13. 
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8.10 Resistance to abnormal heat and to fire 

External parts of RCBOs made of insulating material shall not be liable to ignite and to spread 
fire if current-carrying parts in their vicinity, under fault or overload conditions, attain a high 
temperature. The resistance to abnormal heat and to fire of the other parts made of insulating 
material is considered as being checked by the other tests of this document. 

Compliance is checked by inspection and by the test of 9.14. 

8.11 Test device 

RCBOs shall be provided with a test device to simulate the passing through the detecting device 
of a residual current in order to allow a periodic testing of the ability of the residual current 
device to operate. 

NOTE The test device is intended to check the tripping function, not the value at which this function is effective with 
respect to the rated residual operating current and the break times. 

The ampere-turns produced when operating the test device of an RCBO supplied at rated 
operational voltage or at the highest value of the voltage range, if applicable, shall not exceed 
2,5 times the ampere-turns produced, when a residual current equal to IΔn is passed through 
one of the poles of the RCBO. 

In the case of RCBOs having several settings of residual operating current (see 4.2.2), the 
lowest setting for which the RCBOs have been designed shall be used. 

The protective conductor of the installation shall not become live when the test device is 
operated. 

It shall not be possible to energize the circuit on the load side by operating the test device when 
the RCBO is in the open position and connected as in normal use. 

The test device shall not be the sole means of performing the opening operation and is not 
intended to be used for this function. 

Compliance is checked by inspection and by the tests of 9.16. 

8.12 Void 

8.13 Void 

8.14 Behaviour of RCBOs in the event of current surges caused by impulse voltages 

RCBOs shall adequately withstand the current surges to earth: 

– due to the loading of the capacitances of the installation, or 
– due to surges of atmospheric origin. 

RCBOs of type S shall withstand and shall have adequate resistance against unwanted tripping 
in the event of surge current to earth: 

– due to the loading of the capacitances of the installation, or 
– due to surges of atmospheric origin, or 
– due to flashovers causing follow currents. 

Compliance is checked by the test of 9.19. 
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8.15 Reliability 

RCBOs shall operate reliably even after long service, taking into account the ageing of their 
components. 

Compliance is checked by the tests of 9.20 and 9.21. 

8.16 Electromagnetic compatibility (EMC) 

RCBOs shall operate reliably, even in the presence of electromagnetic disturbances, and shall 
comply with relevant EMC requirements. 

Compliance is checked by the tests of 9.22. 

8.17 Resistance to temporary overvoltages (TOV) 

RCBOs shall adequately withstand temporary overvoltages due to various phenomena (such as 
a fault in the high voltage network, break of neutral, short circuit between line conductor and 
neutral conductor). 

Withstand values of alternating overvoltage levels and duration are given in Table 30. 

Compliance with the above requirements is checked by the tests of 9.24. 

9 Tests 

9.1 General 

The characteristics of RCBOs are checked by means of type tests. 

For certification purposes, type tests are carried out in test sequences. 

NOTE The term "certification" denotes: 

–  either the manufacturer's declaration of conformity; or 

–  third-party certification, for example by an independent certification body. 

The test sequences and the number of samples are provided by IEC 61009-2-1:2024 (RCBOs 
in accordance with 4.1.1) or IEC 61009-2-2:2024 (RCBOs according to 4.1.2, 4.1.3, 4.1.4, 4.1.5 
and 4.1.6), as applicable. 

Unless otherwise specified in the relevant test clause, each type test (or sequence of type tests) 
is carried out on RCBOs in a clean and new condition, the influencing quantities having their 
normal reference values (see Table 47). 

Routine tests to be carried out by the manufacturer on each device are given in Annex D. 

Guidance for follow-up testing program for RCBOs is provided in Annex J. 

9.2 Test conditions 

The RCBO is mounted individually according to the manufacturer's instructions and in free air, 
at an ambient air temperature equal to 20 °C, unless otherwise specified in the relevant test 
clause, and is protected against external heating or cooling. 
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RCBOs designed for installation in individual enclosures are tested in the smallest of such 
enclosures specified by the manufacturer. 

NOTE 1 An individual enclosure is an enclosure designed to accept one device only. 

Unless otherwise specified in the relevant test clause, the RCBO is wired with the appropriate 
cable of cross-section S specified in Table 25 and is fixed on a dull black painted plywood board 
of not less than 20 mm thickness, the method of fixing being in compliance with the 
requirements relating to the indications of the manufacturer concerning mounting. 

NOTE 2 For AWG copper conductors, see Annex I. 

Where tolerances are not specified, type tests are carried out at values not less severe than 
those specified in this document. Unless otherwise specified in the relevant test clause, tests 
are carried out at the rated frequency ±5 %. 

During the tests, no maintenance or dismantling of the samples is allowed. 

For the tests of 9.8, 9.9, 9.10, 9.20.2 and 9.21, the RCBO is connected as follows: 

– the connections are made by means of single-core, PVC-insulated copper cables; 

– the connections are in free air and spaced not less than the distance existing between the 
terminals; 

– the minimum length of each temporary connection from terminal to terminal is 

• 1 m for cross-sections up to and including 10 mm2; 

• 2 m for cross-sections larger than 10 mm2. 

The tightening torques to be applied to the terminal screws are two-thirds of those specified in 
Table 26. 

For RCBOs with dependent manual operation, an operating speed of 0,1 m/s ±25 % shall be 
used during actuation for the tests of 9.10 and 9.11. The speed is measured at the extremity 
when and where the operating means of the test apparatus touches the actuating means of the 
RCBO under test. For rotary knobs, the angular velocity shall correspond substantially to the 
above conditions, referred to the speed of the operating means (at its extremities) of the RCBO 
under test. 

NOTE 3 In Japan, on request of the manufacturer, a different operating speed can be used for tests in 9.10 and 
9.11. 

9.3 Test of indelibility of marking 

The test is carried out by rubbing the marking by hand for 15 s with a piece of cotton soaked 
with water and again for 15 s with a piece of cotton soaked with aliphatic solvent hexane with 
a content of aromatics of maximum 0,1 % volume, initial boiling point approximately 65 °C, dry 
point approximately 69 °C and specific gravity of 0,68 g/cm3. 

Aliphatic solvent hexane having both the main composition required by this document and CAS 
No. 110-54-3 is acceptable 

Marking made by impressing, moulding, engraving or laser printing is not subjected to this test. 

After this test, the marking shall be easily legible. The marking shall also remain easily legible 
after all the tests of this document. 

It shall not be easily possible to remove labels and they shall show no curling. 
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9.4 Test of reliability of screws, current-carrying parts and connections 

Compliance with the requirements of 8.1.4 is checked by inspection and, for screws and nuts 
which are operated when connecting the RCBO, by the following test. 

The screws or nuts are tightened and loosened: 

– 10 times for screws in engagement with a thread of insulating material; 
– 5 times in all other cases. 

Screws or nuts in engagement with a thread of insulating material are completely removed and 
re-inserted each time. 

The test is carried out by means of a suitable test screwdriver or spanner applying a torque as 
shown in Table 26. 

The screws and nuts shall be tightened in one smooth and continuous motion. 

The test is carried out with rigid conductors only, having the largest connectable cross-section 
specified in Table 24, solid or stranded, whichever is the more unfavourable. The conductor is 
moved each time the screw or nut is loosened. 

Column I of Table 24 applies to screws without head if the screw, when tightened, does not 
protrude from the hole, and to other screws which cannot be tightened by means of a 
screwdriver with a blade wider than the diameter of the screw. 

Column II of Table 24 applies to other screws which are tightened by means of a screwdriver. 

Column III of Table 24 applies to screws and nuts which are tightened by means other than a 
screwdriver. 

Where a screw has a hexagonal head with a slot for tightening with a screwdriver and the values 
in column II and column III of Table 24 are different, the test is carried out twice, first applying 
to the hexagonal head the torque specified in column III of Table 24 and then, on another 
sample, applying the torque specified in column II of Table 24 by means of a screwdriver. If the 
values in column II and column III of Table 24 are the same, only the test with the screwdriver 
is carried out. 

During the test, the screwed connections shall not work loose and there shall be no damage, 
such as breakage of screws or deterioration to the head slots, threads, washers or stirrups, that 
will impair the further use of the RCBO. 

Moreover, enclosures and covers shall not be damaged. 

9.5 Test of reliability of screw-type terminals for external copper conductors 

9.5.1 Compliance with the requirements of 8.1.5 is checked by inspection, by the test of 9.4, 
for which a rigid copper conductor having the largest cross-section specified in Table 24 is 
placed in the terminal (for nominal cross-sections exceeding 6 mm2, a rigid stranded conductor 
is used; for other nominal cross-sections, a solid conductor is used), and by the tests of 9.5.2, 
9.5.3 and 9.5.4. 

The tests of 9.5.2, 9.5.3 and 9.5.4 are carried out using a suitable test screwdriver or spanner, 
and applying the torque specified in Table 26. 

9.5.2 The terminals are fitted with copper conductors of the same type (solid, stranded or 
flexible) of the smallest and largest cross-sections specified in Table 24. 
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The terminal shall be suitable for all types of conductors: rigid (solid or stranded) and flexible, 
unless otherwise specified by the manufacturer. 

Terminals shall be tested with the minimum and maximum cross-section of each type of 
conductor on new terminals as follows: 

– tests for solid conductors shall use conductors having cross-sections from 1 mm2 up to 
6 mm2, as applicable; 

– tests for stranded conductors shall use conductors having cross-sections from 1,5 mm2 up 
to 50 mm2, as applicable; 

– tests for flexible conductors shall use conductors having cross-sections from 1 mm2 up to 
35 mm2, as applicable. 

NOTE Information on AWG is given in Annex I. 

The conductor is inserted into a new terminal for the minimum distance specified or, where no 
distance is specified, until it just projects from the far side, and in the position most likely to 
assist the wire to escape. 

The clamping screws are then tightened with a torque equal to two-thirds of that shown in the 
appropriate column of Table 26. 

Each conductor is then subjected to a pull of the value, in newtons, shown in Table 27, 
according to the relevant cross-section of the tested conductor. 

The pull is applied without jerks, for 1 min, in the direction of the axis of the conductor space. 

When it is necessary, the tested values, for the different cross-sections with the relevant pulling 
force, shall be clearly indicated in the test report. 

During the test, the conductor shall not move noticeably in the terminal. 

9.5.3 The terminals are fitted with copper conductors of the smallest and largest 
cross-sections specified in Table 24, solid or stranded, whichever is the more unfavourable, 
and the terminal screws are tightened with a torque equal to two-thirds of that shown in the 
appropriate column of Table 26. 

The terminal screws are then loosened and the part of the conductor which may have been 
affected by the terminal is inspected. 

The conductors shall show no undue damage or severed wires. 

NOTE Conductors are considered to be unduly damaged if they show deep or sharp indentations. 

During the test, terminals shall not work loose and there shall be no damage, such as breakage 
of screws or damage to the head slots, threads, washers or stirrups, that will impair the further 
use of the terminal. 

9.5.4 The terminals are fitted with the largest cross-section area specified in Table 24, for 
stranded and/or flexible copper conductor. 

Before insertion in the terminal, the strands of the conductor are suitably reshaped. 

The conductor is inserted into the terminal until the conductor reaches the bottom of the terminal 
or just projects from the far side of the terminal and in the position most likely to permit a strand 
(or strands) to escape. The clamping screw or nut is then tightened with a torque equal to 
two-thirds of that shown in the appropriate column of Table 26. 
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After the test, no strand of the conductor shall have escaped outside the retaining device. 

9.6 Verification of protection against electric shock 

This requirement is applicable to those parts of RCBOs which are exposed to the operator when 
mounted as for normal use. 

The test is carried out with the standard test finger shown in Figure 1 on the RCBO mounted as 
for normal use (see note of 8.2) and fitted with conductors of the smallest and largest 
cross-sections which may be connected to the RCBO. 

The standard test finger shall be so designed that each of the jointed sections can be turned 
through an angle of 90° with respect to the axis of the finger, in the same direction only. 

The standard test finger is applied in every possible bending position of a real finger, an 
electrical contact indicator being used to show contact with live parts. 

It is recommended that a lamp be used for the indication of contact and that the voltage be not 
less than 40 V. The standard test finger shall not touch live parts. 

RCBOs with enclosures or covers of thermoplastic material are subjected to the following 
additional test, which is carried out at an ambient air temperature of (35 ± 2) °C, the RCBO 
being at this temperature. 

RCBOs are subjected for 1 min to a force of 75 N, applied through the tip of a straight unjointed 
test finger (probe 11 according to IEC 61032). This finger is applied to all places where yielding 
of insulating material could impair the safety of the RCBO but it is not applied to knock-outs. 

During this test, enclosures or covers shall not deform to such an extent that live parts can be 
touched with the unjointed test finger. 

Unenclosed RCBOs having parts not intended to be covered by an enclosure are submitted to 
the test with a metal front panel and mounted as for normal use. 

9.7 Test of dielectric properties 

9.7.1 Resistance to humidity 

9.7.1.1 Preparation of the RCBO for test 

Parts of the RCBO which can be removed without the aid of a tool, are removed and subjected 
to the humidity treatment with the main part; spring lids are kept open during this treatment. 

Inlet openings, if any, are left open; if knock-outs are provided, one of them is opened. 

9.7.1.2 Test conditions 

The humidity treatment is carried out in a humidity cabinet containing air with a relative humidity 
maintained between 91 % and 95 %. 

The temperature of the air in which the sample is placed is maintained within ±1 °C of any 
convenient value T between 20 °C and 30 °C. 

Before being placed in the humidity cabinet, the sample is brought to a temperature between 
T °C and T °C + 4 °C. 
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