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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
VARISTORS FOR USE IN ELECTRONIC EQUIPMENT –  

 
Part 1: Generic specification 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and in 
addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses 
arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61051-1 has been prepared by IEC technical committee 40: 
Capacitors and resistors for electronic equipment. 

This third edition cancels and replaces the second edition published in 2007. This edition 
constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) 10 new terms and definitions – leaded varistors, surface mount varistors(SMV), electrostatic 
discharge (ESD), ESD clamping voltage, equivalent rectangular pulse duration, maximum 
peak current derating characteristic, rated average dissipation power, rated energy, 
abnormal overvoltage withstanding duration and temperature derating curve – have been 
added (see 3.6, 3.7, 3.14, 3.15, 3.19, 3.20, 3.23, 3.24, 3.25 and 3.29); 

b) General requirements for electrical tests and 7 new test items – clamping voltage, ESD 
clamping voltage, maximum peak current, rated average dissipation power, rated energy, 
electrostatic discharge (ESD), robustness of terminations of surface mount varistors – have 
been added (see 6.5, 6.11, 6.12, 6.13, 6.14, 6.15, 6.16 and 6.17.8); 

c) In 6.6, 6.7, 6.8, 6.9.3, 6.23.2, 6.23.4 and 6.26, following test items have been revised: 

Full document details: IEC 61051-1 2018

http://avadocuments2026.com/doc/iec-61051-1-2018
http://avadocuments2026.com/doc/iec-61051-1-2018


 – 8 – IEC 61051-1:2018 © IEC 2018 

• Varistor voltage, leakage current and capacitance: more detailed requirements and 
information have been added; 

• Voltage proof – foil method: the space between the edge of the foil and each termination 
has been changed from 1 mm ~ 1,5 mm to 3 mm ~ 3.5 mm for testing varistors not having 
axial terminations and the minimum space between the foil and the termination has been 
changed from 1 mm to 3 mm for testing varistors having axial terminations; 

• Climatic sequence – dry heat: the method has been changed from Ba to Bb; 

• Climatic sequence – cold: the method has been changed from Aa to Ab; 

• Endurance at upper category temperature: the method of "applying test voltages in 
cycles of 1,5 h on and 0,5 h off" has been changed to the method of applying test voltages 
continuously throughout the test lasting for 1 000 h; 

d) The test items of pulse current, voltage under pulse condition and bump have been deleted 
from the section of test and measurement procedures; 

e) Annex A and the contents referring to the test fixture specified in Annex A have been 
deleted; 

f) All contents related to silicon carbide varistors have been deleted; 
g) A new normative annex entitled "Test pulses used in this specification" (Annex B) has been 

added; 
h) A new informative annex entitled "Recommended measurement/test methods for 

characteristics and parameters for application reference" (Annex C) has been added, in 
which guidelines of measuring/testing characteristics and parameters for application 
reference including voltage vs. current characteristic, maximum peak current derating 
characteristic, thermal resistance and abnormal overvoltage withstanding duration have 
been given. 

The text of this International Standard is based on the following documents: 

FDIS Report on voting 

40/2621/FDIS 40/2625/RVD 

 
Full information on the voting for the approval of this International Standard can be found in the 
report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts in the IEC 61051 series, published under the general title Varistors for use in 
electronic equipment, can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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VARISTORS FOR USE IN ELECTRONIC EQUIPMENT –  
 

Part 1: Generic specification 
 
 
 

1 Scope 

This part of IEC 61051 is a generic specification and is applicable to varistors with symmetrical 
voltage-current characteristics for use in electronic equipment. 

It establishes standard terms, inspection procedures and methods of test for use in sectional 
and detail specifications for quality assessment or any other purpose. 

NOTE Detail specifications can be specifications within the IEC system, another specification system linked to IEC, 
or specified by the manufacturer or user. The drafting of a complete detail specification by IEC technical committee 40, 
if required, follows the rules described in Annex A. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60027 (all parts), Letter symbols to be used in electrical technology 

IEC 60050 (all parts), International Electrotechnical Vocabulary (IEV) 

IEC 60062, Marking codes for resistors and capacitors 

IEC 60068-1:2013, Environmental testing – Part 1: General and guidance 

IEC 60068-2-1:2007, Environmental testing – Part 2-1: Tests – Test A: Cold 

IEC 60068-2-2:2007, Environmental testing – Part 2-2: Tests – Tests B: Dry heat 

IEC 60068-2-6:2007, Environmental testing – Part 2-6: Tests – Test Fc: Vibration (Sinusoidal) 

IEC 60068-2-13:1983, Environmental testing – Part 2-13: Tests – Test M: Low air pressure 

IEC 60068-2-14:2009, Environmental testing – Part 2-14: Tests – Test N: Change of 
temperature 

IEC 60068-2-20:2008, Environmental testing – Part 2-20: Tests – Test T: Test methods for 
solderability and resistance to soldering heat of devices with leads 

IEC 60068-2-21:2006, Environmental testing – Part 2-21: Tests – Test U: Robustness of 
terminations and integral mounting devices  
IEC 60068-2-21:2006/COR1:2012 

IEC 60068-2-27:2008, Environmental testing – Part 2-27: Tests – Test Ea and guidance: Shock 
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IEC 60068-2-30:2005, Environmental testing – Part 2-30: Tests – Test Db: Damp heat, cyclic 
(12 h + 12-hour cycle) 

IEC 60068-2-45:1980, Environmental testing – Part 2-45: Tests – Test XA – Immersion in 
cleaning solvents  
IEC 60068-2-45:1980/AMD1:1993 

IEC 60068-2-58:2015, Environmental testing – Part 2-58: Tests – Test Td: Test methods for 
solderability, resistance to dissolution of metallization and to soldering heat of surface 
mounting devices (SMD) 

IEC 60068-2-69:2017, Environmental testing – Part 2-69: Tests – Test Te/Tc: Solderability 
testing of electronic components and printed boards by the wetting balance (force 
measurement) method 

IEC 60068-2-78:2012, Environmental testing – Part 2-78: Tests – Test Cab: Damp heat, steady 
state 

IEC 60294, Measurement of the dimensions of a cylindrical component having two axial 
terminations 

IEC 60617, Graphical symbols for diagrams  
(available at http://std.iec.ch/iec60617) 

IEC 60695-11-5:2016, Fire hazard testing – Part 11-5: Test flames – Needle-flame test method 
– Apparatus, confirmatory test arrangement and guidance 

IEC 60717:2012, Method for the determination of the space required by capacitors and 
resistors with unidirectional terminations 

IEC 61000-4-2:2008, Electromagnetic Compatibility (EMC) – Part 4-2: Testing and 
measurement techniques – Electrostatic discharge immunity test 

IEC 61193-2, Quality assessment systems – Part 2: Selection and use of sampling plans for 
inspection of electronic components and packages 

IEC 61249-2-7:2002, Materials for printed boards and other interconnecting structures – 
Part 2-7: Reinforced base materials clad and unclad – Epoxide woven E-glass laminated sheet 
of defined flammability (vertical burning test), copper-clad 

ISO 80000-1:2009, Quantities and units – Part 1: General 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 
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3.1 
type 
group of components having similar design features and the similarity of whose manufacturing 
techniques enables them to be grouped together either for qualification approval or for quality 
conformance inspection 

Note 1 to entry: They are generally covered by a single detail specification. 

Note 2 to entry: Components described in several detail specifications may, in some cases, be considered as 
belonging to the same type and can therefore be grouped together for approval and quality conformance inspection. 

[SOURCE: IEC 60115-1: 2008, 2.2.25, modified – The remark on "single detail specification" 
has been deleted from the definition and Note 1 to entry and Note 2 to entry have been added.] 

3.2 
style 
subdivision of a type, generally based on dimensional factors that can include several variants, 
generally of a mechanical order 

[SOURCE: IEC 60115-1:2008, 2.2.20] 

3.3  
varistor 
voltage dependent resistor 
VDR 
component, whose conductance, at a given temperature range, increases rapidly with voltage 
within a given current range 

Note 1 to entry: This note applies to the French language only. 

Note 2 to entry: Varistor is graphically symbolized as Z. 

Note 3 to entry: This property is expressed by either of the following formulae: 

U = CIβ (1) 

or 

I = AUγ (2) 

where 

I is the current flowing through the varistor; 

U is the voltage applied across the varistor; 

β is the non-linearity current index (see 3.4); 

γ is the non-linearity voltage index (see 3.5); 

A and C are constants. 

3.4  
β 
non-linearity current index 
starting from Formula (1) of 3.3, it is defined by the formula 

dβ
d

I U
U I

= × (3) 

Note 1 to entry: For the convenience of calculation, the following formula may be used: 

( )
( )

10 1 2

10 1 2

logβ
log

U U
I I

= (4)

Full document details: IEC 61051-1 2018

http://avadocuments2026.com/doc/iec-61051-1-2018
http://avadocuments2026.com/doc/iec-61051-1-2018


 – 12 – IEC 61051-1:2018 © IEC 2018 

β is always less than 1.  

3.5  
γ 
non-linearity voltage index 
reciprocal of non-linearity current index β 

Note 1 to entry: γ is always greater than 1. 

Note 2 to entry: In varistor industry and literature, the non-linearity voltage index is usually denoted by α rather than 
γ. 

3.6  
leaded varistors 
varistors connected to electric circuits via lead wire, or conductive plate, or screw terminations 

3.7  
surface mount varistors 
SMV 
leadless varistors mounted on electric circuits by use of surface mount technology 

3.8  
URMS 
maximum continuous AC voltage 
maximum AC RMS voltage of a substantially sinusoidal waveform (less than 5 % total harmonic 
distortion) which can be applied to the component under continuous operating conditions at 
25 °C 

Note 1 to entry: Full information on derating requirements above 25 °C shall be given in the detail specification. 

Note 2 to entry: Normally this voltage value shall be 1,1 times the supply voltage. 

Note 3 to entry: Normally the peak value of this voltage shall be equal to or less than the lower limit of varistor 
voltage tolerance. 

3.9  
UDCM 
maximum continuous DC voltage 
maximum DC voltage (with less than 5 % ripple) that can be applied to the component under 
continuous operating conditions at an ambient temperature of 25 °C 

Note 1 to entry: Full information on derating requirements above 25 °C shall be given in the detail specification. 

Note 2 to entry: The power loss of varistor at maximum continuous DC voltage shall be approximately the same as 
that at maximum continuous AC voltage, hence the value of maximum continuous DC voltage is about 1,3 times the 
maximum continuous AC voltage. 

3.10  
US 
supply voltage 
voltage by which the system is designated and to which certain operating characteristics of the 
system are referred 

3.11  
UV 
varistor voltage 
voltage, at specified DC current (also named as DC reference current), used as a reference 
point in the component characteristic 

Note 1 to entry: Unless otherwise specified, the DC reference current is DC 1 mA. 
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3.12  
limiting voltage 
peak value of the voltage, which appears at the terminations of the varistor, when a specified 
current pulse is applied to it 

Note 1 to entry: Unless otherwise specified, the voltage peak at the initial instant of the pulse current shall be 
excluded from the limiting voltage. That voltage peak results from time lag of the resistive current of the varistor due 
to the charging of the varistor’s capacitance. 

3.13  
UCLP 
clamping voltage 
limiting voltage under standard atmospheric conditions, when passing an 8/20 class current 
pulse 

SEE: Annex B. 

3.14  
electrostatic discharge 
ESD 
<for surface mount electrostatic protective varistors>transfer of electric charge between bodies 
of different electrostatic potential in proximity or through direct contact 

Note 1 to entry: There are two test methods for electrostatic discharge test:  

• Contact discharge method: a method of testing in which the electrode of the ESD pulse generator is held in 
contact with the SMV, and the discharge is actuated by the discharge switch within the generator. 

• Air discharge method: a method of testing in which the electrode of the ESD pulse generator is brought close to 
the SMV, and the discharge is actuated by a spark to the SMV. 

[SOURCE: IEC 60050-161, 161-01-22, modified – Note 1 to entry has been added.] 

3.15  
ESD clamping voltage 
<for surface mount electrostatic varistors> peak voltage developed across the varistor 
terminations measured at 30 ns after initiation of pulse of 30 A/8 kV defined in Table 3 and 
Figure 2 of IEC 61000-4-2:2008 

SEE: Annex B 

3.16  
UISO 
isolation voltage 
<insulated varistors> maximum peak voltage that can be applied under continuous operating 
conditions between the varistor terminations and any conducting mounting surface 

3.17  
IL 
leakage current 
current passing through the varistor at the maximum DC voltage and at a temperature of 25 °C 
or at any other specified temperature 

3.18  
IPm 
maximum peak current 
maximum current per pulse that can be passed by a varistor at an ambient temperature of 
25 °C, for a given number of pulses 
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3.19  
τ 
equivalent rectangular pulse duration 
normalized unidirectional pulse duration that is equal to the ratio of area of the pulse wave to the 
pulse peak 

3.20  
maximum peak current derating characteristic 
characteristic curve or mathematical formula expressing maximum peak current IPm derating 
with increasing equivalent rectangular pulse duration τ and repetitive pulse number n that can be 
applied to the varistor at ambient temperature 25 °C 

3.21  
ICLS 
class current 
peak value of current, which is 1/10 of the maximum peak current for 100 pulses for the 8/20 
current pulse with a time interval of 30 s 

SEE: Annex B 

3.22  
pulse or impulse 
unidirectional wave of voltage or current without appreciable oscillations 

SEE: Annex B 

Note 1 to entry: In IEC 60060-2, the word "impulse" is used; however, for this specification, only the word "pulse" is 
used. 

3.23  
PM 
rated average dissipation power 
maximum average dissipation power of repetitive pulses allowed to be applied to the varistors 
at ambient temperature of 25 °C 

3.24  
EM 
rated energy 
maximum pulse energy that the varistor is able to withstand one time when it is exposed to 
10/1 000 current pulse or 2 ms rectangular wave pulse, at an ambient temperature of 25 °C 

SEE: Annex B 

3.25  
abnormal overvoltage withstanding duration 
time during which the varistor can withstand an abnormal overvoltage across it without 
irreversible breakdown 

3.26  
category temperature range 
range of ambient temperatures defined by the temperature limits of its appropriate climatic 
category for which the varistor is designed to operate continuously 

3.27  
upper category temperature 
maximum ambient temperature for which a varistor has been designed to operate continuously 

[SOURCE: IEC 60115-1: 2008, 2.2.26, modified – "Resistor" in the definition has been replaced 
by "varistor", "at that portion of the rated dissipation which is indicated in the category 
dissipation" has been deleted from the definition, and the notes to entry have been deleted.] 

Full document details: IEC 61051-1 2018

http://avadocuments2026.com/doc/iec-61051-1-2018
http://avadocuments2026.com/doc/iec-61051-1-2018


IEC 61051-1:2018 © IEC 2018 – 15 –  

3.28  
lower category temperature 
minimum ambient temperature at which a varistor has been designed to operate continuously 

[SOURCE: IEC 60115-1:2008, 2.2.12, modified – "Resistor" in the definition has been replaced 
by "varistor", and the Note to entry has been deleted.] 

3.29  
temperature derating curve 
graph showing the parameters’ derating of varistors with ambient temperature increasing 

Note 1 to entry: The parameters include, but are not limited to, maximum continuous AC and/or DC voltage, rated 
average dissipation power. Their derating curves are usually given in the detail specification. 

3.30  
thermal resistance 
ratio between the temperature rise of the element of the varistor above the ambient temperature 
and the applied power 

3.31  
combination pulse 
pulse with voltage waveform of 1,2/50 and current waveform of 8/20, which is expressed by 
"peak voltage/peak current" 

SEE: Annex B 

4 Technical data 

4.1 Units, symbols and terminology 

Units, graphical symbols, letter symbols and terminology shall, whenever possible, be taken 
from the following publications: 

• the IEC 60027 series; 

• the IEC 60050 series; 

• IEC 60617; 

• ISO 80000-1. 

When further items are required, they shall be derived in accordance with the principles of the 
documents listed above. 

4.2 Preferred values and characteristics 

Each sectional specification shall prescribe the preferred values appropriate to the subfamily, 
covered by that sectional specification. 

4.3 Marking 

4.3.1 General 

The information given in the marking is normally selected from the following list; the relative 
importance of each item being indicated by its position in the list: 

a) maximum continuous AC voltage or nominal varistor voltage; 
b) date of manufacture; 
c) number of the detail specification and style reference; 
d) manufacturer's name or trade mark. 
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The varistor shall be clearly marked with a) above and with as many of the remaining items as 
is practicable. Any duplication of information in the marking on the varistor shall be avoided. 

In the case of extremely small components, the sectional specification shall prescribe the 
requirements. 

The package containing the varistor(s) shall be clearly marked with all the information listed 
above. 

Any additional marking shall be so applied that no confusion can arise. 

4.3.2 Coding 

When coding is used, the method shall be preferably selected from those given in IEC 60062. 

5 Quality assessment procedures 

5.1 General 

5.1.1 Overview 

When this specification and any related specifications are being used for the purpose of a full 
quality assessment system, the procedures of 5.5 and 5.6 or 5.12 shall be complied with. 

When such specifications are used outside such quality assessment systems for purposes such 
as design proving or type testing, the procedures and requirements of 5.5.1 and 5.5.3 may be 
used, but the tests and parts of tests shall be applied in the order given in the test schedules. 

Before varistors can be qualified according to the procedures of this specification, the 
manufacturer shall obtain the approval of his organization in accordance with the provisions of 
the specified quality assessment system (if any). 

The methods that are available for the approval of varistors of assessed quality and which are 
covered by the following subclauses, are: 

– qualification approval (see 5.5); 
– capability approval (see 5.6); 
– technology approval (see 5.12). 

For a given subfamily of varistors, separate sectional specifications for qualification approval 
and capability approval are necessary and capability approval is therefore available only when a 
relevant sectional specification has been published. 

5.1.2 Applicability of qualification approval 

Qualification approval is appropriate for a standard range of varistors manufactured to similar 
structure/design and production processes and conforming to a published detail specification. 

The test schedule defined in the detail specification for the appropriate assessment and 
performance levels applies directly to the varistor range to be qualified, as prescribed in 5.4 and 
the relevant sectional specification. 

5.1.3 Applicability of capability approval 

Capability approval is appropriate when varistors based on common design rules are fabricated 
by a group of common processes. It is particularly appropriate when components are 
manufactured to a user's specific requirements. 
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Under capability approval, detail specifications fall into the following three categories: 

a) Capability qualifying components (CQCs) 

A detail specification shall be prepared for each CQC. It shall identify the purpose of the CQC 
and include all relevant test severities and limits. 

b) Standard catalogue components 

When the manufacturer requires a component approved under the capability approval 
procedure, a capability approval detail specification complying with the blank detail 
specification (if any) shall be written. 

c) Customer specific components 

The content of the detail specification (often known as a customer detail specification [CDS]) 
shall be by agreement according to the specified quality assessment system (if any). 

Further information on these detail specifications is given in the relevant sectional 
specification. 

Approval is given to a manufacturing facility on the basis of validated design rules, processes 
and quality control procedures and the results of tests on capability qualifying components, 
including any process validation test vehicles. See 5.4 and the relevant sectional specification 
for further information. 

5.1.4 Applicability of technology approval 

Technology approval is appropriate when the complete technological process (design, process 
realization, product manufacture, test and shipment) covers the qualification aspects common 
to all varistors determined by the technology. 

5.2 Primary stage of manufacture 

The primary stage of manufacture shall be specified in the sectional specification. 

5.3 Subcontracting 

If subcontracting of the primary stage of manufacture and/or subsequent stages is employed, it 
shall be in accordance with the specified quality assessment system (if any). 

The sectional specification may 

– forbid this subcontracting on technical grounds, or 
– where it is considered necessary, include any special requirements, for example for 

specified successive stages to be performed by the same manufacturer, or 
– permit the subcontracting unreservedly. 

5.4 Structurally similar components 

Varistors within the scope of this specification may be grouped as structurally similar for the 
purpose of forming inspection lots provided that the following requirements are met. 

a) They shall be produced by one manufacturer on one site using essentially the same design, 
materials, processes and methods; 

b) For electrical tests, devices having the same electrical characteristics may be grouped 
provided that the element determining the characteristics is similar for all the devices 
concerned; 

c) For environmental tests, devices having the same encapsulation, basic internal structure 
and finishing processes may be grouped; 
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d) For visual inspection (except marking) devices may be grouped if they have been made on 
the same production line, have the same dimensions encapsulation and external finish; 
The grouping may also be used for robustness of terminations and soldering tests where it 
is convenient to group devices with different internal structures (see item c above); 

e) For endurance tests, devices may be grouped if they have been made with the same 
production process in the same location using the same design and differing only in 
electrical characteristics. If it can be shown that one type from the group is more heavily 
stressed than the others, then tests on this type may be accepted for the remaining 
members of the group. 

5.5 Qualification approval procedures 

5.5.1 Eligibility for qualification approval 

The manufacturer shall comply with the specified quality assessment system (if any). 

5.5.2 Application for qualification approval 

The manufacturer shall comply with the specified quality assessment system (if any). 

5.5.3 Test procedure for qualification approval 

One of the following two procedures shall be used. 

a) The manufacturer shall produce test evidence of conformance to the specification 
requirements on three inspection lots for lot-by-lot inspection taken in as short a time as 
possible and one lot for periodic inspection. No major changes in the manufacturing process 
shall be made in the period during which the inspection lots are taken. 
Samples shall be taken from the lots in accordance with IEC 61193-2. Normal inspection 
shall be used, but when the sample size would give acceptance on zero non- 
conformances, additional specimens shall be taken to meet the sample size required to 
give acceptance on one non-conforming item. 

b) The manufacturer shall produce test evidence to show conformance to the specification 
requirements on the fixed sample size test schedule given in the sectional specification. 
The specimens taken to form the sample shall be selected at random from current 
production or as agreed. 

For the two procedures, the sample sizes and the number of permissible non-conformances 
shall be of comparable order. The test conditions and requirements shall be the same. 

5.5.4 Granting of qualification approval 

Qualification approval shall be granted when the procedures in accordance with the specified 
quality assessment system (if any) have been completed satisfactorily. 

5.5.5 Maintenance of qualification approval 

Qualification approval shall be maintained by regular demonstration of compliance with the 
requirements for quality conformance inspection (see 5.5.6). 

5.5.6 Quality conformance inspection 

The blank detail specification(s) associated with a sectional specification shall prescribe the 
test schedule for quality conformance inspection. 

This schedule shall also specify the grouping, sampling and periodicity for the lot-by-lot and 
periodic inspection. 
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Sampling plans and inspection levels shall be selected from those given in IEC 61193-2. If 
required, more than one test schedule may be specified. 

5.6 Capability approval procedures 

5.6.1 General 

Capability approval covers: 

– the complete design, material preparation and manufacturing techniques, including control 
procedures and tests; 

– the performance limits claimed for the processes and products, that is, those specified for 
the capability qualifying components (CQCs) and process control parameters (PCPs); 

– the range of mechanical structures for which approval is granted. 

For a general overview of capability approval, see Figure 1.  

 

Figure 1 – General scheme for capability approval 

5.6.2 Eligibility for capability approval 

The manufacturer shall comply with the requirements of the specified quality assessment 
system (if any). 

5.6.3 Application for capability approval 

The manufacturer shall comply with the requirements of the specified quality assessment 
system (if any), and with the requirements of the relevant sectional specification. 

5.6.4 Description of capability 

The capability shall be described in a capability manual in accordance with the specified quality 
assessment system (if any), and the requirements of the relevant sectional specification. The 
manual shall include or make reference to the following as a minimum: 

IEC 

Component range 

Select PCPs 
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(5.6.5.1) 
Prepare control plan 

(5.6.10.4) Prepare CQC detail 
specification 
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– a general introduction and description of the technologies involved; 
– aspects of customer liaison including provisions of design rules (if appropriate) and 

assistance to customers in the formulation of their requirements; 
– a detailed description of the design rules to be used; 
– the procedure for checking that the design rules are complied with for the relevant 

component technology manufactured to a detail specification; 
– a list of all materials used, with reference to the corresponding purchasing specifications 

and specifications for the inspection of inward goods; 
– a flow chart for the total process, showing quality control points and permitted rework loops, 

and containing references to all process and quality control procedures; 
– a declaration of processes for which approval has been sought in accordance with the 

requirements of the relevant sectional specification; 
– a declaration of limits for which approval has been sought in accordance with the 

requirements of the relevant sectional specification; 
– a list of CQCs used to assess the capability, with a general description of each, supported by 

a detailed table showing where the declared limits of capability are demonstrated by a 
particular CQC design; 

– a detail specification for each CQC; 
– a detailed control plan including PCPs used to control processes, with a general description 

of each PCP and showing the relation between a given PCP and the related properties and 
performance of the finished component; 

– guidance on the application of structural similarity in sampling for quality conformance 
testing. 

5.6.5 Demonstration and verification of capability 

5.6.5.1 General 

The manufacturer shall demonstrate and verify the capability in accordance with the specified 
quality assessment system (if any), and the requirements of the relevant sectional specification 
with the details given in 5.6.5.2. 

5.6.5.2 CQCs for demonstrating capability 

The manufacturer shall agree with the certification body on the process qualifying parameters 
and the range of capability qualifying components that are necessary to demonstrate the 
capability range specified in the capability manual. 

The demonstration shall be made by testing the agreed range of CQCs, which shall be 
designed, manufactured and the process parameters controlled in accordance with the 
capability manual. The CQCs shall comply with the following requirements: 

a) the range of CQCs used shall represent all the limits of the declared capability. The CQCs 
shall be chosen to demonstrate mutually attainable combinations of limits; 

b) the CQCs shall be one of the following: 
– components specially designed to demonstrate a combination of limits of capability, or 
– components of designs used in general production, or 
– a combination of both of these, provided the requirements of a) are met. 

When CQCs are designed and produced solely for capability approval, the manufacturer shall 
use the same design rules, materials and manufacturing processes as those applied to 
released products. 

A detail specification shall be prepared for each CQC and shall have a specific front page 
format. The detail specification shall identify the purpose of the CQC and shall include all 
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relevant stress levels and test limits. It may refer to internal control documentation which 
specifies production testing and recording in order to demonstrate control and maintenance of 
processes and limits of capability. 

5.6.5.3 Limits of capability 

The limits of capability shall be described in the sectional specification. 

5.6.6 Programme for capability approval 

In accordance with the specified quality assessment system (if any), the manufacturer shall 
prepare a programme for the assessment of the declared capability. This programme shall be 
so designed that each declared limit of capability is verified by an appropriate CQC. 

The programme shall include the following: 

– a bar chart or other means of showing the proposed timetable for the approval exercise; 
– details of all the CQCs to be used with references to their detail specifications; 
– a chart showing the features to be demonstrated by each CQC; 
– reference to the control plans to be used for process control. 

5.6.7 Capability approval test report 

In accordance with the specified quality assessment system (if any), a capability approval test 
report shall be issued. The report shall meet the specific requirements for the capability 
approval test report and shall contain the following information: 

– the issue number and date of the capability manual; 
– the programme for capability approval in accordance with 5.6.5; 
– all the test results obtained during the performance of the programme; 
– the test methods used; 
– reports on actions taken in the event of failure (see 5.6.10.2). 

The report shall be signed by the designated management representative (DMR) as a true 
statement of the results obtained and submitted to the body, designated in the national rules, 
which is responsible for the granting of capability approval. 

5.6.8 Abstract of description of capability 

The abstract is intended for formal publication after capability approval has been granted. 

The abstract shall include a concise description of the manufacturer's capability and give 
sufficient information on the technology, methods of construction and range of products for 
which the manufacturer has been approved. 

5.6.9 Modifications likely to affect the capability approval 

Any modifications likely to affect the capability approval shall satisfy the requirements of the 
specified quality assessment system (if any). 

5.6.10 Initial capability approval 

5.6.10.1 General 

The approval is granted when 

– the selected range of CQCs has collectively satisfied the assessment requirements of the 
CQC detail specifications, with no nonconforming item allowed; 
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– the control plan has been fully implemented in the process control system. 

5.6.10.2 Procedure in the event of failure 

See the specified quality assessment system (if any), with the following details. 

In the event of the failure of the specimens to meet the test requirements, the manufacturer 
shall state his/her intention to follow one of the actions described in a) and b) below: 

a) to modify the proposed scope of the capability; 
b) to conduct an investigation to establish the cause of failure as being either 

– failure of the test itself, for example, test equipment failure or operator error, or 
– design or process failure. 

If the cause of failure is established as a failure of the test itself, then either the specimen that 
apparently failed or a new one, if appropriate, shall be returned to the test schedule after the 
necessary corrective action has been taken. If a new specimen is to be used, it shall be 
subjected to all the tests in the given sequence of the test schedule(s) appropriate to the 
apparently failed specimen. 

If the cause of failure is established as a design or process failure, a test programme shall be 
carried out to demonstrate that the cause of failure has been eradicated and that all corrective 
measures, including documentation, have been carried out. When this has been accomplished, 
the test sequences in which the failure has occurred shall be repeated in full using new CQCs. 

After the action is complete the manufacturer shall send a report and shall include a copy in the 
capability approval test report (see 5.6.6). 

5.6.10.3 General plan for the selection of PCPs and CQCs 

Each manufacturer shall prepare a process flow chart, based on the example given in the 
relevant sectional specification. For all the process steps included in this flow chart, the 
manufacturer shall include the corresponding process controls. 

Controls shall be denoted by the manufacturer as shown in the example in the relevant 
sectional specification. 

5.6.10.4 Process control test plans 

The test plans shall form part of the process control system used by the manufacturer. When 
statistical process control (SPC) is used, implementation shall be in accordance with SPC 
basic requirements. The SPC plans represent mandatory controls at process nodes. 

For each process step where production equipment is employed, the manufacturer shall 
monitor the process parameters at regular intervals and compare the readings to the control 
and action limits which it will establish. 

5.6.10.5 Test plans for CQCs demonstrating limits of capability 

Test plans for CQCs for the demonstration of limits of capability shall be prescribed in the 
relevant sectional specification. 

5.6.11 Granting of capability approval 

Capability approval shall be granted when the procedures in accordance with the specified 
quality assessment system (if any), have been completed satisfactorily and the requirements of 
the relevant sectional specification have been met. 
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5.6.12 Maintenance of capability approval 

Capability approval shall be maintained by complying with the requirements of the specified 
quality assessment system (if any), and with the requirements declared in the capability 
manual following the schedule of maintenance given in the relevant sectional specification. 

Additionally, the following details apply. 

a) Capability approval remains valid without retesting for two years. 
b) The programme for the retesting of CQCs shall be defined by the manufacturer. For 

process control, the manufacturer shall establish a control system. An example of a control 
programme chart may be given in the sectional specification. For verifying limits of 
capability, the manufacturer shall ensure that all the test plans of 5.6.10.5 that are relevant 
to his capability approval are repeated at least every two years. 

c) Quality conformance inspection of components for delivery may be used to support the 
maintenance of capability approval where relevant. In particular, where the manufacturer 
holds qualification approval for a range of components that are manufactured by the same 
processes and that also fall within the limits of capability for which he holds capability 
approval, process control test results and periodic quality conformance test results arising 
from the qualification approval may be used to support the maintenance of capability 
approval. 

d) The manufacturer shall ensure that the range of CQCs remains representative of the 
products released and in accordance with the requirements of the detail sectional 
specification. 

e) The manufacturer shall maintain production, so that 
– the processes specified in the capability manual, with the exception of any agreed 

additions or deletions following the procedure of 5.6.9, remain unchanged, 
– no change has occurred in the place of manufacture and final test, 
– no break exceeding six months has occurred in the manufacturer’s production under 

capability approval. 
f) The manufacturer shall maintain a record of the progress of the maintenance of capability 

programme so that, at any time, the limits of capability that have been verified and those 
which are awaiting verification in the specified period can be established. 

5.6.13 Extension of capability approval 

The manufacturer may extend the limits of his capability approval by carrying out the test plan 
from 5.6.10.5, which relates to the type of limit to be extended. If the proposed extension refers 
to a different type of limit from those described in 5.6.10.5, the manufacturer shall propose the 
sampling and tests to be used and these shall be approved. The manufacturer shall also 
establish process control over any new processes needed for manufacture to the new limits. 

An application for an extension of capability shall be made in the same way as for the original 
approval. 

5.6.14 Quality conformance inspection 

The quality conformance test requirements are given in the detail specification and shall be 
carried out in accordance with the specified quality assessment system (if any). 

5.7 Rework and repair 

5.7.1 Rework 

Rework as defined in the specified quality assessment system (if any) shall not be carried out if 
prohibited by the relevant sectional specification. The relevant sectional specification shall 
state if there is a restriction on the number of occasions that rework may take place on a 
specific component. 
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All rework shall be carried out prior to the formation of the inspection lot offered for inspection 
in accordance with the requirements of the detail specification. 

Such rework procedures shall be fully described in the relevant documentation produced by the 
manufacturer and shall be carried out under the direct control of the DMR. Rework shall not be 
subcontracted. 

5.7.2 Repair 

Components that have been repaired as defined in the specified quality assessment system (if 
any) shall not be released. 

5.8 Release for delivery 

5.8.1 General 

Components shall be released for delivery according to 5.5.6 and the specified quality 
assessment system (if any) after the quality conformance inspection prescribed in the detail 
specification has been carried out. 

5.8.2 Certified records of released lots 

When certified test records of released lots are prescribed in the relevant specification and 
are requested by a purchaser, the following information shall be given as a minimum. 

– Information on attributes (i.e. number of components tested and numbers of 
nonconforming components) for tests in the subgroups covered by periodic inspection 
without reference to the parameter for which rejection was made. 

– Information on variables for the change in voltage or in current after the endurance test 
specified in the sectional specification. 

NOTE For capability approval, the certified test records refer only to tests carried out on capability-qualifying 
components. 

5.8.3 Delayed delivery 

Varistors held for a period exceeding two years (unless otherwise specified in the sectional 
specification), following the release of the lot shall, before delivery, be re-examined for visual 
examination, solderability, varistor voltage and leakage current as specified in Group A or B 
inspection of the detail specification. 

As the effect of change in varistor voltage or leakage current is dependent on the kind of 
varistor, its value and initial tolerance, the procedure adopted by the manufacturer's DMR to 
ensure that the varistor voltage and/or leakage current requirement shall be approved. 

The re-examination procedure adopted by the manufacturer's DMR shall be approved. 

Once a lot has been satisfactorily re-inspected, its quality is re-assured for the specified period. 

5.8.4 Release for delivery before the completion of Group B tests 

When the conditions of IEC 61193-2 for changing to reduced inspection have been satisfied for 
all Group B tests, the manufacturer is permitted to release components before the completion 
of such tests. 

5.9 Alternative test methods 

The test and measurement methods given in the relevant specification are not necessarily the 
only methods that can be used. However, any alternative methods that the manufacturer uses 
shall give results equivalent to those obtained by the methods specified. 
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In case of dispute, for referee and reference purposes, only the specified methods shall be 
used. 

5.10 Unchecked parameters 

Only those parameters of a component that have been specified in a detail specification, and 
which were subject to testing, can be assumed to be within the specified limits. 

It cannot be assumed that any parameter not specified will remain unchanged from one 
component to another. If it is necessary, for any reason, to control one or more additional 
parameters, then a new, more extensive, specification shall be used. 

The additional test method(s) shall be fully described and appropriate limits, AQLs and 
inspection levels specified. 

5.11 Characteristics and parameters for application reference 

The manufacturers of the varistors shall provide users with the characteristics and parameters 
for application reference that are needed by users, but shall not be necessarily required in 
inspection procedures, such as voltage vs. current characteristic, maximum peak current 
derating characteristic, thermal resistance and abnormal overvoltage withstanding duration. 
The test/measurement methods for these characteristics and parameters are recommended in 
Annex C. 

5.12 Technology approval procedures 

5.12.1 General 

Technology approval of components covers the complete technological process. It extends the 
existing concepts – qualification and capability approval – by adding as mandatory: 

a) the use of in-process control methods, for example, SPC; 
b) continuous quality improvement strategy; 
c) monitoring the overall technologies and operations; 
d) procedural flexibility due to the quality assurance management system and market sector 

requirements; 
e) the acceptance of a manufacturer's operational documentation to provide means for rapid 

approval or extension of approval. 

5.12.2 Eligibility for technology approval 

The manufacturer shall comply with the specified quality assessment system (if any). 

5.12.3 Application of technology approval 

The manufacturer shall comply with the specified quality assessment system (if any). 

5.12.4 Description of technology 

The technology shall be described in a technology approval declaration document (TADD) and 
a technology approval schedule (TAS) in accordance with the specified quality assessment 
system (if any). 

5.12.5 Demonstration and verification of the technology 

The manufacturer shall demonstrate and verify the technology in accordance with the specified 
quality assessment system (if any). 
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5.12.6 Granting of technology approval 

Technology approval shall be granted when the procedures in accordance with the specified 
quality assessment system (if any) have been completely satisfied. 

5.12.7 Maintenance of technology approval 

Technology approval shall be maintained by complying with the requirements of the specified 
quality assessment system (if any). 

5.12.8 Quality conformance inspection 

The quality conformance test and requirements shall be carried out in accordance with the 
detail specification and technology approval schedules. 

5.12.9 Failure rate level determination 

The determination of failure rate level and certification shall be described in the detail 
specification. 

5.12.10 Outgoing quality level 

The definition shall be agreed between the customer and the manufacturer. 

6 Test and measurement procedures 

6.1 General 

The sectional and/or blank detail specifications shall contain tables showing the tests to be 
made, which measurements are to be made before and after each test or subgroup of tests, 
and the sequence in which they shall be carried out. The stages of each test shall be carried 
out in the order written. The measuring conditions shall be the same for initial and final 
measurements. 

If national specifications within any quality assessment system include methods other than 
those specified in the above documents, they shall be fully described. 

The issue and amendment status of any IEC 60068 test in this Clause is given in Clause 2. 

6.2 Standard atmospheric conditions 

6.2.1 Standard atmospheric conditions for testing 

Unless otherwise specified, all tests and measurements shall be made under standard 
atmospheric conditions for testing as given in 4.3 of IEC 60068-1:2013: 

Temperature: 15 °C to 35 °C 
Relative humidity: 25 % to 75 % 
Air pressure: 86 kPa to 106 kPa 

Before the measurements are made, the varistor shall be stored at the measuring temperature 
for a time sufficient to allow the entire varistor to reach this temperature. The same period as 
is prescribed for recovery at the end of a test is normally sufficient for this purpose. 

When measurements are made at a temperature other than the specified temperature, the 
results shall, when necessary, be corrected to the specified temperature. The ambient 
temperature during the measurements shall be stated in the test report. In the event of a 
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dispute, the measurements shall be repeated using one of the referee temperatures (as given 
in 6.2.3) and such other conditions as are prescribed in this specification. 

When tests are conducted in a sequence, the final measurements of one test may be taken as 
the initial measurements for the next test. 

During measurements, the varistor shall not be exposed to draughts, direct sun rays or other 
influences likely to cause error. 

6.2.2 Recovery conditions 

Unless otherwise specified, recovery shall take place under the standard atmospheric 
conditions for testing (see 6.2.1). If recovery has to be made under closely controlled 
conditions, the controlled recovery conditions of 4.4.1 of IEC 60068-1:2013 shall be used. 

6.2.3 Referee conditions 

For referee purposes one of the standard atmospheric conditions for referee tests taken from 
4.2 of IEC 60068-1:2013, as given in Table 1, shall be chosen. 

Table 1 – Standard atmospheric conditions 

Temperature 

°C 

Relative humidity 

% 

Air pressure 

kPa 

20 ± 1 63 to 67 86 to 106 

23 ± 1 48 to 52 86 to 106 

25 ± 1 48 to 52 86 to 106 

27 ± 1 63 to 67 86 to 106 

 

6.2.4 Reference conditions 

For reference purposes, the standard atmospheric conditions for reference given in 4.1 of 
IEC 60068-1:2013 apply: 

Temperature: 20 °C 
Air pressure: 101,3 kPa 

6.3 Drying and recovery 

6.3.1 General 

Where drying is called for in the specification, the varistor shall be conditioned before 
measurement is made, using procedure I or procedure II as called for in the detail specification. 

6.3.2 Procedure I 

For 24 h ± 4 h in an oven at a temperature of 55 °C ± 2 °C and relative humidity not exceeding 
20 %. 

6.3.3 Procedure II 

For 96 h ± 4 h in an oven at 100 °C ± 5 °C. 

The varistor shall then be allowed to cool in a desiccator using a suitable desiccant, such as 
activated alumina or silica gel, and shall be kept therein from the time of removal from the oven 
to the beginning of the specified tests. 
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6.4 Visual examination and check of dimensions 

6.4.1 Visual examination 

The condition, workmanship and finish shall be satisfactory as checked by visual examination. 

6.4.2 Marking 

Marking shall be legible, as checked by visual examination. It shall conform to the requirements 
of the detail specification. 

6.4.3 Dimensions (gauging) 

The dimensions indicated in the detail specification as being suitable for gauging shall be 
checked, and shall comply with the values prescribed in the detail specification. 

When applicable, measurements shall be made in accordance with IEC 60294 or IEC 60717. 

6.4.4 Dimensions (detail) 

All dimensions prescribed in the detail specification shall be checked and they shall comply 
with the values prescribed. 

6.5 General requirements for electrical tests 

The test and measurement shall be made with the varistors being mounted in ways as they are 
in normal use, and being fixed in uncontaminated corrosion-resistant clamps to achieve good 
conductive connections. 

Sample size and sampling method shall be in accordance with the requirement specified in the 
sectional or detail specification. 

Unless otherwise specified, measurement shall be made in two directions. The rates of change 
in parameters in both directions after the test from the initially measured values shall be within 
the limits prescribed in in the sectional or detail specification. 

NOTE For varistors used in DC circuits, measurement of parameters and examination of the change of parameters 
can be made in the one direction as specified in the detailed specification on condition that there exists a definite 
relationship between the direction of the test pulse and the direction of the continuous DC voltage. 

Unless otherwise specified, the accuracy of the measuring equipment shall be such that the 
error does not exceed 10 % of the tolerance. 

Pulse tests shall be made with the pulse waveform parameters complying with the limits 
prescribed in Annex B of this specification. 

Many of the pulse tests in this specification involve high voltage and high current, which are 
inherently hazardous. The safeguard for testing personnel and property are essential, such as: 

– not to expose personnel with electrical prosthetic devices, including implanted pacemakers, 
to the immediate environment of a pulse test; 

– maintain good and safe protection grounding to the pulse test system; 
– varistors under test shall be enclosed in a closed test cell during pulse discharge. 

In order to achieve correct measurements under pulse conditions, the following precautions 
shall be taken: 

a) the pulse current and voltage shall be measured by a device that has passed the approval 
procedure described in IEC 60060-2; 
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b) "four-termination-connection" (Kelvin connection) should be used to make connections 
between varistor under test, pulse generator, and measuring devices, so that the influence 
of the impedance of connecting wires and contact resistance are avoided as much as 
possible; 

c) the pulse current may induce appreciable voltage in the pulse measuring circuit, causing 
significant errors. In order to diminish the errors, the pulse voltage divider and pulse current 
monitor shall be placed in a proper position and direction, which are found by trial and error. 

As a check, it is therefore recommended that the lead that normally joins the voltage divider to 
the live end of the test object be disconnected from this point and connected instead to the 
earthed end of the test object, but maintaining approximately the same loop. The voltage 
measured under this condition, when the generator is discharged, shall be negligible in 
comparison with the voltage across the test object, at least during the part of the pulse that is of 
importance for evaluating the test results. 

6.6 Varistor voltage 

A constant-current power supply of specified DC current (normally 1 mA) with a regulation 
accuracy of not less than ± 10 %, shall be used. The ripple of the output DC voltage shall be not 
more than 1 %. 

The value of varistor voltage shall be read at the time specified in the detail specification after 
the test current is applied. Unless otherwise specified, the test duration shall not be less than 
20 ms. Additionally, the test duration shall not be too long in order to avoid a thermal effect 
when the temperature of the varistor rises appreciably during measurement. 

The test duration of varistor voltage depends mainly on the electrode area of the varistor 
element, the larger the electrode area, the longer the test duration if other conditions remain 
the same. Appropriate test duration of varistor voltage can be found by trial for each type of 
varistors and shall be prescribed in the detail specification. 

The accuracy of the voltmeter shall be ± 0,5 %.  

The measured value shall be within the limits specified in the detail specification or specified in 
the contract. 

NOTE Two successive measurements sometimes give slightly different outcomes, usually the first is less than the 
second; unless otherwise specified, the first is taken. 

6.7 Leakage current 

A constant-voltage power supply of maximum continuous DC voltage UDCM ± 0,5 % shall be 
used. The ripple of DC voltage shall be not more than 1 %. 

The leakage current of the varistor is highly temperature sensitive. The varistors shall be 
maintained in the environment of the specified temperature for a specified period given in the 
detail specification before the leakage current test is carried out. 

The value of leakage current shall be read at the time specified in the detail specification after 
the test voltage is applied. Unless otherwise specified, the time shall not be less than 100 ms. 
Additionally, the test duration shall not be too long in order to avoid a thermal effect when the 
temperature of the varistor rises appreciably during measurement. 

The test duration of leakage current depends mainly on the electrode area of the varistor 
element, the larger the electrode area, the longer the test duration if other conditions remain 
the same. Appropriate test duration of leakage current can be found by trial for each type of 
varistors and shall be prescribed in the detail specification. 

The accuracy of the microammeter shall be not more than ± 1 % ± 0,1 μA. 
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The measured leakage current shall be not more than the specified value given in the detail 
specification. 

6.8 Capacitance 

The measurements are taken in normal conditions at the sinewave signal of frequency and at 
the signal level prescribed in the detail specification. Unless otherwise specified, the frequency 
shall be 1 kHz and the signal level ≤ 1 V RMS with no DC bias. 

For varistor samples on which any other electrical test has been performed before this test, 
measurement of capacitance shall be made on samples that have been allowed to recover for at 
least 48 h after any other electrical test or have recovered in compliance with 6.3.2. 

The measured capacitance shall comply with the value given in the detail specification taking the 
tolerance into account. 

NOTE Properties of varistors depend on the frequency, arising from their capacitance. 

6.9 Voltage proof (for insulated varistors only) 

6.9.1 General 

The test shall be conducted using one of the following three mounting methods, as prescribed 
in the detail specification. 

6.9.2 V-block method 

The varistor shall be clamped in the trough of a 90° metallic V-block of such size that the 
varistor body does not extend beyond the extremities of the block. The clamping force shall 
be such as to guarantee adequate contact between the varistor and the block. The clamping 
force is to be chosen in such a way that no destruction or damage to the varistor occurs. The 
varistor shall be positioned in accordance with the following: 

– for cylindrical varistors: the varistor shall be positioned in the block so that the termination 
furthest from the axis of the varistor is nearest to one of the faces of the block; 

– for rectangular varistors: the varistor shall be positioned in the block so that the termination 
nearest to the edge of the varistor is nearest to one of the faces of the block. 

For cylindrical and rectangular varistors with axial leads: any out-of-centre positioning of the 
point of emergence of the terminations from the body shall be ignored. 

6.9.3 Metal ball method 

The uninsulated parts of the varistor shall be enclosed in an insulating material having a very 
high insulation value. 

The complete varistor shall be placed in a container holding 1,6 mm ± 0,2 mm diameter metal 
balls such that only the terminations of the varistor are protruding. An electrode shall be inserted 
between the metal balls. 

6.9.4 Foil method 

A metal foil shall be wrapped closely around the body of the varistor. 

For varistors not having axial terminations, a space of 3 mm to 3,5 mm shall be left between the 
edge of the foil and each termination. 

For varistors having axial terminations, the foil shall be wrapped around the whole body of the 
varistor protruding by at least 5 mm from each end, provided that the minimum space of 3 mm 
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between the foil and the termination can be maintained. The ends of the foil shall not be folded 
over the ends of the varistor. 

The applied voltage shall be that specified in the applicable safety document. In the absence of 
a safety document, the applied voltage shall be as follows. 

An alternating voltage with a frequency of 40 Hz to 60 Hz and with a peak value of 1,4 times the 
isolation voltage specified in the detail specification shall be applied for 60 s ± 5 s (with a peak 
value of 1,4 times) between all terminations of the varistor connected together as one pole and 
the metallic balls, the metal foil or the V-block as the other pole. 

The voltage shall be applied gradually at a rate of approximately 100 V/s. The test time may be 
reduced to 1 s provided the test voltage is increased by 20 %. 

There shall be no breakdown or flashover. 

6.10 Insulation resistance (for insulated varistors only) 

6.10.1 Test procedure 

The test shall be performed using one of the methods specified in 6.9, as prescribed in the 
detail specification. 

6.10.2 Measurement and requirements 

The insulation resistance shall be measured with a direct voltage of 100 V ± 15 V (for 
UISO < 500 V) or 500 V ± 50 V (for UISO > 500 V) between both terminations of the varistor 
connected together as one pole and the metallic balls, metal foil or V-block as the other pole. 

The voltage shall be applied for 1 min, or for such shorter time as is necessary to obtain a 
stable reading, the insulation resistance being read at the end of that period. 

When varistors are measured as specified, the insulation resistance shall be not less than the 
appropriate figure specified in the detail specification. 

There shall be no breakdown or flashover. 

The measured insulation resistance shall be not less than that prescribed in the detail 
specification. 

6.11 Clamping voltage 

The test pulse shall be of 8/20 waveform (see Annex B) with the peak value of ± 5 % of the 
class current specified in the detail specification. 

The initial voltage overshoot resulting from capacitive charging of the varistor and time lag of 
the resistive current of the varistor shall be excluded from the clamping voltage. The clamping 
voltage shall be the maximum voltage on the voltage oscillogram in the time range between the 
valley point of the initial voltage overshoot and the instant at which the current peak occurs. 
Oscillations in the neighbourhood of the valley is tolerated provided that their single-peak 
amplitude is not more than 5 % of the peak value. In that case, a mean curve shall be drawn 
through the oscillation for clamping voltage determination. The complete time for voltage 
oscillogram observation shall be 100 μs, and there shall be no any evidence of breakdown, 
flashover, or abnormal oscillation. 

The measured clamping voltage shall be not more than the value prescribed in the detail 
specification. 
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6.12 ESD clamping voltage (for surface mount electrostatic protective varistors only) 

The samples of SMVs used for electrostatic protection shall be subjected to the contact ESD 
test as specified in the detail specification. Unless otherwise specified, the EDS clamping 
voltage shall be measured at 30 ns after initiation of the 30 A/8 kV pulse defined in Table 3 and 
Figure 2 of IEC 61000-4-2:2008. 

The measured ESD clamping voltage shall be not more than that prescribed in the detail 
specification. 

6.13 Maximum peak current 

6.13.1 Initial measurement 

Before the pulse test, the varistor voltage and the clamping voltage shall be measured for each 
sample in accordance with 6.6 and 6.12 in this specification. 

6.13.2 Test procedure 

After the initial measurement is made, the samples shall be subjected to the pulses with their 
waveform, number and time interval of applications specified in the detail specification. Unless 
otherwise specified, the application of pulses shall be unidirectional.  

In the case of the combination pulse test, the peak current or the open circuit voltage and the 
effective output impedance of the combination pulse shall comply with the values specified in 
the detail specification. Unless otherwise specified, the tolerance of the peak current or the 
open circuit voltage of the combination pulse is ± 10 %. 

The varistor samples shall then remain under standard atmospheric conditions for recovery for 
not less than 1 h nor more than 2 h. 

6.13.3 Final inspection, measurement and requirements 

After recovery, the varistor voltage and the clamping voltage shall be measured for each 
sample. For all tested samples, the following shall apply: 

– visual examination shall show no cracks or other damage to the encapsulation; 
– visual examination shall show no evidence of breakdown and/or flashover on any part of the 

sample; 
– after the pulse test, the varistor voltage shall not deviate by more than 10 % from the initial 

value measured in the same direction; 
– after the pulse test, the clamping voltage shall not increase by more than 10 % from the 

initial value measured in the same direction (a decrease in the clamping voltage is 
permissible). 

NOTE Sometimes, it is difficult to find the trace of breakdown and/or flashover on the sample just by visual 
examination. An oscilloscope that records the test pulse curve can be used to assist the inspection. 

6.14 Rated average dissipation power 

6.14.1 General 

The compliance of the rated average dissipation power specified in the detail specification shall 
be verified with repetitive current pulses whose waveform and peak value shall be prescribed in 
the detail specification. Unless otherwise specified, the waveform of the current pulse shall be 
8/20 (see Annex B) and its chosen peak value is the same as the maximum peak current for 
10 000 pulses of 8/20 waveform. 
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6.14.2 Initial measurement 

Before the test, the varistor voltage and the clamping voltage shall be measured for each 
sample in accordance with 6.6 and 6.12 in this specification. 

In order to determine the time interval between the adjacent pulses Δt, a varistor sample whose 
clamping voltage is preferably the lowest among samples shall be subject to one specified 
pulse as in the detail specification, the peak current Ip (A) and the limiting voltage Up (V) at Ip 
passing through the sample shall be measured during the pulse. Δt shall be derived from the 
following formula. 

 ( )
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∆ =  (5) 

where 
PM is the rated average dissipation power specified in the detail specification. 
τ is the measured equivalent rectangular pulse duration of the test pulse (see 3.19). 

6.14.3 Test procedure 

After the initial measurement is made, the samples shall be subjected to the current pulse 
whose waveform and peak value are prescribed in the detail specification, at the time interval 
as determined in 6.15.2 for 10 000 times. The pulse polarity shall be alternated after every 
50 pulses. 

The varistor samples shall then remain under standard atmospheric conditions for recovery for 
not less than 1 h nor more than 2 h. 

6.14.4 Final inspection, measurement and requirements 

After recovery, the varistor voltage and the clamping voltage shall be measured for each 
sample. For all tested samples, the following shall apply: 

– visual examination shall show no cracks or other damage to the encapsulation; 
– visual examination shall show no evidence of breakdown and/or flashover on any part of the 

sample; 
– after the test, the varistor voltage shall not deviate by more than 10 % from the initial value 

measured in the same direction; 
– after the pulse test, the clamping voltage shall not increase by more than 10 % from the 

initial value measured in the same direction (a decrease in the clamping voltage is 
permissible). 

NOTE Sometimes, it is difficult to find the trace of breakdown and/or flashover on the sample just by visual 
examination. An oscilloscope that records the test pulse curve can be used to assist the inspection. 

6.15 Rated energy 

6.15.1 General 

The compliance of the rated energy specified in the detail specification shall be verified with the 
current pulse whose waveform is prescribed in the detail specification. Unless otherwise 
specified, the current pulse shall be of 2 ms rectangular waveform or 10/1 000 waveform 
(see Annex B). 

6.15.2 Initial measurement 

Before the test, the varistor voltage and clamping voltage shall be measured for each sample in 
accordance with 6.6 and 6.12 in this specification. 
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In order to determine the peak test current IT to be applied to the samples, a varistor sample 
whose clamping voltage is preferably the lowest among samples shall be subject to one pulse 
with the waveform as specified as in the detail specification, with the peak current Iu calculated 
by Formula (6). During the pulse, the limiting voltage Up at Iu passing through the sample shall 
be measured. 

 
τ⋅

=
CL

M
u U

EI  (6) 

where 
EM is the rated energy specified in detail specification, expressed in J; 
UCL is the measured clamping voltage of the sample, expressed in V; 
τ  is the measured equivalent rectangular pulse duration of the test pulse used (see 3.19) or 

TT of the rectangular wave (see Annex B), expressed in s. 
IT  is determined by the following formula. 

 
τ⋅

=
p

M
T U

EI  (7) 

6.15.3 Test procedure 

After the initial measurement is made, every sample shall be subjected to one current pulse 
with the waveform specified in the detail specification and with peak value preset at IT. The 
actual peak current IA and the actual limiting voltage UA at IA passing through the sample shall 
be measured during the pulse. The actual energy EA absorbed by each sample is calculated by 
the following formula. 

 τ⋅⋅= AAA UIE  (8) 

The varistor samples shall then remain under standard atmospheric conditions for recovery for 
not less than 1 h nor more than 2 h. 

6.15.4 Final inspection, measurement and requirements 

After recovery, the varistor voltage and the clamping voltage shall be measured for each 
sample. For all test samples, the following shall apply: 

– visual examination shall show no cracks or other damage to the encapsulation; 
– visual examination shall show no evidence of breakdown and/or flashover on any part of the 

sample; 
– the actual energy absorption EA of the sample shall be no less than the specified value in 

the detail specification; 
– after the test, the varistor voltage shall not deviate by more than 10 % from the initial value 

measured in the same direction; 
– after the test, the clamping voltage shall not increase by more than 10 % from the initial 

value measured in the same direction (a decrease in the clamping voltage is permissible). 

NOTE Sometimes, it is difficult to find the trace of breakdown and/or flashover on the sample just by visual 
examination. An oscilloscope that records the test pulse curve can be used to assist the inspection. 
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6.16 Electrostatic discharge (ESD) (for surface mount electrostatic protective varistors 
only) 

6.16.1 Initial measurement 

Before the test, the varistor voltage shall be measured for each sample in accordance with 6.6. 

6.16.2 Test procedure 

After the initial measurement is made, samples shall be subjected to the ESD test. The ESD test 
method selection, test voltage and number of discharges shall be specified in the detail 
specification. Unless otherwise specified, the ESD test shall be performed by the contact 
discharge method or by the air discharge method. 

Unless otherwise specified, the contact discharge test shall be performed at 8 (1 ± 5 %) kV for 
10 unidirectional discharges with a time interval of 1 s, and the air discharge test shall be 
performed at 15 (1 ± 5 %) kV for 10 unidirectional discharges with a time interval of 1 s.  

The varistor samples shall then remain under standard atmospheric conditions for recovery for 
not less than 1 h nor more than 2 h. 

6.16.3 Final inspection, measurement and requirements 

After recovery, varistor voltage shall be measured for each sample. For all tested samples, the 
following shall apply: 

– visual examination shall show no evidence of flashover or puncture of the samples; 
– the varistor voltage shall not deviate by more than the value prescribed in the detail 

specification from the initial value measured in the same direction. 

6.17 Robustness of terminations 

6.17.1 General 

The varistors shall be subjected to Tests Ua1, Ub, Uc and Ud of IEC 60068-2-21:2006 as 
applicable. 

6.17.2  Test Ua1 – Tensile 

The force applied shall be: 

– for terminations other than wire terminations: 20 N; 
– for wire terminations, see Table 2. 

6.17.3 Test Ub – Bending (half of the number of terminations) 

Method 1, two consecutive bends shall be applied in each direction. This test shall not apply if, 
in the detail specification, the terminations are described as rigid. 

6.17.4 Test Uc – Torsion (the other half of the number of terminations) 

Method 1, severity 2 (two successive rotations of 180°) shall be used. 
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