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Numbering

As from 1 January 1997 all IEC publications are issued with a designation in the
60000 series.

Consolidated publications

Consolidated versions of some IEC publications including amendments are
available. For example, edition numbers 1.0, 1.1 and 1.2 refer, respectively, to the
base publication, the base publication incorporating amendment 1 and the base
publication incorporating amendments 1 and 2.

Validity of this publication

The technical content of IEC publications is kept under constant review by the IEC,
thus ensuring that the content reflects current technology.

Information relating to the date of the reconfirmation of the publication is available
in the IEC catalogue.

Information on the subjects under consideration and work in progress undertaken
by the technical committee which has prepared this publication, as well as the list
of publications issued, is to be found at the following IEC sources:

• IEC web site*

•  Catalogue of IEC publications
Published yearly with regular updates
(On-line catalogue)*

•  IEC Bulletin
Available both at the IEC web site* and as a printed periodical

Terminology, graphical and letter symbols

For general terminology, readers are referred to IEC 60050: International
Electrotechnical Vocabulary (IEV). 

For graphical symbols, and letter symbols and signs approved by the IEC for
general use, readers are referred to publications IEC 60027: Letter symbols to be
used in electrical technology, IEC 60417: Graphical symbols for use on equipment.
Index, survey and compilation of the single sheets and IEC 60617: Graphical symbols
for diagrams.

*  See web site address on title page.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

––––––––––––

CONNECTORS FOR USE IN DC, LOW-FREQUENCY ANALOGUE
AND DIGITAL HIGH-SPEED DATA APPLICATIONS –

Part 3: Rectangular connectors with assessed quality –
Sectional specification

FOREWORD

1) The IEC (International Electrotechnical Commission) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of the IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, the IEC publishes International Standards. Their preparation is
entrusted to technical committees; any IEC National Committee interested in the subject dealt with may
participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. The IEC collaborates closely with the International
Organization for Standardization (ISO) in accordance with conditions determined by agreement between the
two organizations.

2) The formal decisions or agreements of the IEC on technical matters express, as nearly as possible, an
international consensus of opinion on the relevant subjects since each technical committee has representation
from all interested National Committees.

3) The documents produced have the form of recommendations for international use and are published in the form
of standards, technical specifications, technical reports or guides and they are accepted by the National
Committees in that sense.

4)  In order to promote international unification, IEC National Committees undertake to apply IEC International
Standards transparently to the maximum extent possible in their national and regional standards. Any
divergence between the IEC Standard and the corresponding national or regional standard shall be clearly
indicated in the latter.

5)  The IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with one of its standards.

6)  Attention is drawn to the possibility that some of the elements of this International Standard may be the subject
of patent rights. The IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 61076-3 has been prepared by subcommittee 48B: Connectors, of
IEC technical committee 48: Electromechanical components and mechanical structures for
electronic equipment.

The text of this standard is based on the following documents:

FDIS Report on voting

48B/790/FDIS 48B/819/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 3.

This part 3 constitutes the sectional specification in the IEC quality assessment system for
electronic components (IECQ) for rectangular connectors.
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The other parts form the generic specification and the sectional specifications, some being
under consideration or in preparation. For these publications, the QC 480XXX has been
reserved.

IEC 61076 was reserved for these series of documents as well as QC 480000; the documents
available or under preparation are:

IEC 61076-1: Generic specification

IEC 61076-2: Sectional specification – Circular connectors

IEC 61076-3: Sectional specification – Rectangular connectors

IEC 61076-4: Sectional specification – Printed board connectors

IEC 61076-5: Sectional specification – In-line socket devices

IEC 61076-6: Sectional specification – Loose part contacts

The QC number that appears on the cover of this publication is the specification number of
the IEC Quality Assessment System for Electronic Components (IECQ).

The committee has decided that this publication remains valid until 2004. At this date, in
accordance with the committee’s decision, the publication will be

• reconfirmed;

• withdrawn;

• replaced by a revised edition, or

• amended.

A bilingual version of this standard may be issued at a later date.
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CONNECTORS FOR USE IN DC, LOW-FREQUENCY ANALOGUE
AND DIGITAL HIGH-SPEED DATA APPLICATIONS –

Part 3: Rectangular connectors with assessed quality –
Sectional specification

1 General

1.1 Scope

This part of IEC 61076 establishes uniform specifications, type testing requirements and
quality assessment procedures for a subfamily of rectangular connectors. It should be used in
conjunction with the generic specification IEC 61076-1 and with relevant detail specifications.

1.2 Normative references

The following normative documents contain provisions which, through reference in this text,
constitute provisions of this part of IEC 61076. For dated references, subsequent
amendments to or revisions of, any of these publications do not apply. However, parties to
agreements based on this part of IEC 61076 are encouraged to investigate the possibility of
applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of IEC
and ISO maintain registers of currently valid International Standards.

IEC 60068-1:1988, Environmental testing – Part 1: General and guidance

IEC 60352-1:1997, Solderless connectors – Part 1: Wrapped connections – General
requirements, test methods and practical guidance

IEC 60352-2:1990, Solderless connections – Part 2: Solderless crimped connections –
General requirements, test methods and practical guidance

IEC 60352-3:1993, Solderless connections – Part 3: Solderlesss accessible insulation
displacement connections – General requirements, test methods and practical guidance

IEC 60352-4:1994, Solderless connections – Part 4: Solderless non-accessible insulation
displacement connections – General requirements, test methods and practical guidance

IEC 60352-5:1995, Solderless connections – Part 5: Solderless press-in connections –
General requirements, test methods and practical guidance

IEC 60410:1973, Sampling plans and procedures for inspection by attributes

IEC 60512 (all parts), Electromechanical components for electronic equipment – Basic testing
procedures and measuring methods

IEC 61076-1:1995, Connectors with assessed quality, for use in d.c. low-frequency analogue
and digital high-speed data applications – Part 1: Generic specification
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2 Technical information

The detail specification shall contain information which contributes to a proper application of
the connectors. It will also provide specificities to enable a better understanding of the
connectors and/or the connector family.

2.1 Terminology

In addition to the terminology used in, and applicable to, the detail specification, as stated
in 2.1 of IEC 61076-1, it is recommended that those definitions which are unique to the
connectors specified in the detail specification be listed.

2.2 Classification into climatic categories

Unless impractical, the lower and upper temperatures and the duration for the damp heat,
steady-state test shall be described in a table similar to the example given in 2.2 of
IEC 61076-1.

2.3 Creepage and clearance distances

The detail specification shall specify creepage and clearance distances in accordance with
requirements of 2.3 of IEC 61076-1.

2.4 Current-carrying capacity

The detail specification shall specify the current-carrying capacity of connectors in
accordance with the requirements of 2.4 of IEC 61076-1.

2.5 IEC type designation

Connectors to which this standard applies shall be designated by the following indications and
in the order given.

a) The letters "IEC"

b) The number of the detail specification (without dashes), being nine characters (e.g.
610763100)

c) A letter denoting the style of the connector (the system shall be specified in the detail
specification).

d) The number of contacts of connectors or of contact cavities of connector bodies, the
number of digits used shall be in accordance with the maximum possible number of
contacts or cavities.

e) A letter denoting the type of contact of two-part connectors or the number of electrically
independent rows of edge-socket connectors. The following letters shall be used.

– Two-part connector F female contact

H hermaphroditic contact

M male contact

– Edge-socket connector D double row (separated)

S single row

f) A number, being a combination of three digits, describing the contact arrangement, which
may include

– pre-mating contact levels;

– loaded contact rows;

– loaded contact patterns.
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