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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
CONNECTORS FOR ELECTRONIC EQUIPMENT –  

PRODUCT REQUIREMENTS –  
 

Part 4-116: Printed board connectors –  
Detail specification for a high-speed two-part connector  

with integrated shielding function 
 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

DISCLAIMER 
This Consolidated version is not an official IEC Standard and has been prepared for 
user convenience. Only the current versions of the standard and its amendment(s) 
are to be considered the official documents. 

This Consolidated version of IEC 61076-4-116 bears the edition number 1.1. It consists 
of the first edition (2012-04) [documents 48B/2280/FDIS and 48B/2289/RVD] and its 
amendment 1 (2015-11) [documents 48B/2452/FDIS and 48B/2465/RVD]. The technical 
content is identical to the base edition and its amendment. 
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In this Redline version, a vertical line in the margin shows where the technical content 
is modified by amendment 1. Additions are in green text, deletions are in strikethrough 
red text. A separate Final version with all changes accepted is available in this 
publication. 

International Standard IEC 61076-4-116 has been prepared by subcommittee 48B: 
Connectors, of IEC technical committee 48: Electromechanical components and mechanical 
structures for electronic equipment. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of IEC 61076, under the general title Connectors for electronic equipment – 
Product requirements, can be found on the IEC website. 

The committee has decided that the contents of the base publication and its amendment will 
remain unchanged until the stability date indicated on the IEC web site under 
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the 
publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

International Standard IEC 61076-4-116 establishes specifications and test requirements for a 
high-speed two-part connector with integrated shielding function for use as a printed board 
connector in industrial environments. The connectors have a primary purpose of serving as a 
platform for telecommunications and enterprise computer network equipment. It is expected 
that these connectors are going to find applications outside the Telecommunication market, 
e.g. in the industrial market, as factory automation, process control, industrial communication, 
medical and others. 

The connector type was originally developed in the consortium PCI Industrial Computer 
Manufacturers Group (whereas PCI is a peripheral component interconnect, which can be 
used to connect peripheral components to processors via using a bus structure or serially 
connected fabric based transports). This consortium, referred to in short as PICMG  has 
defined several system specifications describing a backplane connector (fixed connector) in 
combination with an edge board connector (free connector) as a functional component of a 
specified Plug-in Unit. These specifications are the AdvancedMC.0 and the MicroTCA.0. The 
system-description in MicroTCA.0 contains also a test program for the connector. Further 
information of PICMG and its specifications can be obtained on the following website: 
www.picmg.org. 

Based on the connector type and on PICMG-developments, this International Standard was 
developed by experts of IEC SC 48B, Connectors. In contrast to the PICMG-standard, the 
connector described here has two connector halves (a fixed and a free connector, as shown 
in Figure 1). The fixed connector is based on a 1,6 mm ± 10 % plug-in unit printed board 
thickness similar to PICMG specifications. In addition, the test program of this IEC Standard 
differs from that defined in PICMG based on previous existing tests defined in IEC for 
connectors to suit the needs for use in industry. The resulting test schedule differs from the 
test-procedures as defined within PICMG to some degree not only in test-severity and 
conditions but also in test sequence. Experts within IEC SC48B work together with experts 
from PICMG to reach consensus with regard to similarities and differences in the relevant 
testprogram. The outcome is intended to be published in separate documents.  

A typical arrangement for such a two-part connector is shown in the following outline sketch 
(see Figure 1): 

 

 
 Free board 
 connector 

 
 Fixed board 
 connector 

 Backplane 

Printed board 

 
 Example for guide 
 of printed board B1 

b2 i1 

A1 

l2 

A2 

IEC   423/12  

Figure 1 – Typical arrangement with a two-part connector 
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Not covered in this International Standard are direct edge connector contacts for printed 
boards. The reason for this is, that in difference to the PICMG-specification this International 
Standard is intended to define the connector as a component together with test-procedures 
only and is not intended to detail functions which are not directly related to the connector 
system. Examples for such details are the characteristics of the printed circuit board. 
However, based on the information given in 4.5.1 of this Standard contact positioning and 
mechanical edge board connector details can be derived. Further information may be 
obtained in PICMG-specification AdvancedMC.0. Such direct edge connector contacts are 
applied directly to the printed board edge as part of the printed board circuit (free connector) 
and form the interface to the backplane (fixed connector), as can be seen in Figure 2. 

 

 
 Fixed board 
 connector 

 Backplane 

Printed board 

 
 Example for guide 
 of printed board B1 

A1 

A2 

IEC   424/12  

Figure 2 – Typical arrangement with a direct edge connector,  
not covered in this Standard 

The connectors as described in this Standard are referenced in IEC 60297-3-107, which 
describes dimensions of subracks and plug-in units for their use. 
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CONNECTORS FOR ELECTRONIC EQUIPMENT –  
PRODUCT REQUIREMENTS –  

 
Part 4-116: Printed board connectors –  

Detail specification for a high-speed two-part connector  
with integrated shielding function 

 
 
 

1 Scope 

This International Standard establishes specifications and test requirements for a high-speed 
two-part connector with integrated shielding function for use as a printed board connector in 
industrial environments. 

The connectors connect a backplane to printed boards. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60050-581: 2008, International Electrotechnical Vocabulary (IEV) – Part 581: 
Electromechanical components for electronic equipment 

IEC 60068-1, Environmental testing – Part 1: General and guidance 

IEC 60068-2-52: 1996, Environmental testing – Part 2-52: Tests – Test Kb: Salt mist, cyclic 
(sodium, chloride solution) 

IEC 60068-2-54: 2006, Environmental testing – Part 2-54: Tests – Test Ta: Solderability 
testing of electronic components by the wetting balance method  

IEC 60512 (all parts), Connectors for electronic equipment – Tests and measurements 

IEC 60352-5, Solderless connections – Part 5: Press-in connections – General requirements, 
test methods and practical guidance 

IEC 60352-8: Solderless connections – Part 8: Compression mount connections – General 
requirements, test methods and practical guidance 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60050-581 apply as 
well as the following. 

3.1  
contact for general purpose 
electrical contact, which does not have a predefined function (neither for power, ground nor 
signal). The function can be defined according to the application 
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4 General data 

NOTE Throughout this specification dimensions are in millimetres. 

4.1 Recommended method of mounting 

This International Standard specifies free and fixed connectors, suitable for press in 
connections to the printed boards. Other terminations techniques, as solder or compression 
mount connections are upon agreement between manufacturer and user. 

A complete connector consists of two connector halves, a free board connector and a fixed 
board connector. 

Free board connectors are mounted on the edge of the printed circuit board and have male 
contacts with angled press-in terminations, solder terminations or compression mount 
termination.  

Fixed board connectors are mounted on the backplane and have female contacts with straight 
press-in terminations. 

The free board connector can be omitted, but then alternatively the printed board used shall 
have an edge similar to those of the connection zone as defined in 4.5.1. for the free board 
connector. The board connector then is used as a direct edge connector. 

4.2 Number of contacts and contact cavities 

The number of contacts and their position is fixed and is 170. The number of contacts in the 
PCB terminations area might differ when designated ground-pins are combined. 

Several contact positions (in total 56) are reserved for ground connections.   

The contacts are placed in two different contact rows.  
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4.3 Ratings and characteristics 

Rated voltage: contact / contact 80 V r.m.s. 

Current rating: Power: 1,52 A at 70 °C  
Ground: 0,3 A at 70 °C  
General purpose: 0,4 A at 70 °C  
Signal: 0,1 A at 70 °C  

Insulation resistance: 10 MΩ minimum (100 MΩ minimum at initial condition) 

Climatic category: 55/105/56 

Printed board: diameter of plated-through holes: 0,55 ± 0,05 mm 

drill-hole diameter: 0,64 ± 0,02 mm 
thickness of backplane: min. 1,4 mm 
Thickness of printed board: to be defined between manufacturer 
and customer 

 

 

5 Technical data 

5.1 Survey of styles and variants 

Performance level for this connector is 1. One termination method (press-in termination 
according to IEC 60352-5) is standardized, others are possible upon agreement between 
manufacturer and customer. Compression mount termination or solder connection are such 
termination methods. 

5.2 Information on application 

5.2.1 Complete connectors (pairs) 

A complete connector consists of both, a free and a fixed connector. 

5.2.2 Fixed board connectors 

Not applicable. 

5.2.3 Free board connectors 

Not applicable. 

5.2.4 Accessories 

Not applicable. 

5.2.5 Shielding and grounding 

Several contact positions (in total 56) are reserved for ground connections.   

5.2.6 Basic type of termination 

The fixed board connectors are connected to the backplane via press-in terminations. Suitable 
tools should be used. These tools should be used in accordance with the manufacturers 
specification.   
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5.3 Contact arrangement 

For the contact arrangement of the connection, Table 1 applies. 

Table 1 – Contact arrangement 

Contact type Pin Number Mating 

Power 2, 9, 18, 27, 42, 57, 72, 84 First 

Ground 
1, 7, 10, 13, 16, 19, 22, 25, 28, 31, 34, 37, 40, 43, 46, 49, 52, 55, 58, 61, 64, 67, 
70, 73, 76, 79, 82, 85, 86, 89, 92, 95, 98, 101, 104, 107, 110, 113, 116, 119, 
122, 125, 128, 131, 134, 137, 140, 143, 146, 149, 152, 155, 158, 161, 164, 170 

First 

General purpose 

4 First 

5, 6, 8, 17, 26, 41, 56, 71, 165, 166, 167, 168, 169 Second 

3, 83 Last 

Differential pairs 

11/12, 14/15, 20/21, 23/24, 29/30, 32/33, 35/36, 38/39, 44/45, 47/48, 50/51, 
53/54, 59/60, 62/63, 65/66, 68/69, 74/75, 77/78, 80/81, 87/88, 90/91, 93/94, 
96/97, 99/100, 102/103, 105/106, 108/109, 111/112, 114/115, 117/118, 120/121, 
123/124, 126/127, 129/130, 132/133, 135/136, 138/139, 141/142, 144/145, 
147/148, 150/151, 153/154, 156/157, 159/160, 162/163 

Third 

 

6 Dimensional information 

6.1 General 

Dimensions are given in millimetres, drawings are shown in first angle projection. The shape 
of the connectors may deviate from those given in the following drawings as long as the 
specified dimensions are not influenced. 

The following requirements apply to the complete connector consisting of both the free and 
fixed board connectors. 

Missing dimensions shall be chosen according to the common characteristics and intended 
use. The interface dimensions of the free board (male) style shall be chosen according to the 
common characteristics of the fixed board (female) styles. 
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6.2 Isometric view and common features 

6.2.1 Fixed board and free board connector 

 

 
 Free board 
 connector 

 
 Fixed board 
 connector 

 Backplane 

Printed board 

 
 Example for guide 
 of printed board 

B1 

b2 i1 

A1 

l2 

A2 

IEC   425/12  

Figure 3 – Fixed board and free board connector 

6.2.2 Common features 

Not applicable. 

6.2.3 Reference system  

For the reference system see Figure 7, Figure 8 and Figure 9. 

6.3 Mating information 

6.3.1 Mating conditions 

For the maximal permissible lateral offset, see Figure 4.  

 

1 

1 

IEC   426/12 

 

Figure 4 – Mating conditions: lateral offset 
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For the maximal possible angular offset or misalignment, see Figure 5. 

 

±0
,5

° 

 

±0
,5

° 

IEC   427/12 

 

Figure 5 – Mating conditions: misalignment, angular offset 

 

 
 
Plugged until 
end stop 

IEC   428/12  

Figure 6 – Mating conditions: end stop 

The free and the fixed board connector have to be plugged until the free connector hits the 
end stop, see Figure 6.  

NOTE In the mated position severe misalignment is very often avoided by the use of guides for the printed board 
as demonstrated in Figure 3.   

6.3.2 Planarity 

Not applicable. 
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6.4 Fixed board connector 

6.4.1 Dimensions 

 

Figure 7 – Fixed board connector 
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Table 2 – Dimensions of fixed board connector 

Dimensions in mm 

Letter Maximum Minimum Nominal 

A1 74,9   

B1 7,5   

C1 2,3 1,9  

l1 65,2 65,1  

a1   0,75 

a2   84 × 0,75 (= 63) 

b1 1,98 1,82  

d1 5,9 5,7  

f1 3,6 3,4  

g1 7,1   

h1  1  

 

6.4.2 Terminations 

Solderless terminations shall be according to the relevant IEC 60352 standard. For press-in 
termination this is IEC 60352-5 and for compression-mount termination this is IEC 60352-8.  

For solder termination, solderability is tested according to IEC 60068-2-54.  
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6.5 Free board connector 

6.5.1 Dimensions 
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Figure 8 – Free board connector, part 1 
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NOTE * These dimensions are vendor specific.  

Figure 9 – Free board connector, part 2 
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Table 3 – Dimensions of the free board connector 

Dimensions in mm 

Letter Maximum Minimum Nominal 

A2 70   

B2 67,2   

C2  10,6  

a3   0,75 

a4   84 × 0,75 (= 63) 

b2 1,76 1,44  

d2 0,5 0,3  

e1 62° 43°  

f2 3,6 3,4  

g2  7,4  

h2 3,4   

i1   (7,9) 

j1 4,5   

k1  0,4  

l2 65,1 64,9  
m1  0,4  
n1  0,4  
p1 2,97   
r1  3,73  
s1   0,6 
t1 0,5 0,46  

 

6.5.2 Terminations 

Solderless terminations shall be according to the relevant IEC 60352 standard. For press-in 
termination this is IEC 60352-5 and for compression-mount termination this is IEC 60352-8.  

For solder termination, solderability is tested according to IEC 60068-2-54.  

The layout of the printed-board termination (position and size of connections etc.) is of high 
influence on the performance characteristics of the connector. These details are upon 
agreement between manufacturer and customer. This does not set a restriction on technical 
development.   
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6.6 Accessories 

Not applicable. 

6.7 Mounting information for fixed board connectors 

The dimensions of the holes of backplanes are according to Figure 10 and Table 4. 
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Figure 10 – Dimensions of hole pattern in backplane 
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Table 4 – Dimensions of hole pattern in backplane 

Dimensions in mm 

Letter Maximum Minimum Nominal 

O1   69,3 

q1   31,225 

u1 2,5 2,3  

x1   2,25 

x2   26 × 2,25 (= 58,5) 

x3   0,2 

x4   1,5 

x5   2 × 1,5 (= 3) 

y1   1,5 

y2   4 × 1,5 (= 6) 

z1   4,175 

z2   1,35 

z3   3,425 

w1 0,6 0,5  

 

6.8 Mounting information for connectors 

See Figure 3. 

6.9 Gauges 

Not applicable. 

6.9.1 Sizing gauges and retention force gauges 

Not applicable. 

6.9.2 Test gauge for first contact point 

Not applicable. 

7 Characteristics 

7.1 Climatical category 

Conditions: according to IEC 60068-1 and Table 5. 

Table 5 – Climatic category 

Climatic 
category 

Category temperature Damp heat steady state 
Days Lower 

°C 
Upper 

°C 
Temperature 

°C 
Rel. humidity 

% 

55/105/56 – 55 105 40 93 56 
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7.2 Electrical characteristics 

7.2.1 Creepage and clearance distances 

Between all signal contacts and between signal and ground contacts creepage and clearance 
distances are min. 0,1 mm. 

NOTE Application information – The permissible rated voltage depends on the application or specified safety 
requirements. Reductions in creepage or clearance distances may occur due to the printed board or wiring used, 
and shall duly be taken into account. 

7.2.2 Voltage proof 
Conditions: IEC 60512-4-1 
Standard atmospheric conditions 
Mated and unmated connectors  
Wiring arrangement according to 8.7 

Table 6 – Rated insulation voltages 

All dimensions in V r.m.s. 

 Diff. pair 
signal to 

signal 

Diff. pair 
signal to 
ground 

Gen. purpose 
signal to 

signal 

Gen. Purpose 
signal to 
ground 

Power to 
power 

Power to 
ground 

Insulation 
voltage 80 80 80 80 80 80 

 

7.2.3 Current-carrying capacity 
Conditions: IEC 60512-5-2 
Standard atmospheric conditions 
Mated connectors  
Wiring arrangement according to 8.4 

Temperature curves for each conductor listed in Table 1 to be measured with all other 
conductor currents given in Table 7, to account for the co-heating effect to other types of 
conductor. At these currents, a maximal temperature rise of 30 K is permitted.  

Table 7 – Current rating per pin at ambient of 70°C  

All dimensions in A 

 General 
purpose 

conductor  

Ground 
conductor 

Power 
conductor 

Differential 
pair conductor 

Current rating  0,4 0,3 1,52 0,1 

 

7.2.4 Contact resistance 
Conditions: IEC 60512-2-1 
Standard atmospheric conditions 
Mated connectors 
Wiring arrangement according to 8.2 
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Table 8 – Maximal permissible contact resistance change 

All dimensions in mΩ 

 General purpose 
conductor  

Ground conductor Power conductor Differential pair 
conductor 

Initial line resistance 
max. 60 60 60 60 

Max. change in 
relation to initial value 15 15 15 15 

 

7.2.5 Insulation resistance 
Conditions: IEC 60512-3-1, method B 
Standard atmospheric conditions 
Mated connectors 
Test Voltage 80 V d.c. 

Table 9 – Minimal insulation resistance  

All dimensions in Ω 

 Differential 
pair 

conductor / 
conductor  

Differential 
pair 

conductors /  
Ground  

General 
purpose 

conductor / 
conductor 

Power 
conductors 

Power 
conductors 

Power 
conductors 

Initial value 108 108 108 108 108 108 

After 
moisture 107 107 107 107 107 107 

 

7.2.6 Impedance 

The line inductance from the module board termination point to the backplane termination 
point shall be max. 60 nH. 

7.2.7 Transmission characteristics 

7.2.7.1 Impedance profile 

Impedance shall be measured with a source rise time < 35 ps (20 % – 80 %). The test fixture 
and cables shall not degrade the rise time by more than 20 ps at the relevant test point, i.e. 
max. 55 ps rise time entering the PCB termination area of the connector under test. The 
impedance mismatch of  the transition area between fixed board connector and free board 
connector (optional card edge) may not be considered since the dimensions of the contact 
pads on the free board are geometrically fixed (limited room for optimizations). Reference 
points (transitions) of the connector as per Figure 11 shall be identified in the measured 
impedance profile. 

Full document details: IEC 61076-4-116-2015

http://avadocuments2026.com/doc/iec-61076-4-116-2015
http://avadocuments2026.com/doc/iec-61076-4-116-2015


IEC 61076-4-116:2012+AMD1:2015 CSV – 25 – 
© IEC 2015 

 
A B 

D1 
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Figure 11 – Reference points 

Requirements:  

Differential (Diff.) impedance: 105 Ω ± 10 Ω between reference points AB and BD  
(i.e. excluding PCB termination and contact point). 

Single Ended (SE) impedance: 55 Ω ± 10 Ω between reference points AB and BD  
(i.e. excluding PCB termination and contact point). 

7.2.7.2 Propagation delay 

The vendor shall specify the propagation characteristics of the connector for the differential 
pairs of the basic and extended side. 

Parameters: 

– Propagation delay within the connector, 
– Skew within a differential pair, 
– Propagation delay between differential pairs, 
– Propagation delay between contact rows. 

7.2.7.3 S-parameters 

Frequency range for measurements shall be d.c. to 24 GHz. The d.c. and lower MHz values 
can be interpolated or measured separately. The impedance profile can be calculated from 
the S-Parameter files as long as the source rise time is equivalent to < 35 ps (20 % – 80 %). 

S-Parameters shall be displayed up to 20 GHz. Pre- and post error correction methods should 
be applied to isolate the connector parameters from the measured data, since the results 
including test fixture only give an indication about the performance of the connector itself. The 
performance requirements of the test fixture are described in 8.9. 

The S-Parameter data can also be measured with a TDNA (Time Domain Network-Analyzer). 

Parameters: 

– Return Loss (RL) 
– Insertion Loss (IL) 
– Near end Crosstalk (NEXT) 
– Far end Crosstalk (FEXT)      

For the NEXT and FEXT measurements the following combinations shall be measured (see 
also Figure 12):  

– between adjacent pairs (both contact rows), 
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– between opposite pairs, 
– between diagonal pairs (both directions). 

 

Adjacent (both rows): XT1; XT2 

Diagonal (both directions): XT3; XT4 

Opposite: XT5 

IEC   434/12  

Figure 12 – Crosstalk combinations 

Requirements: 

0-2,5GHz at reference planes AB//BD/AD (i.e. PCB excluded) 

– SDD11 < – 10 dB 

– SDD21 > – 2 dB 

2,5 GHz-6 GHz at reference planes AB//BD/AD (i.e. PCB excluded) 

– SDD11 < – 5 dB 

– SDD21 > – 4 dB 

Crosstalk (NEXT/FEXT) 

– < – 30 dB each 
– 5 Aggressors Power sum worst case NEXT (all aggressors are RX) and FEXT (all 

aggressors are TX).  

NOTE For more details see IEEE 802.3ap Annex 69B.4. 
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7.3 Mechanical characteristics 

7.3.1 Mechanical operation 

All contacts shall tolerate 200 operation cycles without load without damage that would impair 
normal operation.  

7.3.2 Engaging and withdrawal forces 
Conditions: IEC 60512-13-1 
Standard atmospheric conditions 
Rate of engagement and withdrawal: 10 mm per second max. 
The force needed to engage shall not exceed 100 N. 
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The force needed to disengage shall not exceed 65 N. 

7.3.3 Contact retention in insert 

Not applicable. 

7.3.4 Static load, transverse 

The connectors shall withstand a static load of 200 N for 1 min. duration in fully mated 
condition without damage that would impair normal operation. 

The force shall be applied to the free connector according to Figure 17. 

7.3.5 Gauge retention force 

Not applicable.  

7.3.6 Vibration (sinusoidal) 
Conditions: IEC 60512-6-4 
Standard atmospheric conditions 
Mated connector, arrangement according to 8.5  
Frequency range 10 Hz to 2 000 Hz 
Acceleration 200 m/s2 or amplitude of 1,5 mm 

Duration 3 × 2 h/axis, eight sweepings in each direction in three axes (32 sweepings in each 
direction) 

Requirement: no rise of resistance above 10 Ω for more than 10 ns 

7.3.7 Shock 
Conditions: IEC 60512-6-3 
Standard atmospheric conditions 
Mated connector, arrangement according to 8.5  
Acceleration 500 m/s2 
Duration of impact 11 ms 
Three shocks in two directions/axis, in three axes (18 shocks in total) 

Requirement: no rise of resistance above 10 Ω for more than 10 ns 

7.3.8 Polarizing method 

Not applicable. 

7.3.9 Robustness and effectiveness of coding devices 

Not applicable.  

8 Test schedule 

8.1 General 

This test schedule shows the tests and the order in which they shall be carried out, as well as 
the requirements to be met. 

Unless otherwise specified, mated sets of connectors shall be tested. Care shall be taken to 
keep a particular combination of connectors together during the complete test sequence; 
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when unmating is, for example, necessary for a certain test, the same connectors shall be 
mated for the subsequent tests. 

In the following, a mated set of connectors is called a specimen. 

Before testing commences, the connectors shall have been stored for at least 24 h in the non-
inserted state under normal climate conditions for testing according to IEC 60068-1.  

When initial tests according to test group P have been completed, all specimens are divided 
up according to the test groups A to F, except the specimens for test group G.  

The number of specimens necessary for entire inspection and test sequence is defined in 
Table 10. 

Table 10 – Number of specimens for test sequence 

Test groups 

P A B C D E F G H 

29 6 8 4 4 4 See note 1 See note 2 3 

NOTE 1 As the tests of group F are not applicable, no specimens are required for this test group, unless 
otherwise specified by the manufacturer. 

NOTE 2 The number of specimens for test group G depends on the type of termination tested and the relevant 
test standard. These specimens do not undergo the initial tests according to test group P. 

 

At least 10 contacts per specimen shall be taken into account for measurement of the test 
values. 

8.2 Arrangement for contact resistance measurement  

Conditions: IEC 60512, test 2a 

 

V 

I 

IEC   435/12  

Figure 13 – Arrangement for resistance measurement  

8.3 Arrangement for contact disturbance measurement (shock and vibration test) 
Conditions: IEC 60512, test 2a 
Contacts to be monitored (8 contact pairs):  
5-6; 35-36; 59-60; 83-84; 90-91; 120-121; 144-145; 169-170 
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Figure 14 – Arrangement for measurement of contact disturbance  

The measurement of contact resistance shall be carried out on the number of contacts 
specified. A schematic arrangement is shown in Figure 14. 

8.4 Arrangement for current carrying measurement 

Conditions: IEC 60512, test 2a 

 

I = 0,5 A (all general purpose contacts connected in series) 

 
Free board 
connector 

 
Fixed board 
connector 

I = 0,125 A (all high-speed signal contacts connected in series) 

I = 1,9 A (all power contacts connected in series) 

I = 0,375 A (all ground contacts connected in series) 

IEC   437/12  

Figure 15 – Wiring arrangement for current-carrying measurement 

8.5 Arrangement for dynamic stress tests 

Conditions: IEC 60512, tests 6c and 6d  
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Free board 
connector 

 
Fixed board 
connector 

Backplane 

30 

Printed board 

IEC   438/12  

Figure 16 – Test setup for shock and vibration test 

8.6 Arrangement for testing static load; transverse 

Conditions: The static load has to be applied according to Figure 17. 

 Direction of 
applied force 

 
Plugged until 
end stop 

IEC   439/12  

Figure 17 – Application of static load 

8.7 Arrangement for voltage proof and polarization voltage 

The wiring arrangement for voltage proof is according to Figure 18. The test has to be 
performed according to IEC 60512-4-1, Test 4a. 
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Fixed board 
connector 

 
Free board 
connector 

Ground V 

IEC   440/12  

Figure 18 – Measurement arrangement for voltage proof 

8.8 Arrangement for flammability tests 

Conditions: IEC 60512-9, Test 20 a 

 

Test item 

5 

80° 45° 

IEC   441/12  

Figure 19 – Measurement arrangement for flammability tests 

8.9 Test boards for impedance and transmission characteristics 

The test boards shall allow testing of at least 4 neighboring differential pairs, two adjacent on 
each side plus the opposite two (see Figure 20).  

 
IEC   442/12  

Figure 20 – Break out area of the connector footprint 
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Rise time degradation of the test boards shall be less than 20 ps (20 % – 80 %) per board. 
50 Ω single ended and 100 Ω differential impedance both with max. 6 % tolerance. Losses 
shall be better than 1 dB at 1 GHz, 3 dB at 5 GHz and 6 dB at 10 GHz.  

 
IEC   443/12  

Figure 21 – Example of a test fixture for fixed board connectors  

 
IEC   444/12  

Figure 22 – Example of a test fixture for free board connectors  

The test fixture may include structures for pre-error correction and proper de-embedding of 
the connector. The tracelength of the different connections on each test fixture shall be 
matched mechanically within 0,05 mm length. The tracelength may be different on different 
test fixtures (see Figures 21 and Figure 22 for examples). 

8.10 Pre-conditioning 

Before the tests are performed, the connectors shall be preconditioned under conditions 
specified in IEC 60068-1 for a period of 24 h, unless otherwise specified by the detail product 
specification. 

8.11 Wiring and mounting of specimens 

8.11.1 Wiring 

See 8.1 to 8.9. 

8.11.2 Mounting 

When mounting is required in a test, the connectors shall be rigidly mounted on a metal plate, 
a printed board or to specified accessories, whichever is applicable, using the normal 
mounting method and fixing devices as laid down in 8.1 to 8.9. 
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8.12 Test procedures and measuring methods 

The test methods specified and given in the relevant standards are the preferred methods but 
not necessarily the only ones which can be used. In case of dispute, however, the specified 
method shall be used. 

Unless otherwise specified, all tests shall be carried out under standard atmospheric 
conditions for testing as specified in IEC 60068-1. 

8.13 Test schedule tables 

8.13.1 Test group P – Preliminary 

All specimens (except those for test group G) shall be subject to the following tests according 
to Table 11. 

Table 11 – Test group P 

Test 
phase 

Test Measurement to be 
performed 

Requirements 

Title IEC 60512 
Test No. 

Severity 
or 

condition 
of test 

Title IEC 60512 
Test No. 

PLa All connector 
styles 

P1 General 
examination 

  Visual 
examination 

1a  There shall be no 
defect that would 
impair normal 
operation. 
Specimens are free of 
burrs, cracks, or other 
deficiencies. 

Examination of 
dimensions 
and mass 

1b  The dimensions shall 
comply with those 
specified in the 
relevant figures and 
tables of Clause 3 

P2 Polarizing 
method 

13e Not 
applicable 

    

P3    Contact 
resistance 

2a  All contacts: 60 mΩ 
max. see 7.2.4 

P4    Insulation 
resistance 

3a  108 Ω min.  
see 7.2.5 

P5    Voltage proof 4a  According 7.2.2 

There shall be no 
breakdown or 
flashover 

a As only performance level 1 is defined, no differentiation in standards is necessary. This applies to all test 
groups. 

 

The specimens shall be divided into six groups. All connectors in each group shall undergo 
the tests specified for the relevant group. 
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8.13.2 Test group A – Dynamic/climatic 

All specimens of Group A shall be subject to the following tests according to Table 12. 

Table 12 – Test group A 

Test 
phase 

Test Measurement to be  
performed 

Requirements 

 

Title IEC 60512 
Test No. 

Severity or 
condition of test 

Title IEC 60512 
Test No. 

PL All connector 
styles 

A1 Engaging and 
separating 
forces 

 Speed: 10 mm/s 
max. 

Engaging 
and 
separating 
forces 

13a  According to 
7.3.2 

A2 Probe 
damage 

16a Not applicable Gauge 
retention 
force 

16e  Not applicable 

A3 Solderability 12a Not applicable, see 
test phase G3 

   Only for 
connectors 
with solder 
termination 

A4    Voltage proof 4a  Not applicable 

A5 Contact 
retention in 
insert 

15a Not applicable     

A6 Bump 6b Not applicable     

A7 Vibration 6d  Contact 
disturbance 

2e  no rise of 
resistance 
above 10 Ω 
for more than 
10 ns 

Unmated 
connectors 

Visual 
examination 

1a  There shall be 
no damage 
that would 
impair normal 
operation 

Connecting points: 
see 7.2.4; 
10 contacts per 
specimen 

Contact 
resistance 

2a  Rise in 
relation to 
initial value 15 
mΩ max. 

A8 Shock 6c Arrangement in 
fixture see 8.5 

Shock acceleration 
500 m/s2 

Duration of impact 
11 ms 

Contact 
disturbance 

2e  no rise of 
resistance 
above 10 Ω 
for more than 
10 ns 

Unmated 
connectors 

Visual 
examination 

1a  There shall be 
no damage 
that would 
impair normal 
operation 

Connecting points: 
see 
7.2.4;10 contacts 
per specimen 

Contact 
resistance 

2a  Rise in 
relation to 
initial value 15 
mΩ max. 

A9 Acceleration 
steady state 

6a Not applicable     
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Table 12 – Test group A (continued) 

Test 
phase 

Test Measurement to be  
performed 

Requirements 
 

Title IEC 60512 
Test No. 

Severity or 
condition of test 

Title IEC 60512 
Test No. 

PL All 
connector 

styles 
A10 Rapid 

change of 
temperature 

11d – 55 °C to 105 °C 
Five cycles, 
30 min/temp., 
recovery time 2 h, 
mated connectors 

    

Test voltage 
80 V d.c. Method A 
mated connectors 
85 contacts per 
specimen 

Insulation 
resistance 

3a  107 Ω  min. 

Test voltage 
80 V r.m.s. Method B 
Mated connectors 
85 contacts per 
specimen  
Wiring according to 
6.1.6 

Voltage proof 4a  There shall 
be no 
breakdown or 
flashover 

Unmated connectors Visual 
examination 

1a  There shall 
be no damage 
that would 
impair normal 
operation 

A11 Climatic 
sequence 

11a Mated connectors     

A11.1 Dry heat 11i Method A, 105 °C, 
unloaded, duration 
16 h, recovery time 2 
h, test voltage 80 V 
d.c.,  
85 contacts per 
specimen 

Insulation 
resistance at 
high 
temperature  

3a  107 Ω min. 

A11.2 Damp heat 
cyclic, first 
cycle 

11m 55 °C Variant 1     
Unmated connectors Visual 

examination 
1a  There shall 

be no damage 
that would 
impair normal 
operation 

A11.3 Cold 11j – 55 °C, duration 2 h 
Recovery time 2 h 

    

Unmated connectors Visual 
examination 

1a  There shall 
be no damage 
that would 
impair normal 
operation 

A11.4 Low air 
pressure 

11k Not applicable     

A11.5 Damp heat 
cyclic, 
remaining 
cycles 

11m 55 °C, Variant 1     
Test voltage 80 V 
d.c. Method A mated 
connectors 85 
contacts per 
specimen 

Insulation 
resistance 

3a  107 Ω  min. 

Connecting points: 
see 7.2.4;10 contacts 
per specimen 

Contact 
resistance 

2a  Rise in 
relation to 
initial value 
15 mΩ max. 

Test voltage 
80 V r.m.s. Method B 
Mated connectors 
85 contacts per 
specimen  
Wiring according to 
8.7 

Voltage proof 4a  There shall 
be no 
breakdown or 
flashover 
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Table 12 – Test group A (continued) 

Test 

phase 

Test Measurement to be 

performed 

Requirements 

Title IEC 60512 

Test No. 

Severity or 

condition 
of test 

Title IEC 60512 

Test No. 

PL All connector 

styles 

A12.1 Engaging and 
separating 
forces 

 Speed: 10 
mm/s max. 

Engaging and 
separating 
forces 

13a  According to 7.3.2 

A13 Visual 
inspection 

 Unmated 
connectors 

Visual 
examination 

1a  There shall be no 
damage that would 
impair normal 
operation 

 

8.13.3 Test group B – Mechanical endurance 

All specimens of Group B shall be subject to the following tests according to Table 13. 

Table 13 – Test group B 

Test 
phase 

Test Measurement to be 
performed 

Requirements 

Title IEC 60512 
Test No. 

Severity or 
condition of test 

Title IEC 60512 
Test No. 

PL All connector 
styles 

B1 Gauge 
retention 
force 

 Not applicable     

B2 Mechanical 
operation 

9a Speed 10 mm/s 
max. Rest 30 s 
(unmated) Half of 
specified number 
of operations (= 
100) 

    

Unmated 
connectors 

Visual 
examination 

1a  There shall be 
no damage that 
would impair 
normal 
operation 

Connecting points: 
see 7.2.4;10 
contacts per 
specimen 

Contact 
resistance 

2a  Rise in relation 
to initial value 
15 mΩ max. 

Test voltage 80 V 
d.c. Method A 
mated connectors 
85 contacts per 
specimen 

Insulation 
resistance 

3a  107 Ω min. 

Test voltage 80 V 
r.m.s. Method B 
Mated connectors 
85 contacts per 
specimen  
Wiring according to 
8.7 

Voltage 
proof 

4a  There shall be 
no breakdown 
or flashover 
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Table 13 – Test group B (continued) 

Test 
phase 

Test Measurement to be 
performed 

Requirements 

Title IEC 60512 
Test No. 

Severity or 
condition of test 

Title IEC 60512 
Test No. 

PL All connector 
styles 

B3 Corrosion, 
industrial 
atmosphere 

11g Method 4 
Half number 
mated 
Half number 
unmated 

   10 days 

   Connecting 
points: see 
7.2.4;10 contacts 
per specimen 

Contact 
resistance 

2a  Rise in relation 
to initial value 
15 mΩ max. 

B4  Mechanical 
operation 

9a Speed 10 mm/s 
max. Rest 30 s 
(unmated)  
Remaining 
number of 
operations  
(= 100) 

    

Unmated 
connectors 

Visual 
examination 

1a  There shall be 
no damage that 
would impair 
normal 
operation 

Connecting 
points: see 
7.2.4;10 contacts 
per specimen 

Contact 
resistance 

2a  Rise in relation 
to initial value 
15 mΩ max. 

Test voltage 80 V 
d.c. Method A 
mated connectors 
85 contacts per 
specimen 

Insulation 
resistance 

3a  107 Ω  min. 

Test voltage 80 V 
r.m.s. Method B 
Mated connectors 
85 contacts per 
specimen  
Wiring according 
to 8.7 

Voltage 
proof 

4a  There shall be 
no breakdown 
or flashover 

B5 Probe 
damage 

16a Not applicable     

B6 Static load, 
transverse 

8a Arrangement and 
applicable forces 
according to 8.6 

   200 N 

   Unmated 
connectors 

Visual 
examination 

1a  There shall be 
no damage that 
would impair 
normal 
operation 
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8.13.4 Test group C – Moisture 

All specimens of Group C shall be subject to the following tests according to Table 14. 

Table 14 – Test group C 

Test 
phase 

Test Measurement to be 
performed 

Requirements 

Title IEC 60512 
Test No. 

Severity or 
Condition of test 

Title IEC 60512 
Test No. 

PL All connector 
styles 

C1 Damp 
heat , 
steady 
state 

11c Unloaded 
Polarizing voltage 
60 V d.c. 
Wiring according to 
8.7 

   56 days 

Test voltage 80 V 
d.c. Method A 
mated connectors 
85 contacts per 
specimen 

Insulation 
resistance 

3a  107 Ω  min. 

Connecting points: 
see 7.2.4; 
10 contacts per 
specimen 

Contact 
resistance 

2a  Rise in relation to 
initial value 15 
mΩ max. 

Test voltage 80 V 
r.m.s. Method B 
Mated connectors 
85 contacts per 
specimen  
Wiring according to 
8.7 

Voltage proof 4a  There shall be no 
breakdown or 
flashover 

Speed: 10 mm/s 
max. 

Engaging and 
separating 
forces 

13a  According to 
7.3.2 

Unmated connectors Visual 
examination 

1a  There shall be no 
damage that 
would impair 
normal operation 
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8.13.5 Test group D – Electrical load 

All specimens of Group D shall be subject to the following tests according to Table 15. 

Table 15 – Test group D 

Test 
phase 

Test Measurement to be 
performed 

Requirements 

Title IEC 60512 
Test No. 

Severity or 
condition of 

test 

Title IEC 60512 
Test No. 

PL All connector 
Styles 

D1 Mechanical 
operation 

9a Speed 10 mm/s 
max. Rest 30 s 
(unmated) Half 
of specified 
number of 
operations 
(= 100) 

    

D2 Electric load 
and 
temperature 

9b Ambient 
temperature 
70 °C  
Electrical load 
acc. to Table 7 
All contacts 
loaded 
Duration 1 000 h 
Recovery time 
2 h 

   The temperature in 
the centre of the 
specimens shall 
not exceed the 
maximum 
operating 
temperature by 
more than 5 % 

Connecting 
points: see 
7.2.4;10 
contacts per 
specimen 

Contact 
resistance 

2a  Rise in relation to 
initial value 15 mΩ 
max. 

Test voltage 
80 V d.c. Method 
A mated 
connectors 
85 contacts per 
specimen 

Insulation 
resistance 

3a  107 Ω min. 

Test voltage 
80 V r.m.s. 
Method B Mated 
connectors 
85 contacts per 
specimen  
Wiring according 
to 8.7 

Voltage 
proof 

4a  There shall be no 
breakdown or 
flashover 

Unmated 
connectors 

Visual 
examination 

1a  There shall be no 
damage that would 
impair normal 
operation 
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8.13.6 Test group E – Mechanical resistivity 

All specimens of Group E shall be subject to the following tests according to Table 16. 

Table 16 – Test group E 

Test 
phase 

Test Measurement to 
be 

performed 

Requirements 

Title IEC 60512 
Test No. 

Severity or 
condition of test 

Title IEC 60512 
Test No. 

PL All connector 
styles 

E1 Robustness of 
terminations 

16f Not applicable     

E2 Contact 
retention in 
Insert 

15a Not applicable     

E3 Probe damage 16a Not applicable     

E4 Mould growth 11e Not applicable     

E5 Flammability 20a One unmated 
specimen 
Arrangement 
according to 8.8 
Duration of 
application 10 s 

   Burning time 10 s 
max. after removal 
of flame 

 

8.13.7 Test group F – Chemical resistivity 

All specimens of Group F shall be subject to the following tests according to Table 17. 

Table 17 – Test group F 

Test 
phase 

Test Measurement to be 
performed 

Requirements 

Title IEC 60512 
Test No. 

Severity or 
condition of 

test 

Title IEC 60512 
Test No. 

PL All 
connector 

styles 

F1 Resistance to fluids, 
solvents 

 Not applicable     

NOTE 1 As the tests of group F are not applicable, no specimens are required for this test group, unless 
otherwise specified by the manufacturer. 

 

Full document details: IEC 61076-4-116-2015

http://avadocuments2026.com/doc/iec-61076-4-116-2015
http://avadocuments2026.com/doc/iec-61076-4-116-2015


IEC 61076-4-116:2012+AMD1:2015 CSV – 41 – 
© IEC 2015 

8.13.8 Test group G – Connections 

All specimens for test group G shall be subject to the following tests according to Table 18. 

Table 18 – Test group G 

Test 
phase 

Test Measurement to be 
performed 

Requirements 

Title IEC 60512 
Test No. 

Severity or 
condition of test 

Title IEC 60512 
Test No. 

PL All connector 
styles 

G1 Press-in 
termination 

 According to 
IEC 60352-5 

   Only connectors 
with press-in 
connections 

G2 Compression 
mount 
termination 

 According to 
IEC 60352-8 

   Only connectors 
with compression 
mount connection 

G3 Solder 
termination 

 According to 
IEC 60068-2-52 
265 °C, Reflow 

   Only connectors 
with solder 
termination 

NOTE 1 Where test evidence may be presented to the satisfaction of the NSI, confirming that the connection 
methods used by the connectors have been previously tested in accordance with the specified tests of 
IEC 60352, and have satisfactorily passed them, test phases G1 to G2 may be omitted. 

 

8.13.9 Test group H – Signal integrity tests 

All specimens of Group H shall be subject to the following tests according to Table 19. 

Table 19 – Test group H 

Test 
phase 

Test Measurement to be 
performed 

Requirements 

Title IEC 6051
2 

Test No. 

Severity or 
condition of test 

Title IEC 6051
2 

Test No. 

PL All connector 
styles 

H1 Test fixture 
measurement 

 See 8.9 Time domain 

Impedance 
profile 

  - Single ended 
impedance profile of 
SE traces 50 Ω ± 3 Ω 

- Plot Differential 
impedance profile of 
diff. traces 
100 Ω ± 6 Ω 

- Plot 20 % – 80 % 
risetime (diff. and 
SE) at the open end 
of the test fixtures 
≤ 55ps 

Frequency 
domain 

S-parameter 

  - Plot S11 of the single 
ended traces of the 
open ended test 
fixture. Envelope of 
S11:  
> – 2 dB at 1 GHz;  
> – 6 dB at 5 GHz;  
> – 12 dB at 10 GHz 

- If applicable plot IL 
and RL of a SE 
connection 
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Table 19 – Test group H (continued) 

Test 
phase 

Test Measurement to be 
performed 

Requirements 

Title IEC 60512 
Test No. 

Severity or 
condition of 

test 

Title IEC 60512 
Test No. 

PL All connector 
styles 

H2 Specimens 
measurement 
for signal 
integrity (SI) 

 Measurements 
of the 
specimen 
including the 
test fixture 
requirements 
see 7.2.7 

Time 
domain 

Impedance 
profile 

  - Plot SE impedance 
profile of the 
specimen  

- Plot diff. 
impedance Profile 
of the specimen 

 Frequency 
domain 

S-
parameter 

  - Plot SE RL and IL 
of all connections 

- Plot diff. RL and IL 
of all connections 

- Plot common RL 
and IL of all 
connections 

- If deembedding is 
performed, plot 
SE, diff. and 
common RL and IL 
of the specimen 
only 

- Plot diff. NEXT 
and FEXT for all 
directions (see 
Figure 12) 

Propagation 
delay 

Time 
domain 

  - Propagation delay 
within the 
connector, 

- Skew within a 
differential pair, 

- Propagation delay 
between 
differential pairs, 

- Propagation delay 
between contact 
rows 

H3 Damp heat, 
steady state 

11c     56 days, 1 specimena 

All frequency 
domain DUT 
measurements 
(see H2) 

 Measurements 
performed 
within 1 h 
after removing 
the DUT out of 
the test 
chamber 

   SI-performance shall  
not be degraded by 
more than 2 dB (each  
S-Parameter) 

a Damp heat is applied to one specimen only. 

NOTE  All plots should be integrated into the test report. 
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Annex A 
(informative) 

 
Vibration and shock testing of connectors mounted to a mechanical 

structure for electronic equipment according to IEC 60917 and  
IEC 60297 – Test setup of assemblies with mass loading of printed boards 

A.1 General 

Dynamic stress tests on connector as defined in 8.5 are carried out according to IEC 60512, 
tests 6c and 6d. The device under test consists of the connector assembled to a printed 
board. The printed board under test usually contains the connector but no additional 
components. 

Practice has demonstrated for a long time that this test setup is sufficient for connector 
qualification and for comparing the results of different arrangements and of different test 
laboratories. Nevertheless there are concerns that boards with heavy mechanical load, due to 
heavy components, may cause extra movements between the plug-in unit and the subrack 
assembly, respectively between the free printed board connector and the fixed connector 
mounted on the backplane, this would cause micro movements and increase the wear of the 
precisions metal plating in the contact area of male and female contacts. 

IEC 60917 series and IEC 60297 series define the connector interfaces for subracks and 
associated plug-in units. A plug-in unit in general is a printed board assembly. 

IEC 61587-1 and IEC 61587-5 call out the mechanical only shock, vibration and seismic 
testing of subracks and plug-in units with simulated mass loading. However, the electrical 
performance of the connector interface is not defined. The connector may pass mechanically 
but if the connector will pass its electrical capability is not specified. 

It is the object of this amendment to provide an evaluation of the combination of connector 
and heavy printed board assembly (plug-in unit). 

This standard contains only the necessary information and test setups to test the electrical 
performance of printed board connectors that are mounted to mass loaded plug-in units 
according to IEC 60917 series, IEC 60297 series standards and shock and vibration 
conditions as defined in IEC 61587-1 and IEC 61587-5. 

A.2 General information and objectives 

This Annex A establishes only the test setup requirements for mass loaded printed boards 
(plug-in units) assembled with free connectors and subracks assembled with the 
corresponding fixed connectors as used in IEC 60917 series and IEC 60297 series equipment 
practices. 

The vibration and shock test severity levels are defined in IEC 61587-1. The seismic severity 
levels are defined in IEC 61587-5. 

The object of this annex is to provide a test method for connector under conditions closer to 
the intended service condition to provide information of contact resistance under lifetime and 
expected severity of the intended use. 
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A.3 Terms and definitions 

A.3.1  
plug-in unit 
plug-in units are defined in IEC 60917 series and consist in their simplest form of a printed 
board (PB) assembly containing a free connector interfacing with the fixed connector in the 
subrack 

A.3.2  
intended use 
method of use of a plug-in unit under test that simulates an artificial service condition 
identified by the manufacturer, and according to which the recommended configuration as 
described in this standard (such as the physical size of the plug-in unit, the mass loading, the 
retention, bolt size, quantities, and torque values) is used during testing 

A.3.3  
simulated load boards 
simulated mass attached to plug-in units according to IEC 61587-1. Mass as calculated for a 
specific application may be used 

A.3.4  
mated pair under test 
the mated pair under test consists of the free connector (PB mounted connector or edge 
board) and the fixed connector (backplane mounted) and shall be tested mounted onto the 
centre of the PB (see Figure A.4 and Figure A.5) 

Note 1 to entry: The test arrangement consists of multiple connectors that may be placed in an application 
specific configuration under agreement between the manufacturer and user. The connectors under test shall be 
mounted to the plug-in unit PB and subrack backplane according to their intended mounting features (press fit, 
solder, surface, etc.). 

A.3.5  
application specific 
defines a specific intended use configuration as agreed between manufacturer and user. The 
user may select a requirement from a standard or specification or define a unique product 
requirement 
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A.4 Test setup overview 

A.4.1 Existing arrangements for dynamic stress tests – no mass loading (see Figure 
A.1) 

 

Figure A.1 – Existing test setups for vibration and shock tests – no mass loading 

A.4.2 Arrangement for dynamic stress tests – with mass loading (see Figure A.2) 

 

Figure A.2 – Test setups for vibration and shock tests – with mass loading 
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A.5 Connector vibration and shock test setups for mass loaded plug-in units  

A.5.1 Printed board size and mass load consideration 

For the purpose of this test the PB sizes and related mass loading as defined in IEC 61587-1 
shall be used. 

A.5.2 Vibration and shock test fixture requirements 

The test fixture shall be as rigid as possible and designed using the practices as outlined in 
IEC 60068-2-47, see Figure A.3. The nominal dimension between the two plug-in unit guide 
rails shall be 0,50 mm larger than the nominal dimension of the engaging PCB edges. The 
tolerance shall be ±0,40 mm. 

 

Figure A.3 – Sectional view of the test setup for shock  
and vibration tests – with mass loadings 

A.5.3 Vibration and shock test – mass loading condition 

The simulated load of a plug-in unit may be mounted to the PB in two alternative ways. 
Condition A is more severe than condition B. The vendor may choose the condition (see 
Figure A.4 and Figure A.5). The nominal dimension of the PCB edges engaging into the plug-
in unit guide rails shall be 0,5 mm smaller than the nominal dimension of the two plug-in unit 
guide rails. The tolerance shall be ±0,1 mm. 
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