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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
PROGRAMMABLE CONTROLLERS –  

 
Part 6: Functional safety 

 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61131-6 has been prepared by subcommittee 65B: Measurement 
and control devices, of IEC technical committee 65: Industrial-process measurement, control 
and automation. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

65B/831/FDIS 65B/850/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 
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A list of all parts of the IEC 61131 series can be found, under the general title Programmable 
controllers, on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 
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INTRODUCTION 

General 

IEC 61131 series consists of the following parts under the general title Programmable 
controllers: 

Part 1: General information 
Part 2: Equipment requirements and tests 
Part 3: Programming languages 
Part 4: User guidelines 
Part 5: Communications 
Part 6: Functional safety 
Part 7: Fuzzy control programming 
Part 8: Guidelines for the application and implementation of programming languages  

This Part of IEC 61131 series constitutes Part 6 of a series of standards on programmable 
controllers and the associated peripherals and should be read in conjunction with the other 
parts of the series. 

As this document is the FS-PLC product standard, the provisions of this part should be 
considered to govern in the area of programmable controllers and their associated 
peripherals. 

Compliance with Part 6 of IEC 61131 cannot be claimed unless the requirements of Clause 4 
of this part are met. 

Terms of general use are defined in Part 1 of IEC 61131. More specific terms are defined in 
each part. 

In keeping with 1.1 of IEC 61508-1:2010, this part encompasses the product specific 
requirements of IEC 61508-1, 61508-2 and 61508-3 as pertaining to programmable controllers 
and their associated peripherals. 

This document’s intent is to follow the IEC 61508 series structure, in principle. But some 
aspects do not have a direct correlation and thus need to be addressed somewhat differently. 
In part, this is due to addressing hardware, software, firmware, etc. in a single document. 

Framework of this part 

IEC 61508-1:2010, Figure 2 is included here, and is designated Figure 1. It has been adjusted 
to show how an FS-PLC fits into the overall E/E/PE safety-related system safety lifecycle. 
Though Figure 1 box 10 includes sensors, logic subsystem and final elements (e.g. 
actuators), from the viewpoint of IEC 61508-1, the FS-PLC is given emphasis here by 
including a reference to Figure 3.  

As such, the Realization Phase, Figure 1, box 10, embodies only the logic subsystem, from 
this part’s perspective.  
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Concept1 Concept1

Overall scope
definition2 Overall scope
definition2

Hazard and risk
analysis3 Hazard and risk
analysis3

Overall safety 
requirements4 Overall safety 
requirements4

Overall safety 
requirements allocation5 Overall safety 
requirements allocation5

Overall installation
and commissioning12 Overall installation
and commissioning12

Overall safety
validation13 Overall safety
validation13

Overall operation,
maintenance and repair14 Overall operation,
maintenance and repair14 Overall modification

and retrofit15 Overall modification
and retrofit15

Decommission 
or disposal16 Decommission 
or disposal16

Back to appropriate
overall safety lifecycle

phase

Overall
operation and
maintenance

planning
6

Overall
operation and
maintenance

planning
6

Overall
safety

validation
planning

7
Overall
safety

validation
planning

7
Overall

installation and
commissioning

planning
8

Overall
installation and
commissioning

planning
8

Overall planning

E/E/PE
Safety-related systems

10
Realization

(FS-PLC See Figure 3)

Other risk
reduction measures

11
Specification and 

Realization 

NOTE 1 Activities relating to verification, management of functional safety and functional safety assessment are not shown for 
reasons of clarity but are relevant to all overall, E/E/PE system and software safety lifecycle phases.

NOTE 2 The phases represented by box 11 is outside the scope of this standard.

NOTE 3 IEC 61508-2 and IEC 61508-3 deal with box 10 (realization) but they also deal, where relevant, with the programmable 
electronic (hardware and software) aspects of boxes 13, 14 and 15.

NOTE 4 See IEC 61508-1, Table 1 for a description of the objectives and scope of the phases represented by each box.

NOTE 5 The technical requirements necessary for the overall operation, maintenance, repair Modification, retrofit and 
decommissioning or disposal will be specified as part of the information provided by the supplier of the E/E? PE safety-related 
system and its elements and components.

E/E/PE system safety 
requirements specification9 E/E/PE system safety 
requirements specification9

 

Figure 1 – FS-PLC in the overall E/E/PE safety-related system safety lifecycle phases 

The areas included in this part are FS-PLC safety lifecycle management, functional safety 
requirements allocation, and development planning; with the major emphasis on the 
Realization Phase (Box 10) of the overall safety lifecycle, shown in Figure 1. The assumption 
of this part is that the FS-PLC is utilized as a logic subsystem for the overall E/E/PE system. 

The Figure 1, Realization (box 10), includes:  

• the allocation of the FS-PLC safety aspects to FS-PLC hardware, software or firmware, or 
any combination,  

• FS-PLC hardware architectures, 

• verification and validation activities at the FS-PLC level, 

• FS-PLC modification requirements, 

• operation and maintenance information for the FS-PLC user, 

• information to be provided by the FS-PLC manufacturer for the user. 

IEC   1817/12 
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PROGRAMMABLE CONTROLLERS –  
 

Part 6: Functional safety 
 
 
 

1 Scope 

This Part of the IEC 61131 series specifies requirements for programmable controllers (PLCs) 
and their associated peripherals, as defined in Part 1, which are intended to be used as the 
logic subsystem of an electrical/electronic/programmable electronic (E/E/PE) safety-related 
system. A programmable controller and its associated peripherals complying with the 
requirements of this part is considered suitable for use in an E/E/PE safety-related system 
and is identified as a functional safety programmable logic controller (FS-PLC). An FS-PLC is 
generally a hardware (HW) / software (SW) subsystem. An FS-PLC may also include software 
elements, for example predefined function blocks.  

An E/E/PE safety-related system generally consists of sensors, actuators, software and a 
logic subsystem. This part is a product specific implementation of the requirements of the  
IEC 61508 series and conformity to this part fulfils all of the applicable requirements of  the 
IEC 61508 series related to FS-PLCs. While the IEC 61508 series is a system standard, this 
part provides product specific requirements for the application of the principles of the 
IEC 61508 series to FS-PLC. 

This Part of the IEC 61131 series addresses only the functional safety and safety integrity 
requirements of an FS-PLC when used as part of an E/E/PE safety-related system. The 
definition of the functional safety requirements of the overall E/E/PE safety-related system 
and the functional safety requirements of the ultimate application of the E/E/PE safety-related 
system are outside the scope of this part, but they are inputs for this part. For application 
specific information the reader is referred to standards such as the IEC 61511 series, 
IEC 62061, and the ISO 13849 series. 

This part does not cover general safety requirements for an FS-PLC such as requirements 
related to electric shock and fire hazards specified in IEC 61131-2.  

This part applies to an FS-PLC with a Safety Integrity Level (SIL) capability not greater than 
SIL 3. 

The objective of this part is: 

• to establish and describe the safety life-cycle elements of an FS-PLC, in harmony with the 
general safety life-cycle identified in IEC 61508-1, -2 and -3; 

• to establish and describe the requirements for FS-PLC HW and SW that relate to the 
functional safety and safety integrity requirements of a E/E/PE safety-related system; 

• to establish evaluation methods for a FS-PLC to this part for the following 
parameters/criteria: 
– a Safety Integrity Level (SIL) claim for which the FS-PLC is capable,  
– a Probability of Failure on Demand (PFD) value,  
– an average frequency of dangerous failure per hour value (PFH),  
– a value for the safe failure fraction (SFF),  
– a value for the hardware fault tolerance (HFT), 
– a diagnostic coverage (DC) value,  
– a verification that the specified FS-PLC manufacturer’s safety lifecycle processes are 

in place, 
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– the defined safe state, 
– the measures and techniques for the prevention and control of systematic faults, and 
– for each failure mode addressed in this part, the functional behaviour in the failed 

state; 

• to establish the definitions and identify the principal characteristics relevant to the 
selection and application of FS-PLCs and their associated peripherals. 

This part is primarily intended for FS-PLC manufacturers. It also includes the critical role of 
FS-PLC users through the user documentation requirements. Some user guidelines for FS-
PLCs may be found in IEC 61131-4. 

The requirements of ISO/IEC Guide 51 and IEC Guide 104, as they relate to this part, are 
incorporated herein. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60947-5-1:2003, Low-voltage switchgear and controlgear – Part 5-1: Control circuit 
devices and switching elements – Electromechanical control circuit devices 

IEC/TS 61000-1-2:2008, Electromagnetic compatibility (EMC) – Part 1-2: General – 
Methodology for the achievement of functional safety of electrical and electronic systems 
including equipment with regard to electromagnetic phenomena 

IEC 61000-4-2:2008, Electromagnetic compatibility (EMC) – Part 4-2: Testing and 
measurement techniques – Electrostatic discharge immunity test 

IEC 61000-4-3:2006, Electromagnetic compatibility (EMC) – Part 4-3: Testing and 
measurement techniques – Radiated, radio-frequency, electromagnetic field immunity test 

IEC 61000-4-4:2012, Electromagnetic compatibility (EMC) – Part 4-4: Testing and 
measurement techniques – Electrical fast transient/burst immunity test 

IEC 61000-4-5:2005, Electromagnetic compatibility (EMC) – Part 4-5: Testing and 
measurement techniques – Surge immunity test 

IEC 61000-4-6:2008, Electromagnetic compatibility (EMC) – Part 4-6: Testing and 
measurement techniques – Immunity to conducted disturbances, induced by radio-frequency 
fields 

IEC 61000-4-8:2009, Electromagnetic compatibility (EMC) – Part 4-8: Testing and 
measurement techniques – Power frequency magnetic field immunity test 

IEC 61131-1:2003, Programmable controllers – Part 1: General information 

IEC 61131-2:2007, Programmable controllers – Part 2: Equipment requirements and tests 

IEC 61131-4:2004, Programmable controllers – Part 4: User guidelines 

IEC 61326-3-1:2008, Electrical equipment for measurement, control and laboratory use – 
EMC requirements – Part 3-1: Immunity requirements for safety-related systems and for 
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equipment intended to perform safety-related functions (functional safety) – General industrial 
applications  

IEC 61326-3-2:2008, Electrical equipment for measurement, control and laboratory use – 
EMC requirements – Part 3-2: Immunity requirements for safety-related systems and for 
equipment intended to perform safety-related functions (functional safety) – Industrial 
applications with specified electromagnetic environment 

IEC 61508-1:2010, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 1: General requirements 

IEC 61508-2:2010, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 2: Requirements for electrical/electronic/programmable electronic 
safety-related systems 

IEC 61508-3:2010, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 3: Software requirements 

IEC 61508-6:2010, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 6: Guidelines on the application of IEC 61508-2 and IEC 61508-3 

IEC 61784-3:2010, Industrial communication networks – Profiles – Part 3: Functional safety 
fieldbuses – General rules and profile definitions  

IEC 62443 (all parts), Industrial communication networks – Network and system security 

IEC Guide 104:2010, The preparation of safety publications and the use of basic safety 
publications and group safety publications 

ISO/IEC Guide 51:1999, Safety aspects – Guidelines for their inclusion in standards 

EN 50205:2002, Relays with forcibly guided (mechanically linked) contacts 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1  
application program  
application software 
part of the software of a programmable electronic system that specifies the functions that 
perform a task related to the EUC rather than the functioning of, and services provided by the 
programmable device itself  

[SOURCE: IEC 61508-4:2010, 3.2.7] 

3.2  
application specific integrated circuit  
ASIC 
integrated circuit designed and manufactured for specific function, where its functionality is 
defined by the product developer 

[SOURCE: IEC 61508-4:2010, 3.2.15] 

3.3  
architecture 
specific configuration of hardware and software elements in a system  

Full document details: IEC 61131-6 2012

http://webstore.iec.ch/webstore/webstore.nsf/ArtNum_PK/43215!opendocument
http://www.avadocuments.com/doc/iec-61131-6-2012
http://www.avadocuments.com/doc/iec-61131-6-2012


61131-6 © IEC:2012 – 13 – 

[SOURCE: IEC 61508-4:2010, 3.3.4] 

3.4  
availability 
the probability that an item is able to perform its intended function, expressed as a decimal 
value between zero and one 

EXAMPLE A = 0,9 means that a product is available 90 % of the time. 

Note 1 to entry: For λT << 1, A = 1 – λ T, See 3.23. 

3.5  
average frequency of a dangerous failure per hour  
PFH 
average frequency of a dangerous failure of an E/E/PE safety-related system to perform the 
specified safety function over a given period of time 

Note 1 to entry: The term “probability of dangerous failure per hour” is not used in this standard but the acronym 
PFH has been retained but when it is used it means “average frequency of dangerous failure [h]”. 

Note 2 to entry: From a theoretical point of view, the PFH is the average of the unconditional failure intensity, 
also called failure frequency, and which is generally designated w(t). It should not be confused with a failure rate 
(see Annex B of IEC 61508-6:2010). 

Note 3 to entry: When the E/E/PE safety-related system is the ultimate safety layer, the PFH should be calculated 
from its unreliability F(T)=1-R(t) (see failure rate above). When it is not the ultimate safety-related system its PFH 
should be calculated from its unavailability U(t) (see PFD, 3.38). PFH approximations are given by F(T)/T and 
1/MTTF in the first case and 1/MTBF in the second case. 

Note 4 to entry: When the E/E/PE safety-related system implies only quickly repaired revealed failures then an 
asymptotic failure rate λas is quickly reached. It provides an estimate of the PFH.  

[SOURCE: IEC 61508-4:2010, 3.6.19] 

3.6  
black channel 
parts of a communication channel which are not designed or validated according to the 
IEC 61508 series 

Note 1 to entry: See: 7.4.11.2 of IEC 61508-2:2010. 

3.7  
channel 
element or group of elements that separately implement an element safety function 

EXAMPLE A two-channel (or dual-channel) configuration is one with two channels that independently perform the 
same function. 

Note 1 to entry: The term can be used to describe a complete system, or a portion of a system (for example, 
sensors or final elements). 

[SOURCE: IEC 61508-4:2010, 3.3.6] 

3.8  
common cause failure  
CCF 
failure, that is the result of one or more events, causing concurrent failures of two or more 
separate channels in a multiple channel system, leading to system failure  

[SOURCE: IEC 61508-4:2010, 3.6.10] 

3.9  
cyber security 
protection of data in computer and information systems from loss or corruption due to 
intentional or unintentional activities by unauthorized or malicious individuals 
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Note 1 to entry: This term concerns the defence against such activities via network or other communication 
interfaces. 

3.10  
dangerous failure  
FS-PLC 
failure of an element and/or subsystem and/or system that plays a part in implementing the 
safety function that: 

a) prevents a safety function from operating when required (demand mode) or causes a 
safety function to fail (continuous mode) such that the EUC is put into a hazardous or 
potentially hazardous state; or, 

b) decreases the probability that the safety function operates correctly when required  

[SOURCE: IEC 61508-4:2010, 3.6.7] 

3.11  
dangerous fault 
fault that can lead to dangerous failure 

Note 1 to entry: If a dangerous fault is detected, action is taken to avoid a dangerous failure. 

3.12  
defined safe state 
the state of the FS-PLC, as defined by the FS-PLC manufacturer, when a dangerous failure 
occurs 

Note 1 to entry: Typically, the defined safe state is the default state of each and every FS-PLC output. For digital 
outputs, this state is considered de-energized unless specifically defined otherwise. For analogue outputs, this 
state is zero volts or zero amps, unless specifically defined otherwise. For communications ports, this state is 
defined as no communications, unless specifically defined otherwise. 

3.13  
detected failure 
termination of the ability of a functional unit to perform a required function detected by the 
diagnostic tests, proof tests, operator intervention or through normal operation  

EXAMPLE  Physical inspection and manual tests. 

3.14  
diagnostic coverage  
DC 
fraction of dangerous failures, detected by automatic on-line diagnostic tests, computed by 
using the dangerous failure rates associated with the detected dangerous failures divided by 
the total rate of dangerous failures 

Note 1 to entry: The dangerous failure diagnostic coverage is computed using the following equation, where DC is 
the diagnostic coverage, λDD is the detected dangerous failure rate and λDtotal is the total dangerous failure rate: 

DC = ΣλDD / ΣλDtotal 

Note 2 to entry: This definition is applicable providing the individual components have constant failure rates. 

[SOURCE: IEC 61508-4:2010, 3.8.6] 

3.15  
E/E/PE 
electrical/electronic/programmable electronic  

3.16  
element 
part of a subsystem comprising a single component or any group of components that performs 
one or more element safety functions 
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[SOURCE: IEC 62061:2005, 3.2.6, modified] 

Note 1 to entry: An element may comprise hardware and/or software. 

[SOURCE: IEC 61508-4:2010, 3.4.5, modified] 

3.17  
element safety function 
that part of a safety function which is implemented by an element 

[SOURCE: IEC 61508-4:2010, 3.5.3, modified] 

3.18  
embedded SW  
embedded software  
embedded firmware  
FW 
software controlling the operation of the FS-PLC or one of its subsystems  

Note 1 to entry: The embedded software is supplied by the FS-PLC manufacturer installed in the FS-PLC. The 
user has no direct access to embedded software. The FS-PLC manufacturer develops or writes embedded software 
to control his FS-PLC. This may, for example, control the communication subsystem or the interpretation of the 
program developed by the user in the engineering tools. 

Note 2 to entry: Another term for embedded software. 

Note 3 to entry: Firmware can be either safety related or non-safety related. 

3.19  
engineering tools 
software for developing the application program 

EXAMPLE: The engineering tools software is supplied by the FS-PLC manufacturer to be installed on a personal 
computer workstation. Within this SW package the user develops or writes his application program to control his 
process. This application program is then downloaded into the FS-PLC, where it determines control of the user’s 
FS-PLC, attached equipment and thus process. 

Note 1 to entry: Application programs and software can be either safety related or non-safety related. 

3.20  
equipment under control 
EUC 
equipment, machinery, apparatus or plant used for manufacturing, process, transportation, 
medical or other activities 

Note 1 to entry: The EUC control system is separate and distinct from the EUC. 

[SOURCE: IEC 61508-4:2010, 3.2.1] 

3.21  
equipment under test  
EUT 
representative configuration(s), as defined by the manufacturer, used for type tests 

3.22  
failure 
termination of the ability of a functional unit to provide a required function or operation of a 
functional unit in any way other than as required 

Note 1 to entry: This is based on IEC 60050-191:1990, 191-04-01 with changes to include systematic failures due 
to, for example, deficiencies in specification or software. 

SEE: Figure 2 for the relationship between faults and failures. 
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Note 2 to entry: Performance of required functions necessarily excludes certain behaviour, and some functions 
may be specified in terms of behaviour to be avoided. The occurrence of such behaviour is a failure. 

Note 3 to entry: Failures are either random (in hardware) or systematic (in hardware or software), see 3.42 and 
3.56. 

[SOURCE: IEC 61508-4:2010, 3.6.4] 
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c) From the point of view of IEC 61508 and ISO/IEC 2382-14

Fault 

Failure Fault 

Failure

“Entity X”

Level (i)

Level (i-1)

Failure 
Cause 

Fault
Failure

Failure
Cause 

Fault

Failure

“Entity X”

d) From the point of view of IEC 60050(191)
 

NOTE 1 As shown in a), a functional unit is able to be viewed as a hierarchical composition of multiple levels, 
each of which might in turn be called a functional unit. In level (i), a "cause" might manifest itself as an error (a 
deviation from the correct value or state) within this level (i) functional unit, and, if not corrected or circumvented, 
might cause a failure of this functional unit, as a result of which it falls into an "F" state where it is no longer able to 
perform a required function (see b)). This "F" state of the level (i) functional unit might in turn manifest itself as an 
error in the level (i-1) functional unit and, if not corrected or circumvented, might cause a failure of this level (i-1) 
functional unit. 

NOTE  2 In this cause and effect chain, the same thing ("Entity X") is able to be viewed as a state ("F" state) of 
the level (i) functional unit into which it has fallen as a result of its failure, and also as the cause of the failure of 
the level (i-1) functional unit. This "Entity X" combines the concept of "fault" in IEC 61508 series and ISO/IEC 
2382-14, which emphasizes its cause aspect as illustrated in c), and that of "fault" in IEC 60050-191, which 
emphasizes its state aspect as illustrated in d). The "F" state is called fault in IEC 60050-191, whereas it is not 
defined in IEC 61508 series and ISO/IEC 2382-14. 

NOTE 3 In some cases, a failure or an error might be caused by an external event such as lightning or 
electrostatic noise, rather than by an internal fault. Likewise, a fault (in both vocabularies) may exist without a prior 
failure. An example of such a fault is a design fault. 

Figure 2 – Failure model 

3.23  
failure rate 
reliability parameter (λ(t)) of an entity (single components or systems) such that λ(t).dt is the 
probability of failure of this entity within [t, t+dt] provided that it has not failed during [0, t] 

IEC   1818/12 
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Note 1 to entry: Mathematically, λ(t) is the conditional probability of failure per unit of time over [t, t+dt]. It is in 
strong relationship with the reliability function (i.e. probability of no failure from 0 to t) by the general formula 

∫−=
t

dtR
0

)(exp()( ττλ . Reversely it is defined from the reliability function by
)(

1)()(
trdt

tdrt −=λ . 

Note 2 to entry: Failure rates and their uncertainties can be estimated from field feedback by using conventional 
statistics. During the "useful life" (i.e. after burn-in and before wear-out), the failure rate of a simple items is more 
or less constant, λ (t) ≡ λ.  

Note 3 to entry: The average of λ(t) over a given period [0, T], TdT
T

avg /))(()(
0
∫= ττλλ , is not a failure rate 

because it cannot be used for calculating R(t) as shown in Note 1 to entry. Anyway it may be interpreted as the 
average frequency of failure over this period (i.e. the PFH, see Annex B of IEC 61508-6:2010). 

Note 4 to entry: The failure rate of a series of items is the sum of the failure rates of each items. 

Note 5 to entry: The failure rate of redundant systems is generally non constant. Nevertheless when all failures 
are quickly revealed, independent and quickly repaired λ(t) converges quickly to an asymptotic value λas which  is 
the equivalent failure rate of the systems. It should not be confused with the average failure rate described in Note 
3 to entry which doesn't necessarily converge to an asymptotic value. 

[SOURCE: IEC 61508-4:2010, 3.6.16] 

3.24  
fault 
abnormal condition that may cause a reduction in, or loss of, the capability of a functional unit 
to perform a required function 

[SOURCE: ISO/IEC 2382-14:1997, 14.01.10] 

Note 1 to entry: IEC 60050-191:1990, 191-05-01 defines “fault” as a state characterised by the inability to perform 
a required function, excluding the inability during preventative maintenance or other planned actions, or due to lack 
of external resources. See Figure 2 for an illustration of these two points of view.  

[SOURCE:IEC 61508-4:2010, 3.6.1] 

3.25  
fault tolerance 
ability of a functional unit to continue to perform a required function in the presence of faults 
or errors 

[SOURCE: ISO/IEC 2382-14:1997, 14.04.06] 

Note 1 to entry: The definition in IEC 60050-191:1990, 191-15-05 refers only to sub-item faults. See the Note 1 to 
entry in 3.24. 

[SOURCE: IEC 61508-4:2010, 3.6.3] 

Note 2 to entry: Faults and errors to be considered include those involving interfaces to the FS-PLC. 

3.26  
FS-PLC functional safety requirements specification 
specification containing the safety function requirements and associated safety integrity levels 
for the FS-PLC 

3.27  
functional safety 
part of the overall safety relating to the EUC and the EUC control system that depends on the 
correct functioning of the E/E/PE safety-related systems and other risk reduction measures 

[SOURCE: IEC 61508-4:2010, 3.1.12] 
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Note 1 to entry: Functional safety is, in essence, the ability of a safety-related system to achieve or maintain a 
safe state. 

3.28  
HW  
hardware 
FS-PLC electrical, mechanical or other physical devices which are connected together to 
perform functions 

3.29  
high complexity safety-related subsystem 
part of a E/E/PE safety-related system for which: 

the failure mode of at least one component is not well defined, or 
the behaviour of the subsystem under fault conditions cannot be completely determined, or 
there is insufficient field failure data to show that the claimed failure rates are met 

EXAMPLE A FS-PLC. This is derived from type B subsystem as described in IEC 61508-2:2010, 7.4.4.1.3. 

Note 1 to entry: Refer to Type A (9.4.3.2.2) and Type B (9.4.3.2.3) systems. 

3.30  
logic subsystem 
a logic subsystem is defined as that portion of a E/E/PE safety-related system that performs 
the function logic but excludes sensors and final elements  

EXAMPLE An FS-PLC is a logic subsystem. 

3.31  
mean repair time  
MRT 
expected overall repair time 

Note 1 to entry: MRT encompasses the times (b), (c) and (d) of the times for MTTR (see 3.34).  

[SOURCE: IEC 61508-4:2010, 3.6.22] 

3.32  
mean time between failures  
MTBF 
a statistically based parameter (usually expressed in hours) that allows comparisons to be 
made between the reliability of different products  

Note 1 to entry: Mathematically, it is the reciprocal of a repairable product’s failure rate. 

Note 2 to entry: MTBF is an arithmetic mean determined from a large number of units over a long period of time. 

Note 3 to entry: For a complex product like a PLC, the average failure rate approximates a constant failure rate 
with an exponential Reliability function: R(t) = e-λt 

Note 4 to entry: MTBF = MTTF + MTTR. 

SEE: NOTE 2 to entry of 3.33. 

3.33  
mean time to failure  
MTTF 
a statistically based parameter (usually expressed in hours) that allows comparisons between 
the reliability of different non-repairable products  

Note 1 to entry: For a non-repairable product with a constant failure rate, MTTF is the reciprocal of the product’s 
failure rate. 

Note 2 to entry: MTTF is an arithmetic mean determined from a large number of units over a long period of time. 
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Note 3 to entry: Although the two terms MTBF and MTTF are sometimes used interchangeably, they are properly 
used to refer to repairable and non-repairable products respectively. MTBF should be used only for products that 
are normally repaired and returned to service. 

3.34  
mean time to restoration  
MTTR 
expected time to achieve restoration 

Note 1 to entry: MTTR encompasses: 

the time to detect the failure (a); and, 

the time spent before starting the repair (b); and, 

the effective time to repair (c); and, 

the time before the component is put back into operation (d). 

The start time for (b) is the end of (a); the start time for (c) is the end of (b); the start time for (d) is the end of (c). 

[SOURCE: IEC 61508-4:2010, 3.6.21] 

3.35  
mode of operation 
way in which a safety function operates, which may be either low demand, high demand or 
continuous mode 

Note 1 to entry: The E/E/PE safety-related system that performs the safety function normally has no influence on 
the EUC or EUC control system until a demand arises. However, if the E/E/PE safety-related system fails in such a 
way that it is unable to carry out the safety function then it may cause the EUC to move to a safe state (see 7.4.6 
of IEC 61508-2:2010). 

[SOURCE: IEC 61508-4:2010, 3.5.16] 

3.35.1  
low demand mode 
where the safety function is only performed on demand, in order to transfer the EUC into a 
specified safe state, and where the frequency of demands is no greater than one per year 

[SOURCE: IEC 61508-4:2010, 3.5.16] 

3.35.2  
high demand mode 
where the safety function is only performed on demand, in order to transfer the EUC into a 
specified safe state, and where the frequency of demands is greater than one per year 

[SOURCE: IEC 61508-4:2010, 3.5.16] 

3.35.3  
continuous mode 
where the safety function retains the EUC in a safe state as part of normal operation  

[SOURCE: IEC 61508-4:2010, 3.5.14] 

3.36  
MooN  
M out of N 
architecture made up of “N” independent channels, which are so connected, that at least “M” 
channels are required to perform the safety function 
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3.37  
process safety time  
worst case 
period of time between a failure, that has the potential to give rise to a hazardous event, 
occurring in the EUC or EUC control system and the time by which action has to be completed 
in the EUC to prevent the hazardous event occurring 

[SOURCE: IEC 61508-4:2010, 3.6.20] 

3.38  
probability of dangerous failure on demand  
PFD 
safety unavailability (see IEC 60050-191) of an E/E/PE safety-related system to perform the 
specified safety function when a demand occurs from the EUC or EUC control system 

Note 1 to entry: The [instantaneous] unavailability (as per IEC 60050-191) is the probability that an item is not in 
state to perform a required function under given conditions at a given instant of time, assuming that the required 
external resources are provided. It is generally noted by U (t). 

Note 2 to entry: The [instantaneous] availability does not depend on the states (running or failed) experienced by 
the item before t. It characterizes an item which only has to be able to work when it is required to do so, for 
example, an E/E/EP safety-related system working in low demand mode. 

Note 3 to entry: If periodically tested, the PFD of an E/E/PE safety-related system is, in respect of the specified 
safety function, represented by a saw tooth curve with a large range of probabilities ranging from low, just after a 
test, to a maximum just before a test.  

[SOURCE: IEC 61508-4:2010, 3.6.17] 

3.39  
programmable HW  
HW that can be altered or modified, either in functionality or performance, by embedded 
software  

EXAMPLES FPGA, flash memory devices, and microprocessor based products. 

3.40  
proof test 
periodical test 
periodic test performed to detect dangerous hidden failures in a safety-related system so that, 
if necessary, a repair can restore the system to an “as new” condition or as close as practical 
to this condition 

Note 1 to entry: The effectiveness of the proof test will be dependent both on failure coverage and repair 
effectiveness. In practice detecting 100 % of the hidden dangerous failures is not easily achieved for other than 
low-complexity E/E/PE safety-related systems. This should be the target. As a minimum, all the safety functions 
which are executed are checked according to the E/E/PE safety-related systems functional safety requirements 
specification. If separate channels are used, these tests are done for each channel separately. For complex 
elements an analysis may need to be performed in order to demonstrate that the probability of hidden dangerous 
failure not detected by proof tests is negligible over the whole life duration of the E/E/EP safety-related system. 

Note 2 to entry: A proof test needs some time to be achieved. During this time the E/E/EP safety-related system 
may be inhibited partially or completely. The proof test duration can be neglected only if the part of the E/E/EP 
safety-related system under test remains available in case of a demand for operation or if the EUC is shut down 
during the test. 

Note 3 to entry: During a proof test, the E/E/EP safety-related system may be partly or completely unavailable to 
respond to a demand for operation. The Mean Time To Repair (MTTR) can be neglected for SIL calculations only if 
the EUC is shut down during repair or if other risk measures are put in place with equivalent effectiveness. 

[SOURCE: IEC 61508-4:2010, 3.8.5] 

3.41  
proper function verification procedure 
PFVP 
methodology to test an FS-PLC 
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3.42  
random hardware failure 
failure, occurring at a random time, that results from one or more of the possible degradation 
mechanisms in the hardware 

Note 1 to entry: There are many degradation mechanisms occurring at different rates in different components 
and, since manufacturing tolerances cause components to fail due to these mechanisms after different times in 
operation, failures of equipment comprising many components occur at predictable rates but at unpredictable (i.e. 
random) times. 

Note 2 to entry: A major distinguishing feature between random hardware failures and systematic failures (see 
3.56), is that system failure rates (or other appropriate measures), arising from random hardware failures, can be 
predicted with reasonable accuracy but systematic failures, by their very nature, cannot be accurately predicted. 
That is, system failure rates arising from random hardware failures can be quantified with reasonable accuracy but 
those arising from systematic failures cannot be accurately statistically quantified because the events leading to 
them cannot easily be predicted. 

[SOURCE: IEC 61508-4:2010, 3.6.5] 

3.43  
reliability 
R 
probability that a specific product will operate for a specific duration/time (t) without a failure 

Note 1 to entry: For a complex product like a programmable controller, the average failure rate approximates a 
constant failure rate with an exponential reliability function: R(t) = e –λt = e –(t/MTBF) . 

Note 2 to entry: If the time (t) in the last equation is the MTBF, the equation yields a reliability of 0,368 meaning 
that only 36,8 % of a specific product will operate without a failure for their MTBF. 

3.44  
risk 
combination of the probability of occurrence of harm and the severity of that harm  

[SOURCE: ISO/IEC Guide 51:1999, definition 3.2] 

Note 1 to entry: For more discussion on this concept, see Annex A of IEC 61508-5:2010. 

[SOURCE: IEC 61508-4:2010, 3.1.6] 

3.45  
safe failure  
FS-PLC 
failure of an element and/or subsystem and/or system that plays a part in implementing the 
safety function that: 

a) results in the spurious operation of the safety function to put the EUC (or part thereof) into 
a safe state or maintain a safe state; or, 

b) increases the probability of the spurious operation of the safety function to put the EUC 
(or part thereof) into a safe state or maintain a safe state.  

[SOURCE: IEC 61508-4:2010, 3.6.8] 

3.46  
safe fault 
fault that cannot lead to dangerous failure 

3.47  
safe failure fraction  
SFF 
property of a safety related element that is defined by the ratio of the average failure rates of 
safe plus dangerous detected failures and safe plus dangerous failures.  

Note 1 to entry: This ratio is represented by the following equation: 
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SFF = (ΣλSavg + ΣλDdavg)/(ΣλSavg + ΣλDdavg+ ΣλDuavg) 

when the failure rates are based on constant failure rates the equation can be simplified to: 

SFF = (ΣλS + ΣλDd)/(ΣλS + ΣλDd + ΣλDu) 

[SOURCE: IEC 61508-4:2010, 3.6.15] 

3.48  
safe state 
state of the EUC when safety is achieved 

Note 1 to entry: In going from a potentially hazardous condition to the final safe state, the EUC may have to go 
through a number of intermediate safe states. For some situations a safe state exists only so long as the EUC is 
continuously controlled. Such continuous control may be for a short or an indefinite period of time. 

[SOURCE: IEC 61508-4:2010, 3.1.13] 

3.49  
safety function response time 
worst case elapsed time following actuation of a safety sensor, before the corresponding safe 
state of the safety actuator(s) is achieved in the presence of errors or failures in the safety 
function channel. 

[SOURCE: IEC 61784-3:2010, 3.1.1.36, modified] 

3.50  
safety integrity 
probability of an E/E/PE safety-related system satisfactorily performing the specified safety 
functions under all the stated conditions within a stated period of time 

Note 1 to entry: The higher the level of safety integrity, the lower the probability that the safety-related system will 
fail to carry out the specified safety functions or will fail to adopt a specified state when required. 

Note 2 to entry: There are four levels of safety integrity (see IEC 61508-4:2010, 3.5.8). 

Note 3 to entry: In determining safety integrity, all causes of failures (both random hardware failures and 
systematic failures) that lead to an unsafe state should be included, for example hardware failures, software 
induced failures and failures due to electrical interference. Some of these types of failure, in particular random 
hardware failures, may be quantified using such measures as the average frequency of failure in the dangerous 
mode of failure or the probability of a safety-related protection system failing to operate on demand. However, 
safety integrity also depends on many factors that cannot be accurately quantified but can only be considered 
qualitatively. 

Note 4 to entry: Safety integrity comprises hardware safety integrity (see IEC 61508-4:2010, 3.5.7) and 
systematic safety integrity (see IEC 61508-4:2010, 3.5.6). 

Note 5 to entry: This definition focuses on the reliability of the safety-related systems to perform the safety 
functions (see IEC 60050-191:1990, 191-12-01 for a definition of reliability).  

[SOURCE: IEC 61508-4:2010, 3.5.4] 

3.51  
safety integrity level  
SIL 
discrete level (one out of a possible four), corresponding to a range of safety integrity values, 
where safety integrity level 4 has the highest level of safety integrity and safety integrity 
level 1 has the lowest 

Note 1 to entry: The target failure measures (see IEC 61508-4:2010, 3.5.17) for the four safety integrity levels are 
specified in Tables 2 and 3 of IEC 61508-1:2010. 

Note 2 to entry: Safety integrity levels are used for specifying the safety integrity requirements of the safety 
functions to be allocated to the E/E/PE safety-related systems. 

Note 3 to entry: A safety integrity level (SIL) is not a property of a system, subsystem, element or component. 
The correct interpretation of the phrase “SIL n safety-related system” (where n is 1, 2, 3 or 4) is that the system is 
potentially capable of supporting safety functions with a safety integrity level up to n. 
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[SOURCE: IEC 61508-4:2010, 3.5.8] 

Note 4 to entry: This specification scheme is only applicable to the safety-related system. 

Note 5 to entry: The target failure measures for the four safety integrity levels are specified in Table 1 and Table 
2 of this part. 

3.52  
SIL capability 
maximum SIL for a FS-PLC which can be achieved in relation to architectural constraints and 
systematic safety integrity  

[SOURCE: adapted from IEC 62061:2005, 3.2.24] 

3.53  
safety-related system 
designated system that both 

– implements the required safety functions necessary to achieve or maintain a safe state 
for the EUC; and 

– is intended to achieve, on its own or with other E/E/PE safety-related systems and 
other risk reduction measures, the necessary safety integrity for the required safety 
functions 

Note 1 to entry: The term refers to those systems, designated as safety-related systems, that are intended to 
achieve, together with the other risk reduction measures (see IEC 61508-4:2010, 3.4.2), the necessary risk 
reduction in order to meet the required tolerable risk (see IEC 61508-4:2010, 3.1.7). See also Annex A of 
IEC 61508-5:2010. 

Note 2 to entry: Safety-related systems are designed to prevent the EUC from going into a dangerous state by 
taking appropriate action on receipt of commands. The failure of a safety-related system would be included in the 
events leading to the determined hazard or hazards. Although there may be other systems having safety functions, 
it is the safety-related systems that have been designated to achieve, in their own right, the required tolerable risk. 
Safety-related systems can broadly be divided into safety-related control systems and safety-related protection 
systems. 

Note 3 to entry: Safety-related systems may be an integral part of the EUC control system or may interface with 
the EUC by sensors and/or actuators. That is, the required safety integrity level may be achieved by implementing 
the safety functions in the EUC control system (and possibly by additional separate and independent systems as 
well) or the safety functions may be implemented by separate and independent systems dedicated to safety. 

Note 4 to entry: A safety-related system may 

a) be designed to prevent the harmful event (i.e. if the safety-related systems perform their safety functions 
then no harmful event arises); 

b) be designed to mitigate the effects of the harmful event, thereby reducing the risk by reducing the 
consequences; 

c) be designed to achieve a combination of a) and b). 

Note 5 to entry: A person can be part of a safety-related system (see IEC 61508-4:2010, 3.4.1). For example, a 
person could receive information from a programmable electronic device and perform a safety action based on this 
information, or perform a safety action through a programmable electronic device. 

Note 6 to entry: A safety-related system includes all the hardware, software and supporting services (for example, 
power supplies) necessary to carry out the specified safety function (sensors, other input devices, final elements 
(actuators) and other output devices are therefore included in the safety-related system). 

Note 7 to entry: A safety-related system may be based on a wide range of technologies including electrical, 
electronic, programmable electronic, hydraulic and pneumatic.  

[SOURCE: IEC 61508-4:2010, 3.4.1] 

3.54  
software  
SW 
intellectual creation comprising the programs, procedures, data, rules and any associated 
documentation pertaining to the operation of a data processing system 

Full document details: IEC 61131-6 2012

http://www.avadocuments.com/doc/iec-61131-6-2012
http://www.avadocuments.com/doc/iec-61131-6-2012


 – 24 – 61131-6 © IEC:2012 

Note 1 to entry: Software is independent of the medium on which it is recorded. 

Note 2 to entry: This definition without Note to entry 1 differs from ISO/IEC 2382-1 (see bibliography), and the full 
definition differs from ISO 9000-3, by the addition of the word data. 

[SOURCE: IEC 61508-4:2010, 3.2.5] 

3.55  
subsystem 
a part of a FS-PLC comprising a single component or an array of components that performs 
one or more functions 

Note 1 to entry: In this part, the term subsystem is used differently that as defined in IEC 61508-4. 

3.56  
systematic failure 
failure, related in a deterministic way to a certain cause, that can only be eliminated by a 
modification of the design or of the manufacturing process, operational procedures, 
documentation or other relevant factors 

[SOURCE: IEC 60050-191:1990, 191-04-19] 

Note 1 to entry: Corrective maintenance, without modification, will usually not eliminate the failure cause. 

Note 2 to entry: A systematic failure can be induced by simulating the failure cause. 

EXMPLES Examples of causes of systematic failures include human error in 

– the functional safety requirements specification; 

– the design, manufacture, installation, operation of the hardware; 

– the design, implementation, etc. of the software. 

Note 3 to entry: In this standard, failures in a safety-related system are categorized as random hardware failures 
or systematic failures. 

[SOURCE: IEC 61508-4:2010, 3.6.6] 

3.57  
useful lifetime  
worst case  
minimum elapsed time between the installation of the FS-PLC and the point in time when 
component failure rates of the FS-PLC can no longer be predicted, with any accuracy 

EXAMPLE For example, the point in time when the initial beta-factor calculations as defined in IEC 61508-6:2010 
Annex D are no longer valid.  

3.58  
validation 
confirmation by examination and provision of objective evidence that the particular 
requirements for a specific intended use are fulfilled 

Note 1 to entry: Adapted from ISO 8402 by excluding the notes. 

Note 2 to entry: In this standard there are three validation phases: 

overall safety validation (see IEC 61508-1:2010, Figure 2), 

E/E/PE safety-related system  validation (see IEC 61508-1:2010, Figure 3), 

software validation (see IEC 61508-1:2010, Figure 4). 

Note 3 to entry: Validation is the activity of demonstrating that the safety-related system under consideration, 
before or after installation, meets in all respects the functional safety requirements specification for that safety-
related system. Therefore, for example, software validation means confirming by examination and provision of 
objective evidence that the software satisfies the software functional safety requirements specification. 

[SOURCE: IEC 61508-4:2010, 3.8.2] 
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3.59  
verification 
confirmation by examination and provision of objective evidence that the requirements have 
been fulfilled 

Note 1 to entry: Adapted from ISO 8402 by excluding the notes. 

Note 2 to entry: In the context of this standard, verification is the activity of demonstrating for each phase of the 
relevant safety lifecycle (overall, FS-PLC), by analysis, mathematical reasoning and/or tests, that, for the specific 
inputs, the outputs meet in all respects the objectives and requirements set for the specific phase. 

EXAMPLE Verification activities include 

–  reviews on outputs (documents from all phases of the safety lifecycle) to ensure compliance with the 
objectives and requirements of the phase, taking into account the specific inputs to that phase; 

–  design reviews; 

–  tests performed on the designed products to ensure that they perform according to their specification; 

–  integration tests performed where different parts of a system are put together in a step-by-step 
manner and by the performance of environmental tests to ensure that all the parts work together in the 
specified manner.  

[SOURCE: IEC 61508-4:2010, 3.8.1] 

Note 3 to entry: In this standard the verification phase includes all activities which are related to the FS-PLC 
development and the proof that the developed FS-PLC fulfils its specification. 

4 Conformance to this standard 

This part encompasses the product specific requirements of IEC 61508-1, IEC 61508-2 and 
IEC 61508-3. While IEC 61508 series is a system standard, this part provides product specific 
requirements with more precise information for the application of the principles of IEC 61508 
series to an FS-PLC. 

Conformance to this standard is only applicable when a programmable controller and its 
associated peripherals, as defined in IEC 61131-1, are intended to be used as the logic 
subsystem of an E/E/PE safety-related system and is identified as a functional safety PLC 
(FS-PLC). This FS-PLC may also include software elements, for example as predefined 
function blocks. 

To conform to this standard it shall be demonstrated that the FS requirements of each clause 
and subclause of this part has been satisfied. 

An FS-PLC must first meet the applicable requirements of Part 2 before being considered 
compliant with this part. There is no equivalent requirement for compliance with Part 3.  

Conformance to these clauses and subclauses is the responsibility of the manufacturer of the 
FS-PLC.  

5 FS-PLC safety lifecycle  

5.1 General 

In order to deal in a systematic manner with all the activities necessary to achieve the 
required FS-PLC logic function(s) and SIL capability for the FS-PLC, 5.1 adopts an FS-PLC 
safety lifecycle, see Figure 3, as a technical framework.  

Figure 3 is based on Figure 2, 3 and 4 from IEC 61508-1:2010, Figure 2 and 4 from 
IEC 61508-2:2010 and Figure 2, 3, 4 and 5 from IEC 61508-3:2010. 
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NOTE 1 The “From Figure 1 or To Figure 1 box 9, 12 or 14” references are to Figure 1 of this part. 

NOTE 2 This figure describes the typical tasks associated with the development of an FS-PLC. It does not 
represent a fixed step-by-step procedure in the development of an FS-PLC. 

Figure 3 – FS-PLC safety lifecycle (in realization phase) 

For all the phases of the FS-PLC safety lifecycle, shown in Figure 3, Clauses 5 to 16 define 
the requirements for the FS-PLC, as derived from IEC 61508-2 and IEC 61508-3. Figure 3 
deviates from the IEC 61508-1, IEC 61508-2 and IEC 61508-3 source figures not in substance 
but to make some clarifications and distinctions. 

The requirements of Clauses 5 to 16 encompass all the FS-PLC safety requirement 
specifications: HW (incl. ASIC, FPGA etc.) and SW. Figure 3 shows the flow as FS-PLC 
architectural decisions are made and requirements are then divided between FS-PLC HW 
safety requirement specifications and FS-PLC SW safety requirement specifications.  

On the FS-PLC SW side, two types of SW tasks are shown (engineering tools and embedded 
SW). While these are considered SW, there are some distinct differences in their impact and 
relationships to the HW development side, toolsets, methods, etc. 

On the FS-PLC HW side, three types of HW tasks are shown (programmable HW, ASIC and 
non-programmable HW). While these are considered HW, there are some distinct differences 
in their impact and relationships to the SW development side, toolsets, methods, etc. 

Boxes 17, 18, 19 and 20 of Figure 3 depict a progressive integration of the SW and HW parts 
of the FS-PLC.  

IEC   1819/12 
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The first level of integration takes place between the programmable HW and the embedded 
SW targeted to the HW. This is shown clearly in the source IEC 61508 figures. 

The second level of integration takes place when all parts of the FS-PLC are available; 
programmable HW and its embedded SW, non-programmable HW and engineering tools. 
While implied in the source IEC 61508 figures, it is clarified in Figure 3.  

Only after this second level of integration can the FS-PLC safety validation be completed.  

5.2 FS-PLC functional safety SIL capability requirements 

5.2.1 General 

Prior to entering the realization phase, the functional safety and safety integrity requirements, 
defining the FS-PLC logic functions and their SIL capability, shall be stated. Then, there 
needs to be an allocation of the functional safety and SIL capability requirements to either 
hardware, software or both. This leads to detailed requirements for hardware and software as 
specified in Clauses 9 and 10, respectively. 

The hardware and software lifecycle phases applied in this part are: 

• FS-PLC design requirements specification [box 1 of Figure 3; Clause 6] 

• Design, development and validation plan [box 2 of Figure 3; Clause 7] 

• FS-PLC architecture [box 3 of Figure 3; Clause 8] 

• SW safety architecture [box 4 of Figure 3] 

• HW safety architecture [box 5 of Figure 3] 

• Safety validation plan [box 6 of Figure 3; Clause 11] 

• HW safety function and safety integrity requirements [box 7 of Figure 3] 

• SW safety function and safety integrity requirements [box 8 of Figure 3] 

• Programmable & non-Programmable HW requirements [box 9 of Figure 3] 

• Engineering tools and embedded SW requirements [box 10 of Figure 3; Subclause 10.3] 

• Programmable & non-programmable HW safety validation planning [box 11 of Figure 3] 

• Engineering tools & embedded SW safety validation planning [box 12 of Figure 3; 
Subclause 10.4] 

• Programmable & Non-Programmable HW design & development [box 13 of Figure 3] 

• Engineering tools & Embedded SW design & development [box 14 of Figure 3; Clause 10] 

• HW Validation [box 15 of Figure 3; Subclause 9.7] 

• SW Validation [box 16 of Figure 3] 

• Programmable & non-programmable HW operation & modification procedure [box 17 of 
Figure 3; Clause 15]  

• Engineering tools & embedded SW operation & modification procedure [box 18 of  
Figure 3] 

• HW - Embedded SW integration [box 19 of Figure 3; Subclause 9.5] 

• FS-PLC integration [box 20 of Figure 3] 

• FS-PLC safety validation [box 21 of Figure 3; Clause 11] 
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5.2.2 Data security  

5.2.2.1 General 

Security threat and hazard analysis are normally necessary for safety-related applications to 
protect against intentional attacks or unintentional changes. Security can be achieved by 
establishing appropriate security policies and measures such as physical (for example 
mechanical, electronic) or organizational measures. 

Where safety related communications are part of the FS-PLC there is the possibility of 
inadvertent changes to the parameters of network devices. Safety related communication 
devices shall have protections against inadvertent changes.  

Where applicable, the requirements for overall security defined in IEC 62443 shall be 
followed. 

5.2.2.2 Security assumptions for ensuring functional safety and SIL capability 

The basic security policy for the security environment(s) of the FS-PLC, according to the 
complexity of the equipment, should address the following security services: 

• logical access controls to, and between, the FS-PLC, including human-machine interfaces. 
Such logical control is restricted to a known community of users who are approved by 
management to access one or more of the devices. Commonly, logical access is restricted 
to a small group of users who install, maintain and administer those services and granted 
on a role basis to selectively access, change and/or use specified information.  

• management controls so that within a particular security environment there is a common 
approach to the management and administration of the security policy, with a single 
authority having overall responsibility.   

• physical controls to limit unauthorized access to the FS-PLC (including backup materials, 
cabling, connections).  

Where applicable, the FS-PLC manufacturer shall provide guidelines on how these shall be 
accomplished. 

Based on the security threat and hazard analysis, appropriate measures shall be applied.  For 
example:   

a) control of communication writes,  
b) mechanical or logical key switch access, 
c) guidelines to limit physical access, for example by means of locked enclosures,  
d) guidelines of limited access via networks, 
e) integral password protection, 
f) tamper-proof seals, 
g) change management detection and tracking. 

5.3 Quality management system 

A quality management system shall be used for development and manufacturing of FS-PLCs 
that: 

• is a precondition for HW (incl. ASIC, FPGA etc.) / SW design and development and 
manufacturing of the FS-PLC, 

• describes requirements for HW (incl. ASIC, FPGA etc.) / SW development and 
manufacturing processes, 

• ensures that FS-PLCs comply to the requirements defined in this standard and all 
referenced normative standards, 
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• ensures well documented results of HW (incl. ASIC, FPGA etc.) / SW development and 
test, 

• ensures reproducible, well documented steps of HW (incl. ASIC, FPGA etc.) / SW 
development and manufacturing, 

• includes change management/revision control and configuration management systems. 

NOTE An example of requirements for a quality management system is described in ISO 9001. 

5.4 Management of FS-PLC safety lifecycle 

5.4.1 Objectives 

The first objective of the requirements of 5.4 is to specify the responsibilities in the 
management of functional safety of those who have responsibility for an FS-PLC, or for one or 
more phases of the FS-PLC system and software safety lifecycles. 

The second objective of the requirements of 5.4 is to specify the activities to be carried out by 
those with responsibilities in the management of functional safety. 

NOTE The organizational measures dealt with in 5.4 provide for the effective implementation of the technical 
requirements and are solely aimed at the achievement and maintenance of functional safety of the FS-PLC. The 
technical requirements necessary for maintaining functional safety is specified as part of the information provided 
by the manufacturer. See Clause 16. 

5.4.2 Requirements and procedures 

5.4.2.1 Requirements 

5.4.2.1.1 General 

An organisation with responsibility for an FS-PLC realisation, or for one or more phases of the 
overall, FS-PLC system or software safety lifecycle, shall appoint one or more persons to take 
overall responsibility for: 

• the FS-PLC and for its lifecycle phases; 

• coordinating the safety-related activities carried out in those phases; 

• the interfaces between those phases and other phases carried out by other 
organisations; 

• carrying out the requirements of 5.4.2.1.2 to 5.4.2.1.11 and 5.4.2.2.2; 

• coordinating functional safety assessments (see 5.4.2.1.11 b) and Clause 14) – 
particularly where those carrying out the functional safety assessment differ between 
phases – including communication, planning, and integrating the documentation, 
judgements and recommendations; 

• ensuring that functional safety is achieved and demonstrated in accordance with the 
objectives and requirements of this standard. 

It is permitted to delegate the responsibility for safety-related activities or safety lifecycle 
phases to other persons, particularly those with relevant expertise.  However, this delegation 
is to reside with one or with a small number of persons with sufficient management authority. 

5.4.2.1.2 Policy and strategy for achieving functional safety  

The policy and strategy for achieving functional safety shall be specified, together with the 
means for evaluating their achievement, and the means by which they are communicated 
within the organization. 
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5.4.2.1.3 Identification of responsibility  

All persons, departments and organizations responsible for carrying out activities in the 
applicable overall FS-PLC system or software safety lifecycle phases (including persons 
responsible for verification and functional safety assessment and, where relevant, licensing 
authorities or safety regulatory bodies) shall be identified, and their responsibilities shall be 
fully and clearly communicated to them. 

5.4.2.1.4 Information communication  

Procedures shall be developed for defining what information is to be communicated between 
relevant parties and how that communication will take place. 

NOTE See Clause 5 of IEC 61508-1:2010 for documentation requirements. 

5.4.2.1.5 Follow-up  

Procedures shall be developed for ensuring prompt follow-up and satisfactory resolution of 
recommendations relating to the FS-PLC, including those arising from: 

a) functional safety assessment (see Clause 14); 
b) verification activities (see Clause 13); 
c) validation activities (see Clause 11); 
d) configuration management (see Clause 15). 

5.4.2.1.6 Field failure and user information analysis  

Procedures shall be developed for analysing available field failure and user information, 
including: 

• recognising systematic faults that could jeopardise functional safety; 

• assessing whether the failure rates during operation and maintenance are in 
accordance with the requirements specified during the life cycle phase overall scope 
definition. 

5.4.2.1.7 Internal quality audits  

Requirements for periodic internal quality audits of the FS-PLC design and manufacturing 
processes shall be specified, including: 

a) the frequency of the internal quality audits; 
b) the level of independence of those carrying out the audits; 
c) the necessary documentation, corrective actions and follow-up activities. 

5.4.2.1.8 Modification  

Procedures shall be developed for: 

a) initiating modifications to the FS-PLC; 
b) obtaining approval and authority for modifications. 

5.4.2.1.9 Maintaining information  

Procedures shall be developed for maintaining accurate information on faults and failures of 
the FS-PLC. 

5.4.2.1.10 Configuration management  

Procedures shall be developed for configuration management of the FS-PLC, including in 
particular: 
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a) the point, in respect to specific phases, at which formal configuration control is to be 
implemented; 

b) the procedures to be used for uniquely identifying all constituent parts of an item 
(hardware and software); 

c) the procedures for preventing unauthorized items from entering service. 

5.4.2.1.11 Software configuration management  

Procedures shall be developed for software configuration management of the FS-PLCs during 
the relevant FS-PLC safety lifecycle phases. In particular, the following shall be specified: 

a) the administrative and technical controls throughout the software functional safety 
lifecycle, in order to manage software changes and thus ensure that the specified 
requirements for software functional safety continue to be satisfied, 

b) a guarantee that all necessary operations have been carried out to demonstrate that the 
required software functional safety integrity has been achieved, 

c) a means for accurately maintaining, with unique identification, all configuration items 
which are necessary to meet the safety integrity requirements of the FS-PLC, 

d) configuration items including at least the following:  

• functional safety analysis and requirements, 

• software specification and design documents,  

• software source code modules, 

• test plans and results, 

• pre-existing software and SW packages which are to be incorporated into the FS-PLC, 

• all tools and development environments which are used to create, test or carry out any 
action on the software of the FS-PLC. 

e) change-control procedures:  

• to prevent unauthorized modifications,  

• to document modification requests, 

• to analyse the impact of a proposed modification, 

• to approve or reject the modification request;  

• to document the details of, and the authorisation for, all approved modifications, 

• to establish configuration baseline at appropriate points in the software development, 

• to document the (partial) integration testing which justifies the baseline and 

• to guarantee the composition of, and the building of, all software baselines (including 
the rebuilding of earlier baselines). 

Management decision and authority is needed to guide and enforce the use of 
administrative and technical controls. 

f) a procedure that ensures that appropriate methods are implemented to load application 
software and data into FS-PLC, 

Specific target location systems as well as general systems are to be considered if 
possible. 

g) documentation of the following information to permit a subsequent configuration audit: 

• configuration status, 

• release status, 

• justification for, and approval of, all modifications 

• details of the modification. 
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h) formal documentation of the release of functional safety-related software. Master copies of 
the software and all associated documentation and version of data in service shall be kept 
to document maintenance and modification throughout the operational lifetime of the 
released software. 
NOTE For further information on configuration management, see ISO/IEC 12207, IEEE 828-2005, IEEE 
1042-1987. 

5.4.2.2 Individuals managing functional safety 

5.4.2.2.1 Individuals and specification of activities 

Those individuals who have responsibility for one or more phases of the FS-PLC system or 
software safety lifecycles shall, in respect of those phases for which they have responsibility 
and in accordance with the procedures defined in 5.4.2.1 and its subclauses, specify all 
management and technical activities that are necessary to ensure the achievement, 
demonstration and maintenance of functional safety of the FS-PLC, including: 

a) the selected measures and techniques used to meet the requirements of a specified 
clause or subclause; 

b) the functional safety assessment activities, and the way in which the achievement of 
functional safety will be demonstrated to those carrying out the functional safety 
assessment (see Clause 14); 

Appropriate procedures for functional safety assessment shall be used to define 

• the selection of an appropriate organisation, person or persons, at the appropriate 
level of independence; 

• the drawing up, and making changes to, terms of reference for functional safety 
assessments; 

• the change of those carrying out the functional safety assessment at any point during 
the lifecycle of a system; 

• the resolution of disputes involving those carrying out functional safety assessments. 

5.4.2.2.2 Procedures and individuals 

Procedures shall be available to ensure that all persons with responsibilities defined in 
accordance with 5.4.2.1 and 5.4.2.1.3 (i.e. including all persons involved in any FS-PLC 
system or software lifecycle activity, including activities for verification, management of 
functional safety and functional safety assessment), shall have the appropriate competence 
(i.e. training, technical knowledge, experience and qualifications) relevant to the specific 
duties that they have to perform. Such procedures shall include requirements for the 
refreshing, updating and continued assessment of competence. 

5.4.2.2.3 Competence and individuals 

The appropriateness of competence shall be considered in relation to the particular 
application, taking into account all relevant factors including: 

a) the responsibilities of the person; 
b) the level of supervision required; 
c) the safety integrity levels of the FS-PLC – the higher the safety integrity levels, the more 

rigorous shall be the specification of competence; 
d) the novelty of the design, design procedures or application – the newer or more untried 

these are, the more rigorous shall be the specification of competence; 
e) previous experience and its relevance to the specific duties to be performed and the 

technology being employed – the greater the required competence, the closer the fit 
shall be between the competences developed from previous experience and those 
required for the specific activities to be undertaken; 
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f) the type of competence appropriate to the circumstances (for example qualifications, 
experience, relevant training and subsequent practice, and leadership and decision-
making abilities); 

g) engineering knowledge appropriate to the application area and to the technology; 
h) safety engineering knowledge appropriate to the technology; 
i) knowledge of the legal and safety regulatory framework; 
j) relevance of qualifications to specific activities to be performed. 

The competence of all persons with responsibilities defined in accordance with 5.4.2.1 and 
5.4.2.1.3 shall be documented. 

5.4.2.3 Suppliers 

Suppliers providing products or services to an organization having overall responsibility for 
the FS-PLC or software safety lifecycles (see 5.4.2.1), shall deliver products or services as 
specified by that organization and shall have an appropriate quality management system. 

Suppliers shall have a quality management system and in addition an appropriate functional 
safety management system. 

5.4.2.4 Software functional safety planning  

The functional safety planning shall define the strategy for the software procurement, 
development, integration, verification, validation and modification to the extent required by the 
safety integrity level of the safety functions implemented by the FS-PLC. 

NOTE 1 The philosophy of this approach is to use the functional safety planning as an opportunity to customize 
this standard to take account of the required safety integrity for each safety function implemented by the FS-PLC.  

When the software is intended to implement FS-PLC safety functions of different safety 
integrity levels, all of the software shall be treated as belonging to the highest safety integrity 
level, unless adequate independence between the FS-PLC safety functions of the different 
safety integrity levels can be shown in the implementation. The justification for independence 
shall be documented. 

NOTE 2 See for IEC 61508-3:2010, 6.2.2 for additional topics. 

5.4.3 Execution and monitoring 

The activities specified as a result of 5.4.2 and its subclauses shall be implemented and 
monitored. 

5.4.4 Management of functional safety  

Activities relating to the management of functional safety shall be applied at the relevant 
phases of the FS-PLC and software safety lifecycles in accordance with the targeted SIL 
capability and IEC 61508. 

6 FS-PLC design requirements specification 

6.1 General 

The first objective of this phase is to allocate the FS-PLC functional safety and the safety 
integrity requirements, contained in the design requirement specification. These are the FS-
PLC focused functional safety and integrity requirements of the E/E/PE safety-related system 
for the intended application(s). 
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The second objective of this phase is to allocate a safety integrity level capability to the FS-
PLC, based on the designated E/E/PE safety-related system function the FS-PLC is designed 
and specified to provide.  

6.2 Design requirements specification contents 

The FS-PLC design requirements specification shall contain: 

a) allocation of safety requirement(s) to HW, SW or a combination thereof with sufficient 
detail for the design and development of the FS-PLC, 

NOTE 1 Examples of FS-PLC safety functions are putting an output into a manufacturer-defined safe state 
or maintaining a manufacturer-defined safe state. 

b) the intended SIL capability of the FS-PLC; 
c) specification of the safe state or safe states of the FS-PLC; 
d) specify the limitations of operation of the FS-PLC in low demand and high 

demand/continuous modes of operation; 

NOTE 2 Where the FS-PLC is used in different configurations, different SIL capability limits can apply to 
the different configurations. 

e) a description of all the measures and techniques necessary to achieve the required 
functional safety. The description shall include: 
1) the time it takes an FS-PLC to process an external signal(s) to activate a specified 

function(s), e.g. FS-PLC safety function under normal and fault conditions, input-
to-output, calculation to be delivered to output, external write to output, network 
communications, performance; 

NOTE 3 The worst case response time for the FS-PLC safety function contributes to the worst case 
response time of the overall E/E/PE safety-related system safety function. See IEC 61784-3. 

2) all information relevant to functional safety which may have an influence on the 
E/E/PE safety-related system design; 

3) all interfaces with the FS-PLC; 
4) external fault diagnostic tests; 

NOTE 4 For example, the detection of shorted or open loads in the de-energized case for digital 
outputs. 

5) all relevant modes of operation of the FS-PLC; 
6) all required modes of behaviour of the FS-PLCs – in particular, behaviour on the 

detection of faults; 
7) the significance of all hardware/software interactions – where relevant, any 

required constraints between the hardware and the software shall be identified 
and documented; 

NOTE 5 Where these interactions are not known before finishing the design, only general 
constraints are stated. 

8) limiting and constraint conditions for the FS-PLCs and any associated 
subsystems, for example timing constraints; 

9) any specific requirements related to the procedures for starting-up and restarting 
the FS-PLCs; 

10) the target hardware random failure rates for each failure effect to be considered 
during failure mode and effect analysis; 

11) any requirements, constraints, functions and facilities for proof testing of the FS-
PLC part of the E/E/PE safety-related system to be undertaken; 

NOTE 6 Typically, the proof test interval for an FS-PLC is the useful Lifetime. 

12) the electromagnetic immunity limits and performance criteria in accordance with 
requirements in 12.5;  
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NOTE 7 Based on agreement between the FS-PLC manufacturer and the user, higher limits are 
used for certain applications, e.g. light curtain applications in accordance with 61496-1. 

13) the requirements for the control of errors on any external safety related digital 
communications; 

14) the measures to be provided to restrict operation by unauthorised persons (key 
switches, locked cabinets, network access, passwords, etc.); 

15) critical application-independent alarms and events, e.g. system degradation, scan 
overrun, power-fail restart; 

16) cyber security – manufacturer to specify whether the FS-PLC may be connected 
to a non-secure network and any specific measures necessary for cyber security; 

NOTE 8 For guidance on security risks analysis, see IEC 62443 series. 

17) a description of the HMI, libraries, engineering tools, etc. where they are safety 
related; 

18) the quality assurance/quality control measures in place; 
19) the techniques and measures of Table B.1 of IEC 61508-2:2010 that are used. 

6.3 Target failure rate 

Based on a targeted SIL for the FS-PLC and its demand mode, a PFD (see Table 1) or PFH 
(see Table 2) for the FS-PLC is determined.  
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Figure 4 – Relevant parts of a safety function 

Relevant parts of a safety function are illustrated in Figure 4. 

Table 1 – Safety integrity levels for low demand mode of operation 

SIL of safety-related system PFD of the safety function PFD of the FS-PLC contribution 

4a ≥ 10-5 to < 10-4 < k 10-4 

3 ≥ 10-4 to < 10-3 < k 10-3 

2 ≥ 10-3 to < 10-2 < k 10-2 

1 ≥ 10-2 to < 10-1 < k 10-1 

NOTE Typically 0 < k < 0,15 
a  This part applies to FS-PLC with a SIL capability not greater than SIL 3. For SIL 4 capability, additional FS-PLC 

safety function requirements of 61508 series shall be applied. 
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Table 2 – Safety integrity levels for high demand or continuous mode of operation 

SIL of safety-related system PFH of the safety function PFH of the FS-PLC contribution 

4a ≥ 10-9 to < 10-8 < k 10-8 

3 ≥ 10-8 to < 10-7 < k 10-7 

2 ≥ 10-7 to < 10-6 < k 10-6 

1 ≥ 10-6 to < 10-5 < k 10-5 

NOTE Typically 0 < k < 0,15 
a  This part applies to FS-PLC with a SIL capability not greater than SIL 3. For SIL 4 capability, additional FS-PLC 

safety function requirements of 61508 series shall be applied. 

 
The safety integrity requirement for the FS-PLC shall be specified in terms of PFD or PFH, 
only for random hardware failures. Where the safety integrity requirement is specified in terms 
of PFD, then the necessary proof test interval to achieve that PFD shall also be defined. 

NOTE The PFD or PFH of a safety-related system is the sum of the PFD or PFH values for the sensors, the logic 
subsystem, and the actuators as part of a safety function. For illustration see Figure 4. 

Systematic failures of an FS-PLC shall be addressed by techniques and measures in 9.4.6.  

The FS-PLC’s allocation of this PFD or PFH shall be specified by the FS-PLC manufacturer. 
This allocation is recommended to be less than or equal to 15 % (a “k” factor of 0,15 in the 
above tables), of the E/E/PE safety-related system’s PFD or PFH.  

The intent is to permit the allocation of the remainder, of the PFD or PFH, to the sensors and 
actuators.  

A PFD or PFH allocation for the FS-PLC above the 15 % level is allowed based on a more 
rigorous analysis of the application and an agreement between the manufacturer and 
independent assessor in consultation with the user. 

The FS-PLC safety function requirements and safety integrity requirements for the E/E/PE 
safety-related system function that the FS-PLC is designed and specified to provide, shall be 
documented in the FS-PLC design requirements specification. 

7 FS-PLC design, development and validation plan  

7.1 General 

The FS-PLC safety function requirements and safety integrity requirements, for the E/E/PE 
safety-related system function the FS-PLC is designed and specified to provide, and specified 
in Clause 6, shall be planned for here. 

7.2 Segmenting requirements 

The objective of this phase is to segment the FS-PLC system functional safety and integrity 
requirements into SW functional safety and integrity requirements and HW functional safety 
and integrity requirements according to the documented architecture selected.  

After partitioning of the FS-PLC system functional safety and integrity requirements into: 

• SW functional safety and integrity requirements, 

• HW functional safety and integrity requirements, and  
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• documentation of the assessments plans.  

Clauses 9 and 10 define the FS-PLC HW (in realization phase) and the FS-PLC SW (in 
realization phase). 

A development plan shall include an assessment plan and a set of HW and SW related design 
plans addressing appropriate items from Annex B of IEC 61508-2:2010.  

8 FS-PLC architecture 

8.1 General 

The objective of Clause 8 is to specify the FS-PLC HW and SW safety architecture. 

Based on the FS-PLC system functional safety requirements specification, various 
architectures may be evaluated to achieve the needs set forth in the functional safety 
requirements specification. Trade-offs will be made to determine and define where and how to 
execute the required FS-PLC safety functions necessary. These decisions will then set the 
overall FS-PLC architecture as well as the underlying SW and HW architectures.  

The SW and HW architectural requirements shall be documented in the SW and HW 
functional safety requirements documents respectively. 

Hardware

Embedded software

T1 off-line support tool

On-line support tool

T2 off-line 
support 

tool

Executable code, 
Execution layer software

Off-line support tools
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support tool

Executable code,  
Transportation layer software

Executable code,  
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FS-PLC Support tool software

 

Figure 5 – FS-PLC to engineering tools relationship 

The grey blocks, in Figure 5, are FS-PLC related areas and must be addressed. The white 
block is not a safety related part of FS-PLC, i.e. interference free. The cross-hatched block 
indicates the possibility of this item being considered safety-related based on criticality 
analysis.  If the latter is safety-related, it shall be addressed. 

The example items, in Figure 5, in white and cross-hatched blocks are for illustrative 
purposes only and may or may not be determined to be safety related in the application. 
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8.2 Architectures and subsystems 

FS-PLC subsystems may incorporate multiple architectures. 

An FS-PLC shall use a MooN architecture designation consisting of N channels, any one of 
which can contribute to processing of the FS-PLC logic function. At least M channels are 
required to perform the FS-PLC logic function. The system executes the FS-PLC logic 
function if M channels are functioning properly. (N-M) defines the fault tolerance of the 
system, where (N-M+1) channel failures would result in the failure of the FS-PLC logic 
function. See Annex B for examples. 

8.3 Data communication 

An FS-PLC system generally has two types of data communication. One is the safety related 
communication, and the other is non-safety related communication. 

Functional safety related communication using fieldbuses shall comply with IEC 61784-3.  

Safety related communication using other than fieldbuses shall comply with the requirement in 
IEC 61508-2:2010, 7.4.11. 

For non-safety related communication, refer to IEC 61131-2. 

Measures shall be taken to prevent any foreseeable data communication, whether valid or 
invalid, from a) adversely affecting the correct operation of a safety-related function, or b) 
preventing the maintenance of or achievement of a defined safe state. 

9 HW design, development and validation planning 

9.1 HW general requirements 

The requirements of 8.3 are derived from the hardware specific requirements contained in the 
FS-PLC functional safety requirement specification. 

9.2 HW functional safety requirements specification 

The FS-PLC HW functional safety requirements shall be as specified in and/or derived from 
the FS-PLC functional safety requirements specification. 

Where non safety-related functions are performed within the same FS-PLC as safety-related 
functions, adequate measures shall be in place to prevent safety-related functions from being 
adversely affected by non safety-related functions. 

The FS-PLC HW functional safety requirements shall be expressed and structured in such a 
way that they are: 

• clear, precise, unambiguous, verifiable, testable, maintainable and feasible; and 

• written to aid comprehension by those who are likely to utilize the information at any stage 
of the FS-PLC safety lifecycle. 

9.3 HW safety validation planning 

NOTE This phase of the lifecycle of a FS-PLC is normally carried out in parallel with the HW design and 
development, see 9.4.  

Hardware validation planning is accomplished by specifying the steps that are to be used to 
demonstrate compliance to the FS-PLC HW functional safety requirements specification (see 
Clause 6).  
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The functional safety validation plan shall include the procedures to be followed to assure that 
each safety function is correctly implemented and has the required SIL capability, a 
description of the test parameters and test environment and pass/fail criteria. 

Type test are specified in Clause 12. 

9.4 HW design and development 

9.4.1 General 

The FS-PLC shall be designed to meet the requirements of the HW functional safety 
requirements specification. 

The HW designed and the documentation written during the design and documentation 
lifecycle phase of the FS-PLC shall meet all of the following: 

a) the requirements for HW SIL capability (SIL 1, 2, or 3)  based on the HW fault tolerance 
and safe failure fraction approach (Route 1H of 7.4.4 and 7.4.4.2 of IEC 61508-2:2010) 
comprising, 
the architectural constraints on HW safety integrity of 9.4.3, 9.4.3.1.2 and 
the requirements for the probability of dangerous HW failures of 9.4.3.2.4; 

b) the requirements for systematic safety integrity comprising, 
the requirements for the avoidance of systematic failures of 9.4.5, and  
the requirements for the control of systematic faults of 9.4.6. 

c) the requirements for FS-PLC behaviour upon detection of a fault of 9.4.2. 
d) independence of safety related and non-safety related functions unless all FS-PLC HW 

will be treated as safety related. The independence shall be such that failures in the 
non-safety parts shall not cause dangerous failures in the safety part. The method of 
achieving this independence and the justification of the method shall be documented.  

9.4.2 Requirements for FS-PLC behaviour on detection of a fault 

The detection of a dangerous fault during operation of the FS-PLC shall result in either: 

a) the transition of all outputs, by built-in measures, e.g. HW or embedded SW, that could be 
affected by the fault to a defined safe state within the fault reaction time specified by the 
manufacturer, or 

b) the fault being notified (alarmed) to the application measures, e.g. application program 
within the fault reaction time specified by the manufacturer such that the application 
measures, e.g. application program, can cause appropriate action to be taken to maintain 
safety. 

NOTE What action is appropriate is dependent on the application and this is determined by the user rather than 
the FS-PLC manufacturer. 

As a minimum the faults shown in Table 3 shall be detected and notified (alarmed) to the 
application program unless either 

• the fault cannot occur in the FS-PLC by design, or 

• the omission of the fault is justified by a written technical assessment. 
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Table 3 – Faults to be detected and notified (alarmed) to the application program 

Faults to be detected and notified (alarmed) to the application program 

scan time overrun – scan time is greater than a preset maximum value 

input or output points are disabled or maintenance overrides are in place 

fault detection is disabled 

over temperature condition 

failure of a diagnostic to execute 

attempted write access via an unauthorized channel 

degraded system operational modes – redundant modules/channels are off-line or faulted 

loss of system or field power, including redundant sources 

loss or delay of external safety-related communications 

divide by zero or other logical error detected 

 
9.4.3 HW safety integrity  

9.4.3.1 HW fault tolerance 

9.4.3.1.1 General 

During design of the FS-PLC, the hardware fault tolerance related to functional safety shall be 
defined. The HW fault tolerance in combination with the safe failure fraction allows a 
specification of the maximum safety integrity (SIL 1, 2, or 3) that can be claimed in 
accordance with Route 1H as described in IEC 61508-2. 

9.4.3.1.2 Highest safety integrity level claimable    

In the context of hardware safety integrity, the highest safety integrity level that can be 
claimed for a safety function is limited by the hardware fault tolerance and safe failure fraction 
of the subsystems that carry out that safety function. Table 4 and Table 5 specify the highest 
safety integrity level that can be claimed for an FS-PLC safety function which uses a 
subsystem taking into account the hardware fault tolerance and safe failure fraction of that 
subsystem. The requirements of Table 4 and Table 5 shall be applied to each subsystem 
carrying out an FS-PLC safety function and hence every part of the FS-PLC. Subclauses 
9.4.3.2.2 to 9.4.3.2.4 specify which one of Table 4 or Table 5 apply to any particular 
subsystem. Subclauses 9.4.3.2.5 and 9.4.3.2.6 specify how the highest safety integrity level 
that can be claimed for an FS-PLC safety function is derived. With respect to these 
requirements: 

a) a hardware fault tolerance of N means that N+1 faults could cause a loss of the FS-PLC 
safety function. In determining the hardware fault tolerance no account shall be taken of 
other measures that may control the effects of faults such as diagnostics, and 

b) where one fault directly leads to the occurrence of one or more subsequent faults, these 
are considered as a single fault; 

c) in determining hardware fault tolerance, certain faults may be excluded based on the 
physical behaviour of the component’s dominant failure mode. Any such fault exclusions 
shall be justified and documented; 

NOTE 1 ISO 13849-2:2003 gives examples for fault exclusion based on different technologies. 

d) the safe failure fraction of a subsystem is defined as the ratio of the average rate of safe 
failures plus dangerous detected failures of the subsystem to the total average failure rate 
of the subsystem. 

NOTE 2 The architectural constraints have been included in order to achieve a sufficiently robust architecture, 
taking into account the level of subsystem complexity. The hardware safety integrity level for the FS-PLC system, 
derived through applying these requirements, is the maximum that is permitted to be claimed even though, in some 
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cases, a higher safety integrity level could theoretically be derived if a solely mathematical approach had been 
adopted for the FS-PLC system. 

NOTE 3 The architecture and subsystem derived to meet the hardware fault tolerance requirements is that used 
within specified operating conditions. The fault tolerance requirements may be relaxed while the FS-PLC system is 
being repaired on-line. However, the key parameters relating to any relaxation must have been previously 
evaluated (for example mean time to restoration compared to the probability of a demand). 

Table 4 – Hardware safety integrity – low complexity (type A) subsystem 

 Hardware fault tolerance 

SFF 0 1 2 

<60 % SIL 1 SIL 2 SIL 3 

60 % to <90 % SIL 2 SIL 3 SIL 4 a 

90 % to <99 % SIL 3 SIL 4a SIL 4 a 

≥99 % SIL 3 SIL 4 a SIL 4 a 
a This part applies to FS-PLC with a SIL capability not greater than SIL 3. Special requirements apply for SIL 4 
capability.  See IEC 61508 series. 

NOTE Table derived from IEC 61508-2:2010, Table 2. 

 
Table 5 – Hardware safety integrity – high complexity (type B) subsystem 

 Hardware fault tolerance 

SFF 0 1 2 

<60 % Not allowed SIL 1 SIL 2 

60 % to <90 % SIL 1 SIL 2 SIL 3 

90 % to <99 % SIL 2 SIL 3 SIL 4 a 

≥99 % SIL 3 SIL 4 a SIL 4 a 
a This part applies to FS-PLC with a SIL capability not greater than SIL 3. Special requirements apply for SIL 4 
capability.  See IEC 61508 series. 

NOTE Table derived from IEC 61508-2:2010, Table 3. 

 

9.4.3.1.3 Requirements for FS-PLC behaviour on detection of a fault 

The detection of a dangerous fault in a FS-PLC shall result in a specified action to either: 

a) achieve or maintain the manufacturer-defined safe state, or 
b) if the FS-PLC has a hardware fault tolerance of one or more then to repair the faulty part 

within the mean repair time (MRT) specified in the application, where continued operation 
is permitted, or if the FS-PLC has a hardware fault tolerance of zero and is in low demand 
mode then to repair the faulty part within the mean repair time (MRT) specified in the 
application. Continued operation during the repair of the FS-PLC requires additional risk 
reduction measures to be taken by the user. 

9.4.3.1.4 Independent watchdog timers 

All subsystems that utilize a microprocessor shall include a watchdog timer function which: 

– is separated from and operated independently of the state of the microprocessor, 
– is not affected by a common cause mechanism that may prevent the wrong watchdog 

reset by resetting the microprocessor. 

The following types of watchdog reset mechanisms should be avoided: 

a) the use of a range of memory or I/O addresses, only a single address should be used, 
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b) allowing both read and write operations, only one should be used, 
c) using an address that might easily be accessed if the microprocessor is stuck in a loop, 
d) using only a maximum time-out value, a window should be specified with a minimum and 

maximum value. 

9.4.3.2 HW subsystem decomposition 

9.4.3.2.1 General 

NOTE 1 The reader is reminded that the term subsystem used in this part is defined differently than as defined in 
IEC 61508-4.  See 3.55. 

Subclause 9.4.3.1 defines requirements for safe failure fraction (SFF) and fault tolerance 
depending on safety integrity level and subsystem type. 

Two subsystem types, defined in 9.4.3.2.2 and 9.4.3.2.3, are further explained by the 
following supplemental information: 

Type A subsystems (low complexity) are typically built of discrete components (e.g. resistors, 
capacitors, diodes, transistors) for which the fault modes and their effect on the subsystem, 
are predictable and well-defined.  

Type B subsystems (high complexity) typically include one or more complex or programmable 
components (e.g. microprocessors, ASICs, FS-PLC modules) which have poorly-defined fault 
modes with unpredictable effects on the subsystem. (For such components, in the absence of 
better data, it may be assumed that 50 % of all faults lead to a safe effect and 50 % lead to a 
dangerous effect.) 

NOTE 2 Integrated circuits of low complexity are those for which all of the failure modes and fault effects are 
known. 

When evaluating an FS-PLC, the FS-PLC shall first be decomposed into subsystems. Each 
subsystem must fulfil the requirements of Table 4 or Table 5, with regard to SFF and fault 
tolerance necessary to achieve the specified SIL. 

If two subsystems are dependent and one subsystem provides the diagnostics for the other 
subsystem, the subsystem providing the diagnostics must first meet the requirements of  
Table 4 or Table 5. The subsystem providing the diagnostics can then be combined with the 
second subsystem to fulfil the requirements of Table 4 or Table 5 for both subsystems 
together. 

NOTE 3 Example; FS-PLC I/O modules are typically composed of a microprocessor and an I/O part as shown in 
Figure 6. The processor element controls the I/O and often executes the diagnostics as well. In such a case the 
processor element shall be treated as a Type B subsystem and the I/O could be either a Type B or Type A 
subsystem depending on the subsystem components. 
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I/O Type A or B

Diagnostics

Data

 

Figure 6 – HW subsystem decomposition 

Consider the case of an I/O module, which is composed of two subsystems, one a Type A or 
B, designated Subsystem 1 and one a Type B, designated Subsystem 2. It is intended this I/O 
module achieve SIL 3. 

Assume Subsystem 1 has a fault tolerance of 1 and a SFF of 55 %, by itself. Assume 
Subsystem 2 has a fault tolerance of 1 and a SFF of 95 %, by itself. 

If Subsystem 1 takes advantage of the processor element of Subsystem 2, to conduct 
diagnostics, it can achieve a high DC and SFF (near 100 %).  

However, when combining diagnostics, a number of items must be considered. Because the 
subsystems 1 and 2 form a series, both must have a SFF > 90 %. This means that the 
diagnostics of subsystem 1 must be ≥ 90 % if it contains type B components and > 60 % when 
it contains only type A components. Claiming type A will be difficult as the control lines for the 
diagnostics come from a type B subsystem, so the interface of these two subsystems must 
have a diagnostic coverage of 90 %. To claim a certain diagnostic coverage this has to be in 
line with Annex B of IEC 61508-2:2010. 

Table 5 would require an SFF of at least 90 % for the I/O module to achieve SIL 3. 

Before Subsystem 1 utilized the processor of Subsystem 2, for diagnostics, the combination of 
Subsystems 1 and 2 could not achieve a SFF greater than 90 %. With Subsystem 1 utilizing 
the processor of Subsystem 2, for diagnostics, the combination of Subsystems 1 and 2 can 
now achieve a SFF greater than 90 %, and hence the I/O module can achieve SIL 3. 

9.4.3.2.2 Type A subsystem 

A subsystem can be regarded as type A if, for the components required to achieve the FS-
PLC portion of the safety function 

a) the failure modes of all constituent components are well defined; and 
b) the behaviour of the subsystem under fault conditions can be completely determined; and 
c) there is sufficient dependable failure data from field experience to show that the claimed 

rates of failure for detected and undetected dangerous failures are met (see 9.4.8). 
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9.4.3.2.3 Type B subsystem   

A subsystem shall be regarded as type B if, for the components required to achieve the FS-
PLC portion of the safety function, 

a) the failure mode of at least one constituent component is not well defined; or 
b) the behaviour of the subsystem under fault conditions cannot be completely determined; 

or 
c) there is insufficient dependable failure data from field experience to support claims for 

rates of failure for detected and undetected dangerous failures (see 9.4.8). 

NOTE 1 This means that if at least one of the components of a subsystem itself satisfies the conditions for a type 
B subsystem then that subsystem is regarded as type B rather than type A. 

NOTE 2 The FS-PLC is a complex (type B) subsystem. At the same time the FS-PLC can be composed of 
subsystems that are type A or type B. 

9.4.3.2.4 Architectural constraints on type A and type B subsystems    

Table 4 and Table 5 specify a SFF that is required to fulfil the specification for a SIL 1, 2 or 3 
claim, based on the hardware fault tolerance. The architectural constraints of either Table 4 or 
Table 5 shall apply to each subsystem carrying out the FS-PLC portion of the safety function, 
so that: 

a) the hardware fault tolerance requirements shall be achieved for the whole of the FS-PLC 
system; 

b) Table 4 applies for every type A subsystem forming part of the FS-PLC system; 
c) Table 5 applies for every type B subsystem forming part of the FS-PLC system; 
d) both Table 4 and Table 5 will be applicable to the FS-PLC system comprising both type A 

and type B subsystems, since the requirements in Table 4 shall apply for the type A 
subsystems and the requirements in Table 5 shall apply for the type B subsystems. 

9.4.3.2.5 Serial combinations of subsystems 

In an FS-PLC system where a number of element safety functions are implemented through a 
serial combination of elements (such as in Figure 7), the maximum safety integrity level that 
can be claimed for the safety function under consideration shall be determined by the element 
that has achieved the lowest safety integrity level for the achieved safe failure fraction for a 
hardware fault tolerance of 0. To illustrate the method assume an architecture as indicated in 
Figure 7, and see example below. 

EXAMPLE (see Figure 7) Assume an architecture where a number of subsystem safety functions are performed by 
a single channel of subsystems 1, 2 and 3 as in Figure 7 and the subsystems meet the requirements of Table 4 and 
Table 5 as follows: 

– subsystem 1 achieves the requirements, for a hardware fault tolerance of 0 and, for a specific safe failure 
fraction, for SIL 1; 

– subsystem 2 achieves the requirements, for a hardware fault tolerance of 0 and, for a specific safe failure 
fraction, for SIL 2; 

– subsystem 3 achieves the requirements, for a hardware fault tolerance of 0 and, for a specific safe failure 
fraction, for SIL 1; 

– both subsystem 1 and subsystem 3 restrict the maximum SIL that can be claimed, for the achieved 
hardware fault tolerance and safe failure fraction to just SIL 1. 

Full document details: IEC 61131-6 2012

http://www.avadocuments.com/doc/iec-61131-6-2012
http://www.avadocuments.com/doc/iec-61131-6-2012


61131-6 © IEC:2012 – 45 – 

Subsystem 3
Type B

Table 5→ SIL 1

FS-PLC comprised of a number of series subsystems

Subsystem 2
Type B

Table 5 → SIL 2

Subsystem 1
Type A

Table 4 → SIL 1

FS-PLC meets the architectural constraints, for the safety function, of SIL 1  

Figure 7 – Example: determination of the maximum SIL for specified architecture 

9.4.3.2.6 Parallel combinations of subsystems    

In a FS-PLC system where its safety function is implemented through multiple channels of 
subsystems (such as in Figure 8), the maximum hardware safety integrity level that can be 
claimed for its safety function under consideration shall be determined by: 

a) grouping the serial combination of elements for each channel and then determining the 
maximum safety integrity level that can be claimed for the safety function under 
consideration for each channel (see 9.4.3.2.5); and 

b) selecting the channel with the highest safety integrity level that has been achieved for the 
safety function under consideration and then adding 1 safety integrity level to determine 
the maximum safety integrity level for the overall combination of the subsystem. 

c) At the minimum the following requirements shall be fulfilled: 

• the safety function shall be performed in each subsystem, 

• common cause failure analysis shall be performed according to the claimed SIL, 

• the voter at the output of the subsystems shall be designed according to the claimed 
SIL, 

• failure reaction of the combined system shall meet the requirements of IEC 61508-
2:2010, 7.4.8, 

• the DC of the FS-PLC shall fulfil the requirements of the SIL of the combined system, 

• the software/firmware used in the FS-PLC shall fulfil the requirements of the SIL of the 
combined system. 

d) Assumptions: 

• a systematic fault of that subsystem does not cause a failure of the specified safety 
function but does so only in combination with a second systematic fault of another 
subsystem, 

• sufficient independence exists between the two subsystems (justified by common 
cause failure analysis). 

EXAMPLE   The grouping and analysis of these combinations may be carried out in various ways. To illustrate one 
possible method, assume an architecture in which a particular FS-PLC safety function is performed by two 
subsystems, X and Y, where subsystem X consists of subsystems 1, 2, 3 and 4, and subsystem Y consists of a 
single subsystem 5, as shown in Figure 8. The use of parallel channels in subsystem X ensures that subsystems 1 
and 2 implement the part of the FS-PLC safety function required of subsystem X independently from subsystem 3 
and 4, and vice-versa. The FS-PLC safety function will be performed:  

– in the event of a fault in either subsystem 1 or subsystem 2, the combination of subsystems 3 and 4 is 
able to perform the required part of the FS-PLC safety function; or 

– in the event of a fault in either subsystem 3 or subsystem 4, the combination of subsystems 1 and 2 is 
able to perform the required part of the FS-PLC safety function. 

The determination of the maximum safety integrity level that can be claimed, for the safety function under 
consideration, is detailed in the following steps.  
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For subsystem X, with respect to the specified FS-PLC safety function under consideration, each subsystem meets 
the requirements of Table 4 and Table 5 as follows: 

– subsystem 1 achieves the requirements, for a hardware fault tolerance of 0 and, for a specific safe failure 
fraction, for SIL 3; 

– subsystem 2 achieves the requirements, for a hardware fault tolerance of 0 and, for a specific safe failure 
fraction, for SIL 2; 

– subsystem 3 achieves the requirements, for a hardware fault tolerance of 0 and, for a specific safe failure 
fraction, for SIL 2; 

– subsystem 4 achieves the requirements, for a hardware fault tolerance of 0 and, for a specific safe failure 
fraction, for SIL 1. 

Subsystems are combined to give a maximum hardware safety integrity level for the FS-PLC safety function under 
consideration, for subsystem X as follows: 

a) Combining subsystems 1 and 2: The hardware fault tolerance and safe failure fraction achieved by the 
combination of subsystems 1 and 2 (each separately meeting the requirements for SIL 3 and SIL 2 
respectively) meet the requirements of SIL 2 (determined by subsystem 2; see 9.4.3.2.5); 

b) Combining subsystems 3 and 4: The hardware fault tolerance and safe failure fraction achieved by the 
combination of subsystems 3 and 4 (each separately meeting the requirements for SIL 2 and SIL 1 
respectively) meet the requirements of SIL 1 (determined by subsystem 4 see 9.4.3.2.5); 

c) Further combining the combination of subsystems 1 and 2 with the combination of subsystems 3 and 4: the 
maximum safety integrity level that can be claimed for the FS-PLC safety function under consideration is 
determined by selecting the channel with the highest safety integrity level that has been achieved and then 
adding 1 safety integrity level to determine the maximum safety integrity level for the overall combination of 
subsystems. In this case the subsystem comprises two parallel channels with a hardware fault tolerance of 1. 
The channel with the highest safety integrity level, for the FS-PLC safety function under consideration was that 
comprising subsystems 1 and 2 which achieved the requirements for SIL 2. Therefore, the maximum safety 
integrity level for the subsystem for a hardware fault tolerance of 1 is (SIL 2 + 1) = SIL 3 (see 9.4.3.2.6). 

For subsystem Y, subsystem 5 achieves the requirements, for a hardware fault tolerance of 0 and, for a specific 
safe failure fraction, for SIL 2. 

For the complete FS-PLC (comprising two subsystems X and Y that have achieved the requirements, for the safety 
function under consideration, of SIL 3 and SIL 2 respectively), the maximum safety integrity level that can be 
claimed for an FS-PLC is determined by the subsystem that has achieved the lowest safety integrity level 
(9.4.3.1.2). Therefore, for this example, the maximum safety integrity level, that can be claimed for the FS-PLC, for 
the safety function under consideration, is SIL 2. 
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Subsystem 4
Type B

Table 5 → SIL 1

Subsystem 2
Type A

Table 4 → SIL 2

Architecture reduces to

FS-PLC comprised of two subsystems X & Y

Subsystem X Subsystem Y

Subsystem 5
Type A

Table 4→ SIL 2Subsystem 3
Type B

Table 5 → SIL 2

Subsystem 1
Type B

Table 5 → SIL 3

Subsystem Y

Subsystem 5
Limited to SIL 2

Subsystem 3 & 4
Limited to SIL 1

Subsystem 1 & 2
Limited to SIL 2

Subsystem X

Architecture reduces to

Subsystem Y

Subsystem 5
Limited to SIL 2

Subsystem Y

Subsystem 1, 2, 3, & 4
Limited to SIL 3

Architecture reduces to

FS-PLC meets the architectural constraints, for the safety function, of SIL 2

FS-PLC comprising subsystems X & Y
Limited to SIL 2

 

NOTE 1 Subsystems 1 and 2 implement the part of the safety function required of subsystem X independently 
from elements 3 and 4, and vice versa. 

NOTE 2 The subsystems implementing the FS-PLC safety function will be across the entire FS-PLC system in 
terms of ranging from the inputs to logic solving to outputs. 

NOTE 3 For details on interpreting this figure, see the example described above. 

NOTE 4 Type A only applies to a subsystem of an FS-PLC. Type B can apply to subsystem of FS-PLC or to FS-
PLC itself. 

Figure 8 – Example of limitation on hardware safety integrity 
for a multiple-channel safety function 
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9.4.4 Random HW failures 

9.4.4.1 General 

The probability of dangerous failure due to random HW failures shall be equal or less than the 
target failure measure as specified in the functional safety requirements specification. 

Random hardware failures for a design shall be identified and analyzed by failure modes and 
effects analysis (FMEA), fault tree analysis, or other acceptable methods (see Annex A). The 
failure rates for each component shall be estimated from a recognized reliability database. 
Each failure shall be classified into one of the following categories, using a diagnostics 
coverage analysis:  

• safe detected,  

• safe un-detected,  

• dangerous detected,  

• dangerous undetected  

• no effect. 

All reliability calculations shall use one single source for the component reliability data.  Data 
from multiple sources can be used only if it can be shown that the data was developed under 
common conditions. For further information see Annex D. 

Once these failure rates are determined, a reliability model for the FS-PLC must be 
established and a calculation method must be selected. This is a prerequisite to determining 
the PFD or PFH value of the subsystems and the FS-PLC. Annex B of IEC 61508-6:2010 
addresses the PFD and PFH calculations and shall be utilized for various architectures of an 
FS-PLC; e.g. 1oo1, 1oo2, 1oo2D (with diagnostics), 2oo2, and 2oo3, etc. 

For complex systems like a FS-PLC reliability calculation based on reliability block diagrams 
or a Markov model is recommended.  

NOTE When suitable data is available, the failure is apportioned between the predominant failure modes:  short, 
open, change of value, etc.  

9.4.4.2 HW common cause failures 

Where the FS-PLC architecture includes multiple channels, for example 1oo2 or 2oo3 
architectures, then common cause failures shall be considered. 

A common cause failure is a failure which is the result of one or more events which cause a  
coincident or near-coincident failure of two or more separate channels in a multiple channel 
system, potentially resulting in the loss of the safety function. Common cause failures may 
result from a systematic fault (for example, a design or specification mistake) or an external 
stress leading to a hardware failure, (for example an excessive temperature). 

Common cause failure rates shall be estimated using a recognised method. Typically, such 
methods apply a proportion of the hardware random failure rate for one channel as a common 
cause failure rate for the multiple channel system. The value of the proportion – the Beta 
factor – is determined by a scoring system based on the degree of independence of the 
channels and the possibility of detecting faults before they affect all channels.  

The suitability of the method chosen for assessing common cause failures in the FS-PLC 
design shall be justified. 

NOTE Annex E gives one possible method for assessing common cause failures. More discussion is given in 
Annex D of IEC 61508-6:2010. 
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