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Publication numbering

As from 1 January 1997 all IEC publications are issued with a designation in the
60000 series. For example, IEC 34-1 is now referred to as IEC 60034-1.

Consolidated editions

The IEC is now publishing consolidated versions of its publications. For example,
edition numbers 1.0, 1.1 and 1.2 refer, respectively, to the base publication, the
base publication incorporating amendment 1 and the base publication incg j
amendments 1 and 2.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION
MULTICORE AND SYMMETRICAL PAIR/QUAD CABLES
FOR DIGITAL COMMUNICATIONS -
Part 6: Symmetrical pair/quad cables

with transmission characteristics up to 600 MHz —
Work area wiring — Sectional specification

FOREWORD

committees; any IEC National Committee interested in the subject dealt with may participate Yo this\greparatory work.

International, governmental and non-governmental organizations I|' i N o participate in this
preparation. The IEC collaborates closely with the International Organ S b 3 ion (ISO) in accordance
with conditions determined by agreement between the two orgafizations

2) The formal decisions or agreements of the IEC on technical m tter eypress s possible, an international
consensus of op|n|on on the relevant subjects since each fe as representatlon from all interested

standards, technical specifications, technical gui ccepted by the National Committees
in that sense.

4) In order to promote international unification, IEC Natieqal Cd it{tees\yundertake to apply IEC International Standards
transparently to the maximum extent possible\in thona and rggional standards. Any divergence between the

IEC Standard and the corregponding pational &r regiQ standard shall be clearly indicated in the latter.

5) The IEC provides no marki gdure to ||te its appfoval and cannot be rendered responsible for any
equipment declared to b¢ )f |1

6) Attention is drawn g t i t elements of this International Standard may be the subject of
patent rights. Th € 3nsible for identifying any or all such patent rights.

been prepared by subcommittee 46C: Wires and
ittee 46: Cables, wires, waveguides, RF connectors and

d on the following documents:

FDIS Report on voting
46C/512/FDIS 46C/518/RVD

Full information on the voting for the approval of this standard can be found in the report on voting
indicated in the above table.

This standard should be read in conjunction with IEC 61156-1.
This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this publication will remain unchanged until 2004.
At this date, the publication will be

* reconfirmed;

* withdrawn;

* replaced by a revised edition, or

+ amended.
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MULTICORE AND SYMMETRICAL PAIR/QUAD CABLES
FOR DIGITAL COMMUNICATIONS -

Part 6: Symmetrical pair/quad cables

with transmission characteristics up to 600 MHz —
Work area wiring — Sectional specification

1 General

1.1 Scope

used in the same context ag )" i 801. This enhanced cable is designated
Category 5e to differentiaté_it fix S described in IEC 61156-2, 61156-3, and

61156-4. Although bothpCat ables ane” characterized to 100 MHz and can in used
for Class D channels, Gatago ) equirements, as compared to Category 5, which
make it preferreg~or v [ ilizing four pairs transmitting simultaneously in both
directions. <>

@ 1 — Cable categories

Maximum reference
Cab esignatiqn frequency Channel designation

< N MHz
\th%&y B‘Q\/ 1002 D
E

Catedory 6 ) 250

Category 7\/ 600 F

a  Some characteristics are measured up to 125 MHz in order to comply with IEEE’s
request to specify the electrical performances up to a frequency 25 % higher than the
referenced frequency.

These cables are intended for various new communication systems that are under development
and which use as many as four pairs simultaneously. In this sense, this sectional specification
provides the cable characteristics required by system developers to evaluate new systems.

The cables covered by this sectional specification are intended to operate with voltages and
currents normally encountered in communication systems. These cables are not intended to be
used in conjunction with low impedance sources, for example, the electric power supplies of public
utility mains.

Though the recommended temperature range during installation is 0 °C +50 °C, the actual
temperature range during installation should be indicated in the detail specification. Documents

Document Sharing Hub

Full document details: IEC 61156-6 2002


http://www.avadocuments.com/doc/iec-61156-6-2002
http://www.avadocuments.com/doc/iec-61156-6-2002

-6- 61156-6 O IEC:2002(E)

1.2 Normative references
The following referenced documents are indispensable for the application of this document. For

dated references, only the edition cited applies. For undated references, the latest edition of the
referenced document (including any amendments) applies.

IEC 61156-5, Multicore and symmetrical pair/quad cables for digital communications — Part 5:
Symmetrical pair/quad cables with transmission characteristics up up to 600 MHz — Horizontal floor
wiring — Sectional specification

ISO/IEC 11801:2000, Information technology — Generic cabling for customer premises

Publications listed in IEC 61156-1 also apply.

1.3 Installation considerations

Installation considerations will be addressed in a future revision ¢

1.4 Climatic conditions

2 Definitions, materials and cable cQtr

2.1 Definitions

See 2.1 of IEC 61156-

2.2 Materials a

2.21

Generaktre

The cable construction shall be in accordance with the details and dimensions given in the relevant
detail specification.

2.2.3 Conductor

The conductor shall be solid or stranded annealed copper conductor, in accordance with 2.2.3 of
IEC 61156-1 and shall have a nominal diameter between 0,4 mm to 0,65 mm. The stranded
conductor should have preferably seven strands. Conductor diameter up to 0,8 mm may be used
if compatible with the connecting hardware.

The conductor shall be plain or tinned.

The conductor may consist of one or more elements of thin copper or copper alloy tape, which
shall be applied helically over a fibrous thread (tinsel cord). In this case, joints in the complete
element shall not be permitted.
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