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INTERNATIONAL ELECTROTECHNICAL COMMISSION

INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 1: Overview and guidance for the IEC 61158 and IEC 61784 series

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardi t|on comprising
all national electrotechnical committees (IEC National Committees). The objéciN of S to promote
international co-operation on all questions concerning standardization in the eleetri
this end and in addition to other activities, IEC publishes International Stan@ard
Technical Reports, Publicly Available Specifications (PAS) and Guides (herea as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; i { interested
in the subject dealt with may participate in this preparatory work. 3

agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical mat
consensus of opinion on the relevant subjects since eac
interested IEC National Committees.

Publications is accurate, IEC cannot be held respo
misinterpretation by any end user.

4) In order to promote international uniformit
transparently to the maximun
between any IEC Publicatiog
the latter.

sittees undertake to apply IEC Publications
&l and regional publications. Any divergence
regional publication shall be clearly indicated in

members of its te
other damage of 8

9) Attention is dre e possibility that some of the elements of this IEC Publication may be the subject of
not be held responsible for identifying any or all such patent rights.

Attention is drawn to the fact that the use of some of the associated protocol types is
restricted by their intellectual-property-right holders. In all cases, the commitment to limited
release of intellectual-property-rights made by the holders of those rights permits a layer
protocol type to be used with other layer protocols of the same type, or in other type
combinations explicitly authorized by their respective intellectual property right holders.

NOTE Combinations of protocol types are specified in IEC 61784-1 and IEC 61784-2.

International Standard IEC 61158-1 has been prepared by subcommittee 65C: Industrial
networks, of IEC technical committee 65: Industrial-process measurement, control and
automation.

This first edition cancels and replaces the third edition of IEC/TR 61158-1 published in 2010.
This edition constitutes a technical revision.
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This first edition includes the following significant changes with respect to the previous
Technical Report:

e updates of the references to and information about the IEC 61158 series, IEC 61784-1,
IEC 61784-3, IEC 61784-5 series and IEC 61918 throughout the document;

o new Type 23 for profile family 8;

e new Type 24 and the related profile family CPF 19;

e new Subclause 7.7 Communication profiles for wireless communication networks;

e new Clause 11 Fieldbus system requirements;

e new Annex B Media selection for fieldbus systems.

The text of this standard is based on the following documents:

A\
FDIS Report on voting <

65C/757/FDIS 650/767/RV<D/\

voting indicated in the above table.

This publication has been drafted in accordance

The committee has decided, that the cnte%
[ e

w
e reconfirmed,
e withdrawn, Q

e replacedbyar

e, under "http://webstore.iec.ch" in the data

e amended.

IMPORTA
that it contai
understanding o
colour printer.

lours which are considered to be useful for the correct
its contents. Users should therefore print this document using a
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INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 1: Overview and guidance for the IEC 61158 and IEC 61784 series

1 Scope

This document specifies the generic concept of fieldbuses.

This document also presents an overview and guidance for the IEC 61

e explaining the structure and content of the IEC 61158 series;

e relating the structure of the IEC 61158 series to the ISO/I
Model;

e showing the logical structure of the IEC 61784 series:

e showing how to use parts of the IEC 61158 s¢
series;

e

e providing explanations of some as
type specific parts of the IEC 61
concepts and the generic fieldbus d

2 Normative references

None.

from one applicatiqn tg another

3.1.2

fieldbus

communication system based on serial data transfer as typically used in industrial automation
and process control applications

3.1.3
fieldbus system
system using a fieldbus with connected devices

3.1.4
message
ordered series of octets intended to convey information

[SOURCE: ISO/IEC 2382-16:1996, 16.02.01, modified]
Documents
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3.1.5

network

all of the media, connectors, repeaters, routers, gateways and associated node
communication elements by which a given set of communicating devices are interconnected

3.2 Abbreviations

For the purposes of this document, the following abbreviations, based partially on the
concepts developed in ISO/IEC 7498-1, apply:

AE application entity

AL application layer (N = 7)

APDU application layer protocol data unit
APO application process object

AR application relationship

AREP application relationship endpoint
ASE application service element

CP communication profile

CPF communication profile family

DL- data-link layer (as a prefix)

DLL data-link layer (N = 2)

FAL fieldbus application layer

FSCP functional safety communig¢ation profile
IETF Internet Engineering Task orc%
10 input output

IP

kbit/s

Mbit/s

LME

(n)-layer

OSl|

Ph-

PhL

SIL

4 Guidelines for implementers and users

4.1 Background and purpose

Communication in global markets requires a global understanding of a specification (standard
or not). ISO/OSI related specifications provide a common basis for understanding and
acceptance between international experts (manufacturers and end-users).

Examples are

e ISO/IEC 7498-1 for general layering and structuring;
e |ISO/IEC 9545 for general application layer modeling;
e |ISO/IEC 8886 for data-link layer modeling.
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The IEC 61158 series specifies a number of different fieldbus types in each of its parts
(IEC 61158-2 and the type specific parts of IEC 61158-3-tt, IEC 61158-4-tt, IEC 61158-5-tt
and IEC 61158-6-tt). As a result of the editorial harmonization work done by IEC, each PhL,
DLL and AL specification within [EC 61158 is shown in a homogeneous way. The description
of each layer offers, as far as possible, common views, concepts, definitions, and descriptive
methods.

NOTE The list of IEC 61158 parts is abbreviated as IEC 61158-3-tt, IEC 61158-4-tt, IEC 61158-5-tt, or
IEC 61158-6-tt, where tt represents one or more type numbers.

This common approach has been adopted to assist users and implementers in understanding
the several specifications. It is also intended to assist in comparing available products and
their communications-related features.

4.2 Supported options

configurable options within their detailed specifications.
combinations of options will interwork or interoperate correctly

As a result, the route

e Clause 5to
e |EC 61784-1, A

e |EC61784-2,

4.3 Bene

The benefits gained”from using a common and formal style to specify the communication
system are:

o the common look and feel of a specification saves effort during evaluation;

e acommon structure helps to identify and to specify common parts and contents;

o the common approach represents a first step to ensure long-term quality and stability;

e the missing parts and items of any specification are more readily identified by comparison
with the other specifications, leading to a simplified review and evaluation procedure;

e acommon basis facilitates the development of test and certification procedures;

e the modular concepts support future enhancements, extensions and adaptation of new
technologies.
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5 Concept of the IEC 61158 series

Conceptually, a fieldbus is an industrial digital communication network for integration of
industrial control and instrumentation devices into a system. Examples of such devices are
transducers, sensors, actuators and controllers.

The IEC 61158 series specifies a number of fieldbus protocol types. Each protocol type is
designed to permit multiple measurement and control devices to communicate. Devices
communicate directly only with other devices of the same protocol type. The basic
requirements of industrial communication networks for measurement and control are given in
Clause 11.

Devices which use the same lower-layer protocols in a compatible fashi differ in their
higher-layer protocols may be able to share a lower-layer medium.

coupled with physical layer and application layer protocols a c with other
combinations as specified in IEC 61784-1 and IEC 61784-2 2 anous\protocol types
. . . N

monitoring and control systems for any mdustrl > domains. An example
application for high-integrity low-level \OP gsors, actuators and local
controllers in a process plant, togeth€r with f"'programmable controllers

< AN
}e\%) Cont Programmable
: Controllers
Fiel \Qy}ators Monitoring

S| ent|

Info matio@s{ems
g
Gatgway Gateway )
Fieldbus

sS\plant shop floor segment
&Qol |

Programmahle ‘

Con Progrgmmabhle

system
H
Bridge
Fieldbus
segment

Figure 1 — Example of a fieldbus system

A number of fieldbus types are specified in the IEC 61158 series using the following concepts
for decomposition.

a) First concept: The complex communication task is divided into different layers based on
an adaptation of ISO/IEC 7498-1, the ISO/OSI Basic Reference Model, thereby facilitating
well-structured functions and interfaces (see Clause 6). This has the following benefits:

— decomposition of complex tasks;
— modular structure to adapt different technologies.
b) Second concept: Each fieldbus type is composed of one or more layer specificBigguments
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Most types include a number of services and protocol options that require an appropriate
selection to support a working system. Compatible selections of options and services
within one of the IEC 61158 fieldbus types are specified as standardized communication
profiles in IEC 61784-1 and IEC 61784-2. Most of these profiles are supported by
consortia or trade associations which are identified in the profile specification.

Third concept: The physical, data-link and application layers are described in
complementary ways, in terms of the offered services and the protocol which provides
those services.

Figure 2 illustrates the differences between service and protocol viewpoints of the data-link
and application layers. The protocol parts show the layer implementer’s oriented view and the
service parts show the layer user’s oriented view.

Layer user ter

Oriented view

Layer imple
Oriented<vie

AL services

Part 5 of IEC 61158

- Model and concepts

- Data type definitions

- Application objects

- Service description

- Communication end-point
management.

AL protocol
Part 6 of IEC 61
- Syntax definitibr_an

- Applicatioprretationships
procedurgs
- Protocaol m ch nes (state machi

QO

DL services
Part 3 of IEC 61158

parts of IEC 6719

the "how" is described by application layer relationships (AR) in the type specific parts of
IEC 61158-6.

The data-link layer structure is as follows:

the "what” is described by data-link layer services and models in the type specific parts of
IEC 61158-3; and

the "how" is described by data-link layer protocol machines and medium access principles
in the type specific parts of IEC 61158-4.

The physical layer is structured similarly, but, because its services are readily described, they
are described in IEC 61158-2 together with the definitions of the physical protocols:

the "what“ is described by physical layer services and models, and

the "how" is described by physical layer electrical and mechanical specifications.

Full document details: IEC 61158-12014
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6 Mapping onto the OSI Basic Reference Model

6.1 Overview

IEC 61158 protocol types are described using the principles, methodology and model of
ISO/IEC 7498-1. The OSI model provides a layered approach to communications standards,
whereby the layers can be developed and modified independently. IEC 61158 specifies
functionality from top to bottom of a full OSI stack and, potentially, some functions for the
users of the stack. Functions of the intermediate OSI layers, layers 3 through 6, may be
consolidated into either the IEC 61158 data-link layer or the IEC 61158 application layer, or
may be realized by a separate layer. Likewise, some features common to users of the fieldbus
application layer may be provided by the IEC 61158 application layer to simplify user
operation.

Table 1 shows the OSI layers, their functions, and the equivalent Aa in C 61158
basic fieldbus reference model (see Figure 3).

Table 1 — OSl and IEC 61158 layexs

oSl layer Function \\ \ IEC 61158 layer

7 Application Translates demands placed on the communication into a Application
understood by the lower layers and V|ce ver a (IEC 61158-5-tt,

IEC 61158-6-tt)

6 Presentation Converts data to/from{\rdl{é&n orkf rm ts T

5 Session Creates and manages Mng\a ng | er IM T

4 Transport Provides transparent refiable dat nsfer (end-to-end transfer across a Lort
network which may incl de le li

3 Network Perfor r%{sa/g@%u@g\ lor®

2 Data-link cesgto e co |cat|on medlum Performs error Data-link
det c peint-to\po ttra link) (IEC 61158-3-tt,
IEC 61158-4-tt)
f

1 Physical \ codes/decades nal o\?/ansmlssmn/reception in a form
P \ to the communjications medium. Specifies communication
dia sharacteristi

Physical
(IEC 61158-2)

NOTE -ttis a placehgldek forthe

NOTE | and nciionality of this layer, when present, is included in the fieldbus layer that is
nearest in hus it is possible that the network and transport functionality are included in
either theNqata- licatiqgn layers, and it is possible that the session and presentation functionality are
included in th ut not in the data-link layer

Application layer

Data-link layer

Systems

management

Physical layer

Medium

Figure 3 — Basic fieldbus reference model

6.2 Physical layer service and protocol

IEC 61158-2 comprises physical layer specifications corresponding to many of the different
DL-Layer protocol types specified in the type specific parts of IEC 61158-4. Documents
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NOTE 1 The type numbers used are consistent throughout the IEC 61158 series.

NOTE 2 Not all types have a physical layer specification in IEC 61158-2. In that case the communication profile in
IEC 61784-1 or IEC 61784-2 provides appropriate references to other standards.

NOTE 3 For ease of reference, type numbers are given in clause names. This means that the specification given
therein applies to this type but does not exclude its use for other types.

NOTE 4 It is up to the user of IEC 61158 to select interoperating sets of provisions. Refer to the IEC 61784-1 and
IEC 61784-2 for standardized communication profiles based on IEC 61158 .

A general model of the physical layer is shown in Figure 4.

DLL

' DL-Ph Interface

Systems Systems Ph DIS
Management DCE Independent Sublayer
Management _Ph interface p Yy )
| DTE - DCE Interface \\\
Ph MD a_>J,
Medium Depe ent Subl er 5
A 3
, 1> w S
: N %6\\ QJlnt rfacg\) . Q _%
0| o= ! i o o
c
28| 25|92+« : Q
cSl S| RS € =
183 s3| 8| &<
= < =3 o > = ©
< <<|= 5 > ed tach
= s <§\§\§ Y
& T
o SN <=F Wmterf%e/ :
’\/ [IanN ! V
Medium

\Qal model of physical layer

— either half-duplex communication (bi-directional but in only one direction at a time) or full-
duplex communication.

6.3 Data-link layer service

The data-link service is provided by the data-link protocol making use of the services
available from the physical layer. This and related parts of the IEC 61158 series defines the
data-link service characteristics that the immediately higher-level protocol may exploit. The
relationship between the international standards for fieldbus data-link service, fieldbus data-
link protocol, fieldbus application protocol and systems management is illustrated in Figure 5.

NOTE Systems management, as used in the IEC 61158 series, is a local mechanism for managing the layer
protocols.
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Application layer w ©
Data-link -~ o .
corvices > § £ | Data-link
Data-link layer — management
& £ services
Physical layer §

Medium

Figure 5 — Relationship of the Data-link layer
to other fieldbus layers and to users of the fieldbus data-link service

Throughout the set of fieldbus standards, the term “service” refers tg ahstract capability

administrative and implementation divisions.

6.4 Data-link layer protocol

data-link service, fieldbus data-link protoco
management is illustrated in Figure 5.

NOTE 1 Systems management, as used in the
protocols.

The primary aim of
communication expre
entities (DLEs)
provide a sound

a) as a guide for
b) for usein
c) as partof\an a
d) as a<efin

These data-link protogol standards are concerned, in particular, with the communication and
interworking of sensers, effectors and other automation devices, using these standards,
together with other standards positioned within the OSI or fieldbus reference models;
otherwise, incompatible systems may work together in any combination.

6.5 Application layer service

The application service is provided by the application protocol making use of the services
available from the data-link or other immediately lower layer. Each part of the IEC 61158-5
series defines the application service characteristics that any immediately higher-level
protocols may exploit. The relationship between the international standards for fieldbus
application service, fieldbus application protocol and systems management is illustrated in
Figure 6.

NOTE Systems management, as used in the IEC 61158 series, is a local mechanism for managing the layer
protocols.
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Application
services >

FIELDBUS
APPLICATION
LAYER

Application
management
services

zmAn <o

Data-link
services >

DATA-LINK
LAYER

PHYSICAL
LAYER

MEDIUM

Figure 6 — Relationship of the fieldbus Applicati

6.6 Application layer protocol

available from the data-link layer or other immediats
the Internatlonal Standards for fieldbus appl|cat|

The application layer
information excr@ ¢
uses the protocol y

The protocol ma&
transitions betw
machine
applicatio

This set of application layer standards does not contain test procedures to ensure compliance
with such requirements.

The primary aim of an application layer protocol in IEC 61158 is to provide a set of rules for
communication expressed in terms of the procedures to be carried out by peer application
entities (AE) at the time of communication. These rules for communication are intended to
provide a sound basis for development in order to serve a variety of purposes:

a) as a guide for implementers and designers;

b) for use in the testing and procurement of equipment;

c) as part of an agreement for the admittance of systems into the open systems environment;
d) as a refinement to the understanding of time-critical communications within OSI.

IEC 61158 is concerned, in particular, with the communication and interworking of sensors,
effectors and other automation devices, by using IEC 61158 together with other standards
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positioned within the OSI or fieldbus reference models; otherwise, incompatible systems may
work together in any combination.

7 Structure of IEC 61158 and IEC 61784 series

7.1 The IEC 61158 physical layer

The IEC 61158 physical layer receives data units from the data-link layer, encapsulates them
if necessary by adding communications framing information, encodes the bits and framing
information into signals, and transmits the resulting physical signals to the transmission
medium connected to the transmitting node.

Signals are then received at one or more other node(s) and any
communications framing information is checked and removed, bef¢re the~data\ units are

a) to the various types of fieldbus data-link layer at . nthe data-link and
physical layers of the fieldbus reference model;

time-window, wi
some defined le
risks failure of the ag
and possibly huma

IEC 61158 d K ies, in an abstract way, the externally visible service provided
by the fieJdbus data-tik terms of

b) the parametfers associated with each primitive action and event, and the form which they
take;

c) the interrelationship between these actions and events, and their valid sequences.
IEC 61158 data-link layer defines the services provided

d) to the various types of fieldbus application layer at the boundary between the application
and data-link layers of the fieldbus reference model;

e) to systems management at the boundary between the data-link layer and systems
management of the fieldbus reference model.

IEC 61158-4-tt define a number of distinct and non-interoperable fieldbus data-link protocols.
Each protocol is most closely related to, and lies within the field of application of, the
corresponding services of IEC 61158-3-tt.
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7.3 The IEC 61158 application layer

The IEC 61158 application layers (see IEC 61158-5-tt and IEC 61158-6-tt) are designed to
support the conveyance of time-critical application requests and responses among devices in
an automation environment.

The IEC 61158-5 series specifies interactions between remote applications in terms of
a) an abstract model for defining application resources (objects) capable of being
manipulated by users via the use of fieldbus application layer (FAL) services;

b) the service primitives (interactions between the FAL and the FAL user) associated with
each FAL service;

c) the parameters associated with each service primitive;

d) the interrelationship between, and the valid sequences of, the pri

a) to the various user(s) of the fieldbus applicatie

b) to systems managem
management of the fi¢

The IEC 61158-6 serie

application protocels.
application of, t

IEC 61158 series, and to avoid the spreading of divergent
implementations;which would limit its use, clearness and understanding. Additional profiles to
address specific market concerns, such as functional safety or information security, may be
addressed by future parts of IEC 61158.

IEC 61784-1 and IEC 61784-2 contain several communication profile families (CPF), which
specify one or more communication profiles. Such profiles identify, in a strict sense, protocol
subsets of the IEC 61158 series via protocol specific communication profiles. They do not
define device-type-specific communication profiles for the purpose of guiding manufacturers
in feature set selection — for example, in selecting the minimum set of communication services
and protocol to implement a specific class of devices, such as generic slaves or transmitters
("implementation profiles"). Neither do they define device profiles that specify communication
profiles together with application functions needed to answer the need of a specific
application ("application profiles").

NOTE IEC/TR 62390 provides guidance for the development of device profiles for industrial field devices and
control devices. IEC/TR 62390 also defines the relation between device profiles and communication profiles
including the levels of functional compatibility and the relations between profiles and products.
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It is also important to clarify that interoperability — defined as the ability of two or more
network systems to exchange information and to make mutual use of the information that has
been exchanged (see 3.2.1 of ISO/IEC TR 10000-1) — can be directly achieved on the same
link only for those devices complying with the same communication profile.

Profiles contained in IEC 61784-1 and IEC 61784-2 are made up of references to IEC 61158-2
and 61158-3-tt through IEC 61158-6-tt, ISO/IEC 8802-3 or IEEE 802.3 and other International
Standards, Technical Specifications or worldwide-accepted standards, as appropriate. Each
profile is required to reference at least one part of IEC 61158-2 and 61158-3-tt through
IEC 61158-6-tt.

Two or more profiles, which are related to a common family, are specified within a CPF.

IEC 61784-2 specifies additional profiles that meet the industrial autopfatio
of identifying real-time Ethernet (RTE) communication n
ISO/IEC 8802-3 or IEEE 802.3 (commonly known as Ethernet).
networks use provision from ISO/IEC 8802-3 for the lower copims } ers and,
additionally, provide more predictable and reliable real-time\data an means for
support of precise synchronization of automation equipme

market objective

Each profile selects an appropriate
protocols from the total available set of

|IEC documents i)

- References to standards
- (sub-)clause selection;
- Optional constraints

n is a number of a CPF; m is a number of a CP within a CPF.

Figure 7 — Structure of communication profile families

IEC 61784-1, IEC 61784-2 and future parts and sub-series of the IEC 61784 series specify
communication profile families (CPF). A CPF contains at least one communication profile (CP).

A CP is always structured to specify PhL, DL, and AL by reference to clauses and subclauses

within the IEC 61158 series and other appropriate international standards. These subclauses

provide at least one reference to an international standard. Either the international standard is
referenced completely or it is referenced by a list of required clauses and subclauses marked

YES or NO. YES means the clause or subclause applies, NO means that it doe {

Optional information may be provided to specify constraints. ﬁ8€fﬁ%ents
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Figure 8 is an example of a CPF structure.
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(Sub-) Clause selection;

RS Optional constraints

(Sub-) Clause selection;

Wi s Optional constraints

(Sub-) Clause selection;

e Optional constraints

Tyoe 1 (Suh-) Clause selection;
yp ptional constraints

References to

and others

IEC 61158-4-ttpA

!
T (Sub)Clause selection;
/p\ Optignalconstraints
® \/

p&& ( UI.J-W‘:‘Q selection;
K Optjonal constraints
N

Z

— Type

>
(Sub-) Clause selection;
Optional constraints

ference?\g\
4 IEC 8-5-1
a he]s\
[

HIEC 61

7
Refer ce§~t6
-6-tt

and others

(Sub-) Clause selection;
Optional constraints

L

(Sub-) Clause selection;

H Type tt

Optional constraints

IEC 61158-3-tt means a reference to one or more existing Type specific sub-parts.

Figure 8 — Example of a CPF structure
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Table 2 shows the Communication Profile Families (CPF) that are defined in IEC 61784-1 and
IEC 61784-2. It shows the link between technologies and CPFs with their associated CPs and
corresponding type numbers in the IEC 61158 series.

Table 2 — CPF, CP, and type relations

Communication Profiles in IEC 61784 Corresponding IEC 61158 types to CPs
cPF| T | (Subparts CP number number (Sub-1Parts
1, 3-1, 5-1 CP 1/1 FOUNDATION ™ H1 1,9 1,2, 3-1, 4-1, 5-9, 6-9
1 ;gﬁgﬂ’;”o“m 1, 3-1, 5-1 CP 1/2 FOUNDATION™ HSE 5 1, 5-5, 6-5
1, 3-1 CP 1/3 FOUNDATION™ H2 1,9 1,2, 3-1,%1, 5-9, 6-9
1,5-2 CP 2/1 ControlNet™ 2 . 1%, 3(2&1-2&-2, 6-2
2 |cipm 1,2,3-2,5-2 |CP 2/2 EtherNet/IP™ 2 042 52062 N\
1,3-2,5-2  |CP 2/3 DeviceNet™ 2\ 1,\Q-2, 5-2,\6\-2

1,3-3,5:3  |CP 3/1 PROFIBUS DP 3\ 2\3-3,43(5-3, 6-3

1,3-3, 53 CP 3/2 PROFIBUS PA & 3 \ \4\2 3§§, 4-3, 5-3, 6-3
N

PROFIBUS & — CP 3/3 Void / ~ \

®  |PROFINET 2,3-3,53  |CP 34 PROFINETI0(cC-K ) [ \[»/5-10,6-10
2,3-3,5-3  |CP 3/5PROFINE[ 108/ [yo ™, [1,5-10,6-10
2,3-3,5-3  |cP 56 PROFINET Idcc-c\  “f10]Y |1, 5-10,6-10
1,5-4 cP 4/1/?5NET\R\S\-4@5 re 1,2, 3-4, 4-4, 5-4, 6-4
4 |P-NET® CPafere — —

- moves
2,5-4 /\ e—wé\P-N\qo IP\ 1, 3-4, 4-4, 5-4, 6-4

4
1 | [cp s/iwoadrip )\ 7 1,2,3-7,4-7, 57, 6-7
7

5 lworldFipe 1 I c&é&w&iq?rp—m{h SubMMS 1,2, 3-7, 4-7, 5-7, 6-7
1 cP (idPIP minimal for | 1,2, 3-7, 4-7, 5-7, 6-7
}Y\P/l
1,30 5§6\ oﬁ\é\uﬁTERBUS 8 1,2, 3-8, 4-8, 5-8, 6-8
N, 36, 5\6\ MZ INTERBUS TCP/IP 8 1,2, 3-8, 4-8, 58, 6-8

CP 6/3 INTERBUS subset of CP 1,2, 3-8, 4-8, 5-8, 6-8
1, 3:6, 56 6/1 8
6 INTERBU

2, 5-6\ CP 6/4 8 1, 2, 3-8, 4-8, 5-8, 6-8,
W 5-10, 6-10
\(, S CP 6/5 8
205-6 CP 6/6 8
7 This CPF and the associated Type 6 are deleted for lack of market relevance.
1, 3-8, 5-8 CP 8/1 CC-Link/V1 18 1, 2, 3-18, 4-18, 5-18, 6-18
1, 5-8 CP 8/2 CC-Link/V2 18 1,2, 3-18, 4-18, 5-18, 6-18
8 Ce-Link 1, 5-8 CP 8/3 CC-Link/LT 18 1, 2, 3-18, 4-18, 5-18, 6-18
2,58 CP 8/4 CC-Link IE Controller 23 1, 5-23, 6-23
Network
2,5-8 CP 8/5 CC-Link IE Field Network |23 1, 5-23, 6-23
1 CP 9/1 HART 20 1, 2, 3-20, 4-20, 5-20, 6-20
®
9  |HART _ CP 9/2 WirelessHART® 20 See IEC 62591
see [EC 62591, Clause 9
10 |Vnet/IP 2,5-10 CP 10/1 Vnet/IP 17 1,2, 3-17, 4-17, 5-17, 6-17
2, 5-11 CP 11/1 TCnet-star 11 1, 2, 3-11, 4-11, 5-11, 6-11
11 TCnet
2,5-11 CP 11/2 TCnet-loop 100 11 1,2, 3-11, 4-11,5-11, 6-11
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Communication Profiles in IEC 61784 Corresponding IEC 61158 types to CPs
Technology IEC 61784 Type IEC 61158
CPF name (Sub-)Parts CP number number (Sub-)Parts
2, 5-11 CP 11/3 TCnet-loop 1G 11 1, 2, 3-11, 4-11, 5-11, 6-11
® 2,3-12,5-12 |CP 12/1 12 1,2, 3-12, 4-12, 5-12, 6-12
12 EtherCAT
2,3-12,5-12 |CP 12/2 12 1,2, 3-12, 4-12, 5-12, 6-12
Ethernet 1, 3-13, 4-13, 5-13, 6-13
13 POWERLINK 2,3-13,5-13 |CP 13/1 POWERLINK 13
2, 3-14, 5-14 |CP 14/1 NRT 14 1, 3-14, 4-14, 5-14, 6-14
2,3-14,5-14 |CP 14/2 RT 14 1, 3-14, 4-14, 5-14, 6-14
14 EPA
2, 5-14 CP 14/3 FRT 14 1, §14, £4¢, 5-14, 6-14
2,3-14,5-14 |CP 14/4 MRT 14 N 1,3\-1{?4-\14,\5-\14, 6-14

2, 5-15 CP 15/1 MODBUS TCP 15 < \(,\5&15,\%1%\ \
15 |MODBUS®-RTPS 2,515 CP 15/2 RTPS 157\ 1,\§-1\5\6-1\5\

1,5-16 CP 16/1 SERCOS | 18, N2,3-16)416, 5-16, 6-16

16 |SERCOS 1,5-16 CP 16/2 SERCOS || 18\ \[*.2. 346, 4-16, 5-16, 6-16
2,3-2,5-16  |cP 16/3 SERCOS Il To_ [\ 319, 4-19, 5-19, 6-19
17 |RAPIEnet 2,517 CP 17/1 RAPIEnet ( (7 ] 2\\ /3-21, 4-21, 5-21, 6-21

_ |2.318,518 [P 1%Safet@k§\Tp\§\ﬂfL/ {gz \> 1,3-22, 4-22, 5-22, 6-22
18 |SafeyNET P 2, 3-18, 5-18 CP&;@s}fg&QET p\RTFN\ 22)\/ 1, 3-22, 4-22, 5-22, 6-22

1,5-19 CP 19/1MECPATROLINK-II 174 1, 3-24, 4-24, 5-24, 6-24
19  |MECHATROLINK i M\R\ M ’ ’ ’ i
1, 5-19 cP 1§/2 MFGQATﬁQDQK-h} 24 1, 3-24, 4-24, 5-24, 6-24

NOTE The trademark and trad{/n}w d/mam@@ z}s@n in\ymex A.
N \)

7.5 IEC 6178@1

7.51 General

The need to deve
where safety pe

safetyncommunication profiles

gations systems is the result of an industrial background

protect persgnne sets. Safety system development has historically followed a
similar p ndard\control system development, where programmable and networked
equipmexr ed ihcreasing complexity and flexibility requirements of automation

applications~\Jh& dt Pment of safety networks has brought similar benefits to safety
systems, includhi educed wiring, ease of configuration and extended diagnostics
capabilities.

7.5.2 General concepts and technology-specific profiles

The IEC 61784-3 series is divided into several parts, a generic one, and several technology
specific parts:

e |EC 61784-3: Functional safety fieldbuses — General rules and profile definitions;

e |EC 61784-3-n: Functional safety fieldbuses — Additional specifications for CPF n.

IEC 61784-3 defines common principles for the transmission of safety-relevant messages
among participants within a distributed network using fieldbus technology in accordance with
the requirements of IEC 61508 series for functional safety. These mechanisms are intended
to provide the necessary confidence in the transportation of information on a fieldbus in a
safety-related system, or sufficient confidence of safe behavior in the event of fieldbus
failures. They may be used in various industrial applications such as process control,

manufacturing automation and machinery. Documents
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IEC 61784-3-n specifies functional safety communication profile(s) (FSCP’s) for
Communication Profile Family (CPF n), based on corresponding fieldbus communication
profiles in IEC 61784-1 (or IEC 61784-2) and in IEC 61158:

e |EC 61784-3-1: FOUNDATION™ for Safety Instrumented Functions (CPF 1, FSCP 1/1);

e |EC 61784-3-2: CIP Safety™ (CPF 2, FSCP 2/1);

e |EC 61784-3-3: PROFlIsafe™ (CPF 3, FSCP 3/1);

e |EC 61784-3-6: INTERBUS Safety™ (CPF 6, FSCP 6/7);

e |EC 61784-3-8: CC-Link Safety™ (CPF 8, FSCP 8/1);

e |EC 61784-3-12: Safety-over-EtherCAT® (CPF 12, FSCP 12/1);

e |EC 61784-3-13: openSAFETY™1 (CPF 13, FSCP 13/1);

e |EC 61784-3-14: EPA Safety® (CPF 14, FSCP 14/1);
e |EC 61784-3-18: SafetyNET p™ (CPF 18, FSCP 18/1).

Achieving safety is a multi-level process.
e Functional safety communication profiles (FSCP) are 5 in applications

requiring functional safety up to a given Safety Integrit ). However, the
resulting SIL clalm of a subsystem depends on he actuakimpleme ation and use of the

e System designers have the responsibili e e safety network is designed,

configured and used appropriately {o ens their application.
Additional measures ne safety-related application to protect
fieldbus systems against twautkorized ever, safety and security have different

hbandled separately some requirements for
eties). The security function can be implemented

requirements (e.g. life

security will be de a|I
either within the

If needed, specificrins i idelines for the functional safety communication profiles are

Non-compliant devicegs on the bus could seriously disrupt operation, and thus compromise
availability (because of spurious trips, including nuisance trips), subsequently causing the
safety feature to be disabled by the user.

Therefore, it is strongly recommended that all products connected to the fieldbus in a safety-
related application (even the standard ones) provide an appropriate conformity assessment to
the relevant fieldbus protocol (for example manufacturer declaration or third-party
assessment).

IEC 61784-3 does not cover electrical safety and intrinsic safety aspects.

7.5.3 Assessment Guideline

Before IEC 61784-3 was published, the German document GS-ET-26 (Principles for test and
certification of bus systems for safety-relevant communication) had been used by many

1 In the past the trade name of FSCP 13/1 (openSAFETY) had been Ethernet POWERLINK:safaty. Documents
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assessment bodies as reference document for the assessment of safety-related devices using
functional safety communication technologies. This document covered both design and
assessment aspects, but needed translation, updating and "internationalization".

The general principles for design of functional safety communication presented in this
document have been used as input for IEC 61784-3 (generic part), which also includes in its
Annex D a guideline for assessing a particular functional safety communication profile or
communication system, as well as safety-related devices using these profiles: this guideline
specifies how to verify the safety measures of a particular FSCP that are implemented by a
product.

In addition, IEC/TR 62685 provides a separate Assessment Guideline for safety devices using
IEC 61784-3 functional safety communication profiles (FSCPs). It covers act of GS-ET-26
aspects which did not fit in the scope of IEC 61784-3: assessms

defined in IEC 61131-2 or IEC 61000-6-2 and process automation envi
series.

NOTE 2 |IEC/TR 62685 has also been ratified as a Technical R
allow European assessment bodies to discard the GS-ET- ‘
IEC/TR 62685.

7.6 IEC 61784-5 installation profile

fieldbus communication networks in
PFs defined in IEC 61784-1 and
s are based on IEC 61918 which

ch phase of the installation life cycle are listed according to the
e installation work. IEC 61918 defines the common installation aspects

in Clause 4 to Clausg 8 for the media that are applicable:

e Ethernet based networks;

e non-Ethernet based fieldbuses;
e safety communications;

e intrinsic safety communications;

e information security communications.
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The installation requirements for each CP of a CPF n are defined in a dedicated Annex of the
corresponding part n of IEC 61784-5. The requirements are expressed by referencing the
applicable IEC 61918 requirements and by adding CP specific installation requirements when
needed.

The numbering of the clauses and subclauses in the Annexes of each part of IEC 61784-5
corresponds to the numbering of the IEC 61918 main clauses and subclauses.

The annex clauses and subclauses of each part of IEC 61784-5 confirm, supplement, modify,
or replace the specifications provided in the same clauses and subclauses of IEC 61918.

e heading of a

Where in the normative annexes of a part of IEC 61784-5 there is only

The structure adopted for S/Series, where the installation profiles
are specified in Annexes<pqaving/the ss bering as IEC 61918, makes it easy to

As far as possib insta 3N requirements are expressed in terms of references
to other Internation 8 Technjcal Specifications, or worldwide-accepted standards
as appropriate.

Documents

Document Sharing Hub

Full document details: IEC 61158-12014


http://avadocuments2026.com/doc/iec-61158-1-2014
http://avadocuments2026.com/doc/iec-61158-1-2014

- 24 - IEC 61158-1:2014 © IEC 2014

. . . Annex Annex Annex
IEEIEIg) iEEIElg) Headiys Annex title heading heading heading
el Loiel 2 el 8 Level 1 Level 2 Level 3

lifecycle

IEC 61918

Logical

sequential

work

order
Common
technical
installation

requirements

\—

CPFx
Overview,
profile
conventions,
and
conformance

Not
generally
specified
IEC 61784-5 Q \g‘%
Part n /\

(for CPFn) Q/{l s;t g;}#-y.)\/ \

/\& NN lifecycle \

Logical
sequential
work
order
N Specific
x technical
installation
requirements

Figure 9 — DoMt structure of IEC 61918 and the CPF specific part of IE

7.7 Communication profiles for wireless communication networks

Some wireless based communication profiles are specified in IEC 61784-2 by referencing
existing standards for wireless PhL and parts of the wireless DLL specifications and combine
those with DLL and AL specifications in IEC 61158.

As some of the wireless communication networks have different or at least additional needs
as the wired fieldbuses (for example an additional explicit network management), they are
specified in different International Standards, for example IEC 62591, IEC 62601 and
IEC 62734.

General wireless communication requirements and spectrum considerations are given in
IEC/TS 62657-1. Applying wireless communication networks may require additional measures
for wireless coexistence management as specified in IEC 62657-2.
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8 Brief summary of the characteristics of service and protocol for each
fieldbus type

8.1 Summary of the physical layer service and protocol characteristics
8.1.1 Type 1: media
8.1.1.1 Type 1: Twisted-pair wire media

For twisted-pair wire media, Type 1 specifies two modes of coupling and different signalling
speeds as follows:

a) voltage mode (parallel coupling), 150 Q, data rates from 31,25 kbit/s to

b) voltage mode (parallel coupling), 100 Q, 31,25 kbit/s;
c) current mode (serial coupling), 1,0 Mbit/s including two current gphp

The voltage mode variations may be implemented with inductive Rling t formers.
This is not mandatory if the isolation requirements of this ¥ 5 et by other

e power via the bus conductors; intrinsic

ag.

8.1.1.2 Type 1: Optica

The major variations o

— dual fiber m

— single fiber mode
8.1.2 Type 2: axia ire and optical media

Type 2 uses ‘ ISO 11898-1 and ISO 11898-2 and specifies the following
variants:

e network access port (NAP), a point-to-point temporary attachment mechanism that can be
used for programming, configuration, diagnostics or other purposes;

e repeater machine sublayers (RM, RRM) and redundant physical layers.
8.1.3 Type 3: Twisted-pair wire and optical media
Type 3 specifies the following synchronous transmission:

a) twisted-pair wire medium, 31,25 kbit/s, voltage mode (parallel coupling) with the options:
e power via the bus conductors: not intrinsically safe;
e power via the bus conductors: intrinsically safe;
and the following asynchronous transmission variants:

b) twisted-pair wire media, up to 12 Mbit/s, ANSI TIA/EIA-485-A;

c) optical fiber media, up to 12 Mbit/s, with type Ada of IEC 60793-2-40 and type A3c of
IEC 60793-2-30. ocuments
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8.1.4 Type 4: Wire medium

Type 4 specifies the standard ISO/IEC 8802-3 PhL and wire media with RS-485 wire medium
up to 76,8 kbit/s.

8.1.5 Type 5: Wire and optical media

Type 5 uses the standard ISO/IEC 8802-3 PhL.

8.1.6 Type 6: Not used

Type 6 is not used.

8.1.7 Type 7: Wire and optical media

Type 7 specifies the same wire and optical media as Type 1.

8.1.8 Type 8: Twisted-pair wire and optical media

seived through a
edidm access and its

The physical layer also allows transmitting data units tha
medium access by the transmission medium directly
transmission protocol to another device.

Type 8 specifies the following variants;

The general characteristics S 3 dia’is full-duplex transmission.

additionally i i ¢ according to type A4a of IEC 60793-2-40 and type A3c of
IEC 60793-2-30.

Type 11 uses the ISQ/IEC 8802-3 PhL.

8.1.12 Type 12: Wire and optical media

Type 12 uses the ISO/IEC 8802-3 PhL with the variant wire medium, 100 Mbit/s, low voltage
differential signaling mode (parallel coupling) as specified in ANSI TIA/EIA-644-A.

8.1.13 Type 13: Wire and optical media

Type 13 uses the ISO/IEC 8802-3 PhL.

8.1.14 Type 14: Wire and optical media

Type 14 uses ISO/IEC 8802-3 PhL.
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8.1.15 Type 15: Wire and optical media
Type 15 uses ISO/IEC 8802-3 PhL

8.1.16 Type 16: Optical media

Type 16 specifies optical fiber medium, up to 16 Mbit/s.

8.1.17 Type 17: Wire and optical media

Type 17 uses the ISO/IEC 8802-3 PhL.

8.1.18 Type 18 media

Type 18 specifies the following variants:

e balanced transmission over a 3-core shielded wire medium,

e balanced transmission over a 4-core unshielded wire me
power distribution, up to 2,5 Mbit/s and 500 m.

8.1.19 Type 19: Wire and optical media

Type 19 uses the ISO/IEC 8802-3 PhL.

8.1.20 Type 20

Type 20 uses binary phase continuous hift Keying (FSK). A relatively high
frequency current is superimposed o analog current, which is usually in
4 mA to 20 mA range.

8.1.21 Type 21: Wirenand\©

Type 21 uses IS

8.1.22 Type 22:

8.1.24 Type 24: Twisted-pair wire media

Type 24 specifies twisted-pair wire medium at 10 Mbit/s and uses the ISO/IEC 8802-3 PhL.

8.2 Summary of data-link layer service characteristics

Various distinct types of services are defined in the related IEC 61158-3 series and
summarized in this part. Each has a corresponding protocol in a corresponding part of the
IEC 61158-4 series. The distinct types of DL-service are:

NOTE 1 Some types do not specify DL-services in IEC 61158. The corresponding type designations are reserved
in the IEC 61158-3 series to maintain numbering consistency with other parts and previous editions of IEC 61158.

Type 1 — A DL-service which provides a superset of those services expected of OSI data-link
protocols as specified in ISO/IEC 8886.

Type 2 — A DL-service which provides both a connected and a connectionless subsgt of those

services specified in ISO/IEC 8886. ocuments
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Type 3 — A DL-service which provides a connectionless subset of those services specified in
ISO/IEC 8886.

Type 4 — A DL-service which provides a connectionless subset of those services specified in
ISO/IEC 8886.

NOTE 2 The Type 6 DL-service is deleted for lack of market relevance. The designation Type 6 is reserved in the
IEC 61158 series to maintain numbering consistency with the other types and previous editions of the IEC 61158
series.

Type 7 — A DL-service which provides both a connected and a connectionless subset of those
services provided by OSI data-link protocols as specified in ISO/IEC 8886.

Type 8 — A DL-service which provides a connection-oriented subsg hQse services

specified in ISO/IEC 8886.

Type 11 — A DL-service which provides a
ISO/IEC 8886.

Type 12 — A DL-service which provides a
ISO/IEC 8886.

Type 13 — A DL-service which provides
ISO/IEC 8886.

Type 14 — A DL-service which provides
ISO/IEC 8886.

Type 16 — A DL-service v > c%tionl ss subset of those services specified in

ISO/IEC 8886.
Type 17 — A DL-g€ryice
ISO/IEC 8886.

Type 18 — A DLgSexv
ISO/IEC 8886,

mectionless subset of those services specified in

les a connected subset of those services specified in

Type 19 : ichvprovides a connectionless subset of those services specified in

Type 21 — ADL-
ISO/IEC 8886.

ervice which provides a connectionless subset of those services specified in

Type 22 — A DL-service which provides both a connected and a connectionless subset of
those services specified in ISO/IEC 8886.

Type 23 — A DL-service which provides a connectionless subset of those services specified in
ISO/IEC 8886.

Type 24 — A DL-service which provides a connectionless subset of those services specified in
ISO/IEC 8886.

NOTE 3 Many of these types of service are suitable for use with multiple higher-layer protocols. In addition to the
potential ability of these types of data-link service to support different types of fieldbus application layer protocols,
it is possible that some of these types of data-link service are also able to support:

a) the OSI network layer at the boundary between the network and data-link layers of the OS| Basic Reference
Model;

b) the IETF (IP) network layer: Documents
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where the scope of addressing is adequate, it is possible that some of these types of data-link service also are
able to serve as

c) an OSI Transport layer service.
8.3 Summary of data-link layer protocol characteristics

The fieldbus data-link layer provides basic time-critical messaging communications between
devices in an automation environment.

The IEC 61158-4 series defines various distinct and non-interoperable fieldbus data-link
protocols, each of which is most closely related to the services of the corresponding part of
the IEC 61158-3 series of fieldbus data-link service definitions. The distinct types of
DL-protocol are as follows:

232 nodes, each with 240 DLSAP-addresses and' related peé
another 768 link-wide group DL-addresses per link, plus 3

Type 2 — A DL-protocol for the Type
number of links of 99 nodes, each wit

Type7 —AD =7 DL-service. The maximum system size is 126 links of

PR -addresses and 16 group DL-addresses, plus another 28k
3 d'peer and publisher DLCEPs per link which can be allocated
among the plus another 28k link-wide group DL-addresses per link, plus 223

Type 8 — A DL-protecol for the Type 8 DL-service. The maximum system size is 1 link of 256
nodes with preconfigured DLCEPs.

Type 11 — A DL-protocol for the Type 11 DL-service. The maximum system size is a single
link of 254 nodes, with 4 096 peer and publisher DLCEPs which can be allocated among the
link’s nodes.

Type 12 — A DL-protocol for the Type 12 DL-service. The maximum system size is an
unlimited number of segments of 216 nodes each. Each node has a maximum of 216 related
peer and publisher/subscriber DLCEPs.

Type 13 — A DL-protocol for the Type 13 DL-service. The maximum system size is a single
link with 254 DLSAP-addresses. Each node has a maximum number of 254 related peer and
254 publisher/subscriber DLCEPs.
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Type 14 — A DL-protocol for the Type 14 DL-service. The maximum system size is an
unlimited number of micro-segments of 254 nodes. Each node has a maximum of 216 related
peer and publisher/subscriber DLCEPs

Type 16 — A DL-protocol for the Type 16 DL-service. The maximum system size is 1 link with
254 DLSAP-addresses.

Type 17 — A DL-protocol for the Type 17 DL-service. The maximum system size is 31 links of
64 nodes with preconfigured DLCEPs.

Type 18 — A DL-protocol for the Type 18 DL-service. The maximum system size is 1 link with
128 DLSAP-addresses.

Type 19 — A DL-protocol for the Type 19 DL-service layered on ISO/IE

Type 21 — A DL-protocol for the Type 21 DL-service. The maximpum
255 DLSAP-addresses.

Type 22 — A DL-protocol for the Type 22 DL-service. The
with a total of 2°* DLSAP-addresses.

Type 24 — A DL-protocol for the Type e, imum system size is 1 link with
62 DLSAP-addresses.

NOTE 3 Use of some of the asgociated protogol typesNs res{ricted’by their copyright holders. In all cases it is
possible to use a particular data-h K withowt restriction when coupled with the same Type

physical layer and application layer pretpcols, orwith other coggpinations as specified in the IEC 61784 series. Use

8.4 Summary r;ja characteristics

FAL services and pfo , by FAL application-entities (AE) contained within the
application procesge e FA : gmposed of a set of object-oriented application service
elements (ASEsX and g ement entity (LME) that manages the AE. The ASEs
provide com es that operate on a set of related application process object
(APO) class ASEs is a management ASE that provides a common set of
services forth nagement of the instances of FAL classes.

Although these services” specify, from the perspective of applications, how request and
responses are isstled and delivered, they do not include a specification of what the requesting
and responding applications are to do with them. That is, the behavioral aspects of the
applications are not specified; only a definition of what requests and responses they can
send/receive is specified. This permits greater flexibility to the FAL users in standardizing
such object behavior. In addition to these services, some supporting services are also defined
in the type specific parts of IEC 61158-5 to provide access to the FAL to control certain
aspects of its operation.

Various models of communications are specified in the related type specific parts of
IEC 61158-5 and summarized in this part of IEC 61158. Each model is specified as a distinct
communication “Type”. Each type has a corresponding protocol in the type specific part of
IEC 61158-6. The distinct types of AL-service are as follows:

NOTE The Type 1 and Type 6 application services are deleted for lack of market relevance. The designations
Type 1 and Type 6 are reserved in the IEC 61158-5 series to maintain numbering consistency with the other types
and previous editions of IEC 61158.

Type 2 — An application service which provides three main types of ASEs for S
accessed using either one unconnected AR or one of four connection-base¢ ARs. bb\b&iﬁ;nents
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Type 3 — An application service which provides access to two types of connection-based AR
definitions for three types of FAL users (master class 1, master class 2, and slave types).

Type 4 — An application service that provides access to one type of connection-less FAL AE,
providing a set of ASE service primitives, divided into AR ASE service primitives and REP
ASE service primitives.

Type 5 — An application service that adapts Type 9 services to be used over socket-based
connection-oriented and connectionless services. Typical applications of Type 5 use TCP and
UDP.

Type 7 — an application service which provides six types of ASEs for FAL.users, accessed

using either a predefined or a negotiated or an ad hoc AR.

(master and slave).

Type 9 — An application service which adapts ISO 9506 (
link layer.

Type 11 — An application service which
subscriber ARs.

ides four ASEs for FAL users using connection-
rifirmed ARs.

Type 13 — An applicati
oriented confirm

Type 14 — An apphgca ice which provides access to three types of object-oriented
ASEs (application\acce ocketnmapping and FAL management) for FAL users.

Type 15 e which provides two communications models, one providing
one typ K ald.two types of AR, the other providing one type of ASE and one type of AR

Type 16 — An application service which provides three ASEs for FAL users, accessed using
two types of ARs.

Type 17 — An application service which provides access to 6 types of ASEs (variable, event,
load region, function invocation, time and network management ASEs) for FAL users.

Type 18 — An application service which provides access to 4 types of connection-based AR
definitions for 2 types of FAL users (master and slave types) to access the 2 classes of type
18 DLE.

Type 19 — An application service which provides three ASEs for FAL users, accessed using
three types of ARs.

Type 20 — An application service which provides two ASEs for FAL users, using a single type
of AR.
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Type 21 — An application service which provides four ASEs for FAL users, accessed using
three types of ARs.

Type 22 — An application service for connectionless cyclic exchange of data and for
connection-oriented communication for different ASEs.

Type 23 — An application service which provides six ASEs for FAL users, accessed using two
types of ARs.

Type 24 — An application service which provides three ASEs for FAL users, accessed using
two types of ARs.

8.5 Summary of application layer protocol characteristics

some deflned level of certainty. Failure to complete spec jed>Naction in the time window
risks failure of the applications requesting the actions, > i quipment, plant
and possibly human life.

The type specific parts of IEC 61158-
terms of

IEC 61158-3.
The FAL encodin; :

decoder (receiver

NOTE 1 This is why theMbstract'§

O

o the fieldbus™data-lipk layer at the boundary between the application and data-link layers of
the fieldbus reference model, and

e the system management at the boundary between the system management and
application layers of the fieldbus reference model.

A type specific part of IEC 61158-6 defines the application layer protocol, which corresponds
to the application layer service definitions specified in the type specific part of IEC 61158-5.

Although it may be possible to use different types of protocols on the same network provided
that the underlying lower layers are compatible, this specification does not assure such
interoperability among different types.

The various communications protocols are specified in the type specific parts of IEC 61158-6
parts and summarized in this part of IEC 61158. Each protocol is specified as a distinct
communication “Type”. Each has a corresponding service definition in a corresponding type
specific part of IEC 61158-5. The different types of AL-protocol are as follows:
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NOTE 2 The Type 1 and Type 6 application protocols are deleted for lack of market relevance. The designations
Type 1 and Type 6 are reserved in the IEC 61158-6 series to maintain numbering consistency with the other types
and previous editions of IEC 61158.

Type 2 — An application protocol which specifies abstract syntax, coding and behavior of the
type 2 application service elements.

Type 3 — An application protocol which specifies abstract syntax, coding and behavior of the
type 3 application service elements.

Type 4 — An application protocol which provides state machines for decoding the information
stored in the APDU, and a DLL Mapping Protocol Machine, handling the interface to the DLL.

type 7 application service elements.

Type 8 — An application protocol which specifies ab
type 8 application service elements.

Type 12 — An a
type 12 application

Type 15 — An application protocol which specifies abstract syntax, coding and behavior of the
type 15 application service elements.

Type 16 — An application protocol which specifies abstract syntax, coding and behavior of the
type 16 application service elements.

Type 17 — An application protocol which provides communication between ASEs using five
types of AR with four types of role (client, server, publisher and subscriber types).

Type 18 — An application protocol which provides four types of connection-based AR
definitions for two types of FAL users (master and slave types) to access the two classes of a
type 18 DLE.

Type 19 — An application protocol which specifies abstract syntax, coding and behavior of the
type 19 application service elements.
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Type 20 — An application protocol which specifies abstract syntax, coding and behavior of the
type 20 application service elements.

Type 21 — An application protocol which specifies abstract syntax, coding and behavior of the
type 21 application service elements.

Type 22 — An application protocol which specifies abstract syntax, coding and behavior of the
type 22 application service elements.

Type 23 — An application protocol which specifies abstract syntax, coding and behavior of the
type 23 application service elements.

9.1 Overview

The fieldbus is intended to be used In
automation devices (e.g. sensors, ‘& splay devices, annunciators,
programmable logic controllers small Single Io s ellers, and stand-alone field controls)

as_within a definite time window. Some of these
and handling of multiple inputs and outputs.

,’the operator and the environment. This use positions
¢’ computer integrated manufacturing (CIM) architecture.

using fieldbus are reduction in wiring, increase in amount of
ribution of control between the primary automation devices and the
control room_eq d the satisfaction of time critical constraints.

Subclauses 9.2 thegugh 9.9 describe fundamentals of the FAL. Detailed descriptive
information about each of the FAL ASEs can be found in the “overview” subclause of each of
the communication model specifications.

9.2 Architectural relationships
9.21 Relationship to the application layer of the OSI Basic Reference Model

The functions of the FAL have been described according to OSI layering principles. However,
its architectural relationship to the lower layers is different, as shown in Figure 10.

e The FAL includes OSI functions together with extensions to cover time-critical
requirements. The OSI application layer structure standard (ISO/IEC 9545) was used as a
basis for specifying the FAL.

e The FAL directly uses the services of the underlying layer. The underlying layer may be
the data-link layer or any layer in between. When using the underlying layer, the FAL may
provide functions normally associated with the OSI middle layers for proper m '
the underlying layer. Wﬁments
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/O;AP\ Fieldbus useﬂm
OSI application layer Fieldbus application layer
OSI middle layers (possibly non-existent)
OSl data link layer Fieldbus data-link layer
OSI physical layer Fieldbus physical layer
| | \
Physical medium Physical me@b&\ Q
Figure 10 — Relationship to the OSI Basic Referenc el

9.2.2 Relationships to other fieldbus entities

9.2.2.1 General

The fieldbus application layer (FAL)
have been designed to support the in
within the fieldbus environment.

In addition, the FAL djrestl
data units. It dogs™\this\using
used to control t'

\S\it/x%management Fieldbus user
> ALME Fieldbus

application layer

Fieldbus
data-link layer

Figure 11 — Architectural positioning of the fieldbus application layer

9.2.2.2 Use of the fieldbus data-link layer

The fieldbus application layer (FAL) provides network access to fieldbus APs. It interfaces
directly to the fieldbus data-link layer for transfer of its APDUs.

The data-link layer provides various types of services to the FAL for the transfer of data
between data-link endpoints (e.g. DLSAPs, DLCEPs).
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9.2.2.3 Support for fieldbus applications

Fieldbus applications are represented to the network as application processes (APs). APs are
the components of a distributed system that may be individually identified and addressed.

Each AP contains an FAL application entity (AE) that provides network access for the AP.
That is, each AP communicates with other APs through its AE. In this sense, the AE provides
a window of visibility into the AP.

APs contain identifiable components that are also visible across the network. These
components are represented to the network as application process objects (APO). They may
be identified by one or more key attributes. They are located at the address of the application
process that contains them.

The services used to access them are provided by APO-specific apptication\sexvicenelements
(ASEs) contained within the FAL. These ASEs are designed to sup ! tiob block,
and management applications.

9.2.2.4 Support for system management

The FAL services can be used to support varig
management of fieldbus systems, applications, and

rations, including

9.2.2.5 Access to FAL layer manage

FAL entity on the network.
FALMEs provide access to the FAL for/System mana nent purposes.

The set of data accessiblg by thg er is,referred to as the system management

applic fon Iayer management entity (FALME)
the IEC 61158-5 sgries
9.3 Fieldbus a;' 3

9.3.1 Overvie

The structuré
As a resu
presentéd_in 9.3

of 9.3 is similar to that of ISO/IEC 9545. Certain concepts
\ refined from ISO/IEC 9545 for the fieldbus environment.

The FAL differs™fxom the other layers of the OSI Basic Reference Model in the following two
principal aspects.

e The OSI Basic Reference Model defines a single type of application layer communications
channel, the association, to connect APs to each other. The FAL defines the application
relationship (AR), of which there are several types, to permit application processes (APs)
to communicate with each other.

e The FAL uses the DLL to transfer its APDUs and not the OSI presentation layer. Therefore,
there is no explicit presentation context available to the FAL. Between the same pair (or
set) of data-link service access points the FAL protocol may not be used concurrently with
other application layer protocols.

9.3.2 Fundamental concepts

The operation of time-critical real open systems is modeled in terms of interactions between
time-critical APs. The FAL permits these APs to pass commands and data between them.
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Cooperation between APs requires that they share sufficient information to interact and carry
out processing activities in a coordinated manner. Their activities may be restricted to a single
fieldbus segment, or they may span multiple segments. The FAL has been designed using a
modular architecture to support the messaging requirements of these applications.

Cooperation between APs also sometimes requires that they share a common sense of time.
The FAL or the data-link layer (parts of the IEC 61158-3 series and parts of the IEC 61158-4
series) may provide for the distribution of time to all devices. They also may define local
device services that can be used by APs to access the distributed time.

Subclauses 9.3.3 through 9.3.7 describe each of the modular components of the architecture
and their relationships with each other. The components of the FAL are modeled as objects,
each of which provides a set of FAL communication services for use by applications. The FAL

9.3.3 Fieldbus application processes
9.3.3.1 Definition of the fieldbus AP

In the fieldbus environment, an application may be
distributed across a number of devices on the ne
to as a fieldbus application process variation of an application
process as defined in ISO OSI| Refe 8-1). Fieldbus APs may be
unambiguously addressed by at leastone\indivi 8 i layer service access point
address. Unambiguously addressed, A S means that no other AP may
simultaneously be located by the sam inition does not prohibit an AP from
being located by more than,one individ i

ot of components and
omponents is referred

9.3.3.2 Communicati

Fieldbus APs comm
(ISO/IEC 10731@
seen by the requestjr

service requests d s fined in the IEC 61158-6 series. The AP behavior

gr using confirmed and unconfirmed services
e FAL specify the semantics of the services as

Unconfirmed , I gontrast, are used to define the unidirectional transfer of messages
from one AP r more remote APs. From a communications perspective, there is no
relationship between/separate invocations of unconfirmed services as there is between the

request and response of a confirmed service.

9.3.3.3 AP interactions
9.3.3.3.1 General

Within the fieldbus environment, APs may interact with other APs as necessary to achieve
their functional objectives. No constraints are imposed by this part of IEC 61158 on the
organization of these interactions or the possible relationships that may exist between them.

For example, in the fieldbus environment, interactions may be based on request/response
messages sent directly between APs, or on data/events sent by one AP for use by others.
These two models of interactions between APs are referred to as client/server and
publisher/subscriber interactions.

The services supported by an interaction model are conveyed by application g’
gelifients

endpoints (AREPs) associated with the communicating APs. The role tha* the AR s In
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the interaction (e.g. client, server, peer, publisher, subscriber) is defined as an attribute of the
AREP.

9.3.3.3.2 Client/server interactions

Client/server interactions are characterized by a bi-directional data flow between a client AP
and one or more server APs. Figure 12 illustrates the interaction between a single client and a
single server. In this type of interaction, the client may issue a confirmed or unconfirmed
request to the server to perform some task. If the service is confirmed then the server will
always return a response. If the service is unconfirmed, the server may return a response
using an unconfirmed service defined for this purpose.

Unconfirmed and /\(
confirmed service requests

Client 3 r
(requester) [«= (resp r
Unconfirmed service replies and
confirmed service responses \\

actl

Y

Figure 12 — Client/server s

9.3.3.3.3 Publisher/subscriber interactions
9.3.3.3.3.1 General

involve a single publisher AP and a
action has been defined to support
e "pull" model and the "push" model. In
ed by management and is outside the

Subscribe \ ¢ the published data listen for responses transmitted by the
i data is "pulled" from the publisher by requests from the publishing
manager.

Confirmed FAL serwvi€es are used to support this type of interaction. Two characteristics of
this type of interaction differentiate it from the other types of interaction. First, a typical
confirmed request/response exchange is performed between the publishing manager and the
publisher. However, the underlying conveyance mechanism provided by the FAL returns the
response not just to the publishing manager, but also to all subscribers wishing to receive the
published information. This is accomplished by having the data-link layer transmit the
response to a group address, rather than to the individual address of the publishing manager.
Therefore, the response sent by the publisher contains the published data and is multicast to
the publishing manager and to all subscribers.

The second difference occurs in the behavior of the subscribers. Pull model subscribers,
referred to as pull subscribers, are capable of accepting published data in confirmed service
responses without having issued the corresponding request. Figure 13 illustrates these
concepts.
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Confirmed service request

Pull for published information
publishing >
manager (€—— Pull
publisher
Confirmed service response
Pull containing published
subscriber ¢ information

Pull
subscriber

9.3.3.3.3.3 Push model interactions

In the "push" model, two services may be used,
confirmed service is used by the subscriber to reqt

APs.

The unconfirmed service used in the push mode\ i
information to subscribers: i 3 & blishs
a

unconflrmed serV|ce at the app prlate ime

is responsible for invoking the correct
upplying the appropriate information. In

Subscribers ford
publishers. Figure

\ \ \\Geufé‘ned service request to

subscribe to publishing

NN >
P , . —
Subschibe Confirmed service response to indicate Push

capability to publish publisher
<4—

"N
RN

Push
subscriber

Push

subscriber < ‘

Unconfirmed service request
containing published information

Figure 14 — Push model interactions
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9.3.3.3.3.4 Timeliness of published information

To support the perishable nature of published information, the FAL may support four types of
timeliness defined for publisher/subscriber interactions. Each makes it possible for
subscribers of published data to determine if the data they are receiving is up-to-date or
“stale”. These types are realized through mechanisms within the data-link layer (DLL). Each is
described briefly in Table 3. For a more detailed description, refer to parts of the IEC 61158-3
series and parts of the IEC 61158-4 series.

Table 3 — Types of timeliness defined for publisher/subscriber interactions

Type Description

Transparent This type of timeliness allows the user application process to determine/the timeliness quality

is transferred across the network. In this type of timeliness, the net ork prgvides n
computation or measurement of timeliness. It merely conveys th iness\quality prqvided
with the data by the user application process.

Residence When the FAL submits data from the publishing AP to the LL n, the DLL starts
a timer. If the timer expires before the data has been trans |tted mabks e buffer as
“not timely” and conveys this timeliness |nformat|on e ata\

information. One is
he the sync mark is

Synchronized This type of timeliness requires the coordination oftw
the data to be published and the other i is a speg ial “synsym

Update

e set to FALSE. Unlike synchronized timeliness,
t within the time window started with the receipt of a

The internal F 3 represented by one or more application process objects (APOs)
2 ore application entities (AEs). AEs provide the communication
capabilitie e > gach fieldbus AP, there is one and only one FAL AE. APOs are the
[ application-specific capabilities (user application process objects)
sible through its FAL AE.

of an AP that are~acce

9.3.3.5 AP class

An AP class is a definition of the attributes and services of an AP. The standard class
definitions for APs are defined in the parts of the IEC 61158-5 series. User defined classes
also may be specified. Class identifiers (described in Clause 3 of the parts of the IEC 61158-5
series) are assigned from a set reserved for this purpose.

9.3.3.6 AP type

APs are defined by instantiating an AP class. Each AP definition is composed of the attributes
and services selected for the AP from those defined by its AP class. In addition, an AP
definition contains values for one or more of the attributes selected for it. When two APs
share the same definition, that definition is referred to as an AP type. Thus, an AP type is a
generic specification of an AP that may be used to define one or more APs.
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9.34 Application process objects
9.3.41 Definition of APO

An application process object (APO) is a network representation of a specific aspect of an AP.
Each APO represents a specific set of information and processing capabilities of an AP that
are accessible through services of the FAL. APOs are used to represent these capabilities to
other APs in a fieldbus system.

From the perspective of the FAL, an APO is modeled as a network accessible object
contained within an AP or within another APO (APOs may contain other APOs). APOs provide
the network definition for objects contained within an AP that are remotely accessible. The
definition of an APO includes an identification of the FAL services that ca used by remote
APs for remote access. The FAL services, as shown in Figure 15, are by the FAL

Services for remote
access to APO

////

FAL
AE

User

request and
response
data
Y Requester

d s network
wof reghdbject

Ve
\%\-}CGS conveyed by the FAL

real object. Local aspects of the AP convert between the
sal object and the internal AP view of the real object.

s« APO. Remote APs acting as subscribers see the APO view of the
instead of having to know any of the real object specific details.

9.3.4.2 APO classes

An APO class is a generic specification for a set of APOs, each of which is described by the
same set of attributes and accessed using the same set of services.

APO classes provide the mechanism for standardizing network visible aspects of APs. Each
standard APO class definition specifies a particular set of network accessible AP attributes
and services. The IEC 61158-6 series specifies the syntax and the procedures used by the
FAL protocol to provide remote access to the attributes and services of an APO class.

Standard APO classes are specified by this part of IEC 61158 for the purpose of
standardizing remote access to APs. User-defined classes may also be specified.

User defined classes are defined as subclasses of standardized APO classes or of other user-
defined classes. They may be defined by identifying new attributes or by in ﬁ@& that
optional attributes for the parent class are mandatory for the subclass. The con vuments

Document Sharing Hub

Full document details: IEC 61158-12014


http://avadocuments2026.com/doc/iec-61158-1-2014
http://avadocuments2026.com/doc/iec-61158-1-2014

-42 - IEC 61158-1:2014 © IEC 2014

defining classes, specified in the type specific parts of IEC 61158-5 series, may be used for
this purpose. The method for registering or otherwise making these new class definitions
available for public use is beyond the scope of this part of IEC 61158.

9.3.4.3 APOs as instances of APO classes

APO classes are defined in this part of IEC 61158 using templates. These templates are used
not only to define APO classes, but also to specify the instances of a class.

Each APO defined for an AP is an instance of an APO class. Each APO provides the network
view of a real object contained in an AP. An APO is defined by:

a) selecting the attributes from its APO class template that are to be accgSsible from the real

object;

b) assigning values to one or more attributes indicated as key in the\t ) attributes
are used to identify the APO;

These conventions provide for the defipiti
and services.

Optional attributes and services may
an APO. Conditional attributes and s&
statement. Constraint st
attribute is to be prese

9.3.4.4 APO S

APO types provide’th

9.3.5 Application entities

9.3.51 Definition of FAL AE

An application entity provides the communication capabilities for a single AP. An FAL AE
provides a set of services and the supporting protocols to enable communications between
APs in a fieldbus environment. The services provided by FAL AEs are grouped into
application service elements (ASE), such that the FAL services provided to an AP are defined
by the ASEs its FAL AE contains. Figure 16 illustrates this concept.
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serviceprimitives

A

—FAL AE

FAL ASE ‘

service conveyanceto remote AEs

Figure 16 — Application entity structuré

9.3.5.2 AE type

Application entities that provide the same set of ASEs are © ve. Two AEs that

share a common set of ASEs are capable of communije

9.3.6 Fieldbus application service elements
9.3.6.1 General

An application service element (ASE) e SO/IEC 9545, is a set of application
functions that provide a capability for|the in 9 application-entity-invocations for a
specific purpose. ASEs progwide a s S weying requests and responses to and
from appllcatlon process 1d /1 j as defined above, are represented by a

9.3.6.2 FAL
FAL services conve quests/responses between APs. Each FAL service is
defined to conve ppnses for access to a real object modeled as an FAL

When present, this™WvokelD is returned in the resulting local service confirmation to that AL-
user. Confirmed service request APDUs and associated reply APDUs carry a RequestID that
permits the correlation of the two APDUs. In some implementations the AL-user-provided
InvokelD may serve as that RequestID. Similarly, confirmed service indication primitives and
associated response primitives carry a locally-formed IndicationID that permits the correlation
of the two primitives. In some implementations the received RequestID, coupled with the FAL
address of the requesting FAL AE, may serve as that IndicationID.

Unconfirmed services may be sent from the AP containing the real object to send information
about the object. They also may be sent to the AP containing the real object to access the
real object. Both types of unconfirmed services may be defined for the FAL.

9.3.6.3 Definition of FAL ASEs
9.3.6.3.1 General
A modular approach has been taken in the definition of FAL ASEs. The ASEs defngoargq;ﬁjents

FAL are also object-oriented. In general, ASEs provide a set of services d:sig
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specific object class or for a related set of classes. Common object management ASEs, when
present, provide a common set of management services applicable to all classes of objects.

To support remote access to the AP, the Application Relationship ASE is defined. It provides
services to the AP for defining and establishing communication relationships with other APs,
and it provides services to the other ASEs for conveying their service requests and responses.

Each FAL ASE defines a set of services, APDUs, and procedures that operate on the classes
that it represents. Only a subset of the ASE services may be provided to meet the needs of an
application. Profiles may be used to define such subsets. Definition of profiles is beyond the
scope of this part of IEC 61158.

AE contains, at a minimum, the AR ASE and at least one other ASE.
example set of the FAL ASEs and their architectural relationships.
example.

FAL AP \ \

ASE Requests and Responses

S S S S \
Y Y ¥ Y/ ¥

EE S
'

AR ASE
— Service
Primitives

WDUS by the AR ASE

Figure 17 — Example FAL ASEs

X

AN
O

9.3.6.3.2 Object-management ASE

A special object-management ASE may be specified for the FAL to provide services for the
management of objects. Its services are used to access object attributes, and create and
delete object instances. These services are used to manage network visible AP objects
accessed through the FAL. The specific operational services that apply to each object type
are specified in the definition of the ASE for the object type. Figure 18 illustrates the
integration of management and operational services for an object within an AP.
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Application Process
MGT . Target
ASE ‘ mgt services > | Object Attributes
describe
FAL AE l
APO y ops services > Target
ASE P Object

Figure 18 — FAL management of objects

9.3.6.3.3 AP ASE

An AP ASE may be specified for the identification and . The attributes
defined by the AP ASE specify characteristics of the K anufacturer and list its
contents and capabilities.

9.3.6.3.4 APO ASEs

The FAL specifies a set of ASEs with seryices de for aec€ssing the APOs of an AP. The
APO ASEs defined for the FAL are defjfied by ez uunication model.

9.3.6.3.5 AR ASE

An AR ASE is specifi
used to convey,FA

- n application relationships (ARs) that are
N ong APs. ARs represent application layer

communication @ >

endpoints of ARSNARAS ices K ay be defined for establishing, terminating, and aborting
ARs, for conveying,A d for indicating the local status of the AR to the user.
In addition, local ined for accessing certain aspects of AR endpoints.

To accomplish the task of conveying service requests and responses, three types of activities
for the sending user and three corresponding types for the receiving user are defined. At the
sending user, they accept service requests and responses to be conveyed. Second, they
select the type of FAL APDU that will be used to convey the request or response and encode
the service parameters into its body portion. Then they submit the encoded APDU body to the
AR ASE for conveyance.

At the receiving user, they receive encoded APDU bodies from the AR ASE. They decode the
APDU bodies and extract the service parameters conveyed by them. To conclude the
conveyance, they deliver the service request or response to the user. Figure 19 illustrates
these concepts.
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Service parameters
FAL APDU Body \
— FAL AE FAL AE
FAL l FAL

. FAL FAL FAL
Service «—> APO «—>| AR < » || AR | «—» APO “«—> Re:al
user ASE ASE APDUs ASE ASE object
\ Service primitives /

Figure 19 — ASE service conveyance

é}p

9.3.6.5 FAL presentation context

each APDU. However,
the fieldbus communications architecture does not [ncldgde the\presentation layer. Therefore,
an alternate mechanism is provided for th
communication models.

9.3.7 Application relationships
Definition of AR

9.3.71

text. The local context of an AR endpoint is used by the
e of APDUs on the AR.

ARs are composed of\a set of endpoints of compatible classes. AR endpoint classes are used
to represent AR endp0ints that convey APDUs in the same way. Through the standardization
of endpoint classes, ARs for different models of interaction can be defined.

9.3.7.4 AR cardinality

ARs characterize communications between APs. One of the characteristics of an AR is the
number of AR endpoints in the AR. ARs that convey services between two APs have a
cardinality of 1-to-1. Those that convey services from one AP to a number of APs have a
cardinality of 1-to-many. Those that convey services from/to multiple APs have a cardinality of
many-to-many.

9.3.7.5 Accessing objects through ARs
ARs provide access to APs and the objects within them through the services of one or more
ASEs. Therefore, one characteristic is the set of ASE services that may be conveyed to and

from these objects by the AR. The list of services that can be conveyed by the AR are
selected from those defined for the AE.
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