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INTERNATIONAL ELECTROTECHNICAL COMMISSION

INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 2: Physical layer specification and service definition

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for st@gndardi

zation comprising
all national electrotechnical committees (IEC National Committees). The objeet i

this end and in addition to other activities, IEC publishes International Standa

Technical Reports, Publicly Available Specifications (PAS) and Guides
Publication(s)”). Their preparation is entrusted to technical committees; an
in the subject dealt with may participate in this preparatory work.
governmental organizations liaising with the IEC also participate in thi

with the International Organization for Standardization (ISO) in g
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matt possible, an international
consensus of opinion on the relevant subjects since eac mmle hgs representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendati Qr in e any are accepted by IEC National

Committees in that sense. While all reasgnabla_efft ¢ e efhat the technical content of IEC
Publications is accurate, IEC cannot be | F in which they are used or for any
misinterpretation by any end user.

between any IEC Publicatio C in i gional publication shall be clearly indicated in
the latter.

6) All users should
7) No liability shall (3

a particular data-li Iaye protocol type to be used W|th phyS|caI layer and application layer protocols in type
combinations as specified explicitly in the IEC 61784 series. Use of the various protocol types in other
combinations may require permission of their respective intellectual-property-right holders.

IEC draws attention to the fact that it is claimed that compliance with this standard may involve the use of patents
as follows, where the [xx] notation indicates the holder of the patent right:

Type 2 (subclauses 5.3, 9.3, 10.3, Clauses 17 through 20, Annex F through Annex H):
5,396,197 [AB] Network Node TAP
IEC takes no position concerning the evidence, validity and scope of these patent rights.

The holders of these patent rights have assured IEC that they are willing to negotiate licences under reasonable
and non-discriminatory terms and conditions with applicants throughout the world. In this respect, the statement of
the holders of these patent rights are registered with IEC. Information may be obtained from:

[AB]: Rockwell Technologies, LLC
Allen-Bradley Co, LLC
1201 So. Second Street
Milwaukee, WI 53204
USA
Attention: Intellectual Property Dept.

Attention is drawn to the possibility that some of the elements of this standard may be the subject of patent rights
other than those identified above. IEC shall not be held responsible for identifying any or all such pat@@euments
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International Standard IEC 61158-2 has been prepared by subcommittee 65C: Industrial
networks, of IEC technical committee 65: Industrial-process measurement, control and
automation.

This fourth edition cancels and replaces IEC 61158-2:2003. This edition of this part
constitutes a minor revision. This publication, together with its companion parts for Type 16,
also partially replaces IEC 61491:2002 which is at present being revised. IEC 61491 will be
issued as a technical report.

This edition includes the following significant technical changes with respect to the previous
edition:
a) deletion of the former Type 6 fieldbus for lack of market relevance;
b) addition of new fieldbus types;
c) generalization of the seldom-used Type 1 radio to a more useful for

This bilingual version (2014-04) corresponds to the monolingual Eng)i§ blished in

2007-12.

The text of this standard is based on the following documents:

AN
FDIS Report o otM
65C/472/FDIS /éC/48?>F\VD ‘\>

nd@ﬁ can_be found in the report on

Full information on the voting for the approval
voting indicated in the above table.

The French version of this standard ha 3t b vote on.This publication has been

The committee has degci ants this publication will remain unchanged until

the maintenance M eJEC web site under http://webstore.iec.ch in the
data related to t fi Blicati '

* reconfirmed;
* withdrawn;

of the IEC 61158 series, under the general title Industrial

communication orks™= Fieldbus specifications, can be found on the IEC website.

IMPORTANT - The 'colour inside’ logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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0 Introduction

0.1 General

This part of IEC 61158 is one of a series produced to facilitate the interconnection of
automation system components. It is related to other standards in the set as defined by the
“three-layer” fieldbus reference model described in IEC/TR 61158-1.

0.2 Physical layer overview

The primary aim of this standard is to provide a set of rules for communication expressed in
terms of the procedures to be carried out by peer Ph-entities at the time of/communication.

node(s), decoded, if necessary by removing the communicatiogs fra
the data units are passed to the data-link Layer of the recejvi i

0.3 Document overview

NOTE 1 The protocol Type numbers used are

NOTE 2 Specifications for Types 1, 2, 3, 4, 8 2
Types do not use any of the specifications give

NOTE 3 For ease of reference,

NOTE 4 It is up to the user of

| DL-Ph Interface i
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NOTE 5 The protocol types use a subset of the structure elements.
NOTE 6 Since Type 8 uses a more complex DIS than the other types, it uses the term MIS to differentiate.
The common characteristics for all variants and types are as follows:

— digital data transmission;

— no separate clock transmission;

— either half-duplex communication (bi-directional but in only one direction at a time) or full-
duplex communication.

0.4 Major physical layer variations specified in this standard

0.4.1 Type 1 media
0.4.1.1 Type 1: Wire media

speeds as follows:

a) voltage mode (parallel coupling), 150 Q, data rates fro

) L@/e caupling using transformers.
of this\stahdand’are met by other means.

— no power viathe b

— power via th

0.4.1.2 Type 1:

The Type 1 radio medium specification provides a generalized FSK/PSK radio capability at
arbitrary bit rates.

0.4.2 Type 2: Coaxial wire and optical media
Type 2 specifies the following variants:

— coaxial copper wire medium, 5 Mbit/s;
— optical fiber medium, 5 Mbit/s;

— network access port (NAP), a point-to-point temporary attachment mechanism that can be
used for programming, configuration, diagnostics or other purposes;

— repeater machine sublayers (RM, RRM) and redundant physical layers.
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0.4.3 Type 3: Twisted-pair wire and optical media
Type 3 specifies the following synchronous transmission:

a) twisted-pair wire medium, 31,25 kbit/s, voltage mode (parallel coupling) with the options:
— power via the bus conductors: not intrinsically safe;
— power via the bus conductors: intrinsically safe;

and the following asynchronous transmission variants:

b) twisted-pair wire medium, up to 12 Mbit/s, ANSI TIA/EIA-485-A;
c) optical fiber medium, up to 12 Mbit/s.

044 Type 4: Wire medium

Type 4 specifies wire media with the following characteristics:

— RS-485 wire medium up to 76,8 kbit/s;
— RS-232 wire medium up to 230,4 kbit/s.

0.4.5 Type 8: Twisted-pair wire and optical media

n received through a
rer medium access and its

The physical layer also allows transmitting dat
medium access by the transmission medium dj
transmission protocol to another device.

Type 8 specifies the following variants:

— twisted-pair wire mediup, up to_16 Mbit

Type 12 specifies wire media with the following characteristics:
— LVDS wire medium up 100 Mbit/s.
0.4.7 Type 16: optical media

Type 16 specifies a synchronous transmission using optical fiber medium, at 2 Mbit/s,
4 Mbit/s, 8 Mbit/s and 16 Mbit/s.
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0.4.8 Type 18: Media
0.4.8.1 Type 18: Basic media

The Type 18-PhL-B specifies a balanced transmission signal over a shielded 3-core twisted
cable. Communication data rates as high as 10 Mbit/s and transmission distances as great
as 1.2 km are specified.

0.4.8.2 Type 18: Powered media

The Type 18-PhL-P specifies a balanced transmission signal over a 4-core unshielded cable
in both flat and round configurations with conductors specified for communications signal and
network-embedded power distribution. Communication data rates as hig 2,5 Mbit/s and
transmission distances as great as 500 m are specified.

@C@
S
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INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 2: Physical layer specification and service definition

1 Scope

This part of IEC 61158 specifies the requirements for fieldbus component parts. It also
specifies the media and network configuration requirements necessar ensure agreed
levels of

a) data integrity before data-link Layer error checking;
b) interoperability between devices at the physical layer.
The fieldbus physical layer conforms to layer 1 of the JO

ISO 7498 with the exception that, for some types, frame_de
while for other types they are in the data-link Layer.

del as defined by

2 Normative references

The following referenced documents are_indi application of this document.
For dated references, only the edition gited applies undated references, the latest edition

IEC 60050-731,
communication

IEC 60079-11, '

gabulary — Chapter 731: Optical fibre

w“r
1

Part’11: Equipment protection by intrinsic safety

explosive gas atmospheres — Part 14: Electrical
than mines)

IEC 60169-8, Radio-frequency connectors — Part 8: RF coaxial connectors with inner diameter
of outer conductor 6,5 mm (0,256 in) with bayonet lock — Characteristic impedance 50 ohms
(Type BNC)

IEC 60169-17, Radio-frequency connectors — Part 17: RF coaxial connectors with inner
diameter of outer conductor 6,5 mm (0,256 in) with screw coupling — Characteristic
impedance 50 ohms (Type TNC)

IEC 60189-1:1986, Low-frequency cables and wires with PVC insulation and PVC sheath —
Part 1: General test and measuring methods?
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IEC 60255-22-1:1988, Electrical relays — Part 22-1: Electrical disturbance tests for measuring
relays and protection equipment — 1 MHz burst disturbance tests2

IEC 60364-4-41, Low-voltage electrical installations of buildings — Part 4-41: Protection for
safety — Protection against electric shock

IEC 60364-5-54, Electrical installations of buildings — Part 5-54: Selection and erection of
electrical equipment — Earthing arrangements, protective conductors and protective bonding
conductors

IEC 60529, Degrees of protection provided by enclosures (IP Code)

Detail specification for connectors, 8-way, including fixed and free
mating features, with assessed quality

IEC 60760, Flat, quick-connect terminations
IEC 60793 (all parts), Optical fibres

IEC 60794-1-2, Optical fibre cables — Part 1-2: Gene sic optical cable test

procedures

IEC 60807-3, Rectangular connectors l 3 MHz - Part 3: Detail
y j straped metal shells and round

contacts — Removable crimp contact losed crimp barrels, rear insertion/rear

extraction

IEC 60874-10-1, Connectors 1 dbles — Part 10-1: Detail specification for

fiber optic connector type : ultimode fibre type A1

IEC 61000-4-2, ectri
techniques — @ 3

IEC 61000-4-3, Elee

(EMC) — Part 4-2: Testing and measurement
test (Basic EMC Publication)

IEC 61156-1, Multicete and symmetrical pair/quad cables for digital communications — Part 1:
Generic specification

IEC 61158-4-2, Industrial communication network — Fieldbus specifications — Part 4-2: Data-
link protocol specification — Type 2 elements

IEC 61158-4-3, Industrial communication network — Fieldbus specifications — Part 4-3: Data-
link protocol specification — Type 3 elements

IEC 61754-2, Fibre optic connector interfaces — Part 2: Type BFOC/2,5 connector family

IEC 61754-13, Fibre optic connector interfaces — Part 13: Type FC-PC connector
IEC 61754-22, Fibre optic connector interfaces — Part 22: Type F-SMA connector family

2 There exists a new edition of this publication (2007). Documents

Document Sharing Hub

Full document details: IEC 61158-2 2007


http://avadocuments2026.com/doc/iec-61158-2-2007
http://avadocuments2026.com/doc/iec-61158-2-2007

IEC 61158-2:2007 © IEC 2007 - 27 -

ISO/IEC 7498 (all parts), Information technology — Open Systems Interconnection — Basic
Reference Model: The Basic Model

ISO/IEC 8482, Information technology — Telecommunications and information exchange
between systems — Twisted pair multipoint interconnections

ISO/IEC 8802-3, Information technology — Telecommunications and information exchange
between systems — Local and metropolitan area networks — Specific requirements — Part 3:
Carrier sense multiple access with collision detection (CSMA/CD) access method and
physical layer specifications

ISO/IEC 9314-1, Information processing systems — Fibre distributed data—interface (FDDI)
Part 1: Token ring physical layer protocol (PHY)

ISO/IEC 10731, Information technology — Open Systems Intercongectio B oference

Balanced Digital Multipoint Systems

ANSI TIA/EIA-644-A, Electrical Chara¢teri
Interface Circuits

stics ©
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3 Terms and definitions

For the purposes of this document, the terms and definitions of ISO/IEC 7498, and the
following definitions apply.

3.1 Common terms and definitions

NOTE Many definitions are common to more than one protocol type; they are not necessarily used by all protocol
types.

3.1.1

activity
presence of a signal or noise at the input terminals of a fieldbus device t
is above the receiver signal level threshold of that device

of a level that

3.1.2

barrier
physical entity that limits current and voltage into a hazardous a fy intrinsic
safety requirements

3.1.3
bit
unit of data consistingofa 1ora0

NOTE A bit is the smallest data unit that can™g ans

3.1.4
bus
trunk and all devices connegted to it

3.1.5
cable plant interface jcon

CPIC
point at which t
the network devic

3.1.6
communica
part of a fieldb

saswements are made and that the interface between

3.1.7
connector
coupling device empioyed to connect the medium of one circuit or communication element
with that of another circuit or communication element

[IEEE Std 100-1996, modified]

3.1.8
coupler
physical interface between trunk and spur or trunk and device

3.1.9

Data Communications Equipment

DCE

embodiment of the media, modulation and coding-dependent portion of a fieldbus-connected
device, comprising the lower portions of the physical layer within the device
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3.1.10

Data Terminal Equipment

DTE

embodiment of the media, modulation and coding-independent portion of a fieldbus-connected
device, comprising the uppermost portion of the physical layer and all higher layers within the
device

3.1.11

decibel(milliwatt)

dB(mW)

logarithmic unit of power, referenced to 1 mW. ( Also written dBm.)

Pagm = 10 log (Pmw)

NOTE If Pnw is the measured power in mW, then P4ggm is the power expressed |06g ica dB(mW), or
equivalently, dBm.

3.1.12
delimiter
flag that separates and organizes items of data

3.1.13
device
physical entity connected to the fieldbus compgsed\o
(the network element) and which :
(transducer, actuator, etc.)

least bne communication element
@ and/or a final element

3.1.14
effective launch power

3.1.15

effective power
the difference, e tweéen the absolute optical power measured in milliwatt at
the midpoint in tipe i the absolute optical power measured in milliwatt at the

: e give a more accurate measurement of the conditions that affect the receivers
than traditional wme , such as peak and average power. methods for measuring effective power are for
further study®

3.1.16
error
discrepancy between a computed, observed or measured value or condition and the specified
or theoretically correct value or condition

3.1.17

extinction ratio

ratio of the absolute optical power measured in milliwatt at the midpoint in time of the Hi level
to the absolute optical power measured in milliwatt at the midpoint in time of the Lo level.

NOTE The following gives an example of the computation of effective power and extinction ratio.
If the midpoint of Hi level is measured as 105 pW, and if the midpoint of Lo level is measured as 5 yW, then the
difference is 100 yW. Therefore, the effective power is 10 log ((100 pW) / 1 mW)), which equals —10,0 dBm. The
extinction ratio is (105/5), which equals 21:1.

3.1.18
fiber optic cable
cable containing one or more fiber optic waveguides with jacketing material provided to

facilitate handling and to protect the fiber Documents
Document Sharing Hub
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3.1.19

fiber optic receiver

combined optics and electronics in the communicating device that accept the optical signal
received by the communicating device through the CPIC

3.1.20

fiber optic receiver operating range

range of optical power that must be present at the CPIC to ensure that the bit error rate
specifications are met

3.1.21
fiber optic transmitter

device that emits optical signals for propagation into a fiber optic wavegui ugh the CPIC

3.1.22
fiber optic waveguide

flexible, optically transparent strand that is used to trans
geographic point to another geographic point

from one

3.1.23
frame
set of consecutive digit time slots in which the pgsition 9 igit tinvé slot can be identified
by reference to a framing signal
[IEEE Std 100-1996]

3.1.24
intrinsic safety
desigh methodology for a sircuit o

prescribed test conditi
[IEC 60079-11]

3.1.25 Q

isolation
physical and eleg

3.1.26
jabber

continuous tra Qn on the medium due to a faulty device

3.1.27

jitter

offset of the 50 % transition points of pulse edges from their ideal position as the result of all
causes

3.1.28

Manchester encoding

means by which separate data and clock signals can be combined into a single, self-
synchronizing data stream, suitable for transmission on a serial channel

3.1.29

medium

cable, optical fiber, or other means by which communication signals are transmitted between
two or more points

NOTE In this standard "media" is used only as the plural of medium. Documents
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3.1.30

network

all of the media, connectors, repeaters, routers, gateways and associated node
communication elements by which a given set of communicating devices are interconnected

3.1.31

node

end-point of a branch in a network or a point at which one or more branches meet
[IEV 131-02-04]

3.1.32

optical active star
active device in which a signal from an input fiber is received, amplified arid retransmitted to a
larger number of output optical fibers. Retiming of the received signal i yti

3.1.33

optical fall time

time it takes for a pulse to go from 90 % effective power to 10 %
a per cent of the nominal bit time

3.1.34

optical passive star
passive device in which signals from input fibe
output optical fibers

3.1.35

optical rise time

time it takes for a pulse to
a per cent of the nominal

0 90 % effective power, specified as

3.1.36

peak emission ele

.,

wavelength at whi aximized
3.1.37

receiver

receive circu

3.1.38
repeater
two—port active physical layer device that receives and retransmits all signals to increase the
distance and number of devices for which signals can be correctly transferred for a given
medium

3.1.39
segment
trunk—cable section of a fieldbus that is terminated in its characteristic impedance

NOTE Segments are linked by repeaters within a logical link and by bridges to form a fieldbus network.

3.1.40
separately powered device
device that does not receive its operating power via the fieldbus signal conductors

3.1.41

shield

surrounding earthed metallic layer to confine the electric field within the cable and.to protect

the cable from external electrical influence ocuments
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NOTE Metallic sheaths, armours and earthed concentric conductors may also serve as a shield.

3.1.42
spur
branch-line (i.e. a link connected to a larger one at a point on its route) that is a final circuit

NOTE The alternative term ‘drop cable’ is used in this standard.

3.1.43

terminator

resistor connecting conductor pairs at both ends of a wire medium segment to prevent
reflections from occurring at the ends of cables

NOTE For Type 2 the terminator is mounted in a BNC or TNC plug.

3.1.44

transceiver
combination of receiving and transmitting equipment in a com
common circuit components for both transmitting and receiving
[IEEE Std 100-1996 modified for non-radio use]

NOTE A medium attachment unit can be the transceiver or can contain o

implementation.

nding on Type and

3.1.45
transmitter
transmit circuitry of a communication

3.1.46
trunk
main communication highway acting
(spurs)

supply to a number of other lines
3.1.47

typical half-intensity
e
range of wavelen

half of the maxim

on in which the radiant intensity is no less than one-

3.2 Type

3.21

activity

[see 3.1.1]

3.2.2

barrier

[see 3.1.2]

3.2.3

bus

[see 3.1.4]

3.24

cable plant interface connector
CPIC

[see 3.1.5]

3.2.5

communication element

[see 3.1.6] Documents
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3.2.6
connector
[see 3.1.7]

3.2.7
coupler
[see 3.1.8]

3.2.8

Data Communications Equipment
DCE

[see 3.1.9]

3.2.9

Data Terminal Equipment
DTE

[see 3.1.10]

3.2.10
dBm
[see 3.1.11]

3.2.11
delimiter
[see 3.1.12]
3.2.12
device

[see 3.1.13]

3.2.13
effective launc w
[see 3.1.14]

3.2.14

effective power
[see 3.1.15]

3.2.15
fiber opticea
[see 3.1.17]

3.2.16
fiber optic receiver
[see 3.1.19]

3.2.17
fiber optic receiver operating range
[see 3.1.20]

3.2.18
fiber optic transmitter
[see 3.1.21]

3.2.19
fiber optic waveguide

[see 3.1.22] Documents
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3.2.20
frame
[see 3.1.23]

3.2.21

Gaussian minimum shift keying

form of frequency modulation where a 1 is represented by a frequency of Fc + fand a 0 is
represented by Fc — f where f is equal to the bit rate divided by 4 and where the modulating
frequency is first passed through a Gaussian filter before being imposed on the carrier

3.2.22
intrinsic safety
[see 3.1.24]

3.2.23
isolation
[see 3.1.25]

3.2.24
jabber
[see 3.1.26]

3.2.25

Manchester encoding
[see 3.1.27]

3.2.26

medium

[see 3.1.29]

3.2.27

network
[see 3.1.30]

3.2.28
node

[see 3.1.31]
3.2.29
optical fal
[see 3.1.32]

3.2.30
optical rise time
[see 3.1.34]

3.2.31

peak emission wavelength
Ap

[see 3.1.36]

3.2.32
repeater
[see 3.1.38]

3.2.33
segment

[see 3.1.39] Documents
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3.2.34
separately powered device
[see 3.1.40]

3.2.35
shield
[see 3.1.41]

3.2.36
spur
[see 3.1.42]

3.2.37
terminator
[see 3.1.43]

3.2.38
transceiver
[see 3.1.43]

3.2.39
transmitter
[see 3.1.45]

3.2.40
trunk
[see 3.1.46]

3.3 Type 2: Terms and
3.3.1

activity

[see 3.1.1]

3.3.2

bit
[see 3.1.3]

3.3.3
blanking o :
length of time req d after transmitting before a node is allowed to receive
3.34

bus

[see 3.1.4]

3.3.5
communication element
[see 3.1.6]

3.3.6
connector
[see 3.1.7]

3.3.7
Data Communications Equipment (DCE)

3.1.9
[see 3.1.9] Documents
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3.3.8
dBm
[see 3.1.11]

3.3.9
delimiter
[see 3.1.12]

3.3.10
device
[see 3.1.13]

3.3.11
end delimiter
unique sequence of symbols that identifies the end of a frame

3.3.12
end node
producing or consuming node

3.3.13
error

[see 3.1.16]
3.3.14
frame
[see 3.1.23]

3.3.15
isolation
[see 3.1.25]

3.3.16 O

jabber
[see 3.1.26]

3.3.18
medium
[see 3.1.29]

3.3.19
M_symbol
representation of the MAC data bits to be encoded and transmitted by the physical layer

3.3.20

MAC frame

collection of M_symbols transmitted on the medium that contains a preamble, start delimiter,
data, CRC and end delimiter

3.3.21
network
[see 3.1.30]
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3.3.22

network access port

physical layer variant that allows a temporary node to be connected to the link by connection
to the NAP of a permanent node

3.3.23
node
[see 3.1.31]

NOTE A node is additionally a connection to a link that requires a single M_ID.

3.3.24
non-data symbol
physical layer Manchester coded signal, used for delimiters, carrying no d

3.3.25

optical isolators, optos
components located within the physical layer transceiver of a
light, and then back to an electrical signal

urrent into

3.3.26

permanent node
node whose connection to the network does
physical layer variant

port (NAP)

NOTE This node may optionally support a NA i i temporary nodes to connect to the
network.

3.3.27
redundant media
more than one medium to

3.3.28
repeater
[see 3.1.38]
3.3.29

segment
[see 3.1.39]

3.3.30
shield
[see 3.1.41]

3.3.31
slot time

maximum time required for detecting an expected transmission
NOTE Each node waits a slot time for each missing node during the implied token pass.

3.3.32
spur
[see 3.1.42]

NOTE This is an integral part of network taps.

3.3.33
start delimiter
unique sequence of symbols that identifies the beginning of a frame
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3.3.34
tap
point of attachment from a node or spur to the trunk cable

NOTE A tap provides easy removal of a node without disrupting the link.

3.3.35

terminator

[see 3.1.43]

3.3.36

tool

executable software program that interacts with the user to perform some f ion
3.3.37

transceiver

[see 3.1.43]

3.3.38

transient node
node that is only intended to be connected to the netwof
physical layer medium connected to the NAP of a pey

3.3.39
transmitter
[see 3.1.45]

3.3.40
trunk
[see 3.1.46]

3.3.41
trunk cable
bus or central pa

3.3.42

3.4

3.41
activity
[see 3.1.1]

3.4.2
barrier
[see 3.1.2]

3.4.3
bit time
time to transmit one bit

3.4.4
bus
[see 3.1.4]
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3.4.5
communication element
[see 3.1.6]

3.4.6
confirmation (primitive)
[ISO/IEC 10731]

3.4.7
connector
[see 3.1.7]

3.4.8
coupler
[see 3.1.8]

3.4.9

Data Communications Equipment (DCE)

@C@

[see 3.1.9]

3.4.10

Data Terminal Equipment (DTE)

[see 3.1.10]

3.4.11
dBm
[see 3.1.11]

3.4.12
device
[see 3.1.13]

3.4.13
DL-entity
[ISO/IEC 7498-1

3.4.15
frame
[see 3.1.23]

3.4.16
indication (primitive)
[ISO/IEC 10731]

3.4.17
intrinsic safety
[see 3.1.24]

3.4.18
isolation
[see 3.1.25]
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3.4.19
jabber
[see 3.1.26]

3.4.20
medium
[see 3.1.29]

3.4.21
(N)-entity
[ISO/IEC 7498-1]

3.4.22
(N)-service
[ISO/IEC 7498-1]

3.4.23
network
[see 3.1.30]

3.4.24
node

[see 3.1.31]
3.4.25

Ph-entity
[ISO/IEC 7498-1]

3.4.26
Ph-service
[ISO/IEC 7498-1]

3.4.27
repeater
[see 3.1.38]

3.4.28
request
[ISO/IE

3.4.29
reset
[ISO/IEC 7498-1]

3.4.30
segment
[see 3.1.39]

3.4.31
separately powered device
[see 3.1.40]

3.4.32
shield
[see 3.1.41]
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3.4.33
spur
[see 3.1.42]

3.4.34
station
node

3.4.35
terminator
[see 3.1.43]

3.4.36
transceiver
[see 3.1.43]

3.4.37
transmitter
[see 3.1.45]

3.4.38
trunk

[see 3.1.46]

3.5 Type 4: Terms and definitions
3.5.1

activity

[see 3.1.1]

3.5.2

bus
[see 3.1.4]

3.5.3
connector
[see 3.1.7]

3.5.4
Data Com
[see 3.1.9]

~quipment (DCE)

3.5.5
Data Terminal Equipment (DTE)
[see 3.1.10]

3.5.6
device
[see 3.1.13]

3.5.7

idle counter

counter to measure the number of bit periods for which the signal level on the physical link
has been high for normal class and simple class devices in half duplex mode

3.5.8
isolation
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3.5.9
medium
[see 3.1.29]

3.5.10
network
[see 3.1.30]

3.5.11

normal class device

a device that initiates transmission and replies to requests and that can act as a server
(responder) and as a client (requestor) - this is also called a peer

3.5.12
shield
[see 3.1.41]

3.5.13

simple class device
a device that replies to requests from Normal Class
responder only

as a server or

3.5.14
transmitter
[see 3.1.45]

3.6 Type 6: This subclause has b

NOTE This subclause is a pl
national standards and consortia

3.7 Type 8: Terms

3.7.1 O
activity

[see 3.1.1]

3.7.2
bus couple
a deviceAt
at this po

inginto segments by opening the ring and integrating another ring

3.7.3
cable plant interface connector (CPIC)
[see 3.1.5]

3.7.4
communication element
[see 3.1.6]

3.7.5
connector
[see 3.1.7]

3.7.6
dBm
[see 3.1.11]
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3.7.7
effective launch power
[see 3.1.14]

3.7.8
effective power
[see 3.1.15]

3.7.9
fiber optic cable
[see 3.1.17]

3.7.10
fiber optic receiver
[see 3.1.19]

3.7.11
fiber optic receiver operating range
[see 3.1.20]

3.7.12
fiber optic transmitter

[see 3.1.21]

3.713

fiber optic waveguide
[see 3.1.22]

3.7.14
frame
[see 3.1.23]

3.7.15
incoming interfaceg

[see 3.1.25

3.7.17
local bus
a ring segment of a network with alternate media specifications, which is coupled to a remote
bus via the bus coupler

3.7.18
local bus device
a device that operates as a slave on a local bus

3.7.19

master

a device that controls the data transfer on the network and initiates the media access of the
slaves by sending messages and that constitutes the interface to the control system

3.7.20
medium
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3.7.21

minimum optical receiver sensitivity

minimum optical power at the optical receiver input required to achieve a bit error rate of less
than 10 for the optical transmission system

3.7.22

network

[see 3.1.30]
3.7.23

optical fall time
[see 3.1.32]
3.7.24

optical rise time
[see 3.1.34]
3.7.25

outgoing interface
interface to send data to the next slave in a way,
interface is sent via another outgoing interface to thg
to the previous slave and back to the master

3.7.26
peak emission wavelength (Ap)
[see 3.1.36]

3.7.27
polymer optical fiber
POF

plastic fiber optic wa

[fiber type: Ada @1

racteristics are compatible with IEC 60793

3.7.28

plastic clad silica

PCS

fiber optic G S g of a glass core and a plastic cladding and whose nominal
characterjstics s i iith IEC 60793 [fiber type: A3c (200/230 um)]

3.7.29
remote bus

a ring segment of axpétwork

3.7.30
remote bus device
device operating as a slave on a remote bus

3.7.31
remote bus link
connection of two remote bus devices

3.7.32
ring segment
one section of a network

NOTE The master constitutes the first ring segment, further ring segments may be linked by bus couplers
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3.7.33
shield
[see 3.1.41]

3.7.34

slave

a device that accesses the medium only after it has been initiated by the preceding slave or
master

3.7.35

spectral full width half maximum (A1)
range of wavelength of spectral distribution in which the radiant intensity is no less than one-
half of the maximum intensity

3.7.36
terminator
[see 3.1.43]

3.8 Type 12: Terms and definitions

3.8.1
activity
[see 3.1.1]

3.8.2
bit
[see 3.1.3]

3.8.3
connector
[see 3.1.7]

3.8.4 O

coupler
[see 3.1.8]

3.8.5
Data Comm
[see 3.

qu ent (DCE)

3.8.6
Data Terminal Equipment (DTE)
[see 3.1.10]

3.8.7
delimiter
[see 3.1.12]

3.8.8
device
[see 3.1.13]

3.8.9
error
[see 3.1.16]
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3.8.10
frame
[see 3.1.23]

3.8.11
idle
symbol at the media between EOF and SOF

3.8.12
isolation
[see 3.1.25]

3.8.13
jitter
[see 3.1.27]

3.8.14
Manchester encoding
[see 3.1.28]

3.8.15
medium

[see 3.1.29]
3.8.16
network
[see 3.1.30]

3.8.17
receiver
[see 3.1.37]

3.8.18 O

shield
[see 3.1.41]

3.8.19
terminatg
[see 3.1°4

3.9 Type 16: s and definitions

3.9.1
attenuation
fact that the optical power at the receiver is less than at the transmitter

3.9.2
barrier
[see 3.1.2]

3.9.3
bit
[see 3.1.3]
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3.94

bit stuffing

procedure, by which after five logical 1’s, the transmitter automatically inserts a zero which is
then removed again by the receiver. This zero causes a change in signal edges which makes
it possible for the receiver to retrieve a receiving clock

3.9.5
connector
[see 3.1.7]

3.9.6
Data Communications Equipment (DCE)
[see 3.1.9]

3.9.7
Data Terminal Equipment (DTE)
[see 3.1.10]

3.9.8
dBm
[see 3.1.11]

3.9.9
delimiter
[see 3.1.12]
3.9.10
device

[see 3.1.13]

3.9.11

error
[see 3.1.16]

3.9.12
fiber optic cahle
[see 3.1.18]

3.9.13
frame
[see 3.1.23]

3.9.14
F-SMA connector
connector meeting the F-SMA standard in accordance with IEC 61754-22

3.9.15
fill signals
sequence of seven 1's followed by a 0

3.9.16
jitter
[see 3.1.27]

3.9.17
medium
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3.9.18

network

[see 3.1.30]

3.9.19

node

[see 3.1.31]

3.9.20

non-return-to-zero-inverted

NRzI

signal exchanges taking place only at regular, fixed points in time in synchronization with the
transmitting clock pulse of the bit rate; a signal edge change is assigned t¢ gical 0 only
3.9.21

optical fall time

[see 3.1.33]

3.9.22

optical rise time

[see 3.1.35]

3.9.23

pad

a sequence of octets added to assure tha enough for proper operation
3.9.24

peak emission wavelength (Ap)
[see 3.1.36]

3.9.25
receiver

[see 3.1.37]

3.9.26

repeater
[see 3.1.38]

3.9.27
repeater fu
feature, by which egram that has been received by a node is passed on and reclocked to
the next node on the‘hetwork, while being logically

3.9.28

transmitter

[see 3.1.45]

3.9.29

typical half-intensity wavelength (AA)
[see 3.1.47]

3.9.30

zero bit stream
sequence of logical zeros which, in NRZI coding, results in a regular signal edge change on
the transmission line (only used in test mode)
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