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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
INDUSTRIAL COMMUNICATION NETWORKS –  

FIELDBUS SPECIFICATIONS –  
 

Part 5-8: Application layer service definition – Type 8 elements 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

NOTE   Use of some of the associated protocol types is restricted by their intellectual-property-right holders. In all 
cases, the commitment to limited release of intellectual-property-rights made by the holders of those rights permits 
a particular data-link layer protocol type to be used with physical layer and application layer protocols in Type 
combinations as specified explicitly in the IEC 61784 series. Use of the various protocol types in other 
combinations may require permission from their respective intellectual-property-right holders. 

International Standard IEC 61158-5-8 has been prepared by subcommittee 65C: Industrial 
networks, of IEC technical committee 65: Industrial-process measurement, control and 
automation. 

This first edition and its companion parts of the IEC 61158-5 subseries cancel and replace 
IEC 61158-5:2003. This edition of this part constitutes a technical revision. 

This edition of IEC 61158-5 includes the following significant changes from the previous 
edition: 
a) deletion of the former Type 6 fieldbus for lack of market relevance; 
b) addition of new types of fieldbuses; 
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c) partition of part 5 of the third edition into multiple parts numbered -5-2, -5-3, … 

This bilingual version (2015-06) corresponds to the English version, published in 2007-12. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

65C/475/FDIS 65C/486/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

The French version of this standard has not been voted upon. 

This publication has been drafted in accordance with ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this publication will remain unchanged until 
the maintenance result date indicated on the IEC web site under http://webstore.iec.ch in the 
data related to the specific publication. At this date, the publication will be: 

• reconfirmed; 
• withdrawn; 
• replaced by a revised edition, or 
• amended. 
NOTE   The revision of this standard will be synchronized with the other parts of the IEC 61158 series. 

The list of all the parts of the IEC 61158 series, under the general title Industrial 
communication networks – Fieldbus specifications, can be found on the IEC web site. 
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INTRODUCTION 

This part of IEC 61158 is one of a series produced to facilitate the interconnection of 
automation system components. It is related to other standards in the set as defined by the 
“three-layer” fieldbus reference model described in IEC/TR 61158-1. 

The application service is provided by the application protocol making use of the services 
available from the data-link or other immediately lower layer. This standard defines the 
application service characteristics that fieldbus applications and/or system management may 
exploit.  

Throughout the set of fieldbus standards, the term “service” refers to the abstract capability 
provided by one layer of the OSI Basic Reference Model to the layer immediately above. 
Thus, the application layer service defined in this standard is a conceptual architectural 
service, independent of administrative and implementation divisions. 
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INDUSTRIAL COMMUNICATION NETWORKS –  
FIELDBUS SPECIFICATIONS –  

 
Part 5-8: Application layer service definition – Type 8 elements 

 

1 Scope 

1.1 Overview 

The fieldbus application layer (FAL) provides user programs with a means to access the 
fieldbus communication environment. In this respect, the FAL can be viewed as a “window 
between corresponding application programs.” 

This standard provides common elements for basic time-critical and non-time-critical 
messaging communications between application programs in an automation environment and 
material specific to Type 8 fieldbus. The term “time-critical” is used to represent the presence 
of a time-window, within which one or more specified actions are required to be completed 
with some defined level of certainty. Failure to complete specified actions within the time 
window risks failure of the applications requesting the actions, with attendant risk to 
equipment, plant and possibly human life. 

This standard defines in an abstract way the externally visible service provided by the Type 8 
fieldbus application layer in terms of 

a) an abstract model for defining application resources (objects) capable of being 
manipulated by users via the use of the FAL service, 

b) the primitive actions and events of the service; 
c) the parameters associated with each primitive action and event, and the form which they 

take; and 
d) the interrelationship between these actions and events, and their valid sequences. 

The purpose of this standard is to define the services provided to 

1) the FAL user at the boundary between the user and the application layer of the fieldbus 
reference model, and 

2) Systems Management at the boundary between the application layer and Systems 
Management of the fieldbus reference model. 

This standard specifies the structure and services of the Type 8 fieldbus application layer, in 
conformance with the OSI Basic Reference Model (ISO/IEC 7498) and the OSI application 
layer structure (ISO/IEC 9545). 

FAL services and protocols are provided by FAL application-entities (AE) contained within the 
application processes. The FAL AE is composed of a set of object-oriented application service 
elements (ASEs) and a layer management entity (LME) that manages the AE. The ASEs 
provide communication services that operate on a set of related application process object 
(APO) classes. One of the FAL ASEs is a management ASE that provides a common set of 
services for the management of the instances of FAL classes. 

Although these services specify, from the perspective of applications, how request and 
responses are issued and delivered, they do not include a specification of what the requesting 
and responding applications are to do with them. That is, the behavioral aspects of the 
applications are not specified; only a definition of what requests and responses they can 
send/receive is specified. This permits greater flexibility to the FAL users in standardizing 
such object behavior. In addition to these services, some supporting services are also defined 
in this standard to provide access to the FAL to control certain aspects of its operation. 
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1.2 Specifications 

The principal objective of this standard is to specify the characteristics of conceptual 
application layer services suitable for time-critical communications, and thus supplement the 
OSI Basic Reference Model in guiding the development of application layer protocols for time-
critical communications. 

A secondary objective is to provide migration paths from previously-existing industrial 
communications protocols. It is this latter objective which gives rise to the diversity of services 
standardized as the various Types of IEC 61158, and the corresponding protocols 
standardized in subparts of IEC 61158-6. 

This specification may be used as the basis for formal application programming interfaces. 
Nevertheless, it is not a formal programming interface, and any such interface will need to 
address implementation issues not covered by this specification, including 

a) the sizes and octet ordering of various multi-octet service parameters, and 
b) the correlation of paired request and confirm, or indication and response, primitives. 

1.3 Conformance 

This standard does not specify individual implementations or products, nor does it constrain 
the implementations of application layer entities within industrial automation systems. 

There is no conformance of equipment to this application layer service definition standard. 
Instead, conformance is achieved through implementation of conforming application layer 
protocols that fulfill the Type 8 application layer services as defined in this standard. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60559, Binary Floating-point Arithmetic for Microprocessor Systems 

ISO/IEC 646, Information technology – ISO 7–bit coded character set for information 
interchange 

ISO/IEC 7498–1, Information technology – Open Systems Interconnection – Basic Reference 
Model – Part 1: The Basic Model 

ISO/IEC 7498–3, Information technology – Open Systems Interconnection – Basic Reference 
Model – Part 3: Naming and addressing 

ISO/IEC 8822, Information technology – Open Systems Interconnection – Presentation 
service definition 

ISO/IEC 8824, Information Technology – Abstract Syntax notation One (ASN-1): Specification 
of basic notation 

ISO/IEC 9545, Information technology – Open Systems Interconnection – Application Layer 
structure 

ISO/IEC 10731, Information technology – Open Systems Interconnection – Basic Reference 
Model – Conventions for the definition of OSI services 
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3 Terms and definitions 

For the purposes of this document, the following terms, definitions, symbols, abbreviations 
and conventions apply. 

3.1 ISO/IEC 7498-1 terms 

This standard is partly based on the concepts developed in ISO/IEC 7498-1, and makes use 
of the following terms defined therein: 

a) application entity 
b) application process 
c) application protocol data unit 
d) application process invocation 
e) application transaction 
f) real open system 
g) transfer syntax 

3.2 ISO/IEC 8822 terms 

For the purposes of this document, the following terms as defined in ISO/IEC 8822 apply: 

a) abstract syntax 
b) presentation context 

3.3 ISO/IEC 9545 terms 

For the purposes of this document, the following terms as defined in ISO/IEC 9545 apply: 

a) application-association 
b) application-context 
c) application context name 
d) application-entity-invocation 
e) application-entity-type 
f) application-process-invocation 
g) application-process-type 
h) application-service-element 
i) application control service element 

3.4 ISO/IEC 8824 terms 

For the purposes of this document, the following terms as defined in ISO/IEC 8824 apply: 

a) object identifier 
b) type 

3.5 Fieldbus data-link layer terms 

For the purposes of this document, the following terms, as defined in IEC 61158-3-8 and 
IEC 61158-4-8, apply. 

a) DLCEP 
b) DLSAP 
c) link 
d) node 
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3.6 Fieldbus application layer specific definitions 

3.6.1  
access protection 
limitation of the usage of an application object to one client 

3.6.2  
allocate 
take a resource from a common area and assign that resource for the exclusive use of a 
specific entity 

3.6.3  
application 
function or data structure for which data is consumed or produced 

3.6.4  
application layer interoperability 
capability of application entities to perform coordinated and cooperative operations using the 
services of the FAL 

3.6.5  
application objects 
multiple object classes that manage and provide a run time exchange of messages across the 
network and within the network device 

3.6.6  
application process 
part of a distributed application on a network, which is located on one device and 
unambiguously addressed 

3.6.7  
application process identifier 
distinguishes multiple application processes used in a device 

3.6.8  
application process object 
component of an application process that is identifiable and accessible through an FAL 
application relationship 

NOTE   Application process object definitions are composed of a set of values for the attributes of their class (see 
the definition for Application Process Object Class Definition). Application process object definitions may be 
accessed remotely using the services of the FAL Object Management ASE. FAL Object Management services can 
be used to load or update object definitions, to read object definitions, and to dynamically create and delete 
application objects and their corresponding definitions. 

3.6.9  
application process object class 
a class of application process objects defined in terms of the set of their network-accessible 
attributes and services 

3.6.10  
application relationship 
cooperative association between two or more application-entity-invocations for the purpose of 
exchange of information and coordination of their joint operation. This relationship is activated 
either by the exchange of application-protocol-data-units or as a result of preconfiguration 
activities 
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3.6.11  
application relationship application service element 
application-service-element that provides the exclusive means for establishing and 
terminating all application relationships 

3.6.12  
application relationship endpoint 
context and behavior of an application relationship as seen and maintained by one of the 
application processes involved in the application relationship 

NOTE   Each application process involved in the application relationship maintains its own application relationship 
endpoint. 

3.6.13  
attribute 
description of an externally visible characteristic or feature of an object 

NOTE   The attributes of an object contain information about variable portions of an object. Typically, they provide 
status information or govern the operation of an object. Attributes may also affect the behaviour of an object. 
Attributes are divided into class attributes and instance attributes. 

3.6.14  
behaviour 
indication of how an object responds to particular eventss 

3.6.15  
class 
a set of objects, all of which represent the same kind of system component 

NOTE   A class is a generalisation of an object; a template for defining variables and methods. All objects in a 
class are identical in form and behaviour, but usually contain different data in their attributes. 

3.6.16  
class attribute 
attribute that is shared by all objects within the same class 

3.6.17  
class code 
unique identifier assigned to each object class 

3.6.18  
class specific service 
service defined by a particular object class to perform a required function which is not 
performed by a common service 

NOTE   A class specific object is unique to the object class which defines it. 

3.6.19  
client 
a) object which uses the services of another (server) object to perform a task 
b) initiator of a message to which a server reacts 

3.6.20  
control commands 
action invocations transferred from client to server to clear outputs, freeze inputs and/or 
synchronise outputs 

3.6.21  
conveyance path 
unidirectional flow of APDUs across an application relationship 

Full document details: IEC 61158-5-8 2007

http://avadocuments2026.com/doc/iec-61158-5-8-2007
http://avadocuments2026.com/doc/iec-61158-5-8-2007


 – 12 – IEC 61158-5-8:2007 © IEC 2007 

 

3.6.22  
cyclic 
repetitive in a regular manner 

3.6.23  
data consistency 
means for coherent transmission and access of the input- or output-data object between and 
within client and server 

3.6.24  
dedicated AR 
AR used directly by the FAL User 

NOTE   On Dedicated ARs, only the FAL Header and the user data are transferred. 

3.6.25  
device 
physical hardware connected to the link 

NOTE   A device may contain more than one node. 

3.6.26  
dynamic AR 
AR that requires the use of the AR establishment procedures to place it into an established 
state 

3.6.27  
end node 
producing or consuming node 

3.6.28  
endpoint 
one of the communicating entities involved in a connection 

3.6.29  
engineering 
abstract term that characterizes the client application or device responsible for configuring an 
automation system via interconnecting data items 

3.6.30  
error 
discrepancy between a computed, observed or measured value or condition and the specified 
or theoretically correct value or condition 

3.6.31  
error class 
general grouping for related error definitions and corresponding error codes 

3.6.32  
error code 
identification of a specific type of error within an error class 

3.6.33  
event 
an instance of a change of conditions 

3.6.34  
group 
(a) collection of objects 
(b) address that identifies more than one entity 
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3.6.35  
interface 
a) shared boundary between two functional units, defined by functional characteristics, signal 

characteristics, or other characteristics as appropriate 
b) collection of FAL class attributes and services that represents a specific view on the FAL 

class 

3.6.36  
invocation 
act of using a service or other resource of an application process 

NOTE   Each invocation represents a separate thread of control that may be described by its context. Once the 
service completes, or use of the resource is released, the invocation ceases to exist. For service invocations, a 
service that has been initiated but not yet completed is referred to as an outstanding service invocation. 

3.6.37  
index 
address of an object within an application process 

3.6.38  
instance 
the actual physical occurrence of an object within a class that identifies one of many objects 
within the same object class 

NOTE   The terms object, instance, and object instance are used to refer to a specific instance. 

3.6.39  
instance attributes 
attribute that is unique to an object instance and not shared by the object class 

3.6.40  
instantiated 
object that has been created in a device 

3.6.41  
manufacturer ID 
identification of each product manufacturer by a unique number 

3.6.42  
management information 
network-accessible information that supports managing the operation of the fieldbus system, 
including the application layer 

NOTE   Managing includes functions such as controlling, monitoring, and diagnosing. 

3.6.43  
member 
piece of an attribute that is structured as an element of an array 

3.6.44  
method 
<object> a synonym for an operational service which is provided by the server ASE and 
invoked by a client 

3.6.45  
network 
a set of nodes connected by some type of communication medium, including any intervening 
repeaters, bridges, routers and lower-layer gateways 
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3.6.46  
object 
abstract representation of a particular component within a device, usually a collection of 
related data (in the form of variables) and methods (procedures) for operating on that data 
that have clearly defined interface and behaviour 

3.6.47  
object specific service 
service unique to the object class which defines it 

3.6.48  
peer 
role of an AR endpoint in which it is capable of acting as both client and server 

3.6.49  
point-to-point connection 
connection that exists between exactly two application objects 

3.6.50  
pre-defined AR endpoint 
AR endpoint that is defined locally within a device without use of the create service 

NOTE   Pre-defined ARs that are not pre-established are established before being used. 

3.6.51  
pre-established AR endpoint 
AR endpoint that is placed in an established state during configuration of the AEs that control 
its endpoints 

3.6.52  
property 
descriptive information about an object 

3.6.53  
provider 
source of a data connection 

3.6.54  
publisher 
role of an AR endpoint that transmits APDUs onto the fieldbus for consumption by one or 
more subscribers 

NOTE   A publisher may not be aware of the identity or the number of subscribers and it may publish its APDUs 
using a dedicated AR. 

3.6.55  
push publisher 
type of publisher that publishes an object in an unconfirmed service request APDU 

3.6.56  
push subscriber 
type of subscriber that recognizes received unconfirmed service request APDUs as published 
object data 

3.6.57  
resource 
a processing or information capability of a subsystem 
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3.6.58  
server 
a) role of an AREP in which it returns a confirmed service response APDU to the client that 

initiated the request 
b) object which provides services to another (client) object 

3.6.59  
service 
operation or function than an object and/or object class performs upon request from another 
object and/or object class 

3.6.60  
subscriber 
role of an AREP in which it receives APDUs produced by a publisher 
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3.7 Abbreviations and symbols 

AE Application entity 
AL Application layer 
ALME Application layer management entity 
ALP Application layer protocol 
APO Application object 
AP Application process 
APDU Application protocol data unit 
API Application process identifier 
AR Application relationship 
AREP Application relationship endpoint 
ASE Application service element 
CIM Computer integrated manufacturing 
Cnf Confirmation 
CR Communication relationship 
CREP Communication relationship endpoint 
DL- (as a prefix) Data-link- 
DLC Data-link connection 
DLCEP Data-link connection endpoint 
DLL Data-link layer 
DLM Data-link-management 
DLSAP Data-link service access point 
FAL Fieldbus application layer 
FIFO First in first out 
ID Identifier 
Ind Indication 
LME Layer management entity 
OSI Open Systems Interconnect 
PDU Protocol data unit 
Req Request 
Rsp Response 
SAP Service access point 

 
3.8 Conventions 

3.8.1 Overview 

The FAL is defined as a set of object-oriented ASEs. Each ASE is specified in a separate 
subclause. Each ASE specification is composed of two parts, its class specification, and its 
service specification. 

The class specification defines the attributes of the class. The attributes are accessible from 
instances of the class using the Object Management ASE services specified in Clause 5 of 
this standard. The service specification defines the services that are provided by the ASE. 
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3.8.2 General conventions 

This standard uses the descriptive conventions given in ISO/IEC 10731. 

3.8.3 Conventions for class definitions 

Class definitions are described using templates. Each template consists of a list of attributes 
for the class. The general form of the template is shown below: 

FAL ASE:  ASE Name 
CLASS:   Class Name 
CLASS ID:  # 
PARENT CLASS: Parent Class Name 
ATTRIBUTES: 
1 (o) Key Attribute: numeric identifier 
2 (o) Key Attribute: name 
3 (m) Attribute: attribute name(values) 
4 (m) Attribute: attribute name(values) 
4.1 (s) Attribute: attribute name(values) 
4.2 (s) Attribute: attribute name(values) 
4.3 (s) Attribute: attribute name(values) 
5.  (c) Constraint: constraint expression 
5.1 (m) Attribute: attribute name(values) 
5.2 (o) Attribute: attribute name(values) 
6 (m) Attribute: attribute name(values) 
6.1 (s) Attribute: attribute name(values) 
6.2 (s) Attribute: attribute name(values) 
SERVICES: 
1 (o) OpsService: service name 
2.  (c) Constraint: constraint expression 
2.1 (o) OpsService: service name 
3 (m) MgtService: service name 

(1) The "FAL ASE:" entry is the name of the FAL ASE that provides the services for the class 
being specified. 

(2) The "CLASS:" entry is the name of the class being specified. All objects defined using 
this template will be an instance of this class. The class may be specified by this 
standard, or by a user of this standard. 

(3) The "CLASS ID:" entry is a number that identifies the class being specified. This number 
is unique within the FAL ASE that will provide the services for this class. When qualified 
by the identity of its FAL ASE, it unambiguously identifies the class within the scope of 
the FAL. The value "NULL" indicates that the class cannot be instantiated. Class IDs 
between 1 and 255 are reserved by this standard to identify standardized classes. They 
have been assigned to maintain compatibility with existing national standards. CLASS 
IDs between 256 and 2048 are allocated for identifying user defined classes. 

(4) The "PARENT CLASS:" entry is the name of the parent class for the class being 
specified. All attributes defined for the parent class and inherited by it are inherited for 
the class being defined, and therefore do not have to be redefined in the template for this 
class. 

NOTE   The parent-class "TOP" indicates that the class being defined is an initial class definition. The parent class 
TOP is used as a starting point from which all other classes are defined. The use of TOP is reserved for classes 
defined by this standard. 
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(5) The "ATTRIBUTES" label indicate that the following entries are attributes defined for the 
class. 

a) Each of the attribute entries contains a line number in column 1, a mandatory (m) / 
optional (o) / conditional (c) / selector (s) indicator in column 2, an attribute type label 
in column 3, a name or a conditional expression in column 4, and optionally a list of 
enumerated values in column 5. In the column following the list of values, the default 
value for the attribute may be specified. 

b) Objects are normally identified by a numeric identifier or by an object name, or by 
both. In the class templates, these key attributes are defined under the key attribute. 

c) The line number defines the sequence and the level of nesting of the line. Each 
nesting level is identified by period. Nesting is used to specify 

i) fields of a structured attribute (4.1, 4.2, 4.3), 
ii) attributes conditional on a constraint statement (5). Attributes may be mandatory 

(5.1) or optional (5.2) if the constraint is true. Not all optional attributes require 
constraint statements as does the attribute defined in (5.2). 

iii) the selection fields of a choice type attribute (6.1 and 6.2). 

 (6) The "SERVICES" label indicates that the following entries are services defined for the 
class. 

a) An (m) in column 2 indicates that the service is mandatory for the class, while an (o) 
indicates that it is optional. A (c) in this column indicates that the service is 
conditional. When all services defined for a class are defined as optional, at least one 
has to be selected when an instance of the class is defined. 

b) The label "OpsService" designates an operational service (1). 

c) The label "MgtService" designates an management service (2). 

d) The line number defines the sequence and the level of nesting of the line. Each 
nesting level is identified by period. Nesting within the list of services is used to 
specify services conditional on a constraint statement. 

3.8.4 Conventions for service definitions 

3.8.4.1 General 

The service model, service primitives, and time-sequence diagrams used are entirely abstract 
descriptions; they do not represent a specification for implementation. 

3.8.4.2 Service parameters 

Service primitives are used to represent service user/service provider interactions (ISO/IEC 
10731). They convey parameters which indicate information available in the user/provider 
interaction. In any particular interface, not all parameters need be explicitly stated. 
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The service specifications of this standard uses a tabular format to describe the component 
parameters of the ASE service primitives. The parameters which apply to each group of 
service primitives are set out in tables. Each table consists of up to five columns for the 

1) parameter name, 
2) request primitive, 
3) indication primitive, 
4) response primitive, and 
5) confirm primitive. 
One parameter (or component of it) is listed in each row of each table. Under the appropriate 
service primitive columns, a code is used to specify the type of usage of the parameter on the 
primitive specified in the column: 

M parameter is mandatory for the primitive 
U parameter is a User option, and may or may not be provided depending on dynamic 

usage of the service user. When not provided, a default value for the parameter is 
assumed. 

C parameter is conditional upon other parameters or upon the environment of the 
service user. 

— (blank) parameter is never present. 
S parameter is a selected item. 

Some entries are further qualified by items in brackets. These may be 
a) a parameter-specific constraint: 

“(=)” indicates that the parameter is semantically equivalent to the parameter in the 
service primitive to its immediate left in the table. 

b) an indication that some note applies to the entry: 
“(n)” indicates that the following note "n" contains additional information pertaining to 

the parameter and its use. 

3.8.4.3 Service procedures 

The procedures are defined in terms of 

• the interactions between application entities through the exchange of fieldbus Application 
Protocol Data Units, and 

• the interactions between an application layer service provider and an application layer 
service user in the same system through the invocation of application layer service 
primitives. 

These procedures are applicable to instances of communication between systems which 
support time-constrained communications services within the fieldbus Application Layer. 
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4 Concepts 

4.1 Overview 

This subclause describes fundamentals of the FAL. Detailed descriptive information about 
each of the FAL ASEs can be found in the “Overview” subclause of each of the 
Communication Model specifications. 

4.2 Architectural relationships 

4.2.1 Relationship to the Application Layer of the OSI basic reference model 

The functions of the FAL have been described according to OSI layering principles. However, 
its architectural relationship to the lower layers is different, as shown in Figure 1. 

- The FAL includes OSI functions together with extensions to cover time-critical 
requirements. The OSI Application Layer Structure standard (ISO/IEC 9545) was used 
as a basis for specifying the FAL. 

- The FAL directly uses the services of the underlying layer. The underlying layer may 
be the data link layer or any layer in between. When using the underlying layer, the 
FAL may provide functions normally associated with the OSI Middle Layers for proper 
mapping onto the underlying layer. 

 

OSI  Middle 
Layers 

OSI  Appl icat ion Layer  

OSI  Physical  Layer  

OSI  Data L ink Layer  

OSI  AP 

Physical  Medium 

Fieldbus Appl icat ion Layer  

Physical  Layer  

Data L ink Layer  

FAL User 

Physical  Medium 
 

Figure 1 – Relationship to the OSI basic reference model 

4.2.2 Relationships to other fieldbus entities 

4.2.2.1 General 

The Type 8 Fieldbus Application Layer (FAL) architectural relationships, as illustrated in 
Figure 2, have been designed to support the interoperability needs of time-critical systems 
distributed within the fieldbus environment. 

Within this environment, the FAL provides communications services to time-critical and non-
time-critical applications located in Type 8 devices. 

In addition, the FAL directly uses the data-link layer to transfer its application layer protocol 
data units. It does this using a set of data transfer services and a set of supporting services 
used to control the operational aspects of the data-link layer. 
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Type 8 FAL User  

Type 8 
Fieldbus Application Layer ALME 

Type 8 
Data Link Layer 

System Management 

 

Figure 2 – Architectural positioning of the Type 8 FAL 

4.2.3 Mapping of functional capabilities 
Two communication mechanisms are supported: 

- cyclic transmission of data in a high efficient manner using a publisher subscriber 
model, 

− non cyclic transmission of data using a client server communication model 

AREPs, which act as push publisher or push subscriber, are used for cyclic transmission. 

AREPs, which act as client and server (peer), are used  for non cyclic data transmission. A 
specific transfer syntax is used for their APDUs. The non cyclic data transmission mechanism  
is described by a subset of those ASEs and services specified in 6.1. 

4.2.3.1 Use of the Type 8 data-link layer 

The fieldbus Application Layer (FAL) provides network access to fieldbus APs. It interfaces 
directly to the fieldbus data-link layer for transfer of its APDUs. 

The data-link layer provides various types of services to the FAL for the transfer of data 
between Data-link endpoints (e.g. DLSAPs, DLCEPs). 

4.2.3.2 Support for Type 8 applications 

TYPE 8 applications are represented to the network as application processes (APs). APs are 
the components of a distributed system that may be individually identified and addressed. 

Each AP contains an FAL application entity (AE) that provides network access for the AP. 
That is, each AP communicates with other APs through its AE. In this sense, the AE provides 
a window of visibility into the AP. 

APs contain identifiable components that are also visible across the network. These 
components are represented to the network as Application Process Objects (APO). They may 
be identified by one or more key attributes. They are located at the address of the application 
process that contains them. 

The services used to access them are provided by APO-specific application service elements 
(ASEs) contained within the FAL. These ASEs are designed to support user, function block, 
and management applications. 

4.2.3.3 Support for system management 

The FAL services can be used to support various management operations, including 
management of fieldbus systems, applications, and the fieldbus network. 

Full document details: IEC 61158-5-8 2007

http://avadocuments2026.com/doc/iec-61158-5-8-2007
http://avadocuments2026.com/doc/iec-61158-5-8-2007


 – 22 – IEC 61158-5-8:2007 © IEC 2007 

 

4.2.3.4 Access to FAL layer management entities 

One layer management entity (LME) may be present in each FAL entity on the network. 
FALMEs provide access to the FAL for system management purposes. 

The set of data accessible by the System Manager is referred to as the System Management 
Information Base (SMIB). Each fieldbus Application Layer Management Entity (FALME) 
provides the FAL portion of the SMIB. How the SMIB is implemented is beyond the scope of 
this standard. 

4.3 Fieldbus Application Layer structure 

4.3.1 Overview 

The structure of the FAL is a refinement of the OSI Application Layer Structure (ISO/IEC 
9545). As a result, the organization of this subclause is similar to that of ISO/IEC 9545. 
Certain concepts presented here have been refined from ISO/IEC 9545 for the TYPE 8 
environment. 

The FAL differs from the other layers of OSI in two principal aspects: 
• OSI defines a single type of application layer communications channel, the 

association, to connect APs to each other. The FAL defines the Application 
Relationship (AR), of which there are several types, to permit application processes 
(APs) to communicate with each other. 

• The FAL uses the DLL to transfer its PDUs and not the presentation layer. Therefore, 
there is no explicit presentation context available to the FAL. Between the same pair 
(or set) of data link service access points the FAL protocol may not be used 
concurrently with other application layer protocols. 

4.3.2 Fundamental concepts 

The operation of time critical real open systems is modeled in terms of interactions between 
time-critical APs. The FAL permits these APs to pass commands and data between them. 

Cooperation between APs requires that they share sufficient information to interact and carry 
out processing activities in a coordinated manner. Their activities may be restricted to a single 
fieldbus segment, or they may span multiple segments. The FAL has been designed using a 
modular architecture to support the messaging requirements of these applications. 

Cooperation between APs also sometimes requires that they share a common sense of time. 
The FAL or the data-link layer (part 3 and part 4) may provide for the distribution of time to all 
devices. They also may define local device services that can be used by APs to access the 
distributed time. 

The remainder of this subclause describes each of the modular components of the 
architecture and their relationships with each other. The components of the FAL are modeled 
as objects, each of which provides a set of FAL communication services for use by 
applications. The FAL objects and their relationships are described below. The detailed 
specifications of FAL objects and their services are provided in the following clauses of this 
standard. Part 6 specifies the protocols necessary to convey these object services between 
applications. 

4.3.3 Application Processes 

4.3.3.1 Definition of the AP 

In the TYPE 8 environment, an application may be partitioned into a set of components and 
distributed across a number of devices on the network. Each of these components is referred 
to as a fieldbus Application Process (AP). A fieldbus AP is a variation of an Application 
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Process as defined in ISO OSI Reference Model (ISO/IEC 7498). Fieldbus APs may be 
unambiguously addressed by at least one individual data-link layer service access point 
address. Unambiguously addressed, in this context, means that no other AP may 
simultaneously be located by the same address. This definition does not prohibit an AP from 
being located by more than one individual or group data link service access point address. 

4.3.3.2 Communication services 

APs communicate with each other using confirmed and unconfirmed services (ISO/IEC 
10731). The services defined in this standard for the FAL specify the semantics of the 
services as seen by the requesting and responding APs. The syntax of the messages used to 
convey the service requests and responses is defined in part 6. The AP behavior associated 
with the services is specified by the AP. 

Confirmed services are used to define request/response exchanges between APs. 

Unconfirmed services, in contrast, are used to define the unidirectional transfer of messages 
from one AP to one or more remote APs. From a communications perspective, there is no 
relationship between separate invocations of unconfirmed services as there is between the 
request and response of a confirmed service. 

4.3.3.3 AP interactions 

4.3.3.3.1 General 

APs may interact with other APs as necessary to achieve their functional objectives. No 
constraints are imposed by this standard on the organization of these interactions or the 
possible relationships that may exist between them. 

For example, interactions may be based on request/response messages sent directly between 
APs, or on data/events sent by one AP for use by others. These two models of interactions 
between APs are referred to as client/server and publisher/subscriber interactions. 

The services supported by an interaction model are conveyed by application relationship 
endpoints (AREPs) associated with the communicating APs. The role that the AREP plays in 
the interaction (e.g. client, server, peer, publisher, subscriber) is defined as an attribute of the 
AREP. 

4.3.3.3.2 Client/server interactions 

Client/server interactions are characterized by a bi-directional data flow between a client AP 
and one or more server APs. Figure 3 illustrates the interaction between a single client and a 
single server. In this type of interaction, the client may issue a confirmed or unconfirmed 
request to the server to perform some task. If the service is confirmed then the server will 
always return a response. If the service is unconfirmed, the server may return a response 
using an unconfirmed service defined for this purpose. 

 

Client 
(requester 

Server 
responder) 

unconfirmed and 
confirmed service requests 

unconfirmed service replies and 
confirmed service responses 

 

Figure 3 – Client/server interactions 
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4.3.3.3.3 Publisher/subscriber interactions 

4.3.3.3.3.1 General 

Publisher/subscriber interactions, on the other hand, involve a single publisher AP, and one 
subscriber APs. This type of interaction has been defined to support one model of interaction 
between APs, the "push" model. In the model, the setup of the publishing AP is performed by 
management and is outside the scope of this standard. 

4.3.3.3.3.2 Push model interactions 

In the "push" model, two services may be used, one confirmed and one unconfirmed. The 
confirmed service is used by the subscriber to request to join the publishing. The response to 
this request is returned to the subscriber, following the client/server model of interaction. This 
exchange is only necessary when the subscriber and the publisher are located in different 
APs. 

The unconfirmed service used in the Push Model is used by the publisher to distribute its 
information to subscribers. In this case, the publisher is responsible for invoking the correct 
unconfirmed service at the appropriate time and for supplying the appropriate information. In 
this fashion, it is configured to "push" its data onto the network. 

Subscribers for the Push Model receive the published unconfirmed services distributed by 
publishers. Figure 4 illustrates the concept of the Push Model. 

 

Push 
Subscriber 

Push 
Subscriber 

Push 
Publisher 

Push 
Subscriber 

confirmed service request to 
subscribe to publishing 

unconfirmed service request containing 
published information  

confirmed service response to indicate  
capability to publish 

 

Figure 4 – Push model interactions 

 

4.3.3.4 AP structure 

The internals of APs may be represented by one, or more Application Process Objects (APOs) 
and accessed through one or more Application Entities (AEs). AEs provide the communication 
capabilities of the AP. For each AP, there is one and only one FAL AE. APOs are the network 
representation of application specific capabilities (user application process objects) of an AP 
that are accessible through its FAL AE. 
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4.3.3.5 AP class 

An AP class is a definition of the attributes and services of an AP. The standard class 
definition for APs is defined in this standard. User defined classes also may be specified. 
Class identifiers (described in 3.8.2) are assigned from a set reserved for this purpose. 

4.3.3.6 AP type 

As described above in the previous subclauses, APs are defined by instantiating an AP class. 
Each AP definition is composed of the attributes and services selected for the AP from those 
defined by its AP class. In addition, an AP definition contains values for one or more of the 
attributes selected for it. When two APs share the same definition, that definition is referred to 
as an AP type. Thus, an AP type is a generic specification of an AP that may used to define 
one or more APs. 

4.3.4 Application process objects 

4.3.4.1 Definition of APO 

An application process object (APO) is a network representation of a specific aspect of an AP. 
Each APO represents a specific set of information and processing capabilities of an AP that 
are accessible through services of the FAL. APOs are used to represent these capabilities to 
other APs in a fieldbus system. 

From the perspective of the FAL, an APO is modeled as a network accessible object 
contained within an AP or within another APO (APOs may contain other APOs). APOs provide 
the network definition for objects contained within an AP that are remotely accessible. The 
definition of an APO includes an identification of the FAL services that can be used by remote 
APs for remote access. The FAL services, as shown in Figure 5, are provided by the FAL 
communications entity of the AP, known as the FAL Applications Entity (FAL AE). 

 

FAL 
APDUs 

APO 
services 

FAL 
AE 

responder 

services for remote 
access to APO 

requester 

A 
P 
O 

Real 
object 

user request 
and response 

Data 

APO provides network 
view of real object 

FAL 
AE 

 

Figure 5 – APOs services conveyed by the FAL 

In Figure 5, remote APs acting as clients may access the real object by sending requests 
through the APO that represents the real object. Local aspects of the AP convert between the 
network view (the APO) of the real object and the internal AP view of the real object. 

To support the publisher/subscriber model of interaction, information about the real object can 
be published through its APO. Remote APs acting as subscribers see the APO view of the 
published information instead of having to know any of the real object specific details. 
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4.3.4.2 APO classes 

An APO Class is a generic specification for a set of APOs, each of which is described by the 
same set of attributes and accessed using the same set of services. 

APO Classes provide the mechanism for standardizing network visible aspects of APs. Each 
standard APO Class definition specifies a particular set of network accessible AP attributes 
and services. IEC 61158-6-8 specifies the syntax and the procedures used by the FAL 
protocol to provide remote access to the attributes and services of an APO Class. 

Standard APO Classes are specified by this standard for the purpose of standardizing remote 
access to APs. User defined classes may also be specified. 

User defined classes are defined as subclasses of standardized APO Classes or of other 
user-defined classes. They may be defined by identifying new attributes or by indicating that 
optional attributes for the parent class are mandatory for the subclass. The conventions for 
defining classes defined in 3.8.2 may be used for this purpose. The method for registering or 
otherwise making these new class definitions available for public use is beyond the scope of 
this standard. 

4.3.4.3 APOs as instances of APO classes 

APO Classes are defined in this standard using templates. These templates are used not only 
to define APO Classes, but also to specify the instances of a class. 

Each APO defined for an AP is an instance of an APO Class. Each APO provides the network 
view of a real object contained in an AP. An APO is defined by 

(1) selecting the attributes from its APO Class template that are to be accessible from the 
real object; 

(2) assigning values to one or more attributes indicated as key in the template. Key 
attributes are used to identify the APO; 

(3) assigning values to zero, one, or more non-key attributes for the APO. Non-key 
attributes are used to characterize the APO; 

(4) selecting the services from the template that may be used by remote APs to access 
the real object. 

Subclause 3.8.2 of this standard specifies the conventions for class templates. These 
conventions provide for the definition of mandatory, optional, and conditional attributes and 
services. 

Mandatory attributes and services are required to be present in all APOs of the class. 
Optional attributes and services may be selected, on an APO by APO basis, for inclusion in 
an APO. Conditional attributes and services are defined with an accompanying constraint 
statement. Constraint statements specify the conditions that indicate whether or not the 
attribute is to be present in an APO. 

4.3.4.4 APO types 

APO types provide the mechanism for defining standard APOs. 

As described above in the previous subclauses, APOs are defined by instantiating an APO 
class. Each APO definition is composed of the attributes and services selected for the APO 
from those defined by its APO class. In addition, an APO definition contain values for one or 
more of the attributes selected for it. When two APOs share the same definition, except for 
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the key attribute settings, that definition is referred to as an APO type. Thus, an APO type is a 
generic specification of an APO that may used to define one or more APOs. 

4.3.5 Application entities 

4.3.5.1 Definition of FAL AE 

An application entity provides the communication capabilities for a single AP. An FAL AE 
provides a set of services and the supporting protocols to enable communications between 
APs in a fieldbus environment. The services provided by FAL AEs are grouped into 
Application Service Elements (ASE), such that the FAL services provided to an AP are 
defined by the ASEs its FAL AE contains. Figure 6 illustrates this concept. 
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FAL  
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Figure 6 – Application entity structure 

4.3.5.2 AE type 

Application entities that provide the same set of ASEs are of the same AE-type. Two AEs that 
share a common set of ASEs are capable of communicating with each other. 

4.3.6 Application service elements 

4.3.6.1 General 

An application service element (ASE), as defined in ISO/IEC 9545, is a set of application 
functions that provide a capability for the interworking of application-entity-invocations for a 
specific purpose. ASEs provide a set of services for conveying requests and responses to and 
from application processes and their objects. AEs, as defined above, are represented by a 
collection of ASE invocations within the AE. 

4.3.6.2 FAL services 

FAL Services convey functional requests/responses between APs. Each FAL service is 
defined to convey requests and responses for access to a real object modeled as an FAL 
accessible object. 

The FAL defines both confirmed and unconfirmed services. Confirmed service requests are 
sent to the AP containing the real object. An invocation of a confirmed service request may be 
identified by a user supplied Invoke ID. This Invoke ID is returned in the response by the AP 
containing the real object. When present, it may be used by the user to associate the 
response with the appropriate request. 

NOTE   This user-specified Invoke ID is distinct from any Instance ID that the requesting AP and its FAL AE may 
itself use to associate request with confirm, indication with response, or command APDU with reply APDU. See 1.2. 
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Unconfirmed services may be sent from the AP containing the real object to send information 
about the object. They also may be sent to the AP containing the real object to access the 
real object. Both types of unconfirmed services may be defined for the FAL. 

4.3.6.3 Definition of FAL ASEs 

4.3.6.3.1 General 

A modular approach has been taken in the definition of FAL ASEs. The ASEs defined for the 
FAL are also object-oriented. In general, ASEs provide a set of services designed for one 
specific object class or for a related set of classes. Common object management ASEs, when 
present, provide a common set of management services applicable to all classes of objects. 

To support remote access to the AP, the Application Relationship ASE is defined. It provides 
services to the AP for defining and establishing communication relationships with other APs, 
and it provides services to the other ASEs for conveying their service requests and 
responses. 

Each FAL ASE defines a set of services, APDUs, and procedures that operate on the classes 
that it represents. Only a subset of the ASE services may be provided to meet the needs of an 
application. Profiles may be used to define such subsets. Definition of profiles is beyond the 
scope of this standard. 

APDUs are sent and received between FAL ASEs that support the same services. Each FAL 
AE contains, at a minimum, the AR ASE and at least one other ASE. Figure 7 illustrates an 
example set of the FAL ASEs and their architectural relationships. All APO ASEs follow this 
example. 
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Figure 7 – Example FAL ASEs 

4.3.6.3.2 Object management ASE 

A special object management ASE may be specified for the FAL to provide services for the 
management of objects. Its services are used to access object attributes, and create and 
delete object instances. These services are used to manage network visible AP objects 
accessed though the FAL. The specific operational services that apply to each object type are 

Full document details: IEC 61158-5-8 2007

http://avadocuments2026.com/doc/iec-61158-5-8-2007
http://avadocuments2026.com/doc/iec-61158-5-8-2007


IEC 61158-5-8:2007 © IEC 2007 – 29 –  

 

specified in the definition of the ASE for the object type. Figure 8 illustrates the integration of 
management and operational services for an object within an AP. 
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Figure 8 – FAL management of objects 

4.3.6.3.3 AP ASE 

An AP ASE may be specified for the identification and control of FAL APs. The attributes 
defined by the AP ASE specify characteristics of the AP about its manufacturer, and list its 
contents and capabilities. 

4.3.6.3.4 APO ASEs 

The FAL specifies a set of ASEs with services defined for accessing the APOs of an AP. The 
APO ASEs defined for the FAL are defined by each Communication Model. 

4.3.6.3.5 AR ASE 

An AR ASE is specified to establish and maintain application relationships (ARs) that are 
used to convey FAL APDUs between/among APs. ARs represent application layer 
communication channels between APs. AR ASEs are responsible for providing services at the 
endpoints of ARs. AR ASE services may be defined for establishing, terminating, and aborting 
ARs, for conveying APDUs for the AE, and for indicating the local status of the AR to the user. 
In addition, local services may be defined for accessing certain aspects of AR endpoints. 

4.3.6.4 FAL service conveyance 

FAL APO ASEs provide services to convey requests and responses between service users 
and real objects. 

To accomplish the task of conveying service requests and responses, three types of activities 
for the sending user and three corresponding types for the receiving user are defined. At the 
sending user, they accept service requests and responses to be conveyed. Second, they 
select the type of FAL APDU that will be used to convey the request or response and encode 
the service parameters into its body portion. Then they submit the encoded APDU body to the 
AR ASE for conveyance. 

At the receiving user, they receive encoded APDU bodies from the AR ASE. They decode the 
APDU bodies and extract the service parameters conveyed by them. To conclude the 
conveyance, they deliver the service request or response to the user. Figure 9 illustrates 
these concepts. 
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Figure 9 – ASE service conveyance 

4.3.6.5 FAL presentation context 

The presentation context in the OSI environment is used to distinguish the APDUs of one ASE 
from another, and to identify the transfer syntax rules used to encode each APDU. However, 
the fieldbus communications architecture does not include the presentation layer. Therefore, 
an alternate mechanism is provided for the FAL by each of the specific types of 
Communication Models. 

4.3.7 Application relationships 

4.3.7.1 Definition of AR 

ARs represent communication channels between APs. They define how information is 
communicated between APs. Each AR is characterized by how it conveys ASE service 
requests and responses from one AP to another. These characteristics are described below. 

4.3.7.2 AR-endpoints 

ARs are defined as a set of cooperating APs. The AR ASE in each AP manages an endpoint 
of the AR, and maintains its local context. The local context of an AR endpoint is used by the 
AR ASE to control the conveyance of APDUs on the AR. 

4.3.7.3 AR-endpoint classes 

ARs are composed of a set of endpoints of compatible classes. AR endpoint classes are used 
to represent AR endpoints that convey APDUs in the same way. Through the standardization 
of endpoint classes, ARs for different models of interaction can be defined. 

4.3.7.4 AR cardinality 

ARs characterize communications between APs. One of the characteristics of an AR is the 
number of AR endpoints in the AR. ARs that convey services between two APs have a 
cardinality of 1-to-1. Accessing objects through ARs 

ARs provide access to APs and the objects within them through the services of one or more 
ASEs. Therefore, one characteristic is the set of ASE services that may be conveyed to and 
from these objects by the AR. The list of services that can be conveyed by the AR are 
selected from those defined for the AE. 

4.3.7.5 AR conveyance paths 

ARs are modeled as one or two conveyance paths between AR endpoints. Each conveyance 
path conveys APDUs in one direction between one or more AR endpoints. Each receiving AR 
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endpoint for a conveyance path receives all APDUs transmitting on the AR by the sending AR 
endpoint. 

4.3.7.6 AREP roles 

Because APs interact with each other through endpoints, a basic determinant of their 
compatibility is the role that they play in the AR. The role defines how an AREP interacts with 
other AREPs in the AR. 

For example, an AREP may operate as a client, a server, a publisher, or a subscriber. When 
an AREP interacts with another AREP on a single AR as both a client and a server, it is 
defined to have the role of “peer”. 

Certain roles may be capable of initiating service requests, while others may be capable only 
of responding to service requests. This part of the definition of a role identifies the 
requirement for an AR to be capable of conveying requests in either direction, or only in one 
direction. 

4.3.7.7 AREP buffers and queues 

AREPs may be modeled as a queue or as a buffer. APDUs transferred over a queued AREP 
are delivered in the order received for conveyance. The transfer of APDUs over a buffered 
AREP is different. In this case, an APDU to be conveyed by the AR ASE is placed in a buffer 
for transfer. When the data-link layer gains access to the network, it transmits the contents of 
the buffer. 

When the AR ASE receives another conveyance request, it replaces the previous contents of 
the buffer whether or not they were transmitted. Once an APDU is written into a buffer for 
transfer, it is preserved in the buffer until the next APDU to be transmitted replaces it. While 
in the buffer, an APDU may be read more than once without deleting it from the buffer or 
changing its contents. 

At the receiving end, the operation is similar. The receiving endpoint places a received APDU 
into a buffer for access by the AR ASE. When a subsequent APDU is received, it overwrites 
the previous APDU in the buffer whether or not it was read. Reading the APDU from the buffer 
is not destructive — it does not destroy or change the contents of the buffer, allowing the 
contents to be read from the buffer one or more times. 

4.3.7.8 User-triggered and scheduled conveyance 

Another characteristic of an AREP is when they convey service requests and responses. 
AREPs that convey them upon submission by the user are called user-triggered. Their 
conveyance is asynchronous with respect to network operation. 

AREPs that convey requests and responses at predefined intervals, regardless of when they 
are received for transfer are termed scheduled. Scheduled AREPs may be capable of 
indicating when transferred data was submitted late for transmission, or when it was 
submitted on time, but transmitted late. 

4.3.7.9 Definition and creation of AREPs 

AREP definitions specify instances of AREP classes. AREPs may be predefined or they may 
be defined using a “create” service if their AE supports this capability. 

AREPs may be pre-defined and pre-established, or they may be pre-defined and dynamically 
established. Figure 10 depicts these two cases. AREPs also may require both dynamic 
definition and establishment or they may be dynamically defined such that they may be used 
without any establishment (they are defined in an established state). 
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Figure 10 – Defined and established AREPs 

4.3.7.10 AR establishment and termination 

ARs may be established either before the operational phase of the AP or during its operation. 
When established during the operation of an AP, the AR is established through the exchange 
of AR APDUs. 

Once an AR has been established, an AR may be terminated gracefully or it may be aborted, 
depending on the capabilities of the AR. 

4.4 FAL naming and addressing 

4.4.1 General 

This subclause refines the principles defined in ISO 7498-3 that involve the identification 
(naming) and location (addressing) of APOs referenced through the fieldbus Application 
Layer. 

This subclause defines how names and numeric identifiers are used to identify APOs 
accessible through the FAL. This subclause also indicates how addresses from underlying 
layers are used to locate APs in the fieldbus environment. 

4.4.2 Identifying objects accessed through the FAL 

4.4.2.1 General 

APOs accessed though the FAL are identified independent of their location. That is, if the 
location of the AP that contains the APO changes, the APO may still be referenced using the 
same set of identifiers. 

Identifiers for APs and APOs within the FAL are defined as key attributes in the class 
definitions for APOs.  Within these APO definitions, two types of key attributes are commonly 
used, names and numeric identifiers. 

4.4.2.2 Names 

Names are string-oriented identifiers. They are defined to permit APs and APOs to be named 
within the system where they are used. Therefore, although the scope of the name of an APO 
is specific to the AP in which it resides, the assignment of the name is administered within the 
system in which it is configured. 
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Names may be descriptive, although they do not have to be. Descriptive names make it 
possible to provide meaningful information, such as its use, about the object they name. 

Names may also be coded. Coded names make it possible to identify an object using a short, 
compressed form of a name. They are typically simpler to transfer and process, but not as 
easy to understand as descriptive names. 

4.4.2.3 Numeric identifiers 

Numeric identifiers are identifiers whose values are numbers. They are designed for efficient 
use within the fieldbus system, and may be assigned for efficient access to APOs by their AP. 

4.4.3 Addressing APs accessed through the FAL 

Fieldbus addresses represent the network locations of APs. Addresses relevant to the FAL 
are the addresses of the underlying layers that are used to locate the AREPs of an AP. 

4.5 Architecture summary 

The summary of the FAL architecture is presented in this Clause. Figure 11 illustrates the 
major components of the FAL architecture and how they relate to each other. 
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Figure 11 – FAL architectural components 

Figure 11 depicts an AP that communicates through the FAL AE. The AP represents its 
internal real objects as APOs for remote access to them. Two ASEs are shown that provide 
the remote access services to their related APOs. The AR ASE contains a single AREP that 
conveys service requests and responses for the ASEs to one or more remote AREPs located 
in remote APs. 

4.6 FAL service procedures 

4.6.1 FAL confirmed service procedures 

4.7 Notional FAL service procedures [INFORMATIVE] 
NOTE   This subclause describes one way in which this abstract service definition might be realized in a concrete 
protocol specification and conforming implementations. See 1.2. 
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4.7.1 Notional FAL confirmed service procedures 

The requesting AL-service user invokes a confirmed-service request primitive of its FAL. The 
appropriate FAL ASE creates a transaction state machine to control the invocation of the 
service, assigns an InstanceID and timeout time to that state machine, builds the related 
confirmed-service-request APDU body including that Instance ID, and conveys it on the 
specified AR. 

Upon receipt of the confirmed-service-request APDU body, the receiving ASE decodes it. If a 
protocol error did not occur, the receiving ASE creates a transaction state machine to manage 
the expected response, assigns an independent (second) InstanceID to that state machine, 
then delivers a confirmed-service indication primitive to it’s AL-service user, with the (second) 
InstanceID as an extra implementation parameter. 

If the responding AL-service user is able to successfully process the request, the user returns 
a confirmed-service response (+) primitive, identifying the transaction by the InstanceID 
presented as part of the stimulating indication primitive. 

If the responding user is unable to successfully process the request, the service fails and the 
user issues a confirmed-service response (–) primitive indicating the reason for failure, again 
identifying the transaction by the InstanceID presented as part of the stimulating indication 
primitive. 

Whichever response the AL-service users chooses, the receiving ASE has available both the 
information from the response primitive and that from the associated indication primitive when 
it forms the APDU to be returned to the initiating ASE. 

The responding ASE builds a confirmed-service-response APDU body for a confirmed-service 
response (+) primitive or a confirmed-service-error APDU body for a confirmed-service 
response (–) primitive, either of which contains the (first) InstanceID of the original requesting 
APDU, and conveys it on the specified AR. 

Upon receipt of the response or error APDU body, the initiating ASE uses the (first) 
InstanceID contained in the response or error APDU to associate the APDU with the 
appropriate state machine and request. Once that association has been made, the initiating 
ASE has available both the information from the received APDU and that from the associated 
request primitive. It delivers a confirmed-service confirmation primitive to the requesting FAL 
ASE which specifies success or failure, reports the reason for failure if a failure occurred, and 
cancels the associated transaction state machine. 

If the timer associated with the sate machine expires before the initiating ASE receives the 
returned response or error APDU, the AR ASE delivers a confirmed-service confirmation(–) 
primitive to the requesting FAL ASE and cancels the associated transaction state machine. 

4.7.2 Notional FAL unconfirmed service procedures 

The requesting user submits an unconfirmed service request primitive to its FAL AE. The 
appropriate FAL ASE builds the related unconfirmed service request APDU Body and conveys 
it on the specified AR. 

Upon receipt of the unconfirmed request APDU Body, the receiving ASE(s) participating in the 
AR delivers the appropriate unconfirmed service indication primitive to its user. . 

4.8 Common FAL attributes 

In the specifications of the FAL classes that follow, many classes use the following attributes. 
Therefore, these attributes are defined here instead of with the other attributes for each of the 
classes, except for the Data type class. 
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ATTRIBUTES: 
1 (o) Key Attribute:  Numeric Identifier 
2 (o) Key Attribute:  Name 
Numeric identifier 
This optional key attribute specifies the numeric id of the object. It is used as a shorthand 
reference by the FAL protocol to identify the object. There are three possibilities for 
identification purposes: numeric identifier or name or both. This attribute is required for the 
Data type model. 

Name 
This optional key attribute specifies the name of the object. There are three possibilities for 
identification purposes:  numeric identifier or name or both. 

4.9 Common FAL service parameters 

In the specifications of the FAL services that follow, many services use the following 
parameters. Therefore, they are defined here instead of with the other parameters for each of 
the services. 

AREP 
This parameter specifies sufficient information to locally identify the AREP to be used to 
convey the service. This parameter may use a key attribute of the AREP to identify the 
application relationship. When an AREP supports multiple contexts (established using the 
Initiate service) at the same time, the AREP parameter is extended to identify the context as 
well as the AREP. 

Invoke ID 
This user-provided parameter identifies this invocation of the service. It is used to associate 
service requests with responses. Therefore, no two outstanding service invocations should be 
identified by the same Invoke ID value. 

NOTE 2   The mechanism by which an implementation of these abstract services correlates request and confirm 
primitives at one AREP, related indication and response primitives at a second AREP, and the APDUs that link 
remote AEs to implement such services, is a protocol issue as stated in 1.2. Any service Instance ID that might be 
carried in those APDUs is logically unrelated to this user-provided Invoke ID. 

FAL ASE/FAL class 
This parameter specifies the FAL ASE (e.g. AP, AR, Variable, Data type, Event, Function 
Invocation, Load Region) and the FAL Class within the ASE (e.g. AREP, Variable List, 
Notifier, Action). 

Numeric ID 
This parameter is the numeric identifier of the object. 

Error info 
This parameter provides error information for service errors. It is returned in confirmed service 
response(-) primitives. It is composed of the following elements. 

Error class 
This parameter indicates the general class of error. Valid values are specified in the 
definition of Error Code parameter, below. 

Error code 
This parameter identifies the specific service error. 

Additional code 
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This optional parameter identifies the error encountered when processing the request 
specific to the object being accessed. When used, the value submitted in the response 
primitive is delivered unchanged in the confirmation primitive. 

4.10 APDU size 

APDU size is Communication Model dependent. 

5 Data type ASE 

5.1 General 

5.1.1 Overview 

Data types specify the machine independent syntax for application data conveyed by FAL 
services. The fieldbus application layer supports the definition and transfer of both basic and 
constructed data types. Encoding rules for the data types specified in this Clause are 
provided in IEC 61158-6-8. 

Basic types are atomic types that cannot be decomposed into more elemental types. 
Constructed types are types composed of basic types and other constructed types. Their 
complexity and depth of nesting is not constrained by this standard. 

Data types are defined as instances of the data type class, as shown in Figure 12. Only a 
subset of the data types defined in this Clause are shown in this figure. Defining new types is 
accomplished by providing a numeric id and supplying values for the attributes defined for the 
data type class. 
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Figure 12 – Data type class hierarchy example 

The data type definitions in Figure 12 are represented as a class/format/instance structure 
beginning with data type class entitled "Data type". The formats for data types are defined by 
the data type class and are represented in Figure 12. 

The basic data classes are used to define fixed length and bitstring data types. Standard 
types taken from ISO/IEC 8824 are referred to as simple data types. Other standard basic 
data types are defined specifically for fieldbus applications and are referred to as specific 
types. 
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The constructed types specified in this standard are strings, arrays and structures. There are 
no standard types defined for arrays and structures. 

5.1.2 Basic type overview 

Most basic types are defined from a set of ISO/IEC 8824 types (simple types). Some ISO/IEC 
8824 types have been extended for fieldbus specific use (specific types). 

Simple types are ISO/IEC 8824 universal types. They are defined in this standard to provide 
them with fieldbus class identifiers. 

Specific types are basic types defined specifically for use in the fieldbus environment. They 
are defined as simple class subtypes. 

Basic types have a constant length. Two variations are defined, one for defining data types 
whose length is an integral number of octets, and one for defining data types whose length is 
bits. 

NOTE   Boolean, Integer, OctetString, VisibleString, and UniversalTime are defined in this standard for the purpose 
of assigning fieldbus class identifiers to them. This standard does not change their definitions as specified in 
ISO/IEC 8824. 

5.1.3 Fixed length type overview 

The length of Fixed length types is an integral number of octets. 

5.1.4 Constructed type overview 

5.1.4.1 Strings 

A string is composed of an ordered set, variable in number, of homogeneously typed fixed-
length elements. 

5.1.4.2 Arrays 

An array is composed of an ordered set of homogeneously typed elements. This standard 
places no restriction on the data type of array elements, but it does require that each element 
be of the same type. Once defined, the number of elements in an array may not be changed. 

5.1.4.3 Structures 

A structure is made of an ordered set of heterogenously typed elements called fields. Like 
arrays, this standard does not restrict the data type of fields. However, the fields within a 
structure do not have to be of the same type. 

5.1.4.4 Nesting level 

Only nesting level 1 is used.  

5.1.5 Specification of user defined data types 

Users may find it necessary to define custom data types for their own applications. User 
defined types are supported by this standard as instances of data type classes. 

User defined types are specified in the same manner that all FAL objects are specified. They 
are defined by providing values for the attributes specified for their class. 
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5.1.6 Transfer of user data 

User data is transferred between applications by the FAL protocol. All encoding and decoding 
are performed by the FAL user. 

The rules for encoding user data in FAL protocol data units is data type dependent. These 
rules are defined in IEC 61158-6-8. User-defined data types for which there are no encoding 
rules are transferred as a variable-length sequence of octets. The format of the data within 
the octet string is defined by the user. 

5.2 Formal definition of data type objects 

5.2.1 Data type class 

5.2.1.1 Template 

The data type class specifies the root of the data type class tree. Its parent class "top" 
indicates the top of the FAL class tree. 

FAL ASE:  DATA TYPE ASE 
CLASS:   DATA TYPE 
CLASS ID:  5 (FIXED LENGTH & STRING), 6 (STRUCTURE) 
PARENT CLASS:  TOP 
ATTRIBUTES: 
1 (m) Key Attribute: Data type Numeric Identifier 
2 (o) Key Attribute: Data type Name 
 
5.2.1.2 Attributes 
Data type Numeric Identifier 
This attribute identifies the numeric identifier of the related data type. 
Data type Name 
This optional attribute identifies the name of the related data type. 
 

5.3 FAL defined data types 

5.3.1 Fixed length types 

5.3.1.1 Boolean types 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  1 
2 Data type Name  = Boolean 
3 Format  = FIXED LENGTH 
4.1 Octet Length  = 1 

This data type expresses a Boolean data type with the values TRUE and FALSE. 

5.3.1.2 Date types 

5.3.1.2.1 BinaryDate 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  11 
2 Data type Name  = BinaryDate 
3 Format  = FIXED LENGTH 
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4.1 Octet Length  = 7 

This data type is composed of six elements of unsigned values and expresses calendar date 
and time. The first element is an Unsigned16 data type and gives the fraction of a minute in 
milliseconds. The second element is an Unsigned8 data type and gives the fraction of an hour 
in minutes. The third element is an Unsigned8 data type and gives the fraction of a day in 
hours. The fourth element is an Unsigned8 data type. Its upper three (3) bits give the day of 
the week and its lower five (5) bits give the day of the month. The fifth element is an 
Unsigned8 data type and gives the month. The last element is Unsigned8 data type and gives 
the year. 

5.3.1.2.2 BinaryDate2000 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  51 
2 Data type Name  = BinaryDate2000 
3 Format  = FIXED LENGTH 
4.1 Octet Length  = 8 

This data type is composed of six elements of unsigned values and expresses calendar date 
and time. The first element is an Unsigned16 data type and gives the fraction of a minute in 
milliseconds. The second element is an Unsigned8 data type and gives the fraction of an hour 
in minutes. The third element is an Unsigned8 data type and gives the fraction of a day in 
hours. The fourth element is an Unsigned8 data type. Its upper three (3) bits give the day of 
the week and its lower five (5) bits give the day of the month. The fifth element is an 
Unsigned8 data type and gives the month. The last element is Unsigned16 data type and 
gives the year. 

5.3.1.2.3 TimeOfDay 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  12 
2 Data type Name  = TimeOfDay 
4 Format  = FIXED LENGTH 
4.1 Octet Length  = 6 

This data type is composed of two elements of unsigned values and expresses the time of day 
and the date. The first element is an Unsigned32 data type and gives the time after the 
midnight in milliseconds. The second element is an Unsigned16 data type and gives the date 
counting the days from January 1, 1984. 

5.3.1.2.4 TimeDifference 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  13 
2 Data type Name  = TimeDifference 
3 Format  = FIXED LENGTH 
4.1 Octet Length  = 4 or 6 

This data type is composed of two elements of unsigned values that express the difference in 
time. The first element is an Unsigned32 data type that provides the fractional portion of one 
day in milliseconds. The optional second element is an Unsigned16 data type that provides 
the difference in days. 

5.3.1.3 Numeric types 

5.3.1.3.1 Floating Point types – Float32 

CLASS:   Data type 
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ATTRIBUTES: 
1 Data type Numeric Identifier =  8 
2 Data type Name  = Float32 
4 Format  = FIXED LENGTH 
4.1 Octet Length  = 4 

This type has a length of four octets. The format for float32 is that defined by ISO 60559 as 
single precision. 

5.3.1.3.2 Integer types 

5.3.1.3.2.1 Integer8 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  2 
2 Data type Name  = Integer8 
3 Format  = FIXED LENGTH 
4.1 Octet Length  = 1 

This integer type is a two’s complement binary number with a length of one octet. 

5.3.1.3.2.2 Integer16 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  3 
2 Data type Name  = Integer16 
3 Format  = FIXED LENGTH 
4.1 Octet Length  = 2 

This integer type is a two’s complement binary number with a length of two octets. 

5.3.1.3.2.3 Integer32 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  4 
2 Data type Name  = Integer32 
3 Format  = FIXED LENGTH 
4.1 Octet Length  = 4 

This integer type is a two’s complement binary number with a length of four octets. 

5.3.1.3.3 Unsigned types 

5.3.1.3.3.1 Unsigned8 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  5 
2 Data type Name  = Unsigned8 
3 Format  = FIXED LENGTH 
4.1 Octet Length  = 1 

This type is a binary number. The most significant bit of the most significant octet is always 
used as the most significant bit of the binary number; no sign bit is included. This type has a 
length of one octet. 
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5.3.1.3.3.2 Unsigned16 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  6 
2 Data type Name  = Unsigned16 
3 Format  = FIXED LENGTH 
4.1 Octet Length  = 2 

This type is a binary number. The most significant bit of the most significant octet is always 
used as the most significant bit of the binary number; no sign bit is included. This unsigned 
type has a length of two octets. 

5.3.1.3.3.3 Unsigned32 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  7 
2 Data type Name  = Unsigned32 
3 Format  = FIXED LENGTH 
4.1 Octet Length  = 4 

This type is a binary number. The most significant bit of the most significant octet is always 
used as the most significant bit of the binary number; no sign bit is included. This unsigned 
type has a length of four octets. 

5.3.2 String types 

5.3.2.1 BitString 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  14 
2 Data type Name  = Bitstring 
3 Format  = STRING 
5.1 Octet Length  = 1 to n 

This string type is defined as a series of BitString8 elements. 

5.3.2.2 OctetString 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  10 
2 Data type Name  = OctetString 
3 Format  = STRING 
4.1 Octet Length  = 1 to n 

An OctetString is an ordered sequence of octets, numbered from 1 to n. For the purposes of 
discussion, octet 1 of the sequence is referred to as the first octet. The order of transmission 
is defined in IEC 61158-6-8. 
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5.3.2.3 VisibleString 

CLASS:   Data type 
ATTRIBUTES: 
1 Data type Numeric Identifier =  9 
2 Data type Name  = VisibleString 
3 Format  = STRING 
4.1 Octet Length  = 1 to n 

This type is defined as the ISO/IEC 646 string type. 

5.4 Data type ASE service specification 

There are no operational services defined for the type object. 

 

6 Communication model specification 

6.1 ASEs 

6.1.1 Object management ASE 

6.1.1.1 Overview 

The FAL ASE Models each specify one or more related FAL APO classes as a collection of 
attributes and services. The FAL services defined for a class are used to manipulate, control, 
or access APOs of the class. The services which are supported by a specific APO are 
specified by the ListOfManagementServices attribute of the APO. 

6.1.1.2 FAL management model specification 

The management services specified by the FAL Management Model operate on FAL APOs 
and their attributes. FAL APO classes are defined within the FAL ASEs that are specified in 
the remaining clauses of this standard. Each FAL APO Class defined is described by a set of 
attributes and a set of services. 

6.1.1.3 FAL management model services 

6.1.1.3.1 Supported services 

Management services are defined for managing APs and APOs. For simplicity APs and APOs 
are referred to as objects in the remainder of this subclause. 

Get Attributes service is specified to indicate when its attributes can be read.  

6.1.1.3.2 Get attributes service 

6.1.1.3.2.1 Service overview 

This confirmed service is used to read the current values of a list of attributes for one or more 
objects of one or more classes defined for the AP. It operates in a "best effort" fashion, such 
that the service succeeds if the value for at least one requested attribute for one requested 
object is returned. 
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6.1.1.3.2.2 Service parameters 

The service parameters for this service are shown in Table 1. 

Table 1 – Get attributes service parameters 

Parameter name  Req  Ind  Rsp  Cnf  

Argument       

 AREP M M     

 Invoke ID U      

 List of Objects and their Attributes S S (=)     

  Key Attribute M M (=)   

  List of Requested Attributes  M M (=)   

     

Result(+)     S S (=) 

 Invoke ID      U (=) 

 More   M M (=) 

 List of Responses   M M (=) 

  List of Attribute Values   S S (=) 

     

Result(-)     S S (=) 

 Invoke ID    U (=) 

 Error Info   M M (=) 

NOTE   The method by which a confirm primitive is correlated with its 
corresponding preceding request primitive is a local matter. See 1.2. 

 
Argument 
The argument contains the parameters of the service request. 

List of objects and their attributes 
This selection type parameter provides a list that identifies each object, its class, and the 
attributes that are being requested. Three values for identifying attributes are possible, all 
attributes, mandatory attributes only, or a list of individual attributes.  It is present if the user 
is requesting attributes for a list of objects. 

 
 
Key attribute 
This parameter identifies the object for which attributes are being requested using one of 
the object's key attributes. 

List of requested attributes 
This parameter identifies one or more of the attributes for which values are being 
requested. 

Result(+) 
This selection type parameter indicates that the service request succeeded. 
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More 
This Boolean parameter indicates, when FALSE, that responses for all requested attributes 
are being returned. If the value is TRUE, then only responses for a proper subset of the 
attributes are being returned. This situation will occur only when not all values will fit into a 
single response APDU. When it does occur, it is necessary for the user to submit an 
additional request for the missing attributes. Partial values for attributes are never returned. 

List of responses 
This parameter specifies a status indicator or a list of attribute values for each object 
specified in the request. The responses in the list are returned in the same order that the 
objects were specified in the request. The object associated with each response is only 
explicitly identified if the value of one of its key attributes was requested. If all responses 
could not be returned in a single APDU, the More parameter is set. 

Error status 
This parameter is returned if the get failed for all of the attributes of an object. It indicates 
the most probable reason why the operation failed using the error class and error code 
defined for the Get Attributes service. 

List of attribute values 
This parameter is returned if the Get succeeded for any one of the requested attributes. 
This parameter specifies a list of attribute values, each individually identified and 
complete, for the object requested. 

Result(-) 
This selection type parameter indicates that the service request failed. 

6.1.1.3.2.3 Service procedure 

The Confirmed Service Procedure specified in 4.6 applies to this service. 

The Get Attributes Service is a "best effort". Best effort means that the service succeeds if at 
least one value is returned. If the user is able to get one or more of the specified attribute 
values, and if they can be conveyed in a single APDU, they are returned in a Get Attributes 
Service response (+) primitive. 

If they cannot be conveyed in a single APDU, the user returns those that can and sets the 
more flag in the Get Attributes Service response (+) primitive. The requester is then 
responsible for submitting additional requests identifying the remaining attributes to be 
retrieved. 

If the user is unable to get the value for at least one attribute for one object in the list, the 
service fails and the user issues a Get Attributes Service response (-) primitive indicating the 
reason. 

6.1.2 Application process ASE 

6.1.2.1 Overview 

This standard models an Application Process (AP). Application Processes represent the 
information and processing resources of a system that can be accessed through FAL 
services. 

The Application Service Element in the FAL that provides these services is called an 
Application Process ASE. In the AP ASE, the AP is modeled and accessed as an APO with a 
standardized and predefined identifier. 
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6.1.2.2 AP class specification 

6.1.2.2.1 Formal model 

The AP class specifies the attributes and services defined for application processes. Its 
parent class "top" indicates the top of the FAL class tree. The numeric identifier for the AP 
Object is always 0. The use of this reserved value permits management services to be used 
for AP objects without knowing their names. 

FAL ASE:  AP ASE 
CLASS:   AP 
CLASS ID:   16 
PARENT CLASS: TOP 
IDENTIFY, GET STATUS ATTRIBUTES: 
1 (m) Attribute: List Of AP Service Attributes 
1.1 (m) Attribute: Manufacturer Identifier 
1.1.1 (m) Attribute: Vendor Name 
1.1.2 (m) Attribute: Model Identifier 
1.1.3 (m) Attribute: Vendor Revision 
1.2 (o) Attribute: AP Descriptor Reference 
1.3 (m) Attribute: Network Access State 
1.3.1 (m) Attribute: Service Access Status 
1.3.2 (m) Attribute: Operational Status 

SYSTEM MANAGEMENT ATTRIBUTES: 
2 (m) Attribute: List Of System Management Attributes 
2.1 (m) Attribute: List Of AR Endpoint Info 
2.1.1 (m) Attribute: Numeric Id 
2.1.2 (m) Attribute: Configured Max FAL PDU Size Sending 
2.1.3 (m) Attribute: Configured Max FAL PDU Size Receiving 
2.1.4 (m) Attribute: Configured Max Outstanding Services Requesting 
2.1.5 (m) Attribute: Configured Max Outstanding Services Responding 
2.1.6 (m) Attribute: List of Supported Services 
2.2 (m) Attribute: List Of In Use AR Endpoint Info 
2.2.1 (m) Attribute: Context State 
2.2.6 (m) Attribute: Outstanding Services Requesting Counter 
2.2.7 (m) Attribute: Outstanding Services Responding Counter 

OBJECT MANAGEMENT ATTRIBUTES: 
3 (m) Attribute: List Of Managed AP Attributes 
3.1 (m) Attribute: List Of Supported APO Classes and Objects 
3.1.1 (m) Attribute: List Header 
3.1.1.1 (o) Attribute: Numeric Identifier = 0 
3.1.1.2 (m) Attribute: ROM / RAM Flag (TRUE, FALSE) 
3.1.1.3 (m) Attribute: Max Name Length 
3.1.1.4 (m) Attribute: Access Protection Supported (TRUE, FALSE) 
3.1.1.5 (m) Attribute: Version Of List 
3.1.1.6 (m) Attribute: List Local Reference 
3.1.2 (c) Constraint Data type Supported 
3.1.2.1 (o) Attribute: Numeric Identifier = 1 
3.1.2.2 (m) Attribute: Number Of Data type Objects 
3.1.2.3 (m) Attribute: Local Reference 
3.1.3 (c) Constraint Variable  
3.1.3.1 (o) Attribute: Static Object Numeric Identifier 
3.1.3.2 (m) Attribute: Number Of Static Objects (Variables) 
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3.1.3.3 (m) Attribute: Static Object Local Reference 
3.1.5 (c) Constraint Function Invocation Supported 
3.1.5.1 (o) Attribute: Function Invocation Numeric Identifier 
3.1.5.2 (m) Attribute: Number Of Function Invocation Objects 
3.1.5.3 (m) Attribute: Function Invocation Local Reference 
SERVICES: 
2 (o) Ops Service: Identify 
3 (o) Ops Service: Get Status 
5 (o) Ops Service: Initiate 
6 (o) Ops Service: Terminate 
8 (o) Ops Service: Reject 
 
6.1.2.2.2 Identify, get status service attributes 
List of AP service attributes 
The following attributes are accessible using the Identify, Get Status Services. They are not 
otherwise accessible. 

Manufacturer identifier 
The Manufacturer Identifier is composed of the Vendor Name, Model Identifier, Vendor 
Revision, and optionally, the Serial Number of the AP. These attributes may be read using 
the Identify service. 

Vendor name 
This attribute specifies the name of the manufacturer of the AP. 

Model identifier 
This attribute specifies the model of the AP. 

Vendor revision 
This attribute specifies the revision level of the AP as defined by the manufacturer. 

AP descriptor reference 
This attribute is a reference to a generic description of the AP. The descriptor is an 
identifier for the characteristics of the AP independent of its use. Two APs, therefore, may 
share the same generic description. The value, and the permissible set of values for this 
attribute is user defined. This attribute is used in the Initiate service. 

Network access state 
The Network Access State attribute defines the ability of the AP to communicate. Two 
components are specified in this standard, Service Access Status and Operational Status. 
These attributes may be read using the Get Status service. The AP may choose to report 
them without being requested using the Status Notification service. 

Service access status 
This attribute specifies information about the state of the communication capabilities of the AP. 
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READY FOR COMMUNICATION All services may be used normally. 
LIMITED NUMBER OF SERVICESLimited number of services may be supported in 

some cases (e.g. for small devices). 
LOADING-NON-INTERACTING  Object Definitions are in the process of being 

loaded locally. Therefore, the Begin Set 
Attributes service may not be used until the local 
load is complete and the state has been 
changed. 

LOADING-INTERACTING  Object Definitions are in the process of being 
loaded over the network (using the Set Attributes 
service). On the AR used for the loading, only 
the following services are used: 

Abort Get Attributes 
Status Set Attributes 
Identify End Set Attributes 

OperationalStatus 
This attribute gives the operational state of the real AP, as follows. 

OPERATIONAL 
PARTIALLY OPERATIONAL 
NOT OPERATIONAL 
NEEDS MAINTENANCE 

6.1.2.2.3  System management attributes 
List of system management attributes 
The following attributes are accessible through System Management. They are used by all 
ASEs of the AP to enforce confirmed service flow control (see the state machines in IEC 
61158-6-8). They are not otherwise accessible. 

List of AR Endpoint Info 
This attribute specifies the numeric identifiers and other configuration information (the AP 
Context attributes) of AREPs associated with the AP. 

Numeric ID 
This attribute specifies the numeric id for the AREP. 

Configured max FAL PDU size sending 
For non-segmenting ARs, this attribute specifies the configured maximum number of 
octets that can be sent from this AREP. Its value is equal to the maximum DLSDU size 
minus one that may be sent from this AREP. For segmenting ARs, it specifies the 
maximum number of 256-octet segments that can be sent on this AREP. 

Configured max FAL PDU size receiving 
For non-segmenting ARs, this attribute specifies the configured maximum number of 
octets that can be received on this AREP. Its value is equal to the maximum DLSDU 
size minus one that may be received on this AREP. For segmenting ARs, it specifies 
the maximum number of 256-octet segments that can be received on this AREP. 
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Configured max outstanding services requesting (ConfigMaxOsReq) 
This attribute specifies the maximum number of outstanding confirmed services 
allowed in the client role of this AREP. Its value is configured before establishment of 
the AR. This attribute is used on client-server and peer-to-peer ARs (i.e. QUB) and 
corresponds to the number of sending transaction state machines. 

Configured max outstanding services responding (ConfigMaxOsRsp) 
This attribute specifies the maximum number of outstanding confirmed services 
allowed for this AREP as a server. Its value is configured before establishment of the 
AR. This attribute is used on client-server and peer-to-peer ARs (i.e., QUB) and 
corresponds to the number of receiving transaction state machines. 

List of supported services 
This attribute specifies the services that the FAL supports as a requester and as a 
responder. Support as a requester indicates that the FAL provides the ability for the 
AP to initiate confirmed and unconfirmed request primitives and to receive 
corresponding confirmed service confirmation primitives from the FAL. Support as a 
responder indicates that the FAL provides the ability for the AP to deliver confirmed 
and unconfirmed service indication primitives to the AP and receive confirmed service 
response primitives from the AP. 

List of in-use AR endpoint info 
This attribute specifies dynamic information for the AREPs associated with the AP which 
are participating in an established AR-l or which are involved in the AR establishment 
process. 

Context state 
This attribute specifies the state of the AREP as seen by the AP. The values are: 

CLOSED 
OPEN 
OPENING-REQUESTING 
OPENING-RESPONDING 

Outstanding services requesting counter (OsReqCtr) 
This attribute specifies the number of currently outstanding confirmed services on this 
AR as a requester. 

Outstanding services responding counter (OsRspCtr) 
This attribute specifies the number of currently outstanding confirmed services on this 
AR as a responder. 

6.1.2.2.4 Object management attributes 
List of managed AP attributes 
This attribute specifies the AP attributes that are accessible using the services of the 
Management ASE. 

List of supported APO classes and objects 
This attribute specifies the Object Definitions maintained by the AP. 

List header 
This attribute describes the characteristics of the Object Definitions maintained by the 
AP. 
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