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INTERNATIONAL ELECTROTECHNICAL COMMISSION

INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 6-14: Application layer protocol specification — Type 14 elements

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for sta

in the subject dealt with may participate in this preparatory work. |
governmental organizations liaising with the IEC also participate in this
with the International Organization for Standardization (ISO) in ageqrd

2) The formal decisions or agreements of IEC on technical matter.

3) IEC Publications have the form of recommendations fér

Publications is accurate, IEC cannot be
misinterpretation by any end user.

4) In order to promote international uniformit
transparently to the maximum extent pos
between any IEC Publication

the latter.

5) IEC provides no marking pre e to indieate its appfo¥al and cannot be rendered responsible for any
equipment declared to be\ \ ublication.

6) All users should epsure e latest edition of this publication.

7) No liability shaII ) i s, employees, servants or agents including individual experts and
members of its teckni i § National Committees for any personal injury, property damage or

expenses arising,/0 se of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is 4 3 ive_references cited in this publication. Use of the referenced publications is
indispensable ication of this publication.

9) Attentidn isNdrawn Yo the possibility that some of the elements of this IEC Publication may be the subject of

NOTE Use of some-of the)associated protocol types is restricted by their intellectual-property-right holders. In all
cases, the commitment™toimited release of intellectual-property-rights made by the holders of those rights permits
a particular data-link layer protocol type to be used with physical layer and application layer protocols in Type
combinations as specified explicitly in the IEC 61784 series. Use of the various protocol types in other
combinations may require permission from their respective intellectual-property-right holders.

International Standard |IEC 61158-6-14 has been prepared by subcommittee 65C: Industrial
networks, of IEC technical committee 65: Industrial-process measurement, control and
automation.

This first edition and its companion parts of the IEC 61158-6 subclauses cancel and replace
IEC 61158-4:2003. This edition of this part constitutes a technical addition. This part and its
Type 14 companion parts also cancel and replace IEC/PAS 62409, published in 2005.

This edition of IEC 61158-6 includes the following significant changes from the previous
edition:

a) deletion of the former Type 6 fieldbus for lack of market relevance;
b) addition of new types of fieldbuses;
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c) partition of part 6 of the third edition into multiple parts numbered -6-2, -6-3, ...
The text of this standard is based on the following documents:

FDIS Report on voting
65C/476/FDIS 65C/487/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with ISO/IEC Directives, Part 2.

The committee has decided that the contents of this publication will reain unghanged until
the maintenance result date indicated on the IEC web site under httpg/web S
data related to the specific publication. At this date, the publication De:
e reconfirmed;

e withdrawn;

e replaced by a revised edition, or

e amended.

NOTE The revision of this standard will be synchronized wj 61158 series.

The list of all the parts of the f{ : e general title Industrial
communication networks — Fieldbus spe 2 a on the IEC web site.

Documents

Document Sharing Hub

Full document details: IEC 61158-6-14 2007


http://webstore.iec.ch/
http://avadocuments2026.com/doc/iec-61158-6-14-2007
http://avadocuments2026.com/doc/iec-61158-6-14-2007

61158-6-14 © IEC:2007(E) -9-

INTRODUCTION

This part of IEC 61158 is one of a series produced to facilitate the interconnection of
automation system components. It is related to other standards in the set as defined by the
“three-layer” fieldbus reference model described in IEC/TR 61158-1.

The application protocol provides the application service by making use of the services
available from the data-link or other immediately lower layer. The primary aim of this standard
is to provide a set of rules for communication expressed in terms of the procedures to be
carried out by peer application entities (AEs) at the time of communication. These rules for
communication are intended to provide a sound basis for development in order to serve a
variety of purposes:

e as a guide for implementors and designers;

o for use in the testing and procurement of equipment;
e as part of an agreement for the admittance of systems into the-ops

e as a refinement to the understanding of time-critical communications\wi

This standard is concerned, in particular, with the com
effectors and other automation devices. By using thig

work together in any combination.

O
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INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 6-14: Application layer protocol specification — Type 14 elements

1 Scope

1.1 General

to access the
as a “window

The fieldbus application layer (FAL) provides user programs with a mea
fieldbus communication environment. In this respect, the FAL can be yNjewed
between corresponding application programs.”

This standard provides common elements for basic time
messaging communications between application programs in &
material specific to Type 14 fieldbus. The term “time-criti

a) the formal abstract syntax defining the~apphgc

between communicating~application ent

b) the transfer syntax d ing rutes
protocol data units;

c) the applicatiom co
between con@

d) the application rg

with the OSI Basic Reference Model (ISO/IEC 7498) and the OSI application layer structure
(ISO/IEC 9545).

1.2 Specifications

The principal objective of this standard is to specify the syntax and behavior of the application
layer protocol that conveys the application layer services defined in IEC 61158-5-14.

A secondary objective is to provide migration paths from previously-existing industrial
communications protocols. It is this latter objective which gives rise to the diversity of
protocols standardized in the IEC 61158-6 series.

1.3 Conformance

This standard does not specify individual implementations or products, nor does it constrain
the implementations of application layer entities within industrial automatiobalstems.
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Conformance is achieved through implementation of this application layer protocol
specification.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60559, Binary floating-point arithmetic for microprocessor systems

IEC 61158-3-14, Industrial communication networks — Fieldbus specifi¢ations_— Part 3-14:

Data-link layer service definition — Type 14 elements

Data-link layer protocol specification — Type 14 elements

IEC 61158-5-14, Industrial communication networks — Fi
Application layer service definition — Type 14 elements

ISO/IEC 10731, Information technology — Open Systergs lgr qQnnection — Basic Reference

ISO/IEC 7498-1, Information technolog
Model — Part 1: The Basic Model

terconnection — Basic Reference

ISO/IEC 8802-3, Information ' > unications and information exchange
between systems — LocalNand\g ita stworks — Specific requirements — Part 3:

layer specifications

ISO/IEC 8822, In
definition

structure

3 Terms, definitions, symbols, abbreviations and conventions
For the purposes of this document, the following definitions apply.

3.1 Referenced terms and definitions
3.1.1 ISO/IEC 7498-1 terms
For the purposes of this document, the following terms as defined in ISO/IEC 7498-1 apply:

a) application entity

b) application process

c) application protocol data unit
d) application service element

e) application entity invocation Documents
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f) application process invocation
g) application transaction

h) real open system

i) transfer syntax

3.1.2 ISO/IEC 8822 terms
For the purposes of this document, the following terms as defined in ISO/IEC 8822 apply:

a) abstract syntax

b) presentation context

3.1.3 ISO/IEC 9545 terms

For the purposes of this document, the following terms as defined i

a) application-association

b) application-context

c) application context name

d) application-entity-invocation
e) application-entity-type

f) application-process-invocation

g) application-process-type
h) application-service-element

i) application control service element
3.1.4 ISO/IEC 8824 terr
For the purposes of this daed - wing terms as defined in ISO/IEC 8824 apply:

a) object identi
b) type
3.1.5

For the purposes ofR\this do ent, the following terms as defined in IEC 61158-3-14 and

a) DL-Time
b) DL-Scheduling-p
c) DLCEP

d) DLC

e) DL-connection-oriented mode
f) DLPDU

g) DLSDU

h) DLSAP

i) link

j) network address

k) node address

[) node

m) scheduled
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3.2 Fieldbus application layer specific terms and definitions

3.21
access control
control on the reading and writing of an object

3.2.2
access Path
association of a symbolic name with a variable for the purpose of open communication

3.2.3
communication macrocycle

set of basic cycles needed for a configured communication activity i macro network

segment

3.24

communication scheduling

algorithms and operation for data transfers occurring in a detern 6.8 2ble manner
3.2.5

configuration (of a system or device)

step in system design: selecting functional units, as Qi gns and defining their

interconnections.

3.2.6
cyclic
repetitive in a regular manner

3.2.7
destination FB Instance

3.2.10
domain upload
operation to read data from a domain

3.2.11
entity
particular thing, such as a person, place, process, object, concept, association, or event

3.2.12

Type 14 bridge

DL-relay entity which performs synchronization between links (buses) and may perform
selective store-and-forward and routing functions to connect two micro network segments

3.2.13
identifier
16-bit word associated with a system variable
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3.2.14
index
address of an object within an application process

3.2.15

instance

actual physical occurrence of an object within a class that identifies one of many objects
within the same object class

3.2.16
instantiation
creation of an instance of a specified type.

3.2.17
management information
network-visible information for the purpose of managing the field sys

3.2.18 +
management information base
organized list of management information

3.2.19

mapping
set of values having defined correspogdence alues of another set.

3.2.20
member
piece of an attribute that is

3.2.21
message filtering
decisiononam

3.2.22
micro segment
part of a netwog

3.2.23
offset

3.2.24
phase
elapsed fraction of a cycle, measured from some fixed origin

3.2.25
process interface
data exchange and information mapping between physical process and application unit

3.2.26
real-time
ability of a system to provide a required result in a bounded time

3.2.27
real-time communication
transfer of data in real-time.
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3.2.28
Real-Time Ethernet (RTE)
ISO/IEC 8802-3-based network that includes real-time communication

NOTE 1 Other communication can be supported, providing the real-time communication is not compromised.

NOTE 2 This definition is dedicated, but not limited, to ISO/IEC 8802-3. It could be applicable to other IEEE 802
specifications, for example IEEE 802.11.

3.2.29
schedule
temporal arrangement of a number of related operations.

3.2.30
scheduling macrocycle
time interval to implement a specific schedule.

3.2.31
source FB Instance
FB instance that sends a specific parameter

3.2.32
time offset
time difference from a specially designated time
3.3 Abbreviations and symbols
AAE Application Access Ent
e o )

AE Application Entity
AL j
ALE

ALP

APO

AP

APDU

API

AR

ARP

AREP

ASE Apylication Service Element

Cnf Sonfirmation

CR Communication Relationship

CREP Communication Relationship End Point
CSMA/CD Carrier Sense Multiple Access Protocol with Collision Detection
DD Device Description

DHCP Dynamic Host Configuration Protocol
DL- (as a prefix) data-link-

DLCEP Data-link Connection End Point

DLL Data-link Layer

DLE Data-link Entity

DLM Data-link-management

DLS Data-link Service

DLSAP Data-link Service Access Point

DLSDU DL-service-data-unit Documents
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ECSME Type 14 communication scheduling management entity
Type 14 Ethernet for Plant Automation
EM_ (as a prefix) Type 14 Management
ESME Type 14 Socket Mapping Entity
FB Function Block

FBAP Function Block Application Process
FME FAL Management Entity

Ind Indication

IP Internet Protocol

LLC Logical Link Control

LMP Link Management Protocol
MAC Medium Access Control

MAU Medium Attachment Unit

MOB Management Object Base

PAD Pad (bits)

PDU Protocol Data Unit

P/S Publisher/Subscriber

Req Request

Rsp Response

RTE Real-Time Etherne

RT-Ethernet Real-Time Ethernet

SAP

SDU : i

SME

SNTP

TCP

UDP

.cnf

.ind

.req

.rsp

3.4 Conve

3.4.1 General

The FAL is defined as a set of object-oriented ASEs. Each ASE is specified in a separate
subclause. Each ASE specification is composed of three parts: its class definitions, its
services, and its protocol specification. The first two are contained in IEC 61158-5-14. The
protocol specification for each of the ASEs is defined in this standard.

The class definitions define the attributes of the classes supported by each ASE. The
attributes are accessible from instances of the class using the Management ASE services
specified in IEC 61158-5-14. The service specification defines the services that are provided
by the ASE.

This standard uses the descriptive conventions given in ISO/IEC 10731.

3.4.2 Conventions for state machines for Type 14
A state machine describes the state sequence of an entity and can be representecﬁa&ﬂ?ﬁents

transition diagram and/or a state table.
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In a state transition diagram (Figure 1), the transition between two states represented by
circles is illustrated by an arrow beside which the transition events or conditions are

presented.
R1
Figure 1 — State transition diagram
Table 1 — State machine description element
Events or conditions that trigger this state
# Current transaction \/
state =>

action

Name of The current

this state to

transition which this
state
transition
applies

Events or conditions that trigger this state

transaction.
=>

The actions that are taken when the abog

he act%

or
conditions are me
below events or c

d jons

ir(@e}nte‘\d >

ext state after the
in this transition is

The conventions used in the state transijon

:= Value of an item on the left is fepl

the right is a parameter\it co

=

rimitiv

ble Ws follows.

value of an item on the right. If an item on
hown as an input event.

condition to indicate an item on the left is less than the item on the right.

> A logical condition to indicate an item on the left is greater than the item on the

right.

<> A logical condition to indicate an item on the left is not equal to an item on the

right.

&& Logical "AND"
|| Logical "OR"

Service.req represents a Request Primitive;

primitive is sent;

Service.ind represents an Indication Primitive;

Primitive is received;

Service.req{} indicates that a request

Service.ind{} indicates that an Indication

Service.rsp represents a Response Primitive; Service.rsp{} indicates that a Response

Primitive is sent;
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Service.cnf represents a Confirm Primitive; Service.cnf{} indicates that a Confirm Primitive is

received.

4 Abstract syntax

4.1 Fixed format PDU description

EPA PDU consists of fixed-length PDU header and variable-length PDU body. The former
contains service type, message type and message length, etc.

EPAPDU : : = CHOICE {
confirmed-RequestPDU
confirmed-ResponsePDU
confirmed-ErrorPDU
unconfirmed-RequestPDU

}

[0]
[1]
(2]
(3]

Confirmed-RequestPDU : : = SEQUENCE {

pduHeader
confirmed-request

}

PDUHeader,
Confirmed-Request

Confirmed-ResponsePDU : : = SEQUENCE {

pduHeader
confirmed-response

}

pduHeader
confirmed-error

}

Unconfirmed-RequestH
pduHea
unconfir

2]
[3]
(4]
[5]
[6]
[7]
(8]

DomainDownloa
DomainUpload
AcknowledgeEventRoport
ReportConditionChanging
Read

Write

}
4.1.2

Confirmed- Response : : = CHOICE {
EM_GetDeviceAttribute
EM_ConfiguringDevice
EM_SetDefaultValue
DomainDownload
DomainUpload
AcknowledgeEventRoport
ReportConditionChanging
Read
Write

Confirmed response service

(0]
(1]
(2]
[3]
[4]
[5]
[6]
[7]
(8]

Full document details: IEC 61158-6-14 2007

IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT

IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT
IMPLICIT

IMPLICIT Confirmed-RequestPDU,

IMPLICIT Confirmed-RespansePDU,
IMPLICIT Confirmed-HrrorPDt
IMPLICIT Unconfirgied

sonfirmed-Request

EM_GetDeviceAttribute-RequestPDU,
EM_ConfiguringDevice-RequestPDU,
EM_SetDefaultValue-RequestPDU,
DomainDownload-RequestPDU,
DomainUpload-RequestPDU,
AcknowledgeEventNotifi-RequestPDU,
AlterEventConditionMon-RequestPDU,
Read-RequestPDU,
Write-RequesPDU

EM_GetDeviceAttribute-ResponsePDU,
EM_ConfiguringDevice-ResponsePDU,
EM_SetDefaultValue-ResponsePDU,
DomainDownload-ResponsePDU,
DomainUpload-ResponsePDU,
AcknowledgeEventNotifi-ResponsePDU,
AlterEventConditionMon-ResponsePDU,

Read-ResponsePDU,
Write-ResponsePDU Documents
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}
41.3 Confirmed error
Confirmed- Error ;: : = CHOICE {
EM_GetDeviceAttribute [0] IMPLICIT Error-Type,
EM_ConfiguringDevice [1] IMPLICIT Error-Type,
EM_SetDefaultValue [2] IMPLICIT Error-Type,
DomainDownload [3] IMPLICIT Error-Type,
DomainUpload [4] IMPLICIT Error-Type,
AcknowledgeEventRoport [5] IMPLICIT Error-Type,
ReportConditionChanging [6] IMPLICIT Error-Type,
Read [7] IMPLICIT Error-Type,
Write [8] IMPLICIT Error-Type
}
414 Error type
ErrorType : : = SEQUENCE {
ErrorClass [0] IMPLICIT Integer8,
ErrorCode [1] IMPLICIT Integer8
AdditionalCode [2] IMPLICIT
Reserved [3]
AdditionalDescription [4]
}
41.5 Error class
ErrorClass ::= CHOICE { ErrorCode
Resource [0 IMPLISIT\Inteyers {
| (—memonyunavailable (0),
Other (1)
)2 N
Service N N [11 \IMPLICIT) Tntegers {
| “object-state-conflict (0),
N N \Jobject-constraint-conflict (1),
> < parameter-inconsistent (2),
illegal-parameter (3),
AN AN Size Error (4),
\ / Other (5)
} N\
Access \ N [2] IMPLICIT Integer8 {
N\ object-access-unsupported (0),
4 NN \ object-non-existent (1),
AN / object-access-denied (2),
hardware-fault (3),
/ type-conflict (4),
object-attribute-inconsistent (5),
Access-to-element-unsupported (6),
Other (7)
}
Timer [3] IMPLICIT Integer8 {
Timer-Expire (0),
Timer-Error (1),
Other (2)
|3
Other [4] IMPLICIT Integer8 {
Other (0)
}
}
4.1.6 Unconfirmed request
Unconfirmed-Request: : = CHOICE {
EM_DetectingDevice [0] IMPLICIT EM_DetectingDevice-RequestPDU,
EM_OnlineReply [1 IMPLICIT EM_OnIineRepIy-RequestPDUp&c
EM_ActiveNotification 2]  IMPLICIT EM ActiveNotification-Requesip@Cuments
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EventRoport [3] IMPLICIT EventRoport-RequestPDU,
VariableDistribute [4] IMPLICIT VariableDistribute-RequestPDU

}
41.7 EPA application layer PDU

ApplicationLayerPDU ::= SEQUENCE {

PDUHeader,

PDUBody CHOICE {
Confirmed-Request,
Confirmed-Response,
Confirmed-Error,
Uniconfirmed-Request

}
1

41.8 APDU header format

PDUHeader : : = SEQUENCE {
ServicelD [0] IMPLICIT
Reserved [1 IMPLICIT
Length [2] IMPLICIT
MessagelD [3] IMPLICIT

}
41.9 FAL Management Entity service

4.1.9.1 EM_DetectingDevice servi
EM_DetectingDevice-RequestPDU : : =/

e

QueryType igned8,
Reserved tetString,
PDTag VisibleString,
FBTag VisibleString,
ElementID Unsigned16

}

IMPLICIT Unsigned8,

[1] IMPLICIT Boolean,
2] IMPLICIT OctetString,
3] IMPLICIT Unsigned32,

[4] IMPLICIT VisibleString,
5] IMPLICIT VisibleString

}

4.1.9.3 EM_GetDeviceAttribute service

EM_GetDeviceAttribute-RequestPDU : : = SEQUENCE {
DestinationIPAddress [0] IMPLICIT Unsigned32,

}

EM_GetDeviceAttribute-ResponsePDU : : = CHOICE {
EM_GetDeviceAttribute-PositiveResponsePDU,
EM_GetDeviceAttribute-NegativeResponsePDU

}
EM_GetDeviceAttribute-PositiveResponsePDU : : = SEQUENCE {
DevicelD [0] IMPLICIT VisibleString,
PdTag [1] IMPLICIT VisibleString,
Status [2] IMPLICIT Unsigned8,
DeviceType [3]  IMPLICIT Unsigneds, Documents
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Annunciation Interval [4] IMPLICIT Unsigned16,
Annunciation Version Number [5] IMPLICIT Unsigned16,
DuplicateTagDetected [6] IMPLICIT Boolean,
DeviceRedundancyNumber [7] IMPLICIT Unsigned8,
LANRedundancyPort [8] IMPLICIT Unsigned16
DeviceRedundancy State [9] IMPLICIT Unsigned8,
MaxRedundancyNumber [10] IMPLICIT Unsigned8,
ActivelPAddress [11] IMPLICIT Unsigned32
}

EM_GetDeviceAttribute-NegativeResponsePDU : : = SEQUENCE {
DestinationIPAddress [0] IMPLICIT Unsigned32,
Error-Type [1] IMPLICIT Error-Type

}

4.1.9.4 EM_ActiveNotification service
EM_ActiveNotification-RequestPDU : : = SEQUENCE {

DevicelD [0] IMPLICIT
PdTag (1]
Status [2]
DeviceType (3]

AnnunciationVersionNumber
Device Redundancy Number
DeviceRedundancyState

(4]

LANRedundancyPort
DuplicateTagDetected
MaxRedundancyNumber Unsigned8,
Reserved IT OctetString,
ActivelPAddress REICIT Unsigned32
}
4.1.9.5 EM_Config
EM_Configuring EQUENCE {
DestinatiorfP [0] IMPLICIT Unsigned32,
DevicelD 1] IMPLICIT VisibleString,
[2] IMPLICIT VisibleString,
[3] IMPLICIT Unsigned16,
[4] IMPLICIT Boolean,
[8] IMPLICIT Unsigned8,
[6] IMPLICIT Unsigned16,
[7] IMPLICIT Unsigned8,
[8] IMPLICIT Unsigned8,
[9] IMPLICIT Unsigned32
}

EM_ConfiguringDevice-ResponsePDU : : = CHOICE {
EM_ConfiguringDevice-PositiveResponsePDU,
EM_ConfiguringDevice-NegativeResponsePDU

}
EM_ConfiguringDevice-PositiveResponsePDU : : = SEQUENCE {
DestinationIPAddress [0] IMPLICIT Unsigned32,
MaxRedundancyNumber [1 IMPLICIT Unsigned8
}
EM_ConfiguringDevice-NegativeResponsePDU : : = SEQUENCE {
DestinationIPAddress [0] IMPLICIT Unsigned32,
ErrorType [1] IMPLICIT ErrorType
} Documents
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4.1.9.6 EM_SetDefaultValue service
EM_SetDefaultValue-RequestPDU : : = SEQUENCE {

DestinationIPAddress [0]
DevicelD [1]
PdTag 2]

}

EM_SetDefaultValue-ResponsePDU : : = CHOICE {
EM_SetDefaultValue-PositiveResponsePDU ,
EM_SetDefaultValue-NegativeResponsePDU

61158-6-14 © IEC:2007(E)

IMPLICIT Unsigned32,
IMPLICIT VisibleString,
IMPLICIT VisibleString

}

EM_SetDefaultValue-PositiveResponsePDU : : = SEQUENCE {

DestinationIPAddress

}

EM_SetDefaultValue-NegativeResponsePDU : : = SEQUENCE

DestinationIPAddress

ErrorType [1] IMPLI
}
4110 Application Access Entity (AAE) services
4.1.10.1 DomainDownload servicé

DomainDownload-RequestPDU : : =
SourceApplID
DestinationAppID

[O] IMPLICIT Unsigne

[0] IMPLICITU

DestinationObject ysigned16,
DataNumber Jhsigned16,
MoreFollows Boolean,

Reserved

DataLer@
LoadDat

}
DomainDownloa ~= CHOICE {
ResponsePDU,
veResponsePDU

DomainDownload

DestinationAppID

}

[0]

-PositiveResponsePDU : : = SEQUENCE {

IMPLICIT Unsigned16

DomainDownload-NegativeResponsePDU : : = SEQUENCE {

DestinationAppID

[0]

Reserved [1]
ErrorType 2]
}
4.1.10.2 DomainUpload service

IMPLICIT Unsigned16,
IMPLICIT OctetString,
IMPLICIT ErrorType

DomainUpload-RequestPDU : : = SEQUENCE {

SourceAppID [0]
DestinationAppID [1
DestinationObjectID [2]
DataNumber [3]
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DomainUpload-ResponsePDU : : = CHOICE {
DomainUpload-PositiveResponsePDU,
DomainUpload-NegativeResponsePDU

}

DomainUpload-PositiveResponsePDU : : = SEQUENCE {
DestinationApplID [0] IMPLICIT Unsigned16,
DataLength [11 IMPLICIT Unsigned16,
MoreFollows [2] IMPLICIT Boolean,
Reserved [3] IMPLICIT OctetString,
LoadData [4] IMPLICIT OctetString

}

DomainUpload-NegativeResponsePDU : : = SEQUENCE {
DestinationAppID [0] IMPLICIT Unsigned16,
Reserved [1 IMPLICIT OctetString,
ErrorType [2] IMPLICIT ErrorType

1

4.1.10.3 EventRoport service

EventRoport-RequestPDU : : = SEQUENCE {
DestinationAppID [0] IMPLICIT
SourceApplD [1
SourceObjectID
EventNumber
EventData

}

DestinatioNQbje
EventN @

}

AcknowledgeEyentRoport -PositiveResponsePDU: : = SEQUENCE({

DestinationAppID [0] IMPLICIT Unsigned16
}

AcknowledgeEventRoport -NegativeResponsePDU: : = SEQUENCE({
DestinationAppID [0] IMPLICIT Unsigned16
Reserved [11 [IMPLICIT OctetString,
ErrorType [21 IMPLICIT ErrorType

}

4.1.10.5 ReportConditionChanging service
ReportConditionChanging-RequestPDU : : = SEQUENCE {

DestinationAppID [0] IMPLICIT Unsigned16,
DestinationObjectID [11 IMPLICIT Unsigned16,
Enabled [21 IMPLICIT Boolean

}

ReportConditionChanging -ResponsePDU : : = CHOICE { Documents
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ReportConditionChanging -PositiveResponsePDU,
ReportConditionChanging -NegativeResponsePDU

}

ReportConditionChanging -PositiveResponsePDU:

DestinationApplID [0] IMPLICIT
}

ReportConditionChanging -NegativeResponsePDU:
DestinationApplID [0] IMPLICIT
Reserved [11 IMPLICIT
ErrorType [2] IMPLICIT

}

4.1.10.6 Read service
Read-RequestPDU : : = SEQUENCE {

DestinationAppID [0] IMPLICIT
DestinationObjectID [11 IMPLICIT
Sublndex [2] IMPLICIT

}

Read -ResponsePDU : : = CHOICE {
Read -PositiveResponsePDU,
Read -NegativeResponsePDU

DestinationApplID
Reserved
Data

}
Read-NegativeR@

DestinationAp

IMPLICIT
IMPLICIT
}

4.1.10.

Write-Reques EQUENCE {
DestinationApplD [0] IMPLICIT
DestinationObjectID [11 IMPLICIT
Sublndex [2] IMPLICIT
Reserved [3] IMPLICIT
Data [4] IMPLICIT

1

Write -ResponsePDU : : = CHOICE {
Write -PositiveResponsePDU,
Write -NegativeResponsePDU

}

Write -PositiveResponsePDU : : = SEQUENCE {

DestinationAppID [0] IMPLICIT
}

Write -NegativeResponsePDU : : = SEQUENCE {

Full document details: IEC 61158-6-14 2007

. = SEQUENCE{

Unsigned16

: = SEQUENCE({
Unsigned16
OctetString,
ErrorType

Unsigne

Unsig
Unsj

d16,

Nosigned16,
(OttetString,
OctetString

Unsigned16,
OctetString,
ErrorType

Unsigned16,
Unsigned16,
Unsigned16,
OctetString,
OctetString

Unsigned16,

Documents

Document Sharing Hub


http://avadocuments2026.com/doc/iec-61158-6-14-2007
http://avadocuments2026.com/doc/iec-61158-6-14-2007

61158-6-14 © IEC:2007(E) - 25—

DestinationAppID [0] IMPLICIT Unsigned16,
Reserved [11 IMPLICIT OctetString,
ErrorType [2] IMPLICIT ErrorType

}

4.1.10.8 VariableDistribute service
VariableDistribute-RequestPDU : : = SEQUENCE {

SourceApplD [0] IMPLICIT Unsigned16,
SourceObjectID [11 IMPLICIT Unsigned16,
Data [2] IMPLICIT OctetString

}
4111 Abstract syntax of data type

4.1.11.1 Notation of Boolean type

Boolean ::= BOOLEAN

4.1.11.2 Notation of integer type
Int8 ::= INTEGER (-128..+127)
Int16 ::= INTEGER (-32768..+32¥67)
Int32 ::= INTEGER
Int64 ::= INTEGER

4.1.11.3 Notation of

Unsigne®'=

- integer range 0 <= i <= 2°-1
- integer range 0 <= i <= 2'°-1
- integer range 0 <= i <= 2%-1

- integer range 0 <= i <= 2%-1

-- IEC-60559 single precision

4.1.11.5 Notation of visible string type

VisibleString ::= VISIBLE STRING --general use
4.1.11.6 Notation of octet string type

OctetString ::= Octet STRING --general use
4.1.11.7 Notation of bit string type

BitString ::= BIT STRING -- general use
4.1.11.8 Notation of TimeofDay type

TimeOfDay ::= OctetString6
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BinaryDate ::= OctetString8
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Notation of binary date type

4.1.11.10 Notation of TimeDifference type

4.2
421

The object of the EPA MOB Header is defined as shown in Table 2.

TimeDifference ::= OctetString6

EPA MOB Heade

Table 2 — Definition of EPA MOB header obje

r

Object definitions in FAL management ASE

61158-6-14 © IEC:2007(E)

No. Parameter name Read/write Data type Octet Octet De M
property offset le
1 Object ID Read Only | Unsigned16 | O {2 x of EPA MOB
ject in the EPA
2 MOB Revision Number | Read Only Unsigned16/ { ﬁ 2 \U% version of EPA MOB
AN
4.2.2 EPA device descriptor obje Q

The object of the EPA Device Descriptor

own in Table 3.

Table 3 Def|n|t|o of\E escriptor object
ad/write )\étet Octet .
No. Parameter namf\\im{ert %\Kw{/ offset length Description
1 Object ID Read On si 16 | 0 2 The index of EPA Device
/\ Descriptor Object in the MOB
A

2 Reserved (\ \R{Nw >OctetString 2 2

3 Devic%l\ \ \%aa\f?nly VisibleString | 4 32

4 @\ﬁe{\ \\ Read Only | VisibleString | 36 32

5 Actkﬂ\ GEK Read Only Unsigned32 | 68 4 Current operational IP address

6 Device Type Read Only | Unsigned8 72 1

7 Status Read Only | Unsigned8 73 1 Device status

8 Device Version Read Only | Unsigned16 | 74 2 Device version number

9 Annunciation Read Only | Unsigned16 | 76 2 The interval of devices
Interval broadcast its annunciation

10 Annunciation Read Only | Unsigned16 | 78 2 Annunciation version number of
Version Number devices broadcast

11 Device Redundancy Read Only | Unsigned8 80 1 Device redundancy status
State

12 Device Redundancy Read Only | Unsigned8 81 1 Device redundancy number
Number
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Read/write Octet Octet Lol
No. Parameter name property Data type offset length Description
13 LANRedundancyPort | Read Only Unsigned16 | 82 2 Redundant messages
processing port of the device
14 Max Redundancy Read Only | Unsigned8 84 1 Maximum redundancy number
Number of the device
15 Duplicate Tag Read Only | Boolean 85 1 This property describes whether
Detected the device’'s PD_Tag is in
collision with another device

4.2.3 Time synchronization object

The object of the Time Synchronization Object class is defined as sho

Table 4 — Definition of the time synchronlzako@ug

No Parameter Read/write Data tvpe Octet \ criotion
' name property ypP offset {len \ P
1 Object ID Read Only Unsigned16 0 2 The index of the Time
chfonization Object in
/\ the MOB
2 Reserved Read Only <§1\< 2 §\) )\ Reserved
3 Primary Time | Read/Write (&« 4 4 IP address of master time
Server server
(\
4 Secondary ead/Wrij \ 8 4 IP address of slave time
Time Server server
5 Time Request nly \ Unsigned32 12 4 The maximum time that time
Timeou client waits for the response
of time server in seconds

6 Time Re {e\ ea WM}\e/gnedsz 16 4 The time interval that time

Interva client requests the time
server
7 C able\%e RWy Unsigned32 20 4 The synchronization
< ne, Class precision supported by time
client

8 Targ Ti Read/Write | Unsigned32 24 4 The required
Sync Cla synchronization precision as

to the time client

9 Current Time Read Only BinaryDate 28 8 Current time of the device
10 Standard Time | Read Only | TimeDifference | 36 6 Standard time difference
Difference

4.2.4 Maximum response time object

The object of the Maximum Response Time Object class is defined as shown in Table 5.
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