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INTERNATIONAL ELECTROTECHNICAL COMMISSION

INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 6-5: Application layer protocol specification —
Type 5 elements

FOREWORD

all national electrotechnical committees (IEC National Committees).
international co-operation on all questions concerning standardization in the ele
this end and in addition to other activities, IEC publishes International , p&cifications,
Technical Reports, Publicly Available Specifications (PAS) and Guiges (hece to as “IEC

in the subject dealt with may participate in this preparatory wok. sal, gowernmental and non-
governmental organlzatlons Ilalsmg with the IEC also partICIpa e Pri ti

Publications is accurate, IEC cannot be
misinterpretation by any end

4) In order to promote |nterna ional i i E al Committees undertake to apply IEC Publications
transparently to the ma 3 national and regional publications. Any divergence
between any IEC Publicati tohal or regional publication shall be clearly indicated in
the latter.

5) IEC provides no kingd proce re to |nd|te its approval and cannot be rendered responsible for any

equipment declared tg

a i atsoever, whether direct or indirect, or for costs (including legal fees) and
expenses a' iR & publication, use of, or reliance upon, this IEC Publication or any other IEC
Publicatiors.

8) Attention is drawn_to the Normative references cited in this publication. Use of the referenced publications is
indispensable for thewgOrrect application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

NOTE Use of some of the associated protocol types is restricted by their intellectual-property-right holders. In all
cases, the commitment to limited release of intellectual-property-rights made by the holders of those rights permits
a particular data-link layer protocol type to be used with physical layer and application layer protocols in Type
combinations as specified explicitly in the IEC 61784 series. Use of the various protocol types in other
combinations may require permission from their respective intellectual-property-right holders.

International standard IEC 61158-6-5 has been prepared by subcommittee 65C: Industrial
networks, of IEC technical committee 65: Industrial-process measurement, control and
automation.

This first edition and its companion parts of the IEC 61158-6 subseries cancel and replace
IEC 61158-6:2003. This edition of this part constitutes an editorial revision.

This edition of IEC 61158-6 includes the following significant changes from the previous

edition: Documents
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a) deletion of the former Type 6 fieldbus for lack of market relevance;
b) addition of new types of fieldbuses;
c) partition of part 6 of the third edition into multiple parts numbered -6-2, -6-3, ...

This bilingual version (2014-12) corresponds to the monolingual English version, published in
2007-12.

The text of this standard is based on the following documents:

FDIS Report on voting
65C/476/FDIS 65C/487/RVD

Full information on the voting for the approval of this standard can be
voting indicated in the above table.

e report on

This publication has been drafted in accordance with ISO/IEC Dige

The committee has decided that the contents of this pUbticatic : ain unchanged until
the maintenance result date indicated on the IEC wgb site underk webstore.iec.ch in the

* reconfirmed;
* withdrawn;

* replaced by a revised edition, or
+ amended.

NOTE The revision of this stan other parts of the IEC 61158 series.

The list of all the
communication networ

eries, under the general title [Industrial
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INTRODUCTION

This part of IEC 61158 is one of a series produced to facilitate the interconnection of
automation system components. It is related to other standards in the set as defined by the
“three-layer” fieldbus reference model described in IEC/TR 61158-1.

The application protocol provides the application service by making use of the services
available from the data-link or other immediately lower layer. The primary aim of this standard
is to provide a set of rules for communication expressed in terms of the procedures to be
carried out by peer application entities (AEs) at the time of communication. These rules for
communication are intended to provide a sound basis for development in order to serve a
variety of purposes:

e as a guide for implementors and designers;

e for use in the testing and procurement of equipment;
e as part of an agreement for the admittance of systems into the-opke

e as a refinement to the understanding of time-critical communications\withi

work together in any combination.

O

Documents
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INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 6-5: Application layer protocol specification —
Type 5 elements

1 Scope

1.1 General

communicating.application
c) the applicatw@u :
between communpicating

d) the applicatio
between cg

2) define the externally visible behavior associated with their transfer.

This standard specifies the protocol of the Type 5 IEC fieldbus Application Layer, in
conformance with the OSI Basic Reference Model (ISO/IEC 7498) and the OSI Application
Layer Structure (ISO/IEC 9545).

FAL services and protocols are provided by FAL application-entities (AE) contained within the
application processes. The FAL AE is composed of a set of object-oriented Application
Service Elements (ASEs) and a Layer Management Entity (LME) that manages the AE. The
ASEs provide communication services that operate on a set of related application process
object (APO) classes. One of the FAL ASEs is a management ASE that provides a common
set of services for the management of the instances of FAL classes.

Although these services specify, from the perspective of applications, how request and
responses are issued and delivered, they do not include a specification of what the requesting
and responding applications are to do with them. That is, the behavioral aspects of the
applications are not specified; only a definition of what requests and responses they can
send/receive is specified. This permits greater flexibility to the FAL users in stgﬁ@ﬁiﬁqents
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such object behavior. In addition to these services, some supporting services are also defined
in this standard to provide access to the FAL to control certain aspects of its operation.

1.2 Specifications

The principal objective of this standard is to specify the syntax and behavior of the application
layer protocol that conveys the application layer services defined in IEC 61158-5-5.

A secondary objective is to provide migration paths from previously-existing industrial
communications protocols. It is this latter objective which gives rise to the diversity of
protocols standardized in IEC 61158-6.

1.3 Conformance

This standard does not specify individual implementations or produge{s
the implementations of application layer entities within indus
Conformance is achieved through implementation of thi
specification.

2 Normative references

The following referenced documents are indisp
For dated references, only the edition cited app
of the referenced document (including

IEC 61158-3-1, Industrial communicati
link layer service definition — Type 1 el

pmetworks — Fieldbus specifications — Part 5-5:
5 elements

IEC 61158-5-5,
Application layer s€r

ISO/IEC 8824, Informiation technology — Open Systems Interconnection — Specification of
Abstract Syntax Notation One (ASN.1)

ISO/IEC 8825, Information technology — ASN.1 encoding rules: Specification of Basic
Encoding Rules (BER), Canonical Encoding Rules (CER) and Distinguished Encoding Rules
(DER)

3 Terms, definitions, symbols, abbreviations and conventions
For the purposes of this document, the following definitions apply.

3.1 Terms and definitions from other ISO/IEC standards

3.1.1 Terms and definitions from ISO/IEC 7498-1
a) abstract syntax

b) application entity Documents
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c) application process

d) application protocol data unit
e) application service element

f)  application entity invocation
g) application process invocation
h) application transaction

i)  presentation context

j)  real open system

k) transfer syntax

3.1.2 Terms and definitions from ISO/IEC 9545

a) application-association

b) application-context

c) application context name

d) application-entity-invocation

e) application-entity-type

f) application-process-invocation

g) application-process-type

h) application-service-element

i)  application control service element

3.1.3 Terms and definitions from ISO/IEC 8824

a) object identifier
b) type

c) value

d) simple type

e) structured type
f)  component type
g) tag

h) Boolean type

i) true

j) false

k) integer type

I)  Dbitstring type
m) octetstp
n) null type
0) sequenceyp

sequende of typ

3.1.4 Terms and_definitions from ISO/IEC 8825
a) encoding (of a data value)
b) data value
c) identifier octets (the singular form is used in this standard)
d) length octet(s) (both singular and plural forms are used in this standard)
)

contents octets
3.2 IEC/TR 61158-1 terms

The following IEC/TR 61158-1 terms apply.

3.21 application

function or data structure for which data is consumed or produced

Documents
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3.2.2 application layer interoperability

capability of application entities to perform coordinated and cooperative operations using the
services of the FAL

3.23 application object

object class that manages and provides the run time exchange of messages across the
network and within the network device

NOTE Multiple types of application object classes may be defined

3.24 application process

part of a distributed application on a network, which is located ~Q device and

\

unambiguously addressed

3.25 application process identifier

distinguishes multiple application processes used in a devi

3.2.6 application process object

component of an application process that is jde
application relationship. Application precess

3.2.7

a class of applicatiqn
attributes and se

3.29 application felationship application service element

application-service-element that provides the exclusive means for establishing and
terminating all application relationships

3.2.10 application relationship endpoint
context and behavior of an application relationship as seen and maintained by one of the

application processes involved in the application relationship. Each application process
involved in the application relationship maintains its own application relationship endpoint

3.2.11 attribute
description of an externally visible characteristic or feature of an object. The attributes of an
object contain information about variable portions of an object. Typically, they provide status

information or govern the operation of an object. Attributes may also affect the behaviour of
an object. Attributes are divided into class attributes and instance attributes
Documents
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3.2.12 behaviour

indication of how the object responds to particular events. Its description includes the
relationship between attribute values and services

3.2.13 class
a set of objects, all of which represent the same kind of system component. A class is a

generalisation of the object; a template for defining variables and methods. All objects in a
class are identical in form and behaviour, but usually contain different data in their attributes

3.2.14 class attributes

an attribute that is shared by all objects within the same class

3.2.15 class code

a unique identifier assigned to each object class

3.2.16 class specific service

unction which is not
e object class which

a service defined by a particular object class to
performed by a common service. A class specifi
defines it

3.2.17 client

(a) an object which uses the services

3.2.18 conve

unidirectional flow o

3.2.19 cyclig

AR used directly b e FAL User. On Dedicated ARs, only the FAL Header and the user data
are transferred

3.2.21 device

a physical hardware connection to the link. A device may contain more than one node

3.2.22 device profile

a collection of device dependent information and functionality providing consistency between
similar devices of the same device type

3.2.23 dynamic AR

AR that requires the use of the AR establishment procedures to place it into an established
state
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3.2.24 endpoint

one of the communicating entities involved in a connection

3.2.25 error

a discrepancy between a computed, observed or measured value or condition and the
specified or theoretically correct value or condition

3.2.26 error class

general grouping for error definitions. Error codes for specific errors are defined within an
error class

3.2.27 error code

identification of a specific type of error within an error class

3.2.28 FAL subnet

3.2.29 logical device

specifies a certain FAL class that abstra
as an autonomous self-contained facilit

3.2.30 management infofmation

3.2.31 network

a series of nodes\conne type of communication medium. The connection paths
between anypairof\no iaclude repeaters, routers and gateways

role of an AR erdpoint in which it is capable of acting as both client and server

3.2.33 pre-defined AR endpoint

AR endpoint that is defined locally within a device without use of the create service. Pre-
defined ARs that are not pre-established are established before being used

3.2.34 pre-established AR endpoint

AR endpoint that is placed in an established state during configuration of the AEs that control
its endpoints

3.2.35 publisher

role of an AR endpoint in which it transmits APDUs onto the fieldbus for consumption by one
or more subscribers. The publisher may not be aware of the identity or the number of
subscribers and it may publish its APDUs using a dedicated AR. Two types of publishers are

defined by this standard, Pull Publishers and Push Publishers, each of whichgds defined
separately ocuments
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3.2.36 server

a) role of an AREP in which it returns a confirmed service response APDU to the client that
initiated the request

b) an object which provides services to another (client) object

3.2.37 service

operation or function than an object and/or object class performs upon request from another
object and/or object class. A set of common services is defined and provisions for the
definition of object-specific services are provided. Object-specific services are those which
are defined by a particular object class to perform a required function whj not performed
by a common service

3.2.38 subscriber
role of an AREP in which it receives APDUs produced types of

subscribers are defined by this standard, pull subscribers kscribers, each of
which is defined separately

3.3 Abbreviations and symbols

AE Application Entity
AL Application Layer
ALME

ALP
APO
AP
APDU
API
AR
AREP
ASCII
ASE
Cnf
DL-
DLC
DLCEP Data-link Connection End Point
DLL Data-link layer

DLM Data-link-management

DLSAP Data-link Service Access Point
DLSDU DL-service-data-unit

FAL Fieldbus Application Layer

ID Identifier
IEC International Electrotechnical Commission
Ind Indication
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LME Layer Management Entity
OSlI Open Systems Interconnect
QoS Quality of Service
Req Request
Rsp Response
SAP Service Access Point
SDU Service Data Unit
SMIB System Management Information Base
SMK System Management Kernel
VFD Virtual Field Device

3.4 Conventions

3.4.1 General concept

The FAL is defined as a set of object-oriented ASEs. Eac

a separate

attributes are accessible from insta
specified in IEC 61158-5 standard.
provided by the ASE.

This standard uses the desgri

3.4.2 Conventions

The data-link laye )
of a list of attrib

5.

3.4.3 Abstract\synta

When the "o Map" parameter is used, a bit number which corresponds to
each ORTIONA FAULT production is given as a comment.

3.5 Conven sed in state machines

The state machines are described in Table 1:

Table 1 — Conventions used for state machines

Current Eve_n’f
# state | condition Next state
=> action

Name of The Events or conditions that trigger this state transaction. The next

this current _ state after

transition. |state to => the actions
which this | The actions that are taken when the above events or in this
state conditions are met. The actions are always indented below transition is
transition | oyents or conditions taken
applies

The conventions used in the state machines are as follows:
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:= Value of an item on the left is replaced by value of an item on the right. If an item on the
right is a parameter, it comes from the primitive shown as an input event.

XXX A parameter name.

Example:
Identifier := reason
1) means value of a 'reason’' parameter is assigned to a parameter called 'ldentifier.’
"xxx" Indicates fixed value.
Example:
Identifier := "abc"
2) means value "abc" is assigned to a parameter named 'ldentifier.’
3)
= A logical condition to indicate an item on the left is equal to
< Alogical condition to indicate an item on the left is less thag

> A logical condition to indicate an item on the left is gre
<> A logical condition to indicate an item on the left i
&& Logical "AND"
| Logical "OR"

This construct allows the execution of a
The loop is executed for all values fro

Example:
for (Identifier := start_value to end_value)
actions
4) endfor
This construct allows the e i i ions depending on some condition (which

e of a previous action) within one transition.

Example: Q
If (condition)

actions
else

actions
5) endif
Readers ended to refer to the subclauses for the AREP attribute
definitios, unctlns and the FAL-PDU definitions to understand protocol machines.

without further e pIantlons
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4 Protocol

4.1 Overview

The Type 5 services and protocols are provided by the Type 5 AE, referred to as the Field
Device Access (FDA) Agent throughout this specification.

The FDA Agent conveys Type 9 APDUs using Type 9 Application Relationships, referred to as
FDA Sessions, or more simply as sessions throughout this Type 5 specification.

The FDA Agent may provide gateway functions that map between Type 5 services and
corresponding services that operate over a Type “X” DLL. Networks that ¢ the Type “X”
DLL are referred to as Type “X” networks.

4.2 FAL syntax description
4.2.1 PDU abstract syntax

The abstract syntax of APDUs is combined with their transfe

4.2.2 Abstract syntax of data types

The abstract syntax of data types is corfikhined eir rar@er syptax and is specified in 4.3.

4.3 Transfer syntax

4.3.1 General

User data, when present in an APDU, is defined as a service-specific APDU body parameter.
The content and length of the user data are dependent upon the service and the object being
accessed. Therefore, neither is specified as part of the APDU body. However, the user data
length can be calculated from the APDU length contained in the APDU header.

The APDU header, trailer, and bodies are composed of a subset of data types defined in IEC
61158-5. The encodings for these data types are defined next, followed by the definitions of
the header, trailer, and APDU bodies.

4.3.2 Data type encodings

The following data types are used in APDUs as listed in Table 2. Other data types may be
conveyed as user data.
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Table 2 — Data types

Data Type Octet Comment
Length
Boolean 1 0 = False, Non-Zero = TRUE
Integer8 1
Integer16 2
Unsigned8 1
Unsigned16 2
Unsigned32 4
VisibleString - The length of a VisibleString is defined by the field definiti
OctetString - The length of an OctetString is defined by the field defj on.
Time value 8
For all data types, the bit and octet order of transmission (s a fined\in pe 9 The

unsigned integer value for each bit position is shown in Table3.

Table 3 — Data t

Bit Position Hex Value F\\ /D/e\cm}akvm

() 7
N

32

% 16

8
4
2

The format of the header is shown in Table 4.
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Table 4 — APDU header format

Octet Octet L.
Parameter name offset Data type length Description
Type 5 APDU 0 Unsigned8 1 Specifies the Version number of the Type 5 APDU format.
Version The version number of the Type 5 APDUs specified in this

document is 1.

1 = Version 1

Options 1 Unsigned8 1 Bit 8: 1 = APDU Number present in the Trailer

Bit 7: 1 = Invoke Id present in the Trailer (this bit shall be
set for all client / server sessions)

Bit 6: 1 = Time Stamp present in th
Bit 5: Reserved, setto 0

Bit 4: Extended Control Fiel
Bit 3-1: Reserved, setto 0

ASE Id And 2 Unsigned8 1 ASE whose service is
Confirmed Msg interpreted as a 6-bit
Type S:

ed Msg Type — Used to differentiate

st, response, and error APDUs. Not used with
unsQ ed services. These bits are interpreted as a 2-bit
nsigned|irteger with the following values:

0 = Request APDU
1 = Response APDU

2 = Error APDU

3 = Reserved

Service 3 signed8 Specifies the service within the specified protocol.
Bit 8: Confirmed Flag (Confirmed=1) and
(Unconfirmed=0). When this flag is set for a request APDU,

the corresponding response (either a response APDU or an
error APDU) is always returned after the request has been

$ Bits 7-1 Service Id of the service (7-bit unsigned integer).

processed to indicate the result of the processing.
The value used for each Service Id is specified in its
APDU Body specification below. It is the number in

parenthesis that follows the service name in the header for
each service. All other values are reserved.

FDA Address 4 Unsigned32 4 The format and use of the FDA Address is dependent on the
ASE Id and the type of S-VFD Context. The next subclause
describes this field.

APDU Length 8 Unsigned32 4 Specifies the number of octets contained in the entire APDU,
including the header and the trailer.

4.3.3.2 FDA address use
4.3.3.2.1 FDA address use summary

This subclause specifies the values for the FDA Address field of the header. See Table 5 for
details. In the descriptions that follow, a Type 9 device is a device with the Type 9 AL and a
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DLL whose addressing can be represented as a Type 1 DLL address. A Type 9 SMK is the
SMK in a Type 9 device.

Table 5 — FDA address use

ASE VCR Bits Use
AR N/A 32-1 | Service-specific.
LAN N/A 32-1 |Not Used, set to 0.
Redundancy
SMK N/A :13$ Link Id

Set to 0 if the destination SMK is located in the Type 5 device receiving the
APDU.

order 8 bits, when taken as a16,bit™ yned.i alue”When used to
identify a Type 5 SMK (when theLi ode value is set to 0
and the selector value is s i

¢ Find Tag Query APDU
ddress.

Type 9 Client/Server 32-
17

se:The Type 5 FAL AE returns the VCR Id of the initiated

The Selector returned in the Initiate Response.

/w//\} :
N ®
> £
v?;g '

»

Type 9 Publisher / DirkAd
bssriber
ubssy DIf the publisher VFD is located in the Type 5 device sending the APDU,
then this is combined with the Selector bits to form a 32-bit flat Dicep
address.

If the device is a Linking Device, and the publisher is in a Type 9 device
attached to the Linking Device, then this is the Link Id of the link to which
the publishing device is attached.

16-1 |Dlcep Selector

If the publisher is located in the Type 5 device sending the APDU, then this
is part of the 32-bit flat DIcep address assigned to the published data.

If the device is a Linking Device, and the publisher is in a Type 9 device
attached to the Linking Device, then this is the Dicep Selector of the
publisher buffer.
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ASE VCR Bits Use
Type 9 Report 32- Link Id
Distribution 17

If the report source VFD is located in the Type 5 device sending the APDU,
then this is combined with the Selector bits to form a 32-bit flat DLSAP
address.

If the device is a Linking Device, and the report source is in a Type 9
device attached to the Linking Device, then this is the Link Id of the link to
which the reporting device is attached.

16-1 | S-VFD Context Id or Disap Selector

If the report source VFD is located in the Type 5 device sending the APDU,
then this is part of the 32-bit flat DIsap address assigned to the Report
Source VFD.

If the device is a Linking Device, and the report squrce is
device attached to the Linking Device, then thi
report source.

NOTE The Link Id, Node, DLCEP Selector, and DLSAP Selectors are all Type 1 DN a\z\\a§s &({W

4.3.3.2.2 APDU sent by a client VCR endpoint

a Type 9
is\the DIsap™Selector of the

Table 6 illustrates the use of the FDA Address header field_ i Us sert by a client VCR
endpoint.
Table 6 — FDA address head{\d sent @a cliént VCR endpoint
FDA address
Message type De tlnatlon A Bits Value
Type 5 Initiate Request APDU on-MIB.VFD ny e 5devic Bits 32-17 |0 (Local Type 5 Device)
Connect Option 1 Bits 16-1 Generic Selector, Returned by

Find Tag Query, or obtained
by some other means
Q Nop:MIB VF OW device Bits 32-17 | Link Id of Type 9 Link
,conn cted tQ Linkjng Device Bits 16-1 Client Type 9 VCR Index

S
U NWMIB\WFD of Rype 5 device Bits 32-17 |0 (Local Type 5 Device)
Bits 16-1 0.0

IB VFD of Linking Device Type 9 |Bits 32-17 |Link Id of Type 9 Link

Link Interface Bits 16-1 0.0
MIB VFD of Type 9 device Bits 32-17 |Link Id of Type 9 Link
connected to Linking Device Bits 16-1 Node.0

All Other Request Messages MIB VFD of Type 5 device Bits 32-1 FDA Address returned in

Type 5 Initiate Reque

Connect Option 2

Initiate Response message

Non-MIB VFD Bits 32-1 FDA Address returned in

Initiate Response message

MIB VFD of Linking Device Type 9 |Bits 32-1 FDA Address returned in

Link Interface Initiate Response message

MIB VFD of Type 9 device Bits 32-1 FDA Address returned in

connected to Linking Device Initiate Response message

Non-MIB AP of Type 9 device Bits 32-1 FDA Address returned in

connected to Linking Device Initiate Response message
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4.3.3.2.3 APDUs sent by a server AR VCR endpoint
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Table 7 illustrates the use of the FDA Address header field in APDUs sent by a server VCR

endpoint.

Table 7 — FDA address header field APDUs sent by a server VCR endpoint

FDA address

Message type Destination AP Bits Value
Type 5 Initiate Response Non-MIB VFD of Type 5 device Bits 32-17 |0 (Local Type 5 Device)
APDU
Connect Option 1 Bits 16-1 Type 5/¢6Kd1
Non-MIB VFD of Type 9 device Bits 32-17 of Type Link
connected to Linking Device Bits 16-1 5V R
Type 5 Initiate Response MIB VFD of Type 5 device Bits 32-17 (L cakTyp 5
APDU
i . 1
Connect Option 2 B/\,ts\16 ( \\Ty 5 XCR
MIB VFD of Linking Device Type 9 | B 3%1& LWype 9 Link
Interfa
Link Interface (‘\}Bits -1 Type5 VCR Id'
MIB VFD of Type 9 devicg” \ \_~ Bi{S.z-}v\ Link Id of Type 9 Link
connected t L|n g RQevice Bi 6-‘1\/ Type 5 VCR Id'

All Other Response Messages Same as Request Message

Same as Request Message

MIB VFD of T)%B d}\i\

on MIB VFD evic Bits 32-1 Same as Request Message

}\‘\ \\ b Same as Request Message

inki ice Jype 9 | Bits 32-1 Same as Request Message

N N\ Same as Request Message

Q VFD%f Ty 9\d/wce Bits 32-1 Same as Request Message
%ﬂnec ing Device Same as Request Message

\MJ\V/FZ{ of Type 9 device Bits 32-1 Same as Request Message

N

NOTE Tr}efsglés\tor Qﬁ(bi\g\ 17329 returned is the Type 5 VCR Index of the dynamically created VCR.

connected to Linking Device Same as Request Message

4.3.3.2.4 APDUs sent by a publisher VCR endpoint

Table 8 illustrates the use of the FDA Address in messages sent by a publisher VCR endpoint.

Table 8 — FDA address header field APDUs sent by a publisher VCR endpoint

FDA address
Message type Publisher AP Bits Value
Type 9 Request Message AP in the Type 5 device Bits 32-1 Flat 32-bit Type 9 address

assigned to the published
data buffer

VFD of Type 9 device connected Bits 32-17 |Link Id of Type 9 Link

through a

Type 9 link of a Linking Device Bits 16-1 Node.Selector Dicep of the
published data buffer
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4.3.3.2.5 Messages sent by a report source VCR endpoint

Table 9 illustrates the use of the FDA Address in APDUs sent by a report source VCR
endpoint.

Table 9 — FDA address header field APDUs sent by a report source VCR endpoint

FDA address

Message type Report source AP Bits Value
Type 9 Request Message AP in the Type 5 device Bits 32-1 Flat 32-bit Type 9 address
assigned to the report
source VFD.
VFD of Type 9 device connected Bits 32-17

through a
Type 9 link of a Linking Device

Bits 16-1<

4.3.4 Trailer

FDA Sessions define which trailer fields are defined fo

eéssions and configured for
presence is indicated in the

Field name l \Qme\r b\at type \Oc/tet length Description

APDU Number 1 sign dw 4 Monotonically increasing by 1, 0 based,

number of the APDU within a specific
(\ \/\ session.

Invoke Id &si}}ed?ﬁ 4 Request/response identifier used to match
responses with requests. It is required for
all request / response exchanges. Invoke
Ids are unique within the context of an

N Application Relationship.

Time Stamp \ \)3 OctetString 8 System Time at which sender created
APDU (in Time value format). It can be
used by receivers to calculate the one-
way transfer time from the sender.

Extended Control Field 4 Unsigned32 4 Reserved For Future Use.

4.3.5 APDU Body
4.3.5.1 General

Each service has a set of APDU bodies that are conveyed in a fixed format in each APDU
body. The length of the APDU body formats may vary only if the last field of the APDU body
repeats or its length is variable. Variable length fields are supported only as the last field of a
APDU body (before the APDU Trailer) so that their offset from the beginning of the APDU
body is constant.

The number in parenthesis that follows the name of the service in each subclause header
below is the value that is used for the Service Id field in the Type 5 APDU Header.

Full document details: IEC 61158-6-5 2007
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4.3.5.2 FDA Session ASE Services
4.3.5.2.1 Open Session Service (confirmed service Id = 1)
4.3.5.2.1.1 Service overview

This service is used to open a Client/Server AR between a client AR endpoint and a server
AR endpoint. The source and destination address pair identifies each AR endpoint.

The Version field in the Type 5 APDU Header in the request message indicates the version of
the FDA Agent that is being requested for the AR. The responder may negotiate the version
down.

The Options field in the Type 5 APDU Header in the request indicates [the options that are

If the message number option is requested, then the trailer field e injtiabvalue to be
used by both endpoints of the session. This value is returng gssage. If the
requester does not receive a response to the request, Yo-resehd the request, it
increments the message number in the trailer, while keepi keNd'the same as the

If the original reqdest was not received,
g ived), then the new request
endpoint to process the

ptain of these, it is permitted to negotiate them, as defined in
prepared to operate with the negotiated attributes returned by

returned with an error class of "service" and a error code of "parameter-inconsistent" for the
offending parameter. This negative response also uses the additional code value of 1, and the
additional description to propose an acceptable values for each of the parameters indicated
below that can be used to open the session. To convey these values the 16 octets of the
additional description is interpreted as 4 Unsigned32 integers instead of as a VisibleString.
The location of each parameter value in the 16 octets is specified in the descriptions below.

If the responder receives an Open Session Request APDU for an AR on which it has already
sent a response message, it closes the AR.

If the responder is does not have an available Session Index for the new session, then a
negative response is returned with error class = “resource” and error code = “max sessions
exceeded”.
If the responder is does not have the resources to support the new session, then a negative
response is returned with error class = “resource” and error code = “object creation failure” or
some other appropriate error code within the “resource” error class.
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ARs opened for MIB VFD Configuration Use are referred to as configuration ARs. Only one
configuration AR is allowed at a time. If a request is received to open a configuration AR and
one is already open, or if there is an Type 9 VCR to any MIB VFD (Type 5 or Type 9) with
update services supported already open, then the configuration AR is refused. The AR ASE
returns a negative response with error class = "service" and error code = "config-access-
already-open".

Opening Publisher / Subscriber and Report Distribution ARs is local, and does not result in

the exchange of Open Session Service APDUs. As a result, the Open Session Request APDU
parameters for these AR types are preconfigured instead of negotiated.

4.3.5.2.1.2 Request APDU parameters

Table 11 —- Request APDU parameters

/\(r\\
Parameter name Octet offset Data type Octet scriptio
length

AR Index 0 Unsigned32 4 This parametekcontains the humeric
ient AR andpoint, if one.

Max Buffer Size 4 Unsigned32

4 .
6 the buffer may contain
d Type 9 APDUs) that the
€ is APDU may send or receive
i . This parameter can be
iated down (but not up) by the
responder using the Max Buffer Size
parameter. If the negotiation fails for any
QB parameter, an acceptable value for this
Unsigne

parameter is returned in the additional
description field as an Unsigned32 at offset
0. If the requested value is supported, but
another parameter failed the negotiation,
then the requested value is returned at
offset 0.

Max Message Leng@

Max Message Length attribute. This
parameter cannot be negotiated. The
server may reject the value supplied by the
client if it cannot support it using error
x class = “access” and error code =
“unsupported max APDU length”. If the
negotiation fails for any parameter, an
acceptable value for this parameter is
returned in the additional description field
as an Unsigned32 at offset 4. If the
requested value is supported, but another
parameter failed the negotiation, then the
requested value is returned at offset 4.

8 4 This parameter defines the maximum
length in octets of APDUs to be sent on
this AR by the sender of this APDU. It is
used by the receiving AR endpoint as its

Reserved 12 Unsigned8 1 Unused, set to 0.
Configuration Use 13 Unsigned8 1 0 = Configuration Not Permitted

1 = Configuration Permitted
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Parameter name Octet offset Data type Octet Description
length
Inactivity Close Time 14 Unsigned16 2 This parameter identifies how long, in

seconds, that the AR stays open without
receiving an APDU. After experiencing
inactivity on the AR for this period of time,
the AREP is closed, along with all VCR
activity associated with the AREP. The
responder can negotiate this value down.
The value 0 is not permitted. If the
negotiation fails for any parameter, an
acceptable value for this parameter is
returned in the additional description field
as an Unsigned32 at offset 8. If the
requested value is supported, but another
parameter failed th i
requested value is\returned at offset 8.

Transmit Delay Time 16 Unsigned32 4 s used\to set the, Transmit

supported, but another
e negotiation, then the

is returned at offset 12.
request message does not

SMK PD Tag 20 VisibleString 3
server rejects the request with error class
“access” and error code “object-access-

e PD Tag of the server, then the
denied”.

Same as Reques

4.3.5.2.1.4 Error

Defined by the Co F parameters in 8.3.6.1.

4.3.5.2.2 ldle
4.3.5.2.2.

This APDU is us

4.3.5.2.2.2 Request APDU parameters

None.

4.3.5.2.2.3 Response APDU parameters

None.
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4.3.5.3 SMK ASE services
4.3.5.3.1 SM find tag query (unconfirmed service Id = 1)
4.3.5.3.1.1 Service overview

The network address used to send the FIND_TAG_QUERY message and the FDA Address in
the Type APDU Header together indicate which SMKs are to receive and process the
message.

The Find Tag Query message may be sent to one or more SMKs in Type 5 and/or Type 9
devices. When sent to a linking device, the linking device Type 5 SMK responds if the linking
device contains the queried object. The Type 9 interface SMKs in the linking.device are used
only to forward the query to Type 9 links. They never respond to the queri

Although this service is unconfirmed, it uses the Invoke Id in the MeS$sg ai allow it to
be matched to the returned SM Find Tag Reply message.

Table 12 describes the distribution that may be reque . The FDA
Addresses in the table are shown in hexidecimal.
Table 12 — SMK FDA aw
7\ TN
FDA address
FDA adt_iress Destination‘address Q Distribution
meaning LLLL NN.SS
Type 5 Device SMK |00 00 00.02 S)A%Mulﬁis{&\ AllType 5 SMKs
kndivigm\ Mndividual Type 5 SMK
Type 5 and Type 9 00 00 1.0 SMK Multicast All Type 5 SMKs and all Type 9 SMKs
SMK Local Link Group
Address [\

Individug] Individual LD SMK and all Type 9 SMKs
accessible through the LD. This does not
include the SMKs of the linking device's

< /\ Type 9 interfaces

a
N
Type 9 SMK Local L 0n09' >SMK Multicast All Type 9 SMKs on Type 9 link LL LL
Link Group Address

Individual All Type 9 SMKs on Type 9 link LL LL
accessible through the LD. This does not

A\ include the SMK of the linking device's Type
9 LL LL interface

N
Individual Type\g\ L%L NN.02 Individual Individual Type 9 SMK accessible through

Address the LD

NOTE Specified in IEC 61158-601 as the Type 1 link specific address for "the SMAEs of all DLEs on the link".

4.3.5.3.1.2 Request APDU parameters

Table 13 lists the SMK FDA address values.
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Table 13 — SMK FDA address values

Parameter name Octet offset Data type | Octet length Description

Query Type 0 Unsigned8 1 Indicates the type of query:
0 = PD Tag query for primary or non-
redundant device
1= VFD tag query
2 = Function-Block tag query
3 = Element Id query
4 = PD Tag/VFD Reference query
5 = Device Ind

Reserved 1 Octetstring

Element Id Or VFD 4 Unsigned32

Reference

PD Tag Or Object Tag 8 VisibleString

VFD Tag 40 VisibleString

Full document details: IEC 61158-6-5 2007
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Table 14 — Request APDU parameters

Octet Ll
Parameter name offset Data type | Octet length Description
Query Type 0 Unsigned8 1 Indicates the type of query:
0 = PD Tag query for primary or non-
redundant device
1= VFD tag query
2 = Function-Block tag query
3 = Element Id query
4 = PD Tag/VFD Reference query
5 = Device Index query
Type 9 Node Address 1 Unsigned8 1
Type 9 Link Id 2 Unsigned16 2
VFD Reference 4
Queried Object Numeric Id 8 4 Servige Parameter
Queried Object Network 12 16 vice Parameter
Address
Queried Object OD Version 28 4 Service Parameter
Number
Queried Object Device 1D 2 2 Service Parameter
[ Unused octets in this field are set to
ASCII space characters.
Queried Object PD T 64 32 Service Parameter
Unused octets in this field are set to
ASCII space characters.
Duplicate DetectionState 9 nsigned8 1 Service Parameter Encoded as follows.
Bits 8-3: Reserved, set to 0.
Bit 2: 1 = Duplicate PD Tag Detected
0 = Duplicate PD Tag Not
Detected
Bit 1: 1 = Duplicate Device Index
Detected
0 = Duplicate Device Index Not
Detected
Reserved 97 Unsigned8 1 Reserved, set to 0.
Number in List of FDA 98 Unsigned16 2 This parameter indicates how many FDA
Addresses Address Selectors are contained in the
List of FDA Address Selectors parameter.
This value of this attribute is 0 if the
Query Type is “physical-device query”.
List of FDA Addresses 100 Unsigned16 | 2x number in | Service Parameter
list
Each Selector is an Unsigned32 that
immediately follows its predecessor in the
series (no spaces or padding between
them).
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4.3.5.3.3 SM Identify (confirmed service Id = 3)
4.3.5.3.3.1 Service overview

This service is used to request the identity of a single Type 5 or Type 9 device or of a group
of Type 5 devices.

Table 15 specifies the network addresses and FDA Addresses used with the SM Identify
request message.

Table 15 — SMK FDA address values for SM identify

e o FDA address Network .
Identification of LLLL.NN.SS address Request mesége\%lered to
Type 5 SMK device, including |00 00.00.02 SM Multicast | All Type 5 SM}\& (\
Live List Version Number List® Individual Individual TyRe B\M >
Linking Device Node Version |LL LL.00.02 SM Multicast k| ice Typ 5 M(s — the one
Number List for Specific Type thexeque Link\d responds
9 Interface

LL LL.00.02 Individu?( -Hmk}gkthw\ Ty>e 5 SMK

Type 9 device SMK LL LL.NN.02 ( @.\.d@l L.nﬁ@}; If‘lg)/ce Type 5 SMK -> Type 9 SMK

@ The Live List Version Number List is returned\LlrM\D\ewc SM

4.3.5.3.3.2 Request APDU paramete

None.

4.3.5.3.3.3 Resp
Same as SM Dewz At

This service is always confirmed and, therefore, always uses the Invoke Id in the Message
Trailer.

Table 16 specifies the Network Address and FDA Address used with the SM Clear Address
request and response APDUs.

Table 16 — SMK FDA address values for SMK set assignment info request APDUs

Use FDA address Network Request path
LLLL.NN.SS address questp
Type 5 Clear Address 00 00.00.02 Individual Type 5 Requester -> Type 5 SMK
Type 9 Clear Address LL LL.NN.02 Individual Type 5 Requester -> LD FDA Agent -> Type
9 SMK
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4.3.5.3.4.2 Request APDU parameters

Table 17 specifies the request APDU parameters.

Table 17 — SMK clear address request APDU parameters

Parameter name | Octet offset Data type Octet Description
length
Device Id 0 VisibleString 32 Service Parameter

Unused octets in this field are set to ASCII
space characters.

Physical Device Tag 32 VisibleString 32 Service Parameter

Unused octets in thi et to ASCII

space characters.

InterfaceToClear 64 Unsigned8 1 Service Paramgter

Reserved 65 Octetstring 3

4.3.5.3.4.3 Response APDU parame

None.

4.3.5.3.4.4 Error APDU parameters

4.3.5.3.5 SMK f}s
4.3.5.3.5.1 Service g

This service is a

Trailer.
Table 1§ spe e Network Address and FDA Address used with the SM Set Assignment
Info reque
Table 18 — SNHK FDA address values for SMK set assignment info request APDUs
FDA address Network
Use LLLL.NN.SS address Request path
Type 5 Set Assignment Info 00 00.00.02 Individual Type 5 Requester -> Type 5 SMK
Type 9 Set Assignment Info LL LL.NN.02 Individual Type 5 Requester -> LD FDA Agent -> Type
9 SMK

4.3.5.3.5.2 Request APDU parameters

Table 19 specifies the request APDU parameters.
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Table 19 — SMK set assignment info request APDU parameters

Parameter name | Octet offset Data type Octet Description
length
Device Id 0 VisibleString 32 Service Parameter
Unused octets in this field are set to ASCII
space characters.
Physical Device Tag 32 VisibleString 32 Service Parameter
Unused octets in this field are set to ASCII
space characters.
Type 9 New 64 Unsigned8 1 Service Parameter
Add
ress The field contains the pfew Type 9 address for
Header. The
value of this fie Q if the FDA Addtess does
not identify a ) device'x APBU is
not being us € pe9 device's
address.
Device Redundancy 65 Unsigned8 2 je 3 e set to O if the
State sS\i i pe 9 device.
ue~Q indicates thaf the device is not
icipayj 3 g redundancy. If it is to
i i ice/fedundancy, the value of
if 1 is non-zero. The value of bit
i d 3 is pon-zero whenever bits 2 & 1
indi rnal Switchover Control Device".
Ot i ey are unused:
Bit 8 = Reserved, set to 0
Bit 7 = Reserved, set to 0
Bit 6 = Reserved, set to 0
Bit 5 = Reserved, set to 0
Bits 4 & 3 —External Switchover
Control Device Redundancy Role
0 = Not used
1 = Primary
2 = Secondary
Bits 2 & 1 — Assigned Device
Redundancy Type
0 = Non-redundant
1 = External Switchover
Control
2 = Internal Switchover
Control
LAN Redundancy 66 Unsigned16 2 Service Parameter Unused and set to O if the
Socket Address FDA Address identifies a Type 9 device.
Annunciation 68 Unsigned32 4 Service Parameter
Repeat Time )
Unused and set to 0 if the FDA Address
identifies a Type 9 device.
Device Index 72 Unsigned16 2 Service Parameter Encoded as follows.
0 = Index not assigned
1 to Max Device Index = Device Index
Max Device Index 74 Unsigned16 2 Service Parameter
Unused and set to 0 if the FDA Address
identifies a Type 9 device.
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Parameter name | Octet offset Data type Octet Description

length
Operational 76 Octetstring 16 Service Parameter
Network Address Unused and set to 0 if the FDA Address
identifies an Type “X” device.

Reserved 92 Octetstring 3 Reserved, set to 0.
Clear Duplicate 95 Unsigned8 2 Service Parameter

Detection State

Unused and set to 0 if the FDA Address
identifies a Type 9 device. Encoded as follows:

Bits 8-3: Reserved, set to 0.

Bit 2:
Detected

1 = Do not clea

Detegeg

4.3.5.3.5.3 Response APDU parameters

Table 20 specifies the response APDU paramete

Table 20 — SMK set ass@&x'nfo

PDU parameters

Parameter name | Octet offset

Data tyf\

e

Description

Reserved

Max Device Index

Annunciation
Repeat Time

UnsignetN 6

Unsigned16

Reserved, set to 0.
Service Parameter

Unused and set to 0 if the FDA Address
identifies a Type 9 device.

Service Parameter

Unused and set to 0 if the FDA Address
identifies a Type 9 device.

4.3.5.3.5.

Defined bythe

4.3.5.3.6 SMKc

4.3.5.3.6.1 Service overview

Error APDU parameters in 8.3.6.1.

rassignment info (confirmed service Id = 15)

This service is always confirmed and, therefore, always uses the Invoke Id in the Message

Trailer.

Table 21 specifies the Network Address and FDA Address used with the SM Clear
Assignment Info request and response APDUs.
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Table 21 — SMK FDA address values for SMK device clear assignment Info APDUs

Use FDA address Network Request path
LLLL.NN.SS address
Type 5 Clear Assignment Info |00 00.00.02 Individual Type 5 Requester -> Type 5 SMK
Type 9 Clear Assignment Info |LL LL.NN.02 Individual Type 5 Requester -> LD FDA Agent -> Type
9 SMK

4.3.5.3.6.2 Request APDU parameters

Table 22 defines the request APDU parameters.

Table 22 — SMK clear assignment info request APDU parameter

Parameter name | Octet offset Data type Octet <6§¢Qg\v\n\ >
length
Device Id 0 VisibleString 32 \>
his field\are set to ASCII
Physical Device Tag 32 VisibleString 32
< field are set to ASCII

4.3.5.3.6.3 Response APDU parametexs

None.

Table 23 specifie e Network Address and FDA Address used with the SMK Device
Annunciation request APDUs.

Table 23 — SMK FDA address values for SMK device annunciation request APDUs

Use FDA address Network Request path
LLLL.NN.SS address questp
Device Annunciation 00 00.00.02 SM Multicast | Type 5 SMK -> Configuration Applications

4.3.5.3.7.2 Request APDU parameters

Table 24 defines the request APDU parameters.
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Table 24 — SMK device annunciation request APDU parameters

Device Redundancy
State

Duplicate Detection
State

Unsigned8

Parameter name f))f:;:tt Data type Ig:;‘:; Description
SMK State 0 Unsigned8 1 Service Parameter Encoded as follows.
0 = Reserved
1=NO_TAG
2 = OPERATIONAL
3 — 255 = Reserved
Device Type 1 Unsigned8 1 Service Parameter Encoded as follows.

Each bit identifies a differep
destination device type for{reques

Service Parameter Encoded as follows. Encoded

as follows.

Bit 8 =
Bit 7 =
Bit 6 =
Bit 5 =
Bits 4 & 3 — Device Redundancy Role

Bits 2 & 1 — Assigned Redundant Device Type

Service Parameter Encoded as follows.

Bits 8-3:
Bit 2:

Bit 1:

Detected

device type. It is the
essages and

— Redundant Device Type
0 = Non-redundant

External Switchover Control

Internal Switchover Control

Reserved, set to 0
Reserved, set to 0
Reserved, setto 0

Reserved, set to 0

0 = Non-redundant
1 = Primary

2 = Secondary

0 = Non-redundant

1 = External Switchover Control
2 = Internal Switchover Control

Reserved, set to 0.

1 = Duplicate PD Tag Detected
0 = Duplicate PD Tag Not Detected

1 = Duplicate Device Index Detected

0 = Duplicate Device Index Not
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Octet Octet s
Parameter name offset Data type length Description
Device Index 4 Unsigned16 2 Service Parameter Encoded as follows.
0 = Index not assigned
1 to Max Device Index = Device Index
Max Device Index 6 Unsigned16 2 Service Parameter
Operational 8 Octetstring 16 Service Parameter
Network Address
Device Id 24 VisibleString 32 Service Parameter
Unused octets in this field are set to ASCII space
characters.
Physical Device Tag 56 VisibleString 32 Service Parameter
Unused octets in thi setto ASCII space
characters.
Annunciation 92 Unsigned32 4 Service Para
Repeat Time
LAN Redundancy 96 Unsigned16 2
Socket Address
Reserved 98 Unsigned16 2
APDU Version 100 Unsigned32 4
Number
Device Version 100 Unsigned32
Number
Number of Entries 104 Unsigned32 > 4 er indicates how many version
in Version Number rs are contained in the Version Number List
List freld below. Its value is O if the device is not a
\NQk g device or a gateway.

N
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Octet Octet s
Parameter name offset Data type length Description
Version Number List 108 Unsigned32 4 x Number | Service Parameter
of Entries

This field is present only for linking devices and
I/O gateways. This field contains a list of numbers.
Each is an Unsigned32 number. The number of
entries in the list is specified by the field above
"Number of Entries in Version Number List".

This field supports two types of lists, as
determined by the Link Id portion of the FDA
Address, as follows:

Link Id =0

Version for the first
» the list. The value 0 is

ist of Type “X” Node Address Version
ers, one for each node id currently in the live

essage format is used for SM Identify

esponses that describe an LD Type “X” interface.
The list begins with the version number of the
specified Type “X” Interface. The remainder of the
list is sorted in ascending order by Type “X” node
address, with two version numbers packed into
each Unsigned32 value, as follows:

Bits 33-25: Type “X” Node Address
Bits 24-17  Version Number
Bits 16-9: Type “X” Node Address

?dress Version Numbers is used only when this

ol
%@A

%
fady

Bits 8-1: Version Number

7

N A\ NS
4.3.5.4 Type 9 E Services

4.3.5.4.1 General note

NOTE Unless specified otherwise, all parameters of the Type 9 Service APDUs and their values are defined in
IEC 61158-5 subseries.

4.3.5.4.2 Reject

The Type 9 Reject Service is used only to indicate to the requester that the response is too
long for Type 9 to convey it. Instead of defining a separate APDU here to convey this
information, the Common Error APDU conveys it, using the Error Class "Reject" and the
Reject Code as defined in the Type 9 abstract syntax for the Error Code.

4.3.5.4.3 Initiate (confirmed service Id = 96)
4.3.5.4.3.1 Request APDU parameters

Table 25 defines the request APDU parameters.
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Table 25 — Initiate request APDU parameters

Parameter name Octet offset| Data type | Octet length Description

Connect Option 0 Unsigned8 1 This field indicates which option is to be
used to open the S-VFD Context. Its values
are:
1 = VCR Selector
2 = MIB Access
3 = FBAP Access

Access Protection 8 Boolean 1 Service Parameter

Supported Calling

Password and Access 2 Unsigned16 2 Service Parameter

Groups Calling

Version OD Calling 4 Integer16 2 Service Para

Profile Number Calling 6 Unsigned16 2 Service Par

PD Tag 8 OctetString 32 The S o\of the device
containing the

4.3.5.4.3.2 Response APDU parameters

Table 26 lists the response APDU parameters.

Table 26—Init@m{ons APDU

Q‘a eters

Parameter name

Octet offset

Data t/fp?

OBQt\te\n gt

Description

Version OD Called
Profile Number Called

Integer

6
N

Service Parameter

Service Parameter

4.3.5.4.3.3 Error A

Defined by the

codes.

4.3.5.4.4 Abo

P

O
N

Table 27 — Abort request APDU parameters

Parameter name | Octet offset Data type Octet length Description

Abort Detail 0 OctetString 16 Supplied by the sender of the APDU.

Abort ldentifier 16 Unsigned8 1 Service parameter. Values defined for Type
9 PDUs.

Reason Code 17 Unsigned8 1 Service Parameter

Reserved 18 Unsigned16 2 Reserved, set to 0

4.3.5.4.5 Get status (confirmed service Id = 0)

4.3.5.4.5.1 Request APDU parameters

None.
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4.3.5.4.5.2 Response APDU parameters

—41 -

Table 28 defines the response APDU parameters.

Table 28 — Get response APDU parameters

Parameter name | Octet offset Data type Octet length Description

Logical Status 0 Unsigned8 1 Service Parameter

Physical Status 1 Unsigned8 1 Service Parameter

Reserved 2 Unsigned16 2 Reserved, set to 0

Local Detail 4 OctetString 4 Service Parameter. The high order octet is
reserved and set to 0/ TheYqw order three
octets contain the)’i\ ctet Loca| Detail value

4.3.5.4.6 Status notification (unconfirmed service Id

4.3.5.4.6.1 Request APDU parameters

Same as Get Status Response APDU

4.3.5.4.7 ldentify (confirmed service Id = 1)

4.3.5.4.7.1 Request APDU paramete

None.

=1)

Q

Parameter name

Dat typ&

Octet length

Description

Vendor Name Visibte M 32 Service Parameter
Model Identifier 3 VisiblesString 32 Service Parameter
Vendor Revision isibleString 32 Service Parameter

Table 30 specifies the request APDU parameters.

Table 30 — Get OD request APDU parameters

Parameter name | Octet offset Data type Octet length Description
All Attributes 0 Boolean 1 Service Parameter
Start Index Flag 1 Boolean 1 Service Parameter
Reserved Unsigned16 Reserved, set to 0
Index 4 Unsigned32 4 Service Parameter

4.3.5.4.8.2 Response APDU parameters

Table 31 specifies the response APDU parameters.

Full document details: IEC 61158-6-5 2007

Documents

Document Sharing Hub


http://avadocuments2026.com/doc/iec-61158-6-5-2007
http://avadocuments2026.com/doc/iec-61158-6-5-2007

—42 —

IEC 61158-6-5:2007 © IEC 2007

Table 31 — Get OD response APDU parameters

Parameter name Octet offset Data type Octet length Description
More Follows 0 Boolean 1 Service Parameter
Number of Object 1 Unsigned8 1 Service Parameter
Descriptions
Reserved 2 Unsigned16 Reserved, set to 0
List of Object 4 OctetString N Defined in 4.3.5.6.2
Descriptions

4.3.5.4.8.3 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.1.

4.3.5.4.9 Initiate Put OD (confirmed service Id = 28)

4.3.5.4.9.1 Request APDU parameters

Table 32 specifies the request APDU parameters.

Table 32 —

Initiate put OD requ st

DU param

Parameter name

Octet offset

Data t;p/e\

)é\&{en}th

> Description

Reserved

Consequence

0
2

Unsigned

Unsignedza"

\9>PDUS

served) set to 0

Service Parameter. Values defined for Type

4.3.5.4.9.2 Response A

None

4.3.54.9.3 Err@

67

Table 33 specifies the\request APDU parameters.

Table 33 — Put OD request APDU parameters

Parameter name Octet offset | Data type | Octet length Description
Number of Object 0 Unsigned8 1 Number of entries in List of Object
Descriptions Descriptions
Reserved 1 OctetString Reserved, set to 0
List of Object Descriptions 4 OctetString N Defined in 4.3.5.6.2

4.3.5.4.10.2 Response APDU parameters

None

4.3.5.4.10.3 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.1.
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4.3.5.4.11 Terminate put OD (confirmed service Id = 30)
4.3.5.4.11.1 Request APDU parameters

None.

4.3.5.4.11.2 Response APDU parameters

None.

4.3.5.4.11.3 Error APDU parameters

Defined by the OD Error APDU parameters in 8.3.6.

4.3.5.4.12 Generic initiate download sequence (confirmed servicg
4.3.5.4.12.1 Service overview

This service corresponds to the Type 9 Initiate Load Seryice j Wng parameter
settings:

o Load Region Index Called: Load region of the res
e Load Type: DOWNLOAD

e Load Service Initiator: TRUE (
Segment service)).

sequence request APDU parameters

Table 34/\G9M i
Parameter name O/efét\\(ts\et Daté\gpé Octet length Description

Index /\ 0 Unsigned32 4 Service Parameter

se%&barameters

APDU parameters

4.3.5.4.12.3

None

4.3.5.4.12.4 Err

Defined by the Common Error APDU parameters in 8.3.6.1.

4.3.5.4.13 Generic download segment (confirmed service Id = 32)
4.3.5.4.13.1 Service overview

This service corresponds to the Type 9 Generic Download Segment Service.

4.3.5.4.13.2 Request APDU parameters

See Table 35.
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Table 35 — Generic download segment request APDU parameters

Parameter name | Octet offset Data type Octet length Description
Index 0 Unsigned32 4 Service Parameter

More Follows 4 Boolean 1 Service Parameter
Reserved 5 OctetString 3 Set to 0.

Load Data 8 OctetString N Service Parameter

4.3.5.4.13.3 Response APDU parameters

None.

4.3.5.4.13.4 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.1.

4.3.5.4.14 Generic terminate download sequence (confirn

4.3.5.4.14.1 Service overview

This service corresponds to the Type 9 Generic Ter

4.3.5.4.14.2 Request APDU paramefers

See Table 36.

gte

Table 36 — Generic terminate w&@se u e request APDU parameters
/AN

Parameter name

OctF{of}sit

ata t
o~

Octet Iéngth

Description

Index

[ o

yp
\Qnsi eé@%

4

Service Parameter

See Table 37.

e

4.3.5.4.14.3 Respo

ters

N

Ta 37 - Response APDU parameters
/\ AN
Parama’e:\nzhk WSet Data type Octet length Description
Terminate Reaso > 0 Boolean 1 Service Parameter
Reserved 1 OctetString 3 Reserved, set to 0

4.3.5.4.14.4 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.1.

4.3.5.4.15 Initiate download sequence (confirmed service Id = 9)

4.3.5.4.15.1 Service overview

This service corresponds to the Type 9 Initiate Download Sequence Service with the following

parameter settings:

Load Region Index Called: Load region of the responder (Server)
Load Type: DOWNLOAD

Load Service to Use: Pull Segment (Download Segment)
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e Load Service Initiator: FALSE (Remote AP (Server) initiates the load service (The Pull
Segment service)).

4.3.5.4.15.2 Request APDU parameters

See Table 38.

Table 38 — Initiate download sequence request APDU parameters

Parameter name | Octet offset Data type Octet length Description

Index 0 Unsigned32 4 Service Parameter

4.3.5.4.15.3 Response APDU parameters

None.

4.3.5.4.15.4 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.

4.3.5.4.16.2 Request APDU paramete

Table 39— wnl@iﬁ

Parameter namg\ ﬁcteQﬁfset Détetﬁ)e\ \/6ctet length Description
Unsigneu3?”

Index /\< })\ 4 Service Parameter

4.3.5.4.16.3 nse ARD arameters
See Tab, .
Table\40 — Download segment response APDU parameters

See Table 39.

€ equest APDU parameters

Parameter name | Octet offset | Data type Octet length Description

More Follows 0 Boolean 1 Service Parameter

Reserved 2 OctetString 3 Reserved, each octet is set to binary 0
Load Data 4 OctetString N Service Parameter

4.3.5.4.16.4 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.1.

4.3.5.4.17 Terminate download sequence (confirmed service Id = 11)
4.3.5.4.17.1 Service overview

This service corresponds to the Type 9 Terminate Download Sequence Service.
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4.3.5.4.17.2 Request APDU parameters

See Table 41.
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Table 41 — Terminate download sequence request APDU parameters

Parameter name Octet offset Data type Octet length Description
Index 0 Unsigned32 4 Service Parameter
Reserved 4 Octetstring 3 Reserved, each octet is set to binary 0
Terminate Reason 7 Boolean 1 Service Parameter

4.3.5.4.17.3 Response APDU parameters

None.

4.3.5.4.17.4 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.

e Load Region Index Called: Load region
e Load Type: UPLOAD

e Load Service to Usp:

e Load Service lnitia
service))

4.3.5.4.18.2 Requ

See Table 42.

ate upload sequence request APDU parameters

Paramet}n@&

the fset

Data type

Octet length

Description

Index

0

Unsigned32

4

Service Parameter

4.3.5.4.18.3 Response APDU parameters

None.

4.3.5.4.18.4 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.1.

4.3.5.4.19 Upload segment (confirmed service Id = 13)

4.3.5.4.19.1 Service overview

This service corresponds to the Type 9 Upload Segment Service.
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4.3.5.4.19.2 Request APDU parameters

See Table 43.
Table 43 — Upload segment request APDU parameters
Parameter name | Octet offset Data type Octet length Description
Index 0 Unsigned32 4 Service Parameter

4.3.5.4.19.3 Response APDU parameters

See Table 44.
Table 44 — Upload segment response APDU par terx
Parameter name | Octet offset | Data type Octet length eéc\ri ion
More Follows 0 Boolean 1 Service araM \/
Reserved 2 OctetString 3 ac tet is set to binary 0
Load Data 4 OctetString N t

4.3.5.4.19.4 Error APDU parameters

t

rame
4.3.5.4.20 Terminate upload sequence (caonfirmed
4.3.5.4.20.1 Service overvie %

4.3.5.4.20.2 Rt A

See Table 45.

'{a‘ble\S Termihate upload sequence request APDU parameters

Paramf‘f@lx{a\qe N O&et B{fset Data type Octet length Description

Index \ \\Q/ Unsigned32 4 Service Parameter

4.3.5.4.20.3 Response APDU parameters

None

4.3.5.4.20.4 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.1.

4.3.5.4.21 Request domain download (confirmed service Id = 15)
4.3.5.4.21.1 Service overview

This service corresponds to the Type 9 Request Domain Download Service.

4.3.5.4.21.2 Request APDU parameters

See Table 46 for definitions. Documents
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Table 46 — Request domain download request APDU parameters

Parameter name Octet offset Data type Octet length Description
Index 0 Unsigned32 4 Service Parameter
Additional Information 4 VisibleString N Service Parameter

4.3.5.4.21.3 Response APDU parameters

None.

4.3.5.4.21.4 Error APDU parameters

Defined by the Common Error APDU parameters in 8.3.6.1.

4.3.5.4.22 Request domain upload (confirmed service Id = 16)
4.3.5.4.22.1 Service overview

This service corresponds to the Type 9 Create Program In

4.3.5.4.22.2 Request APDU parameters

See Table 47 for definitions.

Table 47 — Request domain upl

d reque

APDU parameters

Parameter name

Octet offset

Data\typeC

Description

Index

Additional Information

nsieZ

V|sHl\eS

co g
\) 4

Service Parameter

Service Parameter

4.3.5.4.22.3 R

None.

4.3.5.4.22.4

Defined

4.3.5.4.23

4.3.5.4.23.1 Servic¥ overview

1se APDU param er

eters

PDU parameters in 8.3.6.1.

ogram invocation (confirmed service Id = 17)

The Create Program Invocation corresponds to to the Type 9 Create Program Invocation

service.

4.3.5.4.23.2 Request APDU parameters

See Table 48 for definitions.
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