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INTERNATIONAL ELECTROTECHNICAL COMMISSION

MARITIME NAVIGATION AND RADIOCOMMUNICATION
EQUIPMENT AND SYSTEMS -
DIGITAL INTERFACES -

Part 1: Single talker and multiple listeners

FOREWORD

1) The IEC (International Electrotechnical Commission) is a worldwide organizatiq

ere ed in the s .bjec dealt with may

entrusted to technical committees; any IEC National Committee
ve ental rganlzatlons Ilalsmg

participate in this preparatory work. International, governmental &
with the IEC also participate in this preparation. The IEC collabgrsa
for Standardization (ISO) in accordance with condition
organizations.

2) The formal decisions or agreements of the IEC on | express, as nearly as possible, an
international consensus of opinion on the rete j& I chnical committee has representation
from all interested National Committees.

3) The documents produced have the form of recgmmugpda i ational use and are published in the form
of standards, technical specifications, techaica G guides and they are accepted by the National
Committees in that sense.

4)

5) The IEC provi
equipment declayé

62-1 has been prepared by IEC technical committee 80:
munication equipment and systems.

The text of this standard is based upon the following documents:

FDIS Report on voting

80/240/FDIS 80/264/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 3.
Annex C forms an integral part of this standard.

Annexes A and B are for information only.
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The committee has decided that the contents of this publication will remain unchanged until
2004. At this date, the publication will be

¢ reconfirmed,;

e withdrawn;

* replaced by a revised edition, or
e« amended.

@%
S
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INTRODUCTION

IEC TC 80 interface standards are developed with input from manufacturers, private and
government organisations and equipment operators. The information contained in this standard
is intended to meet the needs of users at the time of publication, but users must recognise that
as applications and technology change, interface standards must change as well. Users of this
document are advised to immediately inform the IEC of any perceived inadequacies in this
standard.

The following notes provide the background to changes introduced to the first edition of this
standard.

NOTE 1 The sentences in IEC 61162-1:1995-11 which were indicated as “(to be furthe
been developed. The sentences involved are:
DSC - Digital selective calling (DSC) (see also DSE, DSI and DSR)

DTM — Datum reference

eloped)” have now

ASD — Autopilot system data has been deleted and renamed in line with IMO d€ aqd MTD below.
NOTE 2 New sentences have been added:

ACK Acknowledge alarm

ALR Set alarm state
DSE Expanded digital selective calling
DSI DSC transponder initiate

DSR DSC transponder response
GNS GNSS fix data

HMS Heading monitor set

HMR Heading monitor receive

HTC Heading/track control command
HTD Heading/track control data

MLA GLONASS almanac data
MWD  Wind direction and speed
TLB Target label

TXT Text transmission

¢~“a” has been added as a new last data field to specific sentences,
B, RMC, VTG, WCV and XTE.

E = Estimated (dead reckoning) mode
M = Manual input mode
S = Simulator mode

N = Data not valid

NOTE 6 A note has been added to sentences APB, GLL, RMA, RMB, RMC and XTE (which contain a status field
“A") as follows:

“Note: the mode indicator field supplements the status field (field n), the status field shall be set to V = Invalid for
all values of mode indicator except for A = Autonomous and D = Differential.”

NOTE 7 A note has been added to all appropriate sentences to state that “the quality indicator, mode indicator,
operating mode and status fields shall not be null fields.”
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MARITIME NAVIGATION AND RADIOCOMMUNICATION
EQUIPMENT AND SYSTEMS -
DIGITAL INTERFACES -

Part 1: Single talker and multiple listeners

1 General

1.1 Scope

For applications where
IEC 61162-2.

latest edition of the normative document referred to applies. Members of IEC and ISO maintain
registers of currently valid International Standards.

IEC 61162-2:1998, Maritime navigation and radiocommunication equipment and systems —
Digital interfaces — Part 2: Single talker and multiple listeners, high-speed transmission

ISO/IEC 8859-1:1998, Information technology — 8-bit single-byte coded graphic character sets
— Part 1: Latin alphabet No.1

ITU-R M.493-9:1997, Digital selective-calling system for use in the maritime mobile service

ITU-R M.821-1:1997, Optional expansion of the digital selective-calling system for use in the
maritime mobile service
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ITU-R M.825-3:1998, Characteristics of a transponder system using digital selective calling
techniques for use with vessel traffic services and ship-to-ship identification

ITU-T X.27/V.11:1996, Electrical characteristics for balanced double-current interchange
circuits operating at data signalling rates up to 10 Mbit/s

NMEA 0183:1998, National Marine Electronics Association (USA) — Standard for interfacing
marine electronic devices, version 2.30

RTCM:1998, RTCM (Radio Technical Commission for Maritime Services) SC-104
Recommended standards for differential GNSS (Global Navigation Satellite Systems) service,
version 2.2

IHO:1994, Special publication No. 60, User’s handbook on datum tr&
WGS 84

involving

GLONASS:1995, Interface control document

Rockwell International Corporation ICD-GPS-200:1987, ocument, Navstar
GPS space segment/navigation user interface

1.3 Definitions

talker
any device which send

meet the requirementsyof this standard shall contain the following information:

a) identification of the A and B signal lines;
b) the output drive capability as a talker;

c) a list of approved sentences, noting unused fields, proprietary sentences transmitted as a
talker and transmission interval for each sentence;

d) the load requirements as a listener;
e) a list of sentences and associated data fields that are required as a listener;
f) the current software and hardware revision if this is relevant to the interface;

g) an electrical description or schematic of the listener/talker input/output circuits citing actual
components and devices used, including connector type and part number;

h) the version number and date of update of the standard for which compliance is sought.
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3 Hardware specification

One talker and multiple listeners may be connected in parallel over an interconnecting wire.
The number of listeners depends on the output capability and input drive requirements of
individual devices.

3.1 Interconnecting wire

Interconnection between devices may be by means of a two-conductor, shielded, twisted-pair
wire.

3.2 Conductor definitions

All signal line A connections are connected in parallel with_al iCe g ons and all
signal line B connections are connected in parallel with all gévic he shields of

at each listener.

3.4 Connector

No standard connector is specified eadily available commercial

for user identification of the

input/output requitements of standard UARTs and that many line drivers and receivers provide
a logic inversion.

3.5.2 Talker drive circuits

No provision is made for more than a single talker to be connected to the bus. The drive circuit
used to provide the signal A and the return B shall meet, as a minimum, the requirements of
ITU-T X.27/V.11.

3.5.3 Listener receive circuits

Multiple listeners may be connected to a single talker. The listener receive circuit shall consist
of an opto-isolator and shall have protective circuits to limit current, reverse bias and power
dissipation at the opto-diode as shown in figure 1. Reference is made to example circuits
in7.2.
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The receive circuit shall be designed for operation with a minimum differential input voltage of
2,0 V 1) and shall not take more than 2,0 mA from the line at that voltage.

R T
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IEC 910/2000

Data is tran
2.1. The first b
by figure 2.

art bit and is followed by data bits, least-significant-bit first, as illustrated

The following parameters are used:

— baud rate 4 800;
data bits 8 (D7 = 0), parity none;

stop bits 1.

1 For reasons of compatibility with equipment designed to comply with earlier versions of NMEA 0183, it is noted
that the idle, marking, logical "1", OFF or stop bit state had previously been defined to be in the range —15,0 V to

+0,5 V. The active, spacing, logical "0", ON or start bit state was defined to be in the range +4, )
while sourcing was not less than 15 mA. Olj(tféﬁ Ments
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po| Di| D2 | D3| D4 | D5 |D6 |D7 |

Data bits ‘

Stop bit

Start bit

IEC 911/2000

Figure 2 — Data transmission format

5 Data format protocol

5.1 Characters

gnificant bit of the

5.1.1 Reserved characters

The reserved character set consists Q
characters are used for specific form
and except for code delimiting, shall not

own in 6.1 (Table 1). These
sentence and field delimiting,

5.1.2 Valid characters

The valid character sef cohsi intable ASEIl characters (HEX 20 to HEX 7E) except
those defined as resg heist /of the valid character set is given in 6.1
(Table 2).

sentence or text sentance), three characters shall be used.

The reserved character “* (HEX 5E) is followed by two ASCIlI characters (0-9, A-F)
representing the HEX value of the character to be communicated. For example:

— to send heading as "127.5°", transmit “127.5 "F8";
— to send the reserved characters <CR><LF>, transmit “*OD"0A";
— to send the reserved character """, transmit “5E”.

5.1.4 Character symbols

When individual characters are used in this standard to define units of measurement, to
indicate the type of data field, type of sentence, etc. they shall be interpreted according to the
character symbol in 6.1 (Table 3).
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5.2 Fields

A field consists of a string of valid characters, or no characters (null field), located between two
appropriate delimiter characters.

5.2.1 Address field

An address field is the first field in a sentence and follows the "$" delimiter; it serves to define
the sentence. Characters within the address field are limited to digits and upper case letters.
The address field shall not be a null field. Only sentences with the following three types of
address fields shall be transmitted.

5.2.1.1 Approved address field

The first two

Approved address fields consist of five characters defined by this, tandard
Y o define

Devices capable of re-transmitting data frem gthe e the appropriate identifier
(e.g. GPS receivers transmitting heading data % 3 it $GPHCD unless the compass

The next three characters form the senten Qrm
of data. A list of approved srmatte i

5.2.1.2 Query addres

The query addr j i e_chgracters and is used for the purpose of requesting
transmission of a Sgeeific se ~

The first two ch G
characters are ifier of the device being addressed and the final character is the

three-character manufacturer's mnemonic code, used to identify the talker issuing a proprietary
sentence, and any additional characters as required. A list of valid manufacturer's mnemonic
codes may be obtained from NMEA (see 5.3.3).

5.2.2 Data fields

Data fields in approved sentences follow a "," delimiter and contain valid characters (and code
delimiters “A”) in accordance with the formats illustrated in 6.2 (Table 6). Data fields in
proprietary sentences contain only valid characters and the delimiter characters “,” and “*”, but
are not defined by this standard.

Because of the presence of variable data fields and null fields, specific data fields shall only be
located within a sentence by observing the field delimiters ",". Therefore, it is essential for the
listener to locate fields by counting delimiters rather than counting the total number of
characters received from the start of the sentence.
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5.2.2.1 Variable length fields

Although some data fields are defined to have fixed length, many are of variable length in order
to allow devices to convey information and to provide data with more or less precision,
according to the capability or requirements of a particular device.

Variable length fields may be alphanumeric or numeric fields. Variable numeric fields may
contain a decimal point and may contain leading or trailing zeros.

5.2.2.2 Data field types

Data fields may be alpha, numeric, alphanumeric, variable length, fixed length or fixed/ variable
(with a portion fixed in length while the remainder varies). Some fields are ystant, with their
value dictated by a specific sentence definition. The allowable field types marized in
6.2 (Table 6).

5.2.2.3 Null fields

"000". However, a null field, with no characters
transmitted.

Null fields with their delimiters can hav
located in the sentence:

The ASCII NULL (i’hara

5.2.3 Checksum field

sentence and cksum delimiter character "*". The checksum is the eight-bit
exclusive O ) ts) of all characters in the sentence, including "," delimiters,
between i $" and the "*" delimiters.

The hexadecimal valye of the most significant and least significant four bits of the result is
converted to two ASCH characters (0-9, A-F) for transmission. The most significant character is
transmitted first.

Examples of the checksum field are:

$GPGLL,5057.970,N,00146.110,E,142451,A*27 and
$GPVTG,089.0,T,,,15.2,N,,*7F .

5.3 Sentences

This subclause describes the general structure of sentences. Details of specific sentence
formats are found in 6.3. Some sentences may specify restrictions beyond the general
limitations given in this part of this standard. Such restrictions may include defining some fields
as fixed length, numeric or text only, required to be non-null, transmitted with a certain
frequency, etc.
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The maximum number of characters in a sentence shall be 82, consisting of a maximum of 79
characters between the starting delimiter "$" and the terminating delimiter <CR><LF>.

The minimum number of fields in a sentence is one (1). The first field shall be an address field
containing the identity of the talker and the sentence formatter which specifies the number of
data fields in the sentence, the type of data they contain and the order in which the data fields
are transmitted. The remaining portion of the sentence may contain zero or multiple data fields.

The maximum number of fields allowed in a single sentence is limited only by the maximum
sentence length of 82 characters. Null fields may be present in the sentence and shall always
be used if data for that field is unavailable.

All sentences begin with the sentence-starting delimiter character "$|
sentence-terminating delimiter <CR><LF>.

5.3.1 Description of approved sentences

ASCII HEX
"$" 24
<address field>
['," <data field>]
["," <data field>]

field

"*" <checksum f@
<CR><LF> [ pf sentence

5.3.1.1 Approyal

The followjng\p

$aaccc, c-->¢

ASCII HE Description
"$" 24 Start of sentence: starting delimiter
aaccc Address field: alphanumeric characters identifying type of talker,

and sentence formatter. The first two characters identify the
talker. The last three are the sentence formatter mnemonic code
identifying the data type and the string format of the successive
fields. Mnemonics will be used as far as possible to facilitate
read-outs by users.

2C Field delimiter: starts each field except address and checksum
fields. If it is followed by a null field, it is all that remains to
indicate no data in a field.
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c---C Data sentence block: follows address field and is a series of data
fields containing all of the data to be transmitted. Data field
sequence is fixed and identified by the third and subsequent
characters of the address field (the sentence formatter). Data
fields may be of variable length and are preceded by delimiters

e 2A checksum delimiter: follows last data field of the sentence. It
indicates that the following two alpha-numeric characters show
the HEX value of the checksum.

hh Checksum field: the absolute value calculated by exclusive-

OR'ing the eight data bits (no start bits oy  stop_bits) of each
"$" and "
The hexadecimal value of the mo ignifice and least
significant four bits of the result aré
characters (0-9, A-F) for transnyissi

<CR><LF> 0D 0A End of sentence: sentengé

5.3.2 Query sentences

0’be transmitted in a form of
at the listener shall have the

Query sentences are intended to requ
two-way communication. The use of que
capability of being a talker with its own

<aa> er identifier for device from which data is being requested
"Q" query character, identifies query address

data field delimiter

<ccc> approved sentence formatter of data being requested

"*" <checksum field> checksum field

<CR><LF> 0D 0OA end of sentence

5.3.2.1 Reply to query sentence

The reply to a query sentence is the approved sentence that was requested. The use of query
sentences requires cooperation between the devices that are interconnected. A reply to a query
sentence is not mandatory and there is no specified time delay between the receipt of a query
and the reply.
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5.3.3 Proprietary sentences

These are sentences not included within this standard; these provide a means for
manufacturers to use the sentence structure definitions of this standard to transfer data which
does not fall within the scope of approved sentences. This will generally be for one of the
following reasons:

a) data is intended for another device from the same manufacturer, is device specific, and not
in a form or of a type of interest to the general user;
b) data is being used for test purposes prior to the adoption of approved sentences;

c) data is not of a type and general usefulness which merits the creation of an approved
sentence.

The manufacturers' reference list of mnemonic codes is a componey
specification NMEA 0183. 2)

equivalent

A proprietary sentence contains, in the order shown, the following™eler

ASCII HEX Description
"$" 24 start of sentence
"P" 50 propkietary

code (The NMEA secretariat
reference list which comprises codes
% adopted by NMEA)

"**<checksum field
<CR><LF> 0:0

ecksums and conform to requirements limiting overall
s.data fields shall contain only valid characters but may include

Approved sentences, query sentences and proprietary sentences are the only valid sentences.
Sentences of any other form are non-valid and shall not be transmitted on the bus.

2) The NMEA Secretariat maintains the master reference list which comprises codes registered and formally
adopted by NMEA.

The address for the registration of manufacturer’s codes is:

NMEA 0183 Standards Committee Fax: +1-252-638-4885

PO Box 3435 e-mail: nmea@coastalnet.com

New Bern, NC 28564-3435 web site http://www.nmea.org
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5.3.5 Sentence transmission timing

Frequency of sentence transmission when specified shall be in accordance with the approved
sentence definitions (see 6.3). When not specified, the rate shall be consistent with the basic
measurement or calculation cycle but generally not more frequently than once per second.

It is desirable that sentences be transmitted with minimum inter-character spacing, preferably
as a near continuous burst, but under no circumstance shall the time to complete the
transmission of a sentence be greater than 1 s.

5.3.6 Additions to approved sentences

In order to allow for improvements or additions, future revisions of this ard may modify
existing sentences by adding new data fields after the last data field b ke checksum

by recognition of "<CR><LF>" and "*" rather than by counting field imjters, The checksum
value shall be computed on all received characters between, i \
whether or not the listener recognizes all fields.

6 Data content

6.1 Character definitions

ASCIl HEX DEC Description
<CR> 0D 13 Carriage return

<LF> O0A Line feed — End
$ 24
* 2A
, 2C
! 21
\ 5C
N 5E
~ 7E
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ASCII
Space
Reserved
#
Reserved
%

&

(
)

Reserved
+

Reserved

OCO~NOUIAAWNRELO ™"

NV I AT

HEX DEC
20 32
21 33
22 34
23 35
24 36
25 37
26 38
27 39
28 40
29 41
2A 42
2B 43
2C 44
2D 45
2E 46
2F 47
30 48
31 49
32 50
33 51
34 52
35 53
36 54
37 55
38 56
39 57
3A 58
3B 59
3C 60
3b 61
3E

3F

Full document details: IEC 61162-12000

HEX DEC
40 64
41 65
42 66
43 67
44 68
45 69
46 70
47 71
48 72
49 73
4A 74
4B 75
4C 76
4D 77
4E 78
4F 79
50 80
51 81
52 82

- 17 -

Table 2 — Valid characters

ASCII

O Sg—XTTSQ DO T

~ O~ N< X

Reserved
Reserved

7E
7F
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Table 3 — Character symbol

Status symbol; Yes; Data valid; Warning flag clear; Auto; Ampere
Alphabet character variable A through Z or a through z

Bar (pressure, 1 000 mb = 100 kPa(Pascal(Pa))),Bottom

Celsius (Degrees); Course-up

Valid character; Calculating

Degrees (of arc)

Error; East; Engine

Fathoms (1 fathom equals 1,828 766 m)

Feet (1 foot equals 0,304 79 m)

Great circle; Green

Good

Compass heading; Head-up; Hertz; Humidity
Hours; HEX number

Inches (1 inch equals 0,0254 m)

Input operation completed

Kilometres; km/h

Kilograms

Left; Local; Lost target

Latitude; Litres; /s

Metres; m/s; Magnetic; Manual; Cubic metres
Minutes; message
Nautical miles; Knots; North; North-up; New
Numeral; address

TS Z3ZI " mMAXC_TTQO ™Mo OmY >

(pressure)

Q Query; Target-being-acquired
R Right; Rhumb line; Red; Relative
S South; Statute mile

S Seconds

T Time difference; Trte

t Test

U Dead reckaning

u Sign, if r@ -

V Data invalid/ 05

W West; Wate

X Numeric @

y Longitude

Z Time

Full document details: IEC 61162-12000
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6.2 Field definitions

Table 4 — Talker identifier mnemonics

Talker device Identifier
Heading/track controller (autopilot) general *AG
magnetic AP
Automatic identification system Al
Communications: digital selective calling (DSC) *CD
data receiver CR
satellite *CS
radio-telephone (MF/HF) *CT
radio-telephone (VHF) *C
scanning receiver %

DECCA navigator
Direction finder
Electronic chart systems (ECS)

Electronic chart display and information system (ECDIS)

Emergency position indicating radio beacon (EPIRB)

Engine room monitoring systems

Global positioning system (GPS)

GLONASS receiver

Global navigation satellite system (GNSS)

Heading sensors: compass, magneji
gyro, north see
gyro, non-north se

Integrated instrumentation

Integrated navigation

LORAN: LORAN-C

Proprietary code

Radar and/or radar plotting

Sounder, depth

Electronic positioning ¢
Sounder, scanni@
Turn rate indicato

*TI
Velocity sensors: *VD
VM
0 VW

Voyage data{ecorde VR
Transduce YX
Timeke ZA
ZC
ZQ

yAY)

Weather instruments Wi

Designated in this standard for use with IMO maritime electronic devices. This is the minimum r | t
equipment that is required by IMO in the SOLAS Convention (1974, as amended). wﬁ&ﬂ ments
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Formatter

AAM
ACK
ALM
ALR
APB
BEC
BOD
BWC
BWR
BWW
DBT
DCN
DPT
DSC
DSE
DSI
DSR
DTM
FSI
GBS
GGA
GLC
GLL
GNS
GRS
GSA
GST
GSV
HDG
HDT
HMR
HMS
HSC

Full document details: IEC 61162-12000
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Table 5 — Approved sentence formatters

Meaning

Waypoint arrival alarm
Acknowledgement alarm
GPS almanac data

Set alarm state

Heading/track controller (Autopilot) sentence B

61162-1 © IEC:2000(E)

Bearing and distance to waypoint, dead reckoning

Bearing, origin to destination

Bearing and distance to waypoint

Bearing and distance to waypoint, rhumb line
Bearing, waypoint to waypoint

Depth below transducer

DECCA position

Depth

Digital selective calling information
Expanded digital selective calling

DSC transponder initialise

DSC transponder response

Datum reference
Frequency set information
GNSS Satellite faalt deteg

signal data
ass almanac data

SK receiver interface

SK receiver signal status
Water temperature

Wind direction and speed
Wind speed and angle
Own ship data

Recommended minimum specific LORAN-C data
Recommended minimum navigation information

Recommended minimum specific GNSS data
Rate of turn

Revolutions

Rudder sensor angle

Radar system data

Routes

Scanning frequency information
Multiple data ID

Target label

Target latitude and longitude
Tracked target message
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TXT
VBW
VDR
VHW
VLW
VPW
VTG
WCV
WNC
WPL
XDR
XTE
XTR
ZDA
ZDL
ZFO
ZTG

Field type
Special format fields

Status

Latitude

Longitude

Time

Full document details: IEC 61162-12000

Symbol Definition

A

9,

Text transmission

Dual ground/water speed

Set and drift

Water speed and heading

Distance travelled through the water
Speed, measured parallel to wind
Course over ground and ground speed
Waypoint closure velocity

Distance, waypoint to waypoint
Waypoint location

Transducer measurements
Cross-track error, measured
Cross-track error, dead reckoning
Time and date

Time and distance to variable point
UTC and time from origin waypoint
UTC and time to destination waypoint

Table 6 — Field type summar

wtés and decimal — two fixed digits of degrees,
digits of minutes and a variable number of digits
decimal fraction of minutes. Leading zeros always

ed for degrees and minutes to maintain fixed length.

ptional if full resolution is not required.

y. Fixed/variable length field:

degrees/minutes and decimal — three fixed digits of
degrees, two fixed digits of minutes and a variable number
of digits for decimal fraction of minutes. Leading zeros
always included for degrees and minutes to maintain fixed
length. The decimal point and associated decimal fraction
are optional if full resolution is not required.

hhmmss.ss  Fixed/variable length field:

hours/minutes/seconds and decimal — two fixed digits of
hours, two fixed digits of minutes, two fixed digits of
seconds and a variable number of digits for decimal
fraction of seconds. Leading zeros always included for
hours, minutes and seconds to maintain fixed length.
The decimal point and associated decimal fraction are
optional if full resolution is not required.
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Defined field Some fields are specified to contain pre-defined constants,
most often alpha characters. Such a field is indicated in
this standard by the presence of one or more valid
characters.

Excluded from the list of allowable characters are the
following which are used to indicate field types within this

standard: "A", "a", "c", "hh", "hhmmss.ss", "llLI", "x",
Yyyyy.yy".

Numeric value fields

Variable numbers  x.x Variable length integer or floating nupierte field. Optional

leading and trailing point and

olution is

Fixed HEX field hh-
Information fields

Variable text c--C

Fixed alpha field aa- lower-case alpha

Fixed number field xx-

Fixed text field cc-

NOTE 1 Spaces shall only be

NOTE 2 A negative sign ' X is(the fi Fra in a field if the value is negative. When used, this
increases the specified size g

NOTE 3 Units of e fie : ia% aracters from the symbol table (Table 3) unless a specific unit
of measure is indicated

General for } se information:

1 paragraph}

$--{sentence}

I_{field descriptions}

start of sentence and talker ID

AAM — Waypoint arrival alarm

Status of arrival (entering the arrival circle, or passing the perpendicular of the course line) at
waypoint c--c.

Designated in this standard for use with IMO marine electronic devices as required by IMO gt Lﬁi
Convention (1974, as amended). D&éﬁ entS
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$--AAM, A, AXx.X, N, c--c*hh<CR><LF>

L|— Waypoint ID
Units of radius, nautical miles

Arrival circle radius
Status: A = perpendicular passed at waypoint; V = not passed
Status: A = arrival circle entered; V = not entered

ACK — Acknowledge alarm

Acknowledge device alarm. This sentence is used to acknowledge an alarm condition reported
by a device.

$--ACK,xxx*hh<CR><LF>

I_ Local alarm number (identifier) [identification nu
ALM — GPS almanac data

Contains GPS week number, satellite health and the comptete a sJdata)for one satellite.
Multiple messages may be transmitted, one for each coristellation, up to a
maximum of 32 messages.

$--ALM, Xx.X, X.X, XX, X.X, hh, hhhh, hh, hhhh, hhhh,

root of semi-major
(see note 3)
ADOT, rate of right

ence time (see note 3)
e note 3)
-24 of each almanac page (see note 2)

Checksum
as1,clock parameter (see note 3)
aso, Cclock parameter (see note 3)
Mg mean anomaly (see note 3)
OMEGA, longitude of ascension node (see note 3)
— (OMEGA), argument of perigee (see note 3)

(from ICD-GPS-200, revision B (see annex A))

NOTE 1 Variable length integer, four digits maximum (0 to 9999). This is an extended GPS week number to which
the almanac reference time parameter (toa) is referenced. Week zero refers to the week of 06 January 1980. The
value is the “Extended Week Number”, which is the elapsed number of weeks since week zero. Extended week
numbers shall not be reset to zero when the 10-bit GPS week number rolls back to zero every 19,6 years. This
value must be determined by the GPS receiver at the time of the almanac data decoding. It is based on the 8-bit
Almanac Reference week form, Page 25, Subframe 5, word 3, bits 17 to 24; that 8-bit value must be expanded by
the GPS receiver to give a full Extended Week Number. Furthermore, care must be taken to ensure that the
Almanac Reference Time and the Extended Week Number are correctly linked as part of a single almanac data set,
avoiding inconsistencies between different almanac data sets when new almanac uploads occur after reading
Page 25 of Subframe 5.

NOTE 2 Reference 20.3.3.5.1.3, Table 20-VII and Table 20-VIII.

NOTE 3 Reference Table 20-VI, for scaling factors and units.
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ALR — Set alarm state
Local alarm condition and status. This sentence is used to report an alarm condition on a
device and its current state of acknowledgement.

$--ALR,hhmmss.ss,xxx,A, A,c--c*hh<CR><LF>

’ | Alarm’s description text
Alarm’s acknowledge state, A = acknowledged
V = unacknowledged
Alarm condition (A = threshold exceeded, V = not exceeded)

Local alarm number (identifier) [identification number of alarm source]
Time of alarm condition change, UTC

APB — Heading/Track controller (autopilot) sentence B

V = LORAN-C cycle lock warning flag (see note 2)
ORAN-C blink or SNR warning (see note 2)

D = Differential mode
E = Estimated (dead reckoning) mode
M = Manual input mode

S = Simulator mode

N = Data not valid

NOTE 2 The positioning system Mode indicator field supplements the positioning system Status fields (fields
1 and 2), the Status fields shall be set to V = invalid for all values of Mode Indicator except for A = Autonomous and
D = Differential. The positioning system Mode Indicator shall not be null fields.
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