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base publication incorporating amendment 1 and the base publication inco g
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Further information on IEC publications

thus ensuring that the content reflects current technology.
this publication, including its validity, is available ,jnh
publications (see below) in addition to new editions, a

Documents

Document Sharing Hub

Full document details: IEC 61162-400 2001


http://avadocuments2026.com/doc/iec-61162-400-2001
http://avadocuments2026.com/doc/iec-61162-400-2001

INTERNATIONAL IEC
STANDARD 61162-400

First edition
2001-11

0 IEC 2001 O Copyright - all rights reserved

No part of this publication may be reproduced or utilized in any form or by any means, electronic or
mechanical, including photocopying and microfilm, without permission in writing from the publisher.

International Electrotechnical Commission 3, rue de Varembé Geneva, Switzerland
Telefax: +41 22 919 0300 e-mail: inmail@iec.ch IEC web site http://www.iec.ch

Commission Electrotechnique Internationale PRICE CODE W
International Electrotechnical Commission
MemayHapoaHaa OnekrpotexHuueckaa Homuccua

For price, see current catalogue

Documents

Document Sharing Hub

Full document details: IEC 61162-400 2001


http://avadocuments2026.com/doc/iec-61162-400-2001
http://avadocuments2026.com/doc/iec-61162-400-2001

-2- 61162-400 O IEC:2001(E)

CONTENTS
O L N I PP 4
LN O 7 1 L@ N [ ] 5
S T o 0 o 1= PP 6
It O =Y o Y - | PP 6
1.2 APPlICAtION @A .. 6
1.3 Safety implications of using this protocol.............ooiii e, 6
1.4 Components of this standard...............oooi i 7
NOIMAtIVE TEIEIENCES . uu it e ettt e et et et et e e enaes 8
DefiNItiONS o
4  Overview and general prinCiples........ocooiiiiiiiii
4.1 IntroducCtion ... D
4.2 Basic protocol functionality
4.3  Program modules .........oceoviiiiiiiiii e NG e
4.3.1 Physical modules........ccooviiiiiiiiiii o NN NG v e e N e et e eeteee e
4.3.2  ProtoCol types ..couiiiiiiiii T NG T N e N N
4.3.3 Protocol conformance classes
4.4 APl versus protocol.........coceeviiinininn,
4.5 Protocol level entities
4.6
4.7
4.8
5
5.1
5.2

5.3.2  System mManagement ... ..o 20
5.3.3  Time distribUtioN ... ... 20
5.3.4  Load lImitation ... 20
5.4 Data object connection management ......... ..o 21
5.4.1 Data object states. ..o 21
5.4.2 Server object definition..........ooviiiiiii 21
5.4.3 Client object connection request............ooii 21
5.4.4 Client MAU authentication .............oooiiiiiiiii e 21
5.5  Message trans er. ... 22
5.5.1  Transaction States .......coooiiiiiiii 22
5.5.2 Basic transaction prinCiples .........cooiiiiiiiiiii 22
5.5.3 Transfer mechanisSms ... ... 22
5.5.4 Data marshalling ..o e 23
5.5.5 Authentication ...........ccooiiiiiii e A D Ocuments

Document Sharing Hub

Full document details: IEC 61162-400 2001


http://avadocuments2026.com/doc/iec-61162-400-2001
http://avadocuments2026.com/doc/iec-61162-400-2001

61162-400 O IEC:2001(E) -3-

5.6 BUIK trans er. . oo e 23
B5.6.1  MeChaniSm ... e 23
5.6.2 Application level activation ... 24
6  T-profile fUNCLIONAIITY ..o e 24
6.1  INTrOdUCHION o e 24
6.2 General overview of quality of SErvice .........ccooiiiiiiii i, 24
6.3  The T-profile SEIVICES ....oiuiiiii e e 25
6.3.1 Network address look-up and mapping ServiCes .........occovieeiieiiiiiinaenaeneenn. 25
6.3.2 Reliable MeSSage SEIVICE ...t
6.3.3 Reliable stream ServiCe ........oouiiiiiiii e
6.3.4 Unreliable datagram service ..........cccooiviiiiiiiiiiicnn,
6.3.5 System management...........coccoeiiiii
6.3.6 Time distribution............ocooiii G D
6.3.7 Exception handling and reporting
7 Companion standards........cooooeiiiiiii e NG
7.1 INtrodUCtion ..o R NN N e N e e e e e e
7.2 The companion standard functionality......... £ oSG S N NN e
7.3 The companion standard 1anguage ............fove e /i i N U s e e e e et eeneeeneeneans

7.4 Companion standard PFS components

7.5
7.6
8 System configuration services
8.1
8.2
8.3
8.4
8.5
8.6
8.7
Annex A (normatiye)
A1
A.2
A.3
A4
A.5
A.6  Entity-relationship (ER) diagrams .........ocoiiiiiiiii 33
A.7 Structure of service desCriptionS..........ooiiiiii i 33
Annex B (informative) Definition and description of the IEC 61162 series of standards ........ 36
I =Y o = T 36
B.2 Rationale for specific marine standards.............cccooiiiiiii 36
B.3  IEC B1162-1 SUMIMAIY . ettt ettt et e et e e et et e e e e e enns 37
B4 IEC B1162-2 SUMMIAIY ..ottt ettt ettt e e et e e e et e e e e eanes 38
B.5  IEC B1162-3 SUMIMAIY . ceuitieiiei ettt et et e e e e e et et et e e e e eneenns 38
B.6 IEC 61162-4 SEri€S SUMMAIY ... iuuiiiuiiiiii ittt e et e e e e e e e e e e e eanes 38
B.7 Applicability of the different standards ... 39
Documents

Document Sharing Hub

Full document details: IEC 61162-400 2001


http://avadocuments2026.com/doc/iec-61162-400-2001
http://avadocuments2026.com/doc/iec-61162-400-2001

—4 - 61162-400 O IEC:2001(E)

INTERNATIONAL ELECTROTECHNICAL COMMISSION

MARITIME NAVIGATION AND RADIOCOMMUNICATION
EQUIPMENT AND SYSTEMS -
DIGITAL INTERFACES -

Part 400: Multiple talkers and multiple listeners —
Ship systems interconnection — Introduction and general principles

FOREWORD

with the IEC also participate in this preparation. The IEC
Organization for Standardization (ISO) in accordance with cp
two organizations.

2) The formal decisions or agreements of the IEC on
international consensus of opinion on the re i

divergence between the IE
indicated in the latter.

5) The IEC provides no approval and cannot be rendered responsible for any

equipment declargt\to be i N s standards.
6) Attention is dra Q 9 ibi e elements of this International Standard may be the subject

of patent rights. Thé

International St 62-400 has been prepared by IEC technical committee 80:
Maritime navigati . nication equipment and systems.

FDIS Report on voting
80/309/FDIS 80/324/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 3.

The special typographical conventions and nomenclature used in this standard are defined in
annex A, which forms an integral part of this standard. Annex B is for information only.

The committee has decided that the contents of this publication will remain unchanged until
June 2005. At this date, the publication will be

* reconfirmed;
* withdrawn;
* replaced by a revised edition, or

- amended. Documents
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INTRODUCTION

International Standard IEC 61162 is a four-part standard which specifies four digital interfaces
for applications in marine navigation, radiocommunication and system integration.

The four parts are :

IEC 61162-1 Single talker and multiple listeners
IEC 61162-2 Single talker and multiple listeners, high speed transmission
IEC 61162-3 Multiple talkers and multiple listeners — Serial data instrument network

IEC 61162-4 Multiple talkers and multiple listeners — Ship systems intereonnection

Part 4 of the standard is sub-divided into a number of individual standard art numbers

in the 400 series. This part of the standard, 400: Introduction and gen , is the
first part.
Relationship with the other parts of the IEC 61162 series of sta in defined’in Annex B
of the present standard.
Documents
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MARITIME NAVIGATION AND RADIOCOMMUNICATION
EQUIPMENT AND SYSTEMS -
DIGITAL INTERFACES -

Part 400: Multiple talkers and multiple listeners —
Ship systems interconnection — Introduction and general principles

1 Scope

1.1 General

This standard series, IEC 61162-400 and upwards, specifies a co
use in interconnected maritime systems. It also specifies an intg .
use together with the protocol, a set of rules for the use of thj
interfaces described in the language. Finally, it also provig
documents for equipment using this standard.

S 61162-2 and IEC 61162-3 as referred to

in annex B) and on|the mainly proprietary or de facto standard

protocols).
ta; NG NI=

Although this s

properties will dependy

nt on many factors, such as

Q

the protocol specification (this standard);

O

the T-profile in use (may be specified by this standard);

o O

)

)

) the protocol implementation (dependent on manufacturer);

) how the protocol is used by individual components (dependent on manufacturer);
)

how the system uses the protocol (dependent on manufacturers and system integrators);

- O

) maintenance and supervision of the system.

These items are only examples and do not constitute a complete list. The relevant authorities
and the class societies will prescribe more detailed rules for the use of this protocol in
integrated control systems.

Documents

Document Sharing Hub

Full document details: IEC 61162-400 2001


http://avadocuments2026.com/doc/iec-61162-400-2001
http://avadocuments2026.com/doc/iec-61162-400-2001

61162-400 O IEC:2001(E) -7-

1.4 Components of this standard

This standard consists of a number of documents (parts). This introduction contains a general
description of the functionality of the standard and guidelines for the use of the other
documents. The relationship between documents is indicated in the figure below.

Although this set of standard documents is collectively referred to as IEC 61162-4, the actual
part numbers are in the 400-series. The part numbers are shown in the figure below.

--.General principles: .- A-profile specification

I (A00) (401)

Basic T-profile Additig
specification (410) T-profilés (41 x(\

API specification

N
| | Testand doc. \@n%%/

requirements (402/

IEC 2350/01

o betweeh sta dat@lo ments

The documents marked with a diago ttexn are not part of the standard. They are
required programmer or operator m ide )

Figure 1 — Relatic

The companion st
integrators of equi
equipment fo i

Table 1 — Parts of general principles document

Clause Contents Required for part

Scope Purpose and overview All

Overview and general principles General description of All
application area and usage

A-profile functionality General description of IEC 61162-420 Companion
functionality of application level standard general principles,
protocol IEC 61162-401 A-profile

T-profile functionality General description of IEC 61162-401 A-profile

requirements for implementation IEC 61162-410 T-profile
of this protocol on top of specific
transport service

Companion standard General description of purpose Companion standards,
functionality and functionality of companion application descriptions
standards
System configuration services Requirements for integrating IEC 61162-401 A-profb
systems using this protocol IEC 61162-410 T-prof Ocuments
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2 Normative references

The following normative documents contain provisions which, through reference in this text,
constitute provisions of this part of IEC 61162. For dated references, subsequent amend-
ments to, or revisions of, any of these publications do not apply. However, parties to
agreements based on this part of IEC 61162 are encouraged to investigate the possibility of
applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of IEC
and ISO maintain registers of currently valid International Standards.

IEC 61162-1:2000, Maritime navigation and radiocommunication equipment and systems —
Digital interfaces — Part 1: Single talker and multiple listeners

IEC 61162-401, Maritime navigation and radiocofhmuyanjcati equip
Digital interfaces — Part 401: Multiple talker 8 listes
interconnection — Application profile

Digital interfaces — Part 410: Multipte ¢ X multiple listeners — Ship systems
interconnection — Transport profile require ¢ transport profile

IEC 61162-420, Maritime
Digital interfaces — R
interconnection — Co

ISO/IEC 7498, @

3 Definitions

For the purpose of this part of IEC 61162 the following definitions apply:

31
A-profile
communication protocol supplying application services (see OSI 5 to 7)

3.2

ABC — anonymous broadcast (MAU)

a mechanism by which a MAU can send or receive data with no defined peer or group of
peers

1 To be published. Documents
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3.3

accept

this term (or server, see below) is used to define the MAU (or other entity associated with it)
that has exported a data object

The term client (or connect), see below, is used about the MAU (or other entity associated
with it) that use the data object.

3.4
API - application programmer’s interface
one implementation of the required application services as defined in IEC 61162-401

NOTE One API from one manufacturer may be different from another API, although the basic functionality is the
same.

3.5
bridge (in the context of a data network)

example fire-walls

3.6

callback
a subroutine in the application program, called f
previous service request

3.7
character

3.8
client

(connect type e of aaccept type entity

3.9

companion standard

the A-profile/part ok th ard defines a protocol for transport of data structures between
nodes in ip control system. It does not in itself specify how to interpret these

the data ohjects are
layer specifications.

defimed by additional documents called compamon standards or user

The companion standards-requirements part of this standard defines rules for the creation of
companion standards and how to implement them. This part also defines some general
companion standards, for example a mapping of IEC 61162-1 telegrams

3.10
connect
(client) uses the services of an accept type entity

3.1

data marshalling

this standard defines a transmission format for data records that is independent of computer
architecture, network particulars, compilers and programming languages.

Data marshalling routines convert between this transport format and internal data repre-
sentations used in different modules
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3.12

data object

this standard is based on a simplified object-oriented client-server model. The term will be
used in this standard to denote a logical entity that is characterized by the following:

— a data object has exactly one server (one logical network node — MAU). The object comes
into existence when the information about the object is exported to the network by the
server;

— a data object has zero or several clients (MAUs). Clients can connect to the object when
the object comes into existence;

— exactly one client-available operation is defined for the object;

— the defined operation can be used by the client to be informed about s}z
object and/or inflict state changes on the object.

e changes in the

operations

3.13

fire-wall (in the context of a data network)

a device connecting two or more network segment
related functions. These functions are, as a minimu

3.14
LNA - local network administrator
the protocol processing medule that
Each MAU has one LNA

3.15
MAPI - MAU AP

a generic term f@
3.16
message
a fixed for

3 dentified with a message code. All messages, their codes and
formatsdare des 3 e A-profile part of this standard

MAU - MiTS applica
historical name (see MITS)

3.18

MCP — MAU connection point

a reference to one side of a connection to a data object. A server that defines a data object
requires one MCP to handle incoming transaction requests targeted at that object. Each client
using the same data object will likewise require one MCP as a reference to the object

3.19

MiTS — maritime information technology standard

predecessor to this standard. Now superseded as a specification by the IEC 61162-4 series of
standards (see also PISCES). The IEC 61162-4 series of standards are not compatible with
MITS, but the Internet T-profile defined in IEC 61162-410 is specified so that applications and
host computers using MiTS can coexist with equipment using this international standard.
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By integrating one old and one new application on the same host computer, a gateway
between the two protocols can be devised. To facilitate conversion of MiTS compliant software,
this standard's application level services represent a superset of the services supplied by
MiTS

3.20
MTU — maximum transmission unit
longest message length over a given T-profile

3.21

octet
an eight-bit data entity (or termed a byte). An octet is the smallest trans
discussed in this standard. Any data entity transported over the networ
integral number of octets

ission unit that is
consist of an

3.22
open systems interconnection (OSI)

— with respect to functionality, the protocol d

— the protocol requires a set of transpoxt seryi icés can possibly be supplied by
(T-profiles). The standard transport

— this standard refers t ompaniQn standards or user layer as a distinct protocol layer

on top of the@ic tion laye

Usé\@)@\/ | Companion standards
)

Arplicaton

\ \Ere%ntation A-profile

\ Session

\ ) Transport

Network

Data link
Physical

T-profile

IEC 2351/01

Figure 2 — Protocol layering

3.23

PFS - PISCES foundation specifications

standard set of companion standards, used to ensure a certain degree of vendor independent
interoperability

3.24

PISCES

the name of a European Commission sponsored research and development project that
contributed to the conversion of the former MiTS specification to this international standard
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3.25
server
an accept type entity (see accept)

3.26

stream

a sequence of octets with no internal structuring except for its start and end markers and the
sequential ordering of the octets themselves, for example a general data file can be
transmitted as a stream

3.27
T-profile
protocol supplying transport services to the A-profile (see OSI, layers 1 to A

3.28
transaction

the object, the server performs it and the client is notified gkth ) n types are
defined where the first or the last part is missing, i.e. wH not initiate the
transaction or where the client does not get informatio

3.29
user layer
in the OSI model, it represents what ig

3.30
QoS - quality of service
degree to which a certain j
levels. In the context of thi

of the concepts and the general principles used in the
troduction to the more technical components of the standard

The protocol functionality is adapted to the requirements for high level integration of ship
equipment. Clause 5 defines the application level functionality provided by this protocol.

a) Support for soft to firm real-time applications. The protocol is not appropriate for hard real-
time data transport. The protocol provides support for different priority assignments to
different data channels.

b) High inert safety. Error states in the network or in other nodes shall not propagate to the
network or other nodes.

c) Medium active safety. The degree to which one can rely on the protocol’s QoS will be
dependent on the T-profile in use.

d) Support for message based traffic (e.g. control, supervision, data acquisition) as well as
bulk transfer (e.g. RADAR or ECDIS images). Differentiated quality of service provides
some independence between the two transport modes.

e) Support for commonly used transport primitives (remote read, write, function calls,

subscriptions and broadcasts). Documents
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