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INTERNATIONAL ELECTROTECHNICAL COMMISSION

PRINTED BOARDS -
ELECTRONIC DATA DESCRIPTION AND TRANSFER -

Part 10: Electronic data hierarchy

FOREWORD

1) The IEC (International Electrotechnical Commission) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of the IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, the IEC publishes International Standards. Their preparation is
entrusted to technical committees; any IEC National Committee interested in the subject dealt with may
participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. The IEC collaborates closely with the International
Organization for Standardization (ISO) in accordance with conditions determined by agreement between the
two organizations.

2) The formal decisions or agreements of the IEC on technical matters express, as nearly as possible, an
international consensus of opinion on the relevant subjects since each technical committee has representation
from all interested National Committees.

3) The documents produced have the form of recommendations for international use and are published in the form
of standards, technical specifications, technical reports or guides and they are accepted by the National
Committees in that sense.

4) In order to promote international unification, IEC National Committees undertake to apply IEC International
Standards transparently to the maximum extent possible in their national and regional standards. Any
divergence between the IEC Standard and the corresponding national or regional standard shall be clearly
indicated in the latter.

5) The IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with one of its standards.

6) Attention is drawn to the possibility that some of the elements of this International Standard may be the subject
of patent rights. The IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 61182-10 has been prepared by IEC technical committee 52:
Printed circuits.

The text of this standard is based on the following documents:

FDIS Report on voting
52/831/FDIS 52/839/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 3.

A bilingual version of this standard may be issued at a later date.

The committee has decided that the contents of this publication will remain unchanged
until 2004. At this date, the publication will be

e reconfirmed;

¢ withdrawn;

« replaced by a revised edition, or

¢ amended.
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INTRODUCTION

This standard is intended to provide information on a series of data files that contain
information, in an organized fashion, to convey the completed design description of a printed
board and a printed board assembly. The data may be exchanged between Computer-Aided
Design (CAD) Systems, Computer-Aided Engineering (CAE) Systems or Computer Aided
Manufacturing (CAM) Systems.

The information about the design is organized into specific category files, where each file has
a specific function and is independent of each other. Data exchange for a specific purpose is
possible only if the category file information has been prepared in the CAD system or if a user
desires to provide certain data to those outside the design function. The information about a
unique printed board or printed board assembly is contained in a single file which is headed
by “file control information” provided to identify those characteristics contained in the file.
Specific rules for syntax are described for each file category as are the methodologies for
organizing the information in a cohesive, unambiguous manner.

The format and syntax of EDH consists of statements that are prefaced by a unique “keyword”
followed by one or more parameters intended to provide the necessary information.
Parameters consist of humeric values and character strings, which maybe general character
strings, reserved words, formatted descriptions and/or fixed format messages. Although the
language for keywords and parameters is “English” using the 1SO 7-bit coded character set
(ISO registration number 006), any character set may be used for informational purposes or
comment descriptions provided the language has a registration number according to
ISO/IEC 646.

EDH category files are a small subset of other neutral design formats. These larger formats
are intended to provide and define behavioral characteristics, design rules, simulation
parameters, drawing information, timing analysis, etc., some of which may be user
proprietary. The EDH category files bear a close relationship with design representation
formats such as EDIF (IEC 61690-2) and STEP (ISO 10303, Parts 201 and 210). It is intended
for this relationship to be maintained through continued surveillance by the originating
committees. Inter-operational ability between these formats is important so that information
content is mutually consistent. This coordination is necessary as technology changes require
reassessments of keywords and parameters.
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PRINTED BOARDS -
ELECTRONIC DATA DESCRIPTION AND TRANSFER -

Part 10: Electronic data hierarchy

1 Scope

This part of IEC 61182 specifies data file formats used to describe printed board and printed
board assembly products in sufficient detail for tooling, manufacturing, assembly, and testing
requirements. These formats may be used for transmitting information between a printed
board designer and a manufacturing or assembly facility. The files are also useful when the
manufacturing cycle includes computer-aided processes and numerically controlled machines.

The information can be used for both manual and digital interpretation. The data may be
defined in either English or Sl units.

2 Normative references

The following normative documents contain provisions which, through reference in this text,
constitute provisions of this part of IEC 61182. For dated references subsequent amendments
to, or revisions of, any of these publications do not apply. However, parties to agreements
based on this part of IEC 61182 are encouraged to investigate the possibility of applying the
most recent editions of the normative documents indicated below. For undated references, the
latest edition of the normative document referred to applies. Members of IEC and ISO
maintain registers of currently valid International Standards.

IEC 60050(541):1990, International Electrotechnical Vocabulary — Chapter 541: Printed
circuits

3 Terms and definitions

For the purposes of this part of IEC 61182 and, unless otherwise specified herein, terms and
definitions shall be in accordance with IEC 60050(541) and the definitions in the following
subclauses.

3.1
filename extension
three-letter acronym used to identify a category file name

3.2
data hierarchy
organized arrangement of data, according to a specific set of rules

3.3
keyword
word, set of words, or acronym used to identify data in the Electronic Data Hierarchy (EDH)
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4 General requirements

The EDH specifies data files specifically for the information interchange of data relating to
printed board CAD designs that have been completed and are ready for manufacturing
expansion (i.e. panelization, process allowance incorporation, tooling feature addition, etc.).

EDH is comprised of ten category files shown in tables 1 and 2. Figure 1 shows the
relationship of the ten (10) category files and the communication links that must be
established between the files.

Each category file has a specific function or task and is independent of the other. Accordingly,
the information interchange for a specific purpose is possible only if the category files
required for such a purpose have been prepared. Any data file with a format different from this
format can be interchanged as a non-standard category file, if the format has been mutually
agreed to by the sending CAD and the receiving CAM workstation.

4.1 Category classification

Table 1 provides the name and purpose of each of the ten files.

Table 1 — EDH file descriptions

Ten category types

Name of file Purpose
File control information File control
Management information CAD data management
Technology information Board characteristics, design specification, layer definition, etc.
Net information Net information and signal attributes
Component information Component list
Primitive figures library Figure-shape library, hold library, and stack library
Part-shape library Library of part shapes
Component placement information List of component locations
Figure information Figures and figure attributes
Back-annotation information Component change information and component-pin change information

4.1.1 Categories and contents

Figure 1 shows the relationship of the ten files of the EDH format and the communication links
that shall be established between the files.
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MNG
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Admin
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IEC 1847/99

Figure 1 — EDH file structure
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Table 2 provides the filename extension and content for each of the ten EDH files.

Table 2 — EDH filename extension and content

Category name Content

(filename extension)
File Control Information — Interface control information (format name, version, output category
(FIL) list, date of creation)
Management Information — Information for CAD data management (board name, name of drawing,
(MNG) identification number)
Technology Information — Board characteristics (board size, number of layers)
(TEC) — Design specification (clearance, line width)
Net Information — Net information
(NET) — Signal attributes (routing limitations)
Component Information — Component description (component identification number, component
(ELM) type, assembly process, catalog number)
Primitive Figures Library — Figure-shape library (definitions of pads)
(FLB)

— Hole library (definitions of holes)
— Stack library (registration of pins and vias)

Part-shape Library — Part shapes (outlines, pins location, symbol patterns, inhibited areas,
(PRT) character strings)
Component Placement Information | — Included components (identification number, registered part-shape
(PLC) name)

— Component locations (coordinates, rotation angles, placement layers)
Figure Information — Description of patterns, vias, characters and other figure information
(FIG) — Description of figure attributes (line types, line widths, logical layers,

paint-ins)

Back-annotation Information — Description of addition/change/deletion information of components

(BAI)

— Description of addition/change/deletion information of component-pins

4.1.2 Description format common to all category files

The following information in tables 3, 4 and 5 are common to all category files.

Table 3 — Format of category file name

Printed board name Filename extension identifier

Abbreviated name, common to every category file Unique to each category file

Table 4 — File structure

HEAD: filename extension identifier: ____ start of category file

statement description

END: filename extension identifier: __ _end of category file
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Table 5 — Statement format

Keyword: parameter 1, parameter 2, ..... ;

Character string unique within a category file

To describe in capital letters

Optional when the same keyword is utilized in the preceding
statement

Types of parameter descriptions

Numerical values (integer/real number)
Character strings
Reserved words (e.g. ON, OFF)

Formatted descriptions (location coordinates, angles)

Fixed format messages

4.2 Correlation between referential information

Figures 2, 3, and 4 illustrate the relationship between referential category files; tables 6 and 7

provide information on the key items.

File control information

Management information Information for CAD data

management

Figure information

Figure information to be
interchanged

Net information

Net information to be
interchanged

IEC 1848/99

Figure 2 — Correlation between referential category files
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Primitive figure libraries

Registered figure shape name Logical layer number
Registered hole name
Registered stack name

Logical layer
Figure information Technology information

, Number
Component placement
information

Registered figure-shape name
Registered hole name
| Registered stack name

Registered part-shape
name

Logical layer number

Part-shape library

IEC 1849/99

Arrows (- ): denote the direction of reference

Figure 3 — Correlation between figure-related files

. . . Net
Figure information « € group name

P Net information

+

Component identification number

Component identification

number Component pin number
Component placement yod Component Back-annotation information
information ¢ identification number
IEC 1850/99
Arrows (- ): denote the direction of reference
Figure 4 — Correlation between net-related files
Table 6 — Key items which connect the related category files for
figure information interchange
[ Key item ] [ Related category ]
Figure information Logical layer number Technology information
Registered figure-shape name Primitive figures libraries
Registered hole name
Registered stack name
Component placement information | Registered part-shape name Part-shape library
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Table 7 — Key items which connect the related category files for
net information interchange

[ Key item ] [ Related category ]
Net information Net group name Figure information
Component identification number Component placement information
Component identification number Back-annotation information
Component-pin number
(when signal attributes are specified) Logical layer number Technology information

4.3 Physical layer and logical layer

Figure 5 compares the relationship between a physical layer and a logical layer.

(Physical layer) (Logical layer)

A conductive PWB layer or A virtual layer used in CAD

artwork image representing a contains a subset of the descriptions

complete conductive layer of one or more physical layers of a
product

Component side

Gl ) e

Internal layer 1

oo .u

L A N N N J
Internal layer 2 /: /

vy /

Figure 5 — Physical layer and logical layer

Solder side

IEC 1851/99

4.3.1 Logical layer definition

LAYER: logical layer number, 1. physical layer number, 2. type code of logical layer,
3. layer priority, 4. positive/negative pattern code, net group name, ...;

4.3.1.1 Physical layer number

Physical layers are numbered consecutively according to the specified view direction (see
figure 6)
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TOP

¥

1 Primary side 4
2 3
3 2
4 1

f

BOTTOM

IEC 1852/99

Figure 6 — Physical layer numbering

4.3.1.2 Type codes and contents of logical layers

Table 8 shows the relationship of type codes and the content of logical layers.

Table 8 — Logical layer content

Type code Content

(reserved word)
OUTLINE Board outline
PART Component locations
PARTAREA Allowable area for component location
PARTINH Inhibited area for component location
PATTERN Conductor pattern locations
PATAREA Allowable area for conductor pattern location
PATINH Inhibited area for conductor pattern location
VIAINH Inhibited area for via location
PARTFIG Component outlines

4.3.1.3 Layer priority

Priority for overlapped logical layers.

4.3.1.4 Negative/positive designation

Designation of conductive or non-conductive (clearance) figures layer.

4.4 Negative layer and positive layer

Combining negative and positive layers to form artwork images shall be carried out according
to the following rule (see figure 7).
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Negative/positive designation of logical _

layer . . .
Artwork image in the physical

Logical layer priority layer of the board

Figure color designation (white/black)

Logical layer: 100 Logical layer: 101
Priority: 2 Priority: 1
Figure image: dark (black)

Logical layer: negative layer Logical layer: positive layer

IEC 1853/99

Figure 7 — Concept of negative layer and positive layer

4.5 Layer-to-layer interconnection information

INTERL: logical layer number, physical from-layer number, physical to-layer number;

Layer-to-layer interconnection information is described in the special logical layer which is
defined for each via type. The information is defined by describing the range of interconnected
layers (from-layer number and to-layer number) (see figure 8).

<Example>
— Blind via Logical layer number: 70 — Physical layer number: 1 — 4
— Buried via Logical layer number: 71 — Physical layer number: 2 — 3
— Through via Logical layer number: 72 — Physical layer number: 1 — 6
— Blind via Logical layer number: 73 — Physical layer number: 5 -6

[Physical layer] blind via (70) buried via (71) through via (72) blind via (73).
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[Physical layer] Blind via (70) Through via (72)

I I Buried via (71)

Blind via (73)

IEC 1854/99

Figure 8 — Layer-to-layer interconnection

4.5.1 Concept of stack information

"Stack" in EDH

A "stack" describes the layer-to-layer interconnection information of a board. Using "stack",
various figures such as lands, holes, resist patterns, paste-mark patterns, etc. on each
layer can be managed in combination as a set.

Stack expression of layer-to-layer interconnection information:
Define stacks using logical layer number, registered figure-shape name and register hole
name

Logical layer number: defined in the technology information file (TEC) in which
logical layer to physical layer correspondence and layer-to-layer interconnection data
such as through vias, blind vias are defined.

Registered figure-shape name: defined in the figure-shape library in which the
shapes of primitive features such as lands are defined.

Registered hole name: defined in the hole library in which hole shapes, etc. are
defined.
Stack expression of part-shape information:

Define part shapes such as lands, holes, resist patterns, etc. using registered stack name

Registered stack name: defined in the stack library in which layer-to-layer
interconnection information is defined as shown above.

Define figures such as lands, hole, resist patterns, etc. for each component-pin, by
locating a proper stack to the pin position.
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Stack expression of vias:

The lands in figure 9 are registered shapes for stack incorporation. Figure 10 shows the
registration of stacks with no internal connections and with connections to voltage or ground

planes.
[] Land shape [ ] Resist pattern shape
[] Internal layer clearance shape [] Internal layer functional land
|
] o8 | I ] 20
|
[ ] Hole shape
L] 09
IEC 1855/99
Figure 9 — Registration of shapes
Stack with no Stack with connection :Stack with connection
internal connection to ground plane to voltage plane
Layer 201 éb Resist pattern 57 Resist pattern éty Resist pattern
| (component ! (component (component
| side) { side) ! side)
: |
Layer 101 48 Land . AW Land Ay |and
I (component | (component | (component
side) | side) | side)

|
Layer 102, ‘ Clearance /_t—/ Functional land + Clearance
| (ground plane) (ground plane) | (ground plane)

Layer 103 ? Clearance @ Clearance 7/ | 7 Functional land

: (voltage plane) i (voltage plane) i (voltage plane)
| |
Layer 104 AW Land 4 land & Land
’ I (solder side) | (solder side) I (solder side)
Layer 204 /1=7 Resist pattern 47 Resist pattern Lp Resist pattern
; (solder side) (solder side) (solder side)
|
Layer70 & Hole P Hole P Hole

IEC 1856/99

Figure 10 — Registration of stacks

4.6 Part information

Figure 11 shows an example of the dual-inline-package land pattern for various layers.
Figure 12 shows the details of land to individual pin relationship.
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i -
| Lands (component side) Solder resist pattern (component side)
' Layer 101 Layer 201
| Lands (solder side) Solder resist pattern (solder side)
| Layer 104 Layer 204
? 14 8 14 8
| ooooooao DooooQgog
m 14 m 16
r——
OO0O0O0OD0OA0O FOOO0ODOaQ
1 7 1 7
Internal layer (connected to ground plane) Internal layer (connected to voltage plane)
Layer 102 Layer 103
14 8 14 8
®© o 0o 0 0 0 o L® & o 0 0 o
AN 01,8 21 2,0
22,0 &\
e e 0 0 0 0 R
1 7 7
Hole through all layers
© O ©6 0 0o o0 o
00,9
é © 0O 0 0 o o
IEC 1857/99

Figure 11 — Part-shape specification
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Name of part-shape library EDH — PRT
Registered part-shape name DIP14

SOOI

RCACE CRCRCEC R =

Pins 1-6, 8-13
Locate stacks with no internal connection

< :: > Pin7
Locate a stack with a land connected to ground plane

Pin 14

Locate a stack with a land connected to voltage plane

5 General specification

5.1 Syntactical rules in this document used to describe the EDH format

Figure 12 — Registration of part shape

5.1.1 Syntax notation characters

The syntax notation characters and their meanings are shown in table 9.

Table 9 — Syntax notation characters for this document

Character

Meaning

Pair of square brackets

May be omitted

Pair of braces

Mandatory to enter some designation

Underline

Default value

Replication character

Denotes option to repeat description given just previously
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5.1.2 Examples

DAE
EBD Either A, B or C shall be entered

£h

[A] A may be entered, and if not entered,
it means no description

(DA

%EJ Either A, B or C may be entered, and if no
%:E] other is entered, it means no description

]

(DAL
[I1  Either A, B, or C may be entered, and
1 if nothing is entered, it is B

(]
Parameter: an arbitrary number of parameters can be described by using commas between
parameters.

Numerals: an arbitrary number of numerals can be described.

5.2 Types of standard category files

The EDH format is comprised of ten standard category files. Every category file has common
formats (see table 3).

5.2.1 File format

The file is the text file, the format of which shall conform to the requirements of the operating
system being used: MS-DOS or UNIX.

5.2.2 Filename

The filename of a standard category file consists of an abbreviated name of the printed board
assembly (PBA) and a filename extension identifier which is unique for each category file.

Abbreviated name of PBA: filename extension identifier

5.2.3 Abbreviated name of a printed board assembly

The name can range from one to eight alphanumeric characters in length, and shall be the
same in all standard and non-standard category files.
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5.2.4 Filename extension identifier

The types of standard category file and their extension identifier are shown in table 10.

Table 10 — Standard category files and their extension identifiers

Number Standard category file Filename extension
identifier
1 File control information file FIL
2 Management information file MNG
3 Technology information file TEC
4 Net information file NET
5 Component information file ELM
6 Primitive figure library file FLB
7 Part-shape library file PRT
8 Component placement information file PLC
9 Figure information file FIG
10 Back-annotation file BAI

5.3 Syntax used i

Each file is compos

n category files

ed of two or more statements.

A statement is generally started by a keyword, followed by none, one or more parameters,
and terminated by a semicolon (;) and a line feed.

Keywords are reserved character strings (see figure 13 for the format structure).

Parameters consist of numeric values and character strings. The character strings are
classified according to general character strings, reserved words, formatted descriptions, and
fixed format messages.
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File — Statement - Keyword .................................. Reserved word

Parameter F— Numerical values

Character strings

................ Reserved words

Location coordinate

- Angles

. Dimensional unit

Fixed format
messages

| Parameter F—

Parameter

— Statement

— Statement

.......... IEC 1859/99

Figure 13 — Format structure

5.3.1 Record descriptions

5.3.1.1 General format of statements

[Keyword] [: Parameter. 7:

NOTE 1 A statement is the description unit which is headed by a keyword and ended by a semicolon. Statements
may be described in one or more lines, and line feed character is ignored in their interpretation.

NOTE 2 Keywords are reserved words and indicate the operation to be executed. When two or more statements
with the same keyword continue successively, the keyword in the second and subsequent statements may be
omitted.

NOTE 3 Preceded by a keyword and a colon (:), one or more parameters can be described. Commas (,) are
required between parameters. In certain cases, some parameters are not required to be entered. If a parameter
and all subsequent parameters are not required, these parameters, including commas, may be omitted.

[:] is a delimiter between keyword and parameter.

[,] is a delimiter between parameters.
5.3.1.2 Restrictions on statement formats

The maximum statement length shall be 256 bytes including line feed character.

Keywords or parameters shall be kept together within a line (and shall not be broken up over
to two or more lines).
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