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INTERNATIONAL ELECTROTECHNICAL COMMISSION

EVALUATION AND ROUTINE TESTING IN MEDICAL IMAGING DEPARTMENTS —

Part 2-11: Constancy tests —
Equipment for general direct radiography

FOREWORD

1) The IEC (International Electrotechnical Commission) is a worldwide organization fonsta

\ tandards. e preparatlon is
entrusted to technical committees; any IEC National Committee{intefestad M~the sukject dealt with may
participate in this preparatory work. International, governmenta ertal grganizations liaising
with the IEC also participate in this preparation. The 8 a 8 ith the International
Organization for Standardization (ISO) in accordance with /conditi ) Y y agreement between the
two organizations.

2) The formal decisions or agreements of the
international consensus of opinion on the
from all interested National Committees.

ess, as nearly as possible, an
i€al committee has representation

3) The documents produced have the form of recommendatigns o

4) In order to promote internatignal unificatio

indicated in the latter.

5) The IEC provides no m
equipment declar ob

6) Attention is draw
of patent rights. The

International
imaging equi

The text 0 based on the following documents:

FDIS Report on voting
62B/373/FDIS 62B/385/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 3.
Annexes A and D form an integral part of this standard.

Annexes B and C are for information only.
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This standard forms part 2-11 of IEC 61223, which will include the following parts:

Part 1: General aspects
Part 2-1: Constancy tests — Film processors

Part 2-2: Constancy tests — Radiographic cassettes and film changers — Film-screen
contact and relative sensitivity of the screen-cassette assembly

Part 2-3:  Constancy tests — Darkroom safelight conditions

Part 2-4: Constancy tests — Hard copy cameras

Part 2-5: Constancy tests — Image display devices

Part 2-6:  Constancy tests — X-ray equipment for computed tomography

Part 2-7: Constancy tests — Equipment for intra-oral dental radiogrz ding dental
panoramic equipment

Part 2-9:  Constancy tests — Equipment for indirect radioscopy ang
Part 2-10: Constancy tests — X-ray equipment for mammograp
Part 2-11: Constancy tests — Equipment for general direct radioyg

e reconfirmed;
e withdrawn;

e replaced by a revised edition, or
e amended.

A bilingual version of this

9
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EVALUATION AND ROUTINE TESTING IN MEDICAL IMAGING DEPARTMENTS —

Part 2-11: Constancy tests —
Equipment for general direct radiography

1 Scope and object

1.1 Scope

This part of IEC 61223 applies to those components of X-RAY EQUIPME

— generate, influence the propagation of, and detect X-RADIATION;@nd

This standard does not apply to equjp i i such as mammographic
X-RAY EQUIPMENT or dental X-RAY EQ NT'; all parts 2 of IEC 61223 in
the foreword.

This part of IEC 612 applicable to equipment for general direct
radiography with@ji
1.2 Object

This standard def

reducing unnecesgary IRRADIATION of the PATIENT.

The methods are based upon assessments of RADIOGRAMS of appropriate TEST DEVICES.

The purpose of the methods is

— to establish a reference level of performance when such equipment is accepted,;
— to detect and verify any significant variation in performance which may require corrective
action.

Because RADIOLOGICAL INSTALLATIONS differ widely from each other, it is not possible in this
standard to specify target values and tolerances for the parameters which would be generally
applicable as criteria of acceptable performance. Guidance is given, however, as to the
degree of variation in single measurements which might require appropriate action.

Documents

Document Sharing Hub

Full document details: IEC 61223-2-111999


http://www.avadocuments.com/doc/iec-61223-2-11-1999
http://www.avadocuments.com/doc/iec-61223-2-11-1999

—6- 61223-2-11 © IEC:1999(E)

This standard does not deal with

— aspects of mechanical and electrical safety;

— checks of the effectiveness of the direct means of protection against X-RADIATION;

— optimization of imaging performance.

With regard to the measurements, reference is made to methods described in related

publications, which for practical reasons should be carried out prior to the application of the
methods described in this standard (see clause 2).

2 Normative references

équirements for safety
ction in diagnostic X-ray

3 Terminology

3.1 Degree of requirements

In this standard, certain terms (which are not printed in SMALL CAPITALS) have particular
meanings, as follows:

— "shall" indicates a requirement that is mandatory for compliance;
— "should" indicates a strong recommendation that is not mandatory for compliance;
- "may" indicates a permitted manner of complying with a requirement or of avoiding

the need to comply;

— "specific" is used to indicate definitive information stated in this standard or
referenced in other standards, usually concerning particular operating
conditions, test arrangements or values connected with compliance;
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"specified" is used to indicate definitive information stated by the manufacturer in
accompanying documents or in other documentation relating to the
equipment under consideration, usually concerning its intended purpose, or
the parameters or conditions associated with its use or with testing to
determine compliance.

3.2 Use of terms

In this standard, terms printed in SMALL CAPITALS are used as defined in IEC 60788 or other
IEC publications; see annex A. Where a defined term is used as a qualifier in another defined
or undefined term, it is not printed in SMALL CAPITALS, unless the concept thus qualified is
defined, or recognized as a “derived term without definition”. Test specifications are in italics.

NOTE - Attention is drawn to the fact that, in cases where the concept addressed is no
definition given in one of the publications listed above, a corresponding term is printed i

gly confined to the

4 General aspects of CONSTANCY TESTS

id, it is essential to
ensure that they are not significantly influenced (by (anything \ han changes in the
parameters under test.

In particular, attention shall be paid to d
and proper film processing, according
ILLUMINATORS special attention should &

e clause 2). When using FILM
\{ing conditions.

All equipment u
TEST in order to

measurement of this standard. In practice, a composite TEST DEVICE
may be us the properties of some of the individual TEST DEVICES.
Furthermo Athe grocedures described separately in clause 5 may be performed
simulta

NOTE - If the WA RER provides proposals for the method and frequency of CONSTANCY TESTS in the
ACCOMPANYING DOCUMENTSthey should preferably be followed.
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4.1 General conditions affecting test procedures

The CONSTANCY TESTS described in this standard have been designed to be easily
reproducible, i.e., their results should be affected only by changes in the parameters under
investigation. The number of test tools and test equipment has been kept to a minimum and
restricted where possible to devices that are passive, inherently simple or reasonably stable.
It is important

— to perform CONSTANCY TESTS with LOADING FACTORS which are the same as those used
most frequently in clinical practice;

— to record and reproduce all significant settings of the X-RAY EQUIPMENT and ACCESSORIES
each time a test is undertaken and to check that the same equipment, components and
ACCESSORIES are being used;

— to consider particularly variations in supply voltage, on the results;

— to use RADIOGRAPHIC FILM which is handled, processed and vie
standards and technical reports referenced in clause 2;

component of the X-RAY EQUIPMENT,
se a variation in the test result, an
after an ACCEPTANCE TEST oOr STATUS

ipment has undergone maintenance that could affect the
under test;

Records of the BASELINE VALUES shall be kept until a new initial CONSTANCY TEST is performed.
The results of the CONSTANCY TESTS shall be kept at least two years.

4.4 |dentification of equipment, instrumentation and test conditions

All X-RAY EQUIPMENT under test or used for testing shall be unequivocally identified.

Interchangeable components of X-RAY EQUIPMENT such as

— ADDED FILTERS;
— BEAM LIMITING DEVICE;
— PATIENT SUPPORT or other attenuating material in the RADIATION BEAM,;
— RADIATION DETECTOR of the AUTOMATIC CONTROL SYSTEM,;
— ANTI-SCATTER GRID;
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together with items of test instrumentation such as

combination of RADIOGRAPHIC CASSETTE and INTENSIFYING SCREENS;

— TEST DEVICES;

— RADIOGRAPHIC FILM type and emulsion number;
— FILM PROCESSOR;

— sensitometer;

— densitometer;

and settings of variables such as

FOCAL SPOT TO IMAGE RECEPTOR DISTANCE,;

AUTOMATIC CONTROL SYSTEM density control and sensor position;

LOADING FACTORS;

nominal FOCAL SPOT size, if applicable;

shall be marked and/or recorded so that the items and set initial CONSTANCY

TEST can be used with the equipment under test.

radiographic system is considered to be constant if the
nal parameters are found to meet applicable criteria:
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— geometric characteristics; see 5.3;
— resolution of high-contrast detail; see 5.4:
— variation in optical density throughout a RADIOGRAM; see 5.5.

The constancy of the imaging performance may be affected by variations in one or more of
the following parameters:

value and wave-form of the mains voltage;

— value and wave-form of the X-RAY TUBE VOLTAGE;

— X-RAY TUBE CURRENT;

— LOADING TIME;

— IRRADIATION TIME under AUTOMATIC EXPOSURE CONTROL;

— FILTRATION and ATTENUATION by layers in the RADIATION BEAM;
— roughening of the TARGET in the ANODE of the X-RAY TUBE;
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— distances of planes of interest from the FOCAL SPOT;

— limitation of the RADIATION BEAM;

— direction of the RADIATION BEAM,;

— alignment of the RADIATION BEAM with the IMAGE RECEPTION AREA,;

— coincidence of the RADIATION FIELD with the field indicated by the LIGHT FIELD-INDICATOR,;
— movement of the MOVING GRID;

— positioning of the ANTI-SCATTER GRID;

— imaging properties of the FOCAL SPOT;

— mechanical stability.

5 Performance tests

5.1 RADIATION output from the X- RAY SOURCE ASSEMBLY
5.1.1 Summary

The RADIATION output from the X-RAY SOURCE ASSEMBLY j

Measurements are performed using
reproducibility of £5 % (including long-

ON METER having an overall
ument noise and read-out ability).

hardening of the X-RAY

choice of an ATTENUAT
5.1.3 Test proce:u e

are reproducedtq_within +1 % of the FOCAL SPOT to RADIATION DETECTOR distance used in the
initial CONSTANCY TEST. The same RADIATION FIELD size shall be used.

Whenever possible, carry out this test under both manual and AUTOMATIC EXPOSURE CONTROL.
If a measurement according to 5.2.3.2 is performed, a measurement according to 5.1.3.2 may
be regarded as redundant.

5.1.3.1 Testing under manual control

Operate the X-RAY EQUIPMENT using manual settings of the LOADING FACTORS identical to those
used in the initial CONSTANCY TEST.

Record the reading of the RADIATION METER.
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5.1.3.2 Testing under AUTOMATIC EXPOSURE CONTROL

Align the X-RAY SOURCE ASSEMBLY with the X-RAY IMAGE RECEPTOR as in normal clinical
practice.

Place the ATTENUATION PHANTOM in the RADIATION BEAM between the RADIATION DETECTOR of
the RADIATION METER and the RADIATION DETECTORS of the AUTOMATIC CONTROL SYSTEM.

Position the RADIATION DETECTOR of the RADIATION METER SO as not to affect the operation of
the AUTOMATIC CONTROL SYSTEM.

NOTE — For every RADIATION DETECTOR, a specific instruction has to be given as to where it has to be positioned in
order to minimize the effect on the AUTOMATIC EXPOSURE CONTROL. If ATTENUATION PHANTOMS are used which are
attached to the X-RAY SOURCE ASSEMBLY (A2 or A3), making the measurement behjnd the\pHANTOM (if the
sensitivity of the RADIATION DETECTOR allows it) has to be considered.

TUBE VOLTAGE identical to those used in the
RADIOGRAPHIC CASSETTE.

If materials
methacr

per materials, for example copper or lead, the action levels for the

RADIATION output shofld be within 25 % of the BASELINE VALUES.

When lead is used with X-RAY TUBE VOLTAGES above 90 kV, the action levels appropriate to
low atomic number materials shall be applied.

5.1.6 Action to be taken

If the system fails to meet the criteria, the guidance given in annex C should be followed.
NOTE — A gradual decrease in the RADIATION output is to be expected as a result of ageing of the X-RAY TUBE. In
order to allow for this, it will be necessary from time to time to determine new BASELINE VALUES. This holds

especially for testing under manual control, whereas for AUTOMATIC EXPOSURE CONTROL a decrease in the
RADIATION output is compensated and cannot be detected.
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