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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
NUCLEAR POWER PLANTS – INSTRUMENTATION, CONTROL  

AND ELECTRICAL POWER SYSTEMS IMPORTANT TO SAFETY –  
CATEGORIZATION OF FUNCTIONS AND CLASSIFICATION OF SYSTEMS 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61226 has been prepared by subcommittee 45A: Instrumentation, 
control and electrical power systems of nuclear facilities, of IEC technical committee 45: 
Nuclear instrumentation. 

This fourth edition cancels and replaces the third edition published in 2009. This edition 
constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) to align on IAEA requirements, recommendations and terminology, particularly to take into 
account the replacement of NS-R-1 by SSR 2/1 and publication of SSG 30; 

b) to extend the scope to electrical power systems; 
c) to move the detailed requirements applying to functions and I&C systems to a normative 

annex, which will be removed after updating IEC 61513. 
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The text of this International Standard is based on the following documents: 

FDIS Report on voting 

45A/1301/FDIS 45A/1306/RVD 

 
Full information on the voting for the approval of this International Standard can be found in 
the report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

a) Technical background, main issues and organisation of the standard 
This International Standard responds to an International Atomic Energy Agency (IAEA) 
requirement1 to identify and classify nuclear power plants important to safety items on the 
basis of their functions and safety significance. With the application of the concept of 
Defence in Depth, which is implemented through the combination of a number of 
consecutive and sufficiently independent levels of protection, the functions important to 
safety are distributed over several systems or subsystems. In addition, with programmable 
digital items now being used for NPP instrumentation and control systems, each system or 
sub-system often performs many functions. Therefore, it is the intent of this standard to 
establish the criteria and methods to be used to: 
– identify and assign the functions important to safety into categories, depending on their 

contribution to the prevention and mitigation of postulated initiating events (PIE); 
– classify accordingly the I&C and electrical power systems which are necessary to 

perform these functions. 
According to IAEA Safety Standard SSR-2/1 (Requirement 22), the method for classifying 
the items important to safety shall be based primarily on deterministic methods, 
complemented where appropriate by probabilistic methods. Several possible approaches 
for use of probabilistic safety assessment (PSA) for classification are described in 
IEC TR 61838. 

b) Situation of the current standard in the structure of the SC 45A standard series 
IEC 61226 is directly referenced by IEC 61513 and is the second level SC 45A document 
that deals with the categorization of functions and classification of I&C and electrical 
power systems. 
For more details on the structure of the SC 45A standard series, see item d) of this 
introduction. 

c) Recommendation and limitation regarding the application of this document 
Correct categorization of functions is essential to ensure the appropriate degree of 
attention by the plant's designers, operators and regulatory authorities to the specification, 
design, qualification, quality assurance (QA), manufacturing, installation, maintenance, 
and testing of the systems that ensure the safety functions. 
This standard establishes the criteria and methods to be used to assign the functions of a 
NPP accomplished by I&C and electrical power systems to three categories A, B and C, 
which depend on the importance of the function for safety. Functions with no direct safety 
role are non categorized (NC).  
The category to which a function is assigned determines technical requirements based on 
providing the appropriate level of assurance that the function will be executed on demand 
with the required performance and reliability and have the necessary environmental 
durability and QA. The level of assurance to be shown for each of these aspects shall be 
consistent with the importance of the function to safety. 

d) Description of the structure of the IEC SC 45A standard series and relationships 
with other IEC documents and other bodies documents (IAEA, ISO) 
The top-level documents of the IEC SC 45A standard series are IEC 61513 and 
IEC 63046. IEC 61513 provides general requirements for I&C systems and equipment that 
are used to perform functions important to safety in NPPs. IEC 63046 provides general 
requirements for electrical power systems of NPPs; it covers power supply systems 
including the supply systems of the I&C systems. IEC 61513 and IEC 63046 are to be 
considered in conjunction and at the same level. IEC 61513 and IEC 63046 structure the 
IEC SC 45A standard series and shape a complete framework establishing general 
requirements for instrumentation, control and electrical systems for nuclear power plants. 

_____________ 

1  IAEA SSR-2/1 requirement 22 considering also requirements 4, 18 and 27. 
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IEC 61513 and IEC 63046 refer directly to other IEC SC 45A standards for general topics 
related to categorization of functions and classification of systems, qualification, 
separation, defence against common cause failure, control room design, electromagnetic 
compatibility, cybersecurity, software and hardware aspects for programmable digital 
systems, coordination of safety and security requirements and management of ageing. 
The standards referenced directly at this second level should be considered together with 
IEC 61513 and IEC 63046 as a consistent document set. 
At a third level, IEC SC 45A standards not directly referenced by IEC 61513 or by 
IEC 63046 are standards related to specific equipment, technical methods, or specific 
activities. Usually these documents, which make reference to second-level documents for 
general topics, can be used on their own. 
A fourth level extending the IEC SC 45 standard series, corresponds to the Technical 
Reports which are not normative. 
The IEC SC 45A standards series consistently implements and details the safety and 
security principles and basic aspects provided in the relevant IAEA safety standards and 
in the relevant documents of the IAEA nuclear security series (NSS). In particular, this 
includes the IAEA requirements SSR-2/1, establishing safety requirements related to the 
design of nuclear power plants (NPPs), the IAEA Safety Guide SSG-30 dealing with the 
safety classification of structures, systems and components in NPPs, the IAEA Safety 
Guide SSG-39 dealing with the design of instrumentation and control systems for NPPs, 
the IAEA Safety Guide SSG-34 dealing with the design of electrical power systems for 
NPPs and the implementing guide NSS17 for computer security at nuclear facilities. The 
safety and security terminology and definitions used by SC 45A standards are consistent 
with those used by the IAEA. 
IEC 61513 and IEC 63046 have adopted a presentation format similar to the basic safety 
publication IEC 61508 with an overall life-cycle framework and a system life-cycle 
framework. Regarding nuclear safety, IEC 61513 and IEC 63046 provide the interpretation 
of the general requirements of IEC 61508-1, IEC 61508-2 and IEC 61508-4, for the 
nuclear application sector. In this framework IEC 60880, IEC 62138 and IEC 62566 
correspond to IEC 61508-3 for the nuclear application sector. IEC 61513 and IEC 63046 
refer to ISO as well as to IAEA GS-R part 2 and IAEA GS-G-3.1 and IAEA GS-G-3.5 for 
topics related to quality assurance (QA). At level 2, regarding nuclear security, IEC 62645 
is the entry document for the IEC SC 45A security standards. It builds upon the valid high-
level principles and main concepts of the generic security standards, in particular 
ISO/IEC 27001 and ISO/IEC 27002; it adapts them and completes them to fit the nuclear 
context and coordinates with the IEC 62443 series. At level 2, IEC 60964 is the entry 
document for the IEC SC 45A control rooms standards and IEC 62342 is the entry 
document for the ageing management standards. 

NOTE 1 It is assumed that for the design of I&C systems in NPPs that implement conventional safety 
functions (e.g. to address worker safety, asset protection, chemical hazards, process energy hazards) 
international or national standards would be applied. 

NOTE 2 IEC SC 45A domain was extended in 2013 to cover electrical systems. In 2014 and 2015, 
discussions were held in IEC SC 45A to decide how and where general requirements for the design of 
electrical systems were to be considered. IEC SC 45A experts recommended that an independent standard be 
developed at the same level as IEC 61513 to establish general requirements for electrical systems. Project 
IEC 63046 is now launched to cover this objective. When IEC 63046 is published, this Note 2 of the 
introduction of IEC SC 45A standards will be suppressed. 
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NUCLEAR POWER PLANTS – INSTRUMENTATION, CONTROL  
AND ELECTRICAL POWER SYSTEMS IMPORTANT TO SAFETY –  

CATEGORIZATION OF FUNCTIONS AND CLASSIFICATION OF SYSTEMS 
 
 
 

1 Scope 

This document establishes, for nuclear power plants2, a method of assignment of the 
functions specified for the plant into categories according to their importance to safety. 
Subsequent classification of the I&C and electrical power systems performing or supporting 
these functions, based on the assigned category, then determines relevant design criteria. 

The design criteria, when applied, ensure the achievement of each function in accordance to 
its importance to safety. In this document, the criteria are those of functionality, reliability, 
performance, environmental qualification (e.g. seismic) and quality assurance (QA). 

This document is applicable to: 

• the functions important to safety that are performed by I&C systems and supported by 
electrical power systems (categorization of I&C functions),  

• the I&C systems that enable those functions to be implemented (classification of I&C 
systems), 

• the electrical power systems that support those functions (classification of electrical power 
systems).  

The systems under consideration provide automated protection, closed or open loop control, 
information to the operating staff, and electrical power supply to systems. These systems 
keep the NPP conditions inside the safe operating envelope and provide automatic actions, or 
enable manual actions, that prevent or mitigate accidents, or that prevent or minimize 
radioactive releases to the site or wider environment. The I&C and electrical power systems 
that fulfil these roles safeguard the health and safety of the NPP operators and the public. 

This document follows the general principles given in IAEA Safety Requirement SSR-2/1 and 
Safety Guides SSG-30, SSG-34 and SSG-39, and it defines a structured method of applying 
the guidance contained in those codes and standards to the I&C and electrical power systems 
that perform functions important to safety in a NPP. This document is read in association with 
the IAEA guides together with IEC 61513 and IEC 63046 in implementing the requirements of 
the IEC 61508 series. The overall classification scheme of structures, systems and 
components for NPPs can be summarized as follows by Figure 1. 

_____________ 

2  The scope of this document is consistent with IAEA SSR-2/1 and SSG-30, upon which it is based. 
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Figure 1 – Overall classification scheme  

This 2-phase process is defined for purpose of comprehensiveness; it enables the capture of 
all the functions and all the systems important to safety, including I&C systems, as well as 
electrical power systems. 

In this scheme, functions are defined and categorized regardless of the physical means that 
are implemented to fulfill them. In the framework of this document, the functions to be 
categorized are performed by I&C systems. Accordingly, they are called I&C functions.  

This document applies to I&C and electrical power systems for new nuclear power plants as 
well as for modification and modernization of existing plants. 

For existing plants, only a subset of requirements can be applicable, and this subset is 
identified at the beginning of any project. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60709, Nuclear power plants – Instrumentation, control and electrical power systems 
important to safety – Separation  

IEC/IEEE 60780-323, Nuclear facilities – Electrical equipment important to safety – 
Qualification.  

IEC 60812, Failure modes and effects analysis (FMEA and FMECA) 

IEC 60880, Nuclear power plants – Instrumentation and control systems important to safety – 
Software aspects for computer-based systems performing category A functions. 

IEC 60964, Nuclear power plants – Control rooms – Design. 

IEC 60965, Nuclear power plants – Control rooms – Supplementary control room for reactor 
shutdown without access to the main control room. 

IEC 60980, Recommended practices for seismic qualification of electrical equipment of the 
safety system for nuclear generating stations 
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IEC 60987, Nuclear power plants – Instrumentation and control important to safety – 
Hardware design requirements for computer-based systems. 

IEC 61000-4 (all parts), Electromagnetic Compatibility (EMC) – Part 4: Testing and 
measurement techniques 

IEC 61500, Nuclear power plants – Instrumentation and control systems important to safety – 
Data communication in systems performing category A functions.  

IEC 61513:2011, Nuclear power plants – Instrumentation and control important to safety – 
General requirements for systems. 

IEC 61771, Nuclear power plants – Main control-room – Verification and validation of design 

IEC 61772, Nuclear power plants – Control rooms – Application of visual display units (VDUs) 

IEC 61839, Nuclear power plants – Design of control rooms – Functional analysis and 
assignment 

IEC 62003, Nuclear power plants – Instrumentation and control important to safety – 
Requirements for electromagnetic compatibility testing 

IEC 62138:2018, Nuclear power plants – Instrumentation and control important for safety – 
Software aspects for computer-based systems performing category B or C functions. 

IEC 62566, Nuclear power plants – Instrumentation and control important to safety – 
Development of HDL-programmed integrated circuits for systems performing category A 
functions. 

IEC 62645, Nuclear power plants – Instrumentation and control systems – Requirements for 
security programmes for computer-based systems.  

IEC 62671, Nuclear power plants – Instrumentation and control important to safety – Selection 
and use of industrial digital devices of limited functionality 

IEC 62859, Nuclear power plants – Instrumentation and control systems – Requirements for 
coordinating safety and cybersecurity  

IEC 63046:—3, Nuclear power plants – Electrical power systems – General requirements  

IAEA GSR Part 2:2016, Leadership and Management for Safety 

IAEA SSR-2/1 (Rev.1):2016, Safety of nuclear power plants: Design  

IAEA SSG-30:2014, Safety Classification of Structures, Systems and Components in Nuclear 
Power Plants 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

_____________ 

3  Under preparation. Stage at the time of publication: IEC CDV 63046:2019. 
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ISO and IEC maintain terminological databases for use in standardization at the following 
addresses:  

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1  
anticipated operational occurrence 
AOO 
deviation of an operational process from normal operation that is expected to occur at least 
once during the operating lifetime of a facility but which, in view of appropriate design 
provisions, does not cause any significant damage to items important to safety or lead to 
accident conditions 

Note 1 to entry: This note applies to the French language only.  

[SOURCE: IAEA Safety Glossary, 2018] 

3.2  
common cause failure 
CCF 
failures of two or more structures, systems or components due to a single specific event or 
cause 

[SOURCE: IAEA Safety Glossary, 2018] 

3.3  
controlled state 
plant state, following an anticipated operational occurrence or accident conditions, in which 
fulfilment of the fundamental safety functions can be ensured and which can be maintained 
for a time sufficient to implement provisions to reach a safe state 

Note 1 to entry: See 4 for the list of fundamental safety functions. 

Note 2 to entry: See 3.21 for definition of safe state. 

[SOURCE: IAEA Safety Glossary, 2018] 

3.4  
design basis accident 
DBA 
postulated accident leading to accident conditions for which a facility is designed in 
accordance with established design criteria and conservative methodology, and for which 
releases of radioactive material are kept within acceptable limits 

[SOURCE: IAEA Safety Glossary, 2018] 

3.5  
design extension conditions 
DEC 
postulated accident conditions that are not considered for design basis accidents, but that are 
considered in the design process of the facility in accordance with best estimate methodology, 
and for which releases of radioactive material are kept within acceptable limits 

Note 1 to entry: Design extension conditions comprise conditions in events without significant fuel degradation 
and conditions in events with melting of the reactor core. 
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Note 2 to entry: A set of design extension conditions shall be derived on the basis of engineering judgement, 
deterministic assessments and probabilistic assessments for the purpose of further improving the safety of the 
nuclear power plant by enhancing the plant's capabilities to withstand, without unacceptable radiological 
consequences, accidents that are either more severe than design basis accidents or that involve additional 
failures. These design extension conditions shall be used to identify the additional accident scenarios to be 
addressed in the design and to plan practicable provisions for the prevention of such accidents or mitigation of 
their consequences.[IAEA SSR-2/1] 

[SOURCE: IAEA Safety Glossary, 2018] 

3.6  
diversity 
presence of two or more independent (redundant) systems or components to perform an 
identified function, where the different systems or components have different attributes so as 
to reduce the possibility of common cause failure, including common mode failure 

[SOURCE: IAEA Safety Glossary, 2018] 

3.7  
electrical/electronic/programmable electronic item  
E/E/PE item 
item based on electrical (E) and/or electronic (E) and/or programmable electronic (PE) 
technology 

[SOURCE: IEC 62138:2018, 3.15] 

3.8  
electrical power system 
system performing electrical power generation, transmission and distribution; performing 
supply functions to operate plant equipment (pumps, valves, heaters, etc.) and to I&C 
systems 

Note 1 to entry: An electrical system can integrate E/E/PE items to perform its internal electrical control and 
protection. 

[SOURCE: IEC CDV 63046:2019, 3.12] 

3.9  
equipment 
one or more parts of a system; an item of equipment is a single definable (and usually 
removable) element or part of a system 

[SOURCE: IEC 61513:2011, 3.16, modified – The notes to entry have been omitted.] 

3.10  
function 
specific purpose or objective to be accomplished, that can be specified or described without 
reference to the physical means of achieving it 

3.11  
functionality 
attribute of a function which defines the operations which transform input information into  
output information 

[SOURCE: IEC 61513:2011, 3.24, modified – The note has been omitted.] 
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3.12  
human factor engineering programme 
programme that describes at least the human factors organisation, role and mission of human 
factors specialists and team, human factors activities and their integration in the design and 
validation process, list of deliverables to be provided at each step of the program 

3.13  
item important to safety 
item that is part of a safety group and/or whose malfunction or failure could lead to radiation 
exposure of the site personnel or members of the public 

Note 1 to entry: Items important to safety include: 

a) those structures, systems and components whose malfunction or failure could lead to undue radiation 
exposure of the site personnel or members of the public. 

b) those structures, systems and components that prevent anticipated operational occurrences from leading to 
accident conditions 

c) those features which are provided to mitigate the consequences of malfunction or failure of structures, systems 
or components. 

Note 2 to entry: Items important to safety considered in this standard are I&C and electrical power systems. 

[SOURCE: IAEA Safety Glossary, 2018] 

3.14  
I&C system 
system, based on E/E/PE items, performing I&C functions as well as service and monitoring 
functions related to the operation of the system itself 

[SOURCE: IEC 62138:2018, 3.26, modified – The notes to entry have been omitted.] 

3.15  
normal operation 
operation within specified operational limits and conditions 

Note 1 to entry: For a nuclear power plant, this includes startup, power operation, shutting down, shutdown, 
maintenance, testing and refuelling. 

[SOURCE: IAEA Safety Glossary, 2018] 

3.16  
performance 
effectiveness with which an intended function is carried out 

Note 1 to entry: For example, response time, accuracy, sensitivity to parameter changes. 

3.17  
periodic testing 
performance of tests at predetermined time points to demonstrate that the functional 
capabilities of I&C systems and equipment important to safety are retained and that the 
characteristics relevant to the claims of the safety analysis are satisfied 

[SOURCE: IEC 60671:2007, 3.7] 
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3.18  
plant states 

Operational states Accident conditions 

Normal operation Anticipated operational 
occurrences 

Design basis 
accidents 

Design extension conditions 

Without 
significant fuel 
degradation 

With core melting 

 

[SOURCE: IAEA Safety Glossary, 2018] 

3.19  
postulated initiating event 
PIE 
postulated event identified in design as capable of leading to anticipated operational 
occurrences or accident conditions 

Note 1 to entry: This note applies to the French language only.  

[SOURCE: IAEA Safety Glossary, 2018] 

3.20  
redundancy 
provision of alternative (identical or diverse) structures, systems or components, so that any 
single structure, system or component can perform the required function regardless of the 
state of operation or failure of any other 

[SOURCE: IAEA Safety Glossary 2018] 

3.21  
safe state 
plant state, following an anticipated operational occurrence or accident conditions, in which 
the reactor is subcritical and the fundamental safety functions can be ensured and maintained 
stable for a long time 

Note 1 to entry: See 3.25 for the list of fundamental safety functions. 

[SOURCE: IAEA Safety Glossary, 2018] 

3.22  
safety categorization 
for nuclear power plants, the categorization into a limited number of safety categories of the 
functions that are required for fulfilling the fundamental safety functions in different plant 
states, including all modes of normal operation, on the basis of their safety significance 

Note 1 to entry: See 3.25 for the list of fundamental safety functions. 

[SOURCE: IAEA Safety Glossary, 2018] 

3.23  
safety classification 
for nuclear power plants, the assignment to a limited number of safety classes of systems and 
components and other items of equipment on the basis of their functions and their safety 
significance 

[SOURCE: IAEA Safety Glossary, 2018] 
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3.24  
safety function 
specific purpose that must be accomplished for safety for a facility or activity to prevent or to 
mitigate radiological consequences of normal operation, anticipated operational occurrences 
and accident conditions 

Note 1 to entry: Safety functions are required to fulfil the fundamental safety functions that are: (i) control of 
reactivity, (ii) removal of heat from the reactor and from the fuel store, (iii) confinement of radioactive material, 
shielding against radiation and control of planned radioactive releases, as well as limitation of accidental 
radioactive releases [IAEA SSR-2/1, Requirement 4]. 

Note 2 to entry: Safety functions are primarily those that are credited in the safety analysis and include functions 
performed at all levels of defence in depth. 

[SOURCE: IAEA Safety Glossary, 2018] 

3.25  
safety group 
assembly of equipment designated to perform all actions required for a particular initiating 
event to ensure that the limits specified in the design basis for anticipated operational 
occurrences and design basis accidents are not exceeded 

[SOURCE: IAEA Safety Glossary, 2018] 

3.26  
self-supervision 
automatic testing of system hardware performance and software consistency of a computer 
based I&C system 

[SOURCE: IEC 60671:2007, 3.8] 

3.27  
single failure 
failure which results in the loss of capability of a single system or component to perform its 
intended safety function(s), and any consequential failure(s) which result from it 

[SOURCE: IAEA Safety Glossary, 2018] 

3.28  
support system 
supporting system 
system that provides services in order to enable another system to perform a function 

Note 1 to entry: Services are, for example, electrical power supply, HVAC, cooling, lubrication. 

3.29  
system 
set of components which interact according to a design, where an element of a system can be 
another system, called a subsystem 

[SOURCE: IEC 61513:2011, 3.56, modified – The notes to entry have been omitted.] 

3.30  
type test 
conformity test made on one or more items representative of the production 

Full document details: IEC 61226-2020

http://www.avadocuments.com/doc/iec-61226-2020
http://www.avadocuments.com/doc/iec-61226-2020


 – 16 – IEC 61226:2020  IEC 2020 

4 Abbreviated terms 

ALARA as low as reasonably achievable 
AOO anticipated operational occurrence 
BWR boiling water reactor 
CCF common cause failure 
DBA design basis accident 
DEC design extension condition 
E/E/PE electrical/electronic/programmable electronic 
FAT factory acceptance test 
FMEA failure modes and effects analysis 
HMI human machine interface 
HVAC heating, ventilation and air conditioning 
IAEA International Atomic Energy Agency 
ISO International Organization for Standardization  
I&C instrumentation and control 
NC non-categorized 
NPP nuclear power plant 
PIE postulated initiating event 
PSA probabilistic safety assessment 
PWR pressurized water reactor 
QA quality assurance 
SAT site acceptance test 
SSC structures, systems and components 

5 Categorization scheme 

5.1 General 

Safety functions shall be assigned to different categories according to their safety 
significance. The category determines the class to be assigned to the I&C systems which 
perform these functions and the class to be assigned to the electrical power systems which 
support the functions (including those which support the operation of the I&C equipment). 
Then the class determines the design and quality requirements for these systems.  

Subclause 5.2 provides the background to the categorization scheme.  

Subclause 5.3 describes the three categories that are used to categorize functions, according 
to their safety significance. The categories are consistent with those defined in IAEA SSG-30. 

Subclause 5.4 presents the assignment criteria for each category. 

Clause 6 provides guidance on the categorization process and also provides guidance on the 
mapping of functional categorization to system classes. 

Clause 7 and Annex A address high-level technical requirements for each category 
(requirements applying to the functions) and each class (requirements applying to the 
systems that perform the functions). More detailed technical requirements are presented in 
dedicated IEC standards. 
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Annex B contains typical examples of the categorization of functions and classification of 
systems in NPPs. It is only informative since the mentioned functions and systems may 
depend on the reactor type. 

5.2 Background 

The principle of defence in depth is firmly established in the safety design basis of nuclear 
power plants. The fundamental idea that there should be several layers or lines of defence in 
the prevention of unsafe conditions, and that the prevention of unsafe conditions, before 
mitigation is needed, is always to be preferred. Because of the large number of functions that 
are required to operate a NPP and sustain its safety, a number that increases with the 
principle of defence in depth, it is important that the safety significance of each function is 
known. All the functions performed at the different levels of defence in depth are considered. 

IAEA Safety Requirements SSR-2/1 establishes the idea of classification of NPP systems 
according to their safety significance, and gives examples of the classification of the major 
systems of several types of NPPs. All structures, systems and components, including 
software for instrumentation and control (I&C), that are items important to safety, shall be first 
identified and then classified on the basis of their function and significance with regard to 
safety. They shall be designed, constructed and maintained such that their quality and 
reliability is commensurate with this classification.  

IAEA Safety Requirements SSR-2/1, section 5.34 requires that the method for classifying the 
safety significance of items shall be based primarily on deterministic methods complemented, 
where appropriate, by probabilistic methods with account taken of factors such as: 

a) the safety function(s) to be performed by the item; 
b) the consequences of failure to perform a safety function; 
c) the frequency with which the item will be called upon to perform a safety function; 
d) the time following a PIE at which, or the period for which, the item will be called upon to 

perform a safety function. 

The IAEA Safety Guide SSG-30 gives guidance on the categorization of functions and 
classification of SSCs according to their safety significance.  

This document extends the categorization strategy presented in IAEA Safety Guide SSG-30, 
and establishes the criteria and methods to be used to assign the functions of NPP to one of 
the three categories A, B and C, depending on their safety significance, or to consider them 
as “non-categorized” (NC) if they do not have any safety role.  

IAEA SSG 39 chapter 5 concerning classification of I&C systems and IAEA SSG 34 chapter 3 
concerning classification of electrical power systems directly refer to SSR-2/1 and SSG-30 
and are consistent with the principles of this document. 

National application of the principles and criteria of this document may assign a different 
nomenclature to categories A, B and C.  

5.3 Description of categories 

5.3.1 General 

The method for determining the safety significance of a function shall primarily be based on 
deterministic methods, complemented where appropriate by probabilistic methods and 
engineering judgment. 

The safety significance of a function designed to respond to a PIE shall take account of the 
following: 
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• The consequences of failure to perform the function;  

• The frequency of occurrence of the postulated initiating event for which the function will be 
called upon; 

• The significance of the contribution of the function in achieving either a controlled state or 
a safe state. 

When assessing the safety significance of a function, the following factors should be 
considered: 

• the role of the function during normal operation (including start-up, refuelling, etc) in 
preventing the occurrence of PIEs; 

• the role of the function in mitigating the consequences of AOO, DBA or DEC; 

• the time following a PIE at which, or the period for which it is required to perform the 
function;  

• the consequences in the event of spurious actuation in the different plant states 
(operational states and accident conditions); 

• the role of the function following PIEs such as natural events (e.g. seismic disturbance, 
flood, extreme wind, lightning), human induced external events (e.g. chemical releases 
from other plants or industries) and internal hazards (e.g. fire, internal flood, missiles); 

• the maintenance, repair and testing strategy. 

Therefore, an initial safety analysis of the specific NPP design shall be completed prior to the 
categorization of the functions. On the basis of this safety analysis, the identification of the 
functions to be categorized should be performed with a sufficiently detailed granularity, in 
such a way that one function can be allocated to only one I&C system. 

To graduate the consequences of failure to perform the function, SSG-30 defines 3 levels of 
severity for NPPs keeping in mind that functions implemented to control accidents aim at 
making the consequences of these accidents acceptable and also as low as practicable. The 
assessment of the consequences is made under the assumption that the function does not 
respond when challenged, and without crediting any function that compensates for the failure 
of the function. 

• The severity should be considered 'high' if failure of the function could, at worst lead to a 
release of radioactive material that exceeds the limits accepted by the regulatory body for 
design basis accidents; or cause the values of key physical parameters (e.g pressure, 
temperature, etc) to exceed acceptance criteria for design basis accidents. 

• The severity should be considered 'medium' if failure of the function could, at worst lead to 
a release of radioactive material that exceeds limits established for anticipated operational 
occurrences; or cause the values of key physical parameters to exceed the design limits 
for anticipated operational occurrences. 

• The severity should be considered 'low' if failure of the function could, at worst lead to 
doses to workers above authorized limits. 

In terms of alignment with IAEA SSG-30 categorization nomenclature, the requirements 
provided in this document cover the allocation of categories A, B and C to functions that can 
be implemented by I&C systems and/or supported by electrical power systems. These are 
equivalent to categories 1, 2 and 3, respectively, from IAEA SSG-30. 
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5.3.2 Category A 

Category A shall be assigned to the functions that play a principal role in the achievement or 
maintenance of NPP safety to prevent AOO or DBA from leading to consequences of high 
severity. This role is essential at the beginning of the transient when no alternative actions 
can be taken, even if hidden faults can be detected. These functions play a principal role in 
the achievement or maintenance of the controlled state 4.  

Category A also denotes functions whose failure could directly lead to accident conditions 
which can cause high severity consequences and for which no other category A function 
exists that prevents such consequences.  

5.3.3 Category B 

Category B denotes functions that play a complementary role to the category A functions in 
the achievement or maintenance of NPP safety, especially the functions required to operate 
once the controlled state has been achieved, to prevent AOO or DBA from leading to 
consequences of high severity, or those which are required to reach the controlled state to 
prevent AOO or DBA from leading to consequences of medium severity.  

Category B functions also denotes functions that are designed to control DEC without 
significant fuel degradation resulting from or including the postulated failure of a category A 
function, so that plant or equipment damage or activity release can be avoided or minimised. 

Category B also denotes functions whose failure could directly lead to accident conditions 
which can cause medium severity consequences and for which no other category A or B 
function exists that prevents such consequences.  

5.3.4 Category C 

Category C denotes functions that play an auxiliary or indirect role in the achievement or 
maintenance of NPP safety. Category C includes functions that have safety significance, but 
are not category A or B. They can be part of the total response to AOO or DBA but not be 
directly involved in avoiding consequences of high severity of the accident, or be functions 
necessary for other purposes (e.g. mitigate the consequences of DECs or hazards). 

5.4 Assignment criteria 

5.4.1 General 

The criteria that shall be applied for assignment of functions to categories A, B and C are 
given hereinafter. 

If a function does not meet any of these criteria, then it shall be "non-categorized" (NC). 

In case of multiple assignments, the final assignment of a function to a category shall be the 
highest relevant category. 

The final assignment of the function may be modified using probabilistic methods in 
accordance with the principles outlined in 6.3. 

_____________ 

4  In order to cope with rapid transients, the plant is controlled during this phase by automatic actions. For slower 
transients, the controlled state can be obtained using manual actions, provided such actions are considered in 
accident studies after a consequent grace time. This type of grace time represents a design requirement of the 
plant corresponding to a delay of diagnosis and action, based on human factors, accessibility considerations 
and including margins. It does not mean that manual actions are not permitted during that time. In some 
countries, and for older NPP, the limit between category A and category B may be this grace time, in place of 
the controlled state.  
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5.4.2 Category A 

A function shall be assigned to category A if it meets any of the following criteria: 

a) a function required to reach the controlled state, to prevent an AOO or DBA from leading 
to consequences of high severity;  

b) a function, the failure or spurious actuation of which during normal operation, would lead 
to consequences of high severity; 

c) a function required to provide information and control capabilities that allow specified 
manual actions necessary to reach the controlled state to prevent high-severity 
consequences. 

5.4.3 Category B 

A function shall be assigned to category B if it meets any of the following criteria and is not 
otherwise assigned to category A: 

a) a function required to reach the controlled state, to prevent an AOO or DBA from leading 
to consequences of medium severity;  
This criterion should apply to plant process control functions if such functions are credited 
in the safety analysis to prevent an AOO from escalating to DBA. 

b) a function required to reach and maintain a safe state, after the controlled state of an 
AOO or DBA has been reached, to prevent it from leading to consequences of high 
severity; 

c) a function required to provide information or control capabilities that allow specified 
manual actions necessary to reach and maintain a safe state, after the controlled state 
has been reached, to prevent an AOO or DBA from leading to consequences of high 
severity; 

d) a function required to control a DEC without significant fuel degradation resulting from or 
including the postulated failure of a category A function;  

e) a function, the failure or spurious actuation of which during normal operation, would lead 
to consequences of medium severity and for which no other category A or B function 
exists that prevents the consequences of medium severity; 

f) a function to reduce considerably the frequency of a DBA as claimed in the safety 
analysis; 
By extension, this criterion should apply to functions, the spurious actuation of which 
during normal operation, would lead to a DBA. 

g) a function that provides continuous or intermittent tests or monitoring of functions in 
category A to indicate their continued availability for operation and alert control room staff 
to their failures, if no alternative means (e.g. periodic tests) are provided to verify their 
availability5. 

NOTE Where the monitoring function is the only means of detecting otherwise unrevealed failures, then assigning 
the monitoring function to category B ensures an appropriate level of quality. 

5.4.4 Category C 

A function shall be assigned to category C if it meets any of the following criteria and is not 
otherwise assigned to category A or category B; 

a) a plant process control function operating so that the main plant parameters are 
maintained within the normal range of operation of the plant;  

_____________ 

5  Subclause 4.2.6 of IEC 60671:2007 provides further guidance on the class of equipment used to implement 
such functions and in particular notes that where:  “test features could interfere in an inappropriate manner with 
the proper operation of the system or equipment performing the function important to safety, it shall be 
assigned to the same category” 
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b) a function actuated in the event of an AOO or DBA and whose failure, when challenged, 
would result in consequences of low severity; 

c) a function required to reach and maintain for a long time a safe state and whose failure, 
when challenged, would result in consequences of medium severity; 

d) a function that provides continuous or intermittent tests or monitoring of functions in 
category A and B to indicate their continued availability for operation and alert control 
room staff to their failures, and are not assigned to category B in accordance with 5.4.3g; 

e) a function designed to reduce the actuation frequency of the reactor trip or engineered 
safety features; 
By extension, this criterion should apply to functions, the spurious actuation of which 
during normal operation, would lead to the actuation of the reactor trip or engineered 
safety features. 

f) a function to monitor and take mitigating action following internal hazards within the NPP 
design basis (e.g. fire, flood); 

g) a function the failure or spurious actuation of which during normal operation would lead to 
consequences of low severity; 

h) a function to warn personnel or to ensure personnel safety during or following events that 
involve or result in release of radioactivity in the NPP, or risk of radiation exposure; 

i) a function that provides necessary information to determine the magnitude and dispersion 
of the radioactive release materials in case of accident; 

j) a function which monitors and/or annunciates the state of the plant so that action can be 
taken to either prevent an unsafe condition or mitigate the consequences following natural 
events (e.g. seismic disturbance, flooding, extreme wind, lightning); 

k) a function required to mitigate the consequences of DEC, unless already required to be 
categorised in safety category B, including information and controls necessary to 
implement severe accident (i.e. DEC with core melting) management guidelines, and 
whose failure, when challenged, would result in consequences of high severity; 

l) a function which provides access control for personnel protection; 
m) a function to provide plant staff and off-site emergency services with information that are 

necessary for the purpose of implementing the emergency response plan. 

6 Categorization/classification procedure 

6.1 General 

An outline of the procedure is shown in Figure 2. It consists in three phases: 

• the basic design of the NPP; 

• the safety categorization of functions; 

• the safety classification of I&C systems6. 

_____________ 

6  The third phase in Figure 2 applies to I&C systems. As for electrical power systems, they inherit their safety 
class directly from the safety class of the systems they support (whether these systems are I&C systems or 
systems that directly act on the plant process). See 6.4.2 for more details. 
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Figure 2 – Method of categorization of functions and classification of I&C systems 

6.2 Identification of anticipated operational occurrences (AOO), design basis 
accidents (DBA) and design extension conditions (DEC) 

Main inputs to the categorization process of functions are the nature of the NPP and the 
reactor type (e.g. PWR (pressurized water reactor), BWR (boiling water reactor) or other 
reactor type) and the associated PIEs. Another main input is the identification of the major 
mitigation functions, for each PIE. 

The assessment of the frequency and consequences of PIEs leads to the identification of 
AOOs or DBAs representing the design base of the plant, and of DECs representing other 
accident conditions to be taken into account in the design. When considering the design 
features of the plant the specified ranges of operational states and accident conditions and 
the defined radiological limits have to be taken into account. Individual safety principles that 
together make up an “integrated overall safety approach” ensure the safety of a NPP. These 
principles are used in the design by considering the identified AOOs, DBAs and DECs and 
successive physical barriers to keep radioactive exposure within permitted limits. The AOOs, 
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DBAs and DECs, as well as the identification of the prevention and mitigation functions, are 
the main inputs to the categorization process. 

The importance to safety of each function depends upon its role in achieving and maintaining 
the NPP safety and the potential consequence of failure of the function to operate when 
required. Therefore, an initial safety analysis of the specific NPP design shall be completed 
prior to the categorization of the functions.  

According to IAEA SSR 2/1 the identification of the design basis and design extension 
conditions, and therefore the identification and categorization of functions includes all the 
parts of the plants which could lead to significant radioactive releases, i.e. not only the reactor 
core, but also spent nuclear fuel, radioactive waste or any other source of radiation at a NPP. 

6.3 Identification and categorization of functions 

At an early stage in the design of the NPP, the safety relevant functions shall be identified. 
The process of identifying these functions and assigning them to an automated function7, or 
to the human operators should be carried out in accordance with IEC 60964. Following this 
initial identification of a function, a category for each automated or manual function shall be 
assigned according to the criteria of Clause 5. 

It is not possible to identify in detail all the functions at an early stage in the design process, 
because the characteristics of the NPP are not fully defined. Therefore, the identification and 
categorization process of the functions shall iteratively continue throughout the design phase. 
Where an initial assignment of a function to a category is uncertain, then an explanatory note 
should be added to the categorization for later resolution. 

Since individual functions may be involved in the implementation of several aspects of the 
requirements specification, such functions may be assigned to several categories. In that 
case, the highest category assigned shall be applied. 

As the NPP design is determined more precisely, for example after the safety analysis 
progresses and the operating procedures are developed, the categorization list shall be 
refined and revised, to derive a final list of functions and assigned categories. This list shall 
be documented and maintained under configuration management since it will be required by 
plant and system designers during the lifetime of the NPP. Also, this list can be required by 
the regulatory authorities. 

6.4 Classification of systems  

6.4.1 Classification of I&C systems 

Once the safety categorization of the functions is completed, the next step consists in 
identifying the I&C systems performing or contributing to the functions. All the systems and 
components that are necessary to perform the functions shall be identified, including not only 
the systems and components that directly act on the plant process (actuators, valves, etc.), 
but also the supporting systems, such as HVAC, etc.  

By the end of this phase, all the safety categorized functions that need an I&C system to 
operate are allocated to appropriate I&C systems, taking into account the different levels of 
defence in depth. Once defined, these systems shall be classified according to their safety 
significance following a process that takes into account the factors indicated by Requirement 
22 in IAEA SSR-2/1 and reproduced hereafter: 

_____________ 

7  Automated functions addressed here are control functions implemented in I&C systems. The energy conversion 
or transport function of electrical systems are not addressed. 

Full document details: IEC 61226-2020

http://www.avadocuments.com/doc/iec-61226-2020
http://www.avadocuments.com/doc/iec-61226-2020


 – 24 – IEC 61226:2020  IEC 2020 

a) the safety function(s) to be performed by the system; 
b) the consequences of failure to perform a safety function; 
c) the frequency with which the system will be called upon to perform a safety function; 
d) the time following a PIE at which, or the period for which, the system will be called upon to 

perform a safety function. 

Applying factors (a) and (c) defined in IAEA SSR 2/1, I&C systems that are designed to carry 
out identified functions shall initially be assigned to the safety class corresponding to the 
safety category of the functions which they are to perform.  

Three safety classes are proposed and correlated with the three categories as shown  
in Table 1. 

Table 1 – Correlation between classes of systems and categories of functions  

Categories of functions important to safety Corresponding classes of systems important to safety 

A  (B) a (C) a 1  

 B  (C) a 2  

  C  3  
a  Use of higher safety class than that required by the category is typically adopted for ancillary functions such 

as self-supervision, because it avoids the need for a functional isolation.  

 

The initial classification shall then be amended, as necessary, to take into account factors (b) 
and (d) defined in IAEA SSR-2/1. For factor (d), consideration of the time following a 
postulated initiating event before the function is called upon may permit the SSC to be moved 
into a lower class, provided that its expected reliability can be demonstrated. Such a 
demonstration may use, for example, time to repair or maintain the SSC, or the possibility of 
using alternative SSCs within the time window available to perform the required safety 
function. 

Where consideration of the effects of common cause failures shows the required reliability 
could not be achieved for redundant systems, and leads to implement diversity in independent 
systems (e.g. as determined by probabilistic criteria), then the refinement of classification may 
also apply to systems required to manage the effects of common cause failures. In the case of 
crediting a Class 2 system in the safety analysis to compensate for the postulated failure of a 
Class 1 system delivering Category A functions, a safety justification shall be established and 
shall show that the design and qualification requirements applied to the Class 2 system are 
appropriate and that the reliability targets for the Class 2 system are credible. 

For an individual I&C system which is specified and designed in accordance with the highest 
quality criteria, a figure of the order of 10−4 failure/demand can be an appropriate overall limit 
to place on the reliability that can be claimed, when all of the potential sources of failure due 
to the specification, design, manufacture, installation, operating environment, and 
maintenance practices, are taken into account. This figure includes the risk of common cause 
failure in the redundant channels of the system, and applies to the whole of the system, from 
sensors through processing to the outputs to the actuated equipment. Claims for better 
reliabilities than this are not precluded, but will need special justification, taking into account 
all of the factors mentioned. Alternatively, the design of independent I&C systems important to 
safety with an acceptable level of diversity may be applied. 

The granularity of the categorized I&C functions should be sufficiently detailed so that one 
I&C function should be allocated to only one I&C system.  

If an SSC contributes to the performance of several functions of different categories, it shall 
be assigned to the class corresponding to the highest of these categories (i.e. the one 
requiring the most conservative engineering design rules). 
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