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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
LIVE WORKING –  

PORTABLE EQUIPMENT FOR EARTHING OR  
EARTHING AND SHORT-CIRCUITING 

 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61230 has been prepared by IEC technical committee 78: Live 
working. 

This second edition cancels and replaces the first edition published in 1993. It constitutes a 
technical revision. 

The major changes are: 

– extension of the scope to cover the use of equipment on d.c. installations;  
– extension of the use of aluminium to all conductive parts of the device; 
– extension of the application to silicone rubber cables made by the revision of TC 20 

document IEC 61138; 
– possibility of using this standard for separate components of the equipment; 
– general revision of requirements and tests; 
– deletion of the marking requirement of the double triangle to clarify that the products 

covered by the standard are not appropriate for performing live working; 
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– clarification and modification to the procedure for short-circuit test: 

• change of the number of devices submitted to test,  

• change of the pre-conditioning time to 48 h,  

• clarification of the test procedure for separate components, 
– application of conformity assessment for products having completed the production phase, 

according to IEC 61318 Ed.3; 
– revision of existing annexes; 
– change of normative Annexes A and C into informative Annexes C and B with a reviewed 

wording; 
– deletion of Annex B, not applicable according to IEC 61318 Ed.3; 
– deletion of Annex D, its requirements and tests being now included in the body of the 

standard; 
– introduction of a new informative Annex A on railway application;  
– introduction of a new informative Annex D giving guidelines for determination of the 

equivalent r.m.s. value of a short-circuit current; 
– revision of the list of type tests, which now appears in normative Annex E; 
– introduction of a new normative Annex F on classification of defects. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

78/741/FDIS 78/748/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this publication will remain unchanged until 
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in 
the data related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

Full document details: IEC 61230 2008

http://www.avadocuments.com/doc/iec-61230-2008
http://www.avadocuments.com/doc/iec-61230-2008


61230 © IEC:2008 – 7 – 

 

INTRODUCTION 

This International Standard has been prepared in accordance with the requirements of 
IEC 61477. 

An agreement may be made between manufacturer and customer for additional requirements, 
and tests. These additional requirements are prescribed in the customer's specification on the 
basis of an acceptance procedure.  
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LIVE WORKING –  
PORTABLE EQUIPMENT FOR EARTHING OR  

EARTHING AND SHORT-CIRCUITING 
 
 
 

1 Scope 

This International Standard is applicable to portable equipment, with or without matching 
connection points, for temporary earthing or earthing and short-circuiting of electrically 
isolated or de-energized a.c. and d.c. installations, distribution and transmission networks, 
whether they are overhead or underground or of low or high voltage. 

NOTE Annex A provides guidance for application to railway systems. 

This standard covers equipment comprising an earthing or a short-circuiting or an earthing 
and short-circuiting device and insulating component. An example is given in Figure 1a and 
Figure 1b. 

It also covers: 

– earthing or short-circuiting or earthing and short-circuiting devices intended to be installed 
with insulating means. An example of an earthing device is given in Figure 1c; 

– separate components, such as conductive extension (see Figure 1b) or clamp or cable 
with end fittings. 

The performance of equipment, devices and components covered by this standard is based 
on electro-dynamic and electro-thermal effects acting during short-circuit. The withstand 
capability of the devices and equipment is expressed by their rated values of current, time 
and peak factor. No rated voltage is given, but the geometrical dimensions of the equipment 
are also linked to the voltage of the installation. 

Examples of connection diagrams of earthing and short-circuiting devices are given in 
Figures 2 and 3. Associated usual lengths of cables are given in Table 1. 

Not covered in this standard are:  

– insulating means, such as insulating sticks, telescopic sticks, insulating handles, 
insulating gloves, aerial devices with insulating booms, insulating ropes to be used to 
install the earthing and short-circuiting device; 

– insulating components, except for basic safety requirements for the insulating element; 

NOTE Basic safety recommendations for earthing sticks are given in Annex B. 

– devices meant only for the draining of induced currents; 
– relevant working procedures for using portable equipment for earthing or earthing and 

short-circuiting. 

NOTE The equipment complying with this standard should be used according to safe working procedures and 
according to local or national regulation, such as live working or dead working procedures. 
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Figure 1a – Multi-phase equipment Figure 1b – Single-phase equipment with 
extension 

 

NOTE The same device can also be used for short-circuiting. 

 
Key 
1 Earth clamp or rail clamp 
2 Line clamp or contact line clamp 
3 Short-circuiting cable(s) 
4 Earthing cable(s) 
5 Connecting cluster 
6 Earth permanent connection point or rail 
7 Line permanent connection point or 

overhead contact line profile 
8 Insulating element 
9 Handle limit mark 
10 Handle of earthing stick 
11 Installation conductor or bar 
12 Earthing system 
13 End cap of stick 
14 End fitting, permanent or detachable 
15 Stick coupling, detachable for transport 

reasons 
16 Conductive extension 
LI Length of insulating element  
LH Length of handle 
LO Overall length of earthing stick and 

conductive extension component 

NOTE 1 The earthing and short-circuiting 
device comprises components 1, 2, 3, 4, 5 and 
16. 

NOTE 2 The earthing stick comprises 
components 8, 9, 10, 13, 14 and 15. 

NOTE 3 The earthing device comprises 
components 1, 2 and 4. 

Figure 1c – Earthing device  

Figure 1 – Examples of portable equipment and device 
for installations, network and railway systems application 
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Figure 2a Figure 2b  

 

Figure 2c Figure 2d 

 

HVA (Y) = High voltage distribution , Y Neutral system 

LV (Δ) = Low voltage, Δ Neutral system 

Figure 2e 

 

Key  

1 Earth clamp 

2 Line clamp 

3 Short-circuiting cable(s) 

4 Earthing cable(s) 

5 Connecting cluster 

11 Installation conductor or 
bar 

16 Conductive extension  
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Figure 2f 

 

Figure 2g 

Figure 2 – Connection diagrams of single and multi-phase earthing  
and short-circuiting devices for network application  

NOTE Figure 2 shows examples only of connection arrangements. Not all are suitable for all situations. It is the 
responsibility of the user to consider movement of connecting cables from magnetic forces. This has to be 
considered prior to a final connection.  

Table 1 – Usual lengths of earthing and short-circuiting cables 
for different types of installations and different voltage levels 

Classes of 
operating 
voltages 

Overhead line Open air substation Metal enclosed or 
indoor substation 

Multi-phase 
Figures 2a, 2b, 2c, 2d 

key 3 = 0,5 m 
key 4 = 12 m to 16 m Low voltage a 

Single-phase 
Figure 2f 

key 4 = 0,5 m to 10 m 

Multi-phase 
Figure 2c ; key 3 = 0,5 m 

Figure 2a ; key 3 = 0,5 m and  
key 4 = 1 m to 10 m Specific 

Multi-phase 
Figures 2a, 2b, 2c, 2d 
key 3 = 2 m to 2,5 m 
key 4 = 8 m to 10 m 

Multi-phase + 5 m extension
Figure 2g 

key 4 = 8 m to 10 m 

Multi-phase 
Figures 2a, 2b, 2c 

key 3 = 7,5m to 10 m 
key 4 = 2,5 m to 3 m 

Distribution a 

Single-phase 
Figure 2f 

key 4 = 8 m to 10 m 

Single-phase 
Figure 2f 

key 4 = 10 m to 12 m 

Multi-phase 
Figure 2a 

key 3 = 0,7 m 
key 4 = 2 m 

Single-phase 
Figure 2f 

key 4 = 10 m to 12 m 

Multi-phase 
Figure 2a 

key 3 = 3 m 
key 4 = 3 m 

 Transmission a 

Single-phase 
Figure 2f 

key 4 = 8  m 

Single-phase +  
2 m to 5 m extension 

Figure 2g 
key 4 = 7 m to 8 m 

Single-phase 
Figure 2f 

key 4 = 3 m to 4 m 

a  The voltage limits for the different classes of operating voltage are conventional values and could be modified 
by national regulations or national practice. 
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Key  

1 Earth clamp 

2 Line clamp 

4 Earthing cable(s) 

11 Installation conductor 

17 Short-circuiting bar 

18  Earthing cable connection  

Figure 3 – Illustration of a three-phase earthing and short-circuiting device 
with short-circuiting bar and earthing cable(s) for installation and network application  

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60060-1:1989 High voltage test techniques – Part 1: General definitions and test 
requirements 1) 

IEC 60068-2-11:1981, Environmental testing – Part 2: Tests – Test Ka: Salt mist 

IEC 60068-2-42:2003, Environmental testing – Part 2-42: Tests – Test Kc: Sulphur dioxide 
test for contacts and connections 

IEC 60811-1-4:1985, Common test methods for insulating and sheathing materials of electric 
cables – Part 1: Methods for general application – Section Four: Tests at low temperature  
Amendment 1 (1993) 
Amendment 2 (2001) 

————————— 
1) Under revision. 
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IEC 60811-2-1:1998, Insulating and sheathing materials of electric and optical cables 
Common test methods – Part 2-1: Methods specific to elastomeric compounds – Ozone 
resistance, hot test and mineral oil immersion tests  
Amendment 1 (2001)2) 

IEC 60811-3-1:1985, Common test methods for insulating and sheathing materials of electric 
cables – Part 3: Methods specific to PVC compounds – Section One – Pressure test at high 
temperature – Tests for resistance to cracking 
Amendment 1 (1994) 
Amendment 2 (2001) 

IEC 61138:2007, Cables for portable earthing and short-circuiting equipment 

IEC 61318:2007, Live working – Conformity assessment applicable to tools, devices and 
equipment  

IEC 61477:2001, Live working – Minimum requirements for the utilization of tools, devices and 
equipment  
Amendment 1 (2002)  
Amendment 2 (2004)3) 

3 Terms and definitions  

For the purposes of this document, the terms and definitions given in IEC 61318 and the 
following apply. 

NOTE Further information on terminology is illustrated in Figures 1, 2 and 3. 

3.1  
conductive extension 
rigid conductor forming an extension of an earthing or short-circuiting or earthing and short-
circuiting device 

NOTE The conductive extension can be installed between the end fitting of an earthing stick and a line clamp, or 
between a line clamp and connecting point. 

[IEC 60743, definition 15.9, modified; IEV 651-14-11, modified] 

3.2  
connecting cluster 
component of an earthing and short-circuiting device for connecting short-circuiting cables 
either directly or through connecting links, such as cable lugs, to each other and to the 
earthing cable(s) and/or the earth clamp  

[IEC 60743, definition 15.5, modified; IEV 651-14-06, modified] 

3.3  
connecting point 
part of installation or part of test set-up to which a clamp is connected  

————————— 
2)  There exists a consolidated edition 2.1 (2001) that includes IEC 60811-2-1:1998 and its Amendment 1. 

3)  There exists a consolidated edition 1.2 (2005) that includes IEC 61447:2001 and its Amendments 1 and 2. 
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3.4  
connection point 
part of installation specially arranged for clamp connection (for example, ball pin, cylinder 
bolt, bow, hook, stirrup, stud) 

[IEV 651-14-09 modified] 

3.5  
dead (in live working)  
de-energized 
at a potential equal to or not significantly different from that of earth at the worksite 

NOTE In some countries, according to the dead procedures, the state dead is only considered after the earthing 
and short-circuiting equipment has been properly installed.  

[IEV 651-01-15 modified] 

3.6  
earth clamp 
clamp forming part of an earthing or earthing and short-circuiting device for connecting an 
earthing cable, or a connecting cluster to an earthing conductor or an earth electrode or a 
reference potential 

[IEC 60743, definition 15.6, modified; IEV 651-14-07, modified] 

3.7  
earthing and short-circuiting device  
assembly of components for interconnecting conductors for earthing or short-circuiting or 
earthing and short-circuiting installations and networks  

NOTE 1 The earthing and short-circuiting device comprises clamps, cables or bars and possibly clusters. 

NOTE 2 The earthing and short-circuiting device could be of single phase type or multi-phase type. 

[IEC 60743, definition 15.2, modified; IEV 651-14-03, modified]  

3.8  
earthing cable 
cable forming part of an earthing and short-circuiting device, which connects earth clamp to a 
line clamp of the electrical installation or earth clamp to connecting cluster 

[IEC 60743, definition 15.1, modified; IEV 651-14-02, modified] 

3.9  
earthing stick 
earth application stick 
insulating component equipped with a permanent or detachable end fitting for installing 
clamps, short-circuiting bars or conductive extension components onto the electrical 
installation 

NOTE The insulating element of the earthing stick is intended to provide the adequate safety distance and 
insulation to the worker. 

[IEC 60743, definition 15.8, modified; IEV 651-14-10, modified] 
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3.10  
energized (in live working) 
at a potential significantly different from that of earth at the worksite and which presents an 
electrical hazard 

NOTE A part is energized when it is electrically connected to a source of electric energy. It can also be energized 
when it is electrically charged under the influence of an electric or magnetic field. 

[IEV 651-01-14] 

3.11  
induced current 
electric current resulting from the displacement of charges carriers due to an induced tension 
or a magnetic field induction 

[IEV 121-11-29 modified] 

3.12  
insulating element 
element of an insulating component that provides adequate electrical insulation to the worker 

NOTE For most of the insulating components used in the design of portable equipment for earthing or earthing 
and short-circuiting, the insulating element also provides adequate safety distance to the workers.  

3.13  
insulating component  
hand-held insulating part of a portable equipment for earthing or earthing and short-circuiting, 
designed to bring and connect clamps to parts of electrical installations 

NOTE An earthing stick is considered as an insulating component. 

3.14  
insulating means  
insulating tool, equipment or device, manual or mechanical, complying with insulating 
properties and used for bringing and connecting clamps of earthing and short-circuiting 
devices to parts of electrical installations 

NOTE An insulating glove, an insulating rope, an insulating handle, an insulating stick, an insulating telescopic 
stick, an aerial device with insulating boom, are insulating means. 

3.15  
insulating stick  
insulating tool essentially made of an insulating tube and/or rod with end fittings 

[IEV 651-02-01] 

3.16  
isolate  
to disconnect completely a device or circuit from other devices or circuits, separating it 
physically, electrically and mechanically from all sources of electrical energy 

NOTE Such separation may not eliminate all effects of electromagnetic or electrostatic induction. 

[IEC 61328, definition 3.46, modified; IEC 61911, definition 3.39, modified] 
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3.17  
line clamp 
clamp forming part of an earthing and short-circuiting device, which is attached to a short-
circuiting cable, a short-circuiting bar or conductive extension component, either directly or 
through connecting links, and used for the connection to line (line conductors, busbars or 
current-carrying conductors), or to the connection point  

[IEC 60743, definition 15.7, modified; IEV 651-14-08, modified] 

3.18  
maintenance test  
test carried out periodically on an item to verify that its performance remains within specified 
limits, after having made certain adjustments, if necessary  

[IEV 151-16-25] 

3.19  
maximum peak current  
îtm  
peak value associated with the first major loop of the test short-circuit current determining the 
highest electro-dynamic mechanical stresses  

3.20  
portable equipment for earthing or earthing and short-circuiting 
equipment, which is portable and is capable to be carried by one person and manually or 
mechanically connected with its insulating component to parts of an electrical installation for 
earthing or short-circuiting or earthing and short-circuiting purposes 

NOTE 1 The portable equipment for earthing or earthing and short-circuiting comprises the earthing and short-
circuiting device and one or more specific detachable or non-detachable insulating components. 

NOTE 2 The use of insulating component is to safely connect the devices to the connecting points.  

NOTE 3 The portable equipment for earthing or earthing and short-circuiting is installed temporarily on isolated 
power circuits for the purposes of potential equalization and to help protect the worker by conducting a short-circuit 
current for a specified duration (time).  

NOTE 4 The aim of the earthing and short-circuiting of disconnected or isolated parts of installations is to provide 
a control path to the short-circuit current and secondly to prevent the voltage rise in the earth circuit. 

[IEV 651-14-01 modified] 

3.21  
rated current and rated time 
r.m.s value of current and time assigned to a device, or component, determining the highest 
mechanical and thermal stresses for a given peak factor 

NOTE The values apply only to those parts designed to withstand short-circuit current. 

[IEV 651-14-12 modified] 

3.22  
rated peak factor 
ratio of the maximum peak current to its rated current 

[IEV 101-14-57 modified] 

3.23  
safety distance  
air clearance between the worker and a live part of the installation related to the voltage of 
the installation and to the working procedures, which is determined to prevent any electrical 
hazard to occur  
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3.24  
short-circuiting bar 
rigid conductor, such as a bar or tube, forming part of an earthing and short-circuiting device 
which connects together phases of the installation 

[IEC 60743, definition 15.4, modified; IEV 651-14-05, modified] 

3.25  
short-circuiting cable 
cable forming part of an earthing and short-circuiting device, which connects together clamps 
to a common electrical reference point such as a line clamp to another line clamp or to a 
connecting cluster 

[IEC 60743, definition 15.3, modified; IEV 651-14-04, modified] 

3.26  
solidly earthed (neutral) system 
system whose neutral point(s) is (are) earthed directly 

[IEV 601-02-25] 

3.27  
supplier 
organisation or person that provides a product 

Example: Producer, distributor, retailer or vendor of a product, or provider of a service or information. 

NOTE 1 A supplier can be internal or external to the organisation. 

NOTE 2 In a contractual situation a supplier is sometimes called “contractor”. 

[ISO 9000, definition 3.3.6] 

3.28  
transit current  
current which flows through the cables of the earthing and short-circuiting device when the 
device is completely connected to the electrical installation 

NOTE 1 For HV installations or networks, the current may be a residual current (e.g. unbalanced load or induced 
current). 

NOTE 2 For railway d.c. systems, the current flowing from the rail to the overhead contact line when the earthing 
cable is connected and when a train is running on an adjacent rail track. 

4 Requirements 

4.1 General 

The equipment, devices and components shall be designed to contribute to the safety of the 
users provided the equipment, devices and components are used by skilled persons, in 
accordance with safe methods of work and the instructions for use (see 4.10). 

NOTE 1 According to safe procedure, electrical installations are considered energized or live until all protective 
earthing and short-circuiting equipment have been properly installed. 

NOTE 2 Where applicable, national or regional regulations should be followed, such as live working or dead 
working procedures.  

Earthing and short-circuiting devices and their components shall be designed to withstand all 
the mechanical stresses to which they are submitted during normal use.  
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Devices and components shall withstand the maximum short-circuit current, time and Joule 
integral for which they are rated.  

NOTE Devices and components should be designed in order to also accept transit current.  

Earthing and short-circuiting devices, when installed according to instructions for use, shall be 
able to withstand all stresses from short-circuit currents for which they are designed without 
causing electrical, mechanical, chemical or thermal danger to persons.  

NOTE 1 For indoor use and enclosed space, poisonous effects should be considered (see C.2.2). 

NOTE 2 Highest possible temperature rise of cables is therefore adopted to reduce weight. 

The manufacturer or the end assembler of all component parts of the equipment shall be 
responsible to ensure that the equipment meets all the requirements of this standard. 

4.2 Electrical rating 

Earthing and short-circuiting devices and their components shall be rated in terms of a short-
circuit current (Ir), a time (tr) and the corresponding peak factor. 

For d.c. applications, the values shall be the same.  

Most common values for the rated time are the following: 

3 s, 2 s, 1 s, 0,75 s, 0,5 s, 0,25 s, 0,1 s 

The rating of the complete device shall be expressed as rated current in kiloamperes, as rated 
time in seconds and rated peak factor (see 4.9). 

NOTE In order to compare different rated values see Annex C. 

Separate components of the equipment shall be provided with their rated values and their 
corresponding test configurations (see 4.10). 

Compliance shall be verified by visual verification according to 5.2.  

4.3 Cables for earthing and short-circuiting  

Earthing and short-circuiting cables, whether they are made of aluminium or aluminium alloy 
or made of copper, shall be designed to meet the performance requirement of their rating.  

NOTE For selection of the cable cross-section according to temperature rise during a short-circuit, curves or 
tables and guidance are given in Annex C. 

Cables shall have adequate mechanical, chemical, environmental and electrical properties to 
meet all the requirements of this standard.  

NOTE 1 It may be acceptable that the insulating covering of the cable may melt or burn according to the 
maximum accepted temperature rise during the flow of the short-circuit current and according to the applicable 
safety rules.  

NOTE 2 Guidance for selection of cables taking into account transit current is given in Annex C. 

4.3.1 Selection of cables 

Cables for earthing and short-circuiting purposes (see Figures 1, 2, and 3) shall be flexible.  

Cables shall be insulated for mechanical protection. 
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NOTE The customer may request additional resistance to mechanical shock onto a metallic structure. The cable 
with PVC insulation should meet the additional requirement and clashing test of 5.4 of IEC 61138. 

The selection of the nature of the insulating material shall be made to fulfil chemical, 
environmental and temperature conditions met in practice.  

For earthing and short-circuiting cables of a circular cross-section, electrical, mechanical and 
other requirements can be met by selecting cables according to IEC 61138. 

Cables not complying with IEC 61138 can be used but shall fulfil the following tests: 

– the flexibility shall be in accordance with 5.3 of IEC 61138, and with 8.2 of  
IEC 60811-1-4 for low temperature bending test, 

– the physical integrity of the cover shall be in accordance with 5.1.3 of IEC 61138, 
– the type of insulating material shall be in accordance with Clause 7 of IEC 61138, 
– the resistance to mechanical shock shall be in accordance with 4.3.5 of IEC 61138. 

Compliance for selection shall be verified by visual verification of the conformity to IEC 61138 
or shall be verified by tests according to 5.3.2. 

4.3.2 Earthing cables used on solidly earthed (neutral) systems 

Earthing cables used on solidly earthed systems shall have the same cross-section as the 
associated short-circuiting cables or bars. 

4.3.3 Earthing cables used on non-solidly earthed (neutral) systems  

Earthing cables used on non-solidly earthed systems may have a cross-section less than the 
corresponding short-circuiting cables or bars, but never less than that given in Table 2. For 
values in between those listed in the first column, the value of the second column shall be the 
next higher size. 

Table 2 – Minimum cross-section of earthing cables related to the cross-section of the 
short-circuiting cables and/or bars on non-solidly earthed (neutral) systems 

Copper equivalent cross-section of 
short-circuiting cables and/or bars

mm2 

Minimum copper equivalent 
cross-section of earthing cables 

mm2 

16 16 

25 16 

35 16 

50 25 

70 35 

95 35 

120 50 

150 50 

4.4 Short-circuiting bars 

Short-circuiting bars, whether they are made of aluminium or aluminium alloy or made of 
copper, shall be designed to meet the performance requirement of their rating.  

They shall be designed to be compatible with the installation on which they may be 
positioned. For this purpose, dimensions of short-circuiting bars are not standardised. 

Compliance shall be verified by manual checking according to 5.2 and by test according to 
5.7. 
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4.5 Connections of cables to rigid parts within devices 

Excellent fatigue resistance is required for the connections of cables to rigid parts (ferrules, 
cable lugs, end fittings, clusters, etc.). 

The connections shall be made with great care to ensure that the specified minimum 
characteristics of the cables are maintained. Soldered connections are not permitted. 

The connection between end fittings and cables shall be protected from water penetration. 

All attachments shall be protected against unintentional loosening. Single screws or nuts, if 
used, shall always be combined with a device, for instance lock washers, that positively 
prevents slippage or rotation. 

Ferrules, cable lugs, end fittings, etc., shall have at least a current-carrying capacity 
equivalent to the associated cables. 

Compliance shall be verified by visual verification according to 5.2 and by tests according to 
5.4, 5.5 and 5.7. 

4.6 Clamps 

Clamps shall be designed to withstand the stresses for which they are rated. They shall 
provide reliable contact performance and shall withstand the thermal and mechanical stresses 
produced by the rated short-circuit currents. 

Line and earth clamps shall be suitable for the surface and shape of the connecting point and 
shall permit easy and safe installation without causing damage to clamps and without danger 
for personnel. 

For tightening type, the manufacturer or the end assembler shall provide a rated torque which 
shall be properly defined for the installation.  

For other types such as spring clamps they shall not require an unusual force during the 
positioning and the removing operations. 

NOTE More than one spring clamp may be put on the top end of an earthing stick for a quick and multiple 
operation. For this reason it is allowed to have specific or additional positioning device for holding many clamps. 

Each different design of clamp of the same rating shall be type tested in the same conditions 
in order to be considered equivalent. 

Compliance shall be verified by manual checking according to 5.2 and by tests according to 
5.6 and 5.7. 

4.7 Earthing and short-circuiting device  

The different components of an earthing and short-circuiting device may come from the same 
manufacturer or from different manufacturers. The final assembly shall be made under the 
responsibility of the manufacturer or the end assembler of the device. Manufacturer or 
supplier of separate components shall give sufficient information in order to maintain the 
capability of the complete device. The final quality of the device after assembly relies only on 
its end assembler.  

A earthing and short-circuiting device can use cables in parallel as short-circuiting or earthing 
cables. 
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For a multi-phase earthing and short-circuiting device, all cables exposed to a rated short-
circuit current shall have the same cross-section, but the earthing cable(s) may have a 
smaller cross-section in case of use on non-solidly earthed system (see Table 2). 

Compliance shall be verified by verification and checking according to 5.2 and by test 
according to 5.7. 

4.8 Basic safety requirements for the insulating element(s) of the insulating 
component 

The insulating elements(s) of the insulating component (earthing stick or other type) shall 
make use of insulating material(s) and shall be designed such as to provide basic electrical 
insulating properties to permit the workers to establish the appropriate electrical insulation 
when installing and removing the portable equipment for earthing or earthing and short-
circuiting. 

The manufacturer shall identify the design parameters associated with the basic insulating 
properties of the insulating element. 

NOTE 1 Many parameters of a design of insulating element influence its overall insulating performance. Some 
parameters are under the control of the manufacturer. Others (ex: the length of insulating tube or rod) may be 
influenced by working procedures, regional or national regulations. The basic insulating properties are here 
associated with the design parameters controlled by the manufacturer. 

NOTE 2 For example, when cylindrical tubes or rods are used as raw material for the design of the insulating 
element of an earthing stick, a design parameter associated with the basic electrical properties is the appropriate 
selection of tubes or rods according to IEC 60855 or IEC 61235. 

Annex B provides guidance for selection of the insulating element of the earthing stick as a 
type of insulating component of complete equipment. 

Compliance to the basic safety requirements shall be verified by verification according to 5.2. 

4.9 Marking 

4.9.1 General 

The marking shall be clearly legible. It shall be durable and not removable. 

Each device, cable and clamp shall be marked properly. 

When a device is made of several components of different rating, the marking of the rated 
values of the device shall be the minimum of the rated capacity of each component and under 
the responsibility of the final assembler. 

NOTE Additional recommendations are given in Annexes B and C. 

Compliance shall be verified by visual verification according to 5.2 and by test according to 
5.8. 

4.9.2 Marking on earthing and short-circuiting device 

The device itself or an additional non-removable label shall be marked where appropriate with 
at least the following items of marking:  

– manufacturer's name or trade mark or end assembler's name; 
– model or type reference for the device; 
– year of manufacture;  
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– rated current Ir (kA), rated time tr (s) of the device and value of the rated peak factor (for 
example 10 kA – 0,5 s – 2,6);  

– number of the relevant IEC standard. 

4.9.3 Marking on clamp 

Clamp itself or an additional non-removable label shall be marked with at least the following 
items of marking:  

– manufacturer's name or trademark; 
– model or type reference for the clamp. 

4.9.4 Marking on cable 

For cables covered by IEC 61138, no other marking is required. 

NOTE The reference number of the cable standard is given by the code designation. 

For cables not covered by IEC 61138, the cable shall be marked with the following items: 

– indication of the origin of the cable (see 4.4.1 of IEC 61138); 
– cross-section or cable size; 
– nature of the insulating covering (see Clause 7 of IEC 61138). 

4.9.5 Marking on other components 

Other components such as short-circuiting bars or conductive extension of the earthing and 
short-circuiting devices may be delivered separately. In that case they shall be marked similar 
to the clamps. 

4.10 Instructions for use 

Each device or equipment covered by this standard shall be supplied with manufacturer’s 
written information and instructions for use and care. These instructions shall be prepared in 
accordance with the general provisions given in IEC 61477.  

They shall include at least the following: 

– instructions for assembling the complete device or equipment; 
– limitation, if any, of the main characteristics such as rated values, temperature conditions, 

indoor use, etc.;  
– rated values (current, time and peak factor) of the separate components; 
– guidelines for maintenance, use, storage and inspection;  

NOTE Users should also refer to Annex C for additional information. 

– torque and force values and instructions for securing of auxiliary fasteners, which may 
loosen during use; 

– information about the use of aluminium for cables, clamps and other parts of the devices, 
if relevant;  

– statement that “the devices shall be removed from service after exposure to short-circuit 
current” (see C.4); 

– number of the relevant IEC standard and the year of publication with amendment, if any. 

NOTE Additional instructions for use may be requested by the customer. 

Compliance shall be checked by visual verification according to 5.2. 
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5 Tests 

5.1 General  

The present standard provides testing provisions to demonstrate compliance of the product to 
the requirements of Clause 4. These testing provisions are primarily intended to be used as 
type test for validation of the design input. Where relevant, alternative means (calculation, 
examination, tests, etc.) are specified within the test subclauses for the purpose of portable 
equipment for earthing or earthing and short-circuiting having completed the production 
phase. 

The list of type tests to be performed with references to corresponding subclauses is specified 
in Table E.1 of Annex E.  

Tests shall be carried out at the responsibility of the manufacturer or end supplier. 

Tests shall be carried out at temperatures between –10 °C and +40 °C and regardless of 
humidity, unless otherwise specified. 

NOTE 1 This broad range of climatic conditions is specified because outdoor testing may often be preferable or 
necessary. 

NOTE 2 A maximum temperature of + 45 °C should be accepted in case of outdoors tests in countries where 
usual temperatures are very high. 

Electrical tests shall be carried out using a single-phase a.c. voltage source in accordance 
with IEC 60060-1. The test circuit shall be complemented by adequate transformers and 
impedances to generate the test short-circuit current in order to fulfil the requirements of 5.7. 

NOTE 1 It is recommended to consider IEC 62475 Ed.1 for high current test techniques (under development). 

NOTE 2 For d.c. current tests there is no prescribed reference for the d.c. source. It is common practice to use 
the same rms a.c. value and set up.  

Components evaluated by destructive tests shall not be re-used. 

Visual verification shall be made either on complete equipment or device or separate 
components.  

The manufacturer or the final assembler shall provide the test pieces. Test pieces intended to 
be used for destructive tests shall be prepared from complete equipment or device. 

Unless otherwise specified, the type tests shall be carried out on three separate test pieces or 
complete devices. 

The tests shall be considered as passed when all test pieces or the complete devices pass 
the tests. 

NOTE For products having completed the production phase, the tests associated with critical, major and minor 
defects are specified in Annex F (also see Clause 6) 

Acceptance tests are covered by IEC 61318. 

5.2 Verification and checking  

When visual verification is specified, it shall be understood to be visual verification by a 
person with normal or corrected vision without additional magnification. 

Visual and dimensional verification, manual checking and other verification shall be made to 
check if the relevant requirements of Clause 4 are fulfilled. 
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The verification and checking shall be considered as passed if all the relevant requirements of 
Clause 4 are fulfilled. 

5.3 Tests for the selection of cables 

5.3.1 Cables complying with IEC 61138 

In order to verify that cables comply with IEC 61138, visual verification shall be made on the 
marking of the cable.  

5.3.2 Cables not complying with IEC 61138 

5.3.2.1 Type tests 

Cables not complying with IEC 61138 shall fulfil the following tests:  

– for flexibility, 5.3 of IEC 61138, and with 8.2 of IEC 60811-1-4 for low temperature bending 
test, 

– for the type of insulating material, Clause 7 of IEC 61138, 
– for the resistance to mechanical shock: 

• for EPR, Clause 9 of IEC 60811-2-1, 

• for PVC, 9.2 of IEC 60811-3-1, 

• for PVC ST11, 9.2 of IEC 60811-3-1 and Table 7 of IEC 61138, 

• for SiR, Clause 9 of IEC 60811-2-1 and Table 8 of IEC 61138, 
– for clashing, if required, 5.4 and Annex A of IEC 61138. 

5.3.2.2 Alternative test for conformity assessment during production phase 

The physical integrity of the cover shall be checked according 5.1.3 of IEC 61138. 

5.4 Fatigue and humidity penetration tests on cable with end fittings 

5.4.1 Fatigue test 

Each type of cable with its end fittings shall be subjected to a combined bending and twisting 
test on three test pieces.  

The test arrangement is shown in Figure 4. The metal bar or screw which forces the rotation 
shall be made either of steel, brass or aluminium alloy. The shape of the screw shall be made 
with care in order to obtain a uniform movement. 

A test piece consists of a cable and end fittings. The free length of the cable shall be 
1 000 mm ± 100 mm. The end fitting of the upper end of the cable shall be mounted vertically 
in a test apparatus so that it can be oscillated around a horizontal axis, at 60° in both 
directions from the vertical. The interface between the cable and the end fitting shall be 
100 mm ± 10 mm from the axis (see Figure 4).  

The lower end of the cable shall be attached to a vertical, guided screw and loaded with an 
appropriate mass in order to obtain a resulting force greater than or equal to 0,5 N per mm2 of 
copper cable conductor cross section and 0,15 N per mm2 of aluminium cable conductor cross 
section.  

During one half-cycle of the test, the cable shall be twisted 90° in its unwinding direction, and 
back again. The duration of one cycle shall be at least 5 s. The test shall be terminated after 
1 000 cycles. The starting position shall be vertical. 

The humidity penetration test shall then be performed according to 5.4.2. 
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Dimensions in millimetres 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
Key  

1 Axis of oscillation 

2 End-fitting 

3 Cable 

4 End-fitting or tight connection between cable and item 6 

5 Guide rolls, free distance 6 mm ± 1 mm 

6 Metal bar, 40 mm × 5 mm 

7 Wire 

8 Weight to obtain a resulting force = 0,5 N per mm2 of copper cable conductor cross section or 0,15 N per 
mm2 of aluminium cable conductor cross section 

Figure 4 – Apparatus for fatigue testing with bending and twisting 

The sanction of the fatigue test shall be made after the humidity penetration test.  

For verification of the conductor after test, the cable insulation of the upper end shall be 
removed and the conductor unwound into single strands, since damage to the conductor may 
start in the inner parts. 

The fatigue test shall be considered as passed if: 
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– no cracks or wrinkles are observed on the cable insulation; 
– no more than 1 % of the conductor strands are broken.  

5.4.2 Humidity penetration test 

The test shall be carried out after the fatigue test specified in 5.4.1 and using the same test 
pieces.  

5.4.2.1 Test procedure  

The test piece shall be completely immersed in a solution, which is specified in 5.4.2.2 for 
copper cables and in 5.4.2.3 for aluminium cables.  

For copper cables the test piece shall be completely immersed for at least 45 min and be 
maintained for at least 15 min in each of three different positions similar to the two extreme 
positions and the middle position of the fatigue test. 

For aluminium cables the test piece shall be completely immersed for at least 240 min and be 
maintained for at least 80 min in each three different positions similar to the two extreme 
positions and the middle position of the fatigue test.  

At the end of the humidity penetration test, the cable insulation of the upper end shall be 
removed for inspection. 

The humidity penetration test shall be considered as passed if the copper conductor has not 
turned black or if the aluminium conductor has not turned brown. 

5.4.2.2 Sodium sulphide solution for copper cable 

The humidity penetration test for copper cables shall be carried out with a sodium sulphide 
solution, prepared as follows: 

600 g of sodium sulphide (Na S • 9 H2O) shall be dissolved in 3 l of water and stirred together 
with an excess quantity (at least 750 g) of flowers of sulphur for at least 6 h at a liquid 
temperature of 40 °C. Allow the un-dissolved sulphur to settle for at least a further 6 h and 
filter the solution. Adjust the density to 1,142 g/cm³ by adding distilled water or saturated 
sodium. 

Before use, the quality of the sodium sulphide solution shall be verified. A piece of bare 
copper wire shall turn black in 5 s or less, when immersed in the solution. 

5.4.2.3 Permanganate potassium solution for aluminium cable  

The humidity penetration test for aluminium cables shall be carried out with a permanganate 
solution, prepared as follows: 

3 g of permanganate shall be dissolved in 3 l of water and stirred together. 

Before use, the quality of the permanganate solution shall be verified. A piece of bare 
aluminium shall turn brown in 4 h or less, when immersed in the solution. 

5.5 Tension test on cable with end fittings 

Each combination of cable to end fittings shall be tested using three test pieces. 

Each test piece, with a free length of cable of 50 cm ± 5 cm and with its end fittings shall be 
subjected to a tension force increasing linearly during at least 10 s up to the corresponding 
value given in Table 3 (for example with a copper cable of 75 mm2 rated conductor cross-
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section, the tension force N is: 80 × 75 = 6 000 N). The specified tension force shall be held 
for 30 s and then removed. The tension shall be applied along the cable axis. 

The test shall be considered as passed if no connection has loosened. 

Table 3 – Tension test force on cable with end fittings  

Cross-section area 
of conductor 

Aa 
mm2 

Tension force 
Copper 

 
N 

Tension force 
Aluminium 

 
N 

≤ 50 100 × A  60 × A  

> 50 80 × A 50 × A  

a  “A” = the rated cross-section area of the conductor  

  

5.6 Test on clamps, permanent connection points and connections 

Clamps shall be tested by connecting them to fixed connection points or to conductors with 
dimensions, shapes and surfaces for which they are designed, using the connecting method 
recommended by the manufacturer.  

The testing of clamps designed for a range of conductor sizes or for connection points shall 
consist of two tests with the largest and two tests with the smallest conductor or connection 
point.  

5.6.1 Tests for tightening types 

A torque shall be applied to the screw of the clamp progressively, up to a value of 1,25 times 
the rated tightening force Tr given by the manufacturer and then maintained at this value for a 
period not less than 1 min. 

NOTE The rated value should be defined taking into account the most severe application. 

The test shall be considered as passed if no damage such as cracks or deformation is seen 
on the clamp during visual verification after test. 

5.6.2 Tests for non-tightening types  

For non-tightening type of clamps, there is no test required. There is no way to overstress the 
clamp during installation. 

5.7 Short-circuit current test 

5.7.1 General  

The electromagnetic forces on the device during a short-circuit depend on the configuration of 
the installation, the location of connecting points and, for cable devices, the cable length in 
relation to the distance between the connecting points. The short-circuit current test shall 
simulate the worst stresses that a device may be exposed to in practice.  

The short-circuiting part of single phase or multi-phase earthing and short-circuiting devices 
shall be tested on test set-ups simulating phase to phase or phase to earth. 

For devices used on non-solidly earthed (neutral) systems, the value of short-circuit current, 
corresponding to the earth fault, shall be applied to the earthing cable accordingly. 
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NOTE If required by the customer, the test may be made on a three-phase set-up corresponding to the installation 
to be earthed or in the real configuration of the installation. Three-phase sources may be used after agreement 
between manufacturer and customer with the frequency corresponding to the installation.  

In case of equipment, the insulating component(s) that are detachable are not submitted to 
test while non-detachable insulating component(s) shall be submitted to test.  

Depending on the design of the clamps, tests shall be performed in different ways: 

a) When the device is designed for only one size of conductor or only one shape and 
dimension of connection point, the test shall be performed three times for this conductor or 
for this connection point, each time with a different test piece. 

b) When the device is designed for a range of conductor sizes that a clamp may be attached 
to, four tests shall be performed each time with a different test piece. Two tests shall be 
performed with the maximum conductor size at the rated current of the device. Two tests 
shall be performed with the minimum conductor size at the rated current of the conductor 
of minimum size. 

c) When the device is designed to be used for different shapes of connection points, the test 
shall be performed twice for each shape for which the clamp is designed, each time with a 
different test piece. 

d) In case of clamps accommodating different shapes and different sizes of connection 
points, each shape and each size shall be tested twice on the maximum current and twice 
on the minimum current, each time with a different test piece. Examples of combinations 
are given in Figure 5. 

All tests in standard test set-ups shall be performed with a.c. single-phase or single path 
current at a frequency selected between 45 Hz and 65 Hz for network and installation 
application. 

NOTE A.C. short-circuit application is more severe than d.c. short-circuit. Consequently, a device or equipment 
tested in a.c. could be used in d.c. with the same value of rated current. After agreement between customer and 
manufacturer, the customer could require a d.c. test made according to his own specification. 

All varieties of current paths between connecting points that may be exposed to short-circuit 
current shall be subjected to test at least twice. The total number of tests depends on the type 
of devices as explained above. Devices which are specified for use in solidly earthed systems 
shall thus be tested line to earth as well as line to line. 

For multi-phase devices using cables connected in parallel, when a separate clamp is used 
for each cable, tests shall be performed with the clamps connected as close together as 
possible. 

For separate components, they shall be assembled in a device test piece and submitted to 
short-circuit current test. The manufacturer shall provide documentation on the test set-ups 
used to qualify the separate components. 
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Figure 5a – Combination of ball and bar  
of maximum size 

Figure 5b – Combination of ball and cylinder  
of maximum size 

  

Figure 5c – Combination of bar and cylinder  
of minimum size 

Figure 5d – Combination of ball and bar  
of minimum size 

NOTE In Figures 5a, 5c and 5d, cables may be short-circuiting cables or earthing cables. 

Figure 5 – Examples of multiple combinations of clamps 
accommodating different shapes and sizes of connection points 

5.7.2 Preparation of test pieces 

If the branches of multi-phase devices are not identical, the test shall be carried out with 
those having the greatest number of contacts in the current path, clamp to clamp. Other 
branches affecting the test, for instance using the same earth fixed connection point, shall 
also be included. A new test piece or a different test piece shall be used for each test. For 
example for three tests we need three test pieces. 

5.7.2.1 Dimensions 

Dimensions of test pieces are specified in Figures 6, 7 and 8. Dimensions could be according 
to Table 1 for specific use. Lengths of interconnecting cables and conductive extension, if 
any, exclude clamps and connecting clusters, unless specifically indicated. These lengths are 
considered as minimum. 

5.7.2.2 Blind ends 

Branches of the device carrying no current during the test shall be included in the test piece in 
the shape of blind ends of 300 mm long. If the length of the branch is less than 300 mm, for 
example for low voltage installations, the length of the blind end shall be the length given by 
the manufacturer. In all cases the length of the blind end is left free during the short circuit 
test but shall be insulated in order to prevent unintentional short-circuit. 
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5.7.2.3 Preconditioning of clamps and associated nuts and bolts 

Clamps and associated nuts and bolts shall be preconditioned before the test. During the 
preconditioning, internal contacts of nuts and bolts shall be protected, for example with an 
assembly (cable end-fitting and clamps) similar to the final mounting. 

Pre-conditioning shall be done by cleaning the contact surfaces with isopropanol (CH3-
CH(OH)-CH3) and then drying them in air for 15 min. The clamp shall be then pre-conditioned 
for ageing purposes in a climatic chamber for 48 h in accordance with IEC 60068-2-11. The 
test pieces shall be positioned in the same position of the corresponding short-circuit current 
test.  

NOTE It is the duty of an employer to ensure that the relevant legislation and safety requirements for the use of 
this chemical are complied with in their entirety. 

After pre-conditioning, the test pieces shall be washed in running tap water for no more than 
5 min, then shaken by hand or subjected to air blast to remove droplets of water. The parts of 
the clamp that will be in contact with parts of the test set-up (conductors and fixed connection 
points) shall be cleaned with a dry cloth in order to remove the remaining salt deposit. 
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Figure 6a – For testing 
short-circuiting devices with 

cables according to  
Figures 2b and 2e 

Figure 6b – For testing 
short-circuiting 

devices with cables 
according to Figure 2a 

Figure 6c – For testing 
short-circuiting devices 
with cables according to 

Figures 2c and 2d 

Figure 6d – For testing short-
circuiting devices with bars 

according to Figure 3 

 

  
Figure 6e – For testing earthing cables  

according to Figure 2a 
Figure 6f – For testing earthing cables 

according to Figure 3 

 

Key    

1 Earth clamp (electrically isolated in the test set-up) b  Distance between line clamps, 500 mm (*) 

2 Line clamp b1 Distance decided from case to case 
3 Short-circuiting cable(s) c Horizontal distance between vertical cable(s) and 

earth clamp connection point, 1 000 mm (*) 
4 Earthing cable(s) h Vertical distance between line and earth clamp 

connection points, 2 000 mm(*) 
5 Connecting cluster L1 Cable length between clamps, 1 000 mm (*) 
17 Short-circuiting bar L2 Cable length between line clamp and connecting 

cluster, 750 mm (*) 
19 Test set-up rigid conductor of the type(s) for which the 

clamp to be tested is designed 
L3 Cable length between line clamp and earth clamp, 

2 500 mm (*) 
20 Test current feed-in point L4 Length of blind ends, 300 mm (*) 
a Distance between current feed-in point and line clamp or 

between current feed-in point and earthing cable(s) 
connection, minimum 2 000 mm (*) 

L5 Cable length between connecting cluster and earth 
clamp, 2 500 mm (*) 

  (*) Given lengths are standards lengths, the required 
length should be modified according to the real work 
site dimensions 

Figure 6 – Test set-ups for testing multi-phase devices 
connected between rigid conductors for substations 
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Figure 7a – For testing devices 
according to Figures 2c and 2d 

Figure 7b – For testing devices according to Figure 2a 

 

Figure 7c – For testing devices 
according to Figures 2b and 2e 

Figure 7d – For testing earthing cable 
according to Figure 2a 

Key  
1 Earth clamp (electrically isolated in the test set-up) 
2 Line clamp 
3 Short-circuiting cable(s) 
4 Earthing cable(s) 
5 Connecting cluster 
6 Earth fixed connection point (electrically isolated in the test set-up) 
19 Test set-up conductor of the type(s) for which the clamp to be tested is designed 
20 Test current feed-in point 
a Distance between current feed-in point and line clamp, minimum 2 000 mm (*) or less for LV installation 
b Horizontal distance between test set-up conductors 1 000 mm (*) 
c Horizontal distance between vertical cable(s) and earth clamp connection point, 1 000 mm (*) 
d Minimum distance specified in the manufacturer's instruction. If no value is given, the test shall be performed with  

d = 0 
h Vertical distance between line and earth connecting point, 4 000 mm (*) 
L1 Cable length between clamps, 2 000 mm (*) 
L2 Cable length between line clamp and connecting cluster, 1 500 mm (*) 
L3 Cable length between line clamp and earth clamp, 5 000 mm (*) 
L4 Length of blind ends, 300 mm (*) 
L5 Cable length between connecting cluster and earth clamp, 3 500 mm (*) 
(*) Given length are standards lengths, the required length should be modified according to the real work site dimensions

Figure 7 – Test set-ups for testing multi-phase short-circuiting devices 
for overhead lines  
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Figure 8a – For testing single-phase devices for 
overhead lines and for open air substations  

according to Figure 2f 

Figure 8b – For testing single-phase devices with 
conductive extension for overhead lines and for open 

air substations according to Figure 2g 

Key  
1 Earth clamp (electrically isolated in the test set-up) 
2 Line clamp 
3 Short-circuiting cable(s) 
4 Earthing cable(s) 
5 Connecting cluster 
16 Conductive extension 
19 Test set-up conductor rigid or not of the type(s) for which the clamp to be tested is designed 
20 Test current feed-in point 
a Distance between current feed-in point and line clamp, minimum 2 000 mm 
c Horizontal distance between vertical cable(s) and earth clamp connection point, 1 000 mm 
h  Vertical distance between line conductor and earth connection point, 4 000 mm or 8 000 mm 
L3 Cable length between line clamp and earth clamp, 5 000 mm 
L6 Length of conductive extension, 5 000 mm 
(*) Given lengths are standards lengths, the required length should be modified according to the real work 

site dimensions 

Figure 8 – Test set-ups for testing single-phase devices 
for overhead lines and for open air substations 

5.7.3 Test set-ups and test arrangements 

A number of test set-ups are specified in Figures 6, 7 and 8. They shall be provided with 
suitable connection points or conductors with dimensions, shapes and surfaces for which the 
clamps of the device to be tested are designed.  

Devices which do not fit into the standardized test set-up shall be tested in a special test set-
up, built according to the principles of the standardized test set-ups or corresponding as 
closely as possible to the conditions of the installations for which they are designed.  

Test set-ups for testing multi-phase earthing and short-circuiting devices for connection 
between rigid conductors and for substation applications are specified in Figure 6. A vertical 
arrangement with feed-in at the bottom is always used as representative of the worst 
conditions, as described in Figures 6, 7 and 8. 

NOTE Three-phase test set-ups are not specified in this standard and are left open to an agreement between 
customer and manufacturer. 

The test set-ups for testing multi-phase earthing and short-circuiting devices for overhead line 
application are specified in Figure 7. 
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Test set-ups for testing single-phase earthing and short-circuiting devices for open air 
substation and overhead line applications are specified in Figure 8. These test set-ups shall 
be used for testing earthing cables of multi-phase devices. 

The tests shall be representative of the conditions under which the device is normally used. 
When line clamps are connected directly to the line conductor, aged conductor material shall 
be used. New copper, aluminium or aluminium-alloy conductors shall be aged artificially for 
ten days in accordance with IEC 60068-2-42. 

Rubbing and polishing of the conductor or the connecting points is not permitted but cleaning 
the dust or salt deposit is necessary before test. 

All clamp-to-clamp branches shall be tested and connected to the appropriate test set-up with 
arrangements according to Figures 6, 7, and 8. 

For the test, clamps shall be tightened or positioned according to the manufacturer's or final 
assembler’s instructions.  

5.7.4 Test current, Joule integral and duration 

5.7.4.1 A.C. component of the test current It 

The a.c. component of the test current It shall be equal to 1,15 times the rated current Ir  
(It = 1,15 × Ir).  

5.7.4.2 Test first loop peak current îtm 

The test first loop peak current îtm shall be not less than the a.c. component of the test 
current multiplied by the peak current factor n (îtm ≥ n × It). 

For high voltage installations (> 1 000 V a.c.) a peak current factor of 2,5 shall be used for 
50 Hz equipment and a peak current factor of 2,6 shall be used for 60 Hz equipment. For low 
voltage installations (≤ 1 000 V a.c.), a peak factor of 2 shall be used. 

NOTE The peak current factor value of 2,5 for 50 Hz or 2,6 for 60 Hz was chosen as a common value for high 
voltage installations but could be higher according the characteristics of the installation (see C.5). 

5.7.4.3 Test time tt 

The a.c. test current It shall be applied for a time tt equal to or less then 1,15 times the rated 
time tr. 

5.7.4.4 Joule integral 

If the peak factor cannot be met with the available test installations, it is permitted to increase 
the a.c. component of the test current to a value '

tI  in order to reach the first loop peak 
current specified in 5.7.4.2 (îtm ≥ n × It). In this case, the test duration tt may be reduced in 
order to fulfill the Joule integral requirement defined hereafter. 

The Joule integral t
2'

t tI ×  shall be equal to or higher than r
2

t tI × .  

The shape of the short-circuit current is illustrated in Figure 9. 

If no other method to determine the value t
2
t tI ×  is available, then it shall be determined from 

the oscillogram using the method of evaluating It given in Annex D. 
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Key  

îtm Test first loop peak current 

It A.C. component of the test current 

Figure 9 – Shape of the short-circuit current during test 

5.7.4.5 Tolerances 

During the test, the applicable tolerances shall not exceed the following values without the 
consent of the manufacturer: 

– + 5 % for the peak current; 
– + 10 % for the Joule integral.  

5.7.5 Documentation and evaluation of the test 

During short-circuit current test, the voltage and the current curves shall be recorded. The 
recording shall be used to determine the peak current, Joule integral, test time and current at 
the end of the test time. 

Moving, sliding or pivoting of the clamps on the connection points is allowed as long as the 
test current is not interrupted. Sparking is allowed as long as it is possible to remove the 
clamp after the test only with the aid of the dedicated insulating component (earthing stick or 
other) or the required insulating means. 

A test report shall be drawn up which, beside the test results, shall give at least: 

– a clear designation of the device or component tested; 
– a description of the test arrangement, if necessary accompanied by photographs and/or 

drawings; 
– a recording with time trace and scales for test voltage and test current. 

The test shall be considered as passed if the recording indicates that: 

– there is no current interruption during the test time; 
– the values of peak current, Joule integral, test time and rms current measured are all 

in accordance with those prescribed in 5.7.4. 

NOTE The test result is considered valid for cable lengths up to twice those of the tested device or for 
corresponding additional impedance between the connecting points of the short-circuiting device and the work 
location being protected. For the protection of the worker, if there is further additional impedance in the practical 
application, compliance with combination of IEC 60479-1 and IEC 61201, and need for additional tests should be 
evaluated by the customer. 
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5.7.6 Alternative means to short-circuit current test for conformity assessment 
during production phase 

There is no real alternative test to the short-circuit test after completing the production phase 
for checking the conformity to the associated requirement. Nevertheless the manufacturer or 
end assembler shall prove that he has followed the same documented assembly procedure 
with identical components as per the type tested device (see Annex F). 

5.8 Durability of marking 

The durability of the marking shall be verified by thoroughly cleaning the marking for at least 
1 min with a piece of lint-free cloth dampened with water and then rubbing it vigorously for a 
further minimum of 1 min with a piece of lint-free cloth dampened with isopropanol (CH3-
CH(OH)-CH3).  

The test shall be considered as passed if the marking remains legible and the letters do not 
smear. 

The surface of the equipment or component may change. No signs of loosening shall be 
present for labels. 

NOTE Marking made by moulding or engraving need not be subjected to this test. 

6 Conformity assessment  

For leading the conformity assessment during the production phase, IEC 61318 shall be used 
in conjunction with the present standard. 

Annex F, issued from a risk analysis on the performance of the portable equipment for 
earthing or earthing and short-circuiting, provides the classification of defects and identifies 
the associated tests applicable after completion of production phase. 

7 Modifications 

Any change of components design or material that effects performance of the portable 
equipment for earthing or earthing and short-circuiting (or of any of its component) shall 
require the type tests to be repeated, in whole or in part, as well as a change in the reference 
literature. 
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