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Numbering

As from 1 January 1997 all IEC publications are issued with a designation in the
60000 series.

Consolidated publications

Consolidated versions of some IEC publications including amendments are
available. For example, edition numbers 1.0, 1.1 and 1.2 refer, respectively, to the
base publication, the base publication incorporating amendment 1 and the base
publication incorporating amendments 1 and 2.

Validity of this publication

The technical content of IEC publications is kept under constant review by the IEC,
thus ensuring that the content reflects current technology.

Information relating to the date of the reconfirmation of the publication is available
in the IEC catalogue.

Information on the subjects under consideration and work in progress undertaken
by the technical committee which has prepared this publication, as well as the list
of publications issued, is to be found at the following IEC sources:

• IEC web site*

• Catalogue of IEC publications
Published yearly with regular updates
(On-line catalogue)*

• IEC Bulletin
Available both at the IEC web site* and as a printed periodical

Terminology, graphical and letter symbols

For general terminology, readers are referred to IEC 60050: International
Electrotechnical Vocabulary (IEV). 

For graphical symbols, and letter symbols and signs approved by the IEC for
general use, readers are referred to publications IEC 60027: Letter symbols to be
used in electrical technology, IEC 60417: Graphical symbols for use on equipment.
Index, survey and compilation of the single sheets and IEC 60617: Graphical symbols
for diagrams.

*  See web site address on title page.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION
____________

ELECTRICAL APPARATUS FOR USE IN THE PRESENCE OF
COMBUSTIBLE DUST –

Part 1-2: Electrical apparatus protected by enclosures and
surface temperature limitation –

Selection, installation and maintenance

FOREWORD

1) The IEC (International Electrotechnical Commission) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of the IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, the IEC publishes International Standards. Their preparation is
entrusted to technical committees; any IEC National Committee interested in the subject dealt with may
participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. The IEC collaborates closely with the International Organization
for Standardization (ISO) in accordance with conditions determined by agreement between the two
organizations.

2) The formal decisions or agreements of the IEC on technical matters express, as nearly as possible, an
international consensus of opinion on the relevant subjects since each technical committee has representation
from all interested National Committees.

3) The documents produced have the form of recommendations for international use and are published in the form
of standards, technical reports or guides and they are accepted by the National Committees in that sense.

4) In order to promote international unification, IEC National Committees undertake to apply IEC International
Standards transparently to the maximum extent possible in their national and regional standards. Any
divergence between the IEC Standard and the corresponding national or regional standard shall be clearly
indicated in the latter.

5) The IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with one of its standards.

6)  Attention is drawn to the possibility that some of the elements of this International Standard may be the subject
of patent rights. The IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 61241-1-2 has been prepared by subcommittee 31H: Apparatus for
use in the presence of combustible dust, of IEC technical committee 31: Electrical apparatus
for explosive atmospheres.

This second edition cancels and replaces the first edition, published in 1993, and constitutes a
technical revision.

The text of this standard is based on the following documents:

FDIS Report on voting

31H/91/FDIS 31H/97/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

Annex A is for information only.

A bilingual version of this standard may be issued at a later date.
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IEC 61241 consists of the following parts under the general title: Electrical apparatus for use in
the presence of combustible dust:

– Part 1: Electrical apparatus protected by enclosures and surface temperature limitation

– Part 2: Test methods

– Part 3: Classification of areas where combustible dusts are or may be present

– Part 4: Type of protection pressurization "p" 1)

– Part 5: Intrinsically safe apparatus 1)

________

1)  Under consideration.
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INTRODUCTION

Combustible dust can be ignited by electrical apparatus in several main ways:

• by surfaces of the apparatus that are above the minimum ignition temperature of the dust
concerned. The temperature at which a type of dust ignites is a function of the properties of
the dust, whether the dust is in a cloud or layer, the thickness of the layer and the geometry
of the heat source;

• by arcing or sparking of electrical parts such as switches, contacts, commutators, brushes,
or the like;

• by discharge of an accumulated electrostatic charge;

• by radiated energy (for example electromagnetic radiation);

• by mechanical sparking or frictional sparking or heating associated with the apparatus.

In order to avoid ignition hazards it is necessary that

• the temperature of surfaces, on which dust can be deposited, or which would be in contact
with a dust cloud, is kept below the temperature limitation specified in this standard;

• any electrical sparking parts, or parts having a temperature above the temperature limit
specified in this standard

– are contained in an enclosure which adequately prevents the ingress of dust, or

– the energy of electrical circuits is limited so as to avoid arcs, sparks or temperatures
capable of igniting combustible dust;

• any other ignition sources are avoided.

The protection specified in this standard will not provide the required level of safety unless the
electrical apparatus is operated within its rating and is installed and maintained according to
the relevant codes of practice or requirements, for example in respect of protection against
over-currents, internal short circuits, and other electrical faults. In particular, it is essential that
the severity and duration of an internal or external fault be limited to values that can be
sustained by the electrical apparatus without damage.

Two different types of practice, A and B, are specified in this standard. Both are intended to
provide an equivalent level of protection.
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ELECTRICAL APPARATUS FOR USE IN THE PRESENCE OF
COMBUSTIBLE DUST –

Part 1-2: Electrical apparatus protected by enclosures and
surface temperature limitation –

Selection, installation and maintenance

1 Scope

This part of IEC 61241 gives guidance on the selection, installation and maintenance of
electrical apparatus protected by enclosures and surface temperature limitation for use in
areas where combustible dust may be present in quantities which could lead to a fire or
explosion hazard.

NOTE – IEC 61241-1-1 specifies requirements for the design, construction and testing of electrical apparatus.
Apparatus within the scope of this standard may also be subject to additional requirements in other standards – for
example, IEC 60079-0.

The ignition protection is based on the limitation of the maximum surface temperature of the
enclosure, and other surfaces which could be in contact with dust, and on the restriction of dust
ingress into the enclosure by the use of "dust-tight" or "dust-protected" enclosures.

The application of electrical apparatus in atmospheres which may contain explosive gas as well
as combustible dust, whether simultaneously or separately, requires additional protective
measures.

Where the apparatus has to meet other environmental conditions, for example, protection
against ingress of water and resistance to corrosion, additional methods of protection may be
necessary. The method used is not to adversely affect the integrity of the enclosure.

The principles of this standard may also be followed when combustible fibres or flyings cause a
hazard.

This standard does not apply to dusts of explosives which do not require atmospheric oxygen
for combustion, or to pyrophoric substances.

This standard is not applicable to electrical apparatus intended for use in underground parts of
mines as well as those parts of surface installations of such mines endangered by firedamp
and/or combustible dust. This standard does not take account of any risk due to an emission of
flammable or toxic gas from the dust.

This standard does not include other types of protection and is only applicable to protection by
enclosures and surface temperature limitation.

2 Normative references

The following normative documents contain provisions which, through reference in this text,
constitute provisions of this part  of IEC 61241. For dated references, subsequent amendments
to, or revisions of, any of these publications do not apply. However, parties to agreements
based on this part  of IEC 61241 are encouraged to investigate the possibility of applying the
most recent editions of the normative documents indicated below. For undated references, the
latest edition of the normative document referred to applies. Members of IEC and ISO maintain
registers of currently valid International Standards.

 IEC 60050(426):1990, International Electrotechnical Vocabulary (IEV) – Chapter 426: Electrical
apparatus for explosive atmospheres
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