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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTRONIC RAILWAY EQUIPMENT -
TRAIN COMMUNICATION NETWORK (TCN) -

Part 2-8: TCN conformance test

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 61375-2-8 has been prepared by IEC technical committee 9:
Electrical equipment and systems for railways.

The text of this International Standard is based on the following documents:

FDIS Report on voting
9/2746/FDIS 9/2758/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.
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This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/standardsdev/publications.

A list of all parts in the IEC 61375 series, published under the general title Electronic railway
equipment — Train communication network (TCN), can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The "colour inside"” logo on the cover page of this document indicates that it
contains colours which are considered to be useful for the correct understanding of its
contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

TCN is an International Standard with the aim of defining interfaces so as to achieve plug-in
compatibility:

a) between equipment located in different vehicles or consist, and
b) between equipment and devices located within the same vehicle or consist.
One of the key success factors for the deployment of any technology is standardisation and

ensuring interoperability among various implementations. To facilitate interoperability, a
conformance test should be implemented.

In this part of IEC 61375, the conformance testing of the ECN and ETB defined in
IEC 61375-2-3:2015, IEC 61375-2-5:2014 and IEC 61375-3-4:2014 is specified.
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ELECTRONIC RAILWAY EQUIPMENT -
TRAIN COMMUNICATION NETWORK (TCN) -

Part 2-8: TCN conformance test

1 Scope

This part of IEC 61375 applies to all equipment and devices implemented according to
IEC 61375-2-3:2015, IEC 61375-2-5:2014 and I|EC 61375-3-4:2014, i.e. it covers the
procedures to be applied to such equipment and devices when the conformance should be
proven.

The applicability of this document to a TCN implementation allows for individual conformance
checking of the implementation itself, and is a pre-requisite for further interoperability checking
between different TCN implementations.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60571:2012, Railway applications — Electronic equipment used on rolling stock

IEC 61000-4-4:2012, Electromagnetic compatibility (EMC) — Part 4-4: Testing and
measurement techniques — Electrical fast transient/burst immunity test

IEC 61076-2-101:2012, Connectors for electronic equipment — Product requirements —
Part 2-101: Circular connectors — Detail specification for M12 connectors with screw-locking

IEC 61076-3-104, Connectors for electrical and electronic equipment — Product requirements —
Part 3-104: Detail specification for 8-way, shielded free and fixed connectors for data
transmissions with frequencies up to 2 000 MHz

IEC 61156-6, Multicore and symmetrical pair/quad cables for digital communications — Part 6:
Symmetrical pair/quad cables with transmission characteristics up to 1 000 MHz — Work area
wiring — Sectional specification

IEC 61375-1:2012, Electronic railway equipment — Train communication network (TCN) — Part 1:
General architecture

IEC 61375-2-1:2012, Electronic railway equipment — Train communication network (TCN) —
Part 2-1: Wire Train Bus (WTB)

IEC 61375-2-3:2015, Electronic railway equipment — Train communication network (TCN) —
Part 2-3: TCN communication profile

IEC 61375-2-5:2014, Electronic railway equipment — Train communication network (TCN) —
Part 2-5: Ethernet train backbone
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IEC 61375-3-4:2014, Electronic railway equipment — Train Communication Network (TCN) —
Part 3-4: Ethernet Consist Network (ECN)

ISO/IEC 9646-1:1994, Information technology — Open Systems Interconnection — Conformance
testing methodology and framework — Part 1: General concepts (Also available as ITU-T
Recommendation X.290 (1995))

ISO/IEC 9646-7:1995, Information technology — Open Systems Interconnection —Conformance
testing methodology and framework — Part 7: Implementation Conformance Statements (Also
available as ITU-T Recommendation X.296 (1995))

ISO/IEC 11801 (all parts), Information technology — Generic cabling for customer premises
IEEE 802.1AB: 2009, Station and Media Access Control Connectivity Discovery

IEEE 802.1AX:2008, IEEE Standard for Local and metropolitan area networks — Link
Aggregation

IEEE 802.1Qaz:2011, IEEE Standard for Local and metropolitan area networks — Enhanced
Transmission Selection

IEEE 802.1D:1990, IEEE Standard for Local and metropolitan area networks — Media Access
Control (MAC) Bridges

IEEE 802.1Q, IEEE Standard for Local and metropolitan area networks — Virtual Bridged Local
Area Networks

IEEE 802.2, Logical Link Control

IEEE 802.3:2012, Information technology — Telecommunications and information exchange
between systems — Local and metropolitan area networks — Specific requirements — Part 3:
Carrier sense multiple access with collision detection (CSMA/CD) access

IEEE 802.3az, Energy Efficient Ethernet

IETF RFC 768, User Datagram Protocol

IETF RFC 791, INTERNET PROTOCOL

IETF RFC 792, INTERNET CONTROL MESSAGE PROTOCOL

IETF RFC 793, TRANSMISSION CONTROL PROTOCOL

IETF RFC 826, An Ethernet Address Resolution Protocol

IETF RFC 1034, DOMAIN NAMES — CONCEPTS AND FACILITIES

IETF RFC 1035, DOMAIN NAMES — IMPLEMENTATION AND SPECIFICATION

IETF RFC 1213, Management Information Base for Network Management of TCP/IP-based
internets: MIB-I1

IETF RFC 1305, Network Time Protocol (Version 3) Specification, Implementation and Analysis

IETF RFC 1361, Simple Network Time Protocol (SNTP) Documents
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IETF RFC 1901, Introduction to Community-based SNMPv2

IETF RFC 1905, Protocol Operations for Version 2 of the Simple Network Management Protocol
(SNMPv2)

IETF RFC 1906, Transport Mappings for Version 2 of the Simple Network Management Protocol
(SNMPv2)

IETF RFC 1918, Address Allocation for Private Internets

IETF RFC 2131, Dynamic Host Configuration Protocol

IETF RFC 2236, Internet Group Management Protocol, Version 2
IETF RFC 2365, Administratively Scoped IP Multicast

IETF RFC 2474, Definition of the Differentiated Services Field (DS Field) in the IPv4 and IPv6
Headers

IETF RFC 2544, Benchmarking Methodology for Network Interconnect Devices
IETF RFC 3203, DHCP reconfigure extension

IETF RFC 3986, Uniform Resource Identifier (URI): Generic Syntax

IETF RFC 4122, A Universally Unique IDentifier (UUID) URN Namespace
TIA/EIA-568-B, Commercial Building Telecommunications Cabling Standard

ANSI X3.263:1995, Information Technology — Fibre Distributed Data Interface (FDDI) — Token
Ring Twisted Pair Physical Layer Medium Dependent (TP-PMD)

3 Terms, definitions, symbols and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 61375-2-3,
IEC 61375-2-5 and IEC 61375-3-4 apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp
3.2 Symbols and abbreviated terms

For the purposes of this document, the symbols and abbreviated terms given in IEC 61375-2-3,
IEC 61375-2-5 and IEC 61375-3-4 apply.
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4 Conformance test: approach, requirements and boundaries

4.1 Approach
4.1.1 General

This document specifies a general methodology for testing the conformance to the TCN protocol
standard of products in which the standard is claimed to be implemented.

This document is organised into clauses structured into different phases of the conformance
testing process; these phases being characterised by the following roles:

a) the specification of abstract test suites for particular TCN protocols according to
ISO/IEC 9646-1;

b) the derivation of executable test suites and associated testing tools according to
ISO/IEC 9646-7.

Annex A specifies the rules on clients and laboratory specifying:

c) the role of a client of a test laboratory, having an implementation of TCN protocols to be
tested;

d) the operation of conformance testing, culminating in the production of a conformance test
report which gives the results in terms of the test suite(s) used and the relevant
documentation produced.

In all clauses of this document, the scope is limited in order to meet the following objectives:

e) to achieve an adequate level of confidence in the tests as a guide to conformance;

f) to achieve comparability between the results of the corresponding tests applied in different
places at different times;

g) to facilitate communication between the parties responsible for the roles described above.
Each objective involves the framework for development of TCN test suites, as listed hereinafter:

h) how they should relate to the various types of conformance requirement;

i) the types of test to be standardised and the types not needing standardisation;
j) the criteria for selecting tests for inclusion in a conformance test suite;

k) the notation to be used for defining tests;

[) the structure of a test suite.

Certification, an administrative procedure which may follow conformance testing, is outside the
scope of this document.

Requirements for procurement and contracts are outside the scope of this document.

4.1.2 Requirements
4.1.2.1 General

In the context of TCN, a real system is said to exhibit conformance if it complies with the
requirements of applicable TCN standard clauses in its communication with a reference system,
i.e. the tester.

A TCN standard is a set of interrelated clauses which, together, define behaviour of TCN
systems in their communication. Conformance of an IUT will, therefore, be expressed at two
levels, conformance to each individual clause, and conformance to the set of clauses.
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The following clauses define the conformance requirements and classify them according to
attributes and into feasible groups. Attributes and grouping are defined from the general point
of view with reference to a TCN specification itself and from the IUT point of view. In the second
case, the requirement shall be declared in the appropriate PICS and PIXIT.

4.1.2.2 Conformance requirements
The conformance requirements can be:

a) mandatory requirements: these are to be observed in all cases;

b) conditional requirements: these are to be observed if the conditions, set out in the clause,
apply;

c) options: these can be selected to suit the implementation, provided that any requirements
applicable to the option are observed.

TCN essential functionality are mandatory requirements; additional functionality can be either
conditional or optional requirements.

Furthermore, conformance requirements can be stated:

d) positively: they state what shall be done;
e) negatively (prohibitions): they state what shall not be done;
f) optionally: they state what can be done.

Finally, conformance requirements fall into two groups:

g) static conformance requirements;

h) dynamic conformance requirements;

these are discussed in 4.1.2.3 and 4.1.2.4, respectively.

4.1.2.3 Static conformance requirements

To facilitate interoperability, static conformance requirements define the allowed minimum
capabilities of an implementation. These requirements may be at a broad level, such as the
grouping of functional units and options into protocol classes, or at a detailed level, such as a
range of values that have to be supported for specific parameters of timers.

Static conformance requirements and options in TCN parts can be of two varieties:

a) those which determine the capabilities to be included in the implementation of the particular
protocol;

b) those which determine multi-layer dependencies, for example those which place constraints
on the capabilities of the underlying layers of the system in which the protocol
implementation resides. These are likely to be found in upper layer parts (e.g. network
management versus real time protocols).

All capabilities not explicitly stated as static conformance requirements are to be regarded as
optional.

41.2.4 Dynamic conformance requirements

Dynamic conformance requirements are all those requirements (and options) which determine
what observable behaviour is permitted by the relevant TCN part in instances of communication.
They form the bulk of each TCN protocol document. They define the set of allowable behaviours
of an implementation or real system. This set defines the maximum capability that a conforming
implementation or real system can have within the terms of the TCN protocol document.
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A system exhibits dynamic conformance in an instance of communication if its behaviour is a
member of the set of all behaviours permitted by the relevant TCN protocol part in a way which
is consistent with the PICS.

4.1.2.5 A conforming system

A conforming system or implementation is one which is shown to satisfy both static and dynamic
conformance requirements, consistent with the capabilities stated in the PICS, for each protocol
declared in the system conformance statement.

4.1.2.6 Interoperability and conformance

The primary purpose of conformance testing is to increase the probability that different
implementations are able to inter-operate.

Successful interoperability of two or more real open systems is more likely to be achieved if
they all conform to the same subset of a TCN part, or to the same selection of TCN parts, than
if they do not.

To prepare two or more systems to successfully inter-operate, it is recommended that a
comparison is made of the system conformance statements and PICSs of these systems.

If there is more than one version of a relevant TCN part indicated in the PICSs, the differences
between the versions need to be identified and their implications for consideration, including
their use in combination with other parts.

While conformance is a necessary condition, it is not on its own a sufficient condition to
guarantee interoperability capability. Even if two implementations conform to the same TCN
protocol part, they may fail to interoperate because of factors outside the scope of this
document.

Trial interoperability is recommended to detect these factors. Further information to assist
interoperability between two systems can be obtained by extending the PICS comparison to
other relevant information, including test reports and PIXIT. The comparison can focus on:

a) additional mechanisms claimed to work around known ambiguities or deficiencies not yet
corrected in the TCN standard or in peer real systems, for example solution of multi-layer
problems;

b) selection of free options which are not taken into account in the static conformance
requirements of the TCN parts;

c) the existence of timers not specified in the TCN parts and their associated values.

NOTE The comparison can be made between two individual systems, between two or more types of product, or, for
the PICS comparison only, between two or more specifications for procurement, permissions to connect, etc.

4.1.3 Requirements declaration statements for an Iltem Under Test (IUT)
4.1.3.1 Protocol implementation conformance statement (PICS)

To evaluate the conformance of a particular implementation, it is necessary to have a statement
of the capabilities and options which have been implemented, and any features which have
been omitted, so that the implementation can be tested for conformance against relevant
requirements, and against those requirements only. Such a statement is called a Protocol
Implementation Conformance Statement (PICS).

In a PICS there should be a distinction between the following categories of information which it
may contain:

a) information related to the mandatory, optional and conditional static c@rfar
requirements of the protocol itself; ﬁSE‘ﬂﬁ%ents
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b) information related to the mandatory, optional and conditional static conformance
requirements for multi-layer dependencies.

If a set of interrelated TCN protocol has been implemented in a system, a PICS is needed for
each protocol. A system conformance statement will also be necessary, summarising all
protocols in the system for each of which a distinct PICS is provided.

4.1.3.2 Protocol implementation extra information for testing (PIXIT)

In order to test a protocol implementation, the test laboratory will require information relating to
the IUT and its testing environment in addition to that provided by the PICS. This Protocol
Implementation eXtra Information for Testing (PIXIT) will be provided by the client submitting
the implementation for testing, as a result of consultation with the test laboratory.

The PIXIT may contain the following information:

a) information needed by the test laboratory in order to be able to run the appropriate test suite
on the specific system (e.g. information related to the test method to be used to run the test
cases, addressing information);

b) information already mentioned in the PICS and which needs to be made precise (e.g. a timer
value range which is declared as a parameter in the PICS should be specified in the PIXIT);

c) information to help determine which capabilities stated in the PICS as being supported are
testable and which are untestable;

d) other administrative matters (e.g. the IUT identifier, reference to the related PICS).

The PIXIT should not conflict with the appropriate PICS.

The abstract test suite specifier, test implementer and test laboratory will all contribute to the
development of the PIXIT pro-forma.

4.2 Boundaries
4.21 General

Conformance testing as discussed in this document is focused on testing for conformance to
TCN clauses as they are specified in IEC 61375-2-3:2015, IEC 61375-2-5:2014 and
IEC 61375-3-4:2014.

In principle, the objective of conformance testing is to establish whether the implementation
being tested conforms to the specification in the relevant clause. Practical limitations make it
impossible to be exhaustive, and economic considerations may restrict testing still further.

Therefore, this document distinguishes four types of testing, according to the extent to which
they provide an indication of conformance:
a) basic interconnection tests, which provide prima facie evidence that an IUT conforms;

b) capability tests, which check that the observable capabilities of the IUT are in accordance
with the static conformance requirements and the capabilities claimed in the PICS;

c) behaviour tests, which endeavour to provide testing which is as comprehensive as possible
over the full range of dynamic conformance requirements within the capabilities of the IUT;

d) conformance resolution tests, which probe in depth the conformance of an IUT to particular
requirements, to provide a definite yes/no answer and diagnostic information in relation to
specific conformance issues; such tests are not covered by this document.

The tests a), b), ¢) and d) are described in detail by the following subclauses.
Relations to interoperability and performance are hereinafter considered and definﬁ to clar'iﬁ

f
their boundaries. ocuments
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4.2.2 Basic interconnection tests
4.2.2.1 General

Basic interconnection tests provide limited testing of an IUT to establish that there is sufficient
conformance for interconnection to be possible, without trying to perform thorough testing.

4.2.2.2 Applicability of basic interconnection tests
Basic interconnection tests are appropriate:

a) for detecting severe cases of non-conformance;
b) as a preliminary filter before undertaking more costly tests;

c) to give a prima facie indication that an implementation which has passed full conformance
tests in one environment still conforms in a new environment (e.g. before testing a Layer
(N)-implementation, to check that a tested Layer (N — 1)-implementation has not undergone
any severe change due to being linked to the Layer (N)-implementation);

d) for use by users of implementations, to determine whether the implementations appear to
be usable for communication with other conforming implementations, for example as a
preliminary to data interchange.

Basic interconnection tests are inappropriate:

e) as a basis for claims of conformance by the supplier of an implementation;
f) as a means of arbitration to determine causes for communications failure.
Basic interconnection tests are a standardised subset of a conformance test suite (including

capability and behaviour tests). They can be used on their own or together with a conformance
test suite. The existence and execution of basic interconnection tests are optional.

4.2.3 Capability tests
4.2.3.1 General

Capability tests provide limited testing of each of the static conformance requirements to
ascertain what capabilities of the IUT can be observed and to check that those observable
capabilities are valid with respect to the static conformance requirements and the PICS.

4.2.3.2 Applicability of capability tests
Capability tests are appropriate:

a) to check as far as possible the consistency of the PICS with the IUT;
b) as a preliminary filter before undertaking more in-depth and costly testing;

c) to check that the capabilities of the IUT are consistent with the static conformance
requirements;

d) to enable efficient selection of behaviour tests to be made for a particular IUT;
e) when taken together with behaviour tests, as a basis for claims of conformance.

Capability tests are inappropriate:

f) on their own, as a basis for claims of conformance by the supplier of an implementation;

g) for testing in detail, the behaviour associated with each capability which has been
implemented or not implemented;

h) for resolution of problems experienced during live usage or where other tests indicate
possible non-conformance even though the capability tests have been satisfied.
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Capability tests are standardised within a conformance test suite. They can either be separated
into their own test group(s) or merged with the behaviour tests.

4.2.4 Behaviour tests

Behaviour tests test an implementation as thoroughly as is practical, over the full range of
dynamic conformance requirements. Since the number of possible combinations of events and
timing of events is infinite, such testing cannot be exhaustive. There is a further limitation,
namely that these tests are designed to be run collectively in a single test environment, so that
any faults which are difficult or impossible to detect in that environment are likely to be missed.
Therefore, it is possible that a non-conforming implementation passes the conformance test
suite; one aim of the test suite design is to minimise the number of times that this occurs.

Behaviour tests with capability tests are the basis for the conformance assessment process.

Behaviour tests are inappropriate:

a) for resolution of problems experienced during live usage or where other tests indicate
possible non-conformance even though the behaviour tests have been satisfied.

Behaviour tests are standardised as the bulk of a conformance test suite.

Behaviour tests include tests for valid behaviour by the IUT in response to valid, inopportune
and syntactically invalid protocol behaviour by the real tester. This includes testing the rejection
by the IUT of attempts to use features (capabilities) which are stated in the PICS as being not
implemented. Thus, capability tests do not need to include tests for capabilities omitted from
the PICS.

4.2.5 Conformance resolution tests

Conformance resolution tests provide diagnostic answers, as near to definitive as possible, to
the resolution of whether an implementation satisfies particular requirements. Because of the
problems of exhaustiveness, the definite answers are gained at the expense of confining tests
to a narrow field.

The test architecture and test method will normally be chosen specifically for the requirements
to be tested and need not be ones that are generally useful for other requirements. They may
even be ones that are regarded as being unacceptable for (standardised) abstract conformance
test suites, for example involving implementation-specific methods using, say, the diagnostic
and debugging facilities of the specific operating system.

The distinction between behaviour tests and conformance resolution tests may be illustrated by
the case of an event such as a reset. The behaviour tests may include only a representative
selection of conditions under which a reset might occur and may fail to detect incorrect
behaviour in other circumstances. The conformance resolution tests would be confined to
conditions under which incorrect behaviour was already suspected to occur and would confirm
whether or not the suspicions were correct.

Conformance resolution tests are appropriate:

a) for providing a yes/no answer in a strictly confined and previously identified situation (e.g.
during implementation development, to check whether a particular feature has been
correctly implemented, or during operational use, to investigate the cause of problems);

b) as a means for identifying and offering resolutions for deficiencies in a current conformance
test suite.

Conformance resolution tests are inappropriate:
c) as a basis for judging whether or not an implementation conforms overall. Documents
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Conformance resolution tests are not standardised. As a by-product of conformance testing,
errors and deficiencies in protocol parts may be identified.

4.2.6 Interpretation of clauses/subclauses and statements
4.2.6.1 General

The TCN described in IEC 61375-2-3, IEC 61375-2-5 and IEC 61375-3-4 is subject to a sort of
interpretation to translate some clauses/subclauses and requirements into realisable test suites.
The complexity of most TCN protocols makes exhaustive testing impractical on both technical
and economic grounds. To cope with a real implementation and extract from IEC 61375-2-3,
IEC 61375-2-5 and IEC 61375-3-4, all the relevant tests and some criteria were used. The
criteria were grouped according to their characteristics:

a) imperatives;

b) illustrative;

c) options;

d) weak statements.

The following subclauses describe the criteria.

4.2.6.2 Imperatives
4.2.6.2.1 General

Imperatives are those words and phrases commanding that something shall be provided and
are classified as mandatory. They are:

a) shall: dictates the provision of a functional capability;

b) must: establishes performance requirements or constraints;

c) is required: is a specification statement written in the passive voice;

d) is applicable: includes, by reference, standards or other documentation as an addition to
the requirements being specified;

e) responsible for: is a requirement written for architectures already defined. As an example,
"In extended reply delay applications, the master is responsible for spacing the master
frames so that the minimum time to transmit to a slave frame and the following master frame
is greater than T_safe.";

f) will: is generally used to cite things that the operational or development environment are to
provide to the capability being specified. For example, "If it was a strong master, it will signal
its demoting to all nodes and it will remain in control of the bus as a weak master until a
strong node is appointed";

g) should: when it is used, the specification statement is considered to be very weak. For
example, "Devices supporting the message data capability should have a device address
smaller than 256".

4.2.6.2.2 Continuance

Phrases that follow an imperative and introduce the specification of requirements at a lower

level, for a supplemental requirement count.

a) as follows,

b) below,

c) following,

d) in particular,

e) listed,

f) support. Documents
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Phrases that introduces temporal indication, that may lead to definite or indefinite actions, or
enumerative that may lead to infinite test cases.

g) for each,

h) while.

The requirement containing temporal or enumerative is tested with a finite time or finite sample.

4.2.6.3 Illustrative

This is information within the requirements document. The data and information pointed to by
illustrative strengthens the document's specification statements and whenever possible is used
as sample category input for the test. Namely:

a) figure;

b) table;

c) for example;

d) note.

4.2.6.4 Options

Options is the category of words that give the developer latitude in satisfying the specification

statements that contain them. This category clearly forms the basis for the option statements

declaration into the PICS. However, those requirements containing such a category of words

loosen the specification, increase the risk of non-interoperability, and widen the tests sets.

a) can (Example: Gateways with Bus_Administrator capability can synchronise the busses.);

b) may (Example: Class 5 devices may offer the Bus_Administrator capability.);

c) optionally (Example: The User_Programmable capability is optional.);

d) exclusion (Example: while the IUT is naming the nodes, one node responds to the naming
frame but not to the status request or sends a wrong naming response frame).

Options shall drive the PICS production.

4.2.6.5 Weak statements

Weak statements are apt to cause uncertainty leaving room for multiple interpretations, such
wording provides a basis for expanding a requirement or adding future requirements. For the
extent of testing, this category generates test with test cases chosen among a representative
set of samples. However, by no means such sets fully represent all significant cases foreseen
by the clause under test.

a) adequate,

b) be able to,

c) be capable,

d) effective,

e) normal,

f) provide for.
4.2.7 Relation to interoperability

One of the aims of this conformance test is to lead to comparability and wide acceptance of test
results produced by different testers, and thereby minimise the need for repeated conformance
testing of the same system. Interoperability plays a principal role, since the conformance test
is aimed to facilitate interoperability, it has been taken into account with the following domains
in Table 1:
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Table 1 — Relation to interoperability

Domain Description

Application interoperability the ability of TCN to provide a consistent implementation of the syntax and
semantics of the data which are interchanged

Protocol interoperability the ability of TCN to interchange PDUs via the communications platform
Service interoperability the ability of TCN to support a subset of its intended services

User perceived the ability of the service user (human, application, machine) to exchange
interoperability information via the TCN

No provision is made in this document to implement or recommend an interoperability test.

4.2.8 Relation to performance test

Performance attributes relate deeply to services given by the TCN, even though this
conformance test does not intend to implement a performance test, nevertheless performance
attributes were taken into account in the following way in Table 2.

Table 2 — Relation to performance test

Performance Description
attribute

Speed This performance attribute describes the time interval that is used to perform the function
or the rate at which the function is performed. (The function may or may not be performed
with the desired accuracy.). An example of speed attribute evaluation is: freshness time
supervision test

Accuracy This performance attribute describes the degree of correctness with which the function is
performed, no matter if the function is or is not performed with the desired speed. An
example of accuracy evaluation is: the receiver hysteresis test

Dependability This performance attribute describes the degree of certainty (or surety) with which the
function is performed regardless of speed or accuracy, but within a given observation
interval. An example of dependability attribute evaluation is: Connection stability for the
entire inauguration time

No provision is made in this document to implement or recommend a performance test as it is
defined by IEC 60571.

4.2.9 Definition of test cases

Test cases and inspection items derived from the requirements and outlined in this document
can be categorized into verification activities, measurement activities and test activities. The
characteristics of these activities are defined in Table 3.
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Table 3 — Test case categories

Category Description Keywords Example

Verification activities Verification of verification, verify Verify that ...
procedures, processes
and documents

Measurement activities Measurement and measurement, measure Measure the ....
recording of physical
quantities (e.g. size,
distance, voltage, current,
temperature, time). Does
not include a pass or fail
verdict.

Test activities Check of properties or test, check Check that ...

measurement results.
Test the ...

Includes a pass or fail
verdict.

4.3 Conformance assessment process outline
4.3.1 General

The main feature of the conformance assessment process is a configuration of equipment
allowing exchanges of information between the IUT and a real tester. These are controlled and
observed by the real tester.

In a conceptual outline, conformance testing should include several steps, involving both static
conformance reviews and live testing phases, culminating in the production of a test report
which is as thorough as is practical.

These steps are:

e compilation of the PICS;

e compilation of the PIXIT;

o test selection and parameterisation;

e basic interconnection testing (optional);
e capability testing;

e behaviour testing;

e review and analysis of test results;

e synthesis, conclusions and conformance test report production.
4.3.2 Analysis of results, outcomes and verdicts

The observed outcome (of the test execution) is the series of events which have occurred during
execution of a test case; it includes all input to and output from the IUT at the points of control
and observation.

The foreseen outcomes are identified and defined by the abstract test case specification taken
in conjunction with the protocol part. For each test case, there may be one or more foreseen
outcomes. Foreseen outcomes are defined primarily in abstract terms.

A verdict is a statement of pass, fail or inconclusive to be associated with every foreseen
outcome in the abstract test suite specification.

The analysis of results is performed by comparing the observed outcomes with foreseen
outcomes. Documents
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The verdict assigned to an observed outcome is that associated with the matching foreseen
outcome. If the observed outcome is unforeseen then the abstract test suite specification will
state what default verdict shall be assigned.

The means for the comparison of the observed outcomes with the foreseen outcomes are
beyond the scope of this document.

NOTE Amongst the possibilities are:
a) manual or automated comparison (or a mixture);
b) comparison at or after execution time;

c) translating the observed outcomes into abstract terms for comparison with the foreseen outcomes or translating
the foreseen outcomes into the terms used to record the observed outcomes.

The verdict will be pass, fail or inconclusive:

a) pass means that the observed outcome satisfies the test purpose and is valid with respect
to the relevant TCN parts and with respect to the PICS;

b) fail means that the observed outcome is syntactically invalid or inopportune with respect to
the relevant TCN parts or the PICS;

c) inconclusive means that the observed outcome is valid with respect to the relevant TCN
parts but prevents the test purpose from being accomplished.

The verdict assigned to a particular outcome will depend on the test purpose and the validity of
the observed protocol behaviour.

The verdicts made in respect of individual test cases will be synthesised into an overall
summary for the IUT based on the test cases executed.

4.4 Mapping of IUT types to conformance test suites
Because this document defines conformance testing suites applicable for different IUT types, a

mapping of IUT types to conformance test suites will indicate which test suites are mandatory
or optional as it is listed in Table 4.
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Table 4 — Mapping conformance testing suites to IUT types

Conformance Basic End device ECN ETBN test TRDP test | SDTv2 test ETB-
test interface test equipped equipped
test consist test consist test
IUT Type
Consist local M (0]
end device
Train M (@] (0]
communication
end device
Train topology M (0] M (0]
aware end
device
Repeater M O
Unmanaged M 0o
consist switch
Managed M O
consist switch
Router M O
ETBN M o" M Y M
Consist M
O : optional

M : mandatory

) If ETBN includes ECSP.

5 Basic interface test

5.1 Scope

This clause specifies conformance test cases for physical layer functions and basic
communication for devices connected to ECN or ETB as given in IEC61375-2-5 and
IEC 61375-3-4.

5.2 PICS pro-forma
5.2.1 General

The PICS provides a statement of the capabilities and options which have been implemented,
and any features which have been omitted, see 4.1.3.1. Instructions about filling the PICS
pro-forma are given in Annex B.

5.2.2 PICS Tables
5.2.2.1 Identification of PICS

Ref Question Response
1 Date of statement
2 PICS serial number
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5.2.2.2 Identification of the implementation under test
Ref Question Requirement Response
1 Implementation name M
2 Version number M
3 Special configuration (0]
4 Power supply voltage M
5 Power supply current M
6 Other information o}

NOTE 1 Implementation name refers to the identifier of the IUT as indicated by the client. The specific
conformance test is applied to the entity identified by the implementation name.

NOTE 2 This is the version number of the IUT. When a version number is defined for an IUT, no subsystem which
composes it can progress without a change of this figure (the architecture is frozen and constitutes a configuration).

NOTE 3 Indicated if PIXIT is provided for this IUT.

NOTE 4 Indicates the applicable power supply voltage. Power supply voltage is chosen amongst the values
specified in IEC 60571.

NOTE 5 Other information the client considers relevant for IUT identification.

5.2.2.3 Identification of the IUT supplier and/or test laboratory client

Ref Question Requirement Response

1 Organisation name M

Contact name(s)

Address:

Telephone number

Fax number

e-mail address

N|lo|la|slw|N
N YRR YRS

Other information

If the IUT supplier and the test laboratory client are not the same entity, the PICS shall be
agreed between the supplier and the test laboratory client.

5.2.2.4 Identification of the standards

Ref Question Response

1 Specification document title

Specification document IEC reference number

Specification document date of publication

Specification document version number

Conformance test document title

Conformance test document number

Conformance test document date of publication

O | N~ IDN

Conformance test document version number

Full document details: IEC 61375-2-8-2021
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5.2.2.5 Global statement of conformance

Ref Question Requirement Implementation

1 Are all mandatory capabilities implemented? M [ 1]

NOTE Answering "No" to this section indicates non-conformance to the protocol specification. Non-supported
mandatory capabilities are to be identified in the PICS, with an explanation of why the implementation is non-
conforming.

5.3 Testing framework

The test is executed in a set-up with an instrumented IUT providing one or more Ethernet
interfaces, a tester equipment for Ethernet/IP/UDP/TCP frame sending and receiving, a 100 m
railway suitable Ethernet cable connecting IUT and tester equipment, and necessary
measurement instruments.

NOTE Test set-up including Ethernet cable characteristics are listed in the specific IUT’s report, see Annex C.

5.4 Physical layer test
5.4.1 Test purpose

Test the correctness of mechanical and electrical parameters of the physical layer network
interface.

5.4.2 Inspection of the Hardware Ethernet interface

Compliance with the physical layer requirements as specified in IEC 61375-3-4:2014, 4.10.2.1,
4.10.3 and IEC 61375-2-5:2014, 4.2.2 shall be demonstrated by the following test:
a) Check that the physical Ethernet interface of the IUT is set to 100FDX.

b) Check that the IUT has a MAC address set on delivery. (The MAC address shall be unique
worldwide).

c) Optional: check that the IUT supports Power over Ethernet (PoE).

d) Check that ETB ports are bypassed via relays.

e) Check that the IUT support 100 m cable length over CAT5e cables.

f) Check that a single point of failure from the IUT does not disable more than the affected
end devices (for example by executing burst test, see 5.6.2).

5.4.3 Inspection of the mechanical Ethernet interface construction

Compliance with the physical layer mechanical requirements as specified in
IEC 61375-3-4:2014, 4.10.2.2, 4.10.2.3 and 4.10.2.4 shall be demonstrated by the following
test:

a) Check that the IUT uses a M12 D-coded female connector.

b) Check that the M12 D-coded connector is located at the front panel.

c) Check that the M12 socket has an adequate ground connection providing lasting connection
of the shield to ground.

d) Check that the IUT internal Ethernet signal path (length and characteristics of internal
Ethernet cabling, number of intermediate connectors) is documented.

e) Check that all connectors are labelled, also the ground connector (see IEC 60571:2012).
f) Check that the M12 and the casing screws are tightened.

g) Check that the cable shield and the connector shield are connected to chassis earth. A cable
shield should be connected on a 360° circular basis in the connector.

h) Check that a RJ45 connector is only used for connecting Temporary End Devicﬁocuments
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5.4.4 Check of electrical Ethernet interface design

a) Check that the temperature range class TX according to IEC 60571:2012 (-40 to +85°C) for
electronic parts is used.

b) Check that the transceiver (PHY) and the transformer is compliant to IEEE 802.3. Check the
correct Ethernet termination and common mode rejection.

If possible, the components shall be inspected on the PCB. If not feasible the schematics have
to be checked. If Off-the-shelf units are used, the manufacturer has to provide a reasonable
data sheet which shows the conformance with the temperature range and IEEE 802.3.

5.4.5 Check of Ethernet interface characteristics
This test is optional and can only be applied if the DUT supports auto negotiation.

a) Measure that the single link pulse meets the waveform requirements from IEEE 802.3.

b) Measure that the fast link pulse burst indicates that the interface supports at least
100BASE-TX full duplex.

c) Check that all features which are specified by the fast link pulse burst code are supported
by the IUT.

5.4.6 Ethernet signal wave form test (IEEE standard)
Measure that the Ethernet signal parameters

e Amplitude

e zero Volt axis symmetry
¢ Rise and fall times

e Duty cycle distortion

e Transmitter jitter

¢ Waveform overshoot

are in the ranges, which are specified in IEEE 802.3, IEEE 802.3az and ANSI X3.263.

5.4.7 Ethernet signal wave form test (amplified signals, optional)

Compliance with the Ethernet signal wave form test which is specified in IEC 61375-3-4:2014,
Annex C.

Measure that the Ethernet signal parameters

e Amplitude

e zero Volt axis symmetry
¢ Rise and fall times

e Duty cycle distortion

e Transmitter jitter

e Waveform overshoot

are in the specified ranges.

5.4.8 Auto-Crossover- and Auto-Sensing-Test (only for switches)

Check that the IUT perform Auto-Crossover and Auto-Sensing.
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5.5 Basic communication protocol test
5.5.1 Test purpose

Test the ability of sending and receiving UDP and TCP packets.

5.5.2 Simple communication test

This measurement shall be executed with a cable length of 100 m, which is specified in
IEEE 802.3.

a) Check that the IUT supports UDP communication.
b) Check that the IUT supports TCP communication.

5.5.3 UDP rising payload test (only for End Devices)

This measurement shall be executed with a cable length of 100 m, which is specified in IEEE
802.3.

a) Measure the maximum supported payload size for UDP datagrams.
b) Check that the IUT handles a payload size of minimum 8kBytes.

5.5.4 TCP rising payload test (only for End Devices)

This measurement shall be executed with a cable length of 100 m, which is specified in
IEEE 802.3.

a) Measure the maximum supported payload size for TCP datagrams.
5.5.5 UDP long term test (only for End Devices)

This measurement shall be executed with a cable length of 100 m, which is specified in
IEEE 802.3.

a) Check that the IUT communication with 100 m cable length is stable over a time of 60 min.

b) Check that the long-term test will be done with the maximum supported payload size with
an upper limit of 32 kBytes.

c) Measure the frame error rate and check that it is below 106 (1 error per 1 million frames).
5.6 Communication reliability tests
5.6.1 Test purpose

Test the reliability of the communication under railway specific stress conditions.

5.6.2 Burst immunity test
5.6.2.1 Test setup

These measurements shall be executed with a cable length of 100 m, which is specified in IEEE
802.3.

For signal and control ports test level 4 is specified using capacitive clamp (IEC 61000-4-4:2012,
Figure 1) with 0,5 m distance to the DUT.

The defined test level 4 has the following parameters, see Figure 1

e Risetime: 5 ns +-30 %
e Impulse duration (50 % of peak value): 50 ns +-30 %

e Peak value 2 kV +-10 % (positive and negative polarity) Documents
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¢ Repetition 5 kHz +-20 %
e Duration 15 ms
e Period 300 ms

- =100 m _
d=0,5m

Capacitive

clamp 1 m
J__—| \ Device ,——|:
= |[Testsytem|(} (H undertest| =
T 7 ]

¢ 10 cm t 10 cm
1 Groundplane

Burst-generator IEC

Figure 1 — Setup for burst immunity test

5.6.2.2 Test procedure
Connect the DUT to the burst test environment and power on the DUT.

e Switch on the burst generator configured with the parameters above, switch to positive
polarity

o Start the Communication Test with “long term test configuration” at the Test System
e Stop the test after 10 min

¢ Repeat the test for negative polarity
5.6.2.3 Measurements

Check that the Ethernet port is stable against EMC stress with fast transients (bursts) according
to IEC 61000-4-4:2012, by measuring that there are no transmission errors over a minimum
period of 1 min or minimum amount of 40 000 frames for each burst polarity.

NOTE Since the chance to hit an Ethernet telegram is lower than 5 % per period (15 ms / 300 ms = 0,05) the
minimum test duration for each burst polarity is n >= 1 000 transmit and receive cycles of a 32kBytes message
(minimum more than 40 000 frames).

5.6.3 Ethernet interface isolation test
a) Check that the signals are isolated against the shielding.
b) Check that are all ports are isolated against each other.

6 Conformance test of End Device

6.1 General

This clause defines conformance requirements for conformance testing for end devices as given
in [EC 61375-2-3, IEC 61375-2-5 and IEC 61375-3-4. See also Table 6 through Table 46.

Those requirements are used to derive test suites and test cases in order to determine whether
a system, in this case, a unit connected to one Consist Network or to one set of Consist
Networks, complies with the requirements.

Figure 2 gives an overview of the End Device conformance testing process.
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IEC 61375-2-8

Conformance test
requirements of end device

37—

Standard
IEC 61375-2-3

End device
communication profile) requirements

Implementation

Test suites

Testing

)

IEC 61375-2-5 (ETB)

IEC 61375-3-4 (ECN)

Figure 2 — End Device conformance testing process

6.2 Related requirements

End device
Implementation

T

As given in IEC 61375-2-3, IEC 61375-2-5 and IEC 61375-3-4.

6.3 IUT and Test scope

Conformance
test report

IEC

The Implementation Under Test (IUT) implements the base standard(s) being tested, so in this

clause, the end device (ED).

The end device is a unit that could be connected to one Consist Network or to one set of Consist
Networks prepared for redundancy reasons. However, the end device could be connected
directly to ETBN (Ethernet Train Backbone Node).

Figure 3 shows a consist topology and a logical view of the ECN, in order to clarify where an

end device is located.
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6.4.1 General

End device of
consist network 1

G B —
D ED

ED ED

PICS Pro-forma

End device of
consist network »

End device
interface

IEC

Figure 3 — Consist topology and logical view of ECN

The PICS provides a statement of the capabilities and options which have been implemented,

and any features which have been omitted, see 4.1.3.1.

pro-forma are given in Annex B.

Instructions about filling the PICS

6.4.2 PICS Tables
6.4.2.1 PICS related to IEC 61375-2-3:2015
6.4.2.1.1 Common ETB Framework — Interoperability
Reference Question Subclause Req. Implementation
23ED_001 Follows a 5.1.2 M Yes [] No []
versioning scheme?
6.4.2.1.2 Common ETB Framework — Service Addressing
Reference Question Subclause Req. Implementation
23ED_002 Entities identified by TCN Domain 5.4.3 M Yes [] No []
Names
23ED_003 Sources/Destinations identified by | 5.4.4.3 M Yes [] No []
TCN URI Identifier
5.4.4.6
23ED_004 — TCN URI User part 5.4.4.5 (e} Yes [] No []
23ED_005 — Closed trains identification 5.4.4.6.5 O Yes [] No []
23ED_006 IP routing in networks with 5.4.5.5 M Yes [] No []
multiple ETBs
23ED_007 Usage TRDP for data exchange 5.6.2 M Yes [] No []
23ED_008 Service discovery 5.7 M Yes [] No []
Documents
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6.4.2.1.3 TRDP (Train Real-Time Data Protocol)

Reference Question Subclause Req. Implementation

23ED_009 TRDP for the Annex A M Yes [] No []
Exchange of TCN
process data and
TCN message data
over ETB

6.4.2.1.4 SDTv2 (Safe Data Transmission)

Reference Question Subclause Req. Implementation

23ED_010 SDTv2 supported Annex B C Yes [] No []

6.4.2.2 PICS related to IEC 61375-2-5:2014
6.4.2.2.1 ETB physical layer

Reference Question Subclause Req. Implementation
25ED_001 PSE (Power Source | 4.3 (0] Yes [] No []
Equipment)

connected to a PD
(Powered Device)

6.4.2.2.2 ETB network layer: IPv4 subnets definition — host on train subnet
Reference Question Subclause Req. Implementation
25ED_002 Particular hosts IP 6.5.2 M Yes [] No []
addresses on train
subnet
6.4.2.2.3 ETB network layer: IPv4 subnets definition — host inside a closed train
Reference Question Subclause Req. Implementation
25ED_003 Particular hosts IP 6.5.3 (0] Yes [] No []
addresses inside a
closed train

6.4.2.2.4 ETB transport layer

Reference Question Subclause Req. Implementation

25ED_004 ICMP Internet 7 M Yes [] No []
Control Message
Protocol IETF RFC
792

25ED_005 IGMP v2 Internet 7 M Yes [] No []
Group Management
Protocol IETF RFC
2236

25ED_006 UDP User 7 M Yes [] No []
Datagram Protocol
IETF RFC 768

25ED_007 TCP Transmission 7 M Yes [] No []
Control Protocol
IETF RFC 793
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6.4.2.2.5 ETB physical train naming convention

Reference Question Subclause Req. Implementation
25ED_008 Hosts identified by 10 (0] Yes [] No []
a FQDN (Full
Qualified Domain
Name)

6.4.2.2.6 ETB Application interface

Reference Question Subclause Req. Implementation
25ED_009 ETB Process Data 13.3 M Yes [] No []
and Message Data
protocols

6.4.2.3 PICS related to IEC 61375-3-4:2014

6.4.2.3.1 Architecture (Network structure)

Reference Question Subclause Req. Implementation
34ED_001 Ethernet ports 4.2.1 M Yes [] No []
according to IEEE
802.3

6.4.2.3.2 Redundancy

Reference Question Subclause Req. Implementation
34ED_002 Redundancy 4.5.4 (0] Yes [] No []
managed at End
Device level
6.4.2.3.3 IP address and related definitions — Consist Network address
Reference Question Subclause Req. Implementat
ion
34ED_003 IP address(es) as Consist Network 4.7.1 M Yes [] No []
address(es)
34ED_004 Unique Consist Network address 4.7.1 M Yes [] No []
34ED_005 IPv4 private address space defined in 4.7.1 M Yes [] No []
IETF RFC1918
34ED_006 Addresses follow this binary 4.7.1 M Yes [] No []
presentation:
00001010.0ddddddd.dddddddd.ddddd
ddd /9
Field [d] is defined in IEC61375-3-
4:2014, 4.7 .1.
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6.4.2.3.4 IP address and related definitions — Train Network address
Reference Question Subclause Req. Implementat
ion
34ED_007 IP address(es) as Train Network 4.7.2 M Yes [] No []
address(es)
34ED_008 IPv4 private address defined in IETF 4.7.2 M Yes [] No []
RFC 1918
34ED_009 Addresses follow the definitions in 4.7.2 M Yes [] No []
IEC 61375-2-5
34ED_010 Addresses follow this binary 4.7.2 M Yes [] No []
presentation:
00001010.1bbxssss.sshhhhhh.hhhhh
hhh / 18
The fields are defined in IEC61375-3-
4:2014, 4.7.2.
6.4.2.3.5 IP address and related definitions — Name resolution and naming
definitions
Reference Question Subclause Req. Implementati
on
34ED_011 Destination devices of ETB addressable 4.7.41 M Yes [] No []
in train wide domain name space
34ED_012 127.0.0.1 “localhost” as self-addressing 4.7.4.2 M Yes [] No []
6.4.2.3.6 IP address and network configuration management — Train network
address management
Reference Question Subclause Req. Implementation
34ED_013 After a new 7.8.2 (0] Yes [] No []
inauguration,
renewal of train
network address
34ED_014 DHCP 7.8.2 0} Yes [] No []
FORCERENEW
message defined in
IETF RFC 3203
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6.4.2.3.7 IP address and network configuration management —- DHCP configuration
parameters
Reference Question Subclause Req. Implementation
34ED_015 Subnet mask 4.8.4 M Yes [] No []
34ED_016 Router option 4.8.4 M Yes [] No []
34ED_017 Domain Name 4.8.4 C Yes [] No []
server option
34ED_018 Host Name option 4.8.4 (0] Yes [] No []
34ED_019 Broadcast Address 4.8.4 Yes [] No []
34ED_020 Network time 4.8.4 C Yes [] No []
protocol server
option
34ED_021 Vendor Specific 4.8.4 (0] Yes [] No []
Information
34ED_022 IP address lease 4.8.4 M Yes [] No []
time
34ED_023 DHCP message 4.8.4 M Yes [] No []
type
34ED_024 Server Identifier 4.8.4 M Yes [] No []
34ED_025 Parameter request 4.8.4 M Yes [] No []
list
34ED_026 Message 4.8.4 (0] Yes [] No []
34ED_027 Client-ldentifier 4.8.4 0} Yes [] No []
34ED_028 Relay Agent 4.8.4 (0] Yes [] No []
Information option
6.4.2.3.8 Network Device interface — Physical Layer — Protocols
Reference Question Subclauses Req. Implementation
34ED_029 100BASE-TX 4.9.4.1.1 M Yes [] No []
34ED_030 Full Duplex mode 49.4.1.1 M Yes [] No []
defined in IEEE
802.3
34ED_031 Auto negotiation 49.4.1.1 M Yes [] No []
function defined in
IEEE 802.3
6.4.2.3.9 Network Device interface — Physical Layer — Cables
Reference Question Subclause Req. Implementation
When 100BASE-TX
or 10BASE-T is
used:
34ED_032 -M12 D-coded 4.9.4.3.1 0} Yes [] No []
socket/plug
34ED_033 -IEC 61076-3-104 | 4.9.4.3.1 (6] Yes [] No []
socket/plug
34ED_034 -RJ45 socket/plug | 4.9.4.3.1 (6] Yes [] No []
defined in TIA/EIA-
568-B
34ED_035 Pinning for M12 4.9.4.3.1 M Yes [] No []
connector as shown
in Table 11
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6.4.2.3.10 End Device interface (Table 12) — Physical Layer Protocols
Reference Question Subclause Req. Implementation
34ED_036 IEEE 802.3 4.10.2.1 M Yes [] No []
supported
34ED_037 100BASE-TX 4.10.2.1 M Yes [] No []
34ED_038 Full Duplex mode 4.10.2.1 M Yes [] No []
defined in IEEE
802.3
34ED_039 Auto negotiation 4.10.2.1 M Yes [] No []
function defined in
IEEE 802.3
6.4.2.3.11 End Device interface — Physical Layer Cables
Reference Question Subclause Req. Implementation
34ED_040 ISO/IEC 11801 and | 4.10.2.2 M Yes [] No []
IEC 61156-6
34ED_041 Class D (category 4.10.2.2 M Yes [] No []
5e) with two twisted
pairs
6.4.2.3.12 End Device interface — Physical Layer Connectors
Reference Question Subclause Req. Implementation
34ED_042 M12 D-coded 4.10.2.3 M Yes [] No []
socket/plug defined
in IEC 61076-2-101
34ED_043 IEC 61076-3-104 4.10.2.3 0} Yes [] No []
socket/plug
34ED_044 RJ45 socket/plug 4.10.2.3 (0] Yes [] No []
defined in TIA/EIA-
568-B
34ED_045 Pinning for M12 4.10.2.3 M Yes [] No []
connector as shown
in Table 11 and
Figure 5
6.4.2.3.13 End Device interface — Link Layer
Reference Question Subclause Req. Implementation
34ED_046 MAC defined in 4.10.3 M Yes [] No []
IEEE 802.3
34ED_047 MAC with basic 4.10.3 M Yes [] No []
frame defined in
IEE 802.3
6.4.2.3.14 End Device interface — Network Layer
Reference Question Subclause Req. Implementation
34ED_048 IP version4 defined 4.10.4 M Yes [] No []
in IETF RFC 791
34ED_049 ICMP defined in 4.10.4 M Yes [] No []
IETF RFC 792
34ED_050 ARP defined in 4.10.4 M Yes [] No []
IETF RFC 826
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6.4.2.3.15 End Device interface — Transport Layer

Reference Question Subclause Req. Implementation
34ED_051 UDP defined IETF 4.10.5 M Yes [ No []
RFC 768
34ED_052 TCP defined IETF 4.10.5 M Yes [ No []
RFC 793

6.4.2.3.16 End Device interface — Application Layer

Reference Question Subclause Req. Implementation
34ED_053 DHCP defined in 4.10.6 M Yes [] No []
IETF RFC 2131
34ED_054 DNS client function 4.10.6 M Yes [] No []
defined in IETF
RFC 1034
34ED_055 SNTP client 4.10.6 (0] Yes [] No []

function defined in
IETF RFC 1361 or
NTP version 3
client function
defined in IETF
RFC 1305

6.4.2.3.17 Network management

Reference Question Subclause Req. Implementation

34ED_056 SNMP agent functions. 4.12.1 (e} Yes [] No []
(SNMPv2 defined in IETF
RFC 1901, 1905 and 1906
is the minimum
requirement.)

6.5 Testing framework

Figure 4 shows an example of the architecture of the testing framework and Table 5 describes
each component:

)
0 DAl
— — — ik i
ETH
I
| 1] ETH | |1 [ |1 ETH |

L 5

|l Il Il:::::__::__::ﬂ |I IIIEC

Figure 4 — Testing framework architecture
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Table 5 — Testing framework DEVICE description

DEVICE DESCRIPTION
HMI Human Machine Interface
Cu Control Unit
10 Input Output Device (with Digital Output Card, Digital Input Card, and Analog Input Card)
CST SWITCH Consist switch for connecting different devices to the Ethernet Network

CST SWITCH POE Switch for connecting different devices to the Ethernet Network, with Power over Ethernet

ETBN Switch for coupling purposes

LAPTOP Device equipped with common network tools such DHCP client, DNS client, ICMP (ping) or
"Ethernet bus analyzer tool". It shall be also capable of exchanging TRDP frames over the
network.

The "Ethernet bus analyzer tool" could be defined as a software tool to capture Ethernet
frames and dissect and analyze them. For example: "Wireshark".
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6.6 Test Suite IEC 61375-2-3
6.6.1 Test case TCCT23ED_001

Table 6 — Test case TCCT23ED_001

IDENTIFIER TCCT23ED_001

TITLE ETB Framework Interoperability
ITEM NUMBER 23ED_001

DESCRIPTION The next test case will ensure that:

e All changes affecting normative clauses of this document shall be
treated as incompatible changes, leading to an increment of
parameter ‘main Version’, unless otherwise specified.

REQUIREMENT Mandatory
DUT ECSP
TEST SETUP Test Bench
INITIAL CONDITIONS Test Bench powered off
STEPS Step 1:  Supply the test bench.
Step 2: Connect the End Device to an ETBN with the correct IP
address.

Step 3: Connect the laptop to an ETBN with the correct IP address.

Step 4: Open the “Ethernet bus analyzer tool” to capture the
frames that are going to be sent by the devices.

Step 5: Check that as defined in IEC 61375-2-5, following an ETB
train inauguration, at least one entitled device in each
consist shall send out a CSTINFO telegram over ETB to all
other entitled devices within the train to inform about
consist properties.

Step 6: Check that the version has the next structure on the
telegram:

VERSION::= RECORD

{

mainVersion UINT8 -- main version, incremented for
incompatible changes

value range: 1..255 (0 = reserved)

subVersion UINT8 -- sub version, incremented for
compatible changes

value range: 0..255

}

FINAL CONDITIONS Test Bench powered off.

ACCEPTANCE CRITERIA OKif:

e the End Device sends the version in a correct format.

DEPENDENCIES
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6.6.2 Test case TCCT23ED_002
Table 7 — Test case TCCT23ED_002

IDENTIFIER TCCT23ED_002

TITLE Sources/Destinations identified by TCN URI Identifier
ITEM NUMBER 23ED_002 / 23ED_003

DESCRIPTION The next test case will ensure that:

e Function devices shall be identified by labels following the syntax
given in IEC61375-2-3:2015, Table 8.

e Vehicles shall be identified by labels following the syntax given
in IEC61375-2-3:2015, Table 10.

e Consists shall be identified by labels following the syntax given
in IEC61375-2-3:2015, Table 12.

REQUIREMENT Mandatory

DUT TCN-DNS Server

TEST SETUP Test Bench

INITIAL CONDITIONS Test Bench powered off
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IDENTIFIER TCCT23ED_002
STEPS Step 1:  Supply the test bench.

Step 2: Connect the laptop to an ETBN with the correct IP address
and DNS server IP.

Step 3:  Perform a DNS translation from the laptop, using DNS
names, checking that:

o the function device label used is the one specified in
IEC61375-2-3:2015, Table 8:

fctdev.vehicle.consist.cltrain.train
fctDev = "1Dev” | deviceName | group
devicename = label

group = "grpAll” | grpDev

grpDev = grp” 1 {uchar} 12

e the vehicle label used is the one specified in IEC61375-
2-3:2015, Table 10:

fetdev.vehicle.consist.cltrain.train

veh ="1Veh” | cstVehNo | opVehNo | ”leadVeh” | "aVeh” |
idVeh | ”anyVeh”

cstVehNo = "veh” digit digit

opVehNo = "opVeh” digit digit

idVeh = label

e the consist label used is the one specified in IEC61375-
2-3:2015, Table 12:

fctdev.vehicle.consist.cltrain.train

consist = "ICst” | ”aCst” | "anyCst” | "leadCst” | cstNo
| opCstNo | idCst

cstNo = cst” digit digit

opCstNo = "opCst” digit digit

idCst = label
Step 4: Check that the DNS Server replies with the correspondent
IP address.
FINAL CONDITIONS Test Bench powered off.
ACCEPTANCE CRITERIA OK if:

e The DNS Server resolves the correspondent IP address

DEPENDENCIES
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