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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SECONDARY CELLS AND BATTERIES
FOR RENEWABLE ENERGY STORAGE -
GENERAL REQUIREMENTS AND METHODS OF TEST -

Part 2: On-grid applications

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s),
which may be required to implement this document. However, implementers are cautioned that this may not
represent the latest information, which may be obtained from the patent database available at
https://patents.iec.ch. IEC shall not be held responsible for identifying any or all such patent rights.

This consolidated version of the official IEC Standard and its amendment has been
prepared for user convenience.

IEC 61427-2 edition 1.1 contains the first edition (2015-08) [documents 21/862/FDIS and
21/863/RVD] and its amendment 1 (2024-03) [documents 21/1179/FDIS and 21/1194/RVD].

In this Redline version, a vertical line in the margin shows where the technical content
is modified by amendment 1. Additions are in green text, deletions are in strikethrough
red text. A separate Final version with all changes accepted is available in this
publication.
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International Standard IEC 61427-2 has been prepared by IEC technical committee 21:
Secondary cells and batteries.

A list of all parts in the IEC 61427 series, published under the general title Secondary cells
and batteries for renewable energy storage — General requirements and methods of test, can
be found on the IEC website.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this document and its amendment will remain
unchanged until the stability date indicated on the IEC website under webstore.iec.ch in the
data related to the specific document. At this date, the document will be

e reconfirmed,
e withdrawn, or

e revised.

IMPORTANT - The ‘colour inside’' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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SECONDARY CELLS AND BATTERIES
FOR RENEWABLE ENERGY STORAGE -
GENERAL REQUIREMENTS AND METHODS OF TEST

Part 2: On-grid applications

1 Scope

This part of IEC 61427 relates to secondary batteries used in on-grid Electrical Energy
Storage (EES) applications and provides the associated methods of test for the verification of
their endurance, properties and electrical performance in such applications. The test methods
are essentially battery chemistry neutral, i.e. applicable to all secondary battery types.

On-grid applications are characterized by the fact that batteries are connected, via power
conversion devices, to a regional or nation- or continent-wide electricity grid and act as
instantaneous energy sources and sinks to stabilize the grid’s performance when randomly
major amounts of electrical energy from renewable energy sources are fed into it.

Related power conversion and interface equipment is not covered by this part of IEC 61427.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

None.

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1
accuracy
<of a measuring instrument>

quality which characterizes the ability of a measuring instrument to provide an indicated value
close to a true value of the quantity to be measured

Note 1 to entry: This term is used in the “true” value approach.

Note 2 to entry: Accuracy is better when the indicated value is closer to the corresponding true value.

[SOURCE: IEC 60050-311:2001, 311-06-08]

3.2

accuracy class

category of measuring instruments, all of which are intended to comply with a set of
specifications regarding uncertainty

[SOURCE: IEC 60050-311:2001, 311-06-09]
Documents
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3.3
ambient temperature
average temperature of the air or another medium in the vicinity of the equipment

Note 1 to entry - During the measurement of the ambient temperature the measuring instrument/probe should be
shielded from draughts and radiant heating.

[SOURCE: IEC 60050-826:2004, 826-10-03]

3.4

maximum ambient temperature

<for battery operation> highest ambient temperature at which the battery is operable and
should perform according to specified requirements

[SOURCE: IEC 60050-426:2008, 426-20-17, modified — In the definition, “trace heating” has
been replaced with “battery”.]

3.5

minimum ambient temperature

<for battery operation> lowest ambient temperature at which the battery is operable and
should perform according to specified requirements

[SOURCE: IEC 60050-426:2008, 426-20-20, modified — In the definition, “trace heating” has
been replaced with “battery”.]

3.6

ampere hour

quantity of electrical charge obtained by integrating the current in amperes with respect to
time in hours

Note 1 to entry: The Sl unit for electric charge is the coulomb (1 C = 1 As) but in practice it is usually expressed
in ampere hours (Ah).

3.7

battery

two or more cells fitted with devices necessary for use, for example case, terminals, marking
and protective devices

[SOURCE: IEC 60050-482:2004, 482-01-04, modified — In the definition, “one” has been
replaced with “two”.]

3.8

battery management system

BMS

battery management unit

BMU

electronic system associated with a battery which monitors and/or manages its state,
calculates secondary data, reports that data and/or controls its environment to influence the
battery’s performance and/or service life

Note 1 to entry: The function of the battery management system can be fully or partially assigned to the battery
pack and/or to equipment that uses this battery.

Note 2 to entry: A battery management system is also called a "battery management unit" (BMU).
Note 3 to entry: This note applies to the French language only.

Note 4 to entry: This note applies to the French language only.
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3.9

idle state

<of a battery system> state of a battery which is fully functional but not actively delivering or
absorbing energy

Note 1 to entry: Such a system can deliver and absorb energy on demand with a reaction time as required by the
application.

Note 2 to entry: The reaction time can vary from a few milliseconds to a few seconds.

3.10

battery support system

BSS

group of interconnected and interactive parts that perform an essential task as a component
of a battery system

Note 1 to entry: Such systems are for example electrolyte storage tanks and circulation pumps, cooling and
heating devices, exhaust gas abatement systems, fire extinguishers, spill catchment systems, safety barriers, racks
and similar facilities.

Note 2 to entry: This note applies to the French language only.

3.11

capacity

<of cells and batteries> quantity of electric charge which a cell or battery can deliver under
specified discharge conditions

Note 1 to entry: The Sl unit for electric charge, or quantity of electricity, is the coulomb (1 C = 1 As) but in
practice, capacity is usually expressed in ampere hours (Ah).

[SOURCE: IEC 60050-482:2004, 482-03-14, modified — In the definition, “quantity of” has
been added.]

3.12

charging

<of a battery> operation during which a secondary battery is supplied with electric energy
from an external circuit which results in chemical changes within the cell and thus the storage
of energy as chemical energy

Note 1 to entry: A charge operation is defined by its maximum voltage, current, duration and other conditions as
specified by the manufacturer.

[SOURCE: IEC 60050-482:2004, 482-05-27, modified — Note 1 to entry has been added.]

3.13

constant power charge

<of a battery> operation in which the charge power input, i.e. the product of charge current
and charge voltage, is held constant and where the current and voltage freely adjust
according to polarization effects of the battery

3.14

discharge

operation by which a battery delivers, to an external electric circuit and under specified
conditions, electric energy produced in the cells

[SOURCE: IEC 60050-482:2004, 482-03-23]

3.15

constant power discharge

<of a battery> operation in which the discharge power output, i.e. the product of discharge
current and discharge voltage, is held constant and where the current and voB@cfijfhents

adjust according to polarization effects of the battery
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3.16
electrolyte
substance containing mobile ions that render it ionically conductive

Note 1 to entry: The electrolyte may be a liquid, solid or a gel.

[SOURCE: IEC 60050-482:2004, 482-02-29]

3.17

endurance

<of a battery> numerically defined performance during a given test simulating specified
conditions of service

[SOURCE: IEC 60050-482:2004, 482-03-44]

3.18

endurance test

<of a battery> test carried out over a time interval to investigate how the properties are
affected by the application of stated stresses and by their time duration or repeated
application

[SOURCE: IEC 60050-151:2001, 151-16-22, modified — “<of a battery>" has been added
before the definition and “of an item” has been deleted from the definition.]

3.19
energy
<of a battery> energy which a battery delivers under specified conditions

Note 1 to entry: The Sl unit for energy is the joule (1 J =1 Ws) but in practice, energy of a battery is usually
expressed in watt hours (Wh) (1 Wh = 3 600 J).

Note 2 to entry: Such energy content is generally determined with a constant power (W) discharge.

Note 3 to entry: k or M are unit prefixes in the metric system denoting multiplication of the unit by one thousand
(k) or one million (M).

[SOURCE: IEC 60050-482:2004, 482-03-21, modified —Notes 2 and 3 to entry have been
added.]

3.20

actual energy

<of a battery> energy content value, determined experimentally at a defined instant of time
with a constant power discharge at a specified rate to a specified final voltage and at a
specified temperature

Note 1 to entry: This value is expressed in watt hours (Wh) and varies over the operational cycle or life of the
battery.

3.21

final voltage

end-of-discharge voltage

cut-off voltage

end-point-voltage

Utinal

<of a battery> specified voltage of a battery at which the battery discharge is terminated

[SOURCE: IEC 60050-482:2004, 482-03-30]
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3.22

flow cell

secondary cell characterized by the spatial separation of the electrode from the fluid volumes
which contain active materials

Note 1 to entry: The fluids, consisting of liquids, solutions, suspensions or gases, flow separately through the
electrode spaces.

Note 2 to entry: A flow cell in which one of the active materials is, depending on the state of charge, a solid
deposited on one of the electrodes, is called a hybrid flow cell.

3.23

flow battery

two or more flow cells electrically connected in series and including all components for their
use as an electrochemical energy storage system

Note 1 to entry: The components can be tanks, pumps, thermal and battery management systems, piping and
similar.

3.24

frequency regulation service

<with batteries> regulation mode of the electrical power grid with energy drawn from or
supplied to batteries to maintain the system frequency within defined limits

Note 1 to entry: This balancing of the temporal variations of grid frequency occurs typically over time periods of
the order of seconds to minutes.

3.25

full charge

<of a battery> state of charge wherein the battery has been completely charged in accordance
with the manufacturer’s recommended charging conditions.

3.26

full-sized battery

FSB

complete battery that meets the absolute requirements of power capability and energy
content, as defined in the respective endurance test clauses

Note 1 to entry: This battery is an assembly of n cells, modules or stacks and is equipped with the relative BMS
and BSS as needed.

Note 2 to entry:  This note applies to the French language only.

3.27

laboratory test

<of a battery> test made under prescribed and controlled conditions that may or may not
simulate field conditions

[SOURCE: IEC 60050-192:2015, 192-09-05]

3.28

load following service

<with batteries> regulation mode of the electrical power grid with energy drawn from or
supplied to batteries to compensate for temporary variations in load demand

Note 1 to entry: This balancing of the temporary variations of grid load demand occurs typically over time periods
of the order of a few minutes to one hour.

3.29

module

standardized and interchangeable assembly of cells connected in series and/or parallel and
associated hardware designed for easy assembly into a commercial battery Documents

Document Sharing Hub

Full document details: IEC 61427-2-2024


http://www.avadocuments.com/doc/iec-61427-2-2024
http://www.avadocuments.com/doc/iec-61427-2-2024

REDLINE VERSION -12 - IEC 61427-2:2015+AMD1:2024 CSV
© IEC 2024

3.30

operating voltage range

operating voltage limits

<of a battery> voltage range, as declared by the manufacturer, in which the battery is to be
operated and performs according to specifications

3.31
maximum operating voltage
upper voltage limit

Umax
<of a battery> upper limit of the voltage range in which the battery is operable and performs
according to specifications

3.32

minimum operating voltage

lower voltage limit

Umin

<of a battery> lower limit of the voltage range in which the battery is operable and performs
according to specification

3.33

peak-power shaving service

load levelling service

<with batteries> process of energy demand management consisting of supplementing the
energy in a localized power grid, during periods of excessive demand or instantaneous high
electricity costs, with energy drawn from a battery

Note 1 to entry: The energy utilized to “shave off” the demand peak is recharged into the battery in periods of low
energy demand or cheap energy supply.

Note 2 to entry: This demand peak-shaving activity lasts typically over time periods of one to several hours.

3.34

PV energy storage time-shift service

<with batteries> process of energy demand management consisting of storing photovoltaic
energy in a battery for a time deferred release into a localized power grid

Note 1 to entry: This energy demand management occurs typically with a 24 h day/night rhythm.

3.35

performance

<of a battery> characteristics defining the ability of the battery to achieve the intended
function

[SOURCE: IEC 60050-311:2001, 311-06-11, modified — In the definition, “measuring

instrument” has been replaced with “battery”.]

3.36
performance test
test carried out to determine the electrical characteristics of a battery

3.37

secondary cell

<electrochemical> basic manufactured unit of an electrochemical system capable of storing
electric energy in chemical form and delivering that electrical energy back by reconversion of
its stored chemical energy.

[SOURCE: IEC 60050-811:1991, 811-20-01, modified]
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3.38
service life
<of a battery> total period of useful life of a cell or battery in operation

Note 1 to entry: For secondary cells and batteries, the service life may be expressed in time, number of
charge/discharge cycles, or total throughput in ampere hours (Ah).

[SOURCE: IEC 60050-482:2004, 482-03-46, modified — Note 1 to entry has been deleted.]

3.39

maximum service temperature

maximum operating temperature

maximum permissible temperature

<of a battery> highest temperature which the battery is allowed to attain in normal use as a
result of ambient temperatures, induced heat and heat caused by the battery itself

[SOURCE: IEC 60050-442:1998, 442-06-41, modified — In the definition, “connecting device”
has been replaced with “battery”.]

3.40

minimum service temperature

minimum operating temperature

minimum permissible temperature

<of a battery> lowest temperature which the battery is allowed to attain in normal use as a
result of ambient temperatures and forced cooling

3.41

stack

<of a flow battery> two or more flow cells connected in series or in parallel with associated
electrical connections and fluid piping

3.42

state of charge

SoC

<of a battery> amount of stored charge in ampere hours (Ah) or energy in watt hours (Wh)
related to the actual capacity or energy content

Note 1 to entry: This definition is applicable throughout and only to this part of IEC 61427.
Note 2 to entry: State of charge is expressed as a percentage.

Note 3 to entry:  This note applies to the French language only.

3.43
target operational state of charge
SoCqot

<of a battery> pre-defined state of charge to which the energy storage system is driven by a
controller or BMS under pre-defined conditions

Note 1 to entry: This SoC, is to be attained or/and maintained when bidirectional energy transfers to and from
the battery are to be achieved within set voltage and SoC limits.

Note 2 to entry: State of charge is expressed as a percentage.

Note 3 to entry: SoCg; is typically the desired or recommended average operating SoC during the specified

application scenario. It is selected to improve electrical energy storage (EES) system performance and/or improve
the EES system service life in the specified application.
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3.44

test

<of a battery> technical operation that consists of the determination of one or more
characteristics of a given battery according to a specified procedure

Note 1 to entry: A test is carried out to measure or classify a characteristic of a property of a battery by applying
to the battery a set of environmental and operating conditions and/or requirements.

[SOURCE: IEC 60050-151:2001, 151-16-13, modified — In the definition, “product, process or
service” has been replaced with “battery”.]

3.45
test object
item submitted to a test, including any accessories, unless otherwise specified

[SOURCE: IEC 60050-151:2001, 151-16-28]

3.46

test object battery

TOB

assembly of x x 1/n units consisting of cells, modules or stacks of the full-sized battery (FSB),
which when assembled in » units, form the FSB which meets the absolute requirements of
power capability and energy content as defined in the respective endurance test clauses

Note 1 to entry: The test object battery (TOB) is fully representative of the full-sized battery (FSB) in terms of
scalability so that obtained test results can be generalized accurately to the FSB.

Note 2 to entry: The TOB is equipped with the relative BMS and BSS as needed.

Note 3 to entry: This note applies to the French language only.

3.47

time-shift service

<with batteries> process of energy demand management consisting in providing to the grid, at
suitable moments, energy stored in batteries at times of ample production or weak demand

Note 1 to entry: This supplying of energy to the grid occurs over time periods typically of the order of a few hours,
days or even seasons.

4 General considerations

The supply of energy from renewable energy sources such as wind, solar radiation or tidal
forces is characterized by a high degree of intermittency and a low degree of predictability.
When their output is fed into the power transmission and distribution grid, overload and
instability conditions may develop which make it highly desirable to use rechargeable
batteries to temporarily store this energy and then release it in a controlled fashion to smooth
and stabilize the flow of power in the grid.

Such instabilities and imbalances in power grids may also result when insufficient power
generation capability is present.

The aim of this part of IEC 61427 is to advise and guide future system operators to identify
and select suitable rechargeable batteries for grid-connected electrical energy storage (EES).
This process will be aided by a set of common test methods that quantify the capability of
battery systems of different chemistries and designs in a particular application scenario.

The requirements for battery endurance and electrical performance are linked to the specific
EES scenarios to be implemented for the management of excess energy in the grid and the
associated capital and operating expenditures for such an installation.
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These requirements, expressed as energy efficiency, service life, cumulated energy
throughput, installation space and similar, are highly variable since they are eminently
application-scenario related and furthermore strongly tied to local costs/benefits and payback
time considerations.

Therefore, this part of IEC 61427 does not define these requirements but offers instead test
methods to determine and compare the endurance and electrical performance of the
candidate storage systems.

All EES batteries have to exhibit safe behaviour. Proper design and associated qualification
testing by the battery manufacturers shall ensure this at all levels from the cell to the overall
system level.

An informal listing of hazards associated with batteries and battery installations is included in
this part of IEC 61427. This list should help in the assessment of the possible reactions of the
batteries when they are exposed to abnormal and abusive service conditions.

5 General test conditions

5.1 Accuracy of measuring equipment
5.1.1 Voltage measurements

The instruments used shall be of an accuracy class of at least 0,5 (%) or better.

5.1.2 Current measurements

The instruments used shall be of an accuracy class of at least 0,5 (%) or better.

NOTE Particular attention has to be given to the accuracy of current measurement and current-over-time
integration devices as any degraded accuracy or instability can negatively impact the effectiveness of SoC
stabilization routines.

5.1.3 Temperature measurements

The instrument used shall have a resolution of 0,5 K. The accuracy of the instrument shall be
+2 K or better.

5.1.4 Time measurements

The instrument used shall have a resolution of 1 s and an accuracy of 0,1 % of the measured
time interval.

5.2 Test object considerations

This part of IEC 61427 and the resulting test results are intended to assist the future operator
of an electrical energy storage system in the selection of the most suitable battery for the
target application by providing comparable data of candidate systems.

The battery system to be tested shall include the cells or modules or stacks and, when they
are essential for the operation of the battery, the battery management system (BMS) and
battery support systems (BSS).

The boundary of this battery system is outlined by the dotted line in Figure 1.
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Figure 1 — Boundary of the full-sized battery (FSB)

Power conversion systems and components and associated interfaces are not within the
scope of this part of IEC 61427 and are not necessarily present when the tests, according to
Clauses 6 and 7, are carried out.

5.3 Test object battery selection and size considerations

The battery systems offered by the manufacturers for on-grid electric energy storage reflect
the intrinsic constraints of each cell chemistry and design as well as the specific needs of the
target application or service. Such batteries range typically from a few kilowatts to up to
50 MW in power capability and up to 100 MWh in energy content. No common size
exemplifying each prospective cell chemistry is yet available.

When the manufacturer or end-user carries out the testing of a battery system to generate
data in compliance with this part of IEC 61427, freedom shall be granted to choose that
design, model and size which is most suitable for yielding the endurance and electrical
performance needed for the selected application or service. These applications or services
are exemplified by the endurance tests specified in 6.2 through 6.5. These battery sizes and
layouts may vary from one cell chemistry or application to another.
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Actual manufacturer defined full-sized
battery (FSB) formed of n cells, modules
or stacks and meeting the requirements
Step 1 2)
of clause 6.2 and/or 6.3
and/or 6.4 and/or 6.5
Actual manufacturer defined
test object battery (TOB)
Step 2 for the determination tests
according to 6.x and 7.x

IEC

Figure 2 — Two-step selection process of the test object battery (TOB)

In order to assure the generation of comparable test data, the following constraints shall be
respected.

5.4

Throughout this part of IEC 61427 the relevant batteries are defined as below.

Full-sized battery (FSB) — The FSB shall consist of the complete battery that meets the
absolute requirements of power capability and energy content as defined in 6.2 or 6.3 or
6.4 or 6.5, as applicable. This battery may be an assembly of n cells, modules or stacks
and shall be equipped with the relevant BMS and BSS as needed. Thus up to five different
FSBs may be defined.

Test object battery (TOB) — The TOB and its associated BMS and BSS shall be
representative of each of the FSBs above in terms of scalability of endurance and
performances so that test results can be extrapolated accurately and hence demonstrate
the performance of the FSB. The TOB shall be an assembly of x x 1/n cells, modules or
stacks as present in the above FSB. The minimum number x is defined in the relevant test
clause. Unless otherwise specified, all the tests shall be carried out on this TOB.

The steps to define this TOB are outlined in Figure 2.

All the TOB’s utilized for the verification of the behaviour in the selected application
service, as exemplified by test 6.2 or 6.3 or 6.4 or 6.5, shall be of the same size, design
and features. No ad-hoc adaptation of the design, just to meet a particular test
environment, is permitted.

Any BMS and BSS essential for the operation of the TOB shall be included.

Only those endurance tests for which the battery is designed/specified shall be carried
out.

When an available battery-based EES system with different power capability and/or
energy content requires testing for compliance with the clauses of this part of IEC 61427,
then such a choice is permitted provided that all other provisions are fulfilled and this
deviation is stated in the test documentation.

Test plan

The following provisions apply.

The tests for the verification of the suitability of a battery, for a particular application

scenario, shall be accomplished with not more than two individual and identicalweuments
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e TOB 1 shall be used to carry out the relevant endurance test 6.2 or 6.3 or 6.4 or 6.5 and
the associated nested performance tests 7.2 through 7.5. See also Figure 3, Figure 4 and
Figure 5.

‘ Select EES service condition ‘
I 1

| Select FSB ‘

ir

| Select TOB ‘
S~ S~ ~ ~

-, & o

Cogenerated @ 1' ' ' !
test data 5 } | ]
4; 3,:. .;‘;
5 | ! | Performance
: 3 ; 3 ~ test data
@—————vjlf— R e B e e B e EIEE =

Endurance @Test clauses
test data

IEC

Figure 3 — Workflow for the determination of endurance properties and electrical
performance of the TOB as governed by the sequence of
test data generation within 6.2 to 6.5

6.2 - 6.3 -6.4 - 6.5 Endurance test

7.2 7.3 7.4 7.4 7.5 6.x
Actual energy Energy efficiency || Energy efficiency Energy efficiency Heat generation Endurance test
content at 25 °C at25°C at min. ambient at max. ambient at max. ambient continuation

- —ptemperature  _Ljtemperature  _LlL temperature Ll at25°C

IEC

NOTE 1 The details of the performance test are specified in 7.2 through 7.5.
NOTE 2 The performance tests 7.2 to 7.5 are sequential and combined with the relevant endurance test.

NOTE 3 The test profile used in the performance tests 7.3 to 7.5 is that of the relative endurance test.

Figure 4 — Sequence of performance tests carried out
with TOB 1 within an endurance test 6.x

e TOB 2 shall be used to carry out the low-stress-level performance test 7.6 (Energy
requirement in idle state), which could precede any endurance test allowing ultimately to
reduce the number of TOBs, per application scenario verification, to a single TOB. The
number of TOBs eventually used shall be reported in Table 1.

e Subclause 7.1 requires the summarizing of data and does not require an additional TOB.

e The test conditions of 7.4, and associated subclause 7.5, keep the TOB within acceptable
thermal stress levels at the manufacturer’s specified lowest and highest ambient
temperatures. At these temperatures the battery is declared operable by the manufacturer
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and performs according to specified requirements; thus, no additional TOB is needed for
these tests.

e The manufacturer shall carry out only those endurance tests for which the FSB, and by
derivation the TOB, has been designed/specified.

e An endurance test can be terminated at any moment when the battery manufacturer has
demonstrated the declared service life of the FSB design with a robust extrapolation of the
energy acceptance and delivery capability, over time, of the TOB.

e Relevant changes in materials and design of an FSB which impact endurance or
performance shall be evaluated for their bearing on the test results in Clauses 6 and 7 by
repeating the tests most likely to be impacted by the change.
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Figure 5 — Workflow and decision tree for endurance tests 6.2 through 6.5
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6 Battery endurance

6.1 General

The endurance tests in this part of IEC 61427 are intended to determine the suitability of the
battery design to accept and deliver energy under experimental conditions that reproduce in a
simplified way the duty the battery will be expected to perform in on-grid energy storage
applications.

The key stress factors in such a service are

a) the charge and discharge power levels per available energy content,
b) the operation in a state of charge (SoC) of less than 100 %, and

c) the large number of duty cycles to be accomplished over the service life.

The test conditions are formulated to quantify the battery endurance in the following four
application scenarios: frequency-regulation, load-following, peak-power shaving and
photovoltaic energy storage time-shift duty.

The highly random energy transfer to and from the battery in on-grid energy storage is
simulated with more simplified energy exchange routines.

It is recognized that the individual energy exchange routines chosen may not replicate exactly
all the service conditions in the field, which is typical of laboratory tests.

The regular use of these tests, for product development and for qualification purposes, will
nevertheless guide the manufacturer and EES system operator in developing and selecting
the proper battery.

Since the publication of this document in 2015, details of a complex pattern of energy
exchange in frequency-regulation duty, at 4 s intervals and over a 24 h period, have been
published by Pacific Northwest National Laboratory (PNNL) and Sandia National Laboratories
(SAND) in the PNNL-22010 Rev 2/ SAND 2016-3078 R Report.

In Annex B (informative) details of this energy exchange profile are made available for
evaluating, if useful, the service-induced decay of battery performance also with a more
randomized usage pattern compared to that offered by the symmetric 6.2 profile.

6.2 Test for endurance in frequency-regulation service
The test conditions are as follows.

a) The manufacturer shall select and define a full-sized battery (FSB) which is able to

1) supply and accept continued 500 kW and 1 000 kW constant power pulses as per j)
within the battery operating voltage limits specified by the manufacturer and when the
battery is thermally equilibrated at an ambient temperature of +25 °C, and

2) tolerate such energy transfers multiple times per hour and 24 h per day without
exceeding the manufacturer’s specified operating voltage limits.

b) The manufacturer shall report how many cells, modules or stacks make up such a FSB.
This value is termed n.

c¢) The manufacturer shall define the fraction of power (500/n) kW and (1 000/n) kW such a
cell, module or stack will deliver or accept when it is part of the FSB and this battery
meets the conditions of 1) to 2) in 6.2 a).

d) The manufacturer shall assemble with x of such cells, modules or stacks the appropriate
TOB having at least

1) four (4) cells in series (only if these cells are commercialized individually), Documents
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or

2) one or more modules that result in at least four (4) cells in series,
or

3) one stack with at least four (4) flow cells in series,

and incorporate the relevant BMS and BSS peripherals.

e) When a battery based EES system with different power capability and/or energy content
requires testing for compliance with this part of IEC 61427, then such choice is acceptable
provided that all other provisions are fulfiled and this deviation is stated in the test
documentation.

f) The actual energy content £ (in kWh) of this TOB, after the manufacturer specified full
charge and thermal equilibration in air at +25 °C + 3 K ambient temperature, shall be
determined with a constant power discharge at the (x x 500/n) kW power level to the final
voltage Uy, OF to the BMS mandated discharge limit as specified by the manufacturer so

as to generate the data as required in 7.2.
g) The TOB shall then be fully recharged according to the manufacturer’s specifications.

h) The TOB shall then be discharged to such a target operational state of charge (SoCq7)
that it can repetitively deliver and accept the fractional power and energy levels without
exceeding the manufacturer’s specified operating voltage limits.

i) The manufacturer shall report this target operational state of charge (SoCgyt) level,
expressed as a percentage of the actual energy content as determined in f), and ways to
achieve it in Table 1.

j) The TOB shall then be submitted, at an ambient temperature of +25°C + 3 K, to a
continuous sequence of discharge/charge pulses defined in 1) through 8) and associated
SoCqt adjustment profiles a or b or ¢c. The minimum and maximum battery voltage and the

cumulative discharged and charged capacity (in Ah) and energy (in kWh) of the TOB shall
be monitored and recorded.

1) Discharge for 2 min with constant power at the fractional power level of (x x 500/n) in
kW.

2) Discharge for 1 min with constant power at the fractional power level of (x x 1 000/n) in
kW.

3) Charge for 2 min with constant power at the fractional power level of (x x 500/r) in kKW.

4) Charge for 1 min with constant power at the fractional power level of (x x 1 000/n) in
kW.

5) Discharge for 1 min with constant power at the fractional power level of (x x 1 000/r) in
kW.

6) Discharge for 2 min with constant power at the fractional power level of (x x 500/n) in
kW.

7) Charge for 1 min with constant power at the fractional power level of (x x 1 000/n) in
kW.

8) Charge for

2 min with constant power at the fractional power level of (x x 500/n + a) in kKW where a
is the additional power i.e. energy needed to maintain the target operational state of
charge SOCqt. The manufacturer shall specify and report the value a in Table 1. The

value of (x x 500/n + a) in kW shall be equal to or less than (x x 1 000/r) in kW (see,
for example, Figure 6 — Profile a).

or

(2 + ¢t) min with constant power at the fractional power level of (x x 500/n) in kW where
t is the additional time of charge needed to maintain the target operational state of
charge SOCyt. The manufacturer shall specify and report the value ¢ (see, for

example, Figure 7 — Profile b) in Table 1. Documents
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or

2 min with constant power at the fractional power level of (x x 500/xn) in kW and every
K cycles, i.e. number of completed pulse discharge and charge cycles, 1 through 8,
carry out a SoCqt maintenance charge with a power not larger than (x x 1 000/x) in
kW and a duration as specified by the manufacturer. The manufacturer shall specify
and report the value K and the power level and duration of this SoCqyr maintenance
charge (see, for example, Figure 8 — Profile c) in Table 1.

9) Return to 1) and perform 1) to 8) 840 times to sequentially generate the test data
according to 7.3 followed by those according to 7.4 and 7.5. See also Figure 4.

1500
. Additional power/energy
Two stepé::anrzteant power for SoCo; stabilization
1000 —t - /
500 Repetitive /// /

12 min duty cycle
routine

Power in kW from/to the FSB

13 14
-500
-1000 12 min duration I
Two-step constant power frequency regulation
discharge duty CyCle
-1500 - . -
Time in minutes
IEC

Figure 6 — Frequency regulation service test routine profile (6.2) — Profile a
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Figure 7 — Frequency regulation service test routine profile (6.2) — Profile b
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Figure 8 — Frequency regulation service test routine profile (6.2) — Profile c

k) If the TOB voltage in j) exceeds the manufacturer’s defined limits of operating voltages
then the energy delivery or acceptance capability of the TOB, and by derivation that of the

FSB, shall be considered degraded. Figure 9 gives a schematic view of the evolution of
battery voltage.
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Figure 9 — Schematic view of the evolution of battery voltage over time
during cycling with constant power discharge and charge pulses

) The cycling shall then be stopped and an attempt made to restore the capability of the
TOB according to the manufacturer’s specification. The details of this operation to recover
the energy storage capability shall be reported in Table 1.

A new set of operations h) through j) shall then be initiated. If the TOB voltage in j)
exceeds the manufacturer’s defined operating voltage limits again within 120 sequences j)
items 1) to 8) (=24 h), then the energy delivery or acceptance capability of the TOB, and
by derivation that of the FSB, shall be considered irreversibly degraded and the TOB as
having reached the end of its service life. Otherwise the cycle sequence specified in

sequence j) shall be continued as specified or until the next occurrence of exceeding a
limiting value as described in k).

The endurance of the TOB, in a particular application scenario, is defined by the total

number of completed sequences of j) items 1) to 8) before end-of-service life according to
m) is reached.

The energy efficiency during these endurance test segments shall
according to 7.3 or 7.4 and reported in Table 6 and Table 7, respectively.

The heat generation at the maximum ambient temperature during the endurance test
segment shall be determined according to 7.5 and reported in Table 10.
If in j) the SoCqyt maintenance is achieved with the profile c), then the integration duration

shall be adapted in such a manner that at least one such SoCyt maintenance charge
event c) is included.

be determined

ry At the completion of the determination of energy efficiencies and heat generation
according to 7.3, 7.4 and 7.5 within the endurance test 6.2, this endurance test shall be
resumed at g) and carried out by ignoring section 9) and o), p) and q) until D%Eli‘ri"ients
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declared irreversibly degraded or the battery manufacturer has demonstrated the declared
service life of the FSB design with a robust extrapolation of the energy acceptance and
delivery capability, over time, of the TOB.

See Annex B for supplemental test profile for frequency regulation duty service.

6.3 Test for endurance in load-following service
The test conditions are as follows.

a) The manufacturer shall select and define a full-sized battery (FSB) which is able to

1) supply and accept continued 180 kW and 360 kW constant power pulses as per j)
within the battery operating voltage limits specified by the manufacturer and when the
battery is thermally equilibrated at an ambient air temperature of +25 °C, and

2) tolerate such energy transfers multiple times per hour and 24 h per day without
exceeding the manufacturer’s specified operating voltage limits.

b) The manufacturer shall report how many cells, modules or stacks make up such a FSB.
This value is termed n.

c) The manufacturer shall define the fraction of power (180/z) kW and (360/rn) kW such a
cell, module or stack will deliver or accept when it is part of the FSB and this battery
meets the conditions of 1) to 2) in 6.3 a).

d) The manufacturer shall assemble with x of such cells, modules or stacks the appropriate
TOB having at least

1) four (4) cells in series (only if these cells are commercialized individually),
or

2) one or more modules with at least four (4) cells in series,

or

3) one stack with at least four (4) flow cells in series,

and incorporate the relevant BMS and BSS peripherals.

e) When a battery based EES system with different power capability and/or energy content
requires testing for compliance with this part of IEC 61427, then such choice is acceptable
provided that all other provisions are fulfilled and this deviation is stated in the test
documentation.

f) The actual energy content £ (in kWh) of this TOB, after the manufacturer specified full
charge and thermal equilibration in air at +25 °C + 3 K ambient temperature, shall be
determined with a constant power discharge at the (x x 180/n) kW power level to the final
voltage Uy, Or to the BMS mandated discharge limit as specified by the manufacturer so

as to generate the data as required in 7.2.
g) The TOB shall then be fully recharged according to the manufacturer’s specifications.

h) The TOB shall then be discharged to such a target operational state of charge (SoCqy)

that it can repetitively deliver and accept the fractional power and energy levels without
exceeding the manufacturer’s specified operating voltage limits.

i) The manufacturer shall report this target operational state of charge (SoCgy) level,
expressed as percentage of the actual energy content as determined in f), and ways to
achieve it in Table 1.

j) The TOB battery shall then be submitted, at an ambient temperature of +25°C £3K, to a
continuous sequence of discharge/charge pulses defined in 1) through 8) and associated
SoCqt adjustment profiles a or b or ¢c. The minimum and maximum battery voltage and

the cumulative discharged and charged capacity (in Ah) and energy (in kWh) of the TOB
shall be monitored and recorded.

1) Discharge for 8 min with constant power at the fractional power level of (x x 180/n) in

kW. Documents
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2) Discharge for 4 min with constant power at the fractional power level of (x x 360/n) in
kW.

3) Charge for 8 min with constant power at the fractional power level of (x x 180/n) in kW.
4) Charge for 4 min with constant power at the fractional power level of (x x 360/nr) in kW.

5) Discharge for 4 min with constant power at the fractional power level of (x x 360/n) in
kW.

6) Discharge for 8 min with constant power at the fractional power level of (x x 180/zn) in
kW.

7) Charge for 4 min with constant power at the fractional power level of (x x 360/n) in KW.
8) Charge for

8 min with constant power at the fractional power level of (x x 180/n + a) in KW where a
is the additional power, i.e. energy needed to maintain the target operational state of
charge (SoCqt). The manufacturer shall specify and report the value « in Table 1. The

value of (x x 180/n + a) in kW shall be equal to or less than (x x 360/n) in kKW (see, for
example, Figure 10 — Profile a).
or

(8 + t) min with constant power at the fractional power level of (x x 180/x) in kW where
t is the additional time of charge needed to maintain the target operational state of
charge (SoCgt). The manufacturer shall specify and report the value ¢ (see, for

example, Figure 11 — Profile b) in Table 1.
or

8 min with constant power at the fractional power level of (x x 180/xn) in kW and every
K cycles, i.e. number of completed pulse discharge and charge cycles 1) through 8),
carry out a SoCqr maintenance charge with a power not larger than (360/x) in kW and

a duration as specified by the manufacturer. The manufacturer shall specify and report
the value K and the power level and duration of this SoCyt maintenance charge (see,

for example, Figure 12 — Profile ¢) in Table 1.

9) Return to 1) and perform 1) to 8) 210 times to sequentially generate the test data
according to 7.3 followed by those according to 7.4 and 7.5. See also Figure 4.
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Figure 10 — Load-following service test routine profile (6.3) — Profile a
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Figure 11 — Load-following service test routine profile (6.3) — Profile b
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Figure 12 — Load-following service test routine profile (6.3) — Profile ¢

k) If the TOB voltage in j) exceeds the manufacturer’s defined limits of operating voltages,
then the energy delivery or acceptance capability of the TOB, and by derivation that of the
FSB, shall be considered degraded.

I) The cycling shall then be stopped and an attempt made to restore the capability of the
TOB according to the manufacturer’s specification. The details of this operation to recover
the energy storage capability shall be reported in Table 1.

m) A new set of operations h) through j) shall then be initiated. If the test TOB voltage in j)
exceeds the manufacturer’s defined operating voltage limits again within 60 sequences j)
items 1) to 8) (= 48 h), then the energy delivery or acceptance capability of the TOB, and
by derivation that of the FSB, shall be considered irreversibly degraded and the TOB as
having reached the end of its service life. Otherwise the cycle sequence specified in
sequence j) shall be continued until the next occurrence of exceeding a limiting value as
described in k).

n) The endurance of the TOB, in a particular application scenario, is defined by the total
number of completed sequences of j) items 1) to 8) before end-of-service life according to
m) is reached.

o) The energy efficiency during these endurance test segments shall be determined
according to the provisions of 7.3 or 7.4 and reported in Table 6 and Table 7, respectively.

p) The heat generation at the maximum ambient temperature during the endurance test
segment shall be determined according to 7.5 and reported in Table 10.

q) Ifinj) the SoCqr maintenance is achieved with the profile c), then the integration duration
shall be adapted in such a manner that at least one such SoCqtr maintenance charge
event c) is included.

r) At the completion of the determination of energy efficiencies and heat generation
according to 7.3, 7.4 and 7.5 within the endurance test 6.3, this endurance test shall be
resumed at g) and carried out by ignoring section 9) and o), p) and q) until the TOB is
declared irreversibly degraded or the battery manufacturer has demonstrated the declared

service life of the FSB design with a robust extrapolation of the energy acceptance and
delivery capability, over time, of the TOB.
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6.4 Test for endurance in peak-power shaving service
The test conditions are as follows.

a) The manufacturer shall select and define a full-sized battery (FSB) which is able to

1) supply multiple 500 kW constant power discharge pulses as per 6.4 i) within the
battery operating voltage limits specified by the manufacturer and when the battery is
thermally equilibrated at an ambient air temperature of +25 °C, and

2) tolerate such energy transfers every day without exceeding the manufacturer’s
specified operating voltage limits.

b) The manufacturer shall report how many cells, modules or stacks make up such a FSB.
This value is termed n.

c) The manufacturer shall define the fraction of power (500/n) kW such a cell, module or
stack will deliver or accept when it is part of the FSB and this battery meets the conditions
of 1) to 2) in 6.4 a).

d) The manufacturer shall assemble with x of such cells, modules or stacks the appropriate
TOB having at least

1) four (4) cells in series (only if these cells are commercialized individually),
or

2) one or more modules with at least four (4) single cells in series,

or

3) one stack with at least four (4) flow cells in series,

and incorporate the relevant BMS and BSS peripherals.

e) When a battery based EES system with different power capability and/or energy content
requires testing for compliance with this part of IEC 61427, then such a choice is
acceptable provided that all other provisions are fulfilled and this deviation is stated in the
test documentation.

f) The actual energy content E (in kWh) of this TOB, after the manufacturer specified full
charge and thermal equilibration in air at +25 °C + 3 K ambient temperature, shall be
determined with a constant power discharge at the (x x 500/n) kW power level to the final
voltage Uy, Or to the BMS mandated discharge limit as specified by the manufacturer so

as to generate the data as required in 7.2.

g) The TOB shall then be fully recharged according to the manufacturer’s specifications.

h) The manufacturer shall report the target operational state of charge (SoCgt) level and
ways to achieve it in Table 1.

i) The TOB battery shall then be submitted, at an ambient temperature of +25 °C + 3 K, to a
sequence of discharge/open-circuit/charge events defined in 1) through 5) without
exceeding the manufacturer’s specified operating voltage limits. The minimum and
maximum battery voltage and the cumulative discharged and charged capacity (in Ah) and
energy (in kWh) of the TOB shall be monitored and recorded.

1) Discharge for 180 min with constant power at the fractional power level of (x x 500/n)
in KW (example of morning peak-power shaving activity). The test profile is as shown,
for example, in Figure 13.

2) Do not deliver energy for 180 min.

If the BMS or BSS is powered directly by the battery then the battery can supply this
energy also during the “off-power” period of step 2 and step 4. This amount of energy
shall be taken into account in the efficiency calculation as below (7.3 and 7.4).

3) Discharge for 180 min with constant power at the fractional power level of (x x 500/n)
in kW (example of afternoon peak power shaving activity).

4) Do not deliver energy for 60 min.
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5) Charge for not more than 840 min with a fractional power level not greater than
(x x 500/n) in kW, maximum voltage and total energy input as specified by the
manufacturer. After not more than 840 min the battery shall have reached again a
SoCqt as specified by the manufacturer. The recharge parameters shall be reported in

Table 1.

6) Return to 1) and perform 1) to 5) seven times to sequentially generate the test data
according to 7.3 followed by those according to 7.4 and 7.5. See also Figure 4.
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-200

Power in kW from/to FSB

24 h duration
peak-power shaving duty cycle
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-600
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Figure 13 — Daily peak-power shaving service test routine profile (6.4)

j) If the TOB voltage in i) exceeds the manufacturer’'s defined limits of operating voltages
then the energy delivery or acceptance capability of TOB, and by derivation that of the
FSB, shall be considered degraded.

k) The cycling shall then be stopped and an attempt made to restore the capability of the
TOB according to the manufacturer’s specification. The details of this operation to recover
the energy storage capability shall be reported in Table 1.

) A new set of operations g) through i) shall then be initiated. If the test object battery TOB
voltage in i) exceeds the manufacturer's defined operating voltage limits again within
seven sequences i) items 1) to 5) (= 1 week), then the energy delivery capability of the
TOB, and by derivation that of the FSB, shall be considered irreversibly degraded and the
TOB as having reached the end of its service life. Otherwise the cycle sequence
described in sequence i) shall be continued until the next occurrence of exceeding a
limiting value as described in i).

m) The endurance of the TOB, in a particular application scenario, is defined by the total
number of completed sequences of i) items 1) to 5) before end-of-service life according to
l) is reached.

n) The energy efficiency during these endurance test segments shall be determined
according to 7.3 and 7.4 and reported in Table 6 and Table 7 respectively.

0) The heat generation at the maximum ambient temperature during the endurance test
segment shall be determined according to 7.5 and reported in Table 10.

p) At the completion of the determination of energy efficiencies and heat generation
according to 7.3, 7.4 and 7.5 within the endurance test 6.4, this endurance tm&i t
resumed at g) and carried out by ignoring section 6) and n) and o) until ents
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declared irreversibly degraded or the battery manufacturer has demonstrated the declared
service life of the FSB design with a robust extrapolation of the energy acceptance and
delivery capability, over time, of the TOB.

6.5 Test for endurance in photovoltaic energy storage, time-shift service
The test conditions are as follows:

a) The manufacturer shall select and define a full-sized battery (FSB) which is able to

1) accept daily photovoltaic energy at a constant power level of either 3 kW and 1,5 kW
or 30 kW and 15 kW as per j) within the battery operating voltage limits specified by
the manufacturer and when the battery is thermally equilibrated at an ambient air
temperature of +25 °C,

2) deliver the stored photovoltaic energy at power levels of 3 kW or 30 kW, and

3) tolerate such energy transfers every day without exceeding the manufacturer’'s
specified operating voltage limits.

b) The manufacturer shall report how many cells, modules or stacks make up such a FSB.
This value is termed n.

c) The manufacturer shall define the fraction of power (3/n) kW or (30/n) kW such a cell,
module or stack will accept and deliver when it is part of the FSB and this battery meets
the conditions of 1) to 3) in 6.5 a).

d) The manufacturer shall assemble with x of such cells, modules or stacks the appropriate
TOB having at least

1) four (4) cells in series (only if these cells are commercialized individually),
or

2) one or more modules with at least four (4) cells in series,

or

3) one stack with at least four (4) flow cells in series,

and incorporate the relevant BMS and BSS peripherals.

e) When a battery based EES system with different power capabilities and/or energy content
requires testing for compliance with this part of IEC 61427, then such a choice is
acceptable provided that all other provisions are fulfilled and this deviation is stated in the
test documentation.

f) The actual energy content £ (in kWh) of this TOB, after the manufacturer specified full
charge and thermal equilibration in air at +25 °C + 3 K ambient temperature, shall be
determined with a constant power discharge at the (x x 3/n) or (x x 30/n) kW power level to
the final voltage Uj,, or to the BMS mandated discharge limit as specified by the

manufacturer so as to generate the data as required in 7.2.
g) The TOB shall then be fully recharged according to the manufacturer’s specifications.

h) The TOB shall then be discharged to such a target operational state of charge (SoCqt) so

that it can accept the fractional power and energy levels without exceeding the
manufacturer’s specified operating voltage limits.

i) The manufacturer shall report this target operational state of charge (SoCqy) level and
ways to achieve it in Table 1.

j) The TOB battery shall then be submitted, at an ambient temperature of +25 °C +3 K, to a
sequence of discharge/open-circuit/charge events defined in 1) through 5). The minimum
and maximum battery voltage and the cumulative discharged and charged capacity (in Ah)
and energy (in kWh) of the TOB shall be monitored and recorded.

1) Charge for 240 min with constant power at the fractional power level of (x x 3/n) or
(x x 30/n) KW (photovoltaic energy storage activity). The test profile is as shown, for
example, in Figure 14 and Figure 15.
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2) Charge for 120 min with constant power at the fractional power level of 0,5(x x 3/n) or
0,5(x x 30/n) kW (photovoltaic energy storage activity).

3) Do not receive or deliver power for 60 min.

NOTE The two-step constant power PV energy storage profile reflects in part the somewhat bell-shaped
profile of the energy output of solar cells during the day.

If the BMS or BSS is powered directly by the battery then this energy can be supplied
by the battery also during the “off-power” period of step 3. This amount of energy shall
be taken in account in the efficiency calculation as below (7.3 and 7.4).

4) Discharge with constant power at the fractional power level of (x x 3/n) or (x x 30/n) kKW
(stored photovoltaic energy use activity) until the manufacturer specified final voltage
(Utinal), SoCqot (%) or discharged energy (kWh) or capacity (Ah) level is reached and
the battery can again accept, during the next daylight period, PV energy for the

duration and power levels defined in 1) and 2) above. The discharge parameters shall
be reported in Table 1.

5) At the termination of the discharge as per 4), do not receive or deliver power for the
remaining time to 1 440 min (24 h) elapsed cycle time.

6) Return to 1) and perform 1) to 5) seven times to sequentially generate the test data
according to 7.3 followed by those according to 7.4 and 7.5. See also Figure 4.
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Figure 14 — Daily photovoltaic energy storage time-shift
service test routine (6.5) — 3 kW

Documents

Document Sharing Hub

Full document details: IEC 61427-2-2024


http://www.avadocuments.com/doc/iec-61427-2-2024
http://www.avadocuments.com/doc/iec-61427-2-2024

REDLINE VERSION - 34 - IEC 61427-2:2015+AMD1:2024 CSV
© IEC 2024

40 T

Daily PV energy storage .
in two steps at constant-power 24 h duration PV energy

storage duty cycle i

Repetitive
24 h duty cycle routine

(§ 180 360 J0 900 1080 1260 1440 1620

Daily PV energy consumption
discharge in one step at
constant power of (x x 30/n) KW ——
to appropriate SoC level in
1020 min maximum

Constant power in kW from/to FSB

40 L

Time in minutes

IEC

Figure 15 — Daily photovoltaic energy storage time-shift
service test routine (6.5) — 30 kW

k) If the TOB cannot accept the specified energy at the power level defined in j) without
exceeding the manufacturer’'s defined operating voltage limits, then the energy storage
capability of the TOB, and by derivation that of the FSB, shall be considered degraded.

[) The cycling shall then be stopped and an attempt made to restore the capability of the
TOB according to the manufacturer’s specification. The details of this operation to recover
the energy storage capability shall be reported in Table 1.

m) A new set of operations j) shall then be initiated. If the test TOB voltage in j) exceeds the
manufacturer’s defined operating voltage limits again within seven sequences j) items 1)
to 5) (1 week), then the energy acceptance capability of the TOB, and by derivation that of
the FSB, shall be considered irreversibly degraded and the battery as having reached the
end of its service life. Otherwise the cycle sequence described in sequence j) shall be
continued until the next occurrence of exceeding a limiting value as described in k).

n) The endurance of the TOB, in a particular application scenario, is defined by the total
number of completed sequences of j) items 1) to 5) before end-of-service life according to
m) is reached.

o) The energy efficiency during these endurance test segments shall be determined
according to 7.3 or 7.4 and reported in Table 6 and Table 7, respectively.

p) The heat generation at the maximum ambient temperature during the endurance test
segment shall be determined according to 7.5 and reported in Table 10.

gq) At the completion of the determination of energy efficiencies and heat generation
according to 7.3, 7.4 and 7.5 within the endurance test 6.5, this endurance test shall be
resumed at g) and carried out ignoring section 6) and o) and p) until the TOB is declared
irreversibly degraded or the battery manufacturer has demonstrated the declared service
life of the FSG designs with a robust extrapolation of the energy acceptance and delivery
capability, over time, of the TOB.
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