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INTERNATIONAL ELECTROTECHNICAL COMMISSION

LOW-VOLTAGE SWITCHGEAR AND
CONTROLGEAR ASSEMBLIES -

Part 2: Power switchgear and controlgear assemblies

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for s ization comprising
all national electrotechnical committees (IEC National Committees). The obj is to promote
international co-operation on all questions concerning standardization in the electfi d electronic fields. To
this end and in addition to other activities, IEC publishes International Stangdarg \ni ecifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides e d “IEC
Publication(s)”). Their preparation is entrusted to technical committees; apy g qittee interested
in the subject dealt with may participate in this preparatory work. i 3

governmental organizations liaising with the IEC also participate in jkj . |E aborates closely

agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical mattg
consensus of opinion on the relevant subjects since eac
interested IEC National Committees.

possible, an international
s representation from all

3) IEC Publications have the form of recom

4)

5) Independent certification bodies provide conformity

marks of conformity. IEC is not responsible for any

6)

7) employees, servants or agents including individual experts and
C National Committees for any personal injury, property damage or
whether direct or indirect, or for costs (including legal fees) and

the publication, use of, or reliance upon, this IEC Publication or any other IEC

8) ormative references cited in this publication. Use of the referenced publications is

9) to the possibility that some of the elements of this IEC Publication may be the subject of

patent rights. IE€ shall yot be held responsible for identifying any or all such patent rights.

International Standard IEC 61439-2 has been prepared by subcommittee 17D: Low-voltage
switchgear and controlgear assemblies, of IEC technical committee 17: Switchgear and
controlgear.

This second edition cancels and replaces the first edition published in 2009. It constitutes a
technical revision.

This second edition includes the following significant technical changes with respect to the
last edition of IEC 61439-2:

e clarification of the scope;
e revision of requirements for withdrawable and removable parts;
« revision of mechanical impact test (10.2.6);

+ extension of Table 101;
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« review of Table BB.1 to reflect modified requirements and verifications;
e general editorial review.

The text of this standard is based on the following documents:

FDIS Report on voting
17D/440/FDIS 17D/445/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directiy,

standard insofar as they are specifically cited. When thj S ~ addltlon"
“modification” or “replacement”, the relevant text in Part 1 is to be i

Subclauses that are numbered with a 101 (102, 103
subclause in Part 1.

A list of all part
controlgear ass

the stability date \indica EC web site under "http://webstore.iec.ch” in the data
related to the i yblication. At this date, the publication will be

* replaced by 2
* amended.

d edition, or
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LOW-VOLTAGE SWITCHGEAR AND
CONTROLGEAR ASSEMBLIES -

Part 2: Power switchgear and controlgear assemblies

1 Scope

NOTE 1 Throughout this part, the abbreviation PSC-ASSEMBLY (see 3.1.101) is used for a power switchgear and
controlgear ASSEMBLY.

This part of IEC 61439 defines the specific requirements of power s
assemblies (PSC-ASSEMBLIES) as follows:

Qntrolgear

- ASSEMBLIES for which the rated voltage does not exce ( i ¢ of a.c. or
1500 Vin case of d.c.;

— ASSEMBLIES intended for use in connectign with\ the gration, transmission,

tips are covered by IEC 60092-302.

of machines. Supplementary
machine are covered by the IEC 60204

series.
This standard a : 9 r they are designed, manufactured and verified
on a one-off basi . I and manufactured in quantity.
The manufacture S be carried out other than by the original manufacturer
(see 3.10.1).

2 Normative references
This clause of Part 1 is applicable except as follows.
Addition:

IEC 60947-3:2008, Low-voltage switchgear and controlgear — Part 3: Switches, disconnectors,
switch-disconnectors and fuse-combination units

IEC 61140, Protection against electric shock — Common aspects for installation and
equipment
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IEC 61439-1:2011, Low-voltage switchgear and controlgear assemblies — Part 1. General
rules?

3 Terms and definitions
This clause of Part 1 is applicable except as follows.

3.1 General terms

Additional definitions:

3.1.101

power switchgear and controlgear assembly
PSC-ASSEMBLY

low-voltage switchgear and controlgear assembly used to distribute for all
types of loads, intended for industrial, commercial and similar applics pation by
ordinary persons is not intended

NOTE It is not excluded for a PSC-ASSEMBLY to be located in an area~access

3.1.102

test situation
condition of a PSC-ASSEMBLY or part of it in whi
supply side but not necessarily isolate i
allowing operation tests of the incorpors

3.1.103
form of internal separatiox
classification of physical ¢

3.2 Constructional

Replacement of@

3.2 Constructj}

tle

SSEMBLIES

Additional def

3.2.101
withdrawab
removable par
to a test position, |

ed to be moved from the connected position to the isolated position and
arfy, whilst remaining mechanically attached to the PSC-ASSEMBLY

3.2.102

test position

position of a withdrawable part in which the relevant main circuits are open on its supply side
but not necessarily isolated and in which the auxiliary circuits are connected allowing
operation tests of the incorporated devices, the withdrawable part remaining mechanically
attached to the PSC-ASSEMBLY

NOTE The opening may also be achieved without any mechanical movement of the withdrawable part by operation
of a suitable device.

1 To be published. Documents
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3.2.103

isolated position

position of a withdrawable part in which an isolating distance is established in main and
auxiliary circuits on its supply side, the withdrawable part remaining mechanically attached to
the PSC-ASSEMBLY

NOTE The isolating distance may also be established without any mechanical movement of the withdrawable part
by operation of a suitable device.

3.2.104
isolating distance (of a withdrawable part)
clearance between open contacts meeting the safety requirements specified for disconnectors

[IEC 60050-441:1984, 441-17-35, modified]
Addition:

3.101 Electrical connections of functional units

3.101.1

disconnectable connection

connection which is connected or disconnected by
without a tool

he connecting means

3.101.2
withdrawable connection
connection which is connected or discg mg the functional unit into the

3.102 Gangways withi

3.102.1

operating gangwza
space to be uy s
ASSEMBLY

3.102.2

maintenance ga

This clause of Part 1 is applicable.

5 Interface characteristics
This clause of Part 1 is applicable except as follows.

5.4 Rated diversity factor (RDF)

Addition:

In the absence of an agreement between the ASSEMBLY manufacturer and user concerning the
actual load currents, the assumed loading of the outgoing circuits of the ASSEMBLY or group of
outgoing circuits may be based on the values in Table 101.
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5.6 Other characteristics
Replacement of item |):

[) the type of construction — fixed, removable or withdrawable parts (see 8.5.1 and 8.5.2 of
Part 1);

Addition:
m) the form of internal separation (see 8.101);
n) the types of electrical connections of functional units (see 8.5.101).

6 Information
This clause of Part 1 is applicable except as follows.

6.1 ASSEMBLY designation marking

Replacement of the title and item d):

6.1 PSC-ASSEMBLY designation marking
d) IEC 61439-2;
7 Service conditions &

This clause of Part 1 is applicable.

This clause of Pari1 i
8.2 Degree of pfo

Where a degree of protection provided by a PSC-ASSEMBLY enclosure against mechanical
impact is declared by the original manufacturer this shall be verified in accordance with
IEC 62262 (see 10.2.6).

Additional subclause:

8.2.101 Psc-ASSEMBLY with withdrawable parts
The degree of protection indicated for PSC-ASSEMBLIES normally applies to the connected

position (see 3.2.3) of withdrawable parts. The ASSEMBLY manufacturer shall indicate the
degree of protection obtained in the other positions and during the transfer between positions.

PSC-ASSEMBLIES with withdrawable parts may be so designed that the degree of protection

applying to the connected position is also maintained in the test and isolated positions and
during transfer from one position to another.
J P Documents
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If, after the removal of a withdrawable part, it is not possible to maintain the original degree of
protection e.g. by closing a door, an agreement shall be reached between the ASSEMBLY
manufacturer and user as to what measures shall be taken to ensure adequate protection.
Information provided by the ASSEMBLY manufacturer may take the place of such an agreement.

8.3.2 Clearances

Addition:

For withdrawable parts, the isolation provided in the isolated position shall at least comply
with the requirements in the relevant specification for disconnectors (see IEC 60947-3). This
applies with the equipment in new condition, taking account of the manufacturing tolerances
and anticipated changes in dimensions due to wear.

8.4.3.2.2 Requirements for earth continuity providing
consequences of faults within the ASSEMBL

Replacement of the title:

8.4.3.2.2 Requirements for earth
consequences of faults

Replacement of last paragraph:

Additional strbglatisey

8.4.6.2.101 Operating and maintenance gangways within a PSC-ASSEMBLY
Operating and maintenance gangways (see 3.102.1 and 3.102.2) within an ASSEMBLY shall
comply with the requirements for basic protection as specified in IEC 61140. The design and

construction of such gangways shall be agreed upon between ASSEMBLY manufacturer and
user.

Recesses within a PSC-ASSEMBLY of limited depth, in the order of 1 m, are not considered to
be gangways.

8.5.2 Removable parts

Replacement of the title:

8.5.2 Removable and withdrawable parts

Replacement of text: Documents
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The removable and withdrawable parts shall be so constructed that their electrical equipment
can be safely removed and/or isolated from or connected to the main circuit whilst this circuit
is live. The removable and withdrawable parts may be provided with an insertion interlock
(see 3.2.5 of Part 1).

Clearances and creepage distances (see 8.3 of Part 1 and 8.3.2 above) shall be complied
with in the different positions as well as during transfer from one position to another.

Additional subclauses:

8.5.2.101 Withdrawable parts

Withdrawable parts shall have in addition an isolated position (see 3.2.10
test position (see 3.2.102), or a test situation (see 3.1.102). They shal}be
these positions. These positions shall be clearly discernible.

1d may have a
located in

In order to prevent ui
associated ASSEMBLY Io
or more of their @>

Addition:

emovable and withdrawable parts or their
od with a lockable means to secure them in one

8.5.101 pes of electrical connections of functional units
The typé eleciRieal connections of functional units within PSC-ASSEMBLIES or parts of PScC-
ASSEMBLIE

— the second letter denotes the type of electrical connection of the main outgoing circuit;
— the third letter denotes the type of electrical connection of the auxiliary circuits.

The following letters shall be used:

— F for fixed connections (see 3.2.6 of Part 1);
— D for disconnectable connections (see 3.101.1);

— W for withdrawable connections (see 3.101.2).

Addition:

8.101 Internal separation of PSC-ASSEMBLIES

Typical arrangements of internal separation by barriers or partitions are described in
Table 104 and are classified as forms (for examples, see Annex AA).
Documents
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The form of separation and higher degrees of protection shall be the subject of an agreement
between ASSEMBLY manufacturer and user.

Internal separation may be used to attain one or more of the following conditions between
functional units, separate compartments or enclosed protected spaces:

— protection against contact with hazardous parts. The degree of protection shall be at least
IP XXB (see 8.4.2.3);

— protection against the passage of solid foreign bodies. The degree of protection shall be at
least IP 2X.

NOTE 1 The degree of protection IP 2X covers the degree of protection IP XXB. Separation may be achieved by
means of partitions or barriers (metallic or non-metallic), insulation of live parts or the integ ousing of a device
e.g. a moulded case circuit breaker.

See 8.4.2.3 of Part 1 with regard to stability and durability of barriersan

See 8.4.6.2 of Part1 and above with regard to accessibilit) isolated

functional units.

NOTE 2 The internal separation described is not intended to guarantee~the in{ ASSEMBLY in the

event of an arcing fault.
9 Performance requirements

This clause of Part 1 is applicable.

10 Design verification

This clause of Part 1 i

10.2.6 Mech@.l

Replacement:

pphcabte excepta 5

a
1

When a mechanigal \mp estNis“performed, it shall be carried out according to 9.6 of

10.3 Degree p otection of ASSEMBLIES

Addition:

The degree of protection associated with withdrawable parts as specified in accordance with
8.2.101 and associated with internal separation in accordance with 8.101 shall be verified in
accordance with IEC 60529.

10.9.3.2 Impulse withstand voltage test
Addition:

The impulse withstand voltage capability of the isolating distance between the withdrawable
units’ main contacts and their associated fixed contacts shall be verified to confirm
compliance with 8.3.2.

10.13 Mechanical operation

Addition:
Documents
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In the case of withdrawable parts, the operating cycle includes any physical movements from
the connected to the isolated position and back to the connected position.

11 Routine verification
This clause of Part 1 is applicable except as follows.

11.8 Mechanical operation

Replacement:

Verification shall include the checking of interlocking and locking arrangements associated
with removable and withdrawable parts.

Table 101 — Values of assumed loadin

Type of load Assumed Ioa&'\ng f%&k \
Distribution — 2 and 3 circuits <0§\\ \

Distribution — 4 and 5 circuits ol N\ \

Distribution — 6 to 9 circuits ( m 0, \)
N
)\/

Distribution — 10 or more/gircuits (\\// /0\6
; N
Electric actuatQ C K \Sé

Motors < 100 kW N\

Motors > 100 kV{

N

Table 102 — Test voltages acros eo contacts of equipment suitable for isolation

/\ > éﬂs\tvgtggxs\a/}d corresponding altitudes during test
Rated impulse
withstand 0 aG. p}x\a& d.c. a.c. r.m.s.
voltage AN kv
Uimp ea Sea
leyel 0m 500m (1000 m|2000m | level 200 m 500m (1000 m|2000m
v/
0,33 1,7 1,7 1,6 1,5 1,3 1,2 1,2 1,1 1,06
0,5 Y4 1,7 1,6 1,5 1,3 1,2 1,2 1,1 1,06
0,8 1,7 1,7 1,6 1,5 1,3 1,2 1,2 1,1 1,06
1,5 2,3 2,2 2,2 2,0 1,6 1,6 1,55 1,55 1,42
2,5 3,5 3,4 3,2 3,0 2,47 2,47 2,40 2,26 2,12
4 6,0 5,8 5,6 5,0 4,38 4,24 4,10 3,96 3,54
6 9,6 9,3 9,0 8,0 7,00 6,80 6,60 6,40 5,66
8 12,3 12,1 11,7 11,1 10,0 8,70 8,55 8,27 7,85 7,07
12 18,5 18,1 17,5 16,7 15,0 13,10 12,80 12,37 11,80 10,60
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