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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR ASSEMBLIES –  

 
Part 2: Power switchgear and controlgear assemblies 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61439-2 has been prepared by subcommittee 121B: Low-voltage 
switchgear and controlgear assemblies, of IEC technical committee 121: Switchgear and 
controlgear and their assemblies for low voltage. 

This third edition cancels and replaces the second edition published in 2011. It constitutes a 
technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) addition of Annexes DD, EE and FF for assemblies for use in photovoltaic installation; 
b) clarification of the requirements for forms of internal separation and the addition of the 

requirement, when the form of separation is higher than 1, all parts within the functional 
unit compartment that remain live when the functional unit is switched off shall be 
protected to at least IPXXB; 

c) alignment with the structure of IEC 61439-1:2020; 
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d) addition of temperature-rise verification for; (i) temperature-rise verification of assemblies 
with natural cooling and circuits rated above 1 600 A by a combination of comparison with 
a reference design and calculation, and; (ii) temperature-rise verification of assemblies 
with active cooling and rated currents up to 1 600 A. 

e) consideration of IP with active cooling. 

The text of this document is based on the following documents: 

FDIS Report on voting 

121B/104/FDIS 121B/109/RVD 

 
Full information on the voting for the approval of this International Standard can be found in 
the report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

In this document, general terms and definitions are defined in Clause 3. Further terms and 
definitions specific to Annex DD are given in this annex to facilitate easier reading. 

The reader's attention is drawn to the fact that Annex GG lists all the “in-some-country” 
clauses on differing practices of a less permanent nature relating to the subject of this 
document. 

This document is to be read in conjunction with IEC 61439-1:2020. The provisions of the 
general rules dealt with in IEC 61439-1 are only applicable to this document insofar as they 
are specifically cited. When this document states “addition”, “modification” or “replacement”, 
the relevant text in IEC 61439-1 is to be adapted accordingly. 

Subclauses that are numbered with a 101 (102, 103, etc.) suffix are additional to the same 
subclause in IEC 61439-1. 

Tables and figures in this document that are new are numbered starting with 101. 

New annexes in this document are lettered AA, BB, etc. 

In this document, the term PSC-assembly is defined in 3.1.101. 

NOTE Throughout the IEC 61439 series of standards, the term assembly (see 3.1.1 of IEC 61439-1:2020) is used 
for a low-voltage switchgear and controlgear assembly. 

A list of all parts of the IEC 61439 series, under the general title Low-voltage switchgear and 
controlgear assemblies can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
  

Full document details: IEC 61439-2-2020

http://www.avadocuments.com/doc/iec-61439-2-2020
http://www.avadocuments.com/doc/iec-61439-2-2020


IEC 61439-2:2020 © IEC 2020 – 5 –  

LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR ASSEMBLIES –  
 

Part 2: Power switchgear and controlgear assemblies 
 
 
 

1 Scope  

This part of IEC 61439 defines the specific requirements for the power switchgear and 
controlgear assembly (abbreviated ‘PSC-assembly’ throughout this document see 3.1.101) as 
follows: 

• assemblies for which the rated voltage does not exceed 1  000 V AC or 1  500 V DC; 

• assemblies designed for a nominal frequency of the incoming supply or supplies not 
exceeding 1  000 Hz; 

NOTE 1 Frequencies above 1 kHz are considered as high frequencies, see also IEC 60664-1:2007, 5.3.3.2.5 
to take into account additional constraints to insulation coordination. 

• assemblies intended for indoor and outdoor applications; 

• stationary or movable assemblies with or without enclosures; 

• assemblies intended for use in connection with the generation, transmission, distribution 
and conversion of electrical energy, and for the control of equipment consuming electrical 
energy and for associated data processing; 

• assemblies designed for use under special service conditions, for example in ships and in 
rail vehicles, provided that the other relevant specific requirements are complied with; 

NOTE 2 Supplementary requirements for assemblies in ships are covered by IEC 60092-302-2. 

This document also applies to assemblies for use in photovoltaic installations, designated as 
photovoltaic assemblies (PVA). The particular characteristics, specific service conditions and 
the requirements for PVA’s are included in Annexes DD, EE and FF. 

This document provides supplementary requirements for PSC-assemblies intended for use as 
part of the electrical equipment of machines and can be applied in addition to the 
requirements given in IEC 60204-1. 

This document applies to all assemblies whether they are designed, manufactured and 
verified on a one-off basis or fully standardised and manufactured in quantity. 

The manufacture and/or assembly can be carried out by an entity other than the original 
manufacturer (see 3.10.1 of IEC 61439-1:2020). 

This document does not apply to individual devices, for example, circuit-breakers, fuse 
switches and self-contained components such as, motor starters, power electronic converter 
systems and equipment (PECS), switch mode power supplies (SMPS), uninterruptable power 
supplies (UPS), basic drive modules (BDM), complete drive modules (CDM), adjustable speed 
power drives systems (PDS), stand-alone energy storage systems (battery and capacitor 
systems), and other electronic equipment which comply with their relevant product standards. 
This document describes their integration into a PSC-assembly or an empty enclosure used 
as a part of a PSC-assembly. 

For some applications, such as, explosive atmospheres, functional safety, there may be a 
need to comply with the requirements of other standards or legislation in addition to those 
specified in the IEC 61439 series. 
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This document does not apply to the specific types of assemblies covered by other parts of 
IEC 61439. For assemblies not covered by other parts, this part applies. 

Unless local legislation details additional requirements, equipment within the scope of this 
document, which complies with this document, is deemed to meet essential safety 
requirements. This includes fully verified specifier options, for example user choice of 
protection against accidental contact with hazardous live parts of IPXXB or IP3XD. Where 
special requirements are agreed between the user and manufacturer, that are not fully 
specified within this document, for example, (i) part of the assembly is outside the scope of 
this document, (ii) exceptional vibration is present at the place of installation, (iii) exceptional 
voltage variations occur in service, or (iv) possible adverse effects from sonic or ultrasonic 
sources, a risk assessment and/or additional or more severe verifications may be required to 
demonstrate that the essential safety requirements have been fulfilled. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

Clause 2 of IEC 61439-1:2020 is applicable in addition to the following: 

Addition:  

IEC 60204-1:2016, Safety of machinery – Electrical equipment of machines – Part 1: General 
requirements 

IEC 60947-3:2008, Low-voltage switchgear and controlgear – Part 3: Switches, disconnectors, 
switch-disconnectors and fuse-combination units  
IEC 60947-3:2008/AMD1:2012  
IEC 60947-3:2008/AMD2:2015 

IEC 61140:2016, Protection against electric shock – Common aspects for installation and 
equipment 

IEC 61439-1:2020, Low-voltage switchgear and controlgear assemblies – Part 1: General 
rules 

IEC 62262:2002, Degrees of protection provided by enclosures for electrical equipment 
against external mechanical impacts (IK code) 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 61439-1:2020 and 
the following apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

Clause 3 of IEC 61439-1:2020 is applicable, except as follows. 
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3.1 General terms 

Additional terms and definitions: 

3.1.101 
power switchgear and controlgear assembly  
PSC-assembly 
assembly used to distribute and control electrical energy for all types of loads, intended for 
industrial, commercial and similar applications where operation by ordinary persons is not 
intended 

Note 1 to entry: It is not excluded for a PSC-assembly to be located in an area accessible to ordinary persons.  

3.1.102 
test situation 
condition of a PSC-assembly or part of it in which the relevant main circuits are open on its 
supply side but not necessarily isolated whilst the associated auxiliary circuits are connected, 
allowing operational tests of the incorporated device(s) 

3.1.103 
form of internal separation 
classification of physical separation within a PSC-assembly 

3.1.104  
(electric) actuator 
device that produces a specified movement when excited by an electric signal 

[SOURCE: IEC 60050-151:2001, 151-13-49] 

3.1.105 
distribution circuit 
electric circuit supplying one or more distribution boards 

[SOURCE: IEC 60050-826:2004, 826-14-02] 

3.1.106 
final circuit 
electric circuit intended to supply directly electric current to current using equipment or socket 
outlets 

[SOURCE: IEC 60050-826:2004, 826-14-03] 

3.2 Constructional units of assemblies 

Replacement of the title: 

3.2 Constructional units of PSC-assemblies 

Additional terms and definitions: 

3.2.101 
withdrawable part 
removable part intended to be moved from the connected position to the isolated position and 
to a test position, if any, whilst remaining mechanically attached to the PSC-assembly 
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3.2.102 
test position 
position of a withdrawable part in which the relevant main circuits are open on its supply side 
but not necessarily isolated and in which the auxiliary circuits are connected allowing 
operation tests of the incorporated device(s), the withdrawable part remaining mechanically 
attached to the PSC-assembly 

Note 1 to entry: The opening can also be achieved without any mechanical movement of the withdrawable part by 
operation of a suitable device. 

3.2.103 
isolated position 
position of a withdrawable part in which an isolating distance is established in main and 
auxiliary circuits on its supply side, the withdrawable part remaining mechanically attached to 
the PSC-assembly 

Note 1 to entry: The isolating distance can also be established without any mechanical movement of the 
withdrawable part by operation of a suitable device, e.g. a disconnector in accordance with IEC 60947-3. 

3.2.104 
isolating distance 
clearance between open contacts of withdrawable parts meeting the safety requirements 
specified for disconnectors 

[SOURCE: IEC 60050-441:2000, 441-17-35, modified – The context information has been 
moved to after contacts and changed.] 

3.4 Structural parts of assemblies 

Addition: 

3.4.101 
active cooling 
use of equipment mounted on or within the assembly, installed to reduce or control the 
assembly’s internal air temperature during normal operation, which requires energization to 
operate 

Note 1 to entry: Examples include fans, internal air conditioning, heat exchangers, etc. 

3.4.102  
pressure relief flap 
mechanical component provided to limit the pressure rise in case of internal arc-faults 

Additional terms and definitions: 

3.101 Electrical connections of functional units 

3.101.1 
disconnectable connection 
connection which is connected or disconnected by manual operation of the connecting means 
without a tool 

3.101.2 
withdrawable connection 
connection which is connected or disconnected by bringing the functional unit into the 
connected or isolated position 
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3.102 Gangways within PSC-assemblies 

3.102.1 
operating gangway within a PSC-assembly 
space to be used by the operator for the proper operation and supervision of the PSC-
assembly 

3.102.2 
maintenance gangway within a PSC-assembly 
space which is accessible to authorized personnel only and primarily intended for use when 
servicing the installed equipment 

3.103 Location 

3.103.1 
location with restricted access 
location accessible for all persons who are permitted to have access to the location (e.g. 
private housing, private parking areas or similar places) 

3.103.2 
location with non-restricted access 
location accessible for all persons, e.g. the access is given in a public area 

4 Symbols and abbreviations 

Clause 4 of IEC 61439-1:2020 is applicable. 

5 Interface characteristics 

Clause 5 of IEC 61439-1:2020 is applicable, except as follows. 

5.1 General 

Replacement:  

The characteristics of the PSC-assembly shall ensure compatibility with the ratings of the 
circuits to which it is connected and the installation conditions. These characteristics shall be 
declared by the PSC-assembly manufacturer using the criteria identified in 5.2 to 5.6 of 
IEC 61439-1:2020, as amended by this document. 

The specification schedule detailed in the informative Annex AA is intended to help the user 
and the PSC-assembly manufacturer to meet this objective, whether the user: 

– selects catalogue products, the characteristics of which meet their needs, and the 
requirements of this document; and/or, 

– makes a specific agreement with the manufacturer. 

NOTE Annex AA also relates to the topics dealt with in Clauses 6 and 7. 

In some cases, information provided by the PSC-assembly manufacturer may take the place 
of an agreement. 

5.3.3 Group rated current of a main circuit (Ing) 

Addition: 

For further information on the assumed loading of the outgoing circuits, see 5.4. 
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5.4 Rated diversity factor (RDF) 

Addition: 

In the absence of an agreement between the assembly manufacturer and the user concerning 
the actual load currents, the assumed loading of the outgoing circuits of the assembly or 
group of outgoing circuits may be based on the values in Table 101. 

For a motor or electric actuator circuit, the assumed load current is the rated current of the 
motor multiplied with the loading factor of Table 101. If only the rated voltage and rated power 
of the motor is provided, then the rated current of the motor can be taken from  
IEC 60947-4-1:2018, Annex G. 

For all other distribution and final circuits, it is assumed load current is the rated current of the 
protective device, In, as required by the user, multiplied with the loading factor of Table 101. 

5.6 Other characteristics 

Replacement of item f): 

f) degree of protection against contact with hazardous live parts, ingress of solid foreign 
bodies and water, IP code (See 8.2.2 of IEC 61439-1:2020), including the degree of 
protection for any distinct positions for removable and withdrawable parts; 

Replacement of item g): 

g) intended for use by electrically skilled, competent or instructed persons (see 3.7.13, 
3.7.14 and 3.7.15 of IEC 61439-1:2020); 

Replacement of item l): 

l) type of construction – fixed, removable or withdrawable parts (see 8.5.1 of 
IEC 61439-1:2020 and 8.5.2); 

Addition: 

aa) form of internal separation and associated degree of protection(s), IP code (see 8.101); 
bb) types of electrical connections of functional units (see 8.5.101); 
cc) mounting orientation (horizontal, vertical, etc.) if the assembly can be mounted in 

different positions from vertical. 

6 Information 

Clause 6 of IEC 61439-1:2020 is applicable, except as follows. 

6.1 Assembly designation marking 

Replacement of the title and item g): 

6.1 PSC-assembly designation marking 
g) IEC 61439-2; 
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6.2.2 Instructions for handling, installation, operation and maintenance 

Addition: 

A PSC-assembly that can be energized from more than one source shall carry a warning label 
indicating that the assembly is energized from more than one source, and that parts inside the 
assembly can still be live unless all supplies are isolated. 

7 Service conditions 

Clause 7 of IEC 61439-1:2020 is applicable. 

8 Constructional requirements 

Clause 8 of IEC 61439-1:2020 is applicable, except as follows. 

8.1.1 General 

Addition: 

For assemblies intended to be used for machines, the requirements given in 11.4 of 
IEC 60204-1:2016 shall apply. 

8.2 Degree of protection provided by an assembly enclosure 

Replacement of the title: 

8.2 Degree of protection provided by a PSC-assembly enclosure 

8.2.1 Protection against mechanical impact (IK code) 

Replacement of text: 

Where a degree of protection (IK code) provided by a PSC-assembly enclosure against 
mechanical impact is declared by the original manufacturer, this shall be verified in 
accordance with 10.2.6. 

NOTE It is not mandatory for the manufacturer to declare an IK code. 

Additional subclause: 

8.2.101 PSC-assembly with withdrawable parts 

The degree of protection (IP code) indicated for PSC-assemblies normally applies to the 
connected position (see 3.2.3 of IEC 61439-1:2020) of withdrawable parts. The assembly 
manufacturer shall indicate the degree of protection (IP code) obtained in the other positions. 

PSC-assemblies with withdrawable parts may be so designed that the degree of protection (IP 
code) applying to the connected position is also maintained in the test and in isolated 
positions. 

If, after the removal of a withdrawable part, it is not possible to maintain the original degree of 
protection (e.g. by closing a door), the assembly manufacturer shall make available covers or 
similar to restore the original degree of protection. If these measures are not available, the IP 
tests shall be carried out without the removable part in place. 
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8.3.2 Clearances 

Addition: 

The isolating distance between the withdrawable unit's main contacts and their associated 
fixed contacts in the isolated position shall be capable of withstanding the test voltage for the 
declared impulse withstand voltage as specified in Table 102. 

NOTE For altitudes above 2 000 m, refer to IEC 60664-1. 

8.4.3.2.2 Requirements for earth continuity providing protection against the 
consequences of faults within the class I assembly 

Replacement of the title. 

8.4.3.2.2 Requirements for earth continuity providing protection against the 
consequences of faults within the class I PSC-assembly 

Replacement of last paragraph: 

When removable or withdrawable parts are equipped with a metal supporting surface that 
have suitable conductivity and corrosion resistance, these surfaces shall be considered 
sufficient for ensuring earth continuity, provided that the pressure exerted on them is 
sufficiently high. The continuity of the exposed conductive parts of a withdrawable part shall 
remain effective from the connected position to the isolated position inclusively. 

8.4.6.1 Devices to be operated or components to be replaced by ordinary persons  

This subclause of IEC 61439-1 is not applicable. 

8.4.6.2 Requirements related to accessibility in service by authorized persons 

8.4.6.2.1 General 

Addition: 

The most appropriate form of internal separation for a PSC-assembly is determined by the 
operations to be undertaken when the assembly is energized and in service, but with 
individual circuits de-energized (see 8.101). 

Additional subclause: 

8.4.6.2.101 Operating and maintenance gangways within a PSC-assembly  

Operating and maintenance gangways (see 3.102.1 and 3.102.2) within a PSC-assembly shall 
comply with the requirements for basic protection as specified in IEC 61140. 

Recesses up to one metre in depth within a PSC-assembly are not considered to be 
gangways. 

8.5.2 Removable parts 

Replacement of the title: 
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8.5.2 Removable and withdrawable parts 

Replacement of text: 

The removable and withdrawable parts shall be so constructed that their electrical equipment 
can be safely removed and/or isolated from or connected to the main circuit even if the circuit 
is live. The removable and withdrawable parts may be provided with an insertion interlock 
(see 3.2.5 of IEC 61439-1:2020). 

Clearances and creepage distances (see 8.3.2 and 8.3.3 of IEC 61439-1:2020) shall be 
complied with in the different positions as well as during transfer from one position to another. 

Additional subclauses: 

8.5.2.101 Withdrawable parts 

Withdrawable parts shall, in addition, have an isolated position (see 3.2.103) and may have a 
test position (see 3.2.102), or a test situation (see 3.1.102). They shall be distinctly located in 
these positions. These positions shall be clearly discernible. 

In PSC-assemblies with withdrawable parts all live parts shall be protected in such a manner 
that they cannot unintentionally be touched when the door, if any, is open and the 
withdrawable part is withdrawn from the connected position or removed. Where an obstacle or 
shutter is used they shall meet the requirements of 8.4.6.2.1 of IEC 61439-1:2020. 

For the electrical conditions associated with the different positions of withdrawable parts, see 
Table 103. 

8.5.2.102 Interlocking and padlocking of removable and withdrawable parts 

A removable or withdrawable part shall be fitted with a device that ensures that it can only be 
removed and inserted after its main circuit has been switched off from the load. 

In order to prevent unauthorized operation, the removable and withdrawable parts or their 
associated assembly location may be provided with a lockable means to secure them in one 
or more of their positions. 

8.5.3 Selection of switching devices and components 

Addition: 

NOTE 2 The standards with which components can comply, include, for example, IEC 60947 (all parts), 
IEC 60269 (all parts), IEC 60898 (all parts), IEC 61008 (all parts), IEC 61009 (all parts), IEC 62423, IEC 61800-5-
1, IEC 61010-2-201. 

Additional subclauses: 

8.5.101 Description of the types of electrical connections of functional units 

A functional unit can have the same or different types of electrical connection for incoming 
and outgoing supplies; for example, a withdrawable connection can be used for the incoming 
and fixed or disconnectable for the outgoing. 

NOTE 1 Particularly when multiple supplies are involved, the specifier carries out an assessment in order to 
choose the most appropriate connection. 
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The types of electrical connections of functional units within PSC-assemblies or parts of PSC-
assemblies can be denoted by a three-letter code: 

– the first letter denotes the type of electrical connection of the main incoming circuit; 
– the second letter denotes the type of electrical connection of the main outgoing circuit; 
– the third letter denotes the type of electrical connection of the auxiliary circuits. 

The following letters shall be used: 

– F for fixed connections (see 3.2.6 of IEC 61439-1:2020); 
– D for disconnectable connections (see 3.101.1); 
– W for withdrawable connections (see 3.101.2). 

NOTE 2 This coding system relates to the capability to remove, withdraw and re-insert functional units. 

8.101 Internal separation of PSC-assemblies  

Typical arrangements of internal separation by barriers or partitions are described in 
Table 104 and are classified as forms of internal separation (for examples, see Annex BB 
including Figure BB.1). 

Internal separation may be used to attain one or more of the following conditions between 
functional units, separate compartments or enclosed protected spaces: 

– protection against contact with hazardous parts, the degree of protection shall be at least 
IPXXB (see 8.4.2.3 of IEC 61439-1:2020); 

– protection against the passage of solid foreign bodies and contact with hazardous parts, 
the degree of protection shall be at least IP2X. 

Unless otherwise agreed between the user and the manufacturer, when the form of internal 
separation is higher than 1, all parts within the functional unit compartment that remain live 
when the functional unit is switched off shall be protected to at least IPXXB. This requirement 
only applies when the removable cover or door, as used for normal access to the functional 
unit, is removed or opened. 

NOTE 1 The degree of protection IP2X covers the degree of protection IPXXB. IP2X covers the prevention of 
entry of solid foreign bodies and the prevention of contact with hazardous parts. 

NOTE 2 Separation can be achieved by means of partitions or barriers (metallic or non-metallic), insulation of live 
parts or the integral housing of a device e.g. a moulded case circuit-breaker. 

If the application requires the form of internal separation is of a higher level than provided by 
the degree of protection IPXXB (IP code), it shall be specified by the user. 

See 8.4.2.3 of IEC 61439-1:2020 with regard to stability and durability of barriers and 
partitions. 

See 8.4.6.2 of IEC 61439-1:2020 and above with regard to accessibility for maintenance on 
isolated functional units. 

NOTE 3 The internal separation described is not intended to guarantee the integrity of the assembly in the event 
of an internal arc-fault. 

9 Performance requirements  

Clause 9 of IEC 61439-1:2020 is applicable, except as follows. 
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9.3.1 General 

Addition: 

NOTE 3 For guidance on performance of a PSC-assembly under condition of internal arc-faults, see 
IEC TR 61439-0. For guidance on testing, see IEC TR 61641. For guidance on the integration of internal arc-fault 
mitigation systems into PSC-assemblies, see IEC TS 63107. 

10 Design verification  

Clause 10 of IEC 61439-1:2020 is applicable, except as follows. 

10.2.6 Verification of protection against mechanical impact (IK code) 

Replacement: 

When a mechanical impact test is performed, it shall be carried out as follows. 

Verification of the degree of protection against mechanical impacts (IK code) shall be carried 
out in accordance with IEC 62262. 

The enclosure shall be fixed as for normal use. 

The impact energy shall be applied: 

– three times to each surface exposed in normal use whose largest dimension is less than or 
equal to 1 m; 

– five times to each surface exposed in normal use whose largest dimension is greater than 
1 m. 

Unless otherwise specified, the degree of protection against mechanical impact indicated by 
the assembly manufacturer applies to the complete assembly when installed in accordance 
with the assembly manufacturer's instructions. 

When the assembly does not have the same IK rating throughout, (e.g. locks, hinges, socket 
outlets, displays which may have a lower IK rating), the manufacturer shall declare the 
exclusion(s) applicable to the assembly. 

The impacts shall be applied with even distribution over the faces of the enclosure. After the 
test, some deformation of the enclosure is permissible. Visual inspection shall verify that: 

– the degree of protection (IP code) of enclosure is not impaired, where doubt exists the 
appropriate IP test according to 10.3; 

– dielectric properties have been maintained, where doubt exists the appropriate dielectric 
tests according to 10.9 of IEC 61439-1:2020, as modified in this document, should be 
carried out; 

– removable covers can be removed and reinstalled; 
– doors can be opened and closed. 

10.2.8 Mechanical operation 

Addition: 

In the case of withdrawable parts, the operating cycle includes any physical movements from 
the connected to the isolated position and back to the connected position. 
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10.3 Degree of protection of assemblies (IP Code) 

Replacement of the title 

10.3 Degree of protection of PSC-assemblies (IP Code) 

Addition: 

The internal separation of PSC-assemblies shall be in accordance with 8.101 and the 
associated degree of protection shall be tested in accordance with IEC 60529. 

The degree of protection associated with withdrawable parts as specified in accordance with 
8.2.101 shall be tested in accordance with IEC 60529. 

For the verification of the degrees of protection IP5X and IP6X enclosures with active cooling, 
in particular when fans and air filters are used, the original manufacturer shall obtain 
confirmation from the cooling equipment manufacturer that the cooling equipment has the 
required degree of protection. The IP test on the enclosure with the cooling equipment fitted 
shall then be carried out in accordance with IEC 60529 without the cooling equipment 
operating. 

NOTE It is expected that the user will maintain the cooling equipment in accordance with the assembly 
manufacturer’s instructions in order to maintain the cooling equipment in an efficient condition and in turn the 
cooling efficiency.  

10.9.3.2 Impulse withstand voltage test 

Addition: 

The impulse withstand voltage capability of the isolating distance between the withdrawable 
parts main contacts and their associated fixed contacts shall be verified to confirm compliance 
with 8.3.2. This verification test shall not be made on such devices (e.g. withdrawable circuit-
breakers) of the assembly that have already been verified to at least the same requirement 
according to their relevant product standard. 

10.10 Temperature-rise 

Clause 10.10 of IEC 61439-1:2020 is applicable with the following additions. 

10.10.4.1 General 

Addition to the first paragraph: 

3) assembly with natural cooling with a rated current exceeding 1 600 A and where a 
reference design is available (10.10.4.101); 

4) assembly with active cooling and a rated current not exceeding 1  600 A (10.10.4.102). 

Additional subclauses: 

10.10.4.101 Assembly with natural cooling and rated current exceeding 1 600 A 

10.10.4.101.1 Verification method 

This method is used to verify the temperature-rise performance of assemblies with circuits 
rated in excess of 1600 A. Circuits including busbars rated in excess of 1 600 A shall have 
been verified by test according to 10.10.2 of IEC 61439-1:2020 or by comparison with a 
reference design in accordance with 10.10.3 of IEC 61439-1:2020. 
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Verification of the temperature-rise of a single or multiple compartment assembly with natural 
cooling with the total supply current exceeding 1 600 A may be made by a combination of 
comparison to a reference design and calculation in accordance with the method of 
IEC TR 60890. All the constraints listed in IEC TR 60890 and the general conditions listed in 
10.10.4.1 of IEC 61439-1:2020 plus the following conditions shall be fulfilled: 

a) the assembly to be verified is from the same assembly system (same manufacturer, same 
generic design, same physical construction), same or lower current rating of the 
assembly, InA, and the same or lower group rated currents, Ing, of the corresponding  
circuits as the reference design(s); 

b) circuits with a group rated current Ing above 1 600 A, including their position and 
configuration, shall be verified by test or shall be a variation in accordance with 10.10.3 of 
IEC 61439-1:2020. For these circuits the conditions of 10.10.4.1 of IEC 61439-1:2020 do 
not apply; 

c) the power loss of the circuits rated in excess of 1 600 A in each section tested shall have 
been determined from measured values obtained during the temperature-rise verification 
test performed on a reference design to take into account eddy currents, skin effects, 
current displacement and temperature. The power loss of the main busbars shall be 
calculated from measured values obtained during a temperature-rise test according to 
10.10.2.3.7 a) of IEC 61439-1:2020. The power loss of distribution busbars shall be 
calculated from measured values obtained during a temperature-rise tests according to 
10.10.2.3.7 b) of IEC 61439-1:2020. For guidance on measurement of the power losses, 
see Annex CC. 

d) the same general type of functional units, e.g. Air circuit-breakers or moulded circuit-
breakers or motor starters; 

The air temperature-rise within the assembly is then determined for the reference design and 
the assembly to be verified using the method of IEC TR 60890 including the calculation of 
power loss within each assembly. 

For enclosures having more than one section with vertical partitions, the temperature-rise of 
the air inside the enclosure shall be determined separately for each section.  

10.10.4.101.2 Results to be obtained 

The assembly is verified if the calculated air temperature at the mounting height of any device 
does not exceed that of the: 

– calculated air temperature at the corresponding height of the reference design; and,  
– the permissible ambient air temperature as declared by the device manufacturer. 

With this method of temperature-rise verification the group rated current of the circuit of the 
assembly, Ing, is the current used when determining the power loss within the circuit. In order 
to take account of local temperatures (hot spots) by means of safety margins, the rated 
current of the circuit does not exceed 80 % of the rated current of the devices, (Ith) or (In), 
and the conductors are rated for the maximum permissible air temperature within the 
enclosure (see 10.10.4.1). 

10.10.4.102 Assembly with active cooling and a rated current not exceeding 1 600 A 

10.10.4.102.1 Verification method 

Verification of the temperature-rise of an assembly with active cooling (e.g. forced cooling, 
internal air conditioning, heat exchanger, etc.) and a total supply current not exceeding 
1  600 A may be made by calculation if all the general conditions listed in 10.10.4.1 of 
IEC 61439-1:2020 plus the following conditions are fulfilled: 
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a) there is no horizontal partition in the assembly or a section of an assembly that restricts 
the air flow. This does not exclude the installation of air deflection plates with the intention 
to control the cooling air flow; 

b) the instructions of the cooling equipment manufacturer with regard to the installation and 
the use of the cooling device are fulfilled. 

NOTE The assembly manufacturer takes care to install the active cooling equipment in such a way that the air 
flow takes into account the greatest power dissipating equipment. 

10.10.4.102.2 Calculation procedure 
1) Calculate the permissible air temperature-rise inside the assembly by subtracting the 

maximum ambient air temperature (maximum daily average ambient air temperature of 
35 ⁰C for normal service conditions, see 9.2.1 of IEC 61439-1:2020) outside the assembly 
from the lowest permissible maximum operating air temperature of all devices and 
components installed in the assembly as declared by the device manufacturer. 

2) Determine the total effective power loss as explained in 10.10.4.1 of IEC 61439-1:2020. 
3) Assuming the air temperature-rise inside the enclosure does not exceed the permissible 

air temperature-rise inside the assembly, use the method given in IEC TR 60890 to 
calculate the maximum power loss the assembly enclosure can dissipate without 
ventilation and active cooling. 
– The assumed air temperature-rise inside the enclosure is equal to the internal 

temperature-rise ∆t0,5 of the air at mid-height of the enclosure. 

– Use “enclosures without ventilation openings” (even if there are openings, e.g. for fans 
for active cooling). 

– Number of horizontal partitions: 0. 
As an alternative to determining the power dissipation using the method given in IEC TR 
60890, the enclosure manufacturer’s declared power dissipation data can be used. 

4) Determine the power to be dissipated by active cooling by subtracting the maximum power 
loss the enclosure can dissipate without ventilation and active cooling (see 3) above) from 
the total effective power loss. When the temperature inside the enclosure is required to be 
lower than the ambient temperature, for example, an ambient air temperature of 50 ⁰C 
when the components installed in the assembly are only suitable for 40 ⁰C, the power 
absorbed by the enclosure shall be added to the total effective power loss. 

5) From the cooling equipment manufacturer’s data, determine the cooling equipment 
required (e.g. a fan) to ensure that the power to be dissipated by the active cooling can be 
removed by the active cooling (see 4) above) without the air temperature-rise inside the 
enclosure exceeding the permissible maximum value. 

10.10.4.102.3 Results to be obtained 

The assembly is verified if the cooling means (active and natural cooling) are sufficient to 
ensure the air temperature within enclosure does not exceed the maximum permissible 
operating air temperature for any device, as declared by the device manufacturer, when the 
maximum power loss is being generated within the assembly (as used for calculation in 
10.10.4.102.2) and when the ambient air temperature outside the enclosure is in accordance 
with daily average ambient air temperature in accordance with Table 15 of IEC 61439-1:2020. 

10.11.5.3.1 General 

Addition: 

For an assembly including a pressure relief flap, if the pressure relief flap is optional, the 
capability of the assembly to withstand the generated pressure with and without the flap shall 
be verified. 
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10.11.5.5 Results to be obtained 

Addition 

After the operation of a pressure relief flap (See IEC TR 61641:2014), a reduced IP rating, not 
less than IPXXB, is acceptable if this is declared by the original manufacturer, and the original 
IP rating can be easily restored by manually reclosing the pressure relief flap. 

11 Routine verification 

Clause 11 of IEC 61439-1:2020 is applicable, except as follows. 

11.8 Mechanical operation 

Replacement of the first paragraph with the following: 

The effectiveness of mechanical actuating elements, interlocks and locks, shall be checked. 
Verification shall include the checking of interlocking and locking arrangements associated 
with removable and withdrawable parts. 

Table 101 – Values of assumed loading 

Type of load Assumed loading factor 

Distribution – 2 and 3 circuits 0,9 

Distribution – 4 and 5 circuits 0,8 

Distribution – 6 to 9 circuits 0,7 

Distribution – 10 or more circuits 0,6 

Electric actuator 0,2 

Motors ≤ 100 kW 0,8 

Motors > 100 kW 1,0 

 

Table 102 – Test voltages across the open contacts of equipment suitable for isolation 

Rated 
impulse 

withstand 
voltage  

Uimp 
kV 

Test voltages and corresponding altitudes1 during test 

U1,2/50 AC peak and DC 
kV 

AC RMS 
kV 

Sea 
level 

200 m 500 m 1 000 m 2 000 m Sea 
level 

200 m 500 m 1 000 m 2 000 m 

0,33 1,8 1,7 1,7 1,6 1,5 1,3 1,2 1,2 1,1 1,06 

0,5 1,8 1,7 1,7 1,6 1,5 1,3 1,2 1,2 1,1 1,06 

0,8 1,8 1,7 1,7 1,6 1,5 1,3 1,2 1,2 1,1 1,06 

1,5 2,3 2,3 2,2 2,2 2,0 1,6 1,6 1,55 1,55 1,42 

2,5 3,5 3,5 3,4 3,2 3,0 2,47 2,47 2,40 2,26 2,12 

4 6,2 6,0 5,8 5,6 5,0 4,38 4,24 4,10 3,96 3,54 

6 9,8 9,6 9,3 9,0 8,0 7,00 6,80 6,60 6,40 5,66 

8 12,3 12,1 11,7 11,1 10,0 8,70 8,55 8,27 7,85 7,07 

12 18,5 18,1 17,5 16,7 15,0 13,10 12,80 12,37 11,80 10,60 

1  Values for other altitudes are given in IEC 60664-1. 
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Table 104 – Forms of internal separation 

Main criteria Subcriteria Form 

No internal separation.  Form 1 

Separation of busbars from all functional units. 

Terminals for external conductors not 
separated from busbars 

Form 2a 

Terminals for external conductors separated 
from busbars 

Form 2b 

– Separation of busbars from all functional 
units. 

– Separation of all functional units from one 
another. 

– Separation of terminals for external 
conductors and the external conductors from 
the functional units, but not from the terminals 
for external conductors of other functional 
units. 

Terminals for external conductors not 
separated from busbars 

Form 3a 

Terminals for external conductors and external 
conductors separated from busbars 

Form 3b 

– Separation of busbars from all functional 
units. 

– Separation of all functional units from one 
another. 

– Separation of terminals for external 
conductors associated with a functional unit 
from the terminals for external conductors of 
any other functional unit and the busbars. 

– Separation of the external conductors from 
the busbars.  

– Separation of the external conductors 
associated with a functional unit from other 
functional units and their terminals for 
external conductors. 

– External conductors need not be separated 
from each other. 

Terminals for external conductors in the same 
compartment as the associated functional unit 

Form 4a 

Terminals for external conductors not in the 
same compartment as the associated functional 
unit, but in individual, separate, enclosed 
protected spaces or compartments 

Form 4b 

For examples see Annex BB. 
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Annexes 

Annexes of IEC 61439-1:2020 are applicable, except as follows. 

Annex C is not applicable. 

Addition of Annexes AA, BB, CC, DD, EE, FF and GG. 
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Annex AA 
(informative) 

 
Items subject to agreement between 

the PSC-assembly manufacturer and the user 

The information given in Table AA.1 below is subject to an agreement between the PSC-
assembly manufacturer and the user. In some cases, information declared by the PSC-
assembly manufacturer may take the place of an agreement. 

Table AA.1 – Items subject to agreement between 
the PSC-assembly manufacturer and the user 

Characteristics Reference Default 
arrangementa 

Options listed in 
standardb 

User 
requirementc 

Electrical system      

Earthing system 5.6, 8.4.3.1, 
8.4.3.2.3, 8.6.2, 

10.5, 11.4 

Manufacturer’s 
standard, 

selected to suit 
local 

requirements  

TT / TN-C / TN-C-
S / IT / TN-S   

 

Nominal voltage of the supply 
system (V) 

3.8.9.1, 5.2.1, 8.5.3  Local, according 
to installation 

conditions 

Max 1  000 V AC  
or 1  500 V DC 

 

Transient overvoltages 5.2.4, 8.5.3, 9.1, 
Annex G 

Determined by 
the electrical 

system 

Overvoltage 
category 

 I / II / III / IV 

 

Temporary overvoltages  9.1 Nominal system 
voltage + 1  200 V 

None  

Rated frequency fn (Hz) 3.8.12, 5.5, 8.5.3, 
10.10.2.3, 10.11.5.4 

According to local 
installation 
conditions 

DC/50 Hz/60 Hz  

Additional on-site testing 
requirements: wiring, operational 
performance and function 

11.10 Manufacturer’s 
standard, 

according to 
application 

None  

Short-circuit withstand capability     

Prospective short-circuit current at 
supply terminals Icp (kA) 

3.8.7 Determined by 
the electrical 

system  

None  

Prospective short-circuit current in 
the neutral  

10.11.5.3.5 Max. 60 % of 
phase values 

None  

Prospective short-circuit current in 
the protective circuit 

10.11.5.6 Max. 60 % of 
phase values 

None  

SCPD in the incoming functional unit 
requirement 

9.3.2 According to local 
installation 
conditions 

Yes / No  

Coordination of short-circuit 
protective devices including external 
short-circuit protective device details 

9.3.4 According to local 
installation 
conditions 

None  

Data associated with loads likely to 
contribute to the short-circuit current 

9.3.2 No loads likely to 
make a 

significant 
contribution 
allowed for 

None  
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Characteristics Reference Default 
arrangementa 

Options listed in 
standardb 

User 
requirementc 

Protection of persons against 
electric shock in accordance with  
IEC 60364-4-41 

    

Type of protection against electric 
shock – Basic protection (previously 
protection against direct contact) 

8.4.2 Basic protection According to local 
installation 
regulations 

 

Type of protection against electric 
shock – Fault protection (previously 
protection against indirect contact) 

8.4.3 According to local 
installation 
conditions 

Automatic 
disconnection of 

supply / Electrical 
separation / 
Double or 
reinforced 
insulation   

 

Installation environment     

Location type 3.5, 8.1.4, 8.2 Manufacturer’s 
standard, 

according to 
application 

Indoor / outdoor  

Protection against ingress of solid 
foreign bodies and ingress of water 

8.2.2 Indoor 
(enclosed): IP2X 

Outdoor (min.): 
IP23 

None  

Protection after removal of 
withdrawable part 

8.2.3 

8.2.101 

Manufacturer’s 
standard 

After removal of 
removable or 
withdrawable 

parts: 

As for connected 
position / 
Reduced 

protection to 
manufacturer’s 

standard 

 

External mechanical impact (IK 
code) 

NOTE IEC 61439-2 does not 
nominate specific IK codes. 

8.2.1, 10.2.6 None None  

Resistance to UV radiation (applies 
for outdoor assemblies only unless 
specified otherwise) 

10.2.4 Indoor:  
Not applicable. 

Outdoor: 
Temperate 

climate 

None  

Resistance to corrosion 10.2.2 Normal 
Indoor/Outdoor 
arrangements 

None  

Ambient air temperature – Lower 
limit 

7.1.1 Indoor: −5 °C 

Outdoor: −25 °C 

None  

Ambient air temperature – Upper 
limit 

7.1.1 40 °C None  

Ambient air temperature – Daily 
average maximum 

7.1.1, 9.2 35 °C None  

Maximum relative humidity 7.1.1 Indoor:  
95 % at  

−5 °C to +30 °C 
70 % at +35 °C 
57 % at +40 °C 

 
Outdoor: 
100 % at  

−25 °C to +27 °C 
60 % at +35 °C 
46 % at +40 °C 

None  
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Characteristics Reference Default 
arrangementa 

Options listed in 
standardb 

User 
requirementc 

Pollution degree of the macro-
environment (of the installation 
environment) 

7.1.2 Industrial: 3 1, 2, 3, 4  

Altitude 7.1.1 ≤ 2  000 m None  

EMC environment (A or B) 9.4, 10.12, Annex J A/B A/B  

Special service conditions (e.g. 
vibration, exceptional condensation, 
heavy pollution, corrosive 
environment, strong electric or 
magnetic fields, fungus, small 
creatures, explosion hazards, heavy 
vibration and shocks, earthquakes) 

7.2, 8.5.4, 9.3.3 
Table 7  

No special 
service 

conditions 

None  

Installation method     

Type 3.3, 5.6 Manufacturer’s 
standard  

Various e.g. floor 
standing / wall 

mounted 

 

Stationary/Movable 3.5 Stationary Stationary / 
movable 

 

Maximum overall dimensions and 
weight 

5.6, 6.2.1 Manufacturer’s 
standard, 

according to 
application 

None  

External conductor type(s) 8.8 Manufacturer’s 
standard  

Cable / Busbar 
Trunking System 

 

Direction(s) of external conductors  8.8 Manufacturer’s 
standard  

None  

External conductor material 8.8 Copper Copper / 
aluminium 

 

External line conductor, cross-
sections, and terminations 

8.8 As defined within 
the standard 

None  

External protective, neutral, mid-
point, PEL, PEM, PEN conductors 
cross-sections, and terminations 

8.8 As defined within 
the standard 

None  

Special terminal identification 
requirements 

8.8 Manufacturer’s 
standard  

None  

Storage and handling     

Maximum dimensions and weight of 
transport units 

6.2.2, 10.2.5 Manufacturer’s 
standard 

None  

Methods of transport (e.g. forklift, 
crane) 

6.2.2, 8.1.6 Manufacturer’s 
standard 

None  

Environmental conditions different 
from those given in 7.3 

7.3 –25 °C to + 55 °C 
and for periods not 
exceeding 24 h, up 

to +70 °C.  

None  

Packing details 6.2.2 Manufacturer’s 
standard 

None  

Operating arrangements     

Access to manually operated 
devices 

8.4  Authorized 
persons 

 

Location of manually operated 
devices 

8.5.5 Easily accessible None  

Isolation of load installation 
equipment items 

8.4.2, 8.4.3.3, 
8.4.6.2 

Manufacturer’s 
standard  

Individual / groups 
/ all 
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Characteristics Reference Default 
arrangementa 

Options listed in 
standardb 

User 
requirementc 

Maintenance and upgrade 
capabilities 

    

Requirements related to accessibility 
in service by authorized persons; 
requirement to operate devices or 
change components while the 
assembly is energized 

8.4.6.2 Basic protection None  

Requirements related to accessibility 
for inspection and similar operations 

8.4.6.2.2 Manufacturer’s 
recommendations 

None  

Requirements related to accessibility 
for maintenance in service by 
authorized persons 

8.4.6.2.3 Manufacturer’s 
recommendations 

None  

Requirements related to accessibility 
for extension in service by 
authorized persons 

8.4.6.2.4 Manufacturer’s 
recommendations 

None  

Protection against direct contact with 
hazardous live internal parts during 
maintenance or upgrade (e.g. 
functional units, main busbars, 
distribution busbars) 

8.4 Manufacturer’s 
recommendations 

None  

Gangways 8.4.6.2.101 Basic protection None  
Method of functional unit’s 
connection 
NOTE This coding system relates 
to the capability to remove and re-
insert functional units. 

8.5.1, 8.5.2, 8.5.101  F fixed 
connections  

D disconnect-able 
connection 

W withdraw- 
able 
connections  

 

Form of separation 8.101 No requirement Form 1, 2a, 2b, 
3a, 3b, 4a, 4b  

 

IP rating of separation (protection 
against contact with hazardous live 
parts and ingress of solid foreign 
bodies) 

8.101 IPXXB IP2X or as agreed 
between the user 
and manufacturer 

 

Capability to test individual 
operation of the auxiliary circuits 
relating to specified circuits while 
the functional unit is isolated 

3.1.102, 3.2.102, 
3.2.103, 8.5.101, 

Table 103 

 None  

Current carrying capacity     
Maximum total load current to be 
supplied by the assembly (from 
which the rated current of the 
assembly InA (A) will be determined) 

3.8.10.1, 5.3, 8.5.3, 
8.8, 10.10.2, 

10.10.3, 10.11.5, 
Annex E 

Manufacturer’s 
standard, 

according to 
application 

None  

Design current IB and nature of load 
for each circuit, alternatively, In of 
the devices and nature of the load 
(in such cases, the assumed loading 
factors as given in Table 101 can be 
used. 

3.8.10.8 As given  
in Table 101 

None  

Ratio of cross-section of the neutral 
conductor to line conductors: line 
conductors up to and including 
16 mm2 

8.6.1 100 % None  

Ratio of cross-section of the neutral 
conductor to line conductors: line 
conductors above 16 mm2 

8.6.1 50 % (min. 
16 mm2) 

None  

a In some cases information declared by the assembly manufacturer may take the place of an agreement. 

b ‘None’ in this column means that there are no options in the standard other than the default condition or value. 

c  For exceptionally onerous applications, the user may need to specify more stringent requirements to those in 
the standard. 
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Annex BB 
(informative) 

 
Forms of internal separation (see 8.101) 

Annex BB provides basic information about forms of internal separation including examples 
for different forms. 

 

NOTE The conductors connecting a functional unit to the main or distribution busbars and to the terminals for 
external conductors are part of the functional unit as defined in 3.1.8 of IEC 61439-1:2020, but in some designs 
part of them can be outside the functional unit compartment. 

Figure BB.1 – Symbols used in Figures BB.2, BB.3 and BB.4 
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Form 1 

No internal separation 
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Form 2 

Separation of busbars from all functional units 

  

  

Form 2a – Terminals for external conductors not 
separated from busbars 

Form 2b – Terminals for external conductors 
separated from busbars 

 

Figure BB.2 – Forms 1 and 2 
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Form 3 

Separation of busbars from all functional units 

+ 

Separation of all functional units from one another 

+ 

Separation of terminals for external conductors and external conductors from the 
functional units, but not from the terminals of other functional units 

  

  

Form 3a – Terminals for external conductors not 
separated from busbars 

Form 3b – Terminals for external conductors and 
external conductors separated from busbars 

 

Figure BB.3 – Form 3 
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Form 4 
Separation of busbars from all functional units 

+ 
Separation of all functional units from one another 

+ 
Separation of terminals for external conductors associated with a functional unit from 

the terminals of any other functional unit and the busbars 
+ 

Separation of the external conductors from the busbars 
+ 

Separation of the external conductors associated with a functional unit from other 
functional units and their terminals 

+ 
External conductors need not be separated from each other 

  

  

Form 4a – Terminals for external conductors in 
same compartment 

as associated functional unit 

Form 4b – Terminals for external conductors not in 
the same compartment as the associated functional 
unit, but in individual, separate, enclosed protected 

spaces or compartments 

 

Figure BB.4 – Form 4 
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