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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
COMPOSITE HOLLOW INSULATORS –  

PRESSURIZED AND UNPRESSURIZED INSULATORS FOR USE  
IN ELECTRICAL EQUIPMENT WITH AC RATED VOLTAGE GREATER  

THAN 1 000 V AND DC VOLTAGE GREATER THAN 1 500 V –  
DEFINITIONS, TEST METHODS, ACCEPTANCE CRITERIA  

AND DESIGN RECOMMENDATIONS 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC 61462 has been prepared by IEC technical committee 36: Insulators. It is an International 
Standard. 

This new edition cancels and replaces the previous edition published in 2007. This edition 
constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) modifications of terms and definitions; 
b) modifications of tests procedures included in IEC TR 62039 and IEC 62217 (Hydrophobicity 

transfer test; Water diffusion test on the core with housing); 
c) modification of Clause 8 (type tests) to reflect common practice and to also consider tapered 

(conical) insulators; 
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d) modification of order of the stages of mechanical sample test (9.4) by setting the tightness 
test as last stage; 

e) harmonization of Table 3 (Tests to be carried out after design changes) with other product 
standards; 

f) addition of a new informative Annex D: Principle sketch of hollow insulators design 
assembly; 

g) addition of a new informative Annex E: Type tests on tapered (conical) insulators. 

The text of this International Standard is based on the following documents: 

Draft Report on voting 

36/567/FDIS 36/586/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/publications. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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INTRODUCTION 

Composite hollow insulators consist of an insulating tube bearing the mechanical load protected 
by an elastomeric housing, the loads being transmitted to the tube by metal fittings. Despite 
these common features, the materials used and the construction details employed by different 
manufacturers may vary. 

Some tests have been grouped together as "Design tests" to be performed only once for 
insulators of the same design and material. The design tests are performed in order to eliminate 
designs and materials not suitable for high-voltage applications. 

The relevant design tests defined in IEC 62217 are applied for composite hollow insulators; 
additional specific mechanical tests are given in this document. The influence of time on the 
electrical and mechanical properties of the complete composite hollow insulator and its 
components (tube material, housing material, interfaces, etc.) has been considered in 
specifying the design tests in order to ensure a satisfactory lifetime under normal service 
conditions. These conditions may also depend on the equipment inside or outside the composite 
hollow insulators; however, this matter has not been covered in this document. It is possible for 
test methods not specified in this document to be considered for specific combinations of 
materials and specific applications, and are a matter of agreement between manufacturers and 
users. In this document, the term "user" in general means the equipment manufacturer using 
composite hollow insulators. 

Composite hollow insulators are used in both AC and DC applications. Before the appropriate 
standard for DC applications will be issued, the majority of tests listed in this document can 
also be applied to DC insulators. In spite of this, a specific tracking and erosion test procedure 
for DC applications as a design test is still being considered to be developed. Some information 
about the difference of AC and DC material erosion test can be found in the CIGRE Technical 
Brochure 611. For the time being, the 1 000 h AC tracking and erosion test of IEC 62217 is 
used to establish a minimum requirement for the tracking and erosion resistance, for both AC 
and DC 

This document distinguishes between design tests and type tests because several general 
characteristics of a specific design and specific combinations of materials do not vary for 
different insulator types. In these cases results from design tests can be adopted for different 
insulator types. 

Pollution tests according to IEC 60507 or IEC 61245 are not included in this document since 
they are designed for non-polymeric items. Specific pollution tests for polymeric insulators are 
still under consideration. 

The mechanical characteristics of composite hollow insulators are quite different compared to 
those of hollow insulators made of ceramics. In order to determine the onset of mechanical 
deterioration of composite hollow insulators under the influence of mechanical stress, strain 
gauge measurements are used. 

This document refers to different characteristic pressures which are used for design and testing 
of composite hollow insulators. The term "maximum service pressure" (MSP) is equivalent to 
the term "design pressure" which is used in other standards for ceramic hollow insulators; 
however, this latter term is not used in this standard in order to avoid confusion with "design" 
as used in "design tests".  

General recommendations for the design and construction of composite hollow insulators are 
presented in Annex B. 
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COMPOSITE HOLLOW INSULATORS –  
PRESSURIZED AND UNPRESSURIZED INSULATORS FOR USE  

IN ELECTRICAL EQUIPMENT WITH AC RATED VOLTAGE GREATER  
THAN 1 000 V AND DC VOLTAGE GREATER THAN 1 500 V –  

DEFINITIONS, TEST METHODS, ACCEPTANCE CRITERIA  
AND DESIGN RECOMMENDATIONS 

 
 
 

1 Scope  

This document, which is an International Standard, applies to composite hollow insulators 
consisting of a load-bearing insulating tube made of resin impregnated fibres, a housing 
(outside the insulating tube) made of elastomeric material (for example silicone or ethylene-
propylene) and metal fixing devices at the ends of the insulating tube (see Figure D.1 and 
Figure D.2 for examples). Composite hollow insulators as defined in this document are intended 
for general use (unpressurized) or for use with a permanent gas pressure (pressurized). They 
are intended for use in both outdoor and indoor electrical equipment operating on alternating 
current with a rated voltage greater than 1 000 V AC and a frequency not greater than 100 Hz 
or for use in direct current equipment with a rated voltage greater than 1 500 V DC. 

The object of this document is: 

– to define the terms used; 
– to specify test methods; 
– to specify acceptance criteria. 

Hollow insulators are integrated into electrical equipment which is electrically type tested as 
required by the applicable equipment standard. So, it is not the object of this document to 
specify dielectric type tests because the withstand voltages and flashover behaviour are not 
characteristics of the hollow insulator itself but of the apparatus of which it ultimately forms a 
part. 

All the tests in this document, apart from the thermal-mechanical test, are performed at normal 
ambient temperature. This document does not specify tests that might be characteristic of the 
equipment of which the hollow insulator ultimately forms a part.  

Composite hollow insulators are intended for use in electrical equipment, such as, but not 
limited to: 

• HV circuit-breakers, 

• switch-disconnectors, 

• disconnectors, 

• station posts, 

• disconnecting circuit breakers, 

• earthing switches, 

• instrument- and power transformers, 

• bushings, 

• housing for surge arresters, 

• cable terminations. 

Additional testing defined by the relevant IEC equipment standard may be required. 
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2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 62155, Hollow pressurized and unpressurized ceramic and glass insulators for use in 
electrical equipment with rated voltages greater than 1 000 V 

IEC 62217, Polymeric HV insulators for indoor and outdoor use – General definitions, test 
methods and acceptance criteria 

IEC TR 62039, Selection guidelines for polymeric materials for outdoor use under HV stress 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1  
composite hollow insulator 
insulator consisting of at least two insulating parts, namely a tube and a housing  

Note 1 to entry: The housing may consist either of individual sheds mounted on the tube, with or without an 
intermediate sheath, or directly applied in one or several pieces onto the tube. A composite hollow insulator unit is 
permanently equipped with fixing devices or end fittings  

3.2  
tube (core) 
central internal insulating part of a composite hollow insulator which provides the mechanical 
characteristics 

Note 1 to entry: The housing and sheds are not part of the core. 

Note 2 to entry: The tube is generally cylindrical or conical, but may have other shapes (for example barrel). The 
tube is made of resin impregnated fibres. 

Note 3 to entry: Resin impregnated fibres are structured in such a manner as to achieve sufficient mechanical 
strength. Layers of different fibres may be used to fulfil special requirements. 

[SOURCE: IEC 60050-471:2007, 471-01-03, modified – addition of "tube" in term, addition of 
"internal", addition of "composite hollow", addition of Notes 2 and 3 to entry] 

3.3  
fixing device  
end fitting 
integral component or formed part of an insulator, intended to connect it to a supporting 
structure, or to a conductor, or to an item of equipment, or to another insulator 

Note 1 to entry: Where the end fitting is metallic, the term "metal fitting" is normally used. 

[SOURCE: IEC 60050-471:2007, 471-01-06, modified – addition of "fixing device" in term] 
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3.4  
coupling 
part of the fixing device which transmits load to the hardware external to the insulator 

[SOURCE: IEC 62217:2012, 3.14] 

3.5  
connection zone 
zone where the mechanical load is transmitted between the insulating body and the end fitting  

[SOURCE: IEC 62217:2012, 3.13] 

3.6  
housing  
external insulating part of composite hollow insulator providing necessary creepage distance 
and protecting tube from environment 

Note 1 to entry: If an intermediate sheath is used it forms a part of the housing.  

[SOURCE: IEC 62217:2012, 3.7] 

[SOURCE: IEC 60050-471:2007, 471-01-09, modified – addition of "hollow", replacement of 
"core" by "tube"] 

3.7  
shed (of an insulator) 
insulating part, projecting from the insulator trunk, intended to increase the creepage distance 

Note 1 to entry: The shed can be with or without ribs. 

[SOURCE: IEC 60050-471:2007, 471-01-15] 

3.8  
insulator trunk 
central insulating part of an insulator from which the sheds project 

Note 1 to entry: Also known as shank on smaller insulators. 

[SOURCE: IEC 60050-471:2007, 471-01-11] 

3.9  
creepage distance 
shortest distance or the sum of the shortest distances along the surface on an insulator between 
two conductive parts which normally have the operating voltage between them  

Note 1 to entry: The surface of any non-insulating jointing material is not considered as forming part of the creepage 
distance.  

[SOURCE: IEC 60050-471:2007, 471-01-04, modified – removal of Note 2 to entry] 

3.10  
arcing distance 
shortest distance in the air external to the insulator between the metallic parts which normally 
have the operating voltage between them 

Note 1 to entry: The term "dry arcing distance" is also used. 

[SOURCE: IEC 60050-471:2007, 471-01-01, modified – addition of Note 1 to entry] 
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3.11  
tracking 
process which forms irreversible degradation by formation of conductive paths (tracks) starting 
and developing on the surface of an insulating material 

Note 1 to entry: These paths are conductive even under dry conditions. 

[SOURCE: IEC 62217:2012, 3.15] 

3.12  
erosion 
irreversible and non-conducting degradation of the surface of the insulator that occurs by loss 
of material which can be uniform, localised or tree-shaped 

Note 1 to entry: Light surface traces, commonly tree-shaped, can occur on composite insulators as on ceramic 
insulators, after partial flashover. These traces are not considered to be objectionable as long as they are non-
conductive. When they are conductive, they are classified as tracking. 

[SOURCE: IEC 62217:2012, 3.16] 

3.13  
crack 
any fracture or surface fissure of depth greater than 0,1 mm 

[SOURCE: IEC 62217:2012, 3.17] 

3.14  
interface 
contact surface between the different materials  

Note 1 to entry: Various interfaces occur in most composite insulators, e.g. 

– between housing and end fittings, 

– between various parts of the housing; e.g. between sheds, or between sheath and sheds, 

– between core and housing. 

[SOURCE: IEC 62217:2012, 3.11, modified – addition of "contact"] 

3.15  
damage limit of the tube under mechanical stress 
limit below which mechanical loads (pressure, bending load) can be applied, at normal ambient 
temperature, without micro damage to the composite tube 

Note 1 to entry: Applying such loads means that the tube is in a reversible elastic phase. If the damage limit of the 
tube is exceeded, the tube is in an irreversible plastic phase, which means permanent damage to the tube which may 
not be visible at a macroscopic level (for a quantitative definition see Annex C). 

3.16  
maximum mechanical load (MML) 
highest cantilever bending load which is expected to be applied to the hollow insulator in service 
and in the equipment in which it is used 

Note 1 to entry: This load is specified by the equipment manufacturer. 

3.17  
specified mechanical load (SML) 
cantilever bending load specified by the manufacturer that is used in the mechanical tests and 
which is verified during a type test at normal ambient temperature 

Note 1 to entry: The SML forms the basis of the selection of composite hollow insulators with regard to external 
loads. 
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3.18  
deflection under bending load 
displacement of a point on an insulator, measured perpendicularly to its axis, under the effect 
of a load applied perpendicularly to this axis 

Note 1 to entry: Deflection/load relationships are determined by the manufacturer. 

[SOURCE: IEC 60050-471:2007, 471-01-05, modified – addition of Note 1 to entry] 

3.19  
failing load 
load at ultimate failure of the insulator, maximum load that can be reached when the insulator 
is tested under the specified conditions (valid for bending or pressure tests) 

Note 1 to entry: Damage of the tube may occur at loads lower than the insulator failing load. 

3.20  
residual deflection 
difference between the initial deflection of a hollow insulator prior to bending load application, 
and the final deflection after release of the load 

3.21  
overpressure 
pressure above ambient pressure within a pressurized enclosure 

[SOURCE: IEC 60050-426:2020, 426-09-16]  

3.22  
maximum service pressure (MSP) 
maximum internal overpressure in service which is specified by the equipment manufacturer 

3.23  
specified internal pressure (SIP) 
internal overpressure specified by the equipment manufacturer which is verified during a type 
test at normal ambient temperature  

Note 1 to entry: The SIP is specified as the short-time withstand design limit, under which the insulator structure 
stays intact, but damages may already occur. It can be higher than 4 × MSP. 

3.24  
pressurized insulator 
insulator permanently filled with gas or liquid whose maximum service pressure is greater than 
0,05 MPa overpressure 

3.25  
unpressurized insulator 
insulator permanently filled with gas or liquid whose maximum service pressure is smaller than 
or equal to 0,05 MPa overpressure 

3.26  
specified temperature 
highest and/or lowest temperature permissible for the composite hollow insulator 

Note 1 to entry: The specified temperature is specified by the manufacturer. 

3.27  
manufacturer 
individual or organization producing the composite hollow insulators 

Full document details: IEC 61462-2023

http://www.avadocuments.com/doc/iec-61462-2023
http://www.avadocuments.com/doc/iec-61462-2023


IEC 61462:2023 © IEC 2023 – 13 –  

3.28  
equipment manufacturer  
individual or organization producing the electrical equipment utilizing the composite hollow 
insulators 

3.29  
lot 
group of insulators offered for acceptance from the same manufacturer, of the same design and 
manufactured under similar conditions of production 

Note 1 to entry: One or more lots may be offered together for acceptance: the lot(s) offered may consist of the 
whole, or part, of the quantity ordered. 

[SOURCE: IEC 62155:2003, 3.22, modified – removal of "hollow", removal of "or hollow 
insulator bodies"] 

4 Relationships of mechanical loads 

4.1 Loads from outside the insulator 

Table 1 lists mechanical loads applied to the insulator. 

Table 1 – Mechanical loads applied to the insulator 

Load Relation Tube is in: 

Maximum mechanical load (MML) which is the load 
specified by the equipment manufacturer  = 1,0 × MML reversible elastic phase 

1,5 × Maximum mechanical load (MML) which is the 
load applied during sample and type test = 1,5 × MML reversible elastic phase 

Damage limit > 1,5 × MML reversible elastic phase 

Type test SML bending load = 2,5 × MML irreversible plastic phase 

Failing bending load > 2,5 × MML irreversible plastic phase 

 

An overview of loads is shown in Figure B.1. 

4.2 Pressures 

Table 2 lists pressures applied to the insulator. 

Table 2 – Pressures applied to the insulator 

Pressure Relation Tube is in: 

Maximum service pressure (MSP) which is the pressure 
specified by the equipment manufacturer = 1,0 x MSP reversible elastic phase 

Routine test pressure = 2,0 × MSP reversible elastic phase 

Damage limit > 2,0 × MSP reversible elastic phase 

Type test pressure = 4,0 × MSP irreversible plastic phase 

Specified internal pressure (SIP) which is an additional / 
optional type test pressure specified by the equipment 
manufacturer 

> 4,0 × MSP irreversible plastic phase 

 

An overview of pressures is shown in Figure B.2. 
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5 Marking 

Each hollow insulator shall be marked with the name or trade mark of the manufacturer and the 
year of manufacture. In addition, each hollow insulator shall be marked with the type reference 
and serial numbers in order to allow identification. This marking shall be legible and indelible. 

6 Classification of tests 

6.1 General 

The tests are divided into four groups as follows: 

6.2 Design tests 

These tests are intended to verify the suitability of the design, materials, formulation and 
manufacturing technology.  

A composite hollow insulator design is defined by: 

– materials, formulation and design of the tube, housing and manufacturing method,  
– material of the end fittings, their design and method of attachment, 
– layer thickness of the housing over the tube (including a sheath where used). 

When changes in the design occur, re-qualification shall be done according to Table 3. 
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Table 3 – Tests to be carried out after design changes  

IF the change in insulator design 
concerns: 

THEN the following tests shall be repeated: a) 

Design tests Type 
tests 

IEC 61462:
2023, 7.2 IEC 61462:2023, 7.3 IEC 61462:

2023, 7.4 
IEC 61462:
2023, 7.5 

IEC 61462:
2023, 8 

 Tests on shed and housing 
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Tests on 
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1 Housing           

 1a  Materials, formulation or 
manufacturing process1 X Xd) X d) X X d) Xe)   X a)  

 1b  Assembly process2 Xc)   X       

 1c  Profile    Xb)       

2 Tube           

 2a  Material, formulation or 
manufacturing process3 X      X X X a) X 

 2b  Design4       X X  X 

3 End fitting           

 3a  Material or assembly  
process X         X 

 3b  End fitting connection 
zone design X         X 

 3c  Coupling type          X 

4 Interface           

 4a  Primer material and 
application method X        X a)  

 4b  Tube and end-fitting 
assembly process5 X         X 

 4c  Tube/housing/end fitting 
interface design5 X   X       
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Explanation 
 a) to e):  
Additional 
information for 
which specific 
changes testing 
needs to be done 

a) Not necessary if it can be demonstrated that the change has no influence on the property 
considered in the test; material tests could be used to show the equivalence 

b) Not necessary if thickness of the housing surrounding the core (including a sheath where 
used) is equal or greater than that of the parent insulator. Following relative numbers as 
tolerances are provided as reference, which do not constitute a change of the profile: 

– overhang: ±10 % 

– thickness at base and tip: ±15 % 

– spacing: ±15 % 

– shed inclinations:  ±3° 

– shed repetition:  identical. 

These relatively small tolerances serve as reference, however cause a high test demand due 
to the variety of today`s profiles. Alternatively, a technical agreement between manufacturer 
and user in agreement with chapter 9.1 is possible if the equivalence of the profile evaluated 
in the tracking and erosion test to the profile in question can be shown. A possible method 
is the interpolation of results with different profiles.  

c) Not necessary if it can be demonstrated that the change has no influence on the property 
considered in the test 

d) Not necessary for change in manufacturing process without material change 
e) Applicable to materials that shall show this property 

Explanation 
1 to 7:  
Technical 
explanation of 
composite hollow  
insulator 
components  

1 Housing manufacturing process:  
General manufacturing method such as injection moulding, modular process etc. 

2 Housing assembly process:  
If shed and sheath are mounted separately to the tube, incl. type and method of bonding 
shed-sheath 

3 Tube manufacturing method: Pultrusion, wet filament winding, vacuum impregnation, 
including surface preparation 

4 Winding angle, geometry (8.1), adhesive (glue) joint in assembled tubes or internal liner (if 
applicable, not relevant for type tests). 

5 See Annex D for further explanation 

 

6.3 Type tests 

These tests are intended to verify the mechanical characteristics of a composite hollow insulator 
which depends mainly on its tube and end fittings. Type tests shall be applied to the class of 
composite hollow insulators which have passed the design tests. The type test shall be repeated 
only when the type or the material or the manufacturing process of the composite hollow 
insulator is changed, according to Table 3. 

6.4 Sample tests 

These tests are for the purpose of verifying the characteristics of composite hollow insulators 
which depend on the manufacturing quality and the material used. They shall be made on 
insulators taken at random from lots. 

6.5 Routine tests 

These tests are for the purpose of eliminating composite hollow insulators with manufacturing 
defects. 
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7 Design tests 

7.1 General 

These tests consist of four parts as described in 7.2, 7.3, 7.4 and 7.5 (optional). The design 
tests shall be performed only once and the results are recorded in a test report. Each part can 
be performed independently on new test specimens where appropriate. The composite hollow 
insulator of a particular design shall be deemed accepted only when all insulators or test 
specimens pass the design tests in the given sequence within 7.2, 7.3, 7.4 and 7.5 (optional).  

All the design tests, apart from the thermal-mechanical test, are performed at normal ambient 
temperature. 

Extreme service temperatures may affect the mechanical behaviour of composite insulators. 

A general rule to define "extreme high or low" insulator temperatures is not available at this 
time, for this reason the supplier should always specify service temperature limitations. 
Whenever the insulators are subjected to very high or low temperatures for long periods of time, 
it is advisable that both manufacturer and user agree on a mechanical test at higher or lower 
temperatures than that mentioned in this document. 

7.2 Tests on interfaces and connections of end fittings 

7.2.1 General 

See IEC 62217. 

These tests shall be performed in the given sequence on the same specimen. This document 
does not use a separate reference specimen for these tests. 

7.2.2 Test specimen 

One hollow insulator assembled on the production line shall be tested. The tube's internal 
diameter shall be at least 100 mm and the wall thickness at least 3 mm. The insulation length 
(metal-to-metal spacing) shall be at least three times the tube's internal diameter but not less 
than 800 mm. Both end fittings shall have the same method of attachment and sealing as on 
standard production insulators. The hollow insulator shall be submitted to the routine tests (see 
Clause 10) before design tests. 

The manufacturer shall define the MML, SML, MSP and SIP for the test specimen. 

7.2.3 Reference disruptive – discharge dry power frequency test 

See IEC 62217. 

Means shall be employed to avoid internal flashover, by filling with appropriate insulating media 
(e.g. insulating gas or liquid). Alternatively, the flashover voltage may be determined by splitting 
the arcing distance into multiple sections, as equal as possible, by the use of additional external 
electrodes. 

7.2.4 Thermal-mechanical pre-stressing test 

The specimen is sequentially submitted to a mechanical load in four directions and thermal 
variations. 

The thermal variations consist of two cycles of heating and cooling. The duration of the cycle 
shall be not shorter than 24 h and not longer than 48 h (see Figure 1). 
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The cold period shall be at a temperature at least 85 K below the value actually applied in the 
hot period; however, the lowest temperature in the cold period shall not be lower than –50 °C. 
Each of the two temperatures of the hot and cold periods respectively shall be maintained for 
at least 33 % of the chosen cycle time. 

The load applied to the test specimen corresponds to 0,5 × SML ± 5 %. 

The load shall be applied perpendicularly to the insulator's axis either directly to the free end 
of the insulator (see Figure 2) or at a distance from the free end of the insulator if special 
reasons exist. When the load is not applied directly to the end fitting, the applied load shall be 
corrected to produce the same bending moment at the base of the insulator. 

The direction of the bending test load applied to the test specimen is changed four times 
corresponding to the duration of the temperature level and the corresponding time interval 
described in Figure 1 and Figure 2. 

The test may be interrupted for maintenance of the test equipment for a total duration of 4 h. 
The starting point after any interruption is the beginning of the interrupted cycle. 

NOTE The temperatures and loads in this test are not intended to represent service conditions, they are designed 
to produce specific reproducible stresses in the interfaces of the insulator. 

7.2.5 Water immersion pre-stressing test 

See IEC 62217. 

The ends of the specimen may be sealed and vented to atmospheric pressure. 

7.2.6 Verification tests 

7.2.6.1 Visual examination 

See IEC 62217. 

7.2.6.2 Steep-front impulse voltage test 

See IEC 62217. 

7.2.6.3 Dry power frequency voltage test 

See IEC 62217. 

7.2.6.4 Internal pressure test 

7.2.6.4.1 General 

This test is not applicable for composite hollow insulators designed for unpressurized service 
conditions. 

The test specimen shall be subjected to an internal pressure in two stages. 

For safety reasons, before starting the tests, the test specimen shall be subjected to 2,0 × MSP 
for 5 min at normal ambient temperature using the procedure in 10.4 (routine pressure test). 
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7.2.6.4.2 Stage 1: gas leakage test  

7.2.6.4.2.1 Procedure 

The leakage test method shall have the sensitivity required for the acceptance criteria. The test 
can be performed by placing the test specimen in an enclosure with a volume as small as 
possible, see Figure 3. An internal pressure of 1,0 × MSP relative to the surrounding shall be 
applied using a suitable gas as pressure medium. 

The internal pressure shall be maintained for the sufficient time to reach the expected precision 
to detect the leak. The leakage of gas from the test specimen into the surrounding enclosure 
shall be measured with a leakage meter suitable for the required precision. The leakage rate 
shall be given in a fraction in percent per year of the specimen’s internal gas mass. 

7.2.6.4.2.2 Acceptance criterion 

The test is passed if the leakage rate is not more than the mass fraction of 0,5 % of the 
specimen’s internal gas mass at MSP per year.  

NOTE Guidance on leakage rate measurements can be found in IEC 60068-2-17, test Qm, test method 1. 

7.2.6.4.3 Stage 2: water leakage test 

7.2.6.4.3.1 Procedure 

An internal pressure shall be applied and increased from zero to 4,0 × MSP at normal ambient 
temperature and maintained for 5 min. The inner pressure medium shall be water. Adequate 
safety precautions shall be taken for this inspection. 

7.2.6.4.3.2 Acceptance criterion 

The test is passed if, after 5 min, there is no failure and no water leakage at joints A and B as 
shown in Figure 4 or on the tube itself. 

7.3 Tests on shed and housing material  

7.3.1 Hardness test  

See IEC 62217. 

7.3.2 Accelerated weathering test 

See IEC 62217. 

7.3.3 Tracking and erosion test – 1000 h salt fog AC voltage test 

See IEC 62217. 

7.3.4 Flammability test 

See IEC 62217. 

7.3.5 Hydrophobicity transfer test 

See IEC TR 62039. 

7.4 Tests on the tube material  

7.4.1 General 

See IEC 62217 (Tests on the core material). 
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The tests shall be carried out on specimens with or without housing material. 

7.4.2 Porosity test (Dye penetration test) 

See IEC 62217. 

7.4.3 Water diffusion test 

See IEC 62217. 

7.5 Water diffusion test on core with housing 

See IEC 62217. 

8 Type tests (only mechanical tests) 

8.1 General 

The type tests consist of a pressure test, for pressurized insulators only, and a bending test. 

A composite hollow insulator type is mechanically defined by: 

– Design (see 6.1) 
– Geometry:  

• Tube inner diameter/s, wall thickness/es of the tube.  

• The length of the insulator defines the type only if the length requirements in 8.2 are not 
fulfilled. 

The tests shall be performed at normal ambient temperature to confirm the mechanical strength 
of the insulator by verifying the limit between reversible and irreversible phase in the tube (see 
Annex C). 

Composite hollow insulators which have been subjected to the type tests shall not be used in 
service.  

Bending forces shall be applied perpendicularly to the insulator's axis either directly to the front 
plane of the insulator (see Figure 2) or at a distance to the front plane of the top end fitting of 
the insulator if special reasons exist. When the load is not applied directly to the end fitting, the 
applied load shall be corrected to produce the same bending moment at the base of the 
insulator. 

8.2 Test specimens 

The test specimen(s) shall be either full-length insulators, or of the same insulator type and 
fulfilling the requirements below. 

The minimum length between flanges (metal-to-metal):  

a) For the internal pressure test: 2 times the internal diameter  
b) For the bending test: 4 times the internal diameter; the applied load on the test specimen 

shall be adjusted for insulator length to obtain the required stress for the insulator type. 

The test specimens shall be made on the production line. Both end fittings shall be the same 
as used on production line insulators. The insulator specimens used for these tests shall be 
with or without housing. Where the tests are made without housing, the thermal cycle of housing 
application shall be applied to the tube prior to testing. 
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In addition, in case of a tapered (conical) insulator type consisting of two cylindrical parts on 
each side of a tapered part the minimum length, lmin of the most stressed cylindrical parts of 
the test object needs to be agreed between the manufacturer and the user. The expression 
below from Annex E can be used as a conservative starting point, 

 min m5  l d t≥   

where dm and t are the midsurface diameter of a cylindrical section and the thickness of the 
tube, respectively.  

A type test on a tapered insulator is valid for tapered insulators of the same type with different 
lengths (shorter or longer) provided that the location of the maximum stresses in the tube is the 
same and the magnitude of the maximum stresses in the tube are the same or lower compared 
to the test specimen, see illustration for bending in Annex E. 

Similarly, a type test on an insulator with a tube assembled by adhesive (glue) joints is valid for 
insulators of the same type with different lengths (shorter or longer) provided that the maximum 
stresses in the adhesive joints are the same or lower compared to the test specimen. 

8.3 Preparation of the test specimen 

One specimen shall be subjected to an internal pressure test, and one to a bending test in 
accordance with 8.4.1 and 8.5.1, respectively (see Figure C.1). Each of the test specimens shall 
be equipped with two strain gauges (for example final elongation greater than or equal to 2 %, 
resistance greater than or equal to 120 Ω, length less than or equal to 12 mm). The housing, if 
present, shall be removed locally to allow installation of the gauges to the outside of the tube. 

Each strain gauge should be measured in a separate bridge circuit and the read-out and 
evaluation of the measuring result should be performed separately for each strain gauge. 

The acceptance criteria of the standard should be applied on each strain gauge separately. 

a) For the internal pressure test 
The position of the strain gauges shall be 

• outside on the tube; 

• one gauge parallel, one gauge perpendicular to the axis of the tube; 

• in the middle of the tube between the end fittings. In the case of a tapered tube, the 
gauges shall be installed at the location where the maximum stress is expected, see 
NOTE 2 for guidance. 

The internal pressure test specimen shall be mounted in an upright position, if possible. The 
ends of the test specimens shall be fitted with suitable end covers and seals. The inner 
pressure medium shall be a gas or a liquid and shall not affect the tube in any way, other 
than mechanically.  

NOTE 1 When not tested in an upright position, the mass of the pressure medium and the insulator itself has an 
influence on the stress applied to the tube. 

NOTE 2 Stress simulation or experimental investigation can be used to determine the area of maximum strain for 
optimum positioning of the strain gauges. However, simple analytical calculation methods can give misleading 
results. 
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b) For the bending test 
The position of the strain gauges shall be 

• outside on the tube; 

• parallel to the axis of the tube; 

• positioned either near the fixed end of the insulator, generally with its centre 30 mm from 
the edge of the end fitting or at the location where the maximum stress is expected, see 
illustration in Annex E and NOTE 3 for guidance; 

• in the plane of the bending force and diametrically opposite from each other. 

NOTE 3 Stress simulation or experimental investigation can be used to determine the area of maximum strain for 
optimum positioning of the strain gauges. However, simple analytical calculation methods can give misleading 
results. 

If possible, the bending test specimen shall be mounted in an upright position. If not, the weight 
of the insulator shall be considered in the calculation of the bending load to apply onto the 
insulator during the bending test. In horizontal position, the bending load shall then be 
decreased by F = m*g*l/L with m total mass of the insulator, l distance to the centre of inertia, 
L total length of the insulator, when pushing downwards or to be increased if pushing upwards. 

One end fitting of the bending test specimen shall be securely fixed. The bending force shall be 
applied at approximately 90° to the axis of the test specimen on the other fitting. The bending 
force shall be applied on or close to this end fitting taking care that the point at which the force 
acts remains fixed.  

The deflection shall be measured during the test by means of suitable devices which do not 
interfere with the applied cantilever bending load. 

8.4 Internal pressure test 

8.4.1 General 

One specimen is subjected to an internal pressure test. This test is performed in two or possibly 
three stages. It is not necessary to perform this test for composite hollow insulators designed 
for unpressurized service conditions. The pressure medium shall be inside the sealed tube 
during all three test stages including the adjustment of the zero reference strain. 

8.4.2 Test procedure  

8.4.2.1 Stage 1: test at 2,0 × maximum service pressure 

The internal pressure shall be increased rapidly but smoothly from zero to 2,0 × MSP at normal 
ambient temperature. When the 2,0 × MSP is reached, the pressure shall be maintained for 
5 min. Then the pressure shall be released smoothly. The residual strain measurement shall be 
taken minimum 5 min after pressure release. 

8.4.2.2 Stage 2: test at 4,0 × maximum service pressure 

After this initial pressure application, a pressure test at 4,0 × MSP shall be applied for at least 
5 min. Then the pressure shall be released smoothly. 

8.4.2.3 Stage 3: test at specified internal pressure level (if SIP > 4,0 × MSP) 

If the equipment manufacturer specifies SIP > 4,0 × MSP, then the Stage 2 procedure shall be 
used and SIP is applied for 5 min. Any findings shall be noted. 
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8.4.3 Acceptance criteria 

8.4.3.1 Stage 1: test at 2,0 × maximum service pressure 

The tube before and after pressure application shall be in the same condition. The residual 
strain shall be within ±5 % of the maximum strain, evaluated on the strain gauge with the higher 
maximum strain value. It shall be inferred that no damage has occurred (see Annex C). 

8.4.3.2 Stage 2: test at 4,0 × maximum service pressure 

After pressure application the residual strain is allowed to be greater than ±5 % of the maximum 
strain (see Annex C) but it shall be determined that no visible damage has occurred. 

8.4.3.3 Stage 3: test at specified internal pressure level 

Visible damage like tube delamination may arise and is allowed, but no final breakdown like 
pull-out of the flange or flange failure is permitted. 

8.5 Bending test 

8.5.1 General 

One specimen is subjected to a bending test which is performed in three, or possibly four, 
stages. The deflection measurement device and strain gauge readings shall be zeroed just 
before testing in stage 1. 

8.5.2 Test procedure 

8.5.2.1 Stage 1: test at maximum mechanical load 

The bending load shall be increased smoothly from zero to MML within 30 s. When the MML is 
reached, it shall be maintained for at least 30 s. During this time the deflection shall be 
measured. The bending load shall be completely released and the residual deflection, taken 
5 min after load release, shall be recorded. 

8.5.2.2 Stage 2: test at 1,5 × maximum mechanical load 

The bending load shall be increased smoothly to 1,5 × MML within 30 s and shall be maintained 
at this value for at least 60 s. During this time the deflection shall be measured. Then the load 
shall be released smoothly and the residual deflection, taken minimum 5 min after load release, 
shall be recorded. 

8.5.2.3 Stage 3: test at 2,5 × maximum mechanical load 

Following completion of Stage 2, a bending load shall be reapplied. It shall be increased 
smoothly from zero to 2,5 × MML within 90 s and shall be maintained at this value for at least 
60 s. Then the load shall be released smoothly.  

After this load application, it shall be determined that no visible damage has occurred (see 
Annex C). Residual strain and deflection measurements, although of interest, are not necessary 
at this stage. 

8.5.2.4 Stage 4: test to failure (optional) 

In order to obtain more information, the load may be increased until failure of the insulator. The 
failing load value and the failure mode shall be recorded. 
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8.5.3 Acceptance criteria 

8.5.3.1 Stage 1: test at maximum mechanical load 

The test is passed if  

– no fracture or pull out of the tube occurred; 
– no visible damage of the end fittings was observed; 
– the measured deflection does not exceed the value defined by the manufacturer; 
– the residual deflection does not exceed the value agreed between the manufacturer and the 

user, when applicable. 

8.5.3.2 Stage 2: test at 1,5 × maximum mechanical load 

The test is passed if  

– no fracture or pull out of the tube occurred; 
– no visible damage of the end fittings was observed; 
– after this load application the residual strain is not allowed to be greater than ±5 % of the 

maximum strain, and it is determined that no visible damage to the tube has occurred (see 
Annex C); 

– the measured deflection does not exceed the value defined by the manufacturer; 
– the residual deflection does not exceed the value agreed between the manufacturer and the 

user, when applicable. 

8.5.3.3 Stage 3: test at 2,5 × maximum mechanical load 

The test is passed if no fracture or pull out of the tube occurred. 

9 Sample tests 

9.1 Selection and number of insulators 

The tests are made on a number of composite hollow insulators taken at random from the lot 
after passing the routine tests mentioned in 10.1. Unless otherwise specified, the number of 
samples shall be in accordance with Table 4. 

Table 4 – Sample sizes 

Number (n) of hollow insulators  
forming the lot 

Number of hollow insulators to be taken for 
sample tests 

12 or less None,  provided that tests have already been made on 
hollow insulators of the same type and the test 
report is approved by the purchaser. 

One,  if an approved test report is not available. 

13 to 100 One 

101 to 200 Two 

201 to 300 Three 

301 to 500 Four 

501 or more The whole number equal to or next greater than 
1,5

4
1000

n
+  

 

The insulator(s) submitted to the tests may be returned to the lot and used in service, if non-
destructive tests are used. 
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9.2 Testing 

The selected insulator shall be subjected to the following sequence of tests: 

– verification of dimensions (9.3); 
– mechanical tests (9.4); 
– galvanizing test when applicable (9.5). 

9.3 Verification of dimensions 

9.3.1 Test procedure 

On all selected insulators, the dimensions of the composite hollow insulator shall comply with 
the values shown on the drawing, within specified tolerances for geometry, form and position.  

Unless otherwise specified, the tolerances given in Annex A shall be used. 

For other dimensions d without tolerances in the drawing, the following tolerances are 
acceptable: 

±(0,04 × d + 1,5) mm when d ≤ 300 mm; 
±(0,025 × d + 6) mm when d > 300 mm with a maximum tolerance of 50 mm.  

The drawing can show the points between which the creepage distance is specified. 

The measurement of creepage distance shall be related to the design dimensions as determined 
from the insulator drawing, even though this dimension may be greater than the value originally 
specified by the purchaser. When the creepage distance is specified as a minimum value, the 
negative tolerance is zero. 

In the case of insulators with a creepage distance exceeding 3 m, it is permissible to measure 
a short section (approximately 1 m in length) of the insulator and then extrapolate. 

9.3.2 Acceptance criteria 

The samples have passed these tests if 

– the dimensions of the insulators conform with the drawing. 

9.4 Mechanical tests 

9.4.1 General 

All the selected insulators shall be subjected to the following test, made in three stages, at 
normal ambient temperature.  

9.4.2 Test procedure 

9.4.2.1 Stage 1: test at 1,5 × maximum mechanical load 

The insulator is subjected to a sequential bending load according to the directions given in 
Figure 2 at normal ambient temperature. The bending load shall be increased rapidly but 
smoothly, from zero to 1,5 × MML. If 1,5 × MML is reached in less than 90 s, the load shall be 
maintained for the remainder of at least 90 s. During this time, the deflection shall be measured. 
The load is then completely released and the residual deflection recorded. 
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9.4.2.2 Stage 2: test at 2,0 × maximum service pressure 

The same insulator is then subjected to an internal pressure. The internal pressure shall be 
increased rapidly but smoothly from ambient atmosphere pressure to 2,0 × MSP. The internal 
pressure shall be maintained for at least 5 min. 

It is not necessary to perform this test on composite hollow insulators designed for 
unpressurized conditions. 

9.4.2.3 Stage 3: Tightness Test 

If applicable, the same insulator is then subjected to a tightness test at maximum service 
pressure (MSP) (See 10.5). 

9.4.3 Acceptance criteria 

The samples have passed these tests if 

– no fracture or pull out of the tube or fracture of the end fittings occur; 
– the deflections do not exceed the predetermined level, as defined by the manufacturer; 
– the length, concentricity and parallelism conform to the drawing, 
– the tightness test is passed, if applicable. 

Any insulator that meets the acceptance criteria may be returned to the lot. 

9.5 Galvanizing test 

This test shall be performed on all galvanized parts in accordance with IEC 62155 when 
galvanized flanges are used. 

9.6 Re-test procedure 

Two re-test procedures are possible according to the type of the test in which the composite 
hollow insulator failed to meet the requirements. Table 5 shows the re-test procedure to be 
applied. 

Table 5 – Choice of re-test procedure 

Requirements not met in: Re-test procedure to be applied 

Verification of dimensions (9.3) A, on the non-conforming dimension(s) 

Mechanical test (9.4) B 

Galvanizing test when applicable (9.5) B 

 

a) Re-test procedure A 
If one or more composite hollow insulators fail to meet the requirements, agreement shall 
be reached between the manufacturer and the purchaser that each composite hollow 
insulator in the lot is to be re-examined for the non-conforming requirement(s). Any units 
which do not meet these requirements shall be rejected. 

b) Re-test procedure B 
If a single hollow insulator fails to pass one of these tests, the test in question shall be 
repeated on a sample twice the size of the first sample. If, during this new test, one or more 
of the results are unsatisfactory, the entire lot shall be rejected. 
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10 Routine tests 

10.1 General 

The routine tests are application dependant and comprise in this recommended order: 

– routine mechanical test (10.3); 
– routine pressure test (10.4); 
– routine tightness test (10.5).  

The visual examination (10.2) can be performed before or after the mechanical tests. 

10.2 Visual examination 

Each insulator shall be examined. The mounting of metallic parts on the insulator assembly 
shall be in accordance with the drawings. The colour of the insulator shall approximately be as 
specified in the drawing. 

The following defects are not permitted: 

– on the housing, superficial defects of an area greater than 25 mm2 (the total defective area 
shall not exceed 0,2 % of the total insulator surface) or depth or height greater than 1 mm; 

– internal tube defects of a depth greater than 1 mm, and of an area greater than 25 mm2 
However, if the tube has an internal liner e.g. polyester–mat, defects of a depth exceeding 
the internal liner thickness are not permitted; 

– crack at the root of the shed; 
– separation or lack of bonding at the housing to metal fitting joint (if applicable); 
– separation or bonding defects at the shed to sheath interface;  
– moulding flashes protruding more than 1 mm above the housing surface. 

10.3 Routine mechanical test  

This test is applicable to composite hollow insulators when they are stressed principally by 
bending or by other mechanical loads in service. It is also applicable to unpressurized 
composite hollow insulators. 

The mechanical test is performed at normal ambient temperature.  

The test method shall reproduce the maximum stress expected from service. 

Failed insulators shall be rejected. 

NOTE Loads, methods of testing and acceptance criteria are subject to agreement between the manufacturer of 
the insulator and the manufacturer of equipment. 

10.4 Routine pressure test 

This test is applicable to composite hollow insulators which are stressed by pressure in service. 

Every hollow insulator shall be subjected at normal atmospheric pressure and normal ambient 
temperature to a routine hydraulic or gas (e.g. air, nitrogen, helium) test pressure corresponding 
to 2,0 × MSP for at least 1 min. 

Failed insulators shall be rejected. 

Especially in case of gas use, strict safety rules and appropriate equipment shall be applied 
(i.e. bunker), or measures to reduce the pressurized volume (e.g. filling parts). 

Full document details: IEC 61462-2023

http://www.avadocuments.com/doc/iec-61462-2023
http://www.avadocuments.com/doc/iec-61462-2023


 – 28 – IEC 61462:2023 © IEC 2023 

10.5 Routine tightness test 

This test is not applicable for composite hollow insulators designed for unpressurized service 
conditions. In addition, the test may be omitted for composite hollow insulators whose design 
and manufacturing process are such to exclude any sealing and tightness action of the 
interface. 

The tightness of the interface between tube and end fitting shall be checked at MSP using gas 
(e.g. air, nitrogen, or helium) pressure. The internal pressure shall be maintained for at least 
5 min. 

Especially in case of gas use, strict safety rules and appropriate equipment shall be applied 
(i.e. bunker), or measures to reduce the pressurized volume (e.g. filling parts). 

NOTE  1 Definition of tightness, methods of testing and acceptance criteria are subject to agreement between the 
manufacturer of the insulator and the manufacturer of equipment. 

NOTE 2 Some regulations can require a specific leakage rate, e.g. 0,1 % per year. Permitted leakage rates of 
alternative insulating gases may vary. 

11 Documentation 

The manufacturer shall maintain records of all serially produced composite hollow insulators in 
accordance with this document for a minimum of 10 years. These records shall contain the 
following information: 

– type reference number; 
– serial number; 
– date of manufacture; 
– routine and sample tests, date and results. 

The manufacturer of equipment shall be provided with extracts of the records upon request. 
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Figure 1 – Thermal-mechanical pre-stressing test – Typical cycles 
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Figure 2 – Thermal-mechanical pre-stressing test – Typical test arrangement 
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