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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
 

––––––––––– 

COMPOSITE STRING INSULATOR UNITS FOR OVERHEAD LINES 
WITH A NOMINAL VOLTAGE GREATER THAN 1 000 V – 

Part 2: Dimensional and electrical characteristics 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

DISCLAIMER 
This Consolidated version is not an official IEC Standard and has been prepared for user 
convenience. Only the current versions of the standard and its amendment(s) are to be 
considered the official documents. 

This Consolidated version of IEC 61466-2 bears the edition number 1.2. It consists of the 
first edition (1998-08) [documents 36B/179/FDIS and 36B/183/RVD], its amendment 1 
(2002-01) [documents 36B/202/FDIS and 36B/204/RVD] and its amendment 2 (2018-05) 
[documents 36/427/FDIS and 36/429/RVD]. The technical content is identical to the base 
edition and its amendments. 
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In this Redline version, a vertical line in the margin shows where the technical content is 
modified by amendments 1 and 2. Additions are in green text, deletions are in 
strikethrough red text. A separate Final version with all changes accepted is available in 
this publication. 

International Standard IEC 61466-2 has been prepared by subcommittee 36B: Insulators for 
overhead lines, of IEC technical committee 36: Insulators. 

Annex A is for information only. 

The committee has decided that the contents of the base publication and its amendments will 
remain unchanged until the stability date indicated on the IEC web site under 
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the 
publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates that it 
contains colours which are considered to be useful for the correct understanding of its 
contents. Users should therefore print this document using a colour printer. 
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INTRODUCTION to Amendment 2 

Amendment 2 implements the introduction of UHV (ultra-high voltage) applications and the 
relevant characteristics of composite insulators.  
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COMPOSITE STRING INSULATOR UNITS FOR OVERHEAD LINES 
WITH A NOMINAL VOLTAGE GREATER THAN 1 000 V – 

Part 2: Dimensional and electrical characteristics 

 

1 Scope 

This part of IEC 61466 is applicable to composite string insulators units with a specified 
mechanical load (SML) of 40 kN and 70 kN to 600 kN for AC overhead distribution lines with a 
nominal voltage greater than 1 000 V and a frequency not greater than 100 Hz. 

It also applies to insulators of similar design used in substations or on electric traction lines for 
railway applications. 

This standard applies to string insulator units of composite type with couplings fittings in 
accordance with IEC 61466-1. 

This standard prescribes specified specifies values for electrical and dimensional 
characteristics of for composite string insulators units for overhead distribution lines with a 
highest minimum lightning impulse withstand voltage (BIL) level of 325 kV up to 3 100 kV and a 
specified mechanical load (SML) of 40 kN and 70 kN to 600 kN. 

NOTE General definitions and methods of testing are given in IEC 61109. 

2 Normative references 

The following normative documents contain provisions which, through reference in this text, 
constitute provisions of this part of IEC 61466. At the time of publication, the editions indicated 
were valid. All normative documents are subjected to revision, and parties to agreements 
based on this part of IEC 61466 are encouraged to investigate the possibility of applying the 
most recent editions of the normative documents indicated below. Members of IEC and ISO 
maintain registers of currently valid International Standards. 

IEC 60071-1:1993, Insulation co-ordination – Part 1: Definitions, principles and rules 

IEC 60071-2:1976, Insulation co-ordination – Part 2: Application guide  

IEC TS 60815-3, Selection and dimensioning of high-voltage insulators intended for use in 
polluted conditions – Part 3: Polymer insulators for a.c. systems 

IEC 61109:1992, Composite insulators for a.c. overhead lines with a nominal voltage greater 
than 1 000 V – Definitions, test methods and acceptance criteria 

IEC 61466-1:1997, Composite string insulator units for overhead lines with a nominal voltage 
greater than 1 000 V – Part 1: Standard strength classes and end fittings 
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3 Mechanical and dimensional characteristics 

Composite string insulator units are standardized by the following mechanical and dimensional 
characteristics: 

– specified mechanical load (SML) 
– type of couplings 

 – which are dealt with in IEC 61466-1 

   

– minimum creepage distance 
– minimum arcing distance 
– maximum diameter of insulating part 

 – for which values are given in table 1 

Table 1 gives a minimum creepage distance for each insulator along with the highest voltage 
for equipment based on a specific creepage distance of 16 mm/kV (phase/phase). This voltage 
is given for information only. Other values of specific creepage distance may be required. 
Further information on composite insulator creepage distances can be found in annex A. 

4 Electrical characteristics 

Composite string insulator units are standardized by the standard lightning impulse withstand 
voltage, for which values are given in table 1. 

The wet power frequency withstand voltage shall be that given in IEC 60071-1, unless 
otherwise stipulated by national regulations or practice. 

NOTE – General definitions, principles, rules and application guidelines for insulation co-ordination are given in 
IEC 60071-1 and IEC 60071-2. 

5 Designation 

Composite insulators are designated in table 1 as follows: 

– by the letters CS followed by a number indicating the specified mechanical load (SML) in 
kilonewtons (kN); 

– the letters X and Z, representing the couplings in accordance with IEC 61466-1; 

– the two numbers separated by a solidus indicate the standard lightning impulse withstand voltage 
and the minimum creepage distance. 

6 Marking 

The insulator shall be marked in accordance with IEC 61466-1. 

7 Tolerances 

The dimensions given in table 1 are the absolute minima or maxima; hence no tolerances are 
applicable. The dimensions and tolerances of insulators supplied in compliance with this 
standard shall be shown on the manufacturer’s drawing. 
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8 Field control and arc protection devices  

For higher system voltages field control devices may be necessary. When such devices are 
fitted on the insulators, the arcing distance in Table 1 shall be determined considering their 
presence. If separate arc protection devices are used, the required additional striking distance 
can be extrapolated. 

Table 1 – Designation and characteristics of composite insulators 

Designation 1) Possible 
specified 

mechanical 
loads  
(SML) 

Standard 
lightning 
impulse 

withstand 
voltage 2) 

Minimum 
creepage 
distance  

Minimum 
arcing 

distance 

Maximum 
diameter of 
insulating 

part 

Highest voltage 
for equipment 

based on 
16 mm/kV 
specific 

creepage 
distance 3) 

 kN kV mm mm mm kV 

CMS(SML)XZ- 60/195 40/70 60 195 100 200 12 

CMS(SML)XZ- 75/195 40/70 75 195 125 200 12 

CMS(SML)XZ- 75/280 40/70 75 280 125 200 17,5 

CMS(SML)XZ- 95/195 40/70 95 195 160 200 12 

CMS(SML)XZ- 95/280 40/70 95 280 160 200 17,5 

CMS(SML)XZ- 95/385 40/70 95 385 160 200 24 

CMS(SML)XZ- 125/385 40/70 125 385 210 200 24 

CMS(SML)XZ- 145/385 40/70 145 385 240 200 24 

CMS(SML)XZ- 145/580 40/70 145 580 240 200 36 

CMS(SML)XZ- 170/580 70 170 580 285 200 36 

CMS(SML)XZ- 250/835 70 250 835 440 200 52 

CMS(SML)XZ- 325/1160 70 325 1160 580 200 72,5 

NOTE 1 – SML is the chosen specified mechanical failing load. XZ is the coupling code in accordance with IEC 61466-
1. 

NOTE 2 – The withstand voltages and insulating distances are given for insulators alone and do not take into 
account arcing or corona control devices which may be mounted on the insulators. 

NOTE 3 – This column is given for information only. For supplementary information on creepage distance, see 
annex A. 

 

Designationa 

Specified mechanical 
loads (SML) 

(typical values in 
white area) 

Standard 
lightning 
impulse 

withstand 
voltageb 

Minimum 
creepage 
distanced 

Minimum dry 
arcing 

distancec 

Highest voltage for 
equipment based on 
27,8 mm/kV unified 
specific creepage 

distanced 

 kN kV mm mm kV 

CS(SML)(XZ)- 
60-195 40 70 100 120 160 210 60 195 100 12 

CS(SML)(XZ)- 
75-195 40 70 100 120 160 210 75 195 125 12 

CS(SML)(XZ)- 
75-280 40 70 100 120 160 210 75 280 125 17,5 

CS(SML)(XZ)- 
95-195 40 70 100 120 160 210 95 195 160 12 

CS(SML)(XZ)- 
95-280 40 70 100 120 160 210 95 280 160 17,5 
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Designationa 

Specified mechanical 
loads (SML) 

(typical values in 
white area) 

Standard 
lightning 
impulse 

withstand 
voltageb 

Minimum 
creepage 
distanced 

Minimum dry 
arcing 

distancec 

Highest voltage for 
equipment based on 
27,8 mm/kV unified 
specific creepage 

distanced 

 kN kV mm mm kV 

CS(SML)(XZ)- 
95-385 40 70 100 120 160 210 95 385 160 24 

CS(SML)(XZ)- 
125-385 40 70 100 120 160 210 125 385 210 24 

CS(SML)(XZ)- 
145-385 40 70 100 120 160 210 145 385 240 24 

CS(SML)(XZ)- 
145-580 40 70 100 120 160 210 145 580 240 36 

CS(SML)(XZ)- 
170-580 40 70 100 120 160 210 170 580 285 36 

CS(SML)(XZ)- 
250-835 40 70 100 120 160 210 250 835 435 52 

CS(SML)(XZ)- 
325-1160 40 70 100 120 160 210 325 1 160 570 72,5 

CS(SML)(XZ)-
450-1970 40 70 100 120 160 210 450 1 970 815 123 

CS(SML)(XZ)-
450-2320 40 70 100 120 160 210 450 2 320 815 145 

CS(SML)(XZ)-
550-1970 40 70 100 120 160 210 550 1 970 1 005 123 

CS(SML)(XZ)-
550-2320 40 70 100 120 160 210 550 2 320 1 005 145 

CS(SML)(XZ)-
550-2720 40 70 100 120 160 210 550 2 720 1 005 170 

CS(SML)(XZ)-
650-2320 40 70 100 120 160 210 650 2 320 1 195 145 

CS(SML)(XZ)-
650-2720 40 70 100 120 160 210 650 2 720 1 195 170 

CS(SML)(XZ)-
650-3920 40 70 100 120 160 210 650 3 920 1 195 245 

CS(SML)(XZ)-
750-2720 40 70 100 120 160 210 750 2 720 1 395 170 

CS(SML)(XZ)-
750-3920 70 100 120 160 210 300 750 3 920 1 395 245 

CS(SML)(XZ)-
850-3920 70 100 120 160 210 300 850 3 920 1 585 245 

CS(SML)(XZ)-
950-3920 70 100 120 160 210 300 950 3 920 1 775 245 

CS(SML)(XZ)-
1050-3920 70 100 120 160 210 300 1050 3 920 1 970 245 

CS(SML)(XZ)-
1050-4800   160 210 300 400 1050 4 800 2 100 300 

CS(SML)(XZ)-
1175-5795   160 210 300 400 1175 5 795 2 400 362 

CS(SML)(XZ)-
1425-6720 

16
0 210 300 400 550 600 1425 6 720 2 800 420 

CS(SML)(XZ)-
1550-8800 

16
0 210 300 400 550 600 1550 8 800 3 800 e 550 

CS(SML)(XZ)-
1800-8800 

16
0 210 300 400 550 600 1800 8 800 4 000 e 550 
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Designationa 

Specified mechanical 
loads (SML) 

(typical values in 
white area) 

Standard 
lightning 
impulse 

withstand 
voltageb 

Minimum 
creepage 
distanced 

Minimum dry 
arcing 

distancec 

Highest voltage for 
equipment based on 
27,8 mm/kV unified 
specific creepage 

distanced 

 kN kV mm mm kV 

CS(SML)(XZ)-
2100-12800 

16
0 210 300 400 550 600 2100 12 800 5 500 e 800 

CS(SML)(XZ)-
2550-17600 

16
0 210 300 400 550 600 2550 17 600 6 500 e 1 100 

CS(SML)(XZ)-
2700-19200 

16
0 210 300 400 550 600 2700 19 200 8 000 e 1 200 

CS(SML)(XZ)-
2900-19200 

16
0 210 300 400 550 600 2900 19 200 8 000 e 1 200 

CS(SML)(XZ)-
3100-19200 

16
0 210 300 400 550 600 3100 19 200 8 500 e 1 200 

a The letters CS followed by a number indicating the specified mechanical load (SML) in kN (XZ) are the coupling code 
letters in accordance with IEC 61466-1, followed by the lightning impulse withstand voltage (BIL) in kV and the creepage 
distance in mm, for examples, CS(160)(CC)-550-2480. 

b When using arc protection devices, greater values of lightning impulse withstand voltage for the insulator may be specified 
by the customer, for voltage levels of Um > 245 kV the switching withstand voltage becomes the dominating design 
criterion. 

c The minimum arcing distance is specified considering conductor-structure gap characteristics, rather than a maximum 
section length (distance between couplings), because the diversity of end fitting types and materials makes it impractical, at 
the time of publication of this document, to standardize the section length. 

d This column is given for information only and the values refer to “light” polluted environment. For supplementary information 
on creepage distance see IEC 60815-3 and Annex A. 

e These figures are indicative for normal altitude (< 1 000 m) and not considering switching impulse strength. Thus these 
values can be higher or lower if proven by the applicable withstand tests of the specific string or set configuration 
considering grading and power arc protection devices, especially for different switching withstand voltage ratings. 
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Annex A 
(informative) 

 
Information on creepage distance 

 

Table 1 gives values of the highest voltage for equipment Um based on a unified specific 
creepage distance of 16 27,8 mm/kV (phase/phase line to earth). Experience to date indicates 
that this unified specific creepage distance is satisfactory for areas where pollution 
performance is not considered to be a critical factor. The user will need to consider any change 
of creepage distance (increase or even decrease) necessary to ensure adequate performance 
for the environmental conditions (e.g. pollution level, exposure time, wetting conditions, etc.) 
encountered in each area of application. Creepage distance for composite insulators shall be 
designed in accordance with IEC TS 60815-3. 

At the time of preparation of this standard, insufficient information was available to give 
guidance on the specific creepage distances and different housing materials appropriate to 
composite insulators for the various environmental conditions to ensure a satisfactory 
performance. This work is currently being undertaken at CIGRE 1) with the objective of 
including their recommendations in a future revision of IEC 60815 2). 

The guidance currently available in IEC 60815, both for specific creepage distance and for 
shape parameters, is directed specifically to the application of glass and ceramic insulators 
and cannot be used to directly define design criteria for composite insulators. 

 

–––––––––––– 

––––––––––– 
1) Conférence internationale des grands réseaux électriques à haute tension. 
2)
 IEC 60815:1986, Guide for the selection of insulators in respect of polluted conditions 
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