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Tableau 1 – Facteur d’objet à potentiel flottant kf 

Remplacer le tableau existant par ce qui suit: 

Tableau 1 – Facteur d'objet à potentiel flottant kf 

Intervalles entre phase et terre Intervalles entre phases 

Lf * 

m 
Lf * 

m 
 

β ** 

Au-
delà 

Jusqu’à Au-
delà 

Jusqu’à 

kf β ** 

Au-
delà 

Jusqu’à Au-
delà 

Jusqu’à 

kf 

--- 0,9 3,9 --- 1 --- 0,9 5,7 --- 1 
0,1 

0,9 3,9 --- 0,95 0,9 2,1 3,8 5,7 0,95 

--- 0,5 4,7 --- 1 

0,05 

2,1 3,8 --- 0,9 

0,5 1 3,3 4,7 0,95 --- 0,6 6 --- 1 

1 1,2 2,7 3,3 0,9 0,6 1,6 4,6 6 0,95 
0,15 

1,2 2,7 --- 0,85 1,6 2,2 3,6 4,6 0,9 

--- 0,4 4,9 --- 1 

0,1 

2,2 3,6 --- 0,85 

0,4 0,9 3,7 4,9 0,95 --- 0,4 6,3 --- 1 

0,9 1 3,1 3,7 0,9 0,4 1,4 5,1 6,3 0,95 

1 1,2 2,6 3,1 0,85 1,4 1,8 4,4 5,1 0,9 

0,2 

1,2 2,6 --- 0,8 1,8 2,3 3,5 4,4 0,85 

--- 0,3 5,1 --- 1 

0,2 

2,3 3,5 --- 0,8 

0,3 0,8 3,8 5,1 0,95 

0,8 0,9 3,2 3,8 0,9 

0,9 1,1 2,8 3,2 0,85 

1,1 1,3 2,4 2,8 0,8 

0,25 

1,3 2,4 --- 0,75 

* Lf = Longueur initiale de l’intervalle d’air. 

** β = Rapport de la longueur totale de l’objet ou des 
objets flottant(s) par rapport à la longueur de l’intervalle 
d’air d’origine. 

NOTE   Les valeurs de β  excédant les valeurs du 
tableau ne sont pas réalistes. 
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F.3.1.2   L’influence des électrodes flottantes dépend de la longueur des objets flottants 

Après le deuxième alinéa, ajouter la note suivante: 

NOTE  La longueur de l’objet flottant F est toujours ajoutée lors du calcul de la distance électrique DU (voir 
l’équation (8) de 4.3). 
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Table 1 – Floating object factor kf 

Replace the existing table by the following: 

Table 1 – Floating object factor kf 

Phase to earth gaps Phase to phase gaps 

Lf * 

m 
Lf * 

m 
 

β ** 

Over Up to Over Up to 

kf β ** 

Over Up to Over Up to 

kf 

--- 0,9 3,9 --- 1 --- 0,9 5,7 --- 1 
0,1 

0,9 3,9 --- 0,95 0,9 2,1 3,8 5,7 0,95 

--- 0,5 4,7 --- 1 

0,05 

2,1 3,8 --- 0,9 

0,5 1 3,3 4,7 0,95 --- 0,6 6 --- 1 

1 1,2 2,7 3,3 0,9 0,6 1,6 4,6 6 0,95 
0,15 

1,2 2,7 --- 0,85 1,6 2,2 3,6 4,6 0,9 

--- 0,4 4,9 --- 1 

0,1 

2,2 3,6 --- 0,85 

0,4 0,9 3,7 4,9 0,95 --- 0,4 6,3 --- 1 

0,9 1 3,1 3,7 0,9 0,4 1,4 5,1 6,3 0,95 

1 1,2 2,6 3,1 0,85 1,4 1,8 4,4 5,1 0,9 

0,2 

1,2 2,6 --- 0,8 1,8 2,3 3,5 4,4 0,85 

--- 0,3 5,1 --- 1 

0,2 

2,3 3,5 --- 0,8 

0,3 0,8 3,8 5,1 0,95 

0,8 0,9 3,2 3,8 0,9 

0,9 1,1 2,8 3,2 0,85 

1,1 1,3 2,4 2,8 0,8 

0,25 

1,3 2,4 --- 0,75 

* Lf = Original air gap length. 

** β = Ratio of the total length of the floating object(s) to 
the original air gap length. 

NOTE   β values over the ones tabulated are not 
practical. 
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F.3.1.2  The influence of floating electrodes depends on the length of the floating 
objects 

Add the following note after the second paragraph: 

NOTE  The length of the floating object F is always added when calculating the electrical distance DU (see 
Equation (8) of 4.3). 
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