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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
FUNCTIONAL SAFETY OF ELECTRICAL/ELECTRONIC/ 

PROGRAMMABLE ELECTRONIC SAFETY-RELATED SYSTEMS –  
 

Part 5: Examples of methods for the determination  
of safety integrity levels 

 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61508-5 has been prepared by subcommittee 65A: System 
aspects, of IEC technical committee 65: Industrial-process measurement, control and 
automation.  

This second edition cancels and replaces the first edition published in 1998. This edition 
constitutes a technical revision. 

This edition has been subject to a thorough review and incorporates many comments received 
at the various revision stages.  
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The text of this standard is based on the following documents: 

FDIS Report on voting 

65A/552/FDIS 65A/576/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2 

A list of all parts of the IEC 61508 series, published under the general title Functional safety 
of electrical / electronic / programmable electronic safety-related systems, can be found on 
the IEC website.  

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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INTRODUCTION 

Systems comprised of electrical and/or electronic elements have been used for many years to 
perform safety functions in most application sectors. Computer-based systems (generically 
referred to as programmable electronic systems) are being used in all application sectors to 
perform non-safety functions and, increasingly, to perform safety functions. If computer 
system technology is to be effectively and safely exploited, it is essential that those 
responsible for making decisions have sufficient guidance on the safety aspects on which to 
make these decisions. 

This International Standard sets out a generic approach for all safety lifecycle activities for 
systems comprised of electrical and/or electronic and/or programmable electronic (E/E/PE) 
elements that are used to perform safety functions. This unified approach has been adopted 
in order that a rational and consistent technical policy be developed for all electrically-based 
safety-related systems. A major objective is to facilitate the development of product and 
application sector international standards based on the IEC 61508 series.  

NOTE 1 Examples of product and application sector international standards based on the IEC 61508 series are 
given in the Bibliography (see references [1], [2] and [3]). 

In most situations, safety is achieved by a number of systems which rely on many 
technologies (for example mechanical, hydraulic, pneumatic, electrical, electronic, programmable 
electronic). Any safety strategy must therefore consider not only all the elements within an 
individual system (for example sensors, controlling devices and actuators) but also all the 
safety-related systems making up the total combination of safety-related systems. Therefore, 
while this International Standard is concerned with E/E/PE safety-related systems, it may also 
provide a framework within which safety-related systems based on other technologies may be 
considered. 

It is recognized that there is a great variety of applications using E/E/PE safety-related 
systems in a variety of application sectors and covering a wide range of complexity, hazard 
and risk potentials. In any particular application, the required safety measures will be 
dependent on many factors specific to the application. This International Standard, by being 
generic, will enable such measures to be formulated in future product and application sector 
international standards and in revisions of those that already exist. 

This International Standard 

– considers all relevant overall, E/E/PE system and software safety lifecycle phases (for 
example, from initial concept, though design, implementation, operation and maintenance 
to decommissioning) when E/E/PE systems are used to perform safety functions; 

– has been conceived with a rapidly developing technology in mind; the framework is 
sufficiently robust and comprehensive to cater for future developments; 

– enables product and application sector international standards, dealing with E/E/PE 
safety-related systems, to be developed; the development of product and application 
sector international standards, within the framework of this standard, should lead to a high 
level of consistency (for example, of underlying principles, terminology etc.) both within 
application sectors and across application sectors; this will have both safety and economic 
benefits; 

– provides a method for the development of the safety requirements specification necessary 
to achieve the required functional safety for E/E/PE safety-related systems; 

– adopts a risk-based approach by which the safety integrity requirements can be 
determined; 

– introduces safety integrity levels for specifying the target level of safety integrity for the 
safety functions to be implemented by the E/E/PE safety-related systems; 

NOTE 2 The standard does not specify the safety integrity level requirements for any safety function, nor does it 
mandate how the safety integrity level is determined. Instead it provides a risk-based conceptual framework and 
example techniques. 
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– sets target failure measures for safety functions carried out by E/E/PE safety-related 
systems, which are linked to the safety integrity levels; 

– sets a lower limit on the target failure measures for a safety function carried out by a 
single E/E/PE safety-related system. For E/E/PE safety-related systems operating in 
– a low demand mode of operation, the lower limit is set at an average probability of a 

dangerous failure on demand of 10–5; 
– a high demand or a continuous mode of operation, the lower limit is set at an average 

frequency of a dangerous failure of 10–9 [h-1]; 

NOTE 3 A single E/E/PE safety-related system does not necessarily mean a single-channel architecture. 

NOTE 4 It may be possible to achieve designs of safety-related systems with lower values for the target safety 
integrity for non-complex systems, but these limits are considered to represent what can be achieved for relatively 
complex systems (for example programmable electronic safety-related systems) at the present time. 

– sets requirements for the avoidance and control of systematic faults, which are based on 
experience and judgement from practical experience gained in industry. Even though the 
probability of occurrence of systematic failures cannot in general be quantified the 
standard does, however, allow a claim to be made, for a specified safety function, that the 
target failure measure associated with the safety function can be considered to be 
achieved if all the requirements in the standard have been met;  

– introduces systematic capability which applies to an element with respect to its confidence 
that the systematic safety integrity meets the requirements of the specified safety integrity 
level; 

– adopts a broad range of principles, techniques and measures to achieve functional safety 
for E/E/PE safety-related systems, but does not explicitly use the concept of fail safe 
However, the concepts of “fail safe” and “inherently safe” principles may be applicable and 
adoption of such concepts is acceptable providing the requirements of the relevant 
clauses in the standard are met. 
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FUNCTIONAL SAFETY OF ELECTRICAL/ELECTRONIC/ 
PROGRAMMABLE ELECTRONIC SAFETY-RELATED SYSTEMS –  

 
Part 5: Examples of methods for the determination  

of safety integrity levels 
 
 
 

1 Scope 

1.1 This part of IEC 61508 provides information on 

– the underlying concepts of risk and the relationship of risk to safety integrity (see Annex 
A); 

– a number of methods that will enable the safety integrity levels for the E/E/PE safety-
related systems to be determined (see Annexes  C, D, E, F and G). 

The method selected will depend upon the application sector and the specific circumstances 
under consideration. Annexes C, D, E, F and G illustrate quantitative and qualitative 
approaches and have been simplified in order to illustrate the underlying principles. These 
annexes have been included to illustrate the general principles of a number of methods but do 
not provide a definitive account. Those intending to apply the methods indicated in these 
annexes should consult the source material referenced. 

NOTE For more information on the approaches illustrated in Annexes B, and E, see references [5] and [8] in the 
Bibliography. See also reference [6] in the Bibliography for a description of an additional approach. 

1.2 IEC 61508-1, IEC 61508-2, IEC 61508-3 and IEC 61508-4 are basic safety publications, 
although this status does not apply in the context of low complexity E/E/PE safety-related 
systems (see 3.4.3 of IEC 61508-4). As basic safety publications, they are intended for use by 
technical committees in the preparation of standards in accordance with the principles 
contained in IEC Guide 104 and ISO/IEC Guide 51. IEC 61508-1, IEC 61508-2, IEC 61508-3 
and IEC 61508-4 are also intended for use as stand-alone publications. The horizontal safety 
function of this international standard does not apply to medical equipment in compliance with 
the IEC 60601 series. 

1.3 One of the responsibilities of a technical committee is, wherever applicable, to make use 
of basic safety publications in the preparation of its publications. In this context, the 
requirements, test methods or test conditions of this basic safety publication will not apply 
unless specifically referred to or included in the publications prepared by those technical 
committees. 

1.4 Figure 1 shows the overall framework of the IEC 61508 series and indicates the role that 
IEC 61508-5 plays in the achievement of functional safety for E/E/PE safety-related systems. 
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Figure 1 – Overall framework of the IEC 61508 series 
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2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 61508-1:2010, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 1: General requirements 

IEC 61508-4:2010, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 4: Definitions and abbreviations 

3 Definitions and abbreviations 

For the purposes of this document, the definitions and abbreviations given in IEC 61508-4 
apply. 
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Annex A  
(informative) 

 
Risk and safety integrity – 

General concepts 
 

A.1 General 

This annex provides information on the underlying concepts of risk and the relationship of risk 
to safety integrity. 

A.2 Necessary risk reduction 

The necessary risk reduction (see 3.5.18 of IEC 61508-4) is the reduction in risk that has to 
be achieved to meet the tolerable risk for a specific situation (which may be stated either 
qualitatively1 or quantitatively2). The concept of necessary risk reduction is of fundamental 
importance in the development of the safety requirements specification for the E/E/PE safety-
related systems (in particular, the safety integrity requirements part of the safety requirements 
specification). The purpose of determining the tolerable risk for a specific hazardous event is 
to state what is deemed reasonable with respect to both the frequency (or probability) of the 
hazardous event and its specific consequences. Safety-related systems are designed to 
reduce the frequency (or probability) of the hazardous event and/or the consequences of the 
hazardous event. 

The tolerable risk will depend on many factors (for example, severity of injury, the number of 
people exposed to danger, the frequency at which a person or people are exposed to danger 
and the duration of the exposure). Important factors will be the perception and views of those 
exposed to the hazardous event. In arriving at what constitutes a tolerable risk for a specific 
application, a number of inputs are considered. These include: 

– legal requirements, both general and those directly relevant to the specific application; 
– guidelines from the appropriate safety regulatory authority; 
– discussions and agreements with the different parties involved in the application; 
– industry standards and guidelines; 
– international discussions and agreements; the role of national and international standards 

is becoming increasingly important in arriving at tolerable risk criteria for specific 
applications; 

– the best independent industrial, expert and scientific advice from advisory bodies. 

In determining the safety integrity requirements of the E/E/PE safety-related system(s) and 
other risk reduction measures, in order to meet the tolerable frequency of a hazardous event, 
account needs to be taken of the characteristics of the risk that are relevant to the application. 
The tolerable frequency will depend on the legal requirements in the country of application 
and on the criteria specified by the user organisation. Issues that may need to be considered 
together with how they can be applied to E/E/PE safety-related systems are discussed below. 

————————— 
1  In achieving the tolerable risk, the necessary risk reduction will need to be established. Annexes E and G of  

this document outline qualitative methods, although in the examples quoted the necessary risk reduction is 
incorporated implicitly by specification of the SIL requirement rather than stated explicitly by a numeric value of 
risk reduction required. 

2  For example, that the hazardous event, leading to a specific consequence, shall not occur with a frequency 
greater than one in 108 h. 
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A.2.1 Individual risk 

Different targets are usually defined for employees and members of the public. The target for 
individual risk for employees is applied to the most exposed individual and may be expressed 
as the total risk per year arising from all work activities. The target is applied to a hypothetical 
person and therefore needs to take into account the percentage of time that the individual 
spends at work. The target applies to all risks to the exposed person and the tolerable risk for 
an individual safety function will need to take account of other risks. 

Assurance that the total risk is reduced below a specified target can be done in a number of 
ways. One method is to consider and sum all risks to the most exposed individual. This may 
be difficult in cases where a person is exposed to many risks and early decisions are needed 
for system development. An alternative approach is to allocate a percentage of the overall 
individual risk target to each safety function under consideration. The percentage allocated 
can usually be decided from previous experience of the type of facility under consideration. 

The target applied to an individual safety function should also take into account the 
conservatism of the method of risk analysis used. All qualitative methods such as risk graphs 
involve some evaluation of the critical parameters that contribute to risk. The factors that give 
rise to risk are the consequence of the hazardous event and its frequency. In determining 
these factors a number of risk parameters may need to be taken into account such as a 
vulnerability to the hazardous event, number of people who may be affected by the hazardous 
event, the probability that a person is present when the hazardous event occurs (i.e. 
occupancy) and probability of avoiding the hazardous event. 

Qualitative methods generally involve deciding if a parameter lies within a certain range. The 
descriptions of the criteria when using such methods will need to be such that there can be a 
high level of confidence that the target for risks is not exceeded. This can involve setting 
range boundaries for all parameters so applications with all parameters at the boundary 
condition will meet the specified risk criteria for safety. This approach to setting the range 
boundaries is very conservative because there will be very few applications where all 
parameters will be at the worst case of the range. If members of the public are to be exposed 
to risk from failure of a E/E/PE safety-related system then a lower target will normally apply. 

A.2.2 Societal risk 

This arises where multiple fatalities are likely to arise from single events. Such events are 
called societal because they are likely to provoke a socio-political response. There can be 
significant public and organisational aversion to high consequence events and this will need 
to be taken into consideration in some cases. The criterion for societal risk is often expressed 
as a maximum accumulated frequency for fatal injuries to a specified number of persons. The 
criterion is normally specified in the form of one or more lines on an F/N plot where F is the 
cumulative frequency of hazards and N the number of fatalities arising from the hazards. The 
relationship is normally a straight line when plotted on logarithmic scales. The slope of the 
line will depend on the extent to which the organisation is risk averse to higher levels of 
consequence. The requirement will be to ensure the accumulated frequency for a specified 
number of fatalities is lower than the accumulated frequency expressed in the F/N plot. (see 
reference [7] in the Bibliography) 

A.2.3 Continuous improvement 

The principles of reducing risk to as low as reasonably practicable are discussed in Annex C. 

A.2.4 Risk profile 

In deciding risk criteria to be applied for a specific hazard, the risk profile over the life of the 
asset may need to be considered. Residual risk will vary from low just after a proof test or a 
repair has been performed to a maximum just prior to proof testing. This may need to be 
taken into consideration by organisations that specify the risk criteria to be applied. If proof 
test intervals are significant, then it may be appropriate to specify the maximum hazard 
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probability that can be accepted just prior to proof testing or that the PFD(t) or PFH(t) is lower 
than the upper SIL boundary more than a specified percentage of the time (e.g. 90 %). 

A.3 Role of E/E/PE safety-related systems 

E/E/PE safety-related systems contribute towards providing the necessary risk reduction in 
order to meet the tolerable risk. 

A safety-related system both 

– implements the required safety functions necessary to achieve a safe state for the 
equipment under control or to maintain a safe state for the equipment under control; and 

– is intended to achieve, on its own or with other E/E/PE safety-related systems or other risk 
reduction measures, the necessary safety integrity for the required safety functions (3.5.1 
of IEC 61508-4). 

NOTE 1 The first part of the definition specifies that the safety-related system must perform the safety functions 
which would be specified in the safety functions requirements specification. For example, the safety functions 
requirements specification may state that when the temperature reaches x, valve y shall open to allow water to 
enter the vessel. 

NOTE 2 The second part of the definition specifies that the safety functions must be performed by the safety-
related systems with the degree of confidence appropriate to the application, in order that the tolerable risk will be 
achieved. 

A person could be an integral part of an E/E/PE safety-related system. For example, a person 
could receive information, on the state of the EUC, from a display screen and perform a safety 
action based on this information. 

E/E/PE safety-related systems can operate in a low demand mode of operation or high 
demand or continuous mode of operation (see 3.5.16 of IEC 61508-4). 

A.4 Safety integrity 

Safety integrity is defined as the probability of a safety-related system satisfactorily 
performing the required safety functions under all the stated conditions within a stated period 
of time (3.5.4 of IEC 61508-4). Safety integrity relates to the performance of the safety-related 
systems in carrying out the safety functions (the safety functions to be performed will be 
specified in the safety functions requirements specification). 

Safety integrity is considered to be composed of the following two elements. 

– Hardware safety integrity; that part of safety integrity relating to random hardware failures 
in a dangerous mode of failure (see 3.5.7 of IEC 61508-4). The achievement of the 
specified level of safety-related hardware safety integrity can be estimated to a reasonable 
level of accuracy, and the requirements can therefore be apportioned between 
subsystems using the normal rules for the combination of probabilities. It may be 
necessary to use redundant architectures to achieve adequate hardware safety integrity. 

– Systematic safety integrity; that part of safety integrity relating to systematic failures in a 
dangerous mode of failure (see 3.5.6 of IEC 61508-4). Although the mean failure rate due 
to systematic failures may be capable of estimation, the failure data obtained from design 
faults and common cause failures means that the distribution of failures can be hard to 
predict. This has the effect of increasing the uncertainty in the failure probability 
calculations for a specific situation (for example the probability of failure of a safety-
related protection system). Therefore a judgement has to be made on the selection of the 
best techniques to minimise this uncertainty. Note that it is not the case that measures to 
reduce the probability of random hardware failure will have a corresponding effect on the 
probability of systematic failure. Techniques such as redundant channels of identical 
hardware, which are very effective at controlling random hardware failures, are of little use 
in reducing systematic failures such as software errors. 
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A.5 Modes of operation and SIL determination 

The mode of operation relates to the way in which a safety function is intended to be used 
with respect to the frequency of demands made upon it which may be either: 

– low demand mode: where frequency of demands for operation made on the safety 
function is no greater than one per year; or 

– high demand mode: where frequency of demands for operation made on the safety 
function is greater than one per year; or 

– continuous mode: where demand for operation of the safety function is continuous. 

Tables 2 and 3 of IEC 61508-1 detail the target failure measures associated with the four 
safety integrity levels for each of the modes of operation. The modes of operation are 
explained further in the following paragraphs. 

A.5.1 Safety integrity and risk reduction for low demand mode applications 

The required safety integrity of the E/E/PE safety-related systems and other risk reduction 
measures shall be of such a level so as to ensure that: 

– the average probability of failure on demand of the safety-related systems is sufficiently 
low to prevent the hazardous event frequency exceeding that required to meet the 
tolerable risk; and/or 

– the safety-related systems modify the consequences of failure to the extent required to 
meet the tolerable risk. 

Figure A.1 illustrates the general concepts of risk reduction. The general model assumes that: 

– there is an EUC and a control system; 
– there are associated human factor issues; 
– the safety protective features comprise: 

– E/E/PE safety-related systems; 
– other risk reduction measures. 

NOTE Figure A.1 is a generalised risk model to illustrate the general principles. The risk model for a specific 
application will need to be developed taking into account the specific manner in which the necessary risk reduction 
is actually being achieved by the E/E/PE safety-related systems and/or other risk reduction measures. The 
resulting risk model may therefore differ from that shown in Figure A.1. 

The various risks indicated in Figure A.1 and A.2 are as follows: 

– EUC risk: the risk existing for the specified hazardous events for the EUC, the EUC 
control system and associated human factor issues: no designated safety protective 
features are considered in the determination of this risk (see 3.1.9 of IEC 61508-4); 

– tolerable risk; the risk which is accepted in a given context based on the current values of 
society (see 3.1.7 of IEC 61508-4); 

– residual risk: in the context of this standard, the residual risk is that remaining for the 
specified hazardous events for the EUC, the EUC control system, human factor issues but 
with the addition of, E/E/PE safety-related systems and other risk reduction measures (see 
also 3.1.7 of IEC 61508-4). 

The EUC risk is a function of the risk associated with the EUC itself but taking into account 
the risk reduction brought about by the EUC control system. To prevent unreasonable claims 
for the safety integrity of the EUC control system, this standard places constraints on the 
claims that can be made (see 7.5.2.5 of IEC 61508-1). 

The necessary risk reduction is achieved by a combination of all the safety protective 
features. The necessary risk reduction to achieve the specified tolerable risk, from a starting 
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point of the EUC risk, is shown in Figure A.1 (relevant for a safety function operating in low 
demand mode of operation). 

 

 

Figure A.1 – Risk reduction – general concepts (low demand mode of operation) 

 

 

Figure A.2 – Risk and safety integrity concept 

A.5.2 Safety integrity for high demand mode applications 

The required safety integrity of the E/E/PE safety-related systems and other risk reduction 
measures shall be of such a level to ensure that: 

– the average probability of failure on demand of the safety-related systems is sufficiently 
low to prevent the hazardous event frequency exceeding that required to meet the 
tolerable risk; and/or 

– the average probability of failure per hour of the safety-related system is sufficiently low to 
prevent the hazardous event frequency exceeding that required to meet the tolerable risk. 

Figure A.3 illustrates the general concepts of high demand applications. The general model 
assumes that: 

– there is a EUC and a control system; 
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– there are associated human factor issues; 
– the safety protective features comprise: 

– E/E/PE safety-related system operating in high demand mode; 
– other risk reduction measures. 

Various demands on the E/E/PE safety related systems can occur as follows: 

– general demands from the EUC; 
– demands arising from failures in the EUC control system; 
– demands arising from human failures. 

If the total demand rate arising from all the demands on the system exceeds 1 per year then 
the critical factor is the dangerous failure rate of the E/E/PE safety-related system. Residual 
hazard frequency can never exceed the dangerous failure rate of the E/E/PE safety-related 
system. It can be lower if other risk reduction measures reduce the probability of harm. 

 

 

Figure A.3 – Risk diagram for high demand applications 

A.5.3 Safety integrity for continuous mode applications 

The required safety integrity of the E/E/PE safety-related systems and any other risk 
reduction measures shall be of such a level to ensure that the average probability of a 
dangerous failure per hour of the safety-related system is sufficiently low to prevent the 
hazardous event frequency exceeding that required to meet the tolerable risk. 
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With an E/E/PE safety-related system operating in continuous mode, other risk reduction 
measures can reduce the residual hazard frequency according to the risk reduction provided 
The model is shown in Figure A.4. 

 

Figure A.4 – Risk diagram for continuous mode operation 

A.5.4 Common cause and dependency failures 

During the determination of the safety integrity levels it is important to take account of 
common cause and dependency failures. The models shown above in Figures A.1, A.2, A.3 
and A.4 are drawn on the basis that each safety system relevant to the same hazard is fully 
independent. There are many applications where this is not the case. Examples include the 
following: 

1) Where a dangerous failure of an element within the EUC control system can cause a 
demand on a safety-related system and the safety-related system uses an element subject 
to failure from the same cause. An example of this could be where the control and 
protection system sensors are separate but common cause could lead to failure of both 
(see Figure A.5). 

2) Where more than one safety-related system is used and some of the same type of 
equipment is used within each safety-related system and each is subject to failure from 
the same common cause. An example would be where the same type of sensor is used in 
two separate protection systems both providing risk reduction for the same hazard (see 
Figure A.6). 

3) Where more than one protection system is used, the protection systems are diverse but 
proof testing is carried out on all the systems on a synchronous basis. In such cases the 
actual PFDavg achieved by the combination of multiple systems will be significantly higher 
than the PFDavg suggested by the multiplication of the PFDavg of the individual systems. 

4) Where the same individual element is used as part of the control system and the safety-
related system.  

5) Where more than one protection system is used and where the same individual element is 
used as part of more than one system. 

In such cases the effect of common cause/dependency will need to be considered. 
Consideration should be given as to whether the final arrangement is capable of meeting the 
necessary systematic capability and the necessary probability of dangerous random hardware 
failure rates relating to the overall risk reduction required. The effect of common cause 
failures is difficult to determine and often requires the construction of special purpose models 
(e.g. fault tree or Markov models). 

Full document details: IEC 61508-5-2010

http://www.avadocuments.com/doc/iec-61508-5-2010
http://www.avadocuments.com/doc/iec-61508-5-2010


61508-5 © IEC:2010 – 17 – 

The effect of common cause is likely to be more significant in applications involving high 
safety integrity levels. In some applications it may be necessary to incorporate diversity so 
that common cause effects are minimised. It should however be noted that incorporation of 
diversity can lead to problems during design, maintenance and modification. Introducing 
diversity can lead to errors due to the unfamiliarity and lack of operation experience with the 
diverse devices. 

 

Figure A.5 – Illustration of common cause failures (CCFs) of elements in the EUC 
control system and elements in the E/E/PE safety-related system 
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≤

 

Figure A.6 – Common cause between two E/E/PE safety-related systems 

A.5.5 Safety Integrity levels when multiple layers of protection are used 

When multiple layers of protection are used to achieve a tolerable risk there may be 
interactions between systems themselves and also between systems and causes of demand. 
As discussed above in A.5.4 there are always concerns about test (de)synchronisation and 
common cause failures since these can be significant factors when overall risk reduction 
requirements are high or where demand frequency is low. Evaluation of the interactions 
between safety layers and between safety layers and causes of demand can be complex and 
may need the development of a holistic model (e.g. as described in ISO/IEC 31010) and 
based, for example on a top down approach with the top event specified as the tolerable 
hazard frequency. The model may include all safety layers for calculating the actual risk 
reduction and all causes of demand for calculating the actual frequency of accident. This 
allows the identification of minimal cut sets (i.e. failure scenarios), reveals the weak points 
(i.e. the shortest minimal cut sets: single, double failures, etc.) in the arrangement of systems 
and facilitates system improvement through sensitivity analysis.  

A.6 Risk and safety integrity 

It is important that the distinction between risk and safety integrity be fully appreciated. Risk 
is a measure of the probability and consequence of a specified hazardous event occurring. 
This can be evaluated for different situations (EUC risk, risk reduction required to meet the 
tolerable risk, actual risk (see Figure A.1). The tolerable risk is determined by consideration of 
the issues described in A.2. Safety integrity applies solely to the E/E/PE safety-related 
systems and other risk reduction measures and is a measure of the likelihood of those 
systems/facilities satisfactorily achieving the necessary risk reduction in respect of the 
specified safety functions. Once the tolerable risk has been set, and the necessary risk 
reduction estimated, the safety integrity requirements for the safety-related systems can be 
allocated (see 7.4, 7.5 and 7.6 of IEC 61508-1). 

NOTE The allocation is necessarily iterative in order to optimize the design to meet the various requirements. 
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A.7 Safety integrity levels and software systematic capability 

To cater for the wide range of necessary risk reductions that the safety-related systems have 
to achieve, it is useful to have available a number of safety integrity levels as a means of 
satisfying the safety integrity requirements of the safety functions allocated to the safety-
related systems. Software systematic capability is used as the basis of specifying the safety 
integrity requirements of the safety functions implemented in part by safety-related software. 
The safety integrity requirements specification should specify the safety integrity levels for the 
E/E/PE safety-related systems. 

In this standard, four safety integrity levels are specified, with safety integrity level 4 being the 
highest level and safety integrity level 1 being the lowest. 

The safety integrity level target failure measures for the four safety integrity levels are 
specified in Tables 2 and 3 of IEC 61508-1. Two parameters are specified, one for safety-
related systems operating in a low demand mode of operation and one for safety-related 
systems operating in a high demand or continuous mode of operation. 

NOTE For safety-related systems operating in a low demand mode of operation, the safety integrity measure of 
interest is the probability of failure to perform its design function on demand. For safety-related systems operating 
in a high demand or continuous mode of operation, the safety integrity measure of interest is the average 
probability of a dangerous failure per hour (see 3.5.16 and 3.5.17 of IEC 61508-4). 

A.8 Allocation of safety requirements 

The allocation of safety requirements (both the safety functions and the safety integrity 
requirements) to the E/E/PE safety-related systems, other technology safety-related systems 
and other risk reduction measures is shown in Figure A.7 (this is identical to Figure 6 of 
IEC 61508-1). The requirements for the safety requirements allocation phase are given in 7.6 
of IEC 61508-1. 

The methods used to allocate the safety integrity requirements to the E/E/PE safety-related 
systems, other technology safety-related systems and other risk reduction measures depend, 
primarily, upon whether the necessary risk reduction is specified explicitly in a numerical 
manner or in a qualitative manner. These approaches are termed quantitative and qualitative 
methods respectively (see Annexes C, D, E, F and G). 

 

Full document details: IEC 61508-5-2010

http://www.avadocuments.com/doc/iec-61508-5-2010
http://www.avadocuments.com/doc/iec-61508-5-2010


 – 20 – 61508-5 © IEC:2010 

 

 
 
NOTE 1 Safety integrity requirements are associated with each safety function before allocation 
  (see 7.5.2.3 and 7.5.2.4 of IEC 61508-1). 

NOTE 2 A safety function may be allocated across more than one safety-related system. 

 
Figure A.7 – Allocation of safety requirements to the E/E/PE safety-related systems, 

and other risk reduction measures 

A.9 Mitigation systems 

Mitigation systems take action in the event of full or partial failure of other safety-related 
systems such as E/E/PE safety-systems. The objective is to reduce the consequences 
associated with a hazardous event rather than its frequency. Examples of mitigation systems 
include fire and gas systems (detection of fire/gas and subsequent action to put the fire out 
(e.g. by water deluge), and airbag systems in an automobile. 

When determining the safety integrity requirements it should be recognised that when making 
judgments on the severity of the consequence, only the incremental consequences should be 
considered. That is, determine the increase in the severity of the consequence if the function 
did not operate over that when it does operate as intended. This can be done by first 
considering the consequences if the system fails to operate and then considering what 
difference will be made if the mitigation function operates correctly. In considering the 
consequences if the system fails to operate there will normally be a number of outcomes all 
with different probabilities. Event tree analysis (ETA) may be a useful tool for this. 

NOTE Guidance on the determination of safety integrity levels for fire and gas and emergency shut down systems 
is included in Annex B of ISO 10418. 
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Annex B  
(informative) 

 
Selection of methods for determining 

safety integrity level requirements 
 

B.1 General 

This annex lists a number of techniques that can be used for determination of safety integrity 
levels. None of the methods are suitable for all applications and users will need to select the 
most suitable. In selecting the most appropriate method consideration should be given to the 
following factors: 

1) the risk acceptance criteria that need to be met. Some of the techniques will not be 
suitable if it is required to demonstrate that risk has been reduced to as low as reasonably 
practicable; 

2) the mode of operation of the safety function. Some methods are only suitable for low 
demand mode; 

3) the knowledge and experience of the persons undertaking the SIL determination and what 
has been the traditional approach in the sector; 

4) the confidence needed that the resulting residual risk meets the criteria specified by the 
user organisation. Some of the methods can be linked back to quantified targets but some 
approaches are qualitative only; 

5) more than one method may be used. One method may be used for screening purposes 
followed by another more rigorous approach if the screening method shows the need for 
high safety integrity levels; 

6) the severity of the consequences. More rigorous methods may be selected for con-
sequences that include multiple fatalities; 

7) whether common cause occurs between the E/E/PE safety related systems or between the 
E/E/PE safety related system and demand causes. 

Whatever method is used all assumptions should be recorded for future safety management. 
All decisions should be recorded so that the SIL assessment can be verified and be subject to 
independent functional safety assessment. 

B.2 The ALARP method 

The ALARP principles may be used on its own or with other methods to determine the SIL 
requirements for a safety function. It can be used in a qualitative or quantitative way. When 
used in a qualitative way the SIL requirements for a specified safety function are increased 
until the frequency of occurance is reduced such that the conditions associated with Class II 
or Class III risk class are satisfied. When used in a quantitative way frequencies and 
consequences are specified numerically and the SIL requirements increased until it can be 
shown that the additional capital and operating cost associated with implementing a higher 
SIL would meet the condition associated with Class II or Class III risk class (see Figure C.1).  

In using the ALARP method the boundary between the intolerable region and the ALARP 
region will need to be considered.  

B.3 Quantitative method of SIL determination 

The quantitative method is described in Annex D. It may be used together with the ALARP 
method described in Annex C. 
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The quantitative method can be used for both simple and complex applications. With complex 
applications, fault trees can be constructed to represent the hazard model. The top event will 
generally be one or more fatalities and logic constructed to represent demand causes and 
failures of the E/E/PE safety related systems that lead to the top event. Software tools are 
available to allow modeling of common cause if the same type of equipment is used for 
control and protection functions. In some complex applications, a single failure event may 
occur in more than one place in the fault tree and this will require a boolean reduction to be 
carried out. The tools also facilitate sensitivity analysis that shows the dominant factors that 
influence the frequency of the top event. SIL can be established by determining the required 
risk reduction to achieve the tolerable risk criteria. 

The method is suitable for safety functions operating in continuous/high demand mode and 
low demand mode. The method normally results in low SILs because the risk model is 
specifically designed for each application and numeric values are used to represent each risk 
factor rather than the numeric ranges used in calibrated risk graphs. Quantitative methods 
however require the construction of a specific model for each hazardous event. Modeling 
requires skill, tools and knowledge of the application and can take considerable time to 
develop and verify. 

The method facilitates demonstration that risk has been reduced to as low as reasonably 
practicable. This can be done by considering options for further risk reduction, integrating the 
additional facilities in the fault tree model and then determining the reduction in risk and 
comparing this with the cost of the option. 

B.4 The risk graph method 

The risk graph qualitative method is described in Annex E. The method enables the safety 
integrity level to be determined from knowledge of the risk factors associated with the EUC 
and the EUC control system. A number of parameters are introduced which together describe 
the nature of the hazardous situation when safety related systems fail or are not available. 
One parameter is chosen from each of four sets, and the selected parameters are then 
combined to decide the safety integrity level allocated to the safety functions. The method has 
been used extensively within the machinery sector, see ISO 14121-2 and Annex A of ISO 
13849-1. 

The method can be qualitative in which case the selection of the parameters is subjective and 
requires considerable judgment. The residual risk cannot be calculated from knowledge of the 
parameter values. It will not be suitable if an organisation requires confidence that residual 
risk is reduced to a specified quantitative value. 

The parameters descriptions can include numeric values that are derived by calibrating the 
risk graph against numeric tolerability risk criteria. The residual risk can be calculated from 
numeric values used for each of the parameters. It will be suitable if an organisation requires 
confidence that residual risk is reduced to a specified quantitative value. Experience has 
shown that use of the calibrated risk graph method can result in high safety integrity levels. 
This is because calibration is usually carried out using worst case values of each parameter. 
Each parameter has a decade range so that for applications where all the parameters are 
average for the range, the SIL will be one higher than necessary for tolerable risk. The 
method is extensively used in the process and offshore sector. 

The risk graph method does not take into account common cause failures between causes of 
demand and cause of the E/E/PE safety related system failure or common cause issues with 
other layers of protection. 
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B.5 Layer of protection analysis (LOPA) 

The basic method is described in a number of books and the technique can be used in a 
number of different forms. A technique that can be used for SIL determination is described in 
Annex F. 

The method is quantitative and the user will need to decide the tolerable frequencies for each 
consequence severity level. Numeric credit is given for protection layers that reduce the 
frequency of individual demand causes. Not all protection layers are relevant to all demand 
causes, so the technique can be used for more complex applications. The numeric values 
assigned to protection layers can be rounded up to the next significant figure or the next 
significant decade range. If numeric values of protection layers are rounded to the next 
significant figure, then the method on average gives lower requirements for risk reduction and 
lower SIL values than calibrated risk graphs. 

Since numeric targets are assigned to specified consequence severity levels, the user can 
have confidence that residual risk meets corporate criteria. 

The method as described is not suitable for functions that operate in continuous mode and 
does not take account of common cause failure between causes of demand and the E/E/PE 
safety related systems. The method can however be adjusted so as to be suitable for such 
cases. 

B.6 Hazardous event severity matrix 

The hazard event severity method is described in Annex G. An inherent assumption is that 
when a protection layer is added that an order of magnitude risk reduction is achieved. A 
further assumption is that protection layers are independent of demand cause and 
independent of each other. The method as described is not suitable for functions that operate 
in continuous mode. The method can be qualitative in which case the selection of the risk 
factors is subjective and requires considerable judgment. The residual risk cannot be 
calculated from knowledge of the risk factors selected. It will not be suitable if an organization 
requires confidence that residual risk is reduced to a specified quantitative value. 
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Annex C  
(informative) 

 
ALARP and tolerable risk concepts 

 

C.1 General 

This annex considers one particular approach to the achievement of a tolerable risk. The 
intention is not to provide a definitive account of the method but rather an illustration of the 
general principles. The approach includes a process of continuous improvement where all 
options that would reduce risk further are considered in terms of benefits and costs. Those 
intending to apply the methods indicated in this annex should consult the source material 
referenced (see reference [7] in the Bibliography). 

C.2 ALARP model 

C.2.1 Introduction 

Clause C.2 outlines the main tests that are applied in regulating industrial risks and indicates 
that the activities involve determining whether: 

a) the risk is so great that it shall be refused altogether; or 
b) the risk is, or has been made, so small as to be insignificant; or 
c) the risk falls between the two states specified in a) and b) above and has been reduced to 

the lowest practicable level, bearing in mind the benefits resulting from its acceptance and 
taking into account the costs of any further reduction. 

With respect to c), the ALARP principle requires that any risk shall be reduced so far as is 
reasonably practicable, or to a level which is as low as reasonably practicable (these last 
5 words form the abbreviation ALARP). If a risk falls between the two extremes (i.e. the 
unacceptable region and broadly acceptable region) and the ALARP principle has been 
applied, then the resulting risk is the tolerable risk for that specific application. This three 
zone approach is shown in Figure C.1. 

Above a certain level, a risk is regarded as intolerable and cannot be justified in any ordinary 
circumstance. 

Below that level, there is the tolerability region where an activity is allowed to take place 
provided the associated risks have been made as low as reasonably practicable. Tolerable 
here is different from acceptable: it indicates a willingness to live with a risk so as to secure 
certain benefits, at the same time expecting it to be kept under review and reduced as and 
when this can be done. Here a cost benefit assessment is required either explicitly or 
implicitly to weigh the cost and the need or otherwise for additional safety measures. The 
higher the risk, the more proportionately would be expected to be spent to reduce it. At the 
limit of tolerability, expenditure in gross disproportion to the benefit would be justified. Here 
the risk will by definition be substantial, and equity requires that a considerable effort is 
justified even to achieve a marginal reduction. 

Where the risks are less significant, proportionately less needs to be spent in order to reduce 
them and at the lower end of the tolerability region, a balance between costs and benefits will 
suffice. 

Below the tolerability region is the broadly acceptable region where the risks are small in 
comparison with the everyday risks we all experience. While in the broadly acceptable region, 
there is no need for a detailed working to demonstrate ALARP, it is, however, necessary to 
remain vigilant to ensure that the risk remains at this level. 
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Intolerable region 

Broadly acceptable region 

(No need for detailed working  
to demonstrate ALARP) 

Negligible risk

Risk cannot be justified 
except in extraordinary 
circumstances  

Tolerable only if further risk  
reduction is impracticable or if its  
cost is grossly disproportionate to  
the improvement gained 

It is necessary to maintain  
assurance that risk remains at  
this level 

The ALARP or  
tolerability region 

(Risk is undertaken  
only if a benefit is  
desired) 
    

As the risk is reduced, the less,  
proportionately, it is  necessary  to spend to  
reduce it further to satisfy ALARP.  The  
concept of diminishing proportion is shown  
by the triangle 

IEC   1 664/98 
 

Figure C.1 – Tolerable risk and ALARP 

The concept of ALARP can be used when qualitative or quantitative risk targets are adopted. 
Subclause C.2.2 outlines a method for quantitative risk targets. (Annex D and F outline 
quantitative methods and Annexes E and G outline qualitative methods for the determination 
of the necessary risk reduction for a specific hazard. The methods indicated could incorporate 
the concept of ALARP in the decision making.) 

NOTE Further information on ALARP is given in reference [7] in the Bibliography. 

C.2.2 Tolerable risk target 

One way in which a tolerable risk target can be obtained is for a number of consequences to 
be determined and tolerable frequencies allocated to them. This matching of the 
consequences to the tolerable frequencies would take place by discussion and agreement 
between the interested parties (for example safety regulatory authorities, those producing the 
risks and those exposed to the risks). 

To take into account ALARP concepts, the matching of a consequence with a tolerable 
frequency can be done through risk classes. Table C.1 is an example showing four risk 
classes (I, II, III, IV) for a number of consequences and frequencies. Table C.2 interprets 
each of the risk classes using the concept of ALARP. That is, the descriptions for each of the 
four risk classes are based on Figure C.1. The risks within these risk class definitions are the 
risks that are present when risk reduction measures have been put in place. With respect to 
Figure C.1, the risk classes are as follows: 

– risk class I is in the intolerable region; 
– risk classes II and III are in the ALARP region, risk class II being just inside the ALARP 

region; 
– risk class IV is in the broadly acceptable region. 

For each specific situation, or sector comparable industries, a table similar to Table C.1 would 
be developed taking into account a wide range of social, political and economic factors. Each 
consequence would be matched against a frequency and the table populated by the risk 
classes. For example, frequent in Table C.1 could denote an event that is likely to be 
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continually experienced, which could be specified as a frequency greater than 10 per year. A 
critical consequence could be a single death and/or multiple severe injuries or severe 
occupational illness. 

Table C.1 – Example of risk classification of accidents 

Frequency Consequence 

 Catastrophic Critical Marginal Negligible 

Frequent I I I II 

Probable I I II III 

Occasional I II III III 

Remote II III III IV 

Improbable III III IV IV 

Incredible IV IV IV IV 

NOTE 1 The actual population with risk classes I, II, III and IV will be sector dependent and will 
also depend upon what the actual frequencies are for frequent, probable, etc. Therefore, this table 
should be seen as an example of how such a table could be populated, rather than as a 
specification for future use. 

NOTE 2 Determination of the safety integrity level from the frequencies in this table is outlined in 
Annex D. 

 
Table C.2 – Interpretation of risk classes 

Risk class Interpretation 

Class I Intolerable risk 

Class II Undesirable risk, and tolerable only if risk reduction is impracticable 
or if the costs are grossly disproportionate to the improvement gained 

Class III Tolerable risk if the cost of risk reduction would exceed the improvement 
gained 

Class IV Negligible risk 
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Annex D  
(informative) 

 
Determination of safety integrity levels – 

A quantitative method 
 

D.1 General 

This annex outlines how the safety integrity levels can be determined if a quantitative 
approach is adopted and illustrates how the information contained in tables such as Table C.1 
can be used. A quantitative approach is of particular value when: 

– the tolerable risk is to be specified in a numerical manner (for example that a specified 
consequence should not occur with a greater frequency than one in 104 years); 

– numerical targets have been specified for the safety integrity levels for the safety-related 
systems. Such targets have been specified in this standard (see Tables 2 and 3 of 
IEC 61508-1). 

This annex is not intended to be a definitive account of the method but is intended to illustrate 
the general principles. It is particularly applicable when the risk model is as indicated in 
Figures A.1 and A.2. 

D.2 General method 

The model used to illustrate the general principles is that shown in Figure A.1. The key steps 
in the method are as follows and will need to be done for each safety function to be 
implemented by the E/E/PE safety-related system: 

– determine the tolerable risk from a table such as Table C.1; 
– determine the EUC risk; 
– determine the necessary risk reduction to meet the tolerable risk; 
– allocate the necessary risk reduction to the E/E/PE safety-related systems, other 

technology safety-related systems and other risk reduction measures (see 7.6 of 
IEC 61508-1). 

Table C.1 is populated with risk frequencies and allows a numerical tolerable risk target (Ft) to 
be specified. 

The frequency associated with the risk that exists for the EUC, including the EUC control 
system and human factor issues (the EUC risk), without any protective features, can be 
estimated using quantitative risk assessment methods. This frequency with which a 
hazardous event could occur without protective features present (Fnp) is one of two 
components of the EUC risk; the other component is the consequence of the hazardous 
event. Fnp may be determined by: 

– analysis of failure rates from comparable situations; 
– data from relevant databases; 
– calculation using appropriate predictive methods. 

This standard places constraints on the minimum failure rates that can be claimed for the 
EUC control system (see 7.5.2.5 of IEC 61508-1). If it is to be claimed that the EUC control 
system has a failure rate less than these minimum failure rates, then the EUC control system 
shall be considered a safety-related system and shall be subject to all the requirements for 
safety-related systems in this standard. 
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D.3 Example calculation 

Figure D.1 provides an example of how to calculate the target safety integrity for a single 
safety-related protection system. For such a situation 

PFDavg ≤ Ft / Fnp 

where 

PFDavg is the average probability of failure on demand of the safety-related protection 
system, which is the target failure measure for safety-related protection systems 
operating in a low demand mode of operation (see Table 2 of IEC 61508-1 and 
3.5.16 of IEC 61508-4); 

Ft is the tolerable hazard frequency; 
Fnp is the demand rate on the safety-related protection system. 

Also in Figure D.1: 

– C is the consequence of the hazardous event; 
– Fp is the risk frequency with the protective features in place. 

It can be seen that determination of Fnp for the EUC is important because of its relationship to 
PFDavg and hence to the safety integrity level of the safety-related protection system. 

The necessary steps in obtaining the safety integrity level (when the consequence C remains 
constant) are given below (as in Figure D.1), for the situation where the entire necessary risk 
reduction is achieved by a single safety-related protection system which must reduce the 
hazard rate, as a minimum, from Fnp to Ft: 

– determine the frequency element of the EUC risk without the addition of any protective 
features (Fnp); 

– determine the consequence C without the addition of any protective features; 
– determine, by use of Table C.1, whether for frequency Fnp and consequence C a tolerable 

risk level is achieved. If, through the use of Table C.1, this leads to risk class I, then 
further risk reduction is required. Risk class IV or III would be tolerable risks. Risk class II 
would require further investigation; 

NOTE Table C.1 is used to check whether or not further risk reduction measures are necessary, since it may be 
possible to achieve a tolerable risk without the addition of any protective features. 

– determine the probability of failure on demand for the safety-related protection system 
(PFDavg) to meet the necessary risk reduction (ΔR). For a constant consequence in the 
specific situation described, PFDavg = (Fp / Fnp) = ΔR; 

– for PFDavg = (Fp / Fnp), the safety integrity level can be obtained from Table 2 of IEC 61508-1 
(for example, for PFDavg = 10–2 – 10–3, the safety integrity level = 2). 
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Risk (Rnp) = Fnp x C Risk < Rt where (Rt = Ft x C)

Fnp

C

Fnp Fp

 

Figure D.1 – Safety integrity allocation – example for safety-related protection system 
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