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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
INSTALLATION COUPLERS INTENDED FOR PERMANENT  

CONNECTION IN FIXED INSTALLATIONS 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC 61535 has been prepared by IEC technical committee 23: Electrical accessories. It is an 
International Standard. 

This third edition cancels and replaces the second edition published in 2019. This edition 
constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) inclusion of a definition for "live part" based on IEC 61140; 
b) additional optional cross medial documentation, e.g. marking with QR-Code; 
c) corrections on the consistent use of the expressions "earth", "earthing contact", "earthing 

circuit" and "protective earth(ing)" throughout the document; 
d) addition of missing compliance provisions to 13.3; 
e) update of Figure D.1 of Annex D; 
f) inclusion of new Annex F for cold climate requirements. 
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The text of this International Standard is based on the following documents: 

Draft Report on voting 

23/1062/FDIS 23/1066/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

In this standard, the following print types are used: 

• requirements proper: in roman type; 

• test specifications: in italic type; 

• explanatory matter: in smaller roman type.  

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/publications. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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INTRODUCTION 

AC and DC installation couplers according to this document may be used, for example, in 
prefabricated buildings, commercial showrooms, installation cavities, such as suspended floors 
and ceilings, in partition walls and in any similar applications, or cable tray systems, cable 
ladder systems, cable ducting systems and cable trunking systems or in furniture complying 
with IEC 60364-7-713. 

This document may be used as a guide for installation couplers with additional contacts for 
voltages other than mains voltages. 

Particular requirements for installation couplers, for example, for use at higher or lower ambient 
temperatures, with higher mechanical durability (e.g. metal housings), with higher fire 
resistance and for use in control circuits (e.g. SELV), are under consideration. 

National rules can have requirements concerning the accessibility of installation couplers. 

National rules can specify who is allowed to carry out the connection and disconnection of 
installation couplers. 

National rules can have requirements concerning installation couplers with metal conduits. 
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INSTALLATION COUPLERS INTENDED FOR PERMANENT  
CONNECTION IN FIXED INSTALLATIONS 

 
 
 

1 Scope 

This document applies to two-wire, up to five-wire installation couplers, with or without earthing 
contact, if provided, with a rated voltage up to and including 500 V AC or 500 V DC and a rated 
connecting capacity up to and including 10 mm2 and a rated current not exceeding 32 A for 
permanent connection in electrical installations. Installation couplers with additional contacts 
for voltages other than mains voltages are outside the scope of this document.  

An installation coupler consists of an installation female connector and an installation male 
connector for permanent connection not intended to be engaged or disengaged under load nor 
to be engaged or disengaged other than during first installation or during reconfiguration or 
maintenance of the wiring system in which installation couplers have been installed. This means 
that installation couplers are intended for infrequent use only.  

Installation couplers are not suitable for use in place of socket-outlet systems. Installation 
couplers are not suitable for use in place of devices for connecting luminaires (DCLs) according 
to IEC 61995 (all parts) or in place of luminaire supporting couplers (LSCs). 

Installation couplers complying with this document are suitable for use at ambient temperatures 
not normally exceeding +40 °C, but their average over a period of 24 h does not exceed +35 °C, 
with a lower limit of the ambient air temperature of −5 °C, either for indoor or outdoor use. 

NOTE 1 Additional tests for use in cold climates are shown in Annex F, which is normative in following countries: 
FI. Necessary information can be given in the manufacturer's installation instructions. 

NOTE 2 For other temperatures, necessary information can be given in the manufacturer's installation instructions. 

In locations where special conditions prevail, as in ships, vehicles and the like and in hazardous 
locations, for example where explosions are liable to occur, special constructions can be 
required. 

NOTE 3 Installation couplers are intended to be installed by instructed or skilled persons. 

NOTE 4 As a guide to using installation coupler systems, see Annex D. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60068-2-31:2008, Environmental testing – Part 2-31: Tests – Test Ec: Rough handling 
shocks, primarily for equipment-type specimens 

IEC 60112, Method for the determination of the proof and the comparative tracking indices of 
solid insulating materials 

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code) 
IEC 60529:1989/AMD1:1999 
IEC 60529:1989/AMD2:2013 
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IEC 60664-1:2020, Insulation coordination for equipment within low-voltage supply systems – 
Part 1: Principles, requirements and tests 

IEC 60695-2-11, Fire hazard testing – Part 2-11: Glowing/hot-wire based test methods – 
Glow-wire flammability test method for end products (GWEPT) 

IEC 60998-2-3, Connecting devices for low-voltage circuits for household and similar purposes 
– Part 2-3: Particular requirements for connecting devices as separate entities with 
insulation-piercing clamping units 

IEC 60999-1:1999, Connecting devices – Electrical copper conductors – Safety requirements 
for screw-type and screwless-type clamping units – Part 1: General requirements and particular 
requirements for clamping units for conductors from 0,2 mm2 up to 35 mm2 (included) 

IEC 61032:1997, Protection of persons and equipment by enclosures – Probes for verification 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminology databases for use in standardization at the following 
addresses:  

• IEC Electropedia: available at https://www.electropedia.org/ 

• ISO Online browsing platform: available at https://www.iso.org/obp 

Where the terms "voltage" and "current" are used in this document, they are RMS values, unless 
otherwise specified. 

3.1  
rated voltage 
voltage assigned to the installation coupler by the manufacturer 

3.2  
rated current  
maximum current assigned to the installation coupler by the manufacturer 

Note 1 to entry: Rated current refers to the installation coupler itself and not to an electric circuit. 

3.3  
rated connecting capacity 
cross-sectional area of the largest conductor(s) to be connected as stated by the manufacturer 
of the installation coupler 

3.4  
permanent connection 
connecting method in an installation which is only opened for maintenance or wiring system 
re-configuration  

Note 1 to entry: The expression "permanent connection" is to be understood as a connection which is maintained 
as long as an installation exists. 

3.5  
installation coupler 
connecting device consisting of an installation female connector and an installation male 
connector provided with retaining means for permanent connection not intended to be engaged 
or disengaged under load nor to be engaged or disengaged other than during first installation, 
during maintenance of the wiring system or during re-configuration of the wiring system 
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3.6  
installation male connector 
load side portion of an installation coupler which contains the male contacts 

3.7  
installation female connector 
supply side portion of an installation coupler which contains the female contacts 

3.8  
installation coupler system 
family of installation couplers consisting of one or more installation female connectors 
compatible by mechanical coding features with one or more installation male connectors, with 
the same ratings produced according to the specification of one manufacturer 

Note 1 to entry: The meaning of "one manufacturer" in this case, is "one and the same manufacturer". 

3.9  
wiring system 
assembly made up of a cable or cables or busbars and the parts which secure and if necessary 
enclose the cables or busbars 

[SOURCE: IEC 60364-5-52:2009, 520.3.1, modified – "bare or insulated conductors" has been 
replaced with "a cable".]   

3.10  
rewirable installation coupler 
installation coupler so constructed that the cable can be replaced 

3.11  
non-rewirable installation coupler 
installation coupler so constructed that it forms a complete unit with the cable after connection 
and assembly by the manufacturer 

Note 1 to entry: See also 12.15. 

3.12  
non-rewirable moulded-on installation coupler 
non-rewirable installation coupler so constructed that the contacts, terminals or connections 
and the attached cable ends are surrounded by insulating material manufactured by a moulding 
process 

3.13  
non-rewirable non-moulded-on installation coupler 
non-rewirable installation coupler so constructed that the contacts, terminals or connections 
and the attached cable ends are surrounded by separate parts of insulating material 

3.14  
distribution block 
device intended for branching of circuits 

3.15  
retaining means 
arrangement by which an installation female connector and an installation male connector are 
held in position when they are properly engaged and prevents unintentional disengagement  

Note 1 to entry: The disengagement may be done by hand or by the use of a tool. 
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3.16  
cap 
removable barrier to prevent ready accessibility to an unused installation female connector  

3.17  
routine test 
test to which each device is subjected during and/or after manufacture to ascertain whether it 
complies with certain criteria  

3.18  
type test 
test of one or more devices made to a certain design to show that the design meets certain 
requirements  

3.19  
readily accessible, adj 
accessible to touch from any point on a surface where persons usually stand or move about to 
the limits which a person can reach with the hand, in any direction without assistance  

Note 1 to entry: See IEC 60364-4-41:2005, Annex B. 

3.20  
terminal 
part of an accessory to which a conductor is attached, providing a reusable connection 

3.21  
termination 
part of an accessory to which a conductor is permanently attached  

[SOURCE: IEC 60050-442:1998, 442-06-06] 

3.22  
live part 
conductive part intended to be energized in normal conditions, including a neutral conductor or 
mid-point conductor, but by convention not a PEN conductor or PEM conductor or PEL 
conductor 

Note 1 to entry: This concept does not necessarily imply a risk of electric shock. 

[SOURCE: IEC 61140:2016, 3.4] 

4 General requirements 

Installation couplers shall be so designed and constructed that, in normal use, their 
performance is reliable and without danger to the user or damage to the surroundings. 

Compliance is checked by carrying out all the relevant tests specified in this document. 

NOTE In some countries, installation couplers are not permitted to be used where they will not be visible after 
installation: CA, US. 
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5 Conditions for tests 

5.1 General 

Tests shall be carried out to check compliance with the relevant requirements of this document. 

Only connectors (male and female) of one installation coupler system according to the 
specification of one and the same manufacturer shall be mated together for carrying out the 
test. 

Tests are as follows: 

– type tests shall be made on representative specimens of each type of installation coupler; 
– routine tests shall be made on each installation coupler as required in this document. 

Tests of 5.2 to 5.6 are applicable to type tests and 5.7 to routine tests. 

NOTE In the UK, where installation couplers have more than 5 wires, they shall meet the requirements of IEC 61535 
as though they were included in the scope and shall be tested in such a way that all of the mains voltage pins are 
subjected to the same level of testing. 

5.2 Test conditions 

Unless otherwise specified, the tests shall be carried out on specimens as delivered and under 
conditions of normal use at an ambient temperature between 15 °C and 35 °C. 

Where the value of the temperature is of importance, the test shall be carried out at 
20 °C ± 5 °C. 

5.3 Tests on non-rewirable installation couplers 

For testing purposes, non-rewirable installation couplers shall be provided with cables of at 
least 1 m length unless otherwise specified in this document.   

5.4 Order of tests  

If not otherwise specified in this document, the tests shall be carried out in the order of the 
clauses/subclauses as specified in Annex C, Table C.1.  

5.5 Specification of tests 

Installation male connectors, caps, installation female connectors and distribution blocks shall 
be tested in connection with their matching counterparts complying with this document. 

The sets of test specimens shall undergo the tests as specified in Annex C, Table C.1.  

5.6 Compliance requirements 

Specimens are deemed not to comply with this document if there is more than one specimen 
failure in any one of the tests. 

If one specimen of a given set fails in a test due to an assembly or manufacturing fault, that 
test and those preceding it, which may have influenced the result of that test, are repeated on 
another set of specimens of the same set number as specified in Annex C, Table C.1, all of 
which shall then comply with the repeated tests. 

NOTE The applicant can submit, together with the specified number of specimens, the additional set of specimens 
which can be required if one specimen fails. The testing station will then, without further request, test additional 
specimens and will reject only if a further failure occurs. If the additional set of specimens is not submitted at the 
same time as the specified number of specimens, the failure of one specimen will entail rejection. 
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5.7 Routine tests for non-rewirable installation couplers 

Routine tests for non-rewirable installation couplers are specified in Annex A. 

6 Ratings 

6.1 Rated voltage 

Installation couplers should preferably have a rated voltage chosen either from Table 1 for AC 
application or from Table 2 for DC application. 

All components of the same installation coupler system shall have the same phase to neutral 
voltage rating. 

Table 1 – Voltage rating for installation couplers in AC application  

Nominal voltage of 
power supply system 

Rated voltage Rated impulse voltage 

V V kV 

100 125 2,5 

100/200 125/250 2,5 

230 250 4,0 

230/400 250/400 4,0 

277/480 320/500 4,0 

 

Table 2 – Voltage rating for installation couplers in DC application 

Nominal voltage of 
power supply system Rated voltage Rated impulse voltage 

V V kV 

12 12 0,8 

60 60 1,5 

120 a to 240 b 125/250 2,5 

220 a to 440 b 250/500 4,0 

NOTE For DC applications up to 60 V, due to load switching, much higher voltages than the rated voltage are 
also possible, therefore the complete circuit can be considered when defining the rating for impulse voltage. 

a Voltage live conductor against reference conductor / earth. 
b Voltage live conductor (+ / − polarity).  

 

6.2 Rated current 

Installation couplers should preferably have a rated current chosen from the following values: 

– 10 A 
– 13 A 
– 16 A 
– 20 A 
– 25 A 
– 32 A. 
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6.3 Rated connecting capacity 

Installation couplers should preferably have a rated connecting capacity chosen from the 
following values: 

– 1,5 mm2 

– 2,5 mm2 

– 4 mm2 

– 6 mm2 

– 10 mm2 

6.4 Tests 

Compliance with 6.1, 6.2 and 6.3 is checked by inspection of markings according to Clause 8. 

7 Classification 

Installation couplers are classified according to Table 3. 

Table 3 – Classification of installation couplers  

Classification criteria 

7.1 Rated impulse voltage 
7.1.1 2,5 kV  

7.1.2 4 kV 

7.2 Method of connecting the cable 

7.2.1 Rewirable  

7.2.2 Non-rewirable 

7.2.2.1 Non-rewirable moulded-on 

7.2.2.2 Non-rewirable non-moulded-on 

7.3 Degree of protection against ingress of 
solid foreign objects and ingress of 
water according to IEC 60529 (IP-Code) 

 

7.4 Location where installation couplers 
will be installed 

7.4.1 Readily accessible a  

7.4.2 Non-readily accessible 

7.5 Existence of an earthing contact 
7.5.1 With earthing contact  

7.5.2 Without earthing contact 

7.6 Type of conductors to be connected  

7.6.1 Solid  

7.6.2 Rigid (solid and stranded) 

7.6.3 Flexible 

7.6.4 Both rigid (solid and stranded) and flexible 

7.7 Type of terminals for rewirable 
installation couplers only 

7.7.1 Installation couplers with screw-type terminals  

7.7.2 Installation couplers with screwless terminals 

7.7.3 Installation couplers with insulation piercing 
terminals 

7.8 Application 
7.8.1 AC  

7.8.2 DC 

a Installation couplers for readily accessible areas can also be used in non-readily accessible areas. 
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8 Marking and documentation  

8.1 General 

Installation couplers shall be marked with: 

a) rated current in amperes (A); 
b) rated voltage in volts (V); 
c) manufacturer's or responsible vendor's name, trademark or identification mark; 
d) IP-code if higher than IP43 as follows: 

The first characteristic numeral for the degree of protection against access to hazardous 
parts and against harmful effects due to ingress of solid foreign objects shall be marked if 
declared to be higher than 4, in which case the second characteristic numeral shall also be 
marked. 
The second characteristic numeral for the degree of protection against harmful effects due 
to ingress of water shall be marked if declared to be higher than 3, in which case the first 
characteristic numeral shall also be marked; 

e) type reference; 

f) rated connecting capacity for rewirable installation coupler in mm2; 

g) connected conductor size in mm2 for non-rewirable installation coupler; 
h) DC, when constructed to be used in direct current systems; 
i) a warning symbol according to Annex E, when constructed to be used in a DC system. For 

connectors too small to have a marking, a separate label with this warning symbol shall be 
available for installation couplers for direct current. 

8.2 Use of symbols or letters 

When symbols or letters are used, they shall be as follows: 

• rated connecting capacity in square millimetres mm2 or  

• volts  V 

• amperes  A 

• alternating current  ~ or AC 

• direct current  ⎓ or DC 

• positive pole (in DC systems) + 

• negative pole (in DC systems) − 

• neutral N 

• mid-point M 

• protective earth  or PE (IEC 60417-5019:2006-08) 

8.3 Markings 

Markings on the installation coupler and label according to items in 8.1 shall be readily visible 
before installation. 

Terminal markings for AC application shall be L1, L2, L3 or 1, 2, 3, or equivalent. Neutral 
terminals shall be marked with N. Terminal markings for DC application shall be L+, L−, +, −, 
or equivalent. Mid-point terminals shall be marked with M. Protective earth terminals shall have 
the relevant marking. These markings shall not be placed on screws, removable washers or 
any other easily removable parts. 
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If terminals are designed to accept only one type of conductor, for example, flexible, or rigid 
(stranded or solid), this shall either be clearly marked on the installation coupler by the letter 
"f" for flexible or "r" for rigid or "s" for solid or shall be indicated on the smallest packaging unit 
or in the technical information and catalogue. 

Markings and labels shall be durable and clearly legible with normal or corrected vision, without 
additional magnification. 

Compliance is checked by inspection and by the following test: 

The marking is rubbed by hand for 15 s with a piece of cloth soaked with water and again for 
15 s with a piece of cloth soaked with petroleum spirit. 

Markings made by impression, moulding, pressing or engraving or the like are not subjected to 
this test. 

A warning label for DC use "Do not connect or disconnect under load" according to Annex E 
shall be provided.  

8.4 Documentation 

The manufacturer's catalogue or installation instructions shall contain the following information: 

a) installation couplers are intended for connection and disconnection without load only; 
b) types of cables intended to be fitted into the installation couplers; 
c) if the installation coupler is not suitable for installation in readily accessible areas; 
d) if additional parts or precautions are necessary for use in readily accessible areas; 
e) an appropriate marking indicating the length of insulation to be removed before the insertion 

of the conductor into the screwless terminal; 
f) length of slack of a PE conductor for rewirable installation couplers (see 12.14); 
g) warning advising the installer that dangerous compatibility between different manufacturer 

installation coupler systems is not automatically prevented by compliance with IEC 61535; 
h) statement that installation coupler systems are not replacements for the national household 

plug and socket outlet system; 
i) if looping-in is intended, wiring instructions shall be specified in the manufacturer's technical 

documentation; 
j) for DC use, a label "Do not connect or disconnect under load" according to Annex E shall 

be provided by the manufacturer. Instruction to the installer shall be provided in the 
installation instructions to attach the warning label as close as possible to the installation 
coupler for direct current; 

k) statement that installation couplers shall be used with the retaining means as provided by 
the manufacturers (see 12.10). 

All documentation may additionally be given cross-medial.  

NOTE For example, QR-codes with reference to internet, electronic catalogues, web-link on the package unit or 
delivery papers, etc. 

The installation instructions shall be available in the manufacturer's catalogue, in the technical 
documentation or inside or on the smallest packaging unit. 
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9 Dangerous compatibility  

9.1 Unintended or improper connection 

An installation coupler system shall be designed and constructed so that unintended or improper 
connection is prevented. 

An installation coupler system shall be designed and constructed so that connection between 
alternating current and direct current is prevented. 

NOTE Unintended or improper connection includes single-pole connection, except for earthing contact to earthing 
contact. 

Compliance is checked by inspection and the following test. 

It shall not be possible to insert the installation male connector into the installation female 
connector resulting in a dangerous situation. 

Engagement of the installation male and installation female connector is attempted in any 
unintended configuration using a force of 80 N for installation couplers marked as "10 A", 
"13 A", "16 A" and "20 A" or a force of 120 N for installation couplers marked as "25 A" and 
"32 A". The force shall be applied on the same axis of the connection for 1 min during which 
time the installation male and installation female connector contacts shall not engage. 

Where the use of elastomeric or thermoplastic material is likely to influence the results of the 
test, it shall be carried out at an ambient temperature of 35 °C ± 2 °C, all parts of the installation 
coupler being at this temperature. 

During the test, no contact shall occur. 

9.2 Engagement 

It shall not be possible, within a given installation coupler system, to engage an installation 
male connector with an installation female connector: 

– with a different number of live poles; exceptions may be admitted for installation female 
connectors which are specially constructed for the purpose of allowing engagement with 
installation male connectors of a lower number of poles, provided that no dangerous 
situation can arise; 

– without earthing contact if the installation male connector is an installation male connector 
with earthing contact; 

– with different phase to neutral voltage ratings or different rated currents. 

Compliance is checked by the test in accordance with 9.1. 

9.3 Compatibility of different installation coupler systems 

Installation couplers of different systems from the same manufacturer shall not be dangerously 
compatible. 

Compliance is checked by the test in accordance with 9.1. 

9.4 Compatibility with standard systems 

Installation couplers in accordance with this document shall not be compatible with systems 
specified in standard sheets of IEC 60309 (all parts), IEC 60320 (all parts), IEC 60906 (all 
parts), or with the national household plug and socket-outlet systems of the country where the 
product is placed on the market. 
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NOTE Some national plug and socket-outlet systems are shown in IEC TR 60083. 

Compliance is checked by manual test and, in case of doubt, by examination of drawings. 

10 Protection against electric shock 

10.1 Degree of protection against ingress of solid foreign objects  

An engaged installation coupler shall comply with the requirements of IP 2XC. The installation 
coupler shall be so designed that live parts are not accessible if the installation male and 
installation female connector are partially or completely engaged. The installation female 
connector shall be so designed that live parts are not accessible when disengaged and shall 
comply with the requirements for IP 2X. The earthing contact and any metal parts connected to 
the earthing contact shall not be accessible when the installation coupler is completely 
engaged, except for installation couplers in metal conduits (where erection rules ask for such 
practice). 

NOTE 1 National rules can have requirements concerning installation couplers with metal conduits. 

NOTE 2 Live parts as mentioned in this document are regarded as hazardous parts in accordance with IEC 60529. 

Installation couplers for use in readily accessible areas shall comply with IP 2XD both engaged 
and unengaged. 

If the engagement face of the installation female connector for readily accessible areas does 
not comply with IP 2XD, the manufacturer shall make caps available. These caps shall only be 
removable with the aid of a tool. 

Compliance is checked after the removal of parts which can be removed without the use of a 
tool by using test probe C in accordance with Figure 3 of IEC 61032:1997, test probe D in 
accordance with Figure 4 of IEC 61032:1997 and test probe 11 in accordance with Figure 7 of 
IEC 61032:1997. Test probes are applied in accordance with IEC 60529. 

10.2 Access to live parts 

It shall not be possible to access live parts without the aid of a tool. 

Bushes, if any, in the entry holes for the male contacts shall be adequately fixed and it shall not 
be possible to remove them without dismantling the installation coupler. 

Compliance is checked by inspection and by manual test. 

10.3 External parts 

External parts of installation couplers, with the exception of assembly screws and the like, shall 
be of insulating material. 

NOTE National rules can have requirements concerning installation couplers with metal housings. 

Compliance is checked by inspection. 

11 Terminals, terminations and connectable conductors  

11.1 Terminals and terminations  

11.1.1 General 

For installation couplers with clamping units, IEC 60999-1:1999 applies, as applicable, with the 
exception of the test of 9.10 of IEC 60999-1:1999. 
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NOTE 1 The test of 9.10 of IEC 60999-1:1999 is covered by the cycling ageing test in accordance with 21.5 of this 
document. 

NOTE 2 The test of 9.8 of IEC 60999-1:1999 is covered by the contact resistance test in accordance with 15.2 of 
this document. 

11.1.2 Terminals of rewirable installation couplers 

Rewirable installation couplers shall be provided with screw-type terminals, with screwless 
terminals or reusable insulation piercing terminals. 

Terminals with screw clamping means shall allow the conductor to be connected without any 
special preparation but shall also allow prepared conductors if specified. 

Insulation piercing terminals shall comply with IEC 60998-2-3. 

11.1.3 Terminations of non-rewirable installation couplers 

Non-rewirable installation couplers shall be provided with soldered, welded, crimped 
terminations or means for insulation piercing or screwless clamping units or equally effective 
permanent means. 

Screwless terminals and insulation piercing terminals are not allowed for non-rewirable 
moulded-on installation couplers except when means are included that prevent the moulding 
material from penetrating into the clamping unit. 

Solder-type terminations shall be provided with means that are independent of the solder for 
mechanically fixing the conductor in position. 

Compliance is checked by inspection. 

11.2 Connectable conductors 

Terminals for the rewirable installation female connector and the rewirable installation male 
connector shall not have smaller rated connecting capacities than as follows: 

– 1,5 mm2 for installation couplers marked 10 A according to the maximum current rating; 

– 1,5 mm2 for installation couplers marked 13 A according to the maximum current rating; 

– 1,5 mm2 for installation couplers marked 16 A according to the maximum current rating; 

– 2,5 mm2 for installation couplers marked 20 A according to the maximum current rating; 

– 4 mm2 for installation couplers marked 25 A according to the maximum current rating; 

– 6 mm2 for installation couplers marked 32 A according to the maximum current rating. 

NOTE National wiring rules determine the rating of the circuit in which the relevant installation coupler is allowed 
to be used. 

Compliance is checked by the following test. 

Conductors with the indicated cross-sectional areas and types shall be connected and screws 
shall be tightened with the torque values specified in Table 6. For installation couplers classified 
according to 7.6.3 and 7.6.4 in Table 3, the test is carried out in conjunction with the test of 
12.8. 
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12 Construction 

12.1 Connection between earthing contacts 

Installation couplers shall be so constructed that when inserting the installation male connector, 
the connection between earthing contacts, if any, is made at least 1 mm before the 
current-carrying contacts of the installation male connector become live. 

When withdrawing the installation male connector, the current-carrying male contacts shall 
separate before the connection between earthing contacts is broken. 

Compliance is checked by inspection of the manufacturing drawings taking into account the 
effect of tolerances and the most unfavourable positions and by checking the specimens against 
these drawings and/or by manual test. 

12.2 Locking against rotation 

Contacts of installation male connectors shall be locked against rotation if male contacts can 
be touched without the aid of a tool. 

Compliance is checked by the following tests. 

A torque with a value of 0,4 Nm is applied to the contacts for 60 s in one direction and for 60 s 
in the opposite direction. The contact parts shall not rotate more than an angle of 30° in total. 

NOTE Terminal screws can be used to prevent the contacts from rotating. 

12.3 Mechanical strength of contacts 

Contacts shall be securely fixed and shall have sufficient mechanical strength. They shall not 
be removable without the aid of a tool. 

This requirement does not exclude floating contacts. 

Compliance is checked by inspection and by the following test. 

The installation coupler shall be mounted as for normal use and with all contacts installed. Any 
accessory or cover which is not essential for the contact retaining system may be loosened or 
removed. 

The installation coupler shall be placed in a heating cabinet for 1 h at a temperature of 
(70 ± 2) °C. 

Immediately after the heating period, an axial force of 40 N shall be applied to each contact of 
the installation female connector and installation male connector in both directions 
consecutively. This force shall be reached by gradual increase at a rate not exceeding 20 N/s 
until the specified value is reached. 

The maximum value shall be maintained for 60 s. 

After the test the installation coupler is allowed to cool to room temperature and then no contact 
shall have been displaced in the body of the installation coupler by more than 1 mm. 

12.4 Housing of rewirable installation couplers  

The housing of rewirable installation couplers shall completely enclose the terminals and the 
ends of cable sheaths. It shall be possible to arrange each conductor such that its insulation 
cannot come into contact with live parts having another polarity. 
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Compliance is checked by inspection and manual test. 

12.5 Housing of non-rewirable installation couplers  

The housing of non-rewirable installation couplers shall completely enclose the terminations 
and the ends of cable sheaths. The conductors shall be so arranged that their insulation cannot 
come into contact with live parts having another polarity. 

Compliance is checked by inspection and manual test. 

12.6 Dismantling and opening of rewirable installation couplers 

Rewirable installation coupler housings shall be reliably fixed and it shall not be possible to 
dismantle the installation coupler without the aid of a tool. 

For rewirable installation couplers, there shall be independent means for fixing and locating the 
parts of the installation coupler with respect to each other, at least one of which shall be 
operated with the aid of a tool for opening. 

Compliance is checked by inspection and by manual test. 

12.7 Earthing contact and earthing terminal 

If the earthing contact and the earthing terminal are not in one piece, the various parts shall be 
connected together by a reliable manner. 

Clamping units complying with IEC 60999-1:1999, riveting and welding are considered as a 
reliable manner. 

Clamping screws or the spring of screwless-type clamping units are not considered to be part 
of the contact. 

Compliance is checked by inspection and test in accordance with Clause 16. 

12.8 Loose conductor strands  

12.8.1 General 

Rewirable installation couplers classified according to 7.6.3 or 7.6.4 of Table 3 shall be so 
designed that loose conductor strands in the installation coupler will not present a risk of electric 
shock. 

For non-rewirable installation couplers, means shall be provided to prevent loose conductor 
strands from reducing the minimum clearance and creepage distance requirements and the 
distance through solid insulation between conductors and all accessible external surfaces of 
the installation coupler, with the exception of the engagement face of the installation male 
connector of the installation coupler. 

Compliance is checked by the following: 

– for rewirable installation couplers, the test of 12.8.2; 

– for non-rewirable non-moulded-on installation couplers, the test of 12.8.3; 
– for non-rewirable moulded-on installation couplers, by verification and inspection according 

to 12.8.4. 
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12.8.2 Strand test for rewirable installation couplers  

A length of 6 mm of insulation is removed from the end of a flexible conductor, having a 
minimum cross-sectional area specified by the manufacturer. One strand of the flexible 
conductor is left free and the remaining strands are fully inserted into and clamped in the 
terminal, as for normal use. 

The free strand is bent, without tearing the insulation back, in every possible direction but 
without making sharp bends around barriers. 

NOTE The prohibition against making sharp bends around barriers does not imply that the free strand has to be 
kept straight during the test. Sharp bends are, moreover, made if it is considered likely that such bends can occur 
during the normal assembly of the installation coupler, for example when the cover is pushed on. 

It shall not be possible for a free strand of a conductor connected to a live terminal to touch any 
accessible metal part, be able to emerge from the enclosure or touch an earthing terminal when 
the installation coupler has been assembled. 

It shall not be possible for a free strand of a conductor connected to an earthing terminal to 
touch a live part. 

If necessary, the test is repeated with the free strand in another position. 

12.8.3 Strand test for non-rewirable non-molded-on installation couplers  

A length of insulation equivalent to the maximum designed stripping length declared by the 
manufacturer +2 mm is removed from the end of a flexible conductor having the cross-sectional 
area as fitted. One strand of the flexible conductor is left free in the most unfavourable position 
whilst the remaining strands are terminated to suit the construction of the installation coupler. 

The free strand is bent without tearing the insulation back, in every possible direction but without 
making sharp bends around barriers. 

NOTE The prohibition against making sharp bends around barriers does not imply that the free strand has to be 
kept straight during the test. Sharp bends are, moreover, made if it is considered likely that such bends can occur 
during the normal assembly of the installation coupler, for example when the cover is pushed on. 

It shall not be possible for a free strand of a conductor connected to a live termination to touch 
any accessible metal parts, or to touch an earthing termination, or to reduce the creepage 
distance and clearance through any constructional gap to the external surface below 1,5 mm. 

It shall not be possible for a free conductor connected to an earth termination to touch any live 
parts. 

12.8.4 Strand test for non-rewirable moulded-on installation couplers  

Non-rewirable moulded-on installation couplers shall be inspected to verify that there are means 
to prevent stray conductor strands and/or live parts from touching an earthing terminal or 
reducing the minimum distance through insulation to the external accessible surface with the 
exception of the engagement face of the installation male connector below 1,5 mm. 

The verification of "means" may require the checking of the product construction or product 
assembly method. 

12.9 Incorporation of electrical devices  

Installation couplers themselves shall not incorporate other electrical devices, for example, 
switches, fuses, relays, thermostats, surge protective devices and thermal current-limiting 
devices.  
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The use of installation couplers as connection for the electrical devices listed above is 
permitted. 

12.10 Retaining means 

Installation couplers shall be provided with retaining means which engages automatically when 
the installation coupler or cap is connected and which is capable of disengagement for 
disconnecting. It shall only be possible to disengage the retaining means by a deliberate or 
intentional act. For installation couplers classified in accordance with 7.4.1 and 7.8.2 of Table 3, 
for disengagement, the retaining means shall be opened with a key or tool only.   

Compliance is checked by the following test. 

The fully engaged installation coupler shall be subjected to a smooth axial traction force of 80 N 
for a period of 1 min, during which the retaining device shall be fully engaged. The installation 
coupler shall not loosen or become disconnected. 

12.11 Distribution blocks 

The distribution block shall include one installation male connector only for each circuit. The 
distribution blocks intended for fixed mounting shall have means for fixing to the support, for 
example, screw holes. 

Compliance is checked by inspection. 

12.12 Shrouds 

Installation male connectors shall have a shroud, which shall be at least as long as the longest 
pin. 

Compliance is checked by inspection. 

12.13 Factory wiring 

Non-rewirable installation couplers shall be factory-wired. 

12.14 Stress test 

12.14.1 General 

In installation couplers with earthing contact, the length of the conductors between the terminals 
or terminations and the cable anchorage shall be so adjusted that the current-carrying 
conductors will be stressed before the protective earthing conductor if the cable slips out of its 
cable anchorage. 

12.14.2 Stress test of rewirable installation couplers 

Rewirable installation couplers shall have adequate space for the slack of the protective 
earthing conductor so that, if the cable anchorage becomes inoperative, the protective earthing 
conductor connection is subjected to strain after the connections of the current-carrying 
conductors and that, in case of excessive stresses, the protective earthing conductor will break 
after the current-carrying conductors. 

Compliance is checked by the following test. 

The cable is connected to the installation coupler so that the current-carrying conductors are 
led from the cable anchorage to the corresponding terminals by the shortest route. 
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After the current-carrying conductors are correctly connected, the core of the protective earthing 
conductor is led to its terminal and cut off at a distance 8 mm longer than necessary when using 
the shortest possible path for its correct connection. 

After the protective earthing conductor is connected to the terminal, it shall be possible to 
accommodate the loop formed by the surplus length of the protective earthing conductor when 
the installation coupler is assembled correctly. 

12.14.3 Stress test of non-rewirable installation couplers 

In non-rewirable installation couplers with earthing contact, the length of the conductors 
between the terminations and the cable anchorage shall be so adjusted that the current-carrying 
conductors will be stressed before the protective earthing conductor if the cable slips in its cable 
anchorage.  

Compliance is checked by inspection. 

12.15 Separation of non-rewirable installation couplers 

In non-rewirable installation couplers, it shall not be possible for the cable to be separated from 
the installation coupler without making it permanently useless. 

NOTE An installation coupler is considered to be permanently useless when for re-assembling the installation 
coupler, parts or materials other than the originals are to be used. 

Compliance is checked by inspection and by manual test. 

13 Protection against harmful ingress of solid foreign objects and against 
harmful ingress of water 

13.1 General 

The minimum IP rating shall be IP 20. 

13.2 Protection against harmful ingress of solid foreign objects 

The minimum IP rating shall be IP 2X. 

The housing of the installation coupler shall provide a degree of protection against ingress of 
solid foreign objects as declared by the manufacturer. 

Compliance is checked in accordance with IEC 60529. For numeral 5, category 2 applies. 
IP classification is measured when the mating parts are engaged completely and caps are used 
for open installation female connectors. 

13.3 Protection against harmful ingress of water 

The minimum IP rating shall be IP X0. 

The housing of the installation coupler shall provide a degree of protection against harmful 
ingress of water as declared by the manufacturer. 

Compliance is checked by the appropriate test of IEC 60529 and with the treatment specified 
in the two paragraphs below, followed immediately by wiping the surplus surface water from the 
specimen and carrying out the electric strength test of 14.3. 
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The specimens shall withstand an electric strength test as specified in 14.3, which shall be 
started within 5 min of completion of the tests according to 13.3 and inspection shall show that 
water has not reached current-carrying parts. 

For numerals 3 and 4, the oscillating tube in Figure 4 of IEC 60529:1989 is used. IP 
classification is measured when the mating parts are engaged completely and caps are used 
for open installation female connectors. 

14 Insulation resistance and electric strength 

14.1 General 

The insulation resistance and the electric strength of installation couplers shall be adequate 
between parts described in 14.2 and 14.3 after the following treatment. 

Installation couplers shall be fitted with cables and not in engagement when subjected to the 
humidity treatment. 

The humidity treatment is carried out in a humidity cabinet containing air with a relative humidity 
maintained between 91 % and 95 %. The temperature of the air, at all places where specimens 
can be located, is maintained within ± 1 °C of any convenient value t °C between 20 °C and 
30 °C. 

Before being placed in the humidity cabinet, the specimens are brought to a temperature 
between t °C and t °C + 4 °C. 

The specimens are kept in the cabinet for: 

– 48 h (2 days) for installation couplers with IP-rating IP X0; 
– 168 h (7 days) for installation couplers with IP-rating higher than IP X0. 

After this treatment, the specimens shall show no damage within the meaning of this document 
and they shall be able to pass the tests in accordance with 14.2 followed by those of 14.3. 

14.2 Insulation resistance 

The insulation resistance is measured with a DC voltage of approximately 500 V applied as 
listed below, each measurement being made 1 min after application of the voltage: 

a) between current-carrying parts of different polarity; 
b) between all current-carrying parts connected together and the body; 
c) on the installation female connector not engaged to its counterpart, between all current-

carrying parts and a metal foil in contact with the exposed front surface; 

d) between each current-carrying part and parts of the earthing circuit. 

NOTE The term "body" includes accessible metal parts, metal foil in contact with the outer surface, accessible 
external parts of insulating material, fixing screws of bases or covers and external assembly screws. 

While wrapping the metal foil round the outer surface or placing it in contact with the inner 
surface of parts of insulating material, it is pressed against holes or grooves, without any 
appreciable force, by means of an unjointed test finger test probe 11 of IEC 61032:1997. 

The insulation resistance shall not be less than 5 MΩ. 

14.3 Electric strength 

A voltage of substantially sine-wave form, having a frequency of 50 Hz to 60 Hz is applied for 
1 min between the parts indicated in 14.2. 
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The test voltage is: 

a) 1 500 V between current-carrying parts of different polarity; 
b) 3 000 V between all current-carrying parts connected together and the body; 

c) 3 000 V on the installation female connector not engaged to its counterpart, between all 
current-carrying parts and a metal foil in contact with the exposed front surface; 

d) 1 500 V between each current-carrying part and parts of the earthing circuit; 

e) for rewirable installation couplers, 1 500 V between accessible metal parts of the cable 
anchorage including clamping screws and a metal rod of the maximum diameter of the cable 
inserted in its place. 

NOTE The term "body" includes accessible metal part, metal foil in contact with the outer surface, accessible 
external parts of insulating material, fixing screws of bases or covers, and external assembly screws. 

While wrapping the metal foil round the outer surface or placing it in contact with the inner 
surface of parts of insulating material, it is pressed against holes or grooves, without any 
appreciable force, by means of an unjointed test finger test probe 11 of IEC 61032:1997. 

Initially, not more than half the prescribed voltage is applied, then it is raised rapidly to the full 
value. 

No flashover or breakdown shall occur during the test. 

The high-voltage transformer used for the test should be so designed that when the output 
terminals are short-circuited after the output voltage has been adjusted to the appropriate test 
voltage, the output current is at least 200 mA. The overcurrent relay shall not trip when the 
output current is less than 100 mA. 

Care should be taken so that the RMS value of the test voltage applied is measured within 
±3 %. 

Glow discharges without a drop in voltage are neglected. 

15 Construction of contacts 

15.1 Resiliency 

Installation female connector contact assemblies shall have sufficient resilience to ensure 
adequate contact pressure on installation male connector pins. 

Compliance is checked by the tests according to Clause 16 to Clause 18. 

15.2 Resistance of connections 

The resistance of connections including the connection between earthing contacts shall be 
sufficiently low. 

The contact resistance across the installation coupler is measured and it shall not exceed 1 mΩ 
per clamping unit. 

The contact between the installation female connector contact assembly and the installation 
male connector contact pin is also considered to be a clamping unit for the purpose of this 
requirement. 

Compliance is checked by the following test. 
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Conductors having the rated cross-sectional areas specified by the manufacturer shall be 
connected to installation couplers. The clamping screws, if any, are tightened with the torque 
values specified in Table 6. Non-rewirable installation couplers shall be tested with conductors 
of the rated connecting capacity. The installation coupler is fully engaged and loaded with the 
rated current for 1 h. The voltage drop across the clamping unit is measured and the contact 
resistance is calculated. 

When measuring the contact resistance across the distribution block, the relevant counterpart 
is introduced into an installation female connector as well as into an installation male connector. 
The contact resistance is then measured across this combination and it shall not exceed 10 mΩ. 

15.3 Contact pressure 

Electrical connections shall be designed in such a way that contact pressure is not transmitted 
through insulating material other than ceramic, pure mica or other material with characteristics 
no less suitable unless there is sufficient resiliency in the metallic parts to compensate for any 
possible shrinkage or yielding of the insulating material. 

Compliance is checked by inspection. 

16 Temperature rise 

Contacts and other current-carrying parts shall be so designed as to prevent excessive 
temperature rise due to current flow under normal operation. 

Compliance is checked by the following test. 

Installation couplers are fitted with cables having the cross-sectional areas shown in Table 4, 
the terminal screws, if any, being tightened with a torque of the values specified in Table 6. 

Distribution blocks are tested as delivered. 

Test circuits for three pole and five pole installation couplers as well as three pole to three pole 
and five pole to three pole distribution blocks are shown in schematic diagrams of Annex B, 
Figure B.1 to Figure B.8. Five to five pole distribution blocks shall be measured (or wired) in 
the same way as is done for three to three pole distribution blocks. 

Installation couplers shall be fully engaged. 

The test current shown in Table 4 is passed through the current-carrying contacts for 1 h. After 
this, one current-carrying contact and the earthing contact shall be loaded with the test current 
shown in Table 4 for 1 h. 

For installation couplers having three or more poles, the test current during the test shall be 
passed through the phase contacts. If there is a neutral contact and an earthing contact, a 
separate test shall be carried out passing the test current through the neutral contact and the 
earthing contact. If there is either a neutral contact or an earthing contact, the current is passed 
through the neutral contact or through the earthing contact and the nearest phase contact. 

The temperature rise shall be measured at the specified measuring points shown in the 
schematic diagrams of Annex B, Figure B.1 to Figure B.8. During the above tests, the 
temperature rise shall not exceed 45 K in single-phase test circuits and 50 K in poly-phase test 
circuits. 
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Table 4 – Test currents for installation couplers  

Rated current 

A 

Test conductor Test current 

mm2 A 

10  1,5 12,5 

13  1,5 16,25 

16  1,5 20,0 

20  2,5 25,0 

25  4,0 31,0 

32  6,0 40,0 

 

17 Breaking capacity 

This test is not applicable for installation couplers for DC use only. 

Installation couplers for AC applications shall have an adequate breaking capacity. 

Compliance is checked by the following test. 

Installation couplers shall be mounted according to the manufacturer's instructions. Before the 
test, the retention device shall be made ineffective, the installation couplers shall then be 
operated 100 strokes without load and 50 strokes with load. 

The installation couplers shall be tested at their rated voltage and rated current in a circuit with 
a cosφ = 0,6. 

NOTE A stroke is an engagement or a disengagement of the installation male connector. 

The installation male connector is inserted into and withdrawn from the installation female 
connector at a rate of 15 strokes per minute. The speed of engagement and disengagement of 
the installation male connector shall be 0,8 m/s ± 0,1 m/s. Electrical contact shall be maintained 
for no more than 4 s and no less than 2 s. 

During the test, no arc shall persist, no flashover shall occur and the contact parts shall not 
become loose. Live parts shall not become accessible. 

Compliance is checked by the test in accordance with Clause 10. 

After the test, the specimens shall withstand an electric strength test as specified in 14.3, the 
test voltage being reduced to 1 500 V. 

The specimens shall show no 

– wear impairing their further use; 
– deterioration of enclosures or barriers; 

– damage on the entry holes for the male contacts that might impair proper working; 
– loosening of electrical or mechanical connections; 

– seepage of sealing compound. 

The humidity treatment is not repeated before the electric strength test of 14.3 referred to in 
this clause. 
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18 Forces necessary to disengage the parts of the installation coupler 

Installation couplers shall be such that the installation coupler can be easily disengaged; 
however, a deliberate act for disengagement is required. 

Compliance is checked by the following test. 

The retaining means shall be rendered ineffective before the test. Installation couplers shall be 
engaged and disengaged 10 times. The pull-force measured during the 10th disengagement 
shall not exceed 80 N. 

For the test of installation couplers with an IP code higher than IP 2XC, the sealing (gasket), if 
any, may be removed. 

19 Cables and their connection 

19.1 Capability of being fitted 

Installation couplers shall be capable of being fitted with types of cables and cross-sectional 
areas specified by the manufacturer of the installation coupler. Pre-wired installation couplers 
shall only be supplied with the appropriate conductors connected to the correct terminals or 
terminations (see Clause 8).  

NOTE For installation instructions concerning suitable cables, see 8.4. 

Compliance is checked by inspection. 

19.2 Relief from pull, thrust and torsion 

Installation couplers shall be so constructed that the clamping units of the cables shall be 
relieved from pull, thrust and torsion and the cable sheath at the entrance shall be protected 
against abrasion, for example, by a cable anchorage for rewirable installation couplers. 

Compliance is checked by inspection and by the test in accordance with 19.4. 

19.3 Cable anchorage 

For rewirable installation couplers, 

– it shall be clear how the relief from strain and the prevention of twisting is intended to be 
effected; 

– the cable anchorage, or at least part of it, shall be integral with or fixed to one of the other 
components of the installation coupler; 

– makeshift methods, such as tying the cable into a knot or tying the ends with string, shall 
not be used; 

– the cable anchorage shall be suitable for the types of cables specified by the manufacturer; 
– the cable anchorage shall be of insulating material or be provided with an insulating lining 

fixed to the metal parts; 
– it shall not be possible for the cable to touch the clamping screws of the cable anchorage if 

these screws are accessible with the test probe B according to Figure 2 of IEC 61032:1997; 
– metal parts of the cable anchorage, including its screws, if any, shall be insulated from the 

earthing circuit. 

Compliance is checked by inspection and by the test of 19.4. 
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19.4 Capability to connect cables with different cross-sectional area 

Rewirable installation couplers shall be tested with the types of cables specified by the 
manufacturer, first with the smallest and then with the largest cross-sectional area. 

Non-rewirable installation couplers shall be tested with the cables as delivered. 

Conductors of the cable of rewirable installation couplers are introduced into the terminals. The 
terminal screws, if any, are tightened just sufficiently to prevent the conductors from easily 
changing their position. 

The cable anchorage is used in the normal way, clamping screws, if any, being tightened with 
a torque as specified in Table 6. After reassembly of the specimen, the components shall fit 
correctly and it shall not be possible to push the cable with a force of 10 N into the installation 
coupler to any appreciable extent. 

The specimen shall be fixed in an apparatus as shown in Figure 1 such that the axis of the 
cable runs vertically downwards from the cable entry of the installation coupler. 

The cable shall be subjected 50 times to a pull force according to Table 5 for 1 s in one smooth 
and continuous motion. 

Table 5 – Forces to be applied to cable anchorages  

External dimensions of the cable Pull forces 

mm N 

Up to and including 5,2 × 7,6  40 ± 2 

Up to and including 8  50 ± 2 

Over 8 up to and including 11  60 ± 2 

Over 11 up to and including 16  80 ± 2 

Over 16  100 ± 2 

 

The cable shall not be damaged during testing. After the test, the cable shall not have been 
longitudinally displaced by more than 2 mm. 

Immediately after this, a torque of 0,25 Nm is to be applied to the cable for 1 min. After this 
test, the cable shall not be distorted by more than 45º. 

For the measurement of the longitudinal displacement, a mark is made on the cable before 
starting the test while subjecting it to a preliminary pull of the value specified, at a distance of 
approximately 2 cm from the end of the installation coupler or the cable anchorage. 

After the test, the displacement of the mark on the cable in relation to the installation coupler 
or the cable anchorage is measured while the cable is no longer subjected to the pull force. 

For the measurement of the distortion, the installation coupler is to be fixed in an apparatus, an 
example of which is shown in Figure 2. The distance between the cable clamp and the end of 
the installation coupler or the cable anchorage shall be equal to the cable diameter. The 
distortion will be measured immediately behind the cable anchorage while the cable is subjected 
to the torque. 

For non-rewirable installation couplers, a hole may be drilled into the housing so that the cable 
may become accessible for the measuring indicator just behind the cable anchorage. 

The effectiveness of the cable anchorage shall not be affected by drilling the hole. 
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Dimensions in millimetres 

 

Key 

1 crank  

2 eccentric 

3 sample 

Figure 1 – Apparatus for testing the cable anchorage  
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Key 

1 hollow axle for easy twisting 

2 cable clamp for the test cable 

3 cable anchorage of the test specimen 

4 measuring indicator (e.g. a needle) 

5 installation coupler 

6 vertical movable mounting support 

The hollow axle and the mounting block should be easily movable with respect to each other to compensate for any 
shrinkage of the cable while twisting. 

Figure 2 – Apparatus for measuring the distortion (example) 

19.5 Sharp edges 

Installation couplers shall be so designed that the cable cannot be damaged by sharp edges 
where it enters the installation coupler. 

If guards are provided for this purpose, they shall be of insulating material and shall be reliably 
fixed. 

Compliance is checked by inspection. 

20 Mechanical strength 

Installation couplers shall have adequate mechanical strength. 

Compliance is checked by the following test. 

The specimens shall be tested with and without caps fitted. 

Rewirable installation couplers are fitted with the cable specified by the manufacturer, having 
the smallest cross-sectional area and a free length of approximately 100 mm. 

Terminal screws and assembly screws are tightened with a torque equal to the value specified 
in Table 6. 
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Non-rewirable installation couplers are tested as delivered, the flexible cable being cut so that 
a free length of about 100 mm projects from the installation coupler. 

The specimen is subjected to the free fall test, procedure 2, of IEC 60068-2-31:2008, the 
number of falls being 50. 

After the test, live parts shall not become accessible with the test probe B according to Figure 2 
of IEC 61032:1997, the installation coupler shall not show any cracks when inspected by normal 
or corrected vision without additional magnification and the cable anchorage shall remain 
operational. 

Small pieces which are broken off shall not lead to rejection provided that the protection against 
electric shock is maintained. 

Damage to finish and small dents which do not reduce the creepage distances or clearances 
below values specified in Clause 23 are neglected. 

The approximate 100 mm length may be reduced in order to ensure free fall. 

21 Resistance to heat and ageing 

21.1 Resistance to heat 

Installation couplers shall be sufficiently resistant to heat. 

Compliance is checked by the tests of 21.2, 21.3, 21.4 and 21.5, as applicable. 

21.2 Dry heat storage 

Specimens of installation couplers and caps are kept for 1 h in a heating cabinet at a 
temperature of 100 °C ± 2 °C. 

During the test, the specimens shall not undergo any change impairing their further use, and 
the sealing compound shall not flow to such an extent that live parts are exposed. 

A slight displacement of the sealing compound shall be neglected provided that safety is not 
impaired. 

21.3 Ball pressure test 

Parts of insulation material, with the exception of elastomeric or similar materials for installation 
couplers shall be subjected to a ball-pressure test by means of the apparatus shown in Figure 3. 
Three additional samples are required for this test. 

Before the test is started, the ball and the support on which the specimen shall be placed are 
brought to the temperature specified. The part under test shall be placed on a 3 mm thick steel 
plate in direct contact with it, so as to be supported to withstand the test force. When it is not 
possible to carry out the test on the specimen, the test shall be carried out on a special test 
specimen of the same material at least 2 mm thick. 

The surface of the part to be tested is placed in the horizontal position and a steel ball of 5 mm 
diameter is pressed against the surface with a force of 20 N. 

The test is made in a heating cabinet maintained at a temperature of:  

– 125 °C ± 2 °C for those parts of installation couplers which retain current-carrying parts and 
parts of the earthing circuit in position; 
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