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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
RADIATION PROTECTION INSTRUMENTATION – EQUIPMENT FOR 

MEASURING THE ACTIVITY CONCENTRATION OF GAMMA-EMITTING 
RADIONUCLIDES IN FOODSTUFFS 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard 61563 has been prepared by subcommittee 45B: Radiation protection 
instrumentation, of IEC technical committee 45: Nuclear instrumentation. 

This second edition cancels and replaces the first edition published in 2001. This edition 
constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) The previous edition applied to handheld-type and portable-type instruments. This edition 
applies to transportable-type and installed-type instruments, as well as the scope of the 
previous edition. The handheld-type and portable-type instruments are mainly used in 
case of a post accidental situation, however, the transportable-type and installed-type 
instruments can be used through recovery phase. 

b) Uncertainty of measurement according to GUM is introduced. 
c) Detection limit defined in ISO 11929 is introduced to specify a minimum detectable activity. 
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d) Environmental requirements, mechanical requirements and electromagnetic requirements 
are updated according to IEC 62706. 

e) Sample format of measuring report is introduced as Annex C (informative). 

The text of this International Standard is based on the following documents: 

FDIS Report on voting 

45B/931/FDIS 45B/936/RVD 

 
Full information on the voting for the approval of this International Standard can be found in 
the report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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RADIATION PROTECTION INSTRUMENTATION – EQUIPMENT FOR 
MEASURING THE ACTIVITY CONCENTRATION OF GAMMA-EMITTING 

RADIONUCLIDES IN FOODSTUFFS 
 
 
 

1 Scope 

This document applies to instruments used to measure the activity and/or activity 
concentration of gamma-emitting radionuclides in food and/or foodstuffs. This document 
applies to instruments used both as gross count type instruments and pulse height analysing 
type instruments used in field conditions and in measurement facilities. This document does 
not apply to high-resolution spectrometers that use germanium detectors. 

The instruments to which this document applies can be used to measure the activity and 
activity concentration of gamma-emitting radionuclides for a wide variety of samples, such as 
soil, sewage, plant, and animal life. 

The object of this document is to establish performance requirements, to provide test methods 
and to specify general characteristics, general test conditions, and radiological, environmental, 
mechanical and electromagnetic characteristics to be used to determine whether an 
instrument meets the requirements of this document. The test results provide information to 
end-users and manufacturers regarding the capability of instrument for reliable measurement 
of the activity and/or activity concentration of gamma-emitting radionuclides. 

This document does not apply to sample preparation. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60050-395, International Electrotechnical Vocabulary (IEV) – Part 395: Nuclear 
instrumentation: Physical phenomena, basic concepts, instruments, systems, equipment and 
detectors 

IEC 60086-2, Primary batteries – Part 2: Physical and electrical specifications 

IEC 60529, Degrees of protection provided by enclosures (IP Code) 

IEC 61187, Electrical and electronic measuring equipment – Documentation 

IEC 62706, Radiation protection instrumentation – Environmental, electromagnetic and 
mechanical performance requirements 

ISO 11929, Determination of the characteristic limits (decision threshold, detection limit and 
limits of the coverage interval) for measurements of ionizing radiation – Fundamentals and 
application 
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3 Terms and definitions, abbreviated terms, quantities, units and symbols 

For the purposes of this document, the following terms and definitions, as well as those given 
in IEC 60050-395 apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1 Terms and definitions 

3.1.1  
activity concentration 
activity per unit mass (Bq kg-1) or activity per unit volume (Bq m-3) of a given radionuclide.  

[SOURCE: IEC 60050-395:2014, 395-01-09, modified: Activity per unit mass mentioned in IEV 
395-01-08 is added to a meaning of activity concentration defined as activity per unit volume 
in IEV 395-01-09.]  

3.1.2  
blank sample 
dummy sample that contains the same substance that is to be measured in the sample but  
does not contain radioactive material other than Naturally Occurring Radioactive Materials 
(NORMs)  

3.1.3  
coefficient of variation  
V 
ratio of the standard deviation s to the arithmetic mean x of a set of n measurements xi which 
is given by the following formula: 

 
∑

=

−
−

==
n

i
i xx

nxx
sV

1

2)(
1

11

. 

3.1.4  
conventional true value 
value attributed to a particular quantity and accepted, sometimes by convention, as having an 
uncertainty appropriate for a given purpose 

[SOURCE: IEC 60050-311:2001, 311-01-06]  

3.1.5  
decade 
range of values of a certain quantity for which the common logarithms of the ratio of maximum 
and minimum value is unity  

3.1.6  
non-linearity 
deviation from a straight line of the curve representing an output quantity as a function of an 
input quantity 

Note 1 to entry: The reference straight line is determined by the radionuclide activity conversion factor described 
in 6.2. 
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3.1.7  
effective range of measurement 
absolute value of the difference between the two limits of a nominal range 

3.1.8  
upper limit of effective range of measurement 
maximum activity or activity concentration to be measured at which the performance of an 
instrument meets the requirements of its specifications 

3.1.9  
lower limit of effective range of measurement  
A0 
minimum activity or activity concentration to be measured over which the performance of an 
instrument meets the requirement of its specifications 

3.1.10  
decision threshold  
y* 
value of the estimator of the measurand, which, when exceeded by the result of an actual 
measurement using a given measurement procedure of a measurand quantifying a physical 
effect, is used to decide that the physical effect is present. 

Note 1 to entry: The decision threshold is defined such that in cases where the measurement result, y, exceeds 
the decision threshold, y*, the probability of a wrong decision, namely that the true value of the measurand is not 
zero if in fact it is zero, is less or equal to a chosen probability α. 

Note 2 to entry: If the result, y, is below the decision threshold, y*, it is decided to conclude that the result cannot 
be attributed to the physical effect; nevertheless, it cannot be concluded that it is absent. 

[SOURCE: ISO 11929:2019, 3.12] 

3.1.11  
detection limit  
y# 
smallest true value of the measurand which ensures a specified probability of being 
detectable by the measurement procedure. 

Note 1 to entry: With the decision threshold according to 3.1.10, the detection limit is the smallest true value of 
the measurand for which the probability of wrongly deciding that the true value of the measurand is zero is equal to 
a specified value, β, when, in fact, the true value of the measurand is not zero. The probability of being detectable 
is consequently (1-β). 

Note 2 to entry: The terms detection limit and decision threshold are used in an ambiguous way in different 
standards (e.g. standards related to chemical analysis or quality assurance). If these terms are referred to one has 
to state according to which standard they are used.  

[SOURCE: ISO 11929:2019, 3.13] 

3.1.12  
radionuclide activity conversion factor  
C 
quotient of the conventional true value of the activity (A) and an indication of the instrument in 
count rate (I), which is given by the following formula: 

 I
AC =

 

Note 1 to entry: Radionuclide activity conversion factor is inverse of the counting efficiency. 
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3.1.13  
reference source 
radioactive source calibrated by using the standard source for use in a calibration of the 
measuring instrument 

3.1.14  
standard source 
radioactive source that has been calibrated by a laboratory recognized as a country's national 
standardizing laboratory for radioactivity measurements and that has been so certified by the 
aforementioned laboratory  

[SOURCE: IEC 60050-395:2014, 395-02-03]  

3.1.15  
check source 
radioactive source which is used for the instrument operability check, as well as for 
performing tests for stability and the influences of ambient factors 

3.1.16  
routine test 
conformity test made on each individual item during or after manufacture 

[SOURCE: IEC 60050-151:2001, 151-16-17]  

3.1.17  
type test 
conformity test made on one or more items representative of the production 

[SOURCE: IEC 60050-151:2001,.151-16-16] 

3.1.18  
acceptance test 
contractual test to prove to the customer that the item meets certain conditions of its 
specification 

[SOURCE: IEC 60050-151:2001, 151-16-23]  

3.1.19  
uncertainty of measurement  
parameter, associated with the result of a measurement, that characterises the dispersion of 
the values that could reasonably be attributed to the measurand 

Note 1 to entry: This formal definition of the term “uncertainty of measurement” was developed for use in ISO/IEC 
Guide 98-3:2008, Uncertainty of measurement – Part 3: Guide to the expression of uncertainty in measurement 
(GUM 1995), and ISO/IEC Guide 99:2007, International vocabulary of metrology – Basic and general concepts and 
associated terms (VIM). 

[SOURCE: IEC 60050-815:2015, 815-17-19] 

3.1.20  
standard uncertainty 
standard deviation associated with the measurement result or an input quantity 

Note 1 to entry: See GUM 2.3.4. 

Note 2 to entry: The standard uncertainty of the measurement result is sometimes called “combined standard 
uncertainty”. 

Note 3 to entry: The quotient of the standard uncertainty and a measurement result is called “relative standard 
uncertainty” and sometimes given as percentage. 
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3.1.21  
expanded uncertainty  
U 
quantity defining an interval about the result of a measurement that may be expected to 
encompass a large fraction of the distribution of values that could reasonably be attributed to 
the measurand 

Note 1 to entry: The expanded uncertainty can be obtained by multiplying the (combined) standard uncertainty 
times a coverage factor. 

[SOURCE: ISO/IEC Guide 98-3:2008, GUM 2.2.5] 

3.2 Quantities and units 

In the present document, the units of the International System (SI) are used1. The definitions 
of radiation quantities are given in IEC 60050-395. Nevertheless, the following units may also 
be used: 

– for energy: electron-volt (symbol: eV), 1 eV = 1,602 × 10–19 J. 
– for time: years (symbol: y), days (symbol: d), hours (symbol: h), minutes (symbol: min). 

Multiples and submultiples of SI units will be used, when practicable, according to the SI 
system. 

– SI unit of absorbed dose, kerma and specific energy imparted 

 1 Gy = 1 J kg-1 

– SI unit of activity of an amount of radionuclide equal to a second to the power minus one 

 1 Bq = 1 s-1 

3.3 Symbols 

Table 1 gives a list of symbols used. 

Table 1 – Symbols 

Symbol Meaning Unit 

y* decision threshold --- 

y# detection limit --- 

ũ(0) standard uncertainty of a measurand when its true value equals 
zero Bq, Bq kg-1, Bq m-3 

ũ(y#) standard uncertainty of a measurand when its true value equals 
y# Bq, Bq kg-1, Bq m-3 

k1-α quantile of a standardized normal distribution for the 
probabilities 1-α. --- 

k1-β quantile of a standardized normal distribution for the 
probabilities 1-β. --- 

A conventional true value of the activity or activity concentration Bq 

ADL detection limit expressed in units of activity or activity 
concentration Bq, Bq kg-1, Bq m-3 

I indication of instrument s-1, Bq, Bq kg-1, Bq m-3 

___________ 
1  International Bureau of Weights and Measures: The International System of Units (SI) 8th edition, 2006; 

updated in 2014. 
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Symbol Meaning Unit 

u relative standard uncertainty of measurement --- 

U relative expanded uncertainty of measurement --- 

Urel 
relative expanded uncertainty of a ratio of an actual value to 
the reference value of the conventional true value of the 
activity and/or activity concentration 

--- 

C radionuclide activity conversion factor Bq s 

A0 lower limit bound of effective range of measurement Bq, Bq kg-1, Bq m-3 

M measurand of the instrument Bq, Bq kg-1, Bq m-3 

 

4 General test procedure 

4.1 Nature of tests 

Tests in this document are to be considered as type tests unless otherwise specified. A user 
may employ certain tests in this document as acceptance tests. The required specifications 
are evaluated by the tests given in the appropriate clauses. All tests in this document shall be 
performed using the same instrument setup with any accessories included with the 
instruments under test. Type tests shall be performed by using one or more instruments in 
order to verify the design of the instrument model. Where no test is specified, it is understood 
to mean that the characteristics can be verified by observation or consultation of the 
manufacturer’s specifications. 

4.2 Reference conditions and standard test conditions 

4.2.1 General 

The tests should be carried out under reference conditions ideally, however, since it is not 
always possible to maintain these conditions, standard test conditions, which have small 
intervals around the reference values, may be used. 

The reference and standard test conditions are given in Table A.1. The reference conditions 
are the conditions under which the performances of the instrument are valid and the standard 
test conditions indicate the necessary tolerances in practical testing. 

The tests in this document shall be performed under the standard test conditions given in the 
third column of Table A.1 unless otherwise specified. 

The temperature, pressure and relative humidity at the time of the test shall be stated, as well 
as measuring time and date of the tests. 

4.2.2 Tests performed under standard test conditions 

Tests that are performed under the standard test conditions are listed in Table B.1 which 
indicates, for each characteristic under test, the requirements according to the clause in 
which the corresponding test method is described. 

4.2.3 Tests performed with variation of influence quantities 

For tests intended to determine the effects of variations in the influence quantities given in 
Table A.1, all of the other influence quantities should be maintained within the limits for the 
standard test conditions unless otherwise specified in the relevant test procedure. 

Full document details: IEC 61563-2019

http://www.avadocuments.com/doc/iec-61563-2019
http://www.avadocuments.com/doc/iec-61563-2019


IEC 61563:2019 © IEC 2019 – 13 –  

4.3 Instrument set-up during tests 

All tests, including those involving the use of the radioactive sources, should be performed in 
accordance with the manufacturer’s instructions. 

4.4 Statistical fluctuations 

If the magnitude of the statistical fluctuations of the indication arising from the random nature 
of radiation alone is a significant fraction of the variation of the indication permitted in the test, 
then sufficient readings shall be taken to ensure that the mean value of such readings may be 
estimated with sufficient precision to determine whether the requirements for the 
characteristic being tested are met. The interval between such readings shall be longer than a 
measuring time for accumulating type instruments and longer than the three times the time 
constant for rate meter type instruments, which are sufficient to ensure that the readings are 
statistically independent. 

4.5 Standard sources and reference sources 

The following types of sources or their combinations are used for instrument testing and 
adjustment of response: 

 standard sources, 
 reference sources. 

Standard sources and reference sources should contain radionuclides, that the instrument is 
intended to measure, existing either as a single radionuclide or some appropriate combination. 
The activity(ies) of the standard sources and reference sources to be used shall be traceable 
to national or international standards. The conventionally true value of activity of standard 
sources shall be determined with a relative expanded uncertainty (k = 2) of less than 10 %. If 
necessary, half-life corrections should be made for these standard sources. 

The standard sources and reference sources may be produced by using various substitutes, 
including polymeric compounds, activated aluminium powder or natural matrix. The standard 
sources and reference sources may also be radioactive solutions. The sources should be 
equivalent to the sample to be measured in terms of radionuclide composition and the total 
mass attenuation coefficient. The sources should be the same shape as the sample and 
should be uniform. It should be noted that proper detection efficiency cannot be obtained due 
to the different self-absorption if the density of the source is different from that of a sample. 

4.6 Check sources 

Check sources are used for the instrument operability check, as well as for performing tests 
for stability and the influences of ambient factors. Solid sealed gamma-sources of appropriate 
sizes and activities may be used for these purposes. The instrument should hold the source at 
a fixed position relative to the detector. 

The check source reading shall be taken after each response calibration using standard 
sources and reference sources. When a check source is used to perform type tests, the ratio 
of the response from the check source to the response from the standard sources and/or 
reference sources shall be determined for each radionuclide used in the test (see 6.3). 

4.7 Functionality tests 

4.7.1 General 

Functionality tests are performed before, during or after performance testing to assess 
potential changes in the instruments response. Instead of being used as an independent test, 
they are always combined with an environmental, mechanical, or electromagnetic test from 
IEC 62706, hereinafter referred to as performance tests. A response to photons or variation of 
indication is verified by the functionality test. 

Full document details: IEC 61563-2019

http://www.avadocuments.com/doc/iec-61563-2019
http://www.avadocuments.com/doc/iec-61563-2019


 – 14 – IEC 61563:2019 © IEC 2019 

4.7.2 Stability and reproducibility of the source-detector geometry 

During environmental testing, the source-detector geometry should not be changed so that 
stable measuring conditions can be maintained. If a change is necessary, suitable mechanical 
measures (such as precision fixtures for sources and instruments) shall be used to ensure 
proper reestablishment of the geometry. 

4.7.3 Combination of functionality tests and performance tests 

Before performance testing (e.g. environmental), a standard source, reference source or 
check source is placed properly on the instrument. A functionality test shall be performed to 
ensure that the reference values for the instrument’s response or indication are maintained. 
After performance testing, the source shall be set at the same position (if applicable) 
according to 4.7.2 and a functionality test shall be performed to monitor changes in the 
instrument’s response or indication. If required by the each test (see Clauses 7, 8 and 9), 
additional functionality tests can be performed during performance testing. 

4.7.4 Conduct of functionality tests 

Each functionality test should be performed in the following way:  

a) For gross-count type instruments 
Mount the standard source, reference source or check source properly on the instrument. 
The coefficient of variation of the instrument indication shall be less than 0,1. Record 10 
independent photon count rate readings and calculate their arithmetic mean. 

b) For pulse height analysing type instruments 
Mount the standard source, reference source or check source properly on the instrument. 
Accumulate net counts up to 1 000 at a dominant photo-peak area of the source and 
calculate its count rate. Some of the tests described in the Clause 9 require shorter 
accumulation time and accept smaller accumulated counts.  

4.7.5 Regular operation behaviour 

In addition to the functionality tests, which assess drift in instruments’ responses or 
indications, another requirement denoted “regular operation behaviour” is applied by 
performance tests. The instrument shall be operated successfully and without spurious 
indications (e.g., alarms, false identifications, unexpected messages on displays, or 
instrument shut down).  

5 General requirements 

5.1 General characteristics 

The instruments to which this document applies are used to measure the activity and/or 
activity concentration expressed per unit mass (Bq kg-1) or volume (Bq m-3) of gamma-
emitting radionuclides in food and/or foodstuffs. The instruments may be used both in field 
conditions and in measurement facilities. Gamma-ray spectrometers or window-type gamma 
ray counters are mainly used for these purposes. 

NOTE 1 Portable gamma-ray counters are useful when samples are highly contaminated and screening of non-
contaminated samples is necessary.  Gamma-ray counters without pulse-height analysis function are not useful for 
determining activity or activity concentration in food and/or foodstuffs unless the radionuclide of interest is known. 

NOTE 2 The measurand of the monitor, M, is the activity or activity concentration of a sample. It can be obtained 
according to the following formula (1); 

 W
kNCM ××

= ,  (1) 
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where,  

C  is the activity conversion factor, 
N  is the net count rate, 
W  is the sample amount (considered only when the measurand is activity concentration), 
k  is the adjustment factor. 

NOTE 3 The uncertainty of measurement can be estimated by synthesizing uncertainties due to radionuclide 
activity conversion factor, net count rate, sample amount and adjustment factor. The uncertainties due to the 
radionuclide activity conversion factor is composed of uncertainties due to the activity of the calibration source and 
indication of the instrument (see Note 2 in 6.2). The uncertainties due to the adjustment factor includes 
uncertainties due to the repeatability of the sample position and the difference between dimension of the sample 
and the calibration source. Measurement institutes are responsible for specifying the causes of uncertainty and 
estimating the uncertainties associated with their measurements. The procedure of the estimation is described in 
IEC TR 62461. 

5.2 Type of instrument 

5.2.1 General 

Instruments are classified as follows according to the performance requirement. 

5.2.2 Instrument types  
a) handheld and portable type 

An instrument that is used while being held. 
b) transportable type 

An instrument that may be moved to different locations and does not operate while in 
transit. 

c) installed type 
An instrument that is permanently mounted at the location where it is used.   

Transportable type and installed type instruments usually have gamma ray shielding. Some 
installed type instruments have functions for measuring the activity of a sample as it passes 
through the measurement area of the detector(s). These instruments may use conveyer belts 
to carry large quantities of foodstuffs packed in bags (e.g., 30 kg bags of rice) while 
monitoring their activities. Installed type and transportable type instruments are used only in 
controlled environments. 

5.2.3 Measurement type 
a) gross-count type 

Instruments that count whole of the signals with pulse heights greater than a 
predetermined threshold. Some instruments are able to subtract counts from external 
radiation. Gross-count type instruments do not have the ability to identify radionuclides.  

b) pulse height analysing type 
Instrument that analyses signal pulse heights by using single-channel or multi-channel 
pulse height analysis function. The single-channel type instrument accumulates a count of 
pulses whose heights are within a specified range. Some instruments of this type have a 
function to subtract pulses that are caused by the Compton scattering of higher energy 
photons. The multi-channel type instrument can obtain pulse height spectra. Some 
instruments of this type can identify radionuclides based on a photo-peak in the energy 
spectrum or by fitting the measured spectrum with the reference spectra. 
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5.3 Physical configuration 

5.3.1 General 

Instruments for activity or activity concentration measurements in food and/or foodstuffs 
contain detection and measuring sub-assemblies. These parts may be integrated or function 
as separate units. 

The instrument should be designed, especially with regard to the detection sub-assembly, to 
minimize the risk of radioactive contamination. 

The instrument should be designed and constructed so as to facilitate decontamination. 

The instrument should be designed not to be affected by vibration, mechanical shock and 
electro-magnetic interference. The requirements and test methods of these characteristics are 
specified in Clauses 8 and 9. 

The detector of installed-type instrument should be covered by a shield to reduce the effect of 
external gamma radiation. 

The manufacturer shall provide instrument performance specifications and instructions for 
operation. 

The manufacturer shall provide information describing the type of radiation detector and its 
dimension, and location within the instrument. 

The dimensions and the masses of handheld and portable instruments shall be designed so 
that they can be handled easily.  

The instrument shall be designed so that sample will not enter the instrument if the container 
of the sample is broken. 

5.3.2 Detection sub-assembly 

The detection cells should be designed to enable quick and simple substitution of one 
measured sample with another. 

The detection sub-assembly of an installed type instrument shall be designed to ensure the 
repeatability of the sample – detector geometry. 

5.3.3 Measurement sub-assembly 

The measurement sub-assembly in general should provide the following radiation 
measurement functions: 

a) gross-count type 
 to determine the number of counts or count rate automatically and display its value; 
 to maintain the power supply condition during measurement;  
 to inform overload and low battery situation by visual signalling;  
 to indicate detector failure. 

b) pulse height analysing type 
The measurement sub-assembly of pulse height analysing type should provide the 
following functions as well as those a gross-count type measurement sub-assembly should 
provide. 

 to integrate the count over time, in order to improve the uncertainty of the 
measurement due to counting statistics;  
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 to take into account the instrument background automatically;  
 to consider the energy range of gamma-rays detected and to convert the indicated 

counts to activities and activity concentrations of radionuclides, and to display it in 
appropriate units (Bq, Bq kg-1, Bq m-3);  

 to have a function for energy calibration, gain stabilization and/or gain adjustment;  
 to accept in digital form the coefficients or parameters used for signal processing (e.g. 

calibration factors, energy range, alarm thresholds);  
 to activate sound and/or light alarms when the activity or activity concentration level 

exceeds the pre-set thresholds;  
 to indicate the counting statistics or supply information that enables estimation of the 

uncertainty based on the counting statistics. 

5.3.4 Electric power supply 

The electric power of the instrument shall be supplied by an AC power line, a DC power line 
or a battery(ies). Battery power shall be provided for handheld and portable type instruments. 
An instrument using the battery as its electric power supply shall provide the following 
functions: 

 to provide an indication of when the battery condition has reached the minimum 
acceptable tolerance. This indication shall be permanent until the battery(s) is replaced 
or re-charged;  

 to indicate the correct polarity on the instrument by the manufacturer.  

The physical dimensions of both primary battery and secondary batteries should comply with 
IEC 60086-2. The secondary battery shall be possible to be fully rechargeable within 12 h. 
The batteries shall be individually replaceable. 

It shall be considered that the capacities of most types of batteries strongly decreases with 
decreasing temperature below -10 °C. 

5.3.5 Storage and transportation 

The instruments shall retain operability within the requirements of this document, after 
transportation and storage without electricity supply during three months, in the 
manufacturer’s packaging at any temperature between -25 °C and +50 °C. In some cases, 
more strict requirements may be stated such as the capability of withstanding air 
transportation at low atmospheric pressure. 

5.3.6 IP (degree of protection) classification 

The instruments shall be designed to meet the following IP classifications; 

a) Handheld and portable type: IP 53, 
b) Installed and transportable type: no IP classification requirement. 

The test shall be performed according to the IP requirements provided in IEC 60529. These 
tests shall include dust and moisture.  

5.4 Basic information 

5.4.1 Effective range of measurement 

The lower bound and upper bound of the effective ranges of measurement for the 
radionuclides mentioned in 6.2 except for 40K should be determined by the manufacturer. The 
operation manual for the instrument should specify the time required to perform the 
measurements at the detection limit. 

a) For handheld and portable type instruments 
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The lower bound should not be higher than 300 Bq kg-1 or its equivalent activity or activity 
per unit volume. The lower bound should satisfy the requirements specified in the 
concerning national regulations. The upper bound should not be lower than 100 kBq kg-1 
or its equivalent activity or activity per unit volume provided that the external gamma dose 
rate does not exceed 2,5 µGy h-1.  

b) For transportable and installed type instruments 
The lower bound should not be not higher than 100 Bq kg-1 or its equivalent activity or 
activity per unit volume. The lower bound should satisfy the requirements specified in the 
concerning national regulations. The upper bound should not be lower than 10 kBq kg-1 or 
its equivalent activity or activity per unit volume under the standard test condition. 

NOTE 1 The operation manual for the instrument specifies the time required to perform the measurements at the 
detection limit. 

NOTE 2 The lower bound is associated with the requirements specified in the concerning national regulations. 

5.4.2 Range of measurement energy 

The energy measurement range of the instrument shall cover the nuclides mentioned in 6.2, 
for detectors with low energy resolutions (e.g. NaI(Tl) scintillation detectors). This range shall 
be at least from 150 keV to 1 500 keV. 

5.4.3 Instrument background 

Instrument background originates from internal and external sources. 

The internal sources mainly include the radioactivity of contaminated materials of instrument 
construction, primarily in the detector sub-assembly. The external sources are naturally 
occurring radioactive materials and cosmic radiation. Detector contamination also increases 
the background. The instrument background may depend heavily on the selected energy 
range of measurement. 

In order to achieve measurement conditions as close as possible to the background 
measurement, blank samples made of uncontaminated materials with physical and chemical 
properties similar to those of the measured materials should be used. When the background 
is measured without any blank sample, the background count shall be adjusted by considering 
the shielding effect of the blank sample. 

If the normal background increases, the cause(s) of the increase shall be determined. In the 
case of radioactive contamination of the instrument, decontamination or replacement of 
contaminated instrument parts should be considered. 

5.4.4 Detection limit 

The decision threshold, y*, and the detection limit, y#, can be determined using formulae (2) 
and formula (3), respectively, which were derived from the procedure described in ISO 11929: 

 )0(~* 1 uky α−= , (2) 

where,  
y*  is the decision threshold, 
ũ(0)  is the uncertainty of the measurand when its true value equals zero,  
k1-α  is the quantile of the standardized normal distribution for the probability 1-α. 

NOTE 1 As mentioned in 3.1.11, when the measurement result, y, exceeds the decision threshold, y*, the 
probability that the true value of the measurand is zero is less or equal to the chosen probability, α. 
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where,  
ũ(y#)  is the uncertainty of the measurand when its true value equals y#, 
k1-β  is the quantile of the standardized normal distribution for the probabilities 1-β.  

NOTE 2 As mentioned in 3.1.12, with the decision threshold, the detection limit is the smallest true value of the 
measurand for which the probability of wrongly deciding that the true value of the measurand is zero is equal to a 
specified value, β, when, in fact, the true value of the measurand is not zero. 

If values of 0,05 for both α and β are selected as acceptable, then both k1-α and k1-β become 
1,65 and formula (3) can be written as:  

 { })(~)0(~65,1 ## yuuy +×= . (4) 

If the distribution of the sample measurement result is assumed to be the same as that of the 
background measurement, the specific calculation formulas of the detection limit can be 
written as:  

 )0(~29,3# uy ×= . (5) 

a) Obtained by accumulated counts and counting time 
If there are adequate numbers of counting rates and counting times, a simplified formula 
for the detection limit can be used. When the time for measuring, the time for background 
counting and the background count rate are known, the following simplified formula (6) 
can be applied: 

 
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where,  
ADL  is the detection limit expressed in units of activity (Bq), or activity concentration (Bq 

kg-1 or Bq m-3),  
C  is the activity conversion factor in Bq s, 
W  is the amount of the sample in kg or m3 (considered only when the measurand is 

activity concentration), 
Mb  is the background count rate expressed in s-1, 
t0  is the measuring time in s, 
tb  is the time for background counting time in s. 

b) Obtained by repeated readings 
If at least 20 background readings have been acquired, the following simplified formula (7) 
or formula (8) can be applied according to the indication of the instrument: 
If indication is expressed in counts per second, the following formula applies: 
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where,  
ADL  is the detection limit expressed in units of activity (Bq), or activity concentration (Bq 

kg-1 or Bq m-3), 
n  is the number of background readings (at least 20 times),  
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Nbi  is the i-th background count expressed in s-1,  
C  is the activity conversion factor in Bq s, 
W  is the amount of the sample in kg or m3 (considered only when the measurand is 

activity concentration), 

N
-

b  is the mean background value for n measurements expressed in s-1.  

If the indication is expressed as an activity concentration, the following formula applies: 

 1

)(2
265.1 1

2

−

−
×=

∑
=

n

AA
A

n

i
bbi

DL  , (8) 

where,  
ADL  is the detection limit expressed in units of activity concentration Bq kg-1 or Bq m-3, 
n  is the number of background readings (at least 20 times),  
Abi  is the i-th background measurement result, in Bq kg-1 or Bq m-3, 

A
-

b  is the mean background value for n measurements, in Bq kg-1 or Bq m-3.  

NOTE 3 Formula (7) or formula (8) can be applied when the measurement time is equal. 

5.5 Data output 

Where an instrument can communicate to another device, the manufacturer shall specify the 
information that can be communicated, the method of connection and software requirements 
of the receiving device. 

5.6 User interface 

The following features are considered essential (shall) or desirable (should) for the proper 
usability. 

a) The following features shall be provided: 
 simple to use for non-experts and user-friendly controls for routine operation, 
 readable display in all lighting conditions including darkness, 
 nuclide or energy window selected (if applicable), 
 capability to perform calibration. 

b) The following features should be provided: 
 audible and/or visual alarm to notify the measured activity concentration is equal to or 

greater than the alarm threshold, 
 capability to store results and to download the data to a computer, 
 indication of the battery status (for battery-powered instruments), 
 protection of the settings for all operational parameters, 
 diagnostic capabilities. 

5.7 Markings 

The function of all of the external instrument controls, displays and adjustments shall be 
identified. The internal controls needed for operation shall be identified by markings and 
referenced/explained in technical manuals. The external markings shall be easily readable 
and permanently fixed under normal conditions of use. They should withstand 
decontamination procedures. 
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The following markings shall appear on the exterior of the instrument: 

– name of the instrument, 
– model number, 
– unique serial number, 
– name of manufacturer or its abbreviation. 

The reference point shall be clearly marked on the instrument or described in an appropriate 
document. 

6 Radiation detection requirements 

6.1 Consideration of the uncertainty of the conventional true value 

The expanded (k = 2) relative uncertainty, U, of the conventional true value of the activity 
and/or activity concentration shall be less than 10 %. If not specified otherwise, tolerance in 
this document is specified without considering relevant uncertainty. When the uncertainty 
needs to be considered, the tolerance shall be enlarged by U. If tests are to be performed 
with the sources whose characteristics are the same except for those to be tested, for 
example linearity test, the tolerance shall be enlarged by the uncertainty of the ratio of the 
actual value of the test point and the reference value of the activity and/or activity 
concentration, Urel. In case of other requirements, the consideration of the uncertainty is 
mentioned in the respective method of test. 

6.2 Determination of radionuclide activity conversion factor 

The radionuclide activity conversion factor of the instrument defined in 3.1.13 shall be 
determined by using the standard source or reference source. A source whose activity is A is 
mounted on the instrument and the indication (I) is recorded. The indication should be high 
enough that the background count is negligible and low enough that the dead time is 
negligible, simultaneously. The radionuclide activity conversion factor (C) shall be obtained 
and reported by a manufacturer at least for the each of the following each radionuclides: 

40K, 60Co, 131I, 134Cs, 137Cs 

The radionuclide activity conversion factors for radionuclides other than 137Cs can be 
obtained from the response characteristics of the instrument at the energy of each gamma 
photon. They also can be estimated by extrapolation using the results of a simulation from the 
activity conversion factor for a 137Cs standard source. 

NOTE 1 The total mass attenuation coefficients of the sources, the shape of the source container, the source 
density and the uniformity of activity in the sample all affect the estimation of the detection efficiency. A proper 
detection efficiency will not be obtained if they are not the same as those of the sample. If there are differences 
between the sample and source parameters, corrections need to be accounted for in order to obtain the correct 
detection efficiency (see 4.5).  

NOTE 2 The uncertainty of the activity conversion factor, σC, can be estimated as follows; 
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where,  

C±σC  is the activity conversion factor and its associated standard uncertainty, 

A±σA  is the conventional true value of the activity and its associated standard uncertainty, 
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