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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
ULTRASONICS – PHYSIOTHERAPY SYSTEMS –  

FIELD SPECIFICATIONS AND METHODS OF MEASUREMENT  
IN THE FREQUENCY RANGE 0,5 MHz TO 5 MHz 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)"). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

This redline version of the official IEC Standard allows the user to identify the changes made to 
the previous edition IEC 61689:2013. A vertical bar appears in the margin wherever a change has 
been made. Additions are in green text, deletions are in strikethrough red text. 
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IEC 61689 has been prepared by IEC technical committee 87: Ultrasonics. It is an International 
Standard. 

This fourth edition cancels and replaces the third edition published in 2013. This edition 
constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition. 

a) The requirement on water oxygen content is specified in 6.1. 
b) Former recommendations in 6.2 have been changed to become requirements. 
c) Several definitions in Clause 3 have been updated in line with other TC 87 documents. 
d) The formerly informative Annex A has been changed to become normative, and now 

contains details on how conformance with IEC 60601-2-5 requirements is checked. 
e) Annex D has been considerably shortened and reference to a now withdrawn regulatory 

document has been removed. 

The text of this International Standard is based on the following documents: 

Draft Report on voting 

87/784/FDIS 87/789/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/standardsdev/publications. 

NOTE The following print types are used: 

• Requirements: in Arial 10 point 

• Notes: in Arial 8 point 

• Words in bold in the text are defined in Clause 3 

• Symbols and formulae: Times New Roman + Italic 

• Compliance clauses: in Arial Italic 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates that it 
contains colours which are considered to be useful for the correct understanding of its 
contents. Users should therefore print this document using a colour printer. 
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INTRODUCTION 

Ultrasound at low megahertz frequencies is widely used in medicine for the purposes of 
physiotherapy. Such equipment consists of a generator of high frequency electrical energy 
and usually a hand-held treatment head, often referred to as an applicator. The treatment 
head contains a transducer, usually a disc of piezoelectric material, for converting the electrical 
energy to ultrasound and is often designed for contact with the human body.  
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ULTRASONICS – PHYSIOTHERAPY SYSTEMS –  
FIELD SPECIFICATIONS AND METHODS OF MEASUREMENT  

IN THE FREQUENCY RANGE 0,5 MHz TO 5 MHz 
 
 
 

1 Scope 

This document is applicable to ultrasonic equipment designed for physiotherapy containing an 
ultrasonic transducer generating continuous or quasi-continuous (e.g. tone burst) wave 
ultrasound in the frequency range 0,5 MHz to 5 MHz. This document only relates to ultrasonic 
physiotherapy equipment employing a single plane non-focusing circular transducer per 
treatment head, producing static beams perpendicular to the face of the treatment head. 

This document specifies: 

• methods of measurement and characterization of the output of ultrasonic physiotherapy 
equipment based on reference testing methods; 

• characteristics to be specified by manufacturers of ultrasonic physiotherapy equipment 
based on reference testing methods; 

• guidelines for safety of the ultrasonic field generated by ultrasonic physiotherapy 
equipment; 

• methods of measurement and characterization of the output of ultrasonic physiotherapy 
equipment based on routine testing methods; 

• acceptance criteria for aspects of the output of ultrasonic physiotherapy equipment 
based on routine testing methods. 

Therapeutic value and methods of use of ultrasonic physiotherapy equipment are not within 
the scope of this document. 

Ultrasonic physiotherapy equipment using ultrasound in the frequency range from 20 kHz 
to 500 kHz is dealt with in IEC 63009.  

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60601-1, Medical electrical equipment – Part 1: General requirements for basic safety and 
essential performance 

IEC 60601-2-5, Medical electrical equipment – Part 2-5: Particular requirements for the basic 
safety and essential performance of ultrasonic physiotherapy equipment 

IEC 61161:2013, Ultrasonics – Power measurement – Radiation force balances and 
performance requirements 

IEC 62127-1:2007, Ultrasonics – Hydrophones – Part 1: Measurement and characterization of 
medical ultrasonic fields up to 40 MHz  
Amendment 1:2013 
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3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses:  

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

NOTE  SI units (see ISO/IEC Directives – Part 2:2011, Annex I b) are used in the Notes to entry below certain 
parameter definitions for defining certain parameters, such as beam areas and intensities. It may be convenient to 
use decimal multiples or submultiples in practice but care should be taken in using decimal prefixes in combination 
with units when using and calculating numerical data. For example, beam area may be specified in cm2 and intensities 
in W/cm2 or mW/cm2. 

3.1  
absolute maximum rated output power 
sum of the rated output power, the 95 % confidence overall uncertainty in the rated output 
power, and the maximum increase in the rated output power for a ±10 % variation in the rated 
value of the mains voltage 

Note 1 to entry: The possibility of variation in the rated output power resulting from ±10 % variation in the rated 
value of the mains voltage should be checked by using a variable output transformer between the mains voltage 
supply and the ultrasonic physiotherapy equipment. See Clause A.2 for further guidance. 

Note 2 to entry: Absolute maximum rated output power is expressed in watts (W). 

3.2  
active area coefficient 
Q 
quotient of the active area gradient, m, and the beam cross-sectional area at 0,3 cm from 
the face of the treatment head, ABCS(0,3 cm) 

Note 1 to entry: Active area coefficient is expressed in units of one per metre (m−1). 

3.3  
active area gradient 
m 
gradient of the line connecting the beam cross-sectional area at 0,3 cm from the face of the 
treatment head, ABCS(0,3), and the beam cross-sectional area at the position of the last axial 
maximum acoustic pressure, ABCS(zN), versus distance 

ratio of the difference of the beam cross-sectional area at zN, ABCS(zN), and the beam cross-
sectional area at 0,3 cm from the face of the treatment head, ABCS(0,3 cm), divided by the 
difference of the respective distances  

 
( ) ( )BCS BCS 0,3 cm

0,3 cm
N

N

A z A
m

z
−

=
−

  (1) 

 

where 
ABCS is the beam cross-sectional area; 

zN is the distance from the face of the treatment head to the last maximum of the RMS 
acoustic pressure on the beam alignment axis 

Note 1 to entry: Active area gradient is expressed in metres (m). 
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[SOURCE: IEC 61689:2013, 3.3, modified – The calculation scheme of the gradient was added 
to the definition, and the formula was added.] 

3.4  
absolute maximum beam non-uniformity ratio 
beam non-uniformity ratio plus the 95 % confidence overall uncertainty in the beam non-
uniformity ratio 

3.5  
absolute maximum effective intensity 
value of the effective intensity corresponding to the absolute maximum rated output power 
and the absolute minimum effective radiating area from the equipment 

3.6  
absolute minimum effective radiating area 
effective radiating area minus the 95 % confidence overall uncertainty in the effective 
radiating area 

3.7  
acoustic-working frequency 
acoustic frequency 
fawf 
frequency of an acoustic signal based on the observation of the output of a hydrophone placed 
in an acoustic field at the position corresponding to the spatial-peak temporal-peak acoustic 
pressure 

Note 1 to entry: The signal is analysed using either the zero-crossing acoustic-working frequency technique or 
a spectrum analysis method. Acoustic-working frequencies are defined in 3.7.1 and 3.7.2. 

Note 2 to entry: In a number of cases the present definition is not very helpful or convenient, especially for 
broadband transducers. In that case a full description of the frequency spectrum should be given in order to enable 
any frequency-dependent correction to the signal. 

Note 3 to entry: Acoustic frequency is expressed in hertz (Hz). 

[SOURCE: IEC 62127-1:2007 Amendment 1:2013, 3.3] 

3.7.1  
arithmetic-mean acoustic-working frequency 
fawf 
arithmetic mean of the most widely separated frequencies f1 and f2, within the range of three 
times f1, at which the magnitude of the acoustic pressure spectrum is 3 dB below the peak 
magnitude 

Note 1 to entry: This frequency definition usually is intended for pulse-wave systems that produce short pulses 
containing only a few cycles, but it could be used for tone bursts. 

Note 2 to entry: It is assumed that f1 < f2. 

Note 3 to entry: If f2 is not found within the range < 3f1, f2 is to be understood as the lowest frequency above this 
range at which the spectrum magnitude is 3 dB below the peak magnitude. 

[SOURCE: IEC 62127-1:2007 and IEC 62127-1:2007/AMD1:2013, 3.3.2, modified – Note 3 1 to 
entry has been added modified.] 

3.7.2  
zero-crossing acoustic-working frequency 
fawf 
number, n, of consecutive half-cycles (irrespective of polarity) divided by twice the time between 
the commencement of the first half-cycle and the end of the n-th half-cycle 

Full document details: IEC 61689 2022 RLV

http://www.avadocuments.com/doc/iec-61689-2022-rlv
http://www.avadocuments.com/doc/iec-61689-2022-rlv


IEC 61689:2022 RLV © IEC 2022 – 11 –  

Note 1 to entry: None of the n consecutive half-cycles should show evidence of phase change. 

Note 2 to entry: The measurement should be performed at terminals in the receiver that are as close as possible to 
the receiving transducer (hydrophone) and, in all cases, before rectification. 

Note 3 to entry: This frequency is determined in accordance with the procedure specified in IEC TR 60854. 

Note 4 to entry: This frequency is intended for continuous wave or quasi-continuous-wave (e.g. tone-burst) 
systems only. 

[SOURCE: IEC 62127-1:2007/AMD1:2013, 3.3.1, modified – In Note 4 to entry, "or quasi-
continuous-wave (e.g. tone-burst)" has been added.] 

3.8  
acoustic pulse waveform 
temporal waveform of the instantaneous acoustic pressure at a specified position in an 
acoustic field and displayed over a period sufficiently long to include all significant acoustic 
information in a single pulse or tone-burst, or one or more cycles in a continuous wave 

Note 1 to entry: Temporal waveform is a representation (e.g. oscilloscope presentation or equation) of the 
instantaneous acoustic pressure. 

[SOURCE: IEC 62127-1:2007 and IEC 62127-1:2007/AMD1:2013, 3.1, modified – deletion of 
NOTE 2] 

3.9  
acoustic repetition period 
arp 
pulse repetition period equal to the time interval between corresponding points of consecutive 
cycles for continuous wave systems 

Note 1 to entry: Acoustic repetition period is expressed in seconds (s). 

[SOURCE: IEC 62127-1:2007 Amendment 1:2013, 3.2, modified – The definition cited above is 
has been made more specific for non-scanning systems.] 

3.10  
amplitude modulated wave 
wave in which the ratio pp / √2prms ptp/(√2pRMS) at any point in the far field on the beam 
alignment axis is greater than 1,05, where pp ptp is the temporal-peak acoustic pressure and 
prms pRMS is the RMS acoustic pressure 

3.11  
attachment head 
accessory intended to be attached to the treatment head for the purpose of modifying the 
ultrasonic beam characteristics 

[SOURCE: IEC 60601-2-5:2009, 201-3-202] 

3.12  
beam alignment axis 
straight line joining two points of spatial-peak temporal-peak acoustic pressure on two plane 
surfaces parallel to the faces of the treatment head. One plane is at a distance of approximately 
AERN/(πλ) where AERN is the nominal value of the effective radiating area of the treatment 
head and λ is the wavelength of the ultrasound corresponding to the nominal value of the 
acoustic-working frequency. The second plane surface is at a distance of either 2AERN/(πλ) 
or AERN/(3πλ), whichever is the more appropriate. For the purposes of alignment, this line may 
be projected to the face of the treatment head 
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Note 1 to entry: If the nominal value of the effective radiating area is unknown, then another suitable area may be 
used to define the beam alignment axis such as the area of the active element of the ultrasonic transducer.   

straight line joining two points of maximum RMS acoustic pressure on two plane surfaces 
parallel to the faces of the treatment head at specific distances 

Note 1 to entry: One plane is at a distance of approximately a2/λ where a is the geometrical radius of the active 
element of the treatment head. The second plane surface is at a distance of either 2a2/λ or a2/(3λ), whichever is the 
more appropriate. For the purposes of alignment, this line may be projected to the face of the treatment head. 

Note 2 to entry: As the beam alignment axis is used purely for the purposes of alignment, the definitions of specific 
distances may be relaxed slightly to reflect the constraints of the measurement system employed. For example, some 
treatment heads will have AERN/(πλ) a2/λ considerably greater than 12 cm, in which case a maximum distance of 12 
cm may be used to define the first plane. General guidelines for determining the beam alignment axis are given in 
7.3. 

3.13  
beam cross-sectional area 
ABCS 
minimum area in a specified plane perpendicular to the beam alignment axis for which the 
sum of the mean square acoustic pressure is 75 % of the total mean square acoustic 
pressure 

Note 1 to entry: Beam cross-sectional area is expressed in units of square metre (m2). 

Note 2 to entry: The rationale supporting the definition is described in Annex D. 

3.14  
beam maximum intensity 
product of the beam non-uniformity ratio and effective intensity 

Note 1 to entry: Beam maximum intensity is expressed in units of watt per square metre (W/m2). 

3.15  
beam non-uniformity ratio 
RBN 
ratio of the square of the maximum RMS acoustic pressure to the spatial average of the 
square of the RMS acoustic pressure, where the spatial average is taken over the effective 
radiating area. Beam non-uniformity ratio is given by: 

  (1) 

 
2
max,RMS ER

BN
t 0

p A
R

pms A
=   (2) 

where 
pmax,RMS is the maximum RMS acoustic pressure; 

AER is the effective radiating area; 

pmst is the total mean square acoustic pressure; 

A0 is the unit area for the raster scan. 

3.16  
beam type 
descriptive classification of the ultrasonic beam 

Note 1 to entry: There are three beam types: collimated (3.18), convergent (3.19) and divergent (3.20). 

ot

ER
2
max

BN Apms
ApR =
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3.17  
continuous wave 
wave in which the ratio pp/√2prms ptp/(√2 pRMS), at any point in the far field on the beam 
alignment axis, is less than or equal to 1,05, where pp ptp is the temporal-peak acoustic 
pressure and pRMS is the RMS acoustic pressure 

3.18  
collimated 
<beam> having an active area coefficient, Q, that obeys the following inequality 

−0,05 cm−1 ≤ Q ≤ 0,1 cm−1 

3.19  
convergent 
<beam> having an active area coefficient, Q, that obeys the following inequality 

Q < −0,05 cm−1 

3.20  
divergent 
<beam> having an active area coefficient, Q, that obeys the following inequality 

Q > 0,1 cm−1 

3.21  
duty factor 
ratio of the pulse duration to the pulse repetition period 

3.22  
effective intensity 
Ie 
intensity given by Ie = P/AER where P is the output power and AER is the effective radiating 
area 

Note 1 to entry: Effective intensity is expressed in units of watt per square metre (W/m2). 

3.23  
effective radiating area 
AER 
beam cross-sectional area determined at a distance of 0,3 cm from the front of the treatment 
head, ABCS(0,3 cm), multiplied by a dimensionless factor Fac equal to 1,333 

Note 1 to entry: The conversion factor Fac is used here in order to derive the area close to the treatment head 
which contains 100 % of the total mean square acoustic pressure. The origin of the value of Fac is described in 
Annex E, in references [1] and [2] in Annex K. 

Note 2 to entry: Effective radiating area is expressed in units of square metre (m2). 

3.24  
end-of-cable loaded sensitivity 
end-of-cable loaded sensitivity of a hydrophone  
end-of-cable loaded sensitivity of a hydrophone-assembly  
ML(f) 
ratio of the instantaneous voltage at the end of any integral cable or output connector of a 
hydrophone or hydrophone-assembly, when connected to a specified electric load 
impedance, to the instantaneous acoustic pressure in the undisturbed free field of a plane 
wave in the position of the reference centre of the hydrophone if the hydrophone were 
removed 
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Note 1 to entry: End-of-cable loaded sensitivity is expressed in volt per pascal (V/Pa). 

[SOURCE: IEC 62127-3:2007, definition 3.5] 

ML(f) 
<of a hydrophone or hydrophone assembly> quotient of the Fourier transformed hydrophone 
voltage-time signal (uL(t)) at the end of any integral cable or output connector of a 
hydrophone or hydrophone assembly, when connected to a specified electric load impedance, 
to the Fourier transformed acoustic pulse waveform (p(t)) in the undisturbed free field of a 
plane wave in the position of the reference centre of the hydrophone if the hydrophone were 
removed 

 ( )
( )( )
( )( )

L
L

u t
M f

p t
=



 (3) 

 

Note 1 to entry: The end-of-cable loaded sensitivity is a complex-valued parameter. Its modulus is expressed in 
units of volt per pascal (V/Pa), its phase angle is expressed in degrees, and represents the phase difference between 
the electrical voltage and the sound pressure.  

[SOURCE: IEC 61828:2020, 3.50] 

3.25  
far field 
region of the field where z > zT aligned along the beam axis for planar non-focusing transducers 
where z is the distance from the face of the treatment head to a specified point on the beam 
alignment axis 

Note 1 to entry: In the far field, the sound pressure appears to be spherically divergent from a point on or near 
the radiating surface. Hence the pressure produced by the sound source is approximately inversely proportional to 
the distance from the source. 

Note 2 to entry: The term "far field" is used in this document only in connection with non-focusing source 
transducers. For focusing transducers a different terminology for the various parts of the transmitted field applies 
(see IEC 61828). 

Note 3 to entry: For the purposes of this document, the far field starts at a distance where zT = AERN/(πλ), where 
AERN is the nominal value of the effective radiating area of the treatment head and λ is the wavelength of the 
ultrasound corresponding to the acoustic working frequency. This differs from the NOTE in IEC 62127-1 
Amendment 1:2013. 

[SOURCE: IEC 62127-1:2007/AMD1:2013, 3.28, modified – The above definition has replaced 
the Note 3 to entry In the definition, specification of z has been added and Note 3 to entry has 
been replaced to provide specific information on zT] 

3.26  
hydrophone 
transducer that produces electrical signals in response to waterborne acoustic signals pressure 
fluctuations in water 

Note 1 to entry: A hydrophone is principally a passive device designed and built to respond to sound pressure. 

Note 2 to entry: In some applications, a hydrophone is used as an active device to transmit sound. 

[SOURCE: IEC 60050-801:19942021, 801-32-26] 
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3.27  
instantaneous acoustic pressure 
p(t) 
pressure at a particular instant in time and at a particular point in an acoustic field, minus the 
ambient pressure 

Note 1 to entry: Instantaneous acoustic pressure is expressed in pascals (Pa). 

[SOURCE: IEC 60050-802:2011, 802-01-03, modified – only grammatical, plus addition of the 
Note 1 to entry] 

3.28  
maximum RMS acoustic pressure 
pmax,RMS 
maximum value of the rms acoustic pressure detected by a hydrophone over the entire 
acoustic field of the RMS acoustic pressure 

Note 1 to entry: Maximum RMS acoustic pressure is expressed in pascals (Pa). 

3.29  
mean square acoustic pressure 
mean square of the instantaneous acoustic pressure at a particular point in the acoustic field, 
taken over an integral number of acoustic repetition periods 

Note 1 to entry: In practice, the mean value is often derived from RMS measurements. 

Note 2 to entry: Mean square acoustic pressure is expressed in units of pascal squared (Pa2). 

3.30  
modulation waveform 
temporal envelope waveform of the amplitude modulated wave at the point of peak RMS 
acoustic pressure on the beam alignment axis and displayed over a period sufficiently long 
to include all significant acoustic information in the amplitude modulated wave 

Note 1 to entry: See Annex K for examples. 

3.31  
output power 
P 
time-average ultrasonic power emitted by a treatment head of ultrasonic physiotherapy 
equipment into an approximately free field under specified conditions in a specified medium, 
preferably in water 

Note 1 to entry: Output power is expressed in watts (W). 

[SOURCE: IEC 61161:2013, 3.3, modified – In the definition, "ultrasonic transducer" has been 
replaced by "treatment head of ultrasonic physiotherapy equipment".] 

3.32  
peak RMS acoustic pressure 
maximum value of the RMS acoustic pressure over a specified region, line or plane in an 
acoustic field 

Note 1 to entry: Peak RMS acoustic pressure is expressed in pascals (Pa). 

3.33  
pulse duration 
time interval beginning at the first time the pressure amplitude exceeds a reference value and 
ending at the last time the pressure amplitude returns to that value. The reference value is 
equal to the sum of the minimum value of the pressure amplitude and 10 % of the difference 
between the maximum and minimum value of the pressure amplitude 
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time interval beginning when the modulation waveform exceeds a reference value and ending 
at the next time the modulation waveform returns to that value 

Note 1 to entry: The reference value is equal to the sum of the minimum value of the modulation waveform and 
10 % of the difference between the maximum and minimum value of the modulation waveform. 

Note 2 to entry: This definition differs from that in IEC 62127-1:2007 Amendment 1:2013, from which it is derived, 
to account for incomplete modulation to be applicable to amplitude modulated waves.  

Note 3 to entry: See Annex K for examples. 

Note 4 to entry: Pulse duration is expressed in seconds (s). 

3.34  
pulse repetition period 
prp 
time interval between equivalent points on successive pulses or tone-bursts the modulation 
waveform for an amplitude modulated wave 

Note 1 to entry: See Annex K for examples. 

Note 2 to entry: Pulse repetition period is expressed in seconds (s). 

[SOURCE: IEC 62127-1:2007 Amendment 1:2013, definition 3.51, modified – NOTE 1 from 
IEC 62127-1 Amendment 1:2013 not copied] 

3.35  
pulse repetition rate 
prr 
reciprocal of the pulse repetition period 

Note 1 to entry: The pulse repetition rate is equal to the repetition frequency of the modulated waveform. 

Note 2 to entry: The pulse repetition rate is expressed in hertz (Hz) 

[SOURCE: IEC 62127-1:2007 Amendment 1:2013, 3.52, modified – Note 1 to entry differs from 
the original NOTE 1.] 

3.36  
rated output power 
maximum output power of the ultrasonic physiotherapy equipment at the rated value of the 
mains voltage, with control settings configured to deliver maximum output power 

Note 1 to entry: Rated output power is expressed in watts (W). 

3.37  
RMS acoustic pressure 
pRMS 
root-mean-square (RMS) of the instantaneous acoustic pressure at a particular point in an 
acoustic field 

Note 1 to entry: The mean should be taken over an integral number of acoustic repetition periods unless 
otherwise specified. 

Note 2 to entry: RMS acoustic pressure is expressed in pascals (Pa). 

[SOURCE: IEC 62127-1:2007 Amendment 1:2013, 3.53] 

3.38  
spatial-peak temporal-peak acoustic pressure 
psptp 
larger of the peak-compressional acoustic pressure or the peak-rarefactional acoustic pressure 
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Note 1 to entry: Spatial-peak temporal-peak acoustic pressure is expressed in pascals (Pa). 

[SOURCE: IEC 62127-1:2007 Amendment 1:2013, 3.63] 

3.39  
temporal-maximum output power 
Ptm 
<for an amplitude modulated wave> the temporal-maximum output power is given by actual 
output power scaled by half of the squared ratio of the temporal-peak acoustic pressure and 
the RMS acoustic pressure 

  (3) 

 
2

tp
tm

RMS

1
2

p
P P

p

 
= ×  

 
  (4) 

where 
P is the actual output power under amplitude modulated wave conditions; 

pp ptp is the temporal-peak acoustic pressure; 

pRMS is the true RMS acoustic pressure. 

Note 1 to entry: Both pp ptp and pRMS are measured under amplitude modulated wave conditions and at a specified 
point on the beam alignment axis. 

Note 2 to entry: Temporal-maximum output power is expressed in watts (W). 

3.40  
total mean square acoustic pressure 
pmst 
sum of the mean square acoustic pressure values, each with a specified incremental area, in 
a specified plane over specified limits of summation 

Note 1 to entry: Total mean square acoustic pressure is expressed in units of pascal squared (Pa2). 

3.41  
temporal-maximum intensity 
Im 
<for an amplitude modulated wave> the temporal-maximum intensity is given by quotient 
of the temporal-maximum output power and the effective radiating area 

 
tm

m
ER

P
I

A
=   (5) 

where 
Ptm  is the temporal-maximum output power; 

AER is the effective radiating area. 

Note 1 to entry: Temporal-maximum intensity is expressed in units of watt per square metre (W/m2). 
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3.42  
temporal-peak acoustic pressure 
ptp 
maximum value of the modulus of the instantaneous acoustic pressure at a particular point 
in an acoustic field 

Note 1 to entry: Temporal-peak acoustic pressure is expressed in pascals (Pa). 

[SOURCE: IEC 62127-1:2007 Amendment 1:2013, 3.67] 

3.43  
treatment head 
assembly comprising one ultrasonic transducer and associated parts for local application of 
ultrasound to the patient 

[SOURCE: IEC 60601-2-5:2009, 201.3.214, modified – The NOTE has not been included.] 

3.44  
ultrasonic transducer 
device capable of converting electrical energy to mechanical energy within the ultrasonic 
frequency range and/or reciprocally of converting mechanical energy to electrical energy 

[SOURCE: IEC 62127-1:2007 Amendment 1:2013, 3.73] 

3.45  
ultrasound 
acoustic oscillation whose frequency is above the high-frequency limit of audible sound (about 
20 kHz) 

[SOURCE: IEC 60050-802:2011, 802-01-01] 

3.46  
ultrasonic physiotherapy equipment 
equipment 
equipment for the generation and application of ultrasound to a patient for therapeutic 
purposes 

Note 1 to entry: Excluded equipment includes, but is not limited to: 

– equipment in which ultrasound waves are intended to destroy conglomerates (for example stones in the kidneys 
or the bladder) or tissue of any type; 

– equipment in which a tool is driven by ultrasound (for example surgical scalpels, phacoemulsifiers, dental 
scalers or intracorporeal lithotripters); 

– equipment in which ultrasound waves are intended to sensitize tissue to further therapies (for example radiation 
or chemotherapy); 

– equipment in which ultrasound waves are intended to treat cancerous (i.e. malignant) or pre-cancerous tissue, 
or benign masses, such as high intensity focused ultrasound (HIFU) or high intensity therapeutic ultrasound 
(HITU). 

[SOURCE: IEC 60601-2-5:2009, 201.3.216, modified – The NOTE has been omitted modified 
to give some examples of excluded equipment.] 
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4 Symbols 

a geometrical radius of the active element of a treatment head 
ABCS beam cross-sectional area 

ABCS(0,3 cm) beam cross-sectional area evaluated at 0,3 cm from the front face of the 
treatment head  

ABCS(zN)  beam cross-sectional area evaluated at the position of the last axial 
maximum, zN 

AER effective radiating area of a treatment head 

AERN nominal value of the effective radiating area of a treatment head 

ag geometrical radius of the active element of a hydrophone 

Ag  geometrical area of the face of a treatment head 

amax maximum hydrophone effective radius defined by IEC 62127-3 maximum 
effective hydrophone size, defined in IEC 62127-1 

Ao unit area for a raster scan 

arp acoustic repetition period 
b minimum radius of a target for a radiation force balance 
c speed of sound in water 
ERD echo reduction 
fawf acoustic working frequency 

Fac conversion factor to convert ABCS(0,3 cm) to AER 

Ie effective intensity 

Im temporal maximum intensity 

k (= 2π/λ) circular wave number 
m active area gradient 
ML ML  end-of-cable loaded sensitivity of a hydrophone 

P output power of a treatment head  
Ptm  temporal-maximum output power  

p(t) instantaneous acoustic pressure 

pp ptp  temporal-peak acoustic pressure 

psptp  spatial-peak temporal-peak acoustic pressure 

pmax,RMS  maximum RMS acoustic pressure 

pRMS  RMS acoustic pressure 

pmst  total mean square acoustic pressure 

pmst(z) total mean square acoustic pressure determined in the specific plane z 

prp pulse repetition period 
prr pulse repetition rate 
Q active area coefficient 
R ratio of the peak RMS acoustic pressure to the RMS acoustic pressure 

averaged over the beam cross-sectional area in a specified plane 
RBN  beam non-uniformity ratio 
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s step size for a raster scan 

s(z) step size for raster scan in the specific plane z 
sn normalized distance from the face of the transducer to a specified point on 

the beam alignment axis 
U u end-of-cable voltage for a hydrophone 

Ui ui hydrophone signal for the i-th scan point 

Up   maximum value of the hydrophone voltage  

un RMS noise voltage 

z distance from the face of the treatment head to a specified point on the 
beam alignment axis 

zj distance from the face of the treatment head to the measurement plane 
(perpendicular to the beam alignment axis) of interest 

zN distance of the last axial maximum from the face of the treatment head to 
the last maximum of the RMS acoustic pressure on the beam alignment 
axis  

zp distance of the peak rms acoustic pressure from the front face of the 
treatment head to the peak RMS acoustic pressure on the beam 
alignment axis  

λ ultrasonic wavelength 
ρ density of water 

Uncertainties are specified throughout this standard at the 95 % confidence level. 

5 Ultrasonic field specifications 

In addition to the general requirements specified in IEC 60601-1 and specific requirements 
specified in IEC 60601-2-5, manufacturers shall specify nominal values for the following 
parameters in the accompanying literature for each type of treatment head: 

– rated output power (±20 %); 
– effective radiating area (AERN) of the treatment head (±20 %); 

– effective intensity (Ie) at the same equipment settings as the nominal value of the 
rated output power (±30 %); 

– acoustic working frequency (fawf) (±10 %); 

– beam non-uniformity ratio (RBN) (±30 %); 

– beam maximum intensity (±30 %); 
– beam type; 
– pulse duration, pulse repetition period (prp), duty factor and the ratio of the temporal 

maximum output power to the output power for each modulation setting (±5 %); 
– modulation waveform for each modulation setting. 

The numbers given in brackets are the tolerances defining the range of acceptable values for 
the results of either the type testing reference measurements specified in Clause 7 or the 
routine measurements specified in Clause 8. If the published tolerance requirement cannot be 
met, then the 95 % confidence level that is achievable should be reported. It shall then be 
demonstrated that the reported value, when incorporated with the tolerance so as to produce 
the "worst case" value, remains within the range of acceptable values, as specified in 
IEC 60601‑2‑5, and on which guidance is more details are provided in Annex A.  
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The temperature range shall be specified for the parameters specified above. The range of line 
voltages shall also be specified. 

For ultrasonic physiotherapy equipment using a treatment head capable of operating at 
more than one nominal value of acoustic working frequency, the parameters listed above 
shall be specified for each nominal value of acoustic working frequency. 

In addition, for ultrasonic physiotherapy equipment which can use an attachment head, the 
parameters listed above shall be specified for each combination of attachment head and 
treatment head. 

NOTE This document does not contain requirements relating to safety: these are covered in IEC 60601-2-5.  
However, the requirements of IEC 60601-2-5 on parameters of this document, as well as guidance on performance 
and safety, can be found in Annex A. 

6 Conditions of measurement and test equipment used 

6.1 General 

All measurements undertaken in water shall be under approximately free-field conditions at a 
temperature of 22 °C ± 3 °C. 

If measurements are carried out at any other temperature, a test shall be undertaken to show 
that the results, determined in accordance with 7.6 and 8.6, are not dependent on the 
temperature at which the tests were undertaken. 

Degassed water shall be used for the measurement of ultrasonic power, see Clause 7. 
Degassed water is not essential for the hydrophone measurements, see 7.3. The amount of 
dissolved oxygen in the degassed water shall be < 4 mg/l during all measurements.  

NOTE Degassed water is essential to avoid cavitation when the physiotherapy units are operated at or near full 
output power. Information on preparation of water suitable for physiotherapy measurements may can be found in 
IEC 61161, IEC TR 62781 and in [1]1. 

All measurements shall be made after the warm-up period specified by the manufacturer. If no 
such period is specified, a period of 30 min shall be used. 

6.2 Test vessel 

The test vessel used for all hydrophone measurements shall be large enough to allow the 
immersion of both the treatment head and the hydrophone. The tank size should conform to 
IEC 62127-1. 

The relative position and angular orientation of the treatment head and hydrophone should 
shall be adjustable for the purposes of alignment in accordance with IEC 62127-1. Full degrees 
of freedom of movement of both may be provided, although the minimum requirement is that 
either the treatment head or the hydrophone should shall possess three independent degrees 
of translational movement. The measurements should shall be performed under free-field 
conditions. To achieve these conditions, it may be necessary to line the walls of the test vessel 
as well as the mounts used to hold the treatment head and the hydrophone with absorbers or 
angled reflector(s) and absorber(s) of higher absorption and lower scatter. The free-field 
conditions will be met sufficiently when the overall echo is reduced by more than 25 dB. Various 
methods can be used to check the compliance for echo reduction of the tank lining materials 
used. One example to check the absorbing or scattering materials used is given below.  

___________ 
1  Numbers in square brackets refer to the Bibliography. 
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Compliance for overall echo reduction of an acoustic absorber may be checked using the 
following procedure from IEC TS 63081. If echo reduction should is determined it shall be 
measured at the acoustic working frequency of the treatment head under test using tone-
burst ultrasound, with the acoustic absorber located in the far field of the separately driven 
ultrasonic transducer. The resulting hydrophone signal (peak-to-peak or rms), produced by 
the reflection from the front surface of the acoustic absorber, Uabsorber, is compared to that 
from a perfect planar reflector, Ureflector. The acoustic absorber and the perfect reflector should 
be aligned near normal to the beam alignment axis but angled so that the reflected signal can 
be intercepted by the hydrophone. The echo reduction (ERD, in dB) is calculated using: 

  

A stainless steel reflector of minimum thickness 25 mm may be used to provide a good 
approximation to a completely reflecting surface.   

The pressure amplitude of the reflection from the front surface of the acoustic absorber, 
pabsorber, is compared to that from a perfect planar reflector, preflector. The acoustic absorber 
and the reference reflector shall be aligned near normal to the beam alignment axis but angled 
so that the reflected signal can be intercepted by the hydrophone. Given that the amplitude 
reflection coefficient of a reference reflector Rp,reflector, such as a stainless-steel reflector 
(Rp,reflector = 0,938 9) is slightly less than that of a perfect reflector (Rp,reflector = 1), the 
measured reflection pressure amplitude pabsorber can be adjusted to account for the imperfect 
reflection in accordance with 

 ( ) ( )absorber absorber ,reflectorˆ pp f p f R= ⋅  (6) 

 

The echo reduction ERD in decibels (dB) is then calculated using 

 absorber
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reflector

ˆ
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p
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 (7) 

 

When a reference reflector is used, its thickness shall be sufficient that reflections from its rear 
surface do not introduce unwanted measurement artefacts. 

Compliance of the test vessel to free-field conditions is checked by noting the invariance of the 
product pmst · s2 (see 7.4.6 7.4.7) after completing the measurements specified in Clause 7. 

NOTE For some treatment heads, ultrasound reflected back to the treatment head may can affect output power, 
particularly in the case of coherent reflections from absorbers with planar smooth surfaces. In these instances, an 
improved approximation to free-field conditions may can be obtained by using acoustic absorbers with textured 
surfaces. 

6.3 Hydrophone 

Measurements of effective radiating area shall use a needle hydrophone, with the active 
element made from either polyvinylidene fluoride (PVDF) or piezoceramic (PZT). All pressure 
measurements shall be made with a hydrophone, for example, with either a piezoelectric 
polymer or ceramic active element. The electrical signal from the hydrophone may be amplified 
for adequate measurement accuracy. The maximum effective radius of the hydrophone used 
for the measurements shall be amax so that: 


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 amax / λ ≤ 0,4 (8) 

 

NOTE 1 For more information on the use of hydrophones see IEC 62127-1. 

NOTE 2 The influence of effective hydrophone radius on measurement is described in Annex H. 

NOTE 3 Information on the frequency-dependent effective hydrophone radius or size and its derivation from 
directional response measurements can be found in IEC 62127-3. 

6.4 RMS or peak signal measurement 

The measured end-of-cable voltage, U, at the hydrophone shall be related to the 
instantaneous acoustic pressure, p, by: 

 p = U/ML 

where ML is the end-of-cable loaded sensitivity of the hydrophone. However, in practice, 
the absolute values of the acoustic pressure are not required as the analysis of measured data 
throughout this standard is based on relative hydrophone measurements.  

Subsequent reference to acoustic pressure will refer to the rms acoustic pressure for 
convenience. In fact, measurements may be based on either rms or temporal-peak acoustic 
pressure providing, whichever is used, all measurements are based on the chosen method of 
measurement. 

NOTE Distortion caused by nonlinear propagation effects is usually negligible, in which case the peak acoustic 
pressure is proportional to the rms acoustic pressure. Therefore either the rms acoustic pressure or the temporal-
peak acoustic pressure can be measured. 

The linearity of the response of the combination of hydrophone, hydrophone/amplifier and the 
rms or peak detection system shall be determined and, if appropriate, corrections shall be made 
to the measured data. 

Compliance for linearity is checked using a separate ultrasonic transducer operating in tone-
burst mode and measuring the signal received by the hydrophone and measuring system as a 
function of voltage excitation applied to the ultrasonic transducer. 

The measured end-of-cable voltage uL(t) at the hydrophone shall be related to the 
instantaneous acoustic pressure p applying the end-of-cable loaded sensitivity ML of the 
hydrophone in accordance with IEC 62127-1. If distortion caused by nonlinear propagation 
effects is negligible, the narrow-band approximation can be applied, and the instantaneous 
acoustic pressure can be determined from 

 p(t) = uL(t) / |ML(fawf)|
 
 (9) 

 

where |ML(fawf)| is the modulus of the end-of-cable loaded sensitivity of the hydrophone at 
the acoustic-working frequency. However, in practice, the absolute values of the acoustic 
pressure are not required as the analysis of measured data throughout this document is based 
on relative hydrophone measurements. 

NOTE 1 For more information on criteria for the narrow-band approximation, and alternatives for broadband 
measurements using the frequency-dependent sensitivity of the hydrophone, see IEC 62127-1. 

NOTE 2 For more information on the determination of the hydrophone sensitivities see IEC 62127-2. 
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Subsequent reference to acoustic pressure will refer to the RMS acoustic pressure for 
convenience. In fact, if distortion caused by nonlinear propagation effects is negligible, in which 
case the temporal-peak acoustic pressure is proportional to the RMS acoustic pressure as 
the excitation voltage to the ultrasonic transducer is increased, temporal-peak acoustic 
pressure may as well be chosen. All measurements need to be based on the same method. 

The linearity of the response of the combination of hydrophone, hydrophone/amplifier and the 
RMS or peak detection system shall be determined and, if appropriate, corrections shall be 
made to the measured data. 

Compliance for linearity shall be checked using a well-characterized linear ultrasonic 
transducer and measuring the signal received by the hydrophone and measuring system as 
a function of voltage excitation applied to the ultrasonic transducer. 

7 Type testing reference procedures and measurements 

7.1 General 

The procedures specified in 7.2 to 7.4 shall be used for the determination of type testing 
reference values for the parameters specified in 7.5. 

Any ultrasonic physiotherapy equipment that includes circuits that control the acoustic output 
of the ultrasonic transducer in response to changes in the acoustic impedance of the 
propagation medium should shall be configured so that the control circuitry is switched off, if 
possible. 

7.2 Rated output power 

Output power of the ultrasonic physiotherapy equipment shall be determined in accordance 
with IEC 61161. Rated output power shall be determined by setting all controls of the 
equipment to yield the maximum output power. To avoid cavitation, degassed water shall be 
used between the output face of the treatment head and the entrance of the power 
measurement system. The amount of dissolved oxygen in the degassed water shall be < 4 mg/l 
during all measurements. Overall uncertainty of measurement expressed at the 95 % 
confidence level shall be determined (see 9.3) and should shall be better than ±15 %. 
Measurements should shall be traceable to national measurement standards. The absolute 
maximum rated output power shall be determined from the sum of the rated output power 
and the overall uncertainty in the mean value of the measured rated output power and the 
maximum increase in the rated output power for a ±10 % variation in the nominal line voltage. 
(See Annex F.) 

7.3 Hydrophone measurements 

The treatment head shall be set up in the test vessel in accordance with Clause 6. 

Some treatment heads are known to produce reproducibly asymmetrical beams. In these cases 
the treatment head shall bear a mark on its housing identifying the direction yielding the 
maximum deviation of the value of the beam cross-sectional area determined from individual 
half line scans relative to the mean value, in both planes of measurement. One of the 
hydrophone translational axes shall be parallel to this direction (see 7.4.2). 

All measurements of effective radiating area should be undertaken with the equipment set in 
continuous wave mode at intensities less than 0,5 W/cm2 to avoid cavitation. For treatment 
heads with ka ≤ 20 this intensity should be less than 0,2 W/cm2.  Degassed water is therefore 
not necessary for these measurements although care should be taken to ensure air bubbles are 
not present on the face of the treatment head or on the hydrophone. 
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All measurements of effective radiating area shall be undertaken with the equipment set in 
continuous wave mode at intensities low enough to avoid cavitation. Using degassed water in 
the measurement system is good practice to ensure that air bubbles are not present on the face 
of the treatment head or on the hydrophone. 

NOTE 1 Measurements of be a m  cross-sectional area are performed at low powers to protect the needle 
hydrophones used. The validity of extrapolating these values to higher power levels more typical of therapeutic 
treatment is demonstrated in Annex G. 

NOTE 2 Treatment heads with a ≤ 10 mm, when compared with treatment heads of larger dimensions operating 
at similar equipment output settings, have been observed to produce higher temporal-peak acoustic pressure 
levels. For treatment heads with an acoustic-working frequency of 1 MHz or less, this increases the risk of 
cavitation occurring. The lower limit of 0,2 W /cm2 for these small ka treatment heads minimizes this likelihood. 

To reduce the likely effects of acoustic reflections on the received hydrophone signal, it is 
permissible to make hydrophone measurements with the ultrasonic physiotherapy 
equipment operating in tone-burst mode producing an amplitude modulated wave. If 
measurements are carried out in this way, it should shall be demonstrated that the derivation 
of the measured parameters from the amplitude modulated wave acoustic field are equivalent 
to those determined in the continuous wave case. The effect of making measurements in the 
amplitude modulated wave acoustic field case on the uncertainties in the nominal values of 
the parameters listed in Clause 5 should also be assessed. 

The beam alignment axis of the treatment head shall be established by hydrophone scanning 
in accordance with IEC 62127-1. The second plane surface (see 3.12) should shall initially be 
chosen as AERN/(3πλ). If it is not possible to locate a single peak at or close to this distance, 
the larger distance of 2AERN/(πλ) should shall be chosen. If this latter distance is too large, 
locate another measurement plane sufficiently far from the first in order to establish reliably the 
beam alignment axis. Once aligned, an axial plot shall be performed along the beam 
alignment axis and the distance of the plane of maximum RMS acoustic pressure, zp, and 
the position of the last axial maximum, zN, shall be determined. It may occur that zp and zN are 
equal. 

The step size of the axial plot should shall be typically between 0,5 mm and 1,0 mm, and shall 
not be greater than 2 mm. 

The acoustic-working frequency shall be determined with the hydrophone at a distance zp 
from the treatment head. 

With the hydrophone positioned at the same place, the pulse duration, pulse repetition 
period and duty factor shall be determined, and the modulation waveform shall be recorded 
for the different modulation settings of the equipment. The quotient of the temporal-peak 
acoustic pressure to the RMS acoustic pressure shall be determined for each modulation 
setting. The temporal-maximum output power shall then be determined using the output 
power determined from 7.2. 

7.4 Effective radiating area 

7.4.1 Effective radiating area measurements 

Effective radiating area, AER, of the treatment head shall be determined by undertaking a 
raster scan of the acoustic field in a plane perpendicular to the beam alignment axis at a 
distance of 0,3 cm from the output face of the treatment head, using a hydrophone. From this 
scan, the effective radiating area of the treatment head is shall be derived from the beam 
cross-sectional area, ABCS. The general requirements for raster scans are given in 
Clauses B.1 and B.2. The actual procedure for the reference measurements and the analysis 
of the results are given in 7.4.2 to 7.4.7. Under normal test conditions, the results using the test 
methods described should shall produce an overall uncertainty in the determination of effective 
radiating area (at the 95 % confidence level) of ±10 %. 
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For the determination of the beam non-uniformity ratio, RBN, under normal test conditions, 
the test methods should shall achieve a measurement uncertainty (at the 95 % confidence level) 
of less than ±15 %. 

7.4.2 Hydrophone positioning 

With the hydrophone at distance zp, the position of the hydrophone shall be adjusted in the 
plane perpendicular to the beam alignment axis to determine the maximum RMS acoustic 
pressure, pmax,RMS, in the field.  

This may shall be done either by carrying out a raster scan over a limited region of the acoustic 
field or it may be done by manual translation. 

7.4.3 Beam cross-sectional area determination 

The beam cross-sectional area shall be determined at 0,3 cm from the output face of the 
treatment head, and at the position of the last axial maximum, zN. The analysis of the raster 
scans shall be carried out in accordance with Clause B.3. The analysis yields the beam cross-
sectional areas, ABCS(0,3 cm) and ABCS(zN) and the total mean square acoustic pressure, 
pmst, at each measurement plane. 

7.4.4 Active area gradient determination 

The active area gradient, m, and the active area coefficient, Q, [Q = m/ABCS(0,3 cm)] shall 
be determined. 

7.4.5 Beam type determination 

The beam type shall be determined from: 

 

Q ≥ 0,1 cm−1 divergent  

−0,05 cm−1 ≤ Q ≤ 0,1 cm−1 collimated 

Q < −0,05 cm−1 convergent 

(10) 

 

7.4.6 Effective radiating area calculation 

The effective radiating area, AER, of the treatment head shall be determined as follows: 

 AER = FacABCS(0,3 cm) = 1,333ABCS (0,3 cm) (11) 

NOTE Studies have shown that physically unrealistic values for treatment head effective radiating area can occur 
when applying linear extrapolation procedures to scans carried out in four planes on small ka treatment heads. The 
analysis described above, in which the effective radiating area is determined from measurements made in a plane 
at a distance of 0,3 cm from the output face of the treatment head, produces physically realistic data. 

7.4.7 Beam non-uniformity ratio calculation 

The beam non-uniformity ratio, RBN, shall be calculated from: 
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NOTE 1 Although pmax,RMS and pmst are referred to as acoustic pressure or pressure-squared parameters, only their 
ratio is required used for the determination of RBN, hence the end-of-cable loaded sensitivity of the hydrophone 
is not required needed. 

NOTE 2 The product pmst · s
2 is related to the acoustic power and is calculated by summation of the pressure-

squared values over the area of the raster scans in the plane at 0,3 cm from the treatment head, and also the plane 
at zN. It should ideally be In ideal cases, it is invariant with distance from the treatment head. 

7.4.8 Testing requirements 

The procedures given in 7.4.1 to 7.4.7 refer to measurements made on one treatment head. 
After measurements have been completed on the group of treatment heads in accordance with 
the sampling requirements of 9.1, mean values of the various parameters specified in 7.5 shall 
be determined. 

7.5 Reference type testing parameters 

For the purposes of reference type testing, values for the following parameters shall be 
determined and recorded: 

– rated output power; 
– effective radiating area (AER) of the treatment head; 

– effective intensity (Ie) at the same equipment settings as the rated output power; 

– acoustic-working frequency (fawf); 

– the distance of the peak r.m.s acoustic pressure from the front face of the treatment head 
to the peak RMS acoustic pressure on the beam alignment axis (zp); 

– beam non-uniformity ratio (RBN); 

– beam type; 
– pulse duration, pulse repetition period (prp) and duty factor for each modulation setting; 
– modulation waveform for each modulation setting. 

NOTE This set of parameters could be used for the purposes of recording the performance of a single piece of 
ultrasonic physiotherapy equipment. 

The values shall be the mean values based on sampling specified in 9.1. The overall uncertainty 
at the 95 % confidence level shall also be determined based on the methods specified in 
Annex J. 

In addition, absolute maximum or absolute minimum values for certain parameters shall be 
determined as follows. 

The absolute minimum effective radiating area shall be determined by subtracting the 95 % 
confidence overall uncertainty in the effective radiating area from the mean value of the 
effective radiating area. 
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The absolute maximum beam non-uniformity ratio shall be determined by adding the 95 % 
confidence overall uncertainty in the determination of the beam non-uniformity ratio to the 
mean value of the beam non-uniformity ratio. 

7.6 Acceptance criteria for reference type testing 

For the parameters listed below, the acceptance criteria for each treatment head shall be that 
the measured values plus and minus the 95 % confidence overall uncertainty in the measured 
values shall be entirely within the range defined by the nominal values and their tolerances 
specified in Clause 5. The parameters are as follows: 

– rated output power; 
– effective radiating area (AER) of the treatment head; 

– acoustic-working frequency (fawf); 

– pulse duration, pulse repetition period (prp) and duty factor for each modulation setting. 

For beam type, the acceptance criterion shall be that the beam type shall be the same as the 
nominal beam type specified in Clause 5. 

For effective intensity and beam non-uniformity ratio, acceptance criteria are specified in 
IEC 60601-2-5. Guidance on these parameters can be found in Annex A. 

Compliance is checked by measurement in accordance with 7.2 to 7.4. 

8 Routine measurement procedure 

8.1 General 

These procedures shall be used as the basis of tests that may be undertaken on a routine basis, 
possibly for each unit of ultrasonic physiotherapy equipment, but more typically for a certain 
percentage of the production. This could form the basis of good manufacturing practice or 
quality assurance procedures. 

The routine tests specified here involve the determination of the values of certain acoustical 
parameters, which shall then be compared with the manufacturer's declared values (nominal 
values) and their tolerances, where appropriate, given in Clause 5. 

8.2 Rated output power 

The rated output power of the equipment shall be determined in accordance with 7.2. 

NOTE Although not a requirement of this document, ascertaining accuracy of indicated power is an integral part of 
calibration: see IEC 60601-2-5. 

8.3 Effective radiating area 

8.3.1 The treatment head is shall be set up in the test vessel in accordance with Clause 6. 
However, alignment of the treatment head may shall be achieved by using a mount designed 
to hold the treatment head under test in an orientation similar to that used for the reference 
type testing. It is anticipated that An appropriate mechanical alignment device may be used that 
accepts the treatment head and always defines the orientation of the front face in relation to 
the translational axes of the hydrophone. 

NOTE The aim here is to allow all treatment heads to be set up using a jig or alignment method in such a way that 
the orientation of each treatment head is the same as that used for the reference measurements. 
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8.3.2 A full axial plot of the acoustic pressure distribution shall be completed to locate the 
positions of zp and zN for each treatment head, such that pmax pRMS,max may be determined. It 
may occur that zp and zN are equal. 

8.3.3 The beam cross-sectional area shall be determined in the plane at a distance of 
0,3 cm from the face of the treatment head by carrying out a raster scan as described in 7.4. 
The beam cross-sectional area at zN shall also be determined and may be derived from a 
raster scan in accordance with the requirements of Annex B, or by using four line or diametrical 
scans. The measurement and analysis procedures used for determination of beam cross-
sectional area using diametrical scans shall be in accordance with Annex C. 

Depending on whether a raster scan or line/diametrical scans are used, the procedures given 
in Annexes B or C shall be used to derive values for ABCS(0,3), ABCS(zN) and the total mean 
square acoustic pressure, pmst. 

The effective radiating area, AER, shall be determined according to 7.4. 

8.3.4 The effective radiating area, AER, may also can be estimated on a routine evaluation 
basis through an alternative experimental method that uses a radiation force balance in 
conjunction with circular apertures, formed by an ultrasound attenuating absorbing material 
with low reflection loss. An example of such an implementation, and a worked example of the 
calculations required to derive the effective radiating area from the measurements made using 
a range of aperture diameters, is described in detail in Annex I. 

NOTE The value derived for the effective radiating area using the aperture technique should be is considered an 
approximation to the true effective radiating area that would be derived when carrying out the procedures described 
in 7.4. 

8.4 Beam non-uniformity ratio 

The beam non-uniformity ratio, RBN, shall be determined in accordance with 7.4.6. 7.4.7. 

8.5 Effective intensity 

The effective intensity shall be determined in accordance with 3.22. 

8.6 Acceptance criteria for routine testing 

The range of rated output power, defined by the measured rated output power plus and 
minus the 95 % confidence overall uncertainty for the routine measurement of rated output 
power (see 9.3), shall be entirely within the range of values defined by the manufacturer's 
nominal value for the rated output power and its tolerances specified in accordance with 
Clause 5. 

Compliance is checked by measurement in accordance with 7.2. 

The range of effective radiating area, defined by the measured effective radiating area plus 
and minus the 95 % confidence overall uncertainty for the routine measurement of effective 
radiating area, shall be entirely within the range of values defined by the manufacturer's 
nominal value of the effective radiating area and its tolerances specified in accordance with 
Clause 5. 

Compliance is checked by measurement in accordance with 7.4 and 8.3. 

The range of effective intensity, defined by the measured effective intensity plus and minus 
the 95 % confidence overall uncertainty for the routine measurement of effective intensity, 
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shall be entirely within the range of values defined by the manufacturer's nominal value of the 
effective intensity and its tolerances specified in accordance with Clause 5. 

Compliance is checked by measurement in accordance with 7.2 and 8.3. 

The value of the beam non-uniformity ratio plus the 95 % confidence overall uncertainty in 
the routine measurement of beam non-uniformity ratio shall be less than or equal to the 
nominal value of the beam non-uniformity ratio specified in accordance with Clause 5. 

Compliance is checked by measurement in accordance with 7.4.7. 

9 Sampling and uncertainty determination 

9.1 Reference type testing measurements 

The mean values for reference type testing specified in 7.5 shall be based on a sample batch 
of nominally identical units of the ultrasonic physiotherapy equipment. 

9.2 Routine measurements 

The routine measurements shall be undertaken as the basis of good manufacturing practice. 
Normally, they shall be undertaken as the basis for testing batch production or at any time when 
there may be reason to suspect changes may have occurred. Typically, they shall be undertaken 
on a certain percentage of production but, exceptionally, could be undertaken on each 
manufactured unit of ultrasonic physiotherapy equipment. 

For the purpose of carrying out the Type A uncertainty evaluation (see Annex J) for routine 
measurements when full repeat measurements are impractical, partial repeat measurements 
may be carried out (by repeating those aspects of the measurement process which can be 
undertaken simply and quickly) and a prior knowledge for the type of measurement being 
undertaken then used to carry out an estimated Type A uncertainty evaluation. 

NOTE An example of this would be to carry out two line scan measurements on a type of treatment head, and to 
use the outcome from a Type A uncertainty evaluation carried out previously on a raster scan on a treatment head 
of the same type to produce an overall uncertainty in effective radiating area. 

9.3 Uncertainty determination 

Where it is necessary to determine the 95 % confidence overall uncertainty of the measurement, 
or any parameter, for the purposes of this document, normal uncertainty analysis and estimation 
methods shall be used (see Annex J for guidance). 
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Annex A  
(informative normative) 

 
Guidance for performance and safety 

A.1 General 

Clauses A.2 to A.4 reflect the established approach on acceptable values of a few safety related 
parameters. 

A.2 Rated output power 

According to IEC 60601-2-5, the rated output power should shall not vary by more than ±20 % 
for variations of the mains voltage of ±10 %. Manual readjustment of the equipment for 
compliance with this requirement is not permitted. 

Compliance should be is checked by measurement of the rated output power in accordance 
with 7.2 at 90 %, 100 % and 110 % of the rated value of the mains voltage. For example, if the 
physiotherapy unit has a rated mains voltage of 230 V, the rated output power should shall be 
checked at mains voltages of 230 (±10 %) V. 

The term "rated" is defined in IEC 60601-1 as the "value assigned by the manufacturer to a 
quantity characteristic of the equipment". This means that when a manufacturer specifies a 
useable voltage on the back of a therapy unit, this is a "rated" value; so, from IEC 60601-2-5, 
the power output has needs to be checked for variation at 90 %, 100 % and 110 % of the 
declared value even when there is a range. 

A.3 Effective intensity 

According to IEC 60601-2-5, the absolute maximum effective intensity should shall be less 
than or equal to 3,0 W /cm2. 

Compliance is checked by determination of the absolute maximum rated output power in 
accordance with 7.2 and absolute minimum effective radiating area in accordance with 7.4. 

A.4 Beam non-uniformity ratio 

A.4.1 General 

According to IEC 60601-2-5, the absolute maximum beam non-uniformity ratio should shall 
be less than or equal to 8,0. 

Compliance is checked by measurement in accordance with 7.4. 

A.4.2 Rationale behind using a limiting value for the beam non-uniformity ratio (RBN) 

The ultrasonic beam distribution produced by a therapeutic treatment head is non-uniform by 
nature. Besides this natural character, details of the construction and operation of the treatment 
head can produce regions of very high local pressure, also referred to as "hot spots". These 
may can result in excessive heating in small regions of the tissue being treated, arising resulting 
in potential harmful effects to the patient. 
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At the present time, therapeutic Transducers of ultrasonic physiotherapy equipment are not 
designed to provide highly localized tissue treatment. Consequently, the transducers addressed 
in this document are planar. The characterization of focusing transducers capable of generating 
high intensity beams which are being used in therapeutic applications is the subject of other 
documents (see IEC 62555 and IEC TS 62556). 

Alongside the safety aspects and the increased possibility of thermal injury, localized peaking 
of the pressure distribution resulting in a "hot spot" may also be considered as an adverse 
indicator of transducer quality. For these reasons, the therapist should have knowledge of the 
sound field distribution in order to apply therapeutic ultrasound judiciously. A measure of this 
non-uniformity is provided by the beam non-uniformity ratio (RBN). The RBN parameter 
represents the ratio of the highest intensity in the field to the average intensity, as indicated on 
the physiotherapy device. 

If, as in a plane wave, the intensity is derived from the acoustic pressure alone, the ratio 
between the time-average intensity distribution (Ip) in a field and average intensity of the piston 
source (I0) is given in Figure A.1 [2]. Following on from the previous discussion, this relation 
also represents the RBN, and it follows that, on theoretical grounds, the maximum value will be 
four. Even in the correct treatment where the true intensity (I) is given by the product of acoustic 
pressure and particle velocity, the maximum is four and will be found at one near-field length 
(sn = 1 in Figure A.1). From the distance of about one transducer element radius, (z/a = 1), back 
to the element itself, the maximum ratio will decrease typically to a value of the order of two. 

The actual determination of the RBN may be performed using a hydrophone. In the following it 
will be shown that a calibrated hydrophone is not needed, which will simplify the method of 
determination. 

In a plane wave approximation, the relation between intensity and pressure p is given by 
I = p2/ρc, where ρc is the characteristic acoustic impedance. This formula cannot strictly be used 
at distances closer than one transducer element radius of the treatment head. In most cases, 
the maximum pressure is found at greater distances than the treatment head radius and the 
error in using the expression I = p2/ρc results in relatively small inaccuracies as illustrated in 
Figure A.1. 

As it may be assumed that the hydrophone output voltage is linearly related to the received 
acoustic pressure, the formula of the RBN can be simplified as stated in this document as 
follows. 

The highest intensity in the beam, spatial-peak temporal-average, Ispta, is given by: 
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and is known as the total mean square acoustic pressure. It represents a summation of the 
acquired voltages squared during the raster scan. Using pmst, the spatial-average temporal- 
average intensity is given by: 
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The expression for the RBN, given as the ratio Ispta/Isata, may then be derived as:  
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The denominator is related to an approximation of the total output power, derived by a 
summation of the intensities over the acoustic beam. 

In the above formulae, the parameters are as follows: 

Up up  is the maximum value of the hydrophone voltage ui; 

Ui ui is the RMS hydrophone voltage at the i-th point of measurement;  

ML  is the end-of-cable loaded sensitivity of the hydrophone;  

P  is the acoustic power; 
pmst  is the total mean square acoustic pressure; 

ρ  is the density of water; 
c  is the speed of sound in water; 

A0  is the unit area of the scan (A0 = s2 for a raster scan where s is the step size); 

N  is the total number of measurement points in the scan; 
AER  is the effective radiating area; 

zj  is the distance from the treatment head to the measurement plane of interest. 

Figure A.2 illustrates a histogram in which the RBN values calculated using Formula (A.4) are 
presented for 37 different treatment heads, along with the frequency with which these values 
occurred when the values of RBN are separated into bands of 0,5. Normally, the RBN appears 
to be in the range three to seven, but some transducers having a RBN greater than eight are 
shown and these may be considered to have a high RBN. 

The limiting value of eight has been identified in this document for the following reasons. 

– In ultrasound physiotherapy the treatment protocol (output, duration and frequency) used 
is based on an ultrasonic beam behaving normally, following theoretical expectations. 
Evaluating the dose for a treatment is currently difficult to define. Accordingly, a relaxation 
of the ideal RBN value of four is appropriate. Relaxing the theoretical value of RBN by a factor 
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of two seems to be quite reasonable. As can be seen in Figure A.2, for normal behaving 
practical transducers, RBN values less than eight can readily be attained. 

– Physiotherapists have no current requirement for a focusing transducer. If a transducer is 
focusing, the RBN will easily exceed the value eight. 

– From a quality point of view, taking the theory into account, there is no justification at all in 
having a RBN greater than eight. 

– It can be calculated that a RBN value of 8,0 (limiting value) results in a maximum pressure 
at the maximum allowed output setting (3 W/cm2) in the range of 1 MPa, a spatial-peak 
temporal-peak intensity (Isptp) of 48 W/cm2 and a spatial-peak temporal-average 
intensity (Ispta) of 24 W/cm2. It can be expected that higher values cause unwanted 
biological effects. 

 

 

Key 

X bottom axis: sn 

X top axis: z/a 

Y solid line: I/I  

Y broken line: Ip/Ip

NOTE In [2], the symbol "s" is used to describe the normalized distance. To avoid confusion with the raster scan 
step size definition used in this document, the normalized distance symbol here has been changed to sn. 

Figure A.1 – Normalized, time-averaged values of acoustic intensity (solid line) and of 
one of its plane-wave approximations (broken line), existing on the axis of a circular 
piston source of ka = 30, plotted against the normalized distance sn, where sn = λz/a2  
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Y Number of transducers 

NOTE The RBN value (in bands of 0,5) has been displayed against its frequency of occurrence. 

Figure A.2 – Histogram of RBN values for 37 treatment heads 
of various diameters and frequencies  

 

Full document details: IEC 61689 2022 RLV

http://www.avadocuments.com/doc/iec-61689-2022-rlv
http://www.avadocuments.com/doc/iec-61689-2022-rlv


 – 36 – IEC 61689:2022 RLV © IEC 2022 

Annex B 
(normative) 

 
Raster scan measurement and analysis procedures 

B.1 General 

The determination of the effective radiating area of the treatment head for the purposes of 
reference measurements shall be performed using raster scans at 0,3 cm from the face of the 
treatment head. These procedures may also be used for routine measurements in accordance 
with Clause 8. 

B.2 Requirements for raster scans 

B.2.1 All raster scans shall be square grids with the central point on the beam alignment axis 
and in a plane perpendicular to the beam alignment axis. The scan shall not be a continuous 
motion but shall be performed in discrete steps with the values of RMS or peak voltage 
measured at each point. 

NOTE With the central point being on the beam alignment axis, there are necessarily an odd number of measured 
points on each line. 

B.2.2 The boundaries of the raster scan shall be large enough to ensure that the signal level 
at any part outside the scanned boundary is at least 26 dB below the peak signal. However, for 
treatment heads having zN ≤ 13 cm, the level beyond the limits of the raster scan should be at 
least 32 dB below the peak signal. 

NOTE Initial measurements are usually necessary to identify the size of the raster scan, and care needs to be taken 
to ensure that local diffraction minima do not lead to spuriously small scan areas. 

B.2.3 The spacing between measurement points (step size) should be small enough such that 
there are at least 31 measurements across the full width of the raster scan (the raster scan will 
therefore constitute a square grid of at least 31 × 31 points). See also B.3.2. 

B.2.4 During the raster scan, the hydrophone may be scanned to a distance from the centre 
of the ultrasonic beam where no signal is obtained above the noise. To apply a correction to 
the integral of the square of the hydrophone signal to account for the contribution from the 
noise, the RMS noise level Un voltage un shall be subtracted from the measured signals in the 
following manner. If the hydrophone signal at each measurement point is Ui ui, then the 

hydrophone signal after correcting for the contribution from noise, Ui′ i u ′  is: 

 

 2 2 1/2
n( )i i u u u′ = −  (B.1) 

The noise level shall be determined, as in IEC 62127-1, by moving the hydrophone to a 
position sufficiently far from the ultrasonic field that no direct acoustic signal is detected. In 
general, this shall be at a distance in the direction perpendicular to the beam alignment axis 
equal to at least twice the distance from the beam centre to the limit used for the raster scanning 
process.  

) - (  =  1/22
n

2 UUU' ii
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B.3 Requirements for analysis of raster scan data 

B.3.1 General 

The two-dimensional array of data values obtained from the raster scan shall be analysed in 
the following way. 

B.3.2 Total mean square acoustic pressure 

The summation of the squares of the voltages obtained over the raster scan is related to the 
total mean square acoustic pressure, pmst, given by: 

 

 
22

Lt
=1

  =  
N

i
i

u  Mpms ′∑  (B.2) 

where 
N is the total number of points in the scan; 

Ui′ i u ′   is the noise-corrected voltage (either peak or RMS) of the i-th point in the scan; 

ML is the end-of-cable loaded sensitivity of the hydrophone. 

NOTE The end-of-cable loaded sensitivity of the hydrophone has been introduced for convenience in 
Equation (B.1) (B.2) to convert the measured voltage to acoustic pressure. However, due to cancellation, when pmst 
is introduced into Equation (B.2) (B.3), its absolute value is not required needed. 

B.3.3 Calculation of the beam cross-sectional area, ABCS 

The values Ui′ i u ′  are sorted into a set in descending order (either RMS or temporal peak) in 
the scan. A second summation shall be performed to find the value of n that satisfies the 
following two relationships: 
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The value of ABCS is then given by A0 · n, where A0 is the unit area of the raster scan (A0 = s2 
where s is the distance between successive points in the scan, i.e. the step size). This procedure 
provides a value for the beam cross-sectional area in the measurement plane of interest. 

For reliable determination of ABCS, the number of points, n, included in the determination of 
ABCS, should be at least 100. 
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Annex C 
(normative) 

 
Diametrical or line scan measurement and analysis procedures 

C.1 General 

The determination of the beam cross-sectional area at a specified distance from the treatment 
head for the purposes of routine measurements in accordance with Clause 9 8 may be 
performed using diametrical or line scans. The term line scan is used within Annex C. If line 
scans are used, then the procedures and analysis methods specified in Clauses C.2 and C.3 
shall be used. 

C.2 Requirements for line scans 

C.2.1 The central or common point of the four line scans shall lie on the beam alignment 
axis. The relative angle of the scans shall be 45° and the four line scans shall divide the plane 
perpendicular to the beam alignment axis into eight equal areas. 

C.2.2 The scan shall not be a continuous motion but shall consist of a series of discrete steps 
perpendicular to the beam alignment axis with the RMS or peak voltage generated by the 
hydrophone being measured at each position. 

C.2.3 The boundaries of each full-line scan shall be sufficiently large such that the 
hydrophone signal level at the edge of the line scan, relative to the peak level obtained, shall 
be at least 32 dB below the peak level. 

C.2.4 The step size used during the line scan shall be sufficiently small such that the line scan 
consists of at least 50 points. 

NOTE Each of the four line scans may can be of different step size. Here, for ease of analysis, they will be are 
assumed to be identical. 

C.2.5 The noise level shall be determined, and measurements corrected for the influence of 
noise in accordance with B.2.4. 

C.2.6 For simplicity, it will be is assumed that the four line scans are of identical size, each 
containing N1 measurements. This will be true for analysis of raster scan data but not generally 
true for line scan measurements. 

C.3 Analysis of line scans 

C.3.1 The individual line scans will be analysed in the following way. 

NOTE In the steps described in Clause C.3, the symbols [A] and [B] refer to data arrays and should are not be 
interpreted as references to publications in the bibliography. 

C.3.2 The four line scans shall be further sub-divided into a pair of radial scans (half-line 
scans). Each of these half-line scans consists of one-dimensional arrays, [A], of data points 
sharing a common point on the beam alignment axis and having (N1 − 1)/2 other points. 

C.3.3 To calculate the beam cross-sectional area for each of the half-line scans, the one- 
dimensional sampling of the acoustic beam profile is transformed into a two-dimensional 
description of the beam assuming cylindrical symmetry. 
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C.3.4 For the measurement point which lies on the beam alignment axis (designated the j = 0 
point) the contribution to such an area will be A0, given in centimetres squared, by: 

 π 2
0 4

sA ⋅
=   (C.1) 

 

where s is the step size (for diagonal radial scans derived from raster scan measurements the 
step size will be s√2). 

C.3.5 For all of the other elements of the half-line scan, from j = 1 to (N1 − 1)/2, the contribution 
to the scan area will be annuli of thickness s. For the j-th measurement the corresponding 
annulus area, Aj, will be given by the expression: 

 π
2 2

2 1 1
2 2jA s j j

     = ⋅ + − −   
     

   

 π 22jA j s= ⋅ ⋅  (C.2) 

 

C.3.6 To calculate the beam cross-sectional area, the area of each of the annuli from j = 1 
to (N1 − 1)/2 shall be broken down into multiples of the smallest unit area A0. By dividing Aj 
given in Equation (C.2) by A0 given in Equation (C.1), it may be seen that the j-th annulus is 
comprised of nj units of the smaller area, such that: 

 nj = 8j (C.3) 

 

C.3.7 Using this expression, the original one-dimensional array representing the line scan 
shall be transformed into a new one-dimensional array [B], the elements of which are shown in 
Table C.1. 
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Table C.1 – Constitution of the transformed array [B] used 
for the analysis of half-line scans  

Measurement point 
Voltage squared 

Uj
2 uj

2 

Number of elements in  
array [B] of value Uj

2 uj
2 

j = 0 (point on beam alignment axis) U0
2 u0

2 1 

j = 1 (first point off-axis) U1
2 u1

2 8 

j = 2 (second point off-axis) U2
2 u2

2 16 

• • • 

• • • 

• • • 

j = (N1 − 1)/2 (last point in scan) 
( )1

2
1 /2Nu −   4(N1 − 1) 

NOTE The j-th (j > 0) point in the half-line scan array [A] is represented in the new array by 8j elements of the 
original voltage-squared values. The new array will contain N1

2 elements. 

 

C.3.8 In a similar manner to the analysis undertaken using the raster scan data in B.2.4, the 
RMS noise level Un un shall be subtracted from each line-scan data point, to account for the 
contribution of noise. If the hydrophone signal at each point in the line scan is Uj uj, then the 

hydrophone signal after correcting for the contribution from noise, Uj′ j u ′  is: 

 

 ( )1 22 2
nj ju u u′ = −  (C.4) 

 

C.3.9 To evaluate the beam cross-sectional area the total mean square acoustic pressure, 
pmst, of the half-line scan is required. This is given by: 
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C.3.10 The new array [B] is sorted into descending order and a second summation performed 
as described in Equations (B.3), leading to the determination of the value of n. 

NOTE Performing the sorting process on the original n values will lead to the same result if the correct weighting is 
applied during the summation process. 
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C.3.11 The beam cross-sectional area, ABCS, of the half-line scan is given by π 2
BCS 4

n sA ⋅ ⋅
= , 

where s is the step size. 

C.3.12 The analysis shall be completed for all eight half-line scans and the results averaged 
to determine the mean value along with the standard deviation. 

In the measurement plane z, the standard deviation σ of the distribution of beam cross-
sectional areas for the eight half-line scans shall be determined from: 

 

 ( ) ( )( )
8 22

BCS BCS
1

1
7 j

j
σ A z A z

=
= −∑   (C.6) 

 

where 
ABCSj(z) is the beam cross-sectional area derived from the j-th line scan in the plane at 

distance z; 

 BCS( )A z   is the mean value calculated from the eight line scans. 
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Annex D 
(informative) 

 
Rationale concerning the beam cross-sectional area definition 

In physiotherapy, the ultrasonic intensity levels used are relatively high. They are in the range 
where adverse biological effects have been observed in addition to those which are intended to 
be beneficial. It is therefore important that the operator knows the particular ultrasonic 
intensities being delivered by the ultrasonic physiotherapy equipment. In principle, this is 
achieved by the ultrasonic physiotherapy equipment having a front-panel indication of 
output power and intensity and these indications have need to be reliable and accurate. 

Since the most appropriate indication of effective intensity is a spatial average value derived 
by dividing the output power by an area, the use of an intensity indication implies the need for 
a well-defined area. This area should be seen as that is part of a plane located at or close to 
the applicator treatment head, through which almost all of the ultrasound power passes. It is 
defined in this document as the effective radiating area. 

A treatment head used in ultrasonic physiotherapy equipment contains an ultrasonic 
transducer consisting of a piezoelectric active element which is often mounted on a metal face 
plate. Since this piezoelectric element does not vibrate with the same amplitude over its entire 
surface, it is not sufficient to specify beam area as the geometric area of the piezoelectric 
element. The actual effective radiating area is determined directly from hydrophone 
measurements (7.4). It also may be estimated by using circular absorbing apertures (8.3.4). 

The parameter, beam cross-sectional area, as defined in 3.13, is the area determined using 
the hydrophone and represents an intermediate step in the process of deriving the effective 
radiating area. The method specified in this document represents the outcome of studies, 
based on actual measurements and theoretical calculations, to provide a useful definition and 
a reliable measurement method [1], [3], [4], [5], [6], [7]. 

Any method used to determine the beam cross-sectional area should not be too sensitive to 
local inhomogeneities within the ultrasonic beam. During an evaluation of ultrasonic 
physiotherapy equipment [9] it was demonstrated that measuring the beam cross-sectional 
area in accordance with the definition used in the US FDA standard (which takes the 
contribution at a distance of 5 mm of all areas where the intensity is greater than 5 % of the 
maximum intensity in the plane) [10] produces, for certain ultrasonic beams, very inaccurate 
results. 

The pressure distribution of a typical treatment head with a small geometric radiating area, 
having a ka of approximately 17, where k is equal to 2π/λ and a is the geometrical radius of the 
active element of the ultrasonic transducer used in the treatment head, is given in Figure D.1. 
In this distribution the maximum pressure decreases rapidly with distance from the face of the 
treatment head.  

To investigate the effect of the beam characteristics on the defined areas, the limit levels, 5 % 
of the maximum intensity for the FDA definition and 75 % of the sum of the total mean square 
acoustic pressure for the IEC definition, are explored more widely. Figure D.2 shows the 
variation of beam cross-sectional area measurements (IEC) and effective radiating area 
measurements (FDA) with the limit levels for a set of measurement planes close to 5 mm from 
the face of the treatment head. Results for five measurement planes are shown, the total 
separation from the 5 mm plane being ± 0,5 mm with a spacing of 0,25 mm between 
measurement planes. Figure D.2 shows that the effective radiating area, following the FDA 
definition, is very sensitive to the measurement position. It also shows that if another limiting 
level is taken, greater than the 5 % required in the FDA definition [10], this results in an 
increased sensitivity of the effective radiating area to small errors in the position of the 
measurement plane, i.e. the slopes of the curves shown in Figure D.2 for the FDA definition are 
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greater than those for the IEC definition. The smooth character of the curves for the IEC 
definition is also evident from Figure D.2. 

Treatment heads used in physiotherapy are of various frequencies and diameters and may 
typically have ka values in the range between 17 and 150. In Figure D.3, the typical behaviour 
of the beam cross-sectional area as a function of different limit levels is plotted for some 
treatment heads with ka values in this range. Although the ka values for the different treatment 
heads differ considerably, the shape of the curves seems to be similar. 

Instabilities in the pressure measurement, e.g. caused by thermal drift or inhomogeneities in 
the water path, can be seen as instabilities in the limit level. The effect of this instability in the 
pressure measurement on the calculated beam cross-sectional area is complex and depends 
strongly on the beam shape. The effective radiating area derived from the FDA analysis is 
very sensitive to these instabilities as it depends critically on the reliable evaluation of a single 
maximum level. This is not the case using the IEC definition, which exhibits a relative 
insensitivity to the peak value acquired in the scan. This is demonstrated in Figure D.3 from the 
75 % limit used in this standard. 

These experimental conclusions are confirmed by theoretical calculations. Calculations carried 
out using a circular piston source with radius a = 4λ, which represents a relatively small 
transducer, and a point receiver, are presented in the series of curves making up Figure D.4. 
These depict the variation of effective radiating area and beam cross-sectional area for 
increasing distances away from the treatment head. The hydrophone – treatment head 
separation has been normalized to the acoustic wavelength which means that the whole range 
of frequencies currently used in physiotherapy is presented. The beam cross-sectional area 
value (effective radiating area for the FDA definition) has been normalized relative to the 
actual element size. Although the beam cross-sectional area following the new definition 
shows some variation with normalized distance, it is clearly less dependent on the beam 
characteristics than the effective radiating area calculated from the FDA definition [10]. 

In other calculations presented in Figure D.5, the normalized beam cross-sectional area is 
calculated as a function of ka. The range of ka values used covers the whole range of sizes of 
ultrasonic transducers used in the treatment heads of ultrasonic physiotherapy 
equipment. Although the curves shown in Figure D.5 only present results obtained at distances 
of 5 mm and 2a from the face of the ultrasonic transducer, the behaviour is representative of 
calculations performed at other distances. From Figure D.5 the same general conclusion can 
be drawn as from Figure D.4: the beam cross-sectional area definition as specified in this 
standard is less dependent on details of the ultrasound beam profile than the definition used 
in the FDA standard [10]. 
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Figure D.1 – Iso-pressure lines of a typical physiotherapy treatment head  
of small geometrical area (ka = 17) 
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Figure D.2 – Plot of beam cross-sectional area against different limit values  
for a small range of values in distance along the beam alignment axis, z 
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Figure D.3 – Normalized values of beam cross-sectional area for IEC and FDA limit 
values for five transducers of different ka values 
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NOTE The distance, z, and the beam cross-sectional area have been normalized to the acoustic wavelength and 
true element area, respectively. 

Figure D.4 – Range of values of the beam cross-sectional area (ABCS)  
with distance from the face of the treatment head 
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Figure D.5 – Range of values of the normalized beam cross-sectional area (ABCS)  
with transducer ka  
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Annex E 
(informative) 

 
Factor used to convert the beam cross-sectional area (ABCS) at the 

face of the treatment head to the effective radiating area (AER) 

This document requires the effective radiating area, AER, to be derived from the beam cross- 
sectional area close to the face of the treatment head, ABCS(0,3 cm). The beam cross- 
sectional area, ABCS(z), is defined as the smallest area contributing 75 % of the total mean 
square acoustic pressure. 

When a simplified sound field model with a collimated beam and constant pressure distribution 
over its cross-section perpendicular to the sound field axis is used, the definitions lead to the 
following relation: 

 AER = 1,333 ABCS(0) = 1,333 ABCS(z) (E.1) 

 

From the physical point of view, it can be expected that the simplified model is useful for values 
of ka that are not too small (k = 2π/λ is the circular wavenumber; a is the geometrical radius of 
the active element of the treatment head). With smaller values of ka, diffraction effects will 
cause the sound beam to spread and consequently the simplified model will fail. 

To obtain a realistic estimate of the conversion factor needed (termed Fac in what follows), 
numerical simulations were performed using a circular piston source, finite size receivers of 
radius 0,25 mm and 0,5 mm, at frequencies of 1 MHz, 2 MHz and 3 MHz. For transducers of 
small effective radii (< 4 mm), and particularly at low frequencies, the beam will diverge to such 
an extent that no realistic estimate of the effective radiating area may be made. In practice, 
because no physiotherapy treatment heads exhibit effective radii smaller than 4 mm, the 
calculations have been limited to radii ≥ 4 mm. In the computer simulations, the ka product 
covers the range from approximately 16 to 160. The calculations follow exactly the definitions 
mentioned above. 

Figure E.1 (from [3]) shows the distribution of Fac in the range ka ≈ 40 to ka ≈ 160. The mean 
value calculated is Fac = 1,354, which is very close to Fac = 1,333, valid for the simplified sound 
field model. 

A study has been carried out on a large sample of small ka physiotherapy treatment heads [4] 
and has defined the approach described in 7.3 for determining the effective radiating area, 
whereby raster scans are carried out in a plane at a distance of 0,3 cm from the treatment 
head. Results from the study show that this approach produces ABCS(0,3 cm) values which may 
be multiplied by the same Fac value (1,354) to derive the AER, independent of the ka value of 
the treatment head. 

The numerical investigations performed in the above studies did confirm agreement, within the 
uncertainty achieved, with the value obtained using the simplified sound field model. For the 
sample size studied (66 points), the standard deviation of the mean value is approximately 0,09. 
The deviation of the mean value (Fac = 1,354) from the value obtained using the simplified 
sound field model (Fac = 1,333) was less than this standard deviation. To avoid that, possibly 
large, uncertainties need to be taken into account in the determination of the effective radiating 
area, it has been agreed to use Fac = 1,333 without the need to consider an uncertainty 
contribution for this fixed value conversion factor. 
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