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IEC 61158-2: 
 
Page 137 

Replace, in 11.3.3 (Rule 8 c), "Error! ≤ MDmax" by "|(Z – Zfr)/(Z + Zfr)| ≤ MDmax". 

 

Page 152 

Replace, in 12.3.3 (Rule 8 c), "Error! ≤ 0,2" by "|(Z – Zfr)/(Z + Zfr)| ≤ 0,2". 
 
Page 170 

Replace, in 13.3.3 (Rule 8 c), "Error! ≤ 0,2" by "|(Z – Zo)/(Z + Zo)| ≤ 0,2". 
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Page 181 

Replace, in 14.3.3 (Rule 8 c), "Error! ≤ 0,2" by "|(Z – Zo)/(Z + Zo)| ≤ 0,2". 
 
Page 229 

Replace, in 21.3.3 (Rule 8 c), "Error! ≤ 0,2" by "|(Z – Zo)/(Z + Zo)| ≤ 0,2". 
 
Page 234 
Replace, in 21.8.8, "See 0" by "See 12.8.8". 
 
 

IEC 61158-4: 
 
Page 86 

Replace, in 5.1.1, in equation 5, "Error!" by " X
n-k + 1
X + 1  " 

 
Page 110 
Replace, in 6.4.1.1, in paragraph "framing-overhead", "…where period = Error!" by  "... where 
period = 1

data rate " 

 
Page 251 

Replace, in 10.2.1.2 b), "…then the duration of this timer should be Error!; otherwise the duration 
should be Error!." by "…then the duration of this timer should be 

VC(NP).MCD_CRS
V(NRC)+1  ; otherwise the 

duration should be 60 s
V(NRC)+1 ."    

 
Page 279 

Replace, in 10.2.2.9 b), "…then the duration of this timer should be; otherwise the duration should 
be Error!." by "…then the duration of this timer should be 

VC(NP).MCD_CRS
V(NRC)+1  ; otherwise the duration 

should be 60 s
V(NRC)+1 ." 

 
 
Page 280 

Replace, in 10.2.2.11, second paragraph, "…between 25 % and 50 % of Error!; otherwise the 
duration should be between 25 % and 50 % of Error!." by "…between 25 % and 50 % of 
VC(NP).MCD_D

V(NRC)+2  ; otherwise the duration should be between 25 % and 50 % of  60 s
V(NRC)+2 ." 
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