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INTERNATIONAL ELECTROTECHNICAL COMMISSION

INDUSTRIAL COMMUNICATION NETWORKS -
PROFILES -

Part 1: Fieldbus profiles

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardi tlon comprising
all national electrotechnical committees (IEC National Committees). The objéctN of, s to promote
international co-operation on all questions concerning standardization in the eleeffi i
this end and in addition to other activities, IEC publishes International Standard
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafte “IEC
Publication(s)”). Their preparation is entrusted to technical committees; gr i ( { interested
in the subject dealt with may participate in this preparatory work a erital and non-

with the International Organization for Standardization (ISO) i
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matté
consensus of opinion on the relevant subjects since eac
interested IEC National Committees.

pittees undertake to apply IEC Publications
transparently to the maximum_extent possy el iong!” and regional publications. Any divergence
between any IEC Publicatiog regional publication shall be clearly indicated in

the latter.

5) IEC provides no markipg\proce ndicate_its<approval and cannot be rendered responsible for any
equipment declared to bg i i i ublication.

6) All users should estedition of this publication

7) No liability shall atta mployees, servants or agents including individual experts and
members of its techrisal co & National Committees for any personal injury, property damage or
other damage of{an ha oever, whether direct or indirect, or for costs (including legal fees) and
expenses arising Qut ‘of use of, or reliance upon, this IEC Publication or any other IEC
Publications,

8) Attentio e references cited in this publication. Use of the referenced publications is

patent rights. }¥sC shal\not be held responsible for identifying any or all such patent rights.

NOTE Use of some of tie associated protocol types is restricted by their intellectual-property-right holders. In all
cases, the commitment to limited release of intellectual-property-rights made by the holders of those rights permits
a particular data-link layer protocol type to be used with physical layer and application layer protocols in type

combinations as specified explicitly in the IEC 61784 series. Use of the various protocol types in other
combinations may require permission of their respective intellectual-property-right holders.

International Standard IEC 61784-1 has been prepared by subcommittee 65C: Industrial

networks, of IEC technical committee 65: Industrial-process measurement, control and
automation.

This bilingual version (2014-12) corresponds to the English version, published in 2007-12.

This second edition cancels and replaces IEC 61784-1:2003. This edition of this part
constitutes a technical revision.

This edition of IEC 61784-1 includes the following significant technical changes from the

previous edition: Documents
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a) partition of IEC 61158 parts 3, 4 ,5, and 6 of the third edition into multiple parts numbered
for example IEC 61158-6-1, -6-2, -6-3, ...

b) deletion of the former Type 6 fieldbus in IEC 61158 series and CPF 7 for lack of market
relevance;

c) addition of new types of fieldbuses in IEC 61158 series leading to new CPF 8, 9, and 16.

The text of this International Standard is based on the following documents:

FDIS Report on voting
65C/468/FDIS 65C/479/RVD

Full information on the voting for the approval of this International Stand be found in

the report on voting indicated in the above table.

The French version of this standard has not been voted upon.

The committee has decided that the contents of this satio ih unchanged until
the maintenance result date indicated on the IEC w ite | vebstore.iec.ch in the

* reconfirmed;
* withdrawn;

* replaced by a revised edition, or
+ amended.

The list of all the parts o i under the general title [Industrial

communication networi\—/gﬁ

that it contain
understanding
colour printef.
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INTRODUCTION

This part of IEC 61784 provides a set of Communication Profiles (CP) in the sense of ISO/IEC
TR 10000-1. These answer the need of identifying the protocol families co-existing within the
IEC 61158 series, as a result of the international harmonization of fieldbus technologies
available on the market. More specifically, these profiles help to correctly state the
compliance to the IEC 61158 series, and to avoid the spreading of divergent implementations,
which would limit its use, clearness and understanding. Additional profiles to address specific
market concerns, such as functional safety or information security, may be addressed by
future parts of this standard.

This standard contains several Communication Profile Families (CPF), whi

h specify one or

been exchanged (see 3.2.1 of ISO/IEC TR 1000Q-
link only for those devices complying td, th -%

and the IEC 61158-3, |IET 8-5-dnd IEC 61158-6 series, and other IS, TS or
worldwide-accepted sta i . Each profile is required to reference at least
one (sub)part of ' £ =C 84158-6.

1 International Standardised Profiles may contain normative references to specifications other tha rpati
Standards; see ISO/IEC JTC 1 N 4047. Déeiients

Document Sharing Hub

Full document details: IEC 61784-12007


http://www.avadocuments.com/doc/iec-61784-1-2007
http://www.avadocuments.com/doc/iec-61784-1-2007

IEC 61784-1:2007 © IEC 2007 -15 -

INDUSTRIAL COMMUNICATION NETWORKS -
PROFILES -

Part 1: Fieldbus profiles

1 Scope

This part of IEC 61784 defines a set of protocol specific communication profiles based
primarily on the IEC 61158 series, to be used in the design of devices involved in
communications in factory manufacturing and process control.

Communication profile family n (

\

/

ofile n/1
N

Q Q \ IEC 61158-2 subset

— IEC 61158-3-tt, -4-tt subset

) IEC 61158-5-tt, -6-tt subset
\@ﬁle 2 other standards

IEC 61158-2 subset
\ IEC 61158-3-tt, -4-tt subset
N ] ) IEC 61158-5-tt, -6-tt subset
Comuunication profile family m other standards

Profile m/1

IEC 61158-2 subset

IEC 61158-3-t, -4-tt subset
IEC 61158-5-tt, -6-tt subset
other standards

Figure 1 — Communication profile families and profiles

Each profile selects an appropriate consistent and compatible subset of services and
protocols from the total available set that is defined and modeled in IEC 61158. For the
selected subset of services and protocols, the profile also describes any possible or

necessary constrains in parameter values. Documents
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Table 1 shows the communication profile families that are defined in this standard.

Table 1 — Relations of Communication Profile Families to type numbers

IEC 61784-1 contents Corresponding IEC 61158 Types

CPF Clause Communication Profile Families (Note 1) Type

1 5 FOUNDATION® Fieldbus 1,5,9 (see Note 2)

2 6 Clp™ 2

3 7 PROFIBUS & PROFINET 3,10 (see Note 3)

4 8 P-NET® 4

5 9 WorldFIP® 7

6 10 INTERBUS® 8

7 11 Has been removed based for lack of market relevance 6 (

8 12 CC-Link 18 (N ~

9 13 HART 20 /\ \

16 14 SERCOS 16 \ )
NOTE 1 See the specific CPF clauses for information on the respective tra em&k%de .
NOTE 2 CP 1/1 has a denigrated PhL device profile subclass, which uSes awaxi 3 PhL
NOTE 3 CP 3/2 has a denigrated PhL device profile subclass, which u i e 1 PhL
NOTE 4 Other CPFs can be found in IEC 61784-2. Q

7\ C)

2 Normative references

The following referenced documents a
For dated references, only the edition

r the application of this document.

For undated reference series, only the edition published

contemporaneously wijtk i i hese / profiles applies. For all other undated
references, the latgst & ' d document (including any amendments) applies.
IEC 60079-11, E/ezr psive gas atmospheres — Part 11: Intrinsic safety “i”

IEC 60079-14:200 g 3 paratus for explosive gas atmospheres — Part 14: Electrical
installations in ha ; other than mines)

IEC 60 cal apparatus for explosive gas atmospheres — Part 25: Intrinsically safe
systems

IEC 60079-27, Electrical apparatus for explosive gas atmospheres — Part 27: Fieldbus
intrinsically safe concept (FISCO) and fieldbus non-incendive concept (FNICQO)

IEC 61010 (all parts), Safety requirements for electrical equipment for measurement, control
and laboratory use

IEC 61131-2, Programmable controllers — Part 2: Equipment requirements and tests
IEC 61158 (all parts), Industrial communication networks — Fieldbus specifications

IEC 61784-2, Industrial communication networks — Profiles — Part 2: Additional fieldbus
profiles for real-time networks based on ISO/IEC 8802-3

IEC 61784-5-2, Industrial communication networks — Profiles — Part 5-2: Installation of fieldbuses —
Installation profiles for CPF 2
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IEC 61918, Digital data communications for measurement and control — Installation of
communication networks in industrial control systems

IEC 62026-3, Low-voltage switchgear and controlgear — Controller-device interfaces (CDIs) —-
Part 3: DeviceNet

ISO/IEC 7498-1, Information technology — Open Systems Interconnection — Basic Reference
Model — Part 1: The Basic Model

ISO/IEC 7498-2, Information technology — Open Systems Interconnection — Basic Reference
Model — Part 2: Security Architecture

ISO/IEC 7498-3, Information technology — Open Systems Interconnectioh — Basjc Reference

Model — Part 3: Naming and addressing

ISO/IEC 8802-2:1998, Information technology -

physical signalling

ISO 11898-2, Road vehiclé
access unit

ISO 15745-3, Ingustria
integration fram .‘@

ANSI TIA/EIA 422-B<1994, Electrical Characteristics of Balanced Voltage Digital Interface
Circuits

ANSI TIA/EIA-485-A:1998, Electrical Characteristics of Generators and Receivers for Use in
Balanced Digital Multipoint Systems

IEEE 802.3-2002: |EEE Standard for Information technology — Telecommunications and
information exchange between systems — Local and metropolitan area networks — Specific
requirements — Part 3: Carrier Sense Multiple Access with Collision Detection (CSMA/CD)
Access Method and Physical Layer Specifications

Internet Engineering Task Force (IETF), Request for Comments (RFC):

RFC 768, User Datagram Protocol
(available at <http://www.ietf.org/rfc/rfc0768.txt>)

Documents

Document Sharing Hub

Full document details: IEC 61784-12007


http://www.avadocuments.com/doc/iec-61784-1-2007
http://www.avadocuments.com/doc/iec-61784-1-2007

-18 - IEC 61784-1:2007 © IEC 2007

RFC 791, Internet Protocol
(available at <http://www.ietf.org/rfc/rfc0791.txt>)

RFC 792, Internet Control Message Protocol
(available at <http://www.ietf.org/rfc/rfc0792.txt>)

RFC 793, Transmission Control Protocol
(available at <http://www.ietf.org/rfc/rfc0793.txt>)

RFC 826, Ethernet Address Resolution Protocol
(available at <http://www.ietf.org/rfc/rfc0826.txt>)

RFC 894, A standard for the Transmission of IP Datagrams over Ethernet N
(available at <http://www.ietf.org/rfc/rfc0894.txt>)

RFC 1112, Host Extensions for IP Multicasting
(available at <http://www.ietf.org/rfc/rfc1112.txt>)

RFC 1122, Requirements for Internet Hosts — Communication La
(available at <http://www.ietf.org/rfc/rfc1122.txt>)

RFC 1123, Requirements for Internet Hosts — Applicatije
(available at <http://www.ietf.org/rfc/rfc1123.txt>)

RFC 1127, A Perspective on the Host Requirements
(available at <http://www.ietf.org/rfc/rfc1127 txt>)

RFC 2236, Internet Group Management
(available at <http://www.ietf.org/rfc/rfc2236.

3 Definitions

3.1 Terms and definiti

For the purpose t
apply.

without referring tosthe IEC 61158 series.

AL application layer

APDU application protocol data unit
AR application relationship

ASE application service element
DL- data-link layer (as a prefix)
DLL data-link layer

DLSDU data-link service data unit
PhL physical layer
TPDU transport protocol data unit
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3.2.2 Other abbreviations and symbols

CE “Conformité Européene" (i.e., "European Conformity”)

CP communication profile

CPF communication profile family

DP-VO0 PROFIBUS DP version 0

DP-V1 PROFIBUS DP version 1

EMC electro-magnetic compatibility

IDN identification number

IP internet protocol

IS intrinsically safe (as an adjective)
intrinsic safety  (as a noun)

ISP international standardized profiles

v initialization vector

MAU medium attachment unit

PPDU presentation protocol data unit

RS 485 MAU according to ANSI TIA/EIA-48&

RS 485-1S MAU according to ANS

TCP terminal control protocol

UDP user datagram protocol

3.3 Conventions

ble 2~ Layout of profile (sub)clause selection tables

A
Clause \ Header Presence Constraints

Table 3 — Contents of (sub)clause selection tables

Column Text Meaning
Clause <#> (sub)clause number of the base specifications
Header <text> (sub)clause title of the base specifications
Presence NO This (sub)clause is not included in the profile

YES This (sub)clause is fully (100%) included in the profile

in this case no further detail is given
— Presence is defined in the following subclauses

Partial Parts of this (sub)clause is included in the profile
Constraints See <#> Constraints/remarks are defined in the given subclause, table or figure of this profile
document

— No constraints other than given in the reference document (sub)clause,
or not applicable
<text> The text defines the constraint directly, for longer text table footnotes or table notes

may be used PR
Documents
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If sequences of (sub)clauses do not match the profile, then the numbers are concatenated.

EXAMPLE concatenated subclauses

[3.4-37 |— |NO |— |

3.3.1.2 Service selection tables

If selection of services is defined in a table the format of Table 4 is used. The table identifies
the selected services and includes service constraints, as explained in Table 5.

Table 4 — Layout of service selection tables

Service ref. Service name Usage /\& ) (ﬁ‘s{ram\

NEAN
Table 5 — Contents of service sel?&io\tablﬁ \\\>

Column Text /M'ea@hg\\ \\/

Service ref. <#> (sub)clause number of the base sp,écifigat(ons\v@e%e ser&ice is defined
— Not applicable A\ N
Service name <text> The name of the segvice \ \\/ / / \ \
Usage M Mandatory < < A ( \
O Optional /
— Service is never L;,seﬁ*
Constraints See <#> Constraints/rem ks ar eflne e given subclause, table or figure of this profile
dogument

— o cogstrdints Wn in the reference document (sub)clause,
ot applicable

<text> The xt def|w&3\\nm,d’(rectly, for longer text table footnotes or table notes

sed

S

Table 7.

Layout of parameter selection tables

AN
Parametex ref. \ \\Iﬁ'ameter name Usage Constraint

Table 7 — Contents of parameter selection tables

Column Text Meaning
Parameter ref. <#> (sub)clause number of the base specifications where the service is defined
— Not applicable
Parameter <text> The name of the service parameter
name
Usage M Mandatory
(0] Optional
— Attribute is never present
Constraints See <#> Constraints/remarks are defined in the given subclause, table or figure of this profile
document
— No constraints other than given in the reference document (sub)clause,
or not applicable
<text> The text defines the constraint directly, for longer text table footnotes or table notes
may be used
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3.3.2 Physical Layer

No additional conventions are defined.

3.3.3 Data-link layer
3.3.31 Service profile conventions

No additional conventions are defined.

3.3.3.2 Service and parameter selections

These are described using the common conventions, see 3.3.1.2.

3.34 Application Layer
3.3.41 Service profile conventions

ASE and class selection is described using (sub)clause selec 'on tas se 1.1, If the

Attribute
Column >Te% Meaning
Attribute &ﬁ/ Attr\bqte,\r?umbe}of the base specification class
A Ns\t applic}'g@/
Attribute <te§§ \'%\@e/&f the attribute
Name

Usage LN \ Q/Iag)iatory
Q. N\ \ (Mional
3\ > Attribute is never present
Constra?ﬂs\‘ See\<#> Constraints/remarks are defined in the given subclause, table or figure of
this profile document
— No constraints other than given in the reference document (sub)clause,

or not applicable

<text> The text defines the constraint directly, for longer text table footnotes or
table notes may be used

3.3.4.2 Service and parameter selections

These are described using the common conventions, see 3.3.1.2.

4 Conformance to communication profiles

Each communication profile within this International Standard includes part of the IEC 61158
series. It may also include parts of other standards or international specifications.

Documents

Document Sharing Hub

Full document details: IEC 61784-12007


http://www.avadocuments.com/doc/iec-61784-1-2007
http://www.avadocuments.com/doc/iec-61784-1-2007

- 22 - IEC 61784-1:2007 © IEC 2007

A statement of compliance to a Communication Profile Family (CPF) of this International
Standard shall be stated? as either

Compliance to IEC 61784-1:20073 CPF n <Type>
or

Compliance to IEC 61784-1 (Ed.2.0) CPF n <Type>

and a statement of compliance to a Communication Profile (CP) of this International Standard
shall be stated as either

Compliance to IEC 61784-1:20073 CP n/n <Type>

or

Compliance to IEC 61784-1 (Ed.2.0) CP n/n <Type>

5.1 General overview

Communication Profile

e ISO/IEC 8802—3 (Ethernet-like) MAC and Physical Layers,
and on Gse O Y. internet Network and Transport Layer protocols; they use the Type 5

A third profile set has been developed within the Fieldbus Foundation, but is not in current or
planned use. It is included in this profile because it provides a migration path to CPF 1 from
some of the CPF 5 protocols, and exclusion from this International Standard could inhibit that
migration.

2 |n accordance with ISO/IEC Directives.

3 The date should not be used when the edition number is used.

4 FOUNDATION Fieldbus™ is the trade name of the non-profit consortium “Fieldbus Foundation”. This information
is given for the convenience of users of this International Standard and does not constitute an endorsement by
IEC of the trademark holder or any of its products. Compliance to this profile does not require use of the trade
name Foundation Fieldbus. Use of the trade name Foundation Fieldbus requires permission of thest
holder. b&%ﬁaﬁ‘ients
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Table 10 — CPF 1: Overview of profile sets

Layer Profile 1/1 (H1) Profile 1/2 (HSE) Profile 1/3 (H2)
Application |IEC 61158-5-9, -6-9 IEC 61158-5-5, -6-5 IEC 61158-5-9, -6-9
Transport |— RFC 768, RFC 793 —

Network — RFC 791 —
Data-link  |[IEC 61158-3-1, -4-1 ISO/IEC 8802-3, -2, -10 [IEC 61158-3-1, -4-1
Physical IEC 61158-2, 31,25 kbit/s, primarily Type 1 any of ISO/IEC 8802-3 Type 1 of IEC 61158-2

NOTE See A.1 for an overview of FOUNDATION Fieldbus communications concepts.
5.2  Profile 1/1 (FF H1)
5.2.1 Physical Layer

5211 Communicating devices

5.2.1.11 Introduction
Table 11 specifies the IEC 61158-2 PhL selection for a co i vise and its MAU(s).
Table 11 — CP 1/1: PhL selection for comm@g\ ices and'their MAUs
/A
Clause Header /\ \ ) / A ﬁgsence Constraints
1 Scope > / ( \ Y —
2 Normative references \ \ \ \ )bértial Used if needed
3 Terms and definitions — —
3.1 Common terms and definitions /‘\ Partial |Used when applicable
3.2 Type 1: Terms and definitions \ (N > YES |—
3.3-37 — N NO |—
4 Symbols and abbfeyiatio s( D \\/ — —
4.1 Symbols N Y~ ) —  |—
4.1.1 Type 1: Symbgls \ YES [—
41.2-4.1.6 |— N > D NO |—
4.2 AbbrevViations, \ — =
4.2.1 Type 1: Addftional ¥bbreviations. \_ YES [—
422-426 |— /\ D NO |—
5 Data-lin\\lay\a( —\Rhys\mql Léyer/iﬁterface — —
5.1 G<e/ne>al\ Partial |Used when applicable
5.2 Tybe 1: Reylijred\services” YES [—
53-57 < >\ N\ NO |—
6 S{atWa\a}eQe}rf — Physical Layer interface — —
6.1 General  \ Partial |Used when applicable
6.2 Type 1:\5{»{tjz/n Management - Physical Layer interface YES —
6.3-6.7 — NO —
7 DCE Independent Sublayer (DIS) — —
71 General Partial |Used when applicable
7.2 Type 1: DIS YES |—
73-75 — NO —
8 DTE — DCE interface — —
8.1 General Partial |Used when applicable
8.2 Type 1: DTE — DCE interface YES —
8.3-8.4 — NO —
9 Medium Dependent Sublayer (MDS) — —
9.1 General Partial |Used when applicable
9.2 Type 1: MDS: Wire and optical media YES —
9.3-9.8 — NO —
10 MDS — MAU interface — —
10.1 General Partial |Used when applicable
10.2 Type 1: MDS — MAU interface: wire and optical media YES — .
10.3-106 |— Nno  |—.. .. Documents
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Clause Header Presence Constraints
11 Type 1 and 7: Medium Attachment Unit: voltage mode, linear- NO
bus-topology 150 Q twisted-pair wire medium
12 Type 1 and 3: Medium Attachment Unit: 31,25 kbit/s, voltage- YES See 5.2.1.1.2
mode with low-power option, bus- and tree-topology, 100 Q wire
medium
13-15 — NO —
16 Type 1: Medium Attachment Unit: 31,25 kbit/s, single-fibre optical YES See 5.2.1.1.2
medium
17 -20 — NO —
21 Type 3: Medium Attachment Unit: Synchronous transmission, YES |See 5.2.1.1.2 (denigrated)
31,25 kbit/s, voltage mode, wire medium
22 -32 — NO —
Annex A Type 1: Connector specification — —/~
A1 Internal Connector for wire medium YES A (
A2 External Connectors for wire medium YES | 2’ (_\
A.3 External Connectors for optical medium Pan/aI
Annex B Type 1: Cable specifications and trunk and spur lengths for YE
the 31,25 kbit/s voltage-mode MAU
Annex C Type 1: Optical passive stars \Partial i \
Annex D Type 1: Star topology { Partidn[®  \
Annex E Type 1: Alternate fibres F\akial\ \/
Annex F - R |— / O
a Connector is optional for use with shielded or twisted-pair 100 S\:ﬁiﬁe edia.
b Single fibre specifications are optional for use with single fgr\e\ a /\
N\

5.2.1.1.2 MAU and device classes

Each MAU is classified according tof its ticsy when interfacing to its associated
medium, as specified in Tg i ingle attached MAU, whether separate
or integral, the MAU class i i the device class. The selection of the
proper clause of IEC 61158 ) or Clause 21, is based on the MAU class

clause, Clause

Clause 21 is deg’ rate d for new designs — because the alternative
transmission.

atiohs, which are not mandatory for implementation and/or
hut are included to achieve interoperability amongst devices
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Table 12 — CP 1/1: PhL classification of MAUs and attached devices

Attribute Attribute value FF MAU class
111 [ 112 | 113 | 114 [ 121 | 122 | 123 | 124 | 511 | 512 | 411

Connected medium | 100 Q shielded or twisted wire pair | X X X X X X X X X X

Single bidirectional multimode fibre X
Device powered Completely (see Note 1) X X X X X
from medium ;’)artlally; not completely (see Note X X X X X

Not at all X
Power change Power from medium can increase X X X X X X
when transmitting Power from medium does not X X X X X

change

Not specified by this profile ( X
Intrinsic Safety None X | X LIX X
construction rules I Entity model (see IEC 60079-11) X | X X X

FISCO model (see IEC 60079-27) \x X
Relevant MAU and | Clause 16 (see Table 13) \ X
device clause of IEC| Clause 12 (see Table 14) X[ X X | XS x | X
61158-2 Clause 21 (see Table 15) X | X | x 4X \

(denigrated)
NOTE 1 The device does not contain a power supply, intrinsic safety barrier, g VW or terminator.
NOTE 2 The MAU needs to draw at least the equivalent of its tran mit po er from\the m m to ensure a positive
current on the medium throughout the transmit waveform.

Table 13 - CP 1/1: PhL selec&\o\%w%ws and their MAUs
Clause Header Pr senge~ Constraints
16.1 Object [ ANEN
16.2 Nomenclature Q ( \Qés\ N N )
16.3 Network specifications N Nb\ — )
16.4 MAU transmit circ&t \s —
specificatiops,
16.5 MAU recét(é(e cEzzuit{specificﬁtions P\a(tia)\/ High-sensitivity only
16.6 Jabber inhibit” \VYES |—
16.7 Medium spegffications N -
16.7.1 Connector\ \ /YES ST or FC type connector
16.7.2 Fibreyﬁﬁc\céigle t\est\f@re) YES The 1 m test fibre must be used with a mode filter
16.7.3  |Optical passive)star\ ) NO  |—
16.7.4  |Oplical ctivestar  \ NO  [—
Documents
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Table 14 — CP 1/1: PhL selection of Clause 12 for devices and their MAUs

Clause Header Presence Constraints

121 General YES —

12.2 Transmitted bit rate YES —

12.3 Network specifications NO —

124 MAU transmit circuit YES —

specifications

12.5 MAU receive circuit specifications YES See 5.2.1.1.3.2 for recommended receive filters

12.6 Jabber inhibit YES —

12.7 Power distribution — —

12.71 General Partial [IEC 61158-2, Table 63, applies only to FF device classes 121,
123 and 511. All else applies except IEC 61158-2, Table 64

12.7.2 Supply voltage YES —

12.7.3 Powered via signal conductors YES Applies only to FF device classe/s/‘l‘ﬁt 123 an}i\511

12.7.4 Power supply impedance NO — /\\

12.7.5 Powered separately from signal Partial |Applies only to FF device cl Wm do

conductors not require power on th . these devgcés shall be

suitable for use on a power . a
Fransfprme_r-cou;l\g%c;e( ice requi ing capacitor
in series with theAransfo

12.7.6 Electrical isolation YES —

12.8 Medium specifications — — D

12.8.1 Connector YES See 5.2.ﬁ.1 3 Bor IaBe\IingWe}onnector

12.8.2  [Cable (standard test cable) No [— A\ _/ A

12.8.3  |Coupler s oA N [ () >

12.8.4  |Splices Wo N A U\ )

12.8.5 Terminator I\TQ\ e

12.8.6  |Shielding rules Mo |—

12.8.7 Grounding (earthing) rules \(ES (\&

12.9 Intrinsic safety (@] gz 5.2.N1.374 for the IS device parameters for FF device

(\f \ seg 121, 122, 511 and 512
N

12.10 Galvanic isolators N\ Nb\ —
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Table 15 — CP 1/1: PhL selection of Clause 21 for devices and their MAUs (denigrated)

Clause Header Presence Constraints
211 General YES —
21.2 Transmitted bit rate YES —
21.3 Network specifications NO —
214 MAU transmit circuit Partial |Signal polarity is not specified — see 5.2.1.1.3.1
specifications
21.5 MAU receive circuit specifications YES See 5.2.1.1.3.2 for recommended receive filters
21.6 Jabber inhibit YES —
21.7 Power distribution — —
21.71 General Partial [IEC 61158-2, Table 97, applies only to FF device classes 111
and 113. All else applies except IEC 61158-2, Table 98
21.7.2 Supply voltage Partial |For FF device classes 111 and 113, the paragraphs after the
first do not apply
21.7.3 Powered via signal conductors Partial |Applies only to FF device clas;\és\1 11 a{pd\q\13
(12.7.5) |Powered separately from signal Partial |Applies only to FF device cldsse 2 and\ 114, whick do not
conductors require power on the bu , vic all be
suitable for use on a pgwe s ,a

transformer-coupled devi es a DC> ing capacitor
in series with the tfansformen.

21.7.4  |Electrical isolation YES |— A\ N

21.8 Medium specifications — — N \

21.8.1 Connector YES See 5.2.(f.1 .33or Iasgling\&(the bonnector

21.8.2 Cable (standard test cable) NO Applieg (\nly)o ;zfev}qe te\s(conMration

21.8.3  |Coupler YES \V/ [\ >

21.84  |Splices AnoN & U VY

21.8.5 Terminator NQ — /

21.8.6  |Shielding rules NOT [

21.8.7 Grounding (earthing) rules VES (I B

21.9 Intrinsic safety (0] See 5.2M.1'84 for the IS device parameters for FF device

(\ /_ wgse\s1 and 112

21.10 Galvanic isolators n N N’Q\ — )
~—

5.2.1.1.3 Re@m ded ya es\@s and their devices

5.2.1.1.3.1 Sig ity

The signal polari
61158-2, 1245

classes 111 to 114 shall be the signal polarity specified in IEC

The receive fitters forN\MAU classes 111 to 114, 121 to 124, 511 and 512 should be:

a) 1 kHz 2-pole high pass, 0,6 < Q < 1,0;
b) 40 kHz 2-pole low pass, 0,6 <Q < 1,0.

5.2.1.1.3.3 Labeling
The positive (“+”) and negative (“=”) terminals shall be clearly identified on all MAUs that:

a) do not provide automatic polarity detection, and

b) do not use the external connectors specified in IEC 61158-2, Annex A.2.

Each device incorporating an MAU shall be labeled with the MAUs FF class. Where a device
contains multiple MAUs, the labeling shall indicate the MAUs to which it (the labeling) applies.

The apparatus marking requirements of IEC 60079-11 apply to MAU classes 111 to 114, 121
to 124, 511 and 512. The apparatus marking requirements of IEC 60079-27 apply to MAU

classes 511 and 512. Documents
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5.2.1.1.3.4 IS device parameters

From a communications standpoint, devices of any of the FF classes can coexist on the same
fieldbus segment. However, in IS applications, device power requirements and device and
component approvals must be taken into consideration.

NOTE Bus powered devices require a compatible power supply. See 5.2.1.2.2.

The recommended IS parameters for devices meeting Entity-model IS rules are listed in

Table 16.
Table 16 — CP 1/1: PhL selection of recommended IS parameters
for FF MAU classes 111, 112, 121, 122, 511 and 512
Parameter Recommended values / N
Entity model P@C\O\mod\e{
Applicable FF devices 111, 112, 121, 122 51N\ 5
classes
Device approval voltage 24V minimum \ 17,3\\Qniﬁ'\murﬁ\/
Device approval current 250 mA minimum SSBQm\A mini?ﬂum
Device input power 1,2 W minimum \§\32\\Q/7hiqirpﬁm
Device residual capacitance <5nF / S\S\nF
Device residual inductance <20 pH W uH
Leakage current (pot specme() \\// /\ <50 pA
IS classification Ex ia, € (gas grodps ), TJ\ ESQg), | as groups A, B, C, D),
&\& iy ib AIC (gas groups A, B, C, D),
T4
Governing requirements See IEC QOO?Q’T‘\ See IEC 60079-27

The FF class 111, 11 e designed to only sink power from the
bus; i.e., these devices the bus. Since the FF class 112 and 512

devices includes a_se ; K , extra precautions, such as galvanic isolation,
may be require 3 e bus.
5.21.2 Wire medie s ] ork components and considerations

5.2.1.2.1

All components shall™sonformo6 IEC 61158-2 as shown in Table 17.

NOTE All wirengpedia requireNérmination. See 5.2.1.2.3.
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Table 17 — CP 1/1: PhL selection for media components

Clause Header Presence Constraints
1 Scope YES —
2 Normative references Partial |Used if needed
3 Terms and definitions — —
3.1 Common terms and definitions Partial |Used when applicable
3.2-37 — NO —
4-11 — NO —
12 Type 1 and 3: Medium Attachment Unit: 31,25 kbit/s, — —
voltage-mode with low-power option, bus- and tree-
topology, 100 Q wire medium
12.1 General YES —
12.2 Network specifications YES This te(z;::ftains mportant
network figuration
specifications (N
12.3-126 |— N [—
12.8 — NO  |< N
12.8.1 Connector YES {|— N N
12.8.2 Cable YES. T— . N\ \
12.8.3 Coupler ¥Es N N \
12.8.4 Splices YESS N\
12.8.5 — /| _NO \
12.8.6 Shielding rules L] C Yes
12.8.7 Grounding rules ( \\/ /YE,é\ —\
12.9 - 12.10 [— { N ] Ina) W
13 - 28 — | Wwo J—
Annex A Type 1: Connector specification /l — —
A1 Internal Connector for wire mediL{m — YES b
A.2 External Connectoss for wire med'\um \ YES b
A3 — < /\ N > NO [—
Annex B - M NO —
a The connector is optigna
b Networks and}m kmm\)sco IS rules shall also conform to Table 18.

Table 18 - C Lsele \>lmperative IS parameters for media in FISCO
systems

ram}te( Minimum Maximum in IIC application | Maximum in |IB application

Maximum tr) cable for II\& 0 km 1 km 5 km
applicatio

Maximum spu ablék)r | Om 30m
applications

Loop resistance \/ 15 Q/km 150 Q/km
Inductance 0,4 uH / km 1 pH /km
Capacitance 80 nF / km 200 nF / km

See IEC 60079-27.

5.2.1.2.2 Power supplies

Unless specifically stated otherwise, it is assumed that a power supply does not contain a
fieldbus device, terminator, Intrinsic safety barrier or galvanic isolator.

All power supplies shall conform to IEC 61158-2 as shown in Table 19.
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Table 19 - CP 1/1:

IEC 61784-1:2007 © IEC 2007

PhL selection for power supplies

Clause Header Presence Constraints
1 Scope YES —
2 Normative references Partial |Used if needed
3 Terms and definitions — —
3.1 Common terms and definitions Partial |Used when applicable
3.2-37 — NO —
4-11 — NO —
12 Type 1 and 3: Medium Attachment Unit: 31,25 kbit/s, — —
voltage-mode with low-power option, bus- and tree-
topology, 100 Q wire medium
121 General YES
12.2 Network specifications YES This text contdins |rr?b<<r§;nt network
conflguratl pecificati
123-12.7 |— NO
12.7 Power distribution — = < \ N
12.7.1 General YES [*) \
12.7.2 Supply voltage YES i \ >
12.7.3 Powered via signal conductors Parti;'ﬁ’\ a'\ N N\ \
12.7.4 Power supply impedance YE& @ \ \ \
12.7.5 — NON. < N\
12.7.6 Electrical isolation ¥Es N
12.8 Medium specifications M\ }71
12.8.1 Connector \ N Y/ES/ © \
12.8.2 - — & &‘ 0 j\/
12.8.4
12.8.5 Terminator /l \Eartial K
12.8.6 — ([ NO | —
12.8.7 Grounding rules \ \ \E,%tial Used when applicable
12.9-12.10 [— i /\ NUI NO [—
13 - 28 ) NO [—
Annex A Type 1: Connelctbr\sggﬁ(catloﬁ A — —
A1 Internalﬁqnnégor for Me\medhqm \ YES ©
A2 Exterrfal Copnectors forduire tedium_ YES |°
A3 — R > NO [—
Annex B - M |— AN\ ™~ NO  [—
a For power supplies desjgned to emdrules, in case of conflict, FISCO rules take precedence.
®  Power suppli€s '
61158-2, 12.7, with reg
IEC 61158-2/42.7\4.3.
°  The cgzq/\ri%bg

A fieldbus power

is categorized as defined in Table 20.

Table 20 — CP 1/1: PhL selection of power supply types

Power supply type Output voltage Description
Type 131 compatible with Non-IS power supply intended for feeding an entity model IS
barrier barrier

Type 132 <32V Non-IS power supply not intended for feeding an IS barrier
Type 133 <24V Entity model, IS power supply

Type 551 <14,0-17,5V 2 |FISCO model, IS power supply for group IIC gas applications
Type 552 <14,0-17,5V 2 |FISCO model, IS power supply for group IIB gas applications

a The actual maximum output voltage is a function of the maximum rated current.

Full document details: IEC 61784-12007
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Type 551 and Type 552 power supplies may

a) be linear (resistance limited),

b) have a trapezoidal (voltage limited) output characteristic, or

c) have a rectangular (voltage and current limited) output characteristic.

The recommended output voltage and maximum IS parameters for a Type 551 or Type 552
power supply, which is intended to operate with devices of Types 511 or 512 or both, are

listed in Table 22A. A Type 551 or Type 552 power supply shall be separated from the
nearest terminator, at an end of the trunk cable, by no more than 30 m of cable.

Table 21 — CP 1/1: PhL selection of permissible output v
and IS parameters for FISCO power supplies

Permissible values/\
Parameter Type 551 —1IC | Type 552 I8
Voltage 14,0 Vto 176 V \
Maximum current \ N \
at 14,0 V 183mA < 380 WA
at 15,0 V 133 mA~ 354 mA
at 16,0 V 103 phA 288 mA \
at17,0 v 81wmA § /] N240ma”
at 17,5V (75m&” / |/ 213 mA
Maximum output power < < 2,5:(‘W \ N\ \‘542 W
Maximum residual nF
capacitance > \ \5\/
Maximum residual inducte(nce \1@ uH

See IEC 60679-27. _ \ N\

5.2.1.2.3 Terminat
It is assumed t
safety barrier or 3R

All terminators s
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Table 22 — CP 1/1: PhL selection for terminators

Clause Header Presence Constraints
1 Scope YES —
2 Normative references Partial |Used if needed
3 Terms and definitions — —
3.1 Common terms and definitions Partial |Used when applicable
3.2-37 — NO —
4-11 — NO —
12 Type 1 and 3: Medium Attachment Unit: — —
31,25 kbit/s, voltage-mode with low-
power option, bus- and tree-topology,
100 Q wire medium
12.1 General YES |— /[
12.2-12.6 |— NO  [— A
12.7 Power distribution — — A
12.7.1 General Partial |Does not include KEC 6] 1§8-2, Tabla.63 oNTable 64
12.7.2 - — NO _
12.7.5 (\
12.7.6 Electrical isolation YES |— N YN
12.8 Medium — = L N\ \
12.8.1 Connector YES [ N\
12.8.2 - — NO —
12.8.4 ) \)
12.8.5 Terminator YES \ I/ /\
12.8.6 — AANIPZTS 2— ()
12.8.7 Grounding (earthing) rules \ES \ }
12.9 Intrinsic safety — r mt?hs-ieaﬂy safe networks the network
termminator will require appropriate approvals if
< ipstalled in a hazardous area. _See Table 23 for the
| rameters for a terminator intended for
/\ /\ \ b]stallation in a hazardous area
12.9.1 NO M—
12.9.2 Barrier and tefnﬁqator\s{acemérh YES/ |—
12.10 N.NO |—
13 - 28 — < > R < NO [—
Annex A Type 1: ©6pridctor specifisation S — —
A1 Internal Gohgector for wire medivm YES |°
A2 Externﬁ Connvctors for wire mediim YES |°
A3 \ NO [—
Annex B - M NO
a For te mmo\geet FISCO IS rules, in case of conflict, FISCO rules take precedence.
®  Theco

N CP 1/1: PhL selection of IS parameters for terminators

Parameter Required values
Entity model FISCO model
Mounting Zone 0 (US Div. 1) Zone 0 (US Div. 1)
Gas group IIC (US Groups A & B) I1IC (US Groups A & B)
Device approval voltage >24V >17,5V
Device approval current > 250 mA > 380 mA
Device input power >1,2W >5,32W
Terminator residual <20 pH <10 pH
inductance
IS classification Ex ia, IIC (gas groups A & B), T4 | Ex ia, IIC (gas groups A, B, C, D),
Ex ib, lIC (gas g-l;gups A, B, C, D),
T4
Governing requirements See IEC 60079-11 See IEC 60079-27
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5.2.1.2.4

— 33 -

Intrinsic safety barriers

NOTE FISCO rules do not permit use of intrinsic safety barriers as separate components. See IEC 60079-27.

It is assumed that the intrinsic safety barrier does not contain a fieldbus MAU, terminator or
power supply.

An Intrinsic safety barrier is used to communicate with devices and other network elements
installed in a hazardous area. It must be suitably approved by relevant safety authorities for
use in the intended application.

All Intrinsic safety barriers shall conform to IEC 61158-2, Clause 12, as shown in Table 24.

Table 24 — CP 1/1: PhL selection of Clause 12 for intrinsic ty barriers
A\
Clause Header Presence \ ?}th\kaints

1 Scope YES~_ [ \

2 Normative references Pa@ial ‘Ué\d i?\oeeﬁqd >

3 Terms and definitions —\ \T\ \

3.1 Common terms and definitions \PaRTaL\ l)%e-d\when\gpplicable

32-37 |— NQ Y-\

4-11 — / NO N— N

12 Type 1 and 3: Medium Attachment Unit: 31,25 kbit/s, \M) — _

voltage-mode with low-power option, hus- and tree-t ay, X
100 Q wire medium N

12.1 General \ YES |—

12.2 Transmitted bit rate A ~nNO —

12.3 Network specifications / NO —

12.4 MAU transmit circuit specifications YES IS barriers shall comply with the
transmit waveform requirements

(\ N of this subclause

12.5 MAU receive cirbuit sp cificatio \j YES IS barriers shall comply with the
receive waveform requirements
of this subclause

12.6 Jabberdphibly, 2 { NO  [—

12.7 Power distributidg N —  |—

Table 54 Network p red devicexcharaeteristies for the 31,25 kbit/s, NO —

voltage giod U

Table 55  |Netwark poweksupply réquiremerits for the 31,25 kbit/s, NO |—

vokt;g%w MAU

12.7.1 General N\ \ NO  |—

1272 {|SuUpplxvoRage  \ NO |—

12.7.3 We&via&@w@l;ﬁnductors NO —

12.7.4 Powﬁxgupply\mpedance — —

12.7.41 Power stedance for single output power supplies NO —

12.7.4.2 Power distribution through an IS barrier YES —

12.7.4.3 Power supply impedance for multiple output supplies with NO —

signal coupling between outputs

12.7.5 Powered separately from signal conductors NO —

12.7.6 Electrical isolation YES For system safety the network
must be grounded only at the IS
barrier

12.8 Medium specifications — —

Full document details: IEC 61784-12007
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Clause Header Presence Constraints
12.8.1 Connector YES a
12.8.2- NO —
12.8.6
12.8.7 Grounding rules YES For system safety the network
must be grounded only at the IS
barrier
12.9 Intrinsic safety YES See Table 25 for the IS
parameters for intrinsic safety
barriers
12.10 Galvanic isolators NO —
13 -28 — NO —
Annex A Type 1: Connector specification — —
A1 Internal Connector for wire medium YES a RN
A.2 External Connectors for wire medium YES a (
A3 — NO  [={ Y (T
Annex B — NO \ >
M
@ The connector is optional. ( \
\
Table 25 — CP 1/1: PhL selection of recommende meters
for intrinsic safety barriers and galvanic iSolatersEn |ty odel only)
/N
Parameter M\ \ ) / A “alue
Mounting AN \ [ [( Zpne 0 (US Div. 1)
Gas group \ \ & \ N7 )I\I’é (US Groups A & B)
Open circuit output voltage (see Note) \/ <24V
Short circuit output current /ﬂ <250 mA
Matched output power <1,2W
NOTE The maximum Q@M\ne\r‘%mwss than this value. The power supply
voltage of the system m lected to ke sompati he working voltage.

5.2.1.2.5 Ga@
NOTE FISCO rules no nic isolators as separate components. See IEC 60079-27.

ife galvanic isolator does not contain a fieldbus MAU,

ic iISolator is used to communicate with devices and other network
azardous area. It must be suitably approved by relevant safety

All Intrinsically safe galvanic isolators shall conform to IEC 61158-2 as shown in Table 26.
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Table 26 — CP 1/1: PhL selection of Clause 12 for intrinsically safe galvanic isolators

Clause Header Presence Constraints

1 Scope YES —

2 Normative references Partial |Used if needed

3 Terms and definitions — —

3.1 Common terms and definitions Partial |Used when applicable

3.2-37 — NO —

4-11 — NO —

12 Type 1 and 3: Medium Attachment — —

Unit: 31,25 kbit/s, voltage-mode with
low-power option, bus- and tree-
topology, 100 Q wire medium

12.1 General YES |— /[
12.2 Transmitted bit rate NO [— A
12.3 Network specifications NO — /\\ K

124 Transmit circuit specifications YES Intrinsically safe gafvanig isQlato a comply with the
transmit wavefo;m requirements of ause

125 Receive circuit specifications YES Intrinsically s isglato shal omply with the
receive wg(e 0 m reqm ents of this’subclause

12.6 Jabber inhibit NO — \
12.7 Power distribution —  |= /
12.7.1 General YES |£
Table 54 Network powered device NO
characteristics for the 31,25 kbit/s,
voltage mode MAU
Table 55 Network power supply requirements for (0]
the 31,25 kbit/s, voltage mode MAU
12.7.2-12.7-5 LONQ \|—
12.7.6 Electrical isolation YES herena galvanic isolator includes one or more
fieldbus power supplies these shall comply with the
/\ N vant conditions in 5.2.1.2.2
12.8 Medium specmcatl&\s = X
12.8.1 Connector | N NYES J|—
12.8.2-12.8.7 § NO [—
12.9 Intrins'@/sa\fe;y > 2 /ES See Table 25 for the IS parameters
12.10 Galvanicus6laters YES |—
13 - 28 — < N NO  |—

A
Annex A Type 1: géoﬁq\s(or schif%\tion } — —

A1 Intepnal éqnnﬁ\ct&\for \Mr\e meé YES @

A2 Eﬁernm\neﬁ{ors\k{r wﬁ; medium YES @
A.3 NN W NO  |—
Annex B — \ \ NO —

@ The connect}is\op\tlona\\

5.2.1.3 Fibre media and related network components and considerations
5.2.1.31 Optical fibre types

The alternatives for optical fibre type for a Type 411 device are listed in Table 27.
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: PhL selection of Clause 15, recommended optical fibre types

Fibre use 2:{’]2]?:::;)”; NA (numerical aperture) (?t:egsuoa:‘iomn) Comments
Standard test fibre 100/140um (A1d) | 0,26 + 0,03 < 4,0 dB/km |Mode filter required
Recommended operating 100/140um (A1d) | 0,26 + 0,03 < 4,0 dB/km
fibre 200/230pm (A3c) | 0,4 + 0,04 < 10,0 dB/km
50/125um (A1a) 0,2+ 0,02 < 3,0 dB/km
62,5/125um (A1b) | 0,275+ 0,015 < 3,0 dB/km
NOTE For fibre types A1d, A3c, A1a and A1b, structure (Sl or Gl) and bandwidth, refer to IEC 60793, optical
fibre specifications. For attenuation, bandwidth and numerical aperture (NA), refer to the test methods of IEC
60793.
5.2.1.3.2 Passive star couplers

The recommended maximum insertion losses for optical passive
kbit/s single-fibre optical medium are listed in Table 28. Refl
61158-2, Annex D) are required for the single-fibre medium.

Table 28 — CP 1/1: PhL selection of passi
recommended maximum inserti

FF class for passive star coupl \ S / ,Nurﬁb\er °M‘°hes
[ 3 ] 8 | 16 | 32
Recommended | FF class 421 (1000140 pw (K1d)) [7,0 (9.0 108" [14,5 [17,5 [215
?Q:Qir?o“nm FF class 422 (200/238.um A30)) | A5 [0 [A/1,0 [150 [185 [225
loss FF class 423 (50/125 um (A1a) N 7,0\ [9,0 [105 [14,5 [18,0 [22,0
FF class 424 (62,5/125 umATo)N 7 [9,0 [10,5 [14,5 [18,0 [22,0

e}‘qss &Q t(\two &qnectors.

NOTE The insertion J6s$nclu

5.2.1.3.3 Active st

The characteris@x tar
listed in Table 29

a%c{

AN

ers

upters the 31,25 kbit/s, single-fibre optical medium are

PhL selection of active star couplers

FF class 431 FF class 432
(with timing regeneration) (without timing regeneration)

Recommended value

Peak emission%&{elé\ngth 850 £+ 30 nm
Typical half IntensitMel/e%gth <50 nm
Effective launch power Hi level (see -13,5+ 1,0 dBm

Note)
Receiver operating range

-40,0 dBm to -20,0 dBm
+ 14 % nominal bit time

Maximum received bit cell jitter

Rise and fall times of transmitted signal < 2,0% nominal bit time

Maximum temporal deformation + 3,0 % nominal bit time
+ 2,0 % normal bit time

< 2,0 nominal bit times

Maximum transmitted bit cell jitter <not specified>

Propagation time <not specified>

Number of branches <32

NOTE This is the power measured with a standard test fibre connected to a CPIC as defined in IEC 61158-2, 16.4 and
16.7.2.

5.2.1.3.4 Optical power budget

Optical power budget considerations are shown in Table 30, and an example optical power
budget for a system is shown in Figure 2. Documents
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Table 30 — CP 1/1: Optical power budget considerations

100/140 pm 200/230 pm 62,5/125 um 50/125 pm
Parameter fibre system fibre system fibre system fibre system
Launch power -14,5 dBm -8,0 dBm -18,5 dBm -21,5 dBm
Receiver sensitivity -40 dBm -40 dBm -40 dBm -40 dBm
Dynamic range 25,5dB 31,0dB 21,5dB 18,5 dB
OPSC (Optical Passive Star Coupler) attenuation:
(16/16 OPSC) 17,5 dB 18,5 dB — —
( 8/8 OPSC) — — 14,5 dB —
( 4/4 OPSC) — — — 10,5 dB
Attenuation margin 3dB 6,5 dB 3 dB 3 dB
Attenuation of optical fibre cable 5dB 6 dB 4 dB 5dB
Maximum transmission distance:
(16/16 OPSC) 1,25 km 0,6 km —
( 8/8 OPSC) — — ,38 k —
( 4/4 OPSC) — — AN\ — 1,66 km
NOTE OPSC attenuation measurements include loss from two connectors. \ >

_10 !
_20 !
_30 !
Ontical d }
P 3B Marci™
40 - —ar—g4l(rJ1dBm

Active star couplers can have both optical-media and wire-media ports. FF class 433 devices
are active star couplers with timing regeneration with one or more wire-media ports. Their
optical ports shall meet the specifications of FF class 431 devices, while each of their
electrical ports shall meet the relevant specifications of one of the following FF device
classes: 121, 122, 123, 124, 511 or 512.

FF class 434 devices are active star couplers without timing regeneration with one or more
wire-media ports. Their optical ports shall meet the specifications of FF class 432 devices,
while each of their electrical ports shall meet the relevant specifications of one of the
following FF device classes: 121, 122, 123, 124, 511 or 512.
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Table 31 specifies the DLL service selection within IEC 61158-3-1 for this profile.

Table 31 — CP 1/1: DLL service selection

Clause Header Presence Constraints
1 Scope YES —
2 Normative references Partial |Used/as hegded
3 Terms, definitions, symbols, abbreviations and conventions YES — k
4 Overview of Data-link Services YES < (O
5 DL(SAP)-address, queue and buffer management Data-link — < Ee\ﬁﬁb% >
Service
6 Connection-mode Data-link Service /— ‘Qee\l’at}e@?
7 Connectionless-mode Data-link Service \T B& f}\ble?)\{/
8 Time and scheduling guidance Data-link Service —\ \\S\ee TaBl\e 54
9 DL-Management service definition NN /
Table 32 - CP 1/1: DLL serv&@ ofClause 5
Clause Header E’l\'esenk:e \\/ Constraints
5.1 Facilities of the DL(SAP)-address, queﬁxuﬂs\?b\ YES ;/
management Data-link Service
5.2 Model of the DL(SAP)-address, queueend buffer YES —
management Data-link Service
5.3 Sequence of prlmltlve;‘/at\&(le I;J{('SAP\ \gE§ —
5.4 DL(SAP)-address, que na\quffer ma ment — See Table 33
Services
Q W\@ service selection of 5.4
Clause | Header \ ese e Constraints
5.4.0 — ]\ Yes N— /
5.4.1 Cri lixrt%t\ ly the attributes of the objects created by this service are included. See
(9&& Table 34
5.4.2 Delete . | NNO\ [
5.4.3 & N \%&5 Only the attributes of the objects bound by this service are included. See Table
35
5.4.4 Unbind | \NO  [—
5.4.5 Put \YES |—
5.4.6 Get — See Table 36
Table 34 — CP 1/1: DLL service selection of 5.4.1
Clause Header Presence Constraints
5411 Function NO —
5.4.1.2 Types of parameters — —
54120 |— Partial |IEC 61158-3-1, Table 2, is not included in this profile
5.4.1.2.1 Buffer-or-queue DLS-user- NO —
identifier
5.4.1.2.2 |Queuing policy Partial  {Only BUFFER-R and QUEUE are included
5.4.1.2.2.1 |Maximum queue depth YES —
5.4.1.2.3 |Maximum DLSDU size YES —
5.4.1.2.4 |Status NO —
5.4.1.2.5 |Buffer-or-queue DL-identifier YES —
5413 Sequence of primitives NO —
Documents
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Table 35 — CP 1/1: DLL service selection of 5.4.3

Clause Header Presence Constraints
5.4.3.1 Function NO —
5.4.3.2 Types of parameters — —
54320 |— YES —
5.4.3.2.1 DL(SAP)-address DLS-user-identifier NO —
5.4.3.2.2 |DL(SAP)-address YES —
5.4.3.2.3 |DL(SAP)-role Partial |Values of DL(SAP)-role are basic and group, other values

are not included in this profile. IEC 61158-3-1, Table 4,
is not included in this profile

5.4.3.2.3.1 |Indicate-null-Unitdata-Exchange- NO —
transactions
5.4.3.2.3.2 |Remote-DLSAP-address NO  |— N
5.4.3.2.4 |Receiving buffer-or-queue bindings YES —
5.4.3.2.5 |Sending buffer-or-queue bindings YES —

5.4.3.2.6 Default QoS as sender — —

5.4.3.2.6.0 |— Partial  |Only the first par me y un erT&Q/
61158-3-1, 5.4.3. 6 iSN

5.4.3.2.6.1 |DLL priority YES
5.4.3.2.6.2 |DLL maximum confirm delay Partial  [All maX|mu§\a‘mNe>remotely -confirmed
DL-UN
5.4.3.2.6.3 |DLPDU authentication YES
5.4.3.2.6.4 |DL-scheduling-policy Partial om(/ the(vaue IMPLCIT ] ded
54.3.2.7 |Status NO ’\\//
5.4.3.2.8 |DL(SAP)-address DL-identifier YES/\—) { ) v/
5.4.3.3 Sequence of primitives )
Table 36 - CP 1/65\\\\/\@ctmn of 5.4.6

Clause Head \P sen Constraints
5.4.6.1 Function N N NEBs [— )
5.4.6.2 Types of paramdte?s\ \ % 7
54620 |[— W IEC 61158-3-1, Table 8, except for ‘DLS-user-data-

timeliness’ is included in this profile

5.4.6.2.1 |Buffer-or-quéug’ BLYideaqtifieN XES  |—
54622 |Status AN SMNIWVYES =

5.4.6.2.3 |Reported<servicexdentificatiog- YES —
class i\xi\\\f\\bn\/
5.4.6.2.4 Re;érted\-se\r\v{cexiger?ﬁf{cat@ YES —

54.6.2.5 |PlLS-tser-data\ \ YES |—
5.4.6.2.6 <|DLS>user-datatimeliness Partial |—
5.4.6.26.0 |[=~_ "\ \ YES |—
5.4.6.2.6.1 |Local-DhE-timelipess YES |—
5.4.6.2.6.2 |Sender-andverfiote-DLE-timeliness | YES |—
5.4.6.2.6.3 |Time-of-production NO —
5.4.6.2.7 |Sequence number identification NO —
5.4.6.3 Sequence of primitives YES —

Documents

Document Sharing Hub

Full document details: IEC 61784-12007


http://www.avadocuments.com/doc/iec-61784-1-2007
http://www.avadocuments.com/doc/iec-61784-1-2007

40 -

IEC 61784-1:2007 © IEC 2007

Table 37 — CP 1/1: DLL service selection of Clause 6

Clause Header Presence Constraints
6.1 Facilities of the connection-mode Data-link YES —
Service
6.2 Model of the connection-mode Data-link Service YES —
6.3 Quality of connection-mode service — —
6.3.0 — YES —
6.3.1 Determination of QoS for connection-mode YES —
service
6.3.2 Definition of QoS parameters — —
6.3.2.1 DLCEP class Partial  |All three classes are included, but data
transfer from Subscriber to Publisher is not
included
6.3.2.2 DLCEP data delivery features Partial |See Table 38 for i}@uded pa\qmeter values
6.3.2.3 |DLL priority YES |— RKEAEaN
6.3.2.4 |DLL maximum confirm delay YES |— C \
6.3.2.5 DLPDU authentication Partial |See Table 38\(or h\cmqed ;}a(arhe\tg/values
6.3.2.6 Residual activity Partial |See Tq/ble?i‘S\bf\inc\,{\ud@d\para eter values
6.3.2.7 DL-scheduling-policy Partial Sge\TaNe 38 fo}%lcltj\ied Mmeter values
6.3.2.8 Maximum DLSDU sizes Partial LSDU ize is the maximum
be conveyed in one
the sp C|f|ed priority. In other
t required to support
e DLSDU
6.3.2.9 DLCEP buffer-or-queue bindings ( P\M Se/e\ﬂable\8§ for included parameter values
6.3.2.10 |DLCEP timeliness * Partial | |AlNaré insldded except IEC 61158-3-1,
16.3.2.10/1.4
6.4 Sequence of primitives N — —
6.4.1 Concepts used to define the connectiofi-mode S —
DLL service
6.4.2 Constraints on sequence of pri Partial = | All of this subclause, except DL-Reset and
DL-Subscriber-Query services is included in
this profile
6.4.2.1 Relation of prlmltl{res\qt)*\\wo DL\() \@l po\m\s — See Table 39
6.4.2.2 Sequence rimitives at o Ce -p int Partial |[IEC 61158-3-1, Figure 17, States 6 through 8
are not included in this profile because this
profile does not include the DLC Reset service
primitives
6.5 Connect|or{/es}q\h§hmé&t p\gse — See Table 40
6.6 Connegkon\glea e se — See Table 40
6.7 Data(angrekbtqasﬁ\ \ — See Table 48
Table38 - 1 LL)service selection of the summary of 6.3, DL-connection QoS
DLCEP Data Buffer, .
Delivery DLCE Queue Data Direction DLP_DU_ Max I_)LSDU DL-S_che Res[d_ual
feature Class binding authentication size duling Activity
CLASSICAL PEER QUEUE Both directions | All three Single segment IMPLICIT |TRUE | FALSE
DLSDU size
DISORDERED |PEER QUEUE Both directions | All three Single segment IMPLICIT |TRUE | FALSE
DLSDU size
ORDERED PUBLISHER |BUFFER-R [Publisher to SOURCE, Single segment ExPLICIT |FALSE
SUBSCRIBE Subscriber only |ORDINARY DLSDU size
R
UNORDERED [PUBLISHER |BUFFER-R |Publisher to SOURCE, Single segment EXPLICIT | FALSE
SUBSCRIBE Subscriber only [ORDINARY DLSDU size
R
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Table 39 — CP 1/1: DLL service selection of figures 11-16 of 6.4

| Figure Sub-part of figure Presence Reason
11 a), c), d), e), f), g1), g2), YES —
g93)
b) NO Profile does not merge connections
12 |h),i), n) YES —
i), k), 1), m), 0), p) NO Corresponding services are not included
13 |c), d), e), f), g1) YES —
a), b), g2), g3) NO DLCEP-address is assigned by the DLS-user
14 |h) NO DLCEP-address is assigned by the DLS-user
i), 0) YES —
i), k), 1), m), n), p) NO Corresponding services are not included
15 |a), b), c2), c3) NO  |DLCEP-address is assigned by thfe DLS-User
c1),d), e),f) YES — ~
g) NO Corresponding services ape/‘l\&\inclu}igd
16 h), i), j), k) NO Corresponding services a\g né\iﬁs{ude}}\

Table 40 — CP 1/1: DLL service se?@\\\o

Clause Header Presence \Sqnst&inté\ \/

6.5.1 Function Partial |Simultaneous DL-ZONNECT reguestyrimitives at the two DLSAPs
cannot be merged into(ong DLCYy the urrently requesting-and-
u

responding DES\uSersAn/thig\profi

6.5.2 Types of primitives and Partial eplace | 1158-3-1/ Table 113 and’Table 14, by IEC 61784-1, Table
parameters 141 and Table 42 \respedgtivel

6.5.2.1 |Local-view identifiers — /

6.5.2.1.1 |DLCEP DLS-user- NO The DL-CONNECTION-ESTABLISHED indication primitive uses the DLCEP
identifier L-identifier parameter

6.5.2.1.2 |DLCEP DL-identifier YES [\ \

6.5.2.2 Addresses artial h prowcl degra profile of all possible forms of addresses. The
us addresse$Mor this profile is specified in Table 43 through Table
45
A

N a
6.5.2.3 Quality of Service rtial arameters except Time-of-production are included in this profile.
parameter, or this file, the value of Residual activity is the same for both
directions: from sender and from receiver. The DLPDU-authentication
pargmeter is not included in indication and confirm primitives of this
AN ile

6.5.2.4 DLS-user-data ial }f the called address is a DLCEP-address, then the DLS-provider does
not issue a DL-Connect indication at the called address. Therefore, in
that case, DLS-user-data is not permitted in the request primitive. This
parameter is permitted in all other primitives

Partial IEC 61158-3-1, Figures 18, 21 and 22, are included in this profile. IEC
61158-3-1, Figures 19, 20 and 24, are not included in this profile,
because the DLCEP-address is assigned by the DLS-user, there is no
DL-Connect indication to the DLS-user. IEC 61158-3-1, Figures 23 and
24, are not included in this profile, because the connections are not
merged

6.5.3
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Table 41 — CP 1/1: DLL service selection: replacement for Table 13 of 6.5

DL-Connect Request Indication | Response Confirm
Parameter name input output output input output
DLCEP DL-identifier M M M (=) M@
Called address M M (=)
Calling address M M (=)
Responding address M M (=)
Calling DLCEP-address U U
QoS parameter set
DLCEP class U M (=) u® M (=)
DLCEP data delivery features
from requester to responder(s) u M (=, °) /LR\C) M (=)
from responder(s) to requester U M= 9N U (s §\ M (=
DLL priority U MEN | UNDKN M@E)
Maximum confirm delay < \ \
on DL-Connect U Z‘s\) U M (=
on DL-Data U M=)\ N | M=
DLPDU-authentication U NESYIENG
Residual activity U A\ YIG)
DL-scheduling-policy u N\ u
Maximum DLSDU sizes /A )
from requester U\ ) / A M (<) U (<) M (=)
from responder /U\ > / ( \ N @(s) U () M (=)
Buffer-and-queue bindings \ \ \ \ )
as sender U\ U
as receiver / U\ U
Sender timeliness (\ )
DL-timeliness-class N~ \ cy M (=) CU M (=)
Time window size (AT) \( To WM Ccu
Synchronizing DLCEP | N ~cu / CU
Receiver timeliness
DL-timeliness-ctéss \, <l Cu M (=) Cu M (=)
Time window sizM)/\ \ CuU CuU
Synchronizing DLCER NN CU CU
DLS-user-data <\ / U M (=) U M (=)

NOTE The Timp‘b&pr?)@uc\ﬁ\on\)qran}s{er is not specified, because it is not used.

@ The DLCEP nfirph primitive shall equal the DL-identifier specified in the corresponding
DL-CONN

® The DL Peer with Peer, and Publisher with Subscriber.

¢ The DLCE e UNORDERED may be upgraded to ORDERED, and DISORDERED may be

¢ DLCEP establishme Il negotiate DLPDU-authentication from ORDINARY to SOURCE to MAXIMAL.
¢ For this profile, the value of Residual activity is the same for both directions: from sender and from receiver.

" DLCEP establishment shall negotiate Residual-activity from FALSE to TRUE.

Table 42 — CP 1/1: DLL service selection of 6.5, replacement for Table 14

DL-Connection-Established Indication
Parameter name output
DLCEP DL —identifier M (%)

# The DLCEP DL-identifier shall equal the DL-identifier returned in the
corresponding DL-CONNECT response primitive.
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Table 43 — CP 1/1: DLL service selection of 6.5 for use of addresses for peer DLC

DL-Connect Request Indication Response Confirm
Called address Remote DLSAP-address M=) |— —
Calling address Local DLSAP-address M=) |— —
Responding address  |— — Local DLSAP-address M (=)
Calling DLCEP- DLCEP-address assigned by — DLCEP-address assigned by DLS- —
address DLS-user user

NOTE means that the parameter is not allowed.

Table 44 — CP 1/1: DLL service selection of 6.5
for use of addresses for multipeer DLC connect request at publisher

DL-Connect Request Confim
Called address UNKNOWN — AN\
Calling address Local DLSAP-address — < \
Responding address — UNKNQWN \
Calling DLCEP-address Publisher DLCEP-address

NOTE 1

indication at the subscriber.

— means that the parameter is not allowed.

NOTE 2 No DLS-user data is allowed in the request pnm@w

for use of addresses for eer

Table 45 - CP 1/1 DLL sgervice ion
C conne

f 6.5
t at subscriber

DL-Connect

Confirm

Called address

Publ|she/r/DLCEP-chLr€5§ —

Calling address

Local DUSAP{address

D =

Responding address

—~\

Publisher DLSAP-address

Calling DLCEP-address

r‘ot used

\/\\/ —

NOTE means that tH\Qarathter is MIOWN\/

e

L service selection of 6.6

Clause Pfesence Constraints
6.6.1 Function YES —
6.6.2 TypesMé\b\Kﬁgters Partial |Replace IEC 61158-3-1, Table 15, by IEC 61784-1, Table
47
6.6.2.0 YES —
6.6.2.1 ‘Dl\CEP\Qe\ntﬁ’@’xqpe N NO  [—
6.6.2.2 |DLCER DLS-usé-idenfifier NO |—
6.6.2.3 |DLCEP DDidentifjer YES |—
6.6.2.4 Originator YES —
6.6.2.5 Reason YES When the originator parameter indicates a DLS-user-
initiated release, then the DLS-user can assign not only the
values listed in IEC 61158-3-1, 6.6.2.5, but also other
values to the reason parameter. These other values are
considered as “reason unspecified” by IEC 61158-3-1,
6.6.2.5. The DLS-provider shall deliver the DLS-user
provided reason in the indication primitive. The DLS-user of
this profile has reserved 16 values for such “reason
unspecified”
6.6.2.6 DLS-user-data YES —
6.6.3 Sequence of primitives when YES —
releasing an established
DLC/DLCEP
6.6.4 Sequence of primitives in a DLS-user| Partial |IEC 61158-3-1, Figures 35 and 38 to 41, are included in this
rejection of a DLC / DLCEP profile. IEC 61158-3-1, Figures 36, 37, 42 and 43, are not
establishment attempt included in this profile, because the DLCEP-address is
assigned by DLS-user, and there is no DL-CONNECT
indication to the DLS-user
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Table 47 — CP 1/1: DLL service selection: replacement for Table 15 of 6.6

DL-Disconnect Request | Indication

Parameter name input output
DLCEP DL-identifier M M
Originator M
Reason U M (=)
DLS-user-data U M (=)

Table 48 — CP 1/1: DLL service selection of 6.7

Clause Header Presence Constraints

6.7.1 Queue data transfer — —

6.7.1.1 |Function YES |— N

6.7.1.2 |Types of primitives and Partial |Replace IEC 61158-3-1, Tabl \BQIEt\G\r\%-wble 49

parameters

6.7.1.2.0 |— YES —

6.7.1.2.1 |DLCEP DL-identifier YES |DLCEP DL-identifiers @\ \%%ak:d\ és@b%r?rimiﬁves are
local to the DLE aym@ he primijve\s iss

6.7.1.2.2 |DLCEP DLS-user-identifier NO

6.7.1.2.3 |Queue DLS-user-identifier NO A separate w tifi not included, because
the DLCEP addressNs sufficient t dentlfy the queue, if any
queue |smLC

6.7.1.2.4 |DLS-user-data YES

6.7.1.2.5 [Sequence-number-identification /Nb\ .

6.7.1.2.6 |Status \YES

6.7.1.3 Sequence of primitives Pﬁt’g \‘% B\k hg.u_es/45 and 46, are not included in this

lexbecause DLCEP data delivery or QoS are not included

6.7.2 Buffer data transfer (— ;e

6.7.2.1  |Function YES \ [

6.7.2.2 |Types of primitives an&\( WW@W 61158-3-1, Table 17 and Table 18, by IEC

parameters 61784-17 Table 50 and Table 51, respectively.

6.7.2.2.0 “\YES

6.7.2.2.1 |DLCEP DLsxuger-FQennﬁer\ N®_ ] DLCEP DL-identifier is used in its stead

6.7.2.2.2 |Buffer DLSusepideftifier < NO N\ A—

6.7.2.2.3 |DLSDU sequ¥ngifighinference YES |—

6.7.2.3 Sequence Ws ?ﬁﬁial IEC 61158-3-1, Figures 48, 50 and 51, are not included in this
profile, because DLCEP data delivery or QoS are not included

6.7.3 Reset NO —

6.7.4 NO —

Subs&merﬁue\}x\\ >

le - 1/92 DLL service selection of 6.7, replacement for Table 16
DL-Data Request | Indication | Confirm
Parameter name input output output
Request DLS-user-identifier M M (=)
DLCEP DL-identifier M M
DLS-user-data M C (=)
Status M

Table 50 — CP 1/1: DLL service selection of 6.7, replacement for Table 17

Full document details: IEC 61784-12007

DL-Buffer-Sent Indication
Parameter name output
DLCEP DL-identifier M
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Table 51 — CP 1/1: DLL service selection of 6.7, replacement for Table 18

DL-Buffer-Received Indication
Parameter name output
DLCEP DL-identifier M
DLSDU sequencing inference M

Table 52 — CP 1/1: DLL service selection of Clause 7

Clause Header Presence Constraints

71 Facilities of the connectionless-mode Partial |Paragraphs (b) to (e) are not included in this profile
Data-link Service

7.2 Model of the connectionless-mode Data- — —
link Service

7.2.0 — YES |— REAaN

7.21 Model of DL-connectionless-mode YES —
unitdata transmission

7.2.2 Model of DL-connectionless-mode NO —
unitdata exchange

7.3 Quality of connectionless-mode service — — / \ AN ~ \

7.3.0 — YES |— A\ )

7.3.1 Determination of QoS for YES N
connectionless-mode service ay

7.3.2 Definition of QoS parameters — M\ XV ) / A

7.3.2.1 DLL priority ves,£ "/ [\ >

7.3.22  |DLL maximum confirm delay S ws (— \ VY7

7.3.2.3 Remote-DLE-confirmed [ this We value of this parameter shall always

h beRALSE
7.4 Sequence of primitives ( ~— e
7.4.1 Constraints on sequenge of primitives Il\s\f/rﬁis subclause, except the rows for

Di-UNITDATA-EXCHANGE and DL-LISTENER-QUERY and
lated notes in IEC 61158-3-1, Table 22, are
included in this profile

N ~
7.4.2 Relation of primifive end-poi k&fﬁﬁﬁ( IEC 61158-3-1, Figure 65 (a), is included in this

connectlo s seyvice profile. IEC 61158-3-1, Figures 65 (b), (c) and (d), are
not included in this profile

7.4.3 Sequenceyp t on DLS\}\/ Partial |In IEC 61158-3-1, Figure 66, the transitions for
DL-UNITDATA-EXCHANGE and DL-LISTENER-QUERY
services are not included in this profile

7.5 Conng\tlo}x{ess\{n\ke fu\lork\-/ — —
7.5.0 —( YES |—

7.5.1 ata\ransfeN \ — —
7.5.1.1 Fundtion  \ N YES |—

7.5.1.2 ??pgs Nrim\(iv amd parameters — —

75120 [— \ YES |—

7.5.1.2.1 Addresses YES —

7.5.1.2.2 |Quality of Service — —

751220 |— YES —

7.5.1.2.2.1 |DLL priority YES —

7.5.1.2.2.2 |DLL maximum confirm delay YES —

7.5.1.2.2.3 |Remote-DLE-confirmed Partial |Value of this parameter shall always be FALSE

7.5.1.2.3 |Queue DLS-user-identifier NO Queue DLS-user-identifier is not included, because
the DLSAP address is sufficient to identify the queue,
if any queue is bound to the DLSAP

7.5.1.2.4 |DLS-user data YES —

7.5.1.2.5 |Status YES —

7.5.1.3 Sequence of primitives Partial |[IEC 61158-3-1, Figure 68, is not included in this
profile

7.5.2 Data exchange NO —

7.5.3 Listener query NO —
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Table 53 — CP 1/1: DLL service selection of 7.5, replacement for Table 23

DL-Unitdata Request | Indication | Confirm
Parameter name input output output
Called address M M (=)
Calling address M M (=)
QoS parameter set
DLL priority U M (=)
DLL maximum confirm delay U
remote-DLE-confirmed U
DLS-user-data M C (=)
Status M

Table 54 — CP 1/1: DLL service selection of Clause

A\
Clause Header Presence <Qon\s\tr\ai(|ts B
8.1 Facilities and classes of the time Partial |Subclauses (b), (€):Xe), ), (§) and (h) re nét included
and scheduling guidance Data-link in this profile
Service N
8.2 Model of the time and scheduling YES —
guidance Data-link Service
8.3 Quality of scheduling guidance YES —
service )
8.4 Sequence of primitives at one DLE — %\/ / N\
8.4.1 Constraints on sequence of Partjl cept the rows for Schedule
primitives chedule and Profile Schedule
d notes in IEC 61158-3-1, Table 26
L are not included
8.5 Scheduling guidance functions ( =
8.5.0 — \| \yes
8.5.1 DL-time i />~ N\ YES)
8.5.2 Compel servjce \\ —
8.5.2.1 Function artial_}Subclauses (a), (b), (c), (d) and (f) are not included in
this profile
8.5.2.2 Types of wrimjtives a \ngffal Replace IEC 61158-3-1, Table 28, by IEC 61784-1
parametefs Table 55
8.5.2.2.0 — < N YES |—
8.5.2.2.1 Actiogélé@& > Partial |Subclauses (c) and (d) are not included in this profile
8.52.21.0 |— \ YES |—
852211  |[DLCER DL-identifler \ YES [—
8.5.2.2.1.2 Docal-DUSAP-address,” NO [—
¢ ol\idextifier
8.5.2.2.1.3 Remgte-RUSAP-address NO [—
8.52.2.1.4  |Dbl-priority NO  |—
8.5.2.2.2 Schedule DE-identifier N —
8.5.2.2.3 Status YES —
8.5.2.3 Sequence of primitives YES —
8.5.3-855 |— NO —

Table 55 — CP 1/1: DLL service selection of 8.5, replacement for Table 28

DL-Compel-Service Request
Parameter name input | output
Action class M
DLCEP DL-identifier M
Status M
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5.2.2.2 DLL protocol selection
5.2.2.21 General

Table 56 specifies the selection of the Data-link services within IEC 61158-4-1 for this profile.

Table 56 — CP 1/1: DLL protocol selection

Clause Header Presence Constraints
1 Scope YES —
2 Normative references Partial |Used as needed
3 Terms, definitions, symbols and abbreviations YES —
4 Symbols and abbreviations Partial |Co symbols and
abbreviations, and those for
1, usedas needed
4 Overview of DLL protocol — 'See Té@le\s\ﬂ
5 Type 1:General structure and encoding of PhIDUs and DLPDUs, YES\
and related elements of procedure
6 DLPDU-specific structure, encoding and elements of procedure < — @eé\S.ZTX\Z.ZB
7 DLPDU-parameter structure and encoding \T N 2.2
8 DLL service elements of procedure \%\ \‘Sge 5.2\,2.2.4
9 DL-support sub-protocol —\ \Qee\QZZ.Z.S
10 Other DLE elements of procedure — S@e 52226
11 PICS proforma o YL
Annex A Exemplary FCS implementations N Part Type 1 portions used as
/\ A > ( > ‘\> appropriate
Annex B Formal protocol finite state machines /NO —
Annex C DLPDU and DL-addressing short- form}ﬁmma}k{s —Partial |As required by earlier clauses
Table 57°< CP %.\\\;\}ctlon of Clause 4
Clause Header Pre s ce Constraints

4.1 Three-level model[ ofM\ \ YéS\ =

4.2 Service pr d by the DLL W This subclause is the summary of service definitions. See
5.2.3.2 for details and the list of services that are not

included

4.3 Structure a Nh \/\ artial |See Table 58 for the selection of subclauses

DL-addres

4.4 Service.ass from the Rhysicat”|  YES  |—
Laye/&

4.5 Functigns of t\eQL Partial  |All types of functions specified in each subclause are
included, but only to the extent required by the Data-link
Services of this profile

4.6 Fun\nagal\élaséqs YES |—
4.7 Local pa%we\t?yvariables, — See Table 64 for the selection of subclauses
counters, timers“and queues
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Table 58 — CP 1/1: DLL protocol selection of 4.3

Clause Header Presence Constraints

4.3.0 — YES —

4.3.1 Form of DL-addresses YES —

4.3.2 Predefined Values and Ranges for — —

DL-Address Components

4320 |— YES

4.3.2.1 Link designators Partial |Table 59 specifies the Link designators included in this
profile

4.3.2.2 Node designators YES Table 60 specifies the use of Node designators included in
this profile

4.3.2.3 Selectors YES The value 07 is reserved for the Application Layer Entity of

this profile and shall be used as thedefault DLSAP-address
for establishing connections

4.3.3 Predefined DL-Addresses — —
4.3.3.1 Predefined flat non-local Partial |Table 61 specifies the Pre at on-
DL-addresses DL-addresses included in rofi
4.3.3.2 Predefined flat local DL-addresses Partial |Table 62 specifies t ine ocalMRL-addresses
included in this prof

4.3.3.3 Predefined node-local DL-addresses Partial |Table 63 speci he fn@d node-lot4l DL-addresses
|nc|uded in thisprofi

4.3.4 Representation of DL-Addresses as NO —
locally-administered 48-bit MAC-
addresses
Table 59 — CP 1/1: DLL protoc@%& é@ e of link designators
Link
0000 |Local link N

0001 All links

1000 - ML |Individual link, where{ML is,the’confi \u@&)th highest link address. Each link shall be assigned only
one address (primary)Nand econdar link address I not be assigned

Table 60 - %/&DLLWn of 4.3.2.2 for use of node designators

Node Usage

00 Local pdd\\bl ()\Qev\appears\9n/the bus

01-03  |Flat link-lodal group RL-atdressés, assignable in the link-local address range 0140 - 03FF
04 atink-oca DL P-addresses, with link-local addresses of 0400 = LAS, 0404 = dominant bridge,
440 signable 1@ redundant device sets for node independence

05 - OF FI —Ioc%l DDCEP-¥ddresses, used by redundant device sets for node independence, with link-local
ss 500 - QFBF assignable to redundant device sets for node independence

10 - FF o%,\z(ssigned based on device class and permanence and, for Bridge and Link master class
referred order of LAS role assumption (where a lower address takes precedence over a
node shall be assigned only a single node address; secondary node addresses shall not
be used
Table 61 — CP 1/1: DLL protocol selection of 4.3.3.1
for predefined flat non—-local DL-addresses
link|]|]N|| S Assigned use for specified DL-address
0001 0000 The DL-support functions of “all” (see Note 1) DLEs on the extended link
0001 0001 The DL-support functions of “all” (see Note 1) LM DLEs on the extended link
0001 0002 The DL-support functions of “all” (see Note 1) Bridge DLEs on the extended
link
0001 0003 The DL-bridge functions of “all” (see Note 1) Bridge DLEs on the extended
link
0001 0009 The SMAEs of “all” (see Note 1) DLEs on the extended link
NOTE 1 DLEs which do not recognize LONG DL-addresses are necessarily excluded from these sets.
NOTE 2 SMAE is the System Management Application Entity.
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