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INTERNATIONAL ELECTROTECHNICAL COMMISSION

INDUSTRIAL COMMUNICATION NETWORKS -
PROFILES -

Part 1: Fieldbus profiles

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardi tlon comprising
all national electrotechnical committees (IEC National Committees). The objeg to promote
international co-operation on all questions concerning standardization in the electf\
this end and in addition to other activities, IEC publishes International Stan )
Technical Reports, Publicly Available Specifications (PAS) and Guides (kherea as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; a E i \jtte®’interested
in the subject dealt with may participate in this preparatory work b 2
governmental organizations liaising with the IEC also part|C|pate in ) 2
with the International Organization for Standardization (ISO) i ange With conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical mattg as earIy as possible, an |nternat|ona|
consensus of opinion on the relevant subjects since eac
interested IEC National Committees.

5) IEC itself does not proyide any attest o ity,/ Independent certification bodies provide conformity
assessment services and, 2 marks of conformity. IEC is not responsible for any

services carried b
6) All users should

employees, servants or agents including individual experts and
National Committees for any personal injury, property damage or

ive references cited in this publication. Use of the referenced publications is
pplication of this publication.

NOTE Use of some of the associated protocol types is restricted by their intellectual-property-right holders. In all
cases, the commitment to limited release of intellectual-property-rights made by the holders of those rights permits
a particular data-link layer protocol type to be used with physical layer and application layer protocols in type
combinations as specified explicitly in the IEC 61784 series. Use of the various protocol types in other
combinations may require permission of their respective intellectual-property-right holders.

International Standard IEC 61784-1 has been prepared by subcommittee 65C: Industrial
networks, of IEC technical committee 65: Industrial-process measurement, control and
automation.

This third edition cancels and replaces the second edition published in 2007. This edition
constitutes a technical revision.

The main changes with respect to the previous edition are listed below:

e update of the dated references to the IEC 61158 series, to IEC 61784-2, to the

IEC 61784-3 series, to the |EC 61784-5 series and to |IEC 61918 throyghout the
document; ocuments
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e update of the titles of the referenced documents and references if needed,;
e update of selection tables for CPF 1, CPF 2, CPF 5 and CPF 8.
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This bilingual version published in 2011-12, corresponds to the English version published

in 2010-07.

The text of this standard is based on the following documents:

FDIS

Report on voting

65C/600/FDIS

65C/615/RVD

Full information on the voting for the approval of this standard can be fo

voting indicated in the above table.

The French version of this standard has not been voted upon.

* reconfirmed,
* withdrawn,
» replaced by a revised edition

« amended. &

Full document details: IEC 61784-12010

he report on
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INTRODUCTION

This part of IEC 61784 provides a set of Communication Profiles (CP) in the sense of ISO/IEC
TR 10000-1. These answer the need of identifying the protocol families co-existing within the
IEC 61158 series, as a result of the international harmonization of fieldbus technologies
available on the market. More specifically, these profiles help to correctly state the
compliance to the IEC 61158 series, and to avoid the spreading of divergent implementations,
which would limit its use, clearness and understanding. Additional profiles to address specific
market concerns, such as functional safety or information security, may be addressed by
future parts of this standard.

This standard contains several Communication Profile Families (CPF), whieh_specify one or
more communication profiles. Such profiles identify, in a strict sense, prdtocol subsets of the

been exchanged (see 3.2.1 of ISO/IEQ TR 1000Q-
.
5 dnd IEC 61158-6 series, and other IS, TS or

g1. Each profile is required to reference at least
58-6.

1 International Standardised Profiles may contain normative references to specifications other tha rpati
Standards; see ISO/IEC JTC 1 N 4047. Déeiients
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INDUSTRIAL COMMUNICATION NETWORKS -
PROFILES -

Part 1: Fieldbus profiles

1 Scope

This part of IEC 61784 defines a set of protocol specific communication_ profiles based
primarily on the |EC 61158 series, to be used in the design of d involved in
communications in factory manufacturing and process control.

Communication profile family n \

(
N
Prof| en

KX) IEC 61158-2 subset

IEC 61158-3-t, -4-tt subset
IEC 61158-5-tt, -6-tt subset
other standards

Profité n/2

IEC 61158-2 subset
IEC 61158-3-tt, -4-tt subset

c W file famil IEC 61158-5-t, -6-tt subset
ommunigatign profile family m other standards

Profile m/1

IEC 61158-2 subset

IEC 61158-3-1t, -4-tt subset
IEC 61158-5-tt, -6-tt subset
other standards

IEC 1651/10
Figure 1 — Communication profile families and profiles

Each profile selects an appropriate consistent and compatible subset of services and

protocols from the total available set that is defined and modeled in IEC 61158. For the

selected subset of services and protocols, the profile also describes any il

necessary constrains in parameter values. meaﬁients
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Table 1 shows the communication profile families that are defined in this standard.

Table 1 — Relations of Communication Profile Families to type numbers

IEC 61784-1 contents Corresponding IEC 61158 Types

CPF Clause Communication Profile Families (Note 1) Type

1 5 FOUNDATION® Fieldbus 1,5,9 (see Note 2)

2 6 Clp™ 2

3 7 PROFIBUS & PROFINET 3,10 (see Note 3)

4 8 P-NET® 4

5 9 WorldFIP® 7

6 10 INTERBUS® 8 YN

7 11 Has been removed based for lack of market relevance 6 (

8 12 CC-Link 18 < (N

9 13 HART 20 /\ \L

16 14 SERCOS 16 \ /
NOTE 1 See the specific CPF clauses for information on the respective tra . \>
NOTE 2 CP 1/1 has a denigrated PhL device profile subclass, which fa Typg 3 PhL.
NOTE 3 CP 3/2 has a denigrated PhL device profile subclass, wHich uses a Type 1 PhL
NOTE 4 Other CPFs can be found in IEC 61784-2.

LS
O

2 Normative references

The following referenced documents 3
For dated references, onl it

Physical layer spetifiCation and service definition

IEC 61158-3-1:2007, Industrial communication networks — Fieldbus specifications — Part 3-1:
Data-link layer service definition — Type 1 elements

IEC 61158-3-2:2007, Industrial communication networks — Fieldbus specifications — Part 3-2:
Data-link layer service definition — Type 2 elements

IEC 61158-3-3:2007, Industrial communication networks — Fieldbus specifications — Part 3-3:
Data-link layer service definition — Type 3 elements

IEC 61158-3-4:2007, Industrial communication networks — Fieldbus specifications — Part 3-4:
Data-link layer service definition — Type 4 elements

IEC 61158-3-7:2007, Industrial communication networks — Fieldbus specifications — Part 3-7:
Data-link layer service definition — Type 7 elements Documents
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IEC 61158-3-8:2007, Industrial communication networks — Fieldbus specifications — Part 3-8:
Data-link layer service definition — Type 8 elements

IEC 61158-3-16:2007, [Industrial communication networks — Fieldbus specifications -
Part 3-16: Data-link layer service definition — Type 16 elements

IEC 61158-3-18:2007, Industrial communication networks — Fieldbus specifications -
Part 3-18: Data-link layer service definition — Type 18 elements

IEC 61158-4-1:2007, Industrial communication networks — Fieldbus specifications — Part 4-1:
Data-link layer protocol specification — Type 1 elements

IEC 61158-4-2:2010, Industrial communication networks — Fieldbus specifications — Part 4-2:
Data-link layer protocol specification — Type 2 elements

IEC 61158-4-7:2007, Industrial communication
Data-link layer protocol specification —/T

IEC 61158-4-16:2007,
Part 4-16: Data-link la

IEC 61158-4-18: 0,
Part 4-18: Data- ayé

IEC 61158-5-2:2010 i nication networks — Fieldbus specifications — Part 5-2:
Application layer serw tion ype 2 elements

L ¥ communication networks — Fieldbus specifications — Part 5-3:
Applicatiqn Ia QI gfinition — Type 3 elements

Application layer service definition — Type 4 elements

IEC 61158-5-5:2007, Industrial communication networks — Fieldbus specifications — Part 5-5:
Application layer service definition — Type 5 elements

IEC 61158-5-7:2007, Industrial communication networks — Fieldbus specifications — Part 5-7:
Application layer service definition — Type 7 elements

IEC 61158-5-8:2007, Industrial communication networks — Fieldbus specifications — Part 5-8:
Application layer service definition — Type 8 elements

IEC 61158-5-9:2007, Industrial communication networks — Fieldbus specifications — Part 5-9:
Application layer service definition — Type 9 elements

IEC 61158-5-10:2010, Industrial communication networks - Fieldbus specifications -
Part 5-10: Application layer service definition — Type 10 elements Documents
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IEC 61158-5-16:2007, Industrial communication networks - Fieldbus specifications -
Part 5-16: Application layer service definition — Type 16 elements

IEC 61158-5-18:2010, [Industrial communication networks — Fieldbus specifications -
Part 5-18: Application layer service definition — Type 18 elements

IEC 61158-5-20:2010, [Industrial communication networks — Fieldbus specifications -
Part 5-20: Application layer service definition — Type 20 elements

IEC 61158-6-2:2010, Industrial communication networks — Fieldbus specifications — Part 6-2:
Application layer protocol specification — Type 2 elements

IEC 61158-6-3:2010, Industrial communication networks — Fieldbus spex
Application layer protocol specification — Type 3 elements

Application layer protocol specification(— Type 8
)

IEC 61158-6-9:2010, Indgstria fca

IEC 61158-6-10: 0,
Part 6-10: Appli

IEC 61158-6-16:2007,
Part 6-16: Applicatior\lay

IEC 611 :
Part 6-18; a or_layex protocol specification — Type 18 elements

IEC 61158-6-2072Q010

: Industrial communication networks — Fieldbus specifications -
Part 6-20: Applicatio

layer protocol specification — Type 20 elements

IEC 61784-2:2010, Industrial communication networks — Profiles — Part 2: Additional fieldbus
profiles for real-time networks based on ISO/IEC 8802-3

IEC 61784-5-2:2010, Industrial communication networks — Profiles — Part 5-2: Installation of
fieldbuses — Installation profiles for CPF 2

IEC 61918:2010, Industrial communication networks — Installation of communication networks
in industrial premises

IEC 62026-3, Low-voltage switchgear and controlgear — Controller-device interfaces (CDIs) —-
Part 3: DeviceNet
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ISO/IEC 8802-2:1998, Information technology - Telecommunications and information
exchange between systems — Local and metropolitan area networks — Specific requirements —
Part 2: Logical link control

ISO/IEC 8802-3:2000, Information technology — Telecommunications and information
exchange between systems — Local and metropolitan area networks — Specific requirements -
Part 3: Carrier sense multiple access with collision detection (CSMA/CD) access method and
physical layer specifications

ISO 15745-3:2003, Industrial automation systems and integration — Open systems application
integration framework — Part 3: Reference description for IEC 61158-based control systems

ISO 15745-4:2003, Industrial automation systems and integration — Ope s application

Balanced Digital Multipoint Systems

IEEE 802.3-2002: /IEEE Standard for |
information exchange between systemfs
requirements — Part 3: Carrier Sense
Access Method and Physical Layer Specifi

IETF RFC 1112, Host Extensions for IP Multicasting; available at <http://www.ietf.org>
IETF RFC 1122, Requirements for Internet Hosts — Communication Layers; available at
<http://www.ietf.org>

IETF RFC 1123, Requirements for Internet Hosts — Application and Support; available at
<http://www.ietf.org>

IETF RFC 1127, A Perspective on the Host Requirements RFCs; available at
<http://www.ietf.org>

IETF RFC 2236, Internet Group Management Protocol, Version 2; available at
<http://www.ietf.org>
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3 Definitions

3.1 Terms and definitions

For the purposes of this document, all terms and definitions provided in the IEC 61158 series
apply.

3.2 Abbreviations and symbols
3.21 IEC 61158 abbreviations and symbols

For the purposes of this profile, all abbreviations and symbols defined in the IEC 61158 series
apply. The following abbreviations, found within the IEC 61158 series, aré ated here for
use by those who wish to understand the general structure of this \al Standard
without referring to the IEC 61158 series.

s,

AL Application layer

APDU Application protocol data unit
AR Application relationship

ASE Application service element
DL- Data-link layer (as a prefix)
DLL Data-link layer

DLSDU Data-link service data unit
PhL Physical layer

TPDU Transport protogol data uni

3.2.2
CE uropean Conformity”)
CP
CPF
DP-VO
DP-V1
EMC
IDN identification number
IP intern&t protocol
IS intrinsically safe (as an adjective)
intrinsic safety  (as a noun)
ISP international standardized profiles
v initialization vector
MAU medium attachment unit
PPDU presentation protocol data unit
RS 485 MAU according to ANSI TIA/EIA-485-A
RS 485-1S  MAU according to ANSI TIA/EIA-485-A and applicable to IS
TCP terminal control protocol
UDP user datagram protocol
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3.3 Conventions
3.3.1 Conventions common to all layers
3.3.1.1 (Sub)clause selection tables

(Sub)clause selection for all layers is defined in tables, as shown in Table 2 and Table 3. The
selected base specifications are indicated just before the selection table(s). Selection is done
at the highest (sub)clause level possible to define the profile selection unambiguously.

Table 2 — Layout of profile (sub)clause selection tables

Clause Header Presence ﬁmﬁs\traints
Table 3 — Contents of (sub)clause selection ?bi\\ N\
Column Text Meanln
Clause <#> (sub)clause number of the base specifications \ \ \
Header <text> (sub)clause title of the base spe(:lflcatloré \ \
Presence NO This (sub)clause is not included in tbe—p;q\re\

YES This (sub)clause is fully (100%) in€luded in prafile

in this case no further detail is given \’\\"Q\>
— Presence is defined in the fpll’o\y\g,a'ﬂ clapises
Partial Parts of this (%Nause/ré\ﬁqcluﬂed m(the (pro\jllek }

Constraints See <#> Constraints/remarks are define mthe iven subclause, table or figure of this profile
document

— No constraints gther than givenin the reference document (sub)clause,
or not applicable

<text> e text defines\the nst int Wfor longer text table footnotes or table notes
ma b used

If sequences of (sub)c|au no ch the profile, then the numbers are concatenated.

EXAMPLE concat % clause

[34-37 [— AN N |NO [— |
3.3.1.2 ection\tables
If selectio efined in a table the format of Table 4 is used. The table identifies

the selected sexvices\and includes service constraints, as explained in Table 5.

Table 4 — Layout of service selection tables

Service ref. Service name Usage Constraint

Documents
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Table 5 — Contents of service selection tables

Column Text Meaning
Service ref. <#> (sub)clause number of the base specifications where the service is defined
— Not applicable
Service name <text> The name of the service
Usage M Mandatory
0 Optional
— Service is never used
Constraints See <#> Constraints/remarks are defined in the given subclause, table or figure of this profile
document
— No constraints other than given in the reference document (sub)clause,
or not applicable
<text> The text defines the constraint directly, for longer text table tnotes ortable notes
may be used
If selection of service parameters is defined in a table the for d Each
table identifies the selected parameters and includes parame ai ts plamed in
Table 7.
Table 6 — Layout of paramete sele ionta
Parameter ref. Parameter name f\U\s\EA/ Constraint
Table 7 - Conte%f p\atgte selection tables
Column Text J\I(eanlng
Parameter ref. <#> ((suk})qlamét\of t\he\bése spe>|f|cat|ons where the service is defined
— N t ap able \
Parameter <text> me o serv Wter
name \&
Usage

M( \ > Man tor
O

O/Qtlon\a(

\Attﬁ{\ute M\ esent

Constraints

e
C\&%sg\ai%ts\/r%rks are defined in the given subclause, table or figure of this profile
doctinen

constraints other than given in the reference document (sub)clause,
orn plicable

w& g;e text defines the constraint directly, for longer text table footnotes or table notes
y be used

3.3.2 th

No additional conventions are defined.

3.3.3
3.3.31

Data-link layer

Service profile conventions

No additional conventions are defined.

3.3.3.2

Service and parameter selections

These are described using the common conventions, see 3.3.1.2.
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3.34 Application layer
3.3.41 Service profile conventions
ASE and class selection is described using (sub)clause selection tables, see 3.3.1.1. If the

usage of selected ASE and classes is further constrained this is specified in the profile (e.g.
an optional item of the base standard is mandatory in the profile).

If selection of class attributes is defined in a table the format of Table 8 is used. The table
identifies the selected class attributes and includes their constraints, as explained in Table 9.

Table 8 — Layout of class attribute selection tables

Attribute Attribute Name Usage stralnt

Table 9 — Contents of class attribute selem x\)

Column Text Me ng \\ \

Attribute <#> Attribute number of the base speeification class "\
— Not applicable

Attribute <text> The name of the attribute \)

Name /\

Usage M Mandatory/ / N\ R ( U ‘\/
(0] Optional \ \ /

— Attribute is ne)\‘gpres t

Constraints See <#> Constraints/ emarks are defi e given subclause, table or figure of
this profile dgcum n

— o co |nt othw give in Yhe reference document (sub)clause,
<text1\/\ The tex fmeWt directly, for longer text table footnotes or
Ie nolg&\@ se

arameter eIe ions

These are descriged conventions, see 3.3.1.2.

series. It may also include parts of other standards or international specifications.

A statement of compliance to a Communication Profile Family (CPF) of this International
Standard shall be stated? as either

Compliance to IEC 61784-1:2010 CPF n <Type>
or

Compliance to IEC 61784-1 (Ed.3.0) CPF n <Type>

and a statement of compliance to a Communication Profile (CP) of this International Standard
shall be stated as either

Compliance to IEC 61784-1:2010Error! Bookmark not defined. CP n/n <Type>

2 |n accordance with ISO/IEC Directives Documents
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or

Compliance to IEC 61784-1 (Ed.3.0) CP n/n <Type>

where the Type within the angle brackets < > is optional and the angle brackets are not to be
included.

Product Standards shall not include any Conformity Assessment aspects (including QM
provisions), neither normative nor informative, other than provisions for product testing
(evaluation and examination).

5 Communication Profile Family 1 (FOUNDATION® Fieldbus3)

5.1 General overview

Communication Profile Family 1 defines profiles
IEC 61158-3-1:2007, |IEC 61158-4-1:2007 physical and
IEC 61158-5-9:2007 and |IEC 61158-6-9:2010 applicatic
IEC 61158-5-5:2007 and IEC 61158-6-5:2007 applicatio
standards. (See Table 10.)

on use of standard internet network( an 8 layer protocols; they use the Type 5

A third profile set has b A the Fiieldbus Foundation, but is not in current or
planned use. It is incl d /i i ecause it provides a migration path to CPF 1 from
some of the CPE roto > i pom this International Standard could inhibit that
migration.
PF 1: overview of profile sets
Layer |/ \_ Profile W1 (H1) Profile 1/2 (HSE) Profile 1/3 (H2)
Application |IEC 61158%-9:2007 YEZ 61158-6-9:2010 IEC 61158-5-5:2007, IEC 61158-5-9:2007,
ZR E\ AN &\ IEC 61158-6-52007 IEC 61158-6-9:2010
TransportN|— N\ "\ / RFC 768, RFC 793 —
Network [ \ RFC 791 —
Data-link  [IEC 6T168,3-1:2007, IEC 61158-4-1:2007 ISO/IEC 8802-3, IEC 61158-3-1:2007,
ISO/IEC 8802-2, IEC 61158-4-1:2007
ISO/IEC 8802-10
Physical  [IEC 61158-2:2010, any of ISO/IEC 8802-3 |Type 1 of IEC 61158-2
31,25 kbit/s, primarily Type 1

NOTE See A.1 for an overview of FOUNDATION Fieldbus communications concepts.

3 FOUNDATION Fieldbus™ is the trade name of the non-profit consortium “Fieldbus Foundation”. This information
is given for the convenience of users of this International Standard and does not constitute an endorsement by
IEC of the trademark holder or any of its products. Compliance to this profile does not require use of the trade
name Foundation Fieldbus. Use of the trade name Foundation Fieldbus requires permission of thg . trade name

holder. Ocuments
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5.2  Profile 1/1 (FF H1)
5.2.1 Physical layer
5.21.1 Communicating devices
5.2.1.1.1 Introduction
Table 11 specifies the IEC 61158-2:2010 PhL selection for a communicating device and its
MAU(s).
Table 11 — CP 1/1: PhL selection for communicating devices and their MAUs
Clause Header Presence ( éo(\straints
1 Scope YES A\ ~
2 Normative references Partjaf\ Jsed \f\ne\e{jed
3 Terms and definitions A N— >
3.1 Common terms and definitions ia\ O\Qed\o(hen\appﬁc/able
3.2 Type 1: Terms and definitions YES —\ /
33-37 |— 2B NEEN
4 Symbols and abbreviations XT \ ><_ >
4.1 Symbols / —
4.1.1 Type 1: Symbols (M YES_ [
41.2-416 |— AN\ 2/ Al o Y=
4.2 Abbreviations AN N [ | > |-
4.2.1 Type 1: Abbreviations N S U\ Y )Yes |-
422-426 |— / NO  |—
5 Data-link layer — Physical Layer intefface — —
5.1 General \ [N > Partial |Used when applicable
5.2 Type 1: Required sefvices NN YES [—
53-57 — ( ~ W NO |—
6 Systems Manqig\eme}r\— Ph‘ysig;akLayéf\Me\rface ) — —
6.1 General [ \ Partial |Used when applicable
6.2 Type j/éygteﬁx? Mana@er’r}a@t - I‘-qus?bql La)er interface YES —
6.3-6.7 — 0N N NO |—
7 DCE Indépgndent Stiblaye™NDIS)\. — =
71 Genera)/\ \ Partial |Used when applicable
7.2 Type 1\DIS\| N_ YES [—
7.3-75 <\ \ NO |—
8 D\T\E - DbE{Qte}(ace / — —
8.1 { \Gqﬁqral\ N \ Partial |Used when applicable
8.2 Type~k DRE >DCPinterface YES [—
8.3-8.4 O\ NO |—
9 Medium~Repghdent Sublayer (MDS) — |-
9.1 General Partial |Used when applicable
9.2 Type 1: MDS: Wire and optical media YES —
9.3-9.8 — NO —
10 MDS — MAU interface — —
10.1 General Partial |Used when applicable
10.2 Type 1: MDS — MAU interface: wire and optical media YES —
10.3-10.6 |— NO —
Documents
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Clause Header Presence Constraints
11 Type 1 and 7: Medium Attachment Unit: voltage mode, linear- NO
bus-topology 150 Q twisted-pair wire medium
12 Type 1 and 3: Medium Attachment Unit: 31,25 kbit/s, voltage- YES See 5.2.1.1.2
mode with low-power option, bus- and tree-topology, 100 Q wire
medium
13-15 — NO —
16 Type 1: Medium Attachment Unit: 31,25 kbit/s, single-fiber optical YES See 5.2.1.1.2
medium
17 -20 — NO —
21 Type 3: Medium Attachment Unit: Synchronous transmission, YES |See 5.2.1.1.2 (denigrated)
31,25 kbit/s, voltage mode, wire medium
22 -32 — NO —
Annex A Type 1: Connector specification — —/\
A1 Internal Connector for wire medium YES N
A.2 External Connectors for wire medium YES A a (
A.3 External Connectors for optical medium Par{al B\ \
Annex B Type 1: Cable specifications and trunk and spur lengths for & 5\ \
the 31,25 kbit/s voltage-mode MAU
Annex C Types 1 and 7: Optical passive stars \Part(al K \
Annex D Types 1 and 7: Star topology < ﬁqrtig(\ b \
Annex E Type 1: Alternate fibers P}Nal ‘\/
Annex F - R |— WO

a Connector is optional for use with shielded or twisted-pair 100 %: W|fe edla
b Single fiber specifications are optional for use with smgle ibe
N\

5.2.1.1.2 MAU and device classes

or integral, the MAU cla .
proper clause of IEC 6 15 se 16 or Clause 21, is based on the MAU
¢ ciated device, are designed. The selection
of Clause 21 is genig ymengded for new designs — because the alternative
clause, Clause @ qll ices i i

transmission.

hs, which are not mandatory for implementation and/or
010 but are included to achleve interoperability amongst

Full document details: IEC 61784-12010
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Table 12 — CP 1/1: PhL classification of MAUs and attached devices

Full document details: IEC 61784-12010

Attribute Attribute value FF MAU class
111 [ 112 | 113 | 114 [ 121 | 122 | 123 | 124 | 511 | 512 | 411

Connected medium | 100 Q shielded or twisted wire pair | X X X X X X X X X X

Single bidirectional multimode fiber X
Device powered Completely (see Note 1) X X X X X
from medium ;’)artlally; not completely (see Note X X X X X

Not at all X
Power change Power from medium can increase X X X X X X
when transmitting Power from medium does not X X X X X

change /]

Not specified by this profile { X
Intrinsic Safety None X | X REIRN
construction rules I Entity model (see IEC 60079-11) X | X X X\

FISCO model (see IEC 60079-27) \X\ X
Relevant MAU and | Clause 16 (see Table 13) N N X
device clause of Clause 12 (see Table 14) NN X\ XX | X
IEC 61158-2:2010 |15 se 21 (see Table 15) X | X | X &X

(denigrated) \ \\
NOTE 1 The device does not contain a power supply, intrinsic safety bagrier, g VW or terminator.
NOTE 2 The MAU needs to draw at least the equivalent of its trangmit power from\the medidm to ensure a positive
current on the medium throughout the transmit waveform. & /\

h U
Table 13 — CP 1/1: PhL selection ofChaus 16Ms and their MAUs
Clause Header Pr(asenqe\ Constraints
16.1 General [ANEN
16.2 Transmitted bit rate Q ( \(E‘S\ ) N )
16.3 Network specificafigns N Nb\ — )
16.4 MAU transmit circuit ES —
specifications
16.5 MAU rec&'Q/e c)cuiﬁspecifiétion& |3’a(tieh\/ High-sensitivity only
16.6 Jabber inhibit” YES |—
16.7 Medium spegifidations, N =
16.7.1 Connectorﬁ \ /YES ST or FC type connector
16.7.2 Standﬁ?ﬂ\tes\t\fibé( YES The 1 m test fiber shall be used with a mode filter
16.7.3  |Optidal passive\stah ) NO  |—
16.7.4 | Opticalactive star \| NO  [—
Documents

Document Sharing Hub


http://avadocuments2026.com/doc/iec-61784-1-2010
http://avadocuments2026.com/doc/iec-61784-1-2010

61784-1 © IEC:2010 - 29 -

Table 14 — CP 1/1: PhL selection of Clause 12 for devices and their MAUs

Clause Header Presence Constraints

121 General YES —

12.2 Transmitted bit rate YES —

12.3 Network specifications NO —

124 MAU transmit circuit YES —

specifications

12.5 MAU receive circuit specifications YES See 5.2.1.1.3.2 for recommended receive filters

12.6 Jabber inhibit YES —

12.7 Power distribution — —

12.71 General Partial [IEC 61158-2:2010, Table 63, applies only to FF device
classes 121, 123 and 511. All else applies except
IEC 61158-2:2010, Table 64

12.7.2 Supply voltage YES —

12.7.3 Powered via signal conductors YES Applies only to FF device clas,%'QN 21, 1\23\(@ 5\1

12.7.4 Power supply impedance NO —

12.7.5 Powered separately from signal Partial  |Applies only to FF devi 12)which do

conductors not require power on tRe bus: se vices shall be

suitable for use on po ered b
transformer-coupfed ires a DC- blockmg capacitor
in series W|th the nsfo

12.7.6 Electrical isolation YES

12.8 Medium specifications —

12.8.1 Connector YES Seeﬁx\’g.‘(\ﬂ 9)3/0r}qbeﬁbq of the connector

12.8.2 Cable (standard test cable) AQ ﬂ

12.8.3  [Coupler Qes e " O UV T

1284  |Splices NQ /

12.8.5 Terminator W —

12.8.6  |Shielding rules (NO —~— N

12.8.7  |Grounding (earthing) rytes Xes \ |2

12.9 Intrinsic safety \( 'Sed 5.2.1,4.3.4 for the IS device parameters for FF device

A classe$ 121, 122, 511 and 512
1210 [Galvanic isolators]| NON [>—

S N
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Table 15 — CP 1/1: PhL selection of Clause 21 for devices and their MAUs (denigrated)

Clause Header Presence Constraints
211 General YES —
21.2 Transmitted bit rate YES —
21.3 Network specifications NO —
214 MAU transmit circuit Partial |Signal polarity is not specified — see 5.2.1.1.3.1
specifications
21.5 MAU receive circuit specifications YES See 5.2.1.1.3.2 for recommended receive filters
21.6 Jabber inhibit YES —
21.7 Power distribution — —
21.71 General Partial |[IEC 61158-2:2010, Table 101, applies only to FF device
classes 111 and 113. All else applies ept
IEC 61158-2:2010, Table 102 ﬁ‘:\
21.7.2 Supply voltage Partial |For FF device classes 111 and 11}3\{he paragraphs after the
first do not apply A
21.7.3 Powered via signal conductors Partial |Applies only to FF device claése\s\m an}i\1 1\5\
(12.7.5) |Powered separately from signal Partial |Applies only to FF deviceclasses \12qnd 114, Wdo not
conductors require power on the er,these devises shall be

suitable for use on a p
transformer-coupléd
in series with the transf

21.7.4 Electrical isolation YES — N\

21.8 Medium specifications — — ~

21.8.1 Connector YES See}@.\l\.1.3ﬁ3/orkabehﬂg of the’connector

21.8.2 Cable (standard test cable) NO A Iies\QWtq/de\ﬁc\e\testfgnfiguration

21.8.3  |Coupler <N N

2184 |Splices NO N

21.8.5 Terminator Né %

21.8.6  |Shielding rules (No —[— N

21.8.7  |Grounding (earthing) rules YES \ [\

21.9 Intrinsic safety \S\eé 5%11).3.4 for the IS device parameters for FF device
R classe$™M11 and 112

21.10 Galvanic isolators[ NO \/

st and their devices

The receive filte AU classes 111 to 114, 121 to 124, 511 and 512 should be:
a) 1 kHz 2-pole high pass, 0,6 < Q < 1,0;

b) 40 kHz 2-pole low pass, 0,6 <Q < 1,0.

5.2.1.1.3.3 Labeling

The positive (“+”) and negative (“~") terminals shall be clearly identified on all MAUs that:
a) do not provide automatic polarity detection, and
b) do not use the external connectors specified in IEC 61158-2:2010, Annex A.2.

Each device incorporating an MAU shall be labeled with the MAUs FF class. Where a device
contains multiple MAUs, the labeling shall indicate the MAUs to which it (the labeling) applies.

The apparatus marking requirements of IEC 60079-11 apply to MAU classes 111 to 114, 121

to 124, 511 and 512. The apparatus marking requirements of IEC 60079-27 ap

classes 511 and 512. Fﬁd&Mﬁients
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5.2.1.1.3.4 IS device parameters

From a communications standpoint, devices of any of the FF classes can coexist on the same
fieldbus segment. However, in IS applications, device power requirements and device and
component approvals shall be taken into consideration.

NOTE Bus powered devices require a compatible power supply. See 5.2.1.2.2.

The recommended IS parameters for devices meeting Entity-model IS rules are listed in

Table 16.
Table 16 — CP 1/1: PhL selection of recommended IS parameters
for FF MAU classes 111, 112, 121, 122, 511 and 512
Parameter Recommended values A( N
Entity model FI/S\Gb\(nodéi\
Applicable FF devices 111, 112, 121, 122 511\5
classes /\ \\
Device approval voltage 24V minimum \ 17,5\Q@n\pum
Device approval current 250 mA minimum < \38%@ minir}»gm
Device input power 1,2 W minimum \§§32W}m\|rpn)m
Device residual capacitance <5nF / S\E\nF
Device residual inductance <20 pH \g,‘lr(pr
Leakage current (not specn‘le(d) \\/ /\ \ <50 uA
IS classification Ex ia, 1€ (gas.gr ps ), T4\ EXi_a) 1 as groups A, B, C, D),
T4
ib A1C (gas groups A, B, C, D),
T4
Governing requirements See IEC 60073’1‘1\ See IEC 60079-27

e designed to only sink power from the
the bus. Since the FF class 112 and 512
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Table 17 — CP 1/1: PhL selection for media components

Clause Header Presence Constraints
1 Scope YES —
2 Normative references Partial |Used if needed
3 Terms and definitions — —
3.1 Common terms and definitions Partial |Used when applicable
3.2-37 — NO —
4-11 — NO —
12 Type 1 and 3: Medium Attachment Unit: 31,25 kbit/s, — —
voltage-mode with low-power option, bus- and tree-
topology, 100 Q wire medium
121 General YES
12.2 Network specifications YES This texj{cg‘ﬁtams Wt
network gonfiguration
specuq ions (\
12.3-12.6 |— NO \ N
12.8 — NO < U \
12.8.1 Connector YES <|— >\ \ N
12.8.2 Cable YES. N o N\ \
12.8.3 Coupler YES I\ \ \
12.8.4 Splices - YES N\ \|
12.8.5 — VAIPXEANE N
12.8.6 Shielding rules U] UYEs
12.8.7 Grounding rules ( \\/ /YEﬁ\\ —\
12.9 - 12.10 [— { N ] Inod W7
13 - 28 — | Wo J—
Annex A Type 1: Connector specification /l — —
A1 Internal Connector for wire medil{m —~ YES b
A2 External Connectors for wire med'\um \ \ \/?ES b
A3 — C /\\ ) : NO |-
Annex B - R NO —
a The connector is optiona
b Networks and ir cj&mgm%sco IS rules shall also conform to Table 18.
Ta e - hL selection of imperative IS
parameters/for media in FISCO systems
F(rar%tq\ \ Minimum Maximum in lIC application | Maximum in IIB application
Maximum t \a\e or | \ 0 km 1 km 5 km
appllcatlo s
Maximum spUrcab or\\/ Om 30m
applications
Loop resistance 15 Q/km 150 Q/km
Inductance 0,4 uH / km 1 pH /km
Capacitance 80 nF / km 200 nF / km

See IEC 60079-27.

5.2.1.2.2

Unless specifically stated otherwise,

Power supplies

it is assumed that a power supply does not contain a

fieldbus device, terminator, Intrinsic safety barrier or galvanic isolator.

All power supplies shall conform to IEC 61158-2:2010 as shown in Table 19.

Full document details: IEC 617

84-12010
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Table 19 — CP 1/1: PhL selection for power supplies

Clause Header Presence Constraints
1 Scope YES —
2 Normative references Partial |Used if needed
3 Terms and definitions — —
3.1 Common terms and definitions Partial |Used when applicable
3.2-37 — NO —
4-11 — NO —
12 Type 1 and 3: Medium Attachment Unit: 31,25 kbit/s, — —
voltage-mode with low-power option, bus- and tree-
topology, 100 Q wire medium
12.1 General YES —
12.2 Network specifications YES This text C%iii;s impogtant network
configurati ecifications
123-127 |— NO = AN\
12.7 Power distribution — = < \ N
12.7.1 General YES [0\ \
12.7.2 Supply voltage YES \ >
12.7.3 Powered via signal conductors Parti/a(\ & b\ N N \
12.7.4 Power supply impedance YE§\ @ \ \ >
12.7.5 — NON <. Y\
12.7.6 Electrical isolation ¥es R >
12.8 Medium specifications M\ )7/ Al—
12.8.1 Connector \ hd Y/ES/ © 3
12.8.2 - — x \ Q 0 \,_)\/
12.8.4
12.8.5 Terminator /l \Eartial <
12.8.6 — ([ NO  |—
12.8.7 Grounding rules \ \ \ \E’ﬁﬁial Used when applicable
12.9-12.10 [— { N0\ Yy D> Nno |-
13-28 — N N NO [—
Annex A Type 1: Conne’ct\(sp(—%{icatioﬁ ~~—" — —
A1 Internap@gnnégtor%rwésmedi\m \ YES ©
A2 Extersal Copnegtors forwire medium_ YES |°
A3 — N NO [—
AnnexB-R |— AN ~ NO  [—
@ For power supplies designed to eet\Fslg)/O/rules, in case of conflict, FISCO rules take precedence.
®  Power suppli i tputs.shall comply with the transmit and receive waveform requirements of
IEC 61158-2 the signal transfer characteristics between their output ports, and with the
require 2.7.4.3.
¢ The c%s;\t)(

A fieldbus powe

upply is categorized as defined in Table 20.

Table 20 — CP 1/1: PhL selection of power supply types

Power supply type Output voltage Description
Type 131 compatible with Non-IS power supply intended for feeding an entity model IS
barrier barrier

Type 132 <32V Non-IS power supply not intended for feeding an IS barrier
Type 133 <24V Entity model, IS power supply

Type 551 <140-17,5V ? |FISCO model, IS power supply for group IIC gas applications
Type 552 <14,0-17,5V 2 |FISCO model, IS power supply for group IIB gas applications

a The actual maximum output voltage is a function of the maximum rated current.

Full document details: IEC 61784-12010
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Type 551 and Type 552 power supplies may

a) be linear (resistance limited),

b) have a trapezoidal (voltage limited) output characteristic, or

c) have a rectangular (voltage and current limited) output characteristic.

The recommended output voltage and maximum IS parameters for a Type 551 or Type 552
power supply, which is intended to operate with devices of Types 511 or 512 or both, are

listed in Table 21. A Type 551 or Type 552 power supply shall be separated from the nearest
terminator, at an end of the trunk cable, by no more than 30 m of cable.

Table 21 — CP 1/1: PhL selection of permissible output v e
and IS parameters for FISCO power supplies

Permissible values /\
Parameter Type 551 —1IC_ | Type 552 — I8
Voltage 14,0 Vto 17,5V \
Maximum current \
at 14,0 V 183 mA 7880%nA
at 15,0 V 133 mA 365¢ mA
at 16,0 V 103 prA 288 mA\|
at17,0 v 81mA () 240mA
at 17,5V (758~ / [\ 23 mA
Maximum output power / /\QSZAN { ) ‘\5,35 W
Maximum residual \ W
capacitance
Maximum residual inductafice 10 puH

See IEC 60079-27. N /
N

5.2.1.2.3 Terminataors

It is assumed thak th i ontain a fieldbus MAU, power supply, intrinsic
safety barrier o @»: nic isolator.

to I[EC 64158-2:2010 as shown in Table 22.

All terminators s Q
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Table 22 — CP 1/1: PhL selection for terminators

Clause Header Presence Constraints

1 Scope YES —

2 Normative references Partial |Used if needed

3 Terms and definitions — —

3.1 Common terms and definitions Partial |Used when applicable

3.2-37 — NO —

4-11 — NO —

12 Type 1 and 3: Medium Attachment Unit: — —

31,25 kbit/s, voltage-mode with low-
power option, bus- and tree-topology,
100 Q wire medium

12.1 General YES |— 14

12.2-12.6 |— NO  [— N

12.7 Power distribution — = AN\

12.7.1 General Partial |Does not include IKC 6\\1\5%2 10,\Ta\b|§3 or
Table 64

12.7.2 - — NO [— \ \\ \)

12.7.5

12.7.6 Electrical isolation YES |— < \

12.8 Medium — = N\ N

12.8.1 Connector YES \

12.8.2 - — NO }/

12.8.4 N\ /\

12.8.5 Terminator /ﬂgs > N

12.8.6 — o \|— )

12.8.7 Grounding (earthing) rules YE%\ \< \/

12.9 Intrinsic safety FoNntrinsically safe networks the network
( erminpator will require appropriate approvals if
in led in a hazardous area. See Table 23 for the
Q > parameters for a terminator intended for
N installation in a hazardous area

12.9.1 — | N NO J [—
12.9.2 Intrinsic safety bariér\ N YES |—

12.9.3 BarriQf/an\iSterbinator QPace ent /YES —

12.10 — N NO [—
13 - 28 — < NAU NO [—
Annex A Type (Céqhs\ctor\QQecﬁ‘iQation 7 — —
A1 Intgrnal\Conhecter for wire eeiim YES |°
A2 E§(ter\al\(\)qnn\e\<:to§\l‘or wige medium YES |°
Annex B — B{\ NO

@ For te |nat Wet FISCO IS rules, in case of conflict, FISCO rules take precedence.
®  The conndstor iSYopti

TM CP 1/1: PhL selection of IS parameters for terminators

Parameter Required values
Entity model FISCO model
Mounting Zone 0 (US Div. 1) Zone 0 (US Div. 1)
Gas group IIC (US Groups A & B) IIC (US Groups A & B)
Device approval voltage >24V >17,5V
Device approval current > 250 mA > 380 mA
Device input power >1,2W >532W
Terminator residual <20 pH <10 pH
inductance
IS classification Ex ia, IIC (gas groups A & B), T4 | Ex ia, IIC (gas groups A, B, C, D),
Ex ib, IIC (gas g-l;gups A, B, C, D),
T4
Governing requirements See IEC 60079-11 See IEC 60079-27
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5.21.2.4 Intrinsic safety barriers
NOTE FISCO rules do not permit use of intrinsic safety barriers as separate components. See IEC 60079-27.

It is assumed that the intrinsic safety barrier does not contain a fieldbus MAU, terminator or
power supply.

An Intrinsic safety barrier is used to communicate with devices and other network elements
installed in a hazardous area. It should be suitably approved by relevant safety authorities for
use in the intended application.

All Intrinsic safety barriers shall conform to IEC 61158-2:2010, Clause 12, as shown in
Table 24.

Table 24 — CP 1/1: PhL selection of Clause 12 for intrins%c\ fet;@a&ie

Clause Header Presence \ Conét[ai\ms/
1 Scope YI§§ \\ \ >
2 Normative references /Pkaqtlé{ Qseh\if néeded
3 Terms and definitions \ — \ A\ \
3.1 Common terms and definitions \E’}rﬁél \Uséq w\hvsn/applicable
3.2-37 — NO N—
4-11 — ~NO —
12 Type 1 and 3: Medium Attachmew@ é\/ <>_ —
voltage-mode with low-power option )\/
topology, 100 Q wire medium
12.1 General ==
12.2 Transmitted bit rate NO —
12.3 Network specifications \ ( NO —

124 MAU transmit cirgdit specifjeations \) YES IS barriers shall comply with the
transmit waveform requirements

of this subclause

12.5 MAU receive/cir |f|cat ns YES IS barriers shall comply with the
receive waveform requirements
of this subclause

12.6 Jabbe\wﬁ P\ NO  |—

12.7 Power distribution —  |—

Table 63 NetW(fk p\?\w\e(ed Mlc%aractﬂnstlcs NO —

Table 64 N/ebqor}\po%‘@réu\pply\gqumms NO —

12.7.1 Generak \  \ S NO |—

12.7.2 Sipply,voltage \ NO |—

12.7.3 \ bs@qreﬁ\\ia\signe}\conductors NO —

12.7.4 @w@ksuﬁplyﬁwﬁdance — —

12.7.41 Pongsuppix impedance for single output power supplies NO —

12.7.4.2 Power distribution through an IS barrier YES |[—

12.7.4.3 Power supply impedance for multiple output supplies with NO —

signal coupling between outputs

12.7.5 Powered separately from signal conductors NO —

12.7.6 Electrical isolation YES For system safety the network
shall be grounded only at the IS
barrier

12.8 Medium specifications — —
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Clause Header Presence Constraints

12.8.1 Connector YES a

12.8.2-12.8.6 NO —

12.8.7 Grounding rules YES For system safety the network
shall be grounded only at the IS
barrier

12.9 Intrinsic safety YES See Table 25 for the IS
parameters for intrinsic safety
barriers

12.10 Galvanic isolators NO —

13-28 — NO —

Annex A Type 1: Connector specification — —

A1 Internal Connector for wire medium YES a

A2 External Connectors for wire medium YES a /

Annex B - R NO  |[— A

@ The connector is optional. /\\ \

Table 25 — CP 1/1: PhL selection of recommendéd rame rs\)
for intrinsic safety barriers and galvanic isola}QS\ ntit& odel only)
Parameter \ \V\alug /
Mounting / ““Zone 0\US Div. 1)
Gas group - ( ( ] \UC (DS\Q(oups A &B)
Open circuit output voltage (see Note) ( \\// /\ <24V
Short circuit output current ( ( N f ( U ‘\/ <250 mA
Matched output power \ / <1,2W
NOTE The maximum working voltage O(f(ﬁﬁ\barrim e Ié&;gan this value. The power supply
voltage of the system is selected to be cgmpatible withthe workihg voltage.

5.2.1.2.5 Galvanic ist

NOTE FISCO rules do no

It is assumed t
terminator or powef s

All Intrinsteally e valvanic isolators shall conform to IEC 61158-2:2010 as shown in
Table 26.
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Table 26 — CP 1/1: PhL selection of Clause 12 for intrinsically safe galvanic isolators

Clause Header Presence Constraints

1 Scope YES —

2 Normative references Partial |Used if needed

3 Terms and definitions — —

3.1 Common terms and definitions Partial |Used when applicable

3.2-37 — NO —

4-11 — NO —

12 Type 1 and 3: Medium Attachment — —

Unit: 31,25 kbit/s, voltage-mode with
low-power option, bus- and tree-
topology, 100 Q wire medium

12.1 General YES |— 14
12.2 Transmitted bit rate NO [— N
12.3 Network specifications NO — /\\ \
124 Transmit circuit specifications YES Intrinsically safe galvanic\isslator shalhcomply with the
transmit wavefcym\re irerpents of this s ause
125 Receive circuit specifications YES Intrinsically s isolatorshall mpIy with the
receive w;a@fo qU|r en oft subclause
12.6 Jabber inhibit NO \ \
12.7 Power distribution —  |= N\ N
12.7.1 General YES [|X£ \
Table 54 Network powered device NO
characteristics for the 31,25 kbit/s,
voltage mode MAU
Table 55 Network power supply requirements for (@] ~
the 31,25 kbit/s, voltage mode MAU
12.7.2-12.7-5 b NQ
12.7.6 Electrical isolation YES herexa galvanic isolator includes one or more
ietdbus power supplies these shall comply with the
/\ rélevant conditions in 5.2.1.2.2
12.8 Medium specmcatbs@ = X
12.8.1 Connector | N NYES J|—
12.8.2-12.8.7 [ N NO [—
12.9 Intrins'{c(sz}&ty > 2 )?ES See Table 25 for the IS parameters
12.10 Galvanid.sblatars, YES |—
13 - 28 — 4 AL NO  |—

Annex A Type 1(6/(;}\(1§cgor s\pgcif\hsqtion 7 — —
A1 Inte}an\G\onr%QctBr\forW( Nedidm YES a

A2 Eéerrﬁ\@mne\tors\fgr w\)‘g medium YES @

Annex B —RAL '\ N\ NO [—

® The conﬁe@or\’a\éﬂtl&h\ \

5.2.1.3 Fiber media and related network components and considerations

5.2.1.31 Optical fiber types

The alternatives for optical fiber type for a Type 411 device are listed in Table 27.
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Table 27 — CP 1/1: PhL selection of Clause 15, recommended optical fiber types

Fiber use zl;ﬁekf?gﬁ NA (numerical aperture) (?t:egsuoa:‘i;n) Comments
Standard test fiber 100/140um (A1d) | 0,26 + 0,03 < 4,0 dB/km |Mode filter required
Recommended operating 100/140um (A1d) | 0,26 + 0,03 < 4,0 dB/km
fiber 200/230pm (A3c) | 0,4 + 0,04 < 10,0 dB/km
50/125um (A1a) 0,2+ 0,02 < 3,0 dB/km
62,5/125um (A1b) | 0,275+ 0,015 < 3,0 dB/km
NOTE For fiber types A1d, A3c, A1a and A1b, structure (Sl or Gl) and bandwidth, refer to IEC 60793, optical
fiber specifications. For attenuation, bandwidth and numerical aperture (NA), refer to the test methods of
IEC 60793.
5.2.1.3.2 Passive star couplers

The recommended maximum insertion losses for optical passive
kbit/s single-fiber optical medium are listed in Table 28.
IEC 61158-2:2010, Annex D) are required for the single-fiber

Table 28 — CP 1/1: PhL selection of passive s
recommended maximum insertian

FF class for passive star couplger \ B / Num\er ofM\ches
e 4 8 | 16 | 32

Recommended

FF class 421 (100440 i (K1d)) [7.0 {9,084 108" [14,5 [17,5 [215
maximum \

e FF class 422 (200/230.um (A30). | N5 [0 [/1,0 [150 [185 [225

loss FF class 423 (50/125 pm (A1a) N7.0\[9.0 [105 [14,5 [18,0 [22,0
FF class 424 (62,5/25 ytA1b)N 7 [9.0 [105 [14,5 [18,0 [22,0

NOTE The insertion/}gs\s\inclt;de's*h@}gss ahg t&two (%gnectors.
N

5.2.1.3.3 Active s
The characterisl@»r the 31,25 kbit/s, single-fiber optical medium are
listed in Table 29.
Jablen29 =~ CP PhL selection of active star couplers
\ \/ FF class 431 FF class 432
aramete (with timing regeneration) (without timing regeneration)
a\ Recommended value
Peak emissioMe\léngﬁ\ 850 £+ 30 nm
Typical half Intensit}\o@ve@ngth <50 nm
Effective launch power HMevel (see -13,5+ 1,0 dBm
Note)

Receiver operating range -40,0 dBm to -20,0 dBm

+ 14 % nominal bit time

Maximum received bit cell jitter

Rise and fall times of transmitted signal < 2,0% nominal bit time
+ 3,0 % nominal bit time
Maximum transmitted bit cell jitter + 2,0 % normal bit time
Propagation time < 2,0 nominal bit times

Number of branches <32

Maximum temporal deformation

<not specified>

<not specified>

NOTE This is the power measured with a standard test fiber connected to a CPIC as defined in IEC 61158-2:2010,
16.4 and 16.7.2.

5.2.1.3.4 Optical power budget

Optical power budget considerations are shown in Table 30, and an example optical power
budget for a system is shown in Figure 2. Documents
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Table 30 — CP 1/1: Optical power budget considerations
100/140 pm 200/230 pm 62,5/125 um 50/125 pm
Parameter fiber system fiber system fiber system fiber system
Launch power -14,5 dBm -8,0 dBm -18,5 dBm -21,5 dBm
Receiver sensitivity -40 dBm -40 dBm -40 dBm -40 dBm
Dynamic range 25,5dB 31,0dB 21,5dB 18,5 dB
OPSC (Optical Passive Star Coupler) attenuation:
(16/16 OPSC) 17,5 dB 18,5 dB — —
( 8/8 OPSC) — — 14,5 dB —
( 4/4 OPSC) — — — 10,5 dB
Attenuation margin 3dB 6,5 dB 3 dB 3 dB
Attenuation of optical fiber cable 5dB 6 dB 4 dB 5dB
Maximum transmission distance:
(16/16 OPSC) 1,25 km 0,6 km —
( 8/8 OPSC) — — 33 k —
( 4/4 OPSC) — — A\\— r<\ ,66 km
NOTE OPSC attenuation measurements include loss from two connectors. \ )
10—
o 20—
z
o
2
o)
e 30
]
©
= 2,5dB
@) — .
3 dB (margin)
—40— r
</ | | |

0,4 ,6 0,8 1,0 1,2

ransmisgion length  (km) IEC 1652/10

ith'a 16/16 optical passive star coupler

5214 plectrical signaling converters

Active star couplers’can have both optical-media and wire-media ports. FF class 433 devices
are active star couplers with timing regeneration with one or more wire-media ports. Their
optical ports shall meet the specifications of FF class 431 devices, while each of their
electrical ports shall meet the relevant specifications of one of the following FF device
classes: 121, 122, 123, 124, 511 or 512.

FF class 434 devices are active star couplers without timing regeneration with one or more
wire-media ports. Their optical ports shall meet the specifications of FF class 432 devices,
while each of their electrical ports shall meet the relevant specifications of one of the
following FF device classes: 121, 122, 123, 124, 511 or 512.
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5.2.2 Data-link layer
5.2.21 DLL service selection
5.2.2.1.1 General

Table 31 specifies the DLL service selection within IEC 61158-3-1:2007 for this profile.

Table 31 — CP 1/1: DLL service selection

Clause Header Presence Constraints
1 Scope YES —
2 Normative references Partial |Used/as needed
3 Terms, definitions, symbols, abbreviations and conventions YES —
4 Overview of Data-link Services YES
5 DL(SAP)-address, queue and buffer management Data-link — e\Jablex32 >
Service
6 Connection-mode Data-link Service (— ee\T\abI\é\37 \
7 Connectionless-mode Data-link Service \T R ﬁTé{)le 52,/
8 Time and scheduling guidance Data-link Service ‘SQe Tab\g 54
9 DL-Management service definition NO\
Table 32 - CP 1/1: DLL servm@ ﬂows
Clause Header resen e Constraints
5.1 Facilities of the DL(SAP)-address, que&dk\?é\ ES ;/
management Data-link Service
5.2 Model of the DL(SAP)-address, queue(and buffer YES —
management Data-link Service
5.3 Sequence of prlmltlve(s/at\e\ne I}E(S&Q \gE§ —
5.4 DL(SAP)-address, que e an}}\éuffer ma ment — See Table 33
Services
O @W service selection of 5.4
Clause | Header rese e Constraints
5.4.0 —  { [\ ¥es \|—
5.4.1 Create rti ly theattributes of the objects created by this service are included. See
Table 34
5.4.2 Delete | \NO
5.4.3 &N Partia> Only the attributes of the objects bound by this service are included. See
Table 35
5.4.4 Unbid | \NO  [—
5.4.5 Put NES  |—
5.4.6 Get — See Table 36
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Table 34 — CP 1/1: DLL service selection of 5.4.1

Clause Header Presence Constraints
5411 Function NO —
5.4.1.2 Types of parameters —
54120 |— Partial |[IEC 61158-3-1:2007, Table 2, is not included in this
profile
5.4.1.2.1 Buffer-or-queue DLS-user- NO —
identifier
5.4.1.2.2 |Queuing policy Partial |Only BUFFER-R and QUEUE are included
5.4.1.2.2.1 |Maximum queue depth YES —
5.4.1.2.3 |Maximum DLSDU size YES —
5.4.1.2.4 |Status NO —
5.4.1.2.5 |Buffer-or-queue DL-identifier YES —
5.4.1.3 Sequence of primitives NO —
Table 35 - CP 1/1: DLL service selectlon/o@\ \w
Clause Header Presence Co%m\s
5.4.3.1 Function NO  |— { NEANNEEN
5.4.3.2 Types of parameters — — \ \\/
54320 |— YES |— / \
5.4.3.2.1 |DL(SAP)-address DLS-user-identifier |  NO ( ()
5.4.3.2.2 |DL(SAP)-address YES (\\"/ /\
5.4.3.2.3 |DL(SAP)-role arti<\Va es ofWare basic and group, other values
are\not insluded in this profile. IEC 61158-3-1:2007,
Table 4, is nat incldded in this profile
5.4.3.2.3.1 |Indicate-null-Unitdata-Exchange- —NO \\
transactions —~
5.4.3.2.3.2 |Remote-DLSAP-address NO "\ |—
5.4.3.2.4 |Receiving buffer-or-(ueu@@ir}d'ings \YE\S\) — >
5.4.3.2.5 |Sending buffer-og-quelie bindings Xes |+
5.4.3.2.6 |Default QoS as $ender { D 4
5.4.3.2.6.0 |— S W Only the first paragraph immediately under
(\ IEC 61158-3-1:2007, 5.4.3.2.6, is included
5.4.3.2.6.1 |DLL priority” NYES  |—
5.4.3.2.6.2 |DLL maxim ﬁgnw&%\/\ Partial  |All maximum confirm delays, except remotely-confirmed
/\ DL-UNITDATA, are included
5.4.3.2.6.3 |DLPDU authentication YES |—
5.4.3.2.6.4 |DLEchetuling-policy N Partial _|Only the value IMPLICIT is included
54327 lStatds N\ \ NO [—
5.4.3.2.8 < |DL{SAR)-altress DL\dentifier YES |—
5.4.3.3  |Sequente of Rrimitives NO [—
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Table 36 — CP 1/1: DLL service selection of 5.4.6
Clause Header Presence Constraints
5.4.6.1 Function YES —
5.4.6.2 Types of parameters —
546.20 |— Partial [IEC 61158-3-1:2007, Table 8, except for ‘DLS-user-data-
timeliness’ is included in this profile
5.4.6.2.1 Buffer-or-queue DL-identifier YES —
5.4.6.2.2 |Status YES —
5.4.6.2.3 |Reported-service-identification- YES —
class
5.4.6.2.4 |Reported-service-identification YES —
5.4.6.2.5 DLS-user-data YES —
5.4.6.2.6 |DLS-user-data-timeliness Partial |— (
5.4.6.2.6.0 |— YES |— /N
5.4.6.2.6.1 |Local-DLE-timeliness YES — /\ \
5.4.6.2.6.2 |Sender-and remote-DLE-timeliness | YES  |— N\ >
5.4.6.2.6.3 |Time-of-production NO |— \
5.4.6.2.7 |Sequence number identification NO — \ \ )
5.4.6.3 Sequence of primitives YES — / \ AN = \
Table 37 — CP 1/1: DLL service el?:7tio of*Clause 6
Clause Header ﬁr\e\s\eocé /\ Constraints
6.1 Facilities of the connection-mode Dataflin —U
Service
6.2 Model of the connection-mode Data-link\SqrviCE\ YE‘S\ S/
6.3 Quality of connection-mode service / — —
6.3.0 — O \yes
6.3.1 Determination of QoS fér\connectien-mode \- Y —
service N
6.3.2 Definition of QoS pqram%@rs — —
6.3.2.1 DLCEP class Partial |All three classes are included, but data
transfer from Subscriber to Publisher is not
included
6.3.2.2 DLCEP daM}N‘e@\(}ﬁure\ Partial |See Table 38 for included parameter values
6.3.2.3 |DLL priority AN\ YES |—
6.3.2.4 |DLL maxin{Um onfirm delay / YES |—
6.3.2.5 |DLPDU~authentication_ Partial |See Table 38 for included parameter values
6.3.2.6 Resi&ual ekﬂ{l’ty \ > Partial |See Table 38 for included parameter values
6.3.2.7 schgdul{qg-}&ick Partial |See Table 38 for included parameter values
6.3.2.8 axi DL size Partial |Single segment DLSDU size is the maximum
size of a DLSDU that can be conveyed in one
DLPDU of the specified priority. In other
words, the DLL is not required to support
segmentation of the DLSDU
6.3.2.9 DLCEP buffer-or-queue bindings Partial |See Table 38 for included parameter values
6.3.2.10 |[DLCEP timeliness Partial |All are included except IEC 61158-3-1:2007,
6.3.2.10.1.4
6.4 Sequence of primitives — —
6.4.1 Concepts used to define the connection-mode YES —
DLL service
6.4.2 Constraints on sequence of primitives Partial | All of this subclause, except DL-Reset and
DL-Subscriber-Query services is included in
this profile
6.4.2.1 Relation of primitives at the two DLC end-points — See Table 39
6.4.2.2 Sequence of primitives at one DLC end-point Partial [IEC 61158-3-1:2007, Figure 15, States 6
through 8 are not included in this profile
because this profile does not include the DLC
Reset service primitives
6.5 Connection establishment phase — See Table 40
6.6 Connection release phase — See Table 40
6.7 Data transfer phase — See Table 48
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of the summary of 6.3, DL-connection QoS

DLCEP Data Buffer, .
Delivery DLCEP Queue Data Direction DLP_DU . Max I_DLSDU DL-S_che Res!d_ual
feature Class binding authentication size duling Activity

CLASSICAL PEER QUEUE Both directions | All three Single segment IMPLICIT |TRUE | FALSE
DLSDU size
DISORDERED |PEER QUEUE Both directions | All three Single segment IMPLICIT |TRUE | FALSE
DLSDU size
ORDERED PUBLISHER |BUFFER-R [Publisher to SOURCE, Single segment ExPLICIT |FALSE
SUBSCRIBE Subscriber only |ORDINARY DLSDU size
R
UNORDERED |PUBLISHER |BUFFER-R |Publisher to SOURCE, Single segment EXPLICIT [FALSE
SUBSCRIBE Subscriber only [ORDINARY DLSDU size
R
Table 39 — CP 1/1: DLL service selection of flgure%@%
Figure Sub-part of figure Presence (f(\so\n
9 |a), c),d), e)f) g1) g2), YES |— \ \
93) AN
b) NO Profile dogs_@}\mgrge\s\\xnn&h\sqs )
10 [h), i), n) YES |[— S\
i), k), ), m), o), p) NO Correépongﬂﬁg serViQes Ere\not/i}mluded
11 [c), d), e), f), g1) YES [\ / A
a), b), g2), g3) O /BLCEP-addfesq is hssignad by the DLS-user
12 |h) N®_ \/DLCEP-address 5 assigned by the DLS-user
i), 0) “\ES
i), k), 1), m), n), p) /~NO \Qoh‘qspo}qing services are not included
13 a), b), c2), c3) | N@~ |DLCSEP<addrgss is assigned by the DLS-user
c1), d), e), ) \YEl\
g) \ -éorﬁgs/z&)ndmg services are not included
14 Corﬂespondmg services are not included
O ww service selection of 6.5
Clause Hea;{ \Eres Constraints
6.5.1 Function W/ imultaneous DL-CONNECT request primitives at the two DLSAPs
cannot be merged into one DLC by the concurrently requesting-and-
responding DLS-users in this profile
6.5.2 pe fprlm \%rtial Replace IEC 61158-3-1:2007, Table 13 and Table 14, by IEC 61784-1,
42%&@ erS\ Table 41 and Table 42, respectively
6.5.2.1 |bacal-View idaptifiers > — —
6.5.2.1.1 |DLCER DLS-usgr- NO The DL-CONNECTION-ESTABLISHED indication primitive uses the DLCEP
identifier DL-identifier parameter
6.5.2.1.2 |DLCEP DL-idenfifier YES |—
6.5.2.2 Addresses Partial | This profile includes a profile of all possible forms of addresses. The
use of addresses for this profile is specified in Table 43 through
Table 45
6.5.2.3 Quality of Service Partial  |All parameters except Time-of-production are included in this profile.
parameter set For this profile, the value of Residual activity is the same for both
directions: from sender and from receiver. The DLPDU-authentication
parameter is not included in indication and confirm primitives of this
profile
6.5.2.4 DLS-user-data Partial |If the called address is a DLCEP-address, then the DLS-provider does
not issue a DL-Connect indication at the called address. Therefore, in
that case, DLS-user-data is not permitted in the request primitive. This
parameter is permitted in all other primitives
6.5.3 Sequence of primitives Partial [IEC 61158-3-1:2007, Figures 18, 21 and 22, are included in this profile.
IEC 61158-3-1:2007, Figures 19, 20 and 24, are not included in this
profile, because the DLCEP-address is assigned by the DLS-user, there
is no DL-Connect indication to the DLS-user. IEC 61158-3-1:2007,
Figures 23 and 24, are not included in this profile, because the
connections are not merged

Full document details: IEC 61784-12010

Documents

Document Sharing Hub



http://avadocuments2026.com/doc/iec-61784-1-2010
http://avadocuments2026.com/doc/iec-61784-1-2010

61784-1 © IEC:2010

— 45—

Table 41 — CP 1/1: DLL service selection: replacement for Table 13 of 6.5

DL-Connect Request Indication | Response Confirm
Parameter name input output output input output
DLCEP DL-identifier M M M (=) M@
Called address M M (=)
Calling address M M (=)
Responding address M M (=)
Calling DLCEP-address U U
QoS parameter set
DLCEP class U M (=) u® M (=)
DLCEP data delivery features
from requester to responder(s) U M (=, ) / U (=) M (=
from responder(s) to requester u M (=, C)/\\ IGH) M (=
DLL priority u M (=) U \) M (=
Maximum confirm delay \ \ >
on DL-Connect U X M (=)
on DL-Data U M3\ |\ N\ 2l M@=
DLPDU-authentication U NN Y\
Residual activity U N\ ()
DL-scheduling-policy u S\ u
Maximum DLSDU sizes ) )
from requester U\ ) / N \M (<) U () M (=
from responder /0\ > ( ( ) R M>(s) U (g) M (=)
Buffer-and-queue bindings \
as sender U U
as receiver / U\ U
Sender timeliness \ (\ )
DL-timeliness-class S~ \ cy M (=) CU M (=)
Time window size (AT) ( To WM Ccu
Synchronizing DLCEP I (N Ccu CuU
Receiver timeliness L \
DL-timeliness-ctass\, > l /cu M (=) Cu M (=)
Time window siz&AT)\ N[ cu cu
Synchronizing DLCER_ NN CU CU
DLS-user-data <\ / U M (=) U M (=)

NOTE The Tlmﬂp\du&on\p\araﬁr@\ter is not specified, because it is not used.

ImNve.

¢ DLCEP establishm

The DLCEP\DL- |d§h{%‘r§r‘o thw primitive shall equal the DL-identifier specified in the corresponding

ts aII negotiate DLPDU-authentication from ORDINARY to SOURCE to MAXIMAL.
For this profile, the value of Residual activity is the same for both directions: from sender and from receiver.
DLCEP establishment shall negotiate Residual-activity from FALSE to TRUE.

Table 42 — CP 1/1: DLL service selection of 6.5, replacement for Table 14

DL-Connection-Established Indication
Parameter name output
DLCEP DL —identifier M (%)

# The DLCEP DL-identifier shall equal the DL-identifier returned in the
corresponding DL-CONNECT response primitive.

Full document details: IEC 61784-12010
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Table 43 — CP 1/1: DLL service selection of 6.5 for use of addresses for peer DLC

DL-Connect Request Indication Response Confirm
Called address Remote DLSAP-address M=) |— —
Calling address Local DLSAP-address M=) |— —
Responding address  |— — Local DLSAP-address M (=)
Calling DLCEP- DLCEP-address assigned by — DLCEP-address assigned by DLS- —
address DLS-user user
NOTE — means that the parameter is not allowed.

Table 44 — CP 1/1: DLL service selection of 6.5
for use of addresses for multipeer DLC connect request at publisher

DL-Connect Request Confipri\
Called address UNKNOWN — /\ \%
Calling address Local DLSAP-address — \ \
Responding address — UNKN}ZVV%L \ \
Calling DLCEP-address _ |Publisher DLCEP-address \ \
NOTE 1 — means that the parameter is not allowed. -
NOTE 2 No DLS-user data is allowed in the request primitive, e
indication at the subscriber.

Table 45 — CP 1/1: DLL sgrvi ion f6 5
for use of addresses for m C eonnec t at subscriber

DL-Connect Confirm
Called address Publishef [ DLCEP-chLr(—%s\ —
Calling address Local DI\SAP@(%r\ess ) —
Responding address —TN \ \ \ Publisher DLSAP-address
Calling DLCEP-address |{lot used ~ v —
NOTE — means tha’t\th p%qmeter {S ot alwéd\/

service selection of 6.6

Sy

Clause /\}-Iqade}\ ~ N Pfesence Constraints
6.6.1 Function < \ YES |—
6.6.2 Typem \B\Q’aﬁgters Partial |Replace IEC 61158-3-1:2007, Table 15, by IEC 61784-1,
Table 47

6.6.2.0 YES |—

6.6.2.1 ‘&kCE\P\BQnt\ﬂ}ﬁ\ype N NO  [—

6.6.2.2 |DLCEPR DLS-uskr-identifier NO |—

6.6.2.3 |DLCEP Db«<identifier YES |—

6.6.2.4 Originator YES —

6.6.2.5 Reason YES When the originator parameter indicates a DLS-user-

initiated release, then the DLS-user can assign not only the
values listed in IEC 61158-3-1:2007, 6.6.2.5, but also other
values to the reason parameter. These other values are
considered as “reason unspecified” by IEC :2007, 6.6.2.5.
The DLS-provider shall deliver the DLS-user provided
reason in the indication primitive. The DLS-user of this
profile has reserved 16 values for such “reason unspecified”

6.6.2.6 DLS-user-data YES —

6.6.3 Sequence of primitives when YES —
releasing an established
DLC/DLCEP

6.6.4 Sequence of primitives in a DLS-user| Partial |IEC 61158-3-1:2007, Figures 35 and 38 to 41, are included
rejection of a DLC / DLCEP in this profile. IEC 61158-3-1:2007, Figures 36, 37, 42 and
establishment attempt 43, are not included in this profile, because the DLCEP-
address is assigned by DLS-user, and there is no
DL-CONNECT indication to the DLS-user
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—47 —

Table 47 — CP 1/1: DLL service selection: replacement for Table 15 of 6.6

DL-Disconnect Request | Indication

Parameter name input output
DLCEP DL-identifier M M
Originator M
Reason U M (=)
DLS-user-data U M (=)

Table 48 — CP 1/1: DLL service selection of 6.7

Clause Header Presence Constraints

6.7.1 Queue data transfer — —

6.7.1.1 |Function YES |— /N

6.7.1.2 Types of primitives and Partial |Replace IEC 61158-3-1:2007 e 16 by | 61784-1,

parameters Table 49

6.7.1.2.0 |— YES —

6.7.1.2.1 |DLCEP DL-identifier YES |DLCEP DL-identifiers i E‘s% }\s?lmltlves are
local to the DLE ayw.Ql the rim issu

6.7.1.2.2 |DLCEP DLS-user-identifier NO

6.7.1.2.3 |Queue DLS-user-identifier NO A separate Que Use de |f®\1§/not included, because
the DLC address |ent to\dentify the queue, if any
queue is bour('\tp the

6.7.1.2.4 |DLS-user-data YES

6.7.1.2.5 [Sequence-number-identification /Nb\

6.7.1.2.6 |Status

cause DLCEP data delivery or QoS are not

6.7.1.3 Sequence of primitives Partial 15 3-1:2 b@l,_F/uéures 45 and 46, are not included in
ile,
~ |nc|u

6.7.2 Buffer data transfer

6.7.2.1 Function

<N/ INes

parameters

6.7.2.2 Types of primitive

7a\nd N Pa\%\ Replac\'fEC 61158-3-1:2007, Table 17 and Table 18, by

C 64784-1, Table 50 and Table 51, respectively.

6.7.2.2.0

— {
6.7.2.2.1 |DLCEP DK5-usgr-identifier ¢ WO

/A DLCEP DL-identifier is used in its stead

6.7.2.2.2 |Buffer DLS-usériffentifier

NOy, |—

6.7.2.2.3 DLSDUsequ,ap(q'ng W\ere}c\e SANXES —

6.7.2.3 Sequence df pri

AN

WW /ﬁ’artial

included

IEC 61158-3-1:2007, Figures 48, 50 and 51, are not included in
this profile, because DLCEP data delivery or QoS are not

6.7.3 Reset\

NO —

\
\l NO  [—

6.7.4 éutﬁsqber tﬁe{y
N\

Table -C

1/1: DLL service selection of 6.7, replacement for Table 16
DL-Data Request | Indication | Confirm
Parameter name input output output
Request DLS-user-identifier M M (=)
DLCEP DL-identifier M M
DLS-user-data M C (=)
Status M

Table 50 — CP 1/1: DLL service selection of 6.7, replacement for Table 17

Full document details: IEC 61784-12010

DL-Buffer-Sent Indication
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DLCEP DL-identifier M
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Table 51 — CP 1/1: DLL service selection of 6.7, replacement for Table 18

DL-Buffer-Received Indication
Parameter name output
DLCEP DL-identifier M
DLSDU sequencing inference M

Table 52 — CP 1/1: DLL service selection of Clause 7

Clause Header Presence Constraints

71 Facilities of the connectionless-mode Partial |Paragraphs (b) to (e) are not included in this profile
Data-link Service

7.2 Model of the connectionless-mode Data- — —
link Service

7.2.0 — YES |— RGN

7.2.1 Model of DL-connectionless-mode YES —
unitdata transmission

7.3 Quality of connectionless-mode service — —

7.2.2 Model of DL-connectionless-mode NO —
unitdata exchange

7.3.0 — YES |— A\ \
7.3.1 Determination of QoS for YES 7/ X
connectionless-mode service a)
7.3.2 Definition of QoS parameters — "\ AT ) / A
7.3.2.1 DLL priority Y], N /[ [ >
7.3.22  |DLL maximum confirm delay Q ws (— | V)7
7.3.2.3 Remote-DLE-confirmed ﬁ@@l\ In this We value of this parameter shall always
5 be SE
7.4 Sequence of primitives ( —~— &
7.4.1 Constraints on sequengg of primitives Il\kf/tﬁis subclause, except the rows for

Db-UNITDATA-EXCHANGE and DL-LISTENER-QUERY and
ated notes in IEC 61158-3-1:2007, Table 22, are
~ included in this profile
7.4.2 Relation of pr|m| ive he.end-points, of artial_ |IEC 61158-3-1:2007, Figure 65 (a), is included in this
connectign% rvice profile. IEC 61158-3-1:2007, Figures 65 (b), (c) and

(d), are not included in this profile

7.4.3 Sequence\e( DL Partial |In IEC 61158-3-1:2007, Figure 66, the transitions for
DL-UNITDATA-EXCHANGE and DL-LISTENER-QUERY
services are not included in this profile

7.5 Connectio Ies&mbqe fu}rqtlo\s\/ — —

7.5.0 — NN YES |—
7.5.1 RatNransf(a\ \ — —
7511 {[Funstivp N\~ \ YES |—
7.5.1.2 es}ﬁ\prir}\{theiayﬁ parameters — —

75120 [— \ YES |—

7.51.21 |Addresses~\ YES |—

7.5.1.2.2 |Quality of Service — —

7.51.22.0 |— YES —

7.5.1.2.2.1 |DLL priority YES —

7.5.1.2.2.2 |DLL maximum confirm delay YES —

7.5.1.2.2.3 |Remote-DLE-confirmed Partial |Value of this parameter shall always be FALSE

7.5.1.2.3 |Queue DLS-user-identifier NO Queue DLS-user-identifier is not included, because
the DLSAP address is sufficient to identify the queue,
if any queue is bound to the DLSAP

7.5.1.2.4 |DLS-user data YES —

7.5.1.2.5 |Status YES —

7.5.1.3 Sequence of primitives Partial [IEC 61158-3-1:2007, Figure 68, is not included in this
profile

7.5.2 Data exchange NO —

7.5.3 Listener query NO —
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