IEC 61784-3-19:2024-10(en-fr)

Full docu

IEC 61784-3-19

Edition 1.0 2024-10

INTERNATIONAL
STANDARD

NORME
INTERNATIONALE

colour
inside

Industrial communication networks — Profiles —
Part 3-19: Functional safety fieldbuses — Additional specifications for CPF 19

Réseaux de communication industriels — Profils —
Partie 3-19: Bus de terrain de sécurité fonctionnelle — Spécifications
supplémentaires pour CPF 19



http://avadocuments2026.com/doc/iec-61784-3-19-2024
http://avadocuments2026.com/doc/iec-61784-3-19-2024

THIS PUBLICATION IS COPYRIGHT PROTECTED
Copyright © 2024 IEC, Geneva, Switzerland

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form
or by any means, electronic or mechanical, including photocopying and microfilm, without permission in writing from
either IEC or IEC's member National Committee in the country of the requester. If you have any questions about IEC
copyright or have an enquiry about obtaining additional rights to this publication, please contact the address below or
your local IEC member National Committee for further information.

Droits de reproduction réservés. Sauf indication contraire, aucune partie de cette publication ne peut étre reproduite ni
utilisée sous quelque forme que ce soit et par aucun procédé, électronique ou mécanique, y compris la photocopie et
les microfilms, sans I'accord écrit de I''lEC ou du Comité national de I'lEC du pays du demandeur. Si vous avez des
questions sur le copyright de I'lEC ou si vous désirez obtenir des droits supplémentaires sur cette publication, utilisez
les coordonnées ci-aprés ou contactez le Comité national de I'lEC de votre pays de résidence.

IEC Secretariat

3, rue de Varembé
CH-1211 Geneva 20
Switzerland

Tel.: +41 22 919 02 11
info@iec.ch
www.iec.ch

About the IEC
The International Electrotechnical Commission (IEC) is the leading global organization that prepares and publishes
International Standards for all electrical, electronic and related technologies.

About IEC publications
The technical content of IEC publications is kept under constant review by the IEC. Please make sure that you have the
latest edition, a corrigendum or an amendment might have been published.

IEC publications search - webstore.iec.ch/advsearchform
The advanced search enables to find IEC publications by a
variety of criteria (reference number, text, technical
committee, ...). It also gives information on projects, replaced
and withdrawn publications.

IEC Just Published - webstore.iec.ch/justpublished

Stay up to date on all new IEC publications. Just Published
details all new publications released. Available online and once
a month by email.

IEC Customer Service Centre - webstore.iec.ch/csc

If you wish to give us your feedback on this publication or need
further assistance, please contact the Customer Service
Centre: sales@iec.ch.

IEC Products & Services Portal - products.iec.ch

Discover our powerful search engine and read freely all the
publications previews, graphical symbols and the glossary.
With a subscription you will always have access to up to date
content tailored to your needs.

Electropedia - www.electropedia.org

The world's leading online dictionary on electrotechnology,
containing more than 22 500 terminological entries in English
and French, with equivalent terms in 25 additional languages.
Also known as the International Electrotechnical Vocabulary
(IEV) online.

A propos de I'lEC

La Commission Electrotechnique Internationale (IEC) est la premiére organisation mondiale qui élabore et publie des
Normes internationales pour tout ce qui a trait a I'électricité, a I'électronique et aux technologies apparentées.

A propos des publications IEC

Le contenu technique des publications IEC est constamment revu. Veuillez vous assurer que vous possédez I'édition la
plus récente, un corrigendum ou amendement peut avoir été publié.

Recherche de publications IEC -
webstore.iec.ch/advsearchform

La recherche avancée permet de trouver des publications IEC
en utilisant différents criteres (numéro de référence, texte,
comité d’études, ...). Elle donne aussi des informations sur les
projets et les publications remplacées ou retirées.

IEC Just Published - webstore.iec.ch/justpublished
Restez informé sur les nouvelles publications IEC. Just
Published détaille les nouvelles publications parues.

IEC Products & Services Portal - products.iec.ch
Découvrez notre puissant moteur de recherche et consultez
gratuitement tous les apergus des publications, symboles
graphiques et le glossaire. Avec un abonnement, vous aurez
toujours accés a un contenu a jour adapté a vos besoins.

Electropedia - www.electropedia.org

Le premier dictionnaire d'électrotechnologie en ligne au monde,
avec plus de 22 500 articles terminologiques en anglais et en
frangais, ainsi que les termes équivalents dans 25 langues

Disponible en ligne et une fois par mois par email. additionnelles. Egalement appelé Vocabulaire
Electrotechnique International (IEV) en ligne.
Service Clients - webstore.iec.ch/csc
Si vous désirez nous donner des commentaires sur cette
publication ou si vous avez des questions contactez-nous:
sales@iec.ch.
Documents

Document Sharing Hub

Full document details: IEC 61784-3-19 2024


mailto:info@iec.ch
https://www.iec.ch/
https://webstore.iec.ch/advsearchform
https://webstore.iec.ch/justpublished
https://webstore.iec.ch/csc
mailto:sales@iec.ch
https://products.iec.ch/
http://www.electropedia.org/
https://webstore.iec.ch/advsearchform
https://webstore.iec.ch/justpublished
https://webstore.iec.ch/csc
mailto:sales@iec.ch
https://products.iec.ch/
http://www.electropedia.org/
http://avadocuments2026.com/doc/iec-61784-3-19-2024
http://avadocuments2026.com/doc/iec-61784-3-19-2024

IEC 61784-3-19

Edition 1.0 2024-10

INTERNATIONAL
STANDARD

NORME
INTERNATIONALE

colour
inside

Industrial communication networks — Profiles —
Part 3-19: Functional safety fieldbuses — Additional specifications for CPF 19

Réseaux de communication industriels — Profils —
Partie 3-19: Bus de terrain de sécurité fonctionnelle — Spécifications
supplémentaires pour CPF 19

INTERNATIONAL
ELECTROTECHNICAL
COMMISSION

COMMISSION
ELECTROTECHNIQUE
INTERNATIONALE

ICS 25.040.40, 35.100.05 ISBN 978-2-8322-9802-2

Warning! Make sure that you obtained this publication from an authorized distributor.

Attention! Veuillez vous assurer que vous avez obtenu cette publication via un dist;i\buteur agréé.
Documents
Document Sharing Hub

® Registered trademark of the International Electrotechnical Commission
Marque déposée de la Commission Electrotechnique Internationale

Full document details: IEC 61784-3-19 2024


http://avadocuments2026.com/doc/iec-61784-3-19-2024
http://avadocuments2026.com/doc/iec-61784-3-19-2024

-2- IEC 61784-3-19:2024 © |IEC 2024

CONTENTS
O T T 1 I PP 6
LN I 2 1 1 L O 1 PN 8
1 ST e o] o 1T PO PP 10
2 NOIMAtiVE FEFEIENCES .. oeieiiei e 10
3  Terms, definitions, symbols, abbreviated terms and conventions .................c..ccceeeinne. 11
3.1 Terms and definifioNS .. ..o 11
3.1.1 Common terms and definitions.........coiiiiii 11
3.1.2 CPF 19: Additional terms and definitions ... 15
3.2 Symbols and abbreviated terms ...........oooiiiii i 15
3.2.1 Common symbols and abbreviated terms............coooiiiii 15
3.2.2 CPF 19: Additional symbols and abbreviated terms ..............cooiiiiiiiiinnn.. 16
3.3 L0701 0V 7-Y o) 1o o 1< P 16
Overview of FSCP 19 (MECHATROLINK Safety) ...cccuoiiiiiieiieeeeeeee e 16
(T =Yg 1Y - | PSPPSR 17
5.1 External documents providing specifications for the profile ..................ocooiin 17
5.2 Safety functional requIremMents ... ... 17
5.3 SafElY MEBASUIES ..o it 17
5.3.1 GBNEIAl e 17
5.3.2 SeqUENCE NUMDET. ... e 18
5.3.3 Time eXPECTatiON ..oe e 19
5.3.4 CoNNECHION ID ... 21
5.3.5 CRC CalCUIAtiON ...t 21
5.3.6 Redundancy with cross checking .........c.iiiiiiiiiii e, 22
5.4 Safety communication layer structure............cooiiiiiiii 25
5.5 Relationships with FAL (and DLL, PhL) ... 26
5.5.1 GBNEIAl e 26
5.5.2 DAt By DS et 26
6  Safety communication l[ayer SErviCes ... ..o 26
6.1 Service desCriPlion ... . 26
6.1.1 S CONNE CT ST AR T it e e e et e e e enaes 26
6.1.2 S_CONNECT _CONF L. 28
6.1.3 S P RIM S E T i e 31
6.1.4 S P RIM A P P LY e 33
6.1.5 S S AR E DA T A e 34
6.1.6 S DIS CONNE CT o e e e 35
6.1.7 S R AL S AR o e 36
6.1.8 S N O P e 37
A1 O I o o) (o YT ] NP 38
7.1 SPDU format. ... 38
7.1.1 SPDU SITUCTUI. e e e e e 38
7.1.2 CoNNECHION ID ... 39
7.1.3 SeqUENCE NUMDET. ... e 39
7.1.4 COMIMaAN ..o 39
7.1.5 SHAtE NMUMIDET .o 40
7.1.6 R s 40
71.7 Redundant data...........oouiiiiiiiii i Documients

Document Sharing Hub

Full document details: IEC 61784-3-19 2024


http://avadocuments2026.com/doc/iec-61784-3-19-2024
http://avadocuments2026.com/doc/iec-61784-3-19-2024

IEC 61784-3-19:2024 © |IEC 2024 -3-

7.2 Safety FAL service protocol maching ..........ccooiiiiiiiiiii e 40
7.2.1 State transition of safety master ... 40
7.2.2 State transition of safety slave ... 47

7.3 Behaviour desCriplion ..o 53
7.3.1 Connection establishment...........ooi 53
7.3.2 Safety data sending/receiving SEQUENCE ........cc.cvviiiiiiiiiiiiee e 60
7.3.3 Disconnect safety channel ... 64

I O I o 4 F= Yo F= T 1= 4 1Y o | S PP 65

8.1 Parameter definitions . ... 65
8.1.1 (T 1= - | PPN 65
8.1.2 I A= 1 (] Lo o Yo 65
8.1.3 T RS PONSE L et 65
8.1.4 Master ConNECtioN _KBY ......iuiii e 66
8.1.5 Slave_Connection_Key ... 66
8.1.6 CoNNECHION [ ..oeiei e 66
8.1.7 Master_Sequence NUMDEr ... ... 66
8.1.8 Extended Master_Sequence NUMbEr ..........ccoooiiiiiiiiiii e, 66
8.1.9 Slave_Sequence NUMDET .. ... 66
8.1.10 Extended _Slave _Sequence NUMDbEr..........coooiiiiiiiiii e, 66
8.1.11 I\ [oTo LT AN Lo /=< S 66
8.1.12 Device_Info (StrUCLUre) . ..o 67
8.1.13 Output_Data Length. ... 67
8.1.14 Input_Data_Length ... 67
8.1.15 Output_User_Data_Length ... 67
8.1.16 Input_User_Data_Length ... 67
8.1.17 5] (o] o RS T= 1 =1 57/ I Yo ¥ o 67
8.1.18 Stop_Safety Loop Oth ... 68

O SYSteM reQUIrEMENES e 69

9.1 INdicators and SWIlCHES .. ... 69
9.1.1 GBNEIAl e 69
9.1.2 Safety connection LED ... 70

9.2 Installation gUIdEIINES .. ... 70

9.3 Safety function response time ... ..o 70
9.3.1 SYStEM reSPONSE HIME oouiiiii e 70
9.3.2 FSCP 19 response timMe . ..o 71

9.4 Duration of demMandsS . ....co.iiii e 72

9.5 Constraints for calculation of system characteristics ............coooiiii, 72
9.5.1 Number of StatioNS ... 72
9.5.2 Probability considerations ..o 72

9.6 MaiNtENANCE ... e e e 73

9.7 Safety ManUal........ooi 73

0 ASS B S SN ..o it 73
710 [T Yo = o 2 V78 PP 74
Figure 1 — Relationships of IEC 61784-3 with other standards (machinery)............cc..ccooeieann. 8
Figure 2 — Relationships of IEC 61784-3 with other standards (process)...........cccoeeeiviiiiinneann. 9
Figure 3 — BasiC FSCP 19 SYStemM ..o 17
Figure 4 — Incrementing procedure of sequence NUMDbEr ..........c..oeeeveieeeeeeeire i Documents

Document Sharing Hub

Full document details: IEC 61784-3-19 2024


http://avadocuments2026.com/doc/iec-61784-3-19-2024
http://avadocuments2026.com/doc/iec-61784-3-19-2024

-4 - IEC 61784-3-19:2024 © |IEC 2024

Figure 5 — Time expectation with watchdog timer.............cooiii e 20
Figure 6 — Synchronization of transmission timing..........cooooiii 20
Figure 7 — Time expectation with response timer ... 21
Figure 8 — Redundant data generation proCesSSIiNg .......ovuiiiiiiiiiiie e 23
Figure 9 — Redundant data verification proCess .........ccooiuiiiiiiiiiiii i, 25
Figure 10 — SCL SIrUCTUIE ..o e et 26
Figure 11 — Safety PDU format ... e 38
Figure 12 — Safety master SCL — state transition diagram...............cccooiiiiiii i, 40
Figure 13 — Safety master safety connection — state transition diagram ................................ 42
Figure 14 — Safety slave SCL - state transition diagram ... 48
Figure 15 — Safety slave safety connection — state transition diagram...............ccoocoiiii. 49
Figure 16 — Node address and device information processing flow at start-up....................... 56
Figure 17 — S_CONNECT_START command reception processing flow..................coeeiennni. 56
Figure 18 — S_CONNECT_CONF command reception processing flow ...................ccooiiaiis 57
Figure 19 — Sequence example 1 from connection establishment to safety data

0= LR T e ES T T o oV A =T o1 =Y o) 1o ) o TSP 58
Figure 20 — Sequence example 2 from connection establishment to safety data

0= LR T e ES T T o oV A =T o1 =Y o} 1o ) o TSP 59
Figure 21 — S_SAFE_DATA command SEQUENCE .......euniiiieiei e 60
Figure 22 — Loss of S_SAFE_DATA command from safety master ... 61
Figure 23 — Delay of S_SAFE_DATA command from safety master .................coooiiiiiiinni. 61
Figure 24 — Loss of S_SAFE_DATA command from safety slave .............cccooiiiiiiiinn. 62
Figure 25 — Delay of S_SAFE_DATA command from safety slave ..........c..ccooiiiiiininn, 62
Figure 26 — Insertion of message to safety slave ... 63
Figure 27 — Insertion of message to safety master.............cooiiiiiiiiiii e, 64
Figure 28 — Elements of safety fUNCLION ..., 71
Figure 29 — Safety function of FSCP 19 system ... 71
Figure 30 — Residual error rate ... ... e 73
Table 1 — Communication errors and safety measures ...........cc.cooviiiiiiiiii i, 18
Table 2 — Sequence numMber liSt. ... .o e 18
Table 3 — CRC S€ed VAlUBS ... e 22
Table 4 — S _CONNECT_START command data..........ccc.oeeiiiiiiiiie e 27
Table 5—-S_CONNECT_START command SPDU (1st SPDU) ......cooviiiiiiiiieeeeee, 27
Table 6 — S_CONNECT_START command SPDU (2nd SPDU) ......ccccviiiiiiiiiieieeeeeeeeeee, 28
Table 7 — S_CONNECT_CONF command data ...........oouiiiiiii e 29
Table 8 — S_CONNECT_CONF command SPDU (1st SPDU) ......cccoiiiiiiiiieeeee, 29
Table 9 — S_CONNECT_CONF command SPDU (2nd SPDU).......ccooviiiiiiiiieeeeeee, 30
Table 10 — S_CONNECT_CONF command SPDU (3rd SPDU)........cccoviiiiiiiiiiieieeeeeeeeeene, 30
Table 11 = S_PRM_SET command data .........coooiiiii e 31
Table 12 = S_PRM_SET command SPDU (1st SPDU) ....coiiiiiii e 32
Table 13 = S_PRM_SET command SPDU (2nd SPDU) .....ccoiiiiiiiie e 32
Table 14 — S_PRM_SET command SPDU (3rd SPDU) ......coiuiiiiiiiieieeeeeee e 33
Table 15 — S_PRM_APPLY COMMANG AL ....v.vveoeoeeeeeeeeeeeeeeeeeeeeseeee ) Documents

Document Sharing Hub

Full document details: IEC 61784-3-19 2024


http://avadocuments2026.com/doc/iec-61784-3-19-2024
http://avadocuments2026.com/doc/iec-61784-3-19-2024

IEC 61784-3-19:2024 © |IEC 2024 -5-

Table 16 — S_PRM_APPLY command SPDU ... 34
Table 17 = S_SAFE_DATA command SPDU ... 34
Table 18 — S_DISCONNECT command SPDU .......cooiiiiiiiiiiieie e 35
Table 19 — Factor in S_DISCONNECT command ...........oouiiiiiiiiie e 36
Table 20 — S_FAIL_SAFE command SPDU ..o 37
Table 21 = S_NOP command SPDU ... e 37
Table 22 — List Of COMMaANAS ... e e 39
Table 23 — Safety master SCL — state description.........cooiiiiiiiiii e 40
Table 24 — Safety master SCL - state transition matrix.............cocooiiiiii i, 41
Table 25 — Safety master safety connection — state description ... 43
Table 26 — Safety master safety connection — state transition matrix ... 43
Table 27 — Safety slave SCL - state description ..o, 48
Table 28 — Safety slave SCL — state transition matrix ............cocoiiiiiiii e, 48
Table 29 — Safety slave safety connection - state description................l. 49
Table 30 — Safety slave safety connection — state transition matrix.....................on. 50
Table 31 — Safety salve node and device variables............ccoooiiiiiiiiii i 55
Table 32 — List of parameter variables ... 65
Table 33 — Specification of stop safety loop setting ... 68
Table 34 — Specification of stop safety loop other setting..........cooooiii 69
Table 35 — LED sSpPeCifiCations ......couiiiiie e 70
Table 36 — Safety connection LED specification............ccooiiiiiiiiiii e 70
Table 37 — Residual error rate ... e 72
Documents

Document Sharing Hub

Full document details: IEC 61784-3-19 2024


http://avadocuments2026.com/doc/iec-61784-3-19-2024
http://avadocuments2026.com/doc/iec-61784-3-19-2024

-6 - IEC 61784-3-19:2024 © |IEC 2024

INTERNATIONAL ELECTROTECHNICAL COMMISSION

INDUSTRIAL COMMUNICATION NETWORKS -
PROFILES -

Part 3-19: Functional safety fieldbuses —
Additional specifications for CPF 19

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) IEC draws attention to the possibility that the implementation of this document may involve the use of a patent.
IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in respect
thereof. As of the date of publication of this document, IEC had received notice of a patent, which may be required
to implement this document. However, implementers are cautioned that this may not represent the latest
information, which may be obtained from the patent database available at https://patents.iec.ch. IEC shall not be
held responsible for identifying any or all such patent rights.

IEC 61784-3-19 has been prepared by subcommittee 65C: Industrial networks, of IEC technical
committee 65: Industrial-process measurement, control and automation. It is an International
Standard.

The text of this International Standard is based on the following documents:

Draft Report on voting

65C/1276/CDV 65C/1298/RVC

Full information on the voting for its approval can be found in the report on voting indicated in

the above table. Documents
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The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/publications.

A list of all parts of the IEC 61784-3 series, published under the general title Industrial
communication networks — Profiles — Functional safety fieldbuses, can be found on the IEC
website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn, or

e revised.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.

Documents

Document Sharing Hub

Full document details: IEC 61784-3-19 2024


https://www.iec.ch/members_experts/refdocs
https://www.iec.ch/publications
https://webstore.iec.ch/?ref=menu
http://avadocuments2026.com/doc/iec-61784-3-19-2024
http://avadocuments2026.com/doc/iec-61784-3-19-2024

-8 - IEC 61784-3-19:2024 © |IEC 2024

INTRODUCTION

The IEC 61158 fieldbus standard series together with its companion standards series
IEC 61784-1 and IEC 61784-2 defines a set of communication protocols that enable distributed
control of automation applications. Fieldbus technology is now considered well accepted and
well proven. Thus, fieldbus enhancements continue to emerge, addressing applications for
areas such as real time and safety-related applications.

The IEC 61784-3 series explains the relevant principles for functional safety communications
with reference to the IEC 61508 series and specifies several safety communication layers
(profiles and corresponding protocols) based on the communication profiles and protocol layers
of the IEC 61784-1, IEC 61784-2 and IEC 61158 series. It does not cover electrical safety and
intrinsic safety aspects. It also does not cover security aspects, nor does it provide any
requirements for security.

Figure 1 shows the relationships between the IEC 61784-3 series and relevant safety and
fieldbus standards in a machinery environment.

IEC 61918 IEC 61784-5
Installation guide | Installation guide Design of safety-related electrical, electronic and program-
(common part) (profile-specific) mable electronic control systems (SRECS) for machinery
IEC 612443 IEC 61010-2-201 SIL based PIL based
Security Requirements
(common part) for electrical safety o N R _ Design objective_
YV vy Applicable standards
IEC 61000-6-7
eneric EMC and FS ISO 13849
«— IEC 61326-3-1 Safety-related parts
EMC and FS 'E(_: 62061 of machinery
IEC 61784-3 Functlonal_safety (SRPCS)
Functional safety IEC 61000-1-2 for machinery Non-electrical
i sl e L e res Methodology for FS (SRECS) Electrical
€----------—-—-—-F-----—- -—-- -

i

Example products standards
IEC 61158
IEC 61508
IEC_ 61784-1, 61 78_4'2 Functional safety (FS) IEC 61496 IEC 61131-6 || IEC 61800-5-2 1SO 10218-1
Fieldbus for use in ; Safety function,| |Functional safety|| Safety functions | Safety requirements|
. - (basic standard) ; - ]
industrial control systems e.g. light curtains for PLC for drives for robots

Key [] (yellow) safety-related standards
1 (blue)fieldbus-related standards
7 (dashed yellow) this standard

A — B document A is referenced in document B (hormative)

A---+B document Ais cited in or influenced by document B (informative)
IEC

NOTE IEC 62061 specifies the relationship between PL (Category) and SIL.

Figure 1 — Relationships of IEC 61784-3 with other standards (machinery)

Figure 2 shows the relationships between the IEC 61784-3 series and relevant safety and
fieldbus standards in a process environment.
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IEC 61918
Installation guide
(common part)

IEC 61784-5
Installation guide
(profile-specific)

IEC 61010-2-201
Requirements
for electrical safety

IEC 612443
Security
(common part)

l v \4

See safety standards for machinery
(Figure 1)

Valid also in process industries,
whenever applicable

IEC 61326-3-22
< EMC and
functional safety

IEC 61784-3
Functional safety
communication

i 1

IEC 61158 series/

IEC 61511 Example product standard

IEC 61508 Functional safety —
IEIS ?:1;84-1‘1, 61 78_4'2 Functional safety —» Safety instrumented IEC_ 61131-6
- |te_ ; us ;)r :Jse |tn (basic standard) systems for the Functional safety
industrial control system: process industry sector for PLC

Key [] (yellow) safety-related standards
[ (blue) fieldbus-related standards
1 (dashed yellow) this standard

A —— B document A is referenced in document B (hormative)
A---+B documentAis cited in or influenced by document B (informative)
IEC

@  For specified electromagnetic environments; otherwise IEC 61326-3-1 or IEC 61000-6-7.

Figure 2 — Relationships of IEC 61784-3 with other standards (process)

Safety communication layers which are implemented as parts of safety-related systems
according to the IEC 61508 series provide the necessary confidence in the transportation of
messages (information) between two or more participants on a fieldbus in a safety-related
system, or sufficient confidence of safe behaviour in the event of fieldbus errors or failures.

Safety communication layers specified in the IEC 61784-3 series do this in such a way that a
fieldbus can be used for applications requiring functional safety up to the Safety Integrity Level
(SIL) specified by its corresponding functional safety communication profile.

The resulting SIL claim of a system depends on the implementation of the selected functional
safety communication profile (FSCP) within this system — implementation of a functional safety
communication profile in a standard device is not sufficient to qualify it as a safety device.

The IEC 61784-3 series describes:

e basic principles for implementing the requirements of the IEC 61508 series for safety-related
data communications, including possible transmission faults, remedial measures and
considerations affecting data integrity;

e functional safety communication profiles for several communication profile families in the
IEC 61784-1 and IEC 61784-2 series, including safety layer extensions to the
communication service and protocols sections of the IEC 61158 series.
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INDUSTRIAL COMMUNICATION NETWORKS -
PROFILES -

Part 3-19: Functional safety fieldbuses —
Additional specifications for CPF 19

1 Scope

This part of IEC 61784-3 specifies a safety communication layer (services and protocol) based
on |IEC 61784-1-19, IEC 61784-2-19 and the IEC 61158 series (Type 24 and Type 27). It
identifies the principles for functional safety communications defined in IEC 61784-3 that are
relevant for this safety communication layer. This safety communication layer is intended for
implementation in safety devices only.

NOTE 1 It does not cover electrical safety and intrinsic safety aspects. Electrical safety relates to hazards such as
electrical shock. Intrinsic safety relates to hazards associated with potentially explosive atmospheres.

This document defines mechanisms for the transmission of safety-relevant messages among
participants within a distributed network using fieldbus technology in accordance with the
requirements of the IEC 61508 series! for functional safety. These mechanisms can be used in
various industrial applications such as process control, manufacturing automation and
machinery.

This document provides guidelines for both developers and assessors of compliant devices and
systems.

NOTE 2 The resulting SIL claim of a system depends on the implementation of the selected functional safety
communication profile within this system — implementation of a functional safety communication profile according to
this document in a standard device is not sufficient to qualify it as a safety device.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 61131-2, Industrial-process measurement and control — Programmable controllers — Part 2:
Equipment requirements and tests

IEC 61158 (all parts), Industrial communication networks — Fieldbus specifications

IEC 61158-6-24, Industrial communication networks — Fieldbus specifications — Part 6-24:
Application layer protocol specification — Type 24 elements

IEC 61158-6-27, Industrial communication networks — Fieldbus specifications — Part 6-27:
Application layer protocol specification — Type 27 elements

IEC 61326-3-1, Electrical equipment for measurement, control and laboratory use — EMC
requirements — Part 3-1: Immunity requirements for safety-related systems and for equipment
intended to perform safety-related functions (functional safety) — General industrial applications

1 In the following pages of this document, "IEC 61508" will be used for "the IEC 61508 series" Documents
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IEC 61326-3-2, Electrical equipment for measurement, control and laboratory use — EMC
requirements — Part 3-2: Immunity requirements for safety-related systems and for equipment
intended to perform safety-related functions (functional safety) — Industrial applications with
specified electromagnetic environment

IEC 61508 (all parts), Functional safety of electrical/electronic/programmable electronic safety-
related systems

IEC 61511 (all parts), Functional safety — Safety instrumented systems for the process industry
sector

IEC 61784-1-19:2023, Industrial networks — Profiles — Part 1-19: Fieldbus profiles -
Communication Profile Family 19

IEC 61784-2-19:2023, Industrial networks — Profiles — Part 2-19: Additional real-time fieldbus
profiles based on ISO/IEC/IEEE 8802-3 — CPF 19

IEC 61784-3, Industrial communication networks - Profiles - Part 3: Functional safety
fieldbuses — General rules and profile definitions

IEC 61784-5-19, Industrial networks — Profiles — Part 5: Installation of fieldbuses — Installation
profiles for CPF 19

IEC 62061, Safety of machinery — Functional safety of safety-related control systems

3 Terms, definitions, symbols, abbreviated terms and conventions

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 61784-3 and the
following apply.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

e |EC Electropedia: available at https://www.electropedia.org/
e |SO Online browsing platform: available at https://www.iso.org/obp

NOTE Italics are used in the definitions to highlight terms which are themselves defined in 3.1.

3.1.1 Common terms and definitions
NOTE These common terms and definitions are inherited from IEC 61784-3:2021.

3.1.1.1
communication channel
logical connection between two end-points within a communication system

3.1.1.2

communication system

arrangement of hardware, software and propagation media to allow the transfer of messages
(ISO/IEC 7498-1 application layer) from one application to another

3.1.1.3
connection
logical binding between two application objects within the same or different devices
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3.1.1.4

CRC

Cyclic Redundancy Check

<value> redundant data derived from, and stored or transmitted together with, a block of data
in order to detect data corruption

3.1.1.5

CRC

Cyclic Redundancy Check

<method> procedure used to calculate the redundant data

Note 1 to entry: Terms "CRC code" and "CRC signature", and labels such as CRC1, CRC2, can also be used in this
document to refer to the redundant data.

3.1.1.6

error

discrepancy between a computed, observed or measured value or condition and the true,
specified or theoretically correct value or condition

Note 1 to entry: Errors can be due to design mistakes within hardware/software and/or corrupted information due
to electromagnetic interference and/or other effects.

Note 2 to entry: Errors do not necessarily result in a failure or a fault.

[SOURCE: IEC 61508-4:2010, 3.6.11, modified — Notes to entry have been added.]

3.11.7

failure

termination of the ability of a functional unit to provide a required function or operation of a
functional unit in any way other than as required

Note 1 to entry: Failure can be due to an error (for example, problem with hardware/software design or message
disruption).

[SOURCE: IEC 61508-4:2010, 3.6.4, modified — Notes and figures have been replaced.]

3.1.1.8

fault

abnormal condition that may cause a reduction in, or loss of, the capability of a functional unit
to perform a required function

Note 1 to entry: IEC 60050-191:1990, 191-05-01 defines "fault" as a state characterized by the inability to perform
a required function, excluding the inability during preventive maintenance or other planned actions, or due to lack of
external resources.

[SOURCE: IEC 61508-4:2010, 3.6.1, modified — Figure reference has been deleted.]

3.1.1.9
frame
denigrated synonym for DLPDU

3.1.1.10

master

communication entity able to initiate and schedule communication activities by other stations
which may be masters or slaves
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3.1.1.11

message

<information theory and communication theory> ordered sequence of characters (usually
octets) intended to convey information

[SOURCE: ISO/IEC 2382:2015, 2123205, modified — insertion of "(usually octets)", deletion of
notes and source]

3.1.1.12

redundancy

existence of more than one means for performing a required function or for representing
information

[SOURCE: IEC 61508-4:2010, 3.4.6, modified — Example and notes have been deleted.]

3.1.1.13

safety communication channel

SC

communication channel starting at the top of the SCL of the source and ending at the top of the
SCL of the sink

Note 1 to entry: It can be modeled as two SCLs connected by a black channel or a defined communication system,
or a defined channel.

3.1.1.14

safety communication layer

SCL

communication layer above the FAL that includes all necessary additional measures to ensure
safe transmission of data in accordance with the requirements of IEC 61508

3.1.1.15
safety connection
connection that utilizes the safety protocol for communications transactions

3.1.1.16
safety data
data transmitted across a safety network using a safety protocol

Note 1 to entry: The Safety Communication Layer does not ensure safety of the data itself, only that the data is
transmitted safely.

3.1.1.17

safety device

device designed in accordance with IEC 61508 and which implements the functional safety
communication profile

3.1.1.18

safety function

function to be implemented by an E/E/PE safety-related system or other risk reduction
measures, that is intended to achieve or maintain a safe state for the EUC, in respect of a
specific hazardous event

[SOURCE: IEC 61508-4:2010, 3.5.1, modified — References and example have been deleted.]
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3.1.1.19

safety function response time

worst case elapsed time following an actuation of a safety sensor connected to a fieldbus, until
the corresponding safe state of its safety actuator(s) is achieved in the presence of errors or
failures in the safety function

Note 1 to entry: This concept is introduced in IEC 61784-3:2021, 5.2.4 and addressed by the functional safety
communication profiles defined in this document.

3.1.1.20

safety integrity level

SIL

discrete level (one out of a possible four), corresponding to a range of safety integrity values,
where safety integrity level 4 has the highest level of safety integrity and safety integrity level 1
has the lowest

Note 1 to entry: The target failure measures (see IEC 61508-4:2010, 3.5.17) for the four safety integrity levels are
specified in IEC 61508-1:2010, Tables 2 and 3.

Note 2 to entry: Safety integrity levels are used for specifying the safety integrity requirements of the safety
functions to be allocated to the E/E/PE safety-related systems.

Note 3 to entry: A safety integrity level (SIL) is not a property of a system, subsystem, element or component. The
correct interpretation of the phrase "SILn safety-related system" (where n is 1, 2, 3 or 4) is that the system is
potentially capable of supporting safety functions with a safety integrity level up to n.

[SOURCE: IEC 61508-4:2010, 3.5.8]

3.1.1.21

safety measure

measure to control possible communication errors that is designed and implemented in
compliance with the requirements of IEC 61508

Note 1 to entry: In practice, several safety measures are combined to achieve the required safety integrity level.

Note 2 to entry: Communication errors and related safety measures are detailed in IEC 61784-3:2021, 5.3 and 5.4.

3.1.1.22

safety PDU

SPDU

PDU transferred through the safety communication channel

Note 1 to entry: The SPDU may include more than one copy of the safety data using differing coding structures and
hash functions together with explicit parts of additional protections such as a key, a sequence count, or a time stamp
mechanism.

Note 2 to entry: Redundant SCLs may provide two different versions of the SPDU for insertion into separate fields
of the fieldbus frame.

3.1.1.23

safety-related application

programs designed in accordance with IEC 61508 to meet the SIL requirements of the
application

3.1.1.24
safety-related system
system performing safety functions according to IEC 61508

3.1.1.25

slave

communication entity able to receive messages and send them in response to another
communication entity which may be a master or a slave, but not to initiate communication
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3.1.2 CPF 19: Additional terms and definitions

3.1.21

safety master

active communication entity which transmits safety output data to a safety slave and receives
safety input data from a safety slave

3.1.2.2

safety slave

active communication entity which receives safety output data from a safety master and
transmits safety output data to a safety master

3.1.2.3

non-safety master

active communication entity which transmits non-safety output data to a non-safety slave and
receives non-safety input data from a non-safety slave

3.1.2.4

non-safety slave

active communication entity which receives non-safety output data from a non-safety master
and transmits non-safety output data to a non-safety master

3.1.2.5
node address
identifier of each communication entity

3.1.2.6
safety output data
SPDU transmitted from a safety master to a safety slave

3.1.2.7
safety input data
SPDU transmitted from a safety slave to a safety master

3.1.2.8
safety output user data
user defined data in safety output data

3.1.2.9
safety input user data
user defined data in safety input data

3.1.2.10
fail safe state
state to which safety masters and safety slaves transit in case of error

Note 1 to entry: In this state, safety output user data and safety input user data are all "0".
3.2 Symbols and abbreviated terms

3.21 Common symbols and abbreviated terms

CP communication profile [IEC 61784-1 (all parts)]

CPF communication profile family [IEC 61784-1 (all parts)]

CRC cyclic redundancy check

DLL data link layer [ISO/IEC 7498-1]

DLPDU data link protocol data unit

EUC equipment under control [lEC GBOQbImentS
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E/E/PE electrical/electronic/programmable electronic [IEC 61508-4:2010]
FAL fieldbus application layer [IEC 61158-5 (all parts)]
FSCP functional safety communication profile

PDU protocol data unit [ISO/IEC 7498-1]
Pe bit error probability

PhL physical layer [ISO/IEC 7498-1]
PL performance level [ISO 13849-1]
SC safety communication channel

SCL safety communication layer

SIL safety integrity level [IEC 61508-4:2010]
SPDU safety PDU

3.2.2 CPF 19: Additional symbols and abbreviated terms
NVS non-volatile storage
LSB least significant bit

3.3 Conventions

Conventions used in this document are defined in IEC 61784-1-19, IEC 61784-2-19, and the
IEC 61158 series Type 24 and 27.

4 Overview of FSCP 19 (MECHATROLINK Safety)

CPF 19 (commonly known as MECHATROLINK™ 2) is defined in IEC 61784-1-19 and
IEC 61784-2-19 with fieldbus protocol layers defined in the IEC 61158 series Type 24 and 27.
Functional safety communication profile FSCP 19 (MECHATROLINK Safety) is based on
CPF 19 and the SCL defined in this part.

An overview of the system structure for FSCP 19 is shown in Figure 3. A non-safety master is
shown in control domain 1, it is responsible for establishing and managing the non-safety
communication channels in a master-slave relationship with the non-safety slaves using CPF 19.

Safety masters, as shown in control domains 2 and 3, are responsible for establishing and
managing the safety communication channels in a master-slave relationship with the safety
slaves using FSCP 19. Each safety master shall be limited to a single safety-related control
domain.

FSCP 19 allows non-safety communication and safety communication to co-exist. A device can
implement the non-safety communication function, the safety communication function, or both.

2 MECHATROLINK™ is a trade name of Yaskawa Electric Corporation. This information is given for the
convenience of users of this document and does not constitute an endorsement by IEC of the trade name holder
or any of its products. Compliance to this document does not require use of the trade name MECHATROLINK™.
Use of the trade name MECHATROLINK™ requires permission of Yaskawa Electric Corporation a i
with conditions for their use (such as testing and validation). 'D(arEijPﬁents
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Figure 3 — Basic FSCP 19 system

5 General

5.1 External documents providing specifications for the profile

Additional documents providing more information are under preparation.

5.2 Safety functional requirements

This document specifies the services and protocols for a functional safety communication
system based on fieldbus CPF 19. The communication technologies specified in this document
shall only be implemented in devices designed in accordance with the requirements of
IEC 61508.

The following requirements shall apply to the development of devices that implement FSCP 19
protocols. The same requirements were used in the development of FSCP 19.

e The FSCP 19 protocols are designed to support Safety Integrity Level SIL 3 (refer to
IEC 61508).

e Implementations of FSCP 19 shall comply with IEC 61508.
e The basic requirements for the development of the FSCP 19 protocol are in IEC 61784-3.

e Environmental conditions shall comply with IEC 61131-2 for the basic levels and
IEC 61326-3-1, IEC 61326-3-2 for the safety margin tests, unless there are specific product
standards.

e Unless specified in this part, the CPF 19 requirements shall be unchanged for safety.
5.3 Safety measures
5.3.1 General

Safety measures used in the FSCP 19 are shown in Table 1.
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Table 1 — Communication errors and safety measures

Safety measures
Communication Sequence . . . Redundancy with
errors number Time expectation | Connection ID CRC cross checking
(See 5.3.2) (See 5.3.3) (See 5.3.4) (See 5.3.5) (See 5.3.6)
Corruption X X
Unintended
e X
repetition
Incorrect sequence X
Loss X X
Unacceptable delay X
Insertion X X
Masquerade X X X X
Addressing X
Repetition by
memory failures X
within non-safety
network products

5.3.2 Sequence number

To detect a network failure, a safety master and safety slaves shall have four types of sequence
number for each connection instance, as shown in Table 2.

Table 2 — Sequence number list

Sequence number Size Description

Included in SPDU

. Transmitted from safety master to safety slave
Master sequence number 16 bits
Checked by safety slave

Initial value is Ox 0001

Not included in SPDU
Extended master sequence number 32 bits Checked by safety slave
Initial value is 0x 0000 0000

Included in SPDU

. Transmitted from safety slave to safety master
Slave sequence number 16 bits
Checked by safety master

Initial value is 0x 0001

Not included in SPDU
Extended slave sequence number 32 bits Checked by safety master
Initial value is 0x 0000 0000

The master sequence number shall be incremented by 1 after the safety master transmits an
SPDU. The slave sequence number shall be incremented by 1 after the safety slave transmits
an SPDU. Each sequence number shall be incremented from an initial value 1, and this 16-bit

value shall rollover; the value after 216-1 is 1. Value 0 shall not be used.
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When the master sequence number rolls over from 216-1 to 1, the extended master sequence
number shall be incremented by 1. When the slave sequence number rolls over from 216-1 to 1,
the extended slave sequence number shall be incremented by 1. Each extended sequence
number shall be incremented from initial value 0, and this 32-bit value shall rollover; the value
after 232-1 is 0.

The safety master and the safety slave shall initialize these variables before establishing a
connection. The incrementing procedure of sequence number is shown in Figure 4.

Extended_Master_Sequence_Number | Master_Sequence_Number (1) Incremented after

(0x00000000 to OXFFFFFFFF) (0x0001 to OXFFFF) transmitting a
0x00000000 —» 0x0001 = S_SAFE_DATA

command.
0x00000000 0x0002

(3) Carry up when (2) Reset to 0x0001 when
Master_Sequence_Nu | 0x00000000 OXFFFF incremented from
mber reset to 0x0001. 4 OXFEFF.

5

N QP \
1
'

0x00000001 - - - -':OXOOO1 bz

0x00000001 0x0002

OXFFFFFFFF — OXFFFF <

(5) Reset to 0x00000000 when (4) Reset to 0x0000 when
incremented from OXFFFFFFFF. incremented from OXFFFF.

NOTE: The same procedure is executed in
Extended_Slave_Sequence_Number and Slave_Sequence_Number.

IEC
Figure 4 — Incrementing procedure of sequence number

Each sequence number shall be incremented and checked as described above in the
transmitting and receiving process for all commands except:

e sequence number in S_NOP command shall always be zero;

e sequence number in S_FAIL _SAFE command shall hold its last value prior to the state
transition of the SCL to the fail safe state.

5.3.3 Time expectation

Upon normal reception and then transmission a S_SAFE_DATA command, the SCL shall start
a watchdog timer and reset it upon normal reception of a subsequent S_SAFE_DATA command
as shown in Figure 5.
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Safety slave

the watchdog timer is
started. -9-1
S_SAFE_DATA
T_Watchdog When PDU is transmitted,
(watchdog timer) the watchdog timer is
started.
S_SAFE_DATA e
When PDU is received, T_Watchdog
the watchdog timer is ¥
stopped. A i
17 S_SAFE_DATA
T_Watchdog When PDU is received,
the watchdog timer is
--L- stopped.
S_SAFE_DATA B
T_Watchdog
Y]
T_Watchdog S_SAFE_DATA
If the watchdog timer is v
expired, the state of the r---
communication layer
transits to fail safe state. ! S_SAFE_DATA T_Watchdog
1@
Timeout

IEC

Figure 5 — Time expectation with watchdog timer

The expiration of this watchdog timer triggers an SCL transition to the fail safe state, and the
SCL shall indicate this event to the safety application. The value of T_Watchdog is configured
by the user with a configuration tool.

The transmitting timing of the S_SAFE_DATA command shall be synchronized between a safety
master and safety slaves and the relative time between them shall be fixed, as shown Figure 6.

Safety master

Transmission timing F— - -

(1)

Transmission timing F— -

(1)

S SAFE_DATA

S_SAFE_DATA

S SAFE_DATA

S_SAFE_DATA

Safety slave

The transmission timing (x1) and
(%2) shall be synchronized and the
relative time between (x1) and (x2)
shall be fixed.

Relative time (x3)

Transmission timing

(x2)

— This time shall be the same as (x3). |

Transmission timing

(x2)

IEC

Figure 6 — Synchronization of transmission timing
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In command other than S_SAFE_DATA, the safety master shall start a response timer upon the
transmission of an SPDU, and monitor the time until receiving the response from the safety
slave as shown in Figure 7.

Safety master Safety slave
When a PDU is transmitted,
the response timer is —-

1 S_CONNECT_START
started. = -
T_Response

(response timer)

S_CONNECT_START
When a PDU is received,
the response timer is . 1'_ _

stopped. 7

T_Response

S_CONNECT_CONF

If the response timer is
expired, the connection is
terminated.

S_CONNECT_CONE

Py
Timeout ‘k

IEC
Figure 7 — Time expectation with response timer

The safety master does not monitor S_NOP or S_FAIL_SAFE commands. The safety slave only
monitors S_SAFE_DATA commands.

The expiration of this response timer shall trigger the safety master SCL to terminate connection.
The value of T_Response is configured by the user with a configuration tool.

5.3.4 Connection ID
During connection negotiation, the safety master and safety slave exchange connections keys
from which the safety master generates a unique connection ID. This connection ID is

transmitted to the safety slave and is then used by both for connection authentication. Refer to
7.3.1.2 for details.

5.3.5 CRC calculation

A CRC value shall be calculated for each block in an SPDU with unique generator polynomials
used for each block. In the CRC calculation for Block 1, the polynomial of g4 (x) = 0x90022004

shall be used as shown in Formula (1).

g1(x):x32+x29+x18+x14+x3+1 (1)

In the CRC calculation for Block 2, the polynomial of g, (x) = 0x992C1A4C shall be used as
shown in Formula (2).

g, (x)=x32+x29 FxP AP P P xR P x0T x4+ (2)
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In the polynomials g4 (x) and g, (x), the minimum Hamming distance is 6 when the data size
(including CRC) is less than or equal to 4 092 bytes. If the data size is greater than 4 092 bytes,
the minimum Hamming distance is less than 6, and residual error rate shall be calculated.

CRC generator seed values are unique for each block as shown in Table 3.

Table 3 — CRC seed values

Block Seed
1 0x FFFF FFFF
2 0x FFFF FFFE

The CRC shall be calculated from the LSB, in the following order:

1) Command

2) Connection ID

3) Sequence number
4) State number

5) Data

5.3.6 Redundancy with cross checking
5.3.6.1 Redundant data generation

The redundant data shall be generated according to the following procedure with the
comparison checks shown in bold:

1) Load data in Block 1 for each channel;

2) Copy data from Block 1 to Block 2 for each channel;

3) Compare data in Block 1 with Block 2;

4) Calculate CRC 1 and CRC 2 values for Block 1 and Block 2 as described in 5.3.5;

5) For channel B, calculate CRC 3 with CRC 1 and CRC 2 and transfer CRC 1, CRC 2, and
CRC 3 from channel B to channel A;

6) For channel A, calculate CRC 3 with the CRC 1 and CRC 2 transferred from channel B;
compare the calculated CRC 3 in channel A with transferred CRC 3 from
channel B;

7) Compare CRC 1 and CRC 2 calculated in channel A with that of channel B;

8) Notify check result from channel A to channel B with its bit inversion data; check result
has 8 bits where 0x01 indicates the result is OK and 0x00 indicates the result is NG;

9) Verify check result notified from channel A; take NOT of the bit inversion data notified
from channel A and check whether it is the same as the check result notified from
channel A or not;

10) Complete generation process in channel B;

11) Notify check result from channel B to channel A with its bit inversion data; check result
has 8 bits where 0x01 indicates the result is OK and 0x00 indicates the result is NG;

12) Verify check result notified from channel B; take NOT of the bit inversion data notified
from channel B and check whether it is the same as the check result notified from
channel B or not;

13) Complete generation process in channel A.

If all comparison checks pass, the CRC 1 and CRC 2 are used as the CRCs in the transmission
SPDU. Documents
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The redundant data generation processing is shown in Figure 8.
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Figure 8 — Redundant data generation processing

5.3.6.2 Redundant data verification

Upon receipt, the redundant data shall be verified according to the following procedure with the
comparison checks shown in bold:

1) Verify Block 1 using CRC 1 and Block 2 using CRC 2;

2) Compare redundant data in Block 1 with that of Block 2;

3) For channel B, calculate CRC 3 with CRC 1 and CRC 2 and transfer CRC 1, CRC 2, and
CRC 3 from channel B to channel A, Documents
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4) For channel A, calculate CRC 3 with the CRC 1 and CRC 2 transferred from channel B;
compare the calculated CRC 3 in channel A with transferred CRC 3 from
channel B;

5) Compare CRC 1 and CRC 2 calculated in channel A with that of channel B;

6) Notify check result from channel A to channel B with its bit inversion data; check result
has 8 bits where 0x01 indicates the result is OK and 0x00 indicates the result is NG;

7) Verify check result notified from channel A; take NOT of the bit inversion data notified
from channel A and check whether it is the same as the check result notified from
channel A or not;

8) Complete verification process in channel B;

9) Notify check result from channel B to channel A with its bit inversion data; check result
has 8 bits where 0x01 indicates the result is OK and 0x00 indicates the result is NG;

10) Verify check result notified from channel B; take NOT of the bit inversion data notified
from channel B and check whether it is the same as the check result notified from
channel B or not;

11) Complete verification process in channel A.

If all verifications and comparison checks pass, the SPDU is verified as valid.

The redundant data verification process is shown in Figure 9.
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Figure 9 — Redundant data verification process

5.4

Safety communication layer structure

The FSCP 19 SCL is specified on top of the CPF 19 FAL, as shown in Figure 10.
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IEC

Figure 10 — SCL structure

The FSCP 19 SCL requires that the CPF 19 FAL is configured with a minimum user data size
of 32 bytes.

5.5 Relationships with FAL (and DLL, PhL)
5.5.1 General

There are no FAL requirements other than those stated in this document. FSCP 19 can be
implemented on the FAL of any CPF 19 profile.

5.5.2 Data types
For information about data types, see 7.1, IEC 61158-6-24, and IEC 61158-6-27.

6 Safety communication layer services

6.1 Service description
6.1.1 S_CONNECT_START

The safety master and the safety slave shall exchange their connection key for generating the
connection ID. The safety master shall generate a random number, and set it in an
S_CONNECT_START command SPDU as the master connection key. The safety master then
transmits to the safety slave, and the safety slave saves the master connection key and
transmits the generated random number as slave connection key. The data of
S_CONNECT_START command is shown in Table 4.
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Table 4 — S_CONNECT_START command data

byte Name Description

0 Master connection key (bit 0-7) The safety master sets generated random number.
The safety slave sets the value received from the
safety master.

1 Master connection key (bit 8-15) . . .
This value is used to generate the Connection_Id
in the safety master.

2 Slave node address (bit 0-7) The safety master sets the slave node address
registered in the configuration parameter.
The safety slave set its own node address.

3 Slave node address (bit 8-15

( ) This value is used to confirm conformity with the

node address in the safety slave.

4 Slave connection key (bit 0-7) Safety master: set 0.
Safety slave: set generated random number.

5 Slave connection key (bit 8-15) This value is used to generate the Connection_Id
in the safety master.

Table 5 and Table 6 show an example with SPDU size 16 bytes. In this example, the data is
fragmented into 2 SPDUs. The data is packed starting with the least significant byte and space
at the end shall be loaded with 0x00 (see bytes 10 and 11 in the example).

Table 5 — S_CONNECT_START command SPDU (1st SPDU)

Safety master SPDU Safety slave SPDU

byte (safety master — safety slave) (safety slave — safety master)

0 S_CONNECT_START = 0x01 S_CONNECT_START = 0x01

1 Reserved = 0x00 Reserved = 0x00

2 Connection ID (bit 0-7) = 0x00 Connection ID (bit 0-7) = 0x00

3 Connection ID (bit 8-15) = 0x00 Connection ID (bit 8-15) = 0x00

4 Master sequence number (bit 0-7) Slave sequence number (bit 0-7)

5 Master sequence number (bit 8-15) Slave sequence number (bit 8-15)

6 State number State number

7 Reserved = 0x00 Reserved = 0x00

8 Master connection key (bit 0-7) = random number | Master connection key (bit 0-7)

9 Master connection key (bit 8-15) = random number | Master connection key (bit 8-15)

10 Slave node address (bit 0-7) Slave node address (bit 0-7)

11 Slave node address (bit 8-15) Slave node address (bit 8-15)

12 CRC (bit 0-7) CRC (bit 0-7)

13 CRC (bit 8-15) CRC (bit 8-15)

14 CRC (bit 16-23) CRC (bit 16-23)

15 CRC (bit 24-31) CRC (bit 24-31)
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Table 6 — S_CONNECT_START command SPDU (2nd SPDU)

Safety master SPDU
byte
(safety master — safety slave)

Safety slave SPDU

(safety slave — safety master)

0 S_CONNECT_START = 0x01

S_CONNECT_START = 0x01

1 Reserved = 0x00 Reserved = 0x00

2 Connection ID (bit 0-7) = 0x00 Connection ID (bit 0-7) = 0x00

3 Connection ID (bit 8-15) = 0x00 Connection ID (bit 8-15) = 0x00
4 Master sequence number (bit 0-7) Slave sequence number (bit 0-7)

[6)]

Master sequence number (bit 8-15)

Slave sequence number (bit 8-15)

6 State number

State number

Reserved = 0x00

Reserved = 0x00

8 Slave connection key (bit 0-7) = 0x00

Slave connection key (bit 0-7) = random number

9 Slave connection key (bit 8-15) = 0x00

Slave connection key (bit 8-15) = random number

10 | 0x00 0x00
11 | 0x00 0x00
12 | CRC (bit 0-7) CRC (bit 0-7)

13 | CRC (bit 8-15)

CRC (bit 8-15)

14 CRC (bit 16-23)

CRC (bit 16-23)

15 CRC (bit 24-31)

CRC (bit 24-31)

6.1.2 S_CONNECT_CONF

The safety master shall notify the safety slave of the connection ID generated by the master
connection key and the slave connection key.

The safety master shall calculate the CRC for the exchanged master connection key and slave
connection key with S_CONNECT_START command SPDU, and send this CRC as the
connection ID to the safety slave with S_CONNECT_CONF command SPDU. The safety master
shall calculate the CRC from the LSB in the order of master connection key and slave
connection key using the CCITT-16 polynomial g3(x) shown in Formula (3). The initial value for

this calculation is OxFFFF.

g3(x):x16+x12+x5+x1 (3)

The safety slave, upon receipt of the S_CONNECT_CONF command, shall calculate the CRC
for its master connection key and slave connection key, and compare it with the connection ID
sent by S CONNECT_CONF command PDU. If the calculated CRC is same as the connection
ID, and the slave device information (vender ID, device code) received in the
S_CONNECT_CONF command is the same as its own information, the safety slave shall send
the safety slave SPDU to the safety master. If these values are not the same, the safety slave
shall send the S_DISCONNECT command to the safety master.

The data of the S_CONNECT_CONF command is shown in Table 7. If the SPDU length is too
short for the complete data set, the safety master shall fragment the data into SPDU size and
transmit the fragmented SPDUs.
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Table 7 — S_CONNECT_CONF command data

byte Name Description

0 Connection ID (bit 0-7) The safety master sets the Connection_Id.

The safety slave sets the Connection ID received
from the safety master.

1 Connection ID (bit 8-15) This value is used to authenticate the safety
connection in the safety master and the safety
slave.

2 Slave node address (bit 0-7) The safety master sets the slave node address
registered in the configuration parameter.

) The safety slave set its own node address.

3 Slave node address (bit8-15) This value is used to confirm the conformity with
the node address in the safety slave.

4 Slave vendor ID (bit 0-7) The safety master sets the slave vendor ID

- registered in the configuration parameter.
Slave vendor ID (bit 8-15) )
The safety slave sets the value received from the

6 Slave vendor ID (bit 16-23) safety master.

. This value is used to verify the slave information

7 Slave vendor ID (bit 24-31) in the safety slave.

8 Slave device code (bit 0-7) The safety master sets the slave device code
registered in the configuration parameter.

9 | slave device code (bit 8-15) g g param
The safety slave sets the value received from the

10 Slave device code (bit 16-23) safety master.

. . This value is used to verify the slave information

11 Slave device code (bit 24-31) in the safety slave.

An example where the SPDU size is 16 bytes and data is fragmented into 3 SPDUs is shown in
Table 8, Table 9, and Table 10.

Table 8 - S_CONNECT_CONF command SPDU (1st SPDU)

byte Safety master SPDU Safety slave SPDU
(safety master — safety slave) (safety slave — safety master)
0 S_CONNECT_CONF = 0x02 S_CONNECT_CONF = 0x02
1 Reserved = 0x00 Reserved = 0x00
2 Connection ID (bit 0-7) Connection ID (bit 0-7)
3 Connection ID (bit 8-15) Connection ID (bit 8-15)
4 Master sequence number (bit 0-7) Slave sequence number (bit 0-7)
5 Master sequence number (bit 8-15) Slave sequence number (bit 8-15)
6 State number State number
7 Reserved = 0x00 Reserved = 0x00
8 Connection ID (bit 0-7) Connection ID (bit 0-7)
9 Connection ID (bit 8-15) Connection ID (bit 8-15)
10 Slave node address (bit 0-7) Slave node address (bit 0-7)
11 Slave node address (bit 8-15) Slave node address (bit 8-15)
12 CRC (bit 0-7) CRC (bit 0-7)
13 CRC (bit 8-15) CRC (bit 8-15)
14 CRC (bit 16-23) CRC (bit 16-23)
15 CRC (bit 24-31) CRC (bit 24-31)
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Safety master SPDU

Safety slave SPDU

byte (safety master — safety slave) (safety slave — safety master)
0 S_CONNECT_CONF = 0x02 S_CONNECT_CONF = 0x02
1 Reserved = 0x00 Reserved = 0x00
2 Connection ID (bit 0-7) Connection ID (bit 0-7)
3 Connection ID (bit 8-15) Connection ID (bit 8-15)
4 Master sequence number (bit 0-7) Slave sequence number (bit 0-7)
5 Master sequence number (bit 8-15) Slave sequence number (bit 8-15)
6 State number State number
7 Reserved = 0x00 Reserved = 0x00
8 Slave vendor ID (bit 0-7) Slave vendor ID (bit 0-7)
9 Slave vendor ID (bit 8-15) Slave vendor ID (bit 8-15)
10 Slave vendor ID (bit 16-23) Slave vendor ID (bit 16-23)
11 Slave vendor ID (bit 24-31) Slave vendor ID (bit 24-31)
12 CRC (bit 0-7) CRC (bit 0-7)
13 CRC (bit 8-15) CRC (bit 8-15)
14 CRC (bit 16-23) CRC (bit 16-23)
15 CRC (bit 24-31) CRC (bit 24-31)
Table 10 - S_CONNECT_CONF command SPDU (3rd SPDU)
byte Safety master SPDU Safety slave SPDU
(safety master — safety slave) (safety slave — safety master)
0 S_CONNECT_CONF = 0x02 S_CONNECT_CONF = 0x02
1 Reserved = 0x00 Reserved = 0x00
2 Connection ID (bit 0-7) Connection ID (bit 0-7)
3 Connection ID (bit 8-15) Connection ID (bit 8-15)
4 Master sequence number (bit 0-7) Slave sequence number (bit 0-7)
5 Master sequence number (bit 8-15) Slave sequence number (bit 8-15)
6 State number State number
7 Reserved = 0x00 Reserved = 0x00
8 Slave device code (bit 0-7) Slave device code (bit 0-7)
9 Slave device code (bit 8-15) Slave device code (bit 8-15)
10 Slave device code (bit 16-23) Slave device code (bit 16-23)
11 Slave device code (bit 24-31) Slave device code (bit 24-31)
12 CRC (bit 0-7) CRC (bit 0-7)
13 CRC (bit 8-15) CRC (bit 8-15)
14 CRC (bit 16-23) CRC (bit 16-23)
15 CRC (bit 24-31) CRC (bit 24-31)
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6.1.3 S_PRM_SET
S_PRM_SET is used by the safety master to send the parameters to the safety slave. The data

of this command is shown in Table 11. If the SPDU length is too short for the complete data set,
the safety master shall fragment the data into SPDU size and transmit the fragmented SPDUs.

Table 11 — S_PRM_SET command data

byte Name Description

0 Communication parameter size (bit 0-7)
The safety master sets the size of communication

1 Communication parameter size (bit 8-15) parameter.

2 Reserved = 0x00 The safety slave sets the value received from the
safety master.

3 Reserved = 0x00

4 Watchdog time (bit 0-7)
The safety master sets the watchdog time

5 Watchdog time (bit 8-15) registered in the configuration parameter.

6 Watchdog time (bit 16-23) The safety slave sets the value received from the

safety master.

7 Watchdog time (bit 24-31)
8 Output user data length (bit 0-7) The safety master sets the output user data length
calculated in the following formula.
(output user data length) = {(output data length
registered in the configuration parameter) - (non-
9 Output user data length (bit 8-15) safety output user data length)} / 2 - 12
The safety slave sets the value received from the
safety master.
10 Input user data length (bit 0-7) The safety master sets the input user data length
calculated in the following formula.
(input user data length) = {(input data length
registered in the configuration parameter) - (non-
11 Input user data length (bit 8-15) safety input user data length)} / 2 - 12

The safety slave sets the value received from the
safety master.

Table 12, Table 13 and Table 14 show the example for which the SPDU size is 16 bytes. In this
example, the data is fragmented into 3 SPDUs. The data is packed starting with the least
significant byte and space at the end shall be loaded with 0x00 (see bytes 10 and 11 in the
example).
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Table 12 - S_PRM_SET command SPDU (1st SPDU)

byte Safety master SPDU Safety slave SPDU

(safety master — safety slave) (safety slave — safety master)

0 S_PRM_SET = 0x04 S_PRM_SET = 0x04

1 Reserved = 0x00 Reserved = 0x00

2 Connection ID (bit 0-7) Connection ID (bit 0-7)

3 Connection ID (bit 8-15) Connection ID (bit 8-15)

4 Master sequence number (bit 0-7) Slave sequence number (bit 0-7)

5 Master sequence number (bit 8-15) Slave sequence number (bit 8-15)

6 State number State number

7 Reserved = 0x00 Reserved = 0x00

8 Communication parameter size (bit 0-7) Communication parameter size (bit 0-7)

9 Communication parameter size (bit 8-15) Communication parameter size (bit 8-15)

10 Reserved = 0x00 Reserved = 0x00

11 Reserved = 0x00 Reserved = 0x00

12 CRC (bit 0-7) CRC (bit 0-7)

13 CRC (bit 8-15) CRC (bit 8-15)

14 CRC (bit 16-23) CRC (bit 16-23)

15 CRC (bit 24-31) CRC (bit 24-31)

Table 13 - S_PRM_SET command SPDU (2nd SPDU)
byte Safety master SPDU Safety slave SPDU

(safety master — safety slave) (safety slave — safety master)

0 S_PRM_SET = 0x04 S_PRM_SET = 0x04

1 Reserved = 0x00 Reserved = 0x00

2 Connection ID (bit 0-7) Connection ID (bit 0-7)

3 Connection ID (bit 8-15) Connection ID (bit 8-15)

4 Master sequence number (bit 0-7) Slave sequence number (bit 0-7)

5 Master sequence number (bit 8-15) Slave sequence number (bit 8-15)

6 State number State number

7 Reserved = 0x00 Reserved = 0x00

8 Watchdog time (bit 0-7) Watchdog time (bit 0-7)

9 Watchdog time (bit 8-15) Watchdog time (bit 8-15)

10 Watchdog time (bit 16-23) Watchdog time (bit 16-23)

11 Watchdog time (bit 24-31) Watchdog time (bit 24-31)

12 CRC (bit 0-7) CRC (bit 0-7)

13 CRC (bit 8-15) CRC (bit 8-15)

14 CRC (bit 16-23) CRC (bit 16-23)

15 CRC (bit 24-31) CRC (bit 24-31)

Documents

Document Sharing Hub

Full document details: IEC 61784-3-19 2024


http://avadocuments2026.com/doc/iec-61784-3-19-2024
http://avadocuments2026.com/doc/iec-61784-3-19-2024

IEC 61784-3-19:2024 © |IEC 2024

Table 14 - S_PRM_SET command SPDU (3rd SPDU)

Safety master SPDU Safety slave SPDU
byte (safety master — safety slave) (safety slave — safety master)
0 S_PRM_SET = 0x04 S_PRM_SET = 0x04
1 Reserved = 0x00 Reserved = 0x00
2 Connection ID (bit 0-7) Connection ID (bit 0-7)
3 Connection ID (bit 8-15) Connection ID (bit 8-15)
4 Master sequence number (bit 0-7) Slave sequence number (bit 0-7)
5 Master sequence number (bit 8-15) Slave sequence number (bit 8-15)
6 State number State number
7 Reserved = 0x00 Reserved = 0x00
8 Output user data length (bit 0-7) Output user data length (bit 0-7)
9 Output user data length (bit 8-15) Output user data length (bit 8-15)
10 Input user data length (bit 0-7) Input user data length (bit 0-7)
11 Input user data length (bit 8-15) Input user data length (bit 8-15)
12 CRC (bit 0-7) CRC (bit 0-7)
13 CRC (bit 8-15) CRC (bit 8-15)
14 CRC (bit 16-23) CRC (bit 16-23)
15 CRC (bit 24-31) CRC (bit 24-31)
6.1.4 S_PRM_APPLY

The S_PRM_APPLY command is used by the safety master to send the parameter CRC to the
safety slave and to cause the safety slave to apply the parameter.

The safety slave shall calculate the CRC for the received S_PRM_SET command and shall not
apply the parameter if the calculated CRC and the parameter CRC of this command are not the
same.

The data of this command is shown in Table 15. If the SPDU length is too short for the complete
data set, the safety master shall fragment the data into SPDU size and transmit the fragmented
SPDUEs.

Table 15 — S_PRM_APPLY command data

Description

0 Parameter CRC (bit 0-7) The polynomial of 0x90022004 and the seed of
) OxFFFFFFFF is used for CRC calculation, and
1 Parameter CRC (bit 8-15) calculated from LSB in the following order.

2 Parameter CRC (bit 16-23) (1) Watchdog time
(2) Output user data length

byte Name

(3) Input user data length

The safety master calculates the CRC with the
data used in the generation of S_PRM_SET

3 Parameter CRC (bit 24-31) command shown in Table 11

The safety slave calculates the CRC with the data
in S_PRM_SET command received from the safety

master shown in Table 11.
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Table 16 shows the example for which SPDU size is 16 bytes.

Table 16 — S_PRM_APPLY command SPDU

byte

Safety master SPDU

(safety master — safety slave)

Safety slave SPDU

(safety slave — safety master)

S_PRM_APPLY = 0x05

S_PRM_APPLY = 0x05

Reserved = 0x00

Reserved = 0x00

Connection ID (bit 0-7)

Connection ID (bit 0-7)

Connection ID (bit 8-15)

Connection ID (bit 8-15)

Master sequence number (bit 0-7)

Slave sequence number (bit 0-7)

Master sequence number (bit 8-15)

Slave sequence number (bit 8-15)

State number

State number

Reserved = 0x00

Reserved = 0x00

Parameter CRC (bit 0-7)

Parameter CRC (bit 0-7)

Parameter CRC (bit 8-15)

Parameter CRC (bit 8-15)

10

Parameter CRC (bit 16-23)

Parameter CRC (bit 16-23)

11

Parameter CRC (bit 24-31)

Parameter CRC (bit 24-31)

12

CRC (bit 0-7)

CRC (bit 0-7)

13

CRC (bit 8-15)

CRC (bit 8-15)

14

CRC (bit 16-23)

CRC (bit 16-23)

15

CRC (bit 24-31)

CRC (bit 24-31)

6.1.5

S_SAFE_DATA

The S_SAFE_DATA command is used by the safety master to send the safety output data to
the safety slave, and by the safety slave to send the safety input data to the safety master while
in the safety data sending/receiving state. Table 17 shows an example of the S_SAFE_DATA
Command SPDU.

The safety output data is the safety data that is sent from the safety master to the safety slave.
The safety input data is the safety data that is sent from the safety slave to the safety master.

Table 17 — S_SAFE_DATA command SPDU

byte

Safety master SPDU

(safety master — safety slave)

Safety slave SPDU

(safety slave — safety master)

S_SAFE_DATA = 0x06

S_SAFE_DATA = 0x06

Reserved = 0x00

Reserved = 0x00

Connection ID (bit 0-7)

Connection ID (bit 0-7)

Connection ID (bit 8-15)

Connection ID (bit 8-15)

Master sequence number (bit 0-7)

Slave sequence number (bit 0-7)

Master sequence number (bit 8-15)

Slave sequence number (bit 8-15)

State number

State number
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byte

Safety master SPDU

(safety master — safety slave)

Safety slave SPDU

(safety slave — safety master)

7 Reserved = 0x00

Reserved = 0x00

8 Safety output data 1

Safety input data 1

9 Safety output data 2

Safety input data 2

10 Safety output data 3

Safety input data 3

11 Safety output data 4

Safety input data 4

12 | CRC (bit 0-7)

CRC (bit 0-7)

13 | CRC (bit 8-15)

CRC (bit 8-15)

14 CRC (bit 16-23)

CRC (bit 16-23)

15 CRC (bit 24-31)

CRC (bit 24-31)

6.1.6 S_DISCONNECT

The S_DISCONNECT command is sent by the safety master or the safety slave in order to
disconnect the safety connection and reinitialize the connection parameters. A safety master
reinitializes the connection parameters in the safety salve by transmitting this command.

Table 18 shows an example for which the SPDU size is 16 bytes. Table 19 shows the list of
values used in the S_DISCONNECT Command SPDU.

Table 18 — S_DISCONNECT command SPDU

byte

Safety master SPDU

(safety master — safety slave)

Safety slave SPDU

(safety slave — safety master)

0 S_DISCONNECT (L) = 0x03

S_DISCONNECT (L) = 0x03

1 Reserved = 0x00

Reserved = 0x00

2 Connection ID (bit 0-7) = 0x00

Connection ID (bit 0-7) = 0x00

3 Connection ID (bit 8-15) = 0x00

Connection ID (bit 8-15) = 0x00

4 Master sequence number (bit 0-7) = 0x01

Slave sequence number (bit 0-7) = 0x01

5 Master sequence number (bit 8-15) = 0x00

Slave sequence number (bit 8-15) = 0x00

6 State number

State number

7 Reserved = 0x00

Reserved = 0x00

8 Factor (Refer to Table 19)

Factor (Refer to Table 19)

9 | ox00 0x00
10 | 0x00 0x00
11 | 0x00 0x00
12 | CRC (bit 0-7) CRC (bit 0-7)

13 | CRC (bit 8-15)

CRC (bit 8-15)

14 CRC (bit 16-23)

CRC (bit 16-23)

15 | CRC (bit 24-31)

CRC (bit 24-31)
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Table 19 — Factor in S_DISCONNECT command

Value Symbol Description
0x00 (Reserved) For future use.
0x01 Request received A DISCONNECT request was received from the application.
0x02 Ezg?:rﬁ received from S_DISCONNECT command was received from the safety master.
0x03-0x0F (Reserved) For future use
. The slave address in the S_CONNECT_START, S_CONNECT_CONF
0x10 Address mismatch ~ - - -
does not match the own address.
The master connection key in the S_CONNECT_START sent from a
0x11 Connection kev mismatch safety slave does not match the key which the safety master
y generated. This factor is stored only in the SPDU sent by a safety
slave.
The connection ID in the S_CONNECT_CONF sent from a safety
0x12 Connection ID mismatch slave does not match the ID which the safety master generated. This
factor is stored only in the SPDU sent by a safety slave.
Device information The device information (slave node address, slave vendor ID, slave
0x13 ) device code) in the S_PRM_SET does not match the own device
Mismatch information.
0x14 Parameter mismatch The safety parameter in the S_PRM_SET does not match the own
safety parameter.
0x15 Parameter CRC mismatch The parameter CRC in the S_PRM_APPLY does not match the
parameter CRC calculated by own.
0x16-0x1F (Reserved) For future use.
0x20 lllegal command The command of the received SPDU is illegal.
0x21 lllegal connection ID The connection ID of the received SPDU is illegal.
0x22 lllegal sequence number The sequence number of the received SPDU is illegal.
0x23 lllegal state The state of the received SPDU is illegal.
0x24 CRC error The CRC of the received SPDU does not match the calculation result.
0x25 Data mismatch The data of SPDU received other than CRC does not match between
the Block1 and the Block2.
0x26 Cross-check error The result of the cross-check is NG.
0x27 Response timer error A normal SPDU was not received within the response monitoring time.
0x28-0xFF (Reserved) For future use.

For the CRC calculation of this command, the initial value 0x0001 shall be used for the master
sequence number and the slave sequence number, and the initial value 0x00000000 shall be
used for the extended master sequence number and the extended slave sequence number.

6.1.7

S_FAIL_SAFE

Upon transition to the fail safe state, the safety master and the safety slave shall send the
S_FAIL_SAFE command. The safety master and the safety slave shall not execute any
processing for this command. The Connection ID, Master sequence number, Slave sequence
number and State number keep the value from just before the transition to the fail safe state.
Table 20 shows an example for an SPDU size of 16 bytes.
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Table 20 - S_FAIL_SAFE

37—

command SPDU

byte Safety master SPDU Safety slave SPDU
(safety master — safety slave) (safety slave — safety master)
0 S_FAIL_SAFE = 0x07 S_FAIL_SAFE = 0x07
1 Reserved = 0x00 Reserved = 0x00
2 Connection ID (bit 0-7) Connection ID (bit 0-7)
3 Connection ID (bit 8-15) Connection ID (bit 8-15)
4 Master sequence number (bit 0-7) Slave sequence number (bit 0-7)
5 Master sequence number (bit 8-15) Slave sequence number (bit 8-15)
6 State number State number
7 Reserved = 0x00 Reserved = 0x00
8 0x00 0x00
9 0x00 0x00
10 0x00 0x00
11 0x00 0x00
12 CRC (bit 0-7) CRC (bit 0-7)
13 CRC (bit 8-15) CRC (bit 8-15)
14 CRC (bit 16-23) CRC (bit 16-23)
15 CRC (bit 24-31) CRC (bit 24-31)
6.1.8 S_NOP

The safety master and the safety slave shall not process this command. Table 21 shows an

example for which SPDU size is 16 bytes.

Table 21 — S_NOP command SPDU

Full document details: IEC 61784-3-19 2024
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byte Safety master SPDU Safety slave SPDU
(safety master — safety slave) (safety slave — safety master)
0 S_NOP = 0x00 S_NOP = 0x00
1 Reserved = 0x00 Reserved = 0x00
2 Connection ID (bit 0-7) = 0x00 Connection ID (bit 0-7) = 0x00
3 Connection ID (bit 8-15) = 0x00 Connection ID (bit 8-15) = 0x00
4 Master sequence number (bit 0-7) = 0x00 Slave sequence number (bit 0-7) = 0x00
5 Master sequence number (bit 8-15) = 0x00 Slave sequence number (bit 8-15) = 0x00
6 State number State number
7 Reserved = 0x00 Reserved = 0x00
8 0x00 0x00
9 0x00 0x00
10 0x00 0x00
11 0x00 0x00
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byte Safety master SPDU Safety slave SPDU
(safety master — safety slave) (safety slave — safety master)
12 CRC (bit 0-7) CRC (bit 0-7)
13 CRC (bit 8-15) CRC (bit 8-15)
14 CRC (bit 16-23) CRC (bit 16-23)
15 CRC (bit 24-31) CRC (bit 24-31)

7 SCL protocol

71 SPDU format
711 SPDU structure

Figure 11 a) shows an example of the CP 19/4 PDU with the FSCP 19 SPDUs in the payload.
The length of the CP 19/4 PDU is fixed but the length of the non-safety data can be configured
as a percentage of the SPDU length. A value of zero percent is permitted.

Figure 11 b), ¢) shows the SPDU format. An SPDU consists of two blocks (Block 1 and Block
2) and the data for the two blocks shall be the same except for the CRC value. CRC generator
polynomials shall be unique among: Block 1, Block 2, and the CP 19/4 PDU (see 7.1.6 for a
description of CRC generator polynomials).

The SPDU size, in bytes, is configurable in increments of 8 bytes, in the range of 32 to 1488.
Therefore, each block size, in byte, is configurable in increment of 4 bytes, in the range of 16

to 744.
CP 19/4 frame Safety PDU Safety PDU detail
“““ © d(1b D
Preamble // Resered ((1 byytt:))
|_Start frame delimiter | ,/ CO(nznﬁc}ion) ID
/ ytes
8802-3 Header S Sequence number
4 Block 1 Seererte ey (1
4 tate number yte
Frame header , ,/ Reserved (1 byte)
j Data header #1 / a
Safety Data
Slave 1 J I\ on-safety data #1
data 4 ERCT <
Safety data t
safety PDU#1 | oo o0 L (4 bytes)
slave Command (1 byte) A
\ Reserved (1 byte)
5 zj Data header #2 \ Connection ID
ave \ (2 bytes)
data Non-Safety data #2 \\ Sequence number
(2 bytes)
Safety PDU #2 \\\ Block 2 State number (1 byte) > Copy of [a]
L \\ Reserved (1 byte)
| \
} | \\\ Safety Data?
Data header #n \
Slave n N CRC2 -
\
data Non-Safety data #n N (4 bytes)
b c
Safety PDU #n ®) ©
CRC32

(@)

IEC

a8 The size of the safety data is limited by the FAL. CP19/4 uses ISO/IEC/IEEE 8802-3 which limits the safety data
to 732 bytes.

Figure 11 — Safety PDU format
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The relation between the user data size to be accepted by the service access point of the FAL
and the maximum size of the safety user data in bytes is calculated by Formula (4).

user_data_length_accpeted_by FAL

max_safety _user_data_length = >

12 (4)

7.1.2 Connection ID

The connection ID is used for authentication by the safety master and the safety slave. When
establishing the safety connection, the safety master and the safety slave exchange each
other's connection key. The safety master generates the connection ID from the connection
keys, and confirms this ID is unique. After this confirmation, the safety master sends the
connection ID to the safety slave. Refer to 7.3.1.2 for details.

7.1.3 Sequence number

When an SPDU is sent, the safety master and the safety slave add a different sequence number
to the SPDU. Refer to 5.3.2 for details.

71.4 Command

Table 22 shows the list of commands and their respective command codes. Refer to 6.1 for

details.
Table 22 - List of commands
Code Command Description
0x0000 S_NOP No operation.

The safety master and the safety slaves perform no operation upon receipt of
this command.

0x0001 S_CONNECT_START | Request to start connection establishment.

The safety master sends the master connection key to the safety slave. And
the safety slave replies with the slave connection key to the safety master.
The safety master generates the connection ID from the master connection
key and the slave connection key.

0x0002 S_CONNECT_CONF Request to confirm connection establishment.

If the connection ID generated by the safety master is valid, the safety
master sends this command to the safety slave and establishes a
connection.

0x0003 S_DISCONNECT Request to disconnect connection.

Disconnect the established connection.

0x0004 S_PRM_SET Request to set parameters.

The safety master sends communication parameters and application
parameters to the safety slave.

0x0005 S_PRM_APPLY Request to apply parameters.

Apply parameters sent by S_PRM_SET command from the safety master to
the safety slave.

0x0006 S_SAFE_DATA Request to send safety data.

The safety master sends safety output data to the safety slave. And the
safety slave that receives it sends safety input data to the safety master.

0x0007 S_FAIL_SAFE Notification of the fail safe state.

This command is a notification that an SCL has transitioned to the fail safe
state. The safety master and the safety slaves perform no operation in
response to receiving this command.
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7.1.5 State number

This number indicates the current state of the SCL. In the fail safe state, the State Number
keeps the value from just before the transition to the fail safe state. See 7.2 for details of the
state number.

71.6 CRC

There is a 32-bit CRC for each block. Refer to 5.3.5 for details.

7.1.7 Redundant data

When transmitting an SPDU, the complete data set (except for the CRC) is duplicated for
redundancy. Each copy of the data is verified with a different CRC in the SPDU.

Refer to 5.3.6.1 and 5.3.6.2 for details.

7.2 Safety FAL service protocol machine
7.21 State transition of safety master
7.21.1 Safety communication layer

For the SCL in the safety master: the state transition diagram is shown in Figure 12, the states
are described in Table 23, and the state transition matrix is shown in Table 24.

Power on

Initializing

Configuring

Figure 12 — Safety master SCL - state transition diagram

Table 23 — Safety master SCL — state description

State Description
Initializing Initial processing is executing.
Configuring Configuration is executing.

After configuration is completed, the SCL transitions to Executing state.

Executing Connections between safety slaves can be established.

For safety connections: the state transition diagram is shown in Figure 13.
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Table 24 — Safety master SCL - state transition matrix

State

Transition

Condition

Action

Destination
state

Initializing

T1

Initializing completed.

&&

Configuration request received.

Initialize the variables related
to the connection.

Configuring

Initializing

T2

Initializing completed.
&&

Configuration request NOT
received.

Initialize the variables related
to the connection.

Executing

Configuring

T3

Configuration completed.

Executing

Executing

T4

Configuration started.
&&

All modules are in Idle state.

Configuring

Executing

T5

Configuration started.
&&

Some modules are NOT in Idle
state.

Executing

7.2.1.2

Safety connection

For the safety connection in the safety master: the state transition diagram is shown in Figure 13,
the states are described in Table 25, and the state transition matrix is shown in Table 26.
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T1,T3-TS

Idle

T7,7T8, T11-T16

T2

T6,T9
Connection key
recognizing
T18, T19,
T10 T21, T23-T26
T17,T20 \
Connection
establishing
T28, T29, T31-T33,
T35-T37
T27, T30
T TR
T38, T41 \ ’
Parameter applying
T49, T50
T45 ) ’
T48, T51 A 52136
Safety data sending/
receiving
T57 T59
T58, T60 y

Fail safe

IEC

Figure 13 — Safety master safety connection - state transition diagram
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Table 25 — Safety master safety connection — state description

State

Description

Idle

In this state, safety communication is not executed and there are no safety

connections.

A connection instance is waiting for the request to start/restart safety

communication from user.

Gate to protect unintended automatic recovery and to ensure the safe "start" in the
case of normal operation or initial setting completion, or "restart" after the fault

detection and/or removal of fault(s) checked by the user.

Connection key
recognizing

Connection instance exchanges the connection key with the safety slave.

Connection establishing

Connection instance establishes the connection with the safety slave.

Parameter setting

Connection instance sets the slave parameter to the safety slave.

Parameter applying

Connection instance requests application of the slave parameter to the safety slave.

Safety data
sending/receiving

Connection instance sends and receives the safety data with the safety slave.

Fail safe

Connection instance sends the S_FAIL_SAFE command.

The S_DISCONNECT command from the safety slave or user intervention shall be

done to transit to Idle state.

NOTE The safety master has these state for each connection with safety slaves individually.

Table 26 — Safety master safety connection - state transition matrix

State Transition Condition Action Destination
state
Idle T1 Reset request received. Initialize the variables related Idle
to the connection.
Idle T2 Start safety communication Initialize the variables related Connection
request received. to the connection. key
Send S_CONNECT START | 'ece9niing
command.
Start response timer.
Idle T3 Stop safety communication Send S_DISCONNECT Idle
request received. command.
Start response timer.
Idle T4 S_DISCONNECT command Initialize the variables related Idle
received. to the connection.
Stop response timer.
Idle T5 Response timer expired. Send S_DISCONNECT Idle
command.
Start response timer.
Connection T6 Reset request received. Initialize the variables related Idle
key to the connection.
recognizing
Connection T7 Stop safety communication Send S_DISCONNECT Connection
key request received. command. key
recognizin recognizin
9 9 Start response timer. 9 9
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State Transition Condition Action Destination
state
Connection T8 lllegal SPDU received. Notify error to application. Connection
key ) key
recognizing lllegal connection ID. recognizing
lllegal sequence number.
lllegal CRC.
lllegal command.
lllegal data.
Connection T9 S_DISCONNECT command Initialize the variables related Idle
key received. to the connection.
recognizing )
Stop response timer.
Connection T10 S_CONNECT_START command [Send S_CONNECT_CONF Connection
key received. command. establishing
recognizing )
&& Start response timer.
Generated connection ID is NOT
used.
Connection T11 S_CONNECT_START command | Send S_CONNECT_START Connection
key received. command. key
recognizing ) recognizing
&& Start response timer.
Generated connection ID is
already used.
Connection T12 S_CONECT_CONF command Notify error to application. Connection
key received. key
recognizing recognizing
Connection T13 S_PRM_SET command Notify error to application. Connection
key received. key
recognizing recognizing
Connection T14 S_PRM_APPLY command Notify error to application. Connection
key received. key
recognizing recognizing
Connection T15 S_SAFE_DATA command Notify error to application. Connection
key received. key
recognizing recognizing
Connection T16 Response timer expired. Send S_DISCONNECT Connection
key command. key
recognizing ) recognizing
Start response timer.
Connection T17 Reset request received. Initialize the variables related Idle
establishing to the connection.
Connection T18 Stop safety communication Send S_DISCONNECT Connection
establishing request received. command. establishing
Start response timer.
Connection T19 lllegal SPDU received. Notify error to application. Connection
establishing ) establishing
lllegal connection ID.
Illegal sequence number.
lllegal CRC.
lllegal command.
lllegal data.
Connection T20 S_DISCONNECT command Initialize the variables related Idle
establishing received. to the connection.
Stop response timer.
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State Transition Condition Action Destination
state
Connection T21 S_CONNECT_START command | Notify error to application. Connection
establishing received. establishing
Connection T22 S_CONECT_CONF command Send S_PRM_SET command. Parameter
establishing received. . setting
Start response timer.
Connection T23 S_PRM_SET command Notify error to application. Connection
establishing received. establishing
Connection T24 S_PRM_APPLY command Notify error to application. Connection
establishing received. establishing
Connection T25 S_SAFE_DATA command Notify error to application. Connection
establishing received. establishing
Connection T26 Response timer expired. Send S_DISCONNECT Connection
establishing command. establishing
Start response timer.
Parameter T27 Reset request received. Initialize the variables related Idle
setting to the connection.
Parameter T28 Stop safety communication Send S_DISCONNECT Parameter
setting request received. command. setting
Start response timer.
Parameter T29 lllegal SPDU received. Notify error to application. Parameter
setting ) setting
Illegal connection ID.
lllegal sequence number.
lllegal CRC.
lllegal command.
lllegal data.
Parameter T30 S_DISCONNECT command Initialize the variables related Idle
setting received. to the connection.
Stop response timer.
Parameter T31 S_CONNECT_START command | Notify error to application. Parameter
setting received. setting
Parameter T32 S_CONECT_CONF command Notify error to application. Parameter
setting received. setting
Parameter T33 S_PRM_SET command Send S_PRM_SET command. Parameter
setting received. ) setting
Start response timer.
&&
All parameter data has NOT
been transmitted.
Parameter T34 S_PRM_SET command Send S_PRM_APPLY Parameter
setting received. command. applying
&& Start response timer.
All parameter data has been
transmitted.
Parameter T35 S_PRM_APPLY command Notify error to application. Parameter
setting received. setting
Parameter T36 S_SAFE_DATA command Notify error to application. Parameter
setting received. setting
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State Transition Condition Action Destination
state

Parameter T37 Response timer expired. Send S_DISCONNECT Parameter

setting command. setting
Start response timer.

Parameter T38 Reset request received. Initialize the variables related Idle
applying to the connection.

Parameter T39 Stop safety communication Send S_DISCONNECT Parameter
applying request received. command. applying

Start response timer.

Parameter T40 Illegal SPDU received. Notify error to application. Parameter
lyi lyi
appiying lllegal connection ID. applying
lllegal sequence number.

lllegal CRC.
lllegal command.
lllegal data.

Parameter T41 S_DISCONNECT command Initialize the variables related Idle

applying received. to the connection.
Stop response timer.

Parameter T42 S_CONNECT_START command [ Notify error to application. Parameter
applying received. applying
Parameter T43 S_CONECT_CONF command Notify error to application. Parameter
applying received. applying
Parameter T44 S_PRM_SET command Notify error to application. Parameter
applying received. applying
Parameter T45 S_PRM_APPLY command Send S_SAFE_DATA Safety data

applying received. command. )
sending/
Start watchdog timer. .
receiving

Parameter T46 S_SAFE_DATA command Notify error to application. Parameter
applying received. applying
Parameter T47 Response timer expired. Send S_DISCONNECT Parameter
applying command. applying

Start response timer.
Safety data T48 Reset request received. Initialize the variables related Idle
) to the connection.
sending/
receiving
Safety data T49 Stop safety communication Stop watchdog timer. Safety data
. request received. .
sending/ Send S_DISCONNECT sending/
. command. o
receiving receiving
Start response timer.

Safety data T50 lllegal SPDU received. Notify error to application. Safety data
sending/ Illegal connection ID. sending/
receiving lllegal sequence number. receiving

lllegal CRC.
lllegal command.
lllegal data.
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