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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
INDUSTRIAL COMMUNICATION NETWORKS –  

PROFILES –  
 

Part 3-6: Functional safety fieldbuses –  
Additional specifications for CPF 6 

 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

International Standard IEC 61784-3-6 has been prepared by subcommittee 65C: Industrial 
networks, of IEC technical committee 65: Industrial process measurement, control and 
automation. 

This second edition cancels and replaces the first edition published in 2007. This edition 
constitutes a technical revision. The main changes with respect to the previous edition are 
listed below:  

 updates in relation with changes in IEC 61784-3. 
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This bilingual version published in 2011-12, corresponds to the English version published in 
2010-06. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

65C/591A/FDIS 65C/603/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

The French version of this standard has not been voted upon. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of the IEC 61784-3 series, published under the general title Industrial 
communication networks – Profiles – Functional safety fieldbuses, can be found on the IEC 
website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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0 Introduction 

0.1 General 

The IEC 61158 fieldbus standard together with its companion standards IEC 61784-1 and 
IEC 61784-2 defines a set of communication protocols that enable distributed control of 
automation applications. Fieldbus technology is now considered well accepted and well 
proven. Thus many fieldbus enhancements are emerging, addressing not yet standardized 
areas such as real time, safety-related and security-related applications. 

This standard explains the relevant principles for functional safety communications with 
reference to IEC 61508 series and specifies several safety communication layers (profiles and 
corresponding protocols) based on the communication profiles and protocol layers of 
IEC 61784-1, IEC 61784-2 and the IEC 61158 series. It does not cover electrical safety and 
intrinsic safety aspects. 

Figure 1 shows the relationships between this standard and relevant safety and fieldbus 
standards in a machinery environment. 

IEC 61000-1-2
Methodology EMC & FS

IEC 61000-1-2
Methodology EMC & FS

Design of safety-related electrical, electronic and program-
mable electronic control systems (SRECS) for machinery

ISO 12100-1  and ISO 14121
Safety of machinery – Principles for

design and risk assessment

ISO 12100-1  and ISO 14121
Safety of machinery – Principles for

design and risk assessment

SIL based PL based

Design objective
Applicable standards

IEC 60204-1
Safety of electrical

equipment

IEC 60204-1
Safety of electrical

equipment

IEC 62061
Functional safety

for machinery
(SRECS) 

(including EMC for
industrial environment)

IEC 62061
Functional safety

for machinery
(SRECS) 

(including EMC for
industrial environment)

ISO 13849-1, -2
Safety-related parts

of machinery
(SRPCS)

Non-electrical

Electrical

ISO 13849-1, -2
Safety-related parts

of machinery
(SRPCS)

Non-electrical

Electrical

IEC 61508 series
Functional safety (FS)

(basic standard)

IEC 61508 series
Functional safety (FS)

(basic standard)

IEC 61158 series /
IEC 61784-1, -2
Fieldbus for use in  

industrial control systems

IEC 61158 series /
IEC 61784-1, -2
Fieldbus for use in  

industrial control systems

IEC 61784-3
Functional safety 
communication 

profiles

IEC 61784-3
Functional safety 
communication 

profiles

IEC 61784-4
Security

(profile-specific)

IEC 61784-4
Security

(profile-specific)

IEC 61784-5
Installation guide
(profile-specific)

IEC 61784-5
Installation guide
(profile-specific)

IEC 61918
Installation guide
(common part) 

IEC 61918
Installation guide
(common part) 

IEC 61326-3-1
Test EMC & FS

IEC 61326-3-1
Test EMC & FS

IEC 62443
Security 

(common part)

IEC 62443
Security 

(common part)

US: NFPA 79
(2006)

US: NFPA 79
(2006)

IEC 61496
Safety f. e.g. 
light curtains

IEC 61496
Safety f. e.g. 
light curtains

IEC 61800-5-2
Safety functions

for drives

IEC 61800-5-2
Safety functions

for drives

Product standards

IEC 61131-6
Safety for PLC

(under consideration)

IEC 61131-6
Safety for PLC

(under consideration)

ISO 10218-1
Safety requirements

for robots

ISO 10218-1
Safety requirements

for robots

Key
(yellow) safety-related standards
(blue) fieldbus-related standards
(dashed yellow) this standard

 

NOTE Subclauses 6.7.6.4 (high complexity) and 6.7.8.1.6 (low complexity) of IEC 62061 specify the relationship 
between PL (Category) and SIL. 

Figure 1 – Relationships of IEC 61784-3 with other standards (machinery) 
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Figure 2 shows the relationships between this standard and relevant safety and fieldbus 
standards in a process environment. 
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systems for the 
process industry sector

IEC 61511 seriesb)
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(basic standard)
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(Figure 1)
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  a For specified electromagnetic environments; otherwise IEC 61326-3-1. 

  b EN ratified. 

Figure 2 – Relationships of IEC 61784-3 with other standards (process) 

Safety communication layers which are implemented as parts of safety-related systems 
according to IEC 61508 series provide the necessary confidence in the transportation of 
messages (information) between two or more participants on a fieldbus in a safety-related 
system, or sufficient confidence of safe behaviour in the event of fieldbus errors or failures. 

Safety communication layers specified in this standard do this in such a way that a fieldbus 
can be used for applications requiring functional safety up to the Safety Integrity Level (SIL) 
specified by its corresponding functional safety communication profile. 

The resulting SIL claim of a system depends on the implementation of the selected functional 
safety communication profile within this system – implementation of a functional safety 
communication profile in a standard device is not sufficient to qualify it as a safety device. 
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This standard describes: 

 basic principles for implementing the requirements of IEC 61508 series for safety-
related data communications, including possible transmission faults, remedial 
measures and considerations affecting data integrity; 

 individual description of functional safety profiles for several communication profile 
families in IEC 61784-1 and IEC 61784-2; 

 safety layer extensions to the communication service and protocols sections of the 
IEC 61158 series. 

 

0.2 Patent declaration 

The International Electrotechnical Commission (IEC) draws attention to the fact that it is 
claimed that compliance with this document may involve the use of patents concerning the 
functional safety communication profiles for family 6 as follows, where the [xx] notation 
indicates the holder of the patent right: 

DE 103 25 263 A1 [PxC] Sicherstellung von maximalen Reaktionszeiten in 
komplexen oder verteilten sicheren und/oder nicht 
sicheren Systemen 

DE 103 18 068 A1 [PxC] Verfahren und Vorrichtung zum Paket-orientierten 
Übertragen sicherheitsrelevanter Daten 

IEC takes no position concerning the evidence, validity and scope of these patent rights. 

The holders of these patents rights have assured the IEC that they are willing to negotiate 
licences under reasonable and non-discriminatory terms and conditions with applicants 
throughout the world. In this respect, the statement of the holders of these patent rights are 
registered with IEC. 

Information may be obtained from: 

[PxC] Phoenix Contact GmbH & Co. KG  
Intellectual Property Licenses & Standards  
Flachsmarktstr. 8  
D-32825 Blomberg,  
GERMANY 

Attention is drawn to the possibility that some of the elements of this document may be the 
subject of patent rights other than those identified above. IEC shall not be held responsible for 
identifying any or all such patent rights. 
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INDUSTRIAL COMMUNICATION NETWORKS –  
PROFILES –  

 
Part 3-6: Functional safety fieldbuses –  

Additional specifications for CPF 6 
 
 
 

1 Scope 

This part of the IEC 61784-3 series specifies a safety communication layer (services and 
protocol) based on CPF 6 of IEC 61784-1, IEC 61784-2 and IEC 61158 Type 8. It identifies 
the principles for functional safety communications defined in IEC 61784-3 that are relevant 
for this safety communication layer. 

NOTE 1 It does not cover electrical safety and intrinsic safety aspects. Electrical safety relates to hazards such 
as electrical shock. Intrinsic safety relates to hazards associated with potentially explosive atmospheres. 

This part1 defines mechanisms for the transmission of safety-relevant messages among 
participants within a distributed network using fieldbus technology in accordance with the 
requirements of IEC 61508 series2 for functional safety. These mechanisms may be used in 
various industrial applications such as process control, manufacturing automation and 
machinery. 

This part provides guidelines for both developers and assessors of compliant devices and 
systems. 

NOTE 2 The resulting SIL claim of a system depends on the implementation of the selected functional safety 
communication profile within this system – implementation of a functional safety communication profile according to 
this part in a standard device is not sufficient to qualify it as a safety device. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60204-1, Safety of machinery – Electrical equipment of machines – Part 1: General 
requirements 

IEC 61131-3, Programmable controllers – Part 3: Programming languages 

IEC 61158 (all parts), Industrial communication networks – Fieldbus specifications 

IEC 61158-2, Industrial communication networks – Fieldbus specifications – Part 2: Physical 
layer specification and service definition 

IEC 61158-3-8, Industrial communication networks – Fieldbus specifications – Part 3-8: Data-
link layer service definition – Type 8 elements 

IEC 61158-4-8, Industrial communication networks – Fieldbus specifications – Part 4-8: Data-
link layer protocol specification – Type 8 elements 

————————— 
1  In the following pages of this standard, “this part” will be used for “this part of the IEC 61784-3 series”. 

2  In the following pages of this standard, “IEC 61508” will be used for “IEC 61508 series”. 
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IEC 61158-5-8:2007, Industrial communication networks – Fieldbus specifications – Part 5-8: 
Application layer service definition – Type 8 elements 

IEC 61158-6-8, Industrial communication networks – Fieldbus specifications – Part 6-8: 
Application layer protocol specification – Type 8 elements 

IEC 61508 (all parts), Functional safety of electrical/electronic/programmable electronic 
safety-related systems 

IEC 61511 (all parts), Functional safety – Safety instrumented systems for the process 
industry sector 

IEC 61784-1, Industrial communication networks – Profiles – Part 1: Fieldbus profiles 

IEC 61784-2, Industrial communication networks – Profiles – Part 2: Additional fieldbus 
profiles for real-time networks based on ISO/IEC 8802-3 

IEC 61784-3:20103, Industrial communication networks – Profiles – Part 3: Functional safety 
fieldbuses – General rules and profile definitions 

IEC 61784-5-6, Industrial communication networks – Profiles – Part 5: Installation of 
fieldbuses – Installation profiles for CPF 6 

IEC 61918, Industrial communication networks – Installation of communication networks in 
industrial premises 

IEC 62061, Safety of machinery – Functional safety of safety-related electrical, electronic and 
programmable electronic control systems 

ISO 12100-1, Safety of machinery – Basic concepts, general principles for design – Part 1: 
Basic terminology, methodology 

ISO 13849-1, Safety of machinery – Safety-related parts of control systems – Part 1: General 
principles for design 

3 Terms, definitions, symbols, abbreviated terms and conventions 

3.1 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1.1 Common terms and definitions 

3.1.1.1  
availability 
probability for an automated system that for a given period of time there are no unsatisfactory 
system conditions such as loss of production 

3.1.1.2  
communication system 
arrangement of hardware, software and propagation media to allow the transfer of messages 
(ISO/IEC 7498 application layer) from one application to another 

————————— 
3  In preparation. 
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3.1.1.3  
connection 
logical binding between two application objects within the same or different devices 

3.1.1.4  
Cyclic Redundancy Check (CRC) 
<value> redundant data derived from, and stored or transmitted together with, a block of data 
in order to detect data corruption 

<method> procedure used to calculate the redundant data 

NOTE 1 Terms “CRC code” and "CRC signature", and labels  such as CRC1, CRC2, may also be used in this 
standard to refer to the redundant data. 

NOTE 2 See also [32], [33] 4. 

3.1.1.5  
error 
discrepancy between a computed, observed or measured value or condition and the true, 
specified or theoretically correct value or condition 

[IEC 61508-4:20105], [IEC 61158] 

NOTE 1 Errors may be due to design mistakes within hardware/software and/or corrupted information due to 
electromagnetic interference and/or other effects. 

NOTE 2 Errors do not necessarily result in a failure or a fault. 

3.1.1.6  
failure 
termination of the ability of a functional unit to perform a required function or operation of a 
functional unit in any way other than as required 

NOTE 1 The definition in IEC 61508-4 is the same, with additional notes. 

[IEC 61508-4:2010, modified], [ISO/IEC 2382-14.01.11, modified] 

NOTE 2 Failure may be due to an error (for example, problem with hardware/software design or message 
disruption)  

3.1.1.7  
fault 
abnormal condition that may cause a reduction in, or loss of, the capability of a functional unit 
to perform a required function 

NOTE IEV 191-05-01 defines “fault” as a state characterized by the inability to perform a required function, 
excluding the inability during preventive maintenance or other planned actions, or due to lack of external 
resources. 

[IEC 61508-4:2010, modified], [ISO/IEC 2382-14.01.10, modified] 

3.1.1.8  
fieldbus 
communication system based on serial data transfer and used in industrial automation or 
process control applications 

3.1.1.9  
fieldbus system 
system using a fieldbus with connected devices 

————————— 
4  Figures in square brackets refer to the bibliography. 

5  To be published. 
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3.1.1.10  
frame 
denigrated synonym for DLPDU 

3.1.1.11  
Frame Check Sequence (FCS) 
redundant data derived from a block of data within a DLPDU (frame), using a hash function, 
and stored or transmitted together with the block of data, in order to detect data corruption 

NOTE 1 An FCS can be derived using for example a CRC or other hash function. 

NOTE 2 See also [32], [33]. 

3.1.1.12  
hash function 
(mathematical) function that maps values from a (possibly very) large set of values into a 
(usually) smaller range of values 

NOTE 1 Hash functions can be used to detect data corruption. 

NOTE 2 Common hash functions include parity, checksum or CRC. 

[IEC/TR 62210, modified] 

3.1.1.13  
hazard 
state or set of conditions of a system that, together with other related conditions will inevitably 
lead to harm to persons, property or environment 

3.1.1.14  
master 
active communication entity able to initiate and schedule communication activities by other 
stations which may be masters or slaves 

3.1.1.15  
message 
ordered series of octets intended to convey information  
[ISO/IEC 2382-16.02.01, modified] 

3.1.1.16  
performance level (PL) 
discrete level used to specify the ability of safety-related parts of control systems to perform a 
safety function under foreseeable conditions  
[ISO 13849-1] 

3.1.1.17  
protective extra-low-voltage (PELV) 
electrical circuit in which the voltage cannot exceed a.c. 30 V r.m.s., 42,4 V peak or d.c. 60 V 
in normal and single-fault condition, except earth faults in other circuits 

NOTE A PELV circuit is similar to an SELV circuit that is connected to protective earth. 

[IEC 61131-2] 

3.1.1.18  
redundancy 
existence of means, in addition to the means which would be sufficient for a functional unit to 
perform a required function or for data to represent information 

NOTE The definition in IEC 61508-4 is the same, with additional example and notes. 

[IEC 61508-4:2010, modified], [ISO/IEC 2382-14.01.12, modified] 
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3.1.1.19  
relative time stamp 
time stamp referenced to the local clock of an entity 

NOTE In general, there is no relationship to clocks of other entities. 

[IEC 62280-2, modified] 

3.1.1.20  
reliability 
probability that an automated system can perform a required function under given conditions 
for a given time interval (t1,t2) 

NOTE 1 It is generally assumed that the automated system is in a state to perform this required function at the 
beginning of the time interval. 

NOTE 2 The term "reliability" is also used to denote the reliability performance quantified by this probability. 

NOTE 3 Within the MTBF or MTTF period of time, the probability that an automated system will perform a 
required function under given conditions is decreasing. 

NOTE 4 Reliability differs from availability. 

[IEC 62059-11, modified] 

3.1.1.21  
risk 
combination of the probability of occurrence of harm and the severity of that harm 

NOTE For more discussion on this concept see Annex A of IEC 61508-5:20106. 

[IEC 61508-4:2010], [ISO/IEC Guide 51:1999, definition 3.2] 

3.1.1.22  
safety communication layer (SCL) 
communication layer that includes all the necessary measures to ensure safe transmission of 
data in accordance with the requirements of IEC 61508 

3.1.1.23  
safety connection 
connection that utilizes the safety protocol for communications transactions 

3.1.1.24  
safety data 
data transmitted across a safety network using a safety protocol 

NOTE The Safety Communication Layer does not ensure safety of the data itself, only that the data is transmitted 
safely. 

3.1.1.25  
safety device 
device designed in accordance with IEC 61508 and which implements the functional safety 
communication profile 

————————— 
6  To be published. 
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3.1.1.26  
safety extra-low-voltage (SELV) 
electrical circuit in which the voltage cannot exceed a.c. 30 V r.m.s., 42,4 V peak or d.c. 60 V  
in normal and single-fault condition, including earth faults in other circuits 

NOTE An SELV circuit is not connected to protective earth. 

[IEC 61131-2] 

3.1.1.27  
safety function 
function to be implemented by an E/E/PE safety-related system or other risk reduction 
measures, that is intended to achieve or maintain a safe state for the EUC, in respect of a 
specific hazardous event 

NOTE The definition in IEC 61508-4 is the same, with an additional example and reference. 

[IEC 61508-4:2010, modified] 

3.1.1.28  
safety function response time 
worst case elapsed time following an actuation of a safety sensor connected to a fieldbus, 
before the corresponding safe state of its safety actuator(s) is achieved in the presence of 
errors or failures in the safety function channel 

NOTE This concept is introduced in IEC 61784-3:20107, 5.2.4 and addressed by the functional safety 
communication profiles defined in this part. 

3.1.1.29  
safety integrity level (SIL) 
discrete level (one out of a possible four), corresponding to a range of safety integrity values, 
where safety integrity level 4 has the highest level of safety integrity and safety integrity level 
1 has the lowest 

NOTE 1 The target failure measures (see IEC 61508-4:2010, 3.5.17) for the four safety integrity levels are 
specified in Tables 2 and 3 of IEC 61508-1:20108. 

NOTE 2 Safety integrity levels are used for specifying the safety integrity requirements of the safety functions to 
be allocated to the E/E/PE safety-related systems. 

NOTE 3 A safety integrity level (SIL) is not a property of a system, subsystem, element or component. The correct 
interpretation of the phrase “SILn safety-related system” (where n is 1, 2, 3 or 4) is that the system is potentially 
capable of supporting safety functions with a safety integrity level up to n. 

[IEC 61508-4:2010] 

3.1.1.30  
safety measure 
<this standard> measure to control possible communication errors that is designed and 
implemented in compliance with the requirements of IEC 61508 

NOTE 1 In practice, several safety measures are combined to achieve the required safety integrity level. 

NOTE 2 Communication errors and related safety measures are detailed in IEC 61784-3:2010, 5.3 and 5.4. 

3.1.1.31  
safety-related application 
programs designed in accordance with IEC 61508 to meet the SIL requirements of the 
application 

————————— 
7  In preparation. 

8  To be published. 
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3.1.1.32  
safety-related system 
system performing safety functions according to IEC 61508 

3.1.1.33  
SIL claim limit (SIL CL) 
maximum SIL that can be claimed for a safety-related system in relation to architectural 
constraints and systematic safety integrity 

[IEC 62061, modified] 

3.1.1.34  
slave 
passive communication entity able to receive messages and send them in response to 
another communication entity which may be a master or a slave 

3.1.1.35  
time stamp 
time information included in a message 

3.1.2 CPF 6: Additional terms and definitions 

3.1.2.1  
cycle 
interval at which an activity is repetitively and continuously executed 

3.1.2.2  
parameterized shutdown time 
safety function response time (worst-case response time for each safety function) without t1 
and t2 

NOTE See IEC 61784-3:2010, 5.2.4, Figure 4. 

3.1.2.3  
safety PDU 
synonym for safety-related DLPDU 

3.1.2.4  
safety (input/output) data 
data that is input or output safely at the external interfaces (terminal blocks) of the function 
blocks 

3.2 Symbols and abbreviated terms 

3.2.1 Common symbols and abbreviated terms 

CP Communication Profile  [IEC 61784-1] 

CPF Communication Profile Family [IEC 61784-1] 

CRC Cyclic Redundancy Check   

DLL Data Link Layer [ISO/IEC 7498-1] 

DLPDU Data Link Protocol Data Unit  

EMC Electromagnetic Compatibility  

EMI Electromagnetic Interference  

EUC Equipment Under Control [IEC 61508-4:2010] 

E/E/PE Electrical/Electronic/Programmable Electronic [IEC 61508-4:2010] 

FAL Fieldbus Application Layer [IEC 61158-5] 

FCS Frame Check Sequence  
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FS Functional Safety  

FSCP Functional Safety Communication Profile  

MTBF Mean Time Between Failures  

MTTF Mean Time To Failure  

PDU Protocol Data Unit [ISO/IEC 7498-1] 

PELV Protective Extra Low Voltage  

PES Programmable Electronic System [IEC 61508-4:2010] 

PFH Average frequency of dangerous failure [h-1] per hour [IEC 61508-6:20109] 

PhL Physical Layer [ISO/IEC 7498-1] 

PL Performance Level [ISO 13849-1] 

PLC Programmable Logic Controller  

SCL Safety Communication Layer  

SELV Safety Extra Low Voltage  

SIL Safety Integrity Level [IEC 61508-4:2010] 

SIL CL SIL Claim Limit [IEC 62061] 

 
3.2.2 CPF 6: Additional symbols and abbreviated terms 

3.2.2.1 Additional abbreviated terms 

SCLM Safety Communication Layer Master 

SCLS Safety Communication Layer Slave 

SRC Safety Relevant Controller 

SRP Safety Relevant Peripheral 

S_CON_ID Safety Connection ID 

 
3.2.2.2 Additional symbols 

Symbol Definition Unit 

a Number of all slaves — 

AF Availability factor — 

Is Number of safety slaves  

M Type 8 master implementation factor — 

n Number of data octets octet 

nas Number of safety slaves — 

nFBS Number of used function blocks (in the safety-related application software) — 

Pe Bit error probability — 

RSL(Pe) Residual error probability of a safety message — 

tA Response time of the actuator ms 

tCTSCS Cycle time of the functional safety communication system ms 

tG Guaranteed shutdown time ms 

Tbit Nominal bit duration ms 

tIB Cycle time of the IEC 61158 Type 8 communication system ms 

tIN Processing time of the safety input ms 

————————— 
9  To be published. 

Full document details: IEC 61784-3-6 2010

http://www.avadocuments.com/doc/iec-61784-3-6-2010
http://www.avadocuments.com/doc/iec-61784-3-6-2010


 – 20 – 61784-3-6  IEC:2010 

Symbol Definition Unit 

tFBS Average function block processing time (in the safety-related application 
software) 

ms 

tOD Processing time of the safety output device ms 

tPST Parameterized shutdown time of a safety output ms 

tS Sensor response time ms 

tSF Safety function response time ms 

tSRC Processing time of the SRC ms 

tStop Machine stopping time ms 

tSW Software processing time of the master (application specific) ms 

ΛSL(Pe) Residual error rate per hour of the safety communication layer with respect to the 
bit error probability 

— 

ν Maximum number of safety messages per hour — 

 
3.3 Conventions 

The conventions for service definitions of IEC 61158-5-8:2007, 3.8.4, are used. 

4 Overview of FSCP 6/7 (INTERBUS™ Safety) 

4.1 General 

Communication Profile Family 6 (commonly known as INTERBUS®10) defines communication 
profiles based on IEC 61158-2 Type 8, IEC 61158-3-8, IEC 61158-4-8, IEC 61158-5-8, and 
IEC 61158-6-8. 

The basic profiles CP 6/1, CP 6/2, CP 6/3 are defined in IEC 61784-1. The CPF 6 functional 
safety communication profile FSCP 6/7 (INTERBUS Safety™10) is based on the CPF 6 basic 
profiles in IEC 61784-1 and the safety communication layer specifications defined in this part. 

4.2 Technical overview 

FSCP 6/7 uses the existing conveyance path for cyclic transmission of data (for process 
data). This is in principle a master slave concept with a physical ring topology and logical one-
to-one relationships between one master and each of its slaves (Figure 3). The data is 
transmitted via a PDU – commonly known as summation frame – from which each slave 
extracts its output data and insert its input data. 

————————— 
10  INTERBUS® and INTERBUS Safety™ are trade names of Phoenix Contact GmbH & Co. KG, control of trade 

name use is given to the non profit organization INTERBUS Club. This information is given for the convenience 
of users of this International Standard and does not constitute an endorsement by IEC of the trade name holder 
or any of its products. Compliance to this part does not require use of the trade names INTERBUS® or 
INTERBUS Safety™. Use of the trade names INTERBUS® or INTERBUS Safety™ requires permission of the 
INTERBUS Club. 
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Figure 3 – FSCP 6/7 communication preconditions 

The safety communication layer of FSCP 6/7 provides the following safety measures to 
realize its safety communication layer: 

 sequence number; 

 time stamp; 

 connection authentication; 

 cyclic redundancy checking for safety data integrity. 

Sequence numbering uses the range from 001 to 111 without 000. The connection 
authentication (sender/receiver information) consists of 7 bits so that up to 126 slaves can be 
integrated in the safety fieldbus. Safety data can be conveyed from the safety master to each 
safety slave and from each safety slave to the safety master within a single data cycle. A 
separate watchdog timer in each safety output slave ensures a safety function response time 
for each safety function and can be widely parameterized. The watchdog timer can be 
adjusted for each safety output channel of a safety output slave. 

The safety communication layer of FSCP 6/7 can be used for safety functions up to SIL 3. 
Therefore the safety fieldbus consumes at a maximum 1 % of the overall PFH. Within the 
safety fieldbus Λ < 10-7 is achieved. An integrated watchdog timer providing the time 
expectation of each output channel on each safety output slave ensures a functional safety 
response time. The functional safety response time comprises the fieldbus transmission time 
from a safety input slave to the master and from the master to the safety output slave 
including also possible repetitions of the safety PDU due to transmission errors, the 
processing time on each safety slave (input and output) and the processing time within the 
PES (usually realized as a safety PLC with an integrated master) and the stopping time of a 
machine. If the configured time of the integrated watchdog timer of a specific output channel 
of a safety output slave is exceeded the corresponding output channel is set to its safe state 
which is usually the powerless state. 

The structure of the safety PDU comprises the safety measures (sequence number, time 
stamp, connection authentication, CRC) and the safety data. The safety data and the safety 
measures for each safety slave will be integrated in the summation frame. 

4.3 Functional Safety Communication Profile 6/7 

The CPF 6 functional safety communication profile FSCP 6/7 is based on the CPF 6 profiles 
CP 6/1, CP 6/2 and CP 6/3 specified in IEC 61784-1. The profiles CP 6/1, CP 6/2 and CP 6/3 
contain optional services, which are specified by profile identifiers. The suitable profile 
identifiers for CP 6/7 are shown in Table 1. 
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Table 1 – Overview of profile identifier usable for FSCP 6/7 

 

Profile 

Master Slave 

Cyclic Cyclic and non cyclic Cyclic Non cyclic Cyclic and non cyclic 

Profile 6/1 618 619 611 — 613 

Profile 6/2 — 629 — — 623 

Profile 6/3 — 639 — — 633 

 
The safety communication layer specification given in this part fully applies. 

5 General 

5.1 External documents providing specifications for the profile 

Manufacturers of a safety device are recommended to check the documents [31], and [44] to 
[50] that provide additional specifications which may be relevant for implementation of the 
SCL defined in this part. 

5.2 Safety functional requirements 

Requirements for the design of safety devices such as safety master and safety slaves are 
outside the scope of this part. The designer of such devices shall have take into account the 
requirements of IEC 61508. 

Some of the requirements for the function blocks which shall be implemented on the safety 
devices are specified in 6.3. The requirements for the function blocks used in this part for 
specification of services and protocols are specified in 5.4. 

Specifications of subsystems or elements according to IEC 61508 are implementation specific 
and therefore outside the scope of this part. This part only specifies the services and 
protocols for a functional safety communication system based on IEC 61158 series Type 8. 

The description of safe states is given in 5.4.6. 

5.3 Safety measures 

5.3.1 General 

The safety communication layer described in this part provides the following deterministic 
remedial measures to implement its safety communication layer: 

 sequence number; 

 time stamp; 

 connection authentication; 

 cyclic redundancy check for safety data integrity (CRC 24); 

 different data integrity assurance systems. 

The selection of the various measures for possible errors is shown in Table 2. 
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Table 2 – Selection of the various measures for possible errors 
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Corruption      X   

Unintended 
repetition X        

Incorrect sequence X        

Loss X        

Unacceptable delay  X c X b      

Insertion X   X a     

Masquerade    X    X 

Addressing    X     

NOTE Table adapted from IEC 62280-2 [18] and EN 954-1 [27]. 

  a Only for sender identification. Detects only insertion of an invalid source. 

  b Required in all cases. 

  c Time stamp is created locally on SLCS side. Detection of unintended repetition and incorrect 
sequence can not be done with this. IEC 61158 series Type 8 specific. 

 
5.3.2 Sequence number 

Safety messages contain a sequence number with a width of 3 bits and a specified sequence 
(see 7.1 and 7.2). If the sequence is not followed, all safety releated output signals shall be 
set to their safe states (Figure 47, Figure 48). All safety slaves shall have the same sequence 
number at all times (see 7.1 and 7.2). 

5.3.3 Time stamp 

The sequence number and a local clock can be used to generate a local relative time stamp 
for each SCLS. This relative time stamp refers to all safety input and output data in the 
system. 

5.3.4 Time expectation 

The SCLS can use the time stamp to determine whether or not the safety input data that is 
used to link the safety output data is too old. 

5.3.5 Acknowledgement 

An acknowledgement is provided when the sequence number is updated correctly. 

5.3.6 Connection authentication 

The connection authentication is implemented by a safety connection ID (S_CON_ID), which 
consists of 7 bits so that up to 126 slaves can be integrated in the functional safety 
communication system. The assignment of safety connection IDs shall be unique within a 
functional safety communication system. 
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The safety messages always contain the safety connection ID. 

5.3.7 Distinction between safety relevant messages and non-safety relevant 
messages – different data integrity assurance system 

Safety messages (48 bits) contain a CRC checksum (24 bits). The IEC 61158 Type 8 protocol 
uses a different CRC algorithm (16-bit CRC). In addition, each telegram contains a 7-bit 
safety connection ID. 

5.3.8 Parameterized shutdown time 

An integrated watchdog timer providing the time expectation of each output channel on each 
safety output slave ensures a parameterized shutdown time, which is the time between the 
detection of an event at the safety input slave and the response at the corresponding output 
channel(s) on the safety output slave(s) without the processing time of the safety input. For 
details see also 9.3.2.2. 

The parameterized shutdown time comprises the fieldbus transmission time from a safety 
input slave to the master and from the safety master to the safety output slave, including 
possible repetitions of the safety PDU due to transmission errors, the processing time on 
safety output slave, and the processing time within the safety relevant controller (SRC). 

If the parameterized shutdown time of a specific output channel of a safety output slave is 
exceeded, the corresponding output channel is set to its safe state, which is usually the power 
OFF state. This shall be observed by the application layer of the SRP. 

5.4 Safety communication layer structure 

5.4.1 Decomposition process 

The IEC 61158 Type 8 system was designed for short response times and foreseeable 
transmission times. Both qualities are needed in safety-related applications. 

EXAMPLE 1 A dangerous movement needs to be stopped as quickly as possible. For this, a safety 
communication system with short transmission times is required. 

EXAMPLE 2 Protective devices have to be installed at a safe distance so that people are not able to access the 
machine before the movement has stopped. To calculate this safe distance, a definition of a worst-case response 
time is required. 

To perform safety functions, devices are usually used, which incorporate neither complex 
electronics nor programmable electronics. The failure modes of these devices are very well 
defined. Conventional technologies are limited if the application requirements increase with 
regard to flexibility, functionality, and diagnostics. The aim of the development of a safety 
communication system based on an IEC 61158 Type 8 system was to transfer the advantages 
of a standard fieldbus system to safety technology. 

The design of the safety communication layer follows the principles of IEC 61508, IEC 62061, 
and ISO 13849-1. 

NOTE 1 Following the principles of IEC 62061 does not mean that it is limited to machinery only. 

The first step after determining the limits of a machine and defining a suitable machinery 
concept is usually to perform a risk reduction process according to ISO 12100-1. Safety 
functions that are needed to ensure the required level of functional safety for each hazard 
determined are specified later on. 

EXAMPLE 3 A safety function can be "If the guard door is open, the speed of shaft rotation is set to zero within a 
specified time". 

Full document details: IEC 61784-3-6 2010

http://www.avadocuments.com/doc/iec-61784-3-6-2010
http://www.avadocuments.com/doc/iec-61784-3-6-2010


61784-3-6  IEC:2010 – 25 – 

The decomposition process of the overall application-specific safety function down to the 
fieldbus system is shown below. The result of this process is the specification of function 
blocks and the interfaces between them. 

NOTE 2 The term "safety function block" is used in the same manner as in IEC 62061, but does not limit the 
scope of this part to the machinery sector alone. 

5.4.2 Definition of the safety function of the safety communication system 

A fieldbus system performs only part of a safety function specified for a safety relevant control 
system by itself. For this, sensors, actuators (for example, guard door switch, contactor), and 
usually application software are also required. 

The safety function of a safety communication system is to transmit safety data from an input 
to an output within a specified time. Figure 4 provides an example of a safety function within a 
machine. The black box in the middle can be represented by a conventional safety device (for 
example, safety relay) or a safety communication system. The sensors and actuators are 
connected at the interfaces outside the safety communication system. 

Drive

Safety function (e.g., if the guard door is open, the speed of 
shaft rotation is set to zero within a specified maximum time)

Drive

Safety Communication System

 

Figure 4 – Example of a safety function 
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5.4.3 Decomposition of the safety function of a safety communication system into 
function blocks 

5.4.3.1 Overview of the safety function decomposition process 

The safety function performed by the safety communication system can be decomposed into 
the following function blocks (Figure 5): 

 Input Safe Data; 

 Safe Transmission (based on IEC 61158 Type 8 protocol); 

 Safe Calculation; 

 Output Safe Data. 

NOTE Implementation of a function block usually requires a detailed safety requirement specification. Also a 
safety requirements specification for the subsystems performing the function blocks is needed. These 
specifications are outside of the scope of this part. 
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Figure 5 – Decomposition of safety function into function blocks 

5.4.3.2 Input Safe Data function block 

The Input Safe Data function block reads the physical input signals from different sensors that 
can be connected to the input terminal block of a safety slave. It prepares the data for 
transmission via the Safe Transmission function block. 

This function block is application-specific and outside the scope of this part. 

5.4.3.3 Safe Transmission function blocks 

5.4.3.3.1 Overview of Safe Transmission 

Two Safe Transmission function blocks ensure the safe transmission of safety data from a 
source to a sink (for example, transmitter to receiver): 

 Safe Transmission Master function block 

 Safe Transmission Slave function block 

NOTE According to IEC 62061, a function block is performed by a single subsystem (for example, device) only. 
Each function block is assigned to a subsystem within the architecture of the safety function. Several function 
blocks may be assigned to a single subsystem. A function block is only performed by a single subsystem. 

5.4.3.3.2 Safe Transmission Slave function block 

The Safe Transmission Slave function block performs the slave-specific services of an input 
or output device within the safety communication system and the additional safety profile of 
this part. 

Full document details: IEC 61784-3-6 2010

http://www.avadocuments.com/doc/iec-61784-3-6-2010
http://www.avadocuments.com/doc/iec-61784-3-6-2010


61784-3-6  IEC:2010 – 27 – 

5.4.3.3.3 Safe Transmission Master function block 

The Safe Transmission Master function block performs the master-specific services of a 
safety control device within the functional safety communication system of this part. 

5.4.3.4 Safe Calculation function block 

The Safe Calculation function block performs the logic-solving task of the received input 
signals and generates new safety output data based on safety-related application software. 
The start of a new bus cycle shall be synchronized with this function block (see also 6.2). The 
specification of this function block is outside the scope of this part. Where necessary this part 
specifies requirements for the structure of the Safe Calculation function block. 

5.4.3.5 Output Safe Data function block 

The Output Safe Data function block reads the received output signals from the Safe 
Transmission Slave function block, transforms them into the physical output signal, and 
makes them available at the terminal block of a safety slave. 

This function block is application-specific and outside the scope of this part. 

5.4.4 Assignment of the function blocks to subsystems 

5.4.4.1 Overview 

Table 3 provides an overview of the function blocks and the corresponding subsystems. 

Table 3 – List of function blocks and subsystems 

Function Block Subsystem 

Input Safe Data Safety relevant peripheral (SRP) 

Safe Transmission Master Safety communication layer master (SCLM) 

Safe Transmission Slave Safety communication layer slave (SCLS) 

Safe Calculation Safety relevant controller (SRC) 

Safe Transmission Safety Communication Layer (SCL) 

Safety transmission profile 

Output Safe Data Safety relevant peripheral (SRP) 

 
Figure 6 shows the results of the decomposition process with regard to the safety functions 
performed by a safety communication system. 

Full document details: IEC 61784-3-6 2010

http://www.avadocuments.com/doc/iec-61784-3-6-2010
http://www.avadocuments.com/doc/iec-61784-3-6-2010


 – 28 – 61784-3-6  IEC:2010 

Safe
Calculation

Safe
Calculation

Output Safe 
Data

Output Safe 
Data

Safety function of the safety communication system:
Input Safe Data, Safe Transmission, Safe Calculation, and Output Safe Data 

Vi
rt

ua
l, 

lo
gi

ca
l v

ie
w

Input Safe 
Data

Input Safe 
Data

Safe
Transmission

Slave

Safe
Transmission

Slave

Safe
Transmission

Master

Safe
Transmission

Master

Safe
Transmission

Master

Safe
Transmission

Master

Safe
Transmission

Slave

Safe
Transmission

Slave

Safety slave Safety master

Function block
- Input Safe Data
- Safe Transmission Slave

Function block
- Safe Calculation
- Safe Transmission Master

Function block
- Output Safe Data
- Safe Transmission SlaveR

ea
l v

ie
w

, a
rc

hi
te

ct
ur

e

Safety slave

Safety
relevant

peripheral
SCLS

SCLM

Safety relevant controller
SCLS

Safety
relevant

peripheral

Safe
Transmission

Safe
Transmission

 

Figure 6 – Overview of the results of the decomposition process 

The safety communication system is based on the following two main subsystems (devices): 

 Safety slave (input, output, input and output); 

 Safety master (with safety relevant controller). 

Each of the subsystems (devices) performs one or more function blocks. 

5.4.4.2 Description of the interfaces between the defined function blocks 

5.4.4.2.1 Description of the signal flow 

Figure 7 shows the signal flow between the defined function blocks. 

Input Safe Data

Safe Transmission Slave

Safe Calculation

Output Safe Data

Safe Transmission Master
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Safe Transmission Slave

Fieldbus system

Fieldbus system

 

Figure 7 – Signal flow between the function blocks 

Table 4 shows the signal flow between the function blocks. 
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Table 4 – Signal flow between the function blocks 

Function block (source) Function block (sink) Required action 

Input Safe Data Safe Transmission Slave The source function block transfers the recorded data at 
the terminal block of the safety slave performing the 
function block to the sink function block 

Safe Transmission Slave Safe Transmission Master The source function block transfers the recorded data 
from the Input Safe Data function block to the 
subsequent Safe Transmission Master function block. 
The IEC 61158 Type 8 protocol is used as the 
transmission protocol. The Safe Transmission function 
block adds additional safety measures (deterministic 
remedial measures) to the transmitted safety data 

Safe Transmission Master Safe Calculation The source function block extracts the received safety 
data by removing the additional safety measures 
(deterministic remedial measures) and transfers the data 
to the Safe Calculation function block 

Safe Calculation Safe Transmission Master After processing the safety data, the Safe Calculation 
function block generates new safety output data and 
transfers this data to the subsequent Safe Transmission 
Master function block 

Safe Transmission Master Safe Transmission Slave The Safe Transmission Master function block extracts all 
the safety data from the Safe Calculation function block 
and transfers it to the subsequent Safe Transmission 
Slave function block. The IEC 61158 Type 8 protocol is 
used as the transmission protocol. The function block 
adds additional safety measures (deterministic remedial 
measures) to the safety data 

Safe Transmission Slave Output Safe Data The Safe Transmission Slave function block extracts the 
data from the received messages and transfers the data 
to the Output Safe Data function block 

 
5.4.4.2.2 Interfaces between the function blocks and devices 

Figure 8 shows the interfaces between the function blocks and devices. 
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Safe Calculation
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Safe Transmission Master

IEC 61158 Type 8
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Safety 
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Figure 8 – Interfaces between the safety devices within the safety communication 
system 

The safety relevant controller is parameterized and programmed using limited-variability 
language programming software (IEC 61131-3 -compatible, Windows-based programming 
system). All function blocks, subsystems, and devices can be programmed, parameterized, 
and configured using this software. This software is outside the scope of this part. 
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When performing a safety function, all the function blocks and all the interfaces between the 
function blocks are activated. 

Where necessary this part specifies requirements for the design of the programming interface. 

5.4.5 Safety requirements and safety integrity requirements 

The safety requirements and the safety integrity requirements of a safety function are usually 
derived from a risk reduction process (see ISO 12100-1 and other appropriate standards). 
This is outside the scope of this part. 

The safety communication layer is designed for high-demand mode of operation and up to a 
SIL CL of 3. Therefore the safety communication system consumes a maximum of 1 % of the 
overall PFH. Within the safety communication system Λ < 10-7 is achieved. 

NOTE 1 The safety requirements specification including the safety requirements and the safety integrity 
requirements is outside the scope of this part. 

NOTE 2 The specification of this profile is suitable for a SIL CL up to 3. The resulting SIL CL of a subsystem that 
incorporates the safety communication layer depends on the safety relevant parameters of the actual subsystem. 
This is outside the scope of this part. 

5.4.6 Specification of the safe state 

5.4.6.1 General 

If a dangerous failure is detected within the IEC 61158 Type 8 system or within the function 
blocks, the safety function and all related function blocks shall be set to their safe states. 

In this context, the safe state is a value that a function block shall transfer to the subsequent 
function block in the event of a failure. A function block shall have measures to detect failures 
in the preceding function block. A function block shall have diagnostic measures to detect 
failures within itself. If a function block on a device has a direct interface to another device it 
shall have measures to detect failures in the preceding device. 

A failure in a subsystem can result in a situation where the function block is not longer able to 
diagnose its own failure or to transfer the safe state to the subsequent function block. In the 
case of a function block failure, the function block of the subsequent device shall have 
measures to diagnose this failure. The function block that detected this failure shall transfer 
its safe state to the subsequent function block. 

Only the value zero (representing the safe state) shall be transmitted to subsequent function 
blocks. Subsequent function blocks are not able to determine whether the reason for the safe 
state was the generation of a safe state due to a failure or the result of a request. The 
function block shall be always set to its safe state. 

The system user should be informed by the diagnostics whether a request was detected or a 
failure. These diagnostics should be generated by the relevant function block or the following 
function block. 

The section below provides information about the signal flow and all possible failures. 

Figure 9 shows the signal flow and the safe states of the relevant function blocks. 
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Figure 9 – Signal flow and safe states 

5.4.6.2 Safe state of the Input Safe Data function block 

The safe state of the function block is the transfer of the value zero for all sensor values. 

5.4.6.3 Safe state of the Safe Transmission function block 

The safe state of this function block depends on the error type. The safe state is defined as 
follows: 

 Transfer of the value zero to the following function block 

 No activation of the watchdog that represents the parameterized shutdown time 

These measures apply to the Safe Transmission function block. They are incorporated in the 
Safe Transmission function block as well as the following function blocks: 

 Safe Transmission Slave 

 Safe Transmission Master 

5.4.6.4 Safe state of the Safe Calculation function block 

The safe state of the Safe Calculation function block is the transfer of the value zero for all 
output values. 

NOTE The output values are transmitted to all output devices during the next data cycle. 

5.4.6.5 Safe state of the Output Safe Data function block 

The safe state of the Output Safe Data function block is the transfer of the value zero for all 
actuator values. 

5.4.7 Response to a fault 

5.4.7.1 Input Safe Data function block 

In the event of a failure in the input interface of the Input Safe Data function block, the Input 
Safe Data function block transfers the value zero for each faulty input as an input to the 
subsequent Safe Transmission Slave function block. 
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The Input Safe Data function block transfers the value zero for all inputs to the Safe 
Transmission Slave function block in the event of a failure that the Input Safe Data function 
block has diagnosed itself. 

5.4.7.2 Safe Transmission Slave function block 

If this function block detects a failure in the preceding Input Safe Data function block, it 
transfers the value zero for all inputs to the Safe Transmission Master function block. 

If this function block detects a failure in the preceding Safe Transmission Master function 
block, it transfers the value zero for all outputs to the subsequent Output Safe Data function 
block. 

If this function block detects a failure within the messages being received from the preceding 
Safe Transmission Master function block, which indicate that the preceding function block has 
detected a failure, it transfers the value zero for all outputs to the subsequent Output Safe 
Data function block. 

If this function block detects a failure in the IEC 61158 Type 8 system, it transfers the value 
zero for all outputs to the subsequent Output Safe Data function block. 

If this function block detects a failure in the preceding device (safety relevant controller), it 
transfers the value zero for all outputs to the subsequent Output Safe Data function block. 

5.4.7.3 Safe Transmission Master function block 

If this function block detects a failure in the preceding Safe Transmission Slave function 
block, it transfers the value zero for all inputs of the relevant Safe Transmission Slave 
function block to the subsequent Safe Calculation function block. 

If this function block detects a failure within the messages being received from the preceding 
Safe Transmission Slave function block, which indicate that the preceding function block has 
detected a failure, it transfers the value zero for all outputs of the related Safe Transmission 
Slave function block to the subsequent Safe Calculation function block. 

If this function block detects a failure in the preceding Safe Calculation function block, it 
transfers the value zero for all outputs to the subsequent Safe Transmission Slave function 
block. 

If this function block detects a failure in the IEC 61158 Type 8 system, it transfers the value 
zero for all inputs of the related device to the subsequent Safe Calculation function block. 

If this function block detects a failure in the preceding safety input slave, it transfers the value 
zero for all related inputs of this slave to the subsequent Safe Calculation function block. 

5.4.7.4 Safe Calculation function block 

If this function block detects a failure in the preceding Safe Transmission Master function 
block, it sets the safety relevant controller to its safe state. 

5.4.7.5 Output Safe Data function block 

If this function block detects a failure in the preceding Safe Transmission Slave function 
block, it sets all outputs to the power OFF state. 

If this function block detects a failure at one or more outputs on the device performing this 
function block, it sets the faulty outputs to their power OFF state. 
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5.4.8 Stop category 

The specification of the safety communication layer in this part supports stop category 0 
according to IEC 60204-1. In the event of a failure, the functional safety communication 
profile sets all or only the related outputs to zero. The output interfaces of the safety slaves 
are set to their power OFF state. 

Stop category 1 or 2 can be implemented e. g. within an adequate application software and 
the safety slaves. For this, corresponding requirements shall be specified in the safety 
requirement specification of the devices. This is outside the scope of this part. 

5.4.9 Safe Transmission 

Deterministic remedial measures are based on the IEC 61158 Type 8 protocol and are 
implemented on the safety master as the safety communication layer master (SCLM) and on 
the safety slaves as the safety communication layer slave (SCLS) (Figure 10). 

The safety communication layer master (SCLM) and the safety communication layer slave 
(SCLS) are specified within the safety communication layer specification. 
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Figure 10 – Mapping of the Safe Transmission function block 

 

5.5 Relationships with FAL (and DLL, PhL) 

5.5.1 Overview 

Subclause 5.5 describes how the SCL uses the FAL. Figure 11 shows the relationship 
between the SCL and the other layers of the IEC 61158 Type 8 communication stack. 
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Figure 11 – Relationship between SCL and the other layers of IEC 61158 Type 8 

The SCL defined in this part uses the AR-Unconfirmed Send service (AR-US) of 
IEC 61158-5-8 to transfer the SPDUs between the SCL entities. 

In order to transmit the safety messages, the Start IEC 61158 Type 8 service shall be used by 
the SCLM according to the sequence charts in Clause 7. The sequence charts in Clause 7 
show which safety messages are transmitted. 

NOTE The SCL can be accessed either by the SRP (SCL: SCLS) or SRC (SCL: SCLM). The way to do this is 
implementation specific. It can be done for example according to Model D (Annex A of IEC 61784-3:2010). 

5.5.2 Use of the AR-US service to initiate and parameterize 

Figure 12 shows the use of the AR-Unconfirmed Send service with the following SCL 
services: 

 Initiate; 

 Send Application Parameter; 

 Send Application Parameter ID; 

 Parameterize Device. 

These services have several AR-US request and AR-US indication service primitives. The 
exact sequences are shown in Clause 7. 
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CS CS

SCLM

XX.req
AR-US.req

AR-US.ind

XX.ind

XX.rsp

AR-US.req

AR-US.ind

XX.cnf

SCLS

AR-US.req AR-US.ind

AR-US.req

AR-US.ind

 

Figure 12 – Use of the AR-US service to initiate and parameterize 

Figure 13 specifies the use of the AR-US service by the Transmit-Safety-Data service (TDS). 

CS CS

SCLM

TSD.req
AR-US.req

AR-US.ind
TSD.ind

TSD.rsp

AR-US.req

AR-US.ind

TSD.cnf

SCLS

 

Figure 13 – Use of the AR-US service to transmit safety data 

5.5.3 Use of the AR-US service to transmit safety data 

Figure 14 specifies how the safety communication layer uses the AR-US service to abort. 
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CS CS

SCL

AR-US.req
AR-US.ind

Abort.ind

SCL

 

Figure 14 – Use of the AR-US service to abort 

5.5.4 Use of the AR-US service to abort 

Figure 15 specifies the use of the AR-US service by the Abort service. 

CS CS

SCL

AR-US.req
AR-US.ind

Abort.ind

SCL

Abort.req

 

Figure 15 – Use of the AR-US service to abort 

5.5.5 Data types 

Data types of safety data are specified in IEC 61158-5-8:2007, Clause 5. 

NOTE Only data types with the bit length lower than the safety data field can be applied. Actual used data types 
are device specific. 

6 Safety communication layer services 

6.1 General 

Safety-related applications uses the following services to communicate via the safety 
communication layer: 

 Initiate; 

 Abort; 

 Send Application Parameter; 

 Send Application Parameter ID; 

 Parameterize Device; 

 Transmit-Safety-Data; 

 Set-Diagnostic-Data; 

 Set-Acknowledgement-Data. 

6.2 Transmission principle for safety messages between SCLM and SCLS 

The SCLM makes the safety messages for the individual SRPs of the connected slaves 
calculated by the SRC available to the IEC 61158 Type 8 master for transmission. The SRC 
then requests the IEC 61158 Type 8 master to start a data cycle. 
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The master assigns the data to be transmitted to the connected safety slaves and standard 
slaves, and starts a new data cycle. The data is then transmitted to the slaves, which at the 
same time return their own data to the master. 

Once the data cycle has elapsed, the slaves transmit the received data to their application 
layers (Latch-OUT). At the same time, the master provides the SRC with the data received 
from the slaves in this data cycle and indicates the end of the data cycle. New data is then 
transferred to the communication equipment of the slaves for transmission in the next data 
cycle (Latch-IN). The safety slaves enter the calculated data from the previous data cycle in 
the communication equipment. 

When the Latch-OUT signal is received, the SCLS receives the information that new data is 
available. The SCLS interprets the received message as a safety message and processes it. 
The SCLS has thus received safety messages. 

After indicating the end of the data cycle, the SCLM reads the received messages. It 
interprets them as safety messages. The SCLM has thus received safety messages. However, 
the messages originate from a time earlier than the time the Latch-IN signal was detected. 

Once the SCLS has received the safety messages from the SCLM, it creates a new safety 
message and makes it available for subsequent transmission. The new messages are not 
entered in the communication equipment of the safety slaves until the next data cycle. Thus 
the SCLM only receives the response to its sent safety message in the next but one data 
cycle. 

6.3 Function block requirements 

6.3.1 Input Safe Data function block 

After receiving a Transmit-Safety-Data.ind (see 6.6.1), the current safety relevant physical 
input information shall be read. This data shall be sent with the Transmit-Safety-Data.res (see 
6.6.1) via the Safety_In_Data parameter (see 6.6.1). This shall be done before the next 
Transmit-Safety-Data.ind is received. 

Between two Transmit-Safety-Data.ind, each demand of a safety function shall be transmitted 
with the next Transmit-Safety-Data.res. 

6.3.2 Output Safe Data function block 

The demand of a safety function received with a Transmit-Safety-Data.ind (see 6.6.1) shall be 
performed immediately. If a Transmit-Safety-Data.ind (see 6.6.1) is not received within the 
parameterized shutdown time, the function block shall be placed in its safe state. For this the 
parameter Safety_In_Data_Time_Stamp in the Transmit-Safety-Data service (6.6.1) shall be 
used. The parameterized shutdown time can be transmitted with the application parameter 
record or is set in the function block. 

6.3.3 Safe Calculation function block 

To enable operation in process data mode, connections shall be initiated with the safety 
slaves and the application parameters shall be transmitted. 

In process data mode, all safety slaves are now addressed cyclically with the Transmit-
Safety-Data.req (see 6.6.1) service. The safety output data transmitted shall be calculated 
based on the safety input data of the previously received Transmit-Safety-Data.con (see 
6.6.1). 

When a Transmit-Safety-Data.con is received with the Safety_In_Data_Valid parameter = 
FALSE, the previously received data shall be used for the calculation. 
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When an Abort.ind (see 6.4.2) with Abort_Info from Table 8 and Table 20 (see 6.4.2) is 
received, the safe calculation function block shall use the value zero instead of the 
Safety_In_Data until a Transmit-Safety-Data.con (see 6.6.1) is received with the 
Safety_In_Data_Valid parameter = TRUE. 

When an Abort.ind (see 6.4.2) with Abort_Info from Table 21 or Table 22, the Safe Calculation 
function block shall be placed in its safe state. 

6.4 Context management 

6.4.1 Initiate service 

The Initiate service initiates the point-to-point connection. The initiate service parameters are 
specified in Table 5. 

Table 5 – Initiate service parameters 

Parameter name  Req Ind Rsp Cnf 

Argument  M M   

 Physical_Position M    

 Location_ID  M M   

 Parameterization_Mode M M   

Result(+)    M 

 Serial_Number   M M 

 Vendor_ID   M  

 Device_Type   M  

 Device_Revision   M  

 User_Data   M M 

 SCLS_Revision   M M 

 

Argument 

The argument contains the parameters of the service request. 

Physical_Position 

This parameter specifies the number of the safety device with which the connection is to be 
initiated. 

Location_ID 

This parameter contains the location ID of the device [1 … 126]. It is used to address the 
slave. 

Parameterization_Mode 

This parameter contains the parameterization mode. Parameterization shall be performed 
according to the set mode (1, 2, 3). Table 6 specifies the services that shall be performed 
according to the set parameterization mode. 
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Table 6 – Parameterization mode and related services 

Parameterization mode Service 

1 Send Application Parameter 

2 Send Application Parameter ID 

3 Parameterize Device 

 
Result(+) 

This selection type parameter indicates that the service request was successful. It thus 
confirms that the addressed device has the correct device ID and location ID. 

Serial_Number 

This parameter contains the unique serial number of the addressed device. 

Vendor_ID 

This parameter contains the vendor ID of the addressed device. 

Device_Type 

This parameter contains the device type of the addressed device. 

Device_Revision 

This parameter contains the device revision of the addressed device. 

User_Data 

This parameter contains the application data (2 octets) read back by the addressed device. 

SCLS_Revision 

This parameter contains the SCLS revision. 

6.4.2 Abort service 

The Abort service aborts a point-to-point connection. The abort service parameters are 
specified in Table 7. 

Table 7 – Abort service parameters 

Parameter name  Req Ind 

Argument  M M(=) 

 Location_ID  M M(=) 

 Abort_Info  M M 

 Additional_Info M M 

Argument 

The argument contains the parameters of the service request. 
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Location_ID 

This parameter contains the location ID of the addressed device [1 … 126]. It is used to 
address the device. 

Abort_Info 

In the event of an abort, this parameter contains: 

 The reason for calling the service (see Table 8), or 

 The reason for aborting (Table 8, Table 20, Table 21, and Table 22) 

Additional_Info 

If specific values appear in Abort_Info, this parameter contains additional information. 

Table 8 – Abort of a point-to-point connection by the SRP or SRC 

Abort_Info Called By Meaning 

SRP_Detected_Error_Para 

 

SRP The parameter record is not 

consistent. 

SRP_Detected_Error_Para_ID SRP The parameter record ID is 

invalid. 

SRP_Detected_Error_Loc_ID_
Not_Saved 

SRP The location ID could not be 

stored permanently. 

Abort_Connection SRC Initiated abort of a point-to-point 
connection. 

 
6.5 Function block parameterization 

6.5.1 Send application parameter service 

This service transmits the application parameter record of safety devices. The send 
application parameter service parameters are specified in Table 9. 

Table 9 – Send application parameter service 

Parameter name  Req Ind Rsp Cnf 

Argument  M M(=)    

 Location_ID  M  M(=)  

 Application_Parameter_Record M M   

Result(+)   M M 

 Location_ID_Changed   M M 

 
Argument 

The argument contains the parameters of the service request. 
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Location_ID 

This parameter contains the location ID of the addressed device [1 … 126]. It is used to 
address the device. 

Application_Parameter_Record 

This parameter contains the application parameter and its number. 

Result(+) 

This selection type parameter indicates that the service request was successful. 

Location_ID_Changed 

This parameter contains the value TRUE or FALSE. If TRUE, the location ID was different and 
the new ID was accepted. If FALSE, the location ID was correct. 

6.5.2 Send application parameter ID service 

This service transmits the application parameter record ID. If the existing application 
parameter record currently stored on the device has the same application parameter record 
ID, this application parameter record is used. The send application parameter ID service 
parameters are specified in Table 10. 

Table 10 – Send application parameter ID service 

Parameter name  Req Ind Rsp Cnf 

Argument  M M(=)    

 Location_ID  M  M(=)  

 Application_Parameter_Record_ID M M   

Result(+)   M M 

 Location_ID_Changed   M M 

 
Argument 

The argument contains the parameters of the service request. 

Location_ID 

This parameter contains the location ID of the addressed device [1 … 126]. It is used to 
address the device. 

Application_Parameter_Record_ID 

This parameter contains the ID of a parameter record. 

Result(+) 

This selection type parameter indicates that the service request was successful. 

Location_ID_Changed 
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This parameter contains the value TRUE or FALSE. If TRUE, the location ID was different and 
the new ID was accepted. If FALSE, the location ID was correct. 

6.5.3 Parameterize device service 

This service activates the parameter record of the SRP for the safety devices with the 
application parameter record ID if it has the same application parameter record ID as the 
received application parameter record ID. 

This service transmits both the application parameter and the application parameter record 
ID. The parameterize device service parameters are specified in Table 11. 

Table 11 – Parameterize device parameters 

Parameter name  Req Ind Rsp Cnf 

Argument  M M(=)    

 Location_ID  M  M(=)  

 Application_Parameter_Record M M   

 Application_Parameter_Record_ID M M   

Result(+)   M M 

 Location_ID_Changed   M M 

 
Argument 

The argument contains the parameters of the service request. 

Location_ID 

This parameter contains the location ID of the addressed device [1 … 126]. It is used to 
address the device. 

Application_Parameter_Record 

This parameter contains the application parameter and its number. 

Application_Parameter_Record_ID 

This parameter contains the ID of a parameter record. 

Result(+) 

This selection type parameter indicates that the service request was successful. 

Location_ID_Changed 

This parameter contains the value TRUE or FALSE. If TRUE, the location ID was different and 
the new ID was accepted. If FALSE, the location ID was correct. 

6.6 Safe Process Data Mode 

6.6.1 Transmit-Safety-Data 

The Safe Transmission function block uses this service to transmit safety output data from the 
SRC to the SRP and from the SRP to the SRC. The Output Safe Data function block uses 
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both time stamps to determine the age of the safety input data used to calculate the safety 
output data. The Transmit-Safety-Data service parameters are specified in Table 12. 

Table 12 – Transmit-Safety-Data service parameters 

Parameter name  Req Ind Res Cnf 

Argument  M M(=)    

 Location_ID  M    

 Safety_Out_Data  O O   

 Safety_Out_Data_Valid  M   

 Safety_In_Data_Time_Stamp  C   

 Safety_In_Data_ACK  M   

Result   S S 

 Location_ID     M(=) 

 Safety_In_Data    O O 

 Safety_In_Data_Valid     C 

 Actual_Time_Stamp   C  

 
Argument 

The argument contains the parameters of the service request. 

Location_ID 

This parameter contains the location ID of the addressed device [1 … 126]. It is used to 
address the device. 

Safety_Out_Data 

This parameter contains the safety output data. 

Safety_Out_Data_Valid 

This parameter specifies whether the data in the Safety_Out_Data parameter is valid and may 
be used. 

Safety_In_Data_Time_Stamp 

The Output Safe Data function block uses this parameter to read out the time at which the 
safety input data used to calculate this safety output data was read in from its own SCLS. If 
the time stamp = 0, only the zeros in Safety_Out_Data may be forwarded to the outputs. 

Safety_In_Data_ACK 

This parameter contains a copy of Safety_In_Data. Those bits within the Safety_In_Data 
which are “1” will be copied to Safety_In_Data_ACK immediately, those who are “0” will be 
copied to Safety_In_Data_ACK when the SRC has received them. The SCLS can be sure that 
these bits have been received if the sequence number has been changed 3 steps correctly. 
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Result 

This selection type parameter indicates that the service request was successful. 

Safety_In_Data 

This parameter contains the safety input data. 

Safety_In_Data_Valid 

This parameter specifies whether the data in the Safety_In_Data parameter is valid and may 
be used. 

Actual_Time_Stamp 

This parameter contains the time at which the request was sent. 

The Output Safe Data function block uses this parameter to transmit the time of the request 
call to its own SCLS. 

6.6.2 Set-Diagnostic-Data service 

The Set-Diagnostic-Data service transmits the SCLS diagnostic data to the SCLM. The Set-
Diagnostic-Data service parameters are shown in Table 13. 

Table 13 – Set-Diagnostic-Data service parameters 

Parameter name  Req Ind 

Argument  M M(=) 

 Location_ID   M 

 Diagnostic_Data  M M(=) 

 

Argument 

The argument contains the parameters of the service request. 

Location_ID 

This parameter contains the location ID of the addressed device [1 … 126]. It is used to 
address the device. 

Diagnostic_Data 

This parameter contains the diagnostic data of a safety device with the specified location ID. 

6.6.3 Set-Acknowledgement-Data service 

The Set-Acknowledgement-Data service is used to transmit the SCLM acknowledgement data 
to the SCLS. The Set-Acknowledgement-Data service parameters are specified in Table 14. 
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Table 14 – Set-Acknowledgement-Data service parameters 

Parameter name  Req Ind 

Argument  M M(=) 

 Location_ID  M  

 Acknowledgement_Data M M(=) 

 
Argument 

The argument contains the parameters of the service request. 

Location_ID 

This parameter contains the location ID of the addressed device [1 … 126]. It is used to 
address the device. 

Acknowledgement_Data 

This parameter contains the acknowledgements for the diagnostic data of the safety device 
with the specified location ID. 

7 Safety communication layer protocol 

7.1 Safety PDU format 

7.1.1 Structure of safety messages 

The structure of the safety PDU comprising the deterministic remedial measures and the 
safety data is specified in Figure 16. 

S_Con_ID Safety 
relevant data

Sequence number,
time stamp CRC 24

Safety PDU

7 bits 14 bits 3 bits 24 bits  

Figure 16 – Structure of the safety PDU 

The safety message consists of 24 information bits (14 bits of safety data + 7-bit safety 
connection ID + 3-bit sequence number) and a 24-bit checksum. 

The safety PDU (SPDU) for each safety slave is integrated in the IEC 61158 Type 8 PhPDU, 
as shown in Figure 17. 
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Safety data 
& deterministic 

remedial measures

Data Data Data DataCRC Data

Safety PDU

Loopback
word

 

Figure 17 – Integration of safety data and deterministic remedial measures in the 
summation frame 

7.1.2 Description of the polynomial used 

Equation (1) specifies the polynomial used to calculate the CRC. 

G(X) = X24 + X23 + X18 + X17 + X12 + X11 + X10 + X8 + X6 + X4 + X2 + 1 (1) 

The description of the properties of the selected code is outside the scope of this part. 

7.1.3 Structure of safety messages for safe parameterization and idle 

7.1.3.1 General 

The transmission of all parameters is safety relevant. Therefore, equally high requirements 
should be placed on the parameter messages as on the messages for transmitting safety 
data. 

The following messages are used in the parameterization phase: 

 Write_Parameter_Byte_Req 

 Read_Parameter_Byte_Req 

 Parameter_Byte_Con 

 Set_Safety_Connection_ID_Req 

 Set_Safety_Connection_ID_Con 

 Parameter_Idle_Req 

 Parameter_Idle_Con 

 Parameter_Check_Con 

 Parameter_Loc_ID_Changed_Con 

 
7.1.3.2 Description of the Messages 

7.1.3.2.1 Write_Parameter_Byte_Req 

If the SCLM wants to send a parameter octet to an SCLS, the Write_Parameter_Byte_Req 
message is used (Figure 18): 
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Figure 18 – Write_Parameter_Byte_Req message 

 
7.1.3.2.2 Read_Parameter_Byte_Req 

If the SCLM wants to read a parameter octet from an SCLS, the Read_Parameter_Byte_Req 
message is used (Figure 19): 

 

 

 

 

 

 

Figure 19 – Read_Parameter_Byte_Req message 

 
7.1.3.2.3 Parameter_Byte_Con 

The SCLS responds in both cases with a Parameter_Byte_Con message (Figure 20). 

 

 

 

 

Figure 20 – Parameter_Byte_Con message 

7.1.3.2.4 Use of the parameter messages 

When an octet with the corresponding Parameter ID is written, a response is always sent by 
returning the written value. 

Table 15 specifies the parameter IDs on the safety devices. 

S_Con_ID 000   1   kkkkk     xxxxxxxx   

 
Parameter value (8 bits) 
Parameter ID (5 bits) 
00000 to 11101  (octect 0..29) 
Transmitter ID (1 = SCLM) 

 
Requested address (8 bits) 
00000000 to 00011101 for characters 
00100000 to 11011111 reserved 
111xxxxx  additional services 
 
Read ID 
 
Transmitter ID (1 = SCLM) 

 
Parameter value (8 bits) 
Parameter ID (5 bits) 
00000 to 11101 (parameter ID 0..29) 
Transmitter ID (0 = SCLS) 
 

S_Con_ID 
 

000   1  11111  aaaaaaaa   

S_Con_ID 000   0  kkkkk   xxxxxxxx   
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Table 15 – Parameter ID 

Parameter ID Parameter ID Meaning 

00000 0 Reserved for safety connection ID 

00001 1 SCLS_Revision 

00010 2 Location ID 

00011 3 Parameterization mode 

00100 4 reserved, shall not be used 

00101 5 reserved, shall not be used 

00110 6 reserved, shall not be used 

00111 7 reserved, shall not be used 

01000 8 reserved, shall not be used 

01001 9 Block ID (n) 

01010 10 Data from block n 

    :     :    :              : 

11101 29 Data from block n 

11110 30 Reserved 

11111 31 Read request and additional messages with 
special services 

 
Octets with parameter ID 0 to 9 contain parameters that are required for safe communication. 

Octets with parameter ID 10 to 29 are referred to as a block and are available 256 times. The 
block, which can currently be addressed via parameter IDs 01010 (10 dec) to 11101 (29 dec), 
is specified by the block ID (octet 9). The block ID thus represents an extension of the 
parameter ID. 

Blocks 0 and 1 are reserved for the device ID and the parameter record ID. This is specified 
Table 16 and Table 17. The Parameter record ID allows a unique identification of the 
parameter records. 

NOTE For information concerning the generation of the Parameter record ID it is highly recommended to contact 
the INTERBUS-Club. 

Octets with parameter IDs which are reserved, shall not be used. The user shall be informed, 
if the octet field of a parameter ID is nevertheless used, and an error message shall be 
generated. 

Table 16 – Block 0: Device ID 

Parameter ID  Meaning 

10 Serial number octet 1 

11 Serial number octet 2 

12 Serial number octet 3 

13 Serial number octet 4 

14 Serial number octet 5 

15 Serial number octet 6 

16 Vendor ID octet 1 

17 Vendor ID octet 2 

18 Vendor ID octet 3 
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