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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
FUNCTION BLOCKS (FB) FOR PROCESS CONTROL AND  

ELECTRONIC DEVICE DESCRIPTION LANGUAGE (EDDL) –  
 

Part 5: EDDL Builtin library 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61804-5 has been prepared by subcommittee 65E: Devices and 
integration in enterprise systems, of IEC technical committee 65: Industrial-process 
measurement, control and automation. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

65E/450/FDIS 65E/461/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 
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A list of all parts in the IEC 61804 series, published under the general title Function blocks 
(FB) for process control and Electronic Device Description Language (EDDL), can be found 
on the IEC website. 

Future standards in this series will carry the new general title as cited above. Titles of existing 
standards in this series will be updated at the time of the next edition.  

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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INTRODUCTION 

This part of IEC 61804 is an extension to IEC 61804-3. In earlier editions of IEC 61804-3 the 
EDDL Builtin library was part of the Electronic Device Description Language (EDDL) 
document IEC 61804-3. Because of editorial problems, the EDDL Builtin library is now moved 
to this separate part of IEC 61804. 
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FUNCTION BLOCKS (FB) FOR PROCESS CONTROL AND  
ELECTRONIC DEVICE DESCRIPTION LANGUAGE (EDDL) –  

 
Part 5: EDDL Builtin library 

 
 
 

1 Scope 

This part of IEC 61804 specifies the EDDL Builtin library and provides the profiles of the 
various fieldbuses. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 61804-3:2015, Function blocks (FB) for process control and Electronic Device Description 
Language (EDDL) – Part 3: EDDL syntax and semantics 

IEEE 754, Standard for Binary Floating-Point Arithmetic for microprocessor systems 

3 Terms, definitions, acronyms and abbreviated terms 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 61804-3 apply. 

3.2 Acronyms and abbreviated terms 

  

CP Communication profile  
CPF Communication profile family 
DD Device Description 
EDD Electronic Device Description 
EDDL Electronic Device Description Language  
HCF HART®1 Communication Foundation 
I/O Input/output 
ID Identifier 

___________ 
1 HART® is a registered trademark of the consortium HART Communication Foundation (HCF) (non-profit 

organization). This information is given for the convenience of users of this standard and does not constitute an 
endorsement by IEC of the trade name holder or any of its products. Compliance to this profile does not require 
use of the trade name. Use of the trade names requires permission from the trade name holder. 
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PI PROFIBUS & PROFINET 2 International 
PNO PROFIBUS Nutzerorganisation 

4 EDDL Builtin library 

4.1 General 

Clause 4 describes Builtin subroutines, which can be used in an EDD. The Builtins support 
user or device interactions (see Annex A). Typical user interactions are, for example, user 
inputs of VARIABLE values or acknowledgments. Typical device interactions are, for example, 
send commands to the device or interpreting response codes and status bytes. Clause 4 
contains the library of Builtins. 

In addition to the Builtins specified in this document, user-specific Builtins can be used. These 
Builtins shall be integrated into the EDD application. 

NOTE The Builtins are listed in alphabetical order. 

4.2 Conventions for Builtin descriptions 

The following conventions apply for the Builtin definitions. 

– Table 1 defines the format for the Builtins lexical element tables. 
– Table 2 defines the contents of the columns of Table 1. 
– EDDL basic constructs and attributes referenced in this document are written  in upper 

case letters. 

Table 1 – Format for the Builtins lexical element tables 

Parameter Name Type Direction Usage Description 

     

 

___________ 
2  PROFIBUS & PROFINET are trade names of PROFIBUS Nutzerorganisation e.V. (PNO) as part of PROFIBUS 

& PROFINET International. PNO is a non-profit trade organization to support the fieldbus technologies 
PROFIBUS & PROFINET. This information is given for the convenience of users of this standard and does not 
constitute an endorsement by IEC of the trade name holder or any of its products. Compliance to this profile 
does not require use of the tradename. Use of the trade names requires permission from the trade name 
holder. 
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Table 2 – Contents of the lexical element table 

Column Text Meaning 

Parameter name <name> The name of the formal parameter. 

 “<return>” The return value of the Builtin. 

Type data type Abstract data type (basic or derived) of the formal parameter. 

Direction I An input parameter. 

 O An output parameter is implicitely passed by reference so that the called Builtin 
function can modify the value. 

The return value of a Builtin is passed by value, if any. 

 I/O An input output parameter is implicitely passed by reference so that the called 
Builtin function can modify the value. 

 — There is no returned value (VOID). 

Usage m Formal parameter is mandatory. 

 o Formal parameter is optional. 

 c Formal parameter is conditional. 

 — There is no returned value (VOID). 

Description <text> Descriptive text for the parameter. 

 — There is no returned value (VOID). 

 

4.3 Builtin categories 

4.3.1 Overview 

There are the following special categories of Builtins: 

• User interface Builtins 

• Communication Builtins 

• Action Builtins 

Restrictions apply to the usage of Builtins, depending on their category (see Table 3). 

Table 3 – Usage of Builtins 

Builtin usage User interface Builtins Communication Builtins Action Builtins 

Methods referenced in user 
interface menus 

Allowed Allowed Not allowed 

PRE_EDIT_ACTIONS Allowed Not recommended Allowed a 

POST_EDIT_ACTIONS Allowed Not recommended Allowed a 

REFRESH_ACTIONS Not recommended GRAPH and CHART: 
allowed  

Others: not recommended 

Allowed a 

PRE_READ_ACTIONS Not recommended Allowed Allowed a 

POST_READ_ACTIONS Not recommended Allowed Allowed a 

PRE_WRITE_ACTIONS Not recommended Allowed Allowed a 

POST_WRITE_ACTIONS Not recommended Allowed Allowed a 

INIT_ACTIONS Not recommended Allowed Not allowed 

EXIT_ACTIONS Not recommended Allowed Not allowed 
a Shall only be used for actions called from a VARIABLE. 
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4.3.2 User interface Builtins 

User interface Builtins display information and in addition some of them require interaction 
from the user (see Table 4). 

Table 4 – User interface Builtins 

Builtin name 

ACKNOWLEDGE 

acknowledge 

DELAY 

delay 

DISPLAY 

display 

display_bitenum 

display_builtin_error  

display_comm_error   

display_comm_status 

display_device_status 

display_dynamics   

display_dynamics2 

display_message   

display_message2   

display_response_code   

display_response_status 

display_xmtr_status 

edit_device_value   

edit_device_value2   

edit_local_value   

edit_local_value2   

get_acknowledgement2   

get_acknowlegement  

GET_DEV_VAR_VALUE 

get_dev_var_value 

GET_LOCAL_VAR_VALUE 

get_local_var_value 

MenuDisplay   

PUT_MESSAGE 

put_message 

SELECT_FROM_LIST 

select_from_list 

select_from_menu   

select_from_menu2  
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4.3.3 Communication Builtins 

The communication Builtins allow methods to communicate with the device or to control the 
communication with the device (see Table 5). 

Table 5 – Communication Builtins 

Builtin name 

abort_on_all_comm_errors 

ABORT_ON_ALL_COMM_STATUS 

ABORT_ON_ALL_DEVICE_STATUS 

ABORT_ON_ALL_RESPONSE_CODES 

abort_on_all_response_codes 

ABORT_ON_COMM_ERROR 

abort_on_comm_error 

ABORT_ON_COMM_STATUS 

ABORT_ON_DEVICE_STATUS 

ABORT_ON_NO_DEVICE 

ABORT_ON_RESPONSE_CODE 

abort_on_response_code 

closeTransferPort 

ext_send_command 

ext_send_command_trans 

get_transfer_status 

IGNORE_ALL_COMM_STATUS 

IGNORE_ALL_DEVICE_STATUS 

IGNORE_ALL_RESPONSE_CODES 

IGNORE_COMM_ERROR 

IGNORE_COMM_STATUS 

IGNORE_DEVICE_STATUS 

IGNORE_NO_DEVICE 

IGNORE_RESPONSE_CODE 

openTransferPort 

read_value 

read_value2 

ReadCommand 

readItemFromDevice 

retry_on_all_comm_errors 

RETRY_ON_ALL_COMM_STATUS 

RETRY_ON_ALL_DEVICE_STATUS 

RETRY_ON_ALL_RESPONSE_CODES 

retry_on_all_response_codes 

RETRY_ON_COMM_ERROR 

retry_on_comm_error 

RETRY_ON_COMM_STATUS 

RETRY_ON_DEVICE_STATUS 

RETRY_ON_NO_DEVICE 
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Builtin name 

RETRY_ON_RESPONSE_CODE 

retry_on_response_code 

send 

send_all_values 

send_command 

send_command_trans 

send_on_exit 

send_trans 

send_value 

send_value2 

WriteCommand 

writeItemToDevice 

XMTR_ABORT_ON_ALL_COMM_STATUS 

XMTR_ABORT_ON_ALL_DATA 

XMTR_ABORT_ON_ALL_DEVICE_STATUS 

XMTR_ABORT_ON_ALL_RESPONSE_CODES 

XMTR_ABORT_ON_COMM_ERROR 

XMTR_ABORT_ON_COMM_STATUS 

XMTR_ABORT_ON_DATA 

XMTR_ABORT_ON_DEVICE_STATUS 

XMTR_ABORT_ON_NO_DEVICE 

XMTR_ABORT_ON_RESPONSE_CODE 

XMTR_IGNORE_ALL_COMM_STATUS 

XMTR_IGNORE_ALL_DATA 

XMTR_IGNORE_ALL_DEVICE_STATUS 

XMTR_IGNORE_ALL_RESPONSE_CODES 

XMTR_IGNORE_COMM_ERROR 

XMTR_IGNORE_COMM_STATUS 

XMTR_IGNORE_DATA 

XMTR_IGNORE_DEVICE_STATUS 

XMTR_IGNORE_NO_DEVICE 

XMTR_IGNORE_RESPONSE_CODE 

XMTR_RETRY_ON_ALL_COMM_STATUS 

XMTR_RETRY_ON_ALL_DATA 

XMTR_RETRY_ON_ALL_DEVICE_STATUS 

XMTR_RETRY_ON_ALL_RESPONSE_CODE 

XMTR_RETRY_ON_ALL_RESPONSE_CODES 

XMTR_RETRY_ON_COMM_ERROR 

XMTR_RETRY_ON_COMM_STATUS 

XMTR_RETRY_ON_DATA 

XMTR_RETRY_ON_DEVICE_STATUS 

XMTR_RETRY_ON_NO_DEVICE 

XMTR_RETRY_ON_RESPONSE_CODE 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Full document details: IEC 61804-5 2015

http://www.avadocuments.com/doc/iec-61804-5-2015
http://www.avadocuments.com/doc/iec-61804-5-2015


 – 28 – IEC 61804-5:2015 © IEC 2015 

4.3.4 Action Builtins 

The action Builtins allow for accessing the value of the variable from which the action was 
called (see Table 6). These Builtins may not be used in other methods or in actions called 
from a MENU. 

Table 6 – Action Builtins 

Builtin name 

fgetval 

fsetval 

get_date 

get_double 

get_float 

get_signed 

get_string 

get_unsigned 

igetval 

isetval 

put_date 

put_double 

put_float 

put_signed 

put_string 

put_unsigned 

sgetval 

ssetval 

 

4.4 Builtin _ERROR 

Purpose 

The Builtin _ERROR puts a textual information in a log. This information is put into the 
category error. The Builtin _TRACE and the Builtin _WARNING write information to this same 
log. 

Any variable reference contained in the format string will be expanded to the current value. 
Method local variables and VARIABLEs can be referenced in the message parameter. For 
more information, refer to the Builtin PUT_MESSAGE. 

Lexical structure 
 _ERROR(text) 

The lexical elements of the Builtin _ERROR are shown in Table 7. 

Table 7 – Builtin _ERROR 

Parameter name Type Direction Usage Description 

text DD_STRING I m The textual information to be put into the log. 

<return> VOID — — — 
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4.5 Builtin _TRACE 

Purpose 

The Builtin _TRACE puts a textual information in a log. This information is put into the 
category trace. The Builtin _ERROR and the Builtin _WARNING write information to this same 
log. 

Any variable reference contained in the format string will be expanded to the current value. 
Method local variables and VARIABLEs can be referenced in the message parameter. For 
more information, refer to the Builtin PUT_MESSAGE. 

Lexical structure 
_TRACE(text) 

The lexical elements of the Builtin _TRACE are shown in Table 8. 

Table 8 – Builtin _TRACE 

Parameter name Type Direction Usage Description 

text DD_STRING I m The textual information to be put into the log. 

<return> VOID — — — 

 

4.6 Builtin _WARNING 

Purpose 

The Builtin _WARNING puts a textual information in a log. This information is put into the 
category warning. The Builtin _ERROR and the Builtin _TRACE write information to this same 
log. 

Any variable reference contained in the format string will be expanded to the current value. 
Method local variables and VARIABLEs can be referenced in the message parameter. For 
more information, refer to the Builtin PUT_MESSAGE. 

Lexical structure 
_WARNING(text) 

The lexical elements of the Builtin _WARNING are shown in Table 9. 

Table 9 – Builtin _WARNING 

Parameter name Type Direction Usage Description 

text DD_STRING I m The textual information to be put into the log. 

<return> VOID — — — 

 

4.7 Builtin abort 

Purpose 

The Builtin abort will display a message indicating that the method has been aborted and wait 
for acknowledgement from the user. Once acknowledgement has been made, the system will 
execute any abort methods in the abort method list and will exit the method. 

Lexical structure 
abort(VOID) 
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The lexical element of the Builtin abort is shown in Table 10. 

Table 10 – Builtin abort 

Parameter name Type Direction Usage Description 

<return> VOID — — — 

 

4.8 Builtin abort_on_all_comm_errors 

Purpose 

The Builtin abort_on_all_comm_errors sets the method to abort upon receiving any 
communication error. 

When a method is started, it does not abort on a communication error until 
abort_on_all_comm_errors is called. This frees a method from having to handle any 
communication error codes by aborting the method if it receives any communications error. 

After this call, any Builtin call which makes a communication request that returns an error will 
cause the method to abort.  

Lexical structure 
abort_on_all_comm_errors(VOID) 

The lexical element of the Builtin abort_on_all_comm_errors is shown in Table 11. 

Table 11 – Builtin abort_on_all_comm_errors 

Parameter name Type Direction Usage Description 

<return> VOID — — — 

 

4.9 Builtin ABORT_ON_ALL_COMM_STATUS 

Purpose 

The Builtin ABORT_ON_ALL_COMM_STATUS will set all of the bits in the comm status abort 
mask. This will cause the system to abort the current method if the device returns any comm 
status value. Comm status is defined to be the first data octet returned in a transaction, when 
bit 7 of this octet is set. 

The retry and abort masks are reset to their default values at the start of each method, so the 
new mask value will only be valid during the current method. See Builtin 
ABORT_ON_RESPONSE_CODE for a list of the available masks, and their default values. 

The mask affected by this function is used by the Builtins send, send_trans, send_command, 
send_command_trans, ext_send_command, ext_send_command_trans, get_more_status, and 
display. 

Lexical structure 
ABORT_ON_ALL_COMM_STATUS(VOID) 

The lexical element of the Builtin ABORT_ON_ALL_COMM_STATUS is shown in Table 12. 
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Table 12 – Builtin ABORT_ON_ALL_COMM_STATUS 

Parameter name Type Direction Usage Description 

<return> VOID — — — 

 

4.10 Builtin ABORT_ON_ALL_DEVICE_STATUS 

Purpose 

The Builtin ABORT_ON_ALL_DEVICE_STATUS will set all of the bits in the device status 
abort mask. This will cause the system to abort the current method if the device returns any 
device status value. Device status is defined to be the second data octet returned in a 
transaction. 

The retry and abort masks are reset to their default values at the start of each method, so the 
new mask value will only be valid during the current method. See the send_command function 
for implementation of the masks. See ABORT_ON_RESPONSE_CODE for a list of the 
available masks and their default values. 

The mask affected by this function is used by the Builtins send, send_trans, send_command, 
send_command_trans, ext_send_command, ext_send_command_trans, get_more_status, and 
display. 

Lexical structure 
ABORT_ON_ALL_DEVICE_STATUS(VOID) 

The lexical element of the Builtin ABORT_ON_ALL_DEVICE_STATUS is shown in Table 13. 

Table 13 – Builtin ABORT_ON_ALL_DEVICE_STATUS 

Parameter name Type Direction Usage Description 

<return> VOID — — — 

 

4.11 Builtin ABORT_ON_ALL_RESPONSE_CODES 

Purpose 

The Builtin ABORT_ON_ALL_RESPONSE_CODES will set all of the bits in the response code 
abort mask. This will cause the system to abort the current method if the device returns any 
response code value. 

The response code is defined to be the first data octet returned in a transaction, when bit 7 of 
this octet is 0. 

The retry and abort masks are reset to their default values at the start of each method, so the 
new mask value will only be valid during the current method. See the send command function 
for implementation of the masks. See ABORT_ON_RESPONSE_CODE for a list of the 
available masks and their default values. 

The mask affected by this function is used by the Builtins send, send_trans, send_command, 
send_command_trans, ext_send_command, ext_send_command_trans, get_more_status, and 
display. 

Lexical structure 
ABORT_ON_ALL_RESPONSE_CODES(VOID) 
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The lexical element of the Builtin ABORT_ON_ALL_RESPONSE_CODES is shown in Table 
14. 

Table 14 – Builtin ABORT_ON_ALL_RESPONSE_CODES 

Parameter name Type Direction Usage Description 

<return> VOID — — — 

 

4.12 Builtin abort_on_all_response_codes 

Purpose 

The Builtin abort_on_all_response_codes causes the method to abort if it receives any 
non-zero response code, after calling a Builtin, which results in a request to a device. This 
Builtin frees a method from having to handle any error response codes. When a method is 
started, it does not abort on any response code until this Builtin is called. A response code is 
a value representing an application-specific error condition. A response code value of zero is 
not considered as an error response code. Each response code and response code type is 
defined in the EDDL. 

Lexical structure 
abort_on_all_response_codes(VOID) 

The lexical element of the Builtin abort_on_all_response_codes is shown in Table 15. 

Table 15 – Builtin abort_on_all_response_codes 

Parameter name Type Direction Usage Description 

<return> VOID — — — 

 

4.13 Builtin ABORT_ON_COMM_ERROR 

Purpose 

The Builtin ABORT_ON_COMM_ERROR will set the no comm error mask in such a way that 
the method will be aborted if a comm error is found while sending a command. 

The retry and abort masks are reset to their default values at the start of each method, so the 
new mask value will only be valid during the current method. See the send_command function 
for implementation of the masks. See Builtin ABORT_ON_RESPONSE_CODE for a list of the 
available masks and their default values. 

The mask affected by this function is used by the Builtins send, send_trans, send_command, 
send_command_trans, ext_send_command, ext_send_command_trans, get_more_status, and 
display. 

Lexical structure 
ABORT_ON_COMM_ERROR(VOID) 

The lexical element of the Builtin ABORT_ON_COMM_ERROR is shown in Table 16. 

Table 16 – Builtin ABORT_ON_COMM_ERROR 

Parameter name Type Direction Usage Description 

<return> VOID — — — 
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4.14 Builtin abort_on_comm_error 

Purpose 

The Builtin abort_on_comm_error causes the method to abort if it receives a specific 
communications error. 

When a method is started, it does not abort on a specific communications error until Builtin 
abort_on_comm_error is called. 

NOTE A communications error of zero is not considered a communications error. 

This Builtin permits the method writer to select which communications errors should be 
handled by the method and it frees a method from having to handle a specific communications 
error code. 

The communications error codes are defined by the consortia. Their related strings may be 
defined in a text dictionary. 

Lexical structure 
abort_on_comm_error(error) 

The lexical elements of the Builtin abort_on_comm_error are shown in Table 17. 

Table 17 – Builtin abort_on_comm_error 

Parameter name Type Direction Usage Description 

error unsigned 
long 

I m A communications error code. 

<return> long O m One of the return codes specified in Table 366. 

 

4.15 Builtin ABORT_ON_COMM_STATUS 

Purpose 

The Builtin ABORT_ON_COMM_STATUS will set the correct bit(s) in the comm status abort 
mask in such a way that the specified comm_status_value will cause the method to abort. 
Comm status is defined to be the first data octet returned in a transaction, when bit 7 of this 
octet is set. 

The retry and abort masks are reset to their default values at the start of each method, so the 
new mask value will only be valid during the current method. See the send command function 
for implementation of the masks. See ABORT_ON_RESPONSE_CODE for a list of the 
available masks and their default values. 

The mask affected by this function is used by the Builtins send, send_trans, send_command, 
send_command_trans, ext_send_command, ext_send_command_trans, get_more_status, and 
display. 

Lexical structure 
ABORT_ON_COMM_STATUS(comm_status) 

The lexical elements of the Builtin ABORT_ON_COMM_STATUS are shown in Table 18. 
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Table 18 – Builtin ABORT_ON_COMM_STATUS 

Parameter name Type Direction Usage Description 

comm_status unsigned 
char 

I m A bit mask for the communication status. 

<return> VOID — — — 

 

4.16 Builtin ABORT_ON_DEVICE_STATUS 

Purpose 

The Builtin ABORT_ON_DEVICE_STATUS will set the correct bit(s) in the device status abort 
mask such that the specified device status value will cause the method to abort. Device status 
is defined to be the second data octet returned in a transaction. 

The retry and abort masks are reset to their default values at the start of each method, so the 
new mask value will only be valid during the current method. See the send command function 
for implementation of the masks. See ABORT_ON_RESPONSE_CODE for a list of the 
available masks and their default values. 

The mask affected by this function is used by the Builtins send, send_trans, send_command, 
send_command_trans, ext_send_command, ext_send_command_trans, get_more_status, and 
display. 

Lexical structure 
ABORT_ON_DEVICE_STATUS(device_status) 

The lexical elements of the Builtin ABORT_ON_DEVICE_STATUS are shown in Table 19. 

Table 19 – Builtin ABORT_ON_DEVICE_STATUS 

Parameter name Type Direction Usage Description 

device_status unsigned 
char 

I m A bit mask for the device status. 

<return> VOID — — — 

 

4.17 Builtin ABORT_ON_NO_DEVICE 

Purpose 

The Builtin ABORT_ON_NO_DEVICE will set the no devices mask in such a way that the 
method will be aborted if no device is found while sending a command. 

The retry and abort masks are reset to their default values at the start of each method, so the 
new mask value will only be valid during the current method. See the send command function 
for implementation of the masks. See ABORT_ON_RESPONSE_CODE for a list of the 
available masks and their default values. 

The mask affected by this function is used by the Builtins send, send_trans, send_command, 
send_command_trans, ext_send_command, ext_send_command_trans, get_more_status, and 
display. 

Lexical structure 
ABORT_ON_NO_DEVICE(VOID) 

The lexical element of the Builtin ABORT_ON_NO_DEVICE is shown in Table 20. 
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Table 20 – Builtin ABORT_ON_NO_DEVICE 

Parameter name Type Direction Usage Description 

<return> VOID — — — 

 

4.18 Builtin ABORT_ON_RESPONSE_CODE 

Purpose 

The Builtin ABORT_ON_RESPONSE_CODE will set the correct bit(s) in the response code 
abort mask such that the specified response code value will cause the method to abort. The 
response code is defined to be the first data octet returned in a transaction, when bit 7 of this 
octet is 0. 

The retry and abort masks are reset to their default values at the start of each method, so the 
new mask value will only be valid during the current method. 

The following is a list of all the available masks. The default values of the masks are as 
follows: 

– response_code_abort_mask = ACCESS_RESTRICTED | CMD_NOT_IMPLEMENTED 
– response_code_retry_mask = NO BITS SET 
– cmd_48_response_code_abort_mask = ACCESS_RESTRICTED | 

CMD_NOT_IMPLEMENTED 
– cmd_48_response_code_retry_mask = NO BITS SET 
– device_status_abort_mask = DEVICE_MALFUNCTION 
– device_status_retry_mask = NO BITS SET 
– cmd_48_device_status_abort_mask = DEVICE_MALFUNCTION 
– cmd_48_device_status_retry_mask = NO BITS SET 
– comm_status_abort_mask = NO BITS SET 
– comm_status_retry_mask = ALL BITS SET 
– cmd_48_comm_status_abort_mask = NO BITS SET 
– cmd_48_comm_status_retry_mask = ALL BITS SET 
– no_device_abort_mask = ALL BITS SET 
– comm_error_abort_mask = ALL BITS SET 
– comm_error_retry_mask = NO BITS SET 
– cmd_48_no_device_abort_mask = ALL BITS SET 
– cmd_48_comm_error_abort_mask = ALL BITS SET 
– cmd_48_comm_error_retry_mask = NO BITS SET 
– cmd_48_data_abort_mask = NO BITS SET 
– cmd_48_data_retry_mask = NO BITS SET 

The mask affected by this function is used by the Builtins send, send_trans, send_command, 
send_command_trans, ext_send_command, ext_send_command_trans, get_more_status, and 
display. 

Lexical structure 
ABORT_ON_RESPONSE_CODE(response_code) 

The lexical elements of the Builtin ABORT_ON_RESPONSE_CODE are shown in Table 21. 
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Table 21 – Builtin ABORT_ON_RESPONSE_CODE 

Parameter name Type Direction Usage Description 

response_code int I m A bit mask for the response code. 

<return> VOID — — — 

 

4.19 Builtin abort_on_response_code 

Purpose 

The Builtin abort_on_response_code causes the method to abort upon receiving the specified 
response code. 

The Builtin causes the method to abort if it receives a specific response code. This Builtin 
frees a method from having to handle a specific response code. 

When a method is started, it will not abort on a specific response code until this Builtin is 
called. A response code is a value representing an application-specific error condition. 

NOTE A response code value of zero is not considered an error response code. Each response code type is 
defined in the EDD. 

Lexical structure 
abort_on_response_code(code) 

The lexical elements of the Builtin abort_on_response_code are shown in Table 22. 

Table 22 – Builtin abort_on_response_code 

Parameter name Type Direction Usage Description 

code unsigned 
long 

I m A bit mask for the response code. 

<return> long O m One of the return codes specified in Table 366. 

 

4.20 Builtin abortTransferPort 

Purpose 

The abortTransferPort stops the Block Data Transfer indicated by the handle. 

Lexical structure 
abortTransferPort(handle) 

The lexical elements of the Builtin abortTransferPort are shown in Table 23. 

Table 23 – Builtin abortTransferPort 

Parameter name Type Direction Usage Description 

handle unsigned 
long 

I m The handle for the block transfer. 

<return> int O m One of the return codes specified in Table 367. 
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4.21 Builtin abs 

Purpose 

The Builtin abs returns the absolute value of a floating-point value. 

Lexical structure 
abs(x) 

The lexical elements of the Builtin abs are shown in Table 24. 

Table 24 – Builtin abs 

Parameter name Type Direction Usage Description 

x double I m A floating-point value. 

<return> double O m The absolute value. 

 

4.22 Builtin ACKNOWLEDGE 

Purpose 

The Builtin ACKNOWLEDGE will display the prompt and wait for the enter key to be pressed. 
Unlike Builtin acknowledge, the prompt may NOT contain embedded device VARIABLEs. 

Lexical structure 
ACKNOWLEDGE(prompt) 

The lexical elements of the Builtin ACKNOWLEDGE are shown in Table 25. 

Table 25 – Builtin ACKNOWLEDGE 

Parameter name Type Direction Usage Description 

prompt char[] I m Message to be displayed. 

<return> int O m One of the return codes specified in Table 367. 

 

4.23 Builtin acknowledge 

Purpose 

The Builtin acknowledge will display the prompt and wait for acknowledgment from the user. 
The prompt may contain local and/or device variable values. 

Lexical structure 
acknowledge(prompt, global_var_ids) 

The lexical elements of the Builtin acknowledge are shown in Table 26. 

Table 26 – Builtin acknowledge 

Parameter name Type Direction Usage Description 

prompt char[] I m Message to be displayed. 

global_var_ids array of int I m An array that contains unique identifiers of 
VARIABLE instances. 

<return> int O m One of the return codes specified in Table 367. 
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4.24 Builtin acos 

Purpose 

The Builtin acos returns the arc cosine of a floating-point value. 

Lexical structure 
acos(x) 

The lexical elements of the Builtin acos are shown in Table 27. 

Table 27 – Builtin acos 

Parameter name Type Direction Usage Description 

x double I m A floating-point value. 

<return> double O m The arc cosine. 

 

4.25 Builtin add_abort_method (version A) 

Purpose 

The Builtin add_abort_method will add a method to the abort method list, which is the list of 
methods to be executed if the current method is aborted. The abort method list can hold up to 
20 methods at any one time. The methods are run in the order they are added to the list, and 
the same method may be added to the list more than once. The list is cleared after each 
non_abort method is executed. 

add_abort_method is only executed when the method is aborted, and not when the method 
exits under normal operating conditions. Methods can be aborted due to an abort mask 
condition when sending a command, or when the Builtin abort is called or when the user 
aborts the method. 

Lexical structure 
add_abort_method(abort_method_id) 

The lexical elements of the Builtin add_abort_method are shown in Table 28. 

Table 28 – Builtin add_abort_method 

Parameter name Type Direction Usage Description 

abort_method reference I m A reference to a METHOD. 

<return> int O m One of the return codes specified in Table 367. 

 

4.26 Builtin add_abort_method (version B) 

Purpose 

The Builtin add_abort_method adds an abort method to the calling method's abort method list. 
The abort method list is the list of methods, which will be executed if the method aborts. The 
abort method list applies only to the current execution of the method. 

Methods abort when response codes or communication errors occur which have been set to 
trigger an abort via other Builtin calls, for example, abort_on_all_comm_errors and 
abort_on_all_response_codes. Methods can also be explicitly aborted by a direct call to 
Builtin method _abort, or when an error occurs. The normal completion of a method is not 
considered an abort. 
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The abort method list is initially empty when a method begins execution. The abort methods 
are added to the back of the list and are removed and run from the front of the list in the order 
they appear, i.e. first-in first-out. An abort method may appear more than once in the list. 

Abort methods may be shared between methods, meaning two methods may have the same 
abort method in their respective abort method lists. 

The method_id parameter is specified by the method writer using the Builtin ITEM_ID and the 
name of the method. Builtins abort methods cannot call add_abort_method. 

Lexical structure 
add_abort_method(method_id) 

The lexical elements of the Builtin add_abort_method are shown in Table 29. 

Table 29 – Builtin add_abort_method 

Parameter name Type Direction Usage Description 

method_id unsigned 
long 

I m The ID of the method. 

<return> long O m One of the return codes specified in Table 366. 

 

4.27 Builtin AddTime 

Purpose 

The Builtin AddTime adds a number of seconds to a time_t value. 

Lexical structure 
AddTime(t0, seconds) 

The lexical elements of the Builtin AddTime are shown in Table 30. 

Table 30 – Builtin AddTime 

Parameter name Type Direction Usage Description 

t0 time_t I m The initial time_t value. 

seconds double I m The number of seconds to add. 

<return> time_t o m The specified time_t value. 

 

4.28 Builtin asin 

Purpose 

The Builtin asin returns the arc sine of a floating-point value. 

Lexical structure 
asin(x) 

The lexical elements of the Builtin asin are shown in Table 31. 
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Table 31 – Builtin asin 

Parameter name Type Direction Usage Description 

x double I m A floating-point value. 

<return> double O m The arc sine. 

 

4.29 Builtin assign 

Purpose 

The Builtin assign sets the value of a VARIABLE to another VARIABLE’s value. It sets the 
value of the destination VARIABLE equal to the value of the source VARIABLE. 

NOTE The Builtin is a shorthand way of doing an ABN_GET_TYPE_VALUE followed by a put_type_value. 

The parameters dst_id, src_id, dst_member_id, and src_member_id are specified using the 
Builtins ITEM_ID and MEMBER ID and the reference of the VARIABLE. Both the source 
VARIABLEs and the destination VARIABLE shall have the same type. 

Lexical structure 
assign(dst_id, dst_member_id, src_id, src_member_id) 

The lexical elements of the Builtin assign are shown in Table 32. 

Table 32 – Builtin assign 

Parameter name Type Direction Usage Description 

dst_id unsigned 
long 

I m The item ID of the destination variable. 

dst_member_id unsigned 
long 

I m The member ID of the destination variable. 

src_id unsigned 
long 

I m The item ID of the source variable. 

src_member_id unsigned 
long 

I m The member ID of the source variable. 

<return> long O m One of the return codes specified in Table 366. 

 

4.30 Builtin assign_double 

Purpose 

The Builtin assign_double assigns a value to a VARIABLE. 

Lexical structure 
assign_double(device_var, new_value) 

The lexical elements of the Builtin assign_double are shown in Table 33. 

Table 33 – Builtin assign_double 

Parameter name Type Direction Usage Description 

device_var reference I m The name of the variable. 

new_value double I m The new value of the referenced variable. 

<return> int O m One of the return codes specified in Table 367. 
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4.31 Builtin assign_float 

Purpose  

The Builtin assign_float assigns a value to VARIABLE. 

Lexical structure 
assign_float(device_var, new_value) 

The lexical elements of the Builtin assign_float are shown in Table 34. 

Table 34 – Builtin assign_float 

Parameter name Type Direction Usage Description 

device_var reference I m The name of the variable. 

new_value double I m The new value of the referenced variable. 

<return> int O m One of the return codes specified in Table 367. 

 

4.32 Builtin assign_int 

Purpose 

The Builtin assign_int assigns a value to VARIABLE. 

Lexical structure 
assign_int(device_var, new_value) 

The lexical elements of the Builtin assign_int are shown in Table 35. 

Table 35 – Builtin assign_int 

Parameter name Type Direction Usage Description 

device_var reference I m The name of the variable. 

new_value int I m The new value of the referenced variable. 

<return> int O m One of the return codes specified in Table 367. 

 

4.33 Builtin assign_var 

Purpose 

The Builtin assign_var assigns a value of the source VARIABLE to the destination VARIABLE. 
Both variables shall have the same type. 

Lexical structure 
assign_var(destination_var, source_var) 

The lexical elements of the Builtin assign_var are shown in Table 36. 
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Table 36 – Builtin assign_var 

Parameter name Type Direction Usage Description 

destination_var reference I m The name of the destination variable. 

source_var reference I m The name of the source variable. 

<return> int O m One of the return codes specified in Table 367. 

 

4.34 Builtin assign2 

Purpose 

The Builtin assign2 sets the value of a VARIABLE to another VARIABLE’s value. It sets the 
value of the destination VARIABLE equal to the value of the source VARIABLE. 

The parameters dst_id, src_id, dst_member_id, and src_member_id are specified using the 
Builtins ITEM_ID and MEMBER ID and the reference of the VARIABLE. Both the source 
VARIABLEs and the destination VARIABLE shall have the same type. 

Lexical structure 
assign2(dst_blk_id, dst_blk_num, dst_id, dst_member_id, src_blk_id, 
src_blk_num, src_id, src_member_id) 

The lexical elements of the Builtin assign2 are shown in Table 37. 

Table 37 – Builtin assign2 

Parameter name Type Direction Usage Description 

dst_blk_id unsigned 
long 

I m The item ID of the destination block. 

dst_blk_num unsigned 
long 

I m The occurrence number of the destination block. 

dst_id unsigned 
long 

I m The item ID of the destination variable. 

dst_member_id unsigned 
long 

I m The member ID of the destination variable. 

src_blk_id unsigned 
long 

I m The item ID of the source block. 

src_blk_num unsigned 
long 

I m The occurrence number of the source block. 

src_id unsigned 
long 

I m The item ID of the source variable. 

src_member_id unsigned 
long 

I m The member ID of the source variable. 

<return> long O m One of the return codes specified in Table 366. 

 

4.35 Builtin atan 

Purpose 

The Builtin atan returns the arc tangent of a floating-point value. 

Lexical structure 
atan(x) 

The lexical elements of the Builtin atan are shown in Table 38. 
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Table 38 – Builtin atan 

Parameter Name Type Direction Usage Description 

x double I m A floating-point value. 

<return> double O m The arc tangent. 

 

4.36 Builtin atof 

Purpose 

The Builtin converts a text into a floating-point value. 

Lexical structure 
atof(str) 

The lexical elements of the Builtin atof are shown in Table 39. 

Table 39 – Builtin atof 

Parameter name Type Direction Usage Description 

str char[] I m The text to convert. 

<return> float O m The floating-point value. 

 

4.37 Builtin atoi 

Purpose 

The Builtin converts a text into an integer value. 

Lexical structure 
atoi(str) 

The lexical elements of the Builtin atoi are shown in Table 40. 

Table 40 – Builtin atoi 

Parameter name Type Direction Usage Description 

str char[] I m The text to convert. 

<return> int O m The integer value. 

 

4.38 Builtin browseIdentity 

Purpose 

The BLOB declaration may not have a declared IDENTITY. The browseIdentity function allows 
the user to select the BLOB using a Host Application specific mechanism. 

Lexical structure 
browseIdentity(blob_item) 

The lexical elements of the Builtin browseIdentity are shown in Table 41. 
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Table 41 – Builtin browseIdentity 

Parameter name Type Direction Usage Description 

blob_item DD_ITEM & I m The BLOB for which the identity is browsed. 

<return> int O m One of the return codes specified in Table 367. 

 

4.39 Builtin BUILD_MESSAGE 

Purpose 

The Builtin BUILD_MESSAGE returns a string based on a format specification. Any variable 
reference contained in the format string will be expanded to the current value. Method local 
variables and VARIABLEs can be referenced in the message parameter. For more 
information, refer to the Builtin PUT_MESSAGE. 

Lexical structure 
BUILD_MESSAGE(string) 

The lexical elements of the Builtin BUILD_MESSAGE are shown in Table 42. 

Table 42 – Builtin BUILD_MESSAGE 

Parameter name Type Direction Usage Description 

string DD_STRING I m The format specification. 

<return> DD_STRING O m The formatted string. 

 

4.40 Builtin ByteToDouble 

Purpose 

The Builtin ByteToDouble will return a double value from a vector of eight octets. 

Lexical structure 
ByteToDouble(in1, in2, in3, in4, in5, in6, in7, in8) 

The lexical element of the Builtin ByteToDouble is shown in Table 43. 

Table 43 – Builtin ByteToDouble 

Parameter name Type Direction Usage Description 

in1 unsigned char I m First element of the double value (most significant 
byte). 

in2 unsigned char I m Second element of the double value. 

in3 unsigned char I m Third element of the double value. 

in4 unsigned char I m Fourth element of the double value. 

in5 unsigned char I m Fifth element of the double value. 

in6 unsigned char I m Sixth element of the double value. 

in7 unsigned char I m Seventh element of the double value. 

in8 unsigned char I m Eighth element of the double value (least significant 
byte). 

<return> double O m A double value from the given vector of eight octets. 
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4.41 Builtin ByteToFloat 

Purpose 

The Builtin ByteToFloat will return a floating value from a vector of four octets. 

Lexical structure 
ByteToFloat(in1, in2, in3, in4) 

The lexical elements of the Builtin ByteToFloat are shown in Table 44. 

Table 44 – Builtin ByteToFloat 

Parameter name Type Direction Usage Description 

in1 unsigned 
char 

I m First element of the float value (most significant byte). 

in2 unsigned 
char 

I m Second element of the float value. 

in3 unsigned 
char 

I m Third element of the float value. 

in4 unsigned 
char 

I m Fourth element of the float value (least significant 
byte). 

<return> float O m A floating-point value from the given vector of four 
octets. 

 

4.42 Builtin ByteToLong 

Purpose 

The Builtin ByteToLong will return a long value from a vector of four octets. 

Lexical structure 
ByteToLong(in1, in2, in3, in4) 

The lexical elements of the Builtin ByteToLong are shown in Table 45. 

Table 45 – Builtin ByteToLong 

Parameter name Type Direction Usage Description 

in1 unsigned 
char 

I m First element of the long value (most significant byte). 

in2 unsigned 
char 

I m Second element of the long value. 

in3 unsigned 
char 

I m Third element of the long value. 

in4 unsigned 
char 

I m Fourth element of the long value (least significant byte). 

<return> long O m A long value from the given vector of four octets. 

 

4.43 Builtin ByteToShort 

Purpose 

The Builtin ByteToShort will return a short value from a vector of two octets. 
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Lexical structure 
ByteToShort(in1, in2) 

The lexical elements of the Builtin ByteToShort are shown in Table 46. 

Table 46 – Builtin ByteToShort 

Parameter name Type Direction Usage Description 

in1 unsigned 
char 

I m First element of the short value (most significant 
byte). 

in2 unsigned 
char 

I m Second element of the short value (least significant 
byte). 

<return> short O m A short value from the given vector of two octets. 

 

4.44 Builtin cbrt 

Purpose 

The Builtin cbrt returns the cubic root of a floating-point value. 

Lexical structure 
cbrt(x) 

The lexical elements of the Builtin cbrt are shown in Table 47. 

Table 47 – Builtin cbrt 

Parameter name Type Direction Usage Description 

x double I m A floating-point value. 

<return> double O m The cubic root. 

 

4.45 Builtin ceil 

Purpose 

The Builtin ceil returns the smallest integral value not less than a specified floating-point 
value. 

Lexical structure 
ceil(x) 

The lexical elements of the Builtin ceil are shown in Table 48. 

Table 48 – Builtin ceil 

Parameter name Type Direction Usage Description 

x double I m A floating-point value. 

<return> double O m The ceiling value. 

 

4.46 Builtin closeTransferPort 

Purpose 

The closeTransferPort function closes the block transfer indicated by the handle. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Full document details: IEC 61804-5 2015

http://www.avadocuments.com/doc/iec-61804-5-2015
http://www.avadocuments.com/doc/iec-61804-5-2015


IEC 61804-5:2015 © IEC 2015 – 47 – 

Lexical structure 
closeTransferPort(handle) 

The lexical elements of the Builtin closeTransferPort are shown in Table 49. 

Table 49 – Builtin closeTransferPort 

Parameter name Type Direction Usage Description 

handle unsigned 
long 

I m The handle for the block transfer. 

<return> int O m One of the return codes specified in Table 367. 

 

4.47 Builtin cos 

Purpose 

The Builtin cos returns the cosine of a floating-point value. 

Lexical structure 
cos(x) 

The lexical elements of the Builtin cos are shown in Table 50. 

Table 50 – Builtin cos 

Parameter name Type Direction Usage Description 

x double I m A floating-point value. 

<return> double O m The cosine. 

 

4.48 Builtin cosh 

Purpose 

The Builtin cosh returns the hyperbolic cosine of a floating-point value. 

Lexical structure 
cosh(x) 

The lexical elements of the Builtin cosh are shown in Table 51. 

Table 51 – Builtin cosh 

Parameter name Type Direction Usage Description 

x double I m A floating-point value. 

<return> double O m The hyperbolic cosine. 

 

4.49 Builtin dassign 

Purpose 

The Builtin dassign assigns a value to a VARIABLE. 

Lexical structure 
dassign(device_var, new_value) 
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The lexical elements of the Builtin dassign are shown in Table 52. 

Table 52 – Builtin dassign 

Parameter name Type Direction Usage Description 

device_var reference I m The name of the variable. 

new_value double I m The new value of the referenced variable. 

<return> int O m One of the return codes specified in Table 367. 

 

4.50 Builtin DATE_AND_TIME_VALUE_to_string 

Purpose 

The Builtin DATE_AND_TIME_VALUE_to_string creates a string representation of a DATE 
and a TIME_VALUE(4). The programming language-C strftime function defines the structure 
of the format string. 

Lexical structure 
DATE_AND_TIME_VALUE_to_string(string, format, date, time_value) 

The lexical elements of the Builtin DATE_AND_TIME_VALUE_to_string are shown  
in Table 53. 

Table 53 – Builtin DATE_AND_TIME_VALUE_to_string 

Parameter name Type Direction Usage Description 

string DD_STRING I/O m The string into which the formatted DATE and 
TIME_VALUE are copied. 

format DD_STRING I m How the DATE and TIME_VALUE are to be formatted. 

date long I m A long value containing the DATE to be formatted. 

time_value unsigned long I M The TIME_VALUE to be formatted. 

<return> int O m The number of character actually copied or -1 if an 
error occurs. 

 

4.51 Builtin Date_to_DayOfMonth 

Purpose 

The Builtin Date_to_DayOfMonth calculates the day of the month from a given number of days 
since 1 January 1900. 

Lexical structure 
Date_to_DayOfMonth(date) 

The lexical elements of the Builtin Date_to_DayOfMonth are shown in Table 54. 

Table 54 – Builtin Date_to_DayOfMonth 

Parameter name Type Direction Usage Description 

date long I m A long value containing the DATE. 

<return> int O m The day of month. 
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