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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTRICAL INSTALLATIONS FOR
LIGHTING AND BEACONING OF AERODROMES -

Part 3-4: Safety secondary circuits in series circuits -
General safety requirements

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

IEC 61820-3-4 has been prepared by IEC technical committee 97: Electrical installations for
lighting and beaconing of aerodromes. It is an International Standard.

The text of this International Standard is based on the following documents:

Draft Report on voting

97/253/FDIS 97/256/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.
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This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/publications.

A list of all parts in the IEC 61820 series, published under the general title Electrical installations
for lighting and beaconing of aerodromes, can be found on the IEC website.

Future documents in this series will carry the new general title as cited above. Titles of existing
documents in this series will be updated at the time of the next edition.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The "colour inside" logo on the cover page of this document indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

With a few exceptions, aeronautical ground lighting is designed for series circuit technology
operating with a constant current and a maximum input voltage of 5 000 V AC RMS, including
tolerances. The input voltage to the series circuit is constantly adjusted by the constant current
regulator to maintain the series circuit current irrespective of the variations in the load. The
properties and characteristics of the constant current regulators are provided in IEC 61822.
Due to the structure of the series circuit, i.e., a series connection of all loads, the usual
protective devices for personnel protection of an IT, TT or TN network cannot be applied.

Aeronautical ground lighting is defined as any light provided as an aid to air navigation and as
such is subject to specific requirements with respect to its resilience, availability, and
serviceability levels. Therefore, insulation faults in the series circuit are often tolerated, and do
not lead to the automatic disconnection of the electrical supply to the series circuit.

In view of the above, IEC 61821 states that no work of any kind is normally permitted on live
series circuits without first conducting a suitable and sufficient risk assessment and using
appropriate protective equipment according to IEC 61821.

The electrical characteristics of the constant current series circuits are often confused with
those of IT, TT or TN networks, i.e., constant input voltage, equipment connected in parallel,
and a load-dependent current. In practice, it is not always easy to assign rated voltages
correctly to individual components of the series circuit or to determine possible touch voltages.
In a constant current series circuit, the rated voltage of the equipment in the series circuit and
the maximum touch voltage frequently exceed the normal mains input voltage.

In a series circuit installation, the series circuit input voltage is divided in proportion to the
internal resistances of the various loads. The rated voltage, i.e., the voltage between the input
lines of the equipment, is defined by the series circuit current that flows through the equipment
and its input impedance. Since input impedance depends on the equipment design and the
series circuit current is constant, the input voltage remains the same for each item of equipment.
As a result of the provision of current control in the series circuit, the series circuit input voltage
is load-dependent and corresponds to the sum of all partial voltages in the series circuit.

This is different to determining the maximum possible touch voltage to earth in a series circuit.
Since one or more earth faults of varying resistance to earth may be present, the touch voltage
to earth may assume any value up to the maximum series circuit input voltage depending on
the location of the earth fault and the equipment installed in the series circuit. Therefore, when
determining the dielectric strength against earth potential, it is usual to take the maximum series
circuit input voltage. Such peculiarities of the series circuit have been considered in the
requirements for lamp systems in this document.

Since there are only a few effective safety features available for personnel protection in series
circuit technology, the protective measure "safety extra low voltage (SELV)" and "protective
extra low voltage (PELV)" is applied in this document for the supply of lamp systems. This
measure is common practice and can resort to the application of well-known and accepted
methodology. The introduction of SELV/PELYV in this type of application has been made possible
by the introduction of new illumination technology that has lower power requirements and hence
requires a lower voltage supply.

NOTE This document is based on SELV specification according to IEC 60364-4-41 and IEC 61558-1.
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ELECTRICAL INSTALLATIONS FOR
LIGHTING AND BEACONING OF AERODROMES -

Part 3-4: Safety secondary circuits in series circuits -
General safety requirements

1 Scope

This part of IEC 61820 specifies protective provisions for the operation of lamp systems
powered by series circuits in aeronautical ground lighting.

The protective provisions described here refer only to secondary supply systems for loads that
are electrically separated from the series circuit.

This document specifies the level of SELV, and alternatively PELV, under consideration of
additional personnel protection during work on live secondary circuits by electrically skilled
persons. This document also covers the special operational features of aeronautical ground
lighting and addresses the level of training and the requirements for maintenance procedures
detailed in IEC 61821 and other national or regional regulation.

The requirements and tests are intended to set a specification framework for system designers,
system installers, users, and maintenance personnel to ensure a safe and economic use of
electrical systems in installations for the beaconing of aerodromes.

This document complements existing IEC aeronautical ground lighting (AGL) standards and can
be used as a design specification.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60364-4-41:2005, Low-voltage electrical installations — Part 4-41: Protection for safety —
Protection against electric shock

IEC 60417, Graphical symbols for use on equipment, available at
http://www.graphicalsymbols.info/equipment

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code)
IEC 60529:1989/AMD1:1999
IEC 60529:1989/AMD2:2013

IEC 61000-6-2:2016, Electromagnetic compatibility (EMC) — Part 6-2: Generic standards —
Immunity for industrial environments

IEC 61000-6-4:2018, Electromagnetic compatibility (EMC) — Part 6-4: Generic standards —
Emission standard for industrial environments

IEC 61140:2016, Protection against electric shock — Common aspects for installation and
equipment Documents

Document Sharing Hub

Full document details: IEC 61820-3-4-2023


http://avadocuments2026.com/doc/iec-61820-3-4-2023
http://avadocuments2026.com/doc/iec-61820-3-4-2023

IEC 61820-3-4:2023 © |IEC 2023 -9-

IEC 61558-2-6:2021, Safety of transformers, reactors, power supply units and combinations
thereof — Part 2-6: Particular requirements and tests for safety isolating transformers and power
supply units incorporating safety isolating transformers for general applications

IEC 61820-1:2019, Electrical installations for aeronautical ground lighting at aerodromes —
Part 1: Fundamental principles

IEC 61821:2011, Electrical installations for lighting and beaconing of aerodromes -
Maintenance of aeronautical ground lighting constant current series circuits

IEC 61822:2009, Electrical installations for lighting and beaconing of aerodromes — Constant
current regulators

IEC 61823:2002, Electrical installations for lighting and beaconing of aerodromes — AGL series
transformers

IEC 63067:2020, Electrical installations for lighting and beaconing of aerodromes — Connecting
devices — General requirements and tests

CISPR 11:2015, Industrial, scientific, and medical equipment — Radio-frequency disturbance
characteristics — Limits and methods of measurement

CISPR 11:2015/AMD1:2016

CISPR 11:2015/AMD2:2019

CISPR 32:2015, Electromagnetic compatibility of multimedia equipment — Emission
requirements

3 Terms, definitions, and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:
o |EC Electropedia: available at https://www.electropedia.org/

e |SO Online browsing platform: available at https://www.iso.org/obp

3.11
assembly
self-contained, closed functional unit forming a light system together with other assemblies

3.1.2
basic insulation
insulation of hazardous live parts providing basic protection

Note 1 to entry: This concept does not apply to insulation used exclusively for functional purposes.

[SOURCE: IEC 60050-581:2008, 581-21-24]

3.1.3

electrically skilled person

person with relevant education and experience to enable that person to perceive risks and to
avoid hazards which electricity can create

[SOURCE: IEC 60050-195:2021,195-04-01] Documents
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3.1.4

extra-low voltage

ELV

voltage not exceeding the relevant voltage limit specified in 4.7.3

3.1.5

safety extra-low voltage

SELV

voltage values which do not exceed values in 4.7.3, between conductors, or between any
conductor and reference earth, in an electric circuit which has galvanic separation from the
supplying electric power system by such means as a separate-winding transformer

3.1.6

SELV system

electrical system in which the voltage cannot exceed the value of extra-low voltage:
— under normal conditions, and

— under single-fault conditions, including earth faults in other electric circuits

Note 1 to entry: SELV is the abbreviation for safety extra-low voltage.

[SOURCE: IEC 60050-195:2021, 195-06-28]

3.1.7

PELV system

electric system in which the voltage cannot exceed the value of extra-low voltage:
— under normal conditions, and

— under single fault conditions, including earth faults in other electric circuits

Note 1 to entry: PELYV is the abbreviation for protective extra low voltage
[SOURCE: IEC 60050-195:2021, 195-06-29]

3.1.8

SELV/PELV power supply

single physical unit or assembly of physical units performing as the power supply according to
SELV/PELYV definitions

3.1.9

protective separation

separation of one electric circuit from another by means of
— double insulation, or

— basic insulation and electrically protective screening, or
— reinforced insulation

3.1.10

power supply unit

components for the supply and transfer of energy used to operate a lighting unit in a series
circuit

3.1.11

electric shock
physiological effect resulting from an electric current passing through a human or animal body

[SOURCE: IEC 60050-195:2021, 195-01-04, modified — Words "human body or livestock"
replaced with "human or animal body".] Documents
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3.1.12
hazardous live part
live part which, under certain conditions, can give a harmful electric shock

[SOURCE: IEC 60050-195:2021, 195-06-05, modified — Note to entry deleted.]

3.1.13
touch voltage
voltage between conductive parts when touched simultaneously by a person or an animal

Note 1 to entry: The value of the effective touch voltage may be appreciably influenced by the impedance of the
person or the animal in electric contact with these conductive parts.

[SOURCE: IEC 60050-195:2021, 195-05-11, modified — Words "a human being or livestock"
replaced with "person or animal"; "effective" and "appreciably" added in Note 1 to entry.]

3.1.14

single fault condition

condition in which there is a fault of a single protection (but not a reinforced protection) or of a
single component or a device

[SOURCE: IEC 60050-903:2013, 903-01-15, modified — Note 1 to entry deleted.]

3.1.15

light fixture (US)

light fitting (UK)

luminaire

electrical device used to create artificial light by use of an electric lamp/LED/light source above
ground or within the pavement

Note 1 to entry: The luminaire is an apparatus which distributes, filters or transforms the light transmitted from one
or more lamps and which includes all the parts necessary for supporting, aiming, fixing and protecting the lamps, but
not the lamps themselves and, where necessary, circuit auxiliaries together with the means for connecting them to
supply.

3.1.16
limiter
device which limits the safety transformer output voltage to a defined maximum value

Note 1 to entry: The probability of electric shock increases with voltage level, surface area of the accessible
conductive part or circuit in contact with the skin and the humidity condition of skin.

3.1.17

safety transformer

isolating transformer with protective separation between the input winding(s) and output
winding(s)

[SOURCE: IEC 61558-1:2017, 3.1.2, modified — Word "isolating" replaced with "safety" in the
term, and "isolating" added to the definition.]

3.1.18

dry condition

skin condition of a surface area of contact with regards to humidity of a living person being at
rest under normal indoor condition
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3.2 Abbreviated terms

AGL aeronautical ground lighting

IP code to define the degree of protection of an enclosure
ELV extra low voltage

EMC electromagnetic compatibility

CISPR International Special Committee on Radio Interference
AC alternating current

DC direct current

CCR constant current regulator

DUT device under test

ISO International Standard Organization

IEC International Electrotechnical Commission

ILCMS integrated lamp control and monitoring system

4 Requirements for the SELV/PELV supply

4.1 General

Light fittings for use in aeronautical ground lighting shall be designed for use in a series circuit.
The maximum power ratings of the series circuit supply are given by the constant current
regulators according to IEC 61822. If the light systems are designed for other current ranges,
such information shall be provided by the manufacturer.

The series circuit shall be designed for a nominal system voltage of class V2: nominal system
voltage up to and including 1 000 V AC according to IEC 61820-1:2019, 6.3.

The design of the safety secondary circuit shall support safe working conditions for electrically
skilled persons.

The maintenance practices shall follow IEC 61821. Applicable national or regional regulations
can exist. When considering live work on the secondary circuit, the risk assessment should
consider the nature of the work (fault finding, testing, and repair), the nature of the hazards
present, and the provision of SELV/PELV designs.

The recommendation is to implement a PELV design because it is considered the more practical
solution over complete lifetime of the installation but with the same safety level as a SELV
design. If this recommendation cannot be fulfilled, then it shall be considered that a
maintenance effort needs to be enforced to achieve a suitable insulation level to implement the
SELV design.

In Annex A, Table A.1 gives comparison information of characteristics of PELV and SELV
installations.

NOTE This document does not consider any specific requirements regarding the lightning over voltages. The
SELV/PELV voltage is no more guaranteed in case of lightning that can happen on or at proximity of any of the
component of the system.

4.2 SELV/PELV-safety demarcation line in an AGL series circuit

Figure 1 and Figure 2 show the extent of the safety secondary system. The safety secondary
system (limit defined in 4.7.3) is all circuitry below the dashed red safety demarcation line.
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Figure 1 — Safety demarcation line in a safety
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Figure 2 — Safety demarcation line in a protective
extra-low voltage system (PELV system)

NOTE The given earthing in Figure 2 is an example. The earthing connection can be performed anywhere in the
secondary circuit.

The PELV system can be used where local regulations require an earth (bonding of a live
conductor) to be provided.
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4.3 Environmental conditions

Light fittings shall be designed for continuous outdoor operation without any derating factor,
under the following environmental conditions classes according to IEC 61820-1:2019, Table 1:

— class E10: outdoor installation at or above the surface;
— class E11: outdoor installation below the surface.

4.4 Degree of protection provided by enclosures

The degree of protection against contact with conducting parts or the ingress of solid objects
and liquids shall be indicated by the IP coding according to IEC 60529.

Where the supply is intended to be installed outdoors, the following component requirements
class according to IEC 61820-1:2019, Table 2, shall apply:

— class E11: outdoor installation below the surface.
4.5 Electromagnetic compatibility (EMC)
4.5.1 Limits of electromagnetic emission

The SELV/PELV supply (for example: safety transformer plus limiter) shall comply with the
requirements given in the EMC generic standard IEC 61000-6-4. The limits of electromagnetic
emission shall comply with CISPR 11:2015, class B.

4.5.2 Limits of immunity

The SELV/PELV supply (for example: safety transformer plus limiter) shall comply with the
requirements given in the generic standard for industrial environments IEC 61000-6-2. The
immunity limits and methods of measurement of CISPR 32 shall be complied with.

4.6 Marking

4.6.1 Marking of the SELV/PELV power supply (single unit: safety transformer
combined with a limiter)

Each SELV/PELYV supply shall be permanently marked. The marking shall contain the following
information:

— unambiguous type designation of the manufacturer;

— name of the manufacturer of the assembly;

— nominal input current;

— nominal output current;

— maximum output power (W and VA);

— marking of the assembly as class Ill (SELV) with symbol IEC 60417-5180:2003-02 (Roman
Il within a rhombus);

— number of the standard IEC 61820-3-4 and its date of publication.

The SELV/PELV marking shall be available to maintenance personnel and easily readable in
the normal installation position (see 4.7.4).

In SELV or PELV systems, only equipment marked as class Ill shall be used.
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4.6.2 Marking of the SELV/PELV power supply (multiple units: safety transformer in
series with a separate limiter)

Each SELV/PELV connecting cable of each unit, starting on the secondary side of the series
circuit transformer, shall be permanently marked. The marking shall contain a SELV/PELV
information:

a) the output cable of the safety transformer and both connecting cables of the limiter unit shall
be marked with a label that indicates the system as a SELV/PELV circuit, but not with a
class Ill (SELV) symbol (see example in Figure B.1);

b) the label used in a) shall be used for all connecting cables between SELV/PELV power
supply and load (see examples in Figure B.1 to Figure B.6).

4.6.3 Marking at the installation locations

The location of a light fixture fed by a SELV/PELV power supply shall be marked as SELV/PELV.
The marking shall be clearly readable to allow maintenance people to confirm SELV/PELV
condition before starting any work on the installation. If the SELV/PELV supply will be replaced
by a non-SELV/PELV supply, the marking shall be removed or permanently covered
(see examples in Figure B.1 to Figure B.6).

4.7 Protection against electric shock
4.7.1 Basic requirements

Hazardous live parts shall not be accessible and accessible conductive parts shall not be
hazardous live

— neither in normal use without fault, nor

— under single fault conditions.
4.7.2 Protective measure to be applied

The protective mechanisms of the SELV/PELV supply shall not be lost if a single fault occurs.

For this purpose, the following shall be provided:

— limitation of voltage at the output of the SELV/PELV supply;
— protective separation of the SELV/PELV supply from all circuits other than SELV and PELV;
— simple separation of the SELV/PELV supply from other SELV/PELV supply.

For a SELV supply, operational earthing of active parts or the intentional connection of parts to
a protective conductor or to an earth conductor according to IEC 61140 shall not be performed.
Where the safety secondary system is explicitly defined as a PELV supply, the PELV circuits
and/or exposed conductive parts of equipment supplied by the PELV circuit may be earthed.

In locations where protective screening is used for the purpose of protective separation, the
protective screen shall be separated from each adjacent circuit by basic insulation intended for
the highest voltage present.

4.7.3 Voltage limit for the SELV/PELV circuit
4.7.3.1 General

The probability of electric shock increases with voltage level, surface area of the accessible
conductive part or circuit in contact with the skin and the humidity condition of skin.

The value considered in this document is for protection against ventricular fibrillation for a dry
skin condition and for a contact surface corresponding to a "fingertip".
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The possible contact area is always considered to be a "fingertip" if the accessible conductive
part is limited to 1 cmZ2. In view of the shapes of the connector according to IEC 63067 (airfield
connector) male and female, it is considered that the possible contact with this connector is
limited to a "fingertip".

In general, the voltage limits defined in 4.7.3.2 and 4.7.3.3 apply to the SELV/PELYV circuit. In
case of an open circuit, the specific peak voltages due to the saturation of the transformer can
exceed the limits defined in 4.7.3.2 and 4.7.3.3 but shall not exceed the limit defined in 4.7.3.4.

The influence of humidity shall be considered when the circuits are working in dry, wet, or
damped conditions. The voltage values shall be reduced accordingly.

4.7.3.2 Steady state voltage limits

The steady state voltage limits of the SELV/PELYV circuit in dry conditions shall not exceed the
following values:

— AC voltage (RMS): 50 V AC RMS for AC voltages in the 15 Hz to 1 kHz range;
— AC voltage (peak): 71 V.

A voltage is considered as in steady state for a duration above 10 s.
In wet (covered or soaked with water) conditions, the voltage values shall be divided by 2.

4.7.3.3 Short term non-recurring voltage limit

In case of fault or transients, the steady state limit defined in 4.7.3.2 can be exceeded
temporarily.

Figure 3 provides information limit about the short-term non-recurring AC touch voltage limit
(curve for "finger" to be considered).
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Figure 3 — Short-term non-recurring AC touch voltage limit
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4.7.3.4

Specific voltage peak limit due to an open (no load) circuit

In case of an open (no load) circuit, the voltage at the secondary side of the safety transformer
presents a specific shape. Examples of these voltages can be seen in Clause B.3.

Figure 4 gives allowable values for a 50 Hz non sinusoidal spike voltage for the spike height vs
the spike length (for more information, see Annex C).

Peak voltage vs peak impulse duration

1 400
1256,25
1200
1000
965,63 Harmful area
S
o 800 787,50
8
g 671,25
X
g 600 581,25
o
480,00
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Low risk area S 271,88
200 249,38
0
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,7 0,8 0,9 1
Peak impulse duration (ms)
—— Impulse duration Peak voltage
IEC
Figure 4 — Short-term recurring peak touch voltage limit
4.7.4 Protective separation from the primary series circuit

The power supply unit of the light fittings with the SELV/PELV supply shall provide a galvanic,
safe separation from the primary side of the series circuit.

The input voltage of one single SELV/PELV supply is defined as the voltage between the two
poles of that SELV/PELV supply and shall not exceed 1 000 V AC RMS.

NOTE The series circuit voltage is limited to 1 kV because, in a faulty situation (one open running safety
transformer), this voltage will be the input voltage of that transformer (until it is saturated).

Protective separation between the input and the output of the supply shall be achieved
according to IEC 61140 by means of

basic insulation and supplementary insulation, each rated for the highest voltage present,

i.e., double insulation, or

reinforced insulation rated for the highest voltage present, or

protective screening with the protective screen being separated from each adjacent circuit
by basic insulation rated for the adjacent circuit voltage, or

a combination of these provisions.
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If the conductors of the separated circuit are contained together with the conductors of other
circuits in a multi-conductor cable or in another grouping of conductors, they shall be insulated,
individually or collectively, for the highest voltage present, so that double insulation is achieved.

If any component is connected between the separated circuits, that component shall comply
with the requirements for protective impedance devices according to IEC 61140.

4.7.5 Assemblies in the SELV/PELV supply

If assemblies in the SELV/PELV supply are connected to the power supply by means of an
external interface, they shall be designed as class Ill equipment according to IEC 61140.

If there is a SELV/PELV supply configuration with separate safety transformer and limiter, then
this configuration shall also be designed as class Ill equipment according to IEC 61140.

When a SELV supply is chosen, there shall be no provision for the connection of live parts to
earth.

The enclosure of an assembly may be provided with an earth terminal if it is necessary for an
earth to be provided for reasons other than personnel protection.

An earth connection may be necessary to integrate an enclosure into a lightning protection
system.

4.8 Interfaces
4.8.1 Supply unit

The electrical supply to the light fittings is provided by the series circuit. All subsystems having
a direct galvanic connection to the primary series circuit shall comply with IEC 61823
(aerodrome ground lighting (AGL) series transformers).

If the electrical supply of a series circuit, or another voltage supply, is intended to have a
nominal voltage less than 1 000 V AC, the dielectric strength can be determined according to
IEC 61558-2-4.

4.8.2 Connectors

The live side of the circuit shall be equipped with the socket.

Plug and socket-outlets in SELV and PELV systems shall comply to IEC 60364-4-41 with the
following requirements:

— plugs shall not be able to enter socket-outlets of other non AGL voltage systems;
— socket outlets shall not admit plugs of other non AGL voltage systems.

5 Useful methodic for a SELV/PELV series circuit configuration

5.1 General

Depending on the method chosen between 5.2 and 5.3, a hazard/risk analysis shall be
prepared. It is necessary to show all possible failures of each assembly of the system with their
effects. All realistic failure configurations shall be evaluated in their impact on personnel. From
this, service instructions shall be proposed.

The analysis shall contain a description of the basic function and proof of functionality for a

SELYV supply, either in combination with a limiter or without, depending on the metfﬁiggoa%ents

Document Sharing Hub

Full document details: IEC 61820-3-4-2023


http://avadocuments2026.com/doc/iec-61820-3-4-2023
http://avadocuments2026.com/doc/iec-61820-3-4-2023

IEC 61820-3-4:2023 © |IEC 2023 -19 -

5.2 Method: systemic approach

In the systemic approach, the series circuit parameters and the safety transformers used shall
be selected according to a circuit calculation to be carried out in such a way that the maximum
output voltage of the safety transformers in the loaded and unloaded state required in the
standard does not exceed the maximum RMS voltage value defined in 4.7.3 and a safe
separation between the primary and secondary circuits is ensured.

5.3 Method: extended systemic approach (with limiter)

If the systemic approach does not allow a satisfactory selection, the approach shall be chosen
by an additional unit/device with a limiter function.

In this approach, series circuit safety transformers, which ensure a safe separation to the series
circuit, shall be combined with downstream equipment with an integrated voltage limitation. This
voltage limiting function shall be at least redundant. These limiting functions shall be individually
verifiable. A failure should be displayed.

The output voltage "limiter" shall provide the SELV compliant power supply with maximum
voltage as defined in 4.7.3 for load/luminaire supply.

NOTE The limiter is intended to be used only in combination with a safety transformer with protective measures as
described in 4.7.2.

5.4 Verification of the chosen method

A functional test setup shall be prepared which realistically recreates the chosen method for
the safety transformer alone or in combination with a limiter, which makes it possible to verify
the limit of the voltage as defined in 4.7.3 under realistic operating conditions.

In a close-to-operation test setup, it is necessary to determine at which series circuit voltage
the selected safety transformer does not exceed the voltage defined in 4.7.3.

6 Testing

6.1 General

When selecting the measuring technique for measuring the RMS value of the voltage of the
unloaded transformers/limiters, ensure that many measuring instruments reflect the resulting
RMS value of the voltage curve too low due to the phase cut of the feeding constant current
regulator. The test shall be carried out in the whole current range which is used in operation.

When selecting the measuring instrument, ensure that the following parameters are observed
at the minimum:

voltage measuring range of 1 000 V AC;

— voltage measuring range shall be manually selectable, otherwise voltage peaks may be cut
off;

— frequency range of 100 kHz;
— crest factor of > 20.

NOTE A smaller crest factor leads to a signal cut off upwards, as the peak values of the voltage can reach
several hundred volts.

For more information, see Annex B.

The peak voltages shall also be measured with appropriate measurement tools (oscilloscope,

probes, etc.). Documents
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6.2 System design test
6.2.1 General

The tests shall assure that all the SELV/PELV supply components comply with the applicable
IEC Standards referenced in 4.1 to 4.8.

6.2.2 Test for the "systemic approach” method

Once a useful methodic for a SELV/PELV series circuit configuration has been established, a
test shall be carried out to define the maximum allowed series circuit voltage at which the open
safety transformer voltage of the selected safety transformer just reaches the maximum allowed
SELV voltage defined in 4.7.3.

The voltage characteristic (RMS, peak, etc.) can be dependent of the transformer
characteristics (leakage inductance, saturation behaviours, magnetizing inductance). The
testing shall be performed with transformers presenting extreme values for the characteristic in
the range guaranties by the manufacturer of the transformer. The guaranty range shall include
the possible variation due to temperature.

NOTE The voltage characteristic is essential depending on the design of the circuitry (height of the voltage, steep
of the current rise (phase angle control), capacity of the load etc. and not predominantly from the transformer
characteristics.

If this is not possible, calculation or simulation shall demonstrate how the variation of the
characteristics of the transformer will affect the measurement. The limit value taken for the
measurement shall be the one defined in 4.7.3 reduced with the appropriate factor. If this
analysis is not possible, the values defined in 4.7.3 used for the "systemic approach" shall be
reduced by a factor 1,1.

The test shall be executed three times:

— at the rated power of the defined configuration;

— at 15 % above rated power; and

— at 15 % below rated power.

A thyristor controlled CCR, compliant to IEC 61822, shall feed a supply transformer with
selectable voltage taps up to 1 000 V AC. An adjustable power resistor together with a safety
transformer of the selected type (the device under test, DUT) connected to the supply

transformer form the series circuit. The DUT shall come from a batch intended to be installed
for the selected configuration.

1) Adjust the power resistor to the rated power of the configuration at7 = 6,6 A (R = P44eq / 12).

2) Adjust the supply transformer voltage tapping for a current flow angle of 110° £ 5° at the
CCR while the secondary connector of the DUT is shorted.

3) Connect a suitable voltmeter to the secondary side of the DUT with the short removed, and
a normal voltmeter to the supply transformer. Monitor and document the voltmeter readouts
during the test.

4) Run the test with all brightness settings at the CCR as defined for the selected configuration
three times, at rated power of the configuration, 15 % above, and 15 % below.

5) The voltmeter readout of the DUT shall never reach or exceed the voltage limits defined in
4.7.3 under any of the described test conditions, otherwise the test has failed, i.e., the safety
transformer type is not suitable for the selected configuration.

6) Select and setup the test configuration with the highest observed voltmeter readout.

7) Increase the voltage tapping of the supply transformer until the voltmeter readout of the
DUT just not reaches the voltages limits defined in 4.7.3.
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8) Document the measured voltage of the supply transformer. This voltage defines the upper
supply voltage limit in a system using the selected configuration. The difference of this
voltage and the voltage derived from the highest observed voltage from the three previous
tests represents the range of the selected configuration. This range shall be at least 10 %
of the upper supply limit for a successful test, otherwise the complete test shall be carried
out with three additional DUTs to account for the spread of the DUTs. Thus, in case the
headroom is very small, worst case all safety transformers for the configuration will be
individually tested.

In order to make the field test more practical, it is possible to define, based on this testing, an
RMS value of the SELV circuit for the open safety transformer voltage, which will guaranty that
the voltage for each SELV/PELYV circuit will always stay in the limits defined in 4.7.3 (reduced
if needed to the factor 1,1 due to the uncertainty on the transformer if needed as defined at the
beginning of 6.2.2). This RMS value shall never be above the RMS value defined in 4.7.3.2.

All applicable type tests of dielectric strength shall be carried out on applicable parts of the
SELV/PELYV supply having a galvanic connection to the series circuit on one side according to
IEC 61823.

The applicable tests for safety isolating transformers according to IEC 61558-2-6 shall be
carried out.

The test configuration for the systemic approach is showed in Figure 5.

Transformer

L2
— =
Power resistor
CCR- E§ A
Thyristor controlled | 2+1 Voltage tapping Isolated differential

AC (’E og " Eo ;" voltage probe
@ | L1 L2+N Voltage tapping @
E § DUT

:: Current probe

Oscilloscope with TRMS measurement

Ch A a M Pou & Nome
— True RMS measurement for voltage and current v !
— Indicates voltage and current in real numbers
— Current measurement used for verification of the setup ——— /1
— Waveform used to verify setup and conducting angle “‘-\\
ChB [ ™=

IEC
Figure 5 — Test setup for type tests without limiter

6.2.3 Test for "extended systemic approach” method (device type test)

The applicable tests for the limiter shall be done for all redundant limiter function modules.

The test shall be carried out as followed.

1) Set CCR to at maximum supply current at a current flow angle of 90° (by using a power
resistor in the primary circuit).
2) The output of the power supply to be tested shall be limited to 1 000 V AC. Documents
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3) CCR feeds a supply transformer that is set to 1 000 V AC.
4) Connect to primary circuit one transformer of calculated power.

5) Connect a suitable (voltage/power) adjustable resistor in series to the transformers in the
primary circuit to adjust the current flow angle.

6) Connect a limiter to this transformer and a load to the limiter output, consisting of a switch
and an adjustable power resistor connected in series (switch is normally closed).

7) Connect a suitable voltage meter.

8) Set adjustable power resistor to 0 Q.
9) Energize the circuit.

10
11
12
13

Increase the value of the power resistor slowly until the limiter switches off its output.
Determine if RMS-value of the voltage was always below the limits of 4.7.3.
Set power resistor to 0 Q and repeat steps 1) to 8).

~— ~— ~— ~—

Disconnect the load circuit by opening the switch (s1) and determine whether there is a
voltage in the limits defined in 4.7.3.

All test steps should be repeated for all brightness steps and/or different current flow angles.

The test configuration for the extended systemic approach (with limiter) is showed in Figure 6.

A

Transformer
L2
=
Power resistor Limiter
CCR - . .
Thyristor controlled || L2+1 Voltage tapping Isolated differential
AC (’\E : || B" 7 voltage probe
@ LI L1 L2+N Voltage tapping 1 V
( / )
" Current probe
— True RMS measurement for voltage and current Oscilloscope with TRMS measurement
— Indicates voltage and current in real numbers ChA

— Current measurement used for verification of the setup
— Waveform used to verify setup and conducting angle

ChB|

IEC
Figure 6 — Test setup for type tests with limiter
All tests have been passed if all requirements have been fulfilled.

The tests shall be documented with all results clearly tabulated including a clear description of
the structural condition of units after the completion of each test.

If SELV/PELV supply components are modified in any way that this influences the safety or
basic function of the SELV/PELV supply, the type test shall be repeated.
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6.3 Production routine tests
6.3.1 Transformer test

After production, the manufacturer shall submit each assembly to a visual inspection, a non-
destructive dielectric test according to the applicable parts of IEC 61558-2-6, and a functional
test according to IEC 61823.

6.3.2 Limiter test

After production, the manufacturer shall submit each assembly to a visual inspection. The
functional test shall contain the basic functions and compliance with the maximum permitted
output voltage for supply.

A functional test shall be carried out to show that the output voltage of the limiter does not
exceed the voltage of 50 V AC RMS, including testing the redundancy in a limiter.

To ensure the validity of the test, the limiter shall be connected to a current source (transformer
connected to a CCR) which is able to provide 1 500 V peak in case of an open circuit. Adequate
measurement equipment as described in Clause B.2 shall be used to verify the output voltage
of the limiter under test.

The redundancy of the limiter shall also be tested. If the specific voltage at all limiting circuit
parts cannot be measured (e. g. because of design-related reasons like a sealed housing), the
test result of the self-test of the limiter shall be considered.

6.4 Field test
6.4.1 Field test without additional limiter

After commissioning the series circuit, the system installer shall perform a function test for every
SELV/PELYV series circuit on site.

The test shall be carried out as followed.

1) Connect to the output side of a safety transformer a suitable voltage meter.
2) Switch on the series circuit by means of the CCR with nominal current.

3) After that configuration, disconnect the load by switch and measure the output voltage of
the supply to the open load. The voltage shall be below the limits defined in 4.7.3.

4) Do this measurement in all relevant current steps.

5) For halogen light or LED light equipped with monitoring function (fail open that simulate an
open filament): Do the measurement with all light functioning and with the maximum number
of faulty lights authorized (by local authorities) on the circuit.

6) If the circuit is equipped with a module that allows the switching of individual lights (known
for example as an "individual light control and monitoring system" or ILCMS), measurements
shall also be done with the maximum and minimum of lights switched off by the system.

Figure 7 shows an example of a suitable test setup.
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Choke (optional)

CCR —— L1
Series circuit (lamp) transformer .
— \o— Main transformer
777777777777777 N

Multimeter true RMS
N voltage

/ Switch
1

A\* Multimeter true
/ RMS current

o
o
N

~. o~

R S O 039 . ®
7 Luminaires

IEC

NOTE The optional choke can be a saturation choke; it helps to reduce the voltage of the no load safety transformer.
The choke can be placed on the primary or the secondary of the main transformer.

Figure 7 — Test setup for field tests without limiter
The circuit installer shall document the type and scope of tests in the test instructions.

6.4.2 Field test with additional limiter

After commissioning the series circuit, the system installer shall perform a function test on site.

The test shall be carried out as followed.

1) Connect to the output side of a limiter unit a suitable voltage meter.
2) Switch on the series circuit by means of the CCR with nominal current.

3) After that configuration, disconnect the load by switch and measure the output voltage of
the limiter to the open load to ensure that the voltage shall be below the limits defined in
4.7.3.

4) Do this measurement in all relevant current steps.

Figure 8 shows an example of a suitable test setup.
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Choke (optional)

CCR — U

Series circuit (lamp) transformer Main transformer

Multimeter true RMS
voltage

Switch
Multimeter true -
RMS current

L

Luminaires

IEC

NOTE The optional choke can be a saturation choke; it helps to reduce the voltage of the no load safety transformer.
The choke can be placed on the primary or the secondary of the main transformer.

Figure 8 — Test setup for field tests with limiter

The circuit installer shall document the type and scope of tests in the test instructions.
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Annex A
(informative)

System design selection

To select the right system design, the airport should consider the different characteristics of the
installation (see Table A.1).

Table A.1 — Comparison of characteristics of PELV and SELV

PELV SELV
Work safety level Same as SELV Same as PELV

Can be combined with any local Yes No

earthing requirements
greq Earthing is not allowed

Installation costs Normal Lower, due to the no earthing
requirements

Functional availability Lower: first insulation fault could Higher: first insulation fault will not

cause the lamp malfunction influence the function
Maintenance effort Lower: requires the same Higher: the insulation level shall be

maintenance as with secondary tested, and each single fault shall

earth bonded systems be repaired

Documents

Document Sharing Hub

Full document details: IEC 61820-3-4-2023


http://avadocuments2026.com/doc/iec-61820-3-4-2023
http://avadocuments2026.com/doc/iec-61820-3-4-2023

IEC 61820-3-4:2023 © |IEC 2023 - 27 -

Annex B
(informative)

Marking and hazard risk information

B.1 Examples for marking

Figure B.1 to Figure B.6 show examples of markings.

IEC/TC97/3 SELV/PELV
Example 1: SELV/PELYV, field markings on German airports

ol =

Elevated luminaire:

Sticker on baseplate, colour: red

Inset luminaire

Bolt colour: red

Secondary cable:
Secondary plug

Plastic tag, colour: magenta

Safety Safety Safety
ransformer ransformer transformer

IEC
Figure B.1 — Example for marking (luminaire, bolt, cable)

IEC/TC97/3 SELV/PELV
Example 2: SELV/PELYV, field markings on German airports

Elevated luminaire resp. Airfield sign:
Metal tag on baseplate, colour: yellow

SELV/PELV/inset luminaire
Bolt, colour: yellow

SELV/PELV secondary cable:
Secondary plug
Plastic tag, colour: yellow

Plastic tag on step-up transformer
Text: "Beware SELV safety instructions”

IEC

Figure B.2 — Example for marking tags
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