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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
COMMUNICATION NETWORKS AND SYSTEMS  

FOR POWER UTILITY AUTOMATION –  
 

Part 4: System and project management 
 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote internation-
al co-operation on all questions concerning standardization in the electrical and electronic fields. To this end 
and in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical 
Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). 
Their preparation is entrusted to technical committees; any IEC National Committee interested in the subject 
dealt with may participate in this preparatory work. International, governmental and non-governmental organiza-
tions liaising with the IEC also participate in this preparation. IEC collaborates closely with the International Or-
ganization for Standardization (ISO) in accordance with conditions determined by agreement between the two 
organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all inter-
ested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any misinter-
pretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence be-
tween any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and ex-
penses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publica-
tions.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61850-4 has been prepared by IEC technical committee 57: Power 
systems management and associated information exchange. 

This second edition cancels and replaces the first edition published in 2002. It constitutes a 
technical revision to align the document more closely with the other parts of the IEC 61850 
series, in addition to enlarging the scope from substation automation systems to all utility au-
tomation systems.  

The text of this standard is based on the following documents: 

FDIS Report on voting 

57/1103/FDIS 57/1122/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 
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This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of the IEC 61850 series, under the general title: Communication networks and 
systems for power utility automation, can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until the 
stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data related to 
the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 
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COMMUNICATION NETWORKS AND SYSTEMS  
FOR POWER UTILITY AUTOMATION –  

 
Part 4: System and project management 

 
 
 

1 Scope  

This part of IEC 61850 applies to projects associated with process near automation systems of 
power utilities (UAS, utility automation system), like e.g. substation automation systems (SAS). 
It defines the system and project management for UAS systems with communication between 
intelligent electronic devices (IEDs) in the substation respective plant and the related system 
requirements. 

The specifications of this part pertain to the system and project management with respect to:  

– the engineering process and its supporting tools; 
– the life cycle of the overall system and its IEDs; 
– the quality assurance beginning with the development stage and ending with discon-

tinuation and decommissioning of the UAS and its IEDs. 

The requirements of the system and project management process and of special supporting 
tools for engineering and testing are described. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments) applies. 

IEC 60848, GRAFCET specification language for sequential function charts 

IEC 61082 (all parts), Preparation of documents used in electrotechnology 

IEC 61175, Industrial systems, installations and equipment and industrial products – Designa-
tion of signals 

IEC 61850-6, Communication networks and systems for power utility automation – Part 6: 
Configuration description language for communication in electrical substations related to IEDs 

IEC 61850-7 (all parts), Communication networks and systems for power utility automation – 
Part 7: Basic communication structure  

IEC 81346 (all parts), Industrial systems, installations and equipment and industrial products – 
Structuring principles and reference designations 

IEC 81346-1, Industrial systems, installations and equipment and industrial products – Structur-
ing principles and reference designations – Part 1: Basic rules 

IEC 81346-2, Industrial systems, installations and equipment and industrial products – Structur-
ing principles and reference designations – Part 2: Classification of objects and codes for clas-
ses 
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3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
supporting tools 
those tools that support the user in the engineering, the operation and the management of the 
UAS and its IEDs 

NOTE These tools are usually a part of the UAS. 

3.1.1 
engineering tools 
tools that support the creation and documentation of the conditions for adapting an automation 
system to the specific plant (substation) and customer requirements  

NOTE Engineering tools are divided into project management, configuration and documentation tools. 

3.1.2 
system specification tools 
tools used to create a system requirement specification including the relation of system func-
tions to the plant/substation to be managed; especially a tool creating a specification in a for-
mally defined, standardized format for evaluation by other tools 

3.1.3 
system configuration tools 
tools handling the communication between the IEDs in the system, configuration of issues 
common for several IEDs, and the logical association of the IED’s functions to the process to 
be controlled and supervised  

NOTE See also “system parameters”. 

3.1.4 
IED configuration tools 
tools handling the specific configuration and download of configuration data to a specific IED of 
a specific type 

3.2 
expandability 
criteria for the efficient extension of an automation system (hardware and functional) by use of 
the engineering tools 

3.3 
flexibility 
criteria for the fast and efficient implementation of functional changes including hardware 

3.4 
scalability 
criteria for a cost effective system while recognizing various functionalities, various IEDs, 
substation sizes and substation voltage ranges 

3.5 
parameters 
variables which define the behaviour of functions of the automation system and its IEDs within 
a given range of values 

Full document details: IEC 61850-4 2011

http://avadocuments2026.com/doc/iec-61850-4-2011
http://avadocuments2026.com/doc/iec-61850-4-2011


 – 8 – 61850-4 © IEC:2011 

3.5.1 
system parameters 
data which define the interaction of IEDs in the system  

NOTE System parameters are especially important in the: 

– configuration of the system; 

– communication between IEDs; 

– marshalling of data between IEDs; 

– processing and visualization of data from other IEDs (for example, at the station level). 

3.5.2 
IED parameters 
parameters defining the behaviour of an IED and its relation to the process 

3.6 
IED-parameter set 
all parameter values and configuration data needed for the definition of the behaviour of the 
IED and its adaptation to the substation conditions  

NOTE Where the IED has to operate autonomously, the parameter-set can be generated without system parame-
ters using an IED-specific parameterization tool. Where the IED is a part of the system, the parameter set may 
include the IED related or complete set of system parameters, which should be coordinated by a general parameter-
ization tool at the system level. 

3.7 
UAS-parameter set 
all parameter values and configuration data needed for the definition of the behaviour of the 
overall UAS and its adaptation to the substation conditions  

NOTE The parameter set includes the IED-parameter sets of all participating IEDs. 

3.8 
remote terminal unit  
RTU 
used as an outstation in a supervisory control and data acquisition (SCADA) system 

NOTE An RTU may act as an interface between the communication network to the SCADA system and the substa-
tion equipment. The function of an RTU may reside in one IED or may be distributed. 

3.9 
UAS product family  
different IEDs of one manufacturer with various functionalities and with the ability to perform 
within utility automation systems  

NOTE The IEDs of a product family are unified in relation to the design, the operational handling, the mounting 
and wiring conditions, and they use common or coordinated supporting tools. 

3.10 
UAS installation  
the concrete instance of a substation automation system consisting of multiple interoperable 
and connected IEDs of one or more manufacturers 

3.11 
configuration list  
overview of all instances of IEDs and other installed products of a system, their hardware and 
software versions including the software versions of relevant supporting tools  

NOTE The configuration list also contains the configured communication connections and addresses. 

Full document details: IEC 61850-4 2011

http://avadocuments2026.com/doc/iec-61850-4-2011
http://avadocuments2026.com/doc/iec-61850-4-2011


61850-4 © IEC:2011 – 9 – 

 

3.12 
configuration compatibility list  
overview of all compatible hardware and software versions of components and IEDs, including 
the software versions of relevant supporting tools operating together in an UAS-product family  

NOTE The configuration compatibility list also contains the supported transmission protocols and protocol ver-
sions for communication with other IEDs. 

3.13 
manufacturer 
the producer of IEDs and/or supporting tools  

NOTE A manufacturer may be able to deliver an UAS solely by use of his own IEDs and supporting tools (UAS 
product family). 

3.14 
system integrator 
a turnkey deliverer of UAS installations  

NOTE The responsibility of system integration includes the engineering, the delivery and mounting of all participat-
ing IEDs, the factory and site acceptance tests and the trial operation. The quality assurance, the maintenance and 
spare delivery obligations and the warranty are agreed in the contract between the system integrator and the cus-
tomer. A system integrator may use IEDs from several different manufacturers. 

3.15 
system life cycle 
the term has two specific meanings: 

a) for the manufacturer, the time period between the start of the production of a newly 
developed UAS product family and the discontinuation of support for the relevant IEDs; 

b) for the customer, the time period between the commissioning of the system installation and 
the decommissioning of the last IED of the system installation  

3.16 
test equipment 
all tools and instruments which simulate and verify the input/outputs of the operating environ-
ment of the automation system such as switchgear, transformers, network control centres or 
connected telecommunication units on one side, and the communication channels between the 
IEDs of the UAS on the other side 

3.17 
conformance test  
verification of data flow on communication channels in accordance with the standard conditions 
concerning access organization, formats and bit sequences, time synchronization, timing, sig-
nal form and level, reaction to errors  

NOTE The conformance test can be carried out and certified for the standard or specially described parts of the 
standard. The conformance test should be carried out by an ISO 9001 certified organization or system integrator. 

3.18 
system test  
validation of correct behaviour of the IEDs and of the overall automation system under various 
application conditions  

NOTE The system test marks the final stage of the development of IEDs as part of a UAS product family. 

3.19 
type test  
verification of correct behaviour of the IEDs of the automation system by use of the system 
tested software under the environmental test conditions corresponding with the technical data 
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NOTE This test marks the final stage of the hardware development and is the precondition for the start of the 
production. This test is carried out with IEDs that have been manufactured through the normal production cycle, and 
not with prototype HW. 

3.20 
factory acceptance test  
FAT 
customer agreed functional tests of the specifically manufactured system or its parts, using the 
parameter set for the planned application 

NOTE This test is typically performed in the factory of the system integrator by the use of process simulating test 
equipment. 

3.21 
site acceptance test  
SAT 
verification of each data and control point and the correct functionality inside the automation 
system and between the automation system and its operating environment at the whole 
installed plant by use of the final parameter set  

NOTE The SAT is a precondition for the automation system being put into operation. 

3.22 
system requirements specification 
the specification of all requirements including functions, technical quality, and interfaces to the 
surrounding world 

NOTE The requirement specification is typically supplied by the customer. 

3.23 
system design specification 
a description of a system design showing how a system requirement specification is fulfilled 
with selected products, and how the required functions are implemented on them  

NOTE The system design specification is typically provided by the system integrator. 

4 Abbreviations 

ASDU  application service data unit 
CD ROM compact disc read only memory 
CAD computer aided design 
CT current transformer 
FAT factory acceptance test 
HMI human machine Interface 
IED intelligent electronic device 
PE process environment 
RTU remote terminal unit 
SAS substation automation system 
SAT site acceptance test 
SCADA supervisory control and data acquisition 
TE telecommunication environment 
UAS utility automation system 
VT voltage transformer 
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5 Engineering requirements 

5.1 Overview 

The engineering of a utility automation system is based on a system requirement specification, 
which defines the scope, functions, boundaries and additional restrictions and requirements for 
the system, and includes: 

– the definition of the necessary hardware configuration of the UAS: i.e. the definition of the 
IEDs and their interfaces with one another and to the environment as shown in Figure 1; 

– the adaptation of functionality and signal quantities to the specific operational requirements 
by use of parameters; 

– the documentation of all specific definitions (i.e. parameter set, terminal connections, etc.). 

 

Network control centre(s) 
telecommunication 

Communi- 
cation 

IEDi 

IEDj 

Human 

Primary equipment 
and auxiliaries 

Teleprotection 

Sublevel 
telecommunication 

UAS 

UAS-environment 

IEDk 

IEDm 

IEDn IEDx 

IEDy 

IED1 

IED2 

IEC   104/02  

Figure 1 – Structure of the UAS and its environment 

As shown in Figure 1, the UAS consists of different IEDs which communicate with each other 
via communication channels and which execute tasks concerning interactions with the environ-
ment of the automation system, such as: 

– telecommunication environment (TE); 

• network control centre(s); 

• subordinate systems; 

• teleprotection; 
– the human as a local operator; 
– process environment (PE) like switchgear, transformer, auxiliaries. 

Typical IEDs may be: 

– for the telecommunication environment: 

• gateways; 

• converters; 

• RTUs (telecommunication side); 
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• protection relays (teleprotection side); 
– for the human machine interface (HMI): 

• gateways; 

• personal computers; 

• workstations; 

• other IEDs with integrated HMIs; 
– for the process environment (PE): 

• bay control units; 

• protection relays; 

• RTUs (process side); 

• meters; 

• autonomous controllers (i.e. voltage controllers); 

• transducers; 

• digital switchgear interface; 

• digital power transformer interface; 

• digital VTs and CTs. 

5.2 Categories and types of parameters 

5.2.1 Classification 

Parameters are data, which control and support the operation of: 

– hardware configuration (composition of IEDs); 
– software of IEDs; 
– process environment (primary equipment and auxiliaries); 
– HMI with different supporting tools; and 
– telecommunication environment 

in an automation system and its IEDs in such a way that the operations of the plant and cus-
tomer specific requirements are fulfilled. 

The total set of parameters and configuration data of an UAS is termed the UAS-parameter set. 
It consists of the used parts of the parameter sets of all participating IEDs. 

With respect to handling methods and input procedure, parameter set contents is divided into 
two categories: 

– configuration parameters; 
– operating parameters. 

With respect to origin and function, the parameters are divided into types: 

– system parameters; 
– process parameters; 
– functional parameters. 

In Figure 2, the overview of the parameter structure is given. 
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Figure 2 – Structure of UAS and IED parameters 

The categories and types of parameters in Figure 2 are described below. 

5.2.2 Parameter categories 

5.2.2.1 Configuration parameters 

The configuration parameters define the global behaviour of the whole UAS and its IEDs. As a 
rule, they are only assigned a value during the initial parameterization, but they should be up-
dated when extending or functionally changing the UAS. 

The generation and modification of the configuration parameters should be carried out off-line, 
i.e. separately from the operation of the automation system. During the input of configuration 
parameters, a temporary restriction of the system operation is allowed.  

Observe that the term parameter in a more narrow sense means some variables, whose setting 
defines the wanted behaviour. System and IED configuration needs however often more than 
just setting of values. If we want to differentiate these different kinds of configuration, we talk 
about “configuration data” meaning more complex parameterizations, while “configuration pa-
rameters” means an adjustment by value setting alone. 

The configuration parameters of an IED usually include system and process parameters. Ob-
serve that UAS configuration parameters are typically defined at system level. They contain or 
specify IED related system parameters. 

5.2.2.2 Operating parameters 

The operating parameters define the behaviour of partial functions of the system. They shall be 
changeable on-line during the normal operation of the system. The modification is allowed 
without restricting the system operation and within a framework of ranges of parameter values. 
Protection functions, as far as combined in IEDs with other functions, shall not be influenced 
during the parameterization of these functions. 

The range and the basic settings of these parameters are determined at the initial parameteri-
zation or at a modification stage, separate from the operation of the system. The operating 
parameters can be put on-line into the system via: 

– telecommunication interface; 
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– HMI; 
– integrated service interface of the IEDs. 

The operating parameters usually include process and functional parameters, for example limit 
values, target values, command output times, delay times in switching sequences, etc. 

5.2.3 Parameter types 

5.2.3.1 System parameters 

System parameters consist of configuration data which determines the co-operation of IEDs 
including the internal structures and procedures of the system in relation to its technological 
limits and available components. 

For example, the system configuration data determines the configuration of hardware compo-
nents in the system (IEDs and their physical connections), the communication procedure be-
tween the IEDs (protocol, baud rate) and the scope of required and available functions in the 
software of IEDs at the station level. 

Additionally, the system configuration data describes data flow relations between functions on 
different IEDs, for example interlocking, visualization of information in the substation single line 
diagram and others. 

Furthermore, the system configuration data includes the assignment of texts to events at the 
station level and the determination of data flows in the system, for example to 

– HMI (display, event report); 
– printer; 
– archive; 
– telecommunication with network control centre or further substations. 

System parameter values should be consistent in all parts of the system and its IEDs. The con-
sistency of the system parameter values should be maintained and validated by a general sys-
tem configuration and parameterisation tool at the system level. 

5.2.3.2 Process parameters 

Process parameters describe all types of information that is exchanged between the PE and 
the UAS. 

The process parameters are responsible for qualitative features at the process interface such 
as command output times, suppression of transient events (filter time), measured value damp-
ing (threshold value), and of the process itself, e.g. switch run times. 

Furthermore, the process parameters include the assignment of texts to events for visualization 
at the IED-level. 

5.2.3.3 Functional parameters 

Functional parameters describe the qualitative and quantitative features of functionality used by 
the customer. Normally, the functional parameters are changeable on-line. 

For example, the functional parameters determine the target values (set points) of controllers, 
the starting and tripping conditions of protection relays, automatic sequences such as opera-
tions after measurement overflow or commands in relation to specific events. The functional 
parameters are responsible for algorithms of automatic control, protection, blocking and ad-
justment. 
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The functional parameters are divided into switchable and non-switchable parameter value 
groups. 

A set of functional parameter values for a group of functional parameters can be resident in an 
IED in parallel with other sets of functional parameter values. In this case, only one set of these 
functional parameter values is active at a time. It shall be possible to switch between the sets 
on-line. 

5.3 Engineering tools  

5.3.1 Engineering process 

The system engineering process creates the conditions for designing and configuring an auto-
mation system to the specific plant (e.g. substation) and to the operating philosophy of the cus-
tomer based on the system requirements specification from the customer. 

Within the engineering process, we can distinguish different actor roles: 

– The project requirement engineer sets up the scope of the project, its boundaries, interfac-
es, functions and special requirements ranging from needed environmental conditions, reli-
ability and availability requirements up to process related naming and eventual specific ad-
dress range restrictions or product usage. He defines what he wants to have application 
wise and how he wants to operate the system (project requirement specification). He finally 
accepts the delivered system.  

– The project design engineer defines, based on the requirements specification, how the sys-
tem shall look like; its architecture, requirements on the products needed to fulfil the re-
quired functions, how the products should work together. He thus defines the system de-
sign specification. 

– The manufacturer supplies the products from which the system is built. If necessary, he 
supplies a project specific IED configuration. 

– The system integrator builds the system, engineers the interoperation between its compo-
nents based on the system design specification and the concretely available products from 
the manufacturers, and integrates the products into a running system. This results in a sys-
tem configuration description. 

– The IED parameterizing engineer uses the set-up possibilities of the system and device 
configuration to adjust the process, functional and system parameters of an IED to the pro-
ject-specific characteristics. 

– The testing and commissioning engineer tests the system on the basis of the system con-
figuration description, system design and requirements specification and additional docu-
mentation, and puts the system into operation. 

It can be that the same person or organisation has more than one role, e.g. a manufacturer is 
also system integrator, or a customer does system integration by himself. This influences the 
packaging and formal organisation, however not the tasks which have principally to be per-
formed. 

The concrete engineering process is dependent also on responsibilities for parts of the system, 
and how they relate together. Even if a system integrator is also manufacturer, he might have 
to integrate products from other manufacturers. A customer might want to have a system with 
interfaces to a system of another customer. Across these organisational interfaces a data ex-
change in a standardized form should be possible. 

A typical project will start with the project requirement engineer creating a project requirement 
specification that defines the scope of the project, single line diagrams, device ratings and oth-
er required data. The aim is to create a set of technical specifications that can be used for ten-
dering and engineering, irrespective of whether design and installation work will be done in-
house or by external parties. Beneath general interfacing requirements, this includes also the 
identification or at least naming rules for primary and secondary equipment, and any communi-
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cation addresses or addressing schemes needed to interface with other systems of the cus-
tomer. Further needed redundancy requirements, response times, availability and safety 
measures have to be stated beneath the environmental, physical and geographical restrictions 
for the project. 

IEC 61850-6 provides a formal means to define the single line diagram with customer’s func-
tional names and the intended automation system functionality at the primary equipment identi-
fied in the single line description (SSD, system specification description). This formal descrip-
tion is based on the hierarchical structure of IEC 81346-1, allows however instead of identifica-
tions according to IEC 81346-2 also customer specific identifications, and additionally customer 
specific descriptive text. It further defines a formal way to exchange function and communica-
tion related interface descriptions between systems respective between system projects (by 
means of an SED, system exchange description). 

Based on this requirement specification and its knowledge about existing solutions and prod-
ucts, the project design engineer designs the functional and physical system architecture inclu-
sive communication system to reach the needed response times and reliability, and produces 
the specifications for the products to be used. The details form a system design specification, 
which is typically approved by the project requirement engineer, and is then used as a base for 
the product manufacturer to deliver the needed products with the specified configuration. The 
resulting system design specification can be supported by a formal description of IEDs, the 
functions on them, and their relation to the process functionality as defined in IEC 61850-6 
(SCD, system configuration description). The system integrator uses this specification to order 
the fitting products and to build the system from the products. The manufacturer supplied IEDs, 
before integration into the system, come with a formal description of their functional and com-
munication engineering capability (ICD, IED capability description), which is then used as base 
to engineer the system configuration. 

Often a part of the system design specification is produced by the project design engineer dur-
ing the tendering process. This first order system design specification together with the system 
requirement specification is then the start for the project system design. 

The basic engineering process shown in Figure 3 starts with producing the system design 
specification (system design) based on the tender specification already approved by the project 
requirements engineer: 

 System design 
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 Hardware configuration 
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system 
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Hardware 
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Figure 3 – Engineering tasks and their relationship 

System design is the definition of the technological concept to solve the required automation 
system tasks including the choice of structure, IED type selection and IED basic configuration 
as well as the determination of interfaces between the IEDs and the PE. The result is the sys-
tem design specification. 
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In the configuration process the required system functions will be created or activated within a 
selected group of IEDs. With that a set of parameters containing system and IED configuration 
data will be available. Depending on the IEDs capability this can be performed in a pre-
engineering phase either by the manufacturer, the IED parameterization engineer or by the 
project design engineer. 

Parameterization, often called detail engineering, is the generation of the parameter set for the 
UAS. The system configuration data (system parameter set) is produced by the system integra-
tor. The IED configuration data (IED parameter set) is produced by the IED parameterizing 
engineer. 

Documentation is the description of all project and parameterization agreements about the fea-
tures of the system and its link to the PE according to the required standards. 

In practice, engineering tools are useful for efficient handling of the engineering tasks. To bet-
ter support interoperability between tools of different IEDs and different manufacturers, within 
this standard conceptually three kinds of tools are envisaged: 

– system specification tool: allows specifying the system and device requirements regarding 
the needed system functional and process capabilities; 

– system configuration (system design) tool: allows selection of needed IEDs based on a sys-
tem (requirements) specification, and defines the communication connections between the 
IEDs of the system and the logical relations between IED functionality and the primary 
equipment. Often the system configuration tool includes a system specification tool; 

– IED configuration (parameterization) tool: allows making the detailed parameterization of an 
IED based on a system design and requirement specification beforehand and a system de-
scription delivered by the system configuration tool after the system configuration process. 

To enable interoperable exchange of engineering data between IED parameterization tools of 
different manufacturers and the system configuration tool, as well as between different system 
configuration tools handling different system parts as separate projects, appropriate configura-
tion data exchange formats are defined in IEC 61850-6. 

5.3.2 System specification tool 

In the project requirement phase a system specification tool allows to describe parts of the 
process to be controlled at the level of a single line as well as process related names and the 
required functions to be performed in parts of the process in a formalized way. This formal de-
scription can support evaluation of needed products as well as be input to a system configura-
tion tool in the system design phase. Mostly the tool is based on a template data base for the 
standardized functions and their needed signals and typical parts of the process.  

The standard language defined in IEC 61850-6 offers a standardized description of a part of 
the system requirements specification. 

5.3.3 System configuration tool 

The system configuration tool offers the choice of components with functional assignments in 
the design stage of an automation system project. Mostly the tool is based on an IED or solu-
tion database and requires as minimal input the required functions and process signals. It pro-
vides the first results using, for example, tables and check lists, which have to be agreed upon 
between project requirements engineer and project design engineer. As a result, the system 
structure and configuration, including the interfaces to the PE, will be defined. In a second step 
then the communication connections between the IEDs are configured by the system integra-
tor, so that the intended system functionality is implemented. 

The standard SCL language defined in IEC 61850-6 allows configuration data exchange be-
tween system configuration tool and IED configuration tool as well as between two different 
system configuration tools respective projects, and also of the functions and communication 
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capabilities of IEDs, which might be used as external inputs to the system configuration tool for 
product selection. 

It is the intention of this standard to enable IED type and manufacturer independent implemen-
tations of this type of tools in that sense, that system configuration tasks can be done inde-
pendent from the used IEDs, and the engineering result transferred to the IED respective IED 
tool in a standardized form. For this purpose a system configuration tool shall be able to import 
IED descriptions and system interface descriptions in SCL and export system configuration 
descriptions in SCL. 

5.3.4 IED configuration tool 

The IED configuration tool supports the creation of the consistent IED parameter set for a spe-
cific IED within the system. This (set of) tool(s) is mostly manufacturer specific, or even IED 
type specific. The basic IED function specification as well as all system related configuration 
data is imported from the system configuration description produced with the system configura-
tion tool. For this purpose an IED configuration tool shall support the import of system configu-
ration descriptions in SCL language as defined in IEC 61850-6. Further IED specific configura-
tion data like implementation of special functions and settings or IED specific parameters are 
performed with this tool.  

The main tasks of the tool are the generation of process data lists based on the IED parameter 
set and the secure management of the process data lists for the IEDs. The tool must be capa-
ble of reading actual parameter values. 

Additionally, the tool supports the management, archiving and documentation of the IED pa-
rameter set. 

Essential components of the tool are shown in Figure 4. 
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Figure 4 – IED configuration process 

The tool’s data input module supports the interactive input of parameters as well as the import 
of the system description as created by means of the system configuration tool. The structure 
of input data should be technically oriented towards the substation architecture, i.e. structured 
according to the hierarchical approach to substation, voltage level, bay, equipment and func-
tion. 

The repeated input of similar information should be avoided as much as possible by using for 
example templates of typical solutions or copy functions (for example, copy of switch, bay, 
busbar sections, etc.). 
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The entry of a parameter should only be necessary once. The assignment of this parameter to 
other processes should be carried out automatically in order to guarantee parameter con-
sistency at all times. 

The data management module checks the entered parameter values with respect to their con-
sistency and plausibility. Parameters with multiple use will be assigned to the respective pro-
cesses.  

Furthermore, the data management module includes the system information management with 
respect to the IED parameter set. The system information contains a unique identification of 
the parameter set, including 

– substation identification; 
– document identification and version identification; 
– parameter set version identification; 
– engineer’s identification; 
– access permission; 
– date of creation / modification; 
– software releases of the IEDs and the parameterization tool; 
– IED instance name in the project. 

The data management module generates the process data lists, which are the base for the 
behaviour of the automation system in accordance with the substation and the customer re-
quirements. 

The output module is responsible for the transfer of process data lists to an archive (internal or 
external) or for the direct input into the system and its IEDs. Additionally, it provides the service 
to recall and view the source parameters stored in the archive. The output module must pro-
vide the source parameters for the documentation tool. 

5.3.5 Documentation tool 

The documentation tool generates uniform, project specific documentation in accordance with 
the required standards (IEC 61175, IEC 60848, IEC 81346 series, IEC 61082 series). The doc-
umentation consists of: 

– hardware documentation for the representation of all external connections between the 
system components and the PE which are defined in the project design process; 

– software documentation in form of (principle) function charts, sequence diagrams, flow 
charts as needed; 

– parameter documentation for the representation of all internal qualitative and quantitative 
relations, which are agreed in the parameterization process. 

The documentation tool should be capable of creating a “revision history”, documenting all 
changes known to the tool itself. 

5.4 Flexibility and expandability  

Flexibility and expandability of an automation system requires the expandability of the hardware 
and software configuration of the system. It also depends on the functional and physical archi-
tecture and the resulting dependency between functional parts. 

The flexible extension of the hardware configuration with additional IEDs or with IEDs of differ-
ent functionality is the first requirement in order to meet flexibility and expandability of the sys-
tem. 
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The flexibility and the expandability also depend on the engineering tools. The most essential 
engineering tool with respect to the behaviour and maintenance of the automation system is 
the IED configuration tool and its handling of different parameter sets in relation to the IED. 
Observe that an IED configuration tool is specific for a manufacturer or even an IED type, and 
therefore several IED configuration tools might be needed in a project containing IEDs from 
several manufacturers. 

Therefore, functionality, compatibility and expandability of the IED configuration tool are signifi-
cant for further functional expansion of the system. As a minimum it shall support the compati-
bility features for different versions of this standard as defined in IEC 61850-6 and in all parts 
of IEC 61850-7.  

The IED configuration tool of a manufacturer shall be backwards compatible, i.e. it shall be 
possible to parameterize all existing IEDs of the same family supplied by the manufacturer us-
ing the most recent parameterization tool. 

All configuration tools shall be able to run on commercial hardware with a commercial operat-
ing system. They shall be able to support flexible and consistent modification of existing pa-
rameter sets with version identification. 

The system configuration tool shall provide open interfaces for data exchange with other con-
figuration tools, for example for dispatching centres and tools from other manufacturers. As a 
minimum it shall support export and import of SCL files as defined in IEC 61850-6. 

5.5 Scalability  

The system configuration tool should be able to be used for all typical UAS applications. Gen-
erally, the UAS systems are designed in such a manner that they can cover the whole range of 
applications by using a modular device system with respect to 

– task (transmission or distribution network) and voltage range (medium, high or ultra high 
voltage) of the substation; 

– completion level of the application (simple centralized telecontrol unit or integrated 
substation control, monitoring and protection with distributed artificial intelligence); 

– complexity of the functionality (from simple SCADA up to sophisticated automation tasks); 
– telecommunication functions (simple telecommunication to one dispatching centre, node 

functionality with different telecommunication protocols, master in the common mode with 
integration of other substations). 

The system configuration tool should permit scalability in such a way that the configuration task 
for different application levels can be carried out with a minimum of resources and costs. The 
lowest level, for example, requires only the input of parameters for a simple telecommunication 
unit, and on the highest level all available options of the system must be managed.  

Furthermore, the system configuration tool should support the engineering rationalization by 
using, for example, templates, macros and copy functions. 

5.6 Automatic project documentation 

5.6.1 General 

The documentation of an UAS consists of two project specific components (see Figure 5). 
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Figure 5 – Project related documentation of UAS 

The hardware documentation consists of: 

– circuit diagrams for the link between the UAS components and for their connection 
with the PE; 

– signal connection lists; 
– function diagrams for external schemes; 
– cubicle layouts and wiring / cabling lists. 

The system and IED parameter documentation consists of: 

– the configuration list; 
– signal lists; 
– parameter lists; 
– communication network addresses; 
– graphical representation of all displays and operation menu sequences; 
– function diagrams or function descriptions. 

The requirement on the engineering tools is that the documentation should be generated as: 

a) hardware documentation with the help of the input values of the planning tool on a CAD (or 
similar) system; 

b) parameter documentation using the IED parameter set from the parameterization tool; 
c) system configuration documentation using the system parameter set from the system 

configuration tool as needed. 

The interfaces between hardware and parameter documentation are the signal lists, which 
should have uniform and unique signal identifiers in both documents, preferably based on the 
semantically standardized identifications defined in other parts of this standard. 

The generation of documentation, based on the inputs of the planning and parameterization 
tool, should ensure the consistency between documentation on one hand and the project check 
lists, the IED parameter set and process data lists on the other hand. 
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5.6.2 Hardware documentation 

The hardware documentation of the system should be carried out according to the same struc-
ture as the documentation of the other substation equipment. 

Concerning the identification and the structure of the hardware documentation the use of inter-
national standards (for example, IEC 61175, IEC 81346 series) is recommended. 

5.6.3 Parameter documentation 

5.6.3.1 General 

Parameter documentation is typically done in lists and tables, supported by figures showing 
principle solutions. To get a better overview it is recommended to produce the documentation 
for typical objects and functions, and then have a higher level list about the object instances of 
each documented type. 

5.6.3.2 Configuration list 

The configuration list and the single line diagram of the substation are the starting point for the 
parameter documentation. The configuration list consists of: 

– an overview of IEDs and components of the system with identification of the hardware and 
software releases; 

– identification of the software release of the configuration tool(s); 
– identification of the parameter sets according to the requirements in 5.3.4. 

The parameter documentation is carried out in different ways for the different parameter types. 

5.6.3.3 System parameter documentation 

The system parameters to be set onto the IEDs can be taken over as a chosen set from the 
manufacturer’s standard documentation into the project specific documentation. Project specif-
ic system parameter sets are generated by the system configuration tool and can also be doc-
umented by it. 

5.6.3.4 Process parameter documentation 

The documentation of process parameters consists of the description of all signals at the sys-
tem border, and details their further management and marshalling inside the system. The fol-
lowing description documents are typically included in the process parameter documentation 
set: 

– signal lists are the base for the further process parameter lists. The signal lists give the 
overview of all analogue and binary signals and their assignment to the inputs and outputs 
of the IEDs of the system and to the specific parts of the documentation; 

– telecontrol mapping lists determine the assignment of individual signals to the addresses of 
the telecontrol protocol; 

– message texts can be defined by the customer and assigned to the binary signals for 
representation in different reports; 

– characteristic curves can be assigned to the analogue values; 
– HMI lists describe the presentation features of signals on displays and printers; 
– archiving lists cover all information about values of which signals have been archived under 

which conditions and with which attributes; 
– acquisition lists include all information about qualitative attributes of signal acquisition such 

as filter times of binary inputs or command times. 
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