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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTRIC VEHICLE CONDUCTIVE CHARGING SYSTEM -

Part 21-2: Electric vehicle requirements for conductive connection to
an AC/DC supply — EMC requirements for off-board electric
vehicle charging systems

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC
Publication(s)"). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard |IEC 61851-21-2 has been prepared by IEC technical committee 69:
Electric road vehicles and electric industrial trucks.

This bilingual version (2019-01) corresponds to the monolingual English version, published in
2018-04.

This first edition, together with IEC 61851-21-1, cancels and replaces IEC 61851-21:2001. It
constitutes a technical revision.

This edition includes the following significant technical changes with respect to
IEC 61851-21:2001:

a) this document addresses now only EMC related tests instead of other electrical tests;
b) Clauses 2 and 3 have been updated; Documents
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c) the port definition, the test-setups and their corresponding limits as well as the operation
modes are defined more precisely;

d) Annexes A to F have been added.

The text of this International Standard is based on the following documents:

FDIS Report on voting
69/531/FDIS 69/545/RVD

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

The French version of this standard has not been voted upon.
This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 61851 series, published under the general title Electric vehicle
conductive charging system, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.
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ELECTRIC VEHICLE CONDUCTIVE CHARGING SYSTEM -

Part 21-2: Electric vehicle requirements for conductive connection to
an AC/DC supply — EMC requirements for off-board electric
vehicle charging systems

1 Scope

This part of IEC 61851 defines the EMC requirements for any off-board components or
equipment of such systems used to supply or charge electric vehicles with electric power by
conductive power transfer (CPT), with a rated input voltage, according to IEC 60038:2009, up
to 1 000 V AC or 1 500 V DC and an output voltage up to 1 000 V AC or 1 500 V DC.

This document covers off-board charging equipment for mode 1, mode 2, mode 3 and mode 4
charging as defined in IEC 61851-1:2017.

Cables where there is no electronics or no electric/electronic switching are considered as
passive (benign) and are deemed to comply with the emission and immunity requirements of
this document without any need for testing.

This document does not apply to any on-board components or equipment of charging or
power supply systems being part of the vehicles. The EMC requirements for such equipment
are covered by IEC 61851-21-1: 2017.

Compliance with the emission and immunity requirements of this document is verified where it
can be demonstrated that the equipment under test (EUT) meets the respective limits, during
type tests in the measuring arrangement of this document.

Requirements for electric vehicle wireless power transfer (WPT) systems are covered in
IEC 61980 (all parts).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 61851-1:2017, Electric vehicle conductive charging system - Part 1: General
requirements

IEC 61851-23:2014, Electric vehicle conductive charging system — Part 23: DC electric
vehicle charging station

IEC 60038:2009, /EC standard voltages

IEC 62053-21:2003, Electricity metering equipment (a.c.) — Particular requirements — Part 21:
Static meters for active energy (classes 1 and 2)

IEC 61000-3-2:2014, Electromagnetic compatibility (EMC) — Part 3-2: Limits — Limits for
harmonic current emissions (equipment input current < 16 A per phase)
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IEC 61000-3-3:2013, Electromagnetic compatibility (EMC) — Part 3-3: Limits — Limitation of
voltage changes, voltage fluctuations and flicker in public low-voltage supply systems, for
equipment with rated current < 16 A per phase and not subject to conditional connexion

IEC 61000-3-11:2017, Electromagnetic compatibility (EMC) — Part 3-11 — Limits — Limitation
of voltage changes, voltage fluctuations and flicker in public low-voltage supply systems —
Equipment with rated current <75 A and subject to conditional connection

IEC 61000-3-12:2011, Electromagnetic compatibility (EMC) — Part 3-12 — Limits — Limits for
harmonic currents produced by equipment connected to public low-voltage systems with input
current > 16 A and <75 A per phase

IEC 61000-4-2:2008, Electromagnetic compatibility (EMC) - Part 4-2: Testing and
measurement techniques — Electrostatic discharge immunity test

IEC 61000-4-3:2006, Electromagnetic compatibility (EMC) - Part 4-3: Testing and
measurement techniques — Radiated, radio-frequency, electromagnetic field immunity test
IEC 61000-4-3:2006/AMD1:2007
IEC 61000-4-3:2006/AMD2:2010

IEC 61000-4-4:2012, Electromagnetic compatibility (EMC) - Part 4-4: Testing and
measurement techniques — Electrical fast transient/burst immunity test

IEC 61000-4-5:2014, Electromagnetic compatibility (EMC) - Part 4-5: Testing and
measurement techniques — Surge immunity test
IEC 61000-4-5:2014/AMD1:2017

IEC 61000-4-6:2013, Electromagnetic compatibility (EMC) - Part 4-6: Testing and
measurement techniques — Immunity to conducted disturbances, induced by radio-frequency
fields

IEC 61000-4-8:2009, Electromagnetic compatibility (EMC) - Part 4-8: Testing and
measurement techniques — Power frequency magnetic field immunity test

IEC 61000-4-11:2004, Electromagnetic compatibility (EMC) - Part 4-11: Testing and
measurement techniques — Voltage dips, short interruptions and voltage variations immunity
tests

IEC 61000-4-11:2004/AMD1:2017

IEC 61000-4-34:2005, Electromagnetic compatibility (EMC) - Part 4-34: Testing and
measurement techniques — Voltage dips, short interruptions and voltage variations immunity
tests for equipment with input current more than 16 A per phase

IEC 61000-4-34:2005/AMD1:2009

IEC 61000-6-1:2016, Electromagnetic compatibility (EMC) — Part 6-1: Generic standards
Immunity standard for residential, commercial and light-industrial environments

IEC 61000-6-2:2016, Electromagnetic compatibility (EMC) — Part 6-2: Generic standards
Immunity standard for industrial environments

IEC 61000-6-3:2006, Electromagnetic compatibility (EMC) — Part 6-3: Generic standards
Emission standard for residential, commercial and light-industrial environments
IEC 61000-6-3:2006/AMD1:2010

IEC 61000-6-4:2006, Electromagnetic compatibility (EMC) — Part 6-4: Generic standards
Emission standard for industrial environments
IEC 61000-6-4:2006/AMD1:2010 Documents
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CISPR 16-1-2:2014, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 1-2: Radio disturbance and immunity measuring apparatus — Coupling
devices for conducted disturbance measurements

CISPR 16-1-4:2010, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 1-4: Radio disturbance and immunity measuring apparatus — Antennas
and test sites for radiated disturbance measurements

CISPR 16-1-4:2010/AMD1:2012

CISPR 16-1-4:2010/AMD2:2017

CISPR 25:2008, Vehicles, boats and internal combustion engines — Radio disturbance
characteristics — Limits and methods of measurement for the protection of on-board
receivers

CISPR 32:2015, Electromagnetic compatibility of multimedia equipment — Emission
requirements

MIL-STD-461F:2007, Department of Defense interface standard requirements for the control
of electromagnetic interference characteristics of subsystems and equipment

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 61851-1 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:
e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

3.1

associated equipment

AE

equipment needed to exercise and/or monitor the operation of the EUT

3.2
port
particular interface of the specified apparatus with external electromagnetic environment

Note 1 to entry: See Figure 1.

1 3 gdition (2008). This 3 edition has been replaced in 2016 by a 4t edition CISPR 25:2016, Vehicles, boats
and internal combustion engines - Radio disturbance characteristics - Limits and methods of measurement for

the protection of on-board receivers.
Documents
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Enclosure port

Power input port ittty
1 AE !

EUT ! .

Signal/control port CPT port | ISN, AN or |
! vehicle |

0‘: board ! simulators !

; charging | and/or !
Wired network port equipment : appropriate !
! resistive loads |

b e e e e e e 1

Figure 1 — Examples of ports of off- board charging equipment

3.3

enclosure port

physical boundary of the apparatus through which electromagnetic fields may radiate or
impinge on

[SOURCE: IEC 60050-445:2010, 445-07-04, modified — The words "time relay" have been
replaced by "apparatus".]

3.4

power input port

input port at which a conductor or cable carrying the electrical power needed for the operation
(functioning) of an apparatus or associated apparatus is connected to the apparatus

Note 1 to entry: A power input port can be AC or DC.

3.5

wired network port

port of connection for voice, data and signaling transfers intended to interconnect widely
dispersed systems by direct connection to a single-user or multi-user communication network

Note 1 to entry: Examples of these include CATV, PSTN, ISDN, xDSL, LAN and similar networks.

Note 2 to entry: These ports can support screened or unscreened cables and can also carry AC or DC power
where this is an integral part of the telecommunication specification.

[SOURCE: CISPR 32:2015, 3.1.32]

3.6

signal/control port

port at which a cable or conductor is connected for the purpose of transmission of signals
excluding wired network and CPT ports

Note 1 to entry: Examples include RS-232, Universal Serial Bus (USB), High-Definition Multimedia Interface
(HDMI), IEEE Standard 1394 ("Fire Wire"), analogue/digital input/outputs.

Note 2 to entry: An example of a control port is a port used to start the charging operation when a signal indicates
that the energy tariff is lower and/or charging is delayed for energy management purposes.

3.7

conductive power transfer port

CPT port

power output port of charging equipment for electric vehicles serving conductive power
transfer (CPT) of LV AC or DC electrical energy to the secondary device of the charging
system (i.e. to the load to be charged or supplied with power) and also providing all required
signaling/controlling and/or communication functions, for example control pilot, CAN and
private PLC/T
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3.8

equipment under test

EUT

off-board components or equipment of systems that are used to supply or charge electric
vehicles with electric power by conductive power transfer (CPT) which are covered by the
scope of this document

3.9

powerline telecommunication

PLT

powerline communication

PLC

signal transmission technology used for connection to a wire-line PSTN (public switched
telephone network) via the LV AC (or DC) mains grid

Note 1 to entry: PLT/C is a transmission technology used for communications, data transfer, signaling/controlling
and similar purposes in private and/or local area networks via a variety of types of power lines such as charger
cables of off-board charging equipment for electric vehicles.

3.10

portable equipment

cord and plug connected equipment, cable assembly, adaptors or other accessories that are
capable to be carried by one person and designed and intended to be carried within the EV

[SOURCE: IEC 61851-1:2017, 3.6.5]

3.11

high voltage

HV

operating voltage between 60 V to 1 000 V

Note 1 to entry: The term "high voltage" may be defined with a different voltage range in other standards.

3.12

low voltage

LV

operating DC voltage below 60 V, for example nominal voltages of 12 V, 24 V or 48 V

Note 1 to entry: The term "low voltage" may be defined with a different voltage range in other standards.
4 Test plan

4.1 General

An EMC test plan shall be established prior to testing. It shall contain, as a minimum, the
elements given in Clause 4.

4.2 Configuration of EUT

All tests shall be carried out using a representative EUT and charge cable (at the conductive
power transfer port — CPT port) to the AE/vehicle simulator as supplied by the manufacturer.
Where the charge cable is not provided with the EUT (e.g. case B according to
IEC 61851-1:2017), tests shall be performed with a typical length and geometry of the charge
cable.

The contents of the standards referenced in this document are not repeated here; however
modifications or additional information needed for practical application of the measurements
of EUT’s is given in this document.
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The tests shall be carried out within the specified operating range of the EUT and at its rated
supply voltage.

Test setups according to Annex A shall be used for the immunity and emission tests above
150 kHz.

In-cable control and protection devices (IC-CPDs), other portable equipment and mode 2
equipment shall be tested as per table top equipment.

4.3 Termination of the EUT during testing

All ports of the EUT shall be terminated with ANs/ISN or respectively CDNs as appropriate.
The power input port, signal control port and wired network port shall be terminated according
to Annex C.

The CPT port of the EUT shall be connected to the associated equipment (AE) covering the
artificial networks (ANs) and/or impedance stabilization networks (ISNs) according to Annex C
forming the vehicle simulator and connecting to an appropriate load.

The signalling/control lines of the CPT port shall be terminated according to Annex C and
provide communication by respective simulation and fed in via suitable coupling devices.

4.4 Operating and test conditions
4.41 General

The following measurements and assessments may be performed in any order.

4.4.2 Immunity

The immunity requirements are specified in Table 1, Table 2, Table 3 and Table 4 according
to the type of power input (AC or DC) and environmental classification (residential or non-
residential) of the EUT to be tested.

Testing shall be performed in the following two operating modes:

e waiting mode: to simulate when the EUT is fully powered up and connected to a vehicle
but not charging (for example, when the batteries are fully charged or if waiting for the
power grid to decide when to charge);

e charge mode: during testing, the EUT shall be operated at 20 % of the maximum rated
power £10 %. If this is not possible according to IEC 61851-1:2017, the percentage may
be raised.

It has been considered that no assessment is required when no load is connected since
waiting mode adequately addresses this mode of operation.

In-cable control and protection devices (IC-CPD) shall be tested as off-board AC charging
equipment.

The mode of operation shall be specified and the actual conditions, during the tests, shall be
precisely noted in the test report.

4.4.3 Emissions
Emission requirements are specified in Table 7 to Table 14 and Table 16 to Table 19.

Testing shall be performed in the following operating modes:
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e 20 % of maximum rated power 110 % (if this is not possible according to
IEC 61851-1:2017 the percentage may be raised); and

e 80 % of maximum rated power £10 %; or

e with any load allowing the operation of the electrical vehicle supply equipment (EVSE), if
the power input and output are directly connected in charge mode (mode 2 and mode 3
EVSE using mechanical switching devices). In this special case, testing with 20 % and
80 % is not necessary.

For low frequency phenomena (Table 5), tests shall be performed in accordance with the
applicable product family standards (IEC 61000-3-X series).

The operating mode for testing according to 6.2.3 shall be one complete charge cycle with all
outlets.

During the test time, all power output ports (CPT ports) shall be controlled according to the
procedure described here:

e the single outlets/CPT ports shall be started/set in charge mode one by one (sequentially);
o all outlets/CPT ports shall be operated in charge mode simultaneously;

e the single outlets/CPT ports shall be stopped one by one (sequentially).

If parallel operation is not possible the power outputs shall be operated one by one
(sequentially) in the test time. The power output (CPT port) shall operate with a constant load,
and the power input of the EUT shall reach at least 80 % of maximum rated power £10 %
during testing.

If communication over control pilot circuits or other signal lines (e.g. powerline communication
— PLC) is used between the EUT and the vehicle, for example to control the charging, tests
shall be performed with the worst case communication signals, for example with (highest)
data rates according to the manufacturer’s specification.

If the data rate is limited by the EUT, this maximum data rate shall be used for testing.

4.4.4 Environmental conditions/limitations

This document has been prepared taking into account the normal EMC environments for all
types of EUTs. By their very nature however, EUTs can be used and installed in a variety of
locations. This document covers all residential, commercial, light industrial (see
IEC 61000-6-1:2016, and IEC 61000-6-3:2006 and IEC 61000-6-3:2006/AMD1:2010) and
industrial environments (see IEC 61000-6-2:2005, and IEC 61000-6-4:2006 and
IEC 61000-6-4:2006/AMD1:2010) irrespective of whether the equipment is located indoor or
outdoor. Where the EUT manufacturer does not define the environment in which the EUT is
intended to be used, the most stringent emission and immunity tests shall be performed (i.e.
the lowest emission limits and highest immunity test levels shall be applied).

5 Immunity requirements

5.1 General

In addition to the normal EMC environments for all types of EUTs in the scope of the generic
EMC standards of IEC 61000-6 (all parts), the specific EUTs in the scope of this document
have a dedicated port (CPT port) to connect to electric vehicles (see Figure 1).

Testing shall be performed against one of the tables (Table 1, Table 2, Table 3 and Table 4)
as appropriate, based on the type of EUT and environment in which it is intended to be
operated (see also 4.4.4).
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All in-cable control and protection devices (IC-CPD) and other portable equipment shall meet
the immunity requirements for environments other than residential defined in Table 1 or

Table 3.
Table 1 — AC charging immunity requirements —
Environments other than residential
Port Test Phenomenon Basic standard Test Units Performance
applicabilit specification criteria
y
Enclosure | Waiting and Electrostatic IEC 61000-4- +4 (contact) kV B
charge discharge (ESD) 2:2008 .
mode +8 (Air) kV
Radiated RF fields IEC 61000-4- 10 V/m 9 A
3:2006 and
IEC 61000-4- 80 to 1000 MHz
3:2006/AMD1:20
07 and 80 % AM (1 kHz)
IEC 61000-4-
3:2006/AMD2:20
10
IEC 61000-4- 3 V/m ©) A
3:2006 and
IEC 61000-4- 1,4 t02 GHz
3:2006/AMD1:20 o
07 and 80 % AM (1 kHz)
IEC 61000-4-
3:2006/AMD2:20
10
IEC 61000-4- 3 Vim © A
3:2006 and
IEC 61000-4- 2to 2,7 GHz
3:2006/AMD1:20
07 and 80 % AM (1 kHz)
IEC 61000-4-
3:2006/AMD2:20
10
Magnetic fields ) IEC 61000-4- 50, 60 Hz A
8:2009
30 (for A/m
systems < 32 A)
Alm
100 (for
systems > 32 A)
Power Waiting and Electrical fast IEC 61000-4- +4 kV B
input charge transients/ 4:2012
(AC) D mode bursts 5/50 Tr/Th, ns
5 repetition
frequency, kHz
Voltage surges 1) IEC 61000-4- 1,2/50 (8/20) us B
5:2014
+4 2) KV
+2 9) KV
Conducted RF fields IEC 61000-4- 10 V (RMS)© A
6:2013
0,15 to 80 MHz
80 % AM (1 kHz)
Voltage dips and IEC 61000-4- 40 % residual for 10/12 cycles B ®
interruptions 11:2004 (< 16 A) | voltage at 50/60 Hz 5e)
IEC 61000-4- 70 % residual for 25/30 cycles e)
34:2005 and voltage at 50/60 Hz B
IEC 61000-4- . c
34:2005/AMD1:2 | 0 % residual for 1 cycle at
009 (> 16 A) voltage 50/60 Hz
0 % residual for 250/300
voltage cycles at 50/60
Hz
Wired Waiting and Electrical fast IEC 61000-4- +2 kV B
network charge transients/ 4:2012
and mode bursts 9 5/50 Tr/Th, ns
zlc?nnt?cl)/l 5 repetition
frequency, kHz
Voltage surges ") IEC 61000-4- 1,2/50 (8/20) Hs Documents
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Port Test Phenomenon Basic standard Test Units Performance
applicabilit specification criteria
y
5:2014 +1 KV
Cs)nducted RF fields IEC 61000-4- 10 V (RMS) °) A
g .
6:2013
0,15 to 80 MHz
80 % AM (1 kHz)
CPT Waiting and Electrical fast IEC 61000-4- +2 kV B
charge H'ah sients/bursts 4:2012
mode ) 5/50 Tr/Th ns
5 repetition
frequency, kHz
Veltage surges )N | 1EC 61000-4- 1,2/50 (8/20) us B
m .
5:2014
+2 2) KV
+10) kv
CSonducted RF fields IEC 61000-4- 10 V (RMS) °) A
K .
6:2013
0,15 to 80 MHz
80 % AM (1 kHz)

Line to earth (ground), applicable to power lines only.

) Line to line, applicable to power lines only.
¢ The test level specified is the RMS value of the unmodulated carrier.
d)

Tests are not required if the power input and output are directly connected in charge mode using a mechanical switching
device.

Primary functions may degrade during the test but shall resume to the original condition after the test.

Applicable only to ports interfacing with cables whose total length according to the manufacturer’s functional specification
is greater than 30 m.

9) Applicable only to ports interfacing with cables whose total length according to the manufacturer’s functional specification
is greater than 3 m.

Tested using the capacitive coupling clamp defined in IEC 61000-4-4:2012; at the CPT port, the clamp shall be over the
whole charging cable.

) Test also applies to signal/control ports where they are directly connected to the power port (e.g. open relay contacts that
can be directly connected to the AC mains).

) Tests shall be done only in charge mode (surge: since surge protection devices wear out; magnetic field: charge current
has influence).

k) Tested using the EM coupling clamp defined in IEC 61000-4-6:2013; at the CPT port, the clamp shall be over the whole
charging cable.

D For surge/burst testing, use a capable CDN.

For surge on power lines of CPT port, use a capable CDN.
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Table 2 — AC charging immunity requirements —
Residential environments

Full document details: IEC 61851-21-2-2018

Port Test Phenomenon Basic standard Test Units Performance
applicability specification criteria
Enclosure Waiting and Electrostatic IEC 61000-4- 14 (contact) kV B
charge mode | discharge (ESD) 2:2008 .
+8 (air) kV
Radiated RF IEC 61000-4- 3 Vim © A
fields 3:2006 and
IEC 61000-4- 80 to 1000 MHz
3:2006/AMD1:2007 o
and IEC 61000-4- | 80 % AM (1 kHz)
3:2006/AMD2:2010
IEC 61000-4- 3 V/im® A
3:2006 and
IEC 61000-4- 1,4 t0 2 GHz
3:2006/AMD1:2007 o
and IEC 61000-4- | 80 % AM (1 kHz)
3:2006/AMD2:2010
IEC 61000-4- 3 V/im© A
3:2006 and
IEC 61000-4- 2t02,7 GHz
3:2006/AMD1:2007
and IEC 61000-4- | S0 % AM (1 kHz)
3:2006/AMD2:2010
Magnetic fields? | IEC 61000-4- 50, 60 Hz A
8:2009
30 (for A/m
systems < 32 A)
Alm
100 (for
systems > 32 A)
Power Waiting and Electrical fast IEC 61000-4- +2 kV B
input charge mode Bransients/bursts 4:2012
(AC) i) 5/50 Tr/Th, ns
5 repetition
frequency, kHz
Yoltage Surges!? | IEC 61000-4- 1,2/50 (8/20) us B
5:2014
+22) Y%
+1°) kv
Conducted RF IEC 61000-4- 3 V (RMS) © A
fields 6:2013
0,15 to 80 MHz
80 % AM (1 kHz)
Voltage dips and IEC 61000-4- 40 % residual for 10/12 B®
interruptions 11:2004 (£ 16 A) voltage cycles at o
50/60 Hz B
IEC 61000-4- 70 % residual o
34:2005 and voltage for 25/30 B
IEC 61000-4- 0 . cycles at c
34:2005/AMD1:200 | 0 % residual 50/60 Hz
9 (> 16 A) voltage
for 1 cycle at
0 % residual 50/60 Hz
voltage
for 250/300
cycles at
50/60 Hz
Wired Waiting and Electrical fast IEC 61000-4- +1 kV B
network charge mode tr%psients/bursts 4:2012
and 9) 5/50 Tr/Th, ns
rs]ltgcr:lallco 5 repetition
frequency, kHz
Yoltage surges f | IEC 61000-4- 1,2/50 (8/20) us B
5:2014
+1
kV
Conducted RF IEC 61000-4- 3 V (RMS) A
fields 9 6:2013
0,15 to 80 MHz
80 % AM (1kHz)
CPT Waiting and Electrical fast IEC 61000-4- +2 kV B
charge mode Elﬁ]pSlents/bursts 4:2012 5/50 Tr/Th Documents
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Port Test Phenomenon Basic standard Test Units Performance
applicability specification criteria
5 repetition
frequency, kHz
1,2/50 (8/20) us B
Itage surges d) IEC 61000-4- a)

y9'ta 52014 +2 kV
+1 ) kV

Conducted RF IEC 61000-4- 10 V (RMS) © A

fields ¥ 6:2013
0,15 to 80 MHz
80 % AM (1 kHz)

a)
b)
c)

d)

e)

9)

h)

k)

m)

Line to earth (ground), applicable to power lines only.
Line to line, applicable to power lines only.
The test level specified is the RMS value of the unmodulated carrier.

Tests are not required if the power input and output are directly connected in charge mode using a mechanical switching
device.

Primary functions may degrade during the test but shall resume to the original condition after the test.

Applicable only to ports interfacing with cables whose total length according to the manufacturer’s functional specification
is greater than 30 m.

Applicable only to ports interfacing with cables whose total length according to the manufacturer’s functional specification
is greater than 3 m.

Tested using the capacitive coupling clamp defined in IEC 61000-4-4:2012; at the CPT port, the clamp shall be over the
whole charging cable.

Test also applies to signal/control ports where they are directly connected to the power port (e.g. open relay contacts that
can be directly connected to the AC mains).

Tests shall be done only in charge mode (surge: since surge protection devices wear out; magnetic field: charge current
has influence).

Tested using the EM coupling clamp defined in IEC 61000-4-6:2013; at the CPT port, the clamp shall be over the whole
charging cable.

For surge/burst testing, use a capable CDN.

For surge on power lines of CPT port, use a capable CDN.
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Table 3 — DC charging immunity requirements —
Environments other than residential

Port Test Phenomenon Basic standard Test Units Performanc
applicability specification e criteria
Enclosure Waiting and Electrostatic IEC 61000-4- +4 (contact) kV B
charge mode Discharge (ESD) 2:2008 +8 (air) KV
Radiated RF IEC 61000-4- 10 Vim © A
fields 3:2006 and
IEC 61000-4- 80 to 1000 MHz
3:2006/AMD1:2007 | 80 % AM (1 kHz)
and IEC 61000-4-
3:2006/AMD2:2010
IEC 61000-4- 3 Vim© A
3:2006 and
IEC 61000-4- 1,4 to 2 GHz
3:2006/AMD1:2007 | 80 % AM (1 kHz)
and IEC 61000-4-
3:2006/AMD2:2010
IEC 61000-4- 3 V/m © A
3:2006 and
IEC 61000-4- 2to 2,7 GHz
3:2006/AMD1:2007 | 80 % AM (1 kHz)
and IEC 61000-4-
3:2006/AMD2:2010
Magnetic fields » | IEC 61000-4- 50, 60 Hz A
8:2009 30 (for systems A/m
<32 A) A/m
100 (for
systems > 32 A)
Power Waiting and Electrical fast IEC 61000-4- +4 kV B
ipput (AC) charge mode H‘ansients/bursts 4:2012 5/50 THTh, ns
5 repetition
frequency, kHz
Yoltage surges /) IEC 61000-4- 1,2/50 (8/20) us B
5:2014 +4.8) KV
+2 0 kv
Conducted RF IEC 61000-4- 10 V (RMS) © A
fields 6:2013 0.15 to 80 MHz
80 % AM (1 kHz)
Voltage dips and IEC 61000-4- 40 % residual for 10/12 B®
interruptions 11:2004 (£ 16 A) voltage cycles at )
o . 50/60 Hz
IEC 61000-4- 70 % residual )
34:2005 and voltage for 25/30
IEC 61000-4- 0 % residual cycles at C
34:2005/AMD1:200 volzage 50/60 Hz
9(>16 A)
0 % residual for 1 cycle at
50/60 Hz
voltage
for 250/300
cycles at 50/60
Hz
Power Waiting and Electrical fast IEC 61000-4- +2 kV B
input charge mode ansients/bursts 4:2012
(o) i 5/50 THTh ns
5 repetition
frequency, kHz
Yoltage surges /) IEC 61000-4- 1,2/50 (8/20) us B
5:2014 a)
+2 kV
+1 9 kv
Conducted RF IEC 61000-4- 10 V (RMS) © A
fields 6:2013 0.15 to 80 MHz
80 % AM (1 kHz)
Wired Waiting and Electrical fast IEC 61000-4- +2 kV B
Network charge mode 55arﬂsients/ bursts 4:2012 5/50 TH/Th ns
and
signal/con 5 repetition
trol frequency, kHz
Yoltage surges A | IEC 61000-4- 1,2/50 (8/20) us B
5:2014 +1 KV L t
Conducted RF IEC 61000-4- 10 V (RMS) © LoLurnl !en S
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Port Test Phenomenon Basic standard Test Units Performanc
applicability specification e criteria
fields 9 6:2013 0.15 to 80 MHz
80 % AM (1 kHz)
CPT Waiting and Electrical fast IEC 61000-4- +2 kV B
charge mode glﬁrgsients/bursts 4:2012 5/50 Tr/Th ns
5 repetition
frequency, kHz
1,2/50 (8/20) us B
Yqligee Surges @ | IEC 61000-4- 29 KV
+1°) kv
Conducted RF IEC 61000-4- 10 V (RMS) © A
fields ¥ 6:2013 0.15 to 80 MHz
80 % AM (1 kHz)

a)
b)
c)

d)

Line to earth (ground), applicable to power lines only.
Line to line, applicable to power lines only.
The test level specified is the RMS value of the unmodulated carrier.

Tests are not required if the power input and output are directly connected in charge mode using a mechanical switching
device.

Primary functions may degrade during the test but shall resume to the original condition after the test.

Applicable only to ports interfacing with cables whose total length according to the manufacturer’s functional specification
is greater than 30 m.

Applicable only to ports interfacing with cables whose total length according to the manufacturer’s functional specification
is greater than 3 m.

Tested using the capacitive coupling clamp defined in IEC 61000-4-4:2012; at the CPT port, the clamp shall be over the
whole charging cable.

Test also applies to signal/control ports where they are directly connected to the power port (e.g. open relay contacts that
can be directly connected to the power port).

Tests shall be done only in charge mode (surge: since surge protection devices wear out; magnetic field: charge current
has influence).

Tested using the EM coupling clamp defined in IEC 61000-4-6:2013; at the CPT port, the clamp shall be over the whole
charging cable.

For surge/burst testing, use a capable CDN.
For surge on power lines of CPT port, use a capable CDN.
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Table 4 — DC charging immunity requirements —
Residential environments

Full document details: IEC 61851-21-2-2018
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Port Test Phenomenon Basic Test Units Performance
applicability standard specification criteria
Enclosure Waiting and Electrostatic IEC 61000-4- +4 (contact) kV B
charge mode discharge 2:2008 .
(ESD) +8 (air) kV
Radiated RF IEC 61000-4- 3 Vim © A
fields 3:2006 and
IEC 61000-4- 80 to 1000 MHz
3:2006/AMD1:2
007 and 80 % AM (1 kHz)
IEC 61000-4-
3:2006/AMD2:2
010
IEC 61000-4- 3 V/im © A
3:2006 and
IEC 61000-4- 1,4 to 2 GHz
3:2006/AMD1:2 o
007 and 80 % AM (1 kHz)
IEC 61000-4-
3:2006/AMD2:2
010
IEC 61000-4- 3 Vim® A
3:2006 and
IEC 61000-4- 21027 GHz
3:2006/AMD1:2 o
007 and 80 % AM (1 kHz)
IEC 61000-4-
3:2006/AMD2:2
010
Jl\/lagnetic fields | IEC 61000-4- 50, 60 Hz A
8:2009
30 (for A/m
systems < 32 A)
A/m
100 (for
systems > 32 A)
Power input Waiting and Electrical fast IEC 61000-4- +2 kV B
(AC) D charge mode transients/ 4:2012
bursts " 5/50 Tr/Th, ns
5 repetition
frequency,
kHz
.\{thage surges IEC 61000-4- 1,2/50 (8/20) us B
i .
5:2014
+22) kv
+1°) kv
Conducted RF IEC 61000-4- 3 V (RMS) © A
fields 6:2013
0,15 to 80 MHz
80 % AM (1 kHz)
Voltage dips 40 % residual for 10/12 B®
and voltage cycles at o)
interruptions IEC 61000-4- ) 50/60 Hz B
X 70 % residual
11:2004 | for 25/ B e
(<16 A) voltage or 25/30
0o idual cycles at c
IEC 61000-4- Vol/;’ar;;' ua 50/60 Hz
34:2005 and . for 1 cycle at
IEC 61000-4- 0 % residual 50/60 Hz
34:2005/AMD1: voltage
2009 (> 16 A) for 250/300
cycles at
50/60 Hz
Power input Waiting and Electrical fast IEC 61000-4- +2 kV B
(pc)y P charge mode transients/ 4:2012
bursts " 5/50 Tr/Th ns
5 repetition
frequency,
kHz
.\{thage surges IEC 61000-4- 1,2/50 (8/20) us B
i .
5:2014 98 kv
+
= Docume
| = A A= 10§ LYY
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Port Test Phenomenon Basic Test Units Performance
applicability standard specification criteria
+1°) kv
Conducted RF IEC 61000-4- 3 V (RMS) © A
fields 6:2013
0,15 to 80 MHz
80 % AM (1 kHz)
Wired network Waiting and Electrical fast IEC 61000-4- +2 kV B
and charge mode transients/ 4:2012
signal/control bursts 9 M 5/50 Tr/Th ns
5 repetition
frequency,
kHz
Xﬁltage surges IEC 61000-4- 1,2/50 (8/20) us B
5:2014
+1 kV
Conducted RF IEC 61000-4- 3 V (RMS) © A
fields 9 6:2013
0,15 to 80 MHz
80 % AM (1 kHz)
CPT Waiting and Electrical fast IEC 61000-4- +2 kV B
charge mode transients/ 4:2012
bursts 9 5/50 Tr/Th ns
5 repetition
frequency,
kHz
1,2/50 (8/20) us B
t. surges IEC 61000-4- a)
Yolipas 5:5014 +2 KV
+1°) kv
Conducted RF IEC 61000-4- 10 V (RMS) © A
fields *) 6:2013
0,15 to 80 MHz
80 % AM (1 kHz)

3 Line to earth (ground), applicable to power lines only.

b)

Line to line, applicable to power lines only.

©)  The test level specified is the RMS value of the unmodulated carrier.
9 Tests are not required if the power input and output are directly connected in charge mode using a mechanical switching
device.

e Primary functions may degrade during the test but shall resume to the original condition after the test.

f) Applicable only to ports interfacing with cables whose total length according to the manufacturer’s functional specification
is greater than 30 m.

9 Applicable only to ports interfacing with cables whose total length according to the manufacturer’s functional specification
is greater than 3 m.

M Tested using the capacitive coupling clamp defined in IEC 61000-4-4:2012; at the CPT port, the clamp shall be over the
whole charging cable.

) Test also applies to signal/control ports where they are directly connected to the power port (e.g. open relay contacts that
can be directly connected to the power port).

)" Tests shall be done only in charge mode (surge: since surge protection devices wear out; magnetic field: charge current
has influence).

M Tested using the EM coupling clamp defined in IEC 61000-4-6:2013; at the CPT port, the clamp shall be over the whole
charging cable.

) For surge/burst testing, use a capable CDN.

D For surge on power lines of CPT port, use a capable CDN.
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5.2 Performance criteria
5.2.1 General

The EUT shall remain in a safe condition as a result of the application of the tests defined in
this document. See IEC 61851-1:2017 (AC and DC) for further guidance.

There are different performance criteria based on the charge mode of the EUT, especially for
mode 2, 3 and mode 4.

During the application of voltage surges (IEC 61000-4-5:2014) on the power input port, a
measurement shall be performed of the amplitude of the associated transient on the CPT port,
when supplying DC. This measurement shall be made according to the setup described in
Annex E. The requirements of Figure E.1 shall be met.

When metering and billing is available, the corresponding performance criteria shall be
defined according to the applicable product standards, for example IEC 62053-21:2003.

When residual current protective devices RCD are incorporated inside the EUT, they shall
fulfil the requirements according to their product standards.

A functional description and a definition of performance criteria during, or as a consequence
of, the EMC testing shall be provided by the EUT manufacturer and noted in the test report
based on the following criteria.

5.2.2 Performance criteria A

The EUT shall continue to operate as intended within the tolerances defined by the EUT
manufacturer during and after the application of the appropriate tests. It shall not change the
state in which it is operating (i.e. charging shall continue if in charge mode and shall remain
idle if in waiting mode).

NOTE A change of state includes the control/communication lines of the CPT port and any change in charging
current for DC charging (beyond the tolerance defined by the manufacturer).

5.2.3 Performance criteria B

The EUT shall continue to operate as intended within the tolerances defined by the EUT
manufacturer at the completion of the applicable tests. Additionally, during the application of
the appropriate tests the primary functions of the charger shall be maintained (within the
tolerances defined by the EUT manufacturer). Secondary functions (for example displays,
etc.) may degrade in performance during the test but shall resume to the original condition
subsequent to testing.

Subsequent to the application of the applicable test, the EUT shall not have changed the state
in which it is operating (i.e. charging shall continue if in charge mode and shall remain idle if
in waiting mode).

NOTE A change of state includes the control/communication lines of the CPT port and any change in charging
current for DC charging (beyond the tolerance defined by the charging equipment manufacturer).

5.2.4 Performance criteria C

During and after completion of the appropriate tests, the EUT can change to a failsafe
condition. This state requires user intervention to restart the charge cycle or the automatic
resumption of charging if the safety conditions have been fulfilled as defined in
IEC 61851-1:2017 (simplified mode 3).
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6 Emission requirements

6.1 General

Measurements shall be performed in well-defined and reproducible conditions for each type of
disturbance.

6.2 Limits and test conditions for disturbances in the low frequency (LF) range
6.2.1 Overview

An overview showing the references for evaluation of disturbance phenomena in the low
frequency (LF) range is given in Table 5.

Table 5 — References for evaluation of low frequency (LF) phenomena

Port Phenomenon Reference standard Reference in this
document
Power input Harmonic currents 2) IEC 61000-3-2:2014 (< 16 A/phase) 6.2.2
(AC) IEC 61000-3-12:2011 (> 16 A, = 75 A/phase)
Voltage fluctuations IEC 61000-3-3:2013 (= 16 A/phase) 6.2.3
and flicker * [EC 61000-3-11:2017 (> 16 A, < 75 Alphase)

a) Applicable to charging equipment covered within the scope of IEC 61000-3-2:2014, IEC 61000-3-3:2013,
IEC 61000-3-11:2017 and IEC 61000-3-12:2011.

b) Equipment which meets the requirements of IEC 61000-3-3:2013 is excluded from application of
IEC 61000-3-11:2017.

6.2.2 Harmonic currents

The emission of harmonic currents produced by the EUT is detailed in Table 5.

NOTE In some countries, equipment that has an input exceeding 75 A per phase or that is connected to in-plant
equipment could comply with national regulations or contractual agreements between the distribution company and
customers.

6.2.3 Voltage fluctuations and flicker

The emission of voltage fluctuations and flicker produced by the EUT is detailed in Table 5.
The operation mode is described in 4.4.3.

6.3 Limits and test conditions for disturbances in the radio frequency (RF) range
6.3.1 Overview

An overview showing the references for evaluation of disturbances in the radio frequency (RF)
range is given in Table 6.

For the purposes of this document, off-board electric vehicle charging systems are grouped
into their environmental classification. These definitions are specified in CISPR 11:2015, 5.2,
and are summarised as follows:

1) Class A off-board electric vehicle charging systems is equipment suitable for use in all
locations other than residential ones and those directly connected to a low voltage power
supply network which supplies buildings used for residential purposes.

Class A equipment shall meet class A limits.
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For Class A off-board electric vehicle charging systems, the instructions for use

accompanying the product shall contain the following warning:

Caution: This equipment is not intended for use in residential environments and may not
provide adequate protection to radio reception in such environments.

Class B off-board electric vehicle charging systems is equipment suitable for use in
residential establishments and in establishments directly connected to a low voltage
power supply network which supplies buildings used for residential purposes.

Class B equipment shall meet class B limits.

In-cable control and protective devices (IC-CPD) and other mobile charging equipment
shall be tested as off-board charging equipment meeting Class B emission requirements
(residential).

Warning: Even if meeting the requirements for residential environments, on-board radio
reception can be disturbed by noise generated by the off-board electric vehicle charging
systems. To protect the on board radio reception, some vehicle manufacturers may use
CISPR 25 limits for their vehicles. These limits are not applicable to off-board electric
vehicle charging systems (EUT).

NOTE Portable equipment can be carried easily in the vehicle to different environments since the usage of the
vehicle is not restricted to one of these environments.

Table 6 — References for evaluation of disturbances appearing
in the radio frequency (RF) range

Type of port Phenomenon Reference in this document

Power input Conducted disturbances 6.3.2

(LV AC or DC) (150 kHz to 30 MHz)

(PLC/T optional)

CPT Conducted disturbances 6.3.3

(LV AC or DC) (150 kHz to 30 MHz)

Wired network and Conducted disturbances 6.3.4

signal/control (150 kHz to 30 MHz)

Enclosure Radiated disturbances 6.3.5
(above 30 MHz)

Enclosure Radiated disturbances Annex B
(2 kHz to 185 kHz)

CPT 2@ Transient emissions Annex D

a) Applicable only to DC charging equipment.

6.3.2

Power input port (150 kHz to 30 MHz)

The disturbance voltage limits of Table 7, Table 8 or Table 9 apply for the power input port,
respectively to the type of power input (AC or DC) and environmental classification (Class A
or Class B) of the EUT to be tested.

If the power input port is also used for powerline communications (PLC) or powerline
telecommunications (PLT) and the limits are not met, the EUT shall be tested to the
appropriate PLT standard for assessing the communication function only. The disturbance
voltage limits of Table 7, Table 8 or Table 9 shall be met with the communication switched off.

This procedure is only applicable if intentional PLC communication to infrastructure via the
power input port of the EUT (e.g. mains) is used. For the CPT port the worst case
communication has to be used in each case.

Worst case communication on CPT port has to be tested to avoid coupling of interferences

due to communication at CPT port to the power input port.
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Table 7 — Disturbance voltage limits for class A equipment for AC power input port

High power electronic
Rated power of Rated power of systems and equipment,
Frequency range <20 kVA >20 kvA @ rated power of
b
MHz > 75 kVA P
Quasi-peak Average Quasi-peak Average Quasi-peak Average
dB(uV) dB(uV) dB(uV) dB(uV) dB(uV) dB(uV)
0,15 to 0,50 79 66 100 90 130 120
0,50to 5 73 60 86 76 125 115
90 80
decreasing linearly with
5to 30 73 60 logarithm 115 105
of frequency to
73 60

At the transition frequency, the more stringent limit shall apply.

3 These limits apply to equipment with a rated power > 20 kVA and intended to be connected to a dedicated
power transformer or generator, and which is not connected to low voltage (LV) overhead power lines. For
equipment not intended to be connected to a user specific power transformer, the limits for < 20 kVA apply.
The manufacturer, and/or supplier shall provide information on installation measures that can be used to
reduce emissions from the installed equipment. In particular, it shall be indicated that this equipment is
intended to be connected to a dedicated power transformer or generator and not to LV overhead power lines.

) These limits apply only to high power electronic systems and equipment with a rated power > 75 kVA
when intended to be installed as follows:

— installation is supplied from a dedicated power transformer or generator, and which is not connected to
low voltage (LV) overhead power lines;

— installation is physically separated from residential environments by distance greater than 30 m or by a
structure which acts as a barrier to radiated phenomena;

— the manufacturer and/or supplier shall indicate that this equipment meets the disturbance voltage limits
for high power electronic systems and equipment of rated input power > 75 kVA and provide information
on installation measures to be applied by the installer. In particular, it shall be indicated that this
equipment is intended to be used in an installation which is powered by a dedicated power transformer or
generator and not by LV overhead power lines.

Table 8 — Disturbance voltage limits for class B equipment for AC power input port

Frequency range Quasi-peak Average
MHz dB(upV) dB(pV)
66 56
0.15 to 0.50 decreasing linearly with decreasing linearly with
’ ’ logarithm of frequency to logarithm of frequency to
0,50to 5 56 46
5to 30 60 50
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Rated power of Rated power of
Frequency range S 75 kVA > 75 kVA

MHz Quasi-peak Average Quasi-peak Average
dB(uV) dB(uV) dB(uV) dB(uV)

0,15 to 0,50 79 66 100 90

0,50 to 5 73 60 86 76

90 80
5 to 30 73 60 decreasing linearly with
logarithm of frequency to

73 60

6.3.3 CPT port (150 kHz to 30 MHz)

The disturbance voltage limits of Table 10 and Table 11 apply for the AC power lines of the
CPT port, respectively to the EUT’s environmental classification.

The disturbance voltage limits of Table 12 apply for the DC power lines of the CPT port in any
environment.

Measurement of the disturbance voltage shall be done at those lines of the CPT port serving
conductive power transfer only.

If the AC charging EUT does not contain any electronic power converters or the like, but only
switches and safety disconnectors, then it is sufficient to measure the disturbance voltage at
its LV AC power input port only (see 6.3.2).

The disturbance voltage limits of Table 10 and Table 11 apply for AC, and Table 12 applies

for DC.

Table 10 — Disturbance voltage limits for class A equipment for AC CPT port

Frequency range Quasi-peak Average
MHz dB(uV) dB(uV)
0,15 to 0,50 79 66
0.50 to 30 73 60

Table 11 — Disturbance voltage limits for class B equipment for AC CPT port

Frequency range Quasi-peak Average
MHz dB(upV) dB(pV)
66 56
decreasing linearly with decreasing linearly with
0,15 to 0,50 ) ;
logarithm of frequency to logarithm of frequency to
56 46
0,50to 5 56 46
5to 30 60 50
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Table 12 — Disturbance voltage limits for DC CPT port

Rated power of Rated power of
Frequency range S 75 kVA > 75 kVA

MHz Quasi-peak Average Quasi-peak Average
dB(uV) dB(uV) dB(uV) dB(uV)

0,15 to 0,50 79 66 100 90

0,50 to 5 73 60 86 76

90 80
5 to 30 73 60 decreasing linearly with
logarithm of frequency to

73 | 60

6.3.4  Wired network port or signal/control port (150 kHz to 30 MHz)

Measurements at wired network ports of equipment in the scope of this document shall be
performed if they are intended for connection to physical subscriber lines of public switched
telecommunication networks (PSTN).

Measurements at signal/control ports of equipment in the scope of this document shall be
performed if they are intended for connection to a local supervision or power dispatch system
intended to manage the power transfer via more than one local off-board charging equipment.

The measurements shall be made in accordance with CISPR 32:2015, using test equipment
referenced in CISPR 32:2015 as appropriate.

For Class A EUTs, the limits in Table 13 apply, and for Class B EUTs the limits in Table 14
apply.
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Table 13 — Requirements for asymmetric mode conducted emissions

from Class A equipment

Table Frequency D Class A voltage Class A current
. . etector type/ . A
clause range Coupling device bandwidth limits limits
MHz dB(upV) dB(pA)
13.1 0,15t0 0,5 97 to 87
AAN Quasi peak/9 kHz
0,5 to 30 87
n/a
0,15t0 0,5 84 to 74
AAN Average/9 kHz
0,5 to 30 74
13.2 0,15t0 0,5 CVP 97 to 87 53 to 43
Quasi peak/9 kHz
0,5 to 30 and current probe 87 43
0,15 0,5 CVP 84 to 74 40 to 30
Average/9 kHz
0,5 to 30 and current probe 74 30
13.3 0,15t0 0,5 53 to 43
Current probe Quasi peak/9 kHz
0,5 to 30 43
n/a
0,15t0 0,5 40 to 30
Current probe Average/9 kHz
0,5 to 30 30

Testing is required at only one EUT supply voltage and frequency.

The choice of coupling device and measurement is defined in Annex C of CISPR 32:2015.

Applicable to ports listed above and intended to connect to cables longer than 3 m.

AC mains ports that also have the function of a wired network port shall meet the limits given in Table 7.

The application of the voltage and/or current limits is dependent on the measurement procedure used. Refer to
Table C.1 of CISPR 32:2015 for applicability.
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