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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTRIC VEHICLE CONDUCTIVE CHARGING SYSTEM -

Part 24: Digital communication between a d.c. EV charging
station and an electric vehicle for control of d.c. charging

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 61851-24 has been prepared by IEC technical committee 69:
Electric road vehicles and electric industrial trucks.

The text of this standard is based on the following documents:

FDIS Report on voting
69/273FDIS 69/280/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts in the IEC 61851 series, published under the general title Eleg#/ I
conductive charging system, can be found on the IEC website. Oﬂbgﬂﬁﬁents
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The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

» replaced by a revised edition, or
*+ amended.

The contents of the corrigendum of June 2015 have been included in this copy.

IMPORTANT - The 'colour inside’ logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

The introduction and commercialisation of electric vehicles has been accelerated in the global
market, responding to the global concerns on CO, reduction and energy security.
Concurrently, the development of charging infrastructure for electric vehicles has also been
expanding. As supplementary system of a.c. charging system, d.c. charging is recognized as
an effective solution to extend the available range of electric vehicles, and different d.c.
charging systems are being used over the world. The international standardization in terms of
charging infrastructure including d.c. charging systems is indispensable for the diffusion of
electric vehicles, and this standard is developed for the manufacturers’ convenience by
providing general specifications for control communication protocols between off-board d.c.
charger and electric vehicles.
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ELECTRIC VEHICLE CONDUCTIVE CHARGING SYSTEM -

Part 24: Digital communication between a d.c. EV charging
station and an electric vehicle for control of d.c. charging

1 Scope

This part of IEC 61851, together with IEC 61851-23, applies to digital communication between
a d.c. EV charging station and an electric road vehicle (EV) for control of d.c. charging, with
an a.c. or d.c. input voltage up to 1 000 V a.c. and up to 1500 V d.c. for the conductive
charging procedure.

The EV charging mode is mode 4, according to IEC 61851-23. The charging station supplied
by high voltage a.c. supply is not covered by this standard.

Annexes A, B, and C give descriptions of digital communications for control of d.c. charging
specific to d.c. EV charging systems A, B and C as defined in Part 23.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 61851-1:2010, Electric vehicle conductive charging system — Part 1: General
requirements

IEC 61851-23:2014, Electric vehicle conductive charging system — Part 23: DC electric
vehicle charging station

ISO/IEC 15118-11, Road vehicles — Vehicle to grid communication interface — Part 1: General
information and use-case definition

ISO/IEC 15118-2:—1, Road vehicles — Vehicle to grid communication interface — Part 2:
Technical protocol description and open systems interconnections (OSl) layer requirements

ISO/IEC 15118-3:—1, Road vehicles — Vehicle to grid communication interface — Part 3
Physical layer requirements

ISO 11898-1:2003, Road vehicles — Controller area network (CAN) — Part 1: Data link layer
and physical signalling

ISO 11898-2:2003, Road vehicles — Controller area network (CAN) — Part 2: High-speed
medium access unit

1 To be published. Documents
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3 Terms and definitions

For the purpose of this document, the terms and definitions given in IEC 61851-1 and
IEC 61851-23 as well as the following apply.

3.1

digital communication

digitally encoded information exchanged between a d.c. EV charging station and an EV, as
well as the method by which it is exchanged.

3.2

parameter

single piece of information relevant to charging control, and that is exchanged between a d.c.
EV charging station and an EV using a form of digital communication

3.3

signal

data element that is communicated between a d.c. EV charging station and an EV using any
means other than digital communication

4 System configuration

The system configuration shall be in accordance with 102.2 of IEC 61851-23:—..

5 Digital communication architecture

In this standard, two digital communication architectures are used:

— one, based on CAN using a dedicated data communication circuit; CAN protocol is given
in ISO 11898-1; refer to Annex A and Annex B for specific implementation details; and

— the other, based on Homeplug Green PHY™1 over the control pilot line; refer to Annex C
for specific implementation details.

6 Charging control process

The charging control process shall be in accordance with 102.5 of IEC 61851-23:—.

7 Overview of charging control

The digital communication of d.c. charging control covered by this standard is as shown in
Figure 1. This standard does not cover the control protocol internal to the d.c. EV charging
station, nor the vehicle, such as power control protocol for a.c./d.c. inverter of d.c. EV
charging station and battery management control in the vehicle.

1 Homeplug Green PHY ™ is an example of a suitable product available commercially. This informatignai Vﬁﬁiﬂ t
the convenience of users of this document and does not constitute an endorsement by IEC of thism. ents
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Figure 1 — Digital communication between a d.c. EV charging
station and an electric vehicle for control of d.c. charging

8 Exchanged information for d.c. charging control

This clause describes information which shall be exchanged between a d.c. EV charging
station and a vehicle during the charging process according to IEC 61851-23. The information
in Table 1 is common to all systems described in Annexes A, B and C. Each information listed
in Table 1 is defined as a parameter in each annex. Each system may need additional
parameters, and these parameters are defined in each annex.

Table 1 — Exchanged information for d.c. charging control

Relevant
requirement
No. Information Description in IEC 61851-23:—
(unless specified as
IEC 61851-1)
a1 Current request for the controlled Exchange of current value requested by
current charging (CCC) system EV 6.4.3.101
a2 Voltage request for the controlled Exchange of voltage value requested by DC supply
voltage charging (CVC) system EV
-6.4.3.101
DC supply
-6.4.3.105
a.3 | Maximum rated voltage of d.c. EV | Exchange of maximum rated voltage value Compatibility
charging station of d.c. EV charging station assessment
-6.4.3.107
Protection against
overvoltage at the
battery
-6.4.3.101
DC supply for EV
a4 Maximum rated current of d.c. EV Exchange of maximum rated current value
charging station of d.c. EV charging station -6.4.3.105
Compatibility
assessment
L Exchange of software version of a
b-1 | Communication protocol .
charging system
i T 6.4.3.105
b-2 | Maximum voltage limit of EV Efxchﬁngl;e of maximum voltage limit value
orvenicle. Compatibility
EV minimum current limit, only for assessment
b-3 | the controlled voltage charging Under consideration.
(CVC) system

Full document details: IEC 61851-24 2014
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Relevant
requirement
No. Information Description in IEC 61851-23:—
(unless specified as
IEC 61851-1)
Exchange of the result of insulation test 6.4.3.106

before charging

c Insulation test result ;
- If insulation test fails, a signal is sent that thsaurlaitr:on test before
charging is not allowed. ging
Exch finf h 6.4.3.110
- . xchange of information on short circuit
d Short circuit test before charging test before charging Short circuit test
before charging
Exchange of information on charge stop 6.4.3.111
e Charging stopped by user com_mand by the user of d.c. EV charging User initiated
station shutdown
6.4.4.2 (of
IEC 61851-1)

EVSE real time available load Exchange of EVSE real time available I_oad
f current for demand management. Required

i Detection/adjustment of
current (optional) for system providing that function. !

the real time available
load current of EVSE

Detection of loss of digital communication

o o - If a receiver does not get information 9.4
g | Loss of digital communication expected to receive within time out period,
it is considered as loss of digital
communication.

Breaking capacity

Notification of zero current confirmed

h-1 | Zero current confirmed - Station informs EV that low current 102.5
condition has been met (to allow connector
unlocking) Charging control

process and state
Exchange of information on the whole

h-2 | Welding detection process of welding detection
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Annex A
(normative)

Digital communication for control
of d.c. EV charging system A

A.1  General

This annex shows the specification of digital communication for control of the d.c EV
charging station of system A (in this annex, referred to as "system A station" or "station") as
specified in Annex AA of IEC 61851-23:—. More detailed information on system A is defined
in JIS/TSDO007.

A.2 Digital communication actions during charging control process

The communication actions and parameters according to the charging control process as
defined in Table 103 of IEC 61851-23:— are shown in Table A.1.

Documents

Document Sharing Hub

Full document details: IEC 61851-24 2014


http://avadocuments2026.com/doc/iec-61851-24-2014
http://avadocuments2026.com/doc/iec-61851-24-2014

gnH Buneys juawnosog

Sjusa2und0g

L0Z ¥2-1S8L9 D3I -S|ie1sp Juswndop |ing

(@4njo811yole

-11 =

VIN VIN VIN|  Weyshs sy uo Buipuadsp) sbieys-aid €8-0d m o
auUON uonounjjew wajsAs Buibieyn aUON aul| Jamod "0°p 10} }S8) uolje|NsSU| €g-0a m 5
0 Qg
= o
_ sSNje}s payoo| €9-0d— | ©
auUON 300]| 10}08UU0D B|0IYB A\ 10}0BULOD 4O UOHEDIION pa)00]| J0j08UU0D 28-00 E
pajgeus Buibieyo solyap -
abejjon Aieyeq jebie] - Aupgnedwooul Atepjeg - _
]
awn Buibieyd wnwixepy - juauino jndino s|qejieny - paxoayo Ayjiqedwod _ =
sialoweled 6 d ¢g-0d o
pue ‘pabueyoxe siajowele } =
abejon Aieyeq wnwixey - abejjon jndino ajqejieny  —| 104309 Buibieyo jo sbueyox3 ‘poysi|qeIse uonesunwwon| — 800 - N
Alaneq jo Ajoedeod paley - Jaqunu jooojoud josjuony — 8 S
Q.
Jaqunu |ooojoid [oJju0) — m.
uol}eoIuNWWOoD wﬂ
(NVO ¥nejop) (NVO ¥nejop) [enbip LE. co_.ﬂm_maw_n_ uofiezijenjiul ejep uoledlUNWWOYH Q
T : 19-0a
(NVO ¥neyop) SUON SUON 400A pue 409000 jo dn axepm
V/IN V/IN SUON ui pabbnid Jojoeuuog 19-0a
V/IN V/IN SUON pajosuuooun 8oIys v-0da
9|91YyaA wou4 uone}s Buibieys A3 "o'p woi4 UOI}OB UOHEDIUNWWOD . 5 abeys
enbig e 19A8] wa)sAs je uoijoe |aAs| ybiy ajels |oJ3uod
lajaweled [e31b1 Buibieysn

IEC 61851-24:2014 © IEC 2014

(Z 40 L) ®191yaA pue uoljels y walsAs usamlaq ssasoud |oajuod
Bujbieys "o'p Bulinp siajowesed pue suoljoe uoljediunWWoO) — L'y d|qeL



http://avadocuments2026.com/doc/iec-61851-24-2014
http://avadocuments2026.com/doc/iec-61851-24-2014

gnH Buneys juawnosog

Sjusa2und0g

IEC 61851-24:2014 © IEC 2014

—12 —

L0Z ¥2-1S8L9 D3I -S|ie1sp Juswndop |ing

'ss800.d |043u00 Buibieys jo ainpadsoid sy} 0} 18481 JOU SBOP SUOI}OR JO J8PJOo BY |

e

VIN VIN pabbnidun J0j08uu0) v-0ad
uol}edIuNWWod
9UON 9UON [eubip oY) S)euIIIe | |9A3] uolBOIUNWWOD e abieyd jo pug ¥.9-00
auUON 300]| 10}08UU0D B|0IYdA SMIEIS Po3IoJUN pa)o0|un 10j08UU0) €.9-00
10}09UUO0D JO UOIIBDIHIION »
o
aUON abejjon Indin | obe}joA Jusasald Jo UOIBOIIIION uoneoljlien abeyjoa aull Jamod D 2.9-0a W
auUON auUON SUON uado s10}0BJUOD BpPIS BIDIYDA 2.9-0a m
2.9-0a
auo a|o1yaA Aq) uonosyap Buip|e
N suoN (e101yen Aq) uonoerep Butplem | _\"q 4
uonounjjew wajsAs buibieyy - 1J0-INysS
smeys uonelg  —| 4°isuen ABisus Jo uoneosloN PLILUOD JuSLINg 0187 +.8-0d
juauno nding -
abejjon nding - _ e
pajqeus Buibieyd 8|1y #o-nus uoissaiddns jualiny Tm_hoo
jo5ju0d doys Buibieyy  — Jaysuesy ABisaus Jo }senbay (a)'o-oa
sniejs uoneys -
V/N VIN V/IN| (OAD Ji0j) puewap abejjon Aq Buibieyd a-od m
10 0-04 3
uoljounjjew walsAs buibieyy — e
uolnounjjew uoneys — m
uolyisod JaAd| YIYS BI2IYSA  — B Zy
jine} walsAs buibieyny - ew buifiieyo Bulutewey (abeyjon Jo) yua.ino Buibieyo (D99 J0j) puewsap juasind Aq Buibieyn a-od g
: Jeuno jnding  —| 40 @niea }senbai Jo uonesliloN : 10 9-00a
1senbau juauino Buibieyy -
abejjon nding -
snjejs uoneys  —
snjejs paso|o J0}0BJUOD a-oa
9UON 9UON LIBW B[OIYBA JO LONEDLION pPas0|o SI0}0BJUOD BPIS BIDIYDA 10 590
9|91YyaA wou4 uone}s Buibieys A3 "o'p woi4 UOI}OB UOREDIUNWWOD p 5 abeys
1en61a e|9A3]| wajsAs je uonoe |9Aa| ybiH ajels |o43uo0d
lajaweled T Buibieyn

(2402) V'V @lqel



http://avadocuments2026.com/doc/iec-61851-24-2014
http://avadocuments2026.com/doc/iec-61851-24-2014

IEC 61851-24:2014 © |IEC 2014 -13 -

A.3 Digital communication of d.c. charging control

The parameters for digital communication of d.c. charging control shall be exchanged
according to the sequence diagram as shown in Figure A.1.

DC. EV charging station Signal / digital data Vehicle

| Start request

| Switch(d1):ON  signal sensing device(f):ON _|
Transmit "Charging Start (CP)" signal Receive "Charging Start (CP)" signal
| "Charging Start (CP)" signal |

l

Receive initial vehicle digital data and 1. | Start digital icati
transmit charger digital data in return |‘ Digital communication | art digital communication
Process the information for charge control Process the information for charge control
before charging (battery compatibility, charging |« — — | before charging (on-board battery information,
time calculation etc.) Digital communication maximum charging time etc.)

Signal sensing device(j):ON switch(k):ON

"Charging Permission(CP3)" signal Transmit the signal and parameter of vehicle
Lock vehicle connector setup completion

"Vehicle Charging Enabled" flag

Digital communication

I

Check that EV contactors are surely opened
(voltage of d.c. power line is 10 V or less)

!

Isolation test on d.c. power line

l

Check the termination of isolation test
(Voltage of d.c. power line is 20 V or less)

¥
i ; ignal sensing device(g):ON
| Transmit "Charging Start (CP2)" signal l Switch(d2):ON signal sensing device(g) J Close EV contactors 'c' |
| "Charging Start (CP2)" signal |

I }

| Start charging current output

< Transmit "Charging Current Request"
| Digital communication |

Charging completed

l

Signal sensing device(j):OFF  switch(k):OFF

Transmit the signal and parameter of charging
"Vehicle Charging Enabled" flag stop request

"Charging Stop Control" flag

Stop charging

Digital communication

l

| Check that d.c. currentis 5 A or less |

l

Open EV contactors 'c' |

10 Vorless

I |

] Change "Vehicle Connector Lock" flag to 0
| Unlock vehicle connector |
l Digital communication

| Check that voltage of d.c. power line is |

> I Terminate digital communication |

| Terminate digital communication
IEC

For symbols, see Table AA.1 of IEC 61851-23:2014.

Figure A.1 — Sequence diagram of d.c. charging control communication for Dﬂments
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A.5 Physical/data link layer

A.5.1 Specifications

The physical/data link layer specifications are shown in Table A.3.

Table A.3 — The physical/data link layer specifications for system A

ISO 11898-1 and ISO 11898-2
Communication protocol
Communication The extension bit (12 — 29 bit) is not used.

system Transmission rate (kbps) 500

Cycle 100 ms + 10 %

A.5.2 Communication circuit

The CAN communication circuit is established to exchange parameters, i.e. voltage, current,
status flags, and fault flags, which are necessary for the charging control.
— Terminating resistor

1:1 communication is assumed. The vehicle and the d.c. EV charging station shall be
equipped with terminating resistors.

— Noise filter

The vehicle and the d.c. EV charging station shall be equipped with noise filters to reduce
the conducted noise of the common mode and differential mode.

— Twisted-pair line

Twisted pair line shall be utilized as the communication line that links the d.c. EV charging
station with the vehicle so as to reduce differential mode noise.

— CAN transceiver

CAN transceiver shall be equipped to send and receive CAN communication data.

The CAN-bus circuit shall be established independently for d.c. charging, as shown in

Figure A.2.
Charger side Vehicle side
> i I TX
CAN Terminatin Noise Noise Terminati CAN
Ic inating filter filter ermumnating (¢
resistor resistor
Twisted pair line

RX - - RX

IEC 0680/14

Figure A.2 — CAN-bus circuit diagram

A.5.3 Transmission

Data frames shall be transmitted in ascending order of ID number specified in Table A.2. The
data frames shall be continuously transmitted at 100 ms (£ 10 %) interval through the
charging process.
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A.5.4 Reception
When the vehicle or the d.c. EV charging station receives data frames from the other party,

the received frames should not be echoed. Furthermore, the received error frames shall be
destroyed.

A.5.5 CAN communication

Figure A.3 shows the basic specifications related to the dedicated CAN communication
between the vehicle and the d.c. EV charging station.

Network within
the d.c. EV
charging station

Network within
the vehicle

DC.EV .
charging [—— s \/chicle

station
CAN-bus

IEC 0681/14

Figure A.3 — Dedicated CAN communication between
vehicle and d.c. EV charging station
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