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COMMISSION ELECTROTECHNIQUE INTERNATIONALE

MATERIEL AUDIO/VIDEO GRAND PUBLIC -
INTERFACE NUMERIQUE —

Partie 5: Transmission de données SDL-DVCR

AVANT-PROPOS

1) La CEI (Commission Electrotechnique Internationale) est une organisation mondial§ ali n composée
de I'ensemble des comités électrotechniques nationaux (Comités nationaux d ). a powr objet de

Leur élaboration est confiée & des comités d'études, aux travaux desquel i i intéressé par le
sujet traité peut participer. Les organisations internationales, gouverne on\gouverhementales, en

2) Les décisions ou accords officiels de la CEIl concernant des gdiestions f& tques, représentent, dans la mesure

3) Les documents produits se représentent 5 R internationales; ils sont publiés
comme normes, rapports technigues ou guides ethagreés co 5 Comités nationaux.

4) Dans le but d'encourager l'unification internatidgale,Nes de la CEIl s'engagent a appliquer de
facon transparente, dans toute la mesure possible, | internationales de la CEIl dans leurs normes
nationales et régionales. Toute divergenck en N Me a CEl et la norme nationale ou régionale

5) La CEIl n'a fixé aucune pro guage comme indication d'approbation et sa responsabilité
n'est pas engagée quang un eri < exconforme)&’I'une de ses normes.

6) L'attention est attirée sur e fait § | dléments de la présente Norme internationale peuvent faire
I'objet de droits de p iété droits analogues. La CEIl ne saurait étre tenue pour
responsable de @ pir idenyfié ts g€ propriété et de ne pas avoir signalé leur existence.

La Norme intern
systémes audi
audio, vidéo gt

Le textedle issu des documents suivants:

Y
\ FDIS Rapport de vote

100C/186/FDIS 100C/215/RVD

Le rapport de vote indiqué dans le tableau ci-dessus donne toute information sur le vote ayant
abouti a I'approbation de ce norme.

La CEI 61883 comprend les parties suivantes, présentées sous le titre général: Matériel
audio/vidéo grand public — Interface numérique:

- Partie 1: Généralités

- Partie 2: Transmission de données SD-DVCR
— Partie 3: Transmission de données HD-DVCR
- Partie 4: Transmission de données MPEG2-TS

— Partie 5: Transmission de données SDL-DVCR

L'annexe A est donnée uniquement a titre d’'information.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION
CONSUMER AUDIO/VIDEO EQUIPMENT -
DIGITAL INTERFACE -

Part 5: SDL-DVCR data transmission

FOREWORD

1) The IEC (International Electrotechnical Commission) is a worldwide organization for izqtion comprising
all national electrotechnical committees (IEC National Committees). The obje is to promote

international cooperation on all questions concerning standardization in the elee fields. To
this end and in addition to other activities, the IEC publishes International {Stard gration is
entrusted to technical committees; any IEC National Committee interested with may
participate in this preparatory work. International, governmental and n@fi-gov ns liaising
with the IEC also participate in this preparation. The IEC collaborates closgly with™tQe Internationdl Organization
for Standardization (ISO) in accordance with conditions detepmit tween the two

organizations.

2) The formal decisions or agreements of the IEC on techni early as possible, an
international consensus of opinion on the relevant subjects gi S teal conymittee has representation
from all interested National Committees.

3) The documents produced have the form of rgs ions i e and are published in the form

4) In order to promote international unification A
Standards transparently to the maximum National and regional standards. Any
divergence between the IEC Standard ang the correspondi \ational or regional standard shall be clearly

5) The IEC provides no marki#g procegdure i appraval and cannot be rendered responsible for any

6) Attention is drawn to thg b énts of this International Standard may be the subject

International Sta 383-E en prepared by IEC subcommittee 100C: Audio,
video and multimedyj Sy Wd gquipment, of IEC technical committee 100: Audio,
video and multim

The text of t%\&a
~X

\ \ FDIS Report on voting
\\;98C/186/FDIS 100C/215/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

ased on the following documents:

IEC 61883 consists of the following parts under the general title: Consumer audio/video
equipment — Digital interface:

- Part 1: General

- Part 2: SD-DVCR data transmission
— Part 3: HD-DVCR data transmission
- Part 4: MPEG2-TS data transmission
— Part 5: SDL-DVCR data transmission

Annex A is for information only.
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MATERIEL AUDIO/VIDEO GRAND PUBLIC -
INTERFACE NUMERIQUE —

Partie 5: Transmission de données SDL-DVCR

1 Domaine d'application

La présente partie de la CEIl 61883 spécifie la structure en paquets et la durée de transmission
pour les données SDL-DVCR. Elle décrit les spécifications pour le paquet IEEE 1394, I'en-téte
CIP pour les systemes SDL525-60 et SDL625-50 et la durée de transmissio

2 Références normatives

Au moment de la publication, les éditions indiquées
normatif est sujet a révision et les parties prenantes aux

Pour les besoin
s'appliquent.

825 lignes avec une fréquence d'image de 25,00 Hz.

jagnétoscope numerique a cassette a définition standard pour mode
de compression élevé.

4 Construction du paquet 1394

4.1 Structure du paquet source de la suite de données SDL-DVCR

Pour la suite de données SDL-DVCR, la structure de données pour l'interface numérique
définie a l'article 10 de [1]" est utilisée. La taille d'un paguet source pour la suite de données
SDL-DVCR est de 240 octets correspondant a 3 blocs DIF.

Les correspondances entre les blocs DIF et les paquets source pour le systeme SDL525-60 et
le systeme SDL625-50 sont représentées aux figures 1 et 2.

* Les chiffres entre crochets renvoient a la bibliographie donnée & I'annexe A.
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CONSUMER AUDIO/VIDEO EQUIPMENT -
DIGITAL INTERFACE -

Part 5: SDL-DVCR data transmission

1 Scope

This part of IEC 61883 specifies the packet format and the transmission timing for SDL-DVCR
data. It describes the specifications for the IEEE 1394 packet, the CIP header for SDL525-60
and SDL625-50 systems, and the transmission timing.

2 Normative references

General

IEC 61883-2:1998, Consumer electronc a video “eguipment — Digital interface — Part 2:
SD-DVCR data transmissj

3 Definitions, symbag

For the purpose of\thje 883,\the following definitions or abbreviations apply:

SDL525-60 sys
e-frequency of 29,97 Hz.

SDL625-5% Sl Khe “stardard definition for high compression mode 625-line system
h a frame frequency of 25,00 Hz.

g standard definition for high compression mode digital video
cassette recorder.

4 Construction of 1394 packet

4.1 Source packet structure of the SDL-DVCR data stream

For the SDL-DVCR data stream, the data structure for the digital interface defined in clause 10
of [1]" is used. The source packet size for the SDL-DVCR data stream is 240 bytes, divided
into 3 DIF blocks.

The correspondence between DIF blocks and source packets for the SDL525-60 system and
the SDL625-50 system are shown in figure 1 and figure 2 respectively.

* Figures in square brackets refer to the bibliography given in annex A.
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4.2 Groupage par paquet des paquets source de la suite de données SDL-DVCR

Un paquet source ne doit pas étre divisé et doit étre égal a un bloc de données.

Dans un cycle isochrone IEEE 1394, un bloc de données est transmis ou aucun bloc de
données n'est transmis. Dans un cycle sans aucun bloc de données, un paquet vide est placé.

Le champ SYT de l'en-téte CIP (voir 5.1) est utilisé pour synchroniser I'émetteur et le
récepteur.

5 En-téte CIP

5.1 En-téte CIP pour suite de données SDL-DVCR

indiqué au tableau 1 de la CEIl 61883-2.

5.2 En-téte CIP pour systéme SDL525-60

Po_ur le systeme SDL525-60, les valed atiy ges cQ antes de l'en-téte CIP sont les

suivantes.
DBS: 00111100,
FN:
QPC:
SPH:
FMT:
50/60:
STYPE:

5.3 En-téte

suivantes.
DBS: 100,
FN: 00,
QPC: 000,
SPH: 0
FMT: 000000,
50/60: 1
STYPE: 00001,
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4.2 Packetization of source packet of the SDL-DVCR data stream

A source packet shall not be divided and shall be equal to a data block.

One or no data block is transmitted in an IEEE 1394 isochronous cycle. An empty packet is
placed in any cycle with no data block.

The SYT field of the CIP header (see 5.1) is used to synchronize transmitter and receiver.

5 CIP header

5.1 CIP header for SDL-DVCR data stream

The structure of the CIP header for the SDL-DVCR data stream is the

5.2 CIP header for the SDL525-60 system

For the SDL525-60 system, the static vglues of

DBS: 00111100,
FN: 00,

QPC: 000,

SPH: 0

FMT:

50/60:
STYPE:

5.3 CIP header

For the SDL& tatic values of the CIP header components are as follows.

DBS:

FN:

QPC:

SPH: 0

FMT: 000000,
50/60: 1
STYPE: 00001,
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