
 

IEC 61918 
Edition 2.0 2010-07 

INTERNATIONAL 
STANDARD 
NORME 
INTERNATIONALE 

Industrial communication networks – Installation of communication networks  
in industrial premises 
 
Réseaux de communication industriels – Installation de réseaux de 
communication dans des locaux industriels 
 

IE
C

 6
19

18
:2

01
0 

  
  

® 
 

 

colour
inside

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


 

 
  

 THIS PUBLICATION IS COPYRIGHT PROTECTED 
 Copyright © 2010 IEC, Geneva, Switzerland  
 
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form 
or by any means, electronic or mechanical, including photocopying and microfilm, without permission in writing from 
either IEC or IEC's member National Committee in the country of the requester. 
If you have any questions about IEC copyright or have an enquiry about obtaining additional rights to this publication, 
please contact the address below or your local IEC member National Committee for further information. 
 
Droits de reproduction réservés. Sauf indication contraire, aucune partie de cette publication ne peut être reproduite ni 
utilisée sous quelque forme que ce soit et par aucun procédé, électronique ou mécanique, y compris la photocopie et les 
microfilms, sans l'accord écrit de la CEI ou du Comité national de la CEI du pays du demandeur. 
Si vous avez des questions sur le copyright de la CEI ou si vous désirez obtenir des droits supplémentaires sur cette 
publication, utilisez les coordonnées ci-après ou contactez le Comité national de la CEI de votre pays de résidence. 
 

IEC Central Office Tel.: +41 22 919 02 11 
3, rue de Varembé Fax: +41 22 919 03 00 
CH-1211 Geneva 20 info@iec.ch 
Switzerland www.iec.ch 

 

About the IEC 
The International Electrotechnical Commission (IEC) is the leading global organization that prepares and publishes 
International Standards for all electrical, electronic and related technologies. 
 

About IEC publications 
The technical content of IEC publications is kept under constant review by the IEC. Please make sure that you have the 
latest edition, a corrigenda or an amendment might have been published. 
 
Useful links: 
 
IEC publications search - www.iec.ch/searchpub 
The advanced search enables you to find IEC publications 
by a variety of criteria (reference number, text, technical 
committee,…). 
It also gives information on projects, replaced and 
withdrawn publications. 
 
IEC Just Published - webstore.iec.ch/justpublished 
Stay up to date on all new IEC publications. Just Published 
details all new publications released. Available on-line and 
also once a month by email. 

Electropedia - www.electropedia.org 
The world's leading online dictionary of electronic and 
electrical terms containing more than 30 000 terms and 
definitions in English and French, with equivalent terms in 
additional languages. Also known as the International 
Electrotechnical Vocabulary (IEV) on-line. 
 
Customer Service Centre - webstore.iec.ch/csc 
If you wish to give us your feedback on this publication 
or need further assistance, please contact the 
Customer Service Centre: csc@iec.ch. 

 
 

A propos de la CEI 
La Commission Electrotechnique Internationale (CEI) est la première organisation mondiale qui élabore et publie des 
Normes internationales pour tout ce qui a trait à l'électricité, à l'électronique et aux technologies apparentées. 
 

A propos des publications CEI 
Le contenu technique des publications de la CEI est constamment revu. Veuillez vous assurer que vous possédez 
l’édition la plus récente, un corrigendum ou amendement peut avoir été publié. 
 
Liens utiles: 
 
Recherche de publications CEI - www.iec.ch/searchpub 
La recherche avancée vous permet de trouver des 
publications CEI en utilisant différents critères (numéro de 
référence, texte, comité d’études,…).  
Elle donne aussi des informations sur les projets et les 
publications remplacées ou retirées. 
 
Just Published CEI - webstore.iec.ch/justpublished 
Restez informé sur les nouvelles publications de la CEI. 
Just Published détaille les nouvelles publications parues. 
Disponible en ligne et aussi une fois par mois par email. 
 

Electropedia - www.electropedia.org 
Le premier dictionnaire en ligne au monde de termes 
électroniques et électriques. Il contient plus de 30 000 
termes et définitions en anglais et en français, ainsi que 
les termes équivalents dans les langues additionnelles. 
Egalement appelé Vocabulaire Electrotechnique 
International (VEI) en ligne. 
 
Service Clients - webstore.iec.ch/csc 
Si vous désirez nous donner des commentaires sur 
cette publication ou si vous avez des questions 
contactez-nous: csc@iec.ch. 

 

 

Full document details: IEC 61918 2010

mailto:info@iec.ch
http://www.iec.ch/
http://www.iec.ch/searchpub
http://webstore.iec.ch/justpublished
http://www.electropedia.org/
http://webstore.iec.ch/csc
mailto:csc@iec.ch
http://webstore.iec.ch/justpublished
http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

IEC 61918 
Edition 2.0 2010-07 

INTERNATIONAL 
STANDARD 
NORME 
INTERNATIONALE 

Industrial communication networks – Installation of communication networks  
in industrial premises 
 
Réseaux de communication industriels – Installation de réseaux de 
communication dans des locaux industriels 
 

INTERNATIONAL 
ELECTROTECHNICAL 
COMMISSION 

COMMISSION 
ELECTROTECHNIQUE 
INTERNATIONALE XH 
ICS 25.040.40, 33.180, 35.110 

PRICE CODE 
CODE PRIX 

ISBN 978-2-88912-941-6 
 

  
  

® Registered trademark of the International Electrotechnical Commission 
 Marque déposée de la Commission Electrotechnique Internationale 

® 
 

 Warning! Make sure that you obtained this publication from an authorized distributor. 
 Attention! Veuillez vous assurer que vous avez obtenu cette publication via un distributeur agréé. 

 

colour
inside

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


 – 2 – 61918  IEC:2010 

CONTENTS 

FOREWORD ........................................................................................................................... 9 
INTRODUCTION ................................................................................................................... 11 
1 Scope ............................................................................................................................. 14 
2 Normative references ..................................................................................................... 14 
3 Terms, definitions, and abbreviated terms ...................................................................... 17 

3.1 Terms and definitions ............................................................................................ 17 
3.2 Abbreviated terms ................................................................................................. 25 
3.3 Conventions for installation profiles ....................................................................... 27 

4 Installation planning ....................................................................................................... 27 
4.1 Introduction ........................................................................................................... 27 

4.1.1 Objective ................................................................................................... 27 
4.1.2 Cabling in industrial premises .................................................................... 27 
4.1.3 The planning process ................................................................................ 30 
4.1.4 Specific requirements for CPs ................................................................... 31 
4.1.5 Specific requirements for generic cabling in accordance with 

ISO/IEC 24702 .......................................................................................... 31 
4.2 Planning requirements ........................................................................................... 31 

4.2.1 Safety ........................................................................................................ 31 
4.2.2 Security ..................................................................................................... 31 
4.2.3 Environmental considerations and EMC ..................................................... 32 
4.2.4 Specific requirements for generic cabling in accordance with 

ISO/IEC 24702 .......................................................................................... 33 
4.3 Network capabilities .............................................................................................. 33 

4.3.1 Network topology ....................................................................................... 33 
4.3.2 Network characteristics ............................................................................. 35 

4.4 Selection and use of cabling components .............................................................. 38 
4.4.1 Cable selection .......................................................................................... 38 
4.4.2 Connecting hardware selection .................................................................. 42 
4.4.3 Connections within a channel/permanent link ............................................ 44 
4.4.4 Terminators ............................................................................................... 49 
4.4.5 Device location and connection ................................................................. 50 
4.4.6 Coding and labelling .................................................................................. 50 
4.4.7 Earthing and bonding of equipment and devices and shielded cabling ....... 50 
4.4.8 Storage and transportation of cables ......................................................... 59 
4.4.9 Routing of cables ....................................................................................... 59 
4.4.10 Separation of circuits ................................................................................. 61 
4.4.11 Mechanical protection of cabling components ............................................ 62 
4.4.12 Installation in special areas ....................................................................... 62 

4.5 Cabling planning documentation ............................................................................ 62 
4.5.1 Common description .................................................................................. 62 
4.5.2 Cabling planning documentation for CPs ................................................... 62 
4.5.3 Network certification documentation .......................................................... 63 
4.5.4 Cabling planning documentation for generic cabling in accordance 

with ISO/IEC 24702 ................................................................................... 63 
4.6 Verification of cabling planning specification ......................................................... 63 

5 Installation implementation ............................................................................................. 63 
5.1 General requirements ............................................................................................ 63 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


61918  IEC:2010 – 3 – 

5.1.1 Common description .................................................................................. 63 
5.1.2 Installation of CPs ..................................................................................... 64 
5.1.3 Installation of generic cabling in industrial premises .................................. 64 

5.2 Cable installation ................................................................................................... 64 
5.2.1 General requirements for all cabling types ................................................. 64 
5.2.2 Installation and routing .............................................................................. 70 
5.2.3 Specific requirements for CPs ................................................................... 72 
5.2.4 Specific requirements for wireless installation ............................................ 72 
5.2.5 Specific requirements for generic cabling in accordance with 

ISO/IEC 24702 .......................................................................................... 72 
5.3 Connector installation ............................................................................................ 72 

5.3.1 Common description .................................................................................. 72 
5.3.2 Shielded connectors .................................................................................. 73 
5.3.3 Unshielded connectors .............................................................................. 73 
5.3.4 Specific requirements for CPs ................................................................... 73 
5.3.5 Specific requirements for wireless installation ............................................ 73 
5.3.6 Specific requirements for generic cabling in accordance with 

ISO/IEC 24702 .......................................................................................... 73 
5.4 Terminator installation ........................................................................................... 73 

5.4.1 Common description .................................................................................. 73 
5.4.2 Specific requirements for CPs ................................................................... 74 

5.5 Device installation ................................................................................................. 74 
5.5.1 Common description .................................................................................. 74 
5.5.2 Specific requirements for CPs ................................................................... 74 

5.6 Coding and labelling .............................................................................................. 74 
5.6.1 Common description .................................................................................. 74 
5.6.2 Specific requirements for CPs ................................................................... 74 

5.7 Earthing and bonding of equipment and devices and shield cabling ....................... 74 
5.7.1 Common description .................................................................................. 74 
5.7.2 Bonding and earthing of enclosures and pathways .................................... 75 
5.7.3 Earthing methods ...................................................................................... 76 
5.7.4 Shield earthing methods ............................................................................ 77 
5.7.5 Specific requirements for CPs ................................................................... 80 
5.7.6 Specific requirements for generic cabling in accordance with 

ISO/IEC 24702 .......................................................................................... 80 
5.8 As-implemented cabling documentation ................................................................. 80 

6 Installation verification and installation acceptance test .................................................. 80 
6.1 Introduction ........................................................................................................... 80 
6.2 Installation verification ........................................................................................... 81 

6.2.1 General ..................................................................................................... 81 
6.2.2 Verification according to cabling planning documentation .......................... 81 
6.2.3 Verification of earthing and bonding .......................................................... 83 
6.2.4 Verification of shield earthing .................................................................... 84 
6.2.5 Verification of cabling system .................................................................... 84 
6.2.6 Cable selection verification ........................................................................ 84 
6.2.7 Connector verification ................................................................................ 85 
6.2.8 Connection verification .............................................................................. 85 
6.2.9 Terminators verification ............................................................................. 86 
6.2.10 Coding and labelling verification ................................................................ 87 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


 – 4 – 61918  IEC:2010 

6.2.11 Verification report ...................................................................................... 87 
6.3 Installation acceptance test ................................................................................... 87 

6.3.1 General ..................................................................................................... 87 
6.3.2 Acceptance test of Ethernet based cabling ................................................ 89 
6.3.3 Acceptance test of non Ethernet based cabling ......................................... 91 
6.3.4 Specific requirements for wireless installation ............................................ 92 
6.3.5 Acceptance test report ............................................................................... 92 

7 Installation administration ............................................................................................... 92 
7.1 General ................................................................................................................. 92 
7.2 Fields covered by the administration ..................................................................... 93 
7.3 Basic principles for the administration system ....................................................... 93 
7.4 Working procedures .............................................................................................. 93 
7.5 Device location labelling ........................................................................................ 94 
7.6 Component cabling labelling .................................................................................. 94 
7.7 Documentation ...................................................................................................... 95 
7.8 Specific requirements for administration ................................................................ 95 

8 Installation maintenance and installation troubleshooting ............................................... 95 
8.1 General ................................................................................................................. 95 
8.2 Maintenance .......................................................................................................... 96 

8.2.1 Scheduled maintenance ............................................................................ 96 
8.2.2 Condition based maintenance .................................................................... 97 
8.2.3 Corrective maintenance ............................................................................. 98 

8.3 Troubleshooting .................................................................................................... 98 
8.3.1 General description ................................................................................... 98 
8.3.2 Evaluation of the problem .......................................................................... 98 
8.3.3 Typical problems ....................................................................................... 99 
8.3.4 Troubleshooting procedure ...................................................................... 101 
8.3.5 Simplified troubleshooting procedure ....................................................... 102 

8.4 Specific requirements for maintenance and troubleshooting ................................ 103 
Annex A (informative)  Introduction to generic cabling for industrial premises ..................... 104 
Annex B (informative)  MICE description methodology ........................................................ 105 
Annex C (informative)  Network topologies.......................................................................... 113 
Annex D (informative)  Connector table............................................................................... 115 
Annex E (informative)  Power networks with respect to electromagnetic interference –  
TN-C and TN-S approaches ................................................................................................ 128 
Annex F (informative)  Conductor sizes in electrical cables ................................................. 130 
Annex G (informative)  Installed cabling verification checklists ............................................ 132 
Annex H (normative)  Cord sets .......................................................................................... 136 
Annex I (informative)  Guidance for terminating cable ends ................................................ 141 
Annex J (informative)  Recommendations for bulkhead connection performance and  
channel performance with more than 4 connections in the channel ..................................... 148 
Annex K (informative)  Fieldbus data transfer testing .......................................................... 150 
Annex L (informative)  Communication network installation work responsibility ................... 154 
Annex M (informative)  Trade names of communication profiles .......................................... 155 
Annex N (informative)  Validation measurements ................................................................ 157 
Bibliography ........................................................................................................................ 163 
 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


61918  IEC:2010 – 5 – 

Figure 1 – Industrial network installation life cycle ................................................................ 12 
Figure 2 – Standards relationships ........................................................................................ 13 
Figure 3 – Structure of generic cabling connected to an automation island ........................... 28 
Figure 4 – Automation island cabling attached to elements of generic cabling....................... 28 
Figure 5 – Automation islands ............................................................................................... 29 
Figure 6 – Automation island network external connections .................................................. 29 
Figure 7 – How to meet environmental conditions. ................................................................ 33 
Figure 8 – How enhancement, isolation and separation work together .................................. 33 
Figure 9 – Basic physical topologies for passive networks .................................................... 34 
Figure 10 – Basic physical topologies for active networks ..................................................... 34 
Figure 11 – Example of combination of basic topologies ....................................................... 35 
Figure 12 – Basic reference implementation model ............................................................... 45 
Figure 13 – Enhanced reference implementation model ........................................................ 46 
Figure 14 – Selection of the earthing and bonding systems ................................................... 53 
Figure 15 – Wiring for bonding and earthing in a mesh equipotential configuration ............... 55 
Figure 16 – Wiring of the earths in a star earth configuration ................................................ 56 
Figure 17 – Schematic diagram of a field device with direct earthing ..................................... 57 
Figure 18 – Schematic diagram of a field device with parallel RC circuit earthing .................. 57 
Figure 19 – Insert edge protector .......................................................................................... 66 
Figure 20 – Use an uncoiling device and avoid forming loop ................................................. 66 
Figure 21 – Avoid torsion ...................................................................................................... 66 
Figure 22 – Maintain minimum bending radius ...................................................................... 67 
Figure 23 – Do not pull by the individual wires ...................................................................... 68 
Figure 24 – Use cable clamps with a large (wide) surface ..................................................... 68 
Figure 25 – Cable gland with bending protection ................................................................... 69 
Figure 26 – Spiral tube ......................................................................................................... 69 
Figure 27 – Separate cable pathways ................................................................................... 72 
Figure 28 – Use of flexible bonding straps at movable metallic pathways .............................. 75 
Figure 29 – Surface preparation for electromechanical earth and bonding connections ......... 76 
Figure 30 – Example of isolated bus bar ............................................................................... 77 
Figure 31 – Example of isolator for mounting DIN rails .......................................................... 77 
Figure 32 – Parallel RC shield earthing ................................................................................. 78 
Figure 33 – Direct shield earthing ......................................................................................... 78 
Figure 34 – Examples for shielding application ..................................................................... 79 
Figure 35 – Voltage offset mitigation ..................................................................................... 79 
Figure 36 – First example of derivatives of shield earthing .................................................... 79 
Figure 37 – Second example of derivatives of shield earthing ............................................... 80 
Figure 38 – Installation verification process .......................................................................... 82 
Figure 39 – Test of earthing connections .............................................................................. 83 
Figure 40 – Pin and pair grouping assignments for two eight position IEC 60603-7 
subparts and four position IEC 60603 series to IEC 61076-2-101 connectors ........................ 86 
Figure 41 – Two pair 8-way modular connector ..................................................................... 86 
Figure 42 – Transposed pairs, split pairs and reversed pair .................................................. 86 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


 – 6 – 61918  IEC:2010 

Figure 43 – Validation process .............................................................................................. 88 
Figure 44 – Schematic representation of the channel ............................................................ 89 
Figure 45 – Schematic representation of the permanent link ................................................. 89 
Figure 46 – Communication network maintenance ................................................................ 97 
Figure 47 – Troubleshooting procedure ............................................................................... 102 
Figure 48 – Fault detection without special tools ................................................................. 103 
Figure B.1 – MICE classifications ........................................................................................ 105 
Figure B.2 – Example MICE classifications  within a facility ................................................ 106 
Figure B.3 – Enhancement, isolation and separation ........................................................... 106 
Figure B.4 – Example 1 of mitigation................................................................................... 107 
Figure B.5 – Example 2 of mitigation................................................................................... 108 
Figure B.6 – Frequency range of electromagnetic disturbance from common industrial 
devices ............................................................................................................................... 108 
Figure B.7 – Example of a general guidance for separation versus EFT value .................... 110 
Figure E.1 – Four-wire power network (TN-C) ..................................................................... 128 
Figure E.2 – Five wire power network (TN-S) ...................................................................... 129 
Figure H.1 – Straight through cord sets with M12-4 D-coding connectors ............................ 136 
Figure H.2 – Straight through cord sets with 8-way modular connectors, 8 poles ................ 137 
Figure H.3 – Straight through cord sets with 8-way modular connectors, 4 poles ................ 138 
Figure I.1 – Stripping the cable jacket ................................................................................. 141 
Figure I.2 – Example of wire preparation for type A cables .................................................. 142 
Figure I.3 – 8-way modular plug .......................................................................................... 142 
Figure I.4 – Inserting the cable into the connector body ...................................................... 143 
Figure I.5 – Crimping the connector .................................................................................... 143 
Figure I.6 – Example of a cable preparation for type A wiring .............................................. 144 
Figure I.7 – Connector components .................................................................................... 145 
Figure I.8 – Cable preparation ............................................................................................ 145 
Figure I.9 – Connector wire gland, nut and shell on the cable ............................................. 145 
Figure I.10 – Conductors preparation .................................................................................. 145 
Figure I.11 – Jacket removal ............................................................................................... 146 
Figure I.12 – Shield preparation .......................................................................................... 146 
Figure I.13 – Conductors preparation .................................................................................. 146 
Figure I.14 – Installing conductors in connector .................................................................. 146 
Figure I.15 – Assembling the body of the connector ............................................................ 147 
Figure I.16 – Final assembling ............................................................................................ 147 
Figure N.1 – Loop resistance measurement wire to wire ..................................................... 158 
Figure N.2 – Loop resistance measurement wire 1 to shield ................................................ 158 
Figure N.3 – Loop resistance measurement wire 2 to shield ................................................ 158 
Figure N.4 – Resistance measurement for detecting wire shorts ......................................... 158 
Figure N.5 – Resistance measurement between wire 1 and wire 2 ...................................... 159 
Figure N.6 – Validation of the cable DCR ............................................................................ 160 
Figure N.7 – Conclusions for cable open or shorts .............................................................. 161 
Figure N.8 – Determination of proper cable terminator value ............................................... 162 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


61918  IEC:2010 – 7 – 

 
Table 1 – Basic network characteristics for balanced cabling not based on Ethernet ............. 36 
Table 2 – Network characteristics for balanced cabling based on Ethernet ........................... 36 
Table 3 – Network characteristics for optical fibre cabling ..................................................... 37 
Table 4 – Information relevant to copper cable: fixed cables ................................................. 39 
Table 5 – Information relevant to copper cable: cords ........................................................... 39 
Table 6 – Information relevant to optical fibre cables ............................................................ 40 
Table 7 – Connectors for balanced cabling CPs based on Ethernet ...................................... 42 
Table 8 – Connectors for copper cabling CPs not based on Ethernet .................................... 43 
Table 9 – Optical fibre connecting hardware ......................................................................... 43 
Table 10 – Relationship between FOC and fibre types (CP x/y) ............................................ 43 
Table 11 – Basic reference implementation equations........................................................... 45 
Table 12 – Enhanced reference implementation equations .................................................... 47 
Table 13 – Correction factor Z for operating temperature above 20 °C .................................. 47 
Table 14 – Equalisation and earthing conductor sizing and length ........................................ 52 
Table 15 – Bonding straps cross-section ............................................................................... 54 
Table 16 – Bonding plates surface protection........................................................................ 54 
Table 17 – Cable circuit types and minimum distances ......................................................... 61 
Table 18 – Parameters for balanced cables .......................................................................... 64 
Table 19 – Parameters for silica optical fibre cables ............................................................. 65 
Table 20 – Parameters for POF optical fibre cables .............................................................. 65 
Table 21 – Parameters for hard clad silica optical fibre cables .............................................. 65 
Table 22 – Typical problems in a network with balanced cabling ........................................... 99 
Table 23 – Typical problems in a network with optical fibre cabling ..................................... 100 
Table B.1 – Example 1 of targeted MICE area .................................................................... 107 
Table B.2 – Example 2 of targeted MICE area .................................................................... 107 
Table B.3 – Relationship between electromagnetic disturbance generating devices and 
“E” classification ................................................................................................................. 109 
Table B.4 – Coupling mechanism for each of the interfering devices ................................... 109 
Table B.5 – MICE definition ................................................................................................ 111 
Table D.1 – Conventions for colour code used in the connector table ................................. 115 
Table D.2 – 8-way modular connector ................................................................................. 117 
Table D.3 – M12-4 A-coding connector ............................................................................... 118 
Table D.4 – M12-4 D-coding connector ............................................................................... 119 
Table D.5 – M12-5 A-coding connector ............................................................................... 120 
Table D.6 – M12-5 B-coding connector ............................................................................... 121 
Table D.7 – SubD connector ............................................................................................... 122 
Table D.8 – M18 connector ................................................................................................. 123 
Table D.9 – Open style connector ....................................................................................... 124 
Table D.10 – BNC connector .............................................................................................. 125 
Table D.11 – TNC connector ............................................................................................... 126 
Table D.12 – Pair numbers and colour scheme ................................................................... 127 
Table F.1 – American wire gauge system and kcmil ............................................................ 130 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


 – 8 – 61918  IEC:2010 

Table G.1 – Copper cabling verification checklist ................................................................ 132 
Table G.2 – Earthing and bonding measurements checklist ................................................ 133 
Table G.3 – Signatures for Table G.1 and Table G.2 checklists .......................................... 133 
Table G.4 – Checklist for special checks for non Ethernet base CPs ................................... 134 
Table G.5 – Signatures for Table G.4 checklist ................................................................... 134 
Table G.6 – Optical fibre cabling verification checklist ........................................................ 135 
Table G.7 – Signatures for Table G.6 checklist ................................................................... 135 
Table H.1 – M12-4 D-coding pin/pair assignment ................................................................ 137 
Table H.2 – M12-4 D-coding to M12-4 D-coding crossover pin/pair assignment .................. 137 
Table H.3 – 8-way modular pin/pair assignment .................................................................. 138 
Table H.4 – 8-way modular crossover pin/pair assignment .................................................. 139 
Table H.5 – Connectivity pin assignment ............................................................................ 139 
Table H.6 – M12 to 8-way modular crossover pin pair assignment ...................................... 140 
Table J.1 – Transmission requirements for more than 4 connections in a channel ............... 149 
Table M.1 – Trade names of CPFs and CPs ....................................................................... 155 

 

 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


61918  IEC:2010 – 9 – 

INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
INDUSTRIAL COMMUNICATION NETWORKS –  

 
Installation of communication networks in industrial premises 

 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61918 has been prepared by subcommittee 65C: Industrial 
networks, of IEC technical committee 65: Industrial-process measurement, control and 
automation. 

This second edition cancels and replaces the first edition published in 2007 and 
Corrigendum 1 (2009). This edition constitutes a technical revision. 

This edition includes the following technical changes with respect to the previous edition: 

– 4.4.7.2.1 is updated;  
– 4.4.7.3.4 is updated;  
– 5.7.4.3 is updated as result of the revision of the installation profiles;  
– 6.2.3.1 is updated;  
– Figure 2, Figure 15, Table 14 and Table B.3 are updated; 
– a new Figure 35 is added; 
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– a new Table 10 is added;  
– Annex D is extended to cover additional communication profile families; 
– Annex F is extended to  cover conductor sizes in electrical cables;   
– Annex H is made normative; some common requirements are extended as result of the 

revision of the installation profiles. 

This standard is to be used in conjunction with the IEC 61784-5 series with regard to the 
installation of communication profiles (CPs). This standard is to be used in conjunction with 
ISO/IEC 14763-2 with regard to the installation of generic cabling in accordance with 
ISO/IEC 24702.  

NOTE For further information, see the Introduction. 

This standard was developed in cooperation with ISO/IEC JTC1/SC25 which is responsible for 
ISO/IEC 24702. 

This bilingual version (2012-05) corresponds to the monolingual English version, published in 
2010-07. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

65C/599/FDIS 65C/614/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

The French version of this standard has not been voted upon. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION  

Process and factory automation are increasingly relying on communication networks and 
fieldbuses that are inherently designed to cope with the specific environmental conditions of 
the industrial premises. The networks and fieldbuses provide for an effective integration of 
applications among the several functional units of the plant/factory. One of the benefits of 
integrating field-generated data with higher-level management systems is to reduce 
production costs. At the same time integrated data helps maintain or even increase the 
quantity and quality of production. A correct network installation is an important prerequisite 
for communications availability, reliability, and performance. This requires proper 
consideration of safety and security conditions and environmental aspects such as 
mechanical, liquid, particulate, climatic, chemicals and electromagnetic interference. 

The specifications of these communication networks are provided in the following standards. 

ISO/IEC 24702 specifies design of generic telecommunications infrastructures within 
industrial premises and provides the foundations for some of the transmission performance 
specifications of this standard. ISO/IEC 24702 specifies only the raw bandwidth capability of a 
channel; it does not specify useful data transfer rate for a specific network using that channel 
or expected errors after taking account of interference during the communication process. 

IEC 61158 fieldbus standard and IEC 62006 and their companion standard IEC 61784 
(including parts 1, 2, 3, 4 and relevant subparts) jointly specify several CPs suitable for 
industrial automation. These CPs specify a raw bandwidth capability and in addition, they 
specify bit modulation and encoding rules for their fieldbus. Some profiles also specify target 
levels for useful data transfer rate, and maximum values for errors caused by interference 
during the communication process.  

This standard provides a consistent set of installation rules for industrial premises as regards 
both generic cabling (of the telecommunication infrastructures) and fieldbuses. In addition, it 
offers support for the definition and installation of the interfaces between automation island 
networks and generic cabling. One of the problems it seeks to solve is the situation created 
when different parts of a large automation site are provided by suppliers that use non-
homogeneous installation guidelines having different structures and contents. This lack of 
consistency greatly increases the potential for errors and mismatch situations liable to 
compromise the communication system. 

This standard was developed by harmonising the approaches of several user groups and 
industrial consortia. 

This standard provides a common point of reference for the installation of the media of most 
used industrial communication networks for most industrial sites. The standard covers the life 
cycle of an installation in the following clauses (see the map of the standard in Figure 1): 

• Clause 4: Installation planning; 

• Clause 5: Installation implementation; 

• Clause 6: Installation verification and acceptance test; 

• Clause 7: Installation administration; 

• Clause 8: Installation maintenance and troubleshooting.  

The methods described in these clauses are written in such a way as to provide installation 
guidance for a wide range of technician skills. 
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- National requirements
- Electrical;  safety requirements 
- Security requirements 
- Environmental considerations and EMC → MICE

4.3 Network capabilities
(planning step 2)

4.2 Planning requirements 
(planning step 1)

- Physical network topology
- Transmission characteristics, e.g. segment-length, 
   transfer rates, max number of stations (nodes)   
   including repeaters, max number of repeaters 
   (connecting segments)

4.4 Component selection
(planning step 3)

Set up bill of material; this depends on fieldbus profile, 
automation application, environmental conditions (e.g. 
according to MICE) and the earthing scheme of the 
facility

4.4.5 Device location
and

4.4.9 Cable routing

Different requirements for cabling routing inside 
enclosures, inside buildings, outside buildings;
separation of different cable circuits; mechanical 
protection; coding and labelling

Cabling planning 
documentation 

(planning output)

Compliance with the electrical safety, 
environmental conditions, and EMC 
requirements; planner signed checklist; all plans 
and lists; chosen topology; bill of material;
table of network performance values

no

5. Installation 
implementation

As-implemented
cabling

documentation 

no

6. Installation verification 
and acceptance test
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commissioning
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Figure 1 – Industrial network installation life cycle  
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The installation of a communication system is supported by this standard used in conjunction 
with the relevant installation profile. The installation profile  establishes the technology-
specific requirements in terms of which requirements apply as they are in this standard, or 
which have been extended, modified, or replaced.  

For the fieldbus that are defined in the IEC 61784 series as communication profiles (CPs) of 
the communication profile families (CPF) the installation is specified in the installation profiles 
that are available in the IEC 61784-5-n series, where n is the CPF number. IEC/TR 61158-1 
describes the relationship between the fieldbus and the CPs and the relevant installation 
profiles (see Figure 2). 

For the installation of generic cabling, this standard is to be used in conjunction with 
ISO/IEC 14763-2 (see Figure 2). 

INDUSTRIAL PREMISES

ISO/IEC  24702

OFFICE PREMISES ISO/IEC  11801

ISO/IEC
14763-2

IEC 61918

(Common 
requirements)

IEC  61158 
series
and

IEC 61784-1, -2

GENERIC 
CABLING

BETWEEN
AUTOMATION

ISLANDS

APPLICATION-SPECIFIC
CABLING

WITHIN
AUTOMATION

ISLANDS

BETWEEN
AUTOMATION

ISLANDS

DESIGN
PLANNING 

AND 
INSTALLATION

Installation 
Profiles

IEC 61784-5 series
(Selection +

Add/Repl/Mod)

Common structure

Data centre 
Annex

Home
Annex

Offices
Annex

Industrial
Annex

ISO/IEC  15018

ISO/IEC  24764

HOMES 

DATA CENTRES

 

Figure 2 – Standards relationships 

One of the advantages of this structure is that the users of a network know which installation 
requirements are common to most networks and which are specific to a particular network. 

Every single plant/factory has its own installation needs in accordance with the specific critical 
conditions that apply to the specific application. This standard and its companion standards 
described above provide a set of mandatory installation requirements ("shalls") and a number 
of recommendations ("shoulds"). It is up to the owner of the specific industrial enterprise to 
explicitly request that the cabling installation is implemented in accordance with these 
standards and to list all recommendations that shall be considered as mandatory 
requirements for the specific case.” 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


 – 14 – 61918  IEC:2010 

INDUSTRIAL COMMUNICATION NETWORKS –  
 

Installation of communication networks in industrial premises 
 
 
 

1 Scope  

This International Standard specifies basic requirements for the installation of media for 
communication networks in industrial premises and within and between the automation 
islands, of industrial sites. This standard covers balanced and optical fibre cabling. It also 
covers the cabling infrastructure for wireless media, but not the wireless media itself. 
Additional media are covered in the IEC 61784-5 series.  

This standard is a companion standard to the communication networks of the industrial 
automation islands and especially to the communication networks specified in the IEC 61158 
series and the IEC 61784 series. In addition, this standard covers: 

• the installation of generic telecommunication cabling for industrial premises as specified in 
ISO/IEC 24702; 

• the connection between the generic telecommunications cabling specified in 
ISO/IEC 24702 and the specific communication cabling of an automation island, where an 
automation outlet (AO) replaces the telecommunication outlet (TO) of ISO/IEC 24702.  

NOTE If the interface used at the AO does not conform to that specified for the TO of ISO/IEC 24702, the cabling no 
longer conforms to ISO/IEC 24702 although certain features, including performance, of generic cabling may be retained. 

This standard provides guidelines that cope with the critical aspects of the industrial 
automation area (safety, security and environmental aspects such as mechanical, liquid, 
particulate, climatic, chemicals and electromagnetic interference). 

This standard does not recognise implementations of power distribution through Ethernet 
balanced cabling systems that are not specified in IEEE 802.3 and in IEEE 802.3at.  

This standard deals with the roles of planner, installer, verifier, and acceptance test 
personnel, administration and maintenance personnel and specifies the relevant 
responsibilities and/or gives guidance. 

2 Normative references  

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60079-14:2007, Explosive atmospheres – Part 14: Electrical installations design, 
selection and erection 

IEC 60364-1:2005, Low-voltage electrical installations – Part 1: Fundamental principles, 
assessment of general characteristics, definitions 

IEC 60364-4-41, Low-voltage electrical installations – Part 4-41: Protection for safety – 
Protection against electric shock 

IEC 60364-4-44, Low-voltage electrical installations – Part 4-44: Protection for safety –
Protection against voltage disturbances and electromagnetic disturbances 
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IEC 60364-5-54, Electrical installations of buildings – Part 5-54: Selection and erection of 
electrical equipment – Earthing arrangements, protective conductors and protective bonding 
conductors 

IEC 60529, Degrees of protection provided by enclosures (IP Code) 

IEC 60603-7 (all subparts), Connectors for electronic equipment – Part 7: Detail specification 
for 8-way, unshielded, free and fixed connectorst 

IEC 60757, Code for designation of colours 

IEC 60793 (all parts), Optical fibres 

IEC 60794 (all parts), Optical fibre cables 

IEC 60807-2, Rectangular connectors for frequencies below 3 MHz – Part 2: Detail 
specification for a range of connectors, with assessed quality, with trapezoidal shaped metal 
shells and round contacts – Fixed solder contact types 

IEC 60807-3, Rectangular connectors for frequencies below 3 MHz – Part 3: Detail 
specification for a range of connectors with trapezoidal shaped metal shells and round 
contacts – Removable crimp contact types with closed crimp barrels, rear insertion/rear 
extraction 

IEC 60825-2, Safety of laser products – Part 2: Safety of optical fibre communication systems 
(OFCS) 

IEC 60874-10 (all subparts), Connectors for optical fibres and cables – Part 10: Detail 
specification for fibre optic connector type BFOC/2,5 terminated to multimode fibre type A1 

IEC 60874-14 (all subparts), Connectors for optical fibres and cables – Part 14: Detail 
specification for fibre optic connector type SC/PC standard terminated to multimode fibre type 
A1a, A1b 

IEC 60947-5-2, Low-voltage switchgear and controlgear – Part 5-2: Control circuit devices 
and switching elements – Proximity switches 

IEC 60950-1:2005, Information technology equipment – Safety – Part 1: General requirements 

IEC 61076-2-101, Connectors for electronic equipment – Product requirements – Part 2-101: 
Detail specification for circular connectors M12 with screw-locking 

IEC 61076-3-106:2006, Connectors for electronic equipment – Product requirements – Part 3-
106: Rectangular connectors – Detail specification for protective housings for use with 8-way 
shielded and unshielded connectors for industrial environments incorporating the IEC 60603-7 
series interface 

IEC 61076-3-117: 2009, Connectors for electronic equipment - Product requirements – Part 
3-117: Rectangular connectors – Detail specification for protective housings for use with 8-
way shielded and unshielded connectors for industrial environments incorporating IEC 60603-
7 series interface – Variant 14 related to IEC 61076-3-106 – Push-pull coupling 

IEC 61156 (all parts), Multicore and symmetrical pair/quad cables for digital communications  

IEC 61158-2:2010, Industrial communication networks – Fieldbus specifications – Part 2: 
Physical layer specification and service definition 
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IEC 61169-8:2007, Radio-frequency connectors – Part 8: Sectional specification – RF coaxial 
connectors with inner diameter of outer conductor 6,5 mm (0,256 in) with bayonet lock – 
Characteristic impedance 50 ohm (type BNC) 

IEC 61753 (all parts), Fibre optic interconnecting devices and passive components 
performance standard  

IEC 61754-2:1996, Fibre optic connector interfaces – Part 2: Type BFOC/2,5 connector family 

IEC 61754-4:2002, Fibre optic connector interfaces – Part 4: Type SC connector family 

IEC 61754-20:2007, Fibre optic connector interfaces – Part 20: Type LC connector family 

IEC 61754-22:2005, Fibre optic connector interfaces – Part 22: Type F-SMA connector family 

IEC 61754-24:2009, Fibre optic interconnecting devices and passive components - Fibre optic 
connector interfaces – Part 24: Type SC-RJ connector family 

IEC 61784-1, Industrial communication networks – Profiles – Part 1: Fieldbus profiles 

IEC 61784-2, Industrial communication networks – Profiles – Part 2: Additional fieldbus 
profiles for real-time networks based on ISO/IEC 8802-3 

IEC 61784-3, Industrial communication networks – Profiles – Part 3: Functional safety 
fieldbuses – General rules and profile definitions  

IEC 61784-5 (all subparts), Industrial communication networks – Profiles – Part 5: Installation 
of fieldbuses1 

IEC 61935-1:2009, Specification for the testing of balanced and coaxial information 
technology cabling – Part 1: Installed balanced cabling as specified in ISO/IEC 11801 and 
related Standards 

IEC 62439, High availability automation networks 

IEC 62443 (all parts), Security for industrial process measurement and control – Network and 
system security2 

ISO/IEC 8802-3, Information technology – Telecommunications and information exchange 
between systems – Local and metropolitan area networks – Specific requirements – Part 3: 
Carrier sense multiple access with collision detection (CSMA/CD) access method and 
physical layer specifications 

ISO/IEC 11801:2002, Information technology – Generic cabling for customer premises 

ISO/IEC 14763-1, Information technology – Implementation and operation of customer 
premises cabling – Part 1: Administration 

ISO/IEC TR 14763-23: Information technology – Implementation and operation of customer 
premises cabling – Part 2: Planning and installation 

——————— 
1 Check http://webstore.iec.ch for the published installation profiles. Other installation profiles are under 

consideration. 

2 Check http://webstore.iec.ch for the published parts. Other parts are under consideration. 

3 A new edition of this publication is currently under consideration. 
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ISO/IEC 14763-3, Information technology – Implementation and operation of customer 
premises cabling – Part 3: Testing of optical fibre cabling 

ISO/IEC 18010, Information technology – Pathways and spaces for customer premises 
cabling 

ISO/IEC 24702:2006, Information technology – Generic cabling – Industrial premises  

EN 50310, Application of Equipotential Bonding and Earthing in Buildings with Information 
Technology Equipment 

IEEE 802.3at, Standard for Information Technology - Telecommunications and Information 
Exchange Between Systems – Local and Metropolitan Area Networks - Specific Requirements 
Part 3: Carrier Sense Multiple Access with Collision Detection (CSMA/CD) Access Method 
and Physical Layer Specifications - Amendment: Data Terminal Equipment (DTE) Power Via 
the Media Dependent Interface (MDI) Enhancements. 

ANSI/NFPA T3.5.29 R1-2003, Fluid power systems and components – Electrically-controlled 
industrial valves – Interface dimensions for electrical connectors 

3 Terms, definitions, and abbreviated terms 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions contained in the IEC 61158 
series, the IEC 61784 series, ISO/IEC 8802-3, ISO/IEC 11801, and ISO/IEC 24702, some of 
which have been repeated here for convenience, and the following terms and definitions 
apply. 

NOTE Some terms and definitions in ISO/IEC 11801 have been modified in ISO/IEC 24702. In such cases, the 
latter publication takes precedence. 

3.1.1  
acceptance test 
contractual test to prove to the customer that the installed cabling meets certain conditions of 
its specification 

NOTE The network owner or a third party usually performs this action. 

[IEV 151-16-23, modified]  

3.1.2  
active network element 
network element containing electrically and/or optically active components that allows 
extension of the network 

NOTE Examples of active network elements are repeaters and switches. 

3.1.3  
active network  
network in which data transmission between non-immediately-connected devices is 
dependent on active elements within those intervening devices that form the connection path  

NOTE A failure of an active network element may disrupt the network communications. 

3.1.4  
administration  
methodology defining the documentation requirements of a cabling system and its 
containment, the labelling of functional elements and the process by which moves, additions 
and changes are recorded  
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[ISO/IEC 11801, 3.1.1] 

3.1.5  
apparatus 
one or more pieces of equipment having specific and defined overall functions within 
industrial premises served by one or more network interfaces  

[ISO/IEC 24702, 3.1.1]  

NOTE This definition applies only to IT equipment. It does not apply to automation devices. 

3.1.6  
automation island 
AI 
the premises where combination of all systems that control, monitor, and protect the process 
of a plant is installed  

NOTE A plant may contain one or more AIs. Examples of a plant that has more than one AI are: a plant that is 
divided in various distinct physical (geographical) areas, or a plant that is composed of several distinct processes, 
or a plant where a large process is divided in various distinct sub-processes. 

3.1.7  
automation island network  
network used for the communication within and among all systems of an AI 

NOTE A plant may contain one or more AIs. Examples of cases where there are more than one AI are: when a 
plant is divided in various distinct physical (geographical) areas, or when a plant is composed of several distinct 
processes. 

3.1.8  
automation outlet  
AO 
fixed connecting hardware where the AI network terminates, that provides the interface at 
which an industrial communication device is connected to the installed cabling. 

NOTE 1 For generic cabling in accordance with ISO/IEC 24702, the AO replaces the TO and is the demarcation 
point between the generic communications cabling and the automation specific cabling. 

NOTE 2 Where the interface used at the AO does not conform to that specified for the TO of ISO/IEC 24702 the 
generic cabling no longer conforms to ISO/IEC 24702. 

3.1.9  
bonding 
act of connecting together exposed conductive parts and extraneous conductive parts of 
apparatus, systems, or installations that are at essentially the same potential  

NOTE For safety purposes, bonding generally involves (but not necessarily) a connection to the immediately 
adjacent earthing system. 

[IEC/TR 61000-5-2, 3.1] 

3.1.10  
bridge 
device, operating at the data link layer of the OSI model, used to connect two networks  

3.1.11  
bulkhead 
wall or barrier which maintains the ingress and climatic environmental classification applicable 
on either side 

[ISO/IEC 24702, 3.1.4]  
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3.1.12  
bulkhead connection (copper) 
assembly of two back-to-back connections separated by a bulkhead  

NOTE This definition is in accordance with the definition of connection in ISO/IEC 11801. 

3.1.13  
bulkhead connection (optical fibre) 
3.1.14  
connection through a connector set in a bulkhead 
bulkhead cable gland 
hardware at an enclosure bulkhead that provides cable passage for power or signals  

NOTE This hardware has no electrical connections. 

3.1.15  
bus  
passive network having a long trunk and a number of spurs where each spur is used to 
connect a device to the trunk  

NOTE In a bus all the communicating devices share a common medium to transfer data. 

3.1.16  
cable gland 
installation hardware designed to permit the entry of a cable into an enclosure and which 
provides sealing and retention 

[IEC 60670-1, 3.10, modified] 

3.1.17  
cabling 
system of communication cables, cords and connecting hardware that can support the 
connection of automation equipment 

[ISO/IEC 11801, 3.1.11, modified]   

3.1.18  
channel 
end-to-end transmission path connecting any two pieces of application specific equipment  

NOTE 1 Equipment cords are included in the channel, but not the connecting hardware into the application 
specific equipment. 

NOTE 2 This is a modification to the definition of ISO/IEC 24702 in order to allow it be used for the CPs in 
accordance with IEC 61784-5 series. 

[ISO/IEC 24702, 3.1.5, modified]   

3.1.19  
condition based (conditional) maintenance  
preventive activity performed on the basis of the documentation of the performance 
degradation of an item (as results of, for example, auto diagnostic or wear measurement) 

NOTE It is based on a proper visibility of performance degradation or intermittent failures. 

3.1.20  
connection (of conductors) 
intentional electric contact between conductors  

[IEV 151-12-07, modified] 
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3.1.21  
connection (of optical fibres) 
intentional alignment between optical fibres to allow light to pass through  

[IEV 151-12-07, modified] 

3.1.22  
connector (for conductors) 
component providing conductor connection and disconnection 

NOTE 1 The connector is the mated pair. 

NOTE 2 A connector has one or more contact members. 

[IEV 151-12-19, modified] 

3.1.23  
connector (for optical fibres) 
component normally attached to an optical cable or piece of apparatus, for the purpose of 
providing optical interconnection/disconnection of optical fibres or cables 

NOTE 1 The connector is the mated pair. 

NOTE 2 The connector usually consists of two plugs mated together in an adaptor. 

3.1.24  
corrective maintenance  
maintenance carried out after a fault recognition and intended to put an item into a state in 
which it can perform a required function  

[IEV 191-07-08]  

3.1.25  
daisy chain  
bus where each passive network interface connects two trunk sections and provides a d.c. 
coupling between those sections  

NOTE 1 One of the sections may be a bus terminator. 

NOTE 2 As regards the use of “daisy chain” term for active networks see the definition given for linear topology  

3.1.26  
device  
physical entity connected to the fieldbus composed of communication element and possibly 
other functional elements  

[IEC 61158-2, 3.1.13, modified] 

3.1.27  
earth (noun)  
ground (noun) (US) 
conductive mass of the earth, whose electric potential at any point is conventionally taken as 
equal to zero  

[IEC 61131-2, 3.16] 

3.1.28  
earth (verb)  
ground (verb) (US)  
make an electric connection between a given point in a system or in an installation or in 
equipment and a local earth 
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NOTE 1 The connection to local earth may be intentional, or unintentional or accidental. 

NOTE 2 The connection may be permanent or temporary. 

[IEV 195-01-08] 

3.1.29  
enclosure 
housing affording the type and degree of protection suitable for the intended application  

[IEC 61131-2, 3.19] 

3.1.30  
equipotential bonding 
provision of electric connections between conductive parts, intended to achieve 
equipotentiality 

[IEV 195-01-10] 

3.1.31  
equipotential bonding system  
interconnection of conductive parts providing equal potential between the parts  

NOTE If an equipotential bonding system is earthed, it forms part of an earthing arrangement. 

[IEV 195-02-22] 

3.1.32  
failure  
termination of the ability of an item to perform a required function 

NOTE 1 After failure the item has a fault. 

NOTE 2 “Failure” is an event, as distinguished from “fault”, which is a state. 

[IEV 191-04-01, modified] 

3.1.33  
fault 
state characterized by the inability to perform a required function, excluding the inability 
during preventative maintenance or other planned actions, or due to lack of external 
resources 

NOTE IEC 61508-4 defines “fault” as an abnormal condition that may cause a reduction in, or loss of, the 
capability of a functional unit to perform a required function.  

[IEV 191-05-01, modified] 

3.1.34  
functional earthing 
earthing a point or points in a system or in an installation or in equipment, for purposes other 
than electrical safety 

[IEV 195-01-13] 

3.1.35  
inactive metal part 
any non current carrying metal that may be contacted by a person 

3.1.36  
inspection 
taking measures for the observation and evaluation of the actual condition 
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3.1.37  
jack-to-jack adaptor (J-J adaptor) 
back-to-back jacks that are not on an enclosure / environmental barrier 

3.1.38  
linear topology  
topology where the nodes are connected in series, with two nodes connected to only one 
other node and all others each connected to two other nodes (that is, connected in the shape 
of a line)  

NOTE This topology corresponds to that of an open ring. 

3.1.39  
maintenance  
the combination of all technical and corresponding administrative actions, including 
supervision actions, intended to retain an item in, or restore it to, a state in which it can 
perform a required function 

[IEV 191-07-01] 

NOTE 1 See "preventive maintenance", and "corrective maintenance", for a more detailed definition of 
maintenance. 

NOTE 2 The required function may be defined as a stated condition. 

3.1.40  
maintenance intervention 
taking measures for retaining the specified condition 

3.1.41  
mean time between failures 
MTBF 
expectation of the time between failures  

[IEV 191-12-08] 

3.1.42  
mean time to recovery 
MTTR 
expectation of the time to restoration 

[IEV 191-13-08] 

NOTE In IEV 191-13-08, the use of mean time to repair, MTTR, is deprecated. 

3.1.43  
network 
all of the media, connectors, repeaters, routers, gateways and associated node 
communication elements by which a given set of communicating devices are interconnected 

[IEC 61158-2, 3.1.30] 

3.1.44  
node 
end-point of a branch in a network  

3.1.45  
passive network 
network in which data transmission is independent of active elements within the device 
attached to the network 
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NOTE Failure of a device does not effect the propagation of information. 

3.1.46  
pathway 
cable route (e.g., conduit, ductwork, tray, or tube) used to accommodate cables between 
termination points defined by a physical structure 

[ISO/IEC 14763-1, 3.1.3] 

3.1.47  
permanent link  
transmission path between the telecommunications/automation outlet and the intermediate 
distributor or equivalent location 

NOTE 1 It excludes apparatus attachment cords, equipment cords, patch cords and jumpers but includes the 
connection at each end. 

NOTE 2 This is a modification to the definition of ISO/IEC 11801 in order to allow it be used for the CPs in 
accordance with IEC 61784-5 series. 

[ISO/IEC 11801, 3.1.52, modified] 

3.1.48  
preventive maintenance  
maintenance carried out at predetermined intervals or according to prescribed criteria and 
intended to reduce the probability of failure or the degradation of the functioning of an item 

[IEV 191-07-07] 

3.1.49  
protective earthing conductor 
protective conductor provided for protective earthing 

[IEV 195-02-11] 

3.1.50  
RC earthed 
earthed via a parallel RC circuit 

3.1.51  
recovery (of a high resilience item)  
event when an item regains its specified degree of communication performance and fault 
resilience after correction of a fault 

NOTE High availability networks provide resilience to enable acceptable communication to continue after one 
fault and possibly after multiple faults. 

3.1.52  
repair 
take measures for the re-establishment of the specified condition 

3.1.53  
repeater 
two–port active physical layer device that receives and retransmits all signals to increase the 
distance and number of devices for which signals can be correctly transferred for a given 
medium 

[IEC 61158-2, 3.1.38] 

3.1.54  
resistance to earth 
real part of an impedance to earth 
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[IEV 195-01-18] 

3.1.55  
restoration  
when a communication network regains its designed level of resilience redundancy 

3.1.56  
ring  
active network where each node is connected in series to two other nodes 

3.1.57  
scheduled maintenance  
preventive activity (time or number-of-actions directed) performed either on predefined 
schedule or on units of use (e.g. number of start-ups) 

[IEV 191-07-10, modified] 

3.1.58  
segment 
collection of trunk-cable sections of a network that is terminated at both ends by its 
characteristic impedance 

NOTE Segments are linked by repeaters within a logical link and by bridges to form a network. 

[IEC 61158-2, 3.1.39 modified] 

3.1.59  
shield (of a cable) 
surrounding metallic layer to confine the electric field within the cable and to protect the cable from external 
electrical influence 

NOTE 1 Metallic sheaths, armours and earthed concentric conductors may also serve as a shield  

NOTE 2 For generic cabling in industrial premises ISO/IEC 24702 uses the term screen instead of shield.  

[IEC 61158-2, 3.1.41 modified] 

3.1.60  
splice 
joining of conductors or optical fibres, generally from separate cables 

NOTE Joining without connectors. 

3.1.61  
spur 
branch-line (i.e. a link connected to a larger one at a point in its route) that is a final circuit 

NOTE The alternative term “drop cable” is used in IEC 61158. 

[IEC 61158-2, 3.1.42] 

3.1.62  
star  
network of three or more devices where all devices are connected to a central point (which 
may be active or passive) 

3.1.63  
tap 
point of attachment from a node or spur to the trunk cable 

NOTE A tap provides easy removal of a node without disrupting the link. 
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[IEC 61158-2, 3.3.34] 

3.1.64  
telecommunication outlet 
TO 
a fixed connecting device where the intermediate cable terminates and which provides the 
interface to the apparatus attachment cabling 

[ISO/IEC 24702, 3.1.15] 

3.1.65  
terminator 
entity used to terminate a transmission line in its characteristic impedance to prevent 
reflections  

NOTE In some instances, the terminator may be embedded in an end device or in a connector. 

[IEC 61158-2, 3.1.43, modified] 

3.1.66  
topology of a network 
pattern of the relative positions and interconnections of the individual elements of the network  

NOTE The term topology is sometimes overloaded to include considerations of the delay, attenuation and 
physical media classes of the paths interconnecting network nodes. 

[IEV 131-13-02, modified] 

3.1.67  
troubleshooting 
locating the fault(s) 

3.1.68  
trunk 
main communication highway acting as a source of main supply to a number of other lines 
(spurs) 

[IEC 61158-2, 3.1.46] 

3.1.69  
validation 
part of the acceptance test that is solved with measurements 

3.1.70  
verification 
action to assess that an installation is in accordance with its specification  

NOTE 1 The installer usually performs this action. 

NOTE 2 This action usually covers verification of component correct selection, physical layout, communication 
earthing, isolation and continuity of network components. 

3.1.71  
wire map 
mapping of connector pin-to-pin terminations of a cable 

3.2 Abbreviated terms  

For the purposes of this document, the following abbreviated terms apply. 

a.c. Alternating current 
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AI Automation island 

AO Automation outlet 

BD Building distributor (ISO/IEC 24702) 

BER Bit error rate 

BFOC Bayonet fibre optic connector 

BNC Bayonet Neill Concelman (connector for coaxial cable having a bayonet-type shell) 

C Connection 

CBN Common bonding network 

CP Communication profile (IEC 61784-1) 

CPF Communication profile family (IEC 61784-1) 

d.c. Direct current 

DCR Direct current resistance 

EFT Electrical fast transient  

EFT/B Electrical fast transient / burst (IEC 61000-4-4) 

ELFEXT Equal level far-end crosstalk 

ELTCTL Equal level transverse conversion transfer loss 

EMC Electromagnetic compatibility (IEV 161-01-07) 

EMI Electromagnetic interference (IEV 161-01-06) 

EQP Equipment 

ESD Electrical static discharge  

FD Floor distributor (ISO/IEC 24702) 

ffs For further study 

FI Fieldbus interface 

FOC Fibre optical connector 

F-SMA Fibre sub miniature version A (IEC 61754-22) 

HP Horse power 

ID Intermediate distributor (ISO/IEC 24702) 

IDC Insulation displacement contact 

IP International protection (IEC 60529) 

J-J Jack-to-jack 

kbit/s One thousand bits per second 

LC Optical fibre connector in accordance with IEC 61754-20 

LSOH Low smoke zero halogen 

LV Low voltage 

Max. Maximum 

Mbit/s Million bits per second  

MD Machine distributor (ISO/IEC 24702) 

MHV Medium high voltage 

MICE Mechanical, Ingress, Climatic and Chemical, Electromagnetic (ISO/IEC 24702) 

Min. Minimum 

MTBF Mean time between failures 

MTTR Mean time to repair (use deprecated in IEV 191-13-08) replaced with mean time to recovery  

N Neutral 

NA Numerical aperture (IEC 60793 series) 

na Not available 

NEXT Near end crosstalk loss 

NI Network Interface (ISO/IEC 24702) 
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No. Number 

OF Optical fibre 

PE Protective earthing conductor (IEV 195-02-11)  

P&ID Pipe and Instrumentation Diagram 

PoE Power over Ethernet 

POF Plastic optical fibre 

PSELFEXT Power sum equal-level far-end crosstalk loss 

RC Resistor-capacitor (circuit) 

Rep     Repeater 

SC Optical fibre connector in accordance with IEC 61754-4 

SC-RJ Optical fibre connector in accordance with IEC 61754-24 

STP Cable with either foil shielded balanced cable elements and/or an overall braided or foil shield 
(ISO/IEC 11801, modified) 

TCL Transverse conversion loss 

TNC Threaded Neill Concelman (threaded version of the BNC connector) 

TO Telecommunication outlet 

UTP Unshielded cable with unshielded balanced cable elements (U/UTP in ISO/IEC 11801) 

UV Ultraviolet 

Y/N Yes/No 

 
3.3 Conventions for installation profiles 

Conventions for installation profiles are described in IEC 61784-5 series. 

4 Installation planning 

4.1 Introduction  

4.1.1 Objective 

This clause addresses the planning of cabling and associated infrastructures to support 
communication networks in industrial premises. 

4.1.2 Cabling in industrial premises 

The cabling may comprise: 

• specific communication cabling for use within or between automation islands as specified 
in the communication profiles of IEC 61784-1 or IEC 61784-2 and in the relevant 
installation profiles of the IEC 61784-5 series; 

• generic telecommunications cabling for industrial premises as specified in ISO/IEC 24702; 

• elements of generic cabling modified to meet the needs of specific communication cabling 
within an automation island in accordance with the installation profiles of the IEC 61784-5 
series; 

• the apparatus attachment cabling between the TO and the automation island in 
accordance with  ISO/IEC 24702 as regards to the connection and with this standard as 
regards to the cables; 

• the automation island attachment cabling between the AO and the automation island in 
accordance with this standard and the relevant installation profile(s) of the IEC 61784-5 
series. 
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The design of generic cabling for industrial premises, specified in ISO/IEC 24702, provides a 
flexible cabling structure comprising a series of cabling sub-systems of specified transmission 
performance that are connected together either passively, using cords, or actively, using 
transmission equipment (see Annex A). Figure 3 (from ISO/IEC 24702) shows the structure of 
generic cabling connected to an automation island where the TO interface allows connection 
of wide range of networking equipment.” 

 

Automation
islandNI

CD BD FD ID

Campus 
backbone

cabling 
subsystem

Building
backbone

cabling
subsystem

Floor
cabling

subsystem

TO

Apparatus
attachment

cabling

Intermediate
cabling

subsystem

Generic cabling system  

Figure 3 – Structure of generic cabling connected to an automation island  

Where a designated connection from generic cabling to specific communication cabling within 
an automation island is desired, an AO specified within this standard may replace the TO, as 
shown in Figure 4. 

The specific requirements and recommendations for planning of generic cabling in industrial 
premises detailed in this clause shall be followed. In addition, the general recommendations 
of ISO/IEC 14763-2 should be considered.  

An automation island may contain (see Figure 5) 

• one or more industrial automation apparatus conforming to generic cabling requirements, 

• one or more industrial automation applications implemented with an automation island 
network that uses Ethernet (ISO/IEC 8802-3) based and non-Ethernet based cabling that 
conform to IEC 61784-1 or IEC 61784-2. 
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Figure 4 – Automation island cabling attached to elements of generic cabling  
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Figure 5 – Automation islands  

The interconnections between the automation island network and the generic cabling may be 
achieved through an appropriate converter/adapter (see Figure 6). While the connections 
among automation islands may be achieved through one or more fieldbus to fieldbus 
connections (defined in the installation profiles IEC 61784-5 series) and appropriate 
converter/adapters or through the generic cabling (see Figure 5).  

In general, converter/adapters, such as routers, bridges, and gateways, shall be used to 
provide physical conversion and protocol transformation between different fieldbuses as 
specified in the relevant CP installation profiles. 

If the two interconnected interfaces (NI and FI) have matching specifications, then the 
converter/adapter function may not be necessary. If the interconnection between the 
automation islands is through the ID, it is the responsibility of the planner to check the 
suitability of the generic cabling to support the requirements for the installation of the 
communication networks as defined by this standard. In this case the channel performance 
shall be met from the ID up to the NI (excluding the connector interface at the NI).  

 

FINI

Converter

or

adapter

Fieldbus
network

Automation island

FD or ID AO or TO
Converter

or
adapter

FI 1

FI 2

 

Figure 6 – Automation island network external connections  
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4.1.3 The planning process 

The planning of the communication of an automation system is the responsibility (see 
Annex L) of one or more of the following: building network designer, automation designer and 
or machine designer. 

The input for the installation planning depends on the kind of industrial automation 
application. This input is made up of design drawings, functional descriptions for machines or 
process and instrumentation diagrams (P&ID) for process installations.  

Installation planning of industrial communication networks is accomplished through three 
basic steps.  

Step 1 addresses the following installation-specific factors (see 4.2): 

• safety; 

• the solutions shall comply with existing local and national regulations. Under this 
condition, safety requirements specified in IEC 60950-1 may be taken into 
consideration; 

• if a communication network is installed with easily accessible terminals and wires, 
IEC 60364-4-41 concerning protection against electrical shock and EMC requirements 
should be applied; 

• security; 

• environmental; 

•  the use of the MICE (Mechanical, Ingress, Climatic and Chemical, and 
Electromagnetic) methodology for description of environmental performance, as 
described in 4.2.3, is recommended;  

• distinctive of industrial sites is the presence of low voltage (LV) and medium-high-
voltage (MHV) power networks in close neighbourhood of the communication network. 
The RF influence of neighbouring high-power transmitters (e.g. TV transmitters) shall 
be taken into account; 

• electromagnetic compatibility. 

Step 2 addresses the capabilities of the different communication networks (see 4.3): 

• topologies; 

• network characteristics. 

Step 3 addresses the selection and use of cabling components in response to steps 1 and 2 
(see 4.4). 

The result of the planning process in 4.2, 4.3 and 4.4 is the production of the cabling planning 
documentation described in 4.5, which shall comprise: 

a) a statement, signed by the responsible planner, explaining how the planned installation 
complies with the safety and security equirements and environmental conditions such as 
mechanical, liquid, particulate, climatic, chemicals and electromagnetic interference and 
including all necessary documents (e.g. plans and lists) for the installation that result from 
step 1; 

b) a documentation of the planned network topology, characteristics, physical extension and 
transmission performances that results from step 2; 

c) the component specifications, where the conformity of the component data with the 
planned network requirements (functional and electrical safety, environmental conditions, 
and EMC requirements) is documented as result of step 3; 

d) a table for comparison of nominal and actual network performance values. 
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4.1.4 Specific requirements for CPs 

Additional information for a specific industrial network may be found in the respective 
installation profile. 

4.1.5 Specific requirements for generic cabling in accordance with ISO/IEC 24702 

See ISO/IEC 14763-2. 

4.2 Planning requirements  

4.2.1 Safety  

4.2.1.1 General 

The planner shall take into consideration regulations for safety in communication networks 
with specific attention to mounting, cabling, verification, and validation.  

The planner shall include all applicable requirements for safety in the cabling planning 
documentation. 

4.2.1.2 Electrical safety  

The proper implementation of the requirements of this standard assumes that electrical 
installations are in accordance with the relevant standards within IEC 60364 series or local 
and national regulations as required. 

4.2.1.3 Functional safety  

Where digital communications are used to contribute to one or more safety functions, the 
communication system should have sufficient integrity (taking into account hardware, 
software, and the specified environment) to meet the safety integrity requirements of every 
safety function. 

The requirements for safety integrity may include special measures applicable to the several 
phases of the life cycle of the related communication media (see the relevant technology parts 
of IEC 61784-3 and/or IEC 61784-5 series). The planner shall apply such special measures. 

4.2.1.4 Intrinsic safety  

Where required, the planner shall plan the network in accordance with applicable intrinsic 
safety standards and IEC 61158-2 and the applicable CPs of IEC 61784-1. 

4.2.1.5 Safety of optical fibre communication systems  

Optical fibre cabling shall be planned in accordance with the safety requirement of IEC 60825-
2 or local regulations. 

4.2.2 Security  

Where communication networks in accordance with the IEC 62443 are planned, a risk 
assessment shall be performed to determine any additional requirements for security. The 
planner shall apply all such requirements. 

EXAMPLE A typical request is to use additional protection against mechanical manipulation and electromagnetic 
emission. 

The universal nature of generic cabling produces additional security concerns since the 
cabling may be used to provide applications that are managed by different groups within 
industrial premises. For example generic cabling may provide basic telephony services, 
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information technology and building control services in addition to the connections to the 
automation islands. The prevention of accidental disruption to any of these services requires 
careful consideration. 

Physical security requires the application of requirements described in 4.4.9.1, 4.4.9.6, 
4.4.11, 5.2.1.2. 

4.2.3 Environmental considerations and EMC 

4.2.3.1 Description methodology  

The planner shall provide a precise description of the environment to be used as a basis for 
the selection of components and for the mitigation requirements.  

ISO/IEC 24702 applies an environmental assessment called “MICE” classification. This 
approach is recommended for all CPs because it allows the planner to describe the 
environmental conditions in a precise and unambiguous way.  

The use of this approach is explained here and in Annex B for the benefit of the planner and 
the installer.  

NOTE 1 The MICE classification system of ISO/IEC 24702 is not a component test specification. 

NOTE 2 The MICE classification system of ISO/IEC 24702 does not replace existing international or national 
standards. 

NOTE 3 Existing international or national standards for components contain the test requirements and schedules 
for product qualification. 

4.2.3.2 Use of the described environment to produce a bill of material  

The planner shall produce a bill of material of components that meets the targeted 
environment through the following steps.  

a) Establish the ambient environmental conditions for each significantly different region 
within the application space (for example, beside the machine, in the control room, 
between the above). 

b) Define the components that make up the communications system including their 
environmental specifications. 

c) Define the additional mitigation to bridge between the component(s) specifications and the 
targeted environment, if the component does not meet the targeted environment. 

The planner shall provide the environmental description either through the use of the MICE 
tables (that provides a precise classification of the environment) or by an equivalent 
methodology. The planner shall address the environmental requirements by specifying a 
combination of component selection and mitigation techniques to be applied (see Figure 7).  

Products, such as enclosures, necessary to provide mitigation shall also be included in the bill 
of material. 

Compatibility of components can be met by any combination of the following three methods:  

a) installation related isolation (for example  protection with enclosure);  
b) separation (for example physical separation from other components);  
c) component enhancement (design enhancement of the component parameters, for 

example by adding a cable shield or external shield). The supplier of the equipment may 
provide enhancements to the components reducing the installation requirements. 
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Figure 7 – How to meet environmental conditions. 

Figure 8 shows how the three methods (isolation, separation and enhancement) work together 
to provide a cost effective, technically feasible solution for a given application as regards the 
environment. Examples of use of the MICE concept are provided in Annex B. 

 

 

Figure 8 – How enhancement, isolation and separation work together  

4.2.4 Specific requirements for generic cabling in accordance with ISO/IEC 24702 

See ISO/IEC 14763-2. 

4.3 Network capabilities 

4.3.1 Network topology  

4.3.1.1 Common description 

For the industrial automation island networks, there are two fundamental themes. 

a) Physical topology of the communication network, from a physical composition standpoint.  
Hereafter the basic physical topologies of a network are divided in two groups: 

• physical topology for passive networks; 

• physical topology for active networks. 
b) Logical topology of the communication network, from an information propagation 

standpoint. This is outside the scope of this standard. 
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NOTE 1 As an example of the difference between the physical and the logical topology, a planner may select a 
physical star to be installed in order to support a logical ring topology.  

The planner shall select the most appropriate physical topology on the basis of the application 
requirements (see also Annex C) and according to the topologies that are specified for the 
specific CP. The basic topologies defined in 4.3.1.2 and in 4.3.1.3, and combinations of them 
(see 4.3.1.4) are the appropriate physical topologies for automation island networks. 

NOTE 2 Not all fieldbuses support all the basic topologies and combination of them. 

4.3.1.2 Basic physical topologies for passive networks  

The basic physical topologies for passive network, represented in Figure 9, are the following. 

• Bus  

• Star  

 

Bus

Node Spur

Passive Star

Terminator Trunk

 

Figure 9 – Basic physical topologies for passive networks 

4.3.1.3 Basic physical topologies for active networks  

The basic physical topologies for active networks, represented in Figure 10, are the following. 

• Star  

• Ring  

• Linear 

Linear

Star
Ring

Node
Spur
Trunk  

Figure 10 – Basic physical topologies for active networks 

4.3.1.4 Combination of basic topologies 

Combinations of basic topologies are permitted and are defined in the CP installation profile.  
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Figure 11 provides an example of a common configuration of two passive bus segments 
interconnected by an active bus repeater. 

Bus
Repeater

Bus  

 
Figure 11 – Example of combination of basic topologies 

4.3.1.5 Specific requirements for CPs 

Additional information regarding topology requirements for a specific industrial network may 
be found in the respective installation profile. 

4.3.1.6 Specific requirements for generic cabling in accordance with ISO/IEC 24702  

Generic cabling channels in accordance with ISO/IEC 24702 may constitute elements of the 
networks described in 4.3.1.2 to 4.3.1.5. Specific restrictions are detailed in ISO/IEC 24702. 

4.3.2 Network characteristics 

4.3.2.1 General  

It is common practice to subnet an industrial automation island network when there is a large 
number of devices to be connected. 

Every network specification consists of the following basic characteristics.  

• Transfer rates. 

• Media type and performance. 

• Maximum number of devices (nodes) including repeaters. 

• Maximum number of repeaters (that connect segments). 

• Maximum segment length. 

NOTE Transfer rates may be expressed as bandwidth capacity or effective data throughput rates using the 
modulation and encoding methods of a specific Fieldbus technology. Requirements for effective data rate values 
may also include statements of maximum acceptable values for BER and burst errors (such as in IEC 61784-2, 
Clause 5). 

4.3.2.2 Network characteristics for balanced cabling not based on Ethernet  

For balanced cabling not based on Ethernet the planner shall use the basic network 
characteristics defined in the respective installation profile according to the templates given in 
Table 1. 
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Table 1 – Basic network characteristics for balanced cabling not based on Ethernet  

Characteristic CP x/y 

Basic transmission technology  

Length / transmission speed  Segment length  
m 

9 kbit/s to 33 kbit/s  

33 kbit/s to 93 kbit/s  

125 kbit/s  

187 kbit/s  

250 kbit/s  

500 kbit/s  

1,5 Mbit/s  

2 Mbit/s  

3-6-12 Mbit/s  

5 Mbit/s  

8 Mbit/s  

16 Mbit/s  

Maximum capacity Max. No.  

Devices / segment  

Devices / network  

 
4.3.2.3 Network characteristics for balanced cabling based on Ethernet  

For balanced cabling based on Ethernet the planner shall use the basic network 
characteristics defined in the respective installation profile according to the templates given in 
Table 2. 

Table 2 – Network characteristics for balanced cabling based on Ethernet  

Characteristic CP x/y  

Supported data rates 
(Mbit/s) 

 

Supported channel length 
(m) b 

 

Number of connections in 
the channel (max.) a b 

 

Patch cord length (m) a  

Channel class per 
ISO/IEC 24702 (min.) b 

 

Cable category per 
ISO/IEC 24702 (min.) c  

 

Connecting HW category 
per ISO/IEC 24702 (min.)  

 

Cable types  
a See 4.4.3.2. 
b  For the purpose of this table the channel 

definitions of ISO/IEC 24702 are applicable.  
c  For additional information see IEC 61156 series. 

 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


61918  IEC:2010 – 37 – 

4.3.2.4 Network characteristics for optical fibre cabling 

For optical fibre cabling the planner shall use the basic network characteristics for each 
wavelength defined in the respective installation profile according to the templates given in 
Table 3. 

Table 3 – Network characteristics for optical fibre cabling 

CP x/y 

Optical fibre type Description 

Single mode silica Standard  

Attenuation coefficient at λ  

Bandwidth or equivalent at λ  

Alternative description 

Mode field diameter (µm)  

Outer diameter (µm)  

Minimum length (m)  

Maximum length (m)  

Multimode silica Standard  

Attenuation coefficient at λ  

Modal bandwidth (MHz × km) 
at λ 

 

Alternative description 

Core diameter (µm)  

Outer diameter (µm)  

NA  

Minimum length (m)  

Maximum length (m)  

POF Standard  

Attenuation coefficient at λ  

Modal bandwidth (MHz × km) 
at λ 

 

Alternative description 

Core diameter (µm)  

Outer diameter (µm)  

NA  

Minimum length (m)  

Maximum length (m)  

Hard clad silica Standard  

Attenuation coefficient at λ  

Modal bandwidth (MHz × km) 
at λ 

 

Alternative description 

Core diameter (µm)  

Outer diameter (µm)  

NA  

Minimum length (m)  

Maximum length (m)  
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4.3.2.5 Specific network characteristics 

Additional information regarding the characteristics of a specific industrial network may be 
found in the respective installation profile. 

4.3.2.6 Specific requirements for generic cabling in accordance with ISO/IEC 24702  

Certain generic cabling channels in accordance with ISO/IEC 24702 may provide transmission 
performance in support of the networks described by reference to the templates of 4.3.2.2 to 
4.3.2.5. See ISO/IEC 24702 for further details.  

4.4 Selection and use of cabling components  

4.4.1 Cable selection 

4.4.1.1 Common description 

The planner shall ensure that cables provide the required transmission performance in the 
specified environment (by reference to the MICE classification system or equivalent, see 
4.2.3.1). 

Industrial cables can be subjected to extreme mechanical stresses.  

EXAMPLE The cable may provide connectivity for festooning, “C” track (drag chains) or robotic flexing 
applications.  

In these cases, the cabling shall be selected in accordance with the needs of the intended 
application. The respective manufacturer's instructions shall be observed. 

The planner may decide to use part of an existing generic cabling system to connect 
automation island networks. In this case it is the planner’s responsibility to make sure that this 
cabling system meets the requirements for the application. 

NOTE Generic cabling in accordance with ISO/IEC 24702 may not be suitable for some CPs. 

The planner shall ensure that cables to be installed underground are suitable and satisfy the 
following requirements: 

• local regulations; 

• safety from lightning; 

• resistance to damage from rodents; 

• chemical resistance. 

Metal cladding on optical fibre cables provides additional mechanical protection. The planner 
should select metal clad optical fibre cables for direct burial applications and other areas 
where mechanical protection is necessary. 

If the equipment location requires the use of special cables and/or connecting elements not 
complying with the network-related requirements of this specification, the planner shall 
consult the cable/connector manufacturer to obtain the information necessary for determining 
the channel/permanent link length. 

4.4.1.2 Copper cables  

4.4.1.2.1 Balanced cables for Ethernet based CPs  

Balanced cables for Ethernet based CPs shall meet the requirements of Table 2. 

Full document details: IEC 61918 2010

http://www.avadocuments.com/doc/iec-61918-2010
http://www.avadocuments.com/doc/iec-61918-2010


61918  IEC:2010 – 39 – 

The planner shall review the relevant installation profile for additional requirements or 
recommendations for balanced cables. 

The planner shall have considered the following information when specifying the number of 
pairs in each balanced cable: 

• all cables within a channel should be of the same pair count; 

• two pair cabling is not generic and cannot support all applications (for example, if future 
plans are to migrate to higher data rates or PoE, then four pair cables should be 
considered);  

• high pair count cables are not recommended for control applications; 

• in an active channel and with cabling that uses mixed 2 and 4 pair cable elements in the 
same channel, all un-used pairs shall be terminated with the differential or common mode 
impedance of the cable at both ends (i.e. four pair cables shall not be housed in two pair 
connecting hardware). This requirement does not apply to cable constructions that use 
individual shielded pairs. 

NOTE The balanced cables specified in the reference implementations of ISO/IEC 24702 contain 4 pairs and 
provide channel length of 100 m maximum. 

The planner shall use the data defined in the respective installation profile according to the 
templates given in Table 4 and Table 5. 

Table 4 – Information relevant to copper cable: fixed cables  

Characteristic CP x/y 

Nominal impedance of cable (tolerance)  

DCR of conductors  

DCR of shield  

Number of conductors  

Shielding  

Colour code for conductor  

Jacket colour requirements  

Jacket material  

Resistance to harsh environment (e.g. UV, oil 
resist, LS0H) 

 

Agency ratings  

Other characteristics a  
a Insert here the name of the other needed characteristics (one or more, as needed). 

 
Table 5 – Information relevant to copper cable: cords  

Characteristic CP x/y 

Nominal impedance of cable (tolerance)  

DCR of conductors  

DCR of shield  

Number of conductors  

Length  

Shielding  

Colour code for conductor  

Jacket colour requirements  

Jacket material  
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Characteristic CP x/y 

Resistance to harsh environment (e.g. UV, oil 
resist, LS0H) 

 

Agency ratings  

Other characteristics a  
a Insert here the name of the other needed characteristics (one or more, as needed). 

In channels where there is a power sourcing equipment (PSE) connected to non-powered 
devices, the PSE function should be disabled to prevent application of power. 

4.4.1.2.2 Copper cables for non Ethernet based CPs  

Copper cables for non-Ethernet based CPs, shall meet the requirements of Table 1 and any 
additional requirements or recommendations of the installation profile.  

The planner shall use the data defined in the respective installation profile according to the 
templates given in Table 4 and Table 5. 

4.4.1.3 Cables for wireless installation 

Communication cables connecting to wireless devices shall conform to the requirements of 
this standard. 

4.4.1.4 Optical fibre cables 

Optical fibre cables to support specific CPs shall meet the requirements or recommendations 
of the CP (see IEC 60794 series). 

The planner shall select the appropriate optical fibre cable to support the required channel 
lengths and number of connections for the CP to be installed. 

NOTE The CP may include both maximum and minimum channel lengths and/or insertion loss limits. 

The planner shall review the relevant installation profile for additional requirements or 
recommendations for optical fibre cables. 

The planner shall use the data defined in the respective installation profile according to the 
templates given in Table 6. 

NOTE Some additional information that shall be considered by the installer and maintenance personnel are given 
in the relevant clauses of this standard. 

Table 6 – Information relevant to optical fibre cables 

Characteristic 9..10/125 µm 
single mode 

silica 

50/125 µm 
multimode 

silica 

62,5/125 µm 
multimode 

silica  

980/1 000 
µm step 

index POF 

200/230 µm step 
index hard clad 

silica 

Attenuation per km 
(650 nm) 

     

Attenuation per km 
(820 nm) 

     

Attenuation per km 
(1 310 nm) 

     

Number of optical fibres      

Connector type (e.g. 
duplex or simplex) 

     

Jacket colour requirements      

Jacket material      
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Characteristic 9..10/125 µm 
single mode 

silica 

50/125 µm 
multimode 

silica 

62,5/125 µm 
multimode 

silica  

980/1 000 
µm step 

index POF 

200/230 µm step 
index hard clad 

silica 

Resistance to harsh 
environment (e.g. UV, oil 
resist, LS0H) 

     

Breakout (Y/N)      

Other characteristics a      
a Insert here the name of the needed other characteristics (one or more, as needed). 

4.4.1.5 Special purpose balanced and optical fibre cables  

The following cables provide support for special applications. The planner shall consider any 
additional cabling attributes required to provide the desired life cycle of the cabling system. 

Some examples of special purpose balanced cables and optical fibre cables are the following: 

a) festoon cables; 
b) high flex cables; 
c) high flex cables for three dimensional movement; 
d) UV-resistant cables; 
e) weld splatter cables. 

Selection of high flex cables should take the following into account: 

• cables are rated differently for rolling “C” track (also know as a drag chain) and robotic 
applications where the cable is moved in a bending flex way (also known as “tic-toc”); 

• cables should only be used where needed, i.e. in the high flex area; 

• increased attenuation of copper cables (for example due to conductor stranding) that may 
affect channel length; 

• cables should be properly secured to the moving machinery to minimize bending, twisting 
and abrasion; 

• specified cable bend radius shall be maintained; 

• cables should be installed with connectors at each end for maintenance purposes. 

It is common for high flex cables to be used in robotic welding applications. In this case weld 
splatter sheath materials should be considered. 

4.4.1.6 Specific requirements for CPs  

Additional information regarding the cable requirements for a specific industrial network may 
be found in the respective installation profile. 

If hybrid cables are supported for a network, the requirements shall be specified in the 
relevant installation profile. 

4.4.1.7 Specific requirements for generic cabling in accordance with ISO/IEC 24702 

ISO/IEC 24702 requires the components to be selected and used in order that the desired 
channel performance is provided within the specified environment. 

ISO/IEC 24702 also 

• specifies reference implementations which link particular component specifications to 
channel transmission performance; 
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• provides appropriate methods of component specification, for example by reference to 
detailed specifications produced by other IEC committees. 

The planner shall ensure that the components specified and their use within a channel 
provides the required transmission performance. 

The planner shall ensure that a maintenance system is in place to maintain channel 
performance during the operational life of the cabling. 

4.4.2 Connecting hardware selection 

4.4.2.1 Common description 

The planner shall ensure that connectors provide the required transmission performance in 
the specified environment (by reference to the MICE classification system or equivalent, see 
4.2.3.1).  

The planner shall use the appropriate pin-pair assignment based on Annex H and the specific 
installation profile in use. 

The wire colour codes for CP specific connectors are defined in Annex D.  

4.4.2.2 Connecting hardware for balanced cabling CPs based on Ethernet 

This standard recognizes sealed connector housings variants 1 and 6 of IEC 61076-3-106 and 
sealed connector housing variant 14 described in IEC 61076-3-117 for the encapsulation of 8-
way modular connector compliant with IEC 60603-7. In the case of applications requiring the 
non-sealed connectivity, 8-way modular connectors specified in IEC 60603-7 shall be used. 
The installation of the variant 1, 6 or 14 at the AO is dependant on the selected CP. In 
addition the M12-4 D-coding connector described in IEC 61076-2-101 for industrial Ethernet 
may be used at the AO. 

NOTE The above connector variants (1, 6 and 14) are reverse compatible with cords as defined by 
ISO/IEC 24702 and ensure a reverse compatibility to IEC 60603-7. Therefore the standard test equipment may be 
used for network validation and troubleshooting. 

Devices and AOs shall be fitted with sockets. Cables shall be fitted with plugs to interface with 
devices and AOs. 

The planner shall use the data defined in the respective installation profile according to the 
template given in Table 7. 

Table 7 – Connectors for balanced cabling CPs based on Ethernet 

 
IEC 60603-7-x 

 a 
IEC 61076-3-106 

 b 
IEC 61076-3-117 

 b 
IEC 61076-2-101 

 

  
(shielded) 

 
(unshielded) 

 
Variant 1 

 
Variant 6 

 
Variant 14 

M12-4 with 
D-coding 

CP x/y       
a For IEC 60603-7-x, the connector selection is based on the desired channel performance. 
b Housings to protect connectors. 

 
4.4.2.3 Connecting hardware for copper cabling CPs not based on Ethernet  

The planner shall use the data defined in the respective installation profile according to the 
templates given in Table 8. 
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Table 8 – Connectors for copper cabling CPs not based on Ethernet  

 

IEC 
60807-2 

or 

IEC 
60807-3 

IEC 60947-5-2 

or 

IEC 61076-2-101 

 
IEC 

61169-8 

ANSI/NFPA 
T3.5.29 R1-2003 

 
Others 

 Sub-D M12-5 with  
A-coding 

M12-5 with 
B-coding 

M12-n with 
X-coding 

Coaxial 
(BNC) M 18 

7/8-16 
UN-2B 
THD 

Open 
style 

Terminal 
block Others 

CP 
x/y            

NOTE For M12-5 connectors, there are many applications using these connectors that are not compatible and 
when mixed may cause damage to the applications. 

 
4.4.2.4 Connecting hardware for wireless installation  

None. 

4.4.2.5 Connecting hardware for optical fibre cabling  

For optical cable connectors (see IEC 60874-10, IEC 60874-14, etc.) of an industrial network 
the planner shall use the data defined in the respective installation profile according to the 
template given in Table 9 and the Table 10. 

Table 9 – Optical fibre connecting hardware  

 IEC 61754-2 IEC 61754-4 IEC 61754-24  IEC 61754-20 IEC 61754-22 Others 

BFOC/2,5 SC SC-RJ LC F-SMA  

CP x/y       

NOTE IEC 61754 series defines the optical fibre connector mechanical interfaces; performance 
specifications for optical fibre connectors terminated to specific fibre types are standardised in IEC 61753 
series. 

 
Table 10 – Relationship between FOC and fibre types (CP x/y) 

 Fibre type 

9..10/125 
µm single 

mode 
silica 

50/125 µm 
multimode 

silica 

62,5/125 µm 
multimode 

silica  

980/1 000 µm 
step index 

POF 

200/230 µm 
step index 
hard clad 

silica 

Others 

BFOC/2,5       

SC       

SC-RJ       

LC       

F-SMA       

Others       

NOTE  

 
4.4.2.6 Specific requirements for CPs  

Additional information regarding the connecting hardware requirements for a specific 
industrial network may be found in the respective installation profile. 
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4.4.2.7 Specific requirements for generic cabling in accordance with ISO/IEC 24702  

See 4.4.1.7 

4.4.3 Connections within a channel/permanent link  

4.4.3.1 Common description 

For the purposes of this subclause the terms channel and permanent link as defined in 
ISO/IEC 24702 are modified as in 3.1.18 and 3.1.47 in order to allow them be used for CPs in 
accordance with IEC 61784-5 series. 

The planner shall request that the maximum channel lengths as defined by the specific 
installation profile for the specific cabling media is not exceeded. However, the quality of 
service depends on the length of the channel and the number of connections and splices 
within it (see 4.4.3.2.3).  

As the number of connections and splices in the channel increases so does the insertion loss, 
which then decreases the signal to noise ratio of the channel. 

For balanced cabling the planner shall request that unused pairs in an active channel are 
terminated in accordance with 4.4.1.2. 

The planner shall ensure that the impact of the number of connections within the channel is 
taken into account as described in this subclause. With regards to the number of connections 
in a channel, the reference implementations as described in ISO/IEC 24702 are limited to 4. If 
the planning requires more than 4 connections, then additional analysis may be required. 
Channel performance measurements may be required to assure that the channel meets the 
requirements of the application. 

The planner shall ensure that an appropriate maintenance system is in place to maintain 
channel performance during the operational life of the cabling.  

4.4.3.2 Balanced cabling connections and splices for CPs based on Ethernet 

4.4.3.2.1 Common description 

Ethernet-based networks shall comply with the following rules. 

• The reference implementations as described in ISO/IEC 24702 (with specified structure, 
components and performance).  

• The transmission performance shall be in accordance with the relevant class requirements 
as defined in ISO/IEC 24702. It shall be noted that these classes include requirements for 
TCL, ELTCTL and coupling attenuation with respect to MICE classification (E1, E2 or E3). 

• Configurations beyond the reference implementations that are supported for a CP shall be 
fully described in the CP installation profile. 

a) Basic reference implementation 

Figure 12 shows the model used to correlate cabling dimensions specified in this clause with 
the channel specifications in ISO/IEC 24702. The cabling channel shown contains two 
connections at each end and two cords at each end of the channel. For the purposes of this 
subclause, jumpers are treated as cords. 
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EQPCEQP C C

Cord Cord

Channel = 100 m max.

Cable C

CC C

Cord Cord  

Figure 12 – Basic reference implementation model 

The basic reference implementation approach of Table 11 allows the length of the cable C to 
be adjusted to compensate for variable cord lengths and channel operating temperature.  

Table 11 – Basic reference implementation equations 

        Component 
 
Category 

Class 

D E F 

5 C = (113 - 2xN - F×Y) / X a - - 

6 C = (115 - N - F×Y) / X C = (106 - N - F×Y) / X  

7 C = (119 - N - F×Y) / X C = (109 - N - F×Y) / X C = (106 - N - F×Y) / X 

For operating temperatures above 20 °C, the cable length C should be reduced by 0,2 % per °C for shielded cables and 
0,4 % per °C (20 °C to 40 °C) and 0,6 % per °C (> 40 °C to 60 °C) for unshielded cables. Where the operating 
temperature exceeds 60 °C then manufacturers’ information shall be consulted regarding the required reductions in cable 
length. 

NOTE The required channel performance is provided using the equations provided in this table and based upon a 
statistical approach of performance modelling. 

a Where 

C is the length of the fixed cable (m); 

N is the number of connections (subject to maximum of 4, otherwise NEXT, Return Loss and ELFEXT performance 
should be verified); 

F is the combined length of cords and jumpers (m); 

X is the ratio of the insertion loss of the fixed cable C (dB/m) to the insertion loss of the relevant Category of cable 
(dB/m); 

Y is the ratio of insertion loss of the cords/jumpers (dB/m) to the insertion loss of the relevant Category of cable 
(dB/m). 

 
In Table 11 it is assumed that 

• the maximum channel length is 100 m; 

• the cable C may have a different insertion loss specification than the relevant category of 
cable specified in IEC 61156 series; 

• the flexible cable within the cords may have a different insertion loss specification than 
that used in the fixed cable; 

• the cables within all the cords in the channel have a common insertion loss specification; 

• all cables and cords are subject to the same temperature conditions. 

The length of the cable C shall be determined by the equations defined in Table 11.  

When four connections are used in a channel, the length of the cable C should be at least 
15 m. The maximum length of the cable C will depend on the total length of cords to be 
supported within a channel. The maximum lengths of cords shall be fixed and during the 
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operation of the installed cabling, a management system should be implemented to ensure 
that the cords used to create the channel conform to these design limits. 

b) Enhanced reference implementation 

Figure 13 shows the model used to correlate cabling dimensions specified in this clause with 
the channel specifications in ISO/IEC 24702. The cabling channel shown contains four 
connections. For the purposes of this subclause, jumpers are equivalent to cords. 

 

 
 

  

Figure 13 – Enhanced reference implementation model 

The channel includes cords or cables in a flexible order.  

In Table 12  it is assumed that 

a) the maximum channel length is 100 m; 
b) all the cables may have a different insertion loss specification than the relevant Category 

of cable specified in IEC 61156 series; 
c) each of the cables may have different insertion loss specifications; 
d) each of the cables may be subject to different temperature conditions. 

The length of the cords used within a channel of a given class shall be determined by the 
equations defined in Table 12. 

Where a proposed implementation would result in a cable separating two pair of connections 
within the channel with a length less than 15/Y (m), then validation shall be performed to 
confirm channel performance. 

NOTE Yi is defined in Table 12.  

The planner shall require that, during the operation of the installed cabling, the maintenance 
organisation ensures that the cords used to create the channel conform to the design rules of 
the channel. 
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Table 12 – Enhanced reference implementation equations 

     Component 
 
Category 

Class  

D E F 

5 ΣF i×Y ixZ i (i=1 to j ) ≤ 113 - 2xN a - - 

6 ΣF i×Y ixZ i (i=1 to j ) ≤ 115 - N  ΣF i×Y ixZ i (i=1 to j ) ≤ 106 - N  

7 ΣF i×Y ixZ i (i=1 to j ) ≤ 119 - N ΣF i×Y ixZ i (i=1 to j ) ≤ 109 - N ΣF i×Y ixZ i (i=1 to j ) ≤ 106 - N 

NOTE The required channel performance is provided using the equations provided in this table and based upon a 
statistical approach of performance modelling. 

a Where 

I  is the cable section from 1 to j (subject to a minimum of 1 and a maximum of 5); 

N  is the number of connections (subject to maximum of 4, otherwise NEXT, Return Loss and ELFEXT performance 
should be verified); 

F i   is the length of the cable (m); 

Y i  is the ratio of the insertion loss of the cable (dB/m) to the insertion loss of the relevant Category of cable (dB/m); 

Zi  is the derating of insertion loss of the cords (dB/m) for operating temperatures above 20 °C, defined in Table 13. 

 
Table 13 – Correction factor Z for operating temperature above 20 °C 

Cable construction Correction factor Z a 

20 °C < T < 40 °C 40 °C < T < 60 °C 

Shielded 1 + 0,002 × (T - 20) 1 + 0,002 × (T - 20) 

Unshielded 1 + 0,004 × (T - 20) 1 + 0,006 × (T - 20) 

a Where the operating temperature exceeds 60 °C, then manufacturers’ information shall be consulted 
regarding the appropriate factors. 

 
As regards the channel measurements, the planner shall request that, in the case of end 
connections different from those specified for the standard channel, the test equipment shall 
be calibrated with the used patch cords or adapters. 

4.4.3.2.2 Connections minimum distance 

Any requirements within the specific CP installation profile for minimum distance between 
connections shall be applied. 

4.4.3.2.3 Balanced cabling splices 

Splices shall only be used as a means of repair. Splices shall be done by the means of either 
a suitable junction box or  a plug and jack combination. The number of connections shall be 
taken into account.  

4.4.3.2.4 Balanced cabling bulkhead connections 

A bulkhead connection that does not have the transmission performance of a single 
connection shall be counted as two connections. 

When the bulkhead supports 4 pair to 2 pair conversion (e.g. 8-way modular to M12), 
accommodations shall be made to terminate the unused pairs differentially. Connection to 
earth is not allowed either through a capacitor or direct.  

NOTE Additional information on bulkheads is provided in Annex J. The content of Annex J differs from that of 
ISO/IEC 24702. 
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A bulkhead cable gland may be used instead of a bulkhead connection when the use of the 
bulkhead connection is not compatible with the limit of connections in the channel. 

4.4.3.2.5 Balanced cabling J-J adaptors  

A J-J adaptor connection that does not have the transmission performance of a single 
connection shall be counted as two connections. 

J-J adaptors are suitable to connect fixed cabling and flexible cabling, for example, for rolling 
c-track within a machine. J-J adaptors are also suitable to provide the connections in a 
conveyor belt composed of several modules that are plugged together when they are put into 
operation. 

4.4.3.3 Copper cabling connections and splices for CPs not based on Ethernet  

4.4.3.3.1 Common description  

The number of allowed connections versus the fieldbus length shall be as described in the 
relevant CP.  

4.4.3.3.2 Connections minimum distance  

See 4.4.3.2.2. 

4.4.3.3.3 Copper cabling splices 

See 4.4.3.2.3. 

4.4.3.3.4 Copper cabling bulkhead connections  

See 4.4.3.2.4. 

4.4.3.3.5 Copper cabling J-J adaptors  

See 4.4.3.2.5. 

4.4.3.4 Optical fibre cabling connections and splices for CPs based on Ethernet  

4.4.3.4.1 Common description 

The maximum channel insertion loss specified for the CP (by reference to the ISO/IEC 8802-
3) defines the possible configurations of the cabling at the specified wavelength as follows: 

L = 1 000 × (A - iM - jS)/C 

where 

L is the channel length (m); 
A is the maximum channel insertion loss/optical power budget (dB); 
M is the insertion loss specification of each connection (dB); 
S is the insertion loss specification of each splice (dB); 
i is the number of connections in the channel; 
j  is the number of splices in the channel; 
C  is the cable attenuation coefficient (dB/km). 

Any requirements concerning maximum channel lengths together with numbers of, or 
specification of, component within the specific CP shall be applied. Reference should be 
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