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INTERNATIONAL ELECTROTECHNICAL COMMISSION
DIGITAL AUDIO -
INTERFACE FOR NON-LINEAR PCM ENCODED
AUDIO BITSTREAMS APPLYING IEC 60958 -

Part 3: Non-linear PCM bitstreams according to
the AC-3 and enhanced AC-3 formats

FOREWORD

all national electrotechnical committees (IEC National Committees).
international co-operation on all questions concerning standardization in

consensus of opinion on the relevant s
interested IEC National Committees.

4) In order to promote international i i ional-Committees undertake to apply IEC Publications
axi ible ational and regional publications. Any divergence
between any IEC Publication_an e corresponding national or regional publication shall be clearly indicated in

the latter.
5) IEC provides no i indicate”its approval and cannot be rendered responsible for any
equipment declared’to in“e it

7) No liability sh i ireCtors, employees, servants or agents including individual experts and
members of/its te ittees and IEC National Committees for any personal injury, property damage or

8) Attention is draw the Normative references cited in this publication. Use of the referenced publications is
indispensable forthe cogrect application of this publication.

9) Attention is drawn to“the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 61937-3 has been prepared by technical area 4: Digital system
interfaces, of IEC technical committee 100: Audio, video and multimedia systems and
equipment.

This second edition of IEC 61937-3 cancels and replaces the first edition published in 2003.
This edition contains the following significant technical changes with respect to the previous
edition.

a) The definition of the audio data-burst required to deliver enhanced AC-3 bitstreams has
been added.

b) The definition of the latency of an enhanced AC-3 decoder has been added.
c) The use of pause data-bursts when delivering enhanced AC-3 bitstreams has been added.
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This bilingual version (2012-12) corresponds to the monolingual English version, published in
2007-11. The text of this standard is based on the following documents:

CbhV Report on voting
100/1207/CDV 100/1291/RVC

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

The French version of this standard has not been voted upon.

webS|te

The committee has decided that the contents of this publicati
maintenance result date indicated on the IEC web site unc
related to the specific publication. At this date, the pu

* reconfirmed,
+ withdrawn,
* replaced by a revised edition, or

&g&

Documents

Document Sharing Hub

Full document details: IEC 61937-3 2007


http://avadocuments2026.com/doc/iec-61937-3-2007
http://avadocuments2026.com/doc/iec-61937-3-2007

61937-3 © IEC:2007 -5-
DIGITAL AUDIO -
INTERFACE FOR NON-LINEAR PCM ENCODED
AUDIO BITSTREAMS APPLYING IEC 60958 -

Part 3: Non-linear PCM bitstreams according to
the AC-3 and enhanced AC-3 formats

1 Scope

This part of IEC 61937 describes the method used to convey no bitstreams

encoded according to the AC-3 and enhanced AC-3 formats.

2 Normative references

is document. For
the latest edition of

The following referenced documents are indispensable for th
dated references, only the edition cited applies. For/unde
the referenced document (including any amendments) applies.

IEC 60958 (all parts), Digital audio inté

face

IEC 61937-1:2007, Digital audio intel
applying IEC 60958 — Part 1: General

ace for\no ear PCM encoded audio bitstreams

IEC 61937-2:2007, Digita au' interface on-linear PCM encoded audio bitstreams

applying IEC 60958 —

ATSC Standard @ Digi

3.1

3.1.1

latency

delay time of an external audio decoder to decode an AC-3 or enhanced AC-3 data burst,
defined as the sum of two values of the receiving delay time and the decoding delay time

3.1.2

stream type

an enhanced AC-3 bitstream is constructed from one or more substreams, with each
substream being constructed from a sequence of frames. The stream type parameter of an
enhanced AC-3 frame identifies the type of substream of which the frame is a part
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3.1.3

substream identification

substream identification parameter of an enhanced AC-3 frame which, in conjunction with the
stream type parameter, identifies the substream in the bitstream of which the enhanced AC-3
frame is a part

3.14

converter synchronization flag

flag used for synchronization by a device that converts an enhanced AC-3 bitstream to a
bitstream compliant with an AC-3 decoder and indicates that the first block in this enhanced
AC-3 frame will form the first block of the AC-3 frame output by the conversion process

3.1.5
block identification flag
if the stream type value of an enhanced AC-3 substream is two, indicati

3.2 Abbreviations

ATSC

ETSI European Telecommunication £
IEC

ISO/IEC MPEG Moving Pictures Expert G

4 Mapping of the audio bitstrea

4.1 General

The coding of the bitstream dance with IEC 61937-1 and 61937-2.

4.2 AC-3 and<r>an
The 16-bit burst-infoContain ormation’about the data which will be found in the data-burst
(see Table 1).

<\ able 1 - Fields of burst-info
Data- -x Contents Reference Repetition period of
type ata-type point R data-burst measured in
Value of Value of IEC 60958 frames
Pc bits Pc bits

0-4 5-6
1 0 AC-3 R-AC-3 1536
21 0 Enhanced AC-3 Bit 0 of Pa 6 144
1-3 Reserved Reserved Reserved

5 Format of AC-3 and enhanced AC-3 data-bursts

5.1 General

This clause specifies the audio data-bursts AC-3 and enhanced AC-3. Specific properties such
as reference points, repetition periods, the method of filling stream gaps, and decoding latency
are specified.
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The decoding latency (or delay), indicated for the data-type, should be used by the transmitter
to schedule data-bursts as necessary to establish synchronization between picture and

decoded audio.

5.2

Pause data-burst

Pause data-bursts for AC-3 and enhanced AC-3 are given in Table 2.

Table 2 — Repetition period of the pause data-bursts

Data-type of

audio data-burst

Repetition period of pause data-burst

Mandatory R mended
AC-3 - 34EC 60958 frames
Enhanced AC-3

5.3

5.3.1 AC-3 data

The length of the AC-3 da

AC-3 frame length).

A52/B or in ETSI TS 1

Audio data-bursts

-burst_will

The specification

Th

- Caiechois ranes
%

data-type of an AC-3
coded audio channel (Ieft

ericoded bit rate (which determines the
tream may be found in ATSC Standard

Pa | Pb | Pc )@rg\w Pa | Pb | Pc | Pd | AC-3 burst-payload
. ! R\Ji ! ! ! 'R-AC-3 !
' frame I Stuffing | AC-3 frame |
| Regular rate of the AC-3 syncframes K
E Repetition period of the burst :
Figure 1 — AC-3 data-burst, with reference point R
The data-type-dependent info for AC-3 is given in Table 3.
Table 3 — Data-type-dependent information when data-type = 1
Bits of Pc Data type dependent,
LSB..MSB bit number Contents
LSB...MSB
8-10 0-2 Value of ‘bsmod’ parameter in AC-3 elementary stream
11, 12 3-4 Reserved
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