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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTRICITY METERING - DATA EXCHANGE
FOR METER READING, TARIFF AND LOAD CONTROL -

Part 62: Interface classes

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for stndard|t|on comprising
all national electrotechnical committees (IEC National Committees). The objeg to promote
international co-operation on all questions concerning standardization in the electf\
this end and in addition to other activities, IEC publishes International Sta
Technical Reports, Publicly Available Specifications (PAS) and Guides 3
Publication(s)”). Their preparation is entrusted to technical committees; a E i njtte®/interested
in the subject dealt with may participate in this preparatory work b Y
governmental organlzatlons Ilalsmg with the IEC also part|0|pate in th

agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical mattg as early as possible, an lnternatlonal
consensus of opinion on the relevant subjects since eac
interested IEC National Committees.

the latter.

5) IEC provides no marki
equipment declared to

6) All users should@ ,
7) No liability shall atdcprt

The International Electrotechnical Commission (IEC) draws attention to the fact that it is claimed that compliance
with this International Standard may involve the use of a maintenance service concerning the stack of protocols on
which the present standard IEC 62056-62 is based.

The IEC takes no position concerning the evidence, validity and scope of this maintenance service.

The provider of the maintenance service has assured the IEC that he is willing to provide services under
reasonable and non-discriminatory terms and conditions with applicants throughout the world. In this respect, the

statement of the provider of the maintenance service is registered with the IEC. Information (see also 4.6.2 and
Annex E) may be obtained from:

DLMS?' User Association
Geneva / Switzerland

www.dIms.ch

1 Device Language Message Specification. Documents
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International Standard IEC 62056-62 Ed. 2 has been prepared by IEC technical committee 13:
Equipment for electrical energy measurement and load control.

This second edition cancels and replaces the first edition published in 2002 and constitutes a
technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

e the list of common data types has been amended, some new types have been added;

e formatting for floating point numbers has been added,;

¢ new HLS mechanisms have been added;

types;
e new units have been added,;

e encoding of application_context_name and authentication
the Association LN class has has been clarified;

e new interface classes “Register table” and “Statu

added. References to related IET
have been added;

e several amendments in Annex D ¢

The text of this standard is\based on th
N

Report on voting

FD
<@/1§8\9/Fb1§ 13/1400/RVD

the maintenance t date indicated on the IEC web site under "http://webstore.iec.ch" in
the data related to thfe specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

» replaced by a revised edition, or
*+ amended.

A bilingual version of the publication may be issued at a later date.
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INTRODUCTION

Driven by the need of the utilities to optimize their business processes, the meter becomes
more and more part of an integrated metering and billing system. Whereas in the past the
commercial value of a meter was mainly generated by its data acquisition and processing
capabilities, nowadays the critical issues are system integration and interoperability.

The Companion Specification for Energy Metering (COSEM) addresses these challenges by
looking at the meter as an integrated part of a commercial process, which starts with the
measurement of the delivered product (energy) and ends with the revenue collection.

processes. The

The meter is specified by its “behaviour” as seen from the utility's busing

meter. The client applications that support the business proc
and meter manufacturers make use of this server model. The
its structural model (the list of objects visible through the\Ni
the attributes and specific methods of these objects.

different users and manufacturers wit
interoperability.
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ELECTRICITY METERING - DATA EXCHANGE
FOR METER READING, TARIFF AND LOAD CONTROL -

Part 62: Interface classes

1 Scope

communication
in the form of

This part of IEC 62056 specifies a model of a meter as it is seen through i
interface(s). Generic building blocks are defined using object-oriented me
interface classes to model meters from simple up to very complex func}iona

2 Normative references

Electrical and electronic

IEC 60050-300:2001, International Electrotech
y eneral terms relating to

measurements and measuring insty

type of instrument
IEC 60559:1989, Binary f ing-p { a jcroprocessor systems

IEC 61334-4-41: 1996 Distribwution using distribution line carrier systems — Part 4:
Data communicatien prxotoco { Mpplication protocols — Distribution line message
specification

IEC 62051:1999, / ateri lossary of terms

IEC 62051- netering — Data exchange for meter reading, tariff and load
control — Terms related to data exchange with metering
equipmeént

IEC 62056-21 Electricity metering — Data exchange for meter reading, tariff and load
control

IEC 62056-31:1999, Electricity metering — Data exchange for meter reading, tariff and load
control — Part 31: Using local area networks on twisted pair with carrier signalling

IEC 62056-46:2002, Electricity metering — Data exchange for meter reading, tariff and load
control — Part 46: Data link layer using HDL C-protocol
Amendment 12

IEC 62056-47:2006, Electricity metering — Data exchange for meter reading, tariff and load
control — Part 47: COSEM transport layers for IPv4 networks

IEC 62056-53:2006, Electricity metering — Data exchange for meter reading, tariff and load
control — Part 53: COSEM Application layer

2 To be published. Documents
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IEC 62056-61:2006, Electricity metering — Data exchange for meter reading, tariff and load
control — Part 61: Object identification system(OBIS)

ANSI C12.19:1997 / IEEE 1377:1997, Utility Industry End Device Data Tables

STD 0005: 1981, Internet Protocol (Also: IETF RFC 0791, RFC 0792, RFC 0919, RFC 0922,
RFC 0950, RFC 1112)

STD 0051: 1994, The Point-to-Point Protocol (PPP) (Also: IETF RFC 1661, RFC 1662)

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the terms and definitions
IEC 62051, and IEC 62051-1 apply.

3.2 Abbreviations

AARE Application Association Respon
AARQ
ACSE
APDU
ASE
A-XDR
CHAP
COSEM
CtoS
DHCP
DLMS
DNS
EAP
GMT

Application Association ReQ

9,

reehwich Mean Time

GPS al Positioning System

HLS igh Level Security

IANA Internet Assigned Numbers Authority
IC Interface Class

IETF Internet Engineering Task Force

IP Internet Protocol

IPCP Internet Protocol Control Protocol
LCP Link Control Protocol

LLS Low Level Security

LN Logical Name

LSB Least Significant Bit

m mandatory

MD5S Message Digest Algorithm 5

MSB Most Significant Bit

o Optional Documents
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OBIS OBject Identification System

PAP Password Authentication Protocol
PDU Protocol Data Unit

PLMN Public Land Mobile Network

PPP Point-to-Point Protocol

PSTN Public Switched Telephone Network
ROHC Robust Header Compression
SAP Service Access Point

SHA-1 Secure Hash Algorithm

SMS Short Message Service

SMTP Simple Mail Transfer Protocol

SN Short Name

StoC Server to Client Challenge

4 Basic principles

4.1 General

This subclause describes the basic
built. It also gives a short overview
classes) are used for communicatio
equipment from different vendors, fol
interoperable way.

Object modelling: for sp
modelling. An object i

haracteristics are generalized as an interface class with a
class, the common characteristics (attributes and methods) are
jects. Instantiations of an interface class are called COSEM objects.

class_idy
described onge for al| ob

Manufacturers may>“add proprietary methods or attributes to any object, using negative
numbers.

Figure 1 illustrates these terms by means of an example:
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Class Methods Object Attribute Values
class identifier Attributes Instantiation \L

2 _ \\\L

Register class_id=3 - X

Total Positive

logical_name: octet-string ¥/ \\ activelenergydiieg)stol
value: instance specific \ logical_name =[1 1 1 8 0 255]
\ value = 1483
\
\
\
\
reset \

Total Positive
Reactive Energy: Re

logical_name =[1 1 55]
value = 57

N

IEC 305/02

Figure 1 — An interface class and jts instan

The interface class “Register” is formed Xy €ombifiing he@at és necessary to model the
behaviour of a generic register (containj information) as seen from the
client (central unit, hand-held terminal)- he reg|ster are identified by the

Defining a specific i sevefal specific registers. In the example of

Figure 1, the meter contaj i e"two specific COSEM objects of the class
“Register” are i . specific values are assigned to the different
attributes. Thro@ one \COSEM object becomes a “total, positive, active
energy register” whe es a “total, positive, reactive energy register

the “outside”. , g vafue of an attribute must always be initiated from the outside (e.g.
resetting the v 3 \ nally initiated changes of the attributes are not described in this model (e.g.

This subclause describes the notation used to define the interface classes.

A short text describes the functionality and application of the class. A table gives an overview
of the class including the class name, the attributes, and the methods (class description

template).
Class name Cardinality class_id, version
Attribute(s) Data type Min. Max. Def.
1. logical_name (static) | octet-string
2. .. (-0
3. (...)
Spec:flc method(s) (if required) m/o
1.
2.

Each attribute and method must be described in detail.
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Class name Describes the class (e.g. “Register”, “Clock”, “Profile generic’,...)
Cardinality Specifies the number of instances of the class within a logical device (see
4.6).
value The class shall be instantiated exactly “value”
times.
min...max. The class shall be instantiated at least “min.” times

and at most “max.” times. If min. is zero (0) then the
class is optional, otherwise (min.>0) "min."
instantiations of the class are mandatory.
class_id Identification code of the class (range 0 to 65 535). The class_id of each
object is retrieved together with the logical name by reading the object_list
attribute of an “Association LN” / "Association SN” object:

for user group specific interface classes. D
assign ranges to individual manufacturers qr
Version Identification code of the version of the
is retrieved together with the logical

Within one logical device, a
the same version./\

Attribute(s) Specifies the attribute(s)

(dyn.)

(stat/c) ttribute, which is not updated by the

.g. configuration data).

logical_name oct t st e Io |cal name is always the first attribute of a class.
Q |es the instantiation (COSEM object) of this
s The value of the logical _name conforms to

(see IEC 62056-61).

Data type < \%KW@ type of an attribute (see 4.3).

Min. if the attribute has a minimum value.

The attribute has a minimum value.

<empty> The attribute has no minimum value.
Max. Defines if the attribute has a maximum value.
X The attribute has a maximum value.
<empty> The attribute has no maximum value.
Def. Specifies if the attribute has a default value. This is the value of the

attribute after reset.
X The attribute has a default value.

<empty> The default value is not defined by the class definition.

Documents

Document Sharing Hub

Full document details: IEC 62056-62 2006


http://www.avadocuments.com/doc/iec-62056-62-2006
http://www.avadocuments.com/doc/iec-62056-62-2006

-12 - 62056-62 © IEC:2006(E)

Specific Provides a list of the specific methods that belong to the object.
method(s)
Method Name () The method has to be described in the subsection
"Method description".

m/o Defines if the method is mandatory or optional.
m (mandatory) The method is mandatory.
o (optional) The method is optional.

Attribute description

Describes each attribute with its data type (if the data type is not simp s~( ormat and
its properties (minimum, maximum and default values).

Method description

attribute specification.

4.3 Common data

The following ta@ ins t

pes usable for attributes of COSEM objects.

Common data types

Type descr}\o\ \ Tag}\ Definition Value range
--simple data t
null- data( \ \ \[0]
boolean N\ hM31 | boolean TRUE or FALSE
bit-string > [4] An ordered sequence of boolean values
double-long [5] Integer32 -2 147 483 648...
2 147 483 647
double-long-unsigned [6] Unsigned32 0...4 294 967 295
octet-string [9] An ordered sequence of octets (8 bit bytes)
visible-string [10] An ordered sequence of ASCII characters
bcd [13] binary coded decimal
integer [15] Integer8 -128...127
long [16] Integer16 -32 768...32 767
unsigned [17] Unsigned8 0...255
long-unsigned [18] Unsigned16 0...65 535
long64 [20] Integer64 - 2% 2%
long64-unsigned [21] Unsigned64 0...2%-1
Documents
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Table 1 (continued)

Type description Tag 2 Definition Value range

enum [22] The elements of the enumeration type are
defined in the “Attribute description” section
of a COSEM interface class specification.

float32 [23] OCTET STRING (SIZE(4)) For formatting, see 4.4.2.
floate4 [24] OCTET STRING (SIZE(8))

date_time [25] OCTET STRING (SIZE(12)) For formatting, see 4.4.1.
date [26] OCTET STRING (SIZE(5))

time [27] | OCTET STRING (SIZE(4)) /\

--complex data types ™

array [1] The elements of the array are defined i thé\
“Attribute description” section of a COSEM

interface class specification.

structure [2] The elements of the structure dafined in
the “Attribute description” (Sec of
COSEM interface class specification.

compact array [19] The elements of th(—i{:ompac

7

defined in the “Attribute dgscriptio

of a COSEM interfffmg lass spe

--CHOICE

¥pes is defined in the
ion” section of a COSEM

types date, time and ate _time, as defined in the relevant interface class definition.

NOTE 1 In future versiohs of interface classes and in newly defined interface classes, only the data types date,
time and date_time will be used.

NOTE 2 The (SIZE( )) specifications do not apply if date, time or date_time are represented by data type octet-
string.

date OCTET STRING (SIZE(5))

{
year highbyte,
year lowbyte,
month,
day of month,
day of week
}
year: interpreted as long-unsigned
range 0...big
OxFFFF = not specified

year highbyte and year lowbyte reference the 2 bytes B@etlments
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long-unsigned

month: interpreted as unsigned
range 1...12, OxFD, OxFE, OxFF
1 is January
OxFD = daylight_savings_end
OxFE = daylight_savings_begin
O0xFF = not specified

dayOfMonth: interpreted as unsigned
range 1...31, OxFD, OxFE, OxFF
0xFD = 2" last day of month
OxFE = last day of month
0xEO to OxFC = reserved
O0xFF = not specified

dayOfWeek: interpreted as unsigned
range 1...7, OxFF
1 is Monday
OxFF = not spe

The ele

S fied (OXFE) and day of week
pecifies the last calendar day of the

pecified (e.g. 7, Sunday) then it is the
of the weekday specified in the month,

deflned and they are not consistent, (for
" of the month is not Wednesday in the

time ET STRING (SIZE(4))
{
hour,
minute,
second,
hundredths
}
hour: interpreted as unsigned
range 0...23, OxFF
0xFF = not specified,
minute: interpreted as unsigned
range 0...59, OxFF
0xFF = not specified,
second: interpreted as unsigned
range 0...59, OxFF
OxFF = not specified,
hundredths: interpreted as unsigned
range 0...99, OxFF
OxFF = not specified

For repetitive times the unused parts must be set to “not

specified”. Documents
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deviation long —720...720:
in minutes of local time to GMT
0x8000 = not specified

clock_status unsigned interpreted as 8 bit string

The status bits are defined as follows:
bit 0 (LSB): invalid ? value,

bit 1: doubtful ® value,

bit 2: different clock base ¢,
bit 3: invalid clock status ¢,
bit 4: reserved,

bit 5: reserved,

bit 6: reserved,

bit 7 (MSB): daylight saving active °
date_time OCTET STRING (SIZE(12))

{

year highbyte,

year lowbyte,
month

day of month,

day of week,

hour,

minute,

second,

hundredths OR
deviation 1 ,

a  Time could no
power to the clo 2

b Time could be recs

d  This bit irffdicate 2 a8 » bit of the clock status is invalid. Some bits may be correct. The exact
meanipg_shall be expiaingd in the manufacturers documentatlon

4.4.2 Floating point number formats

Floating point number formats are defined in IEC 60559.

NOTE: For the following, IEC 60559 is equivalent to IEEE 754.

The single format is:

1 8 23 ...widths
Ls | e | f |
msb Isb  msb Isb ...order
where:

- s is the sign bit;
- e is the exponent; it is 8 bits wide and the exponent bias is +127;
- fis the fraction, it is 23 bits.
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With this, the value is (if 0 < e < 255):

The double format is:

v=(=1)" 27 .(1.f)

[s |

11
e

msb

where

Isb  msb

s is the sign bit;
e is the exponent; it is 11 bits wide and the exponent bias is +1 023;
fis the fraction, it is 52 bits.

With this, the value is (of 0 < e < 2 047):

For more detail, see IEC 60559.

Isb

v=(=1) 27 (1.f)

62056-62 © IEC:2006(E)

...widths

...order

Bit 31 Bits 30-23
Sign bit | Exponent field
0 01111111
0: + Decimal value \ of
1: - exponent fiel n

expon

127-127 50
NOTE The signific inary numbey 1 followed by the radix point followed by the binary bits of the
fraction.
The encodin the data type is (all values are hexadecimal): 17 3F 80 00 00.
Exampl al value “1” represented in double floating-point format is:
Bit 63 | Bits 6% Bits 51-0
Sign Exponent i Significand
bit 01111111111 1.00000000000000000000000000000000000000000000000
0 Decimal value of | 00000
0: + exponent field and | Decimal value of the significand: 1.0000000000000000
1: - exponent:

1023-1023 =0

The encoding, including the tag of the data type is (all values are hexadecimal): 18 3F FO 00
00 00 00 00 00.

Example 3: The decimal value “62056” represented in single floating-point format is:

Bit 31
Sign bit
0

0: +

1: -

Bits 30-23
Exponent field
10001110

Decimal value of
exponent field and
exponent:
142-127 = 15

Bits 22-0

Significand

1.11100100110100000000000

Decimal value of the significand: 1.8937988

Full document details: IEC 62056-62 2006
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The encoding, including the tag of the data type is (all values are hexadecimal): 17 47 72 68 00.

Example 4: The decimal value “62056” represented in double floating-point format is:

Bit 63 | Bits 62-52 Bits 51-0
Sign Exponent field Significand
bit 10000001110 1.1110010011010000000000000000000000000000000000000000
0 Decimal value of | Decimal value of the significand: 1.8937988281250000
0: + exponent field
1: and exponent:
1038-1023 = 15

The encoding, including the tag of the data type is (all values are hexadecjmal): 18 40 EE 4D
00 00 00 00 00.

4.5 The COSEM server model

The COSEM server is structured into three hierarchical levels a

Level 1: Physical device;
Level 2: Logical device;
Level 3: Accessible COSEM objects.

g al device 2

Objects

%

\_2/ IEC 306/02
re 2 - The COSEM server model
The folldwing ee Figure 3) shows how a combined metering device can be

structured S C server model.

Physical device Combined metering device

Logical device Management logical Logical device 2 Logical device 3

device

Register
Objects “total energy” Register Register

total volume total volume”
. . Register “tariff 1”
LDN: COSEM logical device
name object @ @

A: Association object

IEC 307/02
Figure 3 — Combined metering device
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4.6 COSEM logical device
4.6.1 General

The COSEM logical device is a set of COSEM objects. Each physical device shall contain a
“Management logical device”.

The addressing of COSEM logical devices shall be provided by the addressing scheme of the
lower layers of the protocol used.

4.6.2 COSEM logical device name

The COSEM logical device can be identified by its unigue COSEM logica
name can be retrieved from an instance of IC “SAP assignment’ (see 5
object “COSEM logical device name” (see D.2.1.24).

dewice name. This
4), orgf a COSEM

identify the manufacturer of the device 3. The manufacturer i
the uniqueness of the octets that follow (up to 13 octets).

4.6.3 The “association view” of the logical devige

established. This characterizes the
communicate. The major parts of this
e the application context;

e the authentication context;
e the xDLMS context.
This information is co

two types of
referencing (“A

} object, the “Association” object. There are
fined. One for associations using short name

Depending on the g5soci d between the client and the server, different access
rights may be g arver Access rights concern a set of COSEM objects — the
visible object Re ascessed (‘seen’) within the given association. In addition, access
to attributes COSEM objects may also be restricted within the association
(e.g.ac oftlient car only read a particular attribute of a COSEM object).

by reading the~lobject list’ attribute of the appropriate association object. Additional
information about thé access rights (read only, write only, read and write) to the attributes and
the availability of the methods (within the established association) can be found via specific
attributes (logical name referencing, see 5.12) or special methods (short name referencing,
see 5.13) provided by the association objects.

4.6.4 Mandatory contents of a COSEM logical device

The following objects shall be part of each COSEM logical device. They shall be accessible
for GET/READ in all application associations with this logical device:

e COSEM logical device name object;

e current association (LN or SN) object.

3 Administered by the DLMS User Association Documents
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4.6.5 Management logical device

As specified in 4.6.1, the management logical device is a mandatory element of any physical
device, and it has a reserved address. As defined in 6.3.4 of IEC 62056-53, it must support an
application association to a public client with the lowest security level. Its role is to support
revealing the internal structure of the physical device and to support notification of events in
the server.

In addition to the “Association” object modelling the association with the public client, the
management logical device shall contain a “SAP assignment” object, giving its SAP and the
SAP of all other logical devices within the physical device. The SAP assignment object must
be readable at least by the public client.

If there is only one logical device within the physical device, the “SAP g8
be omitted.

object may

4.7 Authentication procedures
4.71 Low Level Security (LLS) authentication

ces for low level
security (LLS). Low level security authentication is/typically\use the communication

channel offers adequate security to avoid eavesdrqpping and message

(password) replay. In this case, a 4-pass authentication
5 authentication allows the authentication of the client as well

Pass2: The server transmits “challenge” StoC (e.g. a random number) to the client.

The length of the challenges shall be 8 to 64 octets.

Pass3: The client processes StoC according to the rules of the HLS authentication mechanism
negotiated. In case of HLS authentication_mechanism_id(2), the method of
processing the challenge is secret (e.g. encrypting with a secret key) which is the
HLS secret known by both the client and the server. In case of HLS
authentication_mechanism_id(3), the client appends the HLS secret to the challenge
StoC received during Pass2 and generates the digest using the MD5 algorithm (RFC
1321). In case of authentication_mechanism_id(4), the process is the same, but the
SHA_1 algorithm is used (FIPS 180-1). The result — f(StoC) — is sent back to the
server. The server checks if f(StoC) is the result of correct processing and — if
correct — accepts the authentication of the client.

Pass4: If the client is authenticated, the server processes CtoS in the same way as
described in Pass3. The result — f(CtoS) — is sent back to the client. The client
checks if f(CtoS) is the result of the correct processing and — if correct — accepts the

authentication of the server. Documents
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The HLS authentication service, supporting Pass1 is provided by the COSEM-OPEN.request
service primitive of the client application layer. The parameter "Security_Mechanism_Name"
carries the identifier of the HLS mechanism, and the parameter "Calling_
Authentication_Value" carries the challenge CtoS.

The HLS authentication service, supporting Pass2 is provided by the COSEM-OPEN.response
service primitive of the server application layer. The parameter "Security_Mechanism_Name"
carries the identifier of the HLS mechanism, and the parameter "Responding_
Authentication_Value" carries the challenge StoC.

After Pass2, the association is formally established, but the access of the client is restricted
to the method "reply_to_HLS_ authentication" of the current "association" object.

, then full

association object(s), (see 5.12, 5.13). If both passes are successf
i t or the

access is granted according to the current association. Otherwise
server aborts the association.

encryption key): change_HLS_secret.

REMARK After the client has issued the change_HLS_secret () N,
response from the server acknowledging that the secret has besg i ible that the server transmits
the acknowledgement, but due to communication problems, the pcknow; edge nent issqotfeceived at the client-side.
Therefore, the client does not know if the secret has been gha implicity reasons, the server does
not offer any special support for this case; i.e. i S

5 The interface classes

The currently defined interface clas
illustrated in Figure 4.

NOTE 1 The interface clags & i i ecified expljcitly. It contains only one attribute "logical_name".
NOTE 2 In the descrlptln of , “Clock” and “Profile generic” interface classes, the 2"
attributes are labe dif 2" attribute of the “Data” interface class, namely

"current_average_va “tire” . This is to emphasize the specific nature of the “value”.
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Base ‘

% Association LN, class_id: 15 ‘

% Data, class_id: 1 ‘ % Association SN, class_id: 12 ‘

| SAP assignment, class_id: 17 |

} Register, class_id: 3 ‘

% Activity calendar, class_id: 20 ‘
Extended register, class_id: 4 ‘
% Schedule, class_id: 10 ‘
Demand register, class_id: 5 ‘ /\
—{ Register activation, cla)%x‘{d: 6 ‘
AN\
—{ Special days table&cla\sgiiq: ﬁ\ \>
AN
—{ Single action\s‘\chedﬁls\cla\s\s_ia.\gy ‘
I\
[ Regslermanitorgass 10:2)) |
/ N
—{(Scriét t?able, C ss_\ld:\ﬁa/ ‘
V7NN
<%Utilit;{tab\e§), clas€_id: 26 |
NN/

—{ Register table, class_id: 61 ‘

—{ Profile generic, class_id: 7 ‘

—{ Clock: class_id: 8 ‘

3{ IE\G\IocaI port setup, class_id: 19 ‘

%%MDLC setup, class_id: 23 |

%odem configuration, class_id: 27 ‘

Q —{ Auto answer, class_id: 28 ‘
—{ Auto connect, class_id: 29 ‘

% IEC twisted pair (1) setup, class_id: 24 ‘

—| TCP-UDP setup, class_id: 41 |

% IPv4 setup, class_id: 42 ‘

—{ Ethernet setup, class_id: 43 ‘

—{ PPP setup, class_id: 44 |

—{ GPRS modem setup, class_id: 45 ‘

—{ SMTP setup, class_id: 46 |

—{ Status mapping, class_id: 63 ‘

IEC 2111/06

Figure 4 — Overview of the interface classes
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Data (class_id: 1)

A “Data” object stores data related to internal meter object(s). The meaning of the value is
identified by the logical_name. The data type of the value is CHOICE. “Data” is typically used
to store configuration data and parameters.

Data 0...n class_id =1, version =0
Attribute(s) Data type Min. Max. Def.
1. logical_name (static) octet-string

2. value CHOICE

Specific method(s) m/o

Attribute description

logical_name

value

A(((\\
Identifies the “Data” object instance. Identifiefs specified in
Clause D.22 and in IEC 62056-61.
Contains the data. \ \)
CHOICE
the “logical
from the
as to be chosen so,

--simple data types

null-data [0],

boolean [3 ith the logical name, an
bit-string [ g interpretation is
double-long Any simple and complex

octet-string
visible-string

--complex data types
array

structure
compact-array

}

5.2

Register (class_id: 3)

A “Register” object stores a process value or a status value with its associated unit. The
register object knows the nature of the process value or of the status value. The nature of the
value is described by the attribute “logical name” using the OBIS identification system (see
Clause D.2 and IEC 62056-61).

Full document details: IEC 62056-62 2006
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Register 0...n class_id = 3, version =0
Attribute(s) Data type Min. Max. Def.
1. logical_name (static) | octet-string
2. value (dyn.) CHOICE
3. scaler_unit (static) | scal_unit_type
Specific method(s) m/o
1. reset (data) 0

Attribute description

logical_name

Identifies the “Register” object instance. Identifiers are specified in
Clause D.2 and in IEC 62056-61.

value

Contains the current process or status value.

CHOICE The data typ
{ the mstan ati
--simple data types 3
null-data [0],

bit-string [4],

double-long [5],

double-long-unsigned [6],
octet-string
visible-string
integer

long

unsigned
long-unsigned

“Data”
object is
e scaler_unit
used or with
, unit = 255) then
atd types allowed for
value attribute of the

ta” interface class are
allowed.

scaler_unit

Provides information on the unit and the scaler of the value.

scal_unit_type: structure
{

scaler,

unit

}

scaler: integer This is the exponent (to the base of

10) of the multiplication factor.
REMARK If the value is not numerical, then
the scaler shall be set to 0.

unit: enum Enumeration defining the physical unit;

for details see below.

Full document details: IEC 62056-62 2006
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reset (data)

This method forces a reset of the object. By invoking this method, the
value is set to the default value. The default value is an instance
specific constant.

data ::= integer(0)
unit ::= enum
Code // Unit Quantity Unit SI definition
name (comment)
(1) a /I time
(2) mo /I time
(3) wk /I time
(4) d /I time
(5) h /I time
(6) min. /I time
(7) s /I time (¢)
(8) ° /I (phase) angle
9) °C /I temperature (7)
(10) currency // (local) currency
(11) m /I length (/)
(12) speed (v)

var
(30 Wh
(31) VAh
(32) varh
(33) A
(34) C
(35) V
(36) V/m

Full document details: IEC 62056-62 2006

1l
1

1

1

1
1
1
1

ressure (p)
pressure (p)
energy

thermal power

active power (P)
apparent power ()
reactive power (Q)

active energy

rw , active energy meter
constant or pulse value
apparent energy

rs, apparent energy meter
constant or pulse value
reactive energy

rg, reactive energy meter
constant or pulse value
current (/)

electrical charge (Q)
voltage (V)

electric field strength (F)

cubic metre
cubic metre
per hour
cubic metre
per hour

litre
kilogram
newton
newtonmeter
pascal

bar

joule

joule per
hour

watt
volt-ampere
var
watt-hour

volt-ampere-
hour

var-hour

ampere
coulomb
volt

volt per
metre

m>/(60*60s)
m>/(60*60s)

m>/(24*60*60s)
m>/(24*60*60s)
10° m?

J=Nm=Ws
N/m?

10° N/m?
J=Nm=Ws
J/(60*60s)

W =J/s
W*(60*60s)
VA*(60*60s)
var*(60*60s)

A
C=As
\%

V/im
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Code // Unit Quantity Unit S/ definition
name (comment)
(37) F /I capacitance (C) farad C/V = As/V
(38) Q /I resistance (R) ohm Q=VI/A
(39) Qm?/m /I resistivity (p) om
(40) Wb /I magnetic flux (@) weber Wb = Vs
(41) T /I Magnetic flux density (B) tesla Whb/m?
(42) A/m /I magnetic field strength (H) ampere per A/m
metre
(43) H /I inductance (L) henry H = Wb/A
(44) Hz Il frequency (f, o) hertz 1/s
(45) 1/(Wh) /I Ry, active energy meter
constant or pulse value
(46) 1/(varh) /I Rg, reactive energy meter
constant or pulse value

(47) 1/(VAh) /I Rs, apparent energy meter
constant or pulse value
(48) V2h /I volt-squared hour 60s)
ruzn , vVolt-squared hour
meter constant or pulse
value
(49) A’h /I ampere-squared hou A%(60*60s)
(50) kg/s /1 kilogram per kg/s
sectond
(51) S, mho // siemens 1/Q
(52) kelvin
(53)
(54)
meter constant or
ulse value (volume)
ercentage %
ampere-hours Ampere-hour
energy per volume 3,6*10% J/m®
calorific value, wobbe
molar fraction of gas mole percent (Basic gas
composition composition unit)
mass density, quantity of (Gas analysis,
material accompanying
elements)
(64) Pas /I dynamic viscosity pascal (Characteristic of
second gas stream)
(253) /I reserved
(254) other /I other unit
(255) count /' no unit, unitless, count
Documents
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Examples of values:

Value Scaler Unit Data
263788 -3 m? 263,788 m®
593 3 Wh 593 kWh
3467 0 Y 3467 V

5.3 Extended register (class_id: 4)

Instances of an “Extended register” class store a process value with it ciated status,
unit, and time information. The extended register object knows the he process
value. The nature of the value is described by the attribute “logic ing\the OBIS
identification system.

Extended register 0..n class)\id < 4,\version = 0

Attribute(s) Data type Min. | Max. Def.
1. logical_name (static) | octet-string

2. value (dyn.) | CHOICE \\ \)

3. scaler_unit (static) | scal_unif_ty

4. status (dyn.) CHO

5. capture_time (dyn.)~ | octet-sthn /\

Specific method(s) N Y 7NN \/)\/

1. reset (data) 0

Attribute description

For the definition of th att utes v ue sca/er Unit, see description of class "Register".

logical_name k{en\f|f|é§\t~h\e E(tén\de?yegmter object instance. See D.2.2.1.

status register” specific status information. The meaning
of’ the status shall be provided for each “Extended
instance.

The data type and the encoding depend
on the instantiation and possibly on the

imple data types choice of the manufacturer. For the
[0], interpretation, extra information from the
[4], manufacturer may be necessary.
double long-unsigned [6],
octet-string [9],
visible-string [10],
unsigned [171,
long-unsigned [18],
long64-unsigned [21]
}
Def. Depending on the status type definition.
capture_time Provides an “Extended register” specific date and time information

showing when the value of the attribute "value" has been captured.

octet-string, formatted as set in 4.4.1 for date_time
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Method description

reset (data) This method forces a reset of the object. By invoking this method, the
attribute value is set to the default value. The default value is an
instance specific constant.
The attribute capture_time is set to the time of the reset execution.

data ::= integer(0)

5.4 Demand register (class_id: 5)

Instances of a “Demand register” class store a demand value with its a
and time information. The demand register measures
current_average_value periodically. The time interval T over whic
or computed is defined by specifying “number_of_periods” and “pexi

T = number_of periods * period

utrent_value
liding demand

[N SN NN

EA

start_time_current

IEC 309/02

Iast_average_val: (se
The demand registe process value, which is described in “logical name"
using the OBIS iden

period

current_average~yalue

./

I I
start_time_current now start_time+period

Ny, t
7
IEC 310/02

Figure 6 — The attributes when measuring current_average_value
if number of periods is 1
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lav3 92 /85
e ada ~as
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i 7’
d» ' /
.......................................... i b
| period
a() | H
| A\
0 t 2 3 how 4 5
<—— sliding window (f3) ——>
<« sliding window (t4) ————> Q®>
<« sliding window (15)

number_of_periods
last_average_value:
current_average_value:
energy accumulated
during period k:
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N IEC 311/02
FigW@s e’ number of periods is 3
Demand register” 0...n class_id = 5,
A(\ \\/\ version =0
Attribute(s) < \ ) Data type Min. | Max. | Def.
1. logical_ “static) | octet-string
2. current{ave (dyn.) CHOICE 0
3. last (dyn.) CHOICE 0
4. sc (static) | scal_unit_type
5. status (dyn.) CHOICE
6. capture_ti (dyn.) octet-string
7. start_time_cu (dyn.) octet-string
8. period (static) | double-long-unsigned | 1
9. number_of_periods (static) | long-unsigned 1 1
Specific method(s) m/o
1. reset (data) o]
2. next_period (data) o]
Attribute description
For the attribute scaler_unit, see description of class “Register”.
Documents
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logical_name

Identifies the “Demand register” object instance. See D.2.2.1.

current_average_
value

Provides the current value
(running demand) of the energy
accumulated since start_time
divided by

number_of periods*period.

NOTE If another quantity than energy
is measured, other calculation methods
may apply (for example for calculating
average values of voltage or current).

The data type of the value
depends on the instantiation
defined by “logical_name” and
possibly on the choice of the
manufacturer. The type has to
be chosen so that, together with
the logical_name, unambiguous
interpretation of the value is
possible.

CHOICE

For data types “Register”
class, valu?iﬁi:tih\
[N

last_average_value

Provides the value of the
accumulated energy (over the
last number_of periods*period)
divided by

number_of periods*period. The
energy of the current (not
terminated) period is not
considered by the calculati

S

NOTE If anot
is measured,

For data types, see “Register”
class, value attribute.

status

registef” specific status information. The data

pend on the instantiation and possibly on
the\y manufacturer. For the interpretation, extra
manufacturer may be necessary.

For data types, see “Extended
register” class, status attribute.

Depending on the status type
definition.

captu tiN \?ovides the date and time when the last_average_value has been

alculated.

octet-string, formatted as set in 4.4.1 for date_time

start_time_current

Provides the date and time when the measurement of the
current_average_value has been started.

octet-string, formatted as set in 4.4.1 for date_time

period

Full document details: IEC 62056-62 2006

Period is the interval between two successive updates of the

last_average_value. (number_of periods*period is the denominator
for the calculation of the demand).
double-long-unsigned Measuring period in seconds

The behaviour of the meter after writing a new value to this attribute
shall be specified by the manufacturer.
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The number of periods used to calculate the last_average_value.
number_of periods >= 1

number_of_periods

number_of periods > 1 indicates
that the last_average_value
represents “sliding demand”.
number_of periods = 1 indicates
that the last_average_value
represents "block demand".

long-unsigned

The behaviour of the meter after writing a new value to this attribute
shall be specified by the manufacturer.

Method description

reset (data)
provokes the following actions:

- the current period is terminated;

- the current_average_value

set to their default values;

- the capture_time and

data ::= integ?Q M G
i Wr termination (and restart)
theurrent measuring period.

ime and copies

veragevvalue are

re set to the

next_period (data)

5.5 Regis
Instance tex activation” class are used to handle different tariffication structures.
To eac tivation” object, groups of “Register”, “Extended register” or “Demand

register” obj
demand, reacti
activation_masks ne different tariff structures (for example day tariff, night tariff). One of
these activation masks, the active_mask, defines which subset of the registers, assigned to
the “Register activation” object instance is active. Registers, which are not defined in the
register_assignment attribute of any “Register activation” object, are always enabled by
default.

Register activation 0...n class_id = 6, version =0
Attribute(s) Data type Min. Max. Def.
1. logical_name (static) | octet-string

2. register_assignment (static) | array

3. mask_list (static) [ array

4. active_mask (dyn.) octet-string

Specific method(s) m/o

1. add_register (data) o]

2. add_mask (data) o]

3. delete_mask (data) o]

Full document details: IEC 62056-62 2006
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Attribute description

logical_name Identifies the “Register activation” object instance. See D.2.1.9.

register_assignment Specifies an ordered list of COSEM objects assigned to the
“Register activation” object. The list may contain different kinds of
COSEM objects, for example “Register”, “Extended register” or
“Demand register”.

array object_definition

object_definition ::=  structure
{

class_id: long-unsigned,

logical_name: octet-string
}

mask_list Specifies a list of register activation try tmask) is

identified by its mask_name and cantajns an idices
referring to the registers assign first object in
register_assignment is refereneed cond object

by index 2, ...,).

array register_act mg@

VAN

active_mask s twently active mask. The mask is defined by its
€

e mask_list).
This is a mask_name from the mask_list.

dctive_mask defines the registers currently enabled; all other
<\ \ egisters listed in the register_assignment are disabled.

Method description

add_register (data) Adds one more register to the attribute register_assignment. The
new register is added at the end of the array; i.e. the newly added
register has the highest index. The indices of the existing registers
are not modified.

data ::= structure

{
class_id: long-unsigned,
logical_name: octet-string
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add_mask (data) Adds another mask to the attribute mask_list. If there exists
already a mask with the same name, the existing mask will be
overwritten by the new mask.

data ::= register_act_mask (see above)

delete_mask (data) Deletes a mask from the attribute mask_list. The mask is defined
by its mask name.

data ::= octet-string (mask_name)

5.6 Profile generic (class_id: 7)

stacked in a “last in

demand register’ ~yit
register. It is j\.@
period.

This maX| ]
adjusted,;

c) the physical limit for the buffer. This limit typically depends on the objects to capture. The
object will reject an attempt of setting the maximum number of entries that is larger than
physically possible.
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Attribute description

Profile generic 0...n class_id =7,
version = 1

Attribute(s) Data type Min. Max. Def.

1. logical_name (static) | octet-string

2. buffer (dyn.) compact array or array X

3. capture_objects (static) | array

4. capture_period (static) | double-long-unsigned X

5. sort_method (static) | enum X

6. sort_object (static) | object_definition X

7. entries_in_use (dyn.) double-long-unsigned 0 0

8. profile_entries (static) | double-long-unsigned 1 1

Specific method(s) m/o

1. reset (data) o

2. capture (data) o

3. reserved from previous versions o]

4. reserved from previous versions 0

logical_name Identifies the “Profile generi¢’ |ns nc
D.2.1.13, D.2.1.26, D.2.1. D 2 3

\qu/éxamples see

6, D.2.2.3.

buffer

double-long
double-long-unsigned
octet-string
visible-string
bcd
integer
long
unsigned
long-unsigned
long64
long64-unsigned
enum
float32
float64
date-time
date
time

--complex data types
array
structure
compact-array

Full document details: IEC 62056-62 2006

(5],
(6],
(9],
[10],
[13],

[15],
[16],
(171,
(18],
[20],
[21],
[22],
[23],
[24],
[25],
[26],
[27],

(1],
(2],
(19]

quen e o?“en’tnee. Each entry
they would be returned
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The number and the order of the elements of the structure holding
the entries is the same as in the definition of the capture_objects.
The buffer is filled by auto captures or by subsequent calls of the

method (capture). The sequence of the entries within the array is

ordered according to the sort method specified.

Default: The buffer is empty after reset.

REMARK 1 Reading the entire buffer delivers only those entries, which are “in
use”.

REMARK 2  The value of a captured object may be replaced by “null-data” if it
can be unambiguously recovered from the previous value (e.g. for time: if it can
be calculated from the previous value and capture_period; or for a value: if it is

equal to the previous value).

selective access (see 4.2) to the attribut ailable
(optional). The selective access parametérs ined below.

capture_objects

9,

eIndex 1 refers to the first attribute (i.e. the
), attribute_index 2 to the 2", etc.);

entified by data_index 1. If the attribute is not a
stfucture, then the data_index has no meaning. If the
capture object is the buffer of a profile, then the data_index
identifies the captured object of the buffer (i.e. the column)
of the inner profile.

data_index 0: references the whole attribute

capture_period

>=1: Automatic capturing assumed. Specifies the capturing
period in seconds.

0: No automatic capturing; capturing is triggered externally or
capture events occur asynchronously.

sort_method

Full document details: IEC 62056-62 2006

If the profile is unsorted, it works as a “first in first out” buffer (it is
hence sorted by capturing, and not necessarily by the time
maintained in the clock object). If the buffer is full, the next call to
capture () will push out the first (oldest) entry of the buffer to make
space for the new entry.

If the profile is sorted, a call to capture () will store the new entry
at the appropriate position in the buffer, moving all following
entries and probably losing the least interesting entry. If the new
entry would enter the buffer after the last entry and if the buffer is
already full, the new entry will not be retained at all.
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enum (1) fifo (first in first out),
(2) lifo (last in first out),
(3) largest,
(4) smallest,
(5) nearest_to_zero,
(6) farest _from_zero

Def. fifo

sort_object If the profile is sorted, this attribute specifies the register or clock
that the ordering is based upon.

capture_object_definition See above.
Def.

entries_in_use Counts the number of entries stored i
reset (), the buffer does not contai
zero. Upon each subsequent
incremented up to the ma
stored (see profile_entrie

double-lon ign
Def.
profile_entries Specifies ho many entries s II be retained in the buffer.
ble- 1...(limited by physical size)

Parameters for’ct% aceess Wr attribute
Access Par. AN Comment
selector value (\
1 Only buffer elements corresponding to the range_descriptor shall
\\ be returned in the response.
2 descr tor Only buffer elements corresponding to the entry_descriptor shall
be returned in the response.

N
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range_descriptor ::= structure

{

restricting_object capture_object_

62056-62 © IEC:2006(E)

Defines the capture_object restricting

definition the range of entries to be retrieved.
Only simple data types are allowed.

from_value Oldest or smallest entry to retrieve

CHOICE

{--simple data types

double-long [5],

double-long-unsigned [6],

octet-string [91,

visible-string [10],

integer [15],

long [16],

unsigned [17],

long-unsigned

long64

long64-unsigned

float32

float64

date-time

date

time
to_value Newest or largest entry to retrieve

selected_values

double-long-
unsigned

double-long-
unsigned
from_selected_value long-unsigned

to_selected_value long-unsigned

}
NOTE
of the buffer to be retrieved.

ist of columns to retrieve. If the
array is empty (has no entries), all
captured data are returned.
Otherwise, only the columns
specified in the array are returned.
The type capture_object_definition is
specified above (capture_objects)

first entry to retrieve,

last entry to retrieve

to_entry == 0: highest possible entry,
index of first value to retrieve,

index of last value to retrieve

to_selected_value == 0: highest
possible selected_value

from_entry and to_entry identify the lines, from_selected_value to_selected_value identify the columns

Full document details: IEC 62056-62 2006
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Method description

reset (data) Clears the buffer. The buffer has no valid entries
afterwards; entries_in_use is zero after this call. This call
does not trigger any additional operations of the capture
objects. Specifically, it does not reset any captured
buffers or registers.

data ::= integer(0)

capture (data) Copies the values of the objects to capture into the buffer
by reading each capture object. Depending on the

object need to
gne by one on the

Behaviour of the object after modlfl‘étlloc\oéés\:t\a@nbutes

dlﬂ‘saﬁlo oPone of the capture_objects describing
struct e of the buffer will automatically call a
eset () n call will propagate to all other profiles

turing this profile.

Profile used to defing a subset of preferred readout values

By setting profile_entries to 1, a “Profile generic” object can be used to define a set of
preferred readout values. See also D.2.1.13.

Setting capture_period to 1 ensures that the values are updated every second.

5.7 Clock (class_id: 8)

An instance of the “Clock” interface class handles all information that is related to date and
time, including leap years and the deviation of the local time to a generalized time reference
(Greenwich Mean Time, GMT). The deviation from the local time to the generalized time
reference can change depending on the season (e.g. summertime vs. wintertime). The
interface to an external client is based on date information specified in day, month and year,
time information given in hundredths of seconds, seconds, minutes and hours and the
deviation from the local time to the generalized time reference.
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