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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
PLUGS, SOCKET-OUTLETS, VEHICLE  

CONNECTORS AND VEHICLE INLETS –  
CONDUCTIVE CHARGING OF ELECTRIC VEHICLES –  

 
Part 3: Dimensional compatibility and interchangeability requirements  

for d.c. and a.c./d.c. pin and contact-tube vehicle couplers  
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 62196-3 has been prepared by subcommittee 23H: Plugs, socket-
outlets and couplers foe industrial and similar applications, and for electric vehicles, of IEC 
technical committee 23: Electrical accessories. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

23H/303/FDIS 23H/306/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 
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This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all the parts in the IEC 62196 series, under the general title Plugs, socket-outlets, 
vehicle connectors and vehicle inlets – Conductive charging of electric vehicles, can be found 
on the IEC website. 

This part of IEC 62196 is to be read in conjunction with IEC 62196-1. The clauses of the 
particular requirements in Part 3 supplement or modify the corresponding clauses in Part 1. 
Where the text indicates an "addition" to or a "replacement" of the relevant requirement, test 
specification or explanation of Part 1, these changes are made to the relevant text of Part 1, 
which then becomes part of the standard.  

Subclauses, figures, tables or notes which are additional to those in IEC 62196-1 are 
numbered starting from 301. 

In this standard, the following print types are used: 

– requirements proper: in roman type; 
– test specifications: in italic type; 
– notes: in smaller roman type. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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INTRODUCTION 

Responding to global challenges of CO2 reduction and energy security, the automobile 
industries have been accelerating the development and commercialization of electric vehicles 
and hybrid electric vehicles.  

In addition to the prevailing hybrid electric vehicles, battery electric vehicles including plug-in 
hybrid electric vehicles are going to be mass-marketed.  

To support the diffusion of such vehicles, this standard provides the standard interface 
configurations of vehicle couplers to be used in conductive charging of electric vehicles, 
taking the most frequent charging situations into consideration.  

IEC 62196 is divided into several parts as follows: 

– Part 1: General requirements, comprising clauses of a general character. 

– Part 2: Dimensional compatibility and interchangeability requirements for a.c. pin and 
contact-tube accessories. 

– Part 3: Dimensional compatibility and interchangeability requirements for d.c. and a.c./d.c. 
pin and contact-tube vehicle couplers. 
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PLUGS, SOCKET-OUTLETS, VEHICLE  
CONNECTORS AND VEHICLE INLETS –  

CONDUCTIVE CHARGING OF ELECTRIC VEHICLES –  
 

Part 3: Dimensional compatibility and interchangeability requirements  
for d.c. and a.c./d.c. pin and contact-tube vehicle couplers  

 
 
 

1 Scope 

This part of IEC 62196 is applicable to vehicle couplers with pins and contact-tubes of 
standardized configuration, herein also referred to as “accessories”, intended for use in 
electric vehicle conductive charging systems which incorporate control means, with rated 
operating voltage up to 1 500 V d.c. and rated current up to 250 A, and 1 000 V a.c. and rated 
current up to 250 A. 

This part of IEC 62196 applies to high power d.c. interfaces and combined a.c./d.c. interfaces 
of vehicle couplers specified in IEC 62196-1:2014, and intended for use in conductive 
charging systems for circuits specified in IEC 61851-1:2010, and IEC 61851-23:2014. 

The d.c. vehicle connectors covered by this part of the standard are used only in charging 
mode 4, according to Case C in Clause 6.2 of IEC 61851-1:2010, Figure 3 in Clause 6.3.1 of 
IEC 61851-1:2010 and IEC 62196-2:2011. 

The d.c. vehicle inlets covered by this part of the standard are used only in charging mode 4, 
according to Case C in Clause 6.2 of IEC 61851-1:2010, Figure 3 in Clause 6.3.1 of 
IEC 61851-1:2010.   

These vehicle couplers are intended to be used for circuits similar to those specified in 
IEC 61851-23 which operate at different voltages and which may include ELV and 
communication signals. 

This part of IEC 62196 applies to the vehicle couplers to be used in an ambient temperature 
of between –30 °C and +50 °C. 

NOTE 1 In some countries, other requirements may apply. 

NOTE 2 In the following country, –35 °C applies: SE. 

These vehicle couplers are intended to be connected only to cables with copper or copper-
alloy conductors. 

2 Normative references 

Clause 2 of IEC 62196-1:2014 applies, except as follows.  

Additional normative reference: 

IEC 62196-2:2011, Plugs, socket-outlets, vehicle connectors and vehicle inlets – Conductive 
charging of electric vehicles – Part 2: Dimensional compatibility and interchangeability 
requirements for a.c. pin and contact-tube accessories 

Full document details: IEC 62196-3 2014
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3 Terms and definitions 

Clause 3 of IEC 62196-1:2014 applies.  

4 General 

Clause 4 of IEC 62196-1:2014 applies. 

5 Ratings 

Clause 5 of IEC 62196-1:2014 applies. 

6 Connection between the power supply and the electric vehicle 

Clause 6 of IEC 62196-1:2014 applies, except as follows: 

6.4 Universal interface 

Not applicable. 

6.5 Basic interface 

Not applicable. 

6.6  D.C. configurations  

Replacement: 

For all d.c. configurations, the d.c. interface may contain up to 12 power or signal contacts, 
with only one physical configuration of contact positions. The electrical ratings and their 
function are described in Table 4 of 62196-1.  They shall be used in a system according to 
IEC 61851-23:2014, Annex AA “D.C. electric vehicle charging station of System A” or Annex 
BB “D.C. Electric vehicle charging station of System B” respectively. See the corresponding 
standard sheets for additional interface details. 

6.7 Contact sequencing 

Addition: 

For all d.c. interfaces, the contact sequence during the connection process shall be: 

– Protective Earth (if any)  
– d.c. power contacts 
– Isolation monitor contacts:  

NOTE 1 if provided, isolation monitor contacts shall mate before or simultaneously with the control pilot contact. 

– Proximity detection or connection switch contact  

NOTE 2 if provided, proximity detection or connection switch contacts shall mate before or simultaneously with 
the control pilot contact. 

– Control pilot contact 

During disconnection the order shall be reversed. 
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Additional subclause: 

6.301 Configuration EE and FF combined interface 

A combined interface extends the use of a basic interface for a.c. and d.c charging. D.C. 
charging can be achieved by providing additional d.c. power contacts to supply d.c. energy to 
the electric vehicle. 

The basic portion of the combined vehicle inlet can be used with a basic connector for a.c. 
charging only or a combined vehicle connector for d.c. charging. 

Combined couplers shall only be used for d.c. charging with the “d.c. electric vehicle charging 
station of System C” described in IEC 61851-23:2014, Annex CC.  

General requirements and ratings for all contacts are given in IEC 62196-1:2014, Table  5. 

If the a.c. or d.c ratings of a mating connector and inlet differ, the coupler (mating pair) shall 
be used at the lower rating of either the vehicle connector or vehicle inlet of the mating 
accessory. 

Ratings and requirements for the use of the combined interface with a.c. are defined in 
IEC 62196-2:2011. 

Electric vehicles with a combined vehicle inlet shall withstand a.c. voltage at the power 
contacts of the basic portion.  

NOTE This requirement will be withdrawn when an equivalent update is included in ISO 17409.  
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Table 301 – Compatibility of mating accessories at vehicle 
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Type 1 Yes - - - - - - - - 

Type 2 - Yes - - - - - - - 

Type 3 - - Yes - - - - - - 

Configuration AA - - - Yes - - - - - 

Configuration BB - - - - Yes - - - - 

Configuration EE Yes - - - - Yes - - - 

Configuration FF - Yes - - - - Yes - - 

Universal, high power 
a.c. - - - - - - - Yes - 

Universal, high power 
d.c. - - - - - - - - Yes 

NOTE 1 For Type 1, Type 2 and Type 3 refer to the corresponding standard sheets in IEC 62196-2:2011.   

NOTE 2 For Configurations AA, BB, EE, and FF, refer to the corresponding standards sheets.   

NOTE 3 For Universal high power a.c. and Universal high power d.c., refer to IEC 62196-1:2014. 

 

7 Classification of accessories 

Clause 7 of IEC 62196-1:2014 applies, except as follows: 

7.1  Replacement: 

– Vehicle connectors, 
– Vehicle inlets. 

7.5  Replacement: 

As specified in Clause 6 and IEC 61851-1:2010: 

– Combined interface  

Additional subclause: 

7.301 According to the standard sheets used: 

– Configuration AA 
– Configuration BB 
– Configuration EE 

a.c. corresponding to Type 1 in IEC 62196-2:2011 and d.c. 
– Configuration FF 
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a.c. corresponding to Type 2 in IEC 62196-2:2011 and d.c.  

8 Marking 

Clause 8 of IEC 62196-1:2014 applies. 

9 Dimensions 

Clause 9 of IEC 62196-1:2014 applies, except as follows: 

9.1 Replacement: 

The vehicle connector and vehicle inlet shall comply with the relevant configuration shown in 
Table 302: 

Table 302 – Interface Overview 

Configuration Dimensions  
described in 

Max. Rated 
Voltage 
V d.c. 

Max. Rated 
Current 

A 
Shall only be used with d.c. 

charging station according to 

AA Standard Sheets 3-I 600 200 IEC 61851-23:2014, Annex AA 

BB Standard Sheets 3-II 750 250 IEC 61851-23:2014, Annex BB 

EE Standard Sheets 3-III 600 200 IEC 61851-23:2014, Annex CC 

FF Standard Sheets 3-IV 1 000 200 IEC 61851-23:2014, Annex CC 

 

10 Protection against electric shock   

Clause 10 of IEC 62196-1:2014 applies, except as follows: 

Additional subclauses: 

10.301 For configuration AA, vehicle couplers shall be used only with the isolated d.c. 
electric vehicle charging station as specified in IEC 61851-23. 

10.302 For configuration BB, vehicle couplers shall be used only with either isolated or non-
isolated d.c. electric vehicle charging station as specified in IEC 61851-23. 

10.303 For configurations EE and FF, vehicle couplers shall be used with either isolated or 
non-isolated d.c. electric vehicle charging station as specified in IEC 61851-23. 

11 Size and colour of earthing conductors 

Clause 11 of IEC 62196-1:2014 applies. 

12 Provision for earthing 

Clause 12 of IEC 62196-1:2014 applies, except as follows: 

Full document details: IEC 62196-3 2014
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12.1 Replacement: 

Accessories shall be provided with a protective earthing contact and earthing terminal in case 
that the vehicle is connected galvanically to the mains through this accessory. Protective 
earthing contacts shall be directly and reliably connected to the protective earthing terminals. 

NOTE if the vehicle is connected to the electric vehicle charging station with the insulating device between the 
vehicle and the mains (e.g. insulating transformer), the vehicle is deemed not to be galvanically connected.  

13 Terminals  

Clause 13 of IEC 62196-1:2014 applies. 

14 Interlocks 

Clause 14 of IEC 62196-1:2014 applies, except as follows: 

Additional subclause: 

14.301 Latching function  

Accessories shall be provided with a latching device to prevent the connection to be 
separated unintentionally or by unauthorized persons.  

The interlock function shall be performed by the proper functioning of the latching device. 

A means shall be provided to indicate that the interlock is properly engaged. 

Compliance is checked by inspection and manual test.  

15 Resistance to aging of rubber and thermoplastic material 

Clause 15 of IEC 62196-1:2014 applies. 

16 General construction 

Clause 16 of IEC 62196-1:2014 applies, except as follows. 

16.15 Replacement of the first paragraph by:  

The force to insert and withdraw a vehicle connector shall be less than 100 N. Means to 
facilitate the insertion and withdrawal of the vehicle connector from the vehicle inlet may be 
provided. If a vehicle coupler is equipped with an assist device to reduce this force (e.g. 
mechanical assist device), the operating force of assist device shall be less than 100 N. 

17 Construction of socket-outlets 

Clause 17 of IEC 62196-1:2014 does not apply. 
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18 Construction of plugs and vehicle connectors 

Clause 18 of IEC 62196-1:2014 applies. 

19 Construction of vehicle inlets 

Clause 19 of IEC 62196-1:2014 applies. 

20 Degrees of protection 

Clause 20 of IEC 62196-1:2014 applies. 

21 Insulation resistance and dielectric strength 

Clause 21 of IEC 62196-1:2014 applies. 

22 Breaking capacity 

Clause 22 of IEC 62196-1:2014 applies, except as follows: 

22.3 Replacement: 

D.C. accessories or the d.c. portions of combined a.c./d.c. accessories  are not required to be 
tested in accordance with 22.3 of 62196-1:2014. 

23 Normal operation 

Clause 23 of IEC 62196-1:2014 applies, except as follows: 

23.2 Addition: 

For d.c. vehicle inlets and vehicle connectors the maximum number of operation cycles is 
10 000 with no electrical load. In case d.c. vehicle inlets contain an a.c. part, these shall be 
tested separately with new accessories. 

24 Temperature rise 

Clause 24 of IEC 62196-1:2014 applies, except as follows: 

24.1 Addition, after the first paragraph: 

A thermal cut-out in the vehicle connector is optional for d.c. charging.  

Replacement of the fourth paragraph by: 

The test current is a direct or alternating current of the value shown in Table 18 of 
IEC 62196-1:2014.  For the purposes of the temperature rise test, any thermal cut-out device 
shall be short circuited (i.e. the test results shall be acceptable without relying on the thermal 
cut-out).  
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25 Flexible cables and their connection 

Clause 25 of IEC 62196-1:2014 applies except as follows: 

Additional subclause: 

25.301 Accessories not suitable for making and breaking an electric circuit under 
load 

Accessories that are not suitable for making and breaking under load shall be submitted to the 
additional following test:  

Non-rewirable accessories are tested as delivered. 

Rewirable accessories are tested with the maximum and minimum size cables recommended 
by the manufacturer.  

Conductors of the cable of rewirable accessories are introduced into the terminals, the 
terminal screws being tightened just sufficiently to prevent the conductors from easily 
changing their position. 

The cable anchorage is used in the normal way, clamping screws being tightened with a 
torque equal to two-thirds of that specified in IEC 62196-1:2014 Clause 27.1. After 
reassembly of the sample, with cable glands, if any, in position, the component parts shall fit 
snugly and it shall not be possible to push the cable into the sample to any appreciable 
extent. 

The sample is fixed in the test apparatus so that the axis of the cable is vertical where it 
enters the sample. 

The cable is then subjected once to a pull of 750 N. The pull is applied without jerks for a 
duration of 1 min. 

Immediately afterwards, the cable is subjected to a torque, of the value specified in 
IEC 62196-1:2014 Table 19, for 1 min. 

During the tests, the cable shall not be damaged. 

After the tests, the cable shall not have been displaced by more than the values indicated in 
IEC 62196-1:2014 Table 19. For rewirable accessories, the ends of the conductors shall not 
have moved noticeably in the terminals; for non-rewirable accessories, there shall be no 
break in the electrical connections. 

For the measurement of the longitudinal displacement, a mark is made on the cable at a 
distance of approximately 2 cm from the end of the sample or the cable anchorage before 
starting the tests. If, for non-rewirable accessories, there is no definite end to the sample, an 
additional mark is made on the body of the sample. 

After the tests, the displacement of the mark on the cable in relation to the sample or the 
cable anchorage is measured. 

26 Mechanical strength 

Clause 26 of IEC 62196-1:2014 applies. 
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27 Screws, current-carrying parts and connections 

Clause 27 of IEC 62196-1:2014 applies. 

28 Creepage distances, clearances and distances  

Clause 28 of IEC 62196-1:2014 applies. 

29 Resistance to heat, to fire and to tracking 

Clause 29 of IEC 62196-1:2014 applies. 

30 Corrosion and resistance to rusting 

Clause 30 of IEC 62196-1:2014 applies. 

31 Conditional short-circuit current withstand test 

Clause 31 of IEC 62196-1:2014 does not apply. 

32 Electromagnetic compatibility 

Clause 32 of IEC 62196-1:2014 applies. 

33 Vehicle driveover 

Clause 33 of IEC 62196-1:2014 applies, except as follows:  

33.3 Not applicable. 

33.4 Not applicable. 
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COMMISSION ÉLECTROTECHNIQUE INTERNATIONALE 

____________ 

 
FICHES, SOCLES DE PRISE DE COURANT,  

PRISES MOBILES DE VEHICULE ET SOCLES  
DE CONNECTEURS DE VEHICULE –  

CHARGE CONDUCTIVE DES VÉHICULES ÉLECTRIQUES –  
 

Partie 3: Exigences dimensionnelles de compatibilité et  
d’interchangeabilité pour les connecteurs de véhicule à broches  

et alvéoles pour courant continu et pour courants alternatif et continu 
 

AVANT-PROPOS 
1) La Commission Électrotechnique Internationale (CEI) est une organisation mondiale de normalisation 

composée de l'ensemble des comités électrotechniques nationaux (Comités nationaux de l'IEC). L'IEC a pour 
objet de favoriser la coopération internationale pour toutes les questions de normalisation dans les domaines 
de l'électricité et de l'électronique. A cet effet, l'IEC – entre autres activités – publie des Normes 
internationales, des Spécifications techniques, des Rapports techniques, des Spécifications accessibles au 
public (PAS) et des Guides (ci-après dénommés "Publication(s) de l'IEC"). Leur élaboration est confiée à des 
comités d'études, aux travaux desquels tout Comité national intéressé par le sujet traité peut participer. Les 
organisations internationales, gouvernementales et non gouvernementales, en liaison avec l'IEC, participent 
également aux travaux. L'IEC collabore étroitement avec l'Organisation Internationale de Normalisation (ISO), 
selon des conditions fixées par accord entre les deux organisations. 

2) Les décisions ou accords officiels de l'IEC concernant les questions techniques représentent, dans la mesure 
du possible, un accord international sur les sujets étudiés, étant donné que les Comités nationaux de l'IEC 
intéressés sont représentés dans chaque comité d’études. 

3) Les Publications de l'IEC se présentent sous la forme de recommandations internationales et sont agréées 
comme telles par les Comités nationaux de l'IEC. Tous les efforts raisonnables sont entrepris afin que l'IEC 
s'assure de l'exactitude du contenu technique de ses publications; l'IEC ne peut pas être tenue responsable de 
l'éventuelle mauvaise utilisation ou interprétation qui en est faite par un quelconque utilisateur final. 

4) Dans le but d'encourager l'uniformité internationale, les Comités nationaux de l'IEC s'engagent, dans toute la 
mesure possible, à appliquer de façon transparente les Publications de l'IEC dans leurs publications nationales 
et régionales. Toutes divergences entre toutes Publications de l'IEC et toutes publications nationales ou 
régionales correspondantes doivent être indiquées en termes clairs dans ces dernières. 

5) L'IEC elle-même ne fournit aucune attestation de conformité. Des organismes de certification indépendants 
fournissent des services d'évaluation de conformité et, dans certains secteurs, accèdent aux marques de 
conformité de l'IEC. L'IEC n'est responsable d'aucun des services effectués par les organismes de certification 
indépendants. 

6) Tous les utilisateurs doivent s'assurer qu'ils sont en possession de la dernière édition de cette publication. 

7) Aucune responsabilité ne doit être imputée à l'IEC, à ses administrateurs, employés, auxiliaires ou 
mandataires, y compris ses experts particuliers et les membres de ses comités d'études et des Comités 
nationaux de l'IEC, pour tout préjudice causé en cas de dommages corporels et matériels, ou de tout autre 
dommage de quelque nature que ce soit, directe ou indirecte, ou pour supporter les coûts (y compris les frais 
de justice) et les dépenses découlant de la publication ou de l'utilisation de cette Publication de l'IEC ou de 
toute autre Publication de l'IEC, ou au crédit qui lui est accordé. 

8) L'attention est attirée sur les références normatives citées dans cette publication. L'utilisation de publications 
référencées est obligatoire pour une application correcte de la présente publication.  

9) L’attention est attirée sur le fait que certains des éléments de la présente Publication de l'IEC peuvent faire 
l’objet de droits de brevet. L'IEC ne saurait être tenue pour responsable de ne pas avoir identifié de tels droits 
de brevets et de ne pas avoir signalé leur existence. 

La Norme Internationale CEI 62196-3 a été établie par le sous-comité 23H: Prises de courant 
à usages industriels et assimilés et pour véhicules électriques, du comité d'études 23 de 
l'IEC: Petit appareillage. 
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Le texte de cette norme est issu des documents suivants: 

FDIS Rapport de vote 

23H/303/FDIS 23H/306/RVD 

 
Le rapport de vote indiqué dans le tableau ci-dessus donne toute information sur le vote ayant 
abouti à l'approbation de cette norme. 

Cette publication a été rédigée selon les Directives ISO/IEC, Partie 2. 

Une liste de toutes les parties de la série IEC 62196, publiées sous le titre général Fiches, 
socles de prises de courant, prises mobiles et socles de connecteur de véhicule – charge 
conductive des véhicules électriques, peut être consultée sur le site web de l'IEC. 

La présente partie de la CEI 62196 doit être lue conjointement avec la CEI 62196-1. Les 
clauses des exigences particulières dans la partie 2 complètent ou modifient les articles 
correspondants de la partie 1. Lorsque le texte indique une "addition" ou un "remplacement" 
de la prescription, la spécification d’essai ou d'explication de la partie 1, ces modifications 
sont apportées au texte de la partie 1 correspondant, qui devient alors partie de la norme.  

Les paragraphes, figures, tableaux ou notes complémentaires à celles dans l'IEC 62196-1 
sont numérotées à partir de 301. 

Dans cette norme, les caractères suivants sont utilisés: 

– Les exigences en caractères romains; 
– les requêtes de conformité: en italique; 
– les notes en petits caractères romain. 

Le comité a décidé que le contenu de cette publication ne sera pas modifié avant la date de 
stabilité indiquée sur le site web de l'IEC sous "http://webstore.iec.ch" dans les données 
relatives à la publication recherchée. A cette date, la publication sera  

• reconduite, 
• supprimée, 
• remplacée par une édition révisée, ou 
• amendée. 
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INTRODUCTION 

Répondant à des défis mondiaux de réduction des émissions de CO2 et à la sécurité 
énergétique, les industries automobiles ont accéléré le développement et la 
commercialisation des véhicules électriques et des véhicules électriques hybrides.  

Outre la prédominance des véhicules électriques hybrides, des véhicules électriques à 
batterie, dont les véhicules électriques hybrides rechargeables, sont sur le point d’être 
commercialisés en masse.  

Pour soutenir la diffusion de ces véhicules, la présente norme fournit les configurations 
d’interface normalisées de connecteurs de véhicules à utiliser dans la charge conductive des 
véhicules électriques, en tenant compte des situations de charge les plus fréquentes. 

L'IEC 62196 est divisée en plusieurs parties, comme suit: 

– Partie 1: Règles générales, comportant des articles de caractère général.  
– Partie 2: Exigences dimensionnelles de compatibilité et d'interchangeabilité pour les 

appareils à broches et alvéoles en courant alternatif. 
– Partie 3: Exigences dimensionnelles de compatibilité et d'interchangeabilité pour les 

connecteurs de véhicule à broches et alvéoles en courant continu et courants 
alternatif/continu. 
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FICHES, SOCLES DE PRISE DE COURANT,  
PRISES MOBILES DE VEHICULE ET SOCLES  

DE CONNECTEURS DE VEHICULE –  
CHARGE CONDUCTIVE DES VÉHICULES ÉLECTRIQUES –  

 
Partie 3: Exigences dimensionnelles de compatibilité et  

d’interchangeabilité pour les connecteurs de véhicule à broches  
et alvéoles pour courant continu et pour courants alternatif et continu 

 
 
 

1 Domaine d’application 

La présente partie de l'IEC 62196 est applicable aux connecteurs de véhicule à broches et 
alvéoles de configurations normalisées, ci-après dénommés également "appareils", destinés à 
être utilisés dans les systèmes de charge conductive des véhicules électriques (VE) qui 
intègrent un dispositif de commande, avec une tension d'emploi assignée jusqu'à 1 500 V en 
courant continu à un courant assigné jusqu'à 250 A, et jusqu'à 1 000 V en courant alternatif à 
un courant assigné jusqu'à 250 A. 

La présente partie de l'IEC 62196 s'applique aux interfaces forte puissance c.c. et aux 
interfaces combinées c.a./c.c. des connecteurs de véhicule spécifiées dans 
l'IEC 62196-1:2014, et destinées à être utilisées dans les systèmes de charge conductive 
pour les circuits spécifiés dans l'IEC 61851-1:2010  et l'IEC 61851-23:2014. 

Les prises mobiles de véhicule pour courant continu couverts par la présente norme sont 
utilisés uniquement en mode charge 4, selon le cas C en 6.2 de l'IEC 61851-1:2010, selon la 
Figure 3 en 6.3.1 de l'IEC 61851-1:2010 et l'IEC 62196-2:2011. 

Les socles de connecteurs de véhicule pour courant continu couverts par la présente norme 
sont utilisés uniquement en mode charge 4, selon le cas C en 6.2 de l'IEC 61851-1:2010, 
selon la Figure 3 en 6.3.1 de l'IEC 61851-1:2010. 

Ces connecteurs de véhicule sont destinés à être utilisés pour les circuits similaires à ceux 
spécifiés dans l'IEC 61851-23 qui fonctionnent à différentes tensions et qui peuvent inclure la 
TBT et les signaux de communication. 

La présente partie de l'IEC 62196 s'applique aux connecteurs de véhicule à utiliser à une 
température ambiante comprise entre –30 °C et +50 °C. 

NOTE 1 dans certains pays, d'autres exigences peuvent s'appliquer. 

NOTE 2 dans le pays suivant, –35 °C s'applique: SE 

Ces connecteurs de véhicule sont destinés à être raccordés uniquement à des câbles ayant 
des conducteurs en cuivre ou en alliage de cuivre. 

2 Références normatives 

Les documents suivants sont cités en référence de manière normative, en intégralité ou en 
partie, dans le présent document et sont indispensables pour son application. Pour les 
références datées, seule l’édition citée s’applique. Pour les références non datées, la 
dernière édition du document de référence s’applique (y compris les éventuels 
amendements). 
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L'Article 2 de l'IEC 62196-1:2014 s'applique, avec les exceptions suivantes. 

Référence normative complémentaire: 

CEI 62196-2:2011, Fiches, socles de prise de courant, prises mobiles et socles de 
connecteurs de véhicule – Charge conductive des véhicules électriques – Partie 2: Exigences 
dimensionnelles de compatibilité et d'interchangeabilité pour les appareils à broches et 
alvéoles pour courant alternatif 

3 Termes et définitions 

Pour les besoins du présent document, les termes et définitions donnés à l'Article 3 de 
l'IEC 62196-1:2014 s'appliquent.  

4 Généralités 

L'Article 4 de l'IEC 62196-1:2014 s'applique. 

5 Caractéristiques assignées 

L'Article 5 de l'IEC 62196-1:2014 s'applique. 

6 Connexion entre l'alimentation électrique et le véhicule électrique 

L'Article 6 de l'IEC 62196-1:2014 s'applique, avec les exceptions suivantes: 

6.4  Interface universelle 

Non applicable. 

6.5  Interface basique 

Non applicable. 

6.6  Configurations c.c. 

Remplacement: 

Pour toutes les configurations c.c., l'interface peut posséder jusqu'à 12 contacts de puissance 
ou de signal, avec une seule configuration physique pour la position des contacts. Leurs 
caractéristiques électriques assignées et leurs fonctions sont décrites au Tableau 4 de 
l'IEC 62196-1:2014. Elles doivent être utilisées dans un système conforme à l'IEC 61851-23, 
Annexe AA “Station de charge véhicule électrique pour courant continu du système A” ou 
Annexe BB “Station de charge véhicule électrique pour courant continu du système B” 
respectivement. Voir les feuilles de norme correspondantes pour des détails supplémentaires 
concernant les interfaces. 

6.7 Séquencement des contacts 

Alinéas complémentaires: 

Pour toutes les interfaces c.c., la séquence des contacts pendant l'opération de connexion 
doit être la suivante: 
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