IEC 62282-7-2:2025-03(en-fr)

Full docu

IEC 62282-7-2

Edition 2.0 2025-03

INTERNATIONAL
STANDARD

NORME
INTERNATIONALE

Fuel cell technologies —
Part 7-2: Test methods — Single cell and stack performance tests for solid oxide
fuel cells (SOFCs)

Technologies des piles a combustible —
Partie 7-2: Méthodes d’essai — Essais de performance de cellule élémentaire et
de pile pour les piles a combustible a oxyde solide (SOFC)



http://www.avadocuments.com/doc/iec-62282-7-2-2025
http://www.avadocuments.com/doc/iec-62282-7-2-2025

THIS PUBLICATION IS COPYRIGHT PROTECTED
Copyright © 2025 IEC, Geneva, Switzerland

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form
or by any means, electronic or mechanical, including photocopying and microfilm, without permission in writing from
either IEC or IEC's member National Committee in the country of the requester. If you have any questions about IEC
copyright or have an enquiry about obtaining additional rights to this publication, please contact the address below or
your local IEC member National Committee for further information.

Droits de reproduction réservés. Sauf indication contraire, aucune partie de cette publication ne peut étre reproduite ni
utilisée sous quelque forme que ce soit et par aucun procédé, électronique ou mécanique, y compris la photocopie et
les microfilms, sans I'accord écrit de I''lEC ou du Comité national de I'lEC du pays du demandeur. Si vous avez des
questions sur le copyright de I'lEC ou si vous désirez obtenir des droits supplémentaires sur cette publication, utilisez
les coordonnées ci-aprés ou contactez le Comité national de I'lEC de votre pays de résidence.

IEC Secretariat

3, rue de Varembé
CH-1211 Geneva 20
Switzerland

Tel.: +41 22 919 02 11
info@iec.ch
www.iec.ch

About the IEC
The International Electrotechnical Commission (IEC) is the leading global organization that prepares and publishes
International Standards for all electrical, electronic and related technologies.

About IEC publications
The technical content of IEC publications is kept under constant review by the IEC. Please make sure that you have the
latest edition, a corrigendum or an amendment might have been published.

IEC publications search - webstore.iec.ch/advsearchform
The advanced search enables to find IEC publications by a
variety of criteria (reference number, text, technical
committee, ...). It also gives information on projects, replaced
and withdrawn publications.

IEC Just Published - webstore.iec.ch/justpublished

Stay up to date on all new IEC publications. Just Published
details all new publications released. Available online and once
a month by email.

IEC Customer Service Centre - webstore.iec.ch/csc

If you wish to give us your feedback on this publication or need
further assistance, please contact the Customer Service
Centre: sales@iec.ch.

IEC Products & Services Portal - products.iec.ch

Discover our powerful search engine and read freely all the
publications previews, graphical symbols and the glossary.
With a subscription you will always have access to up to date
content tailored to your needs.

Electropedia - www.electropedia.org

The world's leading online dictionary on electrotechnology,
containing more than 22 500 terminological entries in English
and French, with equivalent terms in 25 additional languages.
Also known as the International Electrotechnical Vocabulary
(IEV) online.

A propos de I'lEC

La Commission Electrotechnique Internationale (IEC) est la premiére organisation mondiale qui élabore et publie des
Normes internationales pour tout ce qui a trait a I'électricité, a I'électronique et aux technologies apparentées.

A propos des publications IEC

Le contenu technique des publications IEC est constamment revu. Veuillez vous assurer que vous possédez I'édition la
plus récente, un corrigendum ou amendement peut avoir été publié.

Recherche de publications IEC -
webstore.iec.ch/advsearchform

La recherche avancée permet de trouver des publications IEC
en utilisant différents criteres (numéro de référence, texte,
comité d’études, ...). Elle donne aussi des informations sur les
projets et les publications remplacées ou retirées.

IEC Just Published - webstore.iec.ch/justpublished
Restez informé sur les nouvelles publications IEC. Just
Published détaille les nouvelles publications parues.

IEC Products & Services Portal - products.iec.ch
Découvrez notre puissant moteur de recherche et consultez
gratuitement tous les apergus des publications, symboles
graphiques et le glossaire. Avec un abonnement, vous aurez
toujours accés a un contenu a jour adapté a vos besoins.

Electropedia - www.electropedia.org

Le premier dictionnaire d'électrotechnologie en ligne au monde,
avec plus de 22 500 articles terminologiques en anglais et en
frangais, ainsi que les termes équivalents dans 25 langues

Disponible en ligne et une fois par mois par email. additionnelles. Egalement appelé Vocabulaire
Electrotechnique International (IEV) en ligne.
Service Clients - webstore.iec.ch/csc
Si vous désirez nous donner des commentaires sur cette
publication ou si vous avez des questions contactez-nous:
sales@iec.ch.
Documents

Document Sharing Hub

Full document details: IEC 62282-7-2 2025


mailto:info@iec.ch
https://www.iec.ch/
https://webstore.iec.ch/advsearchform
https://webstore.iec.ch/justpublished
https://webstore.iec.ch/csc
mailto:sales@iec.ch
https://products.iec.ch/
http://www.electropedia.org/
https://webstore.iec.ch/advsearchform
https://webstore.iec.ch/justpublished
https://webstore.iec.ch/csc
mailto:sales@iec.ch
https://products.iec.ch/
http://www.electropedia.org/
http://www.avadocuments.com/doc/iec-62282-7-2-2025
http://www.avadocuments.com/doc/iec-62282-7-2-2025

IEC 62282-7-2

Edition 2.0 2025-03

INTERNATIONAL
STANDARD

NORME
INTERNATIONALE

Fuel cell technologies —
Part 7-2: Test methods — Single cell and stack performance tests for solid oxide
fuel cells (SOFCs)

Technologies des piles a combustible —
Partie 7-2: Méthodes d’essai — Essais de performance de cellule élémentaire et
de pile pour les piles a combustible a oxyde solide (SOFC)

INTERNATIONAL
ELECTROTECHNICAL
COMMISSION

COMMISSION
ELECTROTECHNIQUE
INTERNATIONALE

ICS 27.070 ISBN 978-2-8327-0241-3

Warning! Make sure that you obtained this publication from an authorized distributor.

Attention! Veuillez vous assurer que vous avez obtenu cette publication via un dist;i\buteur agréé.
Documents

Document Sharing Hub

® Registered trademark of the International Electrotechnical Commission
Marque déposée de la Commission Electrotechnique Internationale

Full document details: IEC 62282-7-2 2025


http://www.avadocuments.com/doc/iec-62282-7-2-2025
http://www.avadocuments.com/doc/iec-62282-7-2-2025

-2- IEC 62282-7-2:2025 © |EC 2025

CONTENTS
FOREWORD ...ttt ettt et et et et ettt e et e et e et e et e et a e anns 5
LN I 2 1 1 L N 1 PN 7
1 1T o 1= S 8
2 NOrmMative referENCES ... e 8
3 Terms, definitions and SYMDbDOIS. ..ot 9
3.1 Terms and definitioNS .. ..o 9
3.2 Sy MIDOIS e e 11
4 General safety CoNditioNS ... 12
5  Cell/stack assembly UNit .. ... 12
B T eStiNG SY S OIM o e 12
6.1 Subsystems in testing SYsStemM . ... 12
6.1.1 GBNEIAL .. 12
6.1.2 Anode gas control SUbSYSIEM ... 13
6.1.3 Cathode gas control subsystemM .........coooiiiiiii i 13
6.1.4 Cell/stack assembly unit temperature control subsystem ............................... 13
6.1.5 Output power control subsystem ..o 13
6.1.6 Measurement and data acquisition subsystem ... 14
6.1.7 Safety SUDSYSIEM ..o 14
6.1.8 Mechanical load control subsystem...........cooiiiiiiii i 14
6.1.9 Gas pressure control subsystem for anode and cathode ................................ 14
6.1.10 Test system control subsystem ... 14
6.2 Maximum variation in control items of testing system ..., 14
7  Instruments and measurement Methods ... 15
7.1 L= o =T ¥ S 15
7.2 INStrument UNCErtainty ... 15
7.3 ANOTE g8 ittt 15
7.3.1 ANOde gas flIOW rate .......oouiiiii 15
7.3.2 ANOde gas COMPOSIION ... . 15
7.3.3 Anode gas temMPerature ... ..o 16
7.3.4 F N Yo [ Te = T o] =TT U | = P 17
7.3.5 Anode exhaust gas flow rate..........oooiiiii 17
7.3.6 Anode exhaust gas COMPONENt . ... 17
7.3.7 Anode exhaust gas temperature ..........ccooiiiiiiii i 17
7.3.8 Anode exhaust gas PreSSUMe. ... 17
7.4 CathOde GaAS oeniiiii i 18
7.4.1 Cathode gas flow rate ... ..o 18
7.4.2 Cathode gas COMPONENT ... ... e e 18
7.4.3 Cathode gas temperature ... ... ..o 18
7.4.4 CathOde gas PrESSUIE .. .. i 18
7.4.5 Cathode exhaust gas flow rate...........ccoiiiiiii i 18
7.4.6 Cathode exhaust gas component...........oioiiiiiiiii e 19
7.4.7 Cathode exhaust gas temperature ..........ccooeiiiiiiii e 19
7.4.8 Cathode exhaust gas PreSSUIe ... 19
7.5 L@ 10140101 ANV ] | - Yo 1= P 19
7.6 L@ 10140101 A o0 o =Y o | S 19
7.7 Cell/stack assembly unit temperature.......................o Documents

Document Sharing Hub

Full document details: IEC 62282-7-2 2025


http://www.avadocuments.com/doc/iec-62282-7-2-2025
http://www.avadocuments.com/doc/iec-62282-7-2-2025

IEC 62282-7-2:2025 © |IEC 2025 -3-

7.8 Mechanical 10ad ... . ... 19
7.9 Total IMPEAANCE ... 20
7.10  Ambient CONAitioNS. ... 20
8 TSt Pre Paration ..o e 20
8.1 LT a1 =Y PP 20
8.2 Standard test conditions and test range ..o 20
8.3 Components and impurities of anode gas and cathode gas..............ccooeiviiiinnn. 21
8.4 Basis of the test ProCedure ..o 21
8.5 Confirmation of aging conditions of unit ... 21
8.6 Confirmation of criteria of stable state...........c.ocoiiiii 21
8.7 Data acquisition method...........ooii 21
O TSt PrOCEAUIE . e 22
9.1 ST Y | o S 22
9.2 INitial CONAIIONING ...ei e e e e 22
9.3 SULAOWN L e 22
10 PerformanCe 1St ... 22
101 Rated POWer 1St e 22
10.1.1 L0 o) 1= 1 £ 1Y PR 22
10.1.2 TesSt METNO ..o s 23
10.1.3 Presentation of results ... 23
10.2 Current-voltage characteristics test........coooiiiiiii 23
10.2.1 OB CHIVE e 23
10.2.2 Test MEthOd ... e 23
10.2.3 Presentation of results ... 24
10.3 Effective fuel utilization dependency test .........cooiiiiiiiiiiii 24
10.3.1 L0 o) 1= 1 £ 1Y PR 24
10.3.2 TesSt METNO ..o s 24
10.3.3 Presentation of reSUItS ..o 25
10.4  Long term durability test ... 25
10.4.1 L0 o) 1= 1 £ 1Y PR 25
10.4.2 TesSt METNO ..o s 25
10.4.3 Presentation of results ... 26
10.5 Thermal cycling durability test........coiii 26
10.5.1 OB CHIVE et 26
10.5.2 Test MEthOd ... e 26
10.5.3 Presentation of results ... 27
10.6 Internal reforming performance test ...... ..o 27
10.6.1 L0 o) 1= 1 41T PR 27
10.6.2 TesSt METNO ..o s 27
10.6.3 Presentation of reSUItS . ... 28
10.7 Resistance components identification test.............. 28
10.7.1 L0 o) 1= 1 41T PR 28
10.7.2 Test MEthOd ... e 28
10.7.3 Presentation of results ... 29
T 1= Y= A =Y o 1o ] o 30
R T B 1= o =Y - | PP 30
1 IO U= o To | o 1= 1< S 30
11.3  Test unit data description ... ..o DOCUﬁQents

Document Sharing Hub

Full document details: IEC 62282-7-2 2025


http://www.avadocuments.com/doc/iec-62282-7-2-2025
http://www.avadocuments.com/doc/iec-62282-7-2-2025

-4 - IEC 62282-7-2:2025 © |EC 2025

11.4  Test conditions desCriplion. ... ..o e 30
11.5  Test data desCription ... e 31
11.6  Uncertainty evaluation ... 31
Annex A (informative) Example of cell assembly unit ... 32
Annex B (informative) Calculation of effective fuel utilization ..................oooi. 33
B.1 LT =Y o =T - ¥ S 33
B.2 Calculation Method ... 33
B.3 Calculation eXamples ... ..o 35
B.3.1 Calculation from anode gas composition and flow rate.................cocoeiininni. 35
B.3.2 Calculation from supplied Ho and HoO flow rate ... 35
Annex C (informative) Calculation of effective oxygen utilization.....................ooon. 36
CA1 LT a1 = PP 36
C.2 Calculation Mmethod ... 36
C.3 Calculation example. . ... 37
Annex D (informative) Maximum width of the voltage hysteresis in /-V characteristics
L0 PPN 38
Annex E (informative) Current-voltage characteristics test under constant effective
L0 L= I UL 1= 14 o o 39
Annex F (informative) Test report (template) ... 40
F.1 L@ Y=Y Y PP 40
F.2 General iINformation ... ... 40
F.3 Test unit data desCriplioN ... 40
F.4 =153 Qoo o o 1140 o K= 41
F.5 Rated POWET 1St e e 41
F.6 Current-voltage characteristics test.........cooiiiiiiii 41
F.7 Effective fuel utilization dependency test ..., 42
F.8 Long-term durability test ... 43
F.9 Thermal cycling durability test........oo 44
F.10 Internal reforming performance test ..........cccooiiiiiiiiii i, 45
F.11 Resistance components identification test............... 45
Annex G (informative) Method for determining instrument expanded uncertainty.................. 46
(27 o] [T o | £=T o1 0 2R PPN 47
Figure 1 — Testing SY S emM .. e e r e e e aaenns 13
Figure 2 — Typical diagram of complex impedance plot for SOFC.............cooiiiiiii 29
Figure A.1 — Example of cell assembly unit...... ..o 32
Figure D.1 — Voltage hysteresis at a given sweep rate in I-V characteristics test................... 38
Figure E.1 — Example of the record in current-voltage characteristics test under
constant effective fuel utilization at increasing steps in current ..............cooiiiiiiiiiiiin e 39
Table T — SYMDOIS .. 11
Table B.1 - nj for representative fUIS ..o 34
Table B.2 - Anode gas composition, flow rate of each fuel component qj» and G eeneennnennns 35
Table C.1 - Cathode gas composition, 02, aNnd Ithgory--«---w-wrverrreererieeiseisc, 37
Documents

Document Sharing Hub

Full document details: IEC 62282-7-2 2025


http://www.avadocuments.com/doc/iec-62282-7-2-2025
http://www.avadocuments.com/doc/iec-62282-7-2-2025

IEC 62282-7-2:2025 © |IEC 2025 -5-

INTERNATIONAL ELECTROTECHNICAL COMMISSION

FUEL CELL TECHNOLOGIES -

Part 7-2: Test methods — Single cell and stack performance tests
for solid oxide fuel cells (SOFCs)

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), which
may be required to implement this document. However, implementers are cautioned that this may not represent
the latest information, which may be obtained from the patent database available at https://patents.iec.ch. IEC
shall not be held responsible for identifying any or all such patent rights.

IEC 62282-7-2 has been prepared by IEC technical committee 105: Fuel cell technologies. It is
an International Standard.

This second edition cancels and replaces the first edition published in 2021. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) Table 1 has been revised to specify the units missing for some terms;

b) bibliographical entries (ISO/TR 15916, SOCTESQA test modules and ISO/IEC Guide 98-
6:2021) have been added to provide further information.
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The text of this International Standard is based on the following documents:

Draft Report on voting

105/1093/FDIS 105/1099/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/publications.

A list of all parts in the IEC 62282 series, published under the general title Fuel cell technologies,
can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,
e withdrawn, or

e revised.
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INTRODUCTION

Solid oxide fuel cells (SOFCs) have a broad range of geometry and size. As such, in general,
peripherals like current collectors and gas manifolds are unique to each cell or stack and are
often incorporated into a cell or stack to form one integrated unit. In addition, they tend to have
a significant effect on the power generation characteristics of the cell or stack. This document
therefore introduces as its subject "cell/stack assembly units", which are defined as those units
containing not only a cell or stack but also peripherals.
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FUEL CELL TECHNOLOGIES -

Part 7-2: Test methods — Single cell and stack performance tests
for solid oxide fuel cells (SOFCs)

1 Scope

This part of IEC 62282 applies to SOFC cell/stack assembly units, testing systems, instruments
and measuring methods, and specifies test methods to test the performance of SOFC cells and
stacks.

This document is not applicable to small button cells that are designed for SOFC material testing
and provide no practical means of fuel utilization measurement.

This document is used based on the recommendation of the entity that provides the cell
performance specification or for acquiring data on a cell or stack in order to estimate the
performance of a system based on it. Users of this document can selectively execute test items
suitable for their purposes from those described in this document.

Users can substitute selected test methods of this document with equivalent test methods of
IEC 62282-8-101 for solid oxide cell (SOC) operation for energy storage purposes, operated in
reverse or reversible mode.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60050-485, International Electrotechnical Vocabulary (IEV) — Part 485: Fuel cell
technologies, available at https://www.electropedia.org

IEC 60584-1, Thermocouples — Part 1: EMF specifications and tolerances

IEC 60584-3, Thermocouples — Part 3: Extension and compensating cables — Tolerances and
identification system

IEC 61515, Mineral insulated metal-sheathed thermocouple cables and thermocouples
ISO 5168, Measurement of fluid flow — Procedures for the evaluation of uncertainties

ISO 6974 (all parts), Natural gas — Determination of composition with defined uncertainty by
gas chromatography

ISO 7066-2, Assessment of uncertainty in the calibration and use of flow measurement devices
— Part 2: Non-linear calibration relationships

ISO 8573-1, Compressed air — Part 1: Contaminants and purity classes
ISO 8756, Air quality — Handling of temperature, pressure and humidity data
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ISO 12185, Crude petroleum, petroleum products and related products — Determination of
density — Laboratory density meter with an oscillating U-tube sensor

3 Terms, definitions and symbols

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60050-485 and the
following apply.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

o |EC Electropedia: available at https://www.electropedia.org/

e |SO Online browsing platform: available at https://www.iso.org/obp

3.1.1

cell/stack assembly unit

unit including a single cell or stack, as well as gas supply parts, current collector parts, and any
other peripherals used in power generation tests

3.1.2
active electrode area
geometric electrode area upon which an electrochemical reaction occurs

Note 1 to entry: Usually the active electrode area is the smaller of the anode and cathode areas.

3.1.3
current density
current divided by the active electrode area

314

average repeating unit voltage

cell/stack assembly unit voltage divided by the number of the cells in a series connection in the
unit

3.1.5
anode gas
gas that is supplied to the inlet of the anode of a single cell/stack assembly unit

Note 1 to entry: Such a gas belongs to one of the following categories:
a) pure hydrogen or mixture that contains hydrogen as a principal component with water vapour or nitrogen;
b) reformed gas of raw fuel of SOFC such as methane or kerosene premixed with water vapour or air as oxidant;

c) simulated gas of reformate that contains hydrogen, water vapour, carbon monoxide, carbon dioxide, methane,
nitrogen, etc., as main components;

d) methane, alcohols and other raw fuels directly supplied in pure form or mixed with water vapour or air, or both.

e) condensable gas operating in gas phase such as anhydrous ammonia (NH;) as raw input fuel or in cracked form.

3.1.6
cathode gas
gas that is supplied to the inlet of the cathode of a single cell/stack assembly unit

Note 1 to entry: Oxygen and nitrogen are its main components.

3.1.7

current collector

conductive material in a cell/stack assembly unit that collects electrons from the anode side or
conducts electrons to the cathode side Documents
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3.1.8

stable state

condition of a cell/stack assembly unit at which the unit is stable enough for any controlling
parameter and the output voltage or output current of the unit to remain within its tolerance
range of variation

3.1.9

theoretical current

current when the supplied anode gas or cathode gas is completely consumed in electrochemical
reactions divided by the number of cells in a series connection

3.1.10

effective fuel utilization

ratio of the actual output current of the cell/stack assembly unit to the theoretical current that is
calculated for the supplied fuel

Note 1 to entry: The effective utilization is the utilization of reactants in the electrochemical reaction at the anode
due to the actual current. This can be less than the actual or total utilization if there are gas inlet and cross leaks.

Note 2 to entry: Causes of less-than-optimal currents include losses due to electronic conduction within the
cell/stack assembly, gas leaks.

Note 3 to entry: A calculation method of effective fuel utilization is given in Annex B.

3.1.11

effective oxygen utilization

ratio of the actual output current of the cell/stack assembly unit to the theoretical current that is
calculated for the supplied oxygen

Note 1 to entry: The effective utilization is the utilization of reactants in the electrochemical reaction at the cathode
due to the actual current. This can be less than the actual or total utilization if there are gas inlet and cross leaks.

Note 2 to entry: A calculation method of effective oxygen utilization is given in Annex C.

3.1.12

maximum effective fuel utilization

highest effective fuel utilization that the cell/stack assembly unit can operate at, without causing
unacceptable degradation

Note 1 to entry: The acceptable degradation rate is usually obtained from the developer.

3.1.13
minimum cell/stack assembly unit voltage
lowest cell/stack assembly unit voltage specified by the manufacturer

3.1.14

open circuit voltage

ocv

voltage across the terminals of a cell/stack assembly unit with cathode and anode gases present
and in the absence of external current flow

Note 1 to entry: Also known as "no-load voltage".

3.1.15

total impedance

frequency-dependent losses due to ohmic, activation, diffusion, concentration effects, stray
(parasitic) capacitance and inductances

3.1.16
total resistance
real part of the low-frequency limit of total impedance
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3.1.17

stoichiometric ratio

ratio between the number of moles of reactant gas flowing per unit time to that used by the
electrochemical reaction

Note 1 to entry: The terms, "stoichiometric ratio" and "reactant gas utilization," are related. The reciprocal of the
fraction of the gas utilized is the stoichiometric ratio.

3.2 Symbols

Table 1 lists the symbols and units that are used in this document.

Table 1 — Symbols

Symbol Term Unit
a Error limit specified from specification of instrument a
1 Current A
J Current density Alcm?
A Active electrode area cm?
Z Total impedance Q cm?
n Number of transferred electrons
N Number of cells in a series connection in the cell/stack assembly unit
Py Absolute pressure of anode gas kPa
Pe Absolute pressure of cathode gas kPa
Output power W
Py Output power density W/cm?
dq Flow rate of anode gas I/min (STP b)
qe Flow rate of cathode gas I/min (STP)
q; Flow rate of fuel component; in anode gas I/min (STP)
t Time s, min, h
Tc,p Cell/stack assembly unit operating temperature °CorK
Ug Combined standard uncertainty for instruments a
up; Standard uncertainty for instrument i a
U; Effective fuel utilization %
Ug, Effective oxygen utilization %
U, Instrument expanded uncertainty a
14 Voltage \Y
X; Molar fraction of component i or mole percent of component i mol/mol or mol % ¢
¢ Concentration of component i mol/m3
fj Hydrocarbon conversion rate for hydrocarbon component j %
a8 Denotes where the unit varies depending on the specification.
b Abbreviation for standard temperature and pressure
¢ Mole percent expressed as one hundred times mole fraction.
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4 General safety conditions

An operating fuel cell uses oxidizing and combustible gases. Typically, these gases are stored
in high-pressure containers. In some cases, the fuel can be a toxic condensable gas (such as
ammonia). The fuel cell itself can be operated at pressures greater than atmospheric pressure.
Leaks or outlet flows from cell/stack assembly unit can contain toxic elements (e.g. when using
ammonia as a fuel). Those who carry out cell/stack assembly unit testing shall be trained and
experienced in the operation of test systems and specifically in safety procedures involving
electrical equipment and reactive, compressed gases, and toxic compounds if applicable (e.g.
when using ammonia as a fuel).

Materials which are compatible with the use and storage of the reactant gases shall be used
during testing.

In summary, safely operating a test station requires appropriate technical training and
experience as well as safety facilities and equipment, all of which are outside the scope of this
document.

5 Cell/stack assembly unit

A cell/stack assembly unit includes a cell or stack, gas supply, current leads, and such other
peripherals as required for power generation. It shall be provided with single or multiple
measuring points for temperature and voltage, and one set of current lead points, all to be
specified by the manufacturer.

As shown in Annex A, the boundary of a cell assembly unit goes through the anode gas supply
port, cathode gas supply port, temperature, pressure measuring point, current lead points,
voltage measuring points and mechanical load application points.

Some cell/stack assembly units can have no exhaust port for the anode gas or cathode gas
because of the configuration of the cells. In such cases, the gas flow field pattern and its
material shall be determined by the method recommended by the manufacturer. The load
application method shall be also based on the recommendation of the manufacturer. The
maximum operating temperature recommended by the manufacturer shall not be exceeded.

If the components of a cell/stack assembly unit other than a cell/stack are not specified by the
manufacturer, the following shall be described in the test report, as a minimum:

a) materials and geometry of the peripheral components to be used for testing;

b) flow patterns and directions of anode and cathode gases;

c) locations of temperature measurement, mechanical load application, voltage measurement
and current leads;

d) magnitude of the mechanical load;
e) configuration of assembly unit and its assembling method.

6 Testing system

6.1 Subsystems in testing system
6.1.1 General

As shown in Figure 1, a testing system consists of an anode gas control subsystem, cathode
gas control subsystem, cell/stack assembly unit temperature control subsystem, output power
control subsystem, measurement and data acquisition subsystem and safety subsystem. It can
also include a mechanical load control subsystem, anode gas and cathode gas pressure control
subsystem or a test system control subsystem that controls the whole testing SyStﬂdbEﬂhentS

if necessary.
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Measurement and data Output power control Mechanical load
acquisition subsystem subsystem control subsystem
Anode gas control I\/I A4 Anode gas pressure
subsystem > > control subsystem

Cell/stack assembly unit

N2

Cathode gas control Cathode gas pressure
subsystem control subsystem

Test system control Cell/stack assembly
subsystem unit temperature
control subsystem

Safety subsystem

IEC
Figure 1 — Testing system

6.1.2 Anode gas control subsystem

The anode gas control subsystem controls the flow rate, composition and temperature of the
anode gas supplied to the cell/stack assembly unit. If the gas composition is to be maintained
throughout the piping, then the materials, temperature, inner diameter and length of the piping
shall be selected such as to ensure that any changes the gas composition can have within the
piping are insignificant. Where necessary, the piping shall be heated or thermally insulated, or
both in order to prevent condensation of water vapour.

Care should be taken to avoid other phenomena, such as carbon deposits, and the evaporation
and transport of undesired materials in the gas streams, such as chromium species.

6.1.3 Cathode gas control subsystem

The cathode gas control subsystem controls the flow rate, composition and temperature of the
cathode gas supplied to the cell/stack assembly unit.

6.1.4 Cell/stack assembly unit temperature control subsystem

The cell/stack assembly unit temperature control subsystem controls, at least, the electric
furnace or the unit temperature. It maintains the operating temperature. The electric furnace
shall be selected to maintain the temperature distribution within the specified tolerance level.
Efforts should be made to minimize the electrical noise that the electric furnace generates while
providing heat. It is assumed that all the test systems will use an electrical furnace for simplicity
and safety reasons.

6.1.5 Output power control subsystem

The output power control subsystem controls the output current or output voltage of the
cell/stack assembly unit.
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6.1.6 Measurement and data acquisition subsystem

The measurement and data acquisition subsystem acquires and records the cell/stack assembly
unit temperature, current, voltage, anode gas flow rate, cathode gas flow rate, and optionally,
environmental conditions (ambient temperature, relative humidity, and atmospheric pressure)
in accordance with the specified method. If necessary, it also acquires and records the
mechanical load applied to the cell; the temperature, composition and pressure of the cathode
gas and the anode gas; the flow rate, composition, temperature and pressure of anode and
cathode exhaust gases; and cell/stack assembly unit impedance data, etc., in accordance with
the specified method.

6.1.7 Safety subsystem

The safety subsystem functions as a detector and alarm system for malfunctioning of the test
system based on predefined parameters and criteria. If it detects a serious fault, then it shall
automatically establish a safe state in the test system. The anode should be purged with an
inert gas, such as nitrogen, which can also contain hydrogen at concentrations below the lower
flammability limit.

6.1.8 Mechanical load control subsystem

The optional mechanical load control subsystem regulates the mechanical load that is applied
to increase the contact among components in the cell/stack assembly unit. The subsystem
should be strong enough to apply the required mechanical load under the test conditions and
to maintain the load for long term operation.

6.1.9 Gas pressure control subsystem for anode and cathode

The optional gas pressure control subsystem for anode and cathode gases regulates the
pressure of these gases by the use of a back pressure control valve, etc.

6.1.10 Test system control subsystem

The test system control subsystem provides the integrated control for each control subsystem
and data acquisition subsystem.

6.2 Maximum variation in control items of testing system

The tolerable variation of each control item in the testing system shall fall within the following

ranges:
in the case of current control: current: £1 % relative to rated value point;
in the case of voltage control: voltage: £1 % relative to set point;
temperature: 11,0 % relative to set point;

NOTE 1 Temperature variation at the set point of less than +5 K will increase reproducibility.
anode and cathode gas flow rates: 1 % relative to rated;
anode gas composition: +2,0 mol % for Hy, No;

+2,0 mol % for CO, CO,, CH, NHs;
+5,0 mol % for H,O (water vapour concentration);
in case of bubbler or sparger humidification: dew point temperature: £1 °C;

NOTE 2 At water vapour concentrations greater than 10 mol %, a bubbler system (sparger) can cause higher
uncertainty
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cathode gas composition: +1,0 mol % of the target O, concentration;

where pressures of anode and cathode +1 % of rated condition, when pressure of rated

gases are to be controlled, pressures of condition is equal to or larger than 0,3 MPa; and

anode and cathode gases: 3 kPa, when pressure of rated condition is smaller
than 0,3 MPa.

7 Instruments and measurement methods

71 General

Measuring instruments shall meet the requirement of 7.2. As a minimum, the flow rate and
composition of the anode and cathode gases as well as the temperature, voltage, and current
of the cell/stack assembly unit shall be measured. Additional measurements shall be taken
based on the test parameters or test conditions, or both. It is possible that some of the following
items specified in 7.3 or 7.4 will not be measurable in the case of a cell/stack assembly unit
having no anode or cathode gas exhaust port.

7.2 Instrument uncertainty

The expanded uncertainty of each measuring instrument (coverage factor £ = 2) at the time of
calibration or that estimated from the class of instrument shall meet the following requirements:

NOTE Coverage factor is defined in ISO/IEC Guide 98-3.

current: 11 % relative to rated;

voltage: 10,5 % relative to the open circuit voltage (OCV);
temperature: +1,0 % of reading;

flow rates of anode and cathode gases: +2 % of rated;

pressures of anode and cathode gases: +1 % of reading; average

anode gas composition: +2 mol % for H,, H,O, and N;

+1 mol % for CO, CO,, and CH,, NH;
cathode gas composition: +0,3 mol % for O, (balance N,).

A method for determining instrument expanded uncertainty is given in Annex G.
7.3 Anode gas
7.3.1 Anode gas flow rate

The anode gas flow rate shall be measured using mass flow meters, volumetric flow meters or
turbine-type flow meters. The flow meter shall be selected by taking into consideration the
species in the supplied gas, the range of flow rates, and the allowable uncertainty of the flow
meter. When measurements are made on a volumetric basis, they shall be converted to mass
flow rate by measuring the gas temperature and pressure or gas density in the vicinity of the
flow meters. Measurement uncertainty for dry gases should be evaluated in accordance with
ISO 5168 or ISO 7066-2.

7.3.2 Anode gas composition

The anode gas composition should be measured when the performance of the cell/stack
assembly unit is measured. If this is not possible, however, the anode gas composition shall be
measured during the preparation of the performance test under the same conditions as those
of the cell performance test. See 10.6.2.2.
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When anode gas is supplied in one of the following conditions a) to d) below, and if the gas
supply line has no reactors, such as a reformer, and is confirmed to insignificantly change the
gas composition, composition can be calculated based on the composition table published by
the fuel supplier and values obtained from each flow meter, in accordance with ISO 6145-7:

a) a single-composition gas such as hydrogen is supplied;
b) a mixed gas of known composition is supplied;

c) anode gas is supplied by mixing component gases in a controlled manner using multiple
flow meters;

d) gases under b) and c) above are supplied in combination.

The anode gas shall be sampled near the anode gas supply port of the cell/stack assembly unit
and analysed using an infrared spectrometer, mass spectrometer, gas chromatograph or similar
device. The gas sample shall be transported from its origin to the point of analysis in a manner
which minimizes changes in composition. Thus, the material, temperature, diameter and the
length of the tubing shall be carefully chosen to minimize the compositional change in the
sampling tubing. When necessary, it shall be heated to avoid the condensation of the water
vapour.

If water vapour is likely to affect measurement, remove water from the gas sample or dilute the
gas sample with argon or a similar inert gas.

The result of such analysis for gas component i, expressed as c; (mol/m3) shall be normalized
to obtain a normalized concentration, x; (mol /mol), using the following equation:

X = Z,Ci (1)

where Zic,- represents the sum of concentrations of all component gases in the analysis.

The gas analyser shall be calibrated using a standard gas of known mass ratio.
The measurement uncertainty shall be evaluated in accordance with the ISO 6974 series.

7.3.3 Anode gas temperature

The gas temperature shall be measured near the anode gas supply port of the cell/stack
assembly unit by using a thermocouple of a type and class in accordance with IEC 60584-1 or
sheathed thermocouple of a type and class in accordance with IEC 61515 and an extension
lead wire of a type and class in accordance with IEC 60584-3. When there is a reactor such as
a reformer, the gas temperature at the exit of the reactor should also be measured.

NOTE There can be significant differences between the temperature of the tube wall and the temperature of the
bulk gas.

If it is difficult to measure the gas temperature during the cell performance test, the anode gas
temperature shall be measured during the preparation of the performance test under the same
conditions as those of the performance test.
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7.3.4 Anode gas pressure

The anode gas pressure shall be measured upstream of the anode gas supply port of the
cell/stack assembly unit by using a calibrated pressure sensor, manometer, Bourdon tube or
similar instrument. The measuring instrument shall be located in such a manner that the
uncertainty is minimized in consideration of any pressure loss within the piping, piping
temperature and other factors. Condensation of water vapour during measurement shall be
prevented. One way can be to measure the pressure by injecting a very small amount of dry
nitrogen gas or similar into the pipe, close to the measuring instrument.

7.3.5 Anode exhaust gas flow rate

The anode exhaust gas flow rate shall be measured using mass flow meters, volumetric flow
meters or turbine-type flow meters after implementing a means to prevent water condensation
from affecting the stability of anode gas flow or after removing water from the gas flow. When
measurements are made on a volumetric basis, they shall be converted to mass flow rate by
measuring the gas temperature and pressure or gas density in the vicinity of the flow meters.
Alternatively, the anode exhaust gas flow rate can be calculated from the component
concentrations of the anode exhaust gas, tracer concentration and tracer flow rate by precisely
adding a minute amount of a gas that is not contained in the anode exhaust gas as the tracer.
The gas analyser shall be calibrated using a standard gas of known mass ratio. Measurement
uncertainty shall be evaluated in accordance with the ISO 6974 series.

The exhaust gas shall be handled with caution for reasons of safety and the environment, since
it can still contain hydrogen, carbon monoxide and hydrocarbons.

7.3.6 Anode exhaust gas component

The anode exhaust gas shall be sampled near the anode gas exhaust port of the cell/stack
assembly unit. See 10.6.2.2. The sample shall be analysed using an infrared spectrophotometer,
mass spectrometer, gas chromatograph or similar device. If water vapour is likely to affect the
measurement, remove water from the gas sample or dilute the sample with argon gas or similar.
When measuring, the materials, temperature, inner diameter and length of piping shall be
selected such as to ensure that any changes the gas composition can have within the piping
are insignificant. In particular, the piping shall be heated where necessary to prevent water
vapour from condensing in the piping. The gas analyser shall be calibrated using a standard
gas of known mass ratio.

7.3.7 Anode exhaust gas temperature

The gas temperature shall be measured near the anode gas exhaust port of the cell/stack
assembly unit by selecting a thermocouple of a type and class in accordance with IEC 60584-
1 or sheathed thermocouple of a type and class in accordance with IEC 61515, and an extension
lead wire of the type and class IEC 60584-3. If it is difficult to measure the gas temperature
during the cell performance test, the anode exhaust gas temperature shall be measured during
the preparation of the performance test under the same conditions as those of the performance
test.

NOTE There can be significant differences between the temperature of the tube wall and the temperature of the
bulk gas.

7.3.8 Anode exhaust gas pressure

The anode exhaust gas pressure shall be measured downstream of the anode gas exhaust port
of the cell/stack assembly unit by using a pressure sensor, manometer, Bourdon tube or similar
device. The measuring instrument should be located in such a manner that the uncertainty is
minimized in consideration of any pressure loss within the piping, piping (gas) temperature and
other factors. Condensation of water vapour during measurement shall be prevented. One way
can be to measure the pressure by injecting a very small amount of dry nitrogen gas or similar
into the pipe close to the measuring instrument.
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7.4 Cathode gas
7.4.1 Cathode gas flow rate

The cathode gas flow rate shall be measured by using mass flow meters, volumetric flow meters
or turbine-type flow meters. When measurements are made on a volumetric basis, they shall
be converted to mass flow rate by measuring the gas temperature and pressure or gas density
in the vicinity of the flow meters. The flow meter shall be selected in consideration of the
expected range of flow rates and the allowable uncertainty of the flow meter.
Usually, uncertainty shall be evaluated in accordance with ISO 5168, and if there is non-
linearity, evaluated in accordance with ISO 7066-2.

7.4.2 Cathode gas component

For cathode gas composition, the oxygen concentration shall be measured using a gas
chromatograph or an oxygen concentration meter. The cathode gas should consist of clean (oil-
free), compressed air or bottled gas. If a bottled gas mixture is used, the values described on
its composition certificate published by the fuel supplier can be used. The uncertainty of the
instrument shall be evaluated in accordance with the 1ISO 6974 series.

When it is necessary to measure humidity, a dew point meter, water content meter or gas
chromatograph shall be used while controlling the gas temperature to prevent condensation of
water vapour.

7.4.3 Cathode gas temperature

The gas temperature shall be measured near the cathode gas supply port of the cell/stack
assembly unit by selecting a thermocouple of a type and class in accordance with [IEC 60584-1
or sheathed thermocouple of a type and class in accordance with IEC 61515, and an extension
lead wire of the type and class IEC 60584-3.

NOTE There can be significant differences between the temperature of the tube wall and the temperature of the
bulk gas.

If it is difficult to measure the gas temperature during the cell performance test, the cathode
gas temperature shall be measured during the preparation of the performance test under the
same conditions as those of the performance test.

7.4.4 Cathode gas pressure

The cathode gas pressure shall be measured upstream of the cathode gas supply port of the
cell/stack assembly unit by using a pressure sensor, manometer, Bourdon tube, or similar
device. The measuring instrument should be located in such a manner that the uncertainty is
minimized in consideration of any pressure loss within the piping, piping temperature, and other
factors.

7.4.5 Cathode exhaust gas flow rate

The cathode exhaust gas flow rate shall be measured using a mass flow meter, volumetric flow
meter or turbine-type flow meter after cooling the gas. When measurements are made on a
volumetric basis, they shall be converted to mass flow rate by measuring the gas temperature
and pressure or gas density in the vicinity of the flow meter. The flow meter shall be selected
in consideration of the expected range of flow rates and the allowable uncertainty of the
instrument. The uncertainty of the instrument shall be evaluated in accordance with the
ISO 6974 series.
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7.4.6 Cathode exhaust gas component

For cathode exhaust gas composition, the oxygen concentration shall be measured using a gas
chromatograph or an oxygen concentration meter after cooling the gas. When it is necessary
to measure an extremely low water concentration, a dew point meter, water content meter or
gas chromatograph shall be used while controlling the gas temperature to prevent condensation
of water vapour.

7.4.7 Cathode exhaust gas temperature

The cathode exhaust gas temperature shall be measured near the cathode gas exhaust port of
the cell/stack assembly unit by selecting a thermocouple of a type and class in accordance with
IEC 60584-1 or sheathed thermocouple of a type and class in accordance with IEC 61515, and
an extension lead wire of the type and class IEC 60584-3. If it is difficult to measure the gas
temperature during the cell performance test, the cathode exhaust gas temperature shall be
measured during the preparation of the performance test under the same conditions as those
of the performance test.

NOTE There can be significant differences between the temperature of the tube wall and the temperature of the
bulk gas.

7.4.8 Cathode exhaust gas pressure

The cathode exhaust gas pressure shall be measured downstream of the cathode gas exhaust
port of the cell/stack assembly unit by using a pressure sensor, manometer, Bourdon tube or
similar device. The measuring instrument should be located in such a manner that the
uncertainty is minimized in consideration of any pressure loss within the piping, piping
temperature and other factors.

7.5 Output voltage

A voltage meter shall be connected to the voltage measuring points, as described in Clause 5.
The voltage thus measured shall be deemed to be the voltage of the cell/stack. The connecting
cable shall be durable enough for the test conditions.

7.6  Output current

A galvanostat or electric load connected to the current lead points, as described in Clause 5,
or a current sensor, or both, such as a shunt resistor located within the current circuit, shall be
used to measure the current by sending its output to a measuring or recording instrument. The
connecting cable shall be selected for appropriate materials and geometry in consideration of
the test conditions and possible voltage drop within the cable.

7.7 Cell/stack assembly unit temperature

A thermocouple of a type and class in accordance with IEC 60584-1 or sheathed thermocouple
of a type and class in accordance with IEC 61515, and an extension lead wire of the type and
class in accordance with IEC 60584-3 shall be selected. They shall be placed at the temperature
measuring point as described in Clause 5 and connected with a recorder or similar device for
measurement. When there is more than one temperature measuring point, the unit temperature
and its distribution shall be obtained by the calculation method recommended by the
manufacturer.

7.8 Mechanical load

A mechanical load applied as recommended by the manufacturer shall be measured.
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7.9 Total impedance

The total impedance of the cell/stack assembly unit shall be measured by either the alternating
current (AC) impedance method or the current interruption method. An appropriate measuring
line shall be used in order to ensure high-quality data over the entire frequency range
investigated.

7.10 Ambient conditions

In defining the ambient conditions, ambient temperature, pressure and relative humidity shall
be measured. The sampling interval shall be the value specified in ISO 8756 or less.

8 Test preparation

8.1 General

The type of cell/stack assembly unit to be tested, the number of samples, test parameters, and
test conditions shall be determined.

Each measuring instrument shall be checked for its last calibration, the uncertainty under the
calibration conditions, or estimated from the class of the instrument, and its dependency on the
environmental conditions in order to estimate the uncertainty of the instrument. The method and
cycle of calibration and replacement shall be designed to ensure that there is no increase in
measurement uncertainty.

The components of the anode and cathode gases and their main impurities shall be verified. As
described in Clause 7, a preliminary test shall be performed for gas composition and
temperature in order to ensure that the gas compositions are established within the anticipated
uncertainty and that the supply gas temperature does not affect the unit temperature. Further,
the test procedure, test conditions, and judging criteria for stable state, among others, shall be
determined based on the preliminary test results and other factors.

8.2 Standard test conditions and test range

The standard test conditions and the typical test range that are recommended by the
manufacturer shall be reviewed for the following parameters in order to determine the test
conditions and range:

a) cell/stack assembly unit temperature;

b) allowable cell/stack assembly unit temperature distribution (if multiple measuring points);
c) anode gas flow rate;

d) anode gas composition;

e) anode gas pressure;

f) cathode gas flow rate;

g) cathode gas composition;

h) cathode gas pressure;

i) effective fuel utilization;

j) effective oxygen utilization;

k) current or current density;

) minimum cell/stack assembly unit voltage;

m) minimum cell/stack assembly unit current (under a constant effective fuel utilization, see
Annex E for more information);
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n) maximum cell/stack assembly unit current (under a constant effective fuel utilization).
Damage due to excessive degradation is possible beyond this value;

0) mechanical load.
8.3 Components and impurities of anode gas and cathode gas

If gases are used to prepare the anode gas, purity level or components and major impurities of
each gas shall be verified by the composition tables published by the respective fuel suppliers
or through analysis. When the anode gas is produced from liquid fuel, its density, its carbon,
hydrogen, and oxygen content, and content of impurities, such as sulfur, shall be verified by
the composition table published by the fuel supplier or through analysis in accordance with
ISO 12185.

The purity or components and major impurities of the cathode gas shall be verified by the
composition table published by the fuel supplier or through analysis. If a compressor is used,
the compressed air shall be free of oil and particles in accordance with ISO 8573-1.

The result of each verification or analysis shall be described in the test report.

8.4 Basis of the test procedure

The start-up conditions, such as heating rate and ambient conditions during the heating ramp,
the condition of the anode (i.e. the extent of reduction of the nickel oxide to nickel), and the
shutdown conditions, such as cooling rate and ambient conditions during the cooling ramp, shall
be based on those recommended by the manufacturer or the results of preliminary tests.

8.5 Confirmation of aging conditions of unit

The aging conditions of the cell/stack assembly unit shall be determined based on the aging
conditions recommended by the manufacturer, as well as the preliminary tests to be conducted,
to ensure that the output drift at the time of measurement is insignificant.

8.6 Confirmation of criteria of stable state

The tolerance level of variation shall be determined for the output current or output voltage of
the cell/stack assembly unit, and the assessment criteria of stable state shall be determined
through preliminary testing and others.

The judgement criteria of stable state shall be described in the test report.

8.7 Data acquisition method

Preliminary tests shall be conducted while taking into consideration the variation of each test
parameter and the sampling rate of each measuring instrument, amongst other things, to
determine the sampling interval and the number of samplings and measurements. The sampling
interval (e.g. 1 s) shall be short enough to observe the variation of the measured parameter
with sufficient time resolution. The number of samplings and repetitions for a single
measurement shall be decided so that the total measurement period becomes sufficiently longer
than the dominant variation cycle of each test parameter.
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9 Test procedure

9.1 Set-up
The test set-up procedure shall be as follows:

a) Check each control or measurement subsystem for possible leakage. There are many
methods for leak-checking, such as pressure hold and helium leak detectors. The choice of
method will depend on the equipment in use. The proper operation of the test equipment
should be verified by comparing its performance with the parameters specified in 7.2.

b) Prepare a cell/stack assembly unit consisting of cell(s), gas passage, interconnectors,
current collectors, insulation and other components in accordance with the assembly
method and procedure recommended by the manufacturer. Before connecting the cell/stack
to the test bench, measure the resistance between cathode and anode current lead points
to determine if there is a short-circuit. Measure the resistance between cell voltage
measuring points to determine if they are electrically insulated. Measure the cell-to-cell
resistances. These values should not indicate a short-circuit, but, rather, should be similar
to those specified by the manufacturer.

c) Setup the cell/stack assembly unit in a temperature control subsystem and install the wiring
for voltage measurement and current leads, the mechanical load, and thermocouples as
well as the piping for the gas supply and exhaust. Connect the wires to their corresponding
subsystems. Ensure proper insulation between thermocouples and the cell/stack. There
should also be electrical insulation between the mechanical load and the cell/stack.

d) Check gas pipe connections for leakage (see 9.1.a).

e) If necessary, verify the wiring for insulation to earth. It is recommended to check the
insulation before the output control subsystem or measurement subsystem is connected. In
addition, proper wiring shall be verified at joint connections.

f) When the above are all completed, the measurement subsystem is checked for its proper
operation.

9.2 Initial conditioning

The cell/stack assembly unit shall be started up at the temperature increasing rate and ambient
conditions as specified in 8.4 and operated until it reaches the stable state after going through
anode reduction and conditioning.

9.3 Shutdown

The shutdown procedure shall be initiated at the specified temperature decreasing rate and
ambient conditions as specified in 8.4. The temperature shall be decreased under such
conditions as the user has determined, based on preliminary tests or as directed by the
manufacturer, unless otherwise provided. During this time, the air flow to the air electrode is
maintained and hydrogen diluted with nitrogen (or other inert gas) is flowing to the fuel electrode.
The concentration of hydrogen in this gas mixture shall be below the lower explosive limit.

10 Performance test

10.1 Rated power test
10.1.1 Objective

The objective of this test is to measure and verify the output of the cell/stack assembly unit
under rated conditions.
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10.1.2 Test method

All control parameters shall be set at rated conditions, and after the cell/stack assembly unit
has reached the stable state, the voltage, current and other control parameters shall be
measured repeatedly at a sampling interval until the number of samples and measurements are
obtained as specified in 8.7. The average value of the measurements shall be the measured
value. Optionally, include the standard deviation of the measurements.

10.1.3 Presentation of results

The measurement results shall be used to calculate the rated power output and recorded in the
test report with voltage, current and other measurements of the test conditions.

10.2 Current-voltage characteristics test
10.2.1 Objective

The objective of this test is to determine the dependency of current-voltage (/-V) characteristics
on temperature, pressure, gas composition, gas flow rate or effective gas utilization.

10.2.2 Test method
10.2.2.1 Test under constant flow rate

The control parameter on which the dependency is to be measured shall be set at its initial
value while the anode gas and cathode gas flow rates as well as other control parameters shall
be set at those of the test conditions. The unit shall be operated until the stable state is reached
under open-circuit conditions, and current-voltage characteristics are measured by changing
the current or voltage stepwise or sweeping it at a constant speed. After the measurement, the
control parameter is set to the next value and the measurement shall be repeated within the
measuring range specified in 8.2.

a) When current is step-changed, the cell/stack assembly unit shall be operated until it reaches
the stable state in each step (temperature and voltage), and at each step measurements
are taken over the duration of time at the sampling intervals as specified in 8.7. The average
value of the measurements after the stable state is reached shall be the measured value for
that step. Optionally, include the standard deviation of the measurements.

b) When a current sweep is used, the sweep rate shall be determined such that the maximum
width of the voltage hysteresis does not exceed the voltage variation in the stable state.

c) When voltage control is used, step a) or b) shall be taken with step voltage or voltage sweep,
respectively.

NOTE The meaning of the maximum width of the voltage hysteresis is explained in Annex D.

10.2.2.2 Test under constant effective fuel or oxygen utilization, or both, or constant
stoichiometric ratio

The control parameter on which the dependency is to be measured shall be set at its initial
value while effective fuel utilization or effective oxygen utilization, or both, and other control
parameters shall be set at those of the test operating conditions given in 8.2. The unit shall be
operated at the minimum current specified by the manufacturer until it reaches the stable state,
and current-voltage characteristics shall be measured by changing the current or voltage
stepwise. The unit shall be operated in each step until it reaches the stable state with
measurements being taken over the duration of time at the sampling rate as specified in 8.7.
The average value of the measurements after the stable state is reached shall be the measured
value for that step. Optionally, include the standard deviation of the measurements. After the
measurement, the control parameter is set to the next value and the measurement shall be
repeated within the measuring range specified in 8.2.

An example of the record of I-V characteristics test under constant effective fuel Lﬂization is

given in Annex E. ocuments
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10.2.3 Presentation of results

The results shall be expressed in a two-dimensional plot with its horizontal axis representing
current density or effective fuel utilization, or a combination of current density and fuel utilization,
and its vertical axis representing cell/stack assembly unit voltage. This plot shall be included in
the test report with the other test conditions. Alternatively to the stack voltage, the measured
cell voltages or the average repeating unit voltage can be plotted against current density.
Optionally, include the standard deviation of the measurements.

10.3 Effective fuel utilization dependency test
10.3.1 Objective

The objective of this test is to study the dependency of the performance of the cell/stack
assembly unit on effective fuel utilization and to confirm the maximum effective fuel utilization
under various operating conditions. A method for the calculation of effective fuel utilization is
described in Annex B.

10.3.2 Test method
10.3.2.1 General

The maximum fuel utilization as well as the conditions used to obtain this value shall be obtained
from the manufacturer or determined through consultation between the manufacturer and the
evaluator.

The test shall be conducted either by decreasing the anode gas flow rate at constant current or
by increasing the current at constant anode gas flow rate.

10.3.2.2 Test at constant current
The following steps shall be carried out:

a) Set the cell/stack assembly unit at the test conditions as specified in 8.2, operate it and
verify that it has reached the stable state.

b) Decrease the anode gas flow rate stepwise until the cell/stack assembly unit reaches the
maximum effective fuel utilization as specified by the manufacturer. For each step, verify
that the voltage has reached the stable state and record it.

c) When the fuel utilization reaches the maximum effective value, return the anode gas flow
rate stepwise to the original value. For each step, verify that the voltage has reached the
stable state and record it. The step sizes will or will possibly not match the decreases from
the previous step. Comparing this voltage to that before this step provides information about
whether the maximum effective fuel utilization specified by the manufacturer which can be
achieved by the cell/stack assembly unit.

10.3.2.3 Test at constant anode gas flow rate
The following steps shall be carried out:
a) Set the cell/stack assembly unit at the specified test conditions, operate it and verify that it

has reached the stable state.

b) Increase the current stepwise until the cell/stack assembly unit reaches the maximum
effective fuel utilization. For each step, verify that the voltage has reached the stable state
and record it.

c) When the fuel utilization reaches the maximum effective value, return the current to the
original value stepwise and record the voltage. Comparing this voltage to that before this
step provides information about the maximum effective fuel utilization which can be
achieved by the cell/stack assembly unit, if only for a short period of time. This is different

to that seen in 10.4.
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The criteria for suspending the test should be determined in advance either by preliminary
testing or by consulting with the manufacturer in order to prevent any performance degradation
or damage to the cell/stack assembly unit.

10.3.3 Presentation of results

The results shall be expressed in a two-dimensional plot with its horizontal axis representing
effective fuel utilization, or a combination of anode gas flow rate and effective fuel utilization in
the case of 10.3.2.2, and effective fuel utilization, or a combination of current density and
effective fuel utilization in the case of 10.3.2.3, and its vertical axis representing the cell/stack
assembly unit voltage. Optionally, include the standard deviation of the measurements. This
plot shall be included in the test report with the other test conditions.

The stack assembly unit voltage can be replaced by the average repeating unit voltage.
Alternatively, the measured cell voltages can be plotted against current density.

10.4 Long term durability test
10.4.1 Objective

The objective of this test is to evaluate the performance degradation of the cell/stack assembly
unit when it is exposed to certain test conditions over a long period of time and to examine the
effect of temperature, current, gas composition, gas impurities and other factors on the
durability of the cell/stack assembly unit.

10.4.2 Test method
10.4.2.1 General

This test shall be conducted by maintaining the test conditions constant for the duration of the
test, either measuring change in the cell/stack assembly unit voltage at constant current or
measuring change in the unit voltage together with total resistance. The total resistance shall
be measured at intervals below 10 % of the total duration of the durability study by the I-V
characteristics in 10.2 or the impedance spectrum in 10.7.

NOTE Other operating modes such as constant voltage with constant gas utilization (constant efficiency operation
with decreasing power) or constant power operation and constant gas utilization (decreases efficiency at constant
power) or some mixed mode operation, can be used to measure the durability as specified by the test request.

10.4.2.2 Voltage change in long term durability test

Set up all the controlling parameters at the specified test conditions and measure the voltage
of the cell/stack assembly unit at regular intervals. The measured values shall be used to obtain
the rate of voltage change for the entire test period or a specified duration.

10.4.2.3 Total resistance change in long term durability test

This test can be performed at the same time as the test carried out in accordance with 10.4.2.2.

The following method shall be used for the measurement of total resistance:

a) Measure whole I-V characteristics between 0 to maximum current as specified in 8.2, or
measure partial I-V characteristics in the vicinity of the holding current, both in a similar
manner to that stated in 10.2.

b) Derive the approximate tangent to the /-7 characteristics at holding current by connecting
two points on the I-V characteristics in the vicinity across the holding current and find the
slope of the tangent. Report the slope as total resistance.

The points in the vicinity of the holding current are selected such that they are closer to the
holding current when the curvature of the I-V characteristics is large. The uncertainty in the
voltage and current measurements should be kept as small as possible. Documents
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c) After measuring the I-V characteristics, restore the values to those of the original test
conditions and measure voltage until the next measuring cycle.

d) Repeat this measurement at a certain interval throughout the test duration.

The results shall be used to calculate the voltage variation rate and total resistance variation
rate for the entire test period or specific time duration within the test period.

It is also possible to measure the total impedance described in 10.7 at the time of total
resistance measurement.

10.4.3 Presentation of results

In the case of 10.4.2.2, the results shall be expressed in a two-dimensional plot with the
horizontal axis representing time and the vertical axis representing voltage and shall be
included in the test report with the voltage change rate and test conditions. In the case of
10.4.2.3, the vertical axis shall represent voltage and total resistance, and the plot shall be
included in the test report along with voltage change rate, total resistance variation rate and
test conditions.

The stack assembly unit voltage can be plotted against time.

NOTE These results can also be represented as area-specific resistance (or impedance). Here, the area-specific
resistance (impedance) equals the measured resistance (impedance) multiplied by the active electrode area.

10.5 Thermal cycling durability test
10.5.1 Objective

The objective of this test is to evaluate the durability of the cell/stack assembly unit with thermal
cycling. The thermal cycles shall be within the manufacturer's specifications.

10.5.2 Test method
10.5.2.1 General

For this test, the following test conditions shall be obtained from the manufacturer or determined
through consultation between the manufacturer and the evaluator in advance.

The operating temperature shall be the temperature of the standard test conditions.

a) number of thermal cycles;

b) cooling rate;

c) heating rate;

d) maximum temperature;

e) minimum temperature;

f) operating conditions at operating temperature;
g) period to maintain operating temperature;

h) period to maintain minimum temperature;

i) total test period;

)

gas flow rate and composition at heating and cooling conditions, and minimum temperature,
respectively.
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10.5.2.2 Test procedure

In accordance with the above test conditions, either the method of measuring cell/stack
assembly unit voltage variation at the operating temperature or measuring total resistance
together with cell/stack assembly unit voltage shall be chosen. When measuring total resistance,
follow the method of 10.4.2.3. The voltage shall be measured over the specified duration. After
a certain operating period, the temperature of the cell/stack assembly unit shall be decreased
to the minimum temperature with the cell/stack assembly unit at open circuit under the specified
conditions, and the minimum temperature shall be maintained for the specified time. The
temperature of the cell/stack assembly unit shall then be raised under the specified conditions
to the operating temperature and the measurement shall resume as before.

These measurements shall be repeated until the specified number of thermal cycles is reached.
The results obtained shall be used to calculate the voltage variation rate and total resistance
variation rate over the entire test period or specific duration within the test period.

10.5.3 Presentation of results

The results shall be expressed in a two-dimensional plot with the horizontal axis representing
either (a) time or (b) number of cycles. The test conditions shall also be described in the test
report.

In the case (a), unit voltage, and temperature shall be plotted on the vertical axis. Total
resistance shall be plotted if applicable.

In the case (b), unit voltage shall be plotted on the vertical axis. Total resistance shall be plotted
if applicable.

10.6 Internal reforming performance test
10.6.1 Objective

The objective of this test is to evaluate the internal reforming (or cracking) performance of the
cell/stack assembly unit under the open-circuit conditions or rated conditions against
hydrocarbons (HC) such as methane or ammonia (NH3) contained in the anode gas.

10.6.2 Test method

10.6.2.1 General

This test shall be performed in accordance with the manufacturer's recommendation or after
consultation between the manufacturer and the evaluator regarding the cell/stack's ability to
reform HCs (or crack NHs) internally; it is possible that some cell/stack assembly units will not

be able to do so.

NOTE Many complex reactions can occur with HC-containing anode gases, depending on composition and
thermodynamic equilibria. These reactions can affect the temperature and pressure gradients in the cell and stack.

This test is applicable when anode gas and anode exhaust gas can be sampled without any
mixing with cathode gas or cathode exhaust gas.

10.6.2.2 Test procedure

Anode gas containing HCs (or NHj3) shall be supplied to the cell/stack assembly unit. After the

unit reaches the stable state in the open circuit or rated conditions, the anode gas and anode
exhaust gas shall be analysed for their compositions; these are used to calculate the HC (or
NHj3) conversion rate that indicates the internal reforming (or cracking) characteristic.
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The HC (or NH3) conversion rate for a specific HCj (NH3j), fj (%) is calculated as follows:

¢ =100 (qHC,j,in - QHC,/,out)/ 4hc, ,in (@)

¢ =100 (Gm, ,in = Inmg,0ut) | GNm, i (3)

where Gyc in (Gn, n) @Nd Gy, ot (Gnm, 0w ) FEPresent the flow rates of the specific HC; (NH3 ;)

at the anode inlet and outlet, respectively, which are calculated from the anode gas flow rate
and its HC (NHj3) concentration, and the anode exhaust gas flow rate and its HC (NH;)

concentration, respectively.

10.6.3 Presentation of results

The compositions and flow rates of anode gas and anode exhaust gas as well as the HC (or
NHj3) conversion rate shall be described in the test report with the test conditions.

10.7 Resistance components identification test
10.7.1 Objective

The main objective of this test is to identify and evaluate ohmic and non-ohmic components of
the total resistance of the cell/stack assembly unit.

10.7.2 Test method
10.7.2.1 General

The separation of resistance components of the cell/stack assembly unit shall be evaluated by
either the AC impedance method or the current interruption method.

10.7.2.2 AC electrochemical impedance method
The following test conditions shall be determined in advance by conducting preliminary tests.

— Measuring range for frequencies:

The highest frequency should roughly identify point A, and the lowest frequency should
roughly identify point C when plotted in the complex impedance diagram (see Figure 2).

— Number of measuring points:

Four to twenty points per one order of frequencies (to be distributed evenly as logarithms,
if possible) are required; they shall be numerous enough to identify clearly the geometry of
impedance plots. If possible, avoid the fundamental and harmonics of the electrical grid
frequency.

The test shall be conducted using the following procedure:

a) establish the test conditions;
b) verify that the stable state has been reached;

c) superimpose AC sinusoidal waves on DC current or voltage and start measurements. Sweep
the AC sinusoidal waves within the specified frequency range and measure the impedance
at each frequency.
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The amplitude of the AC signal for the measurement shall be enough to activate the cell but not
overly polarize it. The amplitude per cell can be obtained by dividing the total voltage amplitude
with the number of cells in series. As an option, the validity of the impedance spectrum shall be
verified by using appropriate validation relations such as the Kramers-Kronig (KK) relationships
or Z-hit.

10.7.2.3 Current interruption method

When employing this method, the current interruption characteristics and sampling rate to allow
the evaluation of a target property of the cell/stack assembly unit shall be identified by
preliminary testing. Measurements shall be taken after ensuring that the unit is in the stable
state under the test conditions.

10.7.3 Presentation of results
a) AC impedance method

The test results shall be expressed as a complex impedance or Cole-Cole plot (indicate
characteristic frequencies) or Bode plot (a plot of impedance components against the
logarithm of measured frequency), or both. The impedance times unit area calculated by
active area defined in 3.1.2 shall be plotted.

b) Current interruption method

The current (density) and voltage response waveforms observed before and after current
interruption shall be plotted against the time axis. The sampling rate shall be appropriate to
identify the ohmic resistance component. The ohmic resistance component so obtained shall
be reported with the test conditions.

WA
1
A

VA
IEC

Key

A high-frequency end impedance

C low-frequency end impedance

A-B high-frequency arc impedance

B-C low-frequency arc impedance

7' real part of impedance

—7" negative imaginary part of impedance

Figure 2 — Typical diagram of complex impedance plot for SOFC

NOTE 1 These results can also be represented as area-specific resistance (or impedance). Here, the area-specific
resistance (impedance) equals the measured resistance (impedance) multiplied by the active electrode area.

The data collection interval shall be selected to be able to define the current switch-off point
accurately within 1 pys. High frequency interference that increases the error shall be cared in

determining the ohmic resistance. Documents
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