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INTERNATIONAL ELECTROTECHNICAL COMMISSION

FRAMEWORK FOR ENERGY MARKET COMMUNICATIONS -

Part 451-6: Publication of information on market, contextual
and assembly models for European-style markets

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62325-451-6 has been prepared by IEC technical committee 57:
Power systems management and associated information exchange.

This second edition cancels and replaces the first edition published in 2016. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) Addition of a new document contextual and assembly model to publish information about
the transmission capacity allocation participants.

b) Updating of the TransmissionNetwork _MarketDocument to publish information about
implicit transmission allocations on third countries borders.

¢) Updating of the Unavailability_MarketDocument to publish outage related to consumption
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d) Updating of the Balancing_MarketDocument model to publish information for resource
object that can either consume or generate.

The text of this standard is based on the following documents:

FDIS Report on voting

57/1955/FDIS 57/1978/RVD

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts in the IEC 62325 series, published under the general title Framework for
energy market communications, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch” in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT — The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

This document is part of the IEC 62325 series for deregulated energy market data exchanges
based on the European-style market profile. This part of IEC 62325 defines the document
contextual models, the message assembly models as well as the XML schemas to be used for
the market information publication process, also called the transparency process.

The principal objective of the IEC 62325 series is to produce standards which facilitate the
integration of market application software developed independently by different vendors into a
market management system, between market management systems and market participant
systems. This is accomplished by defining message exchanges to allow these applications or
systems access to public data and exchange information independent of how such information
is represented internally.

The common information model (CIM), i.e. IEC 62325-301, IEC 61970-301 and IEC 61968-11,
specifies the basis for the semantics for message exchange.

This European style market profile is based on different parts of the CIM IEC standards and
specifies the content of the messages exchanged.

This document provides, for the European-style market profile, the publication (or
transparency) information exchanges to submit either to a data aggregator or to an electronic
publication platform the necessary information to be published about the electricity market.
These market processes are based on the European regulations (No. 1227/2011 and
No. 543/2013), and on the concepts of third party access and zonal markets. This part of
IEC 62325 was originally based upon the work of the European Network of Transmission
System Operators (ENTSO-E) Working Group EDI.
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FRAMEWORK FOR ENERGY MARKET COMMUNICATIONS -

Part 451-6: Publication of information on market, contextual
and assembly models for European-style markets

1 Scope

This part of IEC 62325 specifies a UML package for the market information publication
business process and its associated document contextual models, assembly models and XML
schemas for use within the European-style electricity markets.

This part of IEC 62325 is based on the European-style market contextual model
(IEC 62325-351). The business process covered by this part of IEC 62325 is described in
Clause 5.

The relevant aggregate core components (ACCs) defined in IEC 62325-351 have been
contextualised into aggregated business information entities (ABIEs) to satisfy the
requirements of the European-style market publication business process.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC TS 61970-2, Energy management system application program interface (EMS-API) —
Part 2: Glossary

IEC 62325-301, Framework for energy market communications — Part 301: Common
information model (CIM) extensions for markets

IEC 62325-351:2016, Framework for energy market communications — Part 351: CIM
European market model exchange profile

IEC 62325-450:2013, Framework for energy market communications — Part 450: Profile and
context modelling rules

IEC 62325-451-1, Framework for energy market communications - Part 451-1:
Acknowledgement business process and contextual model for CIM European market

IEC 62325-451-3, Framework for energy market communications — Part 451-3: Transmission
capacity allocation business process (explicit or implicit auction) and contextual models for
European market

IEC 62325-451-5, Framework for energy market communications — Part 451-5: Problem
statement and status request business processes, contextual and assembly models for
European market

IEC 62361-100, Power systems management and associated information exchange -
Interoperability in the long term — Part 100: CIM profiles to XML schema mapping
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC TS 61970-2 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

NOTE General glossary definitions can be found in IEC 60050, International Electrotechnical Vocabulary.

3.1

aggregate business information entity

ABIE

re-use of an aggregate core component (ACC) in a specified business

Note 1 to entry: This note applies to the French language only.

3.2

aggregate core component

ACC

collection of related pieces of business information that together convey a distinct business
meaning, independent of any specific business context

Note 1 to entry: Expressed in modelling terms, this is the representation of an object class, independent of any
specific business context.

Note 2 to entry: This note applies to the French language only.

[SOURCE: ISO TS 15000-5:2005, Clause 9, modified — The second sentence has been
transformed into Note 1 to entry.]

3.3

application program interface

API

set of public functions provided by an executable application component for use by other
executable application components

Note 1 to entry: This note applies to the French language only.

3.4

assembly model

model that prepares information in a business context for assembly into electronic documents
for data interchange

3.5

based on

IsBasedOn

use of an artefact that has been restricted according to the requirements of a specific
business context

[SOURCE: IEC 62325-450:2013, 3.4]

3.6

business context

formal description of a specific business circumstance as identified by the values of a set of
context categories, allowing different business circumstances to be uniquely distinguished
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[SOURCE: UN/CEFACT, Unified Context Methodology Technical Specification]

3.7

European style market profile

ESMP

object of IEC 62325-351, describing the set of classes and associations used to generate all
the parts of IEC 62325-451-X

Note 1 to entry: This note applies to the French language only.

3.8

information model

representation of concepts, relationships, constraints, rules, and operations to specify data
semantics for a chosen domain of discourse

Note 1 to entry: It can provide shareable, stable, and organized structure of information requirements for the
domain context.

[SOURCE: IEC 62325-450:2013, 3.6]

3.9

market management system

MMS

computer system comprised of a software platform providing basic support services and a set
of applications providing the functionality needed for the effective management of the
electricity market

Note 1 to entry: These software systems in an electricity market may include support for capacity allocation,
scheduling energy, ancillary or other services, real-time operations and settlements.

Note 2 to entry: This note applies to the French language only.

3.10

message business information entity

MBIE

aggregation of a set of ABIEs that respects a define set of assembly rules

Note 1 to entry: This note applies to the French language only.

3.11
profile
basic outline of all the information that is required to satisfy a specific environment

[SOURCE: IEC 62325-450:2013, 3.7]

4 Document contextual model and message assembly model basic concepts

4.1 Overview

IEC 62325-450 defines a set of CIM profiles that follows a layered modelling framework as
outlined in Figure 1 going from the common information model (CIM), to different regional
contextual models and their subsequent contextualized documents for information exchange;
the final step being the message specifications for information interchange.
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Figure 1 — IEC 62325-450 modelling framework

The regional contextual models are the basic components that are necessary to build
electronic documents for information interchange. The European style market contextual
model (IEC 62325-351) is, as an example, a regional contextual model based on
IEC 62325-301. The components are also termed "aggregate core components" (ACCs).

A document contextual model is based upon a specific business requirements specification
and is constructed from the contextualisation of the ACCs that can be found in the European-
style market contextual model. The contextualised ACCs at this stage are termed "aggregate
business information entities" (ABIEs). These ABIEs are the constructs that are assembled
together into a specific electronic document to satisfy the information requirements outlined in
the business requirements specification. The transformation from an ACC to an ABIE shall
respect the rules defined in IEC 62325-450.

Once a document contextual model has been built that satisfactorily meets the business
requirements, a message assembly model can be automatically generated from it. The
automatic generation respects the rules defined in IEC 62361-100.

XML schema may then be automatically generated from the message assembly model. If
necessary, specific mapping can take place at this stage to transform the CIM class and
attribute names into more market resilient names.

4.2 European style market package structure (ESMP)

The main package structure of the European-style market profile is described in Figure 2.
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Figure 2 — Overview of European style market profile dependency

For each business process, a business process package is described in an IEC 62325-451-x
standard. A business process package contains:

e the document contextual model (ABIE) and the automatically generated message
assembly model (MBIE) for each electronic document required to enable the completion of
the business process. Each document is a sub contextual model derived by restriction

from the European-style market profile; Documents
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e the XML schema of the business document that is automatically generated from the
message assembly model.

The European style market profile (ESMP), as defined in IEC 62325-351, provides the core
components permitted for use in an IEC 62325-451-x standard. All ABIEs shall be “based on”
the IEC 62325-351 core components:

e ESMPClasses: defining all the semi-contextual classes of the European-style market
profile derived by restriction from the CIM information model;

o ESMPDataTypes: defining all the core Datatypes used within the ESMP classes.

All the core components that are used in every electronic document structure have been
harmonized and centralized in the European-style market profile. These core components are
consequently the basic building blocks from which all electronic document ABIEs are derived.

4.3 From the European-style market profile to the document contextual model

The document contextual model for a given business process is constructed by an information
analyst who identifies all the information requirements necessary to satisfy the business
process.

Once the information requirements have been identified, the information analyst identifies the
related ACCs that are available in the European-style market profile and contextualises them
to meet the information requirements. This contextualisation step creates a set of aggregate
business information entities (ABIES).

In a final step, the information analyst assembles together into a specific document contextual
model package the ABIEs to form a document model satisfying the business requirements.

4.4  From the document contextual model to the message assembly model

Once the document contextual model has been finalised, the message assembly model may
be automatically generated.

All document contextual models share the same core components and core datatypes. These
are defined in the European-style market profile (IEC 62325-351) and are contextualised and
refined in all document contextual models (IEC 62325-451-x series) respecting the rules as
described in IEC 62325-450.

4.5 From the assembly model to the XML schema

The final modelling step applies a standardized set of criteria in order to generate a uniform
XML schema from the assembly model. This transformation process respects the rules
defined in IEC 62361-100.

5 The market information publication business process

5.1 General

The market information publication (transparency) business process enables all the relevant
information concerning the electricity markets to be made available in a transparent and
coherent fashion.

The availability of such information is vital for market participants to take efficient production,
consumption and trading decisions.

Deeper market integration and the rapid development of intermittent renewable energy
generation sources, such as wind and solar, require the disclosure of compgogiuments
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available, high quality and easily digestible information relating to supply and demand
fundamentals (EU Commission Regulation No. 543/2013).

Thus, the documents described in this document enable the publication of the market
consumption and production information along with the identification of structural
unavailability in the power system network that may impact the normal availability of energy.

5.2  The market information aggregator role

As concerns the European-style market profile, a market information aggregator may be
defined as follows:

e “This is a party that is responsible for the assembling of collected information (integration,
processing and storage) and their publishing (formatting and presentation) to a market
information receiver”.

The role market information aggregator is tied to the role “data provider” which is to say:

e “This may either be a transmission system operator or a third party acting as a data
provider. The data provider is not necessarily the primary owner of information but it is the
entity that submits information to the market information aggregator”.

5.3 Market information publication business process

Figure 3 provides the overview of the business process. This incorporates the information that
a market information aggregator has to provide to an information receiver; this may be done in
the context of a transparency platform, i.e. an IT system allowing to publish the market data.

The use cases that outline the market information publication process make use of several
different generic electronic document structures to provide the information to the market
information aggregator. The electronic document structures themselves are detailed later in
this document.
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Figure 3 — Market information publication process overview

54 Use cases

54.1 General overview

As indicated in Figure 3, the basic information requirements are for the transmission of the
relevant information assembled together by a data provider to a market information

aggregator.

The data provider may englobe several different market roles. In certain contexts, the data

provider may delegate this information to specific roles that may provide informatfigpdreiyents
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to the market information aggregator. For example, as shown in Figure 3, the roles of capacity
coordinator, transmission capacity allocator or market operator may directly send information
to the market information aggregator.

The market information aggregator has the task of assembling the information together and of
harmonising its content (for example ensuring the information is provided with the same
measurement granularity). Once the information has been assembled together and
harmonised the market information aggregator publishes it, for instance, on a transparency
platform whose access is publically available.

5.4.2 Provide configuration information for transmission capacity allocation and
resource object

The provision of configuration information for transmission capacity allocation and assets is
used to provide transmission capacity allocation and resource object configuration
information.

The configuration of transmission capacity allocation describes the parties that will issue the
data at the various steps of auctions, i.e. offered capacity, already allocated capacity, etc.

The configuration of resource object includes:

a) production unit configuration information and may include generation unit configuration
information. The management of a generation unit is handled through the production unit.
Consequently, if there is an addition of a generation unit or change to a generation unit,
this requires that the change is carried out as a change of the production unit;

b) provision of transmission asset configuration information;

c) provision of consumption unit configuration information.

This basic configuration is required in order to ensure the validation and coherence of the
information that is transmitted by the data providers for publication. The configuration

information may evolve over time and, consequently, modifications or deactivations will have
to be provided.

5.4.3 Provide generation and load information

The generation and load information is provided depending on the granularity required for the
production and consumption units that have to be reported. It covers both realised and
forecast information.

5.4.4 Provide actual availability and planned unavailability information

The provision of unavailability (outages and forced outages) information is relatively
straightforward and covers basically the provision of planned unavailability information and
the provision of changes in actual availability.

5.4.5 Provide balancing information

The provision of balancing information covers the information requirements within a given
time interval for such things as contractual reserves, accepted offers, activated balancing
energy, imbalance volumes and prices.

5.4.6 Provide network transmission related information
The provision of network transmission information covers the information requirements for the

network evolution of critical network elements, capacity information, explicit and implicit
auctions, and nomination information as well as congestion management measures.
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5.5 Sequence diagram

The sequence diagram in Figure 4 presents the information flows that are exchanged between
the different actors that intervene in the transparency process.

The information flows outlined in the sequence diagram are used to transmit all the
information necessary in order to ensure the market information publication.
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Figure 4 — Sequence diagram of the information flows

5.6  Electronic documents used
5.6.1 Configuration_MarketDocument

Configuration_MarketDocument enables the initialisation and update of basic configuration
data for resource object. It is required to ensure the validity of the market information that is
submitted by the other electronic documents. The information provided essentially concerns:

e production unit information;

e transmission asset information;

e consumption unit information.

The document may also be used to update any information initially provided as changes or
evolutions occur. It may also be used to ensure the synchronisation of the data between the
transparency platform and the data providers.
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5.6.2 CapacityAllocationConfiguration_MarketDocument

CapacityAllocationConfiguration_MarketDocument enables the initialisation and update of the
actors that will provided the various sets of information at the various stages of the auction
process (e.g. offered capacity, already allocated capacity).

The document may also be used to update any information initially provided as changes or
evolutions occur.

5.6.3 GenerationLoad_MarketDocument

GenerationLoad_MarketDocument enables the transmission of generation and load
information on a regular basis. The frequency of the transmission of this information depends
on the market requirements where the platform is implemented. The periodicity may be yearly,
monthly, weekly, daily or hourly as necessary.

The information transmitted may be actual generation and load, planned generation and load
or forecast generation and load depending on market requirements.

5.6.4 Outage_MarketDocument

The unavailability process basically follows two different periodicities: a regular periodicity for
the provision of the planned unavailability, and an event-based periodicity for the provision of
changes in actual availability.

The unavailability process covers all the significant resources within the energy grid that may
impact the quantity of energy that can be produced or consumed.

5.6.5 Balancing_MarketDocument

The balancing transparency process can be basically divided into five groups of information
requirements:

e balancing procurement requirements;

e accepted offers;

e reserve activation;

e imbalance;

e situation and financial settlement.

The process covers all the operations necessary to ensure that the bulk power system is
always in balance.

5.6.6 TransmissionNetwork MarketDocument

TransmissionNetwork_MarketDocument enables the information concerning the transmission
network to be provided to the transparency platform. The information provided concerns:

e network evolution;

e redispatch measures;

e counter trade measures;

e congestion management costs;

e implicit transmission allocations on third countries borders.

The process covers all the information concerning the above mentioned areas and the
reporting frequency necessary to ensure transparency.
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5.6.7 Publication_MarketDocument

Publication_MarketDocument is a generic document that is defined in IEC 62325-451-3. It is
used in the case of transmission to the transparency platform to provide transmission capacity
and auction information concerning the electricity market. The sort of information in this
respect that it can provide is as follows:

o forecasted transmission capacity;

o offered transmission capacity;

e DC link capacity restrictions;

e explicit transmission capacity auction information;

e already allocated transmission capacity;

e day ahead prices;

e net bidding zone positions;

e total nominated transmission capacity;

e aggregated day ahead schedule information;

e physical flows;

e internal market and external allocations.

5.6.8 ProblemStatement_MarketDocument

ProblemStatement_MarketDocument is described in IEC 62325-451-5.
This document is used to report troubles to deliver information.

57 Generic business rules for documents
57.1 General

All the business rules described in IEC 62325-351 are also valid for this document. Additional
rules are provided hereafter.

When a document is received, it shall be checked at the application level to ensure that there
are no faults in it that could prevent its normal processing. After this check, an
acknowledgement document, as defined in IEC 62325-451-1, shall be generated either
accepting in its entirety the document in question or rejecting it with the reasons for the
rejection.

5.7.2 Document instance implementation

The XML documents described in this document are to be used for the upload of information
to a transparency platform managed by the information market aggregator; they may also be
used for the download of information to market participants in order to enable automatic
processing of the information within their systems.

Consequently, attributes that describe basic configuration information (such as name, voltage
level) have been included in the XML documents as optional attributes that may be used only
in the case where information is provided to an information receiver. This information shall not
be used in the case where information is uploaded to the market information aggregator.

The implementation of a data exchange shall be based upon dependency tables that are
constructed as outlines in Table 1. In the case of the European market such tables are used
to describe the different conditions in which all the optional attributes (i.e. the attributes that
have a multiplicity of [0..1]) within a document structure are used.
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Table 1 contains in the left hand column the mandatory coded attributes as well as the
optional attributes. The top row provides the context where the contexts in which the use of
the model is intended (for example, installed production capacity aggregated per production
type, day-ahead aggregated generation, transmission assets).

Within each context row, the possible values for the mandatory coded attributes are provided
and an indication if the optional attributes are to be used (used, not used, used for upload
only, etc.).

Table 1 — Dependency table outline for the market
information publication processes

Information model
attribute

Usage context 1

Usage context 2

Usage context 3

Usage context n

type (Document)

Type code value 1

Type code value 2

Type code value 3

Type code value n

process.processType

Type code value

Type code value

Type code value

Type code value

businessType
(TimeSeries)

Type code value

Type code value

Type code value

Type code value

Attribute value 1

Usage indication

Usage indication

Usage indication

Usage indication

Attribute value n

Usage indication

Usage indication

Usage indication

Usage indication

Table 2 provides a partial example of dependency table for the transmission network market

document.

Table 2 — Informative example of dependency table
for the TransmissionNetwork_MarketDocument

Information model
attribute

Article 9.1

Article 13 (a)

Article 13 (b)

Article 13 (c)

network expansion

notice

Transmission Redispatch Countertrading Congestion costs
infrastructure
type (Document) Interconnector Redispatch notice Counter trade Congestion costs

process.processType

Network information

Realised

Realised

Realised

businessType

Interconnector

System operator

Counter trade

Congestion costs

(TimeSeries) network evolution redispatching

Counter trade
Interconnector
network dismanteling

Internal redispatch
System operator

redispatch
in_Domain.mRid used used used in_Domain same

as out_Domain
out_Domain.mRID used used used out_Domain same

as in_Domain
measurement_Unit.name | MAW MAW MAW not used
currency_Unit.name not used not used not used used
mktPSRType.psrType not used used not used not used
curveType used used used used
end_Date.date used not used not used not used
flowDirection not used used used not used

etc.

Such tables are to be provided in dedicated implementation guides for each relevant
information to be delivered.

Documents

Document Sharing Hub

Full document details: IEC 62325-451-6-2018


http://www.avadocuments.com/doc/iec-62325-451-6-2018
http://www.avadocuments.com/doc/iec-62325-451-6-2018

- 34 - IEC 62325-451-6:2018 © |IEC 2018

5.7.3 Rules governing the GenerationLoad MarketDocument
5.7.3.1 Retransmission of historical information

Information for a given period in time (for example, a day) may, depending of the nature of the
information, be sent via several distinct transmissions (for example, a document for each hour
of the day). For example, a separate electronic document could be sent every hour containing
a quantity for the hour in question. Such documents will each have a distinct identification and
version. The version could change in this case to correct the hour’s quantity.

It may be necessary to retransmit at the end of the period the complete set of historical
information. This is carried out through the creation of a new document covering the complete
period (for example, all the hours in the day) that includes all the quantities that have been
previously sent with any corrections that are necessary.

Every document version has a creation date and time that could be effectively used as the
document timestamp since a new version of a document cancels and replaces the previous
version of the document.

5.7.3.2 Missing information
If, for a given period, there is missing information, then the use of gaps as defined in
Subclause 4.5.6 of IEC 62325-351:2016 shall be applied. A gap is identified through the use

of two periods, where the end of the first period does not coincide with the start of the second
period. The difference between the two periods represents a gap where data is missing.

5.7.3.3 Absence of time series in a document

An electronic document under certain circumstances may contain no time series. This
signifies that, in a download condition, none of the requested information was available.

In a submission scenario, it may be used to meet a submission deadline although no
information is available.

5.7.3.4 Rules governing the TimeSeries class

If the information contained in a previously transmit time series is to be cancelled then a new
version of the original document shall be sent with the time series in question completed with
the information from the previous transmission in addition to the attribute cancelledTS being
put to "cancelled". All the Periods below the time series shall be removed.

5.7.4 Rules governing the Outage_ MarketDocument
5.7.4.1 The transmission of unavailability information
Each unavailability (planned maintenance or forced unavailability) should be transmitted in a

single document with the identification of the document being used as the identification of the
unavailability in question.

Outage_MarketDocument may be revised through the use of the revisionNumber attribute, i.e.
a new version. The latest version of the document provides the current state of the
unavailability.

57.4.2 Status information

Outage_MarketDocument, when transmitted, may have two states: it is by default always
active, or it has the status of cancelled or withdrawn.

A cancellation is foreseen where a planned unavailability will not take place. Documents
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A withdrawal is foreseen where there has been an error in the transmission of the information
(in this case, a reason should be given).

An unavailability is deemed terminated when its end date is past. If the end date approaches
and the unavailability is still in vigor, the data provider shall provide an update to the
unavailability with a new end date.

5.7.4.3 Rules governing the TimeSeries class

A time series shall exist to describe a specific piece of an unavailability situation. It conveys
the data related to the unavailability. For consumption or generation unit unavailability, it
identifies the available capacity during the event. For transmission asset unavailability, it
identifies the impact on cross zonal capacity per direction.

5.7.4.4 Rules governing the Series_Period class

There may be several series period classes for a time series per object type (installed,
unavailable or wind power feedin). The overall time interval covered by the period shall be
within the complete Timelnterval of the series period.

The number of periods within a time series as characterized by the resolution shall completely
cover the period’s time interval.

5.7.5 Rules governing the Balancing_MarketDocument
5.75.1 The transmission of balancing information

Each transmission of balancing information should be transmitted in a single document. Any
changes necessary to the information transmitted should be adjusted through the use of a
new version of the document in question. This is particularly true in the case of the
transmission of activated balancing energy, the imbalance volumes and the settlement
information.

The latest version of a document provides the current state of the information contained in the
document.

5.7.5.2 Status information

A balancing document shall have a docStatus class instance in the case where the
information provided is final.

5.7.6 Rules governing the TransmissionNetwork_MarketDocument
5.7.6.1 Status information

Network information when transmitted may have two states; either it is active or it has been
cancelled.

Two other cases are foreseen:

e a status of cancelled where the planned network evolution will not take place,

e a status of withdrawn where there has been an error in the transmission of the information
(in this case, a "proper" reason should be given).

5.7.6.2 Rules governing the Time Series class

A time series shall exist to describe a specific piece of a transmission network structure or

congestion management information. It conveys the data related to the evolution of a network

or provides congestion management measures. It identifies the impact on

capacity per direction. ﬁﬁcﬂi‘ﬁents
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5.7.7 Rules governing the Configuration_MarketDocument

The creation of a production unit shall be composed of all dependent generation units.

The creation, modification or deactivation of a generation unit represents a change in the
production unit configuration and consequently a modification to the production unit is
necessary with all the valid generation units.

5.7.8 Rules governing the CapacityAllocationConfiguration_MarketDocument
5.7.8.1 Submission of document
There shall be two different documents for the submission of explicit and implicit transmission

capacity allocation configuration, i.e. submitting these configurations information in a single
document is not allowed.

5.7.8.2 Cancellation of allocation instance

The cancellation of an allocation instance is carried out as an update with the attribute
cancelledTS set to "A01" (yes).

5.7.9 Rules governing the ProblemStatement_MarketDocument

ProblemStatement_MarketDocument is described in IEC 62325-451-5.
This document is used to report troubles to deliver information.

5.7.10 Rules governing the Publication_MarketDocument

Publication_MarketDocument is described in IEC 62325-451-3.

This document is used to exchange information related to transmission capacity auction.

6 Contextual and assembly models

6.1 GenerationLoad contextual model
6.1.1 Overview of the model

Figure 5 shows the model.
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Figure 5 — GenerationLoad contextual model
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6.1.2 IsBasedOn relationships from the European-style market profile
Table 3 shows the traceability dependency of the classes used in this package towards the
upper level.
Table 3 — IsBasedOn dependency

Name Complete IsBasedOn Path
Domain TC57CIM::IEC62325::MarketManagement::Domain
GL_MarketDocument TC57CIM::IEC62325::MarketManagement::MarketDocument
MarketParticipant TC57CIM::IEC62325::MarketCommon::MarketParticipant
MarketRole TC57CIM::IEC62325::MarketCommon::MarketRole
Measure_Unit TC57CIM:: IEC62325::MarketManagement::Unit
MktGeneratingUnit TC57CIM::IEC62325::MarketCommon::MktGeneratingUnit
MktPSRType TC57CIM::IEC62325::MarketManagement::MktPSRType
Point TC57CIM::IEC62325::MarketManagement::Point
Process TC57CIM::IEC62325::MarketManagement::Process
Production_VoltageLevel TC57CIM::IEC61970::Base::Core::VoltageLevel
RegisteredResource TC57CIM::IEC62325::MarketCommon::RegisteredResource
Series_Period TC57CIM::IEC62325::MarketManagement::Period
Time_Period TC57CIM::IEC62325::MarketManagement::Period
TimeSeries TC57CIM::IEC62325::MarketManagement::TimeSeries
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6.1.3 Detailed GenerationLoad contextual model
6.1.3.1 GL_MarketDocument root class

An electronic document containing the information necessary to satisfy the requirements of a
given business process.

This electronic document enables the transmission of the following forms of generation and
load information for given periods:

e daily, monthly, weekly and yearly generation and load forecasts;

o yearly forecast margin;

e actual load information;

e actual generation unit information;

e available and installed capacity;

¢ wind and solar information;

e pumped storage and reservoir capacity.

Table 4 shows all attributes of GL_MarketDocument.

Table 4 — Attributes of GenerationLoad contextual model::GL_MarketDocument

Order|mult.| Attribute name / Attribute Description
type
0 [1..1])mRID The unique identification of the document being exchanged within a
. business process flow.
ID_String
1 [1..1]revisionNumber The identification of the version that distinguishes one evolution of a

) ) document from another.
ESMPVersion_String

2 [1..1]]type The coded type of a document. The document type describes the

. ) principal characteristic of the document.
MessageKind_String

6 [1..1]|createdDateTime The date and time of the creation of the document.

ESMP_DateTime

Table 5 shows all association ends of GL_MarketDocument with other classes.
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Table 5 — Association ends of GenerationLoad contextual model::
GL_MarketDocument with other classes

Order{mult. Class name / Role Description

3 [1..1]|Process
Association based on:
Process ESMPClasses::MarketDocument.[]

ESMPClasses::Process.Process[0..*]

4 [1..1]|MarketParticipant The document owner.
. Association based on:
Sender_MarketParticipant |egupclasses::MarketDocument.[]

ESMPClasses::MarketParticipant.MarketParticipant[0..*]

5 [1..1]|MarketParticipant The document recipient.
. - Association based on:
Receiver_MarketParticipantfe sypciasses::MarketDocument. ]

ESMPClasses::MarketParticipant.MarketParticipant[0..*]

7 [1..1][Time_Period The time interval that is associated with an electronic document and which
is valid for the whole document.

Association based on:

ESMPClasses::MarketDocument.[]

ESMPClasses::Time_Period.Period[0..*]

Time_Period

3 [1..*] [TimeSeries The time series that is associated with an electronic document.
) . Association based on:
TimeSeries ESMPClasses::MarketDocument.[]

ESMPClasses::TimeSeries.TimeSeries[0..*]

6.1.3.2 Domain

A domain covering a number of related objects, such as market balance area, grid area,
borders etc.

Table 6 shows all attributes of Domain.

Table 6 — Attributes of GenerationLoad contextual model::Domain

Order | mult. Attribute name / Attribute type Description

0 [1..1] |mRID The unique identification of the domain.

ArealD_String

6.1.3.3 MarketParticipant

The identification of the party participating in energy market business processes.
Table 7 shows all attributes of MarketParticipant.

Table 7 — Attributes of GenerationLoad contextual model::MarketParticipant

Order | mult. Attribute name / Attribute type Description

0 [1..1] |mRID The identification of a party in the energy market.
PartylD_String
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Table 8 shows all association ends of MarketParticipant with other classes.

Table 8 — Association ends of GenerationLoad contextual model::
MarketParticipant with other classes

Order | mult. Class name / Role Description
1 [1..1] |MarketRole The role associated with a MarketParticipant.
[Association based on:
MarketRole ESMPClasses::MarketParticipant.[]

ESMPClasses::MarketRole.MarketRole[0..1]

6.1.3.4 MarketRole

The identification of the intended behaviour of a market participant played within a given
business process.

Table 9 shows all attributes of MarketRole.

Table 9 — Attributes of GenerationLoad contextual model::MarketRole

Order [mult.| Attribute name / Attribute type Description

0 [1..1] |type The identification of the role played by a market player.
MarketRoleKind_String

6.1.3.5 Measure_Unit

A particular quantity, defined and adopted by convention, with which other quantities of the
same kind are compared in order to express their magnitudes relative to that quantity.

Table 10 shows all attributes of Measure_Unit.

Table 10 — Attributes of GenerationLoad contextual model::Measure_Unit

Order|mult.] Attribute name / Attribute Description
type

0 [1..1]|Jname The identification of the formal code for a measurement unit (UN/ECE

o . Recommendation 20).
MeasurementUnitKind_String

6.1.3.6 MktGeneratingUnit

The information about a generating unit.

Table 11 shows all attributes of MktGeneratingUnit.
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Table 11 — Attributes of GenerationLoad contextual model::MktGeneratingUnit

Order|mult.| Attribute name / Attribute Description
type

0 [0..1]|mRID The unique identification of a resource.

ResourcelD_String
1 [0..1]|Jname The name is any free human-readable and possibly non-unique text

. naming the object.

String

2 [0..1]|JnominalP The nominal power of the generating unit.
) This represents the installed generation capacity for the generation unit

ESMP_ActivePower being described.

6.1.3.7  MktPSRType

The type of a power system resource.

Table 12 shows all attributes of MktPSRType.

Table 12 — Attributes of GenerationLoad contextual model::MktPSRType

Order | mult.

Attribute name / Attribute type

Description

0 [1..1] |psrType

PsrType_String

The coded type of a power system resource.

Table 13 shows all association ends of MktPSRType with other classes.

Table 13 — Association e

nds of GenerationLoad contextual model::

MktPSRType with other classes

Order|imult. Class name / Role Description
1 [0..1]|Production_VoltageLevel The voltage level of the RegisteredResource.
Association based on:
Voltage_PowerSystemResources|egypclasses::VoltageLevel.PowerSystemResources[0..1]
ESMPClasses::MktPSRType.[]
2 [0..*] [MktGeneratingUnit The generating unit(s) of the production unit identified by the
RegisteredResource.
PowerSystemResources Association based on:
ESMPClasses::MktGeneratingUnit.PowerSystemResources[0..*]
ESMPClasses::MktPSRType.[]
6.1.3.8 Point

The identification of the values being

Table 14 shows all attributes of Point.

addressed within a specific interval of time.
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Table 14 — Attributes of GenerationLoad contextual model::Point

Order{mult. Attribute name / Description
Attribute type
0 [1..1]]|position A sequential value representing the relative position within a given time
interval.

Position_Integer

1 [1..1]|quantity The principal quantity identified for a point.
--- This information defines the quantity of the load or generation that is

Decimal taken from or put into the area for the position within the interval period.
2 [0..1]]secondaryQuantity The secondary quantity identified for a point.
Decimal --- This quantity corresponds to the value for the previous year that is taken

from or put into the area for the position within the interval period.

6.1.3.9 Process

The formal identification of the business process in which a flow of information is exchanged.
Table 15 shows all attributes of Process.

Table 15 — Attributes of GenerationLoad contextual model::Process

Order|mult.| Attribute name / Attribute Description
type
0 [1..1]|processType The identification of the nature of process that the document addresses.

The identified processes are year ahead, month ahead, week ahead, day

ProcessKind_String ahead and realised.

6.1.3.10 Production_VoltageLevel

For a production unit or a generating unit, the high voltage level at the network side.
For other network equipment the voltage level.
Table 16 shows all attributes of Production_VoltagelLevel.

Table 16 — Attributes of GenerationLoad contextual model::Production_VoltagelLevel

Order | mult. Attribute name / Attribute type Description

0 [1..1] highVoltageLimit The busbar's high voltage limit
ESMP_Voltage

6.1.3.11 RegisteredResource

A resource that is registered with a recognized registration authority. Examples include
generating unit, customer meter, and a non-physical generator or load.

Table 17 shows all attributes of RegisteredResource.
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Table 17 — Attributes of GenerationLoad contextual model::RegisteredResource

Orderlmult.| Attribute name / Attribute Description
type

0 [1..1])mRID The unique identification of a resource.

ResourcelD_String

1 [0..1]|Jname The name is any free human-readable and possibly non-unique text
naming the object.

The name of the production unit for which the generation information is
provided.

String

6.1.3.12 Series_Period

The identification of the period of time corresponding to a given time interval and resolution.
Table 18 shows all attributes of Series_Period.

Table 18 — Attributes of GenerationLoad contextual model::Series_Period

Order|mult.| Attribute name / Attribute Description
type

0 [1..1][timelnterval The start and end time of the period.

ESMP_DateTimelnterval

1 [1..1]|resolution The definition of the number of units of time that compose an individual

. step within a period.
Duration

Table 19 shows all association ends of Series_Period with other classes.

Table 19 — Association ends of GenerationLoad contextual model::
Series_Period with other classes

Order|mult.|Class name / Role Description
2 [1..*] [Point The Point information associated with a given Series_Period.within a TimeSeries.
. [Association based on:
Point ESMPClasses::Series_Period.]

ESMPClasses::Point.Point[1..*]

6.1.3.13 Time_Period

The identification of a time interval.

Table 20 shows all attributes of Time_Period.
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Table 20 — Attributes of GenerationLoad contextual model::Time_Period

Order|mult.| Attribute name / Attribute Description
type
0 [1..1]]timelnterval The start and end date and time for a given interval.
) As a convention for these data exchanges:
ESMP_DateTimelnterval - a week starts on a Monday and ends on a Sunday;
- a week is assigned to a month if the Monday of the week in question is
included in the month that the data is intended to cover.
6.1.3.14 TimeSeries

A set of time-ordered quantities being exchanged in relation to a product.

Table 21 shows all attributes of TimeSeries.

Table 21 — Attributes of GenerationLoad contextual model::TimeSeries

Order|lmult.| Attribute name / Attribute Description
type
0 [1..1])mRID A unique identification of the time series.
ID_String
1 [1..1]|businessType The identification of the nature of the time series.
BusinessKind_String
2 [1..1]|objectAggregation The identification of the domain that is the common denominator used
. . ) ) to aggregate a time series.
ObjectAggregationKind_String [t1e jdentified object aggregations are:
- area;
- resource object;
- resource type.
7 [1..1]|curveType The identification of the coded representation of the type of curve
. being described.
CurveType_String
3 [0..1]|cancelledTS An indicator stating that the TimeSeries, identified by the mRID, is
. cancelled as well as all the values sent in a previous version of the
ESMPBoolean_sString TimeSeries in a previous document.
\When this indicator has a Yes value, the meaning is that the data for
the time series has been withdrawn.
This differentiates between a time series with no values and one with
values that have been revoked.

Table 22 shows all association ends of TimeSeries with other classes.
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Table 22 — Association ends of GenerationLoad contextual model::

TimeSeries with other classes

OutBiddingZone_Domain

Order|mult.] Class name / Role Description
3 [0..1]|Domain The identification of the bidding zone where energy is going associated with
o . |a TimeSeries.
InBiddingZone_Domain |agsqciation based on:
ESMPClasses::TimeSeries.[]
ESMPClasses::Domain.Domain[0..*]
4 [0..1]|Domain The identification of the bidding zone where energy is taken from associated

with a TimeSeries.

In the case of generation, this indicates the load used by the generation unit
(consumption).

Association based on:

ESMPClasses::TimeSeries.[]

ESMPClasses::Domain.Domain[0..*]

RegisteredResource

RegisteredResource

The identification of a resource associated with a time series.
Association based on:
ESMPClasses::RegisteredResource.RegisteredResource[0..*]

ESMPClasses::TimeSeries.[]

Measure_Unit

Quantity Measure_Unit

The unit of measure associated with the quantities in the Point class
(quantity and secondaryQuantity).

Association based on:

ESMPClasses::TimeSeries.[]

ESMPClasses::Measure_Unit.Measurement_Unit[0..*]

Period

9 [0..1]|[MktPSRType The identification of the type of the RegisteredResource associated with a
TimeSeries.
MktPSRType Association based on:
ESMPClasses::TimeSeries.[]
ESMPClasses::MktPSRType.MktPSRType[0..*]
10 [0..*] |[Series_Period The time interval and resolution for a period associated with a TimeSeries

Association based on:
ESMPClasses::TimeSeries.[]

ESMPClasses::Series_Period.Period[0..*]

6.2

6.2.1

Figure 6 shows the model.
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class GenerationlLoad assembly model /

“MEIEz
GL_MarketDocument

+ mRID: ID_5tring

+ revisionMumber: ESMPVersion_String

+ type: MessageKind_String

+ process.processType: ProcessKind_String

+ sender_MarketParticipant.mRID: PartylD_String

+ sender_MarketParticipant.marketRole. type: MarketRoleKind_String
+ receiver_MarketParticipant.mRID: PartylD_String

+ receiver_MarketParticipant.marketRole.type: MarketRoleKind_String
+ createdDateTime: ESMP_DateTime

<+ time_Period.timelnterval: ESMP_DateTimelnterval

+Time5eries 1.

“MEIEz
TimeSeries

+ mRID: ID_5tring

+  businessType: BusinessKind_String

+ objectAggregation: ObjectAggregationKind_String

+ inBiddingZone_Domain.mRID: ArealD_String [0..1]

+ outBiddingZone_Domain.mRID: ArealD_String [0..1]

+ registeredResource.mRID: ResourcelD_String [0..1]

+ registeredResource.name: String [0..1]

+ quantity_Measure_Unit.name: MeasurementUnitKind_String
+ curveType: CurveType_5tring

+ cancelledTS: ESMPEoolean_String [0..1]

0

+Pericd | 0.7

#“MEIEs
Series_Period

+ timelnterval: ESMP_DateTimelnterval
+ resclution: Duration

o +MktPSRType | 0.1

#MEBIEs
MktPSRType

+ psrType: PsrType_String
+  woltage_PowerSystemResources_highVoltagelimit: ESMP_Voltage [0..1]

+Point | 1.7
“MEIE= +PowerSystemRescurces (0.7
Point
wMBIEs
+ position: Position_Integer MktCeneratingUnit
+ quantity: Decimal
+  secondaryQuantity: Decimal [0..1] + mRID: ResourcelD_String [0..1]

+ name: String [0.1]
+ nominalP: ESMP_ActivePower [(.1]

IEC

Figure 6 — GenerationLoad assembly model
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6.2.2 IsBasedOn relationships from the European-style market profile

—47 -

Table 23 shows the traceability dependency of the classes used in this package towards the

upper level.
Table 23 — IsBasedOn dependency

Name Complete IsBasedOn Path
GL_MarketDocument TC57CIM::IEC62325::MarketManagement::MarketDocument
MktGeneratingUnit TC57CIM::IEC62325::MarketCommon::MktGeneratingUnit
MktPSRType TC57CIM::IEC62325::MarketManagement::MktPSRType
Point TC57CIM::IEC62325::MarketManagement::Point
Series_Period TC57CIM::IEC62325::MarketManagement::Period
TimeSeries TC57CIM::IEC62325::MarketManagement::TimeSeries

6.2.3 Detailed GenerationLoad assembly model

6.2.3.1 GL_MarketDocument root class

An electronic document containing the information necessary to satisfy the requirements of a

given business process.

This electronic document enables the transmission of the following forms of generation and
load information for given periods:

e daily, monthly, weekly and yearly generation and load forecasts;

o yearly forecast margin;

e actual load information;

e actual generation unit information;

e available and installed capacity;

e wind and solar information;

e pumped storage and reservoir capacity.

Table 24 shows all attributes of GL_MarketDocument.
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Table 24 — Attributes of GenerationLoad assembly model::GL_MarketDocument

Order{mult. Attribute name / Attribute type Description
0 [1..1]jmRID The unique identification of the document being
. exchanged within a business process flow.
ID_String
1 [1..1]]revisionNumber The identification of the version that distinguishes one
. . evolution of a document from another.
ESMPVersion_String
2 [1..1]]type The coded type of a document. The document type
. . describes the principal characteristic of the document.
MessageKind_String
3 [1..1]|process.processType The identification of the nature of process that the
. . document addresses.
ProcessKind_String The identified processes are year ahead, month ahead,
week ahead, day ahead and realised.
4 [1..1]]sender_MarketParticipant.mRID The identification of a party in the energy market.
. --- The document owner.
PartylD_String
5 [1..1]]sender_MarketParticipant.marketRole.type [The identification of the role played by a market player.

MarketRoleKind_String

--- The document owner.
--- The role associated with a MarketParticipant.

[1.1

_—

receiver_MarketParticipant.mRID The identification of a party in the energy market.

PartylD_String

--- The document recipient.

[1.1

_—

receiver_MarketParticipant.marketRole.type|The identification of the role played by a market player.
MarketRoleKind_String

--- The document recipient.
--- The role associated with a MarketParticipant.

[1..1

—_—

createdDateTime

ESMP_DateTime

The date and time of the creation of the document.

[1..1

—_—

time_Period.timelnterval

ESMP_DateTimelnterval

The start and end date and time for a given interval.

As a convention for these data exchanges:

- a week starts on a Monday and ends on a Sunday;

- a week is assigned to a month if the Monday of the week
in question is included in the month that the data is
intended to cover. --- The time interval that is associated
with an electronic document and which is valid for the
whole document.

Table 25 shows all association ends of GL_MarketDocument with other classes.

Table 25 — Association ends of GenerationLoad assembly model::

GL_MarketDocument with other classes

Order [ mult.| Class name / Role Description
10 [1..*] |TimeSeries The time series that is associated with an electronic document.
) ) [Association based on:
TimeSeries GenerationLoad contextual model::GL_MarketDocument.|]
GenerationLoad contextual model::TimeSeries.TimeSeries[1..*]
6.2.3.2 MktGeneratingUnit

The information about a generating unit.

Table 26 shows all attributes of MktGeneratingUnit.
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