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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
POWER SYSTEMS MANAGEMENT AND ASSOCIATED INFORMATION  

EXCHANGE – DATA AND COMMUNICATIONS SECURITY –  
 

Part 3: Communication network and system security –  
Profiles including TCP/IP 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC 62351-3 has been prepared by IEC technical committee 57: Power systems management 
and associated information exchange. It is an International Standard. 

This second edition cancels and replaces the first edition published in 2014, Amendment 1:2018 
and Amendment 2:2020. This edition constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) Inclusion of the TLSv1.2 related parameter required in IEC 62351-3 Ed.1.2 to be specified 
by the referencing standard. This comprises the following parameter: 

• Mandatory TLSv1.2 cipher suites to be supported. 

• Specification of session resumption parameters.  

• Specification of session renegotiation parameters. 
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• Revocation handling using CRL and OCSP. 

• Handling of security events. 
b) Inclusion of a TLSv1.3 profile to be applicable for the power system domain in a similar way 

as for TLSv1.2 session. 

The text of this International Standard is based on the following documents: 

Draft Report on voting 

57/2578/FDIS 57/2593/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/publications. 

NOTE The following print types are used: 

• Abstract Syntax Notation One (ASN.1) are presented in courier new and bold courier new  

A list of all parts in the IEC 62351 series, published under the general title Power systems 
management and associated information exchange – Data and communications security, can 
be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The "colour inside" logo on the cover page of this document indicates that it 
contains colours which are considered to be useful for the correct understanding of its 
contents. Users should therefore print this document using a colour printer. 
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INTRODUCTION 

This edition of IEC 62351-3 is a self-contained document profiling the usage of TLS for to secure 
power system communication. It is recommended to refer to this edition of this document rather 
than any previous edition, because this edition updates the utilized cryptographic algorithms 
(ciphersuites), provides enhanced functionality, and covers different TLS versions. In contrast 
to previous editions, this document specifies all necessary TLS specific settings and does not 
require the referencing standard to define specific settings for TLS.  

Note that the recommendation to use this edition, potentially also with older referencing 
standards, requires technical support by implementations of the TLS settings specified in this 
edition of the document. 
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POWER SYSTEMS MANAGEMENT AND ASSOCIATED INFORMATION  
EXCHANGE – DATA AND COMMUNICATIONS SECURITY –  

 
Part 3: Communication network and system security –  

Profiles including TCP/IP 
 
 
 

1 Scope 

1.1 Scope 

This part of IEC 62351 specifies how to provide confidentiality, integrity protection, and 
message level authentication for protocols that make use of TCP/IP as a message transport 
layer and utilize Transport Layer Security when cyber-security is required. This may relate to 
SCADA/telecontrol, protection, automation and control protocols. 

IEC 62351-3 specifies how to secure TCP/IP-based protocols through constraints on the 
specification of the messages, procedures, and algorithms of Transport Layer Security (TLS) 
(TLSv1.2 defined in RFC 5246, TLSv1.3 defined in RFC 8446). In the specific clauses, there 
will be subclauses to note the differences and commonalities in the application depending on 
the target TLS version. The use and specification of intervening external security devices (e.g., 
"bump-in-the-wire") are considered out-of-scope. 

In contrast to previous editions of this document, this edition is self-contained in terms of 
completely defining a profile of TLS. Hence, it can be applied directly, without the need to 
specify further TLS parameters, except the port number, over which the communication will be 
performed. Therefore, this part can be directly utilized from a referencing standard and can be 
combined with further security measures on other layers. Providing the profiling of TLS without 
the need for further specifying TLS parameters allows declaring conformity to the described 
functionality without the need to involve further IEC 62351 documents. 

This document is intended to be referenced as a normative part of other IEC standards that 
have the need for providing security for their TCP/IP-based protocol exchanges under similar 
boundary conditions. However, it is up to the individual protocol security initiatives to decide if 
this document is to be referenced. 

The document also defines security events for specific conditions, which support error handling, 
security audit trails, intrusion detection, and conformance testing. Any action of an organization 
in response to events to an error condition described in this document are beyond the scope of 
this document and are expected to be defined by the organization’s security policy. 

This document reflects the security requirements of the IEC power systems management 
protocols. Should other standards bring forward new requirements, this document may need to 
be revised. 

1.2 Intended audience  

The initial audience for this document is intended to be experts developing or making use of 
protocols in the field of power systems management and associated information exchange. For 
the measures described in this document to take effect, they must be accepted and referenced 
by the specifications of protocols making use of TCP/IP security by applying TLS. This 
document is written to enable that process. 

The subsequent audience for this document is intended to be the developers of products that 
implement these protocols. 
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Portions of this document may also be of use to managers and executives in order to understand 
the purpose and requirements of the work. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC TS 62351-1:2007, Power systems management and associated information exchange – 
Data and communications security – Part 1: Communication network and system security – 
Introduction to security issues 

IEC TS 62351-2:2008, Power systems management and associated information exchange – 
Data and communications security – Part 2: Glossary of terms 

IEC 62351-9, Power systems management and associated information exchange – Data and 
communications security – Part 9: Cyber security key management for power system equipment 

ISO/IEC 9594-8:2020 | Rec. ITU-T X.509 (2019), Information technology – Open systems 
interconnection – The Directory: Public-key and attribute certificate frameworks 

RFC 5246:2008, The TLS Protocol Version 1.21 

RFC 5280:2008, Internet X.509 Public Key Infrastructure Certificate and Certificate Revocation 
List (CRL) Profile 

RFC 5288:2008, AES Galois Counter Mode (GCM) Cipher Suites for TLS 

RFC 5289:2008, TLS Elliptic Curve Cipher Suites with SHA-256/384 and AES Galois Counter 
Mode (GCM) 

RFC 5746:2010, Transport Layer Security (TLS) Renegotiation Indication Extension 

RFC 6066:2011, Transport Layer Security Extensions 

RFC 6176:2011, Prohibiting Secure Sockets Layer (SSL) Version 2.0 

RFC 8422:2018, ECC Cipher Suites for TLSv1.2 and earlier 

RFC 8446:2018, The TLS Protocol Version 1.3 

RFC 9150:2021, TLS 1.3 Authentication and Integrity only Cipher Suites 

3 Terms, definitions and abbreviated terms 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC TS 62351-2 and the 
following apply. 

___________ 
1  This is typically referred to as SSL/TLS. 
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ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.2 Abbreviated terms 

ACSE Association Control Service Element 
AEAD Authenticated Encryption with Associated Data 
BCP Best Current Practice 
CRL Certificate Revocation List 
DER Distinguished Encoding Rules 
DH(E) Diffie Hellman (Ephemeral) Key Agreement (see also IEC 62351-9) 
ECDH(E) Elliptic Curve based Diffie Hellman (Ephemeral) Key Agreement (see also 

IEC 62351-9) 
ECDSA Elliptic Curve Digital Signature Algorithm 
IV  Initialization Vector 
MAC  Message Authentication Code 
MitM Man-in-the-Middle (type of attack) 
OCSP  Online Certificate Status Protocol (see RFC 6960) 
PICS Protocol Implementation Conformance Statement 
PIXIT Protocol Implementation eXtra Information for Testing 
PSK Pre-shared key 
TLS Transport Layer Security 

 

4 Security issues addressed by this document 

4.1 General 

The IEC power system environment has different operational requirements from many 
Information Technology (IT) applications that make use of TLS to protect the transport of 
information over a TCP/IP connection. This requires on one hand the management of 
certificates used to authenticate entities, which is handled in IEC 62351-9. On the other hand, 
specific TLS related security parameters such as selected cipher suites, session management 
parameter and utilized extensions need to be defined, which is the focus of this document. One 
main difference in the application of TLS in the power system domain is the duration of the 
TCP/IP connection for which security needs to be maintained. Besides this it also has to be 
considered that the equipment in power system automation is long lasting. This may also require 
supporting older versions of TLS or cipher suites to retain backward compatibility. 

Many IT protocols have short duration connections, which allow the encryption algorithms to be 
renegotiated at connection re-establishment. However, the connections within a telecontrol 
environment tend to have longer durations, often "permanent". It is the longevity of connections 
in the field of power systems management and associated information exchange that give rise 
to the need for specific consideration. In this regard, in order to provide protection for the 
"permanent" connections, a mechanism for updating the session key is selected within this 
document, based upon existing TLS features. Note that TLSv1.2 and TLSv1.3 support different 
approaches for rekeying. 
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TLS allows for a wide variety of settings such as selected cipher suites to protect the handshake 
and the record layer protocol, which are negotiated during connection establishment. It also 
supports session management mechanisms to setup new sessions or renew existing sessions. 
To ensure interoperability between different implementations, this document specifies a 
common set of TLS features to be supported by conforming implementations.  

TLS has evolved and is available in version 1.3. In version 1.3 several parts of the protocol 
have been reworked, resulting in a protocol, which is functionally not backward compatible to 
TLSv1.2. As the first message exchange is defined in a backward compatible way, the TLS 
server may be able to switch to either version, depending on the security policy.  

Additionally, this document specifies the use of particular TLS capabilities that allow for specific 
security threats to be countered (see also 4.2). Specifically, TLS allows the definition of 
extensions to the protocol to mitigate potential protocol vulnerabilities or to enhance protocol 
functionality. This specification makes use of already-defined extensions. 

Note that TLS utilizes X.509 certificates (see also ISO/IEC 9594-8 or RFC 5280) for 
authentication and key agreement. In the context of this document the term certificate always 
relates to public-key certificates (in contrast to attribute certificates).  

NOTE It is assumed that the certificate management necessary to operate TLS is addressed in accordance with 
IEC 62351-9. 

4.2 Security threats countered 

See IEC TS 62351-1 for a discussion of security threats and attack methods. 

TCP/IP and the security specifications in this document cover only the communication transport 
layers (OSI layers 4 and lower). Specifically, TLS protects the transported messages from OSI 
layer 5 and above in a transparent way. This document does not cover security functionality 
specific for the communication application layers (OSI layers 5 and above) or application-to-
application security. This is defined in other parts of IEC 62351, e.g., IEC 62351-4 for MMS, 
IEC 62351-5 for serial communication and telecontrol, and IEC 62351-6 for (R)GOOSE and 
(R)SV. 

NOTE The application of TLS as profiled in this document supports the protection of information sent over a TLS 
protected connection. 

The specific threats countered in this document for the transport layer include: 

– Tampering (unauthorized modification or insertion of messages) is addressed by mutual, 
certificate-based authentication of the communication participants, and TLS packet-level 
integrity protection. 

Additionally, when the information has been identified as requiring confidentiality protection: 

– Unauthorized access to information through TLS packet-level encryption of the messages. 

4.3 Attack methods countered 

The following security attack methods are countered through the appropriate implementation of 
the specifications and recommendations in this document. 

– Impersonation: This threat is countered through the use of mutual authentication based on 
X.509 certificates during the TLS handshake and digitally signed information as revocation 
information.  

– Man-in-the-middle (MitM): This threat is countered for the TLS record layer through the use 
of cryptographic checksums (MAC) based on mutually authenticated negotiation of session 
keys. These keys are set up during the TLS handshake. Protection against MitM attacks 
during the TLS handshake phase itself is provided by the Finish message, ending the 
handshake phase. This message is encrypted and contains a hash value over all messages 

Full document details: IEC 62351-3-2023

http://www.avadocuments.com/doc/iec-62351-3-2023
http://www.avadocuments.com/doc/iec-62351-3-2023


 – 12 – IEC 62351-3:2023 © IEC 2023 

exchanged in the handshake. In addition, TLSv1.3 already provides cryptographic protection 
of the handshake messages directly (except the ClientHello).. 

– Replay: This threat is countered by the application of a MAC for integrity protection on a per 
packet bases including a sequence number to detect an actual replay.  

– Eavesdropping: This threat is countered through the use of encryption cipher suites, when 
negotiating TLS record layer security. 

NOTE The actual performance characteristics of an implementation claiming conformance to this part of the 
IEC 62351 series are out-of-scope of this document. 

4.4 Handling of security events  

Throughout the document security events are defined. These security events are intended to 
support error handling and thus to increase system resilience. Implementations should provide 
a mechanism for announcing security events to an evaluation system. A recommended standard 
is IEC 62351-4.  

The information about security events and potential detailed information can only be provided 
by the entity based on the availability of this information through the underlying platform or 
utilized components. 

It is recommended that the security events defined throughout this document are made 
available to the operational infrastructure by cyber security events as specified in IEC 62351-14 
or by monitoring objects as specified in IEC 62351-7. Annex A provides a mapping of the 
defined events in this document to the notion of IEC 62351-14. 

Note that notice, warnings, errors, and alarms are used to indicate the severity of an event from 
a security point of view. The following notion from IEC 62351-14 is used: 

– A notice refers to a cyber security related activity during the routine use or maintenance of 
an entity. It does not relate to a cyber security breach or attack or deviation from the normal 
operating condition of an entity. 

– A warning is a deviation from the normal operating condition of an entity but not necessary 
a cyber-attack. 

– An error describes an unforeseen condition, which may indicate unauthorized activity. It may 
not require immediate action. 

– An alarm is an indication of a serious problem, which may indicate unauthorized activity. 
Action is recommended to be taken immediately.  

In any case, it is expected that an organization’s security policy determines the final handling 
of events based on the operational environment. For instance, the assessment of one or more 
alarms could rise to the level of an incident. 

5 Overview of differences in TLS versions  

5.1 General 

This clause provides a short overview about the main differences between the TLS version 1.2 
and TLS version 1.3. Specifically addressed is the naming of cipher suites, backward 
compatibility, and extensions, which have been used in previous version of this standard. 

5.2 Main differences between TLSv1.2 and TLSv1.3 

In the following the main differences between TLSv1.2 and TLSv1.3 for the different 
subprotocols (TLS Handshake, TLS Record Layer) are listed (note that RFC 8446 provides a 
complete list of changes from TLSv1.2 to TLSv1.3), which have a relation to features used in 
TLSv1.2 in IEC 62351-3: 
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– Fewer handshake roundtrips in TLSv1.3 (one roundtrip for unilateral authenticated sessions, 
1.5 for mutual authentication).  

– TLSv1.3 handshake messages are encrypted, except the ClientHello and parts of the 
ServerHello are send in plain. Note that there is ongoing work in the IETF to define 
extensions to allow to encrypt part of the ClientHello, like the Server Name Indication 
(SNI) resulting in an encrypted SNI (ESNI) or encrypting the whole ClientHello as 
encrypted ClientHello (ECH). 

– TLSv1.3 removes support for obsolete and vulnerable cryptographic algorithms: Export 
ciphers, DES, 3DES, AES-CBC, RC4, MD5, SHA-1 are no longer supported 

– TLSv1.3 changes in key establishment  

• Removal of arbitrary Diffie-Hellman groups 

• Key establishment is based on ephemeral Diffie-Hellman 

• No support for RSA key encryption  
– TLSv1.3 removes session renegotiation but provides post-handshake messages for key and 

IV update as well as client authentication. 
– TLSv1.3 simplifies session resumption by using PSK and Session Tickets 
– TLSv1.3 introduces post handshake messages for  

• Session Ticket 

• Client authentication  

• Key and IV Update 
– TLSv1.3 removes the multistapling support of OCSP responses according to RFC 6961 

(status_request_v2). It has been replaced with a direct variant allowing the stapling of OCSP 
response to certificates in a chain by an extension of a CertificateEntry.  

– TLSv1.3 introduces OCSP stapling for client certificates, which may be important specifically 
for industrial use cases, in which the server often resides on the field device with potential 
limited capability of checking revocation state of received certificates 

– TLSv1.3 removes non-AEAD cipher suites for TLS record layer protection. Note that 
integrity-only cipher suites have been defined in RFC 9051.  

– TLSv1.3 provides the option to have already encrypted application data in the first roundtrip 
(0-RTT) with some reductions in the security (option for replay by an attacker). Note that 
this option is explicitly not used in this document. 

– Note that ChangeCipherSpec is an independent TLSv1.2 protocol content type and is not 
a TLS handshake message. ChangeCipherSpec was removed in TLSv1.3. 

5.3 Cipher suite naming 

The changes in the TLS handshake and record layer handling in TLSv1.3 are also reflected in 
the cipher suite definition.  

A cipher suite in TLSv1.2 and before combines algorithms for authentication and key agreement 
during the TLS handshake as well as algorithms for encryption and message authentication 
(integrity) for the record layer as shown in Figure 1. The cipher suite therefore considered both, 
the TLS handshake as well the record layer. Typically, each cipher suite has a name, which 
consists of a set of mnemonics separated by underscores and has the form shown in Figure 1.  
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Figure 1 – Definition of cipher suites according to TLSv1.2 (RFC 5246) 

In TLSv1.3 the cipher suite naming was changed to only relate to the record layer. Hence, they 
contain the information about the utilized encryption scheme (always authenticated encryption) 
and the hash utilized in the hash-based key derivation function as seen in Figure 2.  

  

Figure 2 – Definition of cipher suites according to TLSv1.3 (RFC 8446) 

The algorithms used in the TLS handshake are explicitly signalled as part of the ClientHello 
and the ServerHello exchange.  

5.4 Backward compatibility 

TLS ensures backward compatibility by signalling the TLS version in the Client.Hello 
message, which is compatible throughout the version 1.x messages. Note that the TLSv1.2 
version negotiation mechanism has been deprecated in favour of a version list in an extension. 
Specifically, a supported_versions extension can be used in the Client.Hello to 
negotiate the version of TLS to use, in preference to the legacy_version field of the 
Client.Hello. This is intended to increase compatibility with existing servers that 
implemented version negotiation incorrectly. 

5.5 Extensions 

Extensions provide an option to include additional information in some of the handshake 
messages of TLS. As stated in 5.2, some of the features available in TLSv1.2 are not supported 
in TLSv1.3 or handled differently. Consequently, some of the extensions are not applicable or 
not necessary to support in TLSv1.3. 

Extensions mandatorily used in Edition 1 of this document (2007) comprise: 

– renegotiation_info: Renegotiation extension defined in RFC 5746 to bind the 
renegotiated session to the previous session.  

– trusted_ca_keys: Allows a client to indicate locally available CA certificates, which can 
be used to validate received server certificates (defined in RFC 6066). 

– signature_algorithms: Allows the client to signal signature algorithms (as combination 
of hash and signature algorithm) it supports (defined in both RFC 5426 (TLSv1.2) and RFC 
8446 (TLSv1.3)). 
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Of these extensions, only the signature_algorithm extension is supported in both TLS 
versions. Instead of the trusted_ca_keys extension, TLSv1.3 specifies the 
"certificate_authorities" extension which can be used by either endpoint to signal the 
supported CA as guidance for the receiving endpoint. The renegotiation_info extension is 
not supported in TLSv1.3 as session renegotiation is not supported. 

In addition, TLSv1.3 defines mandatory to support extensions, which will be profiled in this 
document. The list of extensions to be supported will be provided in the specific clauses for the 
different TLS versions.  

6 Generic requirements 

6.1 General 

This clause defines requirements which are applicable to all versions of TLS considered in this 
document.  

If the handshake to set up a TLS session performs successfully (meets the requirements 
outlined in Clause 6, Clause 7 for TLSv1.2, or Clause 8 for TLSv1.3 a security event shall be 
raised ("notice: TLS handshake successfully performed"). If errors occurred during the TLS 
channel establishment and the TLS session cannot be established, security events defined in 
Clause 6, Clause 7 for TLSv1.2, and Clause 8 for TLSv1.3, will provide detailed information. 

Referencing standards of this document shall specify a port number, which is used to perform 
the TLS protected communication. 

6.2 Signalling of supported TLS versions 

TLSv1.2 as defined in RFC 5246 is the default version that shall be supported. TLSv1.3 is the 
most current version of TLS and is recommended to be supported. 

It is recommended that the TLS client initiating a TLS connection indicates the highest TLS 
version supported in the ClientHello message of the TLS handshake. The receiving TLS 
server may accept higher versions if functionally supported and allowed by the security policy 
of the operating environment.  

TLSv1.2 and TLSv1.3 handle the version signalling differently. In TLSv1.2 the version number 
is provided as part of the ProtocolVersion in the CientHello message and signals the 
highest TLS version supported by the client.  

The client shall include the TLSv1.2 identifier 0x0303 in the ProtocolVersion to signal 
TLSv1.2 support. If the client supports TLSv1.3 additionally, it indicates its version preferences 
in the supported_versions extension of the ClientHello message. The 
ProtocolVersion in the supported_versions extension in this case shall be set to the 
TLSv1.3 identifier 0x0304 according to RFC 8446. Note that a server supporting TLSv1.3 
receiving a ClientHello message with the supported_versions extension will not use the 
TLSv1.2 version signalled in the ProtocolVersion field of the ClientHello message. 

To ensure backward compatibility implementations may optionally support TLS version 1.0 and 
1.1 (sometimes referred to as SSL v3.1 and v3.2). The TLS handshake provides a built-in 
mechanism that shall be used to support version negotiation. The peer initiating a TLS 
connection shall always indicate the highest TLS version supported during the TLS handshake 
message. The application of TLS versions other than v1.2 is a matter of the local security policy. 
Proposal of versions prior to TLSv1.0 shall result in no secure connection being established 
(see also RFC 6176).  
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NOTE 1 For TLSv1.0 and TLSv1.1 certain vulnerabilities are known, Moreover, the IETF released a BCP for 
deprecation of TLSv1.0 and TLSv1.1 in RFC 8996. The optional support is only intended for backward compatibility. 

Support for only TLSv1.0 or only TLSv1.1 or only both shall be disabled by default and requires 
distinct enabling authorized by an organization’s security policy. If support is disabled, the 
proposal of only TLSv1.0 or only TLSv1.1 or only both shall raise a security event ("alarm: 
unsecure communication: deprecated TLS version proposed") and the session establishment 
shall be terminated by the receiver. If support is enabled the proposal of versions TLSv1.0 or 
TLSv1.1 shall raise a security event ("warning: insecure TLS version"). 

TLS versions prior to TLSv1.0 shall not be used. The proposal of versions prior to TLSv1.0 or 
SSLv3.1 only shall raise a security event ("alarm: unsecure communication: disallowed TLS 
version proposed") and the session establishment shall be terminated by the receiver. 

NOTE 2 The IETF has deprecated SSLv3.0 in RFC 7568.  

The TLS session shall be terminated if the negotiated TLS version changes from the initial TLS 
handshake: 

• TLSv.1.2 and lower: during a TLS session renegotiation or a session resumption handshake; 

• TLSv1.3: session resumption based on a provided PSK identity in TLSv1.3 from either side. 

The termination of the session shall raise a security event ("alarm: requested TLS Version 
change (potential downgrade) in ongoing communication detected"). 

NOTE 3 RFC 8446 specifically forbids version changes during a TLSv1.2 renegotiation to upgrade to TLSv1.3. 

6.3 Usage of non-encrypting cipher suites 

Any cipher suite that specifies NULL for encryption shall not be used for communication outside 
the administrative domain if the encryption of this communication connection by other means 
cannot be guaranteed.  

NOTE 1 This document does not exclude the use of encrypted communications through the use of cryptographic 
VPN tunnels. The use of such VPNs is out-of-scope of this standard.  

Within an administrative domain, the use of non-encrypting cipher suites may be allowed, but 
its use is in the responsibility of the operator. 

NOTE 2 The application of no-encrypting cipher suites allows for traffic inspection, while still retaining an end-to-
end authentication and integrity protection of the traffic.  

If the communication connection is intended to be only secured regarding the integrity of 
transmitted information, the following cipher suites may be used with TLSv1.2 and below:  

– TLS_RSA_WITH_NULL_SHA256 (defined in RFC 5246) 

NOTE 3 IEC 62351-3:2014+AMD1:2018+AMD2:2020 had support for the cipher suite TLS_RSA_WITH_NULL_SHA. 
This optional support has been removed due to the deprecation of SHA-1. 

If the communication connection is intended to be only secured regarding the integrity of 
transmitted information, the following cipher suites may be used with TLSv1.3:  

– TLS_SHA256_SHA256 (RFC 9150) 
– TLS_SHA384_SHA384 (RFC 9150) 

Implementations allowing TLS cipher suites with NULL encryption claiming conformance to this 
part shall provide a mechanism to explicitly enable those TLS cipher suites. Per default, non-
encrypting TLS cipher suites shall be disabled. 
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6.4 Certificate support 

6.4.1 Support of multiple trust anchors 

A CA-related trust anchor provides the base for certificate validation, specifically the certificate 
path validation. As entities are expected to have interactions with entities belonging to a 
different domain, different trust anchors need to be supported. The actual number depends on 
the target use case.  

An implementation claiming conformance to this document shall support at least 5 trust anchors 
(typically referrd to as root CA certificates) as the minimum number. 

The criteria and selection of a CA are out-of-scope of this document. 

In scenarios where more than one X.509 certificate (and corresponding private key) is available 
on an IED, it may be desirable to enable the requester to choose a certificate on the server side 
that matches the trusted anchor (root CA) certificates available at the requester side.  

6.4.2 Certificate size 

An implementation claiming conformance to this standard shall be able to handle certificates 
up to a maximum size of at least 8 192 octets. The actual supported certificates size shall be 
documented. 

NOTE 1 The certificate may also carry role information according to IEC 62351-8, which influences its final size.  

NOTE 2 The certificate size may be influenced by the careful selection of names in issuer and subject field and 
supported extensions, etc.  

Exceeding the maximum supported size of a certificate during a TLS handshake shall raise a 
security event ("alarm: TLS certificate size exceeded") and termination of the TLS session 
establishment.  

Note that the limitation of the certificate size relates to potential requirements from upper layer 
protocols like MMS. For MMS, in order to achieve interoperability of public-key certificates, it is 
necessary to set a maximum allowed size for the public-key certificates exchanged by ACSE. 
This size limitation is described in IEC 62351-4. If the same certificate is used in the context of 
MMS and TLS, this boundary condition needs to be obeyed.  

Manufacturer may support larger certificate sizes for TLS if the certificates do not underlie 
higher layer certificate size restrictions.  

6.4.3 Certificate exchange 

The certificate exchange and validation shall be bi-directional to achieve mutual authentication. 
If either entity does not provide its certificate, the connection shall be terminated. 

NOTE The server certificate is conveyed in the ServerHello message. The client certificate is conveyed in the 
Certificate message. 

The connection termination due to the lack of a peer certificate during the TLS handshake shall 
raise a security event ("alarm: peer certificate unavailable").  

The inability to access the local endpoint certificate and corresponding private key shall raise 
a security event ("alarm: endpoint certificate unavailable").  
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6.4.4 Public-key certificate validation 

6.4.4.1 General 

Certificates shall be verified by both the calling and called side. In addition, each side shall 
validate its own certificate as outlined in this clause and more specifically also regarding the 
included certificate extensions as defined in IEC 62351-9 prior to the usage of the certificate.  

There are two mechanisms that shall be configurable for certificate validation. 

– Acceptance of any certificate from an authorized CA 
– Acceptance of individual certificates from an authorized CA (limit scope of issuing CA) 

6.4.4.2 Verification based upon selected issuing CAs 

An implementation claiming conformance to this standard shall be capable of being configured 
to accept certificates from one or more Certificate Authorities without the configuration of 
individual certificates. 

The failure of finding a matching CA certificate during a TLS handshake shall raise a security 
event ("alarm: certificate validation: CA certificate not available") and termination of the TLS 
session establishment.  

6.4.4.3 Verification based upon individual certificates from selected issuing CAs 

An implementation claiming conformance to this standard should be capable of being configured 
to accept individual certificates (list of trusted certificates) from one or more authorized 
Certificate Authorities. Configuration of individual certificates may be based on the subject 
name or the serial number of the certificate together with the issuing CA information.  

NOTE 1 The verification based upon individual certificates may be influenced by automated certificate update 
procedures, which typically change the serial number of certificates.  

NOTE 2 The verification based upon individual certificates may be supported by certificate authorization and 
validation lists as outlined in IEC 62351-9.  

The failure of finding a matching individual certificate during a TLS handshake shall raise a 
security event ("alarm: certificate validation: trusted individual certificate from authorized CA 
not available") and termination of the TLS session establishment.  

6.4.4.4 Certificate revocation check 

6.4.4.4.1 General 

Certificate revocation shall follow the mandatory parameters and procedures specified in 
ISO/IEC 9594-8. The management of a CRL is a local implementation issue. Discussion of the 
management issues regarding CRLs can be found in IEC TS 62351-1. The application of CRLs 
is outlined in IEC 62351-9. 

Alternatively, to local CRLs, OCSP may be used to check the revocation state of applied 
certificates. The application of OCSP interactions with an OCSP responder is outlined in 
IEC 62351-9.  

If OCSP is applied, TLS offers support to transport OCSP response messages as so-called 
OCSP stapling. This is possible for the server certificate in TLSv1.2 and is described in 7.5.5. 
TLSv1.3 supports the stapling of OCSP responses for client certificates and server certificates 
as described in 8.8.10. 

An implementation claiming conformance to this standard shall be capable of checking the 
revocation state of received certificates at a configurable time interval. 
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The certificate revocation check may be invoked based on TLS protocol features like session 
renegotiation for TLSv1.2 or by the application monitoring the utilized certificates.  

In case of application monitoring of utilized TLS certificates, the application is required to keep 
track of peer certificates used in TLS session establishments and invoke the certificate 
revocation check based on configurable time. To allow for operational actions in case of revoked 
certificates (e.g., provisioning of a valid credential or performing a security check of the related 
IED) the application may provide a grace period (in hours) in which these actions may be 
performed without immediate termination of the current session. If no grace period is provided, 
the application is required to terminate the associated connection. The default value for the 
grace period is 0 hours (i.e., no grace period). Note that the configuration of the grace period 
for the application is a local implementation issue and may be subject to approval according to 
the organization’s security policy.  

Revoked certificates shall not be used in the establishment of a TLS session (TLSv1.2 and 
TLSv1.3). An entity receiving a revoked certificate during session establishment shall refuse 
the connection. An entity receiving a revoked certificate during a TLSv1.2 session renegotiation 
shall terminate the connection. 

The detection of a revoked certificate in a session establishment or session renegotiation shall 
raise a security event ("alarm: certificate validation: revoked certificate"). 

Termination of a TLS connection due to a revoked certificate shall raise a security event ("alarm: 
session terminated due to revoked certificate"). 

Note that revoked certificates may lead to TLS session termination. Therefore, system 
administrators should develop certificate management procedures to mitigate this situation (see 
also IEC 62351-9). Also, a security management process is expected to be in place to evaluate 
the CRL or OCSP response before distribution to avoid an undesired teardown of a 
communication connection, which may influence the reliability of the system. Implementations 
may also support multiple certificates per device to allow a switch on-the-fly to another (valid) 
certificate. Note that this latter option is a local implementation issue.  

6.4.4.4.2 Certificate revocation check using CRLs 

The process of checking the CRL shall not cause an established session to be terminated.  

For TLSv1.2 the teardown of a TLS session due to a revoked certificate will become effective 
with the next session renegotiation as outlined in 7.4.5. This may leave a grace period (between 
certificate revocation and detection of the revoked certificate in use) for an operator to handle 
a revoked certificate. The alternative is the handling of the certificate revocation check by the 
application as outlined in 6.4.4.4.1. 

NOTE 1 As TLSv1.2 allows session renegotiation, it is typically executed by the TLS stack and can invoke the 
application to perform the certificate validation and specifically the revocation check.  

As TLSv1.3 does not support session renegotiation, it becomes the responsibility of the 
application to invoke the certificate validation and act upon detected revoked certificates, 
specifically in long-lasting sessions. This requires the application to keep track of utilized 
certificates during the connection establishment. This is outlined in 6.4.4.4.1    

The recommended period of refreshing a local CRL is 24 hours. The CRL itself also contains 
information when the CRL will be updated in the nextUpdate field. The refreshing of the CRL 
should be aligned with whatever time comes first. For fetching a new CRL the CRL distribution 
point of the issuing CA should be contacted. An inability to access the CRL distribution point 
shall not cause the session to be terminated. The unavailability of a local CRL shall raise a 
security event ("warning: local CRL not accessible"). An inability to access a local CRL shall 
not cause the session to be terminated. 
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NOTE 2 The CRL can be distributed in different ways (manual as file, fetched from CRL distribution point, etc.).  

NOTE 3 If there are no revoked certificates, the CRL is an empty list, but would still be available.  

The expiry of a local CRL shall raise a security event ("warning: CRL expired") but shall not 
cause the session to be terminated. 

6.4.4.4.3 Certificate revocation check using OCSP 

An implementation claiming conformance to this document should be capable of interacting with 
an OCSP responder to fetch revocation information.  

An implementation claiming conformance to this document shall be capable of processing 
OCSP response messages, when provided as part of the TLS handshake as stapled OCSP 
response.  

NOTE The interaction with an OSCP responder also provides an OCSP response message. 

The expiry of an OCSP response shall raise a security event ("warning: OCSP response 
expired")." 

OCSP responses have an expiry time indicated by the nextUpdate value. This allows caching 
an OCSP response. If OCSP is applied, the caching of OCSP responses shall be supported 
with a maximum of 24 hours. 

If OCSP is applied for certificate revocation checks, the inaccessibility of the OCSP responder 
shall raise a security event ("warning: OCSP responder not accessible"). 

For TLSv1.2, RFC 6066 defines a certificate status request (status_request) and response 
extension allowing TLSv1.2 to provide an OSCP response for the server certificate along with 
its certificate. As this extension only allows to provide a single OCSP response, a further 
extension is defined in RFC 6961 allowing to request (status_requestv2) and staple OCSP 
responses also for intermediate CA certificates contained in the certificate list of the server 
certificate message. More details are provided in 7.5.5. 

TLSv1.3 provides support for requesting and stapling OCSP responses as described in RFC 
6066 for all certificates in the certificate list provided by the client or the server side. More 
details are provided in 8.8.10. 

6.4.4.5 Expired certificates 

Expired certificates shall not be used in the establishment (TLSv1.2 and TLSv1.3) or 
renegotiation (only TLSv1.2) of a TLS session. An entity receiving an expired certificate during 
session establishment shall refuse the connection (TLSv1.2 and TLSv1.3). An entity receiving 
an expired certificate during session renegotiation in case of TLSv1.2 shall terminate the 
connection. 

Note that it is expected that there is a security management process in place to initiate a timely 
certificate renewal procedure (see also IEC 62351-9). An example time frame may be a month. 
There may also be support for multiple certificates per device to permit the switch to another 
(valid) certificate.  

The refusal of an initial session establishment or session renegotiation due to an expired 
certificate shall raise a security event ("alarm: certificate validation: expired certificate"). 

6.4.4.6 Signature algorithms 

The support of cryptographic algorithms for signatures during the key exchange is defined for 
TLSv1.2 in 7.4 and for TLSv1.3 in 8.3.  
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The failure of finding a matching signature algorithm to the certificate components during a TLS 
handshake shall raise a security event ("alarm: certificate validation: signature algorithms not 
supported").  

The failure of validating the signature of received certificates during a TLS handshake shall 
raise a security event ("alarm: certificate validation: certificate signature could not be verified"). 
Note that the indication for supported signature algorithms must be done using the appropriate 
extensions as defined in 7.5.4 for TLSv1.2 and in 8.8.4 (signature algorithm) and 8.8.4.2 
(signature algorithms certificate) for TLSv1.3. 

6.5 Co-existence with non-secure protocol traffic 

Referencing standards requiring support for non-secure protocol traffic may specify how the co-
existence of secure and non-secure communication is handled. This may be done by providing 
a separate TCP/IP port for TLS-secured traffic. 

7 Requirements specific to TLSv1.2  

7.1 General 

In earlier versions of this standard, a referencing standard was required to provide additional 
definitions for handling TLS or for supporting of TLS protocol features.  

Starting with this edition, these definitions have been integrated into this document. Moreover, 
the description for TLSv1.2 has been aligned with the specification of TLS related parameters 
provided in the referencing standards to IEC 62351-3:2014+AMD1:2018+AMD2:2020, which are 
IEC 62351-4:2018+ AMD1:2018 and IEC 62351-8:2020. 

7.2 Supported cipher suites 

For TLSv1.2 (and below) this document specifies support of the mandatory and optionally 
supported cipher suites in Table 1. 

Table 1 – Support of cipher suites for TLSv1.2 

Key exchange 
Encryption Hash IANA Value Source Support 

Algorithm Signature 

TLS_RSA_  WITH_NULL SHA256 0x00,0x3B RFC 5246 c1 

TLS_RSA  WITH_AES_128_CBC_ SHA256 0x00,0x3C RFC 5246 m 

TLS_DHE_ RSA_ WITH_AES_128_GCM_ SHA256 0xC0,0x9E RFC 5288  m 

TLS_DHE_ RSA_ WITH_AES_256_GCM_ SHA384 0x00,0xA1 RFC 5288  o 

TLS_ECDHE_ RSA_ WITH_AES_128_GCM_ SHA256 0xC0,0x2F RFC 5289  m 

TLS_ECDHE_ RSA_ WITH_AES_256_GCM_ SHA384 0xC0,0x30 RFC 5289  o 

TLS_ECDHE_ ECDSA_ WITH_AES_128_GCM_ SHA256 0xC0,0x2B RFC 5289  m 

TLS_ECDHE_ ECDSA_ WITH_AES_256_GCM_ SHA384 0xC0,0x2C RFC 5289  o 

c1: may be supported if integrity only protection is desired. These cipher suites shall be disabled by default and 
require distinct enabling authorized by an organization’s security policy. 

 

Additional cipher suites may be supported. For the selection of these cipher suites the 
recommendations from IETF should be followed. The interoperability for additional cipher suites 
depends on the peer support of these cipher suites. 

The final selection of cipher suites used in the operational environment depends on the 
organization’s security policy. As this document support multiple mandatory cipher suites, an 
operator may opt out of cipher suites not providing PFS, if no backward compatibility is desired.  
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The handling of cipher suites supporting NULL for encryption is described in 6.3. 

7.3 Disallowed cipher suites 

The list of disallowed cipher suites includes, but is not limited to: 

– TLS_NULL_WITH_NULL_NULL 
– Cipher suites containing TLS_*_*_MD5 (disallowing MD5 for authentication for any 

combination) and 
– Cipher suites containing TLS_*_DES_* (disallowing DES for encryption for any combination)  

The signalling of a disallowed cipher suite during the TLS handshake is handled differently on 
client and server side: 

If only disallowed cipher suites are proposed in the ClientHello, a security event shall be 
raised ("alarm: disallowed TLSv1.2 cipher suite proposed") on the TLS server.  

If a disallowed cipher suite is signalled in the ServerHello message, the TLS client shall raise 
a security event ("alarm: disallowed TLSv1.2 cipher suite proposed"). 

If in a set of cipher suites, a disallowed cipher suite is proposed in the ClientHello, the TLS 
Server shall ignore the disallowed proposal.  

The session establishment shall be terminated if only disallowed cipher suites are signaled by 
either side.  

TLS client/server are expected to utilize the TLS cipher suites listed in Table 1. It is allowed to 
also utilize further cipher suites but with no guarantee for interoperability, except the disallowed. 
Using other cipher suites should be done based on the risk assessment of the operator. 

If the list of cipher suites excludes the stated cipher suites in 7.2 and is overwritten by local 
security policies, it then results in non-conformance to part 3 (negative test case in 100-3 PIXIT). 

7.4 Key exchange 

7.4.1 General 

The key exchange mechanisms are determined by the supported cipher suites as stated in 7.2.  

7.4.2 Key exchange mechanisms 

The key exchange mechanisms to be supported are aligned with the supported cipher suites 
listed in 7.2 and comprise: 

– Public key encryption using RSA  
– Ephemeral Diffie-Hellman key agreement. 
– Elliptic curve based ephemeral Diffie Hellman key agreement.  

NOTE There are cipher suites defined for TLSv1.2 also supporting a mixture of both RSA based signatures and 
elliptic curve based Diffie Hellman. 

7.4.3 Cryptographic algorithms 

Signing through the use of RSA and ECDSA algorithms shall be supported.  

For RSA-based signatures, the following key length shall be supported: 

– Mandatory: Signature-operation: RSA with a key length of at least 2 048 Bits. 
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RSA with 2 048 bit key length shall be supported. The key length of 2 048 is the minimum key 
length to be supported for RSA signatures. Based on recommendations NIST SP800-57 or BSI 
TR01202-1 it is strongly recommended to also support RSA key length of 3 072 bit and higher 
to address advances in cryptography. The selection of the signature algorithm depends on the 
organization’s security policy. 

The support of RSA with 1 024 bit keys is deprecated. Its use is limited to backward compatibility. 
Support for 1 024 bit RSA keys shall be disabled by default and requires distinct enabling, 
authorized by an organization’s security policy. If the use of 1 024 bit RSA key is disabled, the 
detection of RSA keys with less than 2 048 bit RSA shall raise a security event ("alarm: 
insufficient RSA key length (<2 048 bit)") and the session establishment shall be terminated by 
the receiver. If the use of 1 024 bit RSA keys is enabled the detection of a RSA key in the 
interval of 1024 <= RSA key length <2048 shall raise a security event ("warning: minimum key 
length"). 

If larger keys than 1 024 bits cannot be used, it is also recommended that additional security 
measures be taken.  

RSA keys with less than 1 024 bits key shall not be used. The detection of RSA keys with less 
than 1 024 bits shall raise a security event ("alarm: insufficient key length") and the session 
establishment shall be terminated by the receiver. 

The following key length shall be supported for the ECDSA public key algorithm: 

– Mandatory: Signature-operation: ECDSA key length of at least 256 bit  

NOTE 1 Recommendations regarding required key length for signature algorithms are reviewed constantly and can 
be found in NIST SP800-57, BSI TR 02102-1, or the NSA Suite B.  

For signatures based on elliptic curves defined over finite prime fields with signature algorithm 
ECDSA. The minimum key length is 256 bits (in combination with SHA-256). The OID for 
ecdsa-with-SHA256 to be used is: iso(1) member-body(2) us(840) ansi-X9-62(10045) 
signatures(4) ecdsa-with-SHA2(3) ecdsa-with-SHA256(2).  

Implementations claiming conformance to this standard shall support ECDSA with the curve: 
{OID}: 

secp256r1: {iso(1) member-body(2) us(840) ansi-X9-62(10045) curves(3) prime(1) 
prime256v1(7)}. 

Optionally the following curves {OID} may be supported for ECDSA: 

– secp384r1: {iso(1) identified-organization(3) certicom(132) curve(0) ansip384r1(34)} 

– secp521r1: {iso(1) identified-organization(3) certicom(132) curve(0) ansip521r1(35)} 

– brainpoolP256r1: {iso(1) identified-organization(3) teletrust(36) algorithm(3) 
signatureAlgorithm(3) ecSign(2) ecStdCurvesAndGeneration(8) ellipticCurve(1) 
versionOne(1) brainpoolP256r1(7)} 

– brainpoolP384r1: {iso(1) identified-organization(3) teletrust(36) algorithm(3) 
signatureAlgorithm(3) ecSign(2) ecStdCurvesAndGeneration(8) ellipticCurve(1) 
versionOne(1) brainpoolP384r1(11)} 

– brainpoolP512r1: {iso(1) identified-organization(3) teletrust(36) algorithm(3) 
signatureAlgorithm(3) ecSign(2) ecStdCurvesAndGeneration(8) ellipticCurve(1) 
versionOne(1) brainpoolP512r1(13)} 

SHA-256 shall be supported and is the preferred hash algorithm to be used.  

The support of SHA-1 is deprecated. Its use is limited to backward compatibility. SHA-1 is no 
longer recognized as secure with respect to collision resistance and it is therefore strongly 
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recommended to perform a risk assessment before using this algorithm. If SHA-256 cannot be 
used, it is also recommended that additional security measures be taken.  

NOTE 2 IETF released RFC 9155 deprecating MD5 and SHA-1 signature hashes in TLSv1.2.  

The detection of SHA-1 usage shall raise a security event ("warning: deprecated hash algorithm 
used").  

Security policies of entities shall be able to disallow or prevent any optional hashing algorithms 
being supported. 

NOTE 3 Recommendations regarding hash signature algorithms are reviewed constantly and can be found in NIST 
SP800-57, BSI TR 02102-1, or the NSA Suite B.  

To signal the supported signature algorithms, the "signature_algorithm" extension as 
described in 7.5.4 shall be used. 

7.4.4 Session resumption 

Session resumption in TLSv1.2 allows resuming or rekeying a session based on the session ID 
connected with a dedicated (existing) pre-master secret, which will result in a new session key. 
This minimizes the performance impact of asymmetric handshakes and can be done during a 
running session or after a session has ended within a defined time period. 

TLS suggests not more than 24 hours in RFC 5246 for sessionID lifetime. This document 
follows this suggestion. Session resumption shall be performed in regular intervals for active 
sessions. For ended sessions, the session may resume not later than 24 hours (depending on 
the sessionID lifetime). The actual parameters should be defined based on risk assessment 
by the operator.  

If session resumption is performed based on the session identifier (as specified in RFC 5246) 
and the sessionID has expired, the TLS client and server perform a full handshake as per 
section 7.3 of RFC 5246. In this case a security event shall be raised ("notice: Session could 
not be resumed sessionID lifetime expired. Performing a full TLS handshake instead)"). 

Session resumption of active sessions to update the session key is expected to be more 
frequent than session renegotiation. For this reason, the session resumption interval is smaller 
than the session renegotiation interval. The following formula provides a recommendation for 
setting the respective values: 0 < session resumption interval < session renegotiation interval 
<= 24h. 

Implementations claiming conformance to this document shall support the configuration of 
session resumption intervals for active sessions. A default value for session resumption interval 
should be 6 hours.  

NOTE 1 For reasoning of the default values see also the informative example in 7.4.5. 

Clients shall initiate session resumption using the ClientHello message.  

NOTE 2 Former editions of this document allowed the server to send a HelloRequest message to trigger a server-
initiated session resumption in TLSv1.2. This is not possible according to RFC 5246 as the HelloRequest is only 
intended to trigger a session renegotiation, and has therefore been deleted. 

Session resumption may be initiated by the client, as long as the security policies for both the 
client and the server permit this. In case of failures to resume a session, the failure handling 
described in TLSv1.2 shall be followed. Session resumption may be done based on the session 
identifier (native TLS according to RFC 5246). Alternatively, session resumption may be done 
based on session tickets (RFC 5077). The latter option allows for avoiding server-side state for 
sessions, which can be resumed. This option may apply for constrained devices to avoid a 
larger session cache. 
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In the ticket-based TLS session resumption approach, TLS server generates a session ticket. 
This ticket contains session context information in an encrypted form, allowing the TLS server 
to rebuild the formerly closed session or to establish a new session based on key material of 
the existing session. The session context is encrypted under a ticket key known only to the TLS 
server. This ticket key should be renewed regularly based on the organization’s security policy. 
This is an operation related recommendation that has no influence on interoperability. To align 
with the allowed session resumption time the maximum lifetime of issued tickets shall be 24 
hours. 

NOTE 3 Application of session tickets to avoid the session specific storage on the server side provides the benefit 
in environments that tear down a connection and reconnect after a specific time. If session resumption is used to 
update the session key of an ongoing session, there may be no benefit. 

If TLS session resumption is utilized for the same TLS connection, the TLS session 
renegotiation extension shall be used as outlined in 7.5.2. 

Note that if session resumption is performed to re-establish a previously closed TLS session, 
the certificate, used in the establishment of the original session, is not validated during the 
session resumption. This is handled in a similar approach to the regular validation of certificates 
after the defined period as outlined in 6.4.4. Note that an implementation may need to store the 
peer certificates to be able to do the certificate validation. 

7.4.5 Session renegotiation 

Session renegotiation in TLSv1.2 initiates a complete TLS handshake where all asymmetric 
operations during the key exchange, including the certificate validation, must be performed. As 
outlined in 6.4.4.4 and 6.4.4.5, revoked or expired certificates shall not be used in session 
renegotiation.  

NOTE 1 If an application verifies the certificate during an ongoing session resulting in the detection of an expired 
or a revoked certificate, the time to the next TLS session renegotiation may provide a grace period to take actions 
(e.g., provisioning of a valid credential or performing a security check of the related IED). This is typically handled 
by an organization’s security policy. 

Session renegotiation will result in a new session based upon both a freshly negotiated master 
key and new session keys. As this involves specifically the certificate validation the timeframe 
for session renegotiation should be chosen in accordance with the refresh of the revocation 
state information (CRL) as described in 6.4.4.4.  

Session renegotiation intervals shall be configurable so long as they are within the specified 
maximum time period and shall be aligned with the CRL update period. If OCSP is used for 
certificate revocation checks, session renegotiation shall be aligned with the OCSP response 
cache time. In any case, for long lasting connections, renegotiation shall be performed at least 
every 24 hours to enforce a certificate validity check. Shorter intervals may be defined by a 
referencing standard. 

NOTE 2 An example alignment is ½ CRL refresh time or ½ OCSP response caching time to limit the possibility of 
undetected revoked certificates. 

Implementations claiming conformance to this standard shall support the configuration of 
session renegotiation intervals. TLS session shall be renegotiated within a maximum time 
period of 24 hours. A default value for session renegotiation should be 12 hours.  

The lower bound for the session renegotiation supported by an implementation shall be 10 
minutes. 

NOTE 3 This requirement protects client and server performance by preventing too many full TLS handshakes and 
associated public-key certificate validations. 

Session renegotiation may be initiated by either side, so long as both the TLS client and TLS 
server are allowed to use this feature by their security policy. In case of failures to renegotiate 
a session, the failure handling described in TLSv1.2 shall be followed. 
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The calling entity (TLS client) and the called entity (TLS server) are responsible for verifying 
that the TLS session renegotiation takes place at the expected intervals. If the calling entity 
does not receive a TLS session renegotiation request (HelloRequest) from the called entity 
at the expected interval, then the calling entity shall initiate the TLS renegotiation itself using a 
ClientHello. If the called entity does not receive a TLS renegotiation (ClientHello) in 
response to a HelloRequest, the called entity shall terminate the connection. The termination 
of a connection due to a missed TLS session renegotiation should raise a security event ("alarm: 
session renegotiation interval expired").  

Implementations claiming conformance to this document shall support the processing of the 
HelloRequest. 

NOTE 4 According to RFC 5246 the HelloRequest is an optional message that the server may sent to a client. 

NOTE 5 It is expected that client and server are configured with the same TLS security policy. 

To avoid weaknesses in session renegotiation, the session renegotiation extension defined in 
RFC 5746 shall be used as outlined in 7.5.1. 

Note, the following informative example is provided to configure session renegotiation and 
session resumption: 

– The assumed CRL refresh time (or OCSP response validity) is 24h.  
– Session renegotiation involves the validation of the peer certificates including the revocation 

check. Session renegotiation involving the peer certificates for authentication may be 
performed at least every 12 hours. 

– To allow for a session key update during the 12-hour session renegotiation interval session 
resumption is performed every 6 hours during the session. The maximum time to resume a 
previously ended session is 24 hours. 

7.5 Support of extensions 

7.5.1 General 

This subclause defines extensions to the TLS handshake, which are mandatory or optional to 
be supported by conformant implementations. Each subclause references the specification for 
the considered extension. 

7.5.2 TLS session renegotiation extension 

The definition of TLSv1.2 and below did not consider providing a cryptographic binding between 
an initial session and a renegotiated session. This missing binding may allow an attacker to 
inject content in an ongoing TLS connection establishment (also known as triple handshake 
attack). To address this attack, RFC 5746 defines a renegotiation extension, which binds the 
renegotiated TLS session to the TLS session, in which the renegotiation is performed. 
Conformant implementations must support the session renegotiation extension. 

According to RFC 5746 a TLS client includes the "renegotiation_info" extension in the 
initial ClientHello message. During the initial handshake this extension is empty and will 
signal the client’s support for secure renegotiation. Likewise, the TLS server includes an empty 
"renegotiation_info" extension in the ServerHello message if it detected the 
information from the client and if it supports session renegotiation. In the context of this 
standard, the support of this extension is mandatory. If either side detects the absence of the 
renegotiation_info in the initial handshake, it shall raise a security event ("warning: secure 
session renegotiation not supported (initial handshake)"). Session renegotiation without using 
this extension must not be performed. 

According to RFC 5746 a TLS client includes the client verification data 
"client_verify_data" sent in the Finish message of the previous handshake into the 
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renegotiation_info extension contained in the renegotiated ClientHello message. The 
TLS server will include the "client_verify_data" and in addition the 
"server_verify_data" in the extension, when sending the corresponding ServerHello 
message. If either side detects the absence of the renegotiation_info or one of its 
components in the renegotiated handshake, for which the support was signalled in the initial 
handshake, it shall raise a security event ("alarm: secure session renegotiation not supported 
(renegotiated handshake)"). The session shall be aborted. Implementations claiming 
conformance to this specification shall support this extension according to RFC 5746. 

According to RFC 5746 section 3.1 session renegotiation extension is applicable for full 
handshakes and resumed handshakes in the same TLS connection. Thus, the parameter 
client_verify_data and the server_verify_data are connection specific and are not 
part of the TLS session cache. If TLS session resumption is done for a different TLS connection 
the TLS session renegotiation extension cannot be used. For TLS session resumption of the 
same TLS connection, it shall be used.  

NOTE The usage of extensions is typically done by the TLS stack. 

7.5.3 Signalling of client supported CA certificates via Trusted CA 

The Trusted CA Indication extension specified in RFC 6066 (section 6) allows a TLS client to 
provide information about locally supported CA certificates since the root CA of the utilities may 
not be public. The extension allows the requesting party to influence the selection of the X.509 
certificate on the IED side for the server-side authentication to enable the verification of the 
used X.509 certificate on the requestor side.  

The Trusted CA Indication is contained in the ClientHello message. The 
"extension_data" field of this extension shall be empty. A TLS server receiving a Trusted CA 
Indication may use this information to guide its selection of an appropriate certificate chain to 
return to the client. According to RFC 6066 in this event, the server shall include an extension 
of type "trusted_ca_keys" in the (extended) ServerHello message.  

Implementations claiming conformance to this standard should support this extension. 

The support of this extension may be applicable in scenarios where IEDs are accessed by 
different administrative domains, e.g., two utilities with a separated public key infrastructure. If 
different administrative domains are to be supported, the TLS Trusted CA Indication extension 
should be used. 

Implementations claiming conformance to this standard using this extension may specify the 
selection of the requested CA issued certificates on the TLS server side.  

The failure of selecting a matching CA issued certificate shall raise a security event ("alarm: 
matching CA certificate supported on TLSv1.2 client not found"). 

7.5.4 Signalling of supported signature algorithms  

RFC 5246 defines the signature algorithm extension to allow a client to indicate which hash and 
signature combinations may be used in digital signatures for certificates and TLS handshake 
operations.  

Clients using TLSv1.2 shall include the signature_algorithm extension with at least the 
combination of {SHA-1, RSA; SHA-256, RSA; SHA-256, ECDSA} in the ClientHello 
message. The combination SHA-1 and RSA is for backward compatibility only (see also below) 
and depends on an organization’s security policy (see also 7.4.3). Other combinations may be 
supported. 

NOTE If the signature_algorithm is not included, TLSv1.2 server will fall back to default, which results in 
always applying SHA-1 for hashing. 
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The detection of a missing signature_algorithm extension shall raise a security event 
("warning: Signature algorithm extension missing").  

SHA-256 shall be supported and is the preferred hash algorithm to be used. 

The support of SHA-1 is deprecated. Its use is limited to backward compatibility. SHA-1 is no 
longer recognized as secure with respect to collision resistance and it is therefore strongly 
recommended to perform a risk assessment before using this algorithm. If SHA-256 cannot be 
used, it is also recommended that additional security measures be taken. The usage of SHA-1 
will be disallowed in the next edition of this standard.  

The detection of a signature_algorithm combination {SHA-1, RSA} shall raise a security 
event ("warning: deprecated signature algorithm signalled").  

Security policies of entities shall be able to disallow or prevent any optional hashing algorithms 
being supported. 

NOTE Recommendations regarding hash signature algorithms are reviewed constantly and can be found in 
NIST SP800-57, BSI TR 02102-1, or the NSA Suite B. 

Implementation claiming conformance to this specification shall support this extension 
according to RFC 6066. 

7.5.5 Stapling of OCSP response messages 

7.5.5.1 General 

OCSP response stapling allows a server to provide a client with the revocation information of 
the server side certificates as part of the TLS handshake. The usage of this mechanism may 
be helpful if the client is not able to retrieve revocation information via CRL or OCSP.   

For TLSv1.2 there exist two different extensions, which may be optionally supported and are 
outlined in 7.5.5.2 and 7.5.5.3. For the specification of the mechanisms the corresponding 
documents are referenced.  

7.5.5.2 OCSP Stapling  

RFC 6066 (section 8) defines stapling of the OCSP response for the server-side certificate.  

If a TLS client wants to receive an OCSP response it may include the "status_request" 
extension in the ExtensionType of the ClientHello message. The data in the extension is 
the "CertificateStatusRequest", containing the status type as "OCSPStatusRequest" 
and a list of OCSP responders that the client trusts. If this list is empty, the OCSP responder is 
implicitly known by the server. There are also further options for the TLS client like including a 
nonce in the extension, which is used by the OCSP client to query the revocation state.  

A TLS server receiving a ClientHello message with a "status_request" extension may 
return the OCSP response as "OCSPResponse" in the CertificateStatus message, which 
is a new handshake message defined by RFC 6066. This message immediately follows the 
"Certificate" message send by the TLS server. 

An implementation claiming conformance to this document shall support the status_request_v2 
extension according to RFC 6066.  

Note that this does not necessarily require support of OCSP interaction with an OCSP 
responder. 
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7.5.5.3 OCSP Multistapling  

While the OCSP stapling defined in RFC 6066 provides an option to provide an OCSP response 
for the server certificate, RFC 6961 defines multistapling of OCSP responses. This also 
supports the provisioning of OCSP responses for intermediate CAs in the certificate chain. This 
is achieved by providing additional information structures as well as enhancements to the 
ExtensionTypes and CertificateStatusTypes originally defined in RFC 6066. 

If a TLS client wants to receive multiple OCSP responses it may include the 
"status_request_v2" extension in the ExtensionType of the ClientHello message. 
The data in the extension is the "CertificateStatusRequestItemV2", containing the status 
type as "OCSPStatusRequest" and a list of OCSP responders that the client trusts. If this list 
is empty, the OCSP responder is implicitly known by the server. There are also further options 
for the client like including a nonce in the extension, which is used by the OCSP client to query 
the revocation state.  

A TLS server receiving a ClientHello message with a "status_request_v2" extension 
may return the OCSP responses as ""OCSPResponseList" in the CertificateStatus 
message, which was originally defined by RFC 6066. This message directly follows the 
"Certificate" message send by the TLS server. 

An implementation should support this extension according to RFC 6961.  

Note that this does not necessarily require support of OCSP interaction with an OCSP 
responder. 

7.5.6 Signalling of intended target TLS server via Server Name Indication 

RFC 6066 (section 3) defines the "server_name" extension, which can be used by a TLS client 
in a ClientHello message. This extension may be used by the TLS client to facilitate 
situations, in which multiple (virtual) TLS servers are hosted at a single network address. 
Signalling the intended target server name allows the server to select the appropriate certificate 
to return to the client or to handle other aspects concerned by a security policy.  

An implementation claiming conformance to this document should support this extension 
according to RFC 6066.  

7.5.7 Support of encryption before authentication  

In TLSv1.2 the default approach for record layer security is MAC-then-encrypt. As attacks on 
CBC cipher suites are known (e.g., LUCKY13, POODLE), which leverage the order of the 
operations, an extension has been defined to reverse the order to first encrypt and then 
authenticate.  

RFC 7366 defines the "encrypt_then_mac" extension, which can be used by a TLS client in 
a ClientHello message to signal the support. Likewise, the TLS server also includes the 
extension into the ServerHello message.  

As this document also specifies support of CBC-based cipher suites in 7.2, implementations 
shall support this extension as specified in RFC 7366. 

If the "encrypt_then_mac" extension is not included in the ClientHello or in the 
ServerHello messages, while a TLS cipher suite (CipherSuite) containing an encryption 
algorithm in CBC mode is signalled in the supported CipherSuite (ClientHello) or the 
selected cipher suite (ServerHello), a security event shall be provided ("alarm: TLS session 
with MAC-then-encrypt detected.") and the session shall be terminated. 
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8 Requirements specific to TLSv1.3  

8.1 General 

This clause describes the mandatory to support cipher suites, key exchange approaches and 
settings as profile for TLSv1.3 to secure power system automation communication. 

8.2 Supported cipher suites 

For TLSv1.3 this document specifies support of the mandatory and optionally supported cipher 
suites in Table 2. 

Table 2 – Support of cipher suites for TLSv1.3 

Cipher suite IANA Value Source Support 
(Client/Server) 

TLS_AES_128_GCM_SHA256 0x13, 0x01 RFC8446 m 

TLS_AES_256_GCM_SHA384 0x13, 0x02 RFC8446 m 

TLS_CHACHA20_POLY1305_SHA256 0x13, 0x03 RFC8446 o 

TLS_AES_128_CCM_SHA256 0x13, 0x04 RFC8446 m 

TLS_AES_128_CCM_8_SHA256 0x13, 0x05 RFC8446 o 

TLS_SHA256_SHA256 0xC0, 0xB4 RFC 9150 c1 

TLS_SHA384_SHA384 0xC0, 0xB5 RFC 9150 c1 

c1: may be supported if integrity only protection is desired. These cipher suites shall be disabled by default and 
require distinct enabling authorized by an organization’s security policy. 

 

Any cipher suite that does not specify an AEAD cipher for encryption shall not be used for 
communication outside the administrative domain if the encryption of this communication 
connection by other means cannot be guaranteed.  

NOTE 1 This document does not exclude the use of encrypted communications through the use of cryptographic 
VPN tunnels. The use of such VPNs is out-of-scope of this standard.  

Within an administrative domain, the use of non-encrypting cipher suites may be allowed, but 
its use is in the responsibility of the operator. 

NOTE 2 The application of non-encrypting cipher suites allows for traffic inspection, while still retaining an end-to-
end authentication and integrity protection of the traffic.  

Implementations allowing TLS cipher suites without encryption claiming conformance to this 
document shall provide a mechanism to explicitly enable those TLS cipher suites. By default, 
non-encrypting TLS cipher suites shall be disabled. 

8.3 Key exchange  

8.3.1 General 

The requirements from RFC 8446 regarding the mandatory support of signature algorithms for 
handshake messages and certificates have been followed here. This relates specifically to  

– Mandatory support of digital signatures with rsa_pkcs1_sha256 (for certificates), 
rsa_pss_rsae_sha256 (for CertificateVerify message and certificates), and 
ecdsa_secp256r1_sha256.  

– Mandatory support of key exchange based on the elliptic curve secp256r1. 

To renew session keys, TLSv1.3 supports different new mechanisms in comparison with 
TLSv1.2: 
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– A new message KeyUpdate has been defined as post handshake message for updating 
the sender’s cryptographic key material (keys and initialization vectors). This functionality 
is utilized to update the session key from either side during the session. It was accomplished 
in TLSv1.2 using session resumption (to only update the session keys) and with session 
renegotiation (to update the session keys and also to validate the certificates of both peers). 

– New pre-shared key handshake modes allow the utilization of PSKs established during the 
last TLS session or provided by external means to negotiate new session keys without 
involving certificates in the context of session setup. This is comparable to the session 
resumption without server-side state (based on tickets) in TLSv1.2. 

– Session renegotiation is forbidden according to RFC 8446. For TLSv1.2 session 
renegotiation is used in IEC 62351-3 to enforce a certificate-based authentication of both 
sides after a certain time, which is to be aligned with the update of certificate revocation 
information. In contrast to using TLSv1.2, the invocation of the certificate validation has to 
be handled by the application specifically for long lasting sessions (longer than the CRL 
refresh period) as outlined in 6.4.4.4.  

8.3.2 Handshake modes  

TLSv1.3 supports different handshake modes. Diffie Hellman Key Exchanges (DHE, ECDHE) 
are mandatory to support and are used by default.  

TLSv1.3 also supports PSK modes as listed in Table 3 to enable a faster session setup by 
supporting session resumption and/or the establishment of parallel TLS connections.  

Independent of the utilized handshake mode, the provisioning of encrypted application data 
during the TLS handshake (until the TLS client finished message is received by the TLS server) 
shall not be used. This also aligns with RFC 8446, section 2. 

Note that for TLSv1.2, IEC 62351 utilizes session resumption to enforce a session key update 
or to establish a second TLS connection, which is bound to the full handshake of the initial 
connection. In TLSv1.3 there exists a distinct mechanism for the session key update during an 
ongoing TLS session, which can be initiated by either side. Therefore, session resumption with 
TLSv1.3 is only intended for establishing another secured connection, which is bound to the 
initial TLS session between the same peers.  

Table 3 – Support of PSK-based handshake modes for TLSv1.3 

Handshake modes Reference IANA Value Support 
(Client/Server) 

psk_ke RFC8446 0 x 

psk_dhe_ke RFC8446 1 m 

NOTE when using psk_ke, no perfect forward secrecy is provided. 

 

Based on the PSK, TLSv1.3 enables a 0-RTT handshake, which allows the transport of 
encrypted data (indicated by the early_data extension) with the first message 
(ClientHello). As the PSK is provided either out-of-band or is the result of a previous session, 
perfect forward secrecy cannot be provided. In the context of this specification 0-RTT shall not 
be used.  

To ensure perfect forward secrecy for the session key to be setup psk_dhe_ke shall be 
supported by implementations claiming conformance to this document.  

The option to only use psk_ke does not require the server to provide a key share and does not 
result in perfect forward secrecy properties for the agreed session key. In the context of this 
specification the handshake mode psk_ke shall not be used.  
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