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INTERNATIONAL ELECTROTECHNICAL COMMISSION

DIGITAL ADDRESSABLE LIGHTING INTERFACE -

Part 207: Particular requirements for control gear —
LED modules (device type 6)

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for s i at|on comprising
all national electrotechnical committees (IEC National Committees). The obje
international co-operation on all questions concerning standardization in the electfi

this end and in addition to other activities, IEC publishes International Standarg i ecifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides e d “IEC
Publication(s)”). Their preparation is entrusted to technical committees; a ittee interested
in the subject dealt with may participate in this preparatory work. i 3
governmental organizations liaising with the IEC also participate in fkj . |E aborates closely
with the International Organization for Standardization (ISO) in &ccorda W
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical mattg S possible, an international

consensus of opinion on the relevant subjects since eac
interested IEC National Committees.

7) No liability shall attac s dires mployees, servants or agents including individual experts and
members of its technd S E ational Committees for any personal injury, property damage or
other damage of Any w whether direct or indirect, or for costs (including legal fees) and
expenses arising\out\of\the publi t|on use of, or reliance upon, this IEC Publication or any other IEC

9) AttentionN M o ssibility that some of the elements of this IEC Publication may be the subject of
~JEC'shaN not\e held responsible for identifying any or all such patent rights.

International Standard |IEC 62386-207 has been prepared by subcommittee 34C: Auxiliaries
for lamps, of IEC technical committee 34: Lamps and related equipment.

The text of this standard is based on the following documents:

FDIS Report on voting
34C/888/FDIS 34C/892/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
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This Part 207 is intended to be used in conjunction with IEC 62386-101 and IEC 62386-102,
which contain general requirements for the relevant product type (control gear or control
devices).

A list of all parts of the IEC 62386 series, under the general title Digital addressable lighting
interface, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch” in
the data related to the specific publication. At this date, the publication will be

* reconfirmed;

* withdrawn;

* replaced by a revised edition; or
+ amended.

@C@
S
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INTRODUCTION

This first edition of IEC 62386-207 is published in conjunction with IEC 62386-101 and
IEC 62386-102. The division of IEC 62386 into separately published parts provides for ease
of future amendments and revisions. Additional requirements will be added as and when a
need for them is recognised.

This International Standard, and the other parts that make up the IEC 62386-200 series, in
referring to any of the clauses of IEC 62386-101 or |IEC 62386-102, specify the extent to
which such a clause is applicable and the order in which the tests are to be performed. The
parts also include additional requirements, as necessary. All parts that make up
IEC 62386-200 series are self-contained and therefore do not include references to each

other.

Where the requirements of any of the clauses of |IEC 62386-10 G 62386~102 are
referred to in this International Standard by the sentence "The re 62386-
1XX, clause ‘n’ apply”, this sentence is to be interpreted as mgani ments of
the clause in question of Part 101 or Part 102 apply, except.an Nare\inapplicable to the

All numbers used in this International Standard are i S ess otherwise noted.
Hexadecimal numbers are given in the format OxV e ¥alue. Binary numbers
are given in the format XXXXXXXXb ox in the , where X is 0 or 1; 'x' in
binary numbers means 'don't care'.

O
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DIGITAL ADDRESSABLE LIGHTING INTERFACE -

Part 207: Particular requirements for control gear —
LED modules (device type 6)

1 Scope

This International Standard specifies a protocol and test procedures for the control by digital
signals of electronic control gear for use on a.c. or d.c. supplies, aited with LED
modules.

NOTE Tests in this standard are type tests. Requirements for testing individual co
not included.

2 Normative references

IEC 62386-101:2009, Digital addressab
— System

IEC 62386-102:2009, Digit
— Control gear

e terms and definitions given in Clause 3 of
IEC 62386-102:2009 shall apply, with the following

NOTE The details of this process are a matter of detailed design of control gear and are outside the scope of this
standard.

3.2

detection of load decrease

recognition that the actual LED load is significantly below the load measured during a
successful “reference measurement”

NOTE The criteria for regarding a load increase or decrease as significant can only be decided by the
manufacturer and these criteria should be described in the manual.

3.3

detection of load increase

recognition that the actual LED load is significantly above the load measured during a
successful “reference measurement”

NOTE The criteria for regarding a load increase or decrease as significant can only be dept
manufacturer and these criteria should be described in the manual. Diﬁid)uﬁients
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3.4

current protector

protective device switching off the output if the actual LED load differs by more than AP from
the load detected during the “reference measurement”

NOTE The value AP can only be specified by the manufacturer of the control gear and this value should be stated
in the manual.

3.5

thermal overload

scenario where the maximum permissible control gear temperature is exceeded

3.6
thermal shut down
scenario where control gear switches off the LED because of a persistep

3.7
light level reduction due to thermal overload

4 General

The requirements of Clause 4 of IEC 62386-10
apply.

5 Electrical specification

The requirements of Clauge\5 of :20Q9vand Clause 5 of IEC 62386-102:2009

apply.

The require aysge 7 of IEC 62386-101:2009 and Clause 7 of IEC 62386-102:2009

apply.
8 Timing

The requirements of Clause 8 of IEC 62386-101:2009 and Clause 8 of IEC 62386-102:2009
apply.

9 Method of operation

The requirements of Clause 9 of IEC 62386-101:2009 and Clause 9 of IEC 62386-102:2009
apply, except as follows:

Addition to Clause 9 of IEC 62386-102:2009:
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9.9 Detection of load decrease
If the actual LED load is significantly below the load measured during a successful “reference

measurement”, the gear may switch off the lamp if this is necessary for its safe operation. The
flag bit ‘load decrease’ is to be set.

9.10 Detection of load increase
If the actual LED load is significantly above the load measured during a successful “reference

measurement”, the gear may switch off if this is necessary for its safe operation. The flag bit
‘load increase’ is to be set.

9.11 Current protector

switches off the LED.

The current protector shall not become active until there/t ccessful reference

measurement.

— Overload: The actual LED load i

— Underload: The actual LED load is lowe

of a command which causes the arc ! 0 be 0. If after switching on again, the
situation causing the ¢ > ¢ active still remains, the current protector

shall become actiye ag
The current prot; g and disabled by the commands 225 “ENABLE

CURRENT PROTEAS SABLE CURRENT PROTECTOR”.
An active cupre become inactive upon reception of command 226 “DISABLE
CURRENT P

If the curr is”active, command 224 “REFERENCE SYSTEM POWER” shall be
ignored.

9.12 LED replacement on gear with load increase/decrease or current protector feature

If a LED is replaced with one of a different wattage without a new “REFERENCE SYSTEM
POWER” measurement being performed, the control gear shall detect a load increase or load
decrease as appropriate.

NOTE |If a LED is replaced with one of the same wattage, the user should initiate a new ‘REFERENCE SYSTEM
POWER’ measurement only if this is recommended by the manufacturer.

9.13 Fast Fade Time

The Fast Fade Time is used instead of the Fade Time if the Fade Time is equal to 0. The Fast
Fade Time can be set to zero or to any value in the range “Min Fast Fade Time” to 27 as
defined in Table 1.

Programming the Fast Fade Time to 0 means “no fade” (change of light output as quickly as

possible). Documents
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Table 1 — Fast fade time

N° Fast fade time N° Fast fade time N° Fast fade time N° Fast fade time
ms ms ms ms
0 <25 7 175 14 350 21 525
1 25 8 200 15 375 22 550
2 50 9 225 16 400 23 575
3 75 10 250 17 425 24 600
4 100 11 275 18 450 25 625
5 125 12 300 19 475 26 650
6 150 13 325 20 500 27/ 675
The “Min Fast Fade Time” can be queried by command 253 “QUER STNEA IME”.

10 Declaration of variables

The requirements of Clause 10 of IEC 62386-102:2009. ap
variables for this device type, as indicated in Tabl

ation of v ria(t}e

Table 2 < Deel

Variable Default value /ARese value Range of validity Memory e
(control gear leave
theactory)
“MIN FAST FADE fadtory bufn-in no chan 1-27 1 byte ROM
N TN o
“FAST FADE TIME” 0 0 1 byte
MIN FAST FADE TIME
-27
GEAR TYPE" \r\cto buM no change 0- 255 1 byte ROM
“POSSIBLE fact burg-in no change 0 - 255 1 byte ROM
OPERATING)@ S’
“FEATU\RES" \ actory burn-in no change 0 - 255 1 byte ROM
“FAlL@E\N\)\TL&’\ }g?? 27997 C no change 0 - 255 1 byte RAM *
“OPERATING MODEN 0000 2272 © no change except 0- 255 1 byte RAM °
bit 4 is reset to 0
“‘DIMMING CURVE” 0 0 0-1 1 byte
“EXTENDED VERSION 1 no change 0- 255 1 byte ROM
NUMBER”
(See command 255)
"DEVICE TYPE" 6 no change 0 - 254 1 byte ROM
? = undefined
@ Bit 7 of “FAILURE STATUS” and bit 4 of “OPERATING MODE” shall be stored in persistent memory.
® Persistent memory (storage time indefinite) if not stated otherwise.
° Power up value, except bit 7 of “FAILURE STATUS"” and bits 4-7 of “OPERATING MODE”
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11 Definition of commands
The requirements of Clause 11 of IEC 62386-102:2009 apply, except as follows:

11.3.1 Queries related to status information
Command 146: YAAA AAA1 1001 0010 “QUERY LAMP FAILURE”

Replacement:

Ask if there is a lamp problem at the given address. Answer shall be ‘Yes’ or ‘No’.

“Yes” means either open circuit or short circuit or load increase or load ase or current

protector active.
“No” does not necessarily imply that no lamps have failed.

Command 153: YAAA AAA1 1001 1001 “QUERXY

Replacement:
The answer shall be 6.

11.3.4 Application extended com

Replacement:

Application extended by command 272
“ENABLE DEVICE TYPE &, i K an 6 these commands may be used in a
different way. A cont odules’ shall not react to application extended
commands preceded b \ LE DEVICE TYPE X” with X # 6.

11.3.4.1 Applicatio

before it is ey y ¢ probability of incorrect reception. No other commands
addressing tRe same - ar shall be sent between these two commands, otherwise the

first suc evignored and the respective configuration sequence shall be
aborted

Command 272 all >be sent before the two instances of the respective configuration
command, but not repeated between them (see Figure 1).

application application
extended extended
E— command 272 ) ) ) . —
configuration configuration
command command
i‘ max. 100 ms 'i

IEC 1665/09

Figure 1 — Application extended configuration command sequence example

All values of DTR shall be checked against the values mentioned in Clause 10, i.e. the value
shall be set to the upper/lower limit if it is above / below the valid range specified in -
Clause 10.
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Command 224: YAAA AAA1 1110 0000 “REFERENCE SYSTEM POWER”

The control gear shall measure and store system power levels to detect load increase or load
decrease. This is an optional feature; it is up to the manufacturer to decide upon the number
of system power levels each type of gear should measure.

The measured power level shall be stored in the persistent memory. Commands received
during the measuring period shall be ignored except query commands and command 256.

After 15 min at most, the control gear shall finish the measurement process and shall go back
to normal operation. The measurement process shall be aborted if command 256
“TERMINATE” is received.

If the current protector is active this command shall be ignored. In this~gase, bit7 ‘reference

Command 225: YAAA AAA1 1110 0001

Enables the current protector of the control gear.
after a successful reference measurement startegH

(see command 240).

Command 226:

DTR =1 sets<the dinmirig curve to linear. In this case the light output shall be a linear
function of the light leyel given by any of the arc power control commands in accordance with
the formula

n
X(n)=——— 100 [%
(n) 754 [%]

DTR = 0 sets the dimming curve to the standard logarithmic output characteristics.

All other values of the DTR are reserved for future needs and shall not change the dimming
curve.

When the dimming curve is changed, the PHYSICAL MINIMUM LEVEL shall also be adjusted
to correspond to the physical minimum light output, which shall not be affected by the choice
of dimming curve.

NOTE 1 There is no requirement for recalculating the programmable arc power levels when changing the dimming

curve.
Documents
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NOTE 2 It is recommended that the dimming curve be selected before arc power levels such as scenes, min level,
max level, etc. are programmed.

Command 228: YAAA AAA1 1110 0100 “STORE DTR AS FAST FADE TIME”

If the content of DTR is zero or lies in the range MIN FAST FADE TIME to 27, it shall be
stored as fast fade time. If the content of the DTR is greater than zero but less than MIN
FAST FADE TIME then MIN FAST FADE TIME shall be stored as fast fade time. If the content
of the DTR is greater than 27 then 27 shall be stored as fast fade time.

The control gear uses the fast fade time only if the standard fade time is 0.

Command 229: YAAA AAA1 1110 0101
Reserved for future needs. The control gear shall not react in any way.

Commands 230-231: YAAA AAA1 1110 011X
Reserved for future needs. The control gear shall not react in any

Commands 232-235: YAAA AAA1 1110 10XX
Reserved for future needs. The control gear shall not react if

11.3.4.2 Application extended query command
Commands 236: YAAA AAA1 1110 1100
Reserved for future needs. The control

bit 0 LED power suppl
bit 1 LED module integ
bit 2 a.c. supply possi
bit 3 d.c. sup
bit 4 unused@
bit 5 unused

bit 6 unused
bit 7

= default value

= default value
‘0’ = default value
‘0’ = default value

Command\238: AAA“AAA1 1110 1110 “QUERY DIMMING CURVE”

— 0 means standard fogarithmic dimming curve;

— 1 means linear dimming curve.

Command 239: YAAA AAA1 1110 1111 “QUERY POSSIBLE OPERATING
MODES”

Answer shall be the following POSSIBLE OPERATING MODES byte:

bit 0 PWM mode is possible ‘0’ = No
bit 1 AM mode is possible ‘0’ =No
bit 2 output is current controlled ‘0’ = No
bit 3 high current pulse mode ‘0’ =No
bit 4 unused ‘0’ = default value
bit 5 unused ‘0’ = default value
bit 6 unused ‘0’ = default value
bit 7 unused ‘0’ = default value
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Command 240: YAAA AAA1 1111 0000 “QUERY FEATURES”

Answer shall be the following FEATURES byte, giving information about implemented optional
features whose status can be queried from the control gear:

bit 0 short circuit detection can be queried ‘0’ = No
bit1  open circuit detection can be queried ‘0’ =No
bit 2 detection of load decrease can be queried ‘0’ = No
bit 3  detection of load increase can be queried ‘0’ =No
bit4 current protector is implemented and can be queried ‘0’ = No
bit 5 thermal shut down can be queried ‘0’ = No

bit 6 light level reduction due to over temperature can be queried
bit 7 physical selection supported

Command 241: YAAA AAA1 1111 0001
Answer shall be the following “FAILURENSTAT

bit 0 short circuit

bit 1 open circuit
bit 2 load decrease
bit 3 load increase

bit 4 current protector astive
bit 5 thermal shut d

bit 6 therma@?
bit 7 referenc 6
The “FAILURE
updated regul

“Yes” and bit 1 in th&“answer to command 144 “QUERY STATUS” shall be set.

Bit 7 shall be set if the reference measurement of the system power failed for any reason, or if
there has been no reference measurement at all. It shall be stored in the persistent memory.

If reference measurement is not supported, this bit shall always be “0”.

Command 242: YAAA AAA1 1111 0010 “QUERY SHORT CIRCUIT”
Ask if there is a short circuit detected at the given address. Answer shall be “Yes” or “No”.

If there is a short circuit detected, the answer to command 146 “QUERY LAMP FAILURE”
shall be “Yes” and bit 1 in the answer to command 144 “QUERY STATUS” shall be set.

Control gear without this feature shall not react (see command 240).

Documents

Document Sharing Hub

Full document details: IEC 62386-207 2009


http://avadocuments2026.com/doc/iec-62386-207-2009
http://avadocuments2026.com/doc/iec-62386-207-2009

62386-207 © IEC:2009 - 15—

Command 243: YAAA AAA1 1111 0011 “QUERY OPEN CIRCUIT”
Ask if there is an open circuit detected at the given address. Answer shall be “Yes” or “No”.

If there is an open circuit detected, the answer to command 146 “QUERY LAMP FAILURE”
shall be “Yes” and bit 1 in the answer to command 144 “QUERY STATUS” shall be set.

Control gear without this feature shall not react (see command 240).

Command 244: YAAA AAA1 1111 0100 “QUERY LOAD DECREASE”

Ask if there is a significant load decrease (compared to the system reference power) detected
at the given address. Answer shall be “Yes” or “No”.

Command 245: YAAA AAA1 1111 0101 “QUE

Ask if there is a significant load increase (compared tg
at the given address. Answer shall be “Yes” or “No”.

Control gear without this feature shall

Command 246: Y

Ask if current protectiof

If current protec
“Yes” and bit 1 inthé a

“NO".

Control gear without this feature shall not react (see command 240).

Command 248: YAAA AAA1 1111 1000 “QUERY THERMAL OVERLOAD”

Ask if there is a thermal overload with light level reduction detected at the given address.
Answer shall be “Yes” or “No”.

Control gear without this feature shall not react (see command 240).

Command 249: YAAA AAA1 1111 1001 “QUERY REFERENCE RUNNING”

Ask if there is the REFERENCE SYSTEM POWER measurement running at the given
address. Answer shall be “Yes” or “No”.

Control gear without this feature shall not react (see command 240).
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Command 250: YAAA AAA1 1111 1010 “QUERY REFERENCE MEASUREMENT
FAILED”

Ask if the reference measurement started by command 224 “REFERENCE SYSTEM POWER”
failed. Answer shall be “Yes” or “No”.

Control gear without this feature shall not react (see command 240).

Command 251: YAAA AAA1 1111 1011 “QUERY CURRENT PROTECTOR
ENABLED”

Ask if the current protector is enabled. Answer shall be “Yes” or “No”.

The current protector is an optional feature. Control gear without this featufe shall not react in

any way (see command 240).

Command 252: YAAA AAA1 1111 1100 “QUERY OPERA
Answer shall be the following OPERATION MODE byte:

bit 0 PWM mode active

bit 1 AM mode active

bit 2 output is current controlled

bit 3 high current pulse mode is active

bit 4 non-logarithmic dimming curve.active
bit 5 unused fault value
bit 6 unused default value
bit 7 unused ‘0’ = default value

Command 253: A AA q ‘ {QUERY FAST FADE TIME”
Answer shall be the F

“QUERY MIN FAST FADE TIME”
as an 8-bit value.

Command 254:
Answer shall be Mi

Commands 255: 11111 “QUERY EXTENDED VERSION

NUMBER”
Answer shallbe
11.4.4 pecial commands
Amendment:
Command 272: 1100 0001 0000 0110 “ENABLE DEVICE TYPE 6”

The device type for control gears for LED modules is 6.

11.5 Summary of the command set

The commands listed in 11.5 of IEC 62386-102:2009 apply with the following additional
commands for device type 6 listed in Table 3.
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Table 3 — Summary of the application extended command set

Command Number Command Code Command Name
224 YAAA AAA1 1110 0000 REFERENCE SYSTEM POWER
225 YAAA AAAT 1110 0001 ENABLE CURRENT PROTECTOR
226 YAAA AAA1 1110 0010 DISABLE CURRENT PROTECTOR
227 YAAA AAAT 1110 0011 SELECT DIMMING CURVE
228 YAAA AAA1 1110 0100 STORE DTR AS FAST FADE TIME
229 YAAA AAAT 1110 0101 a

230 — 231 YAAA AAAT 1110 011X s
232 - 235 YAAA AAAT 1110 10XX a N
236 YAAA AAA1 1110 1100 s AN
237 YAAA AAAT 1110 1101 QUERY GEAR TYPE\
238 YAAA AAAT 1110 1110 QUERY DIMMING SURVE W%
239 YAAA AAAT 1110 1111 QUERY POSSIBLEXQRERATING MODES
240 YAAA AAA1 1111 0000 QUERYFEATURES. —  \
241 YAAA AAA1 1111 0001 QUERY.FAILURENSTATUS.
242 YAAA AAA1 1111 0010 AQUERY SHQRTSIRCUIY
243 YAAA AAAT 1111 0011 \QUERY QRENGIRCUIT
244 YAAA AAAT 11110100\ [aueRy (0AD DECREASE
245 YAAA AAAT 1111 0401 \QUERY LOAD/INCREASE
246 YAAA AAAT 1111 Q41D QUERY CURRENT PROTECTOR ACTIVE
247 YAAA AAAT 1111 Q111 (N \| QUERY THERMAL SHUT DOWN
248 YAKARAATTTT1000 \ ) | QUERY THERMAL OVERLOAD
249 WYARAAAA] 1111 1087 )'QUERY REFERENCE RUNNING
250 YAAMARAT 1111010 QUERY REFERENCE MEASUREMENT FAILED
251\ | YAAA ARATNI 11O TN QUERY CURRENT PROTECTOR ENABLED
252 N(AA AARY 11141109 QUERY OPERATING MODE
253 \\\| YAAA ARAT TITINPI01 QUERY FAST FADE TIME
254 YAAA AAATAHA 1110 QUERY MIN FAST FADE TIME
255< NAARAAAY 1111 1111 QUERY EXTENDED VERSION NUMBER
212\ \._ | 1180 0001 0000 0110 ENABLE DEVICE TYPE 6
a Reserv&\t{rf\l& }@\S\T e control gear should not react in any way.

12 Test procedures
The requirements of Clause 12 of IEC 62386-102:2009 apply, except as follows:

12.4 Test sequence “Physical address allocation”

Amendment:

Physical selection is an optional feature of control gears of device type 6. Therefore this test
sequence is not mandatory.

Additional subclause:
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12.7 Test sequences “APPLICATION EXTENDED COMMANDS FOR DEVICE TYPE 6”
The application extended commands defined for device type 6 are tested using the following

test sequences. The sequences also check for possible reaction of the commands on other
device types.

12.7.1 Test sequence “APPLICATION EXTENDED QUERY COMMANDS”

The following test sequences (see Figure 2 to Figure 11) check the application extended
query commands 238 to 250.

12.7.1.1 Test sequence “QUERY FEATURES”

Command 240 “QUERY FEATURES” as well as command 272 “ENA W|CE TYPE 6”

are tested. The test sequence “QUERY FEATURES” is shown in Figuré

Test
QUERY FEATURES

A

SEND TWICE
BROADCAST
RESET

wait
(300 ms + Response[time)

SE TO\D\EFVICE T
6 [RROABCAS
Q ATU@
3 Error 7111

"QUERY FEATURES
not answered for
device type 6"

t command using
roadcast address

reply “ No

A

Test
done

Figure 2 - “QUERY FEATURES”

IEC 1666/09

12.7.1.2 Test sequence “QUERY SHORT CIRCUIT”

Command 242 “QUERY SHORT CIRCUIT”, bit 0 of the answer of command 241 “QUERY
FAILURE STATUS?”, bit 1 and bit 2 of the answer of command 144 “QUERY STATUS” and the
correct function of the commands 146 “QUERY LAMP FAILURE”, 147 “QUERY LAMP
POWER ON” and 160 “QUERY ACTUAL LEVEL” during short circuit conditions are tested.
The test sequence “QUERY SHORT CIRCUIT” is shown in Figure 3.
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Test
QUERY SHORT

CIRCUIT

A 4
SEND TWICE
BROADCAST
RESET

wait
(300 ms + Response time)

SEND TO DEVICE TYPE
BROADCAST
QUERY FEATURES

o

answer

—No = XXXXXXX1b 2

Yes
h 4
SEND TO DEVICE TYPE
BROADCAST
QUERY FAILURE STATUS

[

answer

= XXXXXXX0b 2 No

- 19—

Reset DUT

Feature supported
by DUT?

FAILURE STATUS correct?

Error 7121
"QUERY FAILURE
STATUS answered
wrong without
short circuit"

Apply
Short Circuit to output

v

| | wait 5s | |

v

SEND TO DEVICE TYPE
BROADCAST
QUERY FAILURE STATUS

[

answer
= XXXXXXX1b 7

Time to detect failure

SEND
BROADCAST
QUERY STAYUS

answer
= XXXXX01Xb ?

Error 7123
"QUERY STATUS
answered wrong with
short circuit"

No

SEND

BROADCAST

Lamp Failure detected?

QUERY LAMP FAILURE

Error 7124
"QUERY LAMP

FAILURE not
answered with
¢ circuit applied"

SEND
BROADC

Al
QUERY LAMR POWER

" Error 7125
"QUERY LAMP
POWER ON
answered wrong with
short circuit applied”

A
SEN[Q !
BROAI ST

Query must be answered with
MASK

UERY ACTUAL/LEVEL

answer = '255'
(MASK) ?

Error 7126
"QUERY ACTUAL
LEVEL answered
wrong with
short circuit applied”

No

[

SEND TO DEVICE TYPE
BROADCAST
QUERY SHORT CIRCUIT FAILURE

Test command using
broadcast address

Error 7127
"QUERY SHORT
CIRCUIT FAILURE
not answered"

Remove
Short Circuit at output

¢

Test
done

IEC 1667/09

Figure 3 — “QUERY SHORT CIRCUIT”
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12.7.1.3 Test sequence “QUERY OPEN CIRCUIT”

Command 243 “QUERY OPEN CIRCUIT” as well as bit 1 of the answer of command 241
“QUERY FAILURE STATUS” and the correct answer of command 160 “QUERY ACTUAL
LEVEL” is tested. The test sequence “QUERY OPEN CIRCUIT” is shown in Figure 4.

Test

QUERY OPEN
CIRCUIT
’ Ei 7133
SEND TWICE o Error
BROADCAST Reset DUT _hanswer QUERY STATUS
= XXXXX01Xb ? answered wrong with

RESET vrong

open circuit
Yes

wait
(300 ms + Response time)

Ye
v S

SEND
SEND TO DEVICE TYPE BROADCAST
6 [BROADCAST QUERY LAMP FAIURE
QUERY FEATURES
— No answer Feature supported N
= XXXXXX1Xb 2 by DUT? answered with
open circuit applied”
Yes
h 4
SEND TO DEVICE TYPE o /
6 |BROADCAST FAILURE STATUS correct? RgDD ST Lamp Power has to be
QUERY FAILURE STATUS QUERY LANP PQVE N switched off
Error 7135
answer No —/ "QUERY LAMP
= XXXXXX0Xb ? Yes POWER ON
open Lircuit" answer_ed v_irongl_wgw
Yes 1 open circuit applie
o
;
| | Disconnect ‘
Lamp(s) N SEND Query must be answered with
BROADCAST MASK
QUERY ACTUAL LEVEL
1SN
& * > < Error 7136
"QUERY ACTUAL
answer = '255'
SEND TO DEVICE pfP (MASK) ? No  amenered
6 [BROADCAST open circuit applied”
QUERY FAlLURm v
es
Ve
<
"QUERY FAILURE *
STATUS answered SEND TO DEVICE TYPE .
wrong wnh 6 |BROADCAST Test command using
open circuit! QUERY OPEN CIRCUIT FAILURE broadcast address

Error 7137

SEND CIRCUIT FAILURE
STATUS correct when open "
ES&I;DSCT ATUS > circuit applied? not answered
Yes
| Ve
¢~
Reconnect
R . Lamp(s)
eport:
"QUERY OPEN
CIRCUIT FAILURE »
not supported
by DUT v
Test
done

IEC 1668/09

Figure 4 — “QUERY OPEN CIRCUIT”
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Test sequence “QUERY LOAD DECREASE”

Command 244 “QUERY LOAD DECREASE” as well as bit 2 of the answer for command 241

“QUERY FAILURE STATUS”

are

tested. The correct function of the command 224

“REFERENCE SYSTEM POWER” and command 241 “QUERY FAILURE STATUS” shall be
ensured using the test sequence 12.7.2.1. The test sequence “QUERY LOAD DECREASFE” is

shown in Figure 5.

Test
QUERY LOAD
DECREASE

BROADCAST
RESET

SEND TWICE >

wait

(300 ms + Response time)

Reset DUT

SEND TO DEVICE TYPE
BROADCAST
QUERY FEATURES

o

Feature supported
by DUT?

No

answer
= XXXXX1XXb ?
Yes

SEND TWICE TO DEVICE TYPE
6 |[BROADCAST
REFERENCE SYSTEMPOWER

> Start reference measurement

SEND TO DEVICE TYPE
BROADCAST
QUERY REFERENCE RUNNING,

)

> Measurement finnshed? %

AN

™ ND TQDEVICETYPE
< XB ADC,
qu.& LOADDECREASE FAILU

Test command

N

ny reply ?

Error 7142
"QUERY LOAD
DECREASE FAILURE
answered without
load decrease”

v

SEND TO DEVICE TYPE >

o

BROADCAST
QUERY FAILURE STATUS

ORE STATUS correct?

Sirhylate Failure

N

iscorgect
rt of the Tead according TN
Nmanuf dver

STATUS correct?

Error 7144
"QUERY STATUS
answered wrong at
load decrease”

BROADCAST
QUERY LAMP FAILURE

Lamp Failure detected?

Error 7145
"QUERY LAMP
FAILURE not
answered at load
decrease”

Yes
Ve
v
SEND TO DEVICE TYPE
6 [BROADCAST Test command
QUERY FAILURE STATUS
Error 7146
answer "QUERY FAILURE
= XOXX1XXb 2 No STATUS answered
wrong at load
decrease”
Yes
Ve
¢<
SEND TO DEVICE TYPE
6 [BROADCAST Test command
QUERY LOAD DECREASE FAILURE

Error 7147
"QUERY LOAD

No

Report:
"QUERY LOAD

N
Error 7141
Timeout

Yo

DECREASE FAILURE
not answered"

!

Yes

Ye

Reconnect
complete load

DECREASE FAILURE
not supported by DUT"

Figure 5 —

Full document details: IEC 62386-207 2009
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Command 245 “QUERY LOAD INCREASE” as well as bit 3 of the answer of command 241

“QUERY FAILURE STATUS”

are

tested. The correct function of the command 224

“REFERENCE SYSTEM POWER” and command 241 “QUERY FAILURE STATUS” has to be
ensured using the test sequence 12.7.2.1. The test sequence “QUERY LOAD INCREASE” is

shown in Figure 6.

Test
QUERY LOAD
INCREASE

SEND TWICE
BROADCAST
RESET

> Reset DUT

wait
(300 ms + Response time)

SEND TO DEVICE TYPE
BROADCAST
QUERY FEATURES

o

Feature supported
by DUT?

No

Yes

h 4

answer
= XXXX1XXXb ?

o

BROADCAST

SEND TWICE TO DEVICE TYPE

REFERENCE SYSTEM POWER

> Start reference me.

A

time :=0
\

SEND TO DEVICE TYPE
BROADCAST
QUERY REFERENCE RUNNI

o

N [sEngxo bEwCETYPE
Ne-|BROADSAST
[RUER LOAD INCREQSE FATTURE

> Test command

Error 7152
"QUERY LOAD
INCREASE FAILURE
answered without
load increase"

Report:
"QUERY LOAD
INCREASE FAILURE
not supported by DUT"

Full document details: IEC 62386-207 2009

Error 7151
Timeout

v

o

SEND TO DEVICE TYPE
BROADCAST
QUERY FAILURE STATUS

answer
XXXXOXX

Shnulate Failure

N
A
< nnect
itional 10 cording [N
™ anufactulger

SEND
BROADCAS]T STATUS correct?
Ql Y STATUS
Error 7154
answer No "QUERY STATUS
= XX 01Xb 2 answered wrong at
load increase”
Yes

SEND

BROADCAST
QUERY LAMP FAILURE

Lamp Failure detected?

Error 7155
"QUERY LAMP
FAILURE not
answered at load
increase”

o

SEND TO DEVICE TYPE
BROADCAST
QUERY FAILURE STATUS

= XXXX1XXXb ?

Error 7156
"QUERY FAILURE
STATUS answered
wrong at load
increase”

answer

Yes

Ye
v

o

SEND TO DEVICE TYPE
BROADCAST
QUERY LOAD INCREASE FAILURE

> Test command

Error 7157
No "QUERY LOAD
INCREASE FAILURE
not answered"

Yes

Ye

Disconnect
additional load
y

\
A

Test
done

Figure 6 — “QUERY LOAD INCREASE”

IEC 1670/09
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12.7.1.6 Test sequence “QUERY CURRENT PROTECTOR ACTIVE: Underload”

Command 246 “QUERY CURRENT PROTECTOR ACTIVE” as well as bit 4 of the answer of
command 241 “QUERY FAILURE STATUS” are tested in case of underload condition. The
correct function of the command 224 “REFERENCE SYSTEM POWER” and command 241
“QUERY FAILURE STATUS” shall be ensured using the test sequence 12.7.2.1. The test
sequence “QUERY CURRENT PROTECTOR ACTIVE: Underload” is shown in Figure 7.

Test
QUERY CURRENTPROTECTOR
ACTIVE: Underfoad

Error 7163
SEND TWICE "QUERY FAILURE
BROADCAST Reset DUT answer No STATUS answered
= ?
RESET XRX0XXXXD 2 nominal
dad"

wait Yes
(300 ms + Response time) I< A (\

Feature supported

SEND TO DEVICE TYPE Disconnect x
6 |BROADCAST part of the load agcordin Shwulate Faitye
?
QUERY FEATURES by bUT? to manu g&
No answer STAYUS correct?
= XXXTXXXXb ?
Error 7164
Yes
v "QUERY STATUS
answered wrong with
SEND TWICE TO DEVICE TYPE underload”
6 ||BROADCAST Start reference measurement
REFERENCE SYSTEM POWER

OADCAST,
AILURE

Lamp Failure detected?
Qul

SEND TO DEVICE TYPE . Error 7165
6 |BROADCAST Measurementlfinnished, QUERY LAMP
QUERY REFERENCE RUNNING No FAILURE not
Yes answered with
underload"
Yes
N I#
SEND TO DEVICE TYPE
6 |BROADCAST Test command
QUERY FAILURE STATUS

Error 7166
"QUERY FAILURE
STATUS answered

wrong with underload”

No

SEND TO DEVICE TYPE

END TO DE\‘02§TY BROADCAST Test command
OADEAST Test command QUERY CURRENT PROTECTOR FAILURE
QURRY C T PROTECTORFAILURE

Error 7167
w "

o

VAN
/o

Error 7162
"QUERY CURRENT
PROTECTOR
FAILURE answered
with nominal load"

"QUERY CURRENT
PROTECTOR
FAILURE not

answered"

N Yes
]
e Y«
y SEND ]
SEND TO DEVICE TYPE BROADCAST Query must be answered with
6 |BROADCAST FAILURE STATUS correct? QUERY ACTUAL LEVEL MASK
QUERY FAILURE STATUS

l

Error 7168
"QUERY ACTUAL
LEVEL answered

wrong with underload”

answer = '255'
(MASK) ?
Error 7161 Yes
Timeout \A

Reconnect
complete load

Report:
"QUERY CURRENT R
PROTECTOR FAILURE g i

not supported by DUT"

A 4
Test
done IEC 1671/09

Figure 7 — “QUERY CURRENT PROTECTOR ACTIVE: Underload”
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Test sequence “QUERY CURRENT PROTECTOR ACTIVE: Overload”

Command 246 “QUERY CURRENT PROTECTOR ACTIVE” as well as bit 4 of the answer of

command 241

“QUERY FAILURE STATUS” are tested in case of overload condition. The

correct function of the command 224 “REFERENCE SYSTEM POWER” and command 241
“QUERY FAILURE STATUS” shall be ensured using the test sequence 12.7.2.1. The test
sequence “QUERY CURRENT PROTECTOR ACTIVE: Overload” is shown in Figure 8.

Test
QUERY CURRENT PROTECTOR
ACTIVE: Overload

SEND TWICE
BROADCAST
RESET

wait
(300 ms + Response time)

o

SEND TO DEVICE TYPE
BROADCAST

QUERY FEATURES

No

answer
= XXX1XXXXb ?

Yes
v

BROADCAST

SEND TWICE TO DEVICE TYPE
REFERENCE SYSTEM POWER

time := 0

A

=)

BROADCAST

SEND TO DEVICE TYPE
QUERY REFERENCERUNNW@\

Reset DUT

Feature supported
by DUT?

Start reference measurement

Error 7172

"QUERY CURRENT
ny yéply ? Yes PROTECTOR
FAILURE answered
with nominal load"
No
\A
$~
SEND TO DEVICE TYPE
6 |BROADCAST FAILURE STATUS correct?
QUERY FAILURE STATUS

Full document details: IEC 6238

l

Measurement 'nnished%

Yes

Connect

additional loa corcm\
to manufacture
y

Error 7173
"QUERY FAILURE
ATUS answered

STAJUS correct?

Error 7174
"QUERY STATUS
answered wrong with
overload"

Lamp Failure detected?

Error 7175
"QUERY LAMP
FAILURE not
answered with
overload"

6

SEND TO DEVICE TYPE
BROADCAST
QUERY FAILURE STATUS

Error 7176
"QUERY FAILURE
STATUS answered

wrong with overload"

o

SEND TO DEVICE TYPE
BROADCAST
QUERY CURRENT PROTECTOR FAILURE

Error 7171
Timeout

Report:
"QUERY CURRENT

>

Yes

\2

Error 7177
"QUERY CURRENT
PROTECTOR
FAILURE not
answered"

No

SEND
BROADCAST
QUERY ACTUAL LEVEL

answer = '255'
(MASK) ?
Yes

Query must be answered with
MASK

Error 7178
"QUERY ACTUAL
LEVEL answered

wrong with overload"

Vs
<

Disconnect
additional load

»)

PROTECTOR FAILURE
not supported by DUT"

Figure 8 — “QUERY CURRENT PROTECTOR ACTIVE: Overload”

6-207 2009
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A
Test
done
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12.7.1.8

Command 247

“QUERY THERMAL SHUT DOWN?”

— 25—

Test sequence “QUERY THERMAL SHUT DOWN”

as well

as bit 5 of the answer of

command 241 “QUERY FAILURE STATUS” are tested. The correct answer to the commands
144 “QUERY STATUS”, 146 “QUERY LAMP FAILURE”, 147 “QUERY LAMP POWER ON” and
160 “QUERY ACTUAL LEVEL” will be test with this test sequence. The test sequence
“QUERY THERMAL SHUT DOWN?” is shown in Figure 9.

Test

QUERY THERMAL
SHUT DOWN

A 4

SEND TWICE
BROADCAST
RESET

wait

(300 ms + Response time)

SEND TO DEVICE TYPE Feature subported
6 |BROADCAST iy
QUERY FEATURES v DUT?

Yes

No answer
= XX1XXXXXb ?

o

BROADCAST

SEND TO DEVICE TYPE

QUERY THERMAL SHUT DOWN FAILURE

> Reset DUT

> Test comma |

"QUERY STATUS
answered wrong at
thermal shut down"

Errdx 7181 Vi
"QUERY THERMAL
SHUT DOWNFAILURE

Lamp Failure detected?

Error 7185
"QUERY LAMP
FAILURE answered at
thermal shut down"

SEND TO DEVICE RYPE
6 |BROADCAST

QUERY FAILURE $TA

SEND
BROADCAST
QUERY LAMP POWER ON

Lamp Power has to be
switched off

Error 7186
"QUERY LAMP
POWER ON
answered wrong at
thermal shut down"

Simulate Failure

FAILURE STATUS correct?

BROADCAST
QUERY ACTUAL LEVEL

Query must be answered with
MASK

Error 7187
"QUERY ACTUAL
LEVEL answered

wrong at thermal shut

down"

*:
Error 7183 *
"QUERY FAILURE
STATUS answered SEND TO DEVICE TYPE

o

BROADCAST
QUERY THERMAL SHUT DOWN FAILURE

wrong at thermal shut
down"

> Test command

BROADCAST
QUERY STATUS

STATUS correct?

o>

Yes

No

Error 7188
"QUERY THERMAL
SHUT DOWN
FAILURE not
answered"

Ye

Report:

DOWN FAILURE
supported by D

Full document details: IEC 62386-207 2009

"QUERY THERMAL SHUT

Cool down
DUT to normal operating
temperature

N

not
uT"

Figure 9 —

A 4
Test
done

“QUERY THERMAL SHUT DOWN”

IEC

1673/09
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12.7.1.9 Test sequence “QUERY THERMAL OVERLOAD”

Command 248 “QUERY THERMAL OVERLOAD” as well as bit 6 of the answer of
command 241 “QUERY FAILURE STATUS” is tested. Due to reduction of the light level
command 160 “QUERY ACTUAL LEVEL” shall be answered with 'MASK'. The test sequence

“QUERY THERMAL OVERLOAD?” is shown in Figure 10.

Test
QUERY THERMAL
OVERLOAD
A 4

SEND TWICE Error 7192

BROADCAST Reset DUT answer "QUERY FAILURE

RESET — X000 ? STATUS answered

wait
(300 ms + Response time) Yes
v /\
v\
SEND TODEVICE TYPE Feature od
6 |BROADCAST
QUERY FEATURES by DUT? acoording Shaate Fal
facturer
ONR
answer | —SEl ODEVI
e = XD ? 6 FAILURE STATUS correct?
QUERYFAIL! STATUS
Yes Ermor 7193
v "QUERY FAILURE
SEND TODEVICE TYPE STATUS answered
6 |BROADCAST wrong at over

QUERY THERVAL OVERLOAD FAILURE temperature”
6

Y

SEND TO DEVICE TYPE
6 [BROADCAST Test command
QUERY THERMAL OVERLOAD FAILURE
4 Error 7195,i
"QUERY THERMAL
”
any reply? No» OVERLOADFAILURE
not answered"
Yes
Ye
r
Cool down
DUT to normal operating
temperature

Report:
"QUERY THERMAL
OVERLOAD FAILURE not
supported by DUT"

»
»

v

Test
done

Figure 10 - “QUERY THERMAL OVERLOAD”

IEC 1674/09
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12.7.1.10 Test sequence “Query control gear information”

Command 237 “QUERY GEAR TYPE”, command 239 “QUERY POSSIBLE OPERATING
MODES” and command 252 “QUERY OPERATING MODE” are tested.

If the control gear supports more than one operating mode this test shall be repeated for all
possible operating modes to ensure correct answers to command 252 “QUERY OPERATING
MODE”. The test sequence “Query control gear information” is shown in Figure 11.
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Control Gear Information

SEND TWICE SEND TODEVICE TYPE
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Figure 11 — “Query control gear information”
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