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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
FIXED ELECTRIC DOUBLE-LAYER CAPACITORS 

FOR USE IN ELECTRIC AND ELECTRONIC EQUIPMENT – 
 

Part 1: Generic specification 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees. 

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications. 

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 62391-1 has been prepared by IEC technical committee 40: 
Capacitors and resistors for electronic equipment. 

This bilingual version (2017-12) corresponds to the monolingual English version, published in 
2015-10. 

This second edition cancels and replaces the first edition published in 2006 and constitutes a 
technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) enhancement of the scope to include electric (high power) application; 
b) implementation of Annex Q, replacing Clause 3 in the first edition; 
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c) in addition, minor revisions related to tables, figures and references.

The text of this standard is based on the following documents: 

FDIS Report on voting 

40/2393/FDIS 40/2415/RVD 

Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

The French version of this standard has not been voted upon. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of IEC 62391 under the general title Fixed electric double-layer capacitors for 
use in electric and electronic equipment can be found in the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC website under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be 

• reconfirmed,

• withdrawn,

• replaced by a revised edition, or

• amended.

The contents of the corrigenda of December 2016 and June 2019 have been included in this copy. 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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FIXED ELECTRIC DOUBLE-LAYER CAPACITORS 
FOR USE IN ELECTRIC AND ELECTRONIC EQUIPMENT – 

 
Part 1: Generic specification 

 
 
 

1 Scope 

This part of IEC 62391 applies to fixed electric double-layer capacitors (hereafter referred to 
as capacitor(s)) mainly used in d.c. circuits of electric and electronic equipment. 

This part of IEC 62391 establishes standard terms, inspection procedures and methods of test 
for use in sectional and detail specifications of electronic components for quality assessment 
or any other purpose. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60027 (all parts), Letter symbols to be used in electrical technology 

IEC 60050 (all parts), International Electrotechnical Vocabulary 

IEC 60062, Marking codes for resistors and capacitors 

IEC 60063, Preferred number series for resistors and capacitors 

IEC 60068-1:2013, Environmental testing – Part 1: General and guidance 

IEC 60068-2-1:2007, Environmental testing – Part 2-1: Tests – Tests A: Cold 

IEC 60068-2-2:2007, Environmental testing – Part 2-2: Tests – Tests B: Dry Heat 

IEC 60068-2-6:2007, Environmental testing – Part 2-6: Tests – Test Fc: Vibration (sinusoidal) 

IEC 60068-2-14:2009, Environmental testing – Part 2-14: Tests – Test N: Change of 
temperature 

IEC 60068-2-20:2008, Environmental testing – Part 2-20: Tests – Test T: Test methods for 
solderability and resistance to soldering heat of devices of with leads 

IEC 60068-2-21:2006, Environmental testing – Part 2-21: Tests – Test U: Robustness of 
terminations and integral mounting devices 

IEC 60068-2-45:1980, Environmental testing – Part 2-45: Tests – Test XA and guidance: 
Immersion in cleaning solvents 
Amendment 1:1993) 
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IEC 60068-2-54:2006, Environmental testing – Part 2-54: Tests – Test Ta: Solderbility 
testing of electronic components by the wetting balance method 

IEC 60068-2-58:2015, Environmental testing – Part 2-58: Tests – Test Td: Test methods for 
solderability, resistance to dissolution of metallization and to soldering heat of surface 
mounting devices (SMD) 

IEC 60068-2-69:2007, Environmental testing – Part 2-69: Tests – Test Te: Solderability 
testing of electronic components for surface mounting devices (SMD) by the wetting balance 
method 

IEC 60068-2-78:2012, Environmental testing – Part 2-78: Tests – Test Cab: Damp heat, 
steady state 

IEC 60294:2012, Measurement of the dimensions of a cylindrical component with axial 
terminations 

IEC 60617 (all parts), Graphical symbols for diagrams 

IEC 60695-11-5, Fire hazard testing – Part 11-5: Test flames – Needle-flame test method – 
Apparatus, confirmatory test arrangement and guidance 

IEC 60717:2012, Method for the determination of the space required by capacitors and 
resistors with unidirectional terminations 

IEC 61193-2, Quality assessment systems – Part 2: Selection and use of sampling plans for 
inspection of electronic components and packages 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply: 

3.1  
type 
group of components having similar design features and manufacturing techniques, enabling 
them to be considered together, either for qualification approval or for quality conformance 
inspection 

Note 1 to entry: In some cases, components described in several detail specifications may be considered as 
belonging to the same type. 

[SOURCE: IEC 60384-1:2008, 2.2.39 – modified, the remark on "single detail specification" 
was deleted from the definition and the Note was rephrased.] 

3.2  
style 
subdivision of a type, generally based on dimensional factors 

Note 1 to entry: A style may include several variants, generally of a mechanical order. 

3.3  
class 
classification of the capacitor by the capacitance value and the internal resistance value 
depending upon the application 
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3.4  
family 
<electronic components> group of components which predominantly displays a particular 
physical attribute and/or fulfils a defined function 

3.5  
subfamily 
<electronic components> group of components within a family manufactured by similar 
technological methods 

3.6  
d.c. capacitor 
capacitor designed essentially for application with direct voltage 

Note 1 to entry: A d.c. capacitor may not be suitable for use on a.c. supplies. 

3.7  
nominal capacitance 
CN 
designated capacitance value usually indicated on the capacitor 

3.8  
category temperature range 
range of ambient temperatures for which the capacitor has been designed to operate 
continuously 

Note 1 to entry: This is given by the lower and upper category temperature. 

3.9  
lower category temperature 
minimum ambient temperature for which a capacitor has been designed to operate 
continuously 

3.10  
upper category temperature 
highest ambient temperature including internal heating in which a capacitor is designed to 
operate continuously 

[SOURCE: IEC 61881-3:2012, 3.17, modified – The note to entry has been deleted.] 

3.11  
rated temperature 
maximum ambient temperature at which the rated voltage may be continuously applied 

3.12  
rated voltage 
UR 
maximum d.c. voltage or peak value of pulse voltage which may be applied continuously or 
repetitively to a capacitor at any temperature between the lower category temperature and the 
rated temperature 

3.13  
category voltage 
UC 
maximum voltage which may be applied continuously to a capacitor at its upper category 
temperature 
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3.14  
temperature derated voltage 
maximum voltage that may be applied continuously to a capacitor when it is at any 
temperature between the rated temperature and the upper category temperature 

Note 1 to entry: Information on the voltage/temperature dependence at temperatures between the rated 
temperature and the upper category temperature is given in the detail specification. 

3.15  
surge voltage ratio 
quotient of the maximum instantaneous voltage which may be applied to the terminations of 
the capacitor for a specified time at any temperature within the category temperature range 
and the rated voltage or the temperature derated voltage, as appropriate 

Note 1 to entry: The number of times per hour that this voltage may be applied is specified in the detail 
specification. 

3.16  
rated ripple voltage 
r.m.s. value of the maximum allowable alternating voltage at a specified frequency 
superimposed on the d.c. voltage at which the capacitor may be operated continuously at a 
specified temperature 

Note 1 to entry: The sum of the direct voltage and the peak value of the alternating voltage applied to the 
capacitor does not exceed the rated voltage or temperature derated voltage, as applicable. 

3.17  
reverse voltage 
<polar capacitors> voltage applied to the capacitor terminations in the reverse polarity 
direction 

3.18  
rated ripple current 
r.m.s. value of the maximum allowable alternating current of a specified frequency, at which 
the capacitor may be operated continuously at a specified temperature 

3.19  
time constant 
product of the internal resistance (including circuit resistance) and the capacitance 

Note 1 to entry: The time constant is normally expressed in seconds. 

3.20  
internal resistance 
resistance component in an equivalent series circuit of capacitance and resistance of a 
capacitor 

Note 1 to entry: The internal resistance is given in ohms (Ω). 

3.21  
IR drop 
voltage drop between the capacitor terminals that is generated at the start of discharge and 
quantified by the product of the discharge current and the internal resistance of the capacitor 

3.22  
maximum temperature of a capacitor 
temperature at the hottest point of its external surface 

Note 1 to entry: The terminations are considered as a part of the external surface. 
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3.23  
minimum temperature of a capacitor 
temperature at the coldest point of the external surface 

Note 1 to entry: The terminations are considered to be part of the external surface. 

3.24  
minimum storage temperature 
minimum ambient temperature which the capacitor should withstand in the non-operating 
condition without damage 

3.25  
maximum storage temperature 
maximum ambient temperature which the capacitor withstands in the non-operating condition 
without damage 

[SOURCE: IEC 60384-1:2008, 2.2.11] 

3.26  
temperature characteristic of capacitance 
maximum reversible variation of capacitance produced over a given temperature range within 
the category temperature range 

Note 1 to entry: The term characterizing this property applies mainly to capacitors of which the variations of 
capacitance as a function of temperature, linear or non-linear, cannot be expressed with precision and certainty. 

Note 2 to entry: The temperature characteristic of capacitance is normally expressed as a percentage of the 
capacitance related to a reference temperature of 20 °C. 

3.27  
visible damage 
visible damage which reduces the usability of the capacitor for its intended purpose 

3.28  
leakage current 
value of the current that flows through a capacitor after a charge for a fixed period of time 

Note 1 to entry: Leakage current is given in amperes (A). 

3.29  
maintain voltage 
self discharge 
voltage held while being left for a fixed period of time under no load after a charge for a fixed 
period of time 

3.30  
temperature rise 
<capacitor> increase of temperature of the capacitor relative to the ambient temperature 
resulting from the losses in the capacitor due to operation under charge and/or discharge 
conditions 

3.31  
insulated capacitor 
capacitor in which all terminations of a section may be raised to a potential different (but not 
less than the rated voltage) from that of any conducting surface with which the case is liable 
to come into contact in normal use 
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3.32  
uninsulated capacitor 
capacitor in which one or more of the terminations of a section cannot be raised to a potential 
different (but not less than the rated voltage) from that of any conducting surface with which 
the case is liable to come into contact in normal use 

3.33  
surface mount capacitor 
fixed capacitor whose small dimensions and nature or shape of terminations make it suitable 
for use in hybrid circuits and on printed boards 

3.34  
passive flammability 
flammability caused by external heating of the component 

Note 1 to entry: Passive flammability can be caused by flames for example. 

3.35  
active flammability 
flammability (self-ignition) caused by internal heating of the component 

Note 1 to entry: Active flammability can be caused by sparking due to insufficient internal contact for example. 

3.36  
category of passive flammability 
category given by the maximum burning time after a specified time of flame application 

3.37  
mass 
mass of the capacitor with all fixed parts 

3.38  
volume 
volume of the capacitor body excluding terminations 

4 General items 

4.1 Unit and symbols 

Units, graphical symbols, letter symbols and terminology shall, whenever possible, be taken 
from the following documents: 

– IEC 60027; 
– IEC 60050; 
– IEC 60617; 
– ISO 80000-1. 

When further items are required they should be derived in accordance with the principles of 
the publications listed above. 

4.2 Preferred values and class 

4.2.1 General 

The preferred values appropriate to the subfamily shall be prescribed in the sectional 
specification. 

NOTE It is not possible to specify the preferred values of rated voltage due to the nature of the capacitor. 
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4.2.2 Preferred values of nominal capacitance 

The preferred values of nominal capacitance shall be taken from the R series specified in 
IEC 60063. 

4.2.3 Class 

The class of the capacitor shall be classified according to capacitance and internal resistance 
(application). See Annex A for details. 

4.3 Marking 

4.3.1 General 

The identification criteria and other information to be marked on the capacitor and/or 
packaging shall be indicated in the sectional specification. 

The order of marking priority for small size capacitors shall be specified in the detail 
specification. 

4.3.2 Coding 

When coding is used for capacitance value, tolerance or date of manufacture, the method 
shall be selected from those given in IEC 60062. 

4.4 Quality assessment procedures 

See Annex Q. 

5 Tests and measurement 

5.1 General 

The sectional and/or blank detail specification shall indicate the tests to be made, which 
measurements are to be made before and after each test or subgroup of tests, and the 
sequence in which they shall be made. The stages of each test shall be carried out in the 
order written. The measuring conditions shall be the same for initial and final measurements. 

If national specifications within any quality assessment system include methods other than 
those specified in the above specifications, they shall be fully described. 

Limits given in all specifications are absolute limits. The principle to take measurement 
uncertainty into account is given in Annex F. 

5.2 Test and measurement requirements 

5.2.1 Test conditions 

Unless otherwise specified, all tests shall be made under standard atmospheric conditions for 
testing as given in IEC 60068-1:2013, 4.3. 

– temperature  : 15 °C to 35 °C; 
– relative humidity : 25 % to 75 %; 
– air pressure  : 86 kPa to 106 kPa. 

5.2.2 Measurement conditions 

Unless otherwise specified, all measurements shall be made under standard atmospheric 
conditions for testing as given in IEC 60068-1:2013, 4.3 with following exception: 
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– temperature:  20 °C ± 2 °C. 

All measurements shall be made after thermal equilibrium is accomplished, see 5.2.4. 

5.2.3 Voltage treatment 

The capacitor shall be charged up to UR and be held for 30 min by means of a d.c. source. 
The capacitor shall be discharged through a suitable discharge device. 

5.2.4 Thermal treatment 

The capacitors shall be stored at the temperature specified in 5.2.2 for a time sufficient to 
allow the entire capacitor to reach this temperature (thermal equilibrium, see Annex C). 

5.3 Drying 

Unless otherwise specified in the detail specification, the capacitor shall be conditioned for 
96 h ± 4 h by heating in a circulating air oven at a temperature of 55 °C ± 2 °C and a relative 
humidity not exceeding 20 %. 

The capacitor shall then be allowed to cool in a desiccator using a suitable desiccant, such as 
activated alumina or silica gel, and shall be kept therein from the time of removal from the 
oven to the beginning of the specified tests. 

5.4 Visual examination and check of dimensions 

5.4.1 Visual examination 

The condition, workmanship and finish shall be satisfactory, as checked by visual examination. 

Marking shall be legible, as checked by visual examination and shall conform to the 
requirements of the detail specification. 

5.4.2 Dimensions (gauging) 

The dimensions indicated in the detail specification as being suitable for gauging shall be 
checked, and shall comply with the values prescribed. 

When applicable, measurements shall be made in accordance with IEC 60294 or IEC 60717. 

5.4.3 Dimensions (detail) 

All dimensions prescribed in the detail specification shall be checked and shall comply with 
the values prescribed. 

5.5 Measurement method 1 for capacitance and internal resistance (constant current 
discharge) 

5.5.1 Basic circuit for measuring 

The capacitance and the internal resistance shall be measured by using the constant current 
charging and discharging methods. The basic circuit for measurement is given in Figure 1. 
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Key 

ICC constant-current 

UCV constant-voltage 

A  d.c. ammeter 

V d.c. voltage recorder 

S changeover switch 

Cx capacitor under test 

     constant current discharger 

a) power supply for constant current charging- 

b) power supply for constant voltage charging- 

Figure 1 − Basic circuit for measuring 

5.5.2 Measuring equipment 

The measuring equipment shall be capable of constant current charging, constant voltage 
charging, constant current discharging, and continuous measurement monitoring of the 
current and the voltage between the capacitor terminals as a function of discharging time as 
shown in Figure 2. The measuring equipment shall be able to set and measure the current and the 
voltage with the accuracy equal to ±1 % or less. 

The power supply shall provide constant charge current for the capacitor charge with 95 % 
efficiency, and setting function of the constant voltage charge duration. The constant current 
discharger shall provide constant discharging current as specified in Table 1 or Table 2, 
respectively. The d.c. voltage recorder shall be capable of conducting measurements, and it 
shall record with a 5 mV resolution and sampling rate of 100 ms or less. 
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Key 

UR rated voltage (V) 

U1 calculation start voltage (V) 

U2 calculation end voltage (V) 

∆U3 voltage drop (V) 

TCV constant voltage charging duration (min) 

Figure 2 – Voltage–time characteristics between capacitor terminals 
in capacitance and internal resistance measurement 

5.5.3 Measuring procedure 

5.5.3.1 General 

The measurement shall be carried out by analysing voltage-time characteristics between 
capacitor terminals. 

The measuring method shall be either in accordance with 5.5.3.2 or 5.5.3.3 corresponding to 
the class (refer to Annex A) and shall be specified in the detail specification. 

Preconditioning of voltage treatment as in 5.2.3 and thermal treatment as in 5.2.4 shall be 
carried out, and, if specified in the detail specification, drying as in 5.3 may be carried out 
before measurement. 

The voltage between capacitor terminals shall be measured and recorded as a function of 
time throughout the measuring procedure. 

5.5.3.2 Measuring method 1A (class 1, 2, 3 and 4) 

Unless otherwise specified in the detail specification, the measuring conditions shall be as 
shown in Table 1. The constant charging current (Icc) shall be able to charge the capacitor 
with 95 % charging efficiency and is set using the rated voltage (UR) and the nominal internal 
resistance (RN) by Icc (= UR /38 RN). The constant discharge currents are set for capacitance 
measurement and internal resistance respectively, corresponding to the nominal capacitance 
of the capacitor. 

The measuring procedure shall be as follows: 

a) the capacitor shall be charged with the constant charging current; 
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b) when the output voltage of the power supply reaches the specified value, the charging of 
the capacitor shall be continued with the constant voltage; 

c) then the capacitor shall be discharged through the constant current discharger; 
d) then the time shall be measured from the start of discharge to the point at which the 

voltage between the capacitor terminals becomes U1 and U2, respectively (see Figure 2). 

Table 1 – Measuring conditions for measuring method 1A 

Measuring conditions 

Class 
Application 

Class 1 
Memory backup 

Class 2 
Energy storage 

Class 3 
Power 

Class 4 
Instantaneous 

power 

Constant current charging 
mA 95 % charging efficiency a 

Constant voltage charging time 
min 30 

Constant discharge current for 
capacitance measurement b 

mA 
1 × CN 0,4 × CNUR 4 × CNUR 40 × CNUR 

Constant discharge current for 
internal resistance measurement c 

mA 
10 × CN 4 × CNUR 40 × CNUR 400 × CNUR 

U1 0,8 × UR 

U2 0,4 × UR 

For class 3 and class 4, measuring method 1B may be used. 

The number of significant figures for the discharge current value of 10 A or less shall be one digit; the second 
digit of the calculated value should be rounded down. 

The number of significant figures for the discharge current value exceeding 10 A shall be two digits; the third digit 
of the calculated value should be rounded down. 

NOTE CN is the nominal capacitance in farad (F) and UR is the rated voltage in volt (V). 
a For the general concept of charging/discharging efficiency, see Annex D. 
b If ∆U3 exceeds 5 % of the charging voltage (0,05 × UR) in the initial characteristics, discharge current value 

may be reduced by one half, one fifth or one tenth. 
c If ∆U3 exceeds 20 % of the charging voltage (0,2 × UR) in the initial characteristics, discharge current value 

may be reduced by one half, one fifth or one tenth. 

 

5.5.3.3 Measuring method 1B (class 3, 4 and 5) 

Unless otherwise specified in the detail specification, the measuring conditions shall be as 
shown in Table 2. The constant charging current (Icc) shall be able to charge the capacitor 
with 95 % charging efficiency and is set using the rated voltage (UR) and the nominal internal 
resistance (RN) by Icc (= UR /38 RN). The constant discharge current (Id) shall be able to 
discharge the capacitor with 95 % discharging efficiency and is set using the rated voltage 
(UR) and the nominal internal resistance (Rn) by Id (= UR /40Rn). 

The measuring procedure shall be as follows: 

a) the capacitor shall be charged with the constant charging current; 
b) when the output voltage of the power supply reaches the specified value, the charging of 

the capacitor shall be continued with the constant voltage; 
c) then the capacitor shall be discharged through the constant current discharger; 
d) then the time shall be measured from the start of discharge to the point at which the 

voltage between the capacitor terminals becomes U1 and U2, respectively (see Figure 2). 
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Table 2 – Measuring conditions for measuring method 1B 

Measuring conditions 

Class 
Application 

Class 3 
Power 

Class 4 
Instantaneous power 

Class 5 
High power 

Constant current charging 
mA 95 % charging efficiency a 

Constant voltage charging time 
min 5 

Constant current discharging 95 % discharging efficiency a 

U1 0,8 × UR 

U2 0,4 × UR 

For class 3 and class 4, measuring method 1A may be used. 

The number of significant figures for the discharge current value of 10 A or less shall be one digit; the second 
digit of the calculated value should be rounded down. 

The number of significant figures for the discharge current value exceeding 10 A shall be two digits; the third digit 
of the calculated value should be rounded down. 
a For the general concept of charging/discharging efficiency, see Annex D. 

5.5.4 Calculation methods for capacitance 

5.5.4.1 General 

The capacitance shall be calculated by the straight line approximation method or the energy 
conversion method. 

5.5.4.2 Straight line approximation method (measuring method 1A) 

The capacitance C of a capacitor shall be calculated by the following formula: 

21

12d
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ttIC

−
−×

=
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where 
C is the capacitance of capacitor (F); 
Id is the discharge current (A); 
U1 is the measuring start voltage (V); 
U2 is the measuring end voltage (V); 
t1 is the time at which the terminal voltage of the capacitor reaches the value U1 from the 

start of the discharge; 
t2 is the time at which the terminal voltage of the capacitor reaches the value U2 from the 

start of the discharge. 
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5.5.4.3 Energy conversion method (measuring method 1B) 

The capacitance C of a capacitor shall be calculated by the following formula: 

2
2

2
1

2
UU

WC
−

=  

where 
C is the capacitance of the capacitor (F); 
W is the measured discharged energy (J), from start voltage U1 to end voltage U2; 
U1 is the measured start voltage; 
U2 is the measured end voltage. 

5.5.5 Calculation methods for internal resistance 

5.5.5.1 General 

The internal resistance shall be calculated by the least square internal resistance calculation 
method or the intersection line internal resistance calculation method. 

5.5.5.2 Intersection line internal resistance calculation method (measuring  
method 1A) 

The internal resistance R of a capacitor shall be calculated by the following formula: 

d

3

I
UR ∆

=  

where 

R is the internal resistance of the capacitor (Ω); 
Id is the discharge current (A); 

∆U3 is the voltage drop (V). 

NOTE The voltage drop is read by drawing an auxiliary line while extending the straight part of the time-varying 
voltages between the capacitor terminals obtained from the voltage recorder shown in Figure 2. 

5.5.5.3 Least square internal resistance calculation method (measuring method 1B) 

The internal resistance R of a capacitor shall be calculated by the following formula: 

d

3

I
UR ∆

=  

where 

R is the internal resistance of the capacitor (Ω); 
Id is the discharge current (A); 

∆U3 is the voltage drop (V). 

Apply the straight-line approximation to the voltage drop characteristics from the calculation 
start voltage (U1) to the calculation end voltage (U2) by using the least squares method. 
Obtain the intercept (voltage value) of the straight line at the discharge start time. ∆U3 is the 
difference of voltages (V) between the intercept voltage value and the set value of constant 
voltage charging (V). 
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5.5.6 Conditions to be prescribed in the detail specification 

The detail specification shall prescribe: 

a) the classification of method; 
b) the applied voltage other than the rated voltage; 
c) charging time other than 30 min (see Table 2) or 5 min (see Table 3); 
d) constant current discharge value other than that in Table 2 or Table 3; 
e) U1 and U2 at the time of discharge voltage drop other than those in Table 2 or Table 3. 

5.6 Measurement method 2 for capacitance and internal resistance 

5.6.1 Constant resistance charging method for capacitance measurement 

5.6.1.1 Measuring circuit 

Measurements shall be carried out using the measuring circuit shown in Figure 3. 

 

Key 

R series resistance 

S switch 

 d.c. voltmeter 

Cx capacitor under test 

Figure 3 − Circuit for constant resistance charging method 

5.6.1.2 Measuring method 

The measuring procedure shall be as follows: 

a) prior to measurement, short-circuit between capacitor terminals for 30 min or more to 
ensure discharge sufficiently; 

b) set the value of R in such a way that the time constant τ settles at 60 s to 120 s; 

c) measure the time constant τ when d.c. voltage UR is applied, and calculate the 
capacitance value by the following formula: 

R
C τ

=  

where 
C is the capacitance (F); 

τ is the time constant: charging time up to 0,632 × UR (s); 

R is the series resistance (Ω). 
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5.6.1.3 Conditions to be prescribed in the detail specification 

The detail specification shall prescribe: 

a) the applied voltage other than the rated voltage; 
b) the series resistance R when the time constant is other than 60 s to 120 s. 

5.6.2 AC internal resistance measuring method 

5.6.2.1 Measuring circuit 

Measurements shall be carried out using the measuring circuit shown in Figure 4. 

 

Key 

 oscillator 

 a.c. ammeter 

 a.c. voltmeter 

Cx capacitor under test 

Figure 4 − Circuit for a.c. resistance method 

5.6.2.2 Measuring method 

The measuring procedure shall be as follows: 

a) the measuring frequency shall be 1 kHz; 
b) the a.c. current shall be from 1 mA to 10 mA; 
c) the internal resistance Ra of a capacitor shall be calculated by the following formula: 

I
UR =a  

where 

Ra is the a.c. internal resistance (Ω); 
U is the root-mean-square value of a.c. voltage (V); 
I is the root-mean-square value of a.c. current (A). 

5.7 Leakage current 

5.7.1 Measuring method 

The measuring procedure shall be as follows. 
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a) Before this measurement is carried out, the capacitors shall be fully discharged. The 
discharge procedure shall take 1 h to 24 h and shall be specified in the detail specification. 

b) The leakage current shall be measured, unless otherwise prescribed in the detail 
specification, using the direct voltage (UR) appropriate to the test temperature. The 
electrification period after maximum 30 min charge-up time to reach 95 % of the applied 
voltage shall be selected from 30 min, 1 h, 2 h, 4 h, 8 h, 12 h, 24 h or 48 h and shall be 
specified in the detail specification. 

c) A steady source of power such as a regulated power supply shall be used. 
d) Unless otherwise specified in the detail specification, apply the voltage to a capacitor 

through a protective resistor of 1 000 Ω or less. 

5.7.2 Items to be specified in the detail specification 

The detail specification shall specify the following items: 

a) the leakage current limit at a reference temperature of 20 °C, and at other specified 
temperatures; 

b) when necessary, the correction factor: if the measurements are made at a temperature 
other than 20 °C, but within the range of temperatures covered by the standard 
atmospheric conditions for testing; 

c) the electrification time; 

d) the resistance value of protective resistors other than 1 000 Ω. 

5.8 Maintain voltage 

5.8.1 Measuring method 

The measuring method shall be as follows (see Figure 5). 

a) Before this measurement is carried out, the capacitors shall be fully discharged. The 
discharge procedure shall take 1 h to 24 h and shall be specified in the detail specification. 

b) Apply the rated voltage UR directly to the capacitor terminals, without using a protective 
resistor. Unless otherwise specified by the detail specifications, the charging time shall be 
8 h, including maximum 30 min charge-up time to reach 95 % of the applied voltage. 

c) Disconnect the capacitor terminals from the voltage source. Unless otherwise specified in 
the detail specification, the capacitor shall be kept under standard conditions for 16 h, 
24 h, 48 h or 96 h. 

d) The internal resistance of the d.c. voltmeter used shall be 1 MΩ or higher. 

 

Figure 5 − Maintain voltage test diagram 

V
ol

ta
ge

 (
V

) 

0,95 × UR 

30 min or less 
8 h 16 h, 24 h, 48 h or 96 h 

IEC 

Full document details: IEC 62391-1 2015

http://www.avadocuments.com/doc/iec-62391-1-2015
http://www.avadocuments.com/doc/iec-62391-1-2015


IEC 62391-1:2015 © IEC 2015 – 25 – 

5.8.2 Calculation of voltage maintenance rate 

The voltage maintenance rate A shall be calculated by the following formula: 

100×=
R

end
U

UA  

where 
A is the voltage maintenance rate (%); 
Uend is the voltage between open capacitor terminals after 72 h (TOC1 ) have elapsed (V); 
UR is the rated voltage (V). 

5.8.3 Conditions to be prescribed in the detail specification 

The detail specification shall prescribe: 

a) the discharge duration; 
b) an applied voltage other than the rated voltage; 
c) a charging time other than 8 h; 
d) the time period between disconnecting the capacitor from the charging voltage and the 

measurement. 

5.9 Robustness of terminations 

5.9.1 Test Ua1 – Tensile 

The capacitors shall be subjected to IEC 60068-2-21, Test Ua1, as applicable. 

The force applied shall be: 

– for terminations other than wire terminations: 20 N; 
– for wire terminations: see Table 3. 

Table 3 – Tensile force 

Nominal cross-sectional 
area (S) a 

mm2 

Corresponding diameter (d) 
for circular section wires 

mm 

Force with tolerance 
of ±10 % 

N 

S ≤ 0,05 

0,05 < S ≤ 0,1 

0,1 < S ≤ 0,2 

0,2 < S ≤ 0,5 

0,5 < S ≤ 1,2 

1,2 < S 

d ≤ 0,25 

0,25 < d ≤ 0,35 

0,35 < d ≤ 0,5 

0,5 < d ≤ 0,8 

0,8 < d ≤ 1,25 

1,25 < d 

1 

2,5 

5 

10 

20 

40 

a For circular-section wires, strips or pins, the nominal cross-sectional area is equal to the value calculated 
from the nominal dimension(s) given in the detail specification. For stranded wires, the nominal cross-
sectional area is obtained by taking the sum of the cross-sectional areas of the individual strands of the 
conductor specified in the detail specification. 

 

5.9.2 Test Ub – Bending (half of the sample) 

The capacitors shall be subjected to IEC 60068-2-21, Test Ub, as applicable. 

Method 1: Two consecutive bends shall be applied in each direction. This test shall not apply 
if, in the detail specification, the terminations are described as rigid. 
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5.9.3 Test Uc – Torsion (remaining sample) 

The capacitors shall be subjected to IEC 60068-2-21, Test Uc, as applicable. 

Method A, severity 2 (two successive rotations of 180°) shall be used. 

This test shall not apply if in the detail specification the terminations are described as rigid 
and to components with unidirectional terminations designed for printed wiring applications. 

5.9.4 Test Ud – Torque (for terminations with threaded studs or screws and for 
integral mounting devices) 

The capacitors shall be subjected to IEC 60068-2-21, Test Ud, as applicable. 

The degree of severity to be used shall be specified in the detail specification (see Table 4). 

Table 4 – Torque 

Nominal thread diameter 
mm 2,6 3 3,5 4 5 6 8 

Torque 
Nm 

Severity 1 0,4 0,5 0,8 1,2 2,0 2,5 5 

Severity 2 0,2 0,25 0,4 0,6 1,0 1,25 2,5 

 
5.9.5 Visual examination 

After each of these tests, the capacitors shall be visually examined. There shall be no visible 
damage. 

5.10 Resistance to soldering heat 

5.10.1 Preconditioning and initial measurement 

When prescribed by the detail specification the capacitors shall be dried using the method of 
5.3. 

The capacitors shall be measured as prescribed in the detail specification. 

5.10.2 Test 

Unless otherwise stated in the detail specification, one of the following tests as set out in the 
same specification shall be applied. 

The test conditions shall be defined in the detail specification. 

a) For all capacitors except those of item b) and c) below: IEC 60068-2-20, Test Tb, 
method 1 (solder bath). 

b) For capacitors not designed for use in printed boards, but with connections intended for 
soldering as indicated by the detail specification: 
1) IEC 60068-2-20, Test Tb, method 1 (solder bath); 
2) IEC 60068-2-20, Test Tb, method 2 (soldering iron). 

c) For surface mount capacitors, IEC 60068-2-58, reflow or solder bath method. 

5.10.3 Recovery 

The period of recovery shall, unless otherwise specified by the detail specification, be not less 
than 1 h or more than 2 h, except for surface mount capacitors, for which the period of 
recovery shall be 24 h ± 2 h be carried out by 5.3. 
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5.10.4 Final inspection, measurements and requirements 

For all capacitors, except surface mount capacitors, the following shall apply: 

– when the test has been carried out, the capacitors shall be visually examined; 
– there shall be no visible damage and the marking shall be legible; 
– the capacitors shall then be measured as prescribed in the detail specification. 

Surface mount capacitors shall be visually examined and measured and shall meet the 
requirements as prescribed in the detail specification. 

5.11 Solderability 

5.11.1 General 

This test shall not be applicable to those terminations which the detail specification describes 
as not designed for soldering. 

5.11.2 Preconditioning 

The detail specification shall prescribe whether ageing is to be applied. If accelerated ageing 
is required, one of the ageing procedures given in IEC 60068-2-20 shall be applied. 

Unless otherwise stated in the detail specification, the test shall be carried out with non-
activated flux. 

5.11.3 Capacitors with leads 

5.11.3.1 General 

Capacitors shall be subjected to Test Ta of IEC 60068-2-20 either using the solder bath 
method (method 1), or the soldering iron method (method 2) as prescribed by the detail 
specification. 

When the solder bath method (method 1) is specified, the following requirements apply. 

5.11.3.2 Test conditions 

Unless otherwise stated in the detail specification, one of the following tests as set out in the 
same specification shall be applied. 

The test conditions shall be defined in the detail specification.  

a) For all capacitors except those of item b) and c) below: 
1) IEC 60068-2-20, Test Ta, method 1 (solder bath)   

Depth of immersion (from the seating plane or component body): 0
5,02 −  mm, using a 

thermal insulating screen of 1,5 mm ± 0,5 mm thickness; 
2) IEC 60068-2-20, Test Ta, method 2 (soldering iron); 
3) IEC 60068-2-54. 

b) For capacitors not designed for use in printed boards, but with connections intended for 
soldering as indicated by the detail specification: 
1) IEC 60068-2-20, Test Ta, method 1 (solder bath); 

Depth of immersion (from the seating plane or component body): 0
5,05,3 −  mm; 

2) IEC 60068-2-20, Test Ta, method 2 (soldering iron). 
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c) For surface mount capacitors: 
1) IEC 60068-2-58, reflow or solder bath method; 
2) IEC 60068-2-69, solder bath or solder globule method. 

When the solder bath method is not applicable, the detail specification shall define the test 
method, test conditions and the requirements. 

5.11.3.3 Final inspection, measurements and requirements 

The terminations shall be examined for good tinning as evidenced by free flowing of the 
solder with wetting of the terminations. 

5.11.4 Surface mount capacitors 

5.11.4.1 General 

Capacitors shall be tested in accordance with Test Td of IEC 60068-2-58. The detail 
specification shall prescribe the severity and attitude to be used for wetting, dewetting or 
resistance to dissolution of metallization. 

The detail specification shall also indicate the specific areas of the specimen to be examined 
after wetting. 

5.11.4.2 Final inspection, measurements and requirements 

The surface mount capacitors shall meet the requirements as prescribed in the detail 
specification. 

5.12 Rapid change of temperature 

5.12.1 Initial measurement 

The measurements prescribed in the detail specification shall be made. 

5.12.2 Test 

The capacitors shall be subjected to Test Na of IEC 60068-2-14, using the degree of severity 
as prescribed in the detail specification. 

5.12.3 Final inspection, measurements and requirements 

The capacitors shall be visually examined. There shall be no visible damage. 

5.13 Vibration 

5.13.1 Initial measurement 

The measurements prescribed in the detail specification shall be made. 

5.13.2 Test 

The capacitors shall be subjected to Test Fc of IEC 60068-2-6, using the mounting method 
and the degree of severity prescribed in the detail specification. 

When specified in the detail specification, during the last 30 min of the vibration test an 
electrical measurement shall be made in each direction of movement to check intermittent 
contact, or open- or short-circuit. 

The method of measurement shall be prescribed in the detail specification. 
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The duration of the measurement shall be the time needed for one sweep of the frequency 
range from one frequency extreme to the other. 

5.13.3 Final measurement and requirements 

After the test, the capacitors shall be visually examined. There shall be no visible damage. 
When capacitors are tested as specified in 5.17.4, the requirements shall be stated in the 
detail specification. 

The measurements prescribed in the detail specification shall then be made. 

5.14 Damp heat, steady state 

5.14.1 Initial measurement 

The measurements prescribed in the detail specification shall be made. 

5.14.2 Test 

The capacitors shall be subjected to Test Cab of IEC 60068-2-78, using the degree of severity 
corresponding to the detail specification. 

5.14.3 Final measurement 

The measurements prescribed in the detail specification shall then be made. 

5.15 Endurance 

5.15.1 Initial measurements 

The measurements prescribed in the detail specification shall be made. 

5.15.2 Test 

5.15.2.1 General 

IEC 60068-2-2:2007, Test Bb, shall be applied with the following exceptions: 

– capacitors may be inserted in the test chamber at any temperature between room ambient 
temperature and the specified test temperature; 

– a specified voltage shall be applied to the capacitor during the test, but the voltage shall 
not be applied to the capacitor before it has reached the chamber temperature. 

The capacitors shall be placed in the test chamber in such way that no capacitor is located 
within 5 mm from any other capacitor. 

5.15.2.2 Test conditions 

The test conditions shall be as follows: 

a) applied voltage : rated voltage; 
b) test temperature : upper category temperature; 
c) test duration  : 1 000 h or as specified in the detail specification. 

5.15.3 Final measurement, inspection and requirements 

After the specified period, the capacitors shall be allowed to cool to standard atmospheric 
conditions for testing and where specified in the detail specification, the capacitors shall be 
subjected to recovery. 
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The capacitors shall then be visually examined. 

The measurements prescribed in the detail specification shall then be carried out. A capacitor 
shall be considered to have failed when the requirements of the detail specification during or 
at the end of the test are not satisfied. 

5.16 Storage 

5.16.1 Storage at high temperature 

5.16.1.1 Initial measurement 

The measurements prescribed in the detail specification shall be made. 

5.16.1.2 Test conditions 

The capacitors shall be subjected to IEC 60068-2-2:2007, Test Bb, using the following 
severities: 

– test temperature : upper category temperature; 

– test duration : 96 h ± 4 h. 

5.16.1.3 Final measurement 

After recovery for at least 16 h, the measurements prescribed in the detail specification shall 
be made. 

5.16.2 Storage at low temperature 

5.16.2.1 Initial measurement 

The measurements prescribed in the detail specification shall be made. 

5.16.2.2 Test conditions 

The capacitors shall be subjected to IEC 60068-2-1:2007, Test Ab. The capacitors shall be 
stored at –40 °C for either a period of 4 h after thermal stability has been reached, or for 16 h, 
whichever is the shorter period. 

5.16.2.3 Final measurement 

After recovery for at least 16 h, the measurements prescribed in the detail specification shall 
be made. 

5.17 Characteristics at high and low temperature 

5.17.1 General 

The capacitors shall be subjected to the procedures of the dry heat and cold test (5.17.3 and 
5.17.4 respectively) with the following details. 

5.17.2 Test procedure 

The degree of severity for these tests shall be the same as for the dry heat and cold tests. 
Tests at intermediate temperatures may be prescribed by the detail specification. 

The measurements prescribed in the detail specification shall be made. 

Full document details: IEC 62391-1 2015

http://www.avadocuments.com/doc/iec-62391-1-2015
http://www.avadocuments.com/doc/iec-62391-1-2015


IEC 62391-1:2015 © IEC 2015 – 31 – 

5.17.3 Dry heat 

The capacitors shall be subjected to IEC 60068-2-2:2007, Test Bb, for 16 h, using the degree 
of severity of the upper category temperature, as prescribed in the detail specification. 

While still at the specified high temperature and at the end of the period of high temperature, 
the measurements prescribed in the detail specification shall be made. 

5.17.4 Cold 

The capacitors shall be subjected to IEC 60068-2-1:2007, Test Ab, for 2 h, using the degree 
of severity of the lower category temperature, as prescribed in the detail specification. 

While still at specified low temperature and at the end of the period of low temperature, the 
measurements prescribed in the detail specification shall be made. 

5.17.5 Final measurement and requirements 

The capacitors shall not exceed the limits prescribed in the detail specification. 

5.18 Component solvent resistance 

5.18.1 Initial measurements 

The measurements prescribed in the detail specification shall be made. 

5.18.2 Test 

The components shall be subjected to IEC 60068-2-45:1980, Test XA, with the following 
details: 

a) solvent to be used : 2-propanol; 

b) solvent temperature : 23 °C ± 5 °C, unless otherwise specified in the detail  
   specification; 

c) conditioning : Method 2 (without rubbing); 
d) recovery time : 2 h or more (see Annex C), unless otherwise stated in  

   the detail specification. 

5.18.3 Requirements 

The measurements prescribed in the detail specification shall then be carried out and the 
specified requirements shall be met. 

5.19 Solvent resistance of marking 

5.19.1 Test 

The components shall be subjected to IEC 60068-2-45:1980, Test XA, with the following 
details: 

a) solvent to be used : 2-propanol; 

b) solvent temperature : 23 °C ± 5 °C; 
c) conditioning : method 1 (with rubbing); 
d) rubbing material : cotton wool; 
e) recovery time : not applicable, unless otherwise stated in the detail specification. 

Full document details: IEC 62391-1 2015

http://www.avadocuments.com/doc/iec-62391-1-2015
http://www.avadocuments.com/doc/iec-62391-1-2015


 – 32 – IEC 62391-1:2015 © IEC 2015 

5.19.2 Requirements 

After the test, the marking shall be legible. 

5.20 Passive flammability 

5.20.1 Test procedure 

The capacitors shall be tested according to the following procedure. 

a) The test shall be carried out according to IEC 60695-11-5. 
b) The capacitor under test shall be held in the flame in the position which best promotes 

burning (if this position is not given in the detail specification, it shall be evaluated by pre-
testing). Each specimen shall only be exposed once to the flame. 

c) The smallest, a medium (in the case of more than four case sizes), and the biggest case 
size shall be tested. Of each case size, three specimens of the maximum and three 
specimens of the minimum capacitance shall be tested, resulting in six specimens per 
case size. 

For the time of exposure to flame and burning time, see Table 5. If applicable, the detail 
specification shall specify the category of passive flammability. 

5.20.2 Requirements 

The burning time of any specimen shall not exceed the time specified in Table 5. 

Burning droplets or glowing parts falling down shall not ignite the tissue paper. 

Table 5 – Severities and requirements 

Category of 
flamma- 

bility 

Severities 

Flame exposure time, in seconds, for capacitor volume ranges a 

mm3 

Maximum 
burning 

time 

s volume  
≤ 250 

250 < volume  
≤ 500 

500 < volume  
≤ 1 750 

1 750 < volume  
≤ 12 000 

A 15 30 60 120 3 

B 10 20 30 60 10 

C 5 10 20 30 30 
a Test severities for capacitor volumes above 12 000 mm3 are under consideration. 

 

5.21 Pressure relief (if applicable) 

5.21.1 Test 

Unless otherwise specified in the detail specification, d.c. voltage of an amplitude necessary 
to produce a current of 10 mA/F or more shall be applied to the capacitor in the forward 
direction. 

5.21.2 Requirements 

The pressure relief device shall open in such a way as to avoid any danger of explosion or fire. 
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Annex A  
(normative) 

 
Classification according to capacitance and internal resistance 

A.1 General 

This annex describes classification of the capacitor, according to the capacitance value and 
internal resistance value depending upon the application. 

A.2 Classification by capacitance and internal resistance 

Measurements of capacitance and internal resistance by the constant current discharge 
method and the d.c. resistance method, respectively require much (long) measuring time 
depending on the product ratings provided that the measuring conditions are standardized 
with the specificity of these measuring methods. Therefore, it is necessary to select efficient 
measuring conditions. For this reason, the following application classification has been 
considered, classifying into four measuring conditions (see Figure A.1). 

In the meantime, it has been suggested that the same discharge current condition may be 
appropriate for capacitance and internal resistance for every application of the five classes. 
However, classification was made in terms of accuracy in measurement. Note that the same 
measuring conditions may be used for capacitance and internal resistance within the scope of 
the capacitors that can obviously achieve accurate measurements. 

Class 1 (memory backup) 

This class is suitable for those capacitors which are mainly used for RAM memory backup 
with magnitude of discharge current from nA to µA. The characteristics of the capacitors for 
this application have relatively low capacitance and high internal resistance. 

Class 2 (energy storage) 

This class is suitable for those energy storage capacitors which mainly require a long time 
operation with magnitude of discharge current from mA to A. The capacitors for this 
application have high capacitance in characteristics without any consideration of internal 
resistance. This class handles higher internal resistance compared with the power application 
in Class 3. 

Class 3 (power) 

This class is suitable for those capacitors which are mainly used for driving motors, requiring 
power with magnitude of discharge current from mA to A. The characteristics of the capacitors 
for this application have relatively high capacitance and low internal resistance. 

Class 4 (instantaneous power) 

This class is suitable for the application that requires instantaneous power (relatively large 
current) even with a short operating time. The capacitors for this application have low 
capacitance and low internal resistance in characteristics. 
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Class 5 (high power) 

This class is suitable for the application (i.e. automotive and railway) that requires high power 
(relatively large current) with heavy duty charge/discharge cycles. The capacitors for this 
application have higher capacitance value and lower internal resistance value compared to 
Class 3. 

 

Figure A.1 – Conceptual rendering orientated by characteristics in each classification 

Unless otherwise specified in the detail specifications, electrical performance and measuring 
methods should be selected according to Table A.1, by the above mentioned class related to 
the application. 

Table A.1 – Electrical performance and measuring method by class 

Measurement items 
Sub 

clause 
No. 

Class 

Class 1 Class 2 Class 3 Class 4 Class 5 

Capacitance 

Constant current 
discharge 

method 
5.5 A A A A A 

Constant 
resistance 

charging method 
5.6.1 B B B B C 

Internal 
resistance 

AC resistance 
method 5.6.2 A B B B C 

DC resistance 
method 5.5 C A A A A 

Leakage current 5.7 C C C C C 

Maintain voltage 5.8 A C C C C 

Selection classification A: use as a standard; 

B: use as a simplified method; 

C: use when necessary. 

Selection classification shall be specified in the detail specification. For capacitance, see Annex B. 
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