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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION –  

 
Part 315: Communication profile integration –  

IEC 61784 CPF 15 
 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 62453-315 has been prepared by subcommittee 65E: Devices and 
integration in enterprise systems, of IEC technical committee 65: Industrial-process 
measurement, control and automation. 

This bilingual version (2015-06) corresponds to the English version, published in 2009-07. 

This part, in conjunction with the other parts of the first edition of the IEC 62453 series 
cancels and replaces IEC/PAS 62453-1, IEC/PAS 62453-2, IEC/PAS 62453-3, IEC/PAS 
62453-4 and IEC/PAS 62453-5 published in 2006, and constitutes a technical revision. 

Each part of the IEC 62453-3xy series is intended to be read in conjunction with IEC 62453-2. 
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The text of this standard is based on the following documents: 

FDIS Report on voting 

65E/131/FDIS 65E/144/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

The French version of this standard has not been voted upon. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of the IEC 62453 series, under the general title Field Device Tool (FDT) 
interface specification, can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in 
the data related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

This part of IEC 62453 is an interface specification for developers of FDT (Field Device Tool) 
components for function control and data access within a client/server architecture. The 
specification is a result of an analysis and design process to develop standard interfaces to 
facilitate the development of servers and clients by multiple vendors that need to interoperate 
seamlessly. 

With the integration of fieldbusses into control systems, there are a few other tasks which 
need to be performed. In addition to fieldbus- and device-specific tools, there is a need to 
integrate these tools into higher-level system-wide planning- or engineering tools. In 
particular, for use in extensive and heterogeneous control systems, typically in the area of the 
process industry, the unambiguous definition of engineering interfaces that are easy to use for 
all those involved is of great importance. 

A device-specific software component, called DTM (Device Type Manager), is supplied by the 
field device manufacturer with its device. The DTM is integrated into engineering tools via the 
FDT interfaces defined in this specification. The approach to integration is in general open for 
all kinds of fieldbusses and thus meets the requirements for integrating different kinds of 
devices into heterogeneous control systems. 

Figure 1 shows how IEC 62453-315 is aligned in the structure of the IEC 62453 series. 

 

Figure 1 – Part 315 of the IEC 62453 series 

 

IEC   1136/09 
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FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION –  
 

Part 315: Communication profile integration –  
IEC 61784 CPF 15 

 
 
 

1 Scope 

Communication Profile Family 15 (commonly known as Modbus1) defines communication 
profiles based on IEC 61158-5-15 and IEC 61158-6-15. The basic profile CP 15/1 (Modbus 
TCP) is defined in IEC 61784-1. An additional communication profile (Modbus Serial Line) is 
defined in [2]. 

This part of the IEC 62453 provides information for integrating Modbus TCP® and Modbus 
Serial Line® protocol support into FDT based systems.  

NOTE This part of IEC 62453 only specifies the mapping of Modbus parameters to FDT data types. For 
restrictions of protocol specific parameters concerning allowed values and concerning limitations of arrays used in 
the definition of FDT data types, refer to IEC 61158-5-15 and the MODBUS Application Protocol Specification. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 61131-3, Programmable controllers – Part 3: Programming languages 

IEC 61158-5-15, Industrial communication networks – Fieldbus specifications – Part 5-15: 
Application layer service definition – Type 15 elements  

IEC 61158-6-15, Industrial communication networks – Fieldbus specifications – Part 6-20: 
Application layer protocol specification – Type 15 elements  

IEC 61784-1, Industrial communication networks – Profiles – Part 1: Fieldbus profiles 

IEC 61784-2, Industrial communication networks – Profiles – Part 2: Additional fieldbus 
profiles for real-time networks based on ISO/IEC 8802-3  

IEC 62453-1:2009, Field Device Tool (FDT) interface specification – Part 1: Overview and 
guidance 

IEC 62453-2:2009, Field Device Tool (FDT) interface specification – Part 2: Concepts and 
detailed description 

RFC 791, Internet Protocol (available at <http://www.ietf.org/rfc/rfc0791.txt) 

————————— 
1) Modbus is the trademark of Schneider Automation Inc. It is registered in the United States of America. This 

information is given for the convenience of users of this International Standard and does not constitute an 
endorsement by IEC of the trademark holder or any of its products. Compliance to this profile does not require 
use of the trademark Modbus. Use of the trademark Modbus requires permission from Schneider Automation 
Inc. 
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3 Terms, definitions, symbols, abbreviated terms and conventions 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 62453-1, 
IEC 62453-2 and the following apply. 

3.2 Abbreviated terms 

For the purposes of this document, the abbreviations given in IEC 62453-1, IEC 62453-2 and 
the following apply. 

ASCII American Standard Code for Information Interchange 

DTM Device Type Manager 

FA Frame Application 

IP Internet Protocol 

RFC Request For comment 

TCP Transmission Control Protocol 

3.3 Conventions 

3.3.1 Data type names and references to data types 

The conventions for naming and referencing of data types are explained in IEC 62453-2 
Clause A.1. 

3.3.2 Vocabulary for requirements 

The following expressions are used when specifying requirements. 

– Usage of “shall” or “mandatory” – No exceptions allowed. 

– Usage of “should” or “recommended” – Strong recommendation. It may make sense in 
special exceptional cases to differ from the 
described behaviour.  

– Usage of “can’ or  “optional’ – Function or behaviour may be provided, depending 
on defined conditions. 

 

4 Bus category  

The Modbus protocol is identified in the protocolId element of the structured data type 
'fdt:BusCategory' by the following unique identifiers (see Table 1). 

Table 1 – Protocol identifiers 

Identifier value ProtocolId name Description 

59629a40-285f-11db-a98b-0800200c9a66 ‘Modbus over Serial Line’ Modbus over Serial Line 

59629a41-285f-11db-a98b-0800200c9a66 ‘Modbus over TCP’ Modbus over TCP 
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5 Access to instance and device data 

5.1 Process Channel objects provided by DTM 

For Modbus no minimum set of parameters is defined which must be provided by a DTM. If a 
DTM provides process values, the process variables should be modeled as Process 
Channels. 

5.2 DTM services to access instance and device data 

Not applicable. 

6 Protocol specific behavior 

6.1 General 

This clause specifies how unconfirmed Modbus requests shall be handled in FDT. Two types 
of unconfirmed Modbus requests are supported in FDT:  

• broadcasts; 

• unconfirmed private Modbus requests. 

6.2 Broadcasting 

In broadcast mode, a DTM can send a Modbus request to all devices connected to the bus. 
This mode is only supported for devices, which are connected via Modbus Serial Line. The 
connection can either be a direct connection or a connection via a gateway. The broadcast 
mode must be initiated by a fdtmodbus:ConnectRequest with the slave address of the target 
device set to 0 (slaveAddress=0). For more detailed information about the address 
information which has to be provided for broadcast mode, see Table 2. 

Table 2 – Address information for broadcast mode 

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ModbusSerial STRUCT   Address information for Modbus Serial Line 

   slaveAddress M [1..1] Shall be 0 for broadcast mode 

ModbusTCP STRUCT   Address information for Modbus TCP: 

   slaveAddress M [1..1] Shall be 0 for broadcast mode 

   tcpAddress M [1..1] IP address of the Modbus TCP/ Modbus 
Serial Line gateway 

   tcpPort O [0..1] Port for Modbus TCP connection (if no port 
information is provided, the default port 
502 shall be used) 

 
Because in broadcast mode no response will be returned by the device, the broadcast mode 
shall be used only with the transaction requests shown in Table 3: 
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Table 3 – Broadcast transaction requests 

Broadcast transaction requests Restrictions 

WriteSingleCoilReq None 

WriteSingleRegisterReq None 

DiagnosticsReq This transaction request shall be used in broadcast mode only with 
the following sub-functions:  

-  0x01: Restart Communication Option 

-  0x03: Change ASCII Input Delimiter 

-  0x04: Force Listen Only Mode 

-  0x0A: Clear Counters and Diagnostic Register 

-  0x14: Clear Overrun Counter and Flag 

WriteMultipleCoilsReq None 

WriteMultipleRegistersReq None 

WriteFileRecordReq None 

MaskWriteRegisterReq None 

PrivateModbusReq  Shall be used only with private services where no response is 
required from the device 

 
Although in broadcast mode no response will be returned by the target devices a transaction 
response, which corresponds to the transaction request shall be generated. This transaction 
response shall be generated in order to inform the DTM that the broadcast request was sent 
on the bus. If a Modbus Communication DTM is used to establish the communication, it has to 
provide this generated transaction response (see Figure 2 and Figure 3).  

 

Figure 2 – Broadcast sequence with Modbus Serial Line Communication DTM 
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Figure 3 – Broadcast sequence with Modbus TCP Communication DTM 

If no Modbus Communication DTM is used to establish the communication, the Modbus 
Gateway DTM, which provides the link to the higher communication level different from 
Modbus, has to provide this transaction response (see Figure 4). 

 

Figure 4 – Broadcast sequence without Modbus Communication DTM 

6.3 Unconfirmed private Modbus request 

This transaction request can be used to send any unconfirmed private Modbus request. 
Although no response will be returned by the target device, a transaction response, which 
corresponds to the transaction request, shall be generated. This transaction response shall be 
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generated in order to inform the DTM that the unconfirmed request was sent on the bus. If a 
Modbus Communication DTM is used to establish the communication, it has to provide this 
generated transaction response (see Figure 5 and Figure 6).  

 

 

Figure 5 – Unconfirmed request with Modbus Serial Line Communication DTM 

 

 

Figure 6 – Unconfirmed request with Modbus TCP Communication DTM 

If no Modbus Communication DTM is used to establish the communication, the Modbus 
Gateway DTM, which provides the link to the higher communication level different from 
Modbus, has to provide this transaction response (see Figure 7). 
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Figure 7 – Unconfirmed request without Modbus Communication DTM 

7 Protocol specific usage of general data types 

The following table (Table 4) shows how general data types, defined in IEC 62453-2 within 
the namespace ‘fdt’, are used with IEC 61784 CPF 15 devices. 

Table 4 – Protocol specific usage of general FDT data types 

Data type Description for use  

fdt:dataType Identifier for the FDT data type of the channel object 

fdt:busCategory See Clause 4 

deviceTypeInformation Modbus device description in form of human readable string, which can be 
provided with a DTM 

deviceTypeInformationPat
h 

Path to file which contains the Modbus device description if available 

fdt:readAccess Specifies whether the value can be read from the device: 

• “0”, if reading access is not allowed 

• “1”, if reading access is allowed 

fdt:systemTag Unique identifier of a device instance within a project of a Frame Application 

fdt:writeAccess Specifies whether the value can be written to the device: 

• “0”, if writing access is not allowed 

• “1”, if writing access is allowed 

 

8 Protocol specific common data types 

8.1 General 

This clause specifies protocol specific common data types which are used in the definition of 
other data types. 
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8.2 Address information 

This subclause specifies the structure and the semantics of the protocol specific address 
information in FDT, which is used on the different underlying communication layers for 
Modbus TCP and Modbus Serial Line. 

For a detailed description of how the address information is mapped to data types, see 
Table 5 and Table 6. 

The data types described in this subclause are defined for the following namespace. 
Namespace: mb 

Table 5 – Simple address information data types 

Data type  Definition Description  

slaveAddress USINT Slave address of a Modbus device 

tcpAddress STRING String representation of the IP address as described in 
RFC 791 Internet Protocol (IP) 

tcpPort UINT Port for Modbus TCP connection (if no port information is 
provided the default port 502 shall be used) 

 
Table 6 – Structured address information data types 

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ModbusSerial STRUCT   Address information for Modbus Serial Line 

    slaveAddress M [1..1]  

ModbusTCP STRUCT   Address information for Modbus TCP:  

   IP address of the target Modbus TCP 
server  

   Slave address of the target device if the 
Modbus TCP server provides routing 
services over Modbus Serial Line 

   slaveAddress O [0..1]  

   tcpAddress M [1..1]  

   tcpPort O [0..1]  

 

9 Network management data types 

The data types described in this clause are used in the following services: 

• NetworkManagementInfoRead service;  

• NetworkManagementInfoWrite service.  
This clause describes the information, which has to be provided for Modbus devices, in the 
UserDefinedBus data type (see Table 7). 
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Table 7 – Structured network management data types 

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

UserDefinedBus STRUCT   The UserDefinedBus data type contains the 
address information of the device. 

It is required that the UserDefinedBus data 
type contains at least one address 
information data type of the target device 

 mb:ModbusSerial O [0..*]  

 mb:ModbusTCP O [0..*]  

 
Some devices and their modules require more than one address on the bus. It is possible that 
the UserDefinedBus data type may contain several address-elements. In this case, the first 
address element shall contain the information about the principal address of the device. 

10 Communication data types 

10.1 General 

The data types described in this clause are used in the following services: 

• connect service; 

• disconnect service; 

• transaction service. 
This clause describes the structure and the semantics of the protocol specific communication 
related data, which is exchanged between a DTM and its parent component. 

For a detailed description of the common communication data types used in these services, 
see Table 8. 

The data types described in this clause are defined for the following namespace. 
Namespace: fdtmodbus 

Table 8 – Simple common communication data types 

Data type  Definition Description  

communicationReference UUID Mandatory identifier for a communication link to a device 
This identifier is allocated by the communication component 
during the connect. The address information has to be used 
for all following communication calls 

 
10.2 Connection management data types 

For a detailed description of the information used in the connect service and in the disconnect 
service see Table 9. 
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Table 9 – Structured connection management service data types 

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

Abort STRUCT   If the Abort command is sent to the next 
communication component or to the 
connected device, it terminates all 
pending requests and returns without 
waiting for a result. The termination of the 
connection will not be confirmed 

    communicationReference O [0..1]  

ConnectRequest STRUCT   Describes the communication request:  

 

   

− to establish a communication link 
to a Modbus TCP server device; 

− to establish a communication link 
to a Modbus Serial Line slave 
device. 

 
   

The request contains the address 
information of the target device 

 fdt:systemTag M [1..1]  

 choice of  M [1..1]  

    mb:ModbusSerial S [1..1]  

    mb:ModbusTCP S [1..1]  

ConnectResponse STRUCT   Describes the communication response to 
the connect request 

    communicationReference M [1..1]  

DisconnectRequest STRUCT   Describes the communication request to 
release a communication link 

    communicationReference M [1..1]  

DisconnectResponse STRUCT   Describes the communication response to 
a disconnect request 

    communicationReference M [1..1]  

 
10.3 Transaction service specific data types 

10.3.1 General 

This subclause describes the information which is used in the transaction services.  

10.3.2 Data item addressing  

This document specifies the mapping of Modbus parameters to FDT data types. For this 
reason, all address information provided as parameters and concerning the Modbus data 
items 

• coils, 

• discrete inputs, 

• holding registers and 

• input registers,  

shall be the same information as will be later sent on the bus (see Figure 8).  
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Figure 8 – Data item addressing 

10.3.3 Read coils transaction service 

The parameters of the transaction service, which is equivalent to the Read Coils service 
defined in IEC 61158-5-15, are described in Table 10, Table 11, Table 12 and Table 13. 

Table 10 – Simple ReadCoilsReq data types   

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

startAddress UINT Address of the first coil to be read  Address of first coil 

quantity UINT Number of coils to be read Quantity of coils 

 
Table 11 – Structured ReadCoilsReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadCoilsReq STRUCT   Communication request equivalent to the 
Read Coils service request defined in 
IEC 61158-5-15 

    communicationReference M [1..1]  

    quantity M [1..1]  

    startAddress M [1..1]  
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Table 12 – Simple ReadCoilsRsp data types 

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

multipleCoilValues STRING ASCII string with each coil state coded 
in one character, where the first 
character in the string represents the 
first coil to be read: 

− “0” = FALSE or “OFF” 

− “1” = TRUE or “ON” 

Data 

 
Table 13 – Structured ReadCoilsRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadCoilsRsp STRUCT   Communication response equivalent to the 
Read Coils service response defined in 
IEC 61158-5-15 

    communicationReference M [1..1]  

    multipleCoilValues M [1..1]  

 
10.3.4 Read discrete inputs transaction service 

The parameters of the transaction service, which is equivalent to the Read Discretes service 
defined in IEC 61158-5-15, are described in Table 14, Table 15, Table 16 and Table 17. 

Table 14 – Simple ReadDiscreteInputsReq data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

startAddress UINT Address of the first discrete input to be 
read  

Address of first 
discrete 

quantity UINT Number of discrete inputs to be read Quantity of discretes 

 
Table 15 – Structured ReadDiscreteInputsReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadDiscreteInputsReq STRUCT   Communication request equivalent to the 
Read Discretes service request defined in 
IEC 61158-5-15 

    communicationReference M [1..1]  

    quantity M [1..1]  

    startAddress M [1..1]  
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Table 16 – Simple ReadDiscreteInputsRsp data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

discreteInputsStatus STRING ASCII string with each discrete input 
state coded in one character, where 
the first character in the string 
represents the first discrete input to be 
read:: 

− “0”= FALSE or “OFF” 

− “1”= TRUE or “ON” 

Data 

 
Table 17 – Structured ReadDiscreteInputsRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadDiscreteInputsRsp STRUCT   Communication response equivalent to the 
Read Discretes service response defined 
in IEC 61158-5-15 

    communicationReference M [1..1]  

    discreteInputsStatus M [1..1]  

 
10.3.5 Read holding registers transaction service 

The parameters of the transaction service, which is equivalent to the Read Holding Registers 
service defined in IEC 61158-5-15, are described in Table 18, Table 19, Table 20 and 
Table 21. 

Table 18 – Simple ReadHoldingRegistersReq data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

startAddress UINT Address of the first holding register to 
be read  

Address of first holding 
register to read 

quantity UINT Number of holding registers to be read Quantity of holding 
registers to read 

 
Table 19 – Structured ReadHoldingRegistersReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadHoldingRegisters
Req 

STRUCT   Communication request equivalent to the 
Read Holding Registers service request 
defined in IEC 61158-5-15 

    communicationReference M [1..1]  

    startAddress M [1..1]  

    quantity M [1..1]  
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Table 20 – Simple ReadHoldingRegistersRsp data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

registerValues ARRAY OF 
WORD 

Read holding register values Data 

 
Table 21 – Structured ReadHoldingRegistersRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadHoldingRegisters
Rsp 

STRUCT   Communication response equivalent to the 
Read Holding Registers service response 
defined in IEC 61158-5-15 

    communicationReference M [1..1]  

    registerValues M [1..1]  

 
10.3.6 Read input registers transaction service 

The parameters of the transaction service, which is equivalent to the Read Input Registers 
service defined in IEC 61158-5-15, are described in Table 22, Table 23, Table 24 and 
Table 25. 

Table 22 – Simple ReadInputRegistersReq data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

startAddress UINT Address of the first input register to be 
read  

Address of first input 
register 

quantity UINT Number of input registers to be read Quantity of input 
registers  

 
Table 23 – Structured ReadInputRegistersReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadInputRegistersReq STRUCT   Communication request equivalent to the 
Read Input Registers service request 
defined in IEC 61158-5-15 

    communicationReference M [1..1]  

    quantity M [1..1]  

    startAddress M [1..1]  
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Table 24 – Simple ReadInputRegistersRsp data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

registerValues ARRAY OF 
WORD 

Read input register values Data 

 
Table 25 – Structured ReadInputRegistersRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadInputRegistersRsp STRUCT   Communication response equivalent to 
the Read Input Registers service 
response defined in IEC 61158-5-15 

    communicationReference M [1..1]  

    registerValues M [1..1]  

 
10.3.7 Write single coil transaction service 

The parameters of the transaction service, which is equivalent to the Write Single Coil service 
defined in IEC 61158-5-15, are described in Table 26, Table 27 and Table 28. 

Table 26 – Simple WriteSingleCoilReq data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

outputAddress UINT Address of the coil to be forced  Address of first coil 

singleCoilValue BOOL Coil state to be forced, with: 

− “0”=FALSE or “OFF” 

− “1”=TRUE or “ON” 

Data single coil  

 
Table 27 – Structured WriteSingleCoilReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteSingleCoilReq STRUCT   Communication request equivalent to the 
Write Single Coil service request defined in 
IEC 61158-5-15 

    communicationReference M [1..1]  

    outputAddress M [1..1]  

    singleCoilValue M [1..1]  
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Table 28 – Structured WriteSingleCoilRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteSingleCoilRsp STRUCT   Communication response equivalent to the 
Write Single Coil service response defined 
in IEC 61158-5-15 

    communicationReference M [1..1]  

 

10.3.8 Write single register transaction service 

The parameters of the transaction service, which is equivalent to the Write Single Holding 
Register service defined in IEC 61158-5-15, are described in Table 29, Table 30 and Table 31. 

Table 29 – Simple WriteSingleRegisterReq data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

outputAddress UINT Address of the holding register to be 
written 

Address of first holding 
register to write 

singleRegister WORD Value to be written to the register Data 

 

Table 30 – Structured WriteSingleRegisterReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteSingleRegisterReq STRUCT   Communication request equivalent to the 
Write Single Holding Register service 
request defined in IEC 61158-5-15 

    communicationReference M [1..1]  

    outputAddress M [1..1]  

    singleRegister M [1..1]  

 
Table 31 – Structured WriteSingleRegisterRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteSingleRegisterRsp STRUCT   Communication response equivalent to the 
Write Single Holding Register service 
response defined in IEC 61158-5-15 

    communicationReference M [1..1]  
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10.3.9 Read exception status transaction service 

The parameters of the transaction service, which is equivalent to the Read Exception Status 
service defined in the MODBUS Application Protocol specification, are described in Table 32, 
Table 33 and Table 34. 

Table 32 – Structured ReadExceptionStatusReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadExceptionStatusReq STRUCT   Communication request equivalent to the 
Read Exception Status service request 
defined in the MODBUS Application 
Protocol specification 

    communicationReference M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line 

 
Table 33 – Simple ReadExceptionStatusRsp data types  

Data type  Definition Description  Equivalent MODBUS 
Application protocol 

service parameter 

exceptionStatus BYTE Exception status of Modbus Serial Line 
device 

Output Data 

 
Table 34 – Structured ReadExceptionStatusRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadExceptionStatus
Rsp 

STRUCT   Communication response equivalent to the 
Read Exception Status service response 
defined in the MODBUS Application 
Protocol specification 

    communicationReference M [1..1]  

    exceptionStatus M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line. 

 
10.3.10 Diagnostics transaction service 

The parameters of the transaction service, which is equivalent to the Diagnostics service 
defined in the MODBUS Application Protocol specification, are described in Table 35, 
Table 36 and Table 37. 
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Table 35 – Simple diagnostics data types  

Data type  Definition Description  Equivalent MODBUS 
Application protocol 

service parameter 

diagnosticsData ARRAY OF 
WORD 

 

Required data, depending on the sub-
function type 

Data 

diagnosticsSubFct UINT Sub-function code  Sub-function 

 
Table 36 – Structured DiagnosticsReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

DiagnosticsReq STRUCT   Communication request equivalent to the 
Diagnostics service request defined in the 
MODBUS Application Protocol specification 

    communicationReference M [1..1]  

    diagnosticsData M [1..1]  

    diagnosticsSubFct M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line. 

 
Table 37 – Structured DiagnosticsRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

DiagnosticsRsp STRUCT   Communication response equivalent to the 
Diagnostics service response defined in 
the MODBUS Application Protocol 
specification 

    communicationReference M [1..1]  

    diagnosticsData M [1..1]  

    diagnosticsSubFct M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line. 

 
10.3.11 Get Comm event counter transaction service 

The parameters of the transaction service, which is equivalent to the Get Comm Event 
Counter service defined in the MODBUS Application Protocol specification, are described in 
Table 38, Table 39 and Table 40. 
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Table 38 – Structured GetCommEventCounterReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

GetCommEventCounter
Req 

STRUCT   Communication request equivalent to the 
Get Comm Event Counter service request 
defined in the MODBUS Application 
Protocol specification 

    communicationReference M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line. 

 
Table 39 – Simple GetCommEventCounterRsp data types  

Data type  Definition Description  Equivalent MODBUS 
Application protocol 

service parameter 

commStatus WORD 

 

Two-byte status information. The 
status information will be 0xFFFF if a 
previously-issued program command is 
still being processed by the remote 
device (busy condition), otherwise it 
will be 0x0000. 

Status 

eventCount UINT 

 

Number of events counted by the 
device 

Event Count 

 
Table 40 – Structured GetCommEventCounterRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

GetCommEventCounter
Rsp 

STRUCT   Communication response equivalent to the 
Get Comm Event Counter service response 
defined in the MODBUS Application 
Protocol specification 

   commStatus M [1..1]  

   communicationReference M [1..1]  

    eventCount M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line. 

 
10.3.12 Get Comm event log transaction service 

The parameters of the transaction service, which is equivalent to the Get Comm Event Log 
service defined in the MODBUS Application Protocol specification, are described in Table 41, 
Table 42 and Table 43. 
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Table 41 – Structured GetCommEventLogReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

GetCommEventLogReq STRUCT   Communication request equivalent to the 
Get Comm Event Log service request 
defined in the MODBUS Application 
Protocol specification 

    communicationReference M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line. 

 
Table 42 – Simple GetCommEventLogRsp data types  

Data type  Definition Description  Equivalent MODBUS 
Application protocol 

service parameter 

commStatus WORD 

 

Two-byte status information. The 
status information will be 0xFFFF if a 
previously-issued program command is 
still being processed by the remote 
device (busy condition), otherwise it 
will be 0x0000 

Status 

eventCount UINT 

 

Number of events counted by the 
device 

Event Count 

events ARRAY OF 
BYTE 

Each byte corresponds to the status of 
one MODBUS send or receive 
operation for the remote device  

Events 

messageCount UINT 

 

Quantity of messages processed by the 
remote device since its last restart, 
clear counters operation, or power–up 

Message Count 

 
Table 43 – Structured GetCommEventLogRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

GetCommEventCounter
Rsp 

STRUCT   Communication response equivalent to the 
Get Comm Event Log service response 
defined in the MODBUS Application 
Protocol specification 

    commStatus  M [1..1]  

    communicationReference  M [1..1]  

    eventCount M [1..1]  

    events O [0..1]  

    messageCount M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line. 
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10.3.13 Write multiple coils transaction service 

The parameters of the transaction service, which is equivalent to the Write Multiple Coils 
service defined in IEC 61158-5-15, are described in Table 44, Table 45 and Table 46. 

Table 44 – Simple WriteMultipleCoilsReq data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

multipleCoilValues STRING ASCII string with each coil state coded 
in one character, where the first 
character in the string represents the 
first coil to be written: 

− “0”=FALSE or “OFF” 

− “1”=TRUE or “ON” 

Data 

outputAddress UINT Address of the first coil to be forced Address of first coil 

 
Table 45 – Structured WriteMultipleCoilsReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteMultipleCoilsReq STRUCT   Communication request equivalent to the 
Write Multiple Coils service request defined 
in IEC 61158-5-15 

    communicationReference M [1..1]  

    multipleCoilValues M [1..1]  

    outputAddress M [1..1]  

 
Table 46 – Structured WriteMultipleCoilsRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteMultipleCoilsRsp STRUCT   Communication response equivalent to the 
Write Multiple Coils service response 
defined in IEC 61158-5-15 

    communicationReference M [1..1]  

 
10.3.14 Write multiple registers transaction service 

The parameters of the transaction service, which is equivalent to the Write Multiple Holding 
Registers service defined in IEC 61158-5-15, are described in Table 47, Table 48 and 
Table 49. 
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Table 47 – Simple WriteMultipleRegistersReq data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

outputAddress UINT Address of the first holding register to 
be written 

Address of first holding 
register to write 

registerValues ARRAY OF 
WORD 

Register values to be written Data 

 
Table 48 – Structured WriteMultipleRegistersReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteMultipleRegisters
Req 

STRUCT   Communication request equivalent to the 
Write Multiple Holding Registers service 
request defined in IEC 61158-5-15 

    communicationReference M [1..1]  

    outputAddress M [1..1]  

    registerValues M [1..1]  

 
Table 49 – Structured WriteMultipleRegistersRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteMultipleRegisters
Rsp 

STRUCT   Communication response equivalent to 
the Write Multiple Holding Registers 
service response defined in 
IEC 61158-5-15 

    communicationReference M [1..1]  

 
10.3.15 Report slave ID transaction service 

The parameters of the transaction service, which is equivalent to the Report Slave ID service 
defined in the MODBUS Application Protocol specification, are described in Table 50, 
Table 51 and Table 52. 
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Table 50 – Structured ReportSlaveIDReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReportSlaveIDReq STRUCT   Communication request equivalent to the 
Report Slave ID service request defined in 
the MODBUS Application Protocol 
specification 

    communicationReference M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line. 

 
Table 51 – Simple ReportSlaveIDRsp data types  

Data type  Definition Description  Equivalent MODBUS 
Application protocol 

service parameter 

data ARRAY OF 
BYTE 

This attribute contains the: 

• Slave ID, 

• the Run Indicator Status (0x00 or 
0xFF) 

• and the additional  device specific 
data  

in the same format and order as 
defined in the MODBUS Application 
Protocol Specification 

Slave ID, 

Run Indicator Status 

Additional data 

 
Table 52 – Structured ReportSlaveIDRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReportSlaveIDRsp STRUCT   Communication response equivalent to the 
Report Slave ID service response defined 
in the MODBUS Application Protocol 
specification 

    communicationReference M [1..1]  

    data M [1..1]  

NOTE According to the MODBUS Application Protocol Specification V1.1a this Modbus service can only be used on 
Modbus over Serial Line. 

 
10.3.16 Read file record transaction service 

The parameters of the transaction service, which is equivalent to the Read File Record 
service defined in IEC 61158-5-15, are described in Table 53 to Table 58. 
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Table 53 – Simple ReadFileSubRequest data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

fileNumber UINT File number File number 

quantity UINT Length of the record to be read as 
quantity of registers 

Record length 

recordNumber UINT Starting record number within the file Record number 

referenceType USINT Reference type  Reference type 

NOTE According to IEC 61158-5-15 the reference type shall  be specified as 0x06. 

 
Table 54 – Structured ReadFileSubRequest data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadFileSubRequest STRUCT   Sub-request equivalent to the Read File 
Record sub-request element defined in 
IEC 61158-5-15 

    fileNumber M [1..1]  

    quantity M [1..1]  

    recordNumber M [1..1]  

    referenceType M [1..1]  

 
Table 55 – Structured ReadFileRecordReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadFileRecordReq STRUCT   Communication request equivalent to the 
Read File Record service request defined 
in IEC 61158-5-15 

    communicationReference M [1..1]  

    ReadFileSubRequest M [1..*]  

 
Table 56 – Simple ReadFileSubResponse data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

recordData ARRAY OF 
WORD 

Record data Record data array 
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Table 57 – Structured ReadFileSubResponse data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadFileSubResponse STRUCT   Sub-response equivalent to the Read File 
Record sub-response element defined in 
IEC 61158-5-15 

    recordData M [1..1]  

 
Table 58 – Structured ReadFileRecordRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

ReadFileRecordRsp STRUCT   Communication response equivalent to the 
Read File Record service response defined 
in IEC 61158-5-15 

    communicationReference M [1..1]  

    ReadFileSubResponse M [1..*]  

 
10.3.17 Write file record transaction service 

The parameters of the transaction service, which is equivalent to the Write File Record 
service defined in IEC 61158-5-15, are described in Table 59 to Table 62. 

Table 59 – Simple WriteFileSubRequest data types  

Data type  Definition Description  Equivalent 
IEC 61158-5-15 

service parameter 

fileNumber UINT File number File number 

recordData ARRAY OF 
WORD 

Length of the record to be read as 
quantity of registers 

Record data array 

recordNumber UINT Starting record number within the file Record number 

referenceType USINT Reference type  Reference type 

NOTE According to IEC 61158-5-15 the reference type shall  be specified as 0x06. 
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Table 60 – Structured WriteFileSubRequest data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteFileSubRequest STRUCT   Sub-request equivalent to the Write File 
Record sub-request element defined in 
IEC 61158-5-15 

    fileNumber M [1..1]  

    recordData M [1..1]  

    RecordNumber M [1..1]  

    ReferenceType M [1..1]  

 
Table 61 – Structured WriteFileRecordReq data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteFileRecordReq STRUCT   Communication request equivalent to the 
Write File Record service request defined 
in IEC 61158-5-15 

    communicationReference M [1..1]  

    WriteFileSubRequest M [1..*]  

 
Table 62 – Structured WriteFileRecordRsp data types   

Data type Definition Description 

 Elementary data types U
s
a
g
e 

Multiplicity  

WriteFileRecordRsp STRUCT   Communication response equivalent to the 
Write File Record service response 
defined in IEC 61158-5-15 

    communicationReference M [1..1]  

 
10.3.18 Mask write register transaction service 

The parameters of the transaction service, which is equivalent to the Mask Write Holding 
Register service defined in IEC 61158-5-15, are described in Table 63, Table 64 and 
Table 65. 
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